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YOU CAN HAVE 

YOUR CAKE 

AND EAT IT TOO! 

WITH THE 3 NEW Amperex HIGH -GAIN VHF TRANSISTORS: 

Unrivaled for- RELIABILITY, 

OPERATING STABILITY 

and UNIFORMITY 

And yet they cost no more, in many cases, 
than equivalent vacuum tubes and are 
available now in production quantities. 

At last, you can realistically employ high frequency 
transistors for RF and IF amplifiers in production FM 
receivers; as mixers, oscillators and RF and IF ampli- 
fiers in mobile radio equipment, car radios and short 
wave receivers; and as broadband amplifiers in instru- 
mentation and industrial applications. 

Implemented and fully proven by Amperex, a unique 
manufacturing technique originating with Philips of the 
Netherlands now enables Amperex to provide you with production VHF tran- 
sistors of unparalleled laboratory quality at truly reasonable prices. 

The new Amperex "alloy- diffusion" P -N -P transistors combine the best qualities 
of both the alloy and the diffusion approaches to transistor construction. As a 
result of the special "self- jigging" techniques, a maximum degree of uniformity 
is achieved. Thus the necessity for "selection" is completely eliminated. 

The Type 0C170 is designed for use as a mixer oscillator in Short wave receivers, 
as an IF amplifier in FM receivers, and as a broadband linear amplifier for 
instrumentation and industrial applications. The 0C170 features a high cut -off 
frequency of 70 Mc and a low collector -to -base capacitance of 1.8 µµf. 

The Type 0C169 is designed for lower frequencies and gain. 

The Type 0C171 is designed for use as a local oscillator and preamplifier in FM 
receivers and has a cut -off frequency of 100 Mc. 

MAXIMUM RATINGS 0C169 OC170 OC171 

YCE 20 V 20 V 20 V 

lc lO mA lO mA 5 mA 

Pc at Tamb. = 45°C 50 MW 60 MW 60 MW 

TYPICAL CHARACTERISTICS 

Cut-off frequency fab 70 Mc 70 Mc 100 Mc 

Power gain Pg at 0.45 Mc 35 db 57 db - 
Pg at 10.7 Mc 20 db 31 db - 
Pg at 100 Mc - - 23 db 

Noise figure NF at 0.45 Mc 4 db 4 db - 
NF at 10.7 Mc 5 db 5 db - 
NF at 100 Mc - - 11 db 

i...N11::t.r 
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The Breakthrough... 
How It Was Accomplished! 

This VHF transistor breakthrough was made 
possible by a new alloy- diffusion process, a manu- 
facturing method that combines the best features 
of the currently used alloy and diffusion proc- 
esses, without their drawbacks. 

The limitation of the alloy process is en- 
countered when attempting to manufacture tran- 
sistors with an average cut -off above 20 Mc. In 
this process the collector and emitter elements 
are fused (or alloyed) to the base. For this to be 
successfully ccomplished the base must be rela- 
tively thick d the thickness very accurately con- 
trolled in o r that during the fusion process the 
collector a d emitter elements do not flow 
through the base and short the transistor. This 
relatively thick base increases the transit time, 
preclu g any usable response above 20 Mc. 

In t diffusion process the base is formed on 
the col ctor by gaseous diffusion in a high tem- 
perature oven. Very thin bases can be manufac- 
tured by this method with low transit time and 
very high cut -off frequencies. In this process the 
prgHlem lies in attaching the emitter junction 
and base lead. 

In the AMPEREX "alloy- diffusion" process, 
alloying and diffusion take place simultaneously. 
The transistor is built up on a piece of P -type 
germanium. Two small pellets are placed on the 
germanium. Pellet B, the base pellet, contains 
only an N -type impurity. Pellet E, the emitter 
pellet, contains a P -type and an N -type impurity. 

When this assembly is heated at a certain tem- 
perature, the germanium dissolves into the metal 
pellets until saturation is reached, and the pellet 
impurities diffuse into the solid germanium. 

However, the P -type impurity in pellet E has 
such a low diffusion constant, that for practical 
purposes it does not penetrate into the ger- 
manium. The N -type impurity in pellets E and B 
has a much greater diffusion constant and readily 
penetrates into the solid germanium to form a 
diffused N -type layer underneather the pellets. 

When the assembly is cooled down, a layer of 
germanium recrystallizes from the pellets as in 
the normal alloy technique. The recrystallized 
layer of pellet E contains many atoms of the 
P -type impurity and is, therefore, a P -type germa- 
nium layer. The germanium layer recrystallized 
from pellet B is, of course, the N -type because 
there are no other impurities in the pellet. 

Connections are made to the germanium and 
the metal pellets and a P -N -P transistor is ob- 
tained. The original P -type germanium is the col- 
lector, pellet B the base, and pellet E the emitter. 

This process makes it possible to mass produce 
transistors with a base layer of a few microns 
for very short transit time and high cut -off fre- 
quencies. The yield is also very high which enables 
AMPEREX to supply these transistors at low prices 

colr.nor rab 

ask Amperex 
the industry's reliable source of quality 

transistors and diodes for industrial and 

entertainment applications. 

Amperes Electronic Corp., 230 Duffy Avenue, Hicksville, Long Island, New York 
In Canada: Rogers Electronic Tubes A Components, 116 Vanderhoof Avenue, Toronto 17, Ontario 
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CBS 

FIRSTS 

IN 

TUBES 

CBS 

FIRSTS 
IN 

COLUMBIA 

RECORDS 

Leonard Bernstein, outstanding musical 
personality, is a Columbia Records star. 

Receiving, industrial and 
picture tubes transistors 

and diodes audio components and phonographs 

FIRSTBantam GT receiving 
tubes 

FIRST Bantam Jr. subminiature 
tubes 

FIRST rectangular picture tubes 

FIRST receiving tubes designed 
especially for TV 

FIRST receiving tubes rated for 
Continuous Television Service 

FIRST practical color picture 
tube, CBS -Colortron 

FIRST double -faced phonograph 
disc 

FIRST long -playing record 

FIRST complete symphony 
recording in U. S. A. 

FIRST "360" hi -fi phonograph 

FIRST major recording company 
with a record club 

FIRST Stereo Seven - new 
seven -inch 33% rpm record 

WHAT THESE FIRSTS MEAN TO YOU 
In records or tubes, the CBS family habit of being 

first helps guarantee you the quality of performance 
that only leadership can deliver. This leadership is 

your further assurance that: 
CBS tube quality cuts call -backs to the bone. 
CBS tube quality insures your customers 

of dependable performance. 
CBS tube quality offers built -in profits for you. 

Ask for the leader with the top -rated name your 
customers know and trust. Ask first for CBS. 

CBS ELECTRONICS 
Danvers, Massachusetts 

Electronic manufacturing division of Columbia Broadcasting System. Inc. 
casa 

postage at Chicago. 
Ix published 

Authorised 
Id I,,vlx lhrnli tuent. ' . Wil. ism a. 

Canada. 
a l'nalrm of tna 1'ESCRI t 11 l x. o,,, el AU..., lnaau .r. 111. s, and clasx Ixrxlal[e at CTICaRO. Illlnuls. Aullrurlael la 1uxt ):P AMM1ant. "ion as all malter. SU [SORT TION RAT[[: une Year U. S. and Ions. and 

Callada id.nll: Pan Amerlran Union ('mmtriex S4 .5o: all other !n'ei_n a "in:rn 5.;.,:n. 

November, 1159 3 
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1111141.,Ita, 

Now! Work Over 

300 inn PRACTICAL PRACTICAL 

PROJECTS with these 

PARTS AT HOME! 

{lwto. , 

to help You learn 

7; ivs .. y tjb. OO 
+lf r t - # 

1 

E LEC IRON ICS 
RADIO-TELEVISION-RADAR 

NOW . . . at home in your spare time you can get the very kind of 
training and subsequent Employment Service you need to get started 
toward real earnings in one of today's brightest opportunity fields - 
TELEVISION-RADIO-ELECTRONICS. Now that Electronics is entering so 
many new fields, here is a chance of a lifetime to prepare to cash in 
on its remarkable growth. 
DeVry Tech's amazingly practical home method enables you to set up 
your own HOME LABORATORY. You spend minimum time to get maxi- 
mum knowledge from over 302 practical projects, using the same type 
of basic equipment used in our modern Chicago and Toronto Train- 
ing Centers! 

DeVry Tech Provides EVERYTHING YOU NEED . . . 

-to help you master TV- ELECTRONICS. In addition to the home labora- 
tory and easy -to -read lessons, you even use HOME MOVIES -an ex- 
clusive DeVry Tech advantage. You watch hidden actions . . . see 
electrons on the march. Movies help you to learn faster . . . easier 

. better. 

LABORATORY TRAINING 
Full time day and evening training programs 
in our modern Chicago and Toronto Labora- 
tories are also available. MAIL COUPON 
TODAY for facts. 

BUILD and KEEP Valuable 
TEST EQUIPMENT 

As part of your training, you build and 
keep a fine Jewel- Bearing Vacuum Tube 
VOLTMETER and a S -inch COLOR OSCIL- 
LOSCOPE -both high quality, needed 
test instruments. 

EFFECTIVE 
EMPLOYMENT SERVICE 

r Get the same Employment Service 
that has helped so many DeVry 
Tech graduates get started in this 
fast -growing field. 

"One of North America's Foremost Electronics Training Centers" 

( 
! =,1E 

Accredited Member 
of Notional Home 
Study Council 

EARN WHILE YOU LEARN 

DeVry Tech's practical train- 
ing helps you toward spare 
time income servicing Radio 
and Television sets. 

VACUUM 
TUBE 

VOLTMETER 

INCH 
COLOR 

"SCOPE 

5- NCH 
COLOR 

OSCILLOSCOPE 

Build and keep this BIG 
DeVry Engineered TV set- 
easily converted to U.M.F. 
i DeVry offers another home 

training, but without 
the TV set.) 

CHECA 
These Exciting" 

Job 
Opprtanities: 

DeVRY TECH INSTITUTE 
Formerly DeForest's Training, Inc. 

CHICAGO 41, ILLINOIS 

November, 1959 

TV -Radio Broadcast Technician 

Color Television Specialist 

Radar Operator 

Laboratory Technician 

Airline Radio Man 

Computer Specialist 

Quality Control Manager 
Your Own Sales 8 Service Shop 

... PLUS MANY OTHERS 

MAIL COUPON TODAY! 
.DeVRY TECHNICAL INSTITUTE 

4141 Belmont Ave., Chicago 41, III., Dept. EW -11 -P 

Please give me your FREE booklet, "Electronics and YOU," and 
tell me how I may prepare to enter one or more branches of Electronics. 

Nome Age 
PLEASE PRINT 

Street 

City Zone State 

Apt. 

Canadian residents address DeVry Tech of Canada, Ltd. 
2045 626 Roselawn Ave., Toronto 12, Ontario 

5 
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General Electric's all -new UR -22 Stereo Cartridge 

try it in your own home 

money -back guarantee! 
We believe that once you hear General Electric's all -new 
VR -22 in the privacy of your own home, on your own 
equipment, you'll want to have this superb stereo cartridge 
for your very own. 

We're so sure of it, in fact, that we are making you an 
offer virtually without precedent in the Hi -Fi field: Try 
the VR -22 at home for 10 days. If you don't agree that this 
is the stereo cartridge for you, bring it back and the full 
purchase price will be cheerfully refunded. You have 
nothing to lose and a whole new world of enjoyment to 
gain! See your participating General Electric Hi -Fi dealer. 

The VR -22 is outstanding in all four critical areas of 
stereo cartridge performance: Channel separation - 
Response- Freedom from hum -Compliance. 

VR -22 -5 with .5 mil diamond stylus for professional quality tone 

arms, $27.95 *. VR -22 -7 with .7 mil diamond stylus for profes- 

sional arms and record changers, $24.95 *. TM -2G Tone Arm - 
designed for use with General Electric stereo cartridges as an 

integrated pickup system, $29.95 *. General Electric Co.. Audio 
Components Products Section, Auburn, N. Y. 

*Manufocturer's suggested resole prices. 

Acclaimed 

by the 

experts! 

Oliver P. Ferrell 
Editor 

Hi -Fi Review 
as 

n 
quoted 

issue 
of Aug. 1959 

. the VR -227 is a top performer. The fre- 
quency response is as flat as any cartridge 
tested lo date. Channel -to- channel separa 
tion in the vital area between 700 cycles 
and 8000 cycles was equal to the very best 
stereo cartridges now offered the public. 

Wm. A. Stocklin 
Editor 

Electronics World 
as 

in 
quoted 

of Sept. 1959 

.listening tests did not show up any 
flaws. Frequency response from 30 to 15,000 
cps (limits of our test) was within 2.25 db of 
flat. Provides about the best channel sepa 
ration available of any checked with the ex- 
ception of [cartridge selling for 565.001 in 
the frequency range from about 5000 to 
9000 cps." 

C. G. McProud 
Editor 
Audio 

as 
in 
quoted 

of Sept. 1959 

. is even better than its predecessor 
with respect to output, channel separation 

and extended frequency response and the two 
channels balance within ±2 db to 15,000 
cycles. The shielding has been improved and 
the grounding of the shield and the method 
of shorting the two 'ground' terminals are 
wII thought out.- 

GENERAL 
6 
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Opportunities 

Electronics 
Do you know how you can convert your 
present electronics knowledge into a 

profitable and interesting career in 

any of the fields listed here? 

Thousands of interesting well paid jobs in elec- 

tronics must be filled. To fill such jobs, you 
need sound technical training. An FCC license 
is convincing proof of technical skill. Send for 
the three Cleveland Institute booklets offered 
here. They explain how you can prepare for an 
interesting and profitable career in electronics. 
Mail the coupon today -no obligation. 

Find out hot. modern technical training and a 
Government License (FCC) can lead to profit- 
able employment in cntq branch of electronics. 

good training doesn't cost -it pays! 

Radar 

Guided Missiles 
Broadcasting 
Aeronautical Electronics 
Computers 
Automation 
Industrial Electronics 
Home Electronics 

Send for these 

Cleveland 
Desk RN -35 

Please send FREE Booklets 
get ahead in Electronics. 
experience in Electronics 

Military 

Radio-TV Servicing 

Manufacturing 

Amateur Radio 

Broadcasting 

3 
Institute 
4900 Euclid 

prepared to help me 
I have had training or 
as indicated below: 

Home 

Experimenting 

Telephone 

Company 

Other 

FREE Booklets 

of Electronics 
Ave. 

In what kind of work 
are you now engaged? 

Name 

Address 

City 

Cleveland 3, Ohio 

i 
In what branch of Elec. I 
tronics are you inter- I 
ested? 

Accredited by 
the National 
Home Study 

Council 
I 

Age I 

I 

I 
I 

Zone State 
RN-35 I 

November, 1959 7 
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HOW TO 

MAKE MONEY 
Selling Commercial Sound 
Here today and here tomorrow - 
Commercial Sound is a steady -profit 12- 
months-a-year business of sales, installa. 
lion and servicing with lots of customers 
right in your own neighborhood. 
Take advantage of the Atlas complete line 
of speakers - manufactured, advertised 
and supplied directly by Atlas . 

Speakers for every application, a mike 
support for every purpose - plus a wide 
variety of accessories so necessary for a 
complete professional installation. 

Good markets inks 

stadia, roc 

athletic fields, etc 

profitable 
markets in 

swimming 
pools 
amuse me5t 
parks, etc. schools, 

penitent markets 

ln industry, 
factories, etc. warehouses, 

Write for latest catalog and selling aids to help 
you get profitable commercial sound business. 

ATLAS 
SOUND CORP. 

RN 11 

Br0010yn 18 h Y 

in Canada Atlas Radio Corp.. 
Toronto. Canada 
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for the Record r 
By W. A. STOCKLIN 

Edi'.or 

CITIZENS BAND OPERATION 

WELL, the FCC is beginning to bear 
down heavily on many 27 -mc. Class 

D Citizens Band licensees. Those in the 
industry never doubted that the time 
would come when the FCC would have 
to take action, but we are all some- 
what surprised that it is coming so 
soon. Possibly we should not have been 
if we consider the number of appli- 
cations that are being filed daily. The 
FCC has issued approximately 58,000 
Citizens Band licenses. Of this number, 
there are probably some 30,000 that 
are Class D. Remember that this is 
only from the first of this year and 
the pace has stepped up rapidly to a 
point where some 5000 new Class D 
applications are being filed each month. 
After all the years of amateur radio, 
there are only about 180,000 to 200,000 
licensed operators in this country. Of 
this number, perhaps only about 100,- 
000 are active. If the pace continues in 
Class D authorizations, these may very 
well surpass the number of amateur 
radio licenses. Again, let's consider 
that the allowed radio spectrum for 
Class D operation is only a small frac- 
tion of that allowed to the radio ama- 
teurs. It should be obvious that over- 
crowding of the band is practically a 
certainty. 

To cope with this problem, the FCC 
is contemplating some rule changes 
which may limit transmission times 
and operating frequencies for the Class 
D operator. But no one should sit back 
and criticize the Commission for these 
moves. Opening up the Class D. Citizens 
Band has been of tremendous help to 
the electronic industry and to the great 
numbers of individuals who now have 
their licenses. But, violation notices 
will be in vogue and operation will be 
stopped if the operators today do not 
abide by the rules and regulations set 
up by the FCC for this type of opera- 
tion. (Refer to article "Violations of the 
Citizens Radio Service Rules," which 
appears on page 106 of this issue. This 
band is not to be used for DX purposes 
or for general chit -chat as is allowed 
on the ham bands. The Class D band 
was set aside strictly for point -to -point 
operation for personal or business use 
and for those citizens who have real 
need for direct communication. It is 
not to be used to discuss Aunt Martha's 

upcoming party -as one would use the 
telephone. There is no time limit on 
transmissions now and the FCC prob- 
ably would not consider any changes in 
this rule if present operators would use 
this service wisely. 

There are movements afoot for 
groups to unite in protest to the FCC 
concerning the present methods of op- 
eration that are permitted. No one 
would consider this unethical provid- 
ing the complaints are justified and not 
simply selfish. Every holder of a Class 
D license today would probably like to 
have the FCC cut off future applicants. 
This certainly would be one answer but 
it is a selfish solution and certainly un- 
realistic. 

Time limits on contacts will probably 
be set up and the FCC no doubt will 
follow up with many other limitations 
through necessity. 

There are quite a large number of 
companies now manufacturing Citizens 
Band equipment. They are, in many 
respects, divided into two groups: 
those who produce the more costly 
equipment for the commercial users of 
this band and, on the other hand, those 
companies who produce the lower - 
priced equipment looking toward the 
non -commercial or personal users. 
These two groups have been plaguing 
the FCC for rule changes directed sole- 
ly to their own fields of interest. This 
is an unfortunate situation and it is 
our hope, since there is no unified voice 
for the operators, that the FCC does 
not permit itself to be swayed toward 
any single interest but will consider 
the interests of everyone. 

Everyone should bear one thought in 
mind. The limitations set forth by the 
FCC when the Class D Citizens Band 
first opened were not too restrictive 
and, obviously, severe restrictions were 
not necessary. There were so few li- 
censees at the beginning that one could 
take certain operating liberties with- 
out the danger of interference. But as 
more and more operators go on the air, 
it will become necessary for all to live 
strictly by the rules and, further, to 
conform to any rules that may be pro- 
mulgated in the future for the benefit 
of all. Only in this way will the band be 
utilized fully and to its best advantage 
by all concerned. 

ELECTRONICS WORLD 
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ALLIED'S 
1960 

ELECTRONIC SUPPLY CATALOG 

it's value packed... 
send for it! 

your complete money- saving 
guide to everything in electronics 

WORLD'S LARGEST STOCKS 

OUR 39th YEAR 

1, L,,----- - . 

1155:17:1'."7'-..1-1011603."- w 
cH.cAOO ISO, LLlNwS 

100 N WESTERN AVENUE 
. . . 

nx 
11; 

,q i 

Latest Stereo Hi -Fi Systems - 
Everything in Hi -Fi Components 
Money- Saving, Build- Your -Own 
KNIGHT -KITS for Every Need 
Values in Recorders and Supplies 
Latest Public Address Systems, 
Paging and Intercom Equipment 
Amateur Receivers, Transmitters 
and Station Gear 
Test and Laboratory Instruments 
TV Tubes, Antennas, Accessories 
Huge Listings of Parts, Tubes, 
Transistors, Tools, Books 

featuring 
these ALLIED exclusives: 

MONET- SAVING KNIGHT -KITS ° -the very best in build -your- 
Own electronic equipment - designed to save you up to 50 el,. 
"Convenience Engineered" for easiest assembly; the only kits 
covered by Money -Rack Guarantee. Complete selection of 
Stereo hi -fi kits, Hobbyist kits, Test Instrument and Ama- 
teur kits. KNIGHT -KITS are an exclusive ALLIED product. 
KNIGHT STEREO HI -fl -truly "honored for value =the best 
you can buy, yet far lower in cost. Select super -value 

KNIGHT components or complete systems and save 
most. Also see the world's largest selection of 

famous name hi -fi components and money- 
saving ALLIED- recommended com- 

plete systems. 

NEW LOW EASY PAY TERMS 
Only $5 down (or less) on orders 

up to $200. Up to 24 months to pay. 
Fast handling -no red tape. 

ALLIED RADIO 
our 39th year 

World's Largest Electronic Supply House 

November, 1959 

.01 

Get every buying advantage at ALLIED: 
lowest money- saving prices, fastest shipment, 

expert personal help, guaranteed satisfaction... 

send for the leading 
electronic supply guide 

ALLIED RADIO CORP., Dept. 1 -L9 
100 N. Western Ave., Chicago 80, Ill. 

Send FREE 1960 ALLIED Catalog. 

Name 

Address 

City Zone State 
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GET BEHIND THE 

SYLVANIA 
$2.Combination 

((pnl"tCr digifir EVRE',y 

Para 
tu add`j1111,r1r 

more 
rl llo" 

to 1br v:'lut., 

.. . .<... 

America's biggest magazines deliver 
this business -building offer to over 

100 million readers! 

a1111` 

10 

Look for this ad in these leading 
national magazines. 

On June 20th Sylvania launched the dramatic 
combination coupon offer appearing in Amer- 
ica's biggest weekly magazine, TV Guide, and 
America's biggest monthly magazine, Reader's 
Digest -plus Sunday and Parade newspaper 
supplement magazines. 

Your Service shares the spotlight with top - 
quality Sylvania picture tubes and receiv- 
ing tubes in a three -point program to make 
your customer's old TV set better than when 
it was new. 

Month after month, more set owners will 
be saving the $2.00 coupon. Many will attach 
it to the back of their TV set so it's there for 
you to see. 

You can identify yourself with this program 
by featuring Silver Screen 85 and Sylvania 
receiving tubes. Get behind the biggest, most 
practical, business- building offer ever made 
to the Service industry. 

ELECTRONICS WORLD 
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Co 

This certificate 
is to more syivania combinatiew 

Tape D FORa 6 
MONTHS. 

To the set owner: S card and the carto 

Bond 

Products 
Inc., Box 87, B 

This coupon void if pro Offer limited 
to continental 

U 

.tiit YYiyy 

':,Jill,' - >;uj% 
<.% iiiiii4e01;144 

$2.00 against the receiving 
tubes Purchase of one 

tv o S 

8 when installed 
' icture tube. 

v 

u 

Screen 85 nia en small tube(s) to. warranty 
You will receive Sylvania Electric 

or restricted $2'00 by return 
and Hawaii- met 

value 
1 /20th 

n mail. 
may be withdraw 

ell cent. 
n without notiq. 

Oocember 

pon Offer 
Sells your service and Sylvania 
receiving tubes in combination with 
every Silver Screen 85 you install 
Here's an action- packed offer that can add an 
average of $3.00 to $6.00 in receiving tube 
business every time you install a Silver Screen 
85 picture tube. 

Sylvania urges your customers to have 
their receiving tubes checked to make sure 
they get full performance from their new 
Silver Screen 85. And, to emphasize the im- 
portance of replacing weak tubes, Sylvania 
offers to pay $2.00 toward the cost of Sylvania 
receiving tubes installed in combination with 
a Silver Screen 85. 

Your customers mail the $2.00 certificate 
directly to Sylvania with the picture -tube 
warranty card and receiving -tube carton end. 
Nothing for you to sign or send. 

Stock up on Sylvania. Be prepared for 
greater- than -ever consumer demand for 
America's Number One picture tube and 
receiving tubes. 

IT SYLVANIA 
Subsidiary of 

GENERAL TELEPHONE & ELECTRONICS 
GOIS11al /r srsrr 

November. 1959 

The Sylvania coupon 
taped to your customer's 
TV set means more receiving 
tube business and greater 
picture tube profits for you. 
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maybe you've seen 
such quality before but 
never at these low prices 

SO N 1 
STEREO COMPONENTS 
Engineered by one of the nation's foremost 
independent phonograph manufacturers. These 
new high fidelity stereo components represent 
this firm's vast engineering and experience. 

» . 

0 0 O O O 

SONIC CUSTOM -CRAFT 
S -200 12 watt stereo, 
master control center and 
dual amplifiers. 6 watts 
per channel develops 24 

watts of peak power. Frequency response, ± 1.5 db 
from 50 to 15,000 cps. Total harmonic distortion, less 
than 2% at full rated output. Stereo or monophonic 
inputs. Internal audible stereo test signal for channel 
and speaker balance adjustment. 9 separate front -panel 
controls. 4. 8 and 16 ohm ouputs for single, double, 
or triple channel operation. 

audiophile net with enclosure $49.95 
SONIC CUSTOM -CRAFT 
S-100 low-priced hi -fi 10 
watt stereo, master con- 
trol center, and dual 
amplifiers. 5 watts per 

channel develops 20 watts of peak power. 50 to 15,000 
cps response with less than 5% of total harmonic dis- 
tortion at full rated power. Hum and noise, 45 db 
below maximum rated power. 4 stereo or monophonic 
inputs. 8 ohm outputs for single or double operation. 

audiophile net with enclosure $34.95 
SONIC CUSTOM -CRAFT 
MODEL 19 FM -AM 
TUNER Super- sensitive 
tuner features drift -free 
automatic frequency con- 

trol performance and 3 -gang tuning capacitor for 
optimum selectivity. Sensitivity-FM 5 µv for 30 db 
quieting. Total harmonic distortion at rated output, 
less than 1.5%. Selectivity bandwidth at 6 db point: 
FM 200 kc, AM 9 kc. Frequency response, FM ± 2 db 
of standard de- emphasis curve, AM 20 to 9.000 cps. 
Function switch AM, FM or FM-AFC. 

audiophile net less cabinet $79.95 
MODEL 19C with handsome mahogany cabinet. 

audiophile net $99.95 
SONIC CUSTOM -CRAFT S -400 (pictured above) Qual- 
ity combination 40 watt stereo amplifier, master con- 
trol center, and transistorized preamplifier. 20 watts 
per channel delivers 80 watts of peak power. Frequency 
response, Hat from 20 to 20,000 cps ± 0.5 db. Less 
than 1% total harmonic distortion at full rated out- 
put. Built -in stereo test signal to adjust channel and 
speaker balance as well as speaker phasing. Sonic 
Stereo Monitor, a precision meter shows when both 
channels are properly balanced. 8 inputs and 9 front 
panel controls handle any program source. 4, 8 and 16 
ohm outputs for single, double or triple channel 
operation. audiophile net with enclosure $99.95 

at your local hi-fi dealer, or write EW -11 

SONIC INDUSTRIES, INC. 

19 Wilbur Street, Lynbrook, N. Y. 
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OUR STEREO TEST RECORD 
To the Editors: 

May we thank you for sending us 
one of your stereo test records because 
that phasing check is worth twice the 
price and is most satisfactory. We can- 
not imagine a better solution to this 
perplexing difficulty than the one you 
have come up with. It seems infallible 
and certainly belongs with every stereo 
system. 

I. C. WHrrTEMORE, JR., Manager 
Sirocco Enterprises 
Milford, Connecticut 

We are still receiving many nice 
comments from users of our stereo - 
monophonic test record. The phasing 
test is quite simple to use and really 
works. -Ed i tors. 

s s 

TRANSISTOR STEREO TAPE SYSTEM 
To the Editors: 

Hobbyists who contemplate the 
building of the equipment described in 
my article "All- Transistor Stereo Tape 
System" (July, 1959 issue of ELEC- 
TRONICS WORLD) will be interested to 
know that a saving of about $13.00 can 
be realized by substituting the follow- 
ing semiconductors. 

Use a 2N525 in place of a 2N43 for 
V, and V, of Fig. 6. 

Use 1N1692's in place of 1N1115's for 
the bridge of Fig. 15 (no heat sink 
required). 

Hobbyists may also be interested in 
knowing that a similar system with 
seven- to eight -watts per channel ap- 
pears in the new fourth edition of the 
General Electric Transistor Manual 
that is now available. This system uses 
less expensive transistors since it oper- 
ates from a lower voltage supply. 

D. V. JONES 
General Electric Co. 
Syracuse, New York 

We know our readers will be very 
interested in the above suggestions 
from Author Jones with respect to his 
tape system. Editors. 

s s 

TRANSISTOR PHONO PREAMP 
To the Editors: 

A question has come up on the deri- 
vation of the input impedance (18,000 
ohms) indicated in my article "Tran- 
sistorized Phono Preamp for Stereo" 
(August, 1959 issue). It was said that 
this impedance is the result of the 
parallel combination of Rs (240,000 
ohms) and R, (24,000 ohms). Of 
course, the actual parallel resistance 
is 21,800 ohms. However, as far as 
impedance multiplication is concerned, 
only resistor R5 is multiplied since only 
it is connected between base and 
emitter. Therefore, in order to com- 

pute the effective input impedance of 
the preamp, it is necessary to multiply 
the value of R5 at each frequency and 
then parallel this multiplied value 
with the fixed R,. Obviously, this 
method is cumbersome and would be 
difficult to describe effectively. 

In order to avoid this, the 18,000 - 
ohm figure mentioned actually repre- 
sents an effective parallel resistance 
that can be multiplied by the input 
impedance multiplication factor and 
yields proper results for reasonably 
small values of multiplication (below 
about 100). Therefore, 18,000 ohms 
was listed in order to avoid complex- 
ity in the discussion. Since this use 
of 18,000 ohms is not overly confusing 
and simplifies the understanding of the 
basic processes -it was used. 

FRANCES A. GICLA 
Sr. Engineer 
Raytheon Co. 
Bedford, Massachusetts 

We appreciate having Author Gicca 
clear up this point for our readers. - 
Editors. 

s s 

A "TOUGH DOG" TAMED 
To the Editors: 

I was working on a Westinghouse 
chassis V -2317 that was so full of am- 
bition it insisted on showing three com- 
plete, steady pictures. I was just about 
ready to start substituting components 
from the tuner to the picture tube 
when the postman delivered the July 
issue of ELECTRONICS WORLD. 

I happened to see the article "Tame 
TV 'Dogs' with Technique" by Warren 
J. Smith on page 58. It was a case of 
perfect timing. I followed the advice 
given, and in two minutes, the set was 
working properly. 

WILLIAM NEIISON 
San Jose, California 

That's what you call split -second 
timing. -Editors. 

s 

SHOCK HAZARDS 
To the Editors: 

I appreciated Mr. Greenfield's article 
"Eliminating Shock Hazards" in the 
August, 1959 issue of ELECTRONICS 
WORLD. I feel that he should have in- 
cluded a fourth step in his conversion 
procedure, to wit : Check the outlet to 
which the equipment is to be connected 
to be sure that the wider slot is indeed 
the ground side of the line. Perhaps 
this will occur to most everyone really 
interested in carrying out your safety 
procedures, but I feel it is worth men- 
tioning because I have tried using a 
similar technique and discovered that 
many electricians realize that all power 
equipment that is not of the three - 

ELECTRONICS WORLD 
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Today's FP is available in the 
improved "red top" design 
with new positive leakproof 
seal that ends the possibility 
of leakage. A new patented 
spring clip mounting gives 
improved resistance to shock 
and vibration plus improved 
heat dissipation. 

Prevent "Middle Age" Hum 
with Mallory FP's -the Capacitor with ETCHED CATHODE 

Why risk annoying filter hum? Always use 
Mallory FP capacitors ... and be sure of life- 
long hum -free performance. The etched 
cathode FP offers increased cathode surface 
that prevents loss of capacitance. What's 
more, you can use the FP with assurance in 
today's tightest, hottest chassis. The FP is 

TC Tubular Electrolylies -now 
in handy new twin pack with 
the same high quality and 
performance characteristics. 

the original 85 °C capacitor ... gives you pre- 
mium service without premium price. 

Try the new FP capacitor for yourself. See 
how it stops expensive, time -consuming call- 
backs. Your Mallory distributor has them 
... see him today. 

RMC Dlscaps. -Lung the Mallory GEMS -five tubular 
original equipment standard, capacitors in easy -to -use dis - 
now available for replace - penser: best bet for outstand- 
ment in the handy "file card" mg service in buffer, by -pass 
five pack. or coupling applications. 

®Registered trade mark of Radia Materials Company, a division of P. R. Mallory & Co. Inc. 

P.R.MALLORVf;CCt Inc. 

. MALLORY 
P. . MALLORY i CO. Ins., INDIANAPOLIS , INDIANA 

November, 1959 

Male -New design enables 
your distributor to custom - 
build the exact replacement 
you need in just 30 seconds, 
eliminates waiting for out-of- 
stock controls. 
Trade Mark 
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RESIDENT SCHOOL COURSES 

Industry needs Electronic Technicians! 

et RCA 
train you in 
Advanced Electronic 
This is the college -level training you need 
work with professional engineers on research, 
development or production projects in such fields. 
as: automation, guided missiles, radar, television, .. 

computers and other advanced electronic appli- - 

cations. 
RCA Institutes Resident School in New York 
City offers this comprehensive course that pre- 
pares you for any field of electronics you may 
choose. Other courses in TV & General Electron- 
ics, Radio & TV Servicing, and Radio Telegraph 
Operating. 
Classes start four times each year. Applicatio 
now being accepted. Approved for Veterans. 

RCA INSTITUTES, INC. 
SCHOOLS OF TELEVISION 

AND ELECTRONIC TECHNOLOGY 
A Service of Radio Corporation of Americo 

ANGTHaR Of AT RCA SCRYCS =WC Ar,oN THROUGH CLECTRWRICS 

RCA INSTITUTES, DEPT. EWR -119 

350 W. Fourth St., N.Y. 14, N.Y. 

Please send me your FREE catalog of 
Resident School courses in New York. 

NAME 
please print 

ADDRESS 

CITY ZONE .STATE. 

For Resident School Courses see od on opposite page 
14 

prong variety is not polarized, and they don't really take 
the time to insure the proper wiring of receptacles (regard- 
less of the National Electrical Code and most local codes). 
This opinion has been borne out in talking to a number 
of electricians. 

I have no doubt that Mr. Greenfield's method of enlarg- 
ing the ground prong on equipment is the best way, but a 
simple and effective method can be accomplished by placing 
the cutting end of a pair of "dikes" at the hole near the 
end of the prong and splitting the end thereof, while con- 
comitantly enlarging the width of the prong. This has 
worked well for me on a number of occasions. 

Let's have more "fold- outs." I've used every one you 
have had to good advantage. 

DoN A. Po'rrs 
Electronic Service 
Kansas City, Kansas 

Perhaps the precautionary check mentioned above should 
not have been taken for granted in the article. Also, local 
practice may vary. Our experience indicates that, around 
New York at least, the recommended wiring will be found 
in all but very old installations. Editors. 

e e e 

ONE -TUBE FM FRONT END 
To the Editors: 

I read with some concern your article in the August issue 
of ELECTRONICS WORLD titled "Don't Dodge the One -Tube 
FM Front End" (page 52). 

It is certainly true that tuners of this type are in wide 
use today. However, my concern is with the reference to 
the General Instrument tuner and the Telefunken tuner 
and (the lack of reference) to the Gorier tuner. 

Paragraph three of the article appears to infer that 
Admiral, Motorola, and RCA -Victor are using one of the 
aforementioned tuners. These manufacturers plus others 
are using the tuners manufactured by the Julius Karl Gor- 
ier Co. of Mannheim, Germany, sold nationally through this 
sales office. 

R. J. SHERWOOD, President 
Sherwood Sales Inc. 
Chicago, Ill. 

The article mentioned a few but not all manufacturers 
to highlight widespread use of the "general type of one - 
tube wonder." Paragraph three states: "relatives of it are 
being used in the FM lines of such manufacturers as Ad- 
miral, Motorola, and RCA -Victor." To J. K. Gorier and 
others not mentioned we say, "Welcome, relatives!" - 
Editors. -- 

NOTES ON TWO -WAY RADIO SERVICE 
FOR THIS clarification of certain points discussed in Jack 
r Darr's "Hints on Two-Way Radio Service" (April, 1959) 
and additional information, we are indebted to the Federal 
Communications Commission in Washington, D. C.; William 
E. Clyne, Marine Supervisor in the FCC office at San Pedro, 
Calif.; and Author Jack Darr himself, in response to the 
comments of the first two. 

The form number given for renewal of operator's license 
(212W) is incorrect. Actually FCC Form 756 (with 7566) 
is used. With respect to station -license renewal, the applicant 
should not wait until the last month before expiration of the 
old one to file for renewal. The Washington source states that 
renewal applications should be submitted "not less than 30 
days nor more than 60 days prior to the expiration date." 
The California source, quoting another portion of the regu- 
lations, says, "An application for renewal of license shall 
be filed at least 90 days prior to expiration, with certain 
exceptions." 

Concerning the licensing of personnel who will use and 
operate equipment, it is not necessary for the truck drivers, 
policemen, and others who operate the mobile units to obtain 
such licenses. This requirement is mandatory only for per- 
sound at the base station. In fact, the FCC would prefer to 
avoid the issuing of unnecessary licenses, as this creates a 
burden. 

Other points were raised, but most seem to indicate that, 
despite adherence to the general regulations laid down by the 
FCC, there is considerable variation in local practice. The 
best thing to do, when in doubt or when seeking information, 
is to get in touch with the nearest FCC field office. If it is 
distant, ask the inspecting engineer of the office to drop Iry 

on one of his field trips. -III 

ELECTRONICS WORLD 
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LET RCA TRAIN YOU 
IN ELECTRONICS 
RCA Institutes celebrates Fifty Years of Electronic 

Training by introducing its newest Home Study Course 

ELECTRONICS FOR AUTOMATION 
... Now you have four comprehensive courses for your 
electronic training ... from basic electronic theory to the more 

advanced principles of color TV and Automation. 

Electronic Fundamentals Electronics 
for 
Automation 

olor 
elevision 

1,f! 

Send for our 

64 page Home 

Study Catalog 

FREE! 

FOR RESIDENT SCHOOL 

COURSES SEE AD ON 

OPPOSITE PAGE. 

ANOTHER WAY RCA SERVES EDU- 
CATION THROUGH ELECTRONICS 

November. 1959 

Practical work with the very first lesson. Pay -as- you -learn. 
You need pay for only one study group at a time. 

RCA INSTITUTES, Inc. Home Study School, Dept. EW -119 

A Service of Radio Corporation of America 

350 West Fourth Street, New York 14, N. Y. 

Without obligation, send me the FREE catalog of Home Study Courses. No 
salesman will coll. 

Nome 
Please print 

Address 

City Zone State 

Korean Vets! Enter Discharge Date 

CANADIANS - Take advantage of these same RCA courses at no 
additional cost. No postage, no customs, no delay. Send coupon to 

RCA Victor Company, Ltd., 5001 Cote de Liesse Rd., Montreal 9, Quebec 

To save time, paste coupon on postcard. 
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Get this stereo tape bonus... 

when you buy a BELL stereo tape transport 

Four new 4- track. 

71/2 ips Bel Canto Stereo 

Tapes free -to start your 

library with a 4 -track 

Bell Tape Transport 

--- Stereo Tape Bonus applies to 
Models T -223, T -228, T -238. ` 

I 

With scores of brand new 4 -track stereo tapes 
already available, now's the time to buy the tape 
transport you've wanted for your stereo system. 
Make sure it's a Bell ... because only Bell gives 
you a STEREO BONUS of four new 4 -track stereo 
tapes to help you start your tape library with a 
Bell Tape Transport. 

These stereo bonus tapes have been carefully 
selected from the complete Bel Canto library. 
Wonderful music. More than 2 hours of enjoyable 
listening. Worth nearly $32.00 to you! 

But it's all yours, absolutely free, from your 
Bell dealer when you buy a Bell 4 -track Stereo 
Tape Transport. Rated best for stereo recording, 
Bell gives you the best in performance and features 

... three motors for positive tape control ... auto- 
matic stop mechanism ... add -on pre -amps for 
stereo recording ... many more. 

If you already own a Bell Tape Transport, ask 
your Bell dealer about easy -to- install 4- track -head 
conversion kits for as little as $25.00. 

See and hear the Bell Stereo Tape Transport- 
and get the bonus tapes shown on this page when 
you buy. Do it today at your Bell dealer's. 

Bell dealers offer this stereo record bonus, too! 

Four Mercury LP Stereo Records, worth nearly 
$24.00, as a bonus when you buy a model 3030 
Bell Stereo Amplifier -now priced at only $149.95° 
'slightly higher west of the Rockies 

..Ay131 I_ Sound Division Thompson Ramo Wooldridge Inc. Columbus 7, Ohio 
In Canada: THOMPSON PRODUCTS, Ltd.. Toronto 
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NOW! 
at a price 

can afford! 

Abb- 
you 

MAKE MORE MONEY 

in 
TELEVISION 

RODIO- FlF<}MOMICS 
BETTER...MORE COMPLETE...LOWER COST... 
WITH NATIONAL SCHOOLS SHOP- METHOD 

HOME TRAINING! 
BETTER-Training that is proved and tested 

in Resident School shops and 
laboratories, by a School that is 
the OLDEST and LARGEST of 
its kind in the world. 

MORE COMPLETE...You learn ALL PHASES of 
T eler'isiou- Radio- Electronics. 

LOWER COST... Other schools make several courses 
out of the material in our ONE 
MASTER COURSE ... and you 
pay more for less training than 
you get in our course at ONE 
LOW Tl'ITION ! 

TOP PAY... UNLIMITED OPPORTUNITIES 
LIFETIME SECURITY CAN BE YOURS! 

You are needed in the Television, Radio, and laectronics industry ! 

Trained technicians are in growing demand at excellent pay- in 
ALL PHASES, including Servicing, Manufacturing, Broadcasting and 
Communications, Automation, Radar, Government Missile Projects. 
NATIONAL SCHOOLS SHOP- METHOD HOME 
TRAINING, with newly added lessons 
and equipment. trains you in your 
spare time at home, for these unlim- 
ited opportunities. including many 
technical jobs leading to supervisory 
positions. 
YOU LEARN BY BUILDING EQUIPMENT WITH 
KITS AND PARTS WE SEND YOU. Your 
National Schools course includes 
thorough Practical training -YOU 
LEARN BY DOING! We send you 
complete standard equipment of pro- 
fessional quality for building various 
experimental and test units. You ad- 
vance step by step, perform more than 00 experiments. and you build a 
complete TV set from the ground up. 
that is yours to keep! A big, new TV 
picture tube is included at no extra 
charge. 
EARN AS YOU LEARN. We'll show you 
how to earn extra money right from 
the start. Many of our students pay 
for their course -and more -while 
studying. So can you! 

RESIDENT TRAINING AT LOS ANGELES 

LESSONS AND INSTRUCTION MATERIAL ARE 
UP -TO -DATE, PRACTICAL, INTERESTING. 
Every National Schools Shop -Method 
lesson is made easy to understand by 
numerous illustrations and diagrams. 
All instruction material has been de- 
veloped and tested in our own Resi- 
dent School Shops. Laboratories and 
Studios. - 

SEND FOR INFORMATION TODAY . it can 
mean the difference between SUCCESS 
and failure for you! Send for your 
FREE. BOOK "Your Future in 
Television- Radio -Electronics" and 
FREE Sample Lesson. Do it TODAY, 
while you are thinking about your 
future. It doesn't cost you anything 
to investigate! 

You ge' all information 
by mail ... You make 

your own decision ... at 
home! NO SALESMAN 

WILL CALL 

GET THE BENEFITS OF OUR OVER 
50 YEARS EXPERIENCE 

Approved for 
GI Training 

FÌÒÁ, 

¡. 

MAIL NOW TO ' 
. I NATIONAL SCHOOLS, Dept RH -119 ' 

4000 S. FIGUIROA ST. LOS ANGELES 37. CALIF. ' 
ir Rush free TV -Radio "Opportunity" Book and sample R 

Ir 

(1.11,:- 

[T 

i lesson. No salesman will call. 

r-1 JJ f .1 .t Lllii 
DAME' At'F: 

,._ HIrYY. l i.. IA DDRFss ' CITY 70' E STATE: 

NATIONALSCHOOLS 1 Check if interestea ONLY in kexilent Scheel training at tes Angeles 

Los Angeles 37, Calif. 
1,1E"" C 

NU GET... 
19 Big Kits -YOURS TO KEEP! 
Friendly.Instruction and Guidance 
lob Placement Service 
Unlimited Consultation 
Diploma- Recognized by Industry 
EVERYTHING YOU NEED FOR 
SUCCESS! 

SHOP- METHOD HOME TRAINING 
COVERS ALL PHASES OF INDUSTRY 

1. Television, including Color TV 
2. Radio AM & FM 
3. Electronics fc- Guided Missiles 
4. Sound Recording and Hi- Fidelity 
5. FCC License 
6. Automation and Computers 
7. Radar & Micro -Waves 
8. Broadcasting and 

Communications 

NATIONAL .EÇ =p SCHOOLS (, 
WORLD -WIDE TRAINING SINCE 1905 

If you wish to take your training in our Resident 
School at Los Angeles, the world's TV capital. 
start NOW in our big, modern Shops. Labs and 
RadioTV Studios. Here you work with latest 
Electronic equipment professionally installed 

finest, most complete facilities offered by 
any school. Expert, friendly instructors. Personal 
attention. Graduate Employment Service. Help 
in finding home near school - and part time 
job while you learn. Check box in coupon for 
full information. 

November, 1959 
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For top customer value... 
top dealer profits... 

promote RCA Silverama Picture Tubes! 

3 largest-selling 
brands of 

Of the TV Picture 
tubes... 

replacement 

'RCA. 

Guarantees you 

an All-New Tube 
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Ads like these in Life and TV Guide are pre -selling millions 
of TV -set owners on RCA Silverama Picture Tubes. Cash in! 

6111A RADIO CORPORATION OF AMERICA 
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Electron Tube Division Harrison, N. J. 

Silveromo ® 
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Learn Radio -TV Electronics 
by P,rctieinq 
at Home in 
Spam Time 
Without Extra 
Charge You Get 
special NRI kits devel- 
oped to give actual ex- 
perience with Radio -TV 
equipment. You build, 
test, experiment with 
receiver or broadcast- 
ing circuits. All equip- 
ment yours to keep. 

Have High Pay, Prestige, Good Future 

as a Skilled Radio -TV Electronic Technician 
People look up to and depend on the Technician, more 
than ever before. Offices, plants, homes everywhere are 
obliged to buy his knowledge and services. His opportuni- 
ties are great and are increasing. Become a Radio -TV 
Electronic Technician. At home, and in your spare time, 
you can learn to do this interesting, satisfying work - qual- 
ify for important pay. To ambitious men everywhere here in 
the fast growing Radio -TV Electronic field is rich promise 
of fascinating jobs, satisfaction and prestige as well as in- 
creasing personal prosperity. 

Increasing Opportunities in Growing Field 
A steady stream of new Electronic products is increasing 
the job and promotion opportunities for Radio -Television 
Electronic Technicians. Right now, a solid, proven field of 
opportunity for good pay is servicing the tens of millions 
of Television and Radio sets now in use. Color TV, Hi -Fi 
is growing. The hundreds of Radio and TV Stations on the 
air offer interesting jobs for Operators and Technicians. 

More Money Soon-Make $10 to $15 a 

Week Extra Fixing Sets in Spare Time 
NRI students find it easy and profitable to start fixing 
sets for friends and neighbors a few months after enrolling. 

Picking up $10, $15 and more a week gives sub- 
stantial extra spending money. Many who start 
in spare time soon build full time Radio -Television 
sales and service businesses -enjoy security. 

- Act Now -See What NRI Can Do for You 
NRI has devoted over 40 years 
to developing simplified practical 
training methods. You train at 
home in spare time. Get practical 
experience, learn -by- doing. 
NATIONAL RADIO INSTITUTE 
Washington 16, D.C. 

NRI Has Trained Thousands for 
Successful Careers in Radio TV 

'44r,,... ¡ ...;.'. ..ys`"-/ f 

Stadia bur., Station KATY 
"I am now Studio Engi- 
neer at Television Sta- 
tion KATV. Before en- 
rolling. I was held back 
by limitation of a sixth 
grade education." BILLY 
SANCHEz. Pine Bluff. Ark. ** SE 

Has All the Work He Con De 
"I have repaired more 
than 2,000 TV and Radio 
sets a year. NRI training 
certainly proved to be a 
good foundation." H. R. 
GORDON, Milledgeville, 
Georgia. 

E OTHER S 

Has Goad Part Time Business 
"Early in my training I 
started servicing seta. 
Now have completely 
equipped shop. NRI is 
the backbone of my prog- 
ress." E. A. BREDA, Ta- 
coma, Washington. 

IDE» r 

A 

a NMI 1== NNW 

Cut Out and Mail This Card -No Stamp Needed 

Both Sent FREE 
OLDEST t LARGEST HOME STUDY RADIO TV SCHOOL 

ational Radio nstitute 
Dept. F , Washington 16, D.C. 

Please send me sample lesson of your Radio -Television 
Training and Catalog FREE. (No salesman will call.) 

Name. Age 

Address 

City Zone State 
ACCREDITED MEMBER NATIONAL HOME STUDY COUNCIL 

How Electr,city. 
is Produced 

for Electronics 

)ob and Catees 

in pRpp1° 

AatNISION 

E1.WI NI S 
a 
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NRI SUPPLIES LEARN -BY -DOING KITS WITHOUT EXTRA CHARGE 
Technical Know -How Pays Off in Interesting, Important Work 

e 
YOU 

'1 - i--+: y . 

a 

YOU BUILD AC -DC 
Superhet Receiver 
NRI Servicing Course includes all 
needed parts. By introducing defects 
you get actual servicing experience 
practicing with this 
modern receiver. 
Learn -by- doing. 

I - i1 
O - -, -f BUILD 

Broadcasting Transmitter 
As part of NRI Communications Course 
you build this low power Transmitter, 
learn commercial broadcasting operators' 
methods, procedures. Train for your FC(' 
Commercial Operator's License. 

YOU BUILD This 17 Inch 
Television Receiver 
As part of your NRI course you can get all 
components, tubes, including 17' picture 
tube, to build this latest style Television 
receiver; get actual 
practice on 
TV circuits. 

-. 

YOU BUILD Vacuum Tube 
oltmeter 

'se it to earn extra cash 
ixing neighbors' sets; 
gyring to life theory 

you learn from 
NRI's easy -to- 
inderstand texts. 

For Higher Pay, Better Jobs 
Be a Radio -TV Electronic Technician 

Servicing Needs 
More Trained Men 
Portable TV, Hi -H i, Transis- 
tor Radios, Color TV are 
making new demands for 
trained Technicians. Good op- 
portunities for spare time 
earnings or a business of your 
own. T 

I 
Broadcasting Offers 
Satisfying Careers 
1000 TV and Radio stations 
offer interesting positions. 
Govt. Radio, Aviation, Po- 
lice, Two -Way Communica- 
tions are growing fields. 
Trained Radio -TV Opera- 
tors have a bright future. i 

FIRST CLASS 
Permit No. 20 -R 

(Sec. 34.9, P. L. & R.) 

Washington, D.C. 

BUSINESS REPLY CARD 
No Postage Stamp Necessary it Mailed in the United States 

POSTAGE WILL BE PAID BY 

NATIONAL RADIO INSTITUTE 

3939 Wisconsin Avenue 

Washington 16, D.C. 

'wt 
Train at Home the NRI Way 
Famous for Over 40 Years 
NRI is America's oldest and largest home study 
Radio -Television school. The more than 40 years' 

E. E. Smith, experience training men for success, the outstanding 
Founder record and reputation of this school- benefits you 

in many ways. NRI methods are tested, proven. Successful 
graduates are everywhere, from coast to coast, in small towns 
and big cities. You train in your own home, keep your present 
job while learning. Many successful NRI men did not finish 
high school. Let us send you an actual lesson, judge for yourself 
how easy it is to learn. 

No Experience Necessary -NRI Sends 
Many Kits for Practical Experience 
You don't have to know anything about electricity or Radio 
to understand and succeed with N R I Course. Clearly written, 
well -illustrated NRI lessons teach Radio -TV Electronic prin- 
ciples. You get NRI kits for actual experience. All equipment 
is yours to keep. You learn -by- doing. Mailing the postage -free 
card may he one of the most important acts of your life. Do it 
now. Reasonable tuition. Low monthly payments available. 
Address: NATIONAL RADIO INSTITUTE, Washington 16, D. C. 

NRI Graduates Do Important Work 

Now Quality Control Chief 
'Had no other training 
n Itadio before enroll - 

ng, obtained Job work- 
ing on 'l'V amplifiers be- 
fore finishing course. 
Now Quality ('ontrol 

i.nan, Norwich, N. Y. 

NRI Coarse Easy to 
Understand 

"I opened my liven shop 
before receiving my di- 
ploma. I have had to 
ire extra help. 1 am in- 
dependent in my own 
business." 1). l'. Cars - 
SKY. Stockton, ('al 

SAMPLE LESSON 

64 -page CATALOG 

both FREE 

Works on Color -TV 
"Nltl changed my whole 
life. If I had not taken 
the course, probably 
would still he a fireman, 
struggling along. Now 
Control Supervisor at 
WHOA - TV." J. F. 
Mrt.tsa. NewYnrk. N.Y. 

SEE 

OTHER 
SIDE 
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Service Technicians! YOU EARN MORE... 

YOU RATE with the public when you own the 

PHOTOFACT° service data library! 
"Time saved is the main rea- 
son we feel a real need for the 
PHOTOFACT Library. We could 
repair a set by trial and error 
but PHOTOFACT lays all the 
facts before us and reduces 
bench time to a minimum ". 

-William C. Dixey 
Riverside, N.J. 

"PHOTOFACT gives us the 
best and latest information on 
part numbers, etc., as well as 
excellent schematics. Couldn't 
do without them ". 

-Johnny Wheeler 
Mobile, Ala. 

.....,r 
.tr s; 

Yes, if you are one of the thousands of owners of a 
complete PHOTOFACT Service Data Library, you are 
enjoying maximum earnings. It's inevitable, because 
no matter how expert you are, you can always save 
more time on any job, get more jobs done daily - 
EARN MORE, DAY IN AND DAY OUT ... 

Moreover -as the owner of a complete PHOTO - 
FACT Library, you know your customers' sets best. 
You can actually show each customer you have the 
PHOTOFACT Folder covering his very own set. Re- 
sult: You command public respect and acceptance 
which paves the way to expanded business for you... 

BIG NEW PLUS 
If you now own a PHOTOFACT 
Library, you can apply at once 
for qualification in the powerful new "PEET" program. 
Designed to help you gain deserved recognition as a 
reputable businessman; develop and command public 
respect; justify better earnings warranted by your 
business investment and skill; pave the way to ex- 
panded business and increased profits for you. Ask 
your Sams Distributor about "PEET" or write to 
Howard W. Sams. 

November. 1959 

HERE'S HOW TO STAY AHEAD... 
Today, the truly successful Service Technicians 
are those who own the complete PHOTOFACT 
Library, who can meet and solve any repair 
problem- faster and more profitably. And these 
men keep ahead because they're on a Standing 
Order Subscription with their Distributors to 
receive all new PHOTOFACTS as they are re- 
leased monthly. 

For PHOTOFACT Library Easy -Buy 
Plan details and Standing Order Sub- 
scription, see your Sams Distributor 
today, or write to Howard W. Sams... 

HOWARD W. SAMS & CO., INC. 
2203 E. 46th St., Indianapolis 6, Ind. 

Send me full details on the new "PEET" Program, designed to 
build prestige and business for the Service Technician who 
qualifies. Include full information on the Easy -Buy Plan and 
Free File Cabinet deal. 

I'm a Service Technician: full -time: O part -time 

My Distributor is 

Shop Name 

Attn 

Address 

City Zone State 

21 
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DICE 
OF A GUIDED MISSILE 

This is a missile -borne transmitter. It is the "voice" 
of a missile in flight ... part of a new radio -inertial 
guidance system developed by Bell Telephone Labo- 
ratories for the Ballistic Missile Division of the 
Air Force. 

This versatile system helped deliver the nose cone 
of a Thor -Able test missile precisely to its South 
Atlantic target area -5000 miles from Cape Canav- 
eral, Florida. So accurately was the nose cone placed 
that a waiting group of ships and planes retrieved it 
in a matter of hours. It was the first nose cone ever 
to be recovered after so long a flight. 

The command guidance system which made such 
accuracy possible combines precision tracking radar 
with a special Remington Rand Univac computer. 
Fed a steady stream of signals from the missile - 
borne transmitter, the ground -based equipment com- 
pares the missile's flight path with the preselected 
path. Corrective steering orders are computed and 
transmitted automatically to the missile. The ground 

22 

Edwin Felch, project director in charge of developing the 
Titan guidance system, holds the "voice" of the ICBM. 

station monitors the progress of the flight continu- 
ously and obtains immediate evaluation of mission 
success. And since the principal control equipment is 
kept on the ground, expendable hardware in the 
missile itself is minimized. 

This radio -inertial guidance system is a product 
of the Bell Laboratories -Western Electric develop- 
ment- production team. It is in production at Western 
Electric for the first operational squadrons of the 
Titan intercontinental ballistic missile. 

Bell Labs scientists and engineers developed the 
world's most versatile telephone network and much 
of our nation's radar. They have constantly pio- 
neered in missile systems. From their storehouse of 
knowledge and experience comes this new achieve- 
ment in missile guidance. 

BELL TELEPHONE LABORATORIES 
World center of communications research 
and development 

ELECTRONICS WORLD 
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Verdict: 

Collaro 
stereo 

record players 
are innocent 
of rumble, 

wow, flutter 

or any noises 
that 

interfere 
with enjoyment 

of music 

The Constellation, Model TC99- 559.50 

Transcription Turntable, Model 4TR200- $49.50 

The Continental Il, Model TSC440- $49.50 

Manual Player, Model TP -59- $29.95 

The Coronation ll, Model TSC. 740 -$42.50 
The Conquest Il, Model TSC -640- 438.50 

Every Collaro stereo record player is built with typical British attention to every detail. They are precision engineered and rigidly tested to give truly profes- 
sional performance and the ultimate in operating convenience. Here are some of the more important features that make Collaro the logical choice for stereo or 
monophonic records. Performance specifications exceed NARTB standards for wow, flutter and rumble - with actual performance test reports accom- 
panying each model TC -99. Extra -heavy, die -cast, non -magnetic turntables (weighing up to 81 lbs.). Extra -heavy weight is carefully distributed for flywheel 
effect and smooth, constant rotation. Shielded four -pole motors are precision balanced, screened with triple interleaved shields to provide extra 25 db reduction 
in magnetic hum pick -up. Detachable five -terminal plug -in head shells (on TC -99, TSC -840, TSC -740, TP -59) provide two completely independent circuits, guaran- 
teeing ultimate in noise reduction circuitry. Transcription -type stereo tonearms are spring- damped and dynamically counterbalanced to permit the last record 
on a stack to be played with virtually the same low stylus pressure as the first. All units are handsomely styled, available with optional walnut, blond and 
mahogany finished bases or unfinished utility base. There's a 4 -speed Collaro stereo record player for every need and budget! Prices slightly higher hi the 
West. For free catalog on the Collaro line, write to: Rockbar Corporation, Dept.EW-11 Mamaroneck, N. Y. ('Not shown. Similar in appearance to The Coronation.) 

u 
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DAVE GARROWAY 
in NBC -TV's 

"Today" Show 

CHANNEL MASTER 
Channel Master is telling the T -W story to 

almost every family in the United States with the 

MOST SPECTACULAR ANTENNA PROMOTION OF ALL TIME! 

}.. 
NBC. 

re ln Ga1e 
StoK 

srow 

.ts's 
'^ ob" 

"loge 
Ira g t 
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2 
NATIONAL 
TELEVISION 
NETWORKS! 

* ** 
TOP -RATED 

III TV SHOWS 
* ** ** 

8 
WEEKS OF 
STAR -STUDDED 
PROMOTION! 

PLUS 

THE BEST OF ANTENNAS DELIVERS 

THIS BEST OF PROMOTIONS! 

HARD -HITTING 
NATIONAL 
MAGAZINE 
CAMPAIGNS! 

To help you sell more antenna replacements, 
Channel Master commercials will be broadcast 
from coast to coast by 4 of America's most popu- 
lar TV shows over the entire NBC and ABC 
networks -210 TV stations. 

In addition to this full network coverage, 2 

powerful national magazine campaigns will put 
the T -W story into 17 million homes... many of 
them right in your community. 

These ads are aimed at telling consumers that 
their antenna installations are becoming old, 
worn out, obsolete, and that for the best possible 
TV reception they should replace their antennas 
with the T -W. This campaign has been designed 
to create new business for you by making the 
TV family T -W conscious. 

ONLY CHANNEL MASTER GIVES THE DEALER 

THIS KIND OF SUPPORT! 

FARM MAGAZINES 
To reach the rural market 
...where the big fringe in- 

stallations are sold! 
FARM JOURNAL 

SUCCESSFUL FARMING 
PROGRESSIVE FARMER 

GENERAL 

MAGAZINES 
To reach the vast reader- 
ship of these widely -read 
publications... in every city 
and hamlet in the country! 

SATURDAY EVENING POST CORONET 

Now meet the real star of the show... 
www.americanradiohistory.comwww.americanradiohistory.com
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Latest Information 
on the Electronic Industry 

By ELECTRONICS WORLD'S 
WASHINGTON EDITOR 

IN- FLIGHT TV CAMERA SETUP DEVELOPED TO DETECT ENGINE ICING -A closed- circuit 
television system is now being used by the Wright Air Research and Development 
Command (Dayton, Ohio) to detect and study the crippling effects of icing conditions 
within 6000 horsepower engines of a four -engine turboprop C -133 cargo aircraft. 
TV scanning, via a camera mounted on the outside of the nacelle of the No. 3 engine, 
faced downward into the engine, covers a section of the inlet guide vanes and various 
moving parts of the engine. Inside the plane, a project engineer views a screen 
intently as ice forms, builds up, and breaks off, carefully noting the effects pro- 
duced by falling pieces of ice tumbling into the engine and cutting off or limiting 
critical air flow. A KB -29 tanker plane is being used to set the stage for icing 
conditions by spraying water into the cold air high in the sky. Trailing behind 
the tanker, the cargo plane flies into the spray. The introduction of closed- circuit 
TV now permits observations which would previously have been impossible because of 

adverse location and environment. 

SCORES OF CLASS D CITIZENS RADIO RULE VIOLATIONS REPORTED BY FCC -A wide 
misunderstanding of the purpose of Class D Citizens Radio Service -evidenced by 
approximately 100 violation notices issued -has become a disturbing factor, the 
FCC reported recently. Of the rule violations cited, 44 were for misuse of the 

short -distance provision; another ruling, involving conversation limitations, which 
notes that communications should be carried out in minimum practicable time, was 
reported to have been violated 61 times. Off- frequency operation was responsible 
for 57 citations, while overmodulation accounted for 3 instances. The Commission is 

so concerned over this situation that it is carrying out an intensive educational 
campaign to make it clear that Citizens Radio has no relation to Amateur Radio 
Service and that it may not be used to conduct ham communications, such as calling 
"CQ" (except in an emergency) and trying to contact distant stations. (See "For the 
Record ", page 8 and "Violations of Citizens Radio Regulations ", page 106.) 

MISSILE TEST SLED TRACK WIRED FOR SOUND TO FRIGHTEN BIRDS -The famed 35,000 - 
foot missile track at Holloman Air Research and Development Command AFB, New 
Mexico, has been wired for sound to frighten off the many birds perched on the 
glistening rails and the cause of unbelievable damage to sleds traveling at hyper- 
sonic speeds of more than 3000 miles per hour. Since the birds cannot hear the 
approaching sleds racing at faster -than -sound speeds, it was decided to scare them 
by jarring the air with recordings of machine -gun blasts, hawk cries, and thunder - 
all pumped into rows of speakers mounted up and down the track. Commenting on the 
incidents which prompted this installation, test supervisor R. C. Rethmel said that 
recently the impact of a bird on a 212 -pound monorail sled caused a jagged 10 -inch 
hole through a quarter -inch steel nose cone. Additional accidents of this kind in- 
cluded a 4 -inch rupture in the wedge -like steel prow of a sled speeding at 2850 mph. 

SOUTHERN MISSILE SCHOOL SEES WEAPON -REPORT PICTURE OVER CCTV FROM WASHINGTON - 
A 45- minute film on weapons was transmitted recently from Washington via a closed - 
circuit TV network to the Army Ordnance Guided Missile School at Redstone Arsenal, 
Alabama, 730 miles from the nation's capital. The pictorial report, introduced by 
Major General J. H. Hinrichs, the Army's Chief of Ordnance, was also seen on a 

20 by 15 foot screen in the ballroom of the Sheraton -Park Hotel during the closing 
session of the annual meeting of the Association of the U. S. Army. 

HIGH -FIDELITY TAPE RECORDINGS are now being used in a new training device 
to help sonar operators distinguish the characteristic "bark" of a school of 
frolicking porpoises from the tell -tale blip of an enemy submarine. This new Sonar 
Operators' Target Classification Trainer System is being supplied by ITT and consists 
of a device in which the magnetic tape runs at a speed of 60 ips with 14 separate 
recording tracks of information being "played" simultaneously. In addition to 

identification of the target, its bearing can also be simulated by the system. 
The sonar trainer incorporates all types of sonar -received sounds, enabling seamen 
to distinguish actual or real targets from false ones. 

28 ELECTRONICS WORLD 
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with the industry's most positive 
anti -feedback characteristics 
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LIST PRICES 

Model 77 
(Illustrated) 

Chrome Finish, $82.50; 
Gold Finish, $92.50. 
Model 77L 'Head only), 
Chrome Finish, $72.50; 
Gold Finish, $82.50. 
Model G -77 (Complete 
with G- Stand), 
Chrome Finish, $97.15. 

When you're looking for the ultimate in cardioid microphones, consider 
these advanced features of Astatic's Model 77 and see if you don't agree that 
no other manufacturer has SO MUCH TO SING ABOUT -the most positive 
anti -feedback characteristics ever achieved, -18 db; exclusive Mylar diaphragm 
that is pop -proof and blast -proof, retains like -new flex properties for more 
years; an exclusive sintered bronze method of acoustic phase shifting that 
creates the industry's top directional characteristics; -52 db output and 
exceptionally flat response through 30 to 15,000 cps. 

Do one thing for your own satisfaction. On your next installation, make 
a direct comparison of the Astatic 77 with any other cardioid. We'll guarantee 
-when anyone mentions the word " cardioid" again, you'll sing the praises 
of this incomparable Asiatic instrument. 

THE 

November. 1959 

I 

CORPORATION, CONNEAUT, OHIO 

IN CANADA- CANADIAN ASTATIC LIMITED, TORONTO, ONTARIO 

EXPORT SATES RORURN AGENCIES INC 431 GREENWICH ST N Y 13. N Y. U S A 

GO BY BRAND 

-GO BUY ASTATIC 

SINGING SOUNDS BETTER WHEN THERE'S AN ASTATIC MICROPHONE 
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STEREODYNE II 
PHONO PICKUP 

New, hum free push pull mag- 

netic stereo pickup of superb 
characteristics. True stereo 
reproduction because of wide 

channel separation. Smooth 
response and light tracking 
combine to give clean natural 
sound from both stereo and 
monophonic recordings. 
Mounts in all standard arms. 

With replaceable diamond 
stylus -$29.95' net. 

Bo TONE ARM 
Integrated 

Arm and 
Cartridge 

MODEL TA- 

Combined arm and Stereodyne 
II Cartridge for optimum 
results. Dynamically balanced, 
gimbal -pivoted arm permits 
2 gram tracking. Simple to 
mount, handsome appearance, 
and outstanding in perfor- 
mance. Only $49.95' net. 

'Slightly higher in the West 

Available from leading high 
fidelity dealers everywhere 

DYNACO, INC. 
3916 Powelton Ave.. Phila. 4. Pa. 
Cable address: Dynace, Philo.. Pa.. U.S.A. 

30 

Within the 
...1.12 AL Industry 

anir 
WALTER A. CLEMENTS has been ap- 
pointed to the position of vice -pres- 
ident in charge of 
distributor sales and 
advertising fol 
Littelfuse, Inc., D( 
Plaines, Illinois. 

The company, 
manufacturers of 
fuses for the elec- 
tronic, electrical, 
and automotive 
markets, also announced the appoint- 
ment of Herbert A. Cornelius to vice - 
president in charge of sales to indus- 
trial manufacturers. 

These appointments are said to be 
part of the firm's long -range expansion 
program. 

* * e 

ELECTRONIC INDUSTRIES ASSOCIA- 
TION has announced the following 
chairmen for the fiscal year 1950 -60. 
They are: 

John B. Swan, Jr., Philco Corp., re- 
named chairman of the traffic commit- 
tee. 

Michael F. McCormack, Sylvania 
Electric Products Inc., re- appointed 
chairman of the tax committee. 

Ben Edelman, Western Electric Co., 
renamed chairman of the educational 
coordinating committee. 

i * 

EDWARD C. HUGHES. JR. has been ap- 
pointed to the position of manager, 
commercial engi- 
neering, RCA elec- 
tron tube division. 
He succeeds Robert 
S. Burnap who re- 
cently retired. 

In his new post 
Mr. Hughes will be 
responsible for the 
technical publica- 
tions of the electron tube division. 

He joined the company in 1930 as a 
technical writer and three years later 
was promoted to manager, amateur 
radio tube and apparatus sales section. 
Subsequent promotions led to his ap- 
pointment in September. 1958 as ad- 
ministrator, commercial engineering 
programs of the electron tube depart- 
ment. 

* * 

ROBERT F. CHAMBERS. of Hycon Manu- 
facturing Co., has been appointed 
chairman of the executive committee 
of the western branch, military rela- 
tions department, Electronic Industries 
Association. 

Also announced were the following 
appointments of committee chairmen 
for this department: George Hogg, Jr., 
Westinghouse Electric Corp., account- 
ing and cost principles; A. David Rus- 
sell, Sylvania Electric Products Inc., 

facilities and government property; 
Frank E. Greene, RCA, general con- 
tract provisions; Elmer J. Gorn, Ray- 
theon Co., patents and copyrights; C. L. 
Covington, Texas Instruments Inc., 
renegotiation; and Edwin P. James, 
Collins Radio Co., termination. 

+ * * 

JENSEN MANUFACTURING COMPANY. 
division of the IYluter Company, has 
broken ground for a new engineering 
building adjoining its Laramie Avenue 
plant in Chicago ... CLEYITE ELEC- 
TRONIC COMPONENTS is now located 
at 3405 Perkins Avenue, Cleveland 14, 
Ohio .. . Construction has begun on 
RAYTHEON COMPANY'S sixth building 
to be located along Route 128, Boston's 
"Electronics Highway" . . . NEWARK 
ELECTRIC COMPANY has recently pur- 
chased additional land for its West 
Coast branch at 4747 W. Century Blvd., 
Inglewood, Calif. 

* * i 

HERB HOROWITZ has been appointed 
director of Audio Empire, the high - 
fidelity product arm 
of Dyna -Empire, 
Inc., Garden City, 
New York. 

Prior to joining 
this firm, Mr. Horo- 
witz spent many 
years as chief engi- 
neer of Electro -Son- 
ic Laboratories, Inc. 
and chief of audio products for CBS 
Columbia during which time he was re- 
sponsible for a number of high -fidelity 
component designs. 

In his new position. Mr. Horowitz 
will be responsible for marketing and 
promotion, as well as supervision of the 
engineering, of the company's product 
line. 

* 

ROBERT W. CARR has been named man- 
ager of the microphone development 
department of Shure Brothers, Inc. 
... General Electric Co. has announced 
the following appointments: DALE L. 

SUNDAY. national product planning 
manager for two -way radio equipment; 
JOHN R. CRITTENDEN. "severe environ- 
ment specialist "; and JAMES E. PIT- 
MAN. manager of product planning for 
point -to -point communication equip- 
ment . . . RICHARD M. ROSS has been 
named to the newly created post of 
manager of marketing services for the 
semiconductor division of Sylvania 
Electric Products Inc. . . CBS Elec- 
tronics has appointed WARREN E. DALE - 

KE district manager, equipment sales 
. . . Amperex Electronic Corp. has ap- 
pointed JOHN MESSERSCHMITT to the 
position of manager, power tubes and 
renewal sales and IRWIN RUDICH to the 
post of manager, special purpose tubes 

ELECTRONICS WORLD 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


WE'RE MAKING IT EASIER THAN EVER TO BECOME A WELL PAID 

RADIO- TELEVISION SERVICE TECHNICIAN 

NOW-Just Starts You Training in 

the PRAYBERRY : 

2r BIG, COMPLETE KITS 
of PARTS & EQUIPMENT 

To hell. you learn fast the practical side 
of Radio -Television, we 
send you expertly engi- 

neered training kits to 
test and assemble for 

interesting. 
valuable 

shop -bench 
practice! 

s 
The new Sprayberry 

Training Television Re- 
ceiver, built and tested 
in 5 sections. 

Now offered ...this fine 
modern oscilloscope. 

You build this powerful 
two -band superhetero- 
dyne radio receiver. 

Learn -by- Doing" Way... 

IC 4c This great industry is begging 
for trained men ... to step into good paying jobs 
or a profitable business of their own! Our new 
plan opens the doors of Radio -Television wide to 
every ambitious man who is ready to act at once! 

Men by the thousands... trained Radio - Television Service Techni- 
cians...are needed at once! Perhaps you've thought about entering 
this interesting, top paying field, but lack of ready money held you 
back. Now -just $6 rnrolls you for America's finest, most up to 
date home study training in Radio -Television! Unbelievable? No, 
the explanation is simple! We believe Radio - Television must have 
the additional men it needs as quickly as possible. We are willing to 
do our part by making Sprayberry Training available for leas money 
down and on easier terns than ever before. This is your big oppor- 
tunity to get the training you need ...to step into a fine job or your 
own Radio -Television Service Business. 

Complete Facts Free -Act Now; Offer Limited 
Only a limited number of students may be accepted on this liberal 
and unusual basis. We urge you to act at once...mail the coupon be- 
low and get complete details plus our big new catalog and an actual 
sample lesson -all free. No obligation... no salesman will bother you. 

HOME STUDY TRAINING IN SPARE TIME 
Under world -famous 2'' -year old Sprayberry Plan, you learn entirely 
at home in spare time. You keep on with your present job and income. 
You train as fast or as slowly as you wish. You get valuable kits of 
parts and equipment for priceless shop -bench practice. And every- 
thing you receive, lessons and equipment alike, is all yours to keep. 

LET US PROVE HOW EASILY YOU CAN LEARN! 
Radio- Televis on needs YOU! And Sprayberry is ready to 
train you on better, easier terms, that any ambitious man can 
afford. Just $6 starts you! Mail coupon today... let the facts 
speak for themselves. You have everything to gain. Let us 
prove the kind of opportunity that's in store for you! 

SPRAYBERRY Academy of Radio- Television 
1512 lariat. Avenue, Dept. 25 -r, Chicago 26, Illinois 

You build the 
new Spray- 
berry tester 
-a complete 
18 - range 

1 

illim- 
meter test 

meter. 

Mail This oupon Now No Salesman Will Call 

NOW TO MANI MONEY IN 

Radio'Television 

TRAINING PIAN 

November, 1959 

Sprayberry Academy of Radio- Television I 
Dept. 25- 0,1512 W. Jarvis Ave., Chicago 26, W. 
Please rush all information on your ALL -NEW Radio -Tele- i 
vision Training Plan. I understand this does not obligate me 1 

and that no salesman will call upon me. Include New Cat.- 
alog and Sample Lesson FREE. 

NAME Age. 

ADDRESS 

CITY - ZONE STATE - - 
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Now ...from Sonotone 

4 Big 
Improvements 
in the quality stereo cartridge 

Sonotone 8TA cartridge replaces 

8T as industry standard 

32 

The new Sonotone STA 
cartridge gives greater than 
ever stereo performance... 
has 4 big extras: 

fuller, smoother frequency response 
higher compliance than ever before 
lighter tracking pressure 
practically eliminates dust pile -up 

Sonotone 10T unitized stereo at 
lowest price ever 

New LOT cartridge sells at record low price of 
$6.45. And it covers the complete high fidelity 
range. lOT's unitized construction makes it easi- 
est to install, easiest to replace. Low price means 
more sales -more profits. 

ONLY 

-"a 

SPECIFICATIONS 
8TA 1OT 

Frequency Response Smooth 20 to 20,000 cycles. Flat from 20 to 15,000 cycles 
Flat to 15,000 with gradual ± 2.5 db. 
rolloff beyond. 
25 decibels 18 decibels 
3.0 x 10 -6 cm /dyne 1.5 x 10-6 cm7eyne 
3 -5 grams in professional 5.7 grams 
arms 
4 -6 grams in changers 

Output Voltage 0.3 volt 0.5 volt 
Cartridge Weight 7.5 grams 2.8 grams 
Recommended Load 1.5 megohms 1-5 megohms 
Stylus Dual jewel tips, sapphire or Dual jewel tips, sapphire or 

diamond. diamond. 

Channel Isolation 
Compliance 
Tracking Pressure 

including mounting brackets 

Sonotone makes only 6 basic ceramic cartridge models... 
yet has sold over 9 million units ...used in over 662 dif- 
ferent phonograph models. For finest performance, replace 
worn needles with genuine Sonotone needles. 

o n of o n e ® 

C Electronic Applications Division, Dept. CN -119 $ P. 
ELMSI.ORD, NEW YORK 

7 

Leading makers of fine ceramic cartridges,speakers. tape heads. microphones. electronic tubes. 
In Canada, contact Atlas Radio Corp., Ltd., Toronto 

and semiconductors ... CARL SCHLA- 
DEN has been named manager, manu- 
facturing division of Orr Industries 
Inc.... KENNETH R. JACKSON has 
been appointed to the position of tech- 
nical assistant to the director of Pack- 
ard Bell Computer Corp.... S. ED- 

WIN PILLER has been appointed group 
supervisor of the SSB section of the 
Eldico Electronics Division of Radio 
Engineering Labs.... Cornell- Dubilier 
Electric Corp. has made known the fol- 
lowing elections to its board: THOMAS 
M. COLE, FRANK H. ROBY, EDWARD 
BIERMA. and LOUIS W. COLE . . . Erie 
Resistor Corp. has appointed WILLIAM 
G. TUSCANY as senior sales representa- 
tive of the electronics division . JA- 
COB B. TAYLOR has been elected exec- 
utive vice- president, finance and LEON 
C. GUEST. JR. has been elected vice - 
president and controller of General 
Telephone it Electronics Corp... . 

WILLIAM M. WEBSTER has been ap- 
pointed director, electronic research 
laboratory, RCA Laboratories . . 

ZAMBRY P. GIDDENS has been named 
to the newly created post of executive 
vice -president of Dynamics Corpora- 
tion of America . . . FREDERICK R. 

LACK has been elected a director of the 
Sprague Electric Company. 

HAROLD A. WHEELER has been elected 
a vice -president and director of Hazel- 
tine Corporation. 
He is president of 
Wheeler Laborato- 
ries, Inc., a recently 
acquired, wholly 
owned subsidiary of 
Hazeltine. 

Mr. Wheeler has 
been a consultant to 
the research and de- 
velopment board of the Department of 
Defense and is currently a consultant 
to the scientific advisory board of the 
National Security Agency. 

An early pioneer in the electronics 
industry, Mr. Wheeler founded the 
Laboratories in 1947. The firm has 
played important roles in designing 
microwave circuits and antennas for 
the Nike family of missiles and the 
Terrier -Tartar, as well as similar spe- 
cial electronics equipment for the Ti- 
tan and Thor -Able missiles. 

WILLIAM H. THOMAS, president of 
James B. Lansing Sound, Inc., has been 
elected president of the Electronic In- 
dustry Show Corporation, heading op- 
erations for the 1960 Electronic Parts 
Distributors Show. He succeeds Wil- 
liam S. Parsons, president of Centra- 
lab. 

George E. Wedemeyer, president of 
Wedemeyer Electronic Supply Com- 
pany has been elected vice -president; 
Mrs. Helen S. Quam, vice -president, 
treasurer, and distributor sales man- 
ager of Quam- Nichols Company is now 
secretary; and Edward Rothenstein, 
general manager of Arco Electronics, 
Inc., is the newly elected treasurer. 

Eight new directors have taken of- 
fice for two -year terms. They are: 

(Continued on page 98) 
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It's Newly Revised And Brought Up -To -Date! 

Send for this FREE 54 -Page Book today! 
See what can be yours in the rapidly 
expanding field of ... 

ELECTRONICS 
including: GUIDED MISSILES RADAR 

INSTRUMENTATION COMPUTERS 

AUTOMATION ASTRONAUTICS 

SERVOMECHANISMS 

AERONAUTICAL ELECTRONICS 

TELEMETERING COMMUNICATIONS 

MANUFACTURING 

ElCclrotttc:r 
offers J ,rotz a 

BETTER POSITION 

BETTER PAY 

PROMOTION 

GREATER SECURITY 

GREATER CONFIDENCE 

BETTER 

LIVING FOR 

YOU AND 
YOUR FAMILY 

All these benefits can be yours if 
you act now! Take that first step 
this minute -No obligation what- 
soever! Write 

CAPITOL 
RADIO 

ENGINEERING 

INSTITUTE 
Dept. 1111 -F, 3224 -16th St., N. W. 

Washington 10, D. C. 

November. 1959 

TAKE A MINUTE TO MAIL IS COUPON FOR FREE 54 -PAGE BOOK! 

CAPITOL RADIO ENGINEERING INSTITUTE 
A -d ic_.nr - -..,i ,ns rm Curricula- Founded 1927 

1 Dept. 1111F. 3224 Sixteenth St.. N.W., Washington 10, D. C. 
I Please send me your course outline and FREE 54 -page Book, 
I "Insurance For Your Future in the New World of Electronics" 
I describing opportunities and CREI Homo Study courses in Practical 
I Electronic Engineering Technology. 

I CHECK Radar, Servo and Compute Engineering Technology 

FIELD OF 
Electronic Engineering Technology 

GREATEST 
Communications Engineering Technology H1 

INTEREST 
Television Engineering Technology 
Aeronautical Electronic Engineering Technology 

Automation and Industrial Electronics Engineering Technology 

Name Age 

Street 

City Zoie State 
Check: O Home Study Residence School Q Korean Veteran 

To obtain fast, immediate 
service, and to ovoid delay, 
it is necessary that the fol- I 
lowing information be filled I 
in: 

Employed By I 

Type of Present Work I 

Education: 
Yrs. High School 

e 

Other I 

e 

Electronics Experience 

/ 
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IS ONE OF THESE TYPICAL BLONDER -TONGUE 
AMPLIFIED INSTALLATIONS THE ANSWER 

TO BETTER TV RECEPTION IN YOUR AREA? 

Blonder- Tongue reception 
improving TV products 

NEW BLONDER -TONGUE B -24 POW -R BOOSTER 

Powerful booster or amplified 
coupler provides sharp, clear 
pictures on 1, 2 or more TV sets 
with only one antenna. 10 db gain as 
1 -set booster, 5 db gain per set as 
amplified 2 -set coupler. No -loss 
4 -set distribution system with B -T 
A -104 4 -set coupler. New 6DJ8 
frame -grid tube for highest 
signal gain. 24.95 list 

NEW VHF ANTENNA BOOSTER, MODEL AB -2 

Brilliant, clear reception in fringe 
and weak signal areas - more than 
10 db gain on all VHF channels. 
Utilizes advanced RF amplifier circuit 
with frame -grid tube for maximum 
signal -to -noise ratio. Can be 
mounted up to 500 feet from remote 
control unit. 53.95 list 
Model AB -FM for superior FM 
reception. 53.95 list 

'NO- STRIP' 2 -SET COUPLER, MODEL A -102 

300 ohm coupler provides low -loss, 
matched installation for superior 
two -set performance. Delivers more 
signal to each TV or FM set, with 
greater inter -set isolation than other 
couplers. No ghosts, no smears. 
Ideal for outside or indoor mounting, 
color TV, FM. 3.50 list 

Model A -104 -4 set coupler, list 4.50; 
Model A -105 high -low antenna 
list 3.50; A -107 UHF -VHF Mixer, 
list 3.50; A -100 Outdoor Mounting 
Kit,list 900 

DISTRIBUTION AMPLIFIER, MODEL DA8 -B 

Powerful all -channel amplifier ideal 
for small TV systems (garden 
apartments, motels, TV showrooms), 
provides 8 isolated TV outlets from 
75 or 300 ohm input and delivers 
more than 10 db gain on all VHF 
channels. Requires no tuning or 
other special accessories. 94.50 list 

34 

for every reception area - primary or fringe. 
for every type of installation - one set to 100 

WEAK SIGNAL AREAS 

(AB.2) 

1 set 

(AB -2) 

INTERMEDIATE SIGNAL AREA 

PRIME SIGNAL AREA 

I set 

(B -24) 

4 sets 

4 sets 

(B -24) 

(B -24) 

WEAK, INTERMEDIATE, PRIME SIGNAL AREAS 
Small TV System -8 sets 

n n n 

(DA8 -B) 

n1 n 11 n n 

'NO- STRIP' - these Blonder -Tongue TV products feature exclusive B -T No -Strip 
terminals for speedy, secure positive installation. 

More than 2,000,000 installations provide superior TV reception with B -T products. 
Available at parts distributors. For further information write Dept. EW -I 

BLONDER -TONGUE LABORATORIES, INC. 
9 Ailing St., Newark 2, N. J. 

In Telequipment Mfg. Co., Ltd., London, Ont. Export: Morhan Export Corp, N. Y. 13, N. Y. 

hi -fi components UHF converters master TV systems industrial TV cameras FM -AM radios 
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0 and Mono Hi -Fi ...the experts say 

0 

your best buy is 

Stereo Preamplifier HF35 

70W Stereo Power Amplifier 11F87 
28W Stereo Power Amplifier HF86 

The overall design of the HF -81 is conservative, honest and 
functional. It is a good value considered purely on its own merits, 
and a better one when its price is considered as well." - Hirsch -Houck Labs (HIGH FIDELITY Magazine) 

Advanced engineering Finest quality components 
"Beginner- Tested," easy step -by -step instructions 
LIFETIME service & calibration guarantee at nominal cost 
IN STOCK - compare, then take home any EICO equipment - right "off the shelf'- from 1500 neighborhood EICO dealer 

FM Tuner HFT90 
AM Tuner HFT94 

Stereo Integrated Amp:, . . 

nur Su runcrio" bit . 12W Mono Integrated Amplifier HF12 
Other Mono Integrated Ampli:iers: 
50, 30, & 20W (use 2 for stereo) 

Stereo Amplifier -Preamplifier HF81 

HF81 Stereo Amplifier -Preamplifier selects, 
amplifies, controls any stereo source & feeds it 
thru self- contained dual 14W amplifiers to a 
pair of speakers. Provides 28W monophonically. 
Ganged level controls, separate balance control, 
independent bass & treble controls for each 
channel. Identical Williamson -type, push -pull 
EL84 power amplifiers. "Excellent" - SATURDAY 
REVIEW; HI -FI MUSIC AT HOME. "Outstanding 
quality ... extremely versatile. " -ELECTRONICS 
WORLD LAB- TESTED. Kit $69.95. Wired $109.95. 
Includes cover. 
NF85 Stereo Preamplifier is a complete, master 
stereo preamplifier- control unit, self -powered for 
flexibility & to avoid power- supply problems. Dis- 
tortion borders on unmeasurable even at high 
output levels. Level, bass, & treble controls inde- 
pendent for each channel or ganged for both 
channels. Inputs for phono, tape head, mike, AM, 
FM, 8. FM- multiplex. One each auxiliary A 8 B 
input in each channel. Switched -in loudness corn - 
pensator. "Extreme flexibility ... a bargain." - 
HI -Fl REVIEW. Kit $39.95. Wired $64.95. Includes 
cover. 
New 11F87 70 -Watt Stereo Power Amplifier: Dual 
35W power amplifiers of the highest quality. 
Uses top -quality output transformers for undis- 
torted response across the entire audio range at 
full power to provide utmost clarity on full 
orchestra & organ. IM distortion 1% at 70W, 
harmonic distortion less than 1% from 20 to 
20,000 cps within 1 db of 70W. Ultra -linear con - 

pected E1.34 output stages & surgistor -protected 
silicon diode rectifier power supply. Selector 
switch chooses mono or stereo service; 4, 8, 
16, and 32 ohm speaker taps, input level con- 
trols: basic sensitivity 0.38 volts. Without exag- 
geration, one of the very finest Stereo amplifiers 
available regardless of price. Use with self - 
powered stereo preamplifier- control unit (HF85 
recommended). Kit $74.95. Wired $114.95. 
HF86 28W Stereo Power Amplifier Kit $43.95. 
Wired $74.95. 
FM Tuner HFT90: Prewired, prealigned, tempera- 
ture-compensated "front end" is drift -free. Pre - 
wired exclusive precision eye- trnic" traveling 
tuning indicator. Sensitivity: 1.5 uy for 20 db 
quieting; 2.5 uy for 30 db quieting, full limiting 

November, 1959 

from 25 uv. IF bandwidth 260 kc at 6 dl) points. 
Both cathode follower 8 FM- multiple:: stereo 
outputs, prevent obsolescence. Very low distor- 
tion, "One of the best buys in high fidelity kits." 
- AUDIOCRAFT. Kit $39.95'. Wired 565.95'. 
Cover $3.95. 'Less cover, F.E.T. Incl. 

New AM Tuner HFT94. Matches HFT90. Selects 
"hi -fi" wide (20c - 9kc ( -3 db) or weak - 
station narrow (20c - 5kc @ -3 db) bsndpass. 
Tuned RF stage for high selectivity 8 sensitivity; 
precision eye -Ironic* tuning. Built -ir ferrite 
loop, prealigned RF 8 IF coils. Sensitivity 3 uy 
(n' 30% mod. for 1.0 V out, 20 db S /N. Very low 
noise & distortion. High -0 10 kc whist e filter. 
Kit $39.95. Wired $65.95 Incl. Cover & F.E.T. 

New AF -4 Stereo Amplifier provides c can 4W 
per channel or 8W total output. Inputs for 
ceramic /crystal stereo pick -ups, AM -FM stereo, 
FM -multi stereo. 6-position stereo /mono selec- 
tor. Clutch- concentric level 8 tone controls. Use 
with a pair of HFS -5 Speaker Systems or good 
quality, low -cost stereo. Kit $38.95. Wired $64.95. 

NF12 Mono Integrated Amplifier provices cofn- 
plete "front -end" facilities and true hi th fidel- 
ity performance. Inputs for phono, tape read, TV, 
tuner and crystal 'ceramic cartridge. Freferred 
variable crossover, feedback type tone control 
circuit. Highly stable Williamson -type power 
amplifier circuit. Power output: 12W cor tinuous, 
25W peak. Kit $34.95. Wired $57.95. Includes 
cover. 

New NFS3 3 -Way Speaker System Semi -Kit con). 
plete with factory -built 3/4" veneered plywood (4 
sides) cabinet. Bellows- suspension. full.inch ex- 
cursion 12" woofer (22 cps res.), 8" mid -range 
speaker with high internal damping ':one for 
smooth response, 31" cone tweeter. 21V cu. ft. 
ducted -port enclosure. System Q of sh for smooth- 
est frequency & best transient response. 32- 
14,000 cps clean, useful response. :6 ohms 
impedance. HWD: 261/4". 131 /e ",143/4". Urdinished 
birch $72.50. Walnut, mahogany or teak $87.50. 

New NFS5 2 -Way Speaker System Semi -Kit com- 
plete with factory -built 3/4" veneered plywood (4 
sides) cabinet. Bellows -suspension. Ye excur- 

2 -Way Bookshelf 
Speaker System HFS1 

3 -Way Speaker System HFS3 
2 -Way Speaker System HFSS 

lion, 8" woofer (45 cps res.), & 31/a" cone 
tweeter. 11 cu. ft. ducted -port enclosure. Sys- 
tem O of 4 for smoothest frequency 8 best 
transient response. 45-14,000 cps clean, useful 
response. HWD: 24 ", 121/4", 101/4". Unfinished 
birch $47.50. Walnut, mahogany or teak $59.50. 
HFSI Bookshelf Speaker System complete with 
factory -built cabinet. Jensen 8" woofer, match- 
ing Jensen compression- driver exponential horn 
tweeter. Smooth clean bass: crisp extended 
highs. 70- 12,000 cps range. 8 ohms. HWD: 23" x 

11" x 9 ". Price $39.95. 
165.1 Brass Tip Matching 14" legs - 53.95. 
NFS2 Omni -Directional Speaker System (not illus.) 
HWD: 36 ". 151/4", 11, r ". "Eminently musical" - HIGH FIDELITY. "Fine for stereo" - MODERN 
HI -Fl. Completely factory- built. Mahogany or wal- 
nut $139.95. Blond $144.95. 

IMPORTANT NOTE: All EICO kits built 
according to our instruct ons, and all 

EICO factory- assembled equipment, con- 
form to the high standards and specifica- 

tions as published in EICO literature and 
advertisements. All EICO factory -assembled 
equipment is completely and meticulously hand - 

wired throughout - no printed circuitry; each 
factory -assembled unit is 100% final- tested 

throughout for each feature and function - no 
"spot" or "partial" checking. In EICO's final - 

test techniques, nothing is left to chance. 
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The specs prove It...your best buy Is 

P 

TV -FM SWEEP GENERATOR 

AND MARKER =368 
KIT $69.95 WIRED $119.95 

D 

PEAK -TO -PEAK 

VTVM = 232 & 

UNIPROBE (pat. pend) 

KIT $29.95 ì J 
WIRED $49.95 

ttttttttfitlt 

A Tests all receiving tubes (picture tubes with 
adapter), n -p -n and p-n-p transistors. Com- 

posite indication of Gm, Gp b peak emission. Simul- 
taneous selection of any one of 4 combinations of 
3 plate voltages, 3 screen voltages, 3 ranges of 
continuously variable grid voltage (with 5% accurate 
pot.). Sensitive 200 ua meter. 10 six -position lever 
switches: freepoint connection of each tube pin. 
10 pushbuttons: rapid insert of any tube element in 
leakage test circuit. Direct reading of inter -element 
leakage in ohms. New gear- driven rollchart. CRA 
Adapter $4.50. 

B Entirely electronic sweep circuit with accu. 
rately- biased increductor for excellent line. 

arlty. Extremely flat RF output. Exceptional tuning 
accuracy. Hum and leakage eliminated. 5 fund. sweep 
ranges: 3 -216 mc. Variable marker range: 2-75 mc 

A 

DYNAMIC CONDUCTANCE 
TUBE & TRANSISTOR 

TESTER =666 
KIT $69.95 WIRED $109.95 
Complete with steel cover L handle 

C 

IF SIGNAL GENERATOR s 324 
KIT $26.95 WIRED 139.95 

In 3 fund. bands, 60 -225 me on harmonic band. 
4.5 xtal marker osc., xtal supplied. Ext. marker 
provision. Attenuators: Marker Size, RF Fine, RF 
Coarse (4 -step decade). Narrow range phasing con- 
trol for accurate alignment. 

C 150 kc to 435 mc with ONE generator in 6 
fund. bands and 1 harmonic band! -±1.5% freq. 

accuracy. Colpitts RF osc. directly plate-modulated 
by K- follower for improved mod. Variable depth of 
int. mod. 0 -50% by 400 cps Colpitts osc. Variable 
gain ext. mod. amplifier: only 3.0 v needed for 30% 
mod. Turret- mounted, slug -tuned coils for max. ac- 
curacy. Fine and Coarse (3 -step) RF attenuators. 
RF output 100,000 uv, AF output to 10 v. 

D Uni -Probe - exclusive with EICO - only 1 

probe performs all functions: half -turn of probe 
tip selects DC or AC -Ohms. Calibration without re- 

E 

COLOR & MONOCHROME 

DC TO 5 MC LAB & TV 

5" OSCILLOSCOPE =460 
KIT $79.95 WIRED $129.50 

5" PUSH-PULL 
Oscilloscope =425 
Kit $44.95 Wired $79.95 

moving from cabinet. Measure directly p.p voltage 
of complex á sine waves: 0 -4, 14, 42, 140, 420, 1400, 
4200. DC /RMS sine volts: 0 -1.5, 5, 15, 50, 150, 500, 
1500 (up to 30,000 v. with HVP probe, á 250 mc with 
PRF probe). Ohms: 0.2 ohms to 1000 megs. 4r/2 
meter, can't- burn -out circuit. 7 non -skip ranges on 
every function. Zero center. 

E Features DC amplifiers! Flat from DC to 4.5 mc, 
usable to 10 mc. Vert. Sens.: 25 my /in.; input 

Z 3 megs; direct -coupled á push -pull throughout. 
4 -step freq.- compensated attenuator up to 1000:1. 
Sweep: perfectly linear 10 cps - 100 kc (ext. cap. 
for range to 1 cps). Pre -set TV V á H positions. 
Auto sync. lim. á ampl. Direct or cap. coupling; 
bal. or unbal. inputs; edge -lit engraved lucite screen 
with dimmer control; plus many more outstanding 
features. 

FREE CATALOG shows you HOW TO SAVE 50% on 65 models of top quality professional test equipment. MAIL COUPON NOW! 

New Transistor 
Portable Radio RA -6 
Kit $29.95 
Wired $49.95 
Incl. F.E.T.; less 9V batt. 
Prealigned RF, IF 
xfmrs; push -pull 
audio; 6" spkr. 

PAT PEND. 

NEW Power & Bias 
Supply for 
Transistorized 
Eqpt. =1020 
Kit $19.95 
Wired $27.95 

5EIcoL- 
33-03 Northern Blvd. L. I.C. 1, N.Y. 

Add 5% in the West. 0 1959 

4 TURN PAGE FOR MORE EICO VALUES 
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NEW Tube & 
CRT Fil. 
Tester =612 
Kit $3.95 
Wired $5.95 
Fast -checks 
radio /TV tubes, 
pilot lamps, etc. 

R -C Bridge & R -C -L 
Comparator =9508 
Kit $19.95 
Wired $29.95 
Reads 0.5 ohms - 
500 megs, 
10 mmfd -5000 mfd, 
power factor 

Series /Parallel 
R -C Combination 
Box =1140 
Kit $13.95 
Wired $19.95 

--{ 

r 
a 

Tube Tester =625 
Kit $34.95 
Wired $49.95 

tests 600 mil 
series string type 
tubes 

illuminated 
roll -chart 
Pis Tube Test 
Adapter $4.50 

VTVM Probes 
Nit Wired 

Peak -to -Peak $4.95 $6.95 
RF $3.75 $4.95 
High Voltage 
Probe -1 _.. $6.95 
High Voltage 
Probe -2 $4.95 
Scope Probes 
Demodulator $3.75 $5.75 
Direct $2.75 $3.95 
Low Capacity $3.75 $5.75 

AV 12V Battery 
Eliminator 
á Charger =1050 
Kit $29.95 
Wired $38.95 
Extra -filtered for 
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Preserving & Cooking Food 
With Electronics 

By WALTER H. BUCHSBAUM, Industrial Consultant 

Fresh bread baked six months ago -fresh milk a year 
old- sirloin steak cooked in seconds -these and other 

food miracles are possible today, thanks to electronics. 

FOOD is one of man's basic needs and 
when electronics invades the food 
industry, miracles are naturally ex- 

pected. We count on these miracles 
because we have seen them happen in 
other areas where electronics has 
.rested completely new industries, as 
was the case with radio and TV, or in 
the many military applications where 
entirely new concepts of warfare are 
possible because of electronics. 

The parade of electronic miracles 
continues. Like most "miracles" in our 
industry, the impact of electronics on 
the field of food storage and cooking 
will not come suddenly but rather 
through gradual evolution. Only when 
we look back to today from a vantage 
point ten years in the future will we 
realize the great extent to which elec- 
tronics has contributed to our com- 
fort, well -being, and enjoyment. 

Frozen foods are a casually accepted 
part of our daily diet and, although 
only 15 years ago they were rare, we 
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have become quite used to them. In a 
similar way canned foods were once a 
rarity and then, between the two 
World Wars, became commonplace. 
Now both canned and frozen foods ap- 
pear to be headed for some stiff com- 
petition. An entirely new process, using 
neither heat nor cold, promises to pre- 
serve our food from the day of harvest 
until we need it -fresh and unspoiled. 

Bread baked six months ago? Straw- 
berries in November? Fresh milk a 
year old? All these are quite possible 
and some of them are already available 
on a laboratory basis. The trick that 
makes these "miracles" possible is the 
amazing power of the electron and its 
cousin, the gamma particle. 

Cooking by microwaves is another 
application of electronics to the food 
industry but this technique is not quite 
as novel since it has been used in res- 
taurants and institutions for several 
years. The new aspect of microwave 
cooking is its introduction into the 

home at prices comparable to the more 
conventional stove and the reliable, 
simple circuitry used in such units. 

How Foods Are Preserved 

Before going into the matter of 
food preservation we must first know 
what makes various foods spoil. We 
know that heat tends to hasten the 
decay of most foods but, unless frozen 
at very low temperatures, many fresh 
foods rot or deteriorate even when re- 
frigerated. Food chemists have learned 
that there are two major factors which 
contribute to spoilage. One is the 
growth of micro -organisms, bacteria, 
of various microbes which multiply and 
cause decay. The second factor is 
largely chemical and is due to enzymes 
which cause changes in the chemical 
structure of organic matter. Both 
these attackers must be forestalled in 
order to preserve any food, but because 
bacterial changes occur much faster, 
the exclusion of bacteria alone will 
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help extend the food's storage life. 
Every housewife knows that either 

heat or cold help to preserve food, al- 
though the len ̂ th of time this preser- 
vation lasts var^r's %videly. In the home, 
the heating or freezing processes can- 
not reach the temperature extremes 
possible in the commercial food proc- 
essing plant, but the method is basi- 
cally the same. Canned food is general- 
ly heated to kill all micro -organisms 
and then sealed under vacuum to pre- 
vent outside contamination. In deep 
freezing. sto age temperature must be 
kept low becau:e both micro -organisms 
and enzyme a lion are slowed at very 
low temperatures. 

Both heating and freezing alter thy. 
color, taste, and texture of some foods. 
Potatoes, for example, cannot he frozen 
raw and bread that has been over- 
heated just isn't bread. A little thought 
will quickly show the limitations of 
both these conventional preservation 
methods. The new irradiation scheme 
uses neither heat nor cold but attacks 
micro- organisms and enzymes by 
"atomic shotgun" bombardment It 

Fig. 1. Cranberries are passed under swept 
beam of a super voltage electron beam gen- 
erator by conveyor belt and subjected to 

electron bombardment and sterilization . 

has been found that when most foods 
are bombarded with high -speed elec- 
trons or with gamma particles. the 
micro -organisms are destroyed. The 
exact theoretical explanation for this 
process is still under study, but the 
principle seems to be that the molecu- 
lar structure of most foods is loose 
enough to pass these high -speed par- 
ticles while the microscopic animal life 
of the bacteria is smashed by them. 
Whatever the mechanism of the pro- 
cess, the practical facts are that it is 
possible to pass food in sealed plastic 
bags under an electron beam or source 
of gamma radiation and, after only 
seconds of exposure, the food remains 
edible for long periods of time. The 
heat rise in the food is insignificant 
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and neither heat nor cold is required 
to sterilize or store the sealed food 
container. 

A typical example is the two slices 
of bread shown in Fig. 2. Both are two 
months old. but while the untreated 
bread is practically decomposed, the 
slice irradiated by a 1 mev (million 
electron volt) electron beam is still 
fresh and edible. 

On hearing of this nuclear miracle, 
it is natural to wonder about the dan- 
ger of radiation contamination. This 
danger might exist if the neutrons used 
could induce radioactivity into the 
food or the container. Gamma radia- 
tion (which accompanies some nuclear 
changes and is similar to x -rays but of 
shorter wavelength) does not produce 
atomic changes in the food atoms and 
leaves no radioactive material in the 
tissues. The same applies to electrons. 
We know that just because x -rays have 
passed through one's hand this does not 
make the hand radioactive or give it 
the power to emit radiation after tho 
x -ray machine is turned off. In a simi- 
lar manner. food remains edible and 
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non -radioactive after an exposure to 
gamma particles, electrons, or x -rays. 
The electron beams used for food 
preservation are similar to the beam 
which "paints" the picture on the face 
of the cathode -ray tube, but here a 
vacuum is not required, nor is a spe- 
cial cathode structure needed. Elec- 
trons in the air are accelerated until 
their speed reaches the equivalent of 
several million electron volts. This 
speed is achieved either by high -volt- 
age machines such as the Van de Graff 
generator or by high -frequency units 
such as the linear accelerator. 

Electron -beam treatment has certain 
advantages over gamma radiation in 
that relatively few technicians are re- 
quired in the process and there is little 
danger to personnel of overexposure 
to harmful radiation. The exact dos- 
ages are easily controlled and moni- 
tored, but the penetrating power of the 
electron beam is relatively low. Fig. 1 
shows cranberries in plastic bags pass- 
ing under the swept electron beam of 
an early experimental high- voltage 
machine With a 10- million -volt gen- 

500,000 REP 

Fig. 2. Both pieces of bread were stored at room temperature for two months. The 
untreated control slice is moldy and not edible while the irradiated slice (right) 
is fresh. REP (Roentgen Equivalent Physical) indicates amount of radiation used. 

Fig. 3. A research worker is lowering a sealed, thin -wall aluminum urn containing 
samples of material to be irradiated into tank by means of overhead electric hoist. 
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Fig. 4. Irrad'alien inhibits sprouting of potatoes, as shown in this photo taken six 
months alter harvest. The potatoes at right were irradiated two months after l.arvest. 

erator, the penetration is less than 2l2 
inches, which would hardly be suitable 
for a side o'' beef, for example. 

At the Army Ionizing Radiation Cen- 
ter in Lathrop, California. a new linear 
accelerator will be available which will 
generate up to 24- million electron volts 
and have a penetrating power of 6 
inches. It will be able to handle 3000 
pounds of food per hour at a high level 
of radiation and %gill approximate at 
least pilot plant operation of a future 
comm:-vela! enter^ :rise. 

Sources of gam mu radiation have 
much greater penetrating power but 
the handling of radio -isotopes. in gen- 
eral, still requires extmme care and 
specially trained personnel must be 
employed. The biggest problem in this 
area is to use Jionin' sources which 
do not also emit other radiation and 
which can be controlled. Various atom- 
ic waste products have been used 
experimentally. but since they are 
usually part of a nuclear reactor in- 
stallation, the precautions involved in 
handling such materials have thus far 
presented a serious drawback to their 
efficient use for food preservation. Fig. 
3 shows how food samples are irradi- 
ated at Argonne National Labs. Spe- 
cial containers, monitoring meters, and 
hoists are required because of the 
dangers of radioactivity. After exten- 
sive study, it was decided to provide 
the Army Ionizing Radiation Center 
with radioactive cobalt 60 as a source 
of gam mu radiation. The energy level 
of this source will be approximately 
two million Curies which will probably 
make it the largest single source of 
gamma radiation in the country. With 
a really effective means of irradiating 
food by either method, it will be pos- 
sible to resolve some of the remaining 
problems and, in a short time, radia- 
tion preservation can he extended to 
many more foods. 

Present Limitations 
Certain subtle chemical changes, 

caused by either type of radiation, re- 
sult in flavor or odor variations in some 
foods which limit the usefulness of 
this preservation method in the case of 
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such foods. These changes are very 
slight, but to the person accustomed 
to certain flavors or odors. the particu- 
lar food "just doesn't taste right." 
Strawberries, butter, milk, and cheese, 
for example, can be sterilizes for long 
storage life, but the changes in their 
taste or odor are suf?ic'ent to make 
them unacceptable at the present time. 
Carrots, pork, ham, spinach, peas. and 

Fig. 5. Raytheon's Mark Ill Radatange oven. 

mackerel, on the other hand, develop 
no noticeable change after irradiation 
and taste just like the familiar fresh 
food. Several means have been found 
to reduce the undesirable changes in 
taste and odor. Irradiation in the ab- 
sence of oxygen, in a frozen state, or 
with the addition of ascorbic acid solves 
this problem in many foods. 

Future Uses 

In addition to long -term storage, ir- 
radiation can also be used :,n smaller 
dosages to inhibit sprouting in pota- 
toes, as shown in the photo of Fig. 4, 
eliminate insect infestation of grain, 
and kill trichina parasites in pork and 
ham. When grain is irradiated, all in- 
sects, larvae, and eggs are destroyed, 
permitting almost indefinite storage in 

sealed bags. These effects, in them- 
selves, are of great importance in the 
food industry since spoilage due to 
these and similar causes result in mil- 
lions of dollars loss annually. 

Food preserved by radiation need not 
be refrigerated, but it must be sealed 
off from any attack by bacteria. in- 
sects, or parasites after sterilization. 
Plastic containers, bags, or cans which 
can be hermetically sealed are used to 
store irradiated food. 

For the past four years, the U. S. 
Army has been conducting a series of 
experimental feedings of irradiated 
food with human volunteers and with 
many generations of rats. No bad 
effects have been reported, either to 
the human subjects or to any of the 
generations of laboratory animals. 

These studies are far from complete 
and before irradiated foods appear in 
neighborhood markets several years 
are bound to elapse. There is no doubt, 
however, that at least for many types 
of food, irradiation will be the standard 
means of preserving it. Just as the ad- 
vent of frozen foods brought new deli- 
cacies to the average dinner table and 
changed our buying, storing, and prep- 
aration habits, so will food irradiation 
make itself felt. New, lighter, and 
more efficient packaging means will be 
used, shipping and storing will be 
cheaper and simpler, and, especially in 
areas where refrigeration is not gener- 
ally available, food spoilage will be 
greatly reduced. For the average 
American the biggest improvement in 
his daily diet will be the availability of 
fresh fruits and vegetables at all sea- 
sons, without the changes necessitated 
by freezing or canning. 

Electrons for Cooking 
Most of our readers have heard 

about cooking with microwave energy, 
but both the principles and the actual 
circuitry are not widely understood. 
Unlike the irradiation method of pre- 
serving food, microwave cooking is al- 
ready being employed in restaurants 
throughout the country and now effi- 

Fig. 6. Tappan electronic oven for home. 
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PRESERVING & COOKING FOOD WITH ELECTRONICS 

cient home -type microwave stoves are 
being advertised at less than a thou- 
sand dollars. Fig. 5 shows the "Mark 
III Radarange " -a restaurant -type 
model -while Fig. 6 is the latest Tap - 
pan electronic range, listed at $895.00. 
We will discuss briefly the principles of 
microwave cooking and then describe 
the actual equipment from the point of 
view of the technician who might have 
to service this latest "electronic 
servant." 

Electronic cooking differs from in- 
dustrial dielectric heating only in that 
the frequencies used are much higher 
and in its application to foods rather 
than plastics. All foods contain water 
to some degree and are therefore quite 
"lossy" when it comes to microwaves. 
Those familiar with testing radar 

in the same dish in which it is served. 

Microwave Oven Circuit 
Fig. 9 is a partial schematic of the 

Raytheon "Mark III Radarange," 
which is typical of heavy -duty restau- 
rant installations. We have omitted 
the various safety interlocks, timers, 
relays, and motors which make up the 
actual electrical system. Also omitted 
are two pumps which circulate the 
cooling liquid which serves as heat ex- 
changer for cooling the two Type QK- 
707 magnetrons. 

The "Mark III Radarange" delivers 
1600 watts of microwave energy at 
2450 mc. and, as can be seen from the 
diagram, is modulated by the 60 -cps 
line voltage. With the plate grounded, 
the filament and cathode are at nega- 

Fig. 7. Westinghouse electronic range and surface cooking 

equipment will recall the use of water 
loads to test out high -energy radar 
transmitters. In effect, the food repre- 
sents the load of the microwave trans- 
mitter which is the heart of the micro- 
wave oven. The simplified diagram 
of Fig. 8 shows the basic circuit of an 
electronic cooking device. The reso- 
nant circuit in microwave work is 
usually a cavity and, when this has 
"lossy" material in it, it is just as if a 
resistor were connected across the tank 
circuit. The energy in the cavity is dis- 
sipated in the food, heating it up. The 
r.f. energy penetrates the food com- 
pletely and this creates a uniform heat- 
ing effect. Microwave ovens make it 
possible to bake bread without crust, 
roast meats without splattering or 
burning the outside fat, and perform 
many other similar tricks. 

It will be apparent that metal dishes 
in such an oven would not merely 
"load" the cavity but detune or even 
"short" it electrically. For that reason 
all microwave cooking is done in glass, 
porcelain, or ceramic dishes. These 
materials have very small losses at 
microwave frequencies and therefore 
remain relatively cool. This means 
that there will be no burned -on foods - 
making them easier to clean and 
handle. In most cases, food is cooked 
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Fig. 8 Basic circuit for microwave oven. 

220V. 
60 ti 

tive 6.3 kilovolts r.m.s. Oscillation is 
produced by separate electromagnets 
surrounding the magnetrons and the 
d.c. power for these coils is obtained 
through full -wave selenium rectifiers. 
Microwave energy is generated into 
the cavity of the magnetron tube and 
is conducted by means of a waveguide 
into the cooking cavity -the oven. Two 
identical magnetrons are used with 
separate power sources for filament, 
plate, and magnet coil, but in Fig. 9 
the circuit of only one is shown. Use of 
two magnetrons permits applying only 
half the cooking power, 800 watts, for 
smaller loads. 

One of the important features of 
most ovens is the "stirrer " -a fan -like 
device which rotates in the cavity dur- 
ing the cooking cycle. In an ordinary 
microwave cavity there are spots 
where the r.f. energy level reaches 
zero. Unless the food load is distrib- 
uted correctly, it could happen that 
some parts would receive less cooking 
energy than the rest. Housewives can- 
not be expected to consider correct 
electronic loading of a cavity and for 
this reason, the stirrer is introduced. 
It detunes the resonant cavity slightly 
and, by rotating, deflects some energy 
in a semi -random fashion. This dis- 
persion assures an even energy dis- 
tribution, irrespective of the size or 
placement of the food in the oven. 

We mentioned that microwave cook- 
ing results in uniform heating of the 
foods and this means that there would 
be no brown crusts on meats, pies, etc. 
The formation of such a crust is actu- 
ally incidental to the cooking process 
and, in most microwave ovens, this 
feature is added by means of regular, 
resistance -type heating elements. In 
the photograph of Fig. 7 the browning 
elements can be seen at the top of the 
oven cavity. Foods are usually cooked 
first and then browned to just the 
right coloring. The total oven time, 
even with the browning, is still only a 
fraction of that normally required 
with conventional stoves. 

(Continued on page 141) 

Fig. 9. Simplified circuit diagram of the Raytheon Radarange electronic oven. 
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pealkér! Testing 

/ Use an oscilloscope and audio oscillator to measure 
By R. D. HERLOCKER 

loudspeaker impedance, phase angle, and distortion. 
MANY audiophiles test their own 

amplifiers either as a matter of 
routine maintenance to keep their 

equipment in topnotch working order 
or to modify them for improved opera- 
tion. On the other hand, it seems that 
relatively few make any attempt to 
check the performance of their speaker 
systems. This is in spite of the well - 
known fact that the average amplifier 
of today is freer from distortion and 
has a more uniform frequency re- 
sponse than even the better speakers 
now in use. 

What accounts for this difference in 
attitude? Is it because so many of the 
factors controlling response and dis- 
tortion are "built -in" to the speaker 
and thus are presumably not subject to 
improvement? Or is it because so 
many persons seem to have the idea 
that in order to determine any signifi- 
cant characteristics of a speaker sys- 
tem, test equipment is needed which is 
beyond the reach of all but well (and 
expensively) equipped laboratories? 

It is quite true that many items 
which affect response and fidelity are 
inherent in any speaker and are fixed 
at the time of manufacture. However, 

Fig. 1. Equipment setup for speaker tests. 

OSC LLOSCOPE 

CROSSED T,RE ADS 
OVER CRT FACE 

VARI ABLE RESISTOR 
3060 .! CALIBRATED 

If one side of amplifier output is IOPf. CAPACITOR 
grounded, unground this lead. (SEE TEXT) 
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other factors, which are also quite im- 
portant in determining the over -all 
response of the system, are very much 
under the control of the user. These 
controllable factors are primarily those 
which are concerned with mounting or 
enclosing the speaker and locating it 
within the room, and their importance 
should not be underestimated. For ex- 
ample, a speaker with a free-sir reso- 
nance near 30 cycles, or even lower, 
and a smooth response above that 
point, may sound best in an infinite- 
baffle type of enclosure, while another 
speaker with a sharp resonance falling 
within the normal bass range (50 to 70 
cycles, for instance) may need a bass - 
reflex type enclosure to tame the reso- 
nance and generally smooth out the 
lower end of its range. The type, 
amount, and location of sound absorb- 
ing material within the enclosure will 
also affect the response, but usually in 
a higher range, since the lack of such 
material may permit other resonances 
due to reflections within the enclosure. 
Then, too, if tests can be made in the 
room in which the speaker is to be 
used, it will probably be found that the 
location of the speaker in the room has 

a considerable effect on its perform- 
ance. This is particularly true in the 
case of stereo reproduction. 

It seems to be commonly felt that 
any measurements of loudspeaker per- 
formance must necessarily be made 
with a lot of complicated and expen- 
sive equipment, which might typically 
include a microphone which has been 
calibrated over the frequency range to 
be tested, an expensive audio oscilla- 
tor, a couple of amplifiers, distortion 
and output meters, and other asso- 
ciated pieces of equipment, and prefer- 
ably including either an anechoic 
chamber or "wide open spaces" for 
free -field testing. Rigorous testing 
under these conditions will undoubted- 
ly give results which are as nearly 
definitive as can be had and which will 
correlate well with the sounds as actu- 
ally heard. Of course, we all recognize 
that these sounds constitute the ulti- 
mate test of any audio system, al- 
though in many cases where the sound 
is considerably less than perfect, tests, 
even on the small scale which can be 
made at home, will help to pinpoint the 
cause or causes of faulty response, and 
may suggest measures to improve the 

Fig. 2. Shown here 
are a pair of distor- 
tion -free oscilloscope 
traces with and with- 
out some phase shift. 

NO SHIFT 
IA) 
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Fig. 3. Typical phase -angle and Impedance curves for mounted and 

over -all performance of the system. 

Equipment 
Much valuable information about 

your speaker and its performance can 
be obtained with simple equipment, 
such as is available to many experi- 
mentally inclined audio fans. The char- 
acteristics which can be measured with 
this simple setup are those which in- 
volve the electrical system of the 
speaker, either directly or because of 
energy reflected back into it from the 
mechanical or acoustical systems. They 
include impedance and phase shift and 
qualitative indications of harmonic dis- 
tortion and useful power handling ca- 
pacity. The equipment needed includes 
an audio oscillator capable of produc- 
ing good sine waves over the desired 
frequency range: 20 to 20,000 cycles 
should be more than adequate; a power 
amplifier: ten watts is big enough for 
most purposes, but it must be free 

X/Y = sin 1i X/Y = stn SS d 
0.00 0° 0.50 30° 
0.05 3 0.55 331/2 
0.10 6 0.60 37 
0.15 9 0.65 40E/2 
0.20 12 0.70 441/2 
0.25 15 0.75 481/2 
0.30 18 0.80 53 
0.35 21 0.85 58 
0.40 24 0.90 64 
0.45 27 0.95 71 

1.00 90 

Table 1. Abridged sine -Junction table. 

from distortion over the frequency 
range to be measured; an oscilloscope: 
practically any one will do; and a cali- 
brated wire -wound variable resistor. 
Thirty ohms maximum resistance is 
about right for working with 8-ohm 
speakers and 50 to 60 ohms for 16-ohm 
speakers. The resistor calibration can 
be made with a low -range ohmmeter, 
42 
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unmounted speaker. 

ments to be discussed here, the oscil- 
loscope must be adjusted so that the 
vertical and horizontal gains are equal 
and the no- signal point is at the in- 
tersection of the three threads. 

Impedance 

Impedance is the simplest character- 
istic of a speaker to measure. Using 
the hook -up of Fig. 1, feed a single - 
frequency signal into the oscilloscope 
network, adjusting the amplifier out- 
put so that the trace nearly fills the 
face of the cathode -ray tube. Adjust 
the variable resistor to give a trace 
that falls on the 45° thread, as in Fig. 
2A, if the trace is a single line. If the 
trace is an ellipse instead of a line, as 
is more apt to be the case, the proper 
resistor setting will put the trace with 
the long axis of the ellipse on the 45° 
thread, as in Fig. 2B. The impedance 
of the speaker at the frequency being 
tested is now the same as the resist- 
ance of the variable resistor. Measure- 
ments should be repeated at intervals 
over the desired frequency range and 
a curve drawn connecting the meas- 
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Fig. 4. Phase and impedance curves in reflex cabinet under two different conditions. 

such as is incorporated in any vacuum - 
tube voltmeter. This gives sufficient 
accuracy for present needs, since rela- 
tive values are more important than 
absolute values in this application. 

The equipment is connected as indi- 
cated in Fig. 1. If the oscilloscope does 
not have a measuring grid over the 
face of the cathode -ray tube for de- 
termining the size of the trace, a satis- 
factory substitute may be made by 
simply fastening three threads over 
the face of the tube with Scotch tape. 
One of these should go vertically 
across the center of the face and the 
second horizontally, as determined by 
the vertical and horizontal traces of 
the oscilloscope. The third thread is 
to go across the intersection of the 
first two, at a 45° angle, from lower 
left to upper right. For all measure- 
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ured points, as in Fig. 3, for easier 
visualization of the results. Impedance 
should be plotted against the logarithm 
of frequency. Usually a change of 20% 
to 25% in frequency between adjacent 
points is permissible, although inter- 
mediate points will be needed at fre- 
quencies where a small change in fre- 
quency produces a disproportionately 
large change in impedance, as is the 
case in the vicinity of resonant fre- 
quencies. 

Phase Shift 

The elliptical trace which will be 
found throughout a large part of the 
frequency range of any speaker is a 
direct reflection of phase shift in the 
speaker. Phase shift can be caused 'by 
reactive components in the electrical, 
mechanical, or acoustic networks of 
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the speaker and is inherent in these 
networks. While it can be modified by 
changes in any of these networks, the 
acoustic network is the only one which 
can be readily changed by the home 
experimenter, since this is the one 
which is controlled by speaker mount- 
ing and by enclosure dimensions and 
design. Phase shift, in itself, is neither 
good nor bad in its effect on the sound 
put out by the speaker system. What 
is bad is the presence of abrupt changes 
in phase shift, especially at frequencies 
differing widely from the bass resonant 
frequency or frequencies of the system. 

The phase shift of a speaker system 
can be readily determined at the same 
time the impedance is being measured. 
Measurements of two dimensions of 
the oscilloscope trace are needed at 
each frequency. These are the over- 
all height of the trace and its height 
through the center (Y and X, re- 
spectively, in Fig. 2B). Now X/Y 
= sin 0 so the value of the phase 
angle, 0, can be found in any trigo- 
nometry table from the ratio between 
these two heights, or it may be esti- 
mated from the abridged sine table 
given in Table 1. 

Whether the reactance causing the 
phase shift is inductive (positive shift) 
or capacitative (negative shift) can 
easily be checked by momentarily plac- 
ing a capacitor across the speaker 
terminals, as shown by the dotted lines 
in Fig. 1. The value of the capacitor 
is not important, as long as it is large 
enough to change the shape of the el- 
lipse noticeably when contact is made. 
A 10 pt. filter capacitor has served 
quite satisfactorily in the author's 
tests. If the ellipse is fatter with the 
capacitor in the circuit, the shift is 
negative and the reactance of the 
speaker is capacitive. If the ellipse be- 
comes thinner when the capacitor is 
placed in the circuit, the shift is posi- 
tive and the speaker reactance is in- 
ductive. 

At high frequencies there is nor- 
mally a positive shift of 20° to 45 °, 
since the inductive reactance of the 
voice coil is sufficient to have a notice- 
able effect in this range. At some in- 
termediate frequency, the phase angle 
will pass through zero and then be- 
come negative as the frequency is 
lowered. Near the resonant frequen- 
cies of the speaker and enclosure, the 
phase angle is apt to undergo quite 
rapid changes, as shown in Fig. 3. 
These rapid changes may indicate un- 
evenness of response, particularly if 
the amplifier with which the speaker 
is to be used is not highly damped. At 
frequencies above about 200 cycles, an 
uneven phase curve is related to the 
response. For example, the rather er- 
ratic phase curve A in Fig. 4 was found 
to be due to reflections from an en- 
closure wall, back to the speaker cone. 
The disturbance was not large enough 
to show up on the impedance curve. A 
small change in the enclosure, to elim- 
inate the reflections, smoothed out the 
curve, as in B of Fig. 3, and at the 
same time removed a distinct colora- 
tion which earlier had been noticed in 
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the sound from this particular speak- 
er- enclosure combination. 

The internal damping of a bass -re- 
flex enclosure has quite an effect on 
the impedance and phase curves ob- 
tainable, as well as on the sound ema- 
nating from it. This point is illustrated 
by a comparison of curves B of Figs. 
3 and 4, which were taken with the 
same speaker- enclosure combination. 
The only difference between the two 
sets of conditions was that, for curves 
B of Fig. 4, additional damping ma- 
terial was used, including cotton sheet- 
ing across the port to provide extra 
acoustical resistance at that spot. 
Curves B of Fig. 4 can be seen to be 
much smoother, without the sharp im- 
pedance peaks or sudden phase changes 
at resonant frequencies noted in 
curves B of Fig. 3. However, a price 
must be paid for all this, which is not 
apparent from examination of the 
curves. The low end was quite smooth 
sounding, but very noticeably weak- 
ened by the additional damping. The 
moral is that test results such as these 
should always be interpreted in con- 
junction with actual listening. 

Distortion 

Harmonic distortion developed in 
the speaker is made apparent in this 
test procedure by deviations of the 
oscilloscope trace from the straight 
line or elliptical shapes previously dis- 
cussed. It is in this connection that a 

.g PLUS S° 
PHASE SHIF T 
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Fig. 5. Traces of 2nd harmonic distortion. 

Fig. 6. Oscilloscope traces that contain 
both 3rd and 4th harmonic distortion. 

a 

distortion -free amplifier between the 
audio oscillator and the speaker is es- 
pecially important, since a distorted 
signal being fed to the speaker will 
complicate the trace on the oscillo- 
scope and may easily make it seem 
that the speaker is distorting the sig- 
nal when, in reality, the amplifier or 
even the generator, may be responsible 
for the distortion. 

Accurate measurements of harmonic 
distortion are not feasible by this meth- 
od although, with care, a fairly good 
estimate may be had. In the useful 
audio -frequency range, by far the com- 
monest harmonic distortion met with 
is second harmonic, otherwise known 
as doubling, in the lower frequency 
range. Figs. 5A, B, and C show the 
traces obtained with 5 %, 10 %, and 
20% second harmonic added to the 
fundamental frequency without any 
phase shift in the speaker. Fig. 5D 
shows a trace containing 10% second 
harmonic, but with a 30° phase shift 
of the fundamental. It is obviously al- 
most impossible to get any valid esti- 
mate of harmonic distortion from a 
trace of this type, so to be able to 
estimate the distortion, the phase shift 
must be compensated for. This can be 
done, at least approximately, by shunt- 
ing either the variable resistor or the 
speaker with a suitable capacitor, until 
the phase shift is eliminated on the 
oscilloscope trace. The value of the 
capacitor will have to be found by 
trial, since it is dependent on fre- 
quency, the impedance being shunted, 
and the phase shift to be compensated. 
The capacitor should be placed across 
the speaker, as in Fig. 1, to compensate 
for a positive (inductive) phase shift 
or across the resistor to compensate 
for a negative (capacitive) shift. 
When second harmonic distortion alone 
is present, it may be estimated as fol- 
lows: 

% Second Harmonic 100 (U /V) 
where U is the width of the widest 
part of the curve and V is the over- 
all width of the trace (see Fig. 5C). 

Third and higher harmonics will be 
found much less often. Their estima- 
tion does not seem to be practical with 
this simplified testing setup. Examples 
of curves containing third and fourth 
harmonics, alone and in combination 
with second harmonics, are given in 
Fig. 6, so that they can be identified, 
even though they cannot be measured. 
Third harmonic distortion (no phase 
shift) gives a curved line, while the 
fourth harmonic alone gives a triple 
crossing loop. It can be seen from ex- 
amination of Figs. 5 and 6 that analysis 
of the traces to give distortion values 
is feasible only in the simplest cases. 

Some indication of the power han- 
dling capacity of a speaker can be had 
by repeating the tests, particularly in 
the low- frequency range (say below 
200 cycles) at successively higher pow- 
ers, cutting back the oscilloscope gain 
as power is increased to keep the trace 
on the face of the tube. At any given 
frequency the voltage across the 
speaker and its impedance can be 

(Continued on page 126) 
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A Compact Beam for the Citizens Band 

By HARTLAND B. SMITH 

THE "ground plane" is undoubtedly 
the most popular type of Citizens 
Band antenna. It is an excellent 

choice when you want omni -directional 
coverage for dispatching nearby mo- 
bile units. However, it is not adapted 
for long -haul contacts between fixed 
stations. This is because the ground 
plane radiates a signal to all points of 
the compass. In view of the 5 -watt 
limit imposed on Class D stations, the 
loss of power which results from such 
a scattering of energy cannot be toler- 
ated if you wish to maintain solid copy 
communication over distances of 20 
miles or so. 

A beam antenna, designed to concen- 
trate your signal in one direction, must 
be employed for long distance point -to- 
point work. Actually, a beam is de- 
sirable for all contacts between fixed 
stations, even over relatively short dis- 
tances, because it can radiate such a 
strong signal toward the desired sta- 
tion. At the same time, its directive 
pattern will reduce or prevent co- 
channel interference to stations located 
either to its side or rear. 

The compact beam shown in Fig. 1 
consists of two elements -a radiator 
and a director. The radiator receives 
power from the transmitter by means 
of a 75 -ohm coaxial cable. The direc- 
tor, about 4% shorter than the radi- 
ator and spaced .1 wavelength from it, 
is parasitically excited, that is, no 
electrical connection exists between 
the director and the radiator. Since its 
elements are only a little longer than 
those of a channel 2 television yagi, 
the beam should arouse a minimum of 
comment from the neighbors when it 
is installed in a residential area. It is 
so light that even a thin TV antenna 

An easy -to -build 2- element beam antenna that just about 
triples the effective power of your Citizens Band rig. 

mast may be used as a support and a 
low -cost TV rotator will easily turn it 
in any desired direction. The inexpen- 
sive materials required in its construc- 
tion can be readily purchased either 
locally or by mail. 

Horizontal polarization, as used in 
this antenna, tends to discriminate 
against automobile ignition noise, a 
form of interference which seems to be 
at its worst in the vicinity of 27 mc. 
Anything you can do to reduce the 
effect of ignition noise will help to ex- 
tend the distance over which weak 
signals can be heard and worked. An- 
other factor which favors the hori- 
zontal beam for Citizens Band use is 
the 20 -foot height restriction imposed 
on antennas by the FCC. It is the 
center- or high -current portion of a 
half -wave antenna that does most of 
the radiating. The higher you can put 
the center of the antenna, the greater 
your transmission range will be. If a 
vertically polarized 27 mc. beam is con- 
structed, its high -current portion will 
be 81/2 feet below that of a horizontal 
beam, providing both are installed so 
that no part of either one is more than 
20 feet above the supporting structure. 

A difference in antenna height of 
only 81/2 feet can have a distinct effect 
on the performance of your station. 
For example, during preliminary tests 
of the beam under discussion, it was 
operated at a point 29 feet above 
ground. Later, when it was finally 
mounted permanently at 37 feet (17 
feet above the house roof 1 results 
were greatly improved. The signal 
from the transmitter jumped 7 db on 
the meter of a communications re- 
ceiver situated at ya mile and 10 db on 
a set located 2 miles away. Further- 

Fig. 1. The author's beam uses an antenna rotator on a short mast. 

more, a station in an unfavorable lo- 
cation, at a distance of 7 miles, which 
was previously unreadable started to 
come in loud and clear. The extra 8 
feet of antenna height was easily equal 
to a 500% increase in transmitter 
power, possibly a 1000% increase if 
you have implicit faith in receiver "S" 
meters. 

There are two popular ways to re- 
strict antenna size. You can either use 
short elements which are resonated 
with loading coils or you can use bent 
full -length elements. The author pre- 
fers the latter approach, because load- 
ing coils reduce antenna efficiency and 
are often affected adversely by wet 
weather. Loading coils also tend to 
complicate and weaken the structure 
of a beam. 

Construction 
The elements of the antenna shown 

in Fig. 1 are standard 12 -foot lengths 
of 1/2" aluminum tubing to which are 
added aluminum wire droopers. When 
purchasing the tubing, make certain 
that it is hard, not soft aluminum. 
Specify either 61ST6 or 6061T6. If you 
can't procure such tubing locally, it 
may be obtained by mail from World 
Radio Laboratories, Council Bluffs, 
Iowa or Dick's, Cherry Avenue, Rt. 1, 
Tiffin, Ohio. The tubing must be 1/2" in 
diameter. Any other size will invalidate 
the dimensions of Fig. 2. 

The boom which supports the radia- 
tor and director is a 48" length of 1" x 
2" clear pine. Two pieces of 1" x 2" 
each 4" long are used for element 
clamps. A 3" piece of 1" x 2" acts as a 
clamp for the coaxial cable. Place one 
of the 4" blocks at the end of the 48" 
piece and drill three holes for No. 6 
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wood screws through the block and 
partially through the boom as shown 
in Fig. 4A. Now place the other 4" 
block of wood at the opposite end of 
the boom and drill it in the same man- 
ner. Fasten the two blocks tightly to 
the boom. 

A Telco 8800 -U antenna mount is 
used to hold the boom to the mast or 
rotator. It should be attached at the 
center of the boom with a couple of 
MK" bolts that are 11/4" long. Drill the 
holes for these bolts now, but don't 
fasten the 8800 -U to the boom yet be- 
cause it will be in the way of some of 
the work which follows. 

Drill a 1/2" hole 17e4" from one end 
of the boom. This hole is for the coaxial 
cable which will later be pulled up 
through it. The 3" block of wood used 
for a cable clamp must be hollowed 
out lengthwise on its underside, with a 
file or saw, to provide room for the 
cable which will pass beneath it. The 
groove should be just a little bit small- 
er than the cable. Then, when the 
block is securely fastened to the boom 
by two 11/2" No. 6 wood screws, there 

DIRECTION OF MAXIMUM 
B.SIGNAL STRENGTH 

that the elements may be pushed 
through the holes drilled for them. 
Carefully center the elements so that 
their weight is equally distributed on 
each side of the boom. Tighten the 
clamping blocks. Drill a small hole at 
the center of each block. These holes 
should extend only far enough to pene- 
trate the tops of the elements. No. 8 
sheet metal screws, 1" long, go through 
these holes and are drawn up tightly. 
See Fig. 4A. 

A standard Bakelite two -terminal 
tie -point is fastened to the side of the 
boom. Make certain that its nearest 
terminal is exactly 5" from the radi- 
ator. The antenna mount may now be 
bolted to the underside of the boom. 
Use both lockwashers and flat washers 
under the heads of the bolts and lock - 
washers under the nuts. Just before 
tightening the nuts securely, give the 
bolts, nuts, and washers a heavy coat- 
ing of exterior house paint. The paint, 
along with the lockwashers, will help 
to keep the bolts from loosening under 
the strain set up by wind and vibration. 

One end of the coaxial cable should 

413/8" 

DIRECTOR Y 

3 I. X 2" CLEAR PINE 48" LONG 

DRILL I/2" HOLE 17 3/4" FROM END 
OF BOOM 

RG -IIU COAXIAL CABLE 

41 3 /B" 

11/4" TV MAST 

TELCO eeoou 
MAST CLAMP 

/. ?2 TAPE COAX O MAST AT 
INTERVALS BELOW ROTA - 
TOR. ALLOW ENOUGH 

SLACK AT TOP FOR 
ROTATION OF 

BEAM 

NO. B ALUMINUM TV GROUND s'{45 3/4' 
WIRE SOLDERED 1/4' FROM 
END OF TUBING 

45 3M" 

RADIATOR-1/2" ALUMINUM TUBING 

Fig. 2. Both elements In the beam are 12 -foot lengths of half -inch aluminum tubing. 

will be just enough pinching action to 
hold the cable in place. The correct 
location for the cable clamp is shown 
in Fig. 3. 

Exactly 2" from each end of the 
boom, along the cracks between the 
boom and the 4" blocks, drill %" holes 
for the aluminum elements. This oper- 
ation must be performed with great 
care. Unless the two holes are exactly 
at right angles to the long dimension 
of the boom, the elements will not be 
parallel in the finished antenna. As a 
result both the appearance and per- 
formance of the beam may suffer. You 
can do this rather precise job best 
with a drill press. However, if you're 
careful, even a hand brace will provide 
acceptable results. 

Loosen the screws which hold the 
tubing clamp blocks just enough so 
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Fig. 3. The coax line used with the beam 

SOLDER HERE 

NO.20 PIRE FROM COAX 
SHIELD 71/4 LCNG 

be cut and stripped. Solder about a 
12" length of No. 20 plastic covered 
hookup wire to the exposed shield 
braid. A 5" piece of hookup wire should 
be soldered to the cable's center con- 
ductor. Carefully tape the end of the 
coax to prevent the entry of moisture. 
Feed the cable through the half -inch 
hole in the boom. Put the 3" grooved 
piece of 1" x 2" over it and tighten the 
two screws so that the cable is clamped 
firmly in place. The end of the cable 
should be flush with the edge of the 
3" block which is nearest the radiator. 

The droopers are cut from No. 8 
aluminum TV ground wire and are 
soldered to the ends of the elements. 
Soldering to aluminum can be a rather 
tricky process. However, if you take 
your time and use the proper tools. you 
will be able to produce joints between 
the droopers and elements which are 
both mechanically and electrically 
sound. Use a gun or iron rated at least 
200 watts. A torch is not recommended 
because it will heat the aluminum so 
fast that it will oxidize before the 
solder can get a chance to take hold. 
Use wire -type solder that contains no 
flux. Rosin -filled radio solder and acid - 
core solder are unsuitable. "Sal -Met" 
flux, which is listed in most radio cata- 
logues, works well on aluminum and 
should be used for this particular oper- 
ation. 

At the ends of the elements, for a 
distance of about 11/2", scrape the metal 
with a knife or clean it with sandpaper 
until it is bright and shiny all the way 
around. Absolutely no dark oxidized 
spots should be allowed to remain. Ap- 
ply a thin coating of flux over the 
entire cleaned area. Heat the iron until 
you are sure that it has reached its 
normal operating temperature. Put a 
small amount of solder on the tip of 
the iron and then touch the tip to the 
flux -covered area. More solder should 
now be applied to the element, right 
next to the point where the iron is 
touching it. As soon as the solder be- 
gins to melt, slowly rub the tip of the 
iron back and forth across the metal. 
If the aluminum has been properly 
cleaned and coated with flux and has 
been heated sufficiently by the iron, the 

is connected to the radiator In this manner. 

END OF COAX SHOULD BE 
FLUSH WITH THIS EDGE 
OF CABLE CLAMP 

SOLDER 
HERE 

NO. 20 PLASTIC COYEREO 
HOOSUP WIRE 2 U2 LONG 

SOW SILVER MICA CAPACITOR 

-TERMINAL TIE -POINT 

2" LENGTH OF NO. 20 WIRE COMING FROM 
CENTER COAX CONDUCTOR 

RG -OU COAX CABLE 
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solder will flow over it like water. Keep 
working the iron back and forth, add- 
ing a little solder until the end of the 
element has been completely covered. 
Tin both ends of each element in this 
manner. 

Cut a piece of the aluminum ground 
wire to a length of about 55 ". Tin one 
end of the wire with solder for a dis- 
tance of 4 ", just as you did with the 
elements. After the wire has cooled, 
carefully wrap one turn of it around 
an element, 4" from the end. Dab a 
little flux on the area and now apply a 
generous amount of solder to the wire 
and element. Use enough heat to in- 
sure that the newly added solder fuses 
with that which was previously applied 
during the tinning process. Attach the 
other three droopers in the same way. 
After they are all in place, trim them 
to the exact lengths shown in Fig. 2. 

The longer of the two pieces of No. 
20 wire, the one attached to the shield 
of the coax, is now soldered to the ra- 
diator as close as possible to the ele- 
ment clamp. This lead must be kept 
short. Cut off any excess beyond that 
required to reach the radiator. The 
shorter piece of No. 20 wire is trimmed 
so that it barely reaches the nearest 
terminal of the tie -point. Another piece 
of No. 20 wire, approximately 122" 
long runs from the tie -point terminal 
nearest the radiator to a spot on the 
radiator which is exactly 11 %" from 
the edge of the boom. See Fig. 3. 

In case you lack the necessary tools 
and supplies required for effective sol- 
dering, the droopers may be bolted to 
the boom and the No. 20 wires from 
the coax can be attached to solder lugs 
which are fastened to the radiator by 
means of No. 6 sheet metal screws. 
These alternatives, however, are in- 
ferior ones which should be accepted 
only as a last resort. Whether you use 
solder, or bolts, seal all connections to 
the elements with Scotch electrical 
tape. 

The leads of a Cornell -Dubilier 22R- 
5Q5 50 µµf. 5% tolerance silver mica 
capacitor should be trimmed until they 
are just long enough to reach between 
the two terminals of the tie -point. 
Wrap the capacitor with electrical tape 
to protect it from the ravages of rain 
and snow. Solder it to the two tie - 
point terminals. Don't attempt to use 
a substitute for the specified capaci- 
tor. Any deviation in the value of this 

Mt 

Fig. 4. Details of the element clamps (A) 
and clamp for the coaxial cable used (B). 

part will adversely affect the match 
between the feeder and the radiator. 
Standing waves will then appear on 
the coax and the over -all efficiency of 
the antenna system will suffer. Never 
connect a high -powered transmitter to 
the beam! Although the capacitor will 
easily take all the output a 5 -watt Citi- 
zens Band rig can deliver, it will go up 
in smoke if it is subjected to any great 
amount of radio- frequency energy. 

Erecting the Beam 

After giving the boom a couple of 
coats of paint, you can clamp the beam 
either to a standard 11/4" TV mast or 
to a TV rotator. Due to the antenna's 
small size and light weight, you should 
have little trouble mounting it at the 
legal limit of 20 feet above the roof of 
your home or office. A neat installation 
will result if the coaxial cable is tightly 

MATERIALS LIST FOR BEAM ANTENNA 

1 6 -toot length of 1" x 2" clear pine 
8 No. 6 woodacrews, 112" long 
2 No. 8 sheet metal screws, 1" long 
2 3/16" bolts. 11/4" long with 2 nuts. 2 flat washers, and 4 lock washers 
1 Telco 8800U antenna mount 
1 two -terminal tie -point with small woodscrew for mounting it 
1 25 -foot length No. 8 aluminum TV ground wire 
2 12 -foot lengths of Sir" 61ST6 or 6061T6 aluminum tubing 

1 Cornell -Dubilier 22R5Q5 50 µµf., 5% silver mica capacitor 
1 3 -foot length No. 20 plastic- covered hookup wire 
1 piece RG -11U coax cable (long enough to reach from beam to transmitter) 

1 roll wire -type solder without flux 
1 "Sal -Met" flux 
1 roll Scotch electrical tape 
1 small can outside house paint 
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taped to the mast at 2 -foot intervals. 
Near the rotator, however, you must 
allow sufficient slack in the cable so 
that the antenna is free to make at 
least one revolution without putting 
excessive strain on the coax. Keep the 
75 -ohm feeder as short as possible. 
Every extra foot of line will cause ad- 
ditional signal loss. RG-11U cable 
probably offers the best compromise 
between efficiency and cost. 

Provisions for adequate lightning 
protection should never be overlooked 
when installing an outside antenna. Be 
sure to effectively ground the mast and 
install a lightning arrester on the coax 
at the point where it enters the build- 
ing. A suitable arrester is the Cush - 
Craft "Blitz Bug," a unit which has 
been designed especially for coax. It is 
available from many suppliers who 
cater to the amateur radio trade. 

Results Obtained 
Results obtained with the beam, 

when used in conjunction with the 
"Versatile Citizens Band Transmitter" 
( ELECTRONICS WORLD, August 1959 is- 
sue) have been very good even though 
the author lives in a valley and is sur- 
rounded by trees, houses, and power 
lines. Over a two -mile path, with 
beams at both ends of the circuit, sig- 
nals are S9 plus 40 db. A station 12% 
miles away, which is equipped with a 
dipole and the transceiver described 
in the March, 1959 issue of this maga- 
zine, comes in at S9 plus 10 db. An- 
other station 21 miles away has a 
beam and is received well above the 
noise level. Signals are 100% readable 
in both directions. 

Although horizontal and vertical an- 
tennas usually aren't very compatible, 
a mobile unit equipped with an Elmac 
CD -5 "Citi -fone" transceiver and a 
base -loaded 42" whip has been heard 
on the beam with good strength at a 
distance of 11 miles. Another mobile, 
8 miles away in the downtown section 
of a large city, pushed the meter on 
the NC -300 receiver clear up to 30 db 
over S9. Undoubtedly he was in a very 
favorable spot at the time. Neverthe- 
less, this kind of performance shows 
that the beam is capable of doing 
a good job on mobile contacts be- 
sides functioning well in point -to -point 
work. 

The standing- wave -ratio which ap- 
pears on the feedline at midband is less 
than 1.1 to 1. This rises to not more 
than 1.3 to 1 at the band edges. The 
front -to -back ratio is better than 16 
db, while the front -to -side ratio is in 
the neighborhood of 45 db. Since the 
antenna is such an excellent perform- 
er, there seems little reason to doubt 
that its gain closely approaches 5.5 db 
(a 3.5 times power increase), the 
theoretical maximum for a two -ele- 
ment beam. Consequently, if you con- 
struct a similar antenna it should make 
your little 5 -watt Citizens Band rig 
sound like a 15 watter, at the very 
least. To achieve significantly better 
results you'd need a full sized three - 
element beam, one with a 14 -foot boom 
and 17 -foot elements. -- 
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EDITOR'S NOTE: In "The Outside Cali: 
What to Take Along" by Murray Bar - 
lowe, which we ran last July, the author 
said, "we are convinced that most r.f. 
and 1.1. adjustments are sufficiently sta- 
ble so that they should not require re- 
adjustment for the life of the receiver! 

the bulk of our alignment work is 
the direct result of activity on the part 
of screwdriver -happy customers and tech- 
nicians!" Also writer Jack Darr, discus- 
sing the service of two -way communica- 
tions equipment in one of his articles, 
says. "Actually the receiver section . . . 

should almost never need alignment. 
However, there is an unfortunate habit 
prevalent among many technicians to 
'play' with i.f. adjustments with very 
little provocation." 

The emphasis necessarily given to 
tricky alignment procedures in techni- 
cian training programs has left many 
with the attitude that alignment should 
be the first rather than the last resort. 
This attitude gives particular relevance 
to Ken Bramham's sensible appraisal of 
the problem. 

CORRECT ALIGNMENT of a TV re- 
ceiver is necessary for full picture 
detail, but how many re- alignment 

jobs are really necessary? Let us as- 
sume that a TV receiver is correctly 
aligned at the factory (they usually 
are), that it gives a satisfactory pic- 
ture in the dealer's showroom, and 
that it continues to do so in the cus- 
tomer's home until such time as a 
breakdown occurs. Then, during the 
repair process, the technician decides 
it is necessary to re -align the i.f. cir- 
cuits. For what reason? 

A typical i.f. stage consists of a tube, 
two transformer windings, two or three 
resistors, and a couple of bypass ca- 
pacitors. The tuned circuits, which 
were correctly adjusted at the factory, 
are each made up of one transformer 
winding and the capacitance intro- 
duced by the windings plus the inter - 
electrode capacitance of the tube. If 
re- alignment is needed, one of these 
quantities of inductance or capacitance 
in one of the i.f. stages must have 
changed. 

A change in the inductance of the 
coil would affect the tuning, but what 
could change the inductance to so 
great an extent? The number of turns 
or the coil diameter would hardly be 
changed or, if it has, it is time to 
change the transformer before at- 
tempting to re -align the circuit. The 
slug position, which would not change 
of its own volition, would have to be 
changed by someone at the time of 
the breakdown. That is not very prob- 
able. 

How about a change in circuit ca- 
pacitance? This is far more likely: the 
tube could suddenly have changed its 
electrode positions, shorted, or become 
gassy and completely changed its inter - 
electrode capacitance values. There is 
a slight chance that an alignment job 
may restore the set to operating con - 
ditions-a very slight chance. A much 
better method is to install a new tube. 
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Large changes in resistance values 
are needed to change the i.f. tuning. 
This can only be corrected by replace- 
ment of the resistor involved. A 
shorted cathode bias resistor, for ex- 
ample, will permit changes in signal 
strength to vary the alignment curve. 

Obviously, retuning at one particular 
level of signal strength and a.g.c. ac- 
tion is not going to remedy this con- 
dition. 

Do the foregoing points mean that 
the service shop can throw out its 
complement of alignment equipment 
or, if it has not yet acquired the instru- 
ments adequate for alignment work, 
that this acquisition may no longer be 
considered necessary ? Not at all. The 
importance of such equipment cannot 
be overstated. It is only the use to 
which it is put that is open to question. 

The first and most important appli- 
cation of the sweep generator and 
scope is to observe the alignment curve 
-without attempting any adjustments 
whatever. With this approach, curve 
observation can often provide a more 
rapid method of localizing a specific 
circuit defect than other techniques, 
particularly where the fault is obscure. 
Finally, in those relatively rare cases 
where re- alignment is indeed called 
for, its necessity can be demonstrated 
with the minimum amount of guess- 
work by eliminating other possibilities. 

Starting with the tubes, compo- 
nents may be substituted one at a time 
until an appreciable change in the re- 
sponse curve is noted. This immedi- 
ately indicates a significant difference 
in value between the old component 
and the one with which it is replaced. 
A change in curve shape will invari- 
ably be accompanied by a change in 
over -all amplitude -and the latter may 
be either an increase or decrease de- 
pending on the type of failure involved. 
For example, a gassy tube or a shorted 
cathode resistor could increase circuit 
gain at the expense of proper curve 
shaping. Replacement with a new, good 
tube or resistor would therefore de- 
crease gain while restoring the curve 
shape. 

Re- alignment for increased band- 
width (and consequently for reduced 
gain) may compensate for a circuit 
fault without correcting that fault. 
The result usually is a callback when 
signal conditions change or when the 
fault becomes worse. This applies to 
any component failure that produces 
overloading on strong signals: the fail- 
ure may be in the a.g.c., video- output, 
or sync circuits. A similar condition 
which may be located during an align- 
ment check is failure of the video - 
detector diode. 

Perhaps the worst instances of un- 
(Continued on page 134) 

Are You 

"Alignment 
Happy "? 
By KEN BRAMHAM 

Instead of "re- aligning out" 
circuit defects, use your 

scope and sweep equipment 

to pinpoint such faults. 
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Ultra- Sensitive Combat Radar 
Demonstrating an almost human abili- 
ty to tell differences in targets, a new 
Army surveillance radar, designed and 
developed by Hazeltine Corp., can dis- 
tinguish between moving trains and 
vehicles, at ranges up to 20,000 yards, 
and personnel at ranges up to 10,000 
yards. The radar, the AN /TPS -25, uses 
pulse doppler techniques and presents 
its information aurally to the operator. 
An experienced operator can even tell 
the difference between a man and a 
woman target because differing walk- 
ing methods produce audible differ- 
ences in the received signals. Wave- 
forms above are scope traces of the 
sounds heard with the following tar- 
gets in range: (1) moving train, (2) 
moving automobile, (3) walking man, 
and (4) walking woman. 

48 ELECTRONICS WORLD 

"Transistorized" Electron Tube 
Experimental electron tube, being developed by 
Westinghouse, gets its supply of electrons from tiny 
crystals of silicon carbide. The crystal replaces 
the hot, power- consuming cathode. The tube de- 
pends on a new form of electron emission discovered 
in the semiconductor silicon carbide. Successful ap- 
plication of the discovery would result in a "solid 
state" electron tube that would combine many of 
the advantages of semiconductors and vacuum 
tubes. The crystal is inside the cartridge being in- 
serted in the tube. 

Recent 
Developments 
in Electronics 

Crystals from Rust 
"Flameless fusion," a method of transforming a few 
cents worth of rust -like substance into a nearly per- 
fect crystal worth hundreds of dollars to the elec- 
tronics industry, has been disclosed by ITT. The 
method produces a monocrystalline ferrite. Scien- 
tists hope it will be a new electronic workhorse like 
some semiconductors. To produce it, r.f. in the 
metal loop (center) heats a powdered mixture of 
ferric oxide, a form of common rust, and other 
oxides. 
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4 P.A. Feedback Stopped by Modulator 
As he switches on frequency -shift modulator, Bell Tele- 
phone Laboratories' Manfred R. Schroeder observes rever- 
berations of the voice of girl at microphone in background. 
By shifting frequencies of room reverberations slightly as 
they feed back into microphone, instability of public - 
address systems is minimized and a two -fold increase in 
gain is permitted. 

Electronic Air -Defense System 
Use of the U. S. Army's new technical air -defense system 
(AN /MSQ -18) is shown in this panoramic view of a bat- 
talion -level combat area. Cut -away shows radar operator 
at operations central monitoring hostile aircraft picked up 
by radar at left. Commander with him makes target as- 
signments to missile batteries. Inset shows one of these 
distant batteries, with its local radar, power supply equip- 
ment, and truck which houses coder -decoder unit that is 
part of anti- aircraft system. The new system was an- 
nounced by U. S. Army Signal Corps and Hughes Aircraft 
Co. V 

"World Communications" Sculpture 
Internationally known sculptor -in -metal Harry Ber- 
toia is shown with his abstract sculptural grouping 
at Zenith Radio Corp.'s display salon in Chicago. 
First of his work to be used in consumer products 
showcase, the glittering brass units symbolize world 
communications in the atomic age. Smaller units 
at right represent sight, sound, and electronic con- 
trol and respond to transmissions of light from 8- 
foot main unit. V 
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Giant Radar Test Dome 
Giant 140 -foot diameter dome, made by Goodyear 
Aircraft Corp. from pressed paper faced with plas- 
tic- impregnated fiberglass, is being erected east of 
Camden, N. J. It will be used by RCA as a radome 
to protect huge radar antennas of the type to be 
constructed in the Far North for the Air Force's 
Ballistic Missile Early Warning System. 
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rir1tcI R ce° Bo rd s 
o- 

IP 
Roadblocks or Road Maps?' 

Significant changes in these panels may overcome 
objections by service technicians and set owners. 

WHEN THE early outcry against the use of printed 
boards in TV sets began to gather momentum, propo- 
nents of these panels had a conventional answer ready. 

Any innovation meets resistance at first, and printed wir- 
ing was no exception. Increasing familiarity with the 
board would produce acceptance and the furor would die 
clown. But the furor lasted. 

That there were causes for the opposition aside from 
sheer novelty soon became clear. Witness the stand of a 
few leading manufacturers who flatly committed them- 
selves to the continued use of hand wiring, at least until 
the newer technique could be brought to a more satis- 
factory stage of development. 

In favor of printed wiring from the outset has been the 
accuracy it makes possible in the mass duplication of de- 
sired circuits. Out -and -out errors in hand wiring, as well 
as less obvious but often significant variations introduced 
by the human factor, could be wiped out. Reduced fabri- 
cation costs would be reflected in lower consumer prices - 
a commendable achievement if quality were not simul- 
taneously impaired. As to arguments against the panels, 
these were numerous but more difficult to analyze. 

Typical of the confusion surrounding the matter is the 
use of the term "printed circuits" to describe the boards. 
Strictly speaking, the technique of printing or depositing 
actual circuit components is not the issue. One form of 
printed- circuit technique has been in use for some time - 
even in hand -wired sets -without causing prolonged debate. 
Single -package networks of components, like vertical- inte - 
grating of audio -coupling assemblies, fall into this class. 
Actually the controversy centers about the replacement of 
conventional connecting wires by conductive strips that 
have been plated or otherwise "printed" on non -conductive 
chassis boards, and also about the secondary changes that 
this practice has brought in its wake. 

However, the error in terminology marks only the be- 
ginning of the confusion. There was much doubt as to why 

Fig. I. Part of the component side of a GE printed panel. 
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printed wiring was being resisted. Were the drawbacks so 
inherent in the basic technique that printed wiring should 
be abandoned, or could they be resolved? To find the an- 
swers, the two industry groups most directly concerned 
with the problem got together. The Institute of Printed 
Circuits, a non -profit manufacturers' group, joined hands 
with the National Alliance of Television & Electronic Serv- 
ice Associations in conducting an extensive survey (see 
"Service Industry News," June, page 129, and July, page 
136). The results were fruitful. Although some conclusions 
had already been reached and some changes were already 
under way, the survey confirmed or refuted some of the 
guesses, brought additional facts to light, and accelerated 
the trend to a new look. 

Objections to the boards were based on problems of long- 
term reliability in use as well as service difficulties. In fact, 
these two considerations often run together. Most com- 
plaints involved the following factors: 1. Board breakage, 
2. Lifting of conductors, 3. Mounting of controls, tube 
sockets, and other components, 4. Component placement on 
both sides of a board, 5. Accessibility, 6. Circuit tracing, and 
7. Component identification. The order of presentation is 

Fig. 2. Westinghouse uses schematic notations for clarity. 

the one most convenient for discussion, without regard to 
relative importance. 

Since some of these points may be further subdivided and 
others overlap each other, we would appear to be left, still, 
with confusion. However, balancing this out. we find that 
resolving one of several related problems often automatic- 
ally takes care of the others. Let's take an example. A 
tendency to board breakage may be eliminated by strength- 
ening the board itself or by mounting it more securely in 
the receiver. Whichever approach is used, a complaint that 
may have been registered under either of two different 
headings is answered. 

Several approaches have been applied to increase board 
strength. Using improved, stronger base materials, increas- 
ing board thickness, re- inforcing the basic compound with 

ELECTRONICS WORLD 
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such materials as fiberglass -- all have proved to be useful. 
Lifting of the conductive strips has been cut back by new 

plating techniques that provide a better bond to the panel, 
and also by improved materials for coating the conductive 
strips that aid in adhesion. Mounting problems involving 
controls, tube sockets, and the like have been handled by 
redesigning these items somewhat so that they are lighter 
and more adaptable to use in printed -wiring techniques. 
Take the case of the i.f. can in the lower right -hand corner 
of the G -E board depicted on the cover. It is plugged into 
the panel rather than being soldered. Snap it off and you 
find that the transformer- detector assembly inside is itself 
a separate, miniature board that plugs into contacts on the 
main board. It may be removed for service or replacement 
without a soldering iron. 

As to the mounting of components on both sides of the 
board, most manufacturers no longer do this. However, as 
the G -E board just mentioned proves, it is possible to con- 
tinue the practice, to some extent, while eliminating the 
problem. All components except tubes are on one side. This 
makes tube sockets available on the component side for 
convenience in measuring -but how does one get at the 
tubes for removal? (We now find ourselves led into the re- 
lated problem of accessibility.) The answer lies in the way 
chassis boards are mounted in the receiver. They are placed 
vertically rather than horizontally. More important, these 
panels are viewed on edge from the back of the set. Thus 
either side is equally available. 

Another treatment of the accessibility problem is used 
by Motorola. Their first TV set to mark the swing away 

Irlo 

from complete hand wiring (see "Innovation in Plated Cir- 
cuitry," October, page 100) incorporates a main chassis 
board that sits horizontally at the bottom of the cabinet, 
much in the manner of a conventional, metal chassis. How- 
ever, since all components are mounted on the top side, 
accessibility is good without board removal. When removal 
does become necessary, this is easier to accomplish than 
with conventional chassis. Securing screws are removed 
and the board, which is plugged into a series of contacts 
along its forward edge, is simply slid back. If continuity 
is desired while the board is out of the cabinet, the long 
strip of contacts may also be unscrewed and removed with 
the board. Leads from this contact strip to the rest of the 
set have been deliberately made long enough to permit this. 

The most dramatic changes in new printed -wire panels 
involve the related factors of component identification and 

(Continued on page 142) 
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Fig. 3. (Left) Part of a 
printed -board diagram 
from the manufacturer's 
service data, to assist 
in component location. 

Fig. 4. (Above) Part of the 
component side of an ac- 
tual RCA board that cor- 
responds to the portion 
in the diagram of Fig. 3. 

IF THE ADAGE, "There are many ways to 
skin a cat," needs new support, the va- 

riety highlighted by the printed- wiring 
boards on this month's cover could do the 
¡ob. When the use of these panels in TV 
receivers began several years ago, it 
brought with it many service problems. Not 
the least of these was the difficulty in cir- 
cuit tracing, which is essential to trouble- 
shooting. Now aware of this obstacle, set 
makers are moving in the direction of 
easier component and circuit identification. 
Although the broad goal is the same, the 
techniques for achieving it are quite varied. 

The Westinghouse board shown at the 
top of the cover and projecting into the 
bottom center appears with the wiring 
(bottom) side up. The green insulating 
coating highlights all connections made 
by board wiring. Nonconductive yellow ink 
is used to identify alt tubes, components 
(including values), and connections found 
on the reverse (top) of the board. The re- 
sult is a "built -in" schematic. 

On the G -E board, shown pinning hori- 
zontally through the center of the cover, 
components are also mounted on the top 
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side of the board except for tubes. How 
ever, tube -socket contacts are available 
at the top for testing. Key points, tube 
types, and connections are also marked on 
this side, with plating on the tube side. 

The new Motorola board, a portion of 
which appears at the lower right, has wir- 
ing plated on both sides. However, all 
components are mounted on the fop only, 
and a complete picture of circuit connec- 
tions is printed on both sides. Here iden- 
tification and tracing are predicated on a 

color code based on the EIA code, with 
combinations of four basic colors used. 

Part of the bottom of an RCA board, in 
the lower left -hand corner, shows what the 
unadorned wiring looks like after it has 
been plated on. On the other side of this 
unit, the wiring pattern has been dupli- 
cated faithfully in ink. Also in ink are the 
identifying numbers of all components, 
printed next to the top- mounted compo- 
nents themselves. For easy correlation with 
the service data covering the TV sets, code 
numbers used on the boards are the same 
as those on the schematics. -30- 

(Cover photo by Bob Loeb) 

COVER STORY 
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BACK IN THE DAYS just prior to 
World War I, when women's skirts 
started to creep above the shoe 

tops, the owner of a business dealing 
in dry goods and ready -to -wear dresses 
vowed he would never handle dresses 
or patterns that would expose women's 
ankles to the lecherous gaze of the 
pool -hall and street -corner habitués. A 
few years later, still adamant in his 
opinion that the revealing styles of 
women's dresses were immoral, he was 
unable to salvage anything from his 
bankrupt business. 

This merchant, who was successful 
as long as consumer wants and pref- 
erences pleased him, was the prototype 
of thousands of small retailers and 
dealers who, since then, have failed 
because they refused to bow to the 
dictates of change and to adjust their 
businesses to conform to its require- 
ments. Just a cursory examination will 
reveal that the rapid acceptance by 
the public of innovations in food, drug, 
and wearing -apparel retailing swept 
thousands of die -hard dealers out of 
business. These were the men who re- 
fused to join in the march of progress 

tributed substantially to the break- 
down of vertical retailing. The main 
product consideration now in either 
type of store is not its type, but 
whether the product will sell in suf- 
ficient volume to warrant the capital 
investment and the space required to 
handle it. 

Now take a brief look at the changes 
that have taken place in the business 
of servicing TV sets. Large service 
contractors handled the bulk of the 
business during the early boom days of 
the industry. These businesses folded 
up rapidly when contract service was 
abandoned and set owners were left to 
their own devices to get the service 
they required. This shifted the busi- 
ness into the hands of thousands of 
small dealers and paved the way for 
hundreds of TV technicians to estab- 
lish their own businesses. 

Records indicate that, for a period 
of several years, eighty per -cent of the 
TV service calls could be completed in 
the home by replacing burned out or 
ineffective tubes. Dealers enjoyed prof- 
it on the tubes they sold plus the 
charge for the service call. But set 

Is Your Business Geared for Change? 
By WILLIAM LEONARD 

or, at any rate, the march of change. 
The fast -moving pace of modern 

business will not tolerate laggards. To 
stay in the race, owners of small busi- 
nesses must be alert opportunists, 
ready to take advantage of every new 
product or service that will add volume 
and profit to their businesses. 

The trend of modern business con- 
cerned with the general public is a 
steady shift away from product spe- 
cialization. The rapid public accept- 
ance of the "service club" idea is a 
straw in the wind. Across -the -board 
service on any product used in the 
home has a strong consumer appeal 
because it meets a definite need. 

Consider the drug business. There 
was a time when the filling of pre- 
scriptions was the most important 
factor in drug -store operation. Today, 
in modern drug stores, the prescrip- 
tion department is usually located in 
an obscure corner. The do- it- yourself 
tube tester is probably situated where 
a customer can spot it quickly when 
he comes in the front door. Service 
dealers may not approve of its pres- 
ence there but, to the drug -store 
owner, it is just one of the thousands 
of items that help provide the income 
to keep his store in operation. 

Is it unethical or "immoral" for a 
drug store to sell electronic tubes? A 
druggist feels no moral responsibility 
if some customer takes a lethal over- 
dose of aspirin tablets purchased at 
his store. Neither is he inclined to 
throw out his cigarette counter be- 
cause some authorities claim heavy 
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Your ability to stay alive depends on continuous 
adaptation to factors you do not yourself control. 

smoking is a contributing factor in the 
increase of lung cancer. So why should 
he be concerned when Joe Public, elect- 
ing to fix his own TV set, messes it 
up with tubes purchased at his store? 

In view of the fact that the majority 
of TV service shops leaned heavily on 
the income from their tube sales to 
take care of their operating expenses, 
it is understandable that they would 
be deeply concerned over the loss of 
this business to non -electronic retail 
establishments. Under the most favor- 
able circumstances, it is very difficult 
to sell time and labor at a profit. The 
average charge for a home service call 
is barely enough to pay for the time 
involved and the transportation, with- 
out contributing anything toward the 
shop overhead and operating expenses. 
Because of that, a substantial part of 
the service dealer's income must come 
from the sale of components, tubes, or 
other products. Since it is apparent 
that the trend toward self- servicing 
of TV sets will continue, and set own- 
ers will buy tubes wherever it is most 
convenient at the time they want them, 
dealers must re- orient their methods 
of operation and handle products that 
will provide income to compensate for 
the loss of tube sales. 

In the early days of the revolution 
in retailing, druggists were up in arms 
when grocery stores started handling 
packaged drugs, hair tonics, and other 
items that had been considered essen- 
tially drug -store products. Since then 
the transition in the philosophy of 
drug -store merchandising has con- 

owners took a dim view of a situation 
where they had to pay from eight to 
fifteen dollars for service that required 
only a few minutes to perform and 
needed only the replacement of a tube 
or two. This is what paved the way for 
the do- it- yourself tube testers. 

Now the service industry is faced 
with a tightening market and a trend 
toward lower income per service call. 
What can the average dealer do under 
these conditions to maintain his estab- 
lishment as a business that will con- 
tinue to provide worthwhile income? 

A number of opportunities are open 
to him. The one which is best for a 
particular business can be determined 
only on the basis of the local conditions 
and circumstances peculiar to the indi- 
vidual shop and its owner. The most 
important factors are the shop loca- 
tion, available display and selling area, 
the basic motivation of the dealer, and 
the capital available for change and 
possible expansion. 

The simplest and easiest move for a 
TV service dealer to make is to shift 
part of the business emphasis into 
some other type of electronic products. 
For instance, the sale of high -fidelity 
components, stereo units, and stereo 
conversions are naturals for any elec- 
tronic service shop. However, in order 
to take full advantage of the growing 
opportunities in the audio field, the 
dealer must do a top -flight promotion 
job to identify his business with these 
products. 

Marching along hand -in -hand with 
(Continued on page 136) 
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RADIO AMATEUR PREFIXES 
CALL LOCATION 

AC3 Sikkim 
AC4 Tibet 
AC5 Bhutan 
AP2 Pakistan 
BV (C3) Formosa 
C (unofficial) China 
C9 Manchuria 
CE Chile 

Juan Fernandez 
Easter Island 
Cuba 
Tangier 
Morocco 
Bolivia 
Cape Verde Islands 
Portuguese Guinea 
Principe. Sao Thom. 
Angola 
Mozambique 
Goa 
Macao 
Portuguese Timor 
Portugal 
Azores 
Madeira Is. ands 
Uruguay 
Germany 
Philippines 
Spain 
Balearic Islands 
Canary Islands 
Ifni 
Rio de Oro 
Spanish Morocco 
Spanish Guinea 
Republic of Ireland 
Liberia 
Iran 
Eritrea 
Ethiopia 
France 
Algeria 
Amsterdam 6 St. Paul Islands 
Comoro Islands 
Kerguelen Islands 
Madagascar 

CE 
CEO 
CM, CO 
CN2 
CN8 
CP 
CR4 
CR5 
CR5 
CR6 
CR7 
CR8 
CR9 
CR10 
CT1 
CT2 
CT3 
CX 
DJ, DL, DM 
DU 
EA 
EA6 
EA8 
EA9 
EA9 
EA9 
EAO 
EI 
EL 
EQ 
ET2 
ET3 
F 
FA 
FB8 
FB8 
FB8 
FB8 
FB8 Tromelin Island 
FC (unofficial) Corsica 
FD 
FE8 
FF8 
FG7 
FIB 
FK8 
FL8 
FM7 
FN2 
FO8 
F08 
FP8 
FOB 
FR7 
FS7 
FUS, YJ1 
FWB 
G 
GC 
GD 
GI 
GM 
GW 
HA 
HB 
HC 
HC8 
HE 
HH 
HI 
HK 
HKO 

HL 
HP 
HR 
HS 
HV 
HZ 
Il, Ill. IPI 
II 

15 
ISI 
JA, KA 
JT I 
JY 
JZO 
K, W 
KAO, KG6I 
KB6 

KC4 
RCS 

Togo 
French Cameroons 
French West Africa 
Guadeloupe 
French Indo-China 
New Caledc nia 
French Somaliland 
Martinique 
French India 
Clipperton Island 
French Oceania 
St. Pierre & Miquelon Islands 
French Equctorial Africa 
Reunion Islcnd 
Saint Martir. 
New Hebrides 
Wallis 6 Futuna Islands 
England 
Channel Islands 
Isle of Man 
Northern Ireland 
Scotland 
Wales 
Hungary 
Switzerland 
Ecuador 
Galapagos Islands 
Liechtenstein 
Haiti 
Dominican Republic 
Columbia 
Archipelago of San Andres 6 

Providencia 
Korea 
Panama 
Honduras 
Thailand 
Vatican 
Saudi Arabia 
Italy 
Trieste 
Italian Somaliland 
Sardinia 
Japan 
Mongolia 
Jordan 
Netherlands New Guinea 
United States of America 
Bonin 6 Volcano Islands 
Baker, Howland & American 

Phoenix Islands 
Navassa Island 
Eastern Caroline Islands 

CALL 

KC6 
KG4 
KG6 
KH6 
KJ6 
KL7 
KM6 
KP4 
KP6 
KR6 
KS4 
KS4 
KS6 
KV4 
KW6 
KX6 
KZ5 
LA 
LA 
LA 
LU 
LX 
LZ 
MI 
MP4 
MP4 
MP4 
OA 
OD5 
OE 
OH 
OHO 
OK 
ON4 
OQS. 000 
OX. KGI Greenland 
OY Faeroes 
OZ Denmark 
PAO, PII Netherlands 
PJ Netherlands West Indies 
PJ2M Sint Maarten 
PK1. PK2, PK3 lava 
PK4 Sumatra 
PK5 Netherlands Borneo 
PK6 Celebes 6 Molucca Islands 
PX 
PY 
PTO 
PTO 
PZl 
SL, SM 
SP 
ST2 
SU 
SV 
SV 
SV 
TA 
TF 

LOCATION 

Western Caroline Islands 
Guantanamo Bay 
Mariana Islands 
Hawaiian Islands 
Johnston Island 
Alaska 
Midway Islands 
Puerto Rico 
Palmyra Groun. In.vis IsInn A 

Ryuku Islands 
Swan Islands 
Rancador Cay & Serrana Bank 
American Samoa 
Virgin Islands 
Wake Island 
Marshall Islands 
Canal Zone 
Jan Mayen 
Norway 
Svalbard 
Argentina 
Luxembourg 
Bulgaria 
San Marino 
Bahrein 
Qatar 
Trucial Oman 
Peru 
Lebanon 
Austria 
Finland 
Aland Islands 
Czechoslovakia 
Belgium 
Belgian Congo 

Andor ra 
Brazil 
Fernando de Noronha 
Trindade 6 Vaz Island 
Netherlands Guiana 
Sweden 
Poland 
Sudan 
Egypt 
Crete 
Dodecanese 
Greece 
Turkey 
Iceland 

TG Guatemala 
TI Costa Rica 
TI9 Cocos Island 
UA1, 2, 3, 4, 6, European Russian Socialist 

Federated Soviet Republic 
UAI Franz Josef Land 
UA9, UAO Asiatic Russian S.F.S.R. 
UAO Wrangel Island 
UB5 White Russian S.S.R. 
UD6 Azerbaijan 
UF6 Georgia 
UG6 Armenia 
UH8 Turkoman 
U18 Uzbek 
UI8 Tadzhik 
UL7 Kazakh 
UM8 Kirghiz 
UNI Karelo- Finnish Republic 
UO5 Moldavia 
UP2 Lithuania 
UQ2 Latvia 
1.1112 Estonia 
VE, VO Canada 
VK Australia 
VK Tasmania 
VK Lord Howe Island 
VK9 Cocos Island 
VK9 Nauru Island 
VK9 Norfolk Island 
VK9 Papua Territory 
VK9 Territory of New Guinea 
VKO Heard Island 
VKO Macquarie Island 
VP1 British Honduras 
VP2 Anguilla 
VP2 Antigua, Barbuda 
VP2 British Virgin Islands 
VP2 Dominica 
VP2 Grenada & Dependencies 
VP2 Montserrat 
VP2 St. Kitts. Nevis 
VP2 St. Lucia 

CALL 

VP2 
VP3 
V P4 
VP5 
VPS 
VPS 
VP6 
VP7 
V P8 
VP8, LU.Z 
VPB, LU-Z 
VP8, LU-Z 
VP8, LU-Z 
VP9 
Vol 
VQ2 
VQ3 
VQ4 
VQ5 
VQ6 
V Q8 
VQ8 
VQ8 
VQ9 
VR I 

VR I 

VR2 
VR3 
VR4 
VR5 
V116 
VS1 
VS2 
vsd 
VS5 
VS6 
VS9 
V S9 
VS9 
VU2 
VU4 
VU5 
XE, XF 
XE4 
XV5 
XW8 
XZ2 
YA 
YI 
YK 
YN, YNO 
YO 
YS 
YU 
YV 
YVO 
ZA 
ZB1 
ZB2 
ZC3 
ZC4 
ZCS 
ZC6 
ZD I 

ZD2 
ZD3 
ZD4 
ZD6 
ZD7 
ZD8 
ZD9 

ZE 
ZKI 
ZKZ 
ZL 
ZL 
ZLI 
ZM6 
ZM7 
ZP 
ZSI,2,4,5,6 
ZS2 
ZS3 
ZS7 
ZS8 
ZS9 
3A 
3V8 
3W8 
4S7 
4W 1 

4X4 
SA 
9G1, ZD4 
9K2 
9M2 
9N 
9S4 

LOCATION 

St. Vincent 6 Dependencies 
British Guiana 
Trinidad 6 Tobago 
Cayman Islands 
Jamaica 
Turks 6 Caicos Islands 
Barbados 
Bahama Islands 
Falkland Islands 
South Georgia 
South Orkney Isl -.rods 
South Sandwich :glands 
South Shetland Islands 
Bermuda Islands 
Zanzibar 
Northern Rhodesia 
Tanganyika Territory 
Kenya 
Uganda 
British Somaliland 
Chagos Islands 
Maritius 
Rodriguez Island 
Seychelles 
British Phoenix Islands 
Gilbert, Ellice Islands 6 Ocean 

Island 
Fiji Islands 
Fanning & Christmas Islands 
Solomon Islands 
Tonga Islands 
Pitcairn Island 
Singapore 
See 9M2 
Sarawak 
Brunei 
Hong Kong 
Aden & Socotra 
Maldive Islands 
Sultanate of Oman 
India 
Laccadive Islands 
Andaman 6 Nicotar Islands 
Mexico 
Revilla Gigedo 
Cambodia 
Laos 
Burma 
Afghanistan 
Iraq 
Syria 
Nicaragua 
Roumania 
Salvador 
Yugoslavia 
Venezuela 
Aves Island 
Albania 
Malta 
Gibraltar 
Christmas Island 
Cyprus 
British North Borneo 
Palestine 
Sierra Leone 
Nigeria 
Gambia 
Gold Coast, Togoland 
Nyasaland 
St. Helena 
Ascension Island 
Tristan da Cunha á Gough 

Island 
Southern Rhodesia 
Cook & Manihiki Islands 
Niue 
Chatham Islands 
New Zealand 
Kermadec Islands 
British Samoa 
Tokelaus 
Paraguay 
Union of South Africa 
Prince Edward & Marion Island 
Southwest Africa 
Swaziland 
Basutoland 
Bechuanaland 
Monaco 
Tunisia 
Vietnam 
Ceylon 
vemen 
Israel 
Libya 
Ghana 
Kuwait 
Malaya 
Nepal 
Saar 
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This world -wide map includes rtant features of 
interest to the radio amateur and sho 'e listener. 

1. Distance, in miles, from Mead's Ranch, Kansas (indicated 
by star) to any point in the world can be found directly. 

2. Direction, in degrees from North, can be obtained from 
Mead's Ranch, Kansas to any point in the world. This is 
important when orienting your antenna. 

3- Amateur call -letter prefixes. 
This map is a Great Circle Chart centered on Mead's Ranch, 

Kansas. Those living in this vicinity can use this map directly 
with a high degree of accuracy. For other parts of the United 
States (for example, New York or Californio) some error will 
result. When measuring mileage, however, this error is very slight 
and can be ignored in most applications for which this map is 
intended. With regards to direction, the greatest error will be 
approximately ten degrees for all bearings directly north and 
south. For bearings directly east or west, the error is zero. 

This map was supplied by the Aeronautical Chart 
Service, U. S. Air Force, Washington 25, D. C. The amateur 
prefixes and the accompanying list of call -letters were 
furnished by the American Radio Relay League. Space 
limitations preclude the listing of all countries and all 
call letters. For complete list, see chart on reverse side. 
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Alphabetical Listing of Countries with Prefixes 
CALL LOCATION 

VS9 Aden & Socotra 
YA Afghanistan 
OHO Aland Islands 
KL7 Alaska 
ZA Albania 
FA Algeria 
FB8 Amsterdam & St. Paul Islands 
VU5 Andaman & Nicobar Islands 
PX Andorra 
CR6 Angola 
VP2 Anguilla 
VP2 Antigua, Barbuda 
LU Argentina 
UG6 Armenia 
ZD8 Ascension Island 
VK Australia 
OE Austria 
YVO Aves Island 
UD6 Azerbaijan 
CT2 Azores 

VP7 Bahama Islands 
MP4 Bahrein 
KB6 Baker, Howland 6 American 

Phoenix Islands 
EA6 Balearic Islands 
VP6 Barbados 
ZS8 Basutoland 
ZS9 Bechuanaland 
0144 Belgium 
VP9 Bermuda Islands 
AC5 Bhutan 
CP Bolivia 
KAO, KG6I Bonin & Volcano Islands 
ZC5 Borneo, British North 
PK5 Borneo, Netherlands 
PY Brazil 
VS5 Brunei 
LZ Bulgaria 
XZ2 Burma 

FE8 Cameroons, French 
XV5 Cambodia 
VE, VO Canada 
KZ5 Canal Zone 
EA8 Canary Islands 
CR4 Cape Verde Islands 
KC6 Caroline Islands, Eastern 
KC6 Caroline Islands, Western 
VPS Cayman Islands 
PK6 Celebes & Molucca Islands 
4S7 Ceylon 
VQ8 Chagos Islands 
GC Channel Islands 
ZL Chatham Islands 
CE Chile 
C (unofficial) China 
ZC3 Christmas Island 
F08 Clipperton Island 
119, VK9 Cocos Islands 
HIS Colombia 
F88 Comoro Islands 
0Q5, OQO Congo. Belgian 
ZKl Cook & Manihiki Islands 
FC (unofficial) Corsica 
TI Costa Rica 
SV Crete 
CM, CO Cuba 
ZC4 Cyprus 
OK Czechoslovakia 

OZ Denmark 
SV Dodecanese 
VP2 Dominica 
HI Dominican Republic 

CEO Easter Island 
HC Ecuador 
SU Egypt 
G England 
FQ8 Equatorial Africa, French 
ET2 Eritrea 
UR2 Estonia 
ET3 Ethiopia 

OY Faeroes 
VP8 Falkland Islands 
VR3 Fanning & Christmas Islands 
PY0 Fernando de Noronha 
VR2 Fiji Islands 
OH Finland 
BV (C3) Formosa 
F France 
UAI Franz Josef Land 

HC8 Galapagos Islands 
ZD3 Gambia 
UF6 Georgia 
VP8, LU-Z Georgia, South 
DJ, DL, DM Germany 
9GI, ZD4 Ghana 
ZB2 Gibraltar 
VR1 Gilbert, Ellice Islands & Ocean 

Island 
CR8 Goa 
ZD4 Gold Coast, Togoland 
SV Greece 
OX, KG' Greenland 

CALL 
VP2 
FG7 
KG4 
TG 
VP3 
PZ I 
CR5 
EA0 

HH 
KH6 
VKO 
HR 
VPI 
VS6 
HA 

TF 
EA9 
VU2 
FN2 
FI8 
EQ 
GI 
EI 
YI 
GD 
4X4 
Il, ITI, IPI 

VP5 
LA 
JA, KA 
PKI, PK2, PK3 
KJ6 
JY 
CE 

UNI 
UL7 
VQ4 
FB8 
ZL1 
UM8 
HL 
9K2 

VU4 
XW8 
UQ2 
OD5 
EL 
5A 
HE 
UP2 
VK 
LX 

CR9 
VKO 
FB8 
CT3 
VS2, 9M2 
VS9 
ZB I 

C9 
KG6 
KX6 
FM7 
VQ8 
XE, XF 
KM6 
U05 
JT I 
3A 
VP2 
CN8 
EA9 
CR7 

VEO 
KC4 
9N 
PAO, PI1 
FK8 
VK9 
IZO 
FU8, YJl 
ZL 
YN, YNO 
ZD2 
ZK2 
VK9 
LA 
ZD6 

F08 
VS9 
VP8, LU-Z 

AP2 
ZC6 
KP6 
HP 
VK9 
ZP 
OA 
DU 
VII I 

LOCATION 

Grenada 6 Dependencies 
Guadeloupe 
Guantanamo Bay 
Guatemala 
Guiana, British 
Guiana, Netherlands 
Guinea, Portuguese 
Guinea, Spanish 

Haiti 
Hawaiian Islands 
Heard Islands 
Honduras 
Honduras, British 
Hong Kong 
Hungary 

Iceland 
Ifni 
India 
India, French 
Indo- China, French 
Iran 
Ireland, Northern 
Ireland, Republic of 
Iraq 
Isle of Man 
Israel 
Italy 

Jamaica 
Jan Mayen 
Japan 
Java 
Johnston Island 
Jordan 
Juan Fernandez 

Karelo -Finnish Republic 
Kazakh 
Kenya 
Kerguelen Islands 
Kermadec Islands 
Kirghiz 
Korea 
Kuwait 

Laccadive Islands 
Laos 
Latvia 
Lebanon 
Liberia 
Libya 
Liechtenstein 
Lithuania 
Lord Howe Island 
Luxembourg 

Macao 
Macquarie Island 
Madagascar 
Madeira Islands 
Malaya 
Maldive Islands 
Malta 
Manchuria 
Mariana Islands 
Marshall Islands 
Martinique 
Mauritius 
Mexico 
Midway Islands 
Moldavia 
Mongolia 
Monaco 
Montserrat 
Morocco 
Morocco, Spanish 
Mozambique 

Nauru Island 
Navassa Island 
Nepal 
Netherlands, 
New Caledonia 
New Guinea, Territory of 
New Guinea, Netherlands 
New Hebrides 
New Zealand 
Nicaragua 
Nigeria 
Niue 
Norfolk Island 
Norway 
Nyasaland 

Oceania. French 
Oman, Sultanate of 
Orkney Islands, South 

Pakistan 
Palestine 
Palmyra Group, Jarvis Island 
Panama 
Papua Territory 
Paraguay 
Peru 
Philippines 
Phoenix Islands, British 

CALL LOCATION 

VR6 Pitcairn Island 
SP Poland 
CT1 Portugal 
ZS2 Prince Edward 6 Marion Island 
CR5 Principe, Sao Thome 
KP4 Puerto Rico 

MP4 Qatar 

KS4 Roncador Cay 6 Serrana Bank 
FR7 Reunion Island 
XE4 Revilla Gigedo 
VQ2 Rhodesia, Northern 
ZE Rhodesia, Southern 
EA9 Rio de Oro 
VQ8 Rodriguez Island 
YO Roumania 
UA9, UAO Russian S.F.S.R., Asiatic 
UA1,2,3,4,6 Russian S.F.S.R., European 
UB5 Russian S.S.R.. White 
KR6 Ryukyu Islands 

9S4 Saar 
FS7 Saint Martin 
YS Salvador 
KS6 Samoa, American 
ZM6 Samoa, British 
HICO San Andres. Archipelago of 6 

Providencia 
VPB, LU-Z Sandwich Islands, South 
M1 San Marino 
VS4 Sarawak 
ISI Sardinia 
HZ Saudi Arabia 
GM Scotland 
VQ9 Seychell 

islands, South VPB, LU-Z 
ZDI Sierra Leone 
AC3 Sikkim 
VSI Singapore 
PJ2M Sint Maarten 
VR4 Solomon Islands 
VQ6 Somaliland, British 
FL8 Somaliland. French 
15 Somaliland. Italian 
ZS3 Southwest Africa 
EA Spain 
ZD7 St. Helena 
VP2 St. Kitts, Nevis 
FP8 St. Pierre 6 Miquelon Islands 
VP2 St. Vincent 6 Dependencies 
ST2 Sudan 
PK4 Sumatra 
LA Svalbard 
KS4 Swan Islands 
ZS7 Swaziland 
SL. SM Sweden 
HB Switzerland 
YK Syria 

UJB Tadzhik 
VQ3 Tanganyika Territory 
CN2 Tangier 
VK Tasmania 
HS Thailand 
AC4 Tibet 
CR10 Timor, Portuguese 
FD Togo 
ZM7 Tokelaus 
CR5 Tonga Islands 
II Trieste 
PY0 Trindade 6 Vaz Island 
V P4 Trinidad 6 Tobago 
ZD9 Tristan de Cunha 6 Gough 

Island 
FB8 Tromelin Island 
MP4 Trucial Oman 
3V8 Tunisia 
TA Turkey 
UH8 Turkoman 
VP5 Turks 6 Caicos Islands 

VQ5 Uganda 
ZSI, 2, 4, 5, 6 Union of South Africa 
K, W United States of America 
CX Uruguay 
UI8 Uzbek 

HV Vatican 
YV Venezuela 
3W8 Vietnam 
KV4 Virgin Islands 
VP2 Virgin Islands, British 

KW6 Wake Island 
GW Wales 
FW8 Wallis 6 Futuna Islands 
FF8 West Africa. French 
PJ West Indies, Netherlands 
UAO Wrangel Island 

4Wl Yemen 
YU Yugoslavia 

VQl Zanzibar 
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Subdivided Hi -Fi Speaker Enclosure 
By D. F. REHBERGER 

Physics Dept., Univ. of Penna. / 
AGREAT deal of design and experi- 

mental manpower has been, and is 
being, expended in the improve- 

ment of low- frequency response in a 
given area -particularly with regards 
to cost. Considering size and price, most 
speaker -baffle combinations result in a 
compromise, with the low- frequency 
response below 500 cycles suffering. 
The major cause of poor low- frequency 
response, and one often overlooked in 
enclosure designs, is failure to remove 
low- frequency standing -wave effects 
from within the cabinet. Size and cost 
are limiting factors in conventional de- 
signs, as they usually go hand -in -hand 
so that the resulting system is either 
large or expensive, or both, without 
possessing the desired performance 
characteristics. Realistic reproduction 
is, of course, the prime concern but 
this can only be obtained after the 
basic problems of standing -wave effects 
and panel resonances are solved. 

The purpose of the design to be dis- 
cussed is to solve the major problems of 
enclosing a speaker in a baffle so that 
it produces good results, without the 
need for gimmicks or novelties. The 
design, basically a completely closed 
box or so- called infinite baffle, utilizes 
subdivisions as an acoustic filter, re- 
sulting in extremely good performance 
at a cost far less than the price nor- 
mally paid for an enclosure to be used 
in the usual high -fidelity system. The 
size, too, has been reduced, being only 
10- inches deep by 24- inches high. 

The cabinet encloses a volume of air 
November. 1959 

Complete construction details on unusual "infinite baffle" 
employing inexpensive speakers, based on a British design. 

that is compressed and rarefied with 
the cone movement. This causes the 
bass -resonant frequency of the speaker 
to rise, due to the interaction of the 
speaker's resonant frequency with the 
resonant frequency of the air column. 
Besides the "air- column resonance," 
the reflective properties of the inside 
walls create standing waves at all but 
the high frequencies. Standing -wave 
effects with loudspeakers would be 
analogous to the standing -wave prin- 
ciple with transmission lines. Where 
there is no reflection from the load, 
in this case the interior of the cabinet, 
the sound waves would decrease expo- 
nentially toward the load. However, 
when the load reflects back part of the 
incident energy, it combines with the 
direct energy and varies, as to ampli- 
tude, periodically along the distance. 
This results in nodes (nulls) and anti - 
nodes (peaks). At a certain frequency 
and distance, with the rear of the cone 
located near an antinode, the output 
would be reduced by a large amount. 
The action of nodes and antinodes re- 
sults in uneven response from the front 
of the cone and is attributed to stand- 
ing -wave effects. 

The reflecting sound waves (stand- 
ing -wave effects) within the enclosure 
can be eliminated at all frequencies 
above about 500 cps by use of sound 
absorbing material within the cabinet. 
Below this frequency the standing 
waves cannot be eliminated success- 
fully without some type of acoustic 
filter. 

Panel resonances tend to color the 
program and produce noding if not 
constructed with extremely rigid pan- 
els. Good speaker enclosures of con- 
ventional design must be heavy and 
properly reinforced, with some being 
sand -filled or built with brick or re- 
inforced concrete. Such a rigid cabinet 
would improve the transient response 
of the system, thereby resulting in a 
much cleaner output sound. 

One of the early designs incorporat- 
ing effective damping of standing 
waves was presented by D.E.L. Shorter 
of the BBC and consisted of subdividing 
partitions inside the cabinet (British 
Patent No. 696.671).' He states that 
the principle of subdivision may be 
achieved in various ways and the en- 
closure would have to be divided into 
many small sections, each of which 
would be unable to support standing 
waves at the low -frequency end. To 
prevent any reflecting -wave effects at 
higher frequencies, he suggests the use 
of sound absorbing material placed 
over two or more compartments 
around the back of the speaker. This 
prevents the cabinet from receiving 
any sound at high frequencies and 
eliminates the need for further acous- 
tic treatment. 

Of the many possibilities, the meth- 
od used to subdivide the cabinet 
involved mounting radial partitions 
around the rear of the speaker. This 
not only accomplishes the necessary 
subdivision of the cabinet but also pro - 
lvides extremely rigid construction, re- 
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Front -panel view with speakers mounted, prior to being covered. 

ducing the resonances of the panels. 
The cone of the speaker used was 

treated, as suggested by Mr. Shorter, 
to obtain a reduction in the speaker's 
bass -resonant frequency by providing 
a freer suspension. The first model 
tested with the recommended speaker 
did not show any peaks below 1000 cps 
and it was felt that resonances were 
eliminated to a point where no further 
experimentation was necessary. 

To obtain good, smooth response 
throughout the required range, with- 
out audible peaks or dips, the choice of 
speakers becomes fairly critical. Of 
the many 12 -inch speakers tried, the 
Jensen P -12 -P, which nets for about 
$17.00, was found to be most satis- 
factory with this enclosure. The tweet- 
er is not as critical as the low -frequency 
unit but must have a smooth output 
without cone break -up and a level that 
matches the P -12 -P. The Jensen P -35- 
VH, which costs about $4.00, matches 
the P -12 -P and helps to provide the 
results obtained in the response curve 
of Fig. 2A. A simple high -pass filter is 
used, consisting of a 1 -1(f. capacitor in 

The placement of the sound -absorption 
material may be seen through woofer hole. 

November, 1959 

Front view of the back panel with the dividing partitions shown. 

series with the tweeter, which makes 
up the "crossover network." 

Treating the Woofer 
A method of lowering the bass -reso- 

nant frequency can be applied to any 
large cone speaker that is not already 
treated (viscous edge damping) and 

m 
0 

The method of making the seal required 
for the woofer is illustrated above. 

provides a marked improvement. The 
cone edge, and only the edge, is impreg- 
nated with a hygroscopic material 
which will retain moisture in the cone 
edge and keep it more compliant. This 
results in a freer suspension and a low- 
er bass -resonant frequency. 

The cone edge is first treated with 
a wetting agent which provides a 
rapid path for the penetration of the 
hygroscopic material. The most con- 
venient wetting agent is Kodak "Photo - 
Flo," available in four -ounce bottles at 
photographic supply houses. For use, 
dilute a bottle- cap -full of "Photo -Flo" 
in eight ounces of water (or 1 -100 
solution) . 

While the cone edge is still wet apply 
the hygroscopic solution. This is a 
saturated solution of calcium chloride 
(silica gel). The solution is made by 
dissolving as much calcium chloride as 
possible in about four ounces of water 
at room temperature. Allow the mix- 
ture to set a day and if none of the 
crystals has settled out of solution, dis- 
solve more calcium chloride. A one- 

' (Continued on page 112) 

Fig. 2. (A) Acoustic output and (B) impedance curve of the speaker system described. 
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ELECT 

Citizens 
Band 

Transceiver 
Kit 

Tunable superregen receiver combined 
with single -channel 5 -w. transmitter. 

The Heath CB -1 is available either in 

kit form at 542.95 or wired at 560.95. 

IT was not too long ago that your 
editor received his Class D Citizens 
Band station license and we are now 

operating with the call 1W1542 out of 
Connecticut. Our plans involve using 
this equipment for personal applica- 
tions, but, at the same time, we will 
take the opportunity of checking out 
various pieces of Citizens Band equip- 
ment. It took the FCC sixty -five days 
to process our application, which is not 
too bad considering the large number 
of Citizens Band and other service ap- 
plications received. 

There are quite a few companies 
planning to market equipment designed 
for Class D operation and all of them 
are working under crash programs to 
complete their designs. By the time 
this issue is published anyone inter- 
ested in this type of operation should 
have a wide selection of equipment 
from which to choose. 

One of the earliest designs to hit the 
market is the Heath Company's Model 
CB -1. This is the first unit we have 
been able to check and it gave us an 
opportunity to put our newly acquired 
license to use. 

The circuit of the Heath unit is al- 
most identical to the one published in 
our March, 1959 issue ( "Build This 
Citizens Band Transceiver" by Don 
Stoner). This one created quite a stir, 
not only among our own readers but 
also in the entire industry. The Heath 
unit employs a different power supply 
and some other minor circuit changes. 
The CB -1 is a transceiver, combining 
both the transmitter and the receiver 
in a single package and using some of 
the same circuits for both transmitting 
and receiving. It is self -powered for 
117 -volt operation but an external 
adapter can be obtained from Heath to 
convert the unit to 6- or 12 -volt battery 
operation. (See circuit on facing page.) 

The transmitter section, which is 
crystal- controlled in accordance with 
FCC requirements, is designed around 
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EDITORS NOTE:: Almost too late -but just 
hours before we go to press -we found 
time to make further tests. We mounted 
one of Heath's units in our boat and with 
the standard mobile -type, quarter -wave 
whip antenna, we extended our range of 
coverage from Stamford, Conn. to the 
shores of Long Island, giving us a total 
distance of ten miles. Seven miles of this 
was across water and actual reception 
improved as we crossed Long Island 
Sound. Even at the ten -mile limit. the 
performance was exceptionally good. in- 
dicating that even greater distances can 
be covered with this equipment. 

a single tube, a 6AU8. The receiver is 
of the superregenerative type which 
does have some limitations when corn- 
pared to a superheterodyne but it has 
the one great advantage of providing 
high sensitivity by means of a very sim- 
ple circuit. Basically Heath's design is 
about as simple as can be had. All the 
frills, such as squelch circuits and push - 
to -talk microphone operation, have 
been omitted in order to keep the cost 
as low as possible. 

The actual construction of the kits 
turned out to be extremely simple. One 
of the units was built by a 15- year -old 
boy who completed the construction in 
about twelve hours, including the en- 
tire tuning procedure, using a dummy 
load. 

One problem that did come up, which 
we believe is inherent in most Citizens 
Band units available today, is that even 
if perfect adjustment is achieved when 
using a dummy load (either pilot lamp 
or resistive type), the adjustments may 
be thrown off when an antenna is con- 
nected. Obviously the dummy load is 
not an exact equivalent circuit. We 
have talked to several manufacturers 
regarding this problem and there seems 
to be no simple solution. Some manu- 
facturers are advising their customers 
to perform transmitter adjustment pro- 
cedures while on the air. This, of 
course, is against FCC regulations at 
the present time if such adjustments 
cause "improper operation." We have 

r 
heard, though, that the FCC is con- 
sidering permitting on- the -air adjust- 
ments on commercially built or kit 
built units that meet certain oscillator 
design requirements. Each manufac- 
turer, of course, should be in a position 
to advise regarding this particular 
point. In our case a neighbor, who holds 
a second class commercial operator's 
license, was more than pleased to make 
the proper on- the -air adjustments for 
us. 

One of our greatest pleasures was in 
field testing the units. We had heard 
many comments to the effect that Citi- 
zens Band units should provide reliable 
coverage anywhere from one mile to 
the ridiculously high figure of 3000 
miles. Our particular area of operation 
is far from ideal. We certainly can 
never cover any great distances in that 
we are in an extremely wooded location 
and somewhat in a valley since a high 
ridge encloses us on one side. Our first 
attempt was made using low -priced 
utility antennas (451/2 -inch base -loaded 
whip) at both stations, with one of the 
stations located inside the house and 
the other in a car as a mobile unit. 
Our distance of operation was just 
short of one mile. We then installed a 
quarter -wave ground -plane antenna, 
Heath's Model CBS -1, on top of the 
house about twelve feet below the max- 
imum permitted height. The utility an- 
tenna was still being used on our mo- 
bile unit. We were then able to extend 
our coverage to approximately two 
miles. 

Our next attempt was made with a 
standard quarter -wave 27 -mc. whip on 
the mobile unit. Our coverage was 
again extended, this time to just over 
three miles. We were backed up 
against the Long Island Sound at this 

(Continued on page 111) 

Complete schematic diagram of Heath's CB -1 

Citizens Band transceiver for Class D use. 
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RestoHOrWAaRDtS,iPYoLE. 

of 
§c -Time =Tireless Gear J 

Over 160 pieces of gear have been restored in last 2 years 
and display set up in cooperation with local parts dealers. 

T 
HERE is perhaps no more nostalgic 
group of "Old Timers" in the world 
than the early day amateur and pro- 

fessional "wireless" operators. Fond 
memories of the flashing, crackling 
sparks, the smell of ozone, the breath- 
less searching for a more sensitive spot 
on a tiny mineral crystal, brings a lump 
to the throat of the real "wireless" 
pioneer. "Wireless" was romance; pa- 
tient hand -filing of nickel and silver to 
blend within a glass tube and form a 
"coherer" detector; laborious winding 
of hundreds of turns of wire on a card- 
board tube to form a "tuner "; melting 
paraffin on the kitchen range to pour 
in half a cigar box stacked with alter- 
nate sheets of tinfoil and paper to 
create a "condenser "! And the thrill .., the ecstasy of holding one's breath 
to catch every faint dot from a power- 
ful station some fifteen miles distant 
with this crude, inefficient but service- 
able, home -made apparatus from days 
gone by! 

Those days, alas, are forever past. 
"Radio" has replaced "wireless" - 

inert, unimaginative metal- encased 
vacuum tubes have taken the place of 
the brightly glowing incandescence of 
the early deForest "audion" bulbs 

which, in their turn, pushed the crystal 
detector in the background. Relatively 
small glass -enclosed electron tubes and 
even the tiny transistor are receiving 
excellent signals around the world 
from transmitters occupying no more 
space than a conventional shoe box or, 
at most, an orange crate! 

Just as amateur radio today is a far 
cry from amateur "wireless" of the 
past, commercial applications of com- 
munication without wires has also un- 
dergone a complete transformation. No 
longer is a shipboard operator faced 
with the necessity for "tearing the 
works" from a huge, coffin -like open 
core transformer to find and repair the 
flash -over in the 20,000 -volt secondary; 
no more does he patiently file the 
points of a rotary spark gap nor does 
he have to clean the surfaces of the 
quenched type. 

Such thoughts as these constantly 
flick through the minds of the real 
"Old Timers." I am no more immune 
than other pioneer "wireless" opera- 
tors. Could we possibly bring back a 
semblance of the "good old days "? 
This started a train of thought. I well 
knew that a goodly number of old -time 
amateur and professional operators 

Some pioneer commercial wireless receivers restored to original appearance and 
operating condition by author. (Top) Canadian Marconi Co. marine receiver with 
carborundum crystal detector, widely used in Canadian vessels around 1910. (Left) 
A popular receiver of the Marconi Wireless Telegraph Co. of America. Equipped 
with a "Cerusite" crystal detector, this type 106 -D receiver was standard equipment 
on many vessels of the American merchant marine from about 1914 to 1917. (Right) 
The famous Navy type SE -1420, the first U. S. Naval receiver to be produced with an 
integral audion or vacuum tube. This was produced during World War 1 and found 
wide usage in the Naval service and on commercial vessels during and after the war. 
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had been collecting what they could in 
the way of early day "wireless" equip- 
ment and had set up their own private 
"museums" where they could drool by 
the hour and occasionally proudly dis- 
play their pioneer collections to sympa- 
thetic visitors. Ed Raser, W2ZI in 
Trenton, N. J. and Vance Phillips, 
W6GH of Santa Barbara, Calif., are 
outstanding examples of collectors of 
old "wireless" gear and both have im- 
pressive displays. Why could not I also 
begin to gather what I could from 
whatever sources available? 

The "kick -off" came when a local 
radio club presented me, as the then 
Chairman of the Pacific Northwest 
Chapter of the Veteran Wireless Op- 
erator's Association, with a Navy type 
SE -1420 receiver of World War I vin- 
tage. A marvelous receiver for the 
times, it represented the foremost sci- 
entific advances and out -performed 
any previous receivers developed by 
any nation. Its immediate predecessor, 
the SE -143, was every bit as good but 
did not incorporate an "audion" detec- 
tor. The Navy Department, although 
having had a number of experimental 
installations of deForest's little "hair 
pin in a pickle bottle" for several years, 
was still somewhat skeptical of the 
superiority of the audion over more 
conventional methods of detection. 
Early day "audions" were gassy and 
erratic, required critical adjustment of 
both plate and filament voltages, and 
were frequently burned out by care- 
less operation. Operators were unfa- 
miliar with the new device and many 
had only mediocre success. Rather than 
bother with the relatively intricate ad- 
justment procedures, many took the 
"easy" way and reverted to the mineral 
crystal detector. 

With continued improvement in the 
"audion" bulbs themselves by a number 
of prominent licensees under deForest's 
patents, many of the drawbacks were 
eliminated. Better exhaustion of the 
envelope, stabilization of the elements, 
and elimination of necessity for critical 
voltage adjustments, went a long way 
to popularize deForest's "Aladdin's 
Lamp." With the development by the 
Bell Telephone Laboratories and West- 
ern Electric of the oxide- coated fila- 
ment and the consequent introduction 
of the "VT -1" and "VT -2" types of 
tubes, "audion" detection became even 
simpler from an operating standpoint 
than the time -tried crystal method and 
was manifold more efficient. The SE- 
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The first commercially produced radiotelephone and telegraph 
transmitter and receiver unit made on a production basis was the 
Western Electric CW.936. The unit was installed on sub- chasers 
of the Navy in World War I and its use was rapidly extended 
to other Navy ships. Oxide- filament VT -2 vacuum tubes were em- 
ployed for the transmitter and the smaller VT -l's for the receiver. 

143 receiver, while not "audion" 
equipped integrally, did make provision 
for both an external "audion box" and 
an external crystal detector. A "tickler 
coil" was also incorporated in the de- 
sign so that full advantage could be 
taken of the regenerative and oscillat- 
ing properties of the audion. The com- 
bination of the SE -143 receiver and its 
associated type SE -1071 "Audion Con- 
trol Box" proved so successful that the 
SE -143 receiver was re- designed to in- 
corporate the "audion" integrally and, 
with a few additional refinements, be- 
came the SE -1420. 

The SE -1420 receiver presented to 
me was in horrible shape electrically, 
mechanically, and in general over -all 
appearance. The whole thing had pos- 
sibilities but I could foresee the many 
hours it would take to restore it. Was 
it worth it? I decided that it was. 

The internal assembly appeared to 
present less of a problem than the 
cabinet and front panel. As a "feeler" 
I started there. Every soldered joint 
was unsoldered, surplus solder removed 
with a discarded toothbrush, and the 
joints re- soldered with resin -core sol- 
der. Broken connections were repaired 
and a few frayed wires replaced. The 
connecting links and other mechanical 
contrivances were removed and put on 
a buffing wheel, using medium -grade 
jeweler's rouge as a polishing medium. 
Coils and similar parts were carefully 
cleaned with a stiff bristle brush and 
re- lacquered. The inner surface of the 
panel was cleaned with an automotive 
lacquer cleaner and wiped with a light- 
ly oiled cloth. The result was a feast 
for the eye! Internally, I had the good 
old SE -1420 looking as good or better 
than when it left the factory! 

Next, the front surface of the panel. 

November. 1959 

Internal view of the early Canadian shipboard receiver. Hard- 
wood was used for coil forms, brackets, and supports. Hard 
rubber was used for the panel and for curved protector over 
right -hand coil. Since variable tuning capacitors had not as 
yet come into very wide usage at that time, tapped variometers. 
loading coils, and coupling coils were used to vary the tuning. 

Alcohol, lacquer thinner, white gaso- 
line, and several cleaning fluids made 
discouragingly little impression on the 
panel scum. As a last resort, painter's 
thinner (plain old turpentine) proved 
the answer. The scum came loose like 
frosting on a cake! Not bad. Next, a 
good grade of automotive chrome 
cleaner, using the reliable old standby, 
the discarded toothbrush, for an appli- 
cator, worked wonders on the switch 
points, binding posts, dials, and other 
metal parts. Once more the panel was 
washed with turpentine which removed 
the residue from the chrome cleaner. 
All front panel bright work was then 
given a high gloss polish using the 
medium jeweler's rouge and a lamb's 
wool buffing wheel chucked in a 
quarter -inch electric drill. The final 
touch was a thin coat of liquid furni- 
ture polish on the Bakelite panel itself, 
well burnished with the lamb's wool 
wheel. 

And now, the cabinet. Paint remov- 
ers of various kinds were common in 
the local hardware store. A little dis- 
cussion with an intelligent clerk and 
I came home with a "can of magic." I 
mean that; all I did was brush it on 
generously, let it set for an hour or so 
and wipe off the residue with a damp 
cloth! Presto! I saw mahogany! 
Spotty of course, with some varnish 
clinging here and there, but a fine 
grade of sandpaper on a disc fitted in 
the electric drill chuck and I was down 
to bare wood with a beautiful grain. 
No filler was required as the original 
stain and varnish had filled the pores. 
Two coats of water white clear lacquer 
and I had "a thing of beauty." 

The final step was an actual receiv- 
ing test. The crystal detector was con- 
nected to the marked posts as well as a 

a pair of headphones, an antenna, and 
ground. Mechanical moving parts, such 
as internal coupling links, switch le- 
vers, etc., all worked smoothly (I had 
previously given them a treatment of 
"clock oil" with a small artists' brush). 
Setting the dials and switches to the 
approximate frequency of a local 
broadcast station, I connected a dry 
cell to the test buzzer battery ter- 
minals, pushed the "test" button which 
actuated the buzzer, and went back 
many years to the thrill of hunting for 
a sensitive spot on the crystal. And 

I found one! Manipulating the 
dials slightly, I heard faint music; a 
bit more twiddling and I was listening 
to voice and music of superb quality 

not loud, but very plainly audible. 
The crystal detector and tuning com- 
ponent portions worked. All that re- 
mained was the "audion." The original 
"VT -1" vacuum tube was still in the 
socket; whether good or bad was any- 
one's guess. Hooking a few old dry 
cells to the filament terminals, I turned 
up the rheostat. No soap; the tube re- 
mained cold and dark. 

My collection of old tubes contained 
a couple of VT -1's and a VT -2; what 
shape they were in I had no idea but 
digging them out of their nest I found 
one of the VT -1's with a continuous 
filament and it glowed (dully, as they 
did with their oxide -coated filaments). 
Now for a plate battery. I was stumped 
there until it occurred to me to take 
45 volts from the power plug on my 
little amateur transmitter. Connect- 
ing this, I donned the headphones, 
turned up the filament rheostat, and 
wiggled the "tickler" knob. Nothing; 
absolutely nothing! Fiddle as I did, 
brought no change. I ran a continuity 
check through the binding posts from 
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U. S. Navy type SE-143 receiver introduced early in World War I. The audion or 
vacuum -tube detector was contained with its controls in the separate cabinet at the 
right. A silicon- antimony crystal detector (on top of main cabinet) was provided 
in case the audion proved unreliable. Although the audion was incorporated as an 
integral part of the later type SE -1420 receiver, provision for crystal detection 
appeared in the SE -1420 as well since there were many who were skeptical of the tube. 

the front panel . whoops, an open 
somewhere in the plate circuit. Noth- 
ing for it but to remove the umty -teen 
screws from the panel and pull it out 
of the cabinet. A point -to -point check 
revealed an error. In re- soldering the 
internal connections I had inadvertent- 
ly reversed the positive and negative 
plate leads. Correcting this, I tried 
again; still nothing. 

It occurred to me that mere rever- 
sal of terminal connections would most 
certainly not indicate an "open" on the 
ohmmeter; must be an actual open cir- 
cuit somewhere. There was; right at 
the plate terminal of the tube socket; I 
had apparently overlooked that in re- 
soldering. Easily fixed and back under 
the headphones. Oh, brother! The soft, 
gentle "hiss" as I turned the regenera- 
tion control up into the oscillating 
range. The local broadcast station (I 
had not changed the tuning settings 
since changing from crystal to audion) 
was many times louder, accompanied 
by the whistle of his carrier while my 
tube was oscillating. Backing down on 
the regeneration control brought him 
in full and clear without a trace of 
the carrier. 

I tuned around ... all through the 
broad range of the receiver (250 to 8000 
meters) ... "frequency" then was an 
awesome word used only by scien- 
tists! I heard many signals both 
modulated and pure c.w.; several 
broadcast stations, ships at sea, tone 
modulated telegraph stations, marine 
and airway beacons. I had it made! A 
dignified, professional receiver operat- 
ing most excellently and presenting an 
appearance equal to its debut from the 
production line! 

It was fascinating work; slow, tire- 
some, and hard, but the great sense of 
satisfaction which comes from accom- 
plishment, far overrode the effort ex- 
pended. I was enthusiastic for "more." 
Where to acquire other "antiques" like 
this? Inquiry among local hams 
brought many pieces of early amateur 
equipment, both receiving and trans- 
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mitting. I went to work on these with 
equally satisfying results. An amateur 
friend on a trip to Canada ran across a 
1910 Canadian Marconi Company ship- 
board receiver in a farmer's barn! A 
couple of "fins" changed hands and a 
few days later he delivered it to me 

. a real prize! 
A "strike" equal to that in the Yukon 

in '98, to my notion, turned up when 
the owner of the Washington Radio d 
Television School in Seattle gave me 
the key to his basement storeroom and 
invited me to . get a shovel and 
clean it out!" What a find! The pres- 
ent school is one which had its incep- 
tion in 1914 when the Marconi Wireless 
Telegraph Company of America es- 
tablished training schools strategically 
located throughout the country to re- 
lieve the shortage of trained wireless 
operators. Practically all of the orig- 
inal Marconi equipment plus some 
later, but now obsolete, apparatus had 
been gathering dust for lo, these many 
moons in a dark storeroom in the base- 
ment of the Seattle YMCA where the 
training school has always been lo- 
cated! 

Two Navy SE -143 receivers, a Mar- 
coni Type 106 -D receiver, Federal Tele- 
graph Company "tone changer," World 
War I Navy frequency meter, a Roister 
"Decremeter," and myriads of more 
minor "rarities" over which I simply 
gloated! I took them all! My base- 
ment shop and my outdoor shack were 
literally bulging with these "wireless 
ghosts of the past," and more kept 
coming in from various sources! I had 
to establish a routine. As I acquired 
equipment, I stored it in the outdoor 
shack, bringing it to the basement shop 
a piece at a time to work on. Fine, but 
the problem went further; after com- 
pletion, what? 

Space was not a particular problem 
but why should I keep these mementos 
of bygone days for my own pleasure 
and entertainment and that of the 
relatively few Old Timers who were 
my particular cronies? Why not place 

them where all of the hams and profes- 
sional operators in my local area could 
also enjoy them? 

In discussing this with other en- 
thusiastic "wireless" pioneers, the sug- 
gestion was made that perhaps one of 
the local electronic supply stores would 
be sufficiently interested to donate dis- 
play space. Following this thought, I 
approached the proprietor of one of the 
leading establishments of this type in 
Seattle. He was enthusiastic and of- 
fered to supply not only the space but 
a large, double showcase, fitted with 
locked doors in which to set up such a 
display. The next thought was to "di- 
vorce" such an exhibit from personal- 
ities; make it a group -sponsored dis- 
play, rather than that of a private in- 
dividual. The Northwest Chapter of 
the Quarter Century Wireless Associa- 
tion was contacted; they enthusiasti- 
cally agreed to officially sponsor the 
amateur equipment portion of such an 
exhibit. Local members of the Vet- 
eran Wireless Operator's Association 
were most agreeable to acting as spon- 
sors for the commercial equipment so 
displayed. I agreed to act as "curator" 
for both organizations and to take care 
of the few minor details involved. We 
were off! 

It has been just about 2 years since 
the spark was struck. The Seattle dis- 
play remained in place for an entire 
year and was viewed by many hun- 
dreds of amateur and professional 
operators not only with local addresses 
but the register shows visitors from 
nearly every state in the Union and a 
number of foreign countries! Not only 
operators but many laymen "the 
man on the street," visited and enjoyed 
the display. The equipment carried 
sufficient explanatory information on 
neatly typed cards so that an apprecia- 
tion of what "wireless" was, was con- 
veyed to the non -technical visitor as 
well as to members of the commercial 
operating profession and the radio 
amateur fraternity. The Seattle store 
reluctantly gave up the display because 
they needed the space and the exhibit 
was then moved to a similar store in 
Spokane, Wash., for an indefinite 
"run." 

Equipment continued to be loaned or 
donated; every bit of it was restored 
and put in working condition. The 
Spokane exhibit, although but a few 
months old at this writing, already 
occupies two whole show cases and the 
overflow apparatus was sufficient to 
permit the establishment of similar 
"museums" in Tacoma, Wash., and 
Portland, Ore. where the electronic 
distributors have also enthusiastically 
cooperated. 

It is fun! For you Old Timers with 
nostalgia for the "good old days" you'll 
get an immense amount of satisfaction 
and pleasure from establishing such a 
program. At the same time you are 
giving the current generation of hams 
as well as professional operators a 
chance to gain a much more intelligent 
idea of the birth, development, and 
growth of their hobby and /or profes- 
sion. 
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Some low -power (left) and multi -watt (be- 
low) transistors, shown about full size. 

Transistor and Diode Substitutions 
By E. G. LOUIS What to look out for when you want to substitute one / transistor for another in some construction project. 

THE average hobbyist or technician 
should have little or no difficulty 
modifying typical construction proj- 

ects to use substitute transistor and 
diode types if he has a fair understand- 
ing of circuit operation and either owns 
or can borrow such basic test gear as 
a multitester, signal generator, tran- 
sistor tester, etc. 

Transistors 

If only general characteristics are 
considered, all currently available tran- 
sistors can be grouped into a few gen- 
eral classes : low -power audio types, 
high -power audio units, low -power r.f. 
types, and special- purpose units. The 
latter group includes not only special 
transistors such as tetrodes and sur- 
face- barrier units but related semicon- 
ductor devices with transistor -like 
characteristics, such as the Unijunc- 
tion transistor, the Thyristor, and the 
controlled rectifier. Popular "experi- 
menter's transistor" types included in 
the first three categories are listed in 
Table 1. 

Within any of these basic classes, 
individual transistors may have either 
n -p -n or p -n -p characteristics and may 
be manufactured by any of a variety 
of methods. Detailed electrical speci- 
fications and maximum ratings may 
vary considerably from one unit to an- 
other, depending on type number and 
intended application. 

Thus, in the low -power audio group 
we may find high- and low -gain units, 
low -noise transistors, high -voltage 
types, units made with either germa- 
nium or silicon, grown or alloy junction 
types, etc. In Table 1, the p -n -p and 
n -p -n types are listed separately but, in 
practice, all low -power audio units may 
be considered as a single class. 

In general, any transistor within a 
general class may be substituted for 
any other transistor type within that 
class providing: (a) maximum ratings 
are not exceeded, (b) circuit param- 
eters, bias, and load values, are ad- 
justed for optimum performance, and 
(c) the circuit can tolerate minor vari- 
ations in the characteristics required. 

Let's consider a few specific ex- 
amples. 

If you have a circuit calling for, say, 
a CK722, a type 2N107 or 2N34 will 
probably work in the same circuit if 
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bias values are re- adjusted. Or if the 
diagram calls for a 2N307, you should 
be able to use a 2N554 in the same 
circuit. 

As far as circuit operation is con- 
cerned, re- adjusting bias and load 
values for optimum performance gen- 
erally will be enough to insure accept- 
able operation. There are, however, 
exceptions to this rule. For example, 
if the diagram calls for a high -gain 
audio transistor and a low -gain unit is 
substituted, the circuit may still work 
but may not have enough "hop." Simi- 
larly, if a preamp or hearing -aid dia- 
gram calls for a low -noise transistor, a 
general -purpose unit may "work" satis- 
factorily, but the background noise 
level may be unacceptable. 

At this point, we can state another 
general rule: transistors in different 
general classes are not interchange- 
able. Thus, a multi -watt power tran- 
sistor, such as the 2N255, cannot be 
used as a substitute for, say, a 2N229. 

Neither of these two general rules 
applies to the "special-purpose" class 
and, as might be expected, there are 
a few exceptions. For example, an r.f. 
transistor, such as the CK768, often 
can be used in an audio circuit. Simi- 
larly, due to their broad tolerances, it 
is quite common to find that an indi- 
vidual "audio" transistor will work in 
r.f. applications. 

This leads to the statement of an- 
other "general rule" : transistors with 
"superior" characteristics or higher 
maximum ratings may be substituted 
for other types -other specifications 
being the same. For example, in a given 
r.f. amplifier circuit, a transistor with 
a 5 mc. cut -off should work just as well 
(perhaps better) as a type having a 3 
mc. cut -off, other specifications remain- 
ing the same. Similarly, a power tran- 
sistor with a maximum rating of, say, 
50 volts (collector -to- emitter) will 
serve as a satisfactory substitute for 
a unit with a maximum rating of, say, 
24 volts -but not vice versa. 

Specifications 
As far as selecting a substitute unit 

for use in a construction project is con- 
cerned, a transistor's most important 
electrical specifications are: (a) kind, 
i.e., triode, tetrode, etc.; (b) basic type, 
that is, n -p -n or p-n -p; (c) saturation 
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(or leakage) current; (d) maximum 
ratings; (e) gain (beta); and, in the 
case of r.f. or high -speed switching 
applications, (f) its cut-off frequency. 
If these basic specifications can be 
matched between two units (of differ- 
ent type number), there is a good 
chance that the units are directly in- 
terchangeable (except for lead connec- 
tions) in most experimental circuits. 

In a few instances, other specifica- 
tions may become important. In a high - 
gain audio circuit, for example, low - 
noise units may be mandatory. In 
critical r.f. circuits, interelectrode ca- 
pacities may have to be matched for 
optimum performance. 

Often, transistors with different type 
numbers will be almost identical ex- 

(A) 
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B 

C 

(e) 

COLLECTOR 
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EMITTER 
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Fig. 1. Symbols for 
semiconductor devices. 
(A) "p -n -p" triode 
transistor. (B) "n -p -n" 
triode, (C) " "p -n -p" tet- 
rode-- n -p -n- is simi- 
lar, with reversed ar- 
row, (D) Uniiunction 
transistor, (E) diode. 

CK722 transistors, you may find two 
or three that have a higher gain than 
that specified for its "high- gain" 
brother, the CK721. By the same token, 
you may encounter an "audio type" 
with a higher r.f. cut-off frequency 
than a typical "r.f." unit. 

Occasionally, a schematic diagram 
will specify a type number that is not 
readily available and for which elec- 
trical specifications are as hard to de- 
termine as the transistor itself is to 
locate. Here, the schematic symbol 
representing the transistor, the circuit 
arrangement, and other component 
values (such as transformer imped- 
ances and bias resistor values) will 
provide a good clue to the "unknown" 
transistor's specifications and allow the 
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Fig. 2. Electrode lead connections for common low -power and r.f. triode transistors. 

cept for one specification. Where this 
is the case, the "better" transistor is 
generally a satisfactory replacement 
for the other. For example, the CK721 
is basically a high -gain version of the 
CK722. The 2N256 is identical to the 
2N255 except for maximum voltage 
rating. 

A certain amount of leeway must be 
allowed in making a choice on speci- 
fications alone. Remember that tran- 
sistors are manufactured to rather 
broad tolerances. A manufacturer's 
specification may indicate only a mean 
or average value. Thus, in checking 
through a random assortment of, say, 

Fig. 3. Not all four - 
lead transistors are 
tetrodes. A triode 
drift ri. transistor, 
such as the 2N247, 
uses the arrangement 
at (A). Typical tetrode 
lead connections are 
shown at (B) and (C). 

EMITTER COLLECTOR 

BASE SNIELD 

(s) 

experimenter to select a suitable re- 
placement. 

The basic schematic symbols used to 
represent transistors and related semi- 
conductor devices are given in Fig. 1. 
The p-n -p and n -p -n triode symbols are 
shown in Figs. lA and 1B respectively, 
a p -n -p junction tetrode symbol in Fig. 
1C, and the Unijunction transistor sym- 
bol in Fig. 1D. A common diode symbol 
(Fig. 1E) is included for comparison. 

Now, suppose you are planning to 
build a broadcast -band superhet re- 
ceiver. You can identify all transistors 
except the one used as an i.f. amplifier. 
How do you pick a suitable type? 

If the symbol shown in Fig. 1B is 
used, you know that an n -p -n unit is 
needed. Further, since the transistor 
used is an i.f. amplifier, you know that 
its cut -off frequency must be well 
above the receiver's i.f. (455 kc., for 
example). Chances are a unit with a 
3 to 5 mc. cut-off would be used. If the 
receiver has two i.f. stages, a moderate - 
gain transistor may be used in each 
stage; if a single i.f. stage is employed, 
probably a high -gain type would be 
used. Finally, take a look at the re- 
ceiver's power supply. If a 6 -volt bat- 
tery is called for, the transistor should 
have a maximum (emitter -collector) 
voltage rating of at least 12 volts. 

By referring to the condensed speci- 
fication charts supplied by semiconduc- 
tor manufacturers (or found in the 
catalogues issued by the larger mail - 
order parts distributors), you should 
have no difficulty selecting a transistor 
which will meet these basic require- 
ments. 

A similar technique can be employed 
in selecting transistors used in other 
stages of a receiver, amplifier, preamp, 
hearing aid, or test instrument. 

Lead Connections 
Unfortunately, semiconductor manu- 

facturers have not as yet adopted an 
industry -wide standard covering the 
physical shape and basing arrangement 
to be used in making transistors. Two. 
basic "standards" are in use-one 
proposed by JETEC and the other 
suggested by EIA. However, not all 
manufacturers adhere to either of 
these "standards." Most have at least 
one "standard" of their own, although 
they may produce several type num- 
bers matching either JETEC or EIA 
standards. 

The experimenter wishing to use a 

CaLEC TOR 

2ND BASE 
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replacement (substitute) transistor 
type is often faced with a real problem 
involving the mechanical installation of 
different unit, especially if the equip- 
ment is wired to use a transistor socket 
or if he is unable to obtain basing in- 
formation for his substitute unit. 

If a transistor socket is used, it may 
be possible to reposition the transistor's 
leads to fit into the proper socket holes, 
using a pair of "jeweler's" long -nose 
pliers. Care must be exercised not to 
short the leads nor to bend the leads 
too close to the transistor body since 
they may break off. 

Where repositioning of leads is im- 
possible, the transistor may be perma- 
nently soldered into the circuit. Use as 
long leads as practical and complete 
the soldering operation quickly. Use a 
clean, hot, well -tinned iron. Hold the 
lead being soldered with a pair of long - 
nose pliers since this serves as a heat 
sink to conduct heat away from the 
transistor itself. 

spacing between leads may be used. 
Four -terminal transistors may be 

encountered from time to time. While 
many of these are tetrodes (see Fig. 
1C), some may be triodes with an in- 
ternal shield. The basing arrange- 
ments used for both triode and tetrode 
4- terminal transistors are shown in 
Fig. 3. Note that the lead arrangement 
for a 4- terminal triode, Fig. 3A, and for 
a tetrode, Fig. 3B, may be identical. To 
identify the type of transistor used, 
refer to the schematic diagram or to 
the unit's type number. A "2" prefix is 
used to identify triodes, for example, 
2N107, 2N247, etc. A "3" prefix identi- 
fies tetrodes, for example, 3N24, 3N30, 
etc. 

Multi -watt power transistors, like 
low -power units, may be made in any 
of a variety of physical shapes and 
sizes and with various lead arrange- 
ments. These units may be identified 
by: (a) their larger physical size; (b) 
their mechanical design, usually such 

BASIC TYPE TYPE NUMBER MANUFACTURER REMARKS 

Low -Power Audio 
(p-a-P) 

CE722 Raytheon 
CE721 Raytheon Higher gain unit 
GT222 General Transistor 
2N222 General Transistor 
2N107 General Electric 
2N34 Sylvania 
R-$5 Texas instruments 
R-B$ Texas Instruments 
R -72 Texas Instruments 

Low -Power Audio 
(n p n) 

2N35 Sylvania 
2N229 Sylvania 
GT229 General Transistor 

R-67 Texas Instruments 
R41 Texas Instruments Higher gain unit 

R.F:I.F. Units 

CE766 Raytheon p-n -p 
2N170 General Electric n -p-n 
2N233 Sylvania n-p-n 
AO-i Phi lco 30 ma Surface Barrier 

High -Power Units 
(all p -n -P) 

Multi -watt audio 

216255 CBS Electronics 
216256 CBS Electronics 12 -volt version 
2N307 - Sylvania 
2N554 Motorola 

Table 1. A ',sting of some of the popular transistors used by experimenters. 

Although the physical shape and size 
of transistors will vary considerably 
from one manufacturer to another, 
most adhere to several common basing 
arrangements. As far as low -power 
audio and ri. transistors are concerned, 
nearly every unit will use one of the 
five basing arrangements shown in Fig. 
2. With this diagram as a guide, you 
should have no difficulty identifying the 
emitter, collector, and base connections 
of the transistors you use. The JETEC 
"standard" basing arrangement is 
shown in Fig. 2A while the EIA basing 
is shown in Fig. 2E. 

When using this basing guide, re- 
member that the physical arrangement 
of the leads is important, not their 
actual spacing. For example, the ar- 
rangements shown in B, C, and D may 
be used for both "normal" sized tran- 
sistors, where lead spacing may be 
moderate, and for subminiature "hear- 
ing -aid" types, where extremely close 
November, 1959 

that they can be mounted directly to a 
metal plate or chassis; and (c) their 
electrical construction -in most cases 
the unit's collector is connected directly 
to its outer metal case. 

The most common power- transistor 
basing arrangements are shown in Fig. 
4. In the case of units employing the 
designs of Figs. 4B and 4C, an electri- 
cal connection to the collector is ob- 
tained by attaching a lead to the tran- 
sistor's case. 

Special Techniques 

In the case of vacuum tubes, it is not 
uncommon to find two or more types 
that are fully interchangeable, that is, 
the alternate types can be plugged into 
the same socket and, in most cases, cir- 
cuit performance remains unchanged 
without any need for modification 
of component values, voltages, or re- 
adjustment of trimmers or similar 
components. 

Where transistors are concerned. 
however, this seldom happens. While 
any of a large number of transistors 
may "work" in a given circuit, there is 
generally some small change in per- 
formance and, often, a re- adjustment 
of bias voltages or circuit component 
values may be necessary to obtain op- 
timum performance. 

If low -cost transistors are used - 
units which are manufactured to rath- 
er broad tolerances -it may be found 
that even transistors of the same type 
number are not fully interchangeable. 
In some cases, circuit values must be 
tailored for best performance with the 
individual transistor used. 

When choosing a substitute transis- 
tor, then, first try to pick a unit of the 
same general class (low -power audio, 
for example) with the same electrical 
characteristics (p -n -p or n -p-n) and 
with specifications as close as possible 
to those of the unit you wish to replace. 
Pay particular attention to leakage 
current, gain, cut -off frequency, and 
maximum ratings. 

If you are unable to find a substitute 
meeting these requirements, pick a unit 

Fig. 4. Electrode lead connections for popular multi -watt transistors. In 
all of these, the collector is internally connected to the unit's metal case. 
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Fig. 5. Typical two -stage amplifiers with 

which differs from the original in some 
minor specification -a 2N256 as a sub- 
stitute for a 2N255, for example. 

Sometimes you may have a choice of 
a number of different transistors. 
Where this is the case, you can often 
pick "duplicate" units by using an in- 
expensive transistor tester to select 
two or more units having identical 
leakage and gain characteristics. Such 
a technique is valuable, too, for select- 
ing matched pairs of transistors for use 
in class B push -pull amplifier circuits. 

Where circumstances preclude your 
choosing a substitute transistor of the 
same electrical type (p -n -p or n -p -n), 
you can often substitute units of the 
opposite type, provided other specifica- 
tions (gain, leakage, etc.) are similar. 
The proper technique is illustrated in 
Fig. 5. 

A two -stage resistance -coupled am- 
plifier using cascaded p-n -p transistors 
in the common- emitter configuration is 
shown in Fig. 5A. Appropriate n -p -n 
transistors with similar electrical spe- 
cifications may be used in this circuit 
if (a) the power -supply polarity is re- 
versed, B,; (b) the polarity of electro- 
lytic capacitors is reversed, C,, C,, and 
C,. The same circuit modified for n -p -n 
units, is shown in Fig. 5B. Note that 
the connections to battery B, and to 
capacitors C,, C,, and C, have been re- 
versed. In practice, any polarized com- 
ponent (such as diodes or polarized 
relays) would have to have its connec- 
tions reversed when changing from one 
transistor type to another. 

Once a substitute transistor has been 
installed, circuit performance and gen- 
eral operation should be checked. In 
some cases, any change in performance 
will be so small as to hardly justify 
modification of component values or 
bias voltages. In most cases, however, 
some modification of the circuit itself 
may be required to restore optimum 
circuit performance. 

Where r.f. circuits are involved, for 
example, complete re- alignment may 
be indicated. Neutralization adjust- 
ments, if provided, should be checked. 
Generally, a re- adjustment of base bias 
voltages will be needed. Refer to Fig. 6. 

If the biasing arrangement shown in 
Fig. 6A is employed, base bias current 
68 
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may be re- adjusted by changing the 
value of R,. If the biasing arrangement 
shown in Fig. 6B is used, base bias may 
be changed by varying the ratio of 
voltage divider R, -R,. In either case, a 
resistance substitution box is handy 
for determining final component values. 

Irrespective of the method used, final 
bias resistance values should be deter- 
mined experimentally for optimum cir- 
cuit performance rather than by at- 
tempting to meet arbitrary bias cur- 
rent or voltage figures. In this way you 
can compensate, to a large extent, for 
both gain and leakage differences be- 
tween the substitute transistor and the 
original unit. 

If the substitute transistor has much 
higher gain than the original unit, the 

Fig. B. Transistor biasing arrangements are 
shown at (A) and (B). The unbypassed re- 
sistor in emitter circuit (C) reduces gain. 
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circuit may become unstable and may 
develop a tendency to oscillate. Often, 
any tendency towards instability will 
be corrected when you adjust bias cur- 
rents. However, in stubborn cases, an 
unbypassed emitter resistor may be 
added to the circuit. This will intro- 
duce degenerative feedback, reducing 
stage gain and improving over -all 
stability. 

Referring to Fig. 6C, unbypassed 
emitter resistor R, has been added to 
a common -emitter single -ended ampli- 
fier. In circuits using low -power tran- 
sistors, R, may have a value between 
100 and 2000 ohms. Where power tran- 
sistors are used, R, may have a value 
between .5 and 10 ohms. 

Diodes 

In most experimental construction 
projects, diode characteristics are not 
too critical hence semiconductor diode 
substitutions are relatively easy to 
make. 

Where a diode is used as a power 
rectifier, simply choose a replacement 
with peak voltage and current ratings 
at least equal to those of the original 
unit. Higher ratings may be used; for 
example, a 75 ma. selenium rectifier 
may be used as a replacement for a 
60 ma. unit of the same voltage rating. 

If a small diode is used as a detector 
or limiter, any diode with similar char- 
acteristics will generally work as well 
without any circuit modification. For 
most applications in receivers and in- 
struments, general -purpose types, such 
as the 1N34A or CK705, may be used 
almost universally. 

Occasionally, a diode may be used as 
a mixer or modulator in u.h.f. circuits. 
Here, any similar type designed for 
this general application will serve as 
well. The 1N82 is a popular u.h.f. mix- 
er, for example. In some instances, a 
slight re- adjustment of r.f. circuit 
trimmers may be needed when a sub- 
stitute diode is installed. 

Finally, if a diode is used in a criti- 
cal special- purpose application, as a 
zener diode or in test instrument cir- 
cuits, for example, it is best to stick 
to exact replacements. If a substitute 
is mandatory, pick a unit with identical 
electrical characteristics. -- 
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By ED BUKSTEIN / Various counting and letter- coding methods that are 
Northwestern TV and Electronics Institute convenient with electronic computing equipment. 

ANYONE who attempts to read a 
cornerstone date expressed in Ro- 
man numerals is immediately im- 

pressed by the clumsiness of this form 
of notation. The confusion becomes 
even greater when one accustomed to 
our decimal system considers that, al- 
though V represents 5 and II repre- 
sents 2, VII does not represent 52. Try 
a simple calculation, like multiplying 
XXV times IV (without converting to 
familiar decimal digits), and the short- 
comings of the Roman system will be 
even more obvious. It is apparent then 
that the ease with which a given cal- 
culation can be performed is deter- 
mined, to a large extent, by the number 
system used. 

The choice of number system is par- 
ticularly important in the electronic 
computer because it determines the de- 
gree of complexity of the circuits re- 
quired to store the numbers and to per- 
form the calculations. It is for this 
reason that the binary number system 
and its modifications are used exten- 
sively in computer practice. 

Since the decimal system, based on 
tens, hundreds, thousands, and so on, 
is the one by which we count, we tend 
to take it for granted that it is the only 
possible "natural" system. As a matter 
of fact, it is purely arbitrary, and other 
systems have actually been used in 
various parts of the world at certain 
points in history. We have already 
become familiar with the binary sys- 
tem, because it is a convenient one to 
use in connection with prevalent elec- 
tronic counting circuits. However, 
other systems for counting are also 
used, and familiarity with them there - 
November, 1959 

fore is well worth a little study. 
One of the characteristic features of 

a number system is its radix, or "fun- 
damental" quantity, which may be de- 
fined as the number of permissible 
symbols used in the system. The fa- 
miliar ten -symbol or decimal number 
system has a radix of ten, because 
quantities_ are specified by combina- 
tions of ten permissible symbols: 0, 1, 
2, 3, 4, 5, 6, 7, 8. and 9. A number sys- 
tem based on the 26 letters of the al- 
phabet (aaa, aab, aac, aad, etc.) would 
be a system of radix 26. 

An automobile mileage indicator il- 
lustrates an important characteristic 
of orderly number systems. Each Num- 
bered wheel in the mileage indicator 
advances through all permissible sym- 
bols up to 9 and then returns to O. At 
this time, the numbered wheel in the 
next position to the left advances to its 
next permissible symbol. In a number 
system based on the letters of the al- 
phabet, aaz would therefore be fol- 
lowed by aba, and bzz would be fol- 
lowed by caa, which would be followed 
by cab. 

As shown in Fig. 1A, the positional 
values of the decimal number system 
are ones, tens, hundreds, thousands, 
and so on. To specify a given quantity, 
the proper symbols must therefore be 
written down in the proper order. The 
number 3749, for example, differs from 
the number 3479 because the symbols 
are written in a different order. This 
idea of positional values, although it 
now seems obvious and elementary, 
represents one of the giant steps in 
the development of mathematics. The 
number 3749 is actually an abbrevia- 

tion meaning 3 thousands, 7 hundreds, 
4 tens, and 9 ones. This also may be 
expressed in powers of ten (since ten is 
the radix of our system), as follows: 
3 X 10' + 7 X 10° + 4 x 10' + 9 x 10°. 

The Octal System 
As the name implies, the octal num- 

ber system has a radix of eight because 
it has only eight permissible symbols: 
0, 1, 2, 3, 4, 5. 6, and 7. The symbols 
8 and 9 are not used in this system, as 
shown by the following examples of 
octal numbers: 1347, 256, 714423, and 
20435. As in other orderly number 
systems, counting progresses according 
to the following rule: When all of the 
permissible symbols hare appeared in 
one position, the first permissible sym- 
bol again appears in this position, and 
the next position Ito the left) advances 
to its next permissible symbol. 

This can be visualized by imagining 
a mileage indicator in which each of 
the numbered wheels carries the sym- 
bols 0, 1, 2, 3, 4, 5. 6, and 7. When a 
given wheel has advanced through all 
of the permissible symbols up to 7, it 
returns to 0 and the wheel to its left 
advances. Such an indicator would 
show mileage expressed as an octal 
number. 

Since, as indicated in Fig. 1B, the 
positions of an octal number represent 
ones, eights, sixty- fours, etc., octal 
number 125 actually means 1 sixty - 
four, 2 eights, and 5 ones. This may be 
expressed in powers of eight (since 
eight is the radix) as: 1 X 8' + 2 X 8' + 
5 X 8°. The decimal system equivalent 
of octal number 125 can be determined 
by evaluating the above expression : 
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Fig. 1. Positional values of decimal. oc- 
tal, trinary, and binary number systems. 
Values are successive powers of the radix 
of each system. See text for details. 
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Fig. 2. Binary numbers can be stored in (A) 
flip -flop stages in which either the left. 
hand or right -hand tube is conductive; (B) 
magnetic cores which can be magnetized 
either clockwise or counterclockwise and (C) 
magnetic tape magnetized in one direction 
to represent binary 1 and the opposite di- 
rection to represent binary O. See text. 

1(64) +2(8) +5(1) = 64 +16 +5 =85. 
The Trinary System 

The trinary number system has a 
radix of three since the only permis- 
sible symbols are 0, 1, and 2. Symbols 
such as 3, 4, 5, and higher are not used 
in specifying trinary numbers as indi- 
cated by the following examples: 122- 
102, 2001, and 1112. 

Fig. 1C shows the positional values 
of the trinary system: ones, threes, 
nines, twenty- sevens, and up. Trinary 
number 212 therefore actually means 2 
nines, 1 three, and 2 ones. This may be 
expressed as: 2 X 3' + 1 X 3' + 2 x 3 °. 
Trinary number 212 can therefore be 
converted to its decimal system equiva- 
70 

lent as follows: 2(9) + 1(3) + 2(1) = 
18 +3 +2= 23. 

The Binary System 

The binary number system has only 
two permissible symbols, 0 and 1, and 
is therefore a system of radix two. As 
in other orderly number systems, each 
position advances to the next symbol 
after all permissible symbols have ap- 
peared in the preceding position to the 
right. Binary counting can be visual- 
ized by imagining a mileage indicator 
in which each of the number wheels 
carries only two symbols : 0 and 1. 
When one of the wheels advances from 
1 to 0, the wheel to its left advances 
to the next permissible symbol. Such 
an indicator would show mileage ex- 
pressed as a binary number. 

As shown in Fig. 1D, the positional 
values of the binary number system 
are ones, twos, fours, eights, sixteens, 
and up. Binary number 10110 there- 
fore means 1 sixteen, 0 eights, 1 four, 
1 two and 0 ones. This may be ex- 
pressed as: 1X2' +0X2' +1X2'+ 
1 X 2' + 0 X 2°. Binary 10110 can there- 
fore be converted to its decimal system 
equivalent as follows: 1(16) + 0(8) + 
1(4) + 1(2) + 0(1) = 16 + 4 + 2 = 22. 

The octal, trinary, and binary equiva- 
lents of the familiar decimal numbers 
from 0 to 20 are listed in Table 1. As 
shown, octal number 10, which should 
be read as "octal one -oh" and not as 
ten, is equivalent to decimal number 8: 
1 X 8' + 0 X 8° = 1(8) + 0(1) = 8. 

In the trinary column of Table 1, 10 
follows 2 since all of the permissible 
symbols have been used in the right - 
hand position. Trinary number 10 
(trinary one -oh) is equivalent to deci- 
mal number 3. 

In the binary column of Table 1, 10 
follows 1 because all of the permissible 
symbols have appeared in the right - 
hand position. Binary 10 (not to be 

Fig. 3. Section of magnetic tape coded ac- 
cording to Table 5. Small rectangles rep. 
resent magnetized areas corresponding to 
binary 1. For discussion refer to text. 

TYING CHECK ZONE 
TRACK BIT B.7$ DIGIT 0,5 

t 
I 1 

HEADS 

TAPE 

read as ten) is equivalent to decimal 
number 2. 

The binary number system is used 
extensively in electronic computers, as 
noted, because it results in a simpli- 
fication of the circuits and components 
required to store and manipulate the 
data. A binary (flip -flop) stage, for 
example, can be used as a storage de- 
vice because it can exist in either of 
two stable states: left -hand tube at 
cut-off and right -hand tube conducting 
or left -hand tube conducting and right - 
hand tube at cut -off. One of these 
states can represent 0 and the other 
1. Fig. 2A illustrates the use of four 
flip -flop stages to store binary number 
1001. Binary numbers can also be 
stored in ring -shaped magnetic cores. 
Such cores can be magnetized in either 
of two directions (clockwise or coun- 
terclockwise) and can therefore be 
used to store so- called binary "bits." 
Four cores storing binary number 1001 
are shown in Fig. 2B, with arrows in- 
dicating direction of magnetization. 
Magnetic tapes and drums are also fre- 
quently used as storage devices for 
binary numbers. The binary bit 1 may 
be represented by magnetization in one 
direction and the bit 0 by magnetiza- 
tion in the opposite direction. Or else, 
as with tape (Fig. 2C), an area mag- 
netized in one direction represents 
binary bit 1 while an area magnetized 
in the other direction represents 0. 

Storage of numbers expressed in the 
decimal system would require the use 
of circuits having ten stable states or 
of magnetic devices having ten possible 
directions of magnetization. It is ob- 
vious that such circuits and compo- 
nents would be considerably more com- 
plex than those used for storing binary 
numbers. 

The two permissible symbols of the 
binary system are known as bits. 
Binary numbers 101011, 1101, and 
10110 are therefore 6 -bit, 4 -bit, and 5- 
bit numbers respectively. Some com- 
puters are designed to handle binary 
numbers 30 to 40 bits in length. 

Binary Codes 

Since the quantities involved in a 
calculation are initially expressed in 
decimal notation, and since computers 
are usually designed to operate on 
binary numbers, the decimal numbers 
must be converted to binary quantities 
before the computer can use them. 
This process of conversion is tedious 
and time -consuming. It is possible, of 
course, to design into the computer the 
circuits necessary to perform this con- 
version. This expedient, however, in- 
creases the complexity and size of the 
equipment. For this reason, a combi- 
nation binary -decimal system is fre- 
quently used. 

In one such system, known as binary- 
coded decimal, the decimal number is 
converted to binary on a digit -by -digit 
basis. Table 2 shows the 4 -bit binary 
equivalents of the decimal digits. Deci- 
mal number 149 would therefore be 
expressed, in binary -coded decimal, as 
0001 0100 1001. Note that this digit- 
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DECIMAL 
o 

1 

OCTAL TRINARY BINARY 
o o o 
1 1 1 

2 2 2 10 

3 3 10 11 

4 4 11 100 

5 5 12 101 

e 8 20 110 

7 7 21 111 

8 10 22 1000 

9 11 100 1001 

10 12 101 1010 

11 13 102 1011 

12 14 110 1100 

13 15 111 1101 

14 1e 112 1110 

15 17 120 1111 

16 20 121 10000 

17 21 122 10001 

18 22 200 10010 

19 23 201 10011 

20 24 202 10100 

Table 1. Octal, trinary. and binary equiv- 
alents of decimal numbers. Each system, as 
discussed by author, uses a limited number 
of different symbols according to its radix. 

by -digit conversion differs from pure 
binary, in which decimal 149 would be 
expressed as 10010101. 

Circuit design can sometimes be sim- 
plified by the use of 4 -bit combinations 
other than those listed in Table 2. The 
frequently used excess -3 code, which 
has certain advantages that will be 
noted shortly, is shown in Table 3. 
Here, the 4 -bit combination used to 
represent decimal 2 is the same as that 
used to represent decimal 5 in the sys- 
tem shown in Table 2. Likewise, the 
excess -3 representation for decimal 4 
(Table 3) is the same as the represen- 
tation for 7 in the other code (Table 
2). It is this feature which accounts 
for the name excess -3 code. Conversion 
of a decimal number to excess -3 code 
also is made on a digit -by -digit basis. 
Decimal number 12470 would therefore 
be represented as 0100 0101 0111 1010 
0011. 

One of the advantages of the excess - 
3 code is that it avoids use of the 4 -bit 
combination 0000. This permits the 
computer to distinguish between the 
quantity zero (0011) and the combina- 
tion 0000, which may be produced as a 
result of circuit failure. This aids in 
the detection of malfunctioning equip- 
ment. Another advantage of the ex- 
cess-3 code is that a decimal digit ex- 
pressed in this code can be subtracted 
from 9 simply by changing the ones to 
zeros and the zeros to ones. To sub- 
tract 3 from 9, for example, the 4 -bit 
combination representing 3 (0110) is 
changed to 1001, which is the represen- 
tation for 6. This convenient character- 
istic of the code simplifies the design of 
some of the arithmetic circuits of the 
computer. 

Some applications require the use of 
a code in which the 4 -bit representa- 
tions of any two consecutive integers 
differ in only one bit. A code of this 
type, known either as a cyclic code, 
reflected- binary code or Gray code, is 
shown in Table 4. Note that the repre- 
sentations for 5 and 6 differ in only 
one bit, the representations for 6 and 
7 differ in only one bit, and so on. By 
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contrast, the excess -3 code may involve 
several bit changes, as in going from 
0111 (4) to 1000 (5). 

Alphabetic Codes 

Computers are frequently required 
to handle alphabetic as well as nu- 
merical data. This is particularly true 
in data -processing computers designed 
for business applications. The sample 
code in Table 5 shows a comprehensive 
code using bit combinations to repre- 
sent numerals, alphabetic characters, 
punctuation marks, and math symbols. 
The decimal digits from 0 through 9 

DECIMAL BINARY -CODED 
DECIMAL 

0 0000 
1 0001 
2 0010 
3 0011 
4 0100 
S 0101 
e 0110 
7 0111 
8 1000 
9 1001 

Table 2. Conversion of decimal numbers to 
pure binary is tedious and time -consuming. 
Binary -coded decimal permits digit -by -digit 
conversion. Decimal 963. for example, 
converts to the binary 1001 0110 0011. 

DECIMAL ECIMAL EXCESS -3 
CODE 

0 0011 - 
1 0100 
2 0101 
3 0110 
4 0111 
S 1000 
8 1001 
7 1010 
e 1011 
9 1100 

Table 3. Excess -3 code uses 4 -bit combina- 
tions to represent decimal digits. Decimal 
number 429 converts to 0111 0101 1100. 

DECIMAL REFLECTED 
BINARY 

0 0000 
1 0001 
2 0011 
3 0010 
4 0110 
S 0111 
6 0101 
7 0100 
8 1100 
9 1101 

Table 4. In the reflected- binary code, the 
4 -bit combinations representing successive 
decimal integers differ in only one bit. 

Table 5. Code shown 
uses 6 -bit combina- 
tions to represent 
numerals, alphabetic 
characters. punctua- 
tion, math symbols, 
etc. The letter R, for 
example, is repre- 
sented by 111000. 

are represented by 4 -bit combinations 
according to the excess -3 code in this 
case (although other codes may be 
used). 

Each 4 -bit combination is used to 
represent not only a numeral but also 
as many as three other characters. The 
combination 1011, for example, is used 
to represent the numeral 8, the letter 
Y, and the letter Z, and the comma. To 
differentiate among these four possible 
meanings, the 4 -bit combination 1011 
is preceded by two other bits known 
as zone bits. The 6 -bit combination 
001011 therefore represents the numer- 
al 8, and 011011, 101011, and 111011 
represent Y, Z, and comma respec- 
tively. 

Such 6 -bit combinations, when used 
to represent numerals and other char- 
acters, are often preceded by a seventh 
bit known as a check or parity bit. The 
check bit is used for error -detecting 
purposes, and may be either 0 or 1, 
whichever satisfies the following re- 
quirement : the 7 -bit combination 
should contain an odd number of 
"ones." The 7 -bit representations for 
8, Y, Z, and comma would therefore 
be 0001011, 1011011, 1101011, and 
0111011 respectively. Each of these 
combinations has, as required, an odd 
number of ones. 

This feature is useful in detecting 
such errors as may occur in the com- 
puter as a result of dust or surface 
defects on a magnetic tape. For ex- 
ample, a defect might result in the 
production of a noise pulse that could 
be mistaken for a pulse representing 
binary 1. When such an error occurs, 
one of the bits in the 7 -bit representa- 
tion changes, and the total number of 
ones becomes even instead of odd. This 
condition can be recognized by appro- 
priate error -detecting circuitry in the 
computer. The latter can then be made 
to sound an alarm. 

Fig. 3 illustrates a section of mag- 
netic tape employing 7 -bit coding. The 
small rectangles represent areas of 
magnetization corresponding to binary 
bit 1. An additional track, to the left, 
having a binary 1 recorded in each po- 
sition is known as a timing track. The 
so- called sprocket bits recorded in this 
track, which serve to identify the loca- 
tions of the 7 -bit combinations, are 
used to activate the circuits required 
later to read the information from the 
tape. -30- 

ZONE BITS 
I I 

C 

00 01 10 

0000 
0001 = 
0010 + 
0011 0 A B 

0100 1 D E F 

0101 2 0 H 1 

0110 3 J It L 
0111 4 M N O 

1000 S P O R 
1001 8 S T U 

1010 7 V W X 

1011 8 Y Z , 

1100 9 . 7 - 

1101 I % - 
1110 1 , 
1111 
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wane_ ma= 
By MILTON S. SNITZER 

Technical Editor, ELECTRONICS WORLD 

N ARM 0 N IC 

D ISTORTIO 
What It Is and How It's Measured 

The meaning and significance of one of the most 

important specifications of high -fidelity gear. 
THE rich harmonies of music and the 

characteristic tonal quality of musi- 
cal instruments are largely the re- 

sult of the presence of harmonics. For 
example, if low C is struck on a concert 
grand piano, high amplitude harmon- 
ics, up to almost the fiftieth of the 
32.7 -cps fundamental tone, are pres- 
ent. As a matter of fact, the sound - 
board of the instrument is not large 
enough to radiate frequencies much 
below 50 or 60 cps, so that the funda- 
mental is missing entirely. Further, the 
tonal quality, or timbre, of musical in- 
struments depends on harmonic struc- 
ture. 

High -fidelity amplifiers, however, are 
not musical instruments and they must 
not insert their own tone color into the 
sound being handled. The job of this 

equipment is to reproduce, as exactly 
as possible, the original quality of the 
sound. This task is far from simple 
since only absolutely perfect equip- 
ment is entirely free from all types of 
distortion which alter the nature of 
the sound signal. 

The hi -fi enthusiast must therefore 
tolerate some distortion, or some 
change in the sound signal, although 
with good equipment the extent of 
such distortion may be below the level 
where it can be perceived. 

Of the several types of distortion to 
which equipment is subject, one of the 
most important is harmonic distortion. 
This occurs when the unit being used 
alters the shape of the sound signal the 
same way that it would be altered if 
harmonic frequencies were added to it. 

Fig. I. Some examples of severe harmonic distortion discussed in the text. 
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INPUT AND OUTPUT WITH WITH 3R0 WITH 2ND AND 
PERFECT OUTPUT 2ND HARMONIC HARMONIC 3RD HARMONICS 

IA) (B) (C) ID) 

N 

For example, assume that a pure 1000 - 
cps sine wave were applied to a perfect 
amplifier. Its output would be exactly 
the same as its input (Fig. 1A), except 
for an increase in amplitude, and we 
would have no distortion. On the other 
hand, if the output were as shown by 
the solid -line waveforms of Figs. 1B 
or 1C, then harmonic distortion is pres- 
ent. The circuit acts as though it were 
generating additional frequencies, 
which when added to the original pure 
sine wave, produce the waveforms 
shown. The distorted wave of Fig. 1B 
is the result of adding a second har- 
monic to the fundamental sine wave; 
the distorted wave of Fig. 1C is the 
result of adding a third harmonic. 
When the circuit alters the waveform 
so that it looks like Fig. 1D, then, in 
effect, both second and third harmonics 
have been added. Other distorted wave- 
forms shown in Fig. 1 are the result of 
adding a larger number of harmonics. 

Though almost no music is purely 
sinusoidal, or lacking in harmonics, we 
do not want our equipment to generate 
the harmonics. This is the job of the 
original sound source whose output 
must not be modified in any way by 
the reproducing device. The perfect 
amplifier then, one whose output varies 
directly and exactly in accordance with 
the input. will produce an output wave- 
form that is a replica of the input. It 
will not modify the waveform and ap- 
pear to add harmonics to distort the 
original signal in any way. 

WITH VERY LARGE NUMBER 
OF ODD HARMONICS 

(E1 

WITH VERY LARGE NUMBER 
OF ALL HARMONICS 

(F) 

V 
WITH LARGE NUMBER 
OF RANDOM HARMONI 

(G1 

Total Harmonic Distortion 

The distortion factor of a signal 
waveform is the ratio between the 
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total r.m.s. values of all the harmonics 
to the total r.m.s. value (the funda- 
mental plus all the harmonics). When 
this factor is expressed as a percent- 
age, we have a measure of the per- 
centage of total harmonic distortion 
(THD). To be more specific, the per- 
centage of THD is equivalent to the 
square root of the sum of the squares 
of all the harmonics divided by the 
square root of the sum of the squares 
of the fundamental and the harmonics, 
all multiplied by 100. If we have a 
distorted waveform with an r.m.s. 
value of 100 volts and we find that we 
have, in addition to the fundamental 
signal, a second harmonic of 4 volts 
and a third harmonic of 3 volts, our 
percentage of THD is 5% ([ V 42 43' 
100] X 100). 

Distortion Limits 

But just how little distortion should 
we have in our hi -fi system ? In gen- 
eral, we can tolerate less distortion 
with music than with speech. Also, as 
we increase the range of frequencies 
that our system covers, we can tolerate 
less distortion. This is part of the price 
we must pay for being able to repro- 
duce the full musical range. What is 
more, for frequencies above about 400 
cps, we can tolerate far less distortion 
than at the lower frequencies. 

It is not easy to set down definite 
limits we should seek for total har- 
monic distortion. The reason for this 
is that the figure given actually lumps 
together all the harmonics without 
specifying what types of harmonics are 
involved. For example, consider a 
waveform with a THD of 5 %. Now 
nothing is said as to whether this per- 
centage represents mainly even har- 
monic, odd harmonic, or a combination 
of all harmonics. What is more, if there 
are several harmonics, nothing is indi- 
cated in the percentage figure as to the 
relative amplitudes of the various har- 
monics making up the total. Any of the 
conditions just mentioned would pro- 
duce a different waveform and a differ- 
ent effect on the listener. In general, 
listeners will tolerate a much larger 
amount of even harmonic distortion 
than odd harmonic. Then again, some 
circuits and even some tubes are more 
prone to emphasize certain harmonics 
than others. The harmonic distortion in 
most push -pull stages, for example, is 
largely odd- harmonic distortion, the 
even harmonics being cancelled out. 

Because of these variables, and 
others, the harmonic distortion per- 
centage certainly does not tell the 
whole story. It does, however, provide 
a convenient, easily duplicated test 
that permits one unit to be compared 
with another. Olson' has conducted 
distortion tests with a limited number 
of critical observers using single -ended, 
3 -watt triode and pentode amplifiers. 
Following are the approximate per- 
centages of total harmonic distortion 
with wide -range reproduction for three 
subjective conditions: 

DISTORTION 
Perceptible 

November, 1959 

%THD 
0.7 (music) 
0.9 (speech) 

to 
AUDIO GENERATOR AMPLIFIER UNDER TEST 

e 
LOAD 

Fig. 2. The basic setup that is employed in measuring total harmonic distortion. 

NA R MON C- DI ST OR TION 
METER 

N3f I/2t 2f 3f 
FREOUENCY 

(A) 

4f 51 

ó 
r 9 

ó 

NIGH -PASS 

60-800B 

FREOUENCY 
18) 

Fig. 3. The two types of response curves used in harmonic distortion analyzers. 

DISTORTION ^/THD 
Tolerable 1.3 -1.9 (music) 

1.9 -2.9 (speech) 
Objectionable 2.0 -2.5 (music) 

3.0 -4.2 (speech) 

Other tests, made with telephone 
line equipment by the British Post Of- 
fice in conjunction with the BBC, dis- 
closed the following results for just 
detectable second and third harmonic 
distortion : 

For 2nd harmonic -up to 25% below 
100 cps; up to 3'4 below 200 cps; up 
to 1% below 400 cps; below 1% above 
400 cps. 

For 3rd harmonic -up to 5% below 
100 cps; up to 2% below 200 cps; up 
to 1% above 400 cps. 

More experimental work is certain- 
ly required along these lines, but it is 
safe to say that THD figures below 
1 per -cent are very good, while figures 
below 0.5 per -cent are exceptional. 

Harmonic Distortion Measurement 
The measurement of total harmonic 

distortion percentage can be done with 
the setup shown in Fig. 2. A low -dis- 
tortion audio generator, set to- the fre- 
quency at which THD is to be meas- 
ured, is connected to the equipment 
under test. This equipment, perhaps 
a preamp or power amplifier, is prop- 
erly loaded and adjusted to produce a 
level of output at which it is desired 
to make the measurement. A harmon- 
ic distortion meter, which can read 
%THD directly, is then connected 
across the load. 

The harmonic distortion meter con- 
sists of a selective audio voltage am- 
plifier, with adjustable attenuation, 
whose output is connected internally to 
a vacuum -tube voltmeter circuit. The 
selective amplifier is needed so that the 
fundamental frequency may be sup- 
pressed in order to take a measure- 
ment of the remaining harmonics. The 
most common way to obtain this selec- 
tivity is with a tunable Wien bridge 
or bridged -T network that puts a sharp 
notch in the instrument's response 
(Fig. 3A). With the notch set to the 
frequency of the audio generator, the 
fundamental is removed . The meter 
now has applied to it all the other com- 
ponents in the waveform -mainly har- 
monics, but also hum and noise. 

In using the instrument, the selec- 
tive amplifier is first bypassed entirely 
and a meter reading is taken of the 
amplifier's output. This reading is that 
of the fundamental frequency plus the 
distorting harmonics. The meter is ad- 
justed for full -scale (100 %) reading. 
Now the selective amplifier is switched 
in and carefully balanced to suppress 
the fundamental. The residual meter 
indication now reads directly in per- 
centage of total harmonic distortion. 

Some harmonic distortion meters use 
sharp cut -off high -pass filters to elim- 
inate the fundamental (along with hum 
and noise below the fundamental fre- 
quency) and pass all the harmonics 
(Fig. 3B). Since such filters are not 
usually adjustable, these instruments 
may use a half dozen or so filters with 
different cut -off frequencies to permit 
measurements to be made at various 
fundamental frequencies. With such 
meters only the harmonics and high - 
frequency noise are measured since the 
low frequencies are not passed. The 
measurements taken with the two types 
of instruments yield somewhat differ- 
ent figures. What is more, the con- 
sumer usually does not know which 
type has been used to make the meas- 
urement. In most cases, however, the 
bridge -type unit, which is far more 
common, will be the instrument used. 

In the early days of hi -fi, it was com- 
mon to take harmonic distortion meas- 
urements at only one or two frequen- 
cies around the middle of the audio 
band, commonly 400 or 1000 cps. With 
improvements in the quality of equip- 
ment, however, many manufacturers 
are anxious to show just how good 
their units are. Hence, now it is com- 
mon to make THD measurements 
throughout the entire range from 30 
to 15,000 cps or even from 20 to 20,000 
cps. Such measurements impose a se- 
vere test on an amplifier or preampli- 
fier because it is far more difficult to 
handle the very low and very high fre- 
quencies with a minimum of distortion 
than it is to handle the mid- frequen- 
cies. 

It is also common to make amplifier 
THD measurements over a wide range 
of output powers, up to the full rated 

(Continued on page 84) 
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By JOHN T. FRYE 

MAC'S 
service shop 

Checking Mac's Chassis 

BARNEY 

was working alone at the 
service bench. Mac, his employer, 
had gone to the local clinic early 

in the morning for his annual physical 
checkup. About an hour before closing 
time, though, the door opened and Mac 
strode in, looking rather strange and 
out of place in the shop in "civvies." 

"Hi," Barney greeted him; "you 
gonna live ?" 

"Hate to disappoint you, but it looks 
like it," Mac answered with a grin. 

"What kind of a going over do they 
give you ?" Barney asked curiously. "I 
never had a checkup." 

"Well, let's see now," Mac drawled 
as he perched himself on a high stool 
and clasped his long arms around his 
knees. "I'll have to try and give it to 
you in language you can understand. 
The first thing they did was shuck my 
chassis out of the cabinet so they could 
work on it. Before going any farther 
they wanted to be sure, just as we 
would, that nothing was overheating; 
so they checked my operating temper- 
ature with a thermometer. 

"Then the Doc got out a sort of sig- 
nal tracer with a pair of fancy chrome - 
plated earphones and checked my local 
oscillator. It was ticking away right on 
frequency; but this guy was a good 
technician and wanted to see the wave- 
form, just as we like to look at the 
waveform of the bias oscillator of a 
tape recorder. He used an electrocardi- 
ograph to do this. Personally I thought 
the trace showed a good bit of odd - 
harmonic distortion, but the Doc said 
it was OK, and I didn't argue. I re- 
membered how we hate having a cus- 
tomer tell us how to do our job. Inci- 
dentally, while Doc was using the 
signal tracer he did a good bit of 
checking around in what I would call 
my converter and i.f. section to see if 
he could hear any unusual noise. 

"Apparently he couldn't, for he put 
away the signal tracer and got out his 
meter. This seemed to be a sort of 
cross between a clamp -on type and a 
slide -back v.t.v.m., for he wrapped the 
test lead around my arm and then 
pumped up pressure with a little 
squeeze -bulb. Anyway he got a pretty 
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good potential reading on the meter, 
and then he tried a little 'circuit dis- 
turbance' testing by having me hop up 
and down a few times to see if this 
made the meter reading change much. 
The reading must have been close 
enough to the proper potential ex- 
pected, for he put that thing away, too. 

"Next on the agenda was some 'sig- 
nal injection' testing. He had me cross 
my knees and then rapped me just be- 
low the kneecap with a little rubber 
hammer that I'd like to have for rap- 
ping tubes. Every time he injected a 
pulse signal into the nervous system in 
this fashion my foot would kick, and 
that seemed to make him happy. 

"From there I went to what I figure 
must have been a 'front- end -or- tuner- 
specialist.' He took a real lively inter- 
est in my ears, eyes, nose, and throat. 
When he got to the eyes he found my 
stereo balance wasn't quite what it 
should be; so he wrote a prescription 
for a new pair of lens to take care of 
that. He also ran a frequency response 
check on my ears and found the re- 
sponse was drooping a few db on the 
high -frequency end, but I guess that 
goes along with getting old and wise 
especially old. 

"Oh yes, I almost forgot, they ran a 
sort of efficiency check on me, too. 
They called it basal metabolism, but 
actually all they did was check my 
idling current, you might call it. An 
interesting thing was that they did 
this by the same roundabout method 
we use when we measure the voltage 
drop across a resistor to get at the cur- 
rent through it. The energy required 
to maintain the basic body functions is 
indicated by the amount of heat 
thrown off by the body at rest in a 
twenty -four hour period. Since it would 
be extremely difficult to measure this 
directly, they simply measured the 
amount of oxygen I consumed in a 
given period of time. They know that 
every liter of oxygen consumed by a 
normal person under controlled con- 
ditions gives off 4.825 calories of heat; 
so figuring out my basal metabolism 
rate was as easy as using Ohm's Law." 

"I can see you felt right at home," 

Barney said enviously. "While you 
were goofing off with pretty nurses 
fluttering all around, I was wrestling 
with the worst bunch of stupid, 
crabbed, demanding, insulting, ornery 
customers I've seen in many a day." 

A smile creased Mac's face, and 
finally he broke into a reminiscent 
chuckle. "That brings up one more 
thing I learned today," he said, "some- 
thing I'm sure I'll remember for a long, 
long time. I told the doctor I had been 
feeling a little pooped lately but that I 
couldn't tell if I were run down or just 
lazy. That led to talk about how a 
person could tell when he really needed 
a vacation, and Doc came up with this 
story about how a doctor friend of his 
decided the matter: 

"When this doctor would begin to 
wonder about himself, he would park 
his car behind his office and let him- 
self quietly in through a back door. 
Then he would tiptoe forward through 
his suite of rooms until he came to a 
spot where a camouflaged peephole per- 
mitted him to look into his waiting 
room without being seen. He would 
take a long and careful look through 
that peephole, and when he saw the 
waiting room was filled with nothing 
but slobs, he knew it was time to take 
a vacation!" 

Barney laughed in spite of himself. 
"That makes a lot of sense," he agreed. 
"Customers aren't really all angels one 
day and all fiends the next; but the way 
we feel can make them so. The next 
time I run into a string of goat -getters, 
I'll remember the doctor and his wait- 
ing room." 

"Well," Mac said as he walked over 
to the bench, "what did you do today 
to help me pay the whopping bill I have 
in my pocket ? You've been turning out 
sets like hot -cakes, I hope, I hope!" 

"Not exactly," Barney said hesitant- 
ly. 

"What do you mean : 'Not exactly' ?" 
Mac demanded. 

"Well, I've been working on that lit- 
tle transistor set on the bench ever 
since lunch." 

'What's the matter With it ?" 
"Take a listen," Barney said as he 

slowly tuned the receiver across the 
broadcast band. At the high end of the 
band reception was fair, but as the dial 
was turned to the lower frequencies, 
the background noise rose higher and 
higher until it almost swamped sta- 
tions normally heard with good noise 
quieting. 

"How's the alignment ?" 
"Right on the button; I checked it 

twice." 
"Did you try signal injection and 

signal tracing to try and find out which 
circuits were not acting normally ?" 

"When I run an i.f. signal into the 
input of the converter- oscillator tran- 
sistor, it goes right on through; and 
the sensitivity seems good; but when I 
try to pull in a station, especially one 
below 1000 kc., the signal -to -noise ratio 
is stinko." 

"Hm- m -m -m, did the customer give 
you any clue ?" 

(Continued on page 110) 
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SAVE V2 THE TIME 
Make Twice The Profit! 

in TV 

Trouble- Shooting 

THIS EASY 
SIGNAL INJECTION 

POINT-TO-POINT - 

DIRECT VIEWING 

L AN VST 

e o 
e-. 

o e 

Solve Rough Sweep Output Problems 

NEW Model A1O7 
DYNA -SWEEP 
CIRCUIT ANALYZER 

Saves many hours of service work. 
Provides vertical and horizontal 
sync and driving pulses that enable 
you more easily and quickly to 
check out every stage in the sync 

and sweep sections of a television 
receiver. 

Tracks down troubles in the horizontal and vertical output circuit 
including defective output transformer and yoke; checks for shorted 
turns, leakage, opens, short circuits, and continuity. Includes unique 
high-voltage indication. Eliminates trial and error replacements. 

MdI A107 Dyna- Sweep. Companion unit for use only with 
BAK Model 1075 Television Analyst for driving source. 

Net, 549.95 
Model 1070 Dy na -Sweep. Same as Model A107 but has 
its own horizontal and vertical driving pulse, and is used inde- 
pendently of the Model 1075. Net, 569.95 

November, 1959 

MODEL 1075 
TELEVISION 

ANALYST 
New Technique Makes TV Servicing 
Easier, Faster, More Profitable 
Thousands of service technicians already save 
thousands of hours every day with the amazing 
B &K TELEVISION ANALYST. Enables you to inject 
your own TV signal at any point and watch the 
resulting test pattern on the picture tube itself. 
Makes it quick and easy to isolate, pin -point, and 
correct TV trouble in any stage throughout the 
video, audio, r.f., i.f., sync, and sweep sections of 
black & white and color television sets- including 
intermittents. Makes external scope or wave -form 
interpretation unnecessary. Enables any serviceman 
to cut servicing time in half, service more TV sets 
in less time, really satisfy more customers, and 
make more money. Color generator provides 
both rainbow pattern and color bars. 

MODEL 1075 TELEVISION ANALYST. Complete with standard 
test pattern, white dot, white line, and color-bar 

$Z599$ slide transparencies, and one clear acetate. Net, 

See your B&K Distributor or Write for Bulletin ST24-N 

B s K .MANUFACTURING CO, 
1801 W. BELLE PLAINE AVE CHICAGO 13, ILL. 

Conodo Atlas Rodio Corp., 50 Wrngold, Toronto 10, Ont. 
Export Empire Exporters, 277 Broadway, New York 7, U.S.A. 
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EVERYTHING A CLOCK -RADIO CAN OFFER 
. . . AND PORTABLE TOO! 

Completely portable, all- transistor circuit 
Runs up to 500 hours on standard batteries 
Deluxe features at half the cost 
Easy to assemble 

"YOUR CUE" TRANSISTOR CLOCK 
RADIO KIT (TCR -1) 
Takc all the deluxe features found in the most expensive clock - 

radios, add the convenience of complete portability, plus a 

modern 6- transistor battery operated circuit ... then slash the 

price at least in half, and you have the new Heathkit "Your 
Cue" Transistor Portable Clock Radio. 

Packing every modern clock -radio feature into a compact, 
beautifully styled turquoise and ivory plastic cabinet, "Your 
Cue" lulls you to sleep, wakes you up, gives you the correct time 
and provides top quality radio entertainment in and out -of- 
doors. It can also be used with the Heathkit Transistor Intercom 
system, opposite page, to provide music or a "selective alarm" 
system for one or more rooms covered by the intercom system. 

An "Alarm -set" hand, hour hand, minute hand and sweep 

second hand grace the easy -to -read clock dial. All controls are 

conveniently located and simple to operate. The "lull -to- sleep" 
control sets the radio for up to an hour's playing time, auto- 
matically shutting off the receiver when you are deep in slum- 
ber. Other controls set "Your Cue" to wake you to soft music, 
or conventional "buzzer" alarm. A special earphone jack is 

provided for private listening or connection to your intercom 
or music system. At all times crystal -clear portable radio enter- 
tainment is yours at the flick of a switch. 

The modern 6- transistor circuit features prealigned IF's for 
ease of assembly. A tuned RF stage and double tuned input to 
the IF stage assure top performance. The built -in rod -type 
antenna pulls in far -off stations with outstanding clarity while 
a large 4' x 6' speaker provides tonal reproduction of unusual 
quality. 

HEATHKIT TCR-1 $4595 

Six easily obtainable penlight -size mercury batteries power 

the radio receiver up to 500 hours, while the clock operates up 

to 5 months from a single battery of the same type. Ordinary 
penlight cells may also be used with reduced battery life. 

The handsome two -tone cabinet, measuring only 31' H. x 8' 
W. x 71/2 D. fits neatly into the optional carrying case for beach 

use, boating, sporting events, hunting, hiking, or camping. 
Wherever you arc, you'll find "Your Cue" your constant 

companion. Shpg. Wt. 5 lbs. 

LEATHER CARRYING CASE 

HEATHKIT 

NO. 93 -3 

$495 
Shpg. Wt. 2 lbs. 

HEATH COMPANY /Benton Harbor, Mich. 
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New Transistor Innterconl Kit 
TALK WITH ANY OR ALL FIVE STAT IONS 
WITH YOUR OWN INTERCOM SYSTEM 

Battery Power Permits Placement Anywhere 

Versatile Unit has Many Important Uses 

Complete Privacy of Conversations Assured 

TRANSISTOR INTERCOM KIT (XI -1 and XIR -1) 

A flexible, versatile transistor intercom, has been developed by Heath engineers 
to enable you to set up your own communications system at an unbelievably 
low price. 

Consisting of a master unit (XI -1) and up to five remote stations (XIR -1), 
the system is designed for any remote unit to call the master, for any remote 
station to call any other remote station, or for the master unit to call any single 
remote unit or any combination of remote units. Complete privacy is assured, 

since a call to a remote station cannot be interrupted or listened to while the 
remote unit is in operation unless switched in by the master unit. Used with 
clock- radio, opposite page. it can serve as a music or "selective alarm" system. 

Transistor circuitry means long life, instant operation and minimum battery 
drain. Eight ordinary, inexpensive "C" flashlight batteries will run a unit for 
up to 300 hours of normal "on" time. Circuitry is especially designed for crisp. 
clear intelligible communication and the instant operation feature allows tuning 
of the units off between calls, extending battery life. Use of battery power does 

away with power cords, allowing each unit to be placed where most convenient. 
Only two wires are required between the master unit and each remote station. 
Beautifully styled. the Heathkit Intercom presents a new approach in design. 
Both master and remote stations have two -piece cases in ivory and turquoise 
for a rich, quality appearance. Batteries not included. Shpg. Wt. 6 lbs. 

AC POWER SUPPLY (XP -1) 

A permanent power supply for 24 -hour operation of the XI -1 Intercom on 
household current. Converts 110 V. AC to well filtered 12 -volt DC output, 
eliminating the need for batteries. Power supply is small, compact and fits in 
space normally occupied by batteries. 
HEATHKIT XP -1 $9.95 

HEATHKIT XI-1 (Master) 

$2795 

NEW IMPROVED DESIGN 
STEREO -MONO PREAMP KIT (SP -2A, SP -1A) 
Get the SP -2A Stereo Preamp kit now, or the SP-1A monophonic version which 
you can easily convert to stereo whenever you choose by assembling the second 
channel (C- SP -IA) and plugging it into your SP -1A. 

The SP -2A permits stereo, two channel mixing, or either channel monophonic 
use, and includes a remote balance control. 

Six inputs (12 in the stereo version) accommodate tape, magnetic phono and 
microphone, plus three separate high level inputs. Level controls provided on 
"mag. phono" and high level inputs. Switch selects NARTB equalization for 
tape head input, and RIRA, LP or 78 RPM compensation for mag. phono input 
HEATHKIT SP -1A (monophonic) Shpg. Wt. 13 lbs $37.95 
HEATHKIT C -SP -1A no. shown) (converts SP -1A to SP -2A) Shpg. Wt. 4 lbs. $21.95 

New 

HEATHKIT XIR-1 
(Remote) 

$695 
Shpg. Wt. 4 lbs. 

HEATHKIT SP-2A (stereo) 
Shpg. Wt. 15 lbs. 

$55695 

THE WORLD'S BIGGEST BARGAIN 
IN A HI -FI AMPLIFIER 
55 WATT HI -FI AMPLIFIER KIT (W -7A) 
Utilizing advanced design in components and tubes to achieve unprecedented 
performance with fewer parts, Heathkit has produced the world's first and only 
-dollar -a- watt" genuine high fidelity amplifier. Meeting full 55 -watt hi -fi rating 
and 50 -watt professional standards, the new improved W -7A provides a comfort- 
able margin of distortion -free power for any high fidelity application. 

The sleek, modern styling of this unit allows unobtrusive installation anywhere 
in the home. The clean. open layout of chassis and precut, cabled wiring harness 
makes the W -7A extremely easy to assemble. Shpg. Wt. 28 lbs. 

SPECIFICATIONS -Power output: HFi rating. 55 watts; Professional ratina. 50 watts. Pow. matrons: ±1 
mtput. Total harmonic distortion: Less than 2° %, from 30 cos to 15 be at 55 watts 

In tern,odu lotion distortion: Less than 1% a162 walls output usina 60 cps and 6 k signal mined 4:1. Hum 
and noise - weighted. Damping factor: Switch on front panel tor selecting either maxi- 

Output imperianaa: 4.8 and 16 ohms and 70.volttine. Power ropulromats: 117 volts, 
Dlmonsions:8W D..6W H. e 15" W. 

New 

HEATHKIT W-7A 

$5495 
November, 1959 77 
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New 

HEATHKIT SA-1 

$7995 

New 

HEATHKIT SA-2 

$5295 

HEATHKIT SA-3 

$2995 
78 

Stereo Amplifiers 
FOR THE FINEST IN STEREO... 
"DELUXE" 20 -WATT STEREO AMPLIFIER KIT (SA -1) 

Offering every deluxe feature imaginable in a stereo amplifier, the SA -1 

also provides 20 watts per stereo channel and 40 watts total monophonic 
power. Separate bass and treble tone controls for each stereo channel per- 
mit you to adjust sound reproduction to suit your taste. A 4- position func- 
tion switch (stereo, stereo reverse, channel A, channel B) makes it possible 
for any monophonic source to be fed into either channel individually or to 

both channels simultaneously. By adjusting the individual channels, you can 

even impart a pseudo- stereo effect to monophonic program material. A 
special "dimension" control eliminates the "hole -in- the -middle" effect 
sometimes produced through varying stereo recording practices. The SA -1 

features five switch -selected inputs for each channel; magnetic phono, tape 
head, and three auxiliary inputs for high level sources. A special sixth 
position on the selector switch permits use of a monophonic magnetic phono 
cartridge, through either or both channels. Magnetic phono inputs are 

RIAA equalized; tape head input is NARTB equalized. All inputs, except 
that for the "tape head" feature individual level controls. Ganged volume 
controls permit adjusting the gain of both channels simultaneously, and 
a separate balance control allows precise channel balancing. Internal 
amplifier controls for each channel are also provided. Beautifully styled with 
vinyl -clad steel cover in leather -like texture of black and inlaid gold design. 
Shpg. Wt. 30 lbs. Available Soon. 

YOUR BEST DOLLAR VALUE 
IN STEREO... 
14 -WATT STEREO AMPLIFIER KIT (SA -2) 

Complete control of your entire stereo system is at your fingertips with this 

versatile Stereo Amplifier- Preamplifier combination. Providing 14 watts 
per stereo channel, or 28 watts total monophonic, the SA -2 offers every 

modern feature required in a master stereo control center, and at a price 
to please the budget minded. Shpg. Wt. 23 lbs. 

SPECIFICATIONS -Power output: 14 watts per channel. '" "- '- ' °ssional "; 
16 watts per channel, "utility". Pow.. response: i1 db from :' Total har- 

moniedistortion: less than 2 %. 30 cos to 15 kc at 14 Internmdulation distortion: than 1% 

at 16 watts output using 60 cps and 6 kc signal in:. Hum and noise: -: g. r' db below 

14 watts; tuner and crystal phono, 63 db below 14e.'.' Controls: ., ganged 

treble; 4- position selector; speaker phasing switch. AC receptacle: I ], 1 norm::. Inputs: 4 stereo or 

8 monophonic. Outputs: 4, 8 and 16 ohms. Dimensions: 4W H. x 15 W. + 6' D. Pow., rpuinmentc 117 

volts. 50/60 cycle, AC, 150 watts (I used). 

GO STEREO FOR $29.95 
ECONOMY STEREO AMPLIFIER KIT (SA -3) 

This amazing performer delivers more than enough power for pure, undis- 

torted room- filling stereophonic sound at the lowest possible cost. Featuring 

3 watts per stereo channel and 6 watts as a monophonic amplifier, the 

SA -3 has been proven by exhaustive tests to be more than adequate in 

volume for every listening taste. 
You will find its ease of assembly another plus feature. Heathkit con- 

struction manuals, world famous for their clarity and thoroughness, lead 

you a simple step at a time to successful completion of the kit. Larger than 

life-size diagrams show you exactly what each part looks like, where it goes, 

and how it is installed. 
The amplifier is tastefully styled in black with gold trimmed control 

knobs and gold screened front and rear panel. A tremendous buy at this 

low Heathkit price! Shpg. Wt. 13 lbs. 

SPECIFICATIONS -Power output: 3 watts per channel. Power response: it db from 50 cos, 20 kc at 

3 watts out. Total harmonic distortion: less than 3 %: 60 cps, 20 kc. IntermodalatIon distortion: less than 

2% L 3 watts output using 60 cycle 6 6 kc signal mixed 4:1. Hum and noise: 65 db below lull output. Con- 

kola: dual clutched volume, ganged treble. ganged bass: 7.posdion s'.I- r: Speaker phasing switch; on.olf 

switch. Inputs (each channel): tuner, crystal or ceramic phono. Outputs (each I): 4, 8, 16 ohms. 

Finish: black with gold trim. Dimensions: 12ií- W. x 6W D. x 3,Ç H. 

ELECTRONICS WORLD 
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New Amplifiers & Tuners 

A NEW AMPLIFIER AND PREAMP 
UNIT PRICED WELL WITHIN 

ANY BUDGET 
14 -WATT HI -FI AMPLIFIER KIT (EA -3) 

This thrilling successor to the famous Heathkit EA -2 is one of the finest invest- 
ments anyone can make in top quality high fidelity equipment. It delivers a 
full 14 watts of hi -fi rated power and easily meets professional standards as a 
12 -watt amplifier. 

Rich. fill rang,. sound reproduction and low noise and distortion are 
achieved through careful design using the latest developments in the audio 
science. Miniature tubes are used throughout, including EL -84 output tubes 
in a push -pull output circuit with a special -design output transformer. The 
built -in preamplifier has three separate switch- selected inputs for magnetic 
phono, crystal phono or tape, and AM -FM tuner. RIAA equalization is 
featured on the magnetic phono input. Shpg. Wt. 15 lbs. 

NOTE THESE OUTSTANDING SPECIFICATIONS -Power output: 14 watts, HFi: 12 watts, Professional; 
16 watts. Utility. Power response: +1 db from 20 cps to 20 Cc at 14 watts output. Total harmonic distortion: 
less than 2 %,, 30 cos to 15 to at 14 watts output. IntermodulatIon distortion: less than 1% at 16 watts output 
using 60 cos and 6 kc sigr al mixed 4:1. Hum and noise: mag. phono input, 47 db below 14 watts; tuner and 
crystal phono, 63 db below 14 watts. Output impedances: 4, 8 and 16 ohms. 

HEATHKIT EA-3 

$2095 

NEVER BEFORE HAS ANY HI -FI 
AMPLIFIER OFFERED SO MUCH 

AT SO LOW A PRICE 
"UNIVERSAL" 14 -WATT HI -FI AMPLIFIER KIT (UA -2) 

Meeting 14 -watt 'hi -fi" and 12 -watt "professional" standards, the UA -2 lives 
up to its title "universal" performing with equal brilliance in the most demand- 
ing monophonic or stereophonic high fidelity systems. Its high quality, remark- 
able economy and case of assembly make it one of the finest values in high 
fidelity equipment. Buy two for stereo. Shpg. Wt. 13 lbs. 

SPECIFICATIONS -Power output: HFi rating. 14 watts; Professional rating, 12 watts. Power response: 
±1 00 from 20 cps to 20 k.: at 17 watts output. Total harmonic distortion: Less than 2% from 20 cps to 20 kc at 
14 watts output. Intermodulation distortion: Less than 1% at 14 watts output using 60 cps and 6 Cc signal mixed 
4:1. Hum and noise: 73 do below 14 watts. Output Impedances: 4, 8 and 16 ohms. Damping factor: Switched 
for unity or maximum; maximum damping factor 15:1. Input voltage for 14 watt output: .7 volts. Power re- 
quirements: 117 volts 50,60 cycles, 55 watts. Dimensions: I0- W. a 6 %" D. a 4 %- H. 

MORE STATIONS AND TRUE FM 
QUALITY ARE YOURS WITH THIS 

FINE TUNER KIT 
HIGH FIDELITY FM TUNER KIT (FM -4) 

This handsomely styled FM tuner features better than 2.5 microvolt sensi- 
tivity, automatic frequency control (AFC) with on-off switch, flywheel 
tuning and prewired, prealigned and pretested tuning unit. Clean chassis 
layout, prealigned intermediate stage transformers and assembled tuning 
unit makes construction simple -guarantees top performance. Flywheel 
tuning and new soft, evenly -lighted dial scale provide smooth, effortless 
operation. Vinyl- covered case has black, simulated-leather texture with gold 
design and trim. Multiplex adapter output also provided. Shpg. Wt. 8 lbs. 

SPECIFICATIONS -Tuning range: 88 to 108 me. Quieting sensitivity: 2.5 uv for 20 db of quieting. 
IF frequency: 10.7 roc. Image ratio: 45 db. AFC correction factor: 75 kc per volt. AM suppression: 25 db. 
Frequency response: s2 db 20 to 20.000 cos. Harmonic distortion: Less than 1.5 %. 1100 uv, 400 cycles 
100% modulation. Intermodulation distortion: Less than 1 %. 60 cycles and 6 kc mixed 4:1 1100 uy, 30% 
modulation. Antenna: 2) - I Output Impedance: 600 ohms (Cathode follower). Output 
voltage: nominal .5 volt . 20 uv signal). Power requirements: 105.125 volts 50160 
eye L, AC at 25 watts. Overall dimensions:: ' H. x I1'; Yl. x 5;;" D. 

lew 

$2295 

New 

Ar 

HEATHKIT FM-4 

$3495 
HEATH COMPANY /Benton Harbor, Mich. a subsidiary of Daystrom, Inc. 
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New Tape Recorders 

Choice of 3 Outstanding Models 

Compare With $350 -$400 Machines 

Preassembled Tape Mechanism 

Choice of Monophonic or Stereo models 

Complete versatility 

Easy to assemble, easy to use 

PROFESSIONAL QUALITY TAPE RECORDER KITS 
(TR -1 Series) 

Enjoy the incomparable performance of these professional quality tape 
recorders at less than half the usual cost. These outstanding kits offer a 

combination of features found only in much higher priced professional 
equipment, generally selling for $350 to 4400. Not the least of these 
special features is the handsome styling which characterizes the kits . 

a semi -gloss black panel is set off by a plastic escutcheon in soft gold, 
which is matched by black control knobs with gold inserts. The mechan- 
ical assembly, with fast forward and rewind functions, comes to you 
completely assembled and adjusted; you build only the tape amplifier. 
And, you'll find this very easy to accomplish, since the two circuit boards 
eliminate much of the wiring. Separate record and playback heads and 
amplifiers allow monitoring from tape while recording and a "pause" 
control permits instant starting and stopping of tape for accurate cueing 
and tape editing. A digit counter is provided for convenient selection 
of any particular recording. Push -pull knob provides instant selection 
of 3% or 71/2 IPS tape speed. Safety interlock on record switch reduces 
possibility of accidental erasure of recorded tapes. Shpg. Wt. 30 lbs. 

SPECIFICATIONS -Tape speed: 7.5' and 3.75" per second. Maximum reel size: 7'. 
Frequency response (r -playback): ±2.5 db. 30 to 12.000 cps at 7.5 IPS:±2.5 db. 
30 to 6.500 cos at 3.75 IPS. Harmonic distortion: IS or less at normal recording level: 3% 
or less at peak recording level. Siena) 4o -noise ratio: 50 db or better, referred to normal 
recording level. Flutter and wow:0.3° %, RMS at 7.5 IFS; 0.35% RMS at 3.75 IPS. Heads 
(3): eras, record, and in.lme ,turno playback (TR1C. monophonic playback). Playback 
equalization: MARTS r... :..1' " +2 lb Inputs (2): microphone and line. Input im- 
pedance: mepohm. Model TR -ID d TR -1E outputs (2): A and B stereo channels. 
Model TR -IC (I): ^v,' 'oho.''... Output levels: approximately 2 volts maximum. 
Output impedance: approvimat,'ly 600 onm (cathode followers) Recording level Indi- 
cator: professional type db meter. Sias erase Ire 60)c. Timing accuracy: ±2 %. 
Power requirements: 105.125 volts AC. 60 cycles. 35 watts. Dimensions: 15'2" W. x 13 '4' 
D. Total height 10 ¡-. Mounting: requires minimum of 8%" below and 1%- above mounting 
surface. May be operated in either horizontal or vertical position. 

MODEL TR -1C Monophonic Tape Deck: 
$159 xfl 

$16.00 DWN. 
Monophonic Record and Playback. J J $14.00 MO. 
MODEL TR -1D Two Track Stereo Tape Deck: Monophonic Record 
and Playback, plus Playback of 2- track 

sP169xnc 
$17.00 DWN. 

Pre. recorded Stereo Tapes (stacked). sP V J $15.00 MO. 
MODEL TR -1E Four Track Stereo Tape Deck: Monophonic Record 
and 
Pre- recorded Tapesc(stac (stacked). $169x95'$15.00 MO. 
MODEL C -TR -1C Conversion Kit: Converts TR -1C to 7R-1D (see 
TR -1 D description above). Shpg. Wt. 2 lbs $19.95 
MODEL C -TR -10 Conversion Kit: Converts TR -1D to TR1E (see 
TR 1E description above). Shpg. Wt. 2 lbs $14.94 
MODEL C- TR- 1CQConversion KIt:Converts TR -I C to TR -1 E 
(see TR-I E description above). Shpg. Wt. 2 lbs $19.95 

HEATH COMPANY /Benton 

STEREO -MONO TAPE RECORDER KITS (TR -1A Series) 

Here are the tape recorders the avid hi -fi fan will find most appealing! 
Their complete flexibility in installation and many functions make them 
our most versatile tape recorder kits. This outstanding tape recorder 
now can be purchased in any one of three versions. You can buy the 
new two -track (TR -IAH) or four -track (TR -IAQ) versions which 
record and play back both stereo and monophonic programming, or the 
two -track monophonic record -playback version (TR -IA) and later con- 
vert to either too -track or four -track stereo record -playback models by 
purchasing the MK-4 or MK -5 conversion kits. The tape deck mecha- 
nism is extremely simple to assemble. Lone, faithful service is assured by 
precision bearings and close machining tolerances that hold flutter and 
wow to less than 0.35%. Power is provided by a four -pole, fan -cooled 
induction motor. One lever controls all tape handling functions of for- 
ward, fast -forward or rewind modes of operation. The deck handles up 
to 7' tape reels at 7.5 or 3.75 IPS as determined by belt position. The 
TR -1A series decks may be mounted in either a vertical or horizontal 
position (mounting brackets included). The TE -1 Tape Electronics kits 
supplied feature NARTB equalization, separate record and playback 
gain controls and a safety interlock. Provision is macle for mike or line 
inputs and recording level is indicated on a 6E5 "magic eye" tube. 
Two circuit boards simplify assembly. 

MODEL TR -IA: Monophonic two -track record /playback with fast for- 
ward and rewind functions. Includes one 

cho oc $10.00 DWN. 
TE -4 Tape Electronics kit. Shpg. Wt. 24 lbs. $ U $9.00 MO. 

TR IA SPECIFICATIONS -Frequency response: 7.5 IPS ±3 db 50 to 12.000 cos; 
3.75 IPS ±3 db 50 to l'.003 co' Signal -to -noise ratio: b. Itar than 45 db below full output 
of 1.25 volts /channel. Harmonic distortion: Les:. titan 2';. at full output. Sias arase Ire- 

: 60 kc (push -pull oscillator). 

MODEL TR -IAH: Two -track monophonic and stereo record /playback 
with fast forward and rewind functions. Two $149.Qc $15.00 DWN. 
TE.4 Tape Electronics kits. Shpg. Wt. 36 lbs. Y ..rsJ $13.00 MO. 
TR -IAH SPECIFICATIONS-Fr eguency response: 7.5 IPS t3 db 40 to 15.000 cos: 
3.751 PS f db 40 to 10.000 cps. Signal-to -noise ratio:45 db below lull output of 1 volt /chan- 
nel. Harmonic distortion: less than 2% at full output. Sias erase frequency: 60 tic 
(push pull oscillator). 

MODEL TR -IAQ: Four -track monophonic and stereo record/playback 
with fast forward and rewind functions. Two $149 me $15.00 

DWN. 
TE -4 Tape Electronics kits. Shpg. Wt. 36 lbs. P $13.00 MO. 
TR -fAQ SPECIFICATIONS -Frequency response: 7.5 IPS f3 do 40 to 15.000 cos: 
3.75 IPS f3 db 40 to 10.000 cps. Signal -to noise ratio: 40 db below full output of .75 volts 
channel. Harmonic distortion: less than 2% at full output. Sias erase: 60 kc (push -pull 
oscillator). 

Harbor, Mich. 
II 

a subsidiary of Daystrom, Inc. 
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New 1eo» s1 ic Suspension" 
Speaker System Kit 

FEATHKIT AS-2U (unfinished) 

$6995 
HEATHKiT AS-2M (mahogany) 4179.96 
HEATHKIT AS-28 (birch) EACH 

New Test 
Equipment t 

HEATHKIT FMO -1 Price to be 
announced 

HEATHKIT RF-1 

November, 1959 

NOW- FOR THE FIRST TIME - EXCLUSIVELY FROM HEATH 
ACOUSTIC SUSPENSION HI -FI SPEAKER SYSTEM KIT (AS -2) 
A revolutionary principle in speaker design, the Acoustic Research speaker 
has been universally accepted as one of the most praiseworthy speaker sys- 
tems in the world of high fidelity sound reproduction. Heathkit is proud to 
be the sole kit licensee of this Acoustic Suspension principle from AR, Inc., 
and now offers for the first time this remarkable speaker system in money- 
saving, easy -to -build kit form. 

The 10' Acoustic Suspension woofer delivers clean, clear extended -range 
bass response and outstanding high frequency distribution is provided by the 
specially designed "cross- fired" two -speaker tweeter assembly. 

Another first in the Heathkit line is the availability of preassembled and 
prefinished cabinets. Cabinets are available in prefinished birch (blond) or 
mahogany, or in unfinished birch suitable for the finish of your choice. Kit 
assembly consists merely of mounting the speakers, wiring the simple cross- 
over network and filling the cabinet with the fiberglass included. Shpg. 
Wt. 32 lbs. 

SPECIFICATIONS- Frequency response (at tg watts input): ±5 db. 42 to 14.000 cps: 10 db down at 30 
and 16,000 cps. Harmonic distortion: bulots 2% dots" below 3% down to 40 cos at 10 watts input 
in Comer room location. im :8 ohms. ted amplifier power: 20 watts minimum. Suggested 
damping factor: high (5:1 or greater). Efficiency:.. ... ..'. Distribution angle: 70° in horizontal plane. 
Dimensions: 24' W, x 131'," H. x 11%" D. 

AN INSTRUMENT LONG -AWAITED 
BY SERVICE TECHNICIANS 

EVERYWHERE! 
HEATHKIT FM TEST OSCILLATOR KIT (FMO -1) 

Here in one compact, easy -to -use instrument are provided all the test signals 
and sweep frequencies required for fast, easy alignment and troubleshooting 
of RF, IF and detector sections of FM tuners and receivers. An instrument 
unique in the test equipment field ... being the only one of its type designed 
especially for FM service work. 

SPECIFICATIONS- Output frequencies. r RF alignment. 90 mc (FM band low end). 100 me (FM band 
middle range). 107 me rod Modulation: 400-cycle incidental FM. IF and detector alignment: 
10.7 mc sweep. Sweep width markers: -r 1 Inc, variable. 10.7 mc (crystal). 100 kc sub.markers. 
Modulation: 400.crr For other applications: 'O.O mc (crystal) and harmonics. 100 kc. 400 -cycle audio. 
Controls: main's. , . , . i, oncentric level control, marker Oscillator switch /con. 

output control, AFRF (source impedance) switch. Power 
supply: - ' Power requirements: 105.125 V. 50 /60 cycles. 12 watts. Cabinet 

PREASSEMBLED AND ALIGNED 
BANDSWITCH /COIL ASSEMBLY 

RF SIGNAL GENERATOR KIT (RF -1) 

Moderately priced, and capable of precision performance the RF -1 provides 
highly accurate and stable RF signals for trouble- shooting and aligning RF 
and IF circuits of all kinds. Modulated or unmodulated RF output of at least 
100,000 microvolts is available, controlled by both fixed -step and continu- 
ously variable controls. A built -in 400 cycle audio generator with 10 -volt 
output provides internal modulation of RF signal and is available separately 
for audio tests. A preassembled bandswitch and coil assembly, aligned to 
factory precision standards, eliminates the need for special alignment equip- 
ment. Shpg. Wt. 7 lbs. 

SPECIFICATIONS -Freg e e Band A. 100 kc to 320 kc: Band B. 310 kc to 1.1111C; Band C. I me to 
c; Band D. 3.1 me to IT mc: Band E. 10 mc to 32 roc: Band F. 32 me to 110 roc. Calibrated harmonics: 

-c to 220 mc. Accuracy:2r %,. 0 : impedance. 50 ohms; voltage. in excess of 100,000 uv on all bands. 
Modulation: internal, 400 cycles aoorox 30% depth; external. approx. 3 V across 50 k Ohm for 30%. 4M cycles 
audio output: approx. 10 V open circuit. Tube complement: VI 12AT7 RF gscillator, V2 6AN8 modulator 

u output. Power requirements: 105.125 V 50/60 cycles AC. 15 walls. Aluminum cabinet dimensions: 
b"W. x 9h" H. x5 "D. 
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New 

HEATHKIT KS-1 

$16995 

HEATHKIT KL-1 

$41500 

HEATHKIT XC-2 

$3695 

HEATHKIT UT-1 

$2895 
82 

Ham Radio Gear 
TOP POWER WITH ECONOMY 
AND SAFETY 
KILOWATT POWER SUPPLY KIT (KS -1) 
'I he KS -I is designed as a companion to the "Chippewa" Linear Amplifier 
and is also suitable for supplying plate power to most other RF amplifiers in 
the medium to high power class. The KS -1 features an oil -filled, hermetic- 
ally sealed plate transformer to minimize corona, a swinging choke in the 
filter circuit for good regulation, and a 60- second time delay relay to permit 
adequate heating of the mercury vapor rectifiers before application of 
plate voltage. All components are conservatively rated and well insuláted 
for long life and dependable service. Shpg. Wt. 105 lbs. 

SPECIFICATIONS- Maximum DC power output: 1500 watts. Nominal DC voltage output: 3000 or 
Maximo m DC current output: Average 500 n ,. 1000 ma. Regulation: 180 to 600 ma(tyoical 

- O Is 33) ma (typical class C amer' - ë: 0 to 500 ma, 15 %. Ripple: Less than 1 %. 
Tube complement: (2) 8664 mercury vapor rectifier Recommended amblent temperature: 50 to 100 

Circuit: t:. .. :I'.: mercury vapor r - r full wave. Single -phase configuration with 
awing :n0 cho.e inn t ' . Line power requi, ,mo cis 5 V, 50/60 cycles, 20 amperes; 230 V. 50/60 
cycles. 10 ampere-. Chassis size. 17'/.- W. x I: 

MOVE TO THE TOP IN 
TRANSMITTING POWER 
"CHIPPEWA KILOWATT LINEAR AMPLIFIER KIT (KL -1) 
The KL -1 operates at maximum legal amateur power inputs in SSB, CW 
or AM service using any of the popular CW, SSB and AM exciters as a 
driver. Premium tubes (4- 400's) push the "Chippewa" to top performance 
levels while a centrifugal blower provides more than adequate cooling. 
Shpg. Wt. 70 lbs. 

SPECIFICATIONS -NF section: Driving power required (10 meters); Class ABt (tuned grid) 10 watts 
peak; Class C (tuned grid) 40 watts: Class ABI (swamped grid) 60 watts peak. Power Input: Class A131 

(558 -voice modulation) 2000 watts PEP; Class ABI (SSBtwo tone test) 1300 watts; Class ABt (AM linear) 
1000 watts: Class C (CW) 1000 watts. Power output (2g m ): Class ABI (558 -voice modulation) 900 
watts PEP; Class ABI (SSB -two tone test) 550 watts; Class ABI (AM linear) 300 watts; Class C (CW) 750 watts. 
Output Impedance: 50 to 72 ohms (unbalanced). Input Impedance: 50 to 72 ohms (unbalanced). Sand 
coverage:80, 40, 20, 15 and 10 meters. Panel metering:0 to 50 ma. grid current: 0 to 100 ma screen current: 
0 to 5000 volt plate voltage; 0 to 1000 ma plate cure. -t. Tube complement: Final tubes. (2) 4á00A; clamp 
tube, (1)6D06; voltage regulators. (4) OD3, (2) Cl. Power requirements: AC (power supply primary cir. 
cuit),250watts. 115 volt, 50 /60cycles; DC, 3000to:. ts, 450 ma. Cabinet slag: 1900 W. 115Ç H. x 16- D. 

2 -METER CONVERTER KIT (XC -2) 
Extends coverage of the Hcathkit "Mohawk" Receiver to the 2 -meter band. 
May also be used with receivers tuning a 4 mc segment between the fre- 
quencies of 22 and 35 mc when appropriate crystal is used. Shpg. Wt. 7 lbs. 

SPECIFICATIONS -Noise figure: 4.5 db: 1 uy signal provides 20 db thermal noise quieting. SensitIvity: 
aporox..1 uy input will provide a signal better than 6 db over noise level. Gain: approx. 40 db. Pus band: 
essentially flat 144 to 148 Inc; approx. 35 db down at 143 and 149 Inc. Image rNeetlon: better than 100 db 
(tunable). Output Impedance: 50 to 75 ohms. Input Impedance: 50 to 75 ohms; 300 ohms with baton. 
Fr input. 144 to 148 mc; output, 22 to 26 me with crystal supplied. Tubes: 6ÁM4, 6BS8. 6EA8, 
12AT7. Crystal: .005% 3rd overtone. Power requirements: 150 volts DC at 50 ma (dropping resistor Sup- 
plied for 210 VDC R)(.1 operation) 6.3 volts AC /DC at 1.375 amps. Si..: 9' W. x 5%' H. x 4'/,- D. 

"BEST BUY" UTILITY POWER SUPPLY KIT (UT -1) 

This power supply is ideal for converting the Hcathkit "Cheyenne" and 
"Comanche" mobile transmitter and receiver to fixed station operation; 
or may be used to provide necessary filament and plate voltage for a wide 
variety of amateur equipment. Features silicon diode rectifiers, high capac- 
ity filters for superior dynamic regulation, and line filtering to minimize 
TVI and reduce receiver line noise. On ICAS basis, provides 150 watts DC 
plus filament power for 6.3 volt or 12.6 volt filament applications (6.3 VAC., 
8 amps. or 12.6 VAC., 4 amps.; 600 VCD., 250 ma or 600 VDC , 200 ma 
and 300 VDC., 100 ma). Less than 1% ripple; excellent regulation. 
Housed in attractive green and gray -green cabinet measuring 9" long, 
4%4" wide, 6' high. Shpg. Wt. 15 lbs. 
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New Citizen''s Band Transceiver 
WIRED OR KIT FORM 

HEATHKIT CB-1 HEATHKIT W-CB-1 

$4295 $6095 
(wired model) 

$6.10 dwn., $6.00 mo. Te 

Both models include transceiver, crystal, 
microphone and two special power cords. 

! t 

No Tests to Take -No Operator's License Required 
Any Citizen 18 or Older Can Have Own Station 
Hundreds of Business and Personal Uses 

CITIZEN'S BAND TRANSCEIVER KIT (CB -1) 
The Heathkit CB -I Citizen's Band Transceiver is a compact radio transmitter and 
receiver combination designed to operatc on the new 11 -meter "Citizens Band ". No 
tests to take, no special knowledge or operator's license required ... you need only 
fill out forms we supply, and mail them to FCC to apply for station license. Operates 
just like any short wave radio used by police and other communication services. 
Front panel switch selects both "transmit" and "receive'.'. Two or more Heathkit 
Transceivers provide you with your own 2 -way radiotelephone system for making 
necessary business and personal contacts with family, friends or associates. A Heathkit 
accessory power supply makes the CB -1 completely portable for use in cars, trucks, 
boats, etc., using s or 12 volt batteries. With appropriate accessory antenna, the CB -1 

can be used for communicating between truck and office, home and automobile, boat 
and shore, farm -house and field ... literally hundreds of useful applications. Comes 
complete with microphone, 2 power cords for mobile or fixed operation, station ID 
card, call letters. and crystal for one channel and FCC application form. Order 
power supply and antenna separately. Attractively styled in two -tone "mocha" 
and "beige ". Shpg. Wt. 10 lbs. 

SPECIFICATIONS- Re.Iver typo. Superreoenarativ.. 
m to plate of final RF amplifier (FCC requirement). Trans ,,,dl, 

quartz crystal operating within 0.005`` %0 of marked char.. '. 

AM plate and screen modulation automatically lin, .:. 
Internal 117 V. 50160 cycles, AC (35 watts). For 6 

(6.5 amps): for 12 V battery power. use VP -1.12 (4 al . Total B 
heater requirements, 6.: volts at 1.8 amps. or 12.6 volt at u.9 aa):. 
wain collane doubler circuit. Microphone: Combination hand-h. 
case, with cord and eornr:ctor. RF output lmpdanco: 50 ohm, 
audio power output: Approximately 1 watt. Line corde: Two sue 
operation. Power circui-s automatically switched when approeri.t 
,Ions: 8- H. x 6- D. x 9'/.- W. 

NOTE: all prices and specifi- 
cations subject to change 
without notice. 
Enclosed find ( ) check ( ) 

money order. Please ship 
C.O.D.( 

On Express orders do not in- 
clude transportation charges 
-they will be collected by the 
express agency at time of 
delivery. 

On Parcel Post Orders include 
postage for weight snown. All 
prices are NET F.O.B. Benton 
Harbor, Michigan, and apply 
to Continental U.S. and Pos- 
sessions only. 20% Deposit 
required on all C.O.D. orders. 

HEATHKITS ar 

November, 1959 

tag, Pow*, Input: 5 watts maxi 
r ,,'quanzy control: Third overtone type 

-Cn 
-20 and +130.F. Modulation: 

C requirements). Power supply: 
.ßa101 VP -1.6 Vibrator Power Supply 

requirements: 260 volts at 60 ma: total 
Power rectifier: 2 silicon diodes in lull 

': .'sk type. ceramic element, plastic 
S w esker Undlstosed 

re for AC op, one for battery 
ord Is plugged Cabinet dlmn 

SPECIFY FREQUENCY CHOICE 
(1st and 2nd choice) 

CLASS D CITIZEN'S BAND 
FREQUENCIES 

26.965 me 27.035 me 27.115 me 27.185 mc 
26.975 me 27.055 me 27.125 me 27.205 mc 
26.985 me 27.065 me 27.135 me 27.215 mc 
27.005 me 27.075 me 27.155 me 27.225 mc 
27.015 me 27.085 me 27.165 me 27.255 mc 
27.025 me 27.105 Mc 27.175 me 
*This channel shared with Class C Radio Control. 

ANTENNAS 
CBU -1 "UTILITY" ANTENNA $9.95 
Good coverage, portable antenna for temporary mobile 
or Axed installations. 451/2' base- loaded antenna, 12' 
connecting cable, mounting bracket and clip. 3 lbs. 
CBM -1 "MOBILE" ANTENNA $19.95 
Best coverage mobile installation. Easy to install spring 
base, %1 wave, 9' whip; 15' connecting cable and neces- 
sary hardware. 7 lbs. 
CBF -1 "FIXED LOCATION" ANTENNA $19.95 
Excellent coverage, % wave "ground plane ", 9' ele- 
ments; 50' connecting cable and mounting bracket. 7 lbs. 
WIRED AND KIT FORM 
POWER SUPPLIES FOR MOBILE USE 
6 volt Vibrator Power Supply for use with 6 volt ha :tcriec. 
KIT -Model VP -1-6. Shpg. Wt. 4 lbs $7.95 
WIRED -Model WVP -1 -6. Shpg. Wt. 4 lbs $11.95 
12 volt Vibratorl'os er Supply for use with12 volt batteries. 
KIT -Model VP -1 -12. Shpg. Wt. 4 lbs $7.95 
WIRED -Model WVP -1 -12. Shpg. Wt. 4 lbs $11.95 

HEATH COMPANY BENTON HARBOR 15, 

a subsidiary 

Name 

MICH. 

of Daystrom, Inc. 

SHIP VIA 

Parcel Post 

Express 

Freight ] Best Way 

Address 

City d Zone State 
(PLEASE PRINT) 

QUANTITY ITEM MODEL NO. PRICE 

L SEND FREE HEATHKIT CATALOG 

POSTAGE 

TOTAL 

e also available at your Dealer onenextt page 
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Here's where to buy 
your HEATHKIT locally . 

CALIFORNIA 
BERKELEY 

scKIT Corporation 
CHICO 

Dunlap Radio t TV 
EL CAJON 

Tetrad Electronics 
FRESNO 

Dunlap Radio TV 
LOS ANGELES 

Kierulil Sound Corporation 
(2 Locations) 

MAR YSVILLE 
Dunlap Radio TV 

MERCED 
Dunlap Radio l TV 

MODESTO 
Dunlap Radio A TV 

PALO ALTO 
Zack Electronics 

RIVERSIDE 
Kierulfl Sound CorporatiOB 

SACRAMENTO 
Dunlap Radio TV 

SAN DIEGO 
Talrad Electronics 

SAN FRANCISCO 
Zack Electronics 

SANTA BARBARA 
tacKIT Corporation 

STOCKTON 
Dunlap Radio A TV 

TARZANA 
KleruHH Sound Corporation 

VISALIA 
Dunlap Radio A TV 

DELAWARE 
WILMINGTON 

Radio Electric Service CO. 

FLORIDA 
COCOA 

Thurow Distributors, Inc. 
DAYTONA BEACH 

Thurow Distributors, Inc. 
JACKSONVILLE 

Thurow Dietrlbulor.. Inc. 
MIAMI 

Thurow Dlslrlbutors, Inc. 
ORLANDO 

Thurow Dlslrlbutors, Inc. 
PENSACOLA 

Thurow Distributors, Inc. 
ST. PETERSBURG 

Thurow Distributor, Inc. 
TALLAHASSEE 

Thurow Distributors, Inc. 
TAMPA 

Thurow Distributors, Inc. 

ILLINOIS 
ALTON 

Radonlcs- Alton. Inc. 

INDIANA 
FORT WAYNE 

Ft. Wayne Electronics Supply. Inc. 
INDIANAPOLIS 

Graham Electronics Supply, Inc. 
LAFAYETTE 

Lafayette Radio Supply Co.. Inc. 
MUNCIE 

Muncie Electronic. Supply. Inc. 

IOWA 
DES MOINES 

Radio Trade Supply Co. 
FORT DODGE 

Radio Trade Supply Co. 
MARSHALLTOWN 

Radio Trade Supply Co. 
WATERLOO 

Radio Trade Supply Co. 

LOUISIANA 
LAFAYETTE 

Sterling Electronics, Inc. 

BALTIMORE 
American Distributing Co. 

(2 Locations) 
The HI -FI Shop 

SALISBURY 
Radio Electric Service Co. 

MASSACHUSETTS 
BOSTON 

Audlonlcs, Incorporated 

H EAT HKIT 

4 

MICHIGAN 
ALLEN PARK 

Volta Electronic, 
DETROIT 

High Fidelity Workshop 
PONTIAC 

High Fidelity Workshop 

MINNESOTA 
DULUTH 

Law Bonn Company 
LA CROSSE 

Law Bonn Company 
MINNEAPOLIS 

HI -FI Sound 
Law Bonn Company 

ST. PAUL 
HI -FI Sound 
Law Bonn Company 

MI 
ST. LOUIS 

Radonics 
(2 Locations) 

Redonics -West. Inc. 
Radonics- Gravois, Inc. 

NEW 
ATLANTIC CITY 

Radio Electric Service Co. 
CAMDEN 

Radio Electric Service Co. 
MOUNTAINSIDE 

Fedeated Purchaser, Inc. 
NEWARK 

Federated Purchaser, Inc. 

NEW YORK 
ALBANY 

Fort Orange Radio Dist. Co., Inc. 
BATH 

Rochester Radio Supply Co., Inc. 
BELLEROSE 

Cross Island Electronics, Inc. 
BINGHAMTON 

Stack Electronics, Inc. 
BROOKLYN 

Acme Electronics, Incorporated 
ELMIRA 

Stack Electronics, Inc. 
FARMINGDALE 

Gem Elec. Distributors, Inc. 
FOREST HILLS 

Seam Electronics, Incorporated 
GENEVA 

Rochester Radio Supply Co.. Inc. 
HERKIMER 

Herkimer Electronic. Co.. Inc. 
HICKSVILLE 

Gem Elec. Distributors. Inc. 
MINEOLA 

Arrow Electronics. Incorporated 
MT. VERNON 

Davis Radio Distributing Co., Inc. 
NEW YORK 

Arrow Electronics, Incorporated 
Harvey Radio Company 

ROCHESTER 
Roch Radio Supply Co.. Inc. 

SYRACUSE 
Syracuse Radio Supply Co.. Inc. 

UTICA 
Genesee Electronics Company 

VALLEY STREAM 
Elm Electronics, Inc. 

WATERTOWN 
Watertown Electronics Company 

NO. CAROLINA 
CHARLOTTE 

Southeastern Radio Supply Co. 
FAYETTEVILLE 

Southeastern Radio Supply Co. 
GREENSBORO 

Southeastern Radio Supply Co. 
KIN STON 

Southeastern Radio Supply Co. 
RALEIGH 

Southeastern Radio Supply Co. 

OHIO 
AKRON 

Sun Radio Company 
CHILLICOTHE 

Buckeye Electronics Dist., Inc. 
CLEVELAND 

Pioneer Electronic Supply Co. 
(2 Locations) 

COLUMBUS 
Buckeye Electronics Dlal. Inc. 

DAYTON 
Ham 'n HI -Fl, Inc. 

LORAIN 
Pioneer Electronic Supply Co. 

MAPLE HEIGHTS 
Pioneer Electronic Supply Co. 

NEWARK 
Buckeye Electronics Dist., Inc. 

SANDUSKY 
Pioneer Electronic Supply Co. 

SPRINGFIELD 
Standard Radio -Springfield, Inc. 

TOLEDO 
Lifetime Electronics 

ZANESVILLE 
Buckeye Electronics Dist., Inc. 

OREGON 
PORTLAND 

Eccles Electric Company 
SALEM 

Cecil Ferres Company 

IA 
ALLENTO W N 

Federated Purchaser, Inc. 
EASTON 

Federated Purchaser, Inc. 
ERIE 

J. V. Duncombe Co. 
(2 Locations) 

PHILADELPHIA 
Austin Electronics, Inc. 
Radio Electric Service Co. 

(3 Locations) 
PITTSBURGH 

House of Audio 
WILLOW GROVE 

Radio Electric Service Co. 
YORK 

Radio Electric Service Co. 

RHODE ISLAND 
PROVIDENCE 

Audlonlcs, Incorporated 

TEXAS 
BEAUMONT 

Sterling Radio Products, Inc. 
BRYAN 

Sterling Radio Products, Inc. 
DALLAS 

Hillcrest Records A HI -FI 
HOUSTON 

Sound Equipment, Incorporated 
Sterling Radio Products. Inc. 

LUFKIN 
Sterling Radio Products, Inc. 

VIRGINIA 
ARLINGTON 

Key Electronic., Inc. 
NEWPORT NEWS 

Cain Electronics Company, Inc. 
NORFOLK 

Cain Electronics Company. Inc. 
(2 Locations) 

PORTSMOUTH 
Cain Electronics Company. Inc. 

RICHMOND 
Meridian Electronics. Inc. 

WASHI 
SEATTLE 

Seattle Radio Supply. Inc. 

WISCONSIN 
MADISON 

HI -FI Corner 
Satterfield Electronics, Inc. 

MILWAUKEE 
HI -FI Center 
Neltow's 

Careful selection of reliable qualified dealers is a slow 
process ... so please bear with us if your area has not 
been covered. Thank you. 

New York Service Representative 
Empire State Electronic Serv., Inc. 

180 -14 Union Turnpike 
Flushing 66, Long Island, New York 

HEATH COMPANY /Benton Harbor, Mich. 

I a subsidiary of Daystrorn, Inc. 

Harmonic Distortion 
((A)1Iinaod flout ppige 73) 

power output. In general. as the out- 
put power is increased, so is amount 
of distortion. Usually, the increase is 
smooth and gradual up to the over- 
load point, where there is a sudden 
jump in distortion. Amplifiers should 
be rated at a power just below this 
overload point, while the THD is still 
only a small value. In the case of 
preamps, measurements are frequently 
made with certain input and output 
voltages. For example, we might meas- 
ure distortion at 1 -volt input and 1 -volt 
output or else at .5 -volt input and 
2 -volts output. 

A high -quality 50 -watt hi -fi ampli- 
fier might have the following THD 
specification: "Total harmonic distor- 
tion below l'.: from 20 to 20,000 cps 
within 1 (lb of 50 watts." Such an 
amplifier would probably have no trou- 
ble at all in producing up to a full 50 
watts of output at less than lr /r THD 
over most of the audio range. At the 
very extremes of the range, however. 
it would still he generating less than 
1r4 distortion at powers up to 40 watts 
(which is 1 db below 50 watts). 

Another unit might he rated as fol- 
lows: "Total harmonic distortion be- 
low 2'.: from 30 to 15,000 cps." This 
amplifier might very well have a THD 
of a fraction of 1r/r at 1000 cps. but 
distortion would not exceed the 2i% 
figure at full -rated power output over 
the frequency range specified. 

A measurement of total harmonic 
distortion. then, although it does not 
tell the whole story, is one of the.most 
useful performance specifications that 
can be measured. 

REFERENCE 
1. Olsen, //nm'.0 F.: "A coustient Enl/iny -er- 

Inrl" /l. l'nn . \n.vr curd r'n.. X, If 1 "nrl:. -1 

QUICK SOLDERING 
By WILLARD WEISS 

A' 'EI.I.EIR or similar type soldering 
gun tan 1st used to heal joints by the 

resistimee nlethod. Ity eutting off the 
end of the regular copper healing ele- 
ment and applying the two ends lo the 
joint to be soldered and elu -ing the trig- 
ger switch. hem is des elope,' directly in 
the joint itself. 

This method will rleyelop a rapid 
and localized high temiter:lture and, in 
crowded eluas.is. will help prevent dam- 
age Io adjacents I qat, 

The an has found this technique 
lo IN' useful when soldering c I .rais 
sur+ as precis' resilaor., diode.. and 
transi -tor. to !nervi lug. On trrnaival 
board -. II is important not to oyerheal 
these types of e I rats. 

If a "Variait." isavailable, it may be 
used to control the prating rate and 
temperature b. plugging the soldering 
gun into the "Variai." and reducing the 
line voltage. 

Aller using Ihis ttihnique for . 
lisse. the :kulhor hasn't observed any 
'lamage to the soldering gun. In armai 
fuel. the gun runs cooler than normal 
sine's it heats the point 111011' rapidly than 
usual. i0 
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page ads in the nation's top magazines tell the story ! 

The New JERROLD 
TV -FM RECEPTOR* 
Ends Rabbit Ears ! 

(°4. 

.. 

cs 
.41E' kti 

or 
eors eo 

Sao s 4E. 
Fh., 

O o o/ S S 

the new antenna that 
hides while it works ! 

Model TVR $595 List 

JE R RO LO 

the first 
really small 

really powerful 
TV -FM antenna 

No gadget or unproven gimmick ... it's guaranteed by 

Jerrold Electronics Corporation. 

No more rabbit ears cluttering up the top of the TV set! 

Even eliminates outside antennas in many areas! 

Easy to install, slides over line cord of TV or FM set! 

Push button tuning for best reception ... set it and forget it! 

Absolutely safe ... uses no electricity! 
Designed for VHF, UHF, Color and FM! 

Handsomely packaged in a self display unit. Priced to sell fast! 

Contact your Jerrold Distributor or Write: 

ELECTRONICS CORPORATION Distributor Sa /es Division 
Dept. PD18O The Jerrold Building Philadelphia 32, Pa. 

Jerrold Electronics (Canada) Limited 

Export Representative: CBS International, New York 22, N. Y. 

November. 1959' 85 

Trode Mork Potent Pending 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


PICK 
THE BEST 

FOR 
YOUR STEREO 

PICKUP 
SYSTEM 

by 

WEATHERS 
These are the same component, 

which play an important role in 
producing Weathers TrioPhonic 
Stereo -the sound that outmodes 

conventional stereo. 

StereoRamic Cartridge C -501 
The first ceramic cartridge to outper- 
form the finest magnetic pickups. 

SPECIFICATIONS 
Frequency Response 15. 30.000 cps 

Compliance 6 x 10. cm/dyne 
Dynamic Moving Mass 1 0 milligrams 
Recommended Tracking Force 
Professional Arms 1.2 grams 
Changers and other type arms 2 -6 grams 
Stylus 0 7 mil diamond or sapphire 

25 db 
-60 db 

0 25 Volts 7 cm,'sec 

Separation 
Signal -to -noise Ratio 
Output per channel 

Audiophile Net 

C-501-D- Diamond.... $17.50 
C- 501 -S- Sapphire.... $9.75 

StereoRamic Pickup System 
MC -l. Features the StereoRamic car- 
tridge and the Micro -Touch Tonearm. 
Leads plug directly into the phono mag- 
netic input of all preamplifiers. 

SPECIFICATIONS 
Arm Bearing System Viscous Damping 
Tracking Force Easily adjusted Ito 8 grams 
Finish. Ebony with gold trim 
Overall length 13 inches 
Pivot to Stylus Tip Length 9% inches 
Recommended Overhang 1/2 inch 

Audiophile Net 

MC- 1- D- (Diamond).... $55.95 
MC.1 -S- (Sapphire).... $48.25 

For more information about Weathers com- 
ponents, write for "The Audiophile's Album" 

WEATHERS INDUSTRIES 
Division of Advance Industries, Inc. 

Bel E. Gloucester Pike, Barrington, N.J. 
Export. Jos. Plasencia, Inc., 401 Broadway, N. Y. 
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PORTABLE MEGAPHONE 
Audio Equipment f'- , -.,rIf . Inc. of 

Port Washington, L.I. :\,-w York has 
recently released a transistor -powered 
portable megaphone which is being 
marketed as the "Audio Hailer" Model 
S -168. 

The circuit includes a three -stage 
push -pull amplifier using three power 
transistors and one voltage amplifier 

transistor. Acoustic output is 115 db 
at 5 feet. power is 7 watts. The entire 
circuit is powered by twelve flashlight 
cells whose battery life approximates 
shelf life. 

The megaphone has a two -tone 
green. weatherproof baked-ena mel 
housing with a die -cast aluminum pis- 
tol ¶rip handle. The unit measures 
1234" over -all and weighs 5?, pounds. 
A colorful data sheet giving complete 
specifications on this new unit is avail- 
able from the manufacturer on re- 
quest. 

MATCHED MIKES FOR STEREO 
Shure Brothers. Inc., 222 Hartrey 

Ave., Evanston, Ill. has introduced 
high -fidelity ma t c h e d microphones 

C 

111i .111 

which permit tape recording fans to 
obtain professional qua 1 i t y stereo 
tapes. 

The Model 55S "Unidynes" are pre- 
cision made and guaranteed to be 
matched within 2 db across their en- 
tire frequency range of from 50 to 
15,000 cps. "Unidynes" are unidirec- 

tional dynamic microphones with 
multi- impedance switches to permit 
matching low (35 -50 ohms), medium 
(150 -250 ohms), or high (100,000 ohms 
and up) impedance inputs. Their su- 
per-cardioid pickup patterns make 
them effective at a 75 per -cent greater 
distance than standard microphones, 
according to the company. 

The manufacturer will supply full 
details and price information on these 
new matched microphones upon re- 
quest. 

BOOKSHELF SPEAKER 
ALCOR, Inc. of Ithaca, New York is 

currently in production on a new book- 
shelf speaker system which is espe- 
cially adapted to stereo applications. 

The "Polaris" incorporates a radical 
tweeter design which uses acoustic re- 
flection to provide smooth, wide disper- 
sion even at the highest audible fre- 
quencies. This wide dispersion makes 
it unnecessary to sit exactly midway 
between the speakers to hear balanced 

stereo and allows several listeners in 
various parts of the room to enjoy ex- 
cellent reproduction. 

The woofer is a soft -suspension, cast - 
frame, low- frequency driver and is 
used with a true LC crossover. Ampli- 
fier distortion is reduced since the sys- 
tem presents a nearly constant imped- 
ance to the amplifier at all frequencies. 
The system may be used with any am- 
plifier rated at 10 watts or better. 
Frequency response is 35 to 17,500 cps. 

The enclosure measures 113/x" x 113.i" 
x 24%" and will fit any 12" bookshelf. 
It is available in unfinished birch, gen- 
uine blonde or dark mahogany, and 
genuine walnut or cherry finishes. 

Write the manufacturer direct for 
complete details and prices. 

FISHER TUBE LINE 
Fisher Radio Corporation. 21 -21 44th 

Drive, Long Island City 1, N. Y. is 
now marketing a new line of labora- 
tory tested and matched -paired vac- 
uum tubes for audio, radio, and tele- 
vision applications. 

According to the company, the lab- 
oratory matching of tubes in pairs 
makes it possible to balance sensitive 

ELECTRONICS WORLD 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


"The new Citation Kits represent 
for me the successful culmination 
of years of research and experimen- 
tation to achieve the ultimate in high 
fidelity design." 

Stewart Hegeman, Director of Engineering, 
Citation Kit Division, Hannan -Kardon, Inc. 

THESE ARE STRONG WORDS from 
a conservative audio engineer. But 
the proof is overwhelming. All that's 

necessary is a look at the technical speci- 
fications of the new Citation I Stereo- 
phonic Preamplifier Control Center and 
Citation II 120 Watt Stereophonic Power 
Amplifier.(We'll gladly send them to you. 

Hegeman is recognized as one of the 
world's great audio engineers. His original 
designs for the famous Brociner amplifier 
and preamplifier, and the Hegeman -Low- 
ther speakers, are still regarded as classics 
by audio engineers and audiophiles. In 
his capacity as head of the kit engineer- 
ing group at Harman -Kardon, he has again 
created new classics. 

Easily Assembled - 
Professional Performance 

THERE ARE MANY exciting new concepts 
built into the Citation Kits. The engineer- 
ing is so wonderfully precise that the in- 
strument constructed by the kit builder 
will duplicate the precision of the finest 
factory -assembled products. Here are 
some of the remarkable new assembly 
features that distinguish the Citation Kits: 

Military Type Construction: For ease of 
assembly and durability, rigid phenolic 
boards are used. Special Cable Harness: 
Unique harness template enables builder 
to make a .professional cable harness to 
facilitate wiring and insure accuracy. Spe- 
cial Aids: Resistors and condensers are 
filed individually on special component 
cards so that they can be quickly identi- 
fied. Wire strippers are supplied free with 
each kit to produce clean wire junctions. 

The Citation I 

Stereophonic Preamplifier 
Control Center 

HERE IS THE FIRST brilliant expression of 
the advanced design concepts which 

November, 1959 

sparked the new Citation Kit Line: the 
incomparable Citation I, Stereophonic 
Preamplifier Control Center. 

The Citation I consists essentially of a 
group of circuit blocks termed active and 
passive networks. Active networks incor- 
porate the vacuum tubes and furnish am- 
plification; passive networks consist of 
resistors and condensers and provide pre- 
cise equalization. The active networks are 
treated as one- or two -stage amplification 
units, flat over an extremely wide fre- 
quency range, and each one of these net- 
works is surrounded by a feedback loop. 
This results in levels of distortion so low as 
to prove unmeasurable. The passive net- 
works are constructed of precision com- 
ponents and are designed for minimum 
phase shift. 

PROFESSIONAL STEP -TYPE tone 
controls are used on the new Citation 
I. They overcome the limitations of 

continuously variable potentiometers; 
each position on a step control can be 
engineered to perform a specific function 
which is absolutely repeatable when nec- 
essary. The flat position of the controls 
by- passes all tone control circuitry, there- 
by eliminating transient distortion and 
phase shift. 

Other features include: The new Cita- 
tion Blend Control which introduces a 
continuously variable amount of cross - 
feed between the two channels to elimi- 
nate the 'hole -in- the -middle" effect of 
many stereo records; DC heated preampli- 
fier filaments; six silicon diode rectifiers to 
provide unexcelled B+ and filament regu- 
lation; separate turnover and rolloff con- 
trols to provide precise equalization. 

The Citation I is available with an op- 
tional walnut hardwood enclosure which 
Sets off its magnificent sculptured satin - 
gold escutcheon. The Citation I... 
$139.95; Factory Wired... $239.95; Wal- 
nut Enclosure, WW -1... $29.95. 

The Citation II 

120 Watt Stereophonic 
Power Amplifier 

HERE IS ALL the power required 
from a stereophonic amplifier. Two 
60 Watt Channels -with a combined 

peak power output of 260 Watts! 
The Citation II reflects a dramatic new 

approach to amplifier design. Audio en- 
gineers have discovered that the charac- 
teristics of an amplifier in the non -audible 
range strongly influence sound quality in 
the audible range. This can be determined 
in critical listening tests where the pro- 

Build the Very Best 

gram material for each amplifier is labora- 
tory controlled. 

Because of this vital consideration the 
Citation II is engineered to produce fre- 
quencies as low as 5 cycles virtually with- 
out phase shift. At the high end -the am- 
plifier has a frequency response beyond 
100,000 cycles without any evidence of 
ringing or instability. 

Aunlo ENGINEERS have also found that 
the higher the degree of feedback -and 
the consequent lower distortion -the more 
apparent the improvement in sound qual- 
ity and the greater the reduction in listener 
fatigue. In order to increase the degree of 
feedback in the Citation II, a "multiple 
loop" technique is used in contrast to con- 
ventional "single loop" techniques. This 
results in a 20/1 to 30/1 reduction in dis- 
tortion compared with the 10 /1 to 20/1 
reduction in conventional amplifiers. 

Other important Citation II features in- 
clude: video output pentodes in all low 
level stages for exceptional wide frequency 
response and low distortion; power supply 
consisting of four silicon diode rectifiers, 
choke and heavy duty electrolytics with 
potted power transformer for superb regu- 
lation and long life; bias meter to adjust 
individually the plate current of each 
KT88 for balance and lowest distortion. 

The Citation II is a handsomely styled 
brown and gold instrument with an op- 
tional Charcoal Brown protective cover. 
The Citation 11...$159.95; Factory Wired 
... $219.95; Charcoal Brown Enclosure, 
AC -2 ... $7.95. 

All prices slightly higher in the West. 

For a complete report on the new kits write to 
Harman- Kardon, Inc., Citation Kit Division, 
Dept EW -11, Westbury, N. Y. 

CITATION KITS 

J harman kardon 
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... the progress which started 
when Fairchild turned out its first 
piece of professional recording 
equipment. Never a company to 
be satisfied with the status quo, 
Fairchild's engineering staff de- 
veloped one major improvement 
after another, keeping giant - 

steps ahead of the industry. The 
transition and expansion to pro- 
fessional- quality equipment for 
the serious home music enthusi- 
ast was a logical one. Today, with 
an established record of achieve- 
ment, Fairchild presents its pièce 
de résistance in stereophonic 
transducers ... 
The SM -1 Rotating Magnet 
Compatible Stereo /Monophonic 
Cartridge. Its high output (16.2 
my at 7 cm /sec) permits quiet 
operation of the most economi- 
cal of kit amplifiers, while the 
wide response (better than -2 
db from 20 -15000 cycles) will 
test the finest stereo amplifier - 
preamplifier units on the market. 
These features coupled with high 
vertical and lateral compliance 
make the SM -1 a stand -out 
choice for your music system. 
And Fairchild's rugged design 
will stand the abuse of any rec- 
ord changer. Yet it will enhance 
the performance of the finest 
professional arms and turn- 
tables. 

See and hear the Fairchild SM -1 
at your sound dealer now. Price, 
including installation hardware, 
gram gauge and screwdriver ... 

$34.95. 
111-2_ ÜE 

FAIRCHILD RECORDING EQUIPMENT CORP. 

10-40 45th Ave., Long Island City 1, N. Y. 

circuits and maintain this balance with 
perfect stability. While the new tube 
line was introduced primarily for use 
in the company's own audio compo- 
nents, the tubes are completely inter- 
changeable with all standard brands 
and may be used in any equipment. 

The new matched tubes are cur- 
rently available at audio salons and 
service shops. 

INTEGRATED STEREO AMP 
Lafayette Radio Corp., 165 -08 Liber- 

ty Ave., Jamaica 33, N. Y. has an- 
nounced the availability of a new stereo 
preamp -amplifier which is being of- 
fered in both kit and wired versions. 

The KT -250 has been designed to 
handle all stereo or mono sources. Each 
channel will provide 25 watts of power 
(50 watts if used in the mono mode) 
with terminations for 4 -, 8 -, or 16 -ohm 
speakers. 

The full range of controls includes a 
unique "blend" control which provides 
continuously variable channel separa- 
tion from full monophonic to full 
stereo. This control may be used to 
reduce the exaggerated channel sepa- 

e 
rnt!on found in some stereo source ma- 
terial or to eliminate vertical rumble 
when playing a monophonic record 
with a stereo cartridge. Individual or 
simultaneous level control of both 
channels is made possible by the use 
of a clutch -type volume control and 
each channel has its own bass and 
treble controls. 

Frequency response at normal listen- 
ing level is 17 to 21,000 cps i- 1 db. 
Hum and noise is 74 db below rated 
output at full volume for high -level 
inputs and - 54 db for low -level inputs. 
Harmonic distortion is less than 0.25'4 
and IM distortion is less than 1r/r. 
Channel separation, with separation 
control in full stereo position, is 
greater than 50 db. 

The unit measures 14'2" x 123/4" x 
41/2" including the legs and knobs. 
Write the company direct for full de- 
tails on both the wired and kit models. 

TURNTABLE SPEED INDICATOR 
Seiu Electronier Company, 545 West 

End Ave., Chicago 24, Ill. is currently 
marketing a turntable speed indicator, 
the Model T -7. 

This new strobe flasher incorporates 
an advanced- design gas discharge bulb 
in conjunction with a germanium di- 
ode rectifying circuit and operates 
from 117 -volt, 60 -cycle power sources. 

Flash duration on each cycle is as 
short as 100 microseconds, imparting 
sharp bar images to the rotating stro- 
boscopic markers. The strobe card is 
marked in concentric bands for differ- 
ent phonograph speeds. Clockwise 

IT ALL ADDS UP 
WITH 

SPEAKERS BY 

Engineering integrity placed ahead of 
mere appearance , plus ... 

Prices related to actual costs, and not 
to "what the traffic will bear ", plus ... 

Reliance on your ability to judge real 
quality and value. For literature, write... 

united dio 
PRODUCTS OF DISTINCTION 
°02.1 East 19th St...\. Y3, N.Y. 

DYNACO 
Super 

Fidelity 

OUTPUT 
TRANSFORMERS 

Ad d pulse techniques and Dynacó s 

patented para -coupled windings and 
massive grain -oriented cores insure su- 
perior square wave performance and 
near -perfect transients. All transformers 
handle full rated power from 20 cps to 
20 KC, and are conservatively rated and 
guaranteed to handle doubla nominal 
power from 30 cps to 15 KC. 

SPECIFICATIONS 
Response: Plus or minus 1 db 6 cps to 
Power Curve: Within 1 db 20 cps to 
Square Wave Response: No ringing 

torrion from 20 cps. to 20 KC. 
Permissible Feedback: 30 db. 

60 KC. 
20 KC. 
or dis- 

MODELS 

A -410 15 watts E1 -84, 6V6, 6A05 14.95 
A420 30 watts 5881, EL34, KT -66 19.95 
A -430 60 watts KT88, EL -34 29.95 
A-440 120 watts KT -88, 6550 39.95 
A -450 120 watts pp par KT 88, EL34 39.95 
Coil with tapped primaries except A -440 which 
has tertiary for screen or cathode feedback) 

Write for complete data on Dynaco transformers 
including suggested rinitis and modernization of 
Williamson-type amplifiers to 50 watts output. 

D nnt O INC. 
3916 Powelton Ave., Philadelphia 4, Pa. 
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movement means that the turntable is 
too fast while the counterclockwise ro- 
tation indicates too slow operation. 
There are four concentric marker cir- 
cles on the strobe card for 16%, 33%, 
45, and 78 rpm. 

For a data sheet on this new device, 
write the company direct. 

CARTRIDGE INSTALLATION KIT 
Fairchild Recording Equipment 

Corp., 10-40 45th Ave., Long Island 
City 1, N. Y. is now supplying a free 

cartridge installation kit, complete 
with necessary tools, with its new 
stereo and monophonic cartridge, 
Model SM -1. 

The kit includes, in addition to the 
usual hardware, a gram gauge, small 
screwdriver, and instructions printed 
in three languages. The gram gauge, 
for measuring stylus pressure on re- 
cordings, can be retained for contin- 
uing verification of pressure to pre- 
serve both records and stylus. 

HARTLEY "DUO" SPEAKER 
Hartley Products Company, 521 E. 

162nd St., New York 51, N. Y. is now 
offering a deluxe model of its "Duo 
Stereo" speaker system in a single 
cabinet. 

The cabinet is crafted in natural 
woods, with the angled speaker mount- 

ing boards hidden by a grille which en- 
closes the corners- giving a more con- 
servative appearance. The enclosure 
houses two full -range speakers which 
deliver both stereo channels evenly 
throughout the room by direct radia- 
tion and reflection from the walls. 

The enclosure is available with or 
without companion speakers. Write the 
manufacturer for prices and finishes. 

"DYNAKIT" 40 -W. AMPLIFIER 
Dynaco Inc., 617 North 41 St., Phil- 

adelphia 4, Pa. is now offering a new 
40 -watt amplifier in both wired and 
semi -assembled kit form. 

November, 1959 

The Very Best Now Costs You Less 

KNICTHT STEREO HI -FI 
A P R O D U C T O F A L L I E D R A D I O 

... chat) comparison with the costliest components .. 
prove it for yourself on our 15 -day free home trial .. doubly guaranteed: 

specifications meet or exceed published figures or we refund your 

money .. unconditionally guaranteed for one full year... 

KN 
760 

deluxe 60 -watt complete stereo amplifier 
Fifteen stereophonic and monophonic controls 60 watts rated 
stereo output...76 watts usable... 152 watts peak -to -peak ± 0.5 db. 
25- 20.000 cps Third channel speaker output with new additive 
full -range circuit 5 pairs of stereo inputs...including auxiliary for new 

cartridge tape playback Long -life silicon diode heat -free power supply 
with oversize transformer Humless DC on all preamp tubes Vinyl -clad 

metal case included in price Anodized front panel in brushed gold 
and charcoal brown Shpg. wt., 35 lbs....on /y $149.95. $5.00 down. 

125 

deluxe stereo FM -AM tuner 
Separate FM and AM sections for stereo reception Adjustable DSR 

corrective feedback for lowest distortion of FM Front panel audio and 
a.c. switching for multiplex Dual limiters on FM Tuned RF stage on 

both FM and AM 2.5 microvolt sensitivity on FM ± 0.5 db, 20. 20.000 cps 
Cathode follower multiplex and tape output jacks Dual "Microbeam" 
tuning indicators Illuminated 9W tuning scale Low -noise 50 -ohm 
extra antenna terminals Solid aluminum front panel, gold anodized, 
with vinyl -clad case. Shpg. wt.. 21 lbs....only $139.95. $5.00 down. 

New Easy Terms: 
Only S5 down (or less) 
on orders up to $200. 
Up to 24 months to pay. 

FREE 1960 
ALLIED CATALOG 

Send for your complete, money. 
saving guide to the worlds 
largest selection of hi-fi compo- 
nents and systems. See every 
thing in stereo; all the new 
KNIGHT components; all leading 
make lines. For everything in 
hi-fi, f or everything in Electronics, 
get the 1960 ALLIED Catalog. 
FREE -write for it today. 

order from 

ALLIED RADIO 
ALLIED RADIO, Dept 54 -L9 
100 N. Western Ave., Chicago e0, III. 

Ship the following Knight components: 

o fIN -760. (I understand your IS -day trial 
enclosed and money-back guarantee 

lIN -125. 
S 

applies to this purchase.) 

Send FREE 1960 ALLIED Catalog 

Name 

Address 

City Zone State 
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...the perfect team for stereo! 

For matchless reproducton of stereo recordings 

- the Model 196 UNIPOISE Arm 

with integrated Stanton Stereo FLUXVALVE pickup 

and the GYROPOISE 800 airborne Stereotable. 

Only the Stanton Stereo FLUXVALVE 

has the exclusive "T- GUARD" stylus assembly 

with the parallel reproducing element so important for stereo... 

only the GYROPOISE Stereotable revolves on a bearing -of-air 

- in magnetic suspension 

only the Stereo FLUXVALVE is warranted for a iitetime. 

In plain truth, here is more to enjoy - 
from both stereophonic and monophonic records. 

Fine quality high fidelity products 

by PICKERING & Co . Inc.. Plainview, N. Y 

IT TAKES TWO TO STEREO"* 

FOR THOSE WHO CAN HEAR THE DIFFERENCE 

ickaring 
- .00ass oc,. F119 oe roo reir c 

PURCHASING 
A HI -FI 

SYSTEM? 
Send Us 

Your 

List Of 

Components 

For A 

Package 

Quotation 
WE WON'T BE 

UNDERSOLD! 

A 1 I merchandise 
is brand new, fac- 
tory fresh & guar- 
anteed. 

AIREX 
RADIO 

CORPORATION 
64 -R Cortland} St., 

PARTIAL LIST 
OF BRANDS 
IN STOCK 

Alter Lansing 
Electrovoice 
Jensen 

University 
Acoustic Research 
la ns ten 
Wharfedale 
Kar lson 
Viking 
Concertone 
Bell G.E 
Weathers 
Harmsn -Kardan 
Eico Pilot 
Sherwood 
Acrosou nd 
Fisher 
Bogen leak 
Dynakit 
H. H. Scott 
Fe rrog raph 
Tonberg 
P ent ron 
Ampex DeWald 
Revere 
Challenger 
Wallensak 
Garrard 
Miracord 
Glaser -S 
Rek -O -Kut 
Components 
Norelco 
Fairchild 
Pickering Gray 
Audio Tape 
Conran TV 

Fill line of 
Wellcor Cabinets 

N. Y. 7, CO 7.2137 

eó 

Wide -Band Ribbon Microphones 

SMOOTHEST 

RESPONSE 

PRECISE 

FIGURE 8 

PATTERN 

FOR PRO- 

FESSIONAL 

AND HOME 

USE 

FOR 

STEREO 
AND 

MONO 

STEREO SPACER 

for consistently 

superior stereo 
recordings 

Complete Data 

Available 
on Request 

8R111/ì 

DYNACO, INCORPORATED 
3916 Powelton Ave., Philadelphia 4, Pa. 

Tradenamed the "Dynakit Mari: 
IV," the circuit features the firm'.; 
A-470 output transformer and is suit- 
able for either stereo or monophonic 
applications. The amplifier delivers its 
rated 40 watts of power at less than 
1% distortion within the 20 to 20,000 
cps range. Frequency response is ± 1 

db from 10 to 40,000 cps. Noise is better 
than 90 db below rated output. Tran- 
sient response, as evaluated by pulse 
tests and square waves, is said to be 
excellent. 

The circuit uses matched EL -34 
tubes driven by the new 7199 pentode - 
triode tube. The use of prewired printed 
circuitry, detailed step -by -step instruc- 
tions, and pictorial diagrams enables 
even novice kit builders to construct 
this amplifier quickly and easily. Aver- 
age construction time is said to be 
about 3 hours. 

The Mark IV measures 5 "x14 "x6tz" 
and weighs 23 pounds. It is finished in 
bright nickel with charcoal brown vinyl 
coated cover. 

MULTIPLEX ADAPTER 
Sherwood Electronic Laboratories, 

Inc., 4300 N. California Ave., Chicago 
18, Ill. has developed a multiplex adap- 
ter which enables reception of any of 
the various stereo multiplex programs 
now being transmitted experimentally 
over FM stations throughout the coun- 
try. 

Matrix circuitry, switching, and bal- 
ance adjustments are included in the 
SMX adapter for both the Crosby sum/ 

- L' 
difference system and split -channel 
systems. The subchannel bandpass ex- 
tends from 22,500 to 120,000 cps and is 
adequate to receive transmissions at 
26, 41, 50, or 67 kc. with up to 60 kc. 
bandwidth. 

Normal monophonic FM tuner re- 
ception is possible with the Model SMX 
power switch off without upsetting ei- 
ther the adapter controls or intercon- 
necting cables. The unit is self -pow- 
ered and can be operated with any FM 
tuner. 

The adapter can be housed in an ac- 
cessory case which is available in brown 
or black Flextone. The unit measures 
5a/4 "x10 %"x4" and weighs 8 pounds 
packed for shipping. 

BLANK TAPE CARTRIDGES 
The Electron Tube Division of Radio 

Corporation of America, Harrison, N. J. 
has announced the availability of mag- 
netic tape cartridges containing blank 
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tape and suitable for all home record- 
ing applications. 

The new pre- threaded and self -con- 
tained units can provide up to two full 
hours of monophonic play or one full 
hour of stereo play on one cartridge. 

Made of rugged plastic, the small corn; 
pact units may be easily stored. The 
cartridge also has an automatic safe- 
guard which prevents accidental era- 
sure. Windows on both sides of the car- 
tridge show the amount of unrecorded 
tape remaining. 

These blank cartridges are currently 
available at authorized RCA dealers as 
'type 264C1. 

ALTEC "DUPLEX" SPEAKER 
Altec Lansing Corporation of Ana- 

heim, Calif. is now in production on a 
new "Duplex" speaker with controlled 
linear excursion. 

The Model 605A is the successor to 
the company's 604D and features im- 
provements in both the bass and treble 
sections. In the bass section the 605A 
has high -compliance suspension com- 
ponents for controlled linear excur- 
sion, stress -free assembly for ultimate 
linearity of the suspension system, a 
voice coil confined to a uniform mag- 
netic field, magnetic field high flux 
density for optimum damping, and a 
low cone resonance of only 25 cps for 
reproduction of the lowest bass notes. 

The treble section improvements 
include a lighter voice coil, a higher 
acoustic transformation, and smoother 
high -end response. Power rating is 35 
watts with frequency response from 
20 to 22,000 cps. Resonant frequency 
is 25 cps and impedance 16 ohms. Ver- 
tical distribution is 40 degrees while 
horizontal distribution is 90 degrees. 
Crossover frequency is 1600 cps. 

The speaker measures 154" in diam- 
eter and is 10" deep. Shipping weight 
is 36 pounds. 

AUDIO CATALOGUES 
RECOTON CATALOGUE 

Recoton Corp., 52 -a5 Barnett Ave., 
Long Island City 4, N. Y. has an- 
nounced publication of its 8th annual 
catalogue and simplified replacement 
needle reference guide. 

Well illustrated, this 12 -page publi- 
cation includes the firm's complete line 
of phono needles, cartridges, accesso- 
ries, and sales promotion material. It 
serves as a handy reference manual for 
dealers. Copies are obtainable without 
charge direct from the manufacturer. 
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A QUARTER- CENTURY OF PRECISION KNOW -HOW IS YOURS IN 

QUALITY ELECTRONIC 
EQUIPMENT 
IN 

KITFORM 
FOR: 

electronic hobbyists 
and amateur radio 

hi -fi custom building 
and service 

science education and 
technical schools 

industrial testing and 
quality control 

PACO is the only line of 
test instrument kits engi- 
neered and produced 
under the auspices of a 
leading test equipment 
and meter manufacturer. 

and, you pay nothing 
extra for the convenience 
of buying PACO kits di- 
rectly from your own 
local parts distributor. 

COMPARE PACO against 
any other kits for per- 
formance, appearance, 
ruggedness, ease of op- 
eration and simplicity of 
assembly and wiring. 

COMPARE PACO's su- 
perbly detailed, step -by- 
step instruction manuals 
and giant size wiring dia- 
grams, against any you 
have ever seen. 

SEE HOW PACO sets an 
entirely new standard in 
electronic instrument kit 
design and kit assembly 
instruction. 

Available and on display of 
leading electronic parts distributors. 

II Write for latest, complete catalog. 

P O 
Electronics Co, Inc., 
70.31 84th St., Glendale 27, L. 1., N. Y. 

Expert: 458 B'way. N .Y. 13, U.S.A., 

Canada: Atlas Radio Corp, Toronto 19. 

A DIVISION OF 
PRECISIONAPPARATUS CO., INI 

P A C 0 
NINA -a 

a 

MODEL 13.10 
Battery Eliminator Kit 

less than 0.3% ripple output 
no external filters required 

Kit Net Price: $41.95 
Factory Wired: $49.50 

. . 
o 

i .. ea, 
MODEL S -55 
Wideband 5" Oscilloscope 

response DC to 5 Mc 
push -pull V and H amplifiers 

Kit Net Price: $87.50 
Factory Wired: $139.50 

- 

c - 

fF 

MODEL C.20 
ResCapRalie Bridge Kit 

IO mmfd to 2000 mfd 
4z ohm to 200 megs 

Kit Net Price: $20.95 
Factory Wired: $31.50 

,. a..... 
- ' Aá 

. 

e sEN.NMOS" I- 

r. .. e 

MODEL T -60 
Tube Checker Kit 

full free-point lever 
selector system 

'built -in roll chart 
Kit Net Price: $38.75 
factory Wired: $54.50 

r 

a 

MODEL G30 M 
M Signal Generator 

160 Kc to 240 Mc in 8 bands 
120 Mc fundamental output 

Kit Net Price: $28.50 
Factory Wired $39.95 

9 

A 

MODEL T -65 
Transistor and Crystal BtNe 
Tester 

tests 
s 

lo gain, -pge, etc. 
tests both D-n -Oand n p-n types 

Kit Net Price: $39.95 
Factory Wired: $59.50 

s 

; -q: 
MODEL V -70 
Vacuum Tube Voltmeter Kit 

wide-range 
peak -to -peak 

Kit Net Price: $31.50 
Factory Wired: $47.50 

tml 

_ 

MODEL M-40 
High Sensitivity V -0 -M Kit 

20,000 ohms 'volt OC 

10.000 ohms /volt AC 
Kit Net Price: $31.50 
Factory Wired: $37.50 

.O ee 
MODEL S -50 
S" Cathode Ray Oscilloscope Kit 

push -pull vertical and 
horizontal amplifiers 

Kit Net Price: $49.50 
Factory Wired: $84.50 

Ill s 
MODEL 2 -80 
RF -AF Signal Tracer Kit 

high gain RF and AF amplifier 
visual and audible indicator 

Kit Net Price: $29.50 
Factory Wired: $42.50 

if' 4S p c 
C 

MODEL SA-40 
40 -Watt Stereo Preamp -Amplifier 

silicon diode. 
low impedance power supply 
14 
optimum 

for 
optimrm :lesibility 

Kit Net Price: $ 7l.95 
Factory Wired: $129.95 

r 

COMING SOON! 
MODEL ST-45 MODEL 

StST- Tuner Kit 
Matching companion 
for the SA -40 

P A C 0 
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IN 
HOLLYWOOD, CALIF. 

SEATTLE, WASH. 

KANSAS CITY, MO. 

WASHINGTON, D.C. 

In all of these cities, Grantham 
School of Electronics offers regular 
resident classes and home study 
training in communications electron- 
ics- training which prepares you to 
pass the Federal Communications 
Commission examinations for a first 
class commercial F.C.C. operator 
license. 

YOU CAN PREPARE FOR YOUR 

FIRST CLASS COMMERCIAL 

F.C.C. LICENSE 
by training in a Grantham School resi- 
dent class for 12 weeks. Or, If you are 
unable to leave your work to attend 
school, Grantham can train you by cor- 
respondence. Both resident classes and 
correspondence instruction are offered 
at all Divisions of the School -Holly- 
wood, Seattle, Kansas City, and 
Washington. 

In resident classes or by home study, 
Grantham training is the easy way to 
learn more quickly - to prepare more 
thoroughly - for F.C.C. examinations. 
And your first class F.C.C. license is the 
quick, easy way to prove to your 
employer that you are worth more 
money. 

Be good to yourself. Prepare for the 
better things that a higher salary can 
make possible-and for greater future 
security in the radio -TV- electronics 
industry. 

Grantham training -in Hollywood, 
Seattle, Kansas City, Washington, or in 
your own home -can do the job. Get 
complete details free. Mail the coupon 
below to the Grantham School nearest 
you. Here are the different addresses. 
Send coupon to any one of these: 

GRANTHAM SCHOOL OF ELECTRONICS 
1505 N. WESTERN AVE. 

HOLLYWOOD 27, CALIFORNIA 

GRANTHAM SCHOOL OF ELECTRONICS 
408 MARION STREET 

SEATTLE 4, WASHINGTON 

GRANTHAM SCHOOL OF ELECTRONICS 
3123 GILLHAM ROAD 

KANSAS CITY 9, MISSOURI 

GRANTHAM SCHOOL OF ELECTRONICS 
821 - 19TH STREET, N.W. 

WASHINGTON 6, D. C. 

To GRANTHAM SCHOOL OF ELECTRONICS 
(Select address from those listed above) 

Please send me your FREE booklet explain. 
ing how Grantham can prepare me for my 
F.C.C. license. I understand there is no 
obligation and no salesman will call. 

NAME 

ADDRESS 

CITY 
L 
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Measuring Your 
Audio Power Output 

By HAROLD REED 

Comparative tests with load resistor and voltmeter 
and voltmeter- ammeter method show surprising results. 

WIIEN checking the power output of 
an audio amplifier, it is customary 

to use a substitute load resistor of 
ohmic value equivalent to the amplifier 
output impedance. The temperature of 
the load resistor, unless of consider- 
ably higher power rating than the 
power output of the amplifier under 
test, will rise rapidly and its rated 
resistance value may change enough to 
result in erroneous measurements. This 
deviation can be serious when making 
critical distortion tests. 

Suppose, as an example, an amplifier 
rated at 20 watts output is being 
checked with a 4 -ohm resistor load. 
The amplifier output would be ad- 
justed to obtain 8.95 volts across this 
load. Thus, it would be said that W = 
E'/R, or 8.95'14 = 20 watts. Also, sup- 
pose the load value rises due to heating 
by just 0.7 of an ohm. The author has 
seen this occur when using a good 
sized resistor for the load. Then, with 
this same output voltage, the power 
would be 8.95'/4.7, or only 17 watts. A 
distortion measurement made under 
these conditions may look very good 
and it would be assumed that it was 
taken at the 20 -watt level. This same 
amplifier may severely distort the sig- 
nal waveform as the maximum power 
output is approached. 

Therefore, to check a 20 -watt ampli- 
fier at rated output, make certain it is 
delivering 20 watts to the load. Some- 
times, the last few watts can change 
the scope waveform pattern from a 
Jekyll to a Hyde. Heating of the load 
resistor must be avoided. Its power 
rating should, preferably, be at least 
5 times the power output of the am- 
plifier. 

Amplifier power output measure- 
ments have been made by the volt- 
meter- ammeter method. The voltmeter 
is connected across the load resistor as 
before and the ammeter is inserted in 
series with this load. Then, it would 
be assumed that W = EI. This can 
prove to be even more erroneous. 

Ordinary a.c. ammeters are designed 
for low- frequency applications and al- 
though their accuracy may be given 
as 2% of full scale, the deviation from 
this tolerance value is considerable 
with increasing signal frequency. 

An example of this discrepancy is 
shown in Table 1. The data given in 
this table was obtained from measure- 
ments made with a representative low - 
frequency a.c. meter, 0 -2 amperes. A 
load resistor of known ohmic value and 

high power rating, to avoid heating. 
was used in these measurements. It is 
readily seen that W = EI does not 
equal E' /R except in one case. This 
equality is observed only at a frequen- 
cy of 30 cycles. 

Using a low frequency as described, 
both methods may be employed to pro- 
vide a double check on the power out- 
put figure. When the amplifier is first 
turned on, note the E'/R and E x I 
values which should result in about 
the same power output figure. After 
running the amplifier for about 15 min- 
utes re- adjust the output voltage, if 
necessary, to the level first noted. 
Again note the product of E x I and, if 
it is not equal to E' /R, then the load 
resistor has changed value due to heat- 
ing. 

As mentioned previously, most a.c. 
meters have a full -scale accuracy 
within 2 %. In the previous example 
given for a 20 -watt amplifier, if the 
meter should be off by the full 2% 
either on the high side or low side, the 
indicated power output would be 20.4 
watts or 19.6 watts, respectively, a 
negligible deviation from true power 
output. It is advisable to work in the 
upper half of the meter scale to mini- 
mize error. 

Some manufacturers offer, for an 
additional charge, a.c. meters designed 
for operation at higher frequencies. 
Weston, for example, will supply 
meters designed for operation up to 
2500 cycles. 

When using ordinary type a.c. 
meters for audio power measurements, 
stick to frequencies under 100 cycles 
or apply a suitable correction factor 
which can be derived by obtaining test 
data on the particular meter as shown 
in Table 1. 

Table 1. These are the results of the 
a.c. ammeter test performed by the 
author. A 4 -ohm load resistor was 
employed and the output voltage 
of the amplifier was held at a con- 
stant 4 -volt output. The power being 
delivered in this case was 4 watts. 

FREQ. 
(cps) 

OUTPUT 
CURRENT 

(I) 

OUTPUT 
POWER 

(W) 

30 1.0 amp. 4.0 
50 .99 3.96 

100 .98 3.92 
500 .96 3.84 

1000 .95 3.80 
10,000 .80 3.20 
20,000 .65 2.60 
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Dependability 
is a 

built -in 
feature 

of 
all 

Delco 
Radio 
Service 

Parts! 

Take speakers. for instance. Delco electronic speakers are built rugged for long life and resistance to extreme weather 
conditions. You can rely on them for exceptional power handling and rich distortion-f ree tone. 

Delco's popular 8 -inch "Hi -Fi" speaker, No. 8007, provides the most power and tonal range for the money. Designed 
for replacement use and high fidelity audio systems, it's a good, fast seller with price and quality appeal. 

For speakers. transistors, transformers and other fine parts for Delco and other radios, see your Delco Electronic 
Parts Distributor. He carries the complete line. Other extras you get with Delco are Wide selection of special 
application parts Complete technical training program Effective warranties Dealer identification signs. 

DELCO 
RADIO 

thr000, of rlroernl lrolorr, Kokomo, Indiana 

Stock with Delco Electronic Parts -more dependability and reliability for your customers. more profit for you. Available everywhere through 

Electronic Distributors 
associated with 

November, 1959 93 
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CITIZEN BAND 
CLASS "D" 

CRYSTALS 
All 22 Frequencies in Stock 

D 3rd overtone. .005% tolerance -to 
meet all FCC requirements. Hermetically sealed HC63U 
holders. W. pin spacing -.050 pins. (.093 pins avail 
able, add I Sc per crystal.) Add 5c $ 97 
per crystal for postage and han- 
dlin. EA. 

The following frequencies in stock (frequencies listed 
in megacycles): 26.965, 26.975, 26.985, 27.005, 
27.015, 27.025, 27.035, 27.055, 27.065, 27.075, 
27.085 27.105, 27.115, 27.125, 27.135, 27.155, 
27.165 27.175, 27.185, 27.205, 27.21 5, 27.225. 

RADIO CONTROL CRYSTALS in HC6 U holden~ 
M stock for immediate delivery (frequencies listed in 
megacycles) sealed crystals 26.995, 27.045, 27.095, 
27.145, 27.195, 27.255, tolerance .005% h' pin 
spacing ... pin diameter .050. $2.95 ea. .093 pin 
spacing, add 15c. 
SEALED OVERTONE CRYSTALS Supplied In motel 
HC6 /U bolder.. 
Pin spacing .486, diameter .050 

15 to 
30 to 
45 to 

30 
45 
60 

MC 
MC 
MC 

.005 

.005 
.005 

tolerance 
tolerance 
tolerance 

$3.85 
$4.10 
$4.50 

ea. 
ea. 
ea. 

MADE 

QUARTZ CRYSTALS 
for every service 

All crystals made from Grade 
"A" imported quartz- ground 
and etched to exact frequen 
cies. Unconditionally guaran- 
teed! Supplied in: 

FT -243 holders MC -7 holders 
pin spacing 'h' pin spacing %' 
pin diameter .093 pin diameter .125 

DC -34 holders FT -171 holders 
pin spacing Y' pm spacmg Y,' 
pin diameter .156 banana pins 

TO ORDER CRYSTALS 
1001 KC to 2600 KCt 

.01% tolerance $2.00 ea..005 %tolerance $2.73 ea. 
2601 KC to 9000 KC. .005% tolerance $2.30 ea. 
9001 KC fo 11,000 KCt .005% toi. $3.00.o. 

Specify holder wanted 
ANY AMATEUR, NOVICE, TECHNICIAN 

RAND CRYSTALS 
80 meters 3701 -3749 KC .01% tolerant. 
40 meters 7152.7198 KC 
15 meters 7034-7082 KC 
6 meters 8335.8650 KC 
(within 1 KC) 

MARINE FREQUENCY CRYSTALS -All marine fre- 
quencies from 2000 -3200 KC .005 tolerance $2.30 
ea. (supplied in either FT -243, MC -7 or FT171 holders 
STOCK CRYSTALS in FT -243 holders from 5675 KC 
to 8650 KC in 25 KC steps 73c each or 3 for $2.00 
FT -241 Lattice Crystals in all frequencies from 370 KC 
to 540 KC (oll except 455 KC and 500 KC( 50c sa. 
Pin spacing rh' Pin diameter .093 
Matched pairs - 15 cycles $2.30 per pair 
200 KC Crystals $2.00 ea. 
455 KC Crystals $1.50 ea. 
500 KC Crystals $1.30 ea. 
100 KC Frequency Standard Crystals in HC6 /U holden 
$4.50 ea. 
Socket for FT -243 crystal 15e ea. 
Dual socket for FT -243 crystals 13c ea. 
Sockets for MC -7 and FT -171 crystals 25c ea. 
Ceramic socket for HC6 U crystals 20c ea. 
(Add 5c per crystal for postage and handling) 
Write for FREE Catalog CempfNS with Oscillator Circuit.. 

1.50 ea. 

ASK YOUR PARTS DEALER FOR TEXAS CRYSTALS 
See big red display ... if he doesn't stock them, send 
us his nome and order direct from nearest factory. 

OUR FLORIDA PLANT NOW IN OPERATION 
ORDER FROM NEAREST PLANT 
TEXAS CRYSTALS 

leas Crystals. Dept R -119 Tens Crystals, Dept R -119 
8538 West Grand Ave. 1000 Crystal Drive 

River Grove. Ill, OR FI. Meyer,. Florid. 
Phone GL 3 -3555 Phone WF6.2100 
ALL ORDERS SHIPPED FIRST CLASS MAIL 

ALL OUT AND ATTACH THIS COUPON TO YOUR OR- 
DER FOR SHIPMENT VIA IST CLASS MAIL AT NO ' 
EXTRA COSTI 

NAME 

ADDRESS 

CITY 

I 
I 

I 
ZONE. .STATE 

TERMS: All iterm subject to prior sale and change of 
price without rotics. All crystal orders must be accom- 
ponied by check, cash or M. O. with PAYMENT IN FULL. 
NO COD's. Add Sc per crystal for postage and handling 
charge. Dept. R -119, 

.11 
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New Tube Tester Data 
Owners of RCA hole -card automatic testers: here 

are hole locations to be punched for new tubes. 

'11:14E TYPE 

RCA AUTOMATIC TESTER, WT-1 l OA 

1101.E LOCATIONS TO BE PUNCHED NOTES 

4BA6 

4DE6 

5BZ7 

SEAS Pentode 

5EA8 Triode 
5EH8 Pentode 

5EH8 Triode 

6BX7GT 

6DE7 Triode 1 

6DE7 Triode 2 

6DK6 

6DN7 Triode 1 

6DN7 Triode 2 
6DT5 
6DT8 

6DW5 

6EA8 Pentode 

6EA8 Triode 
6EH8 Triode 
6EB8 Pentode 

6EH8 Pentode 

6EH8 Triode 

6SV7 Pentode 
6SV7 Diode 
6U7G 

88Q5 

8CN7 Triode 

8CN7 Diode 

8EB8 Triode 
8EB8 Pentode 
8SN7GTB 

12A4 
12AH 7 GT 

12BW4 Diode 
12DT5 
12DT8 

12EK6 

12EN6 

12J7GT 

12SR7 Triode 
12SR7 Diode 

13DE7 Triode 1 

13DE7 Triode 2 

17BQ6GTB 

I7D4 

A3, B4, C7, C2, DI, E6, G5, 16, 110, J2, K6, LI, L6, L7, M4, M6, 
Ni. N6 

A3, B4, C7, C2, DI, E6, G5, 16, 17, JI, K5, L7, L8, LI, M6, MI, 
N6, N5 

A4, B5, B9, C8, D7, F1, G6, 17, 18, JI, 1(4, L1, L6, L7, M4, M10, 
Ni. N9 Test Pl and 1"' 

A4, B5, C7, D2, E3, G6, 16, 110, J2, K3, LI, L6, L7, M5, M10, 
Ni, N9 

A4, 135, C8, D9, GI, 16, 19, JI, Kl, LI, L6, L7, M5, M10, NI, N9 
A4, B5, C6, CI, D7. E8, G9, 110, 16, J2, K4, LI, L7, L6, M5, 

M10, Ni. N9 
A4, B5, C6, Cl. D2, G3, I6, 110, J2, K8, L8, 16, LI, M5, MIO, 

Ni, N9 
A7, B8, C6, C3, D4, DI, F2, G5, J7, K5, L6, L7, LI, MIO, M4, 

N9, N2 Test Pl and I':' 
A4, B5, C8, D7, G6, 110, 16, .17, K10, L7, L6, LI, M10, M4, N9, 

N2 
A4BS, C9, D2, Cl, 16, 110, J10, K9, L8, L6, LI, MIO, M4, N9, 

A3, B4, C7, C2, Dl, E6, G5, 110, 17, Jl, K7, L8, 16, LI, M10, 
M4, N9, N2 

A8, B7, C6, D4, G5, 16. 110, J6, K5, LI, M3, MIO, N9, NI 
A8. B7, C3, Dl, G2,110, 16. J8, K7, L7, L6,1.1, M5, MIO, N9, NI 
A4, B5, C7, D2, Cl, G9, 110, I6, J9, K6, L7,1.6, Ll, M I0, M4, N9, N2 
A4, 135, C3, C8, D2, D7. FI, G6, JI, K6, LI, L6, L7, M10, M3, 

Ni. N9 Test Pl and P:t 
A4, B5, C7, D3, D6, El, G9, 16, 110, J8, Kl, LI, L6, L7, 

M4, MIO, N2, N9 
A4, B5, C7, D2, E3, G6, 16, 110, J2, K3, LI, L6, L7, M4, MIO, 

N2, N9 
A4,115, C8, D9, Cl, 16, 19, JI, KI, LI, L6, L7, M4, M30, N2, N9 
A4, B5, CI, D2, G7, 16, 110, J2, K6, LI, MIO, M3, N9, NI 
A4, 85, C6, D7, E8, G9, 110, 17, JI, K7, L8, L6, LI, MIO, M4, 

N9, N2 
A4, B5, C6, Cl, D7, E8, G9, 110, 16, J2, K4, Ll, L7, L6, M10, 

M4, N9, N2 
A4, B5, C6, Cl, D2, G3, 16, 110, J2, K8, L8, L6, LI, M10, M4, 

N9, N2 
A7, B8, C3. D2, E4, G6, 110, 16, J2, K3, L4, MIO, M5, N9, N2 
A7, B8, C3, G5, 16, 110, K7, L7, L6, L3, MIO, N9, M4, N2 Reject il belov. 
A7, B2, C5, C8, DIO, E4, G3, 16, 110, J6, K10, L6, L7, LI, M3, 

M10, NI, N9 
A4, 85, C3, D2, E9, G7, 16, 110, J5, K7, L1, L6, L8, MS, MIO, 

N3. N9 
A4, A5, B9, C6, D7, G8, 16, 110, J2, K7, Ll, M4, M6, Nl, N6 For gas test, see 

instructions 
A4, AS, B9, C3. F2, GI, K7, L3, L6, L8, M4. M6, Nl, N6 Test PI and P2 

Reject below 3 
A4, B5, Cl, P2, G3, 16, 110, J2, K6, LI, M3, MIO. N2, N9 
A4, B5, C6, D7, E8, G9, 110,17,J1, K7, L. 1.6. LI, M10, M3, N2, N9 
A7, B8, C6, DI, D4, F2, G5, 16, 110, JI, KI, LI, L9, M2, MIO, 

NI, N9 
A4,135. CI,D7, G9,16, I10, J4, K6, LI, L6, L8, M2, M10, N4, N9 
A7, B8, C2, C4, Dl, D5, F6, G3, 16. I10, J6, K6, LI, M2, MIO, 

N4, N9 
A4, 85, C9,FI,G7,I6, I10, K5,L5, 16, L10, M2, M10, N3,N9 
A4, B5, C7, D3, El, G9,16, J9, K6, L6, L7, LI, MIO, M2, N4,1V9 
A4, B5, C3, C8, D2, D7, Fl, G6, JI, K6, LI, L6, L7, M2, M10, 

N4, N9 
A3, 134. C7, C2, DI, E6, G5, I10, 16, JI, K6, L6, L7, L2, M10, 

M2, N9, N4 
A2, B7, C8, D5, E4, G3, 110, 16, J9, K10, L9, L6, LI, MIO, M2, 

N9, N4 
A2, BI, 67, C5, C8, DIO, E4, G3, 16, 110, J6, K8, LI, M2, M10, 

N4, N9 
A7, BI, B8, Cl 132. G6, 16, 110, J7, K8, LI, M2, MIO, N3, N9 
Al. BI, B8, C3, F4, G5, K8, L4, L6, L7, M2, M10, N3, N9 

A4, B5, C8, D7, G6, 110, 16, J7, K10, L7, L6, Ll, M10, N9, MI, 
N3 

A4, B5, C9, 132. Gl, 16, 110, J10, K9, L8, Lb, LI, M10, MI, N9, 
N3 

A2, B7, C8, D5, E4, G10, 18, I10, J10, K5, L1, L6, L7, M3, M9, 
N2, N8 

A7, B8, C3, G5, 16, 110, K5, L4, L6, L10, M4, M9, N2, N8 

Test PI and P2 

Test Pl and P2 
Test Pl and P2 

Test PI and P2 

Test Pl and P2 
Reject below 3 
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ACCOLADES AGAIN! 

REALISTIC ßz150 
ELECTROSTAT-3 

$2 Down 
Tweeters come and tweeters go -but one, and only 
one, is here to stay! "Best value at any price 
again say the laboratory testers! (And "best 
tweeter I've ever heard ", say literally thousands nl 
Electrostat -3 owners!). When used with any of th. 
better high compliance speakers -or any speaker, 
for that matter -Realistic's Electrostat -3 deliver - 

a uniquely smooth response to 25,000 cps and be- 
yond. It adds a musical transparency you've rarely 
if ever, heard before! Exclusive Realistic design 
has 3 electrostatic elements for 120° sound disper- 
sion. built -in double -fused AC supply for true elec- 
trostatic operation. and every unit is automatically 
tested for frequency response on a Bruel and Riser. 
The most vainly imitated tweeter in audio history! 
Complete, in handsome furniture -finish cabinet 
measuring 1IT,(" x 5TA," x 41/2" deep. Ship. wt. 7 lbs. 

Again, without peer!.- .still the best super high 
frequency tweeter at any price - .. tested and 
top -rated again in September by laboratory reports! 

REALISTIC 
FULL -RANGE ELECTROSTAT -4 $11950 

$5 Down 

NOW . . . world's first 
and onl complete -range 
(30- 25,000 cps) speaker 

system incorporating - 
and especially designed 
for - a built -in Electro- 
stat -3! 
"Magnificence goes full - 
range' in a complete S- 
way "pneumatic compres- 
sion" speaker system built 
with, around and for the 
sensational Electrostat -3 
tweeter! (With "lows" 
and "middles" that match 
the quality- of those 
"highs"!). New Electro- 
stat-4 features built -in 
Electrostat -3, new -design 
mid -range cone speaker. 
amazingly rugged high 
compliance woofer, self - 
enclosed built -in 3 -way 
Crossover with polarizing 
supply and a eemplete set 
of rear panel balance con- 
trols- Completely sealed 
and enclosed in fine furni- 
ture -finish cabinet 24 %" 
x l3'dj" x 11" deep. Ship. 
wt. 41 lbs. 

STEREO 
SURPRISE! 

A component hi -fi stereo sys- 
tem at a price actually less 
than a mediocre phonograph! 
Famous imported British 
Monarch 4 -speed intermix 
changer, stereo crystal car- 
tridge with diamond stylus, 
new Realistic Stereo-7 ampli- 
fier, 2 Realistic Solo-1 speaker 
systems (cabinets included!). 
Nothing else to buy in the 
system the experts now call 
the "stereo buy of the year"! 
Ship. wt. 47 tbs. 

November, 1959 

FREE 

_n:_ 

Crossover Network 
for Electrostat -3 

$69 

Designed for the 
used with any 8 or 16 ohm tweeter -woofer 
combination. 5000 cps crossover, plus 
built -in low frequency attenuator control 
for perfect tweeter- woofer balance. Screw 
terminals, no soldering. Ship. wt- 2 lbs. 

Elect rostest -3 -may be 

Bargain Bulletins 1960 Flectronit Guide 

Radio Shack's Complete Stereo System , . . 

the sound that fooled the experts 
in a recent hi -fi magazine article! 

55 DOWN 

RADIO SHACK CORPORATION, Dept. 11 -F 
730 Commonwealth Ave., Boston 17, Mass. 

Send ... FREE Bargain Bulletins 
12- months subscription FREE. Famous Radio 
Shack Bargain Bulletins give you first crack 
at hi-fi, "ham ", optical, record VALUES! 

Send . , . 1960 Electronic Guide 
Over 40,000 items, plus articles, illustratiops, 
etc. 312 booksize 81h z 11 pages. Biggest, 
most valuable handbook ever! Only 35c. 

SendogElectro 
tat-3 tweeter, No, 36CX017Y 

8-ohm Crossover network, No, 91L534 @ $6.95 
16-ohm Crossover network, No. 911.331 @ 
$6.95 
Electrostat -4 speaker system, No- 90LX243 
(mahogany) @ $119.50 

Comp 
l 
to stereo system, No. 92LX195 @ 

Name 

Address 

City Zone State 
Check Money Order C.O.D. 

RADIO SHACK 
CORPORATION 

167 WASHINGTON STREET, BOSTON 8, MASS. 

730 COMMONWEALTH AVENUE, BOSTON 17, MASS. 

230 -234 CROWN STREET, NEW HAVEN 10, CONN. 
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...Build the Best 
Portable.. 

6- TRANSISTOR RADIO RA -6 
Kit $29.95 Wired $49.95 

HEECTEEL 

E Easy creative fun to build x. a lifetime of 
big -set entertainment wherever you go . 

designed so that even the novice can build It 
8 obtain a handsome professional assembly 
8 outstanding performance. American -made 
modern super -heterodyne all- transistor or 
cuitry, plus finest quality parts throughout. 
assure you of highest durability 8 stability. 

high sensitivity & selectivity big -set 
volume & tone quality with 4" s 6" PM speaker 
8 250 mw push -pull audio output stage 
built in Ferrite rod antenna for good reception 
in any location pre -aligned RF 8 IF trans- 
formers planetary vernier tuning (7:1 reduc- 
tion) for easy station selection 8 tuning 
high impedance earphone jack for private 
listening; eliminates drain of output stage 
when using earphone attractive tan leath- 
erette case, retractable handle compact: 
81/2" w, 41/2" h, 2' /2" d. Only 3 lbs. 

Build the BEST BUYS in 

"HAM" gear... 

. . ee 4e 4.* 

e 90-WATT CW TRANSMITTER # 720 
Kit $79.95 Wired $119.95 
"Ideal for veteran or novice" - ELECTRONIC 
KITS GUIDE. "Top quality" - POPULAR ELEC- 
TRONICS. "Well designed " - ELECTRONICS 

WORLD. 80 thru 10 meters with one-knob band - 

switching. Full "clean" 90W input, 65W ex- 
ternal plate mod. Matches loads 50 to 1000 
ohms. May be used as basic exciter unit. TVI 
shielded. Tubes: 6146, 6CL6, 2.6AO5, GZ34. 
Attractive "living room" low -silhouette design. 
15" w, 5" h, 9" d, 

UNIVERSAL 
MODULATOR - 
DRIVER #730 
Kit $49.95 
Wired $79.95 
Cover E -5 $4.50 
Delivers 50W undistorted audio. Modulates 
transmitters having r.f. inputs up to 100W. 
Unique over -modulation indicator. Output 
transformer matches 500.10,000 ohms. Low - 

level speech clipping & filtering. Inputs for 
xtal or dynamic mikes, phone patch, etc. 7 

tubes. 6" h, 14" w, 8" d. 

GRID DIP METER Q 
Kit $29.95 
Wired $49.95 #710 
Includes complete set of coils for 
full band coverage. 400 kc -230 me In 

e 8 overlapping ranges. 500 ua meter. 
tI Plug -in coils are pre- wound, pre -calibrated to 

0.5% accuracy. Transformer- operated power 
supply. 21/4" h, 25ál5" w, 67 /s" I. 

Compare -judge for yourself -at your neigh 
borhood EICO distributor. For free catalog 
on 65 models of FICO test instruments, hi fi 
& "ham'" gear, fill out coupon on Page y, 

1-7 E/CO ELECTRONIC INSTRUMENT CO, lac 

13 00 N Sha l I C I.N. Y. 

D 1959 
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Notes 

OLYMPIC V -O TRANSFORMERS 
TV chassis HA, HB, HD, HE, HF, 

HJ, and HH use part TR -2579 as the 
original vertical- output transformer. If 
this unit should become defective, the 
available, suitable replacements are 
transformers TR- 25791, -25791 -1, and 
-25791 -2. Although these are satisfac- 
tory, differences in color coding of the 
leads may produce confusion unless 
care is taken. If the new unit is TR- 
25791 or -25791 -1, connect the red lead 
to pin 1 of the vertical- output tube 
(6CM7) ; the blue lead to the filtered, 
boosted "B +" tie point on the terminal 
strip; the yellow lead to chassis 
ground; and the green lead to pin 7 
of the yoke socket. If the replacement 
unit is TR- 25791 -2, connect the blue 
lead to pin 1 of the vertical- output tube 
(6CM7); the red lead to the filtered, 
boosted "B +" tie point on the terminal 
strip; the green lead to ground; and 
the yellow lead to pin 7 of the yoke 
socket. 

MOTOROLA: INTERMITTENT PIX 
If TV receivers using the TS -542 

chassis exhibit an intermittent loss of 
video information, two specific possi- 
bilitic s are worth checking out before 
investing the time that will be required 
by conventional localization techniques. 
First try moving the channel selector 
knob. If this movement tends to induce 
the symptom, C_n, a .001 -of. feed - 
through capacitor in the tuner circuit, 
will probably be in need of replace- 
ment. Mechanical stress on this com- 
ponent produced by manipulation of 
the selector may cause intermittent 
shorting, disabling the mixer. 

If the symptom does not appear to 
originate at the point just noted, check 
the ground connection on the chassis 
plug in which the wires from the front - 
panel controls are terminated. A poor 
ground connection here, which can be 
corrected by simple re- soldering, may 
also cause the symptom of intermit- 
tent video. 

SYLVANIA: HEATER CHECKING 
Although the S -110 TV chassis, wide- 

ly employed throughout the Sylvania 
line, uses series- string wiring for the 
tube heaters, the usual problem of lo- 
cating a single, burned -out heater when 
the entire string is extinguished has 
been simplified. A rapid narrowing - 
down of suspects can be performed be- 
fore any tubes need be checked individ- 
ually and without removing the chassis 
from the cabinet, reducing possibilities 
to four tubes or fewer. 

First an ohmmeter is used to check 
the CRT heater (pins 3 and 4) directly 
at the CRT base. Continuity of heaters 

TECHNICIANS! GENERALS! NOVICES! 
s c R. 5 2 2 Here '11.! The old. -. 

TRANSMITTER - liable VHF Tr:,i. 
R E C E I V E R C. ceiver in n ha 

mewl J- slater r tilt 
aLL.,nal price ever g11 ra.!'N." 

L12't, '2I r'lil' o 1 I i \' I!Il a .a AC. I e Mow., 
....snit .,vers II OU- Iá1á Mc- naturally! aC fl staff rmplet11ain 

r has 2 -$32 tuta..n, a etc. C Lel in Ali. tern.UHF.N. Ei,.11y -,nivcrti..512.50 
Lleal n tern. Excellent condition... I 
DOPE FOR ION TO ....S 1.00 REGULATED AC POWER SUPPLY fur atx,ve. ,N. a hlitm,+ 

OTOR POWER SUPPLY for 
29.95 

12 VDC DnYNAM 
nil, a1N,rt. c,nnl Illmn 3.95 

24 VDC DYNAMOTOR GOWER SUPPLY fur 
alcove. 

LOCAL ADAPTOR CONTROL SOX 
for a Liken .95 iI.Of:8.gWHIT,: IN 

new...... 
DA:N Al'L'k:.ei)H1k:8 F0111 

AHH \'E:. WHITE 1\ F111í HATA. 
DM -35 DYNAMOTOR 

12 V. input. 025 V. , , 2-.-. . output. 1.1ke , 
Kov't rea,ndwunarl. Ìn Aria. ism' 55.95 

RO2 UHF COMMUNICATION RECEIVER 
2211.41,11 MC. Table top 11101101, with Ilulll -`ll 110 V. 

00 cis. power suly. Includ... IIII meter, Iinllter, HE in. audio unlit. c. Cong,Ìetee will' all 
IS tubes! Excellent condition. Orin. t 
$2.1111.1.1111 

$á9.95 ,ship. Wt. . 
iii 

I' d ANA WANTED'. 
, 911E paid IV 

BC620 RECEIVER-TRANSMITTER 

'. $19.50 
'1Ì'1'I llu mil. Il Nl ia'! 53.95 
TELESCOPING ANTENNA '. Uuly $2.95 

TUPES! TOPS IN TUBE BARGAINS! BRAND NEW! 
532 TRANSMITTING TUIlES. Ne 

l'11Boxed. EEa.$3.95 
4%1S0Á S 7.95 4.65A 5 9.95 4.l33Á 11.93 440A 29.95 
30411 .. .. 25.00 4250A 24.50 

APR 1 TUNING UNITS, EXCEL. COND.! a a " \. 
M. 

114.95 
TN -3: .Me 14.95 

T- 14/TRC TRANSMITTER 
JUST REDUCED! For n this 

70.1011 Me. .50 W. i 1 1 on p11 
coon 

1,a00el. Built-in I Sit 
lg 
:union 

t,` fable top size. Easily e'teli pleb. Fain ,..,.......,,. ,.,vlli,.,,! $24.95 `Nn.. 

CITIZENS' BAND, ETC. 
BC -603 RECEIVER 

Covers 211.28 Me FM. Terril i' elt,t. i t band. 
111 /High -I,+l Hull( in s .take,' mid Irk 

May he opel'ela. middle o 12 V. will, dynnsotor ,oe l'elea. lol,,w, or I10 VAC with 
,.me r pmk. tiled. n In 1 mlmlte t.o. $9.95 New AM. 

I1 V. H\ ".\':\M'ITrlli. Inn )lane S 3.95 Ito \'AI I \I .. 12.95 
2.96 

CRYSTAL I SET ,fill o,ho.l ,t.v H, 
\,95 

L .: 

Ilr h 
MATCHING Tan . I l N , , ABOVE 

54.95 
v 11,5.604: 

S5.95 
,.i. , 111E111 Ihi 

,. ., .... .. i,., 
.513.00 

I 
BC -659 TRANSMITTER-RECEIVER 

12 V. 27.:10 111' Easily converted 1 0111- or 
lid. CAL M amazine "'tor "inn, t!.e,l. excellent WITH Wl'TH POWFit pl14sS! sl,PPI.r. ' ... .. ... ..... . iVV 

WRITE FOR FREE SARGA IN ULLETIN! 
All orders FO Los Angeles. 25 deposit - 

Ú uhlect td le. NOTEr 2.1411.4"041:17 13.00. WRITE TO DEPT. R. 

CBeu/KÓ[CL 
ELECTRONICS 

2251 W. WASHINGTON BLVD. 
LOS ANGELES 18. CALIF. 

The Battery That's Used in 
Guided Missiles Now Released 

as Government Surplus 
For Photography, Aircraft, Models, 5 95 
Searchlights, Radios, etc. I 

Sintered-plate N ekei.Cadm,um 11,x1 e 
storage batteries designed for NINE" tluile and now surplus due to design 'alb a change. A lifetime sbattery with no known 
limit of service lover 5000 a barges on 
test without loss of ape 1 ). Other Oa- 

: Virtual indestructible. compact A 
lightweight, withstands heavy shock and 
vibration. Flat voltage curve during di,. 
charge retains char yea. o more. high 

barge rate up 
charge 

cell, no iv fumes to 
amps. 

o 

clotñ ng 
equipment, spill -proof onstruebon. or 

in any p05áíá07. indefinite stor. 
in age without deterioration. ope . 

tem -60 F to 200 F. Each 
ell is . 6 ampere. hod l.... 

Nominal voltage per cel r1.2 v ll- 
(A V. é quires 5s ells.) Cell 
ea.e 

6" H. 2" W. a /a` T. Wt. ou. 
Uses Polasfiu m- H«droxide 1300 lee. ea. 

Negligible 1 during lifetime 
Add only distilled water a a 

year. A fraction of ent cost. 

Used Test Cells S I .95 ea. Postpaid 
Brand New Cells 2,95 ea. Postpaid 
24 V. Eat., 120 cells) in metal cae used 540.00 ew 
1150.00 

All relia yanrnfieni Is yuan aldiaf urli,,li 
or mace, 

battery cases have slight cracks-repaired 
as with household cement or you may add 25e if, 

ach to insure 

ne 

p 

ESSE RADIO COMPANY Dept 145 

42 W. South Street Indianapolis 25. Indiana 

ELECTRONICS WORLD 
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in the tuner section may be checked 
next by placing the ohmmeter leads 
across the two filament lugs mounted 
on top of the tuner subchassis. To 
check out heaters of the 5T8, 5BR8, 
5AQ5, and 12BY7, the socket on the 
base of the CRT is removed (Fig. 1A) 
and one ohmmeter lead is inserted in 
the hole for pin 4. The other lead is 
connected to circuit ground. If no dis- 
continuity has been observed to this 
point, one ohmmeter lead is now moved 
to the tuner filament connecting pin 
nearest to the shaft (Fig. 1B) and the 
other lead is moved to the contact of 
the a.c. interlock shown in the illus- 

TO CHECK 6T8,SBRB,5A05, 
aim 

PIX TUBE SOCKET 

OHUE T ER 

LOW SCALE 

(A) 

TO CHECK- 100E7, 12AX4,12006 
R500, SV/500 

AC INTERLOCK 

(B) 

TO CHECK- 3CS6,6CG7, ALL 3BZ6S 

PIN 

'36 

HTR. 

PIX TUBE SOCKET 

(C) 

TO CHECK- ALL 3BZ6'S 

TOP OF BOARD 
3 I.F. TUBES 

Fig. 1. (D) 

tration: included in this part of the 
string are the 10DE7, 12AX4, 12DQ6, 
filament- dropping resistor R.,,., and "on- 
off" switch SW.,. The connection 
shown in Fig. 1C, from the hole on the 
CRT socket for pin 3 to one of the 
tuner filament connections, will include 
the 3CS6, 6CG7, and all 3BZ6 i.f. tubes. 
If an open reading is obtained in this 
string of five, another step is possible. 
A check between one tuner filament 
pin (Fig. 1D) and pin 3 of the 1st video 
i.f., which is accessible from the top 
of the chassis board. will check con- 
tinuity of the three 3BZ6 tubes sepa- 
rately. -30- 

November, 1959 

Outperforms Costliest Speaker Systems 

ENJOY THE BEST AT GREATEST SAVINGS 

E X C L U S I V E 

i. . i hSS OOI. OMNOMM 
OSai SSOM 

. 
! i.. ISM OSOaM .SMMMS, 

. /MOSS MESE ,e. 
ARTHUR JANSZEN DESIGN pat- 
ented dual electrostatic radia- 
tors ... rated the best again and 
again. Built -in power supply; 
velvet- smooth response to be 
yond 25,000 cps. 

E X C L U S I V E 
HIGH.COMPLIANCE 
12" woofer featur- 
ing weighted cone 
in solid cast- alumi- 
num alloy frame... 
with heavy -duty 
sintered ceramic 
magnet for ex. 
tremely dense flux. 

EXCLUSIVE: Acoustically correct 
enclosure of choice hardwoods, 
finished on 4 sides... 

A PRODUCT OF ALLIED RADIO 

High -Compliance 
Electrostatic Speaker System 

ON LV Comparable to speaker sys- 
:1295o tems selling at 50% more! 

Here's an Allied exclusive - 
$5 Down the hi -fi speaker sensation of 

the year- combining patented Arthur 
Janszen design dual electrostatic tweeters 
with a new and revolutionary high- compli- 
ance woofer. The results are amazing: Dis- 
tortion is held to a mere 0.5% at full 50 
watts input. Response is clean and level, 
30- 25,000 cps. You have to hear it to be- 
lieve it- transparent high frequencies to 
beyond audible limits- smooth, honest 
bass. The KN -3000 enclosure, of 3/4" wood 
throughout, is finished on 4 sides; 14 x 
26' x 13 "; available in mahogany, limed 
oak or walnut. Impedance, 8 ohms. U. L. 
Approved. Shpg. wt., 50 lbs. 
KN -3000. Only $5.00 Down. NET $129.50 

SEE YOUR ALLIED 
1960 CATALOG 
for a detailed de- 
scription of the 
remarkable new 
KN -600 HC high - 

compliance 2- 
way speaker, with the sensa- 
tional 4.6 lb. ceramic magnet 
and 'h" thick polystyrene cone. 
See hundreds of other top 
buys on everything in Hi -Fi in 
the 1960 Allied Catalog. Write 
for your FREE copy today. 

New Easy Terms: Only $5 down 
(Or less) on orders up to $200. 
Up to 24 months to pay. 

15 -Day Trial & Moneyback Guarantee. Try the 
KN -3000 Speaker System in your home for 15 
days; if you are not completely satisfied, your 
purchase price will be refunded by Allied upon 
return of the equipment. 

order from 

ALLIED RADIO 
ALLIED RADIO, Dopt. 181 -L9 
100 N. Wsstsrn Av., Chicago 80,111. 

Ship me KN -3000 Speaker 
System(s). D Mahog. D Oak. D Wal. 

$ encl. (Shipped F.O.B. Chino) 

I am interested in saving money on everything 
in HiFi. Send me your FREE 1960 Catalog. 

Name 1 

Atltlres. 1 

City Zone -State I 

L _ J 
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PREPARE FOR ALL 
USA Commercial Radio - 

Telephone Operator's License 

RADIO 

ELEPHONE 

LICENSE 

IMANUAL 

EXAMS! 

ELEPHONE 

E 

L 
QUESTIONS ON BASIC LAW 

BASIC OPERATING PRACTICE 

BASIC RADIOTELEPHONE 

ADVANCE RADIOTELEPHONE 

In one convenient volume, com- 
plete study -guide questions 
with clear, concise answers for 
preparation for all U.S.A. com- 
mercial radiotelephone opera- 
tor's license examinations. 

BUY FROM YOUR FAVORITE DISTRIBUTOR 
at above price or add 10% on direct mail orders to: 

EDITORS and ENGINEERS. Ltd. 
Summerland California 

BOOKSTORES: ORDER FROM BAKER & TAYLOR CO., HILLSIDE, N. J. 

INSIST ON 
PROVED BRAND 

NAMES 
insist on the 

GENUINE 

OISE" 

Beware 
Of 

eap Substitutes! 

NO -NOISE 
VOLUME CONTROL 

and 
CONTACT RESTORER 

Cleans Protect. 
ubr reste. 

NOT A CANNON NET SOLUTION 
2 O.. Bottle 6 Oa. S., Can 

S100 s'L 25 

NET to NET to 
S.rricem.n Serrlc.men , 

NO-NOISE 

TUNER -TONIC 
With PERMA -FILM 

Economical a little 

n , EM 

i 
NOW AVAILABLE 

FREE 
AT YOUR JORBERS I 

5" PLASTIC « 
EXTENDER 

W Ih Push Ballon Assembly Fol PINPOINT 
APPLICATIONS, 

Does Not Cause Shorts' $ 

NO -NOISE 
RUBBER 

COAT SPRAY $325 

ELECTRONIC CHEMICAL CORP. 813 Cammampaw Avenue Jersey City 4, N. 1. 

98 

Within the Industry 
(Conti,,,lttl from page 32) 

Hugh Moore, Lerco Electronics, Inc., 
representing WEMA; Robert E. Svo- 
boda, Amphenol -Borg Electronics 
Corp., representing EP & EM; Robert 
Ferree, International Resistance Co., 
representing PACE: Norman A. Trip- 
lett, The Triplett Electrical Instrument 
Co., representing EIA; and Sam Pon - 
cher, Newark Electric Co.. William 
Green, Electronics Center, Inc., Joseph 
S. Forti, Electronic Wholesalers, Inc.. 
and C. T. Kierulff, Kierulif Electronics, 
Inc., all of whom will be representing 
NEDA. 

s s 

HEWLETT -PACKARD COMPANY has ac- 
quired all outstanding stock of BOON - 
TON RADIO CORP. The firm will be- 
come a wholly owned subsidiary of the 
parent organization . . . Stockholders 
of Howard W. Sams & Co.. Inc., The 
Waldemar Press, Inc., and The Howard 
Company have approved a merger of 
the three firms under the corporate 
name of HOWARD W. SAMS & CO., INC. 

MOTOROLA INC. has acquired THE 
DAHLBERG COMPANY. The acquisition 
also includes the wholly owned sales 
subsidiary, Dahlberg, Inc.... GON - 
SET DIVISION. Young Spring cf Wire 
Corp., has announced the sale of in- 
ventory, design, and manufacturing 
rights of its former Link Mobile Radio 
Division to the PLATT SALES CORPORA- 
TION . . . ARNOUX CORPORATION has 
announced the acquisition of the com- 
mon stock and personnel of INSTROL. 
INC. . . . CORNELL -DUBILIER ELECTRIC 
CORP. has completed negotiations with 
the TOSHIBA COMPANY of Japan to 
form a new international manufactur- 
ing- distribution association to market 
the Far Eastern firm's transistors in 
the U.S. 

s s s 

ELECTRONIC INDUSTRIES ASSOCIA- 
TION has re- appointed J. A. Milling. 
president of Howard W. Sams & Co., 
Inc., chairman of the Association's dis- 
tributor relations committee. 

In addition, the following were 
named by the EIA president, David R. 
Hull, as members of the committee for 
the fiscal year 1959 -60: N. A. Triplett, 
co- chairman, Triplett Electrical In- 
strument Co.; E. P. Atcherley, Sylvania 
Electric Products Inc.; H. F. Bersche, 
RCA; F. J. Chamberlain, Clarostat 
Manufacturing. Co.; E. Clover, Triad 
Transformer Corp.; R. D. Ferree, In- 
ternational Resistance Co.; C. Golen- 
paul, Aerovox Corp.; J. H. Hauser, 
CBS Electronics; A. N. Haas, Bud Ra- 
dio, Inc.; E. T. Herbig, Jr., E. F. John- 
son Co.; J. D. Hughes, Littelfuse, Inc.; 
R. S. Laird, Ohmite Manufacturing 
Co.; W. L. Larson, Switchcraft, Inc.; 
H. S. Quam, Quam -Nichols Co.; W. 
Stuart, Belden Mfg. Co.; R. E. Svoboda. 
Amphenol -Borg Electronics Corp.; E. 
Templeton, P. R. Mallory & Co., Inc.; 
J. T. Thompson, Raytheon Co.; and 
B. E. Vinkemulder, Centralab, Dir. 
Globe Union, Inc. -111- 

ELECTRONICS WORLD 
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AMATEURS -WHY WAIT 
for "PROMISED" DELIVERY 

on your new 
Single- Sideband Equipment? 

Guaranteed same day 

shipment of any SSB 

equipment on this page! 

Why wait for promised delivery on equipment 
that may take months to hit the market ... when 
Walter Ashe can make actual delivery on all Halli- 
crafters Single Sideband equipment. We can make 
shipment the same day your order reaches us! 

TIME PAYMENT TERMS AVAILABLE ON ALL EQUIPMENT! 

Get Our "Surprise" Allowance 
Tell us what you have to trade ... any name brand equipment made since 1946 ... and we'll rush our biggest -ever "Surprise" allowance that is sure to make you 
wonder how Walter Ashe can do it. Incidentally, all used equipment we sell is 
checked thoroughly and guaranteed to work the same as new. Whether you're trad- 
ing up to new or purchasing used equipment ... you're always money and satisfac- 
tion ahead at Walter Ashe! 

Why Wait? Get on SSB With This Powerhouse Combination... NOW ! 

HALLICRAFTERS 
HT32A 

CW AM -SSB 
r 

r' 
Transmitter 
Amateur Net 

$695 
Shipping Weight 85 Lbs. 

r v r f Shipping Weight 19 Lbs. 

HALLICRAFTERS S -107 
All Band RECEIVER 

Amateur Net 

$$195 

HALLICRAFTERS 
precision-built __= J 

Ski 10 RECEIVER 

Ama'eur Net 

HALLICRAFTERS 
HT 33A 

LINEAR KW 

Amateur Net 

$795 
!ihipping Weight 130 Lbs. 

$15995 
Shipping Weight 80 Lbs. 

HALLICRAFTERS 
famous 

sx 101A 
AMATEUR BAND 

RECEIVER 

Amateur Net 

$39550 
16-Shipping 

Weight 36 Lbs. 

NEW 1960 CATALOG READY! 
Here's the "ham's own" catalog ... compiled and 

designed entirely with the amateur in mind. 
Exclusively new mobile and fixed station 

equipment ... parts and supplies ... of interest 
to the amateur. Rush coupon for your copy. 

November, 1959 

R RADIO CO. 
Dept. R- 11 -59, 1125 PINE STREET 

ST. LOUIS 1, MISSOURI 

WALTER ASHE RADIO CO. 

YOUR ONE -STOP SUPERMARKET 
Dept. R -11 -59 St. Louis 1, Mo. 

Rush New Catalog 
Send latest lists of guaranteed Used Equipment 
Rush "Surprise Trade -in" offer on my 

In Our 38th Year 

For 
(Show make and model of eel nt desired; 

Name 

Address 
t 

City Zone_ _State 
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s 14111C4? -- - - - 

TWO -WAY RA1110 
communica/ioa9 eq.ui/nuenl ! 

1IIF 
41111 

'HF -FM FOR 
MOW 
memo 

O :M ema 
TO ,Aaa 

VHF F0N: 

GROUND 

NONCE. 

ta.m.Ta+olNt 
11001E CONTROLS 

COMCO'S ALL NEW 

"580" FLEETCOM 
VHF -FM MOBILE RADIO 

The new "580" is compact, 
light weight, has high per- 

formance, and features on 

original concept in Mobile 
equipment packaging by 
combining the control head, 

speaker, and transistorized 
power supply in one small 
easily mounted cose assem- 
bly. * HIGH PERFORMANCE... meets "split 

channel" technical requirements, all FCC 
and FCDA requirements. 
* FULL POWER OUTPUT ... 35 Watts 
in 25.50 Ma. 25 Watts in 144.174 Mcs. 

*BUILT-IN RELIABILITY...Preproduction 
Models field tested in 5 states and 3 
foreign countries before starting pro- 
duction. 
* SMALL AND LIGHT WEIGHT...Chassis 
in case 13"49)4"431/2". Controbpower 
Supply- Speaker caw 5 "x5 "e33F. ". Com- 
plete Mobile installations 24 lbs. 

* EASY TO INSTALL "Two- unit" 
package so small most installations 
are under dash. 
*LOW COST... Complete 
mobile package 

$398 F.o.b. factory 

* EFFICIENT... Transistor power 
supply gives high efficiency. Total 
standby drain 5.25 amp. 
* INTERCHANGEABLE CHASSIS 

Mobile transmitter- receiver 
chassis instantly interchangeable 
with base stations in simples 
systems, 

Af7FMYon DEALERS! 
IIHNIas eri4Ne tmiNria 

!á 
DESIGNERS AND MANUFACTURERS 0 

74 R) 
3 

- 
-CoMÿ It', 

CIIMMUNICA-TI 
FOUNDED ISII COR -AL GABLES. 

"580" series trantmitfer- 
receiver chasm. 

., 
RADIO COMMUNICATIONS EQUIPMENT 

COMPANY, Inc. 
MIAMI 34, FLORIDA 

GET INTO 

ELECTRONICS 

V.T.!. training lead. to mimeos ea technirm:. 
veld engineer.. specialists in communicaum, 
guided missiles, computer.. radar and 
Lion. Basic and advanced courses In theaimmune. 
laboratory. Associate degree in electronics In 29 
months. B.B. in electronic engineering obtainable. 
FCPD accredited. G.I. oved. Graduate. In all 
branches of electronics with major companies. 
start February. September. Dnrnls. rem pus. Nigh 
seh:a:i graduate or ul valent. Catalog. 

VALPARAISO TECHNICAL INSTITUTE 
Dept. RD Valparaiso, Indiana 
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F" r 
BARGAIN TV wow 

SERVICEMEN! 
Write for SENSATIONAL CATALOG 

HENSHAW RADIO SUPPLY - 7019 TROOST KANSAS CITY, MO. 

TAPE RECORDERS 
HI -FI COMPONENTS 
SLEEP LEARN KITS 

MERITAPE UNUSUAL 
VALUES 

..o o,a`no s.t tan.,einaéo::: FREE 
or can 1960 cataioE 
D R E S S N E R. 6402 RA. I74 St., Flushing 65, N.Y. 

Largest 
Induction Heating 
Project 

Simulates high temperatures 

found in high -speed flight. 

THE age of manned space vehicles 
I'nay be brought closer to reality by a 
new radio- energized heat testing device 
designed by General Electric's Com- 
munication Products Dept. to simulate 
high temperatures encountered in 
high -speed flight. Described as the 
first undertaking of its scope in the 
world, the new electronic equipment 
uses r.f. induction heating principles. 
The equipment required is being built 
by G -E for the Air Force. 

The contract involves several mil- 
lion dollars and provides for initial in- 
stallation at the Aircraft Structures 
High -Temperature Laboratory main- 
tained by the Air Force at Wright 
Patterson Air Force Base near Day- 
ton, Ohio. 

Designated as "Project Heat," the 
system will concentrate a total of 10 
million watts of r.f. energy in a rela- 
tively small area of approximately 100 
square feet. It is the largest induction 
heating project that has ever been 
undertaken and is the result of a 
decade of research in the field. 

Up to now, space vehicle experi- 
ments of the Air Force have been 
conducted using infrared lamps, plas- 
ma jets, shock tubes, and similar equip- 
ment. The major advantage of induc- 
tion heating is that it can be readily 
controlled and yet it can create tem- 
perature changes at an extremely high 
rate. The purpose of "Project Heat" 
is to provide valuable test data to 
engineers designing aircraft, missiles. 
and space vehicles. Similar techniques 
will eventually be used for a wide vari- 
ety of applications by other govern- 
ment agencies and aircraft manufac- 
turers. 

The r.f. induction equipment for this 
project will be especially designed to 
operate compatibly with the Air 
Force's existing radiant heat system 
at Wright Field. The over -all system 
will consist of forty power loops with 
associated load- matching networks. 
Each is capable of inducing 250,000 
watts of r.f. power into the test speci- 
men at frequencies within the range 
of 200 kc. to 2 mc. The equipment has 
provision for future extension to 5 mc. 

The over -all contract, awarded to 
Helldoerfer- Castellini, prime contrac- 
tor, of Dayton, Ohio, calls for a com- 
plete system installation including 60- 
cycle back -up power equipment to he 
supplied by G -E's Apparatus Sales Di- 
vision. Original feasibility studies were 
carried out by scientists at the Uni- 
versity of Florida. The Vitro Corpora- 
tion in New York is the architectural 
engineer for the facility. - ïl1 

ELECTRONICS WORLD 
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How to keep your profits from going to the "dogs "! 

AVOID CALLBACKS 

DUE TO PREMATURE 

TUBE FAILUflE,,, 

...when you replace a defective horizontal 
tube check operating cathode current. 

Premature horizontal output tube ( "H.O.T:') 
failure can be caused by excessive cathode cur- 
rent- higher 11ian recommended by the manufac- 
turer -due to misadjustmenr or defective com- 
ponents in the horizontal output stage. When- 
ever you replace the "H.O.T:', protect your 
profits with these precautions: (1) measure 
"H.O.T:' cathode current; (2) if excessive, find 
the trouble and fix it; and (3) adjust Horizontal 
Drive, Width, and Linearity. 

Keep your hard- earned profits to yourself. 
Take time to check "H.O.T:' cathode current. 
And, do as most successful service technicians 
do: always replace defective horizontal output 
tubes with poucr -to -.r pare RCA tubes. They pay 
off in fewer callbacks, finer reputation, and 
bigger profits 

output 

RCA- 6D06 -A- typical of RCA's ex- 
cellent tube quality. Mount struc- 
ture is designed to give maximum 
heal dissipation, prevent "hot 
spots" on the plate, allow cooler 
operation of the grids -help cut 
callbacks! Available of your RCA 
Tube Distributor. 

RADIO CORPORATION OF AMERICA 
Ere ctron Tube Division Harrison, N. J. 

November, 1959 

4 SIMPLE WAYS TO 
MEASURE "H.O.T." CURRENT 

MIL LIAMM ET ER 

(0-500 mo. range) 

l 
1 47 1 T 
I J 

Brook 
Disconnect cathode circuit at the "H.O.T." 
socket. Connect 0.47 µf capacitor and dc 
milliammeter as shown. 

H.0.T 

MILUAMMETER 

(0-500 ma r noel 

H.O.T 

Beok 

If "H.O.T." circuit has bypassed cathode- 
bias resistor, connect milliammeter as shown. 

Fe nc.r 
HOT 

e 

MILLESMM ETER 

(0-500 ma ronge) 
B. 

Remove "H.O.T." circuit fuse. Connect meter 
across fuse holder as shown. Indicated cur- 
rent will be slightly higher than actual cath- 
ode current because it includes boosted "B" 
current to vertical oscillator and /or other 
circuits. 

VOM -VTVM 

(I5V or 50V 
range) 

H.0.T 

Measure dc- voltage across "H.O.T." cath- 
ode -bias resistor. Voltage should not exceed 
value shown in service data for the set. Com- 
pute cathode current by dividing the voltage 
by the resistance. 

TYPICAL RCA ' H.O.T.'' TYPES AND MAX. 
DC CATHODE CURRENT (MILLIAMPERES) 

6AU5.GT 110 
6AV5-GA 110 

6AV5-GT 110 
6806-G 110 
6866-GA 110 

6506-GT 110 
6B06-GTB/6CU6 112.5 

6CB5 200 
6CB5-A 220 

6CD6-G 200 
6CD6-GA 200 
61)05 285 
6006-A 140 
12AV5-GA 110 
12606-GTB/12CU6 112.5 
12006-A 140 
17606-GTB 112.5 
17006-A 140 

19866-G 110 
19866-GA 110 

25806-GT 110 
25806-GTB/25CU6 112.5 
25CD6-GA 200 
25CD6-GB 200 
25DN6 200 

Discontinued RCA Type -Replaced by RCA "A" 
or double- branded version. 
Values shown ore measured with the receiver 
operating at o line voltage of 117 volts, 60 cycles. 
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Superior's New 
Model 82A Multi-Socket Type 1 ype 

TUBE TESTER 

Model 82A - TUBE TESTER ... Total 
Price $36.50 - Terms: $6.50 after 10 
day trial, then $6.00 monthly for 5 
months if satisfactory. Otherwise return, 
no explanation necessary. 

To test any tube, you simply insert It Into a num- 
bered socket as designated, turn the filament switch 
and press down the quality switch-THAT'S ALL! 
ltrad quality on meter. Inter -element leakage if any 
indicates aulmnWrdly. 

TEST ANY TUBE IN IO SECONDS FLAT! 
OTurn the filament selector 
switch to position speci- 
fied. 

Insert tube into a num- 
bered socket as desig- 
nated on our chart (over 
600 types included). 

THAT'S ALL! Read emission quality direct on bad -good meter scale. 

Press down the quality 
button - 

Production of t his Model was de- 
layed a full year pending careful 
study by Superior's engineering 
stag of this new method of test- 
ing tubes. Don't lei the lo,, price 
tuixyead you! We claim Model 
82A will outperform similar 
looking units which sell for 
much more-and as ,,roof. we 
offer to ship it on our examine 
heron you hay policy. 

SPECIFICATIONS 
Tests over 600 tube types Tests 0Z4 and other gas -filled tubes 
Employs new 4" meter with sealed air -damping chamber resulting in accurate vibrationless readings Use of 22 sockets permits testing all,popular tube types and prevents possible obsolescence Dual scale meter permits testing of low current tubes 7 and 9 pin straighteners 

mounted on panel All sections of multi -element 
tubes tested simultaneously Ultra- sensitive leak- 
age test circuit will indicate leakage up to 5 
megohms 
Model 82A comes housed la handsome, porta- 
ble Saddle- Stitched Tesen case. Only 

SUPERIOR'S NEW MODEL 83 

C.R.T. TESTER 

Model 83- C.R.T. Tube Tester 
Total Price S38.50 
Terms: 58.50 after 10 day trial, then 56.00 
monthly for 5 months if satisfactory. Other- wise return, no explanation necessary. 

TESTS and REJUVENATES ALL PICTURE TUBES 
ALL BLACK AND WHITE TUBES ALL COLOR TUBES 
From 50 degree to 110 types -from Test ALL picture tubes -In the carlota -oat of 

8" to 30" tries. the carton -ln the set! 
Model 83 is not simply a rehashed black 
and white C.R.T. Tester with a color 
adapter added. Model 83 employs a new 
improved circuit designed specifically to 
test the older type black and white 
tubes. the newer type black and white 
tubes and all color picture tubes. 
Model 83 provides separate filament 
operating voltages for the older 6.3 
types and the newer 8.4 types. 
Model 83 employs a 4" air- damped 
meter with quality and calibrated 
scales. 
Model 83 properly tests the red, green 
and blue sections of color tubes indi- 
vidually -for each section of a color 
tube contains its own filament. plate. grid and cathode. 

Model 83 will detect tubes which are apparently good 
but require rejuvenation. Such tubes will provide a pic- 
ture seemingly good but lacking in proper definition, 
contrast and focus. To test for such malfunction, you 
simply press the re). switch of Model 83. If the tube is 
weakening, the meter reading will indicate the condition. 
Rejuvenation of picture tubes Is not simply a matter of 
applying a high voltage to the filament. Such voltages 
improperly applied can strip the cathode of the oxide 
coating essential for proper emission. The Model 83 
applies a selective low voltage uniformly to assure in- 
creased 'Ile with no danger of 
cathode damage. 

Model 83 comes housed !n handsome J, 
portable Saddle Stitched Teson case 
-complete with sockets for all black 8 and white tubes and all color tubes NET 
Only 

50 

Model TV- 50A- Genometer 
Total Price 547.50 
Terms: 511.50 after 10 day trial, then $6.00 
monthly for 6 months if satisfactory. Other- 
wise return, no explanation necessary. 

CROSS HATCH GENERATOR: The 
Model TV -50A Genometer will T- P o 
jeer a ube pattern on any 
TV picture tube. The pattern will 
consist of non -shifting, horizontal 
and vertical lines interlaced to pro- 
vide a stable cross -hatch effect. 
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GENOMETER 
7 Signal Generators in One! 
R.F. Signal Generator tar A.M. J Audio Frequency Generator J Cross Hatch Generator 
R.F. Signal Generator for F.M. J Bar Generator Color Dot Pattern Generator 

Marker Generator 
A versatile all- inclusive GENERATOR which provides ALL the outputs for servicing: 

A.M. Radio F.M. Radio Amplifiers Black and White TV Color TV 
R. F. SIGNAL GENERATOR: 
The Model TV -50A Genometer 
provides complete coverage for 
A.M. and F.M. alignment. Gen- 
erates Radio Frequencies from 
100 Kilocycles to 60 Megacycles 
on fundamentals and from 60 
Megacycles to 180 Megacycles on 
powerful harmonics. 

DOT PATTERN GENERATOR (FOR COLOR 
TV): Although you will be able to use most 
of your regular standard equipment for serv- 
icing Color TV, the one addition which is a 
"must" is a Dot Pattern Generator. The Dot 
Pattern projected on any color TV Receiver 
tube by the Model TV -50A will enable you 
to adjust for proper color convergence. 

VARIABLE AUDIO FRE- 
QUENCY GENERATOR: In 
addition to a fixed 400 cycle 
sine -wave audio, the Model 
TV -50A Genometer provides 
a variable 300 cycle to 20,000 
cycle peaked wave audio 
signal. 

BAR GENERATOR: The Model 
TV -50A projects an actual Bar 
Pattern on any TV Receiver 
Screen. Pattern will consist of 
4 to 16 horizontal bars or 7 to 
20 vertical bars. 

MARKER GENERATOR: The Model 
TV -50A includes all the most fre- 
quent needed marker points. The 
following markers are provided: 189 
Kc., 262.5 Kc., 456 Kc.. 600 Kc., 1000 
Kc., 1400 Kc., 1600 Kc., 2000 Kc., 2500 
Kc., 3579 Kc., 4.5 Mc., 5 Mc.. 10.7 Mc., 
(3579 Kc. is the color burst frequency) 

THE MODEL TV -50A 
comes absolutely com- 
plete with shielded leads 
and operating instruc- 
tions. 

X415° 

EXAMINE BEFORE YOU BUY!Iii 
USE APPROVAL FORM ON NEXT PAGE Nor 

ELECTRONICS WORLD 
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SUPERIOR'S NEW MODEL 77 

WITH NEW 6" FULL -VIEW METER 
Compare it to any peak -to -peak V. T. V. M. made by any other manufacturer at any price 

Model 77- VACUUM TUBE VOLTMETER 
...Total Price $42.50- Terms: $1 2.50 after 
10 day trial, then $6.00 monthly for 5 

months if satisfactory. Otherwise return, 
no explanation necessary! 

JModel 77 completely wired and calibrated with 
accessories (including probe, test leads and 
portable carrying case) sells for only $42.50. 

JModel 77 employs a sensitive sis inch meter. 
Extra large meter scale enables us to print all 
calibrations in large easy- tread type. 

J Model 77 uses new improved SICO printed cir- 
cuitry. 

JModel 77 employs a 12AU7 as D.C. amplifier 
and two 9006's as peak -to -peak voltage recti- 
fiers to assure maximum stability. 

AS A DC VOLTMETER: The Model 77 is Indis- 
pensable In Hi -Fi Amplifier servicing and a 
must for Black and White and color TV Re- 
ceiver servicing where circuit loading cannot 
be tolerated. 

AS AN AC VOLTMETER: Measures RMS val- 
ues if sine wave. and peak -to -peak value if 
complex wave. Pedestal voltages that deter- 
mine the "black" level in TV receivers are 
easily read. 

AS AN ELECTRONIC OHMMETER: Because of 
its wide range of measurement leaky capacitors 
show up glaringly. Because of its sensitivity 
and low loading- intermittents are easily found. 
isolated and repaired. 

J 

J 

Model 77 uses a selenium- rectified power sup- 
ply resulting in less heat and thus reducing 
possibility of damage or value changes of 
delicate components. 
Model 77 meter is virtually burn -out proof. The 
sensitive 400 microampere meter is isolated 
from the measuring circuit by a balanced push - 
pull amplifier. 
Model 77 uses selected l %O /e zero temperature 
coefficient resistors as multipliers. This assures 
unchanging accurate readings on all ranges. 

SPECIFICATIONS 
DC VOLTS - 0 to 3/15/75/150/300 /750/1,500 

volts at 11 megohms input resistance. AC 
VOLTS (EMS) - 0 to 3/15/75/150/300 /750/ 
1,500 volts. AC VOLTS (Peak to Peak) - 0 to 
8/40/200/400/800 /2.000 volts. ELECTRONIC 
OHMMETER - 0 to 1.000 ohms /10.000 ohms/ 
100.000 ohms / 1 megohm / 10 megohms / 100 
megohms /1.000 megohms DECIBELS -10 
db to - 18 db, ,- 10 db to + 38 db + 30 db to 
+ 58 db. All based on 0 db = .006 watts (6 mw) 
into a 500 ohm line (1.73v). ZERO CENTER 
METER -For discriminator alignment with full 
scale range of 0 to 1.5'7,5/37.5!75 /150/375/750 
volts at ll megohms üamt 

Model 77 comes complete with operating instructions, probe and test leads. 
Use it on the bench -use it on calls. A streamlined carrying case, included ut 
no extra charge, accommodates the tester, instruction book, probe and leads. 
Operates on 110 -120 colt 60 cycle. Only 

SUPERIOR'S NEW MODEL 80 

Model 80 - ALLMETER ... Total Price 
$42.50- Terms: $12.50 after 10 day trial, 
then $6.00 monthly for 5 months if satis- 

factory. Otherwise return, no explanation 
necessary! 

OHMS PERM 
VOLT L M 

NET 

ETER 
THE ONLY 20,000 OHMS PER VOLT V.O.M. SELLING FOR LESS 

THAN $50 WHICH PROVIDES ALL THE FOLLOWING FEATURES: 

J 6 INCH FULL -VIEW METER provides large 
easy- tread calibrations. No squinting or 
guessing when you use Model 80. 

e 
MIRRORED SCALE permits fine accurate meas- . urements where fractional readings ore impor- 
tant. 

JCAPACITY 
RANGES permit you to accurately 

measure all condensers from .00025 MFD to 

30 MFD in addition to the standard volt, cur- 
rent, resistance and decibel ranges. 

J HANDSOME SADDLE -STITCHED CARRYING 
CASE included with Model 80 Allmeter at no 

extra charge enables you to use this fine 
instrument on outside calls as well as on the 
bench in your shop. 

NOTE: The line cord is used only for capacity m menti. Resistance 
ranges operate on self- contained batteries. 

SPECIFICATIONS: 
7 D.C. VOLTAGE RANGES 

(At a sensitivity of 20,000 Ohms per Volt) 
0 to 15 75 150/300 750 1500 7500 Volts. 

6 A.C. VOLTAGE RANGES: 
(At a sensitivity of 5,000 Ohms per Volt) 
0 to 15/75'150'300750 /1500 Volts. 

3 RESISTANCE RANGES: 
0 to 2,000 200,000 Ohms. 0 -20 Megohms. 

2 CAPACITY RANGES: 
.00025 Mfd. to .3 Mfd., .05 Mfd. to 30 Mfd. Model 80 Allmeter comes 

5 DC. CURRENT RANGES: complete with operating 
0 -75 Microamperes, 0 to 7.5. 75 750 Milliam- 
peres, 0 to 15 Amperes. instructions, test leads 

3 DECIBEL RANGES: and portable carrying - 6 db to ++134 
fib to + 58 fib 

to + 38 db case. Only 

SHIPPED ON APPROVAL 
NO MONEY WITH ORDER - NO C. O. D. 

FEATURES: 

A built in Isolation Transformer automatically 
isolates the Model 80 from the power line when 

capacity service is in use. 

Selected, 10/0 zero temperature coefficient met - 

alized resistors are used as multipliers to assure 

unchanging accurate readings on all ranges. 

'42 50 
NET 

Try any of the instruments on 

this or the facing page for 10 

days before you buy. If com- 
pletely satisfied then send 

down payment and pay bal- 
ance as indicated on coupon. 
No Interest or Finance Charges 

Added: If not completely sat- 
isfied return unit to us. no 

explanation necessary. 

November, 1959 

I MOSS ELECTRONIC, INC. 
Dept. D -683. 3849 Tenth Ave., New York 34. N. Y. 
Ileeae .end ne Ihr nnin rheek,a 011 approval. If conllleleh' satisfied I will pay on 
the terms .per l sled w Oil 110 inter,', or finance charges added. (lt herss'i.e. I will return 
!ter a In day trial no -i tlsrly ea/welling all further obligation,. 

El Model 82A Total Priee$36.50 Model 77 Total Price $42.50 
$6.50 within Ill days. Balance $6.00 $12.50 within 10 days. Balance $6.00 
monthly for 5 months. monthly for 5 months 

El Model 83 Total Price $38.50 
$8.50 within 10 days. Balance $6.00 
monthly for 5 months. 

E. Model TV- 50A Total Price $47.50 
$11.50 within 10 days. Balance $6.00 
monthly for 6 months 

Model 80 Total Price $42.50 
$12.50 within 10 days. Balance $6.00 
monthly for 5 months. 

Name 

Address 

City Zone.... Slate... 

All priers net, h.(I,It.. :A.1" 1'. 
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Oezad-pote,... 
tape recorder P. A. system 
portable TV set hand tools 

FROM YOUR CAR, Boat or Plane! 

with 

IN44rVERTERS 

for changing your storage 
battery current to 

A.C. HOUSEHOLD ELECTRICITY 
Anywhere ... in your ow., car! 

(4' OPERATES 
-, PORTABLE TV SET 

directly from your cor! 

OPERATES 
RADIOS 
RECORD PLAYERS 

MIXMASTERS, FTC. 
directly Iron, your cod 

IJ 

MAKE YOUR CAR, BOAT OR PLANE 
"A ROLLING OFFICE!" 

OPERATES 
`,Ç p TAPE RECORDERS 

DICTATING 
MACHINES 

R/ PUBLIC ADDRESS 
SYSTEMS 
ELECTRIC SHAVERS 
di ect!y from your cor! 

Ammo 

mounted out 
of sight under 
dash or in 
trunk 
compartment 

Especially designed to change 6 or 1 

D.C. to 1 10 volt A.C. 60 cycles. 
for... 

EXECUTIVES POLICEMEN 
SALE;MEN REPORTERS 
OUTDOOR MEN FIREMEN 

PUBLIC OFFICIALS 
MODELS 6U -RHG (6 volts) 125 to 150 watts. Shipping 
weight 27 lbs. List price $99.50 

DEALER NET PRICE...... $66.34 
12U -RHG (12 volts) 150 to 175 watts. Shipping weight 
27 lbs. List price $99.50 

DEALER NET PRICE 366.34 
Write for literature on other Sises and Modell 
of ATR INVERTERS, priced as low as $9.95 list. 

2 volt 

SEE YOUR JOBBER OR WRITE FACTORY 
1/NEW MODELS VNEW DESIGNS VNEW LITERATURE 

"A" Battery Eliminators DC.AC Inserters Auto Ratio Vibrators 

AMERICAN TELEVISION d RADIO Co. 

qua! ty Psnduda Siwcc /93/ 
SAINT PAUL 1, MINNESOTA, U. S. A. 
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Violations of 
Citizens Radio 
Regulations 

Off- frequency operation and improper use of the 
service are responsible for the FCC issuing large 
numbers of citations to licensees for violations. 

EDITOR'S NOTE : The following nut lrri,tl ie 
reprinted from a reef nt Nedrrol r III II- 
tsicatioas Co )11108.0011. issiatt rrlrane. This in- formation should he read by all who are 
interested in using the neu' Class U Citi- 
zens Radio Rcrrice. 

T HE Commission's monitoring sta- 
tions are continuing to detect viola- 

tions of the Citizens Radio Service 
Rules and are issuing large numbers 
of citations to licensees. 

The violations cited fall mainly into 
two large groups -off- frequency opera- 
tion and the use of Citizens Radio 
Service stations for communications 
which are not permissible. 

It is the licensee's responsibility to 
see that his equipment is at all times 
operating in accordance with the 
Citizens Radio Service Rules. Off -fre- 
quency operation can be guarded 
against by having measurements made 
by a service engineer or other person 
who has the proper frequency- measur- 
ing equipment and the skill required 
to use it. The answer to the question 
of how often depends upon the equip- 
ment used. Some equipment may re- 
quire daily checks whereas more 
stable equipment may not require fre- 
quency checks for six months. 

Most citations for improper use re- 
sult from the mistaken belief that the 
Citizens Radio Service (particularly 
the Class D Service) is similar to the 
Amateur Radio Service with respect 
to permissible communications and 
that amateur -type communications 
(such as calling "CQ," working distant 
stations for the fun of talking to some- 
one that far away, and so on) are per- 
mitted. Nothing is farther from the 
truth. 

The Citizens Radio Service was set 
up by the Commission on a regular 
basis in 1947. At that time, frequencies 
were made available only in the 460- 
470 mc. band. Later, one other fre- 
quency, 27.255 mc. was made avail- 
able for control (not communications) 
purposes only. In September, 1958, two 
new groups of frequencies (one group 
for control purposes and the other for 
voice communications) were made 
available. However, control stations 
are licensed as "Class C" and voice 
stations as "Class D." No changes were 

made in the scope of permissible com- 
munications. 

The new frequencies were set up in 
a band formerly assigned to the Ama- 
teur Radio Service in the 27 -mc. region. 
For this reason, it seems likely that the 
former association of these frequencies 
with the Amateur Radio Service is 
partly responsible for the misunder- 
standing regarding the use of Class D 
stations. Some licensed amateurs have 
obtained Citizens Radio licenses and 
are continuing to operate on Class D 
frequencies much as they did when the 
frequencies were available to holders 
of amateur licenses. It is also apparent 
that many who could not or would not 
obtain amateur licenses have seized 
upon the Class D Service to carry out 
activities which are permissible only 
in the Amateur Radio Service. It seems 
to be these two groups who are receiv- 
ing most of the violation notices being 
issued by the Commission's monitoring 
stations. 

Licensees should remember that 
The Citizens Radio Service was set 

up to provide for the radio communica- 
tions needs of the citizens of the United 
States on much the same basis as a 
party -line telephone, and Citizens 
Radio stations must be used with the 
same consideration of other users. 

The Amateur Radio Service is avail- 
able to all citizens of the United States 
who are interested enough to qualify 
themselves -and the knowledge and 
code skills required to obtain a Novice 
Class ham license are easily acquired. 

Citizens Radio, properly used, is a 
valuable communications tool for the 
professional man (such as the doctor 
and engineer), the small businessman, 
and the plain citizen. Improperly used, 
it can be made worthless to everyone 
because of excessive interference. 

Continued violations of the rules will 
result in license revocation and loss of 
all operating privileges. 

Any Citizens Radio station may com- 
municate with any other Citizens Radio 
station (except Class C) for the pur- 
pose of exchanging necessary and use- 
ful communications. 

Don't put your Citizens Radio trans- 
mitter on the air unless you have a 
message which you need to send. -- 
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LAFAYETTE'S 
1960 CATALOG 

308 GIANT SIZED PAGES 
Ow 39th Year 

The Complete Catalog Featuring 
The Best Buys In The Business" 

FOR THE NEWEST AND FINEST IN 
STEREOPHONIC HI -FI EQUIPMENT AND SYSTEMS 

TAPE RECORDERS 'UBLIC ADDRESS SYSTEMS 

AMATEUR EQUIPMENT INDUSTRIAL SUPPLIES 

MINIATURE COMPONENTS RADIO 8 TV TUBES AND PARTS 

EXCLUSIVE LAFAYETTE RANSISTOR 6 HI -FI KITS 

Send for Lafayette': FREE Catalog -the most com- 
plete, up- to- the -minute electronic supply catalog 
crammed full of everything in electronics at our 
customary down -to -earth money -saving prices. 

CONTAINS HUNDREDS OF EXCLUSIVE LAFAYETTE ITEMS 

NOT AVAILABLE IN ANY OTHER CATALOG OR FROM 

ANY OTHER SOURCI - SEND FOR YOUR COPY NOW! 

A "must" for the economy -minded hi-fi enthu- 
siast, experimenter, hobbyist, engineer, techni- 
cian, student, serviceman and dealer. 

geade -)À i,r '= 
The most complete selection and largest stocks of hi -e components and 
systems- available fr-r immediate delivery at the lowest possible prices. 
Save even more on Lafayette endorsed "best -buy" complete systems. 

FREE 

KT -135 
4 -BAND 

RECEIVER 

KIT 

(Less 
Cabinet) 
18.50 

EASY PAY TERMS Available on orders over $20 
Only 10 °° down -Up to 1 8 months to pay 

PA -56 TRANSISTORIZED 

POWER MEGAPHONE 

ww 

TM -66 ! STEREO 

AUDIO ANALYST 

11.95 

11110( e 

4 SPEED CHANGER 

WITH BRAND NEW 

GE VR -22 (.7 MIL) DIAMOND 
STEREO CARTRIDGE 

39.95 

- PROFESSIONAL PK -331 331/2 RPM 

C ) COMMUNICATIONS HYSTERESIS TURNTABLE 

RECEIVER 

KT -200 KIT 64.50 
a C 7......- HE -10 WIRED 79.95 

RW -60 

20,000 

OHM 

PER VOLT 

MULTITESTER 

13.50 

29.50 

SK -128 ULTRA -LINEAR 

8" DUAXIAL SPEAKER 

19:50 

¡FREE 
308 GIANT 

SIZED PAGES 

EC6COtOATLC4 " 

November, 1959 

LAFAYETTE RADIO, Dept. RK -9 

P.O. Box 222, Jamaica 31, N. Y. 
SEND FOR THE WORLD'S LEADING ELECTRONICS, I 
RADIO, T.V., INDUSTRIAL, AND HI -FI GUIDE ' 
p Send FREE LAFAYETTE Catalog 600 

Name 

Address 

City Zone.... State 

, 

' 
f 
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Lafayette Superior Quality Hi -Fi Kits 
50 WATT INTEGRATED STEREO AMPLIFIER 

KT -250 
IN KIT FORM 

64.50 
LA -250 

COMPLETELY WIRED 

89.50 

50 WATTS MONAURALLY -25 WATTS EACH STEREO CHANNEL 
RESPONSE 17- 21,000 CPS - 1 DB (at normal listening 

level) UNIQUE "BLEND" CONTROL PREMIUM EL86 OUT- 
PUT TUBES SEPARATE BASS AND TREBLE CONTROLS 
CLUTCH -OPERATED VOLUME CONTROL 3RD CHANNEL OUTPUT 

A completely new stereo high fidelity amplifier with a high quolity of repro. 
duction, versatility of operation, and distinctive styling. A full range of con- 
trols enable you to enjoy the utmost in listening pleasure in any situation. 
Deluxe features include: unique "Blend" control for continuously variable 
channel separation -from full monaural to full stereo, (-position Selector, 
Mode, Loudness and Phase switches. Also provided are outputs for 4, 8 and 
16 ohm speakers. Hum -free operation is insured by the use of DC on all pre - 
amp and tone control tubes. Harmonic distortion, less thon 0.250/ IN dis- 
tortion, less than 1 %. Hum and noise, 74 db below full output. Designed with 
the kit builder in mind, assembly is simple-no special skills or tools required. 
Complete with deluxe cabinet and legs, all porn, tubes and detailed instruc- 
tion manual. Shpg. wt., 26 lbs. 
KT -250 Stereo Amplifier Kit 6.45 Down. . Net 64.50 
LA -250 Stereo Amplifier, wired 8.95 Down Nei 89.50 

LAFAYETTE PROFESSIONAL STEREO 
MASTER AUDIO CONTROL CENTER 

Solves Every Stereo /Monaural Control Problem! 

a- 

® 4n e (6®f" O 
C o-_ 

KT -600 
IN KIT FORM 

79.50 
LA -600 

COMPLETELY WIRED 

134.50 

UNIQUE STEREO 6 MONAURAL CONTROL FEATURES 
AMAZING NEW BRIDGE CIRCUITRY FOR VARIABLE 3d 
CHANNEL OUTPUT 6 COSS -CHANNEL FEED 

PRECISE "NULL" BALANCING SYSTEM 
RESPONSE 5- 40,000 CPS -!- 1 DB 
6 CONCENTRIC FRONT PANEL CONTROLS 

A REVOLUTIONARY DEVELOPMENT IN STEREO HIGH FIDELITY. 

Provides such unusual features as a Bridge Control, for variable cross-chann 
signal feed for elimination of "ping-pong" (exaggerated separation) effects. 
Also hos full input mixing of monaural program sources, special "null" stereo 
balancing and calibrating system. 24 equalization positions, oll.concentric 
controls, rumble and scratch filters, loudness switch. Clutch type volume con- 
trols for balancing or as 1 Master Volume Control. Has channel reverse, elec- 
tronic phasing, input level controls. Sensitivity 2.2 millivolts for 1 volt out 
Dual lowimpedance outputs (plate followers), 1500 ohms, Response 5- 40,000 
cps ± 1 db. Less than .03% IM distortion- Uses 7 new 7025 lewnoise dual 
triodes. Size 14" x 4V" x 10 % ". Shpg. wt., 16 lbs. Complete with printed 
circuit board, cage, profusely illustrated instructions, all necessary parts. 
LAFAYETTE KT -600- Stereo Preamplifier kit 7.95 Down Net 79.50 
LAFAYETTE LA- 600 - Stero Preamplifier, Wired 13.45 Down Ne 134.50 

Outstanding Design-Incomparable Performance 

LAFAYETTE STEREO /MONAURAL 
BASIC POWER AMPLIFIER KIT 

KT -310 
IN KIT FORM 

47.50 
LA -310 

COMPLETELY WIRED 

72.50 

36 -WATT STEREO AMPLIFIER -18 -WATTS EACH CHANNEL 

2 PRINTED CIRCUIT BOARDS FOR NEAT, SIMPLIFIED WIRING 
EMPLOYS 4 NEW PREMIUM -TYPE 7189 OUTPUT TUBES 

RESPONSE BETTER THAN 35- 30,000 CPS ± I/2 DB AT 18 

WATTS LESS THAN 1% HARMONIC OR 

INTERMODULATION DISTORTION 
A superbly -performing basic stereo amplifier, in easy -to -build kit form. Dual 
inputs ore provided, each with individual volume control, and the unit may be 
used with a preamplifier, for 2.18 wan stereo channels, or, at the flick 
of a switch, m a fine 36-watt monaural amplifier -or, if desired, it may be 
used as 2 separate monaural 18 -watt amplifiers) CONTROLS include 2 input 
volume controls, channel Reverse witch (AB -BA), Monaural-Stereo switch, 
DUAL OUTPUT IMPEDANCES are: 4, 8, 16 and 32 ohms permitting parallel 
(monaural) operation of 2 speaker systems of up to 16 ohms. INPUT SENSI- 
TIVITY is 0.45 volts per channel for full output. TUBES are 2.6ÁN8, 4 -7189; 
GI-34 rectifier. SIZE 9- 3/16" d 110. 9/16" with controls) x S' /." h x 131/4" w. 
Supplied complete with perforated metal cage, all necessary parts and de- 
tailed instructions. Shpg. wt., 22 lbs. 
KT -310 Stereo Power Amplifier Kit 4.75 Down Net 47.50 
LA -310 Stereo Power Amplifier, Wired 6.95 Down Net 72.50 

LAFAYETTE STEREO TUNER KIT 
The Most Flexible Tuner Ever Designed 

KT -500 
IN KIT FORM 

74.50 
LT -50 

COMPLETELY WIRED 

124.50 

Multiplex Output for New Stereo FM 
11 Tubes (including 4 dual -purpose) - -- Tuning Eye - -- 

Selenium rectifier Provide 17 Tube Performance Pre - 

aligned IF's Tuned Cascode FM Dual Cathode Follower 
Output 

More than a year of research, plonning and engineering went into the making 
of the Lafayette Stereo Tuner. FM specifications include grounded grid triode 
low noise front end with triode mixer, double -tuned dual limiters with Foster - 
Seeley discriminator, less than 1% hormonic distortion, frequency response 
20- 20,000 cps ± V. db, full 200 kc bandwidth and sensitivity of 2 microvolts 
for 30 db quieting with full limiting at one microvolt. 
The AM and FM sections are e separately tuned, each with a separate 3-gang 
tuning condenser, separate flywheel tuning and separate volume control for 
proper balancing when used for stereo programs. Simplified tuning is provided 
by magic eye. Automatic frequency control "locks in ' FM signal permonently. 
Two separate printed < uit boards make construction and wiring simple, even 
for such a complex unit. Complete kit includes all ports and metal cover, 
step-bystep instruction m ual, schematic and pictorial diagrams. Size is 13' /." 
W x 107." D x 4'h" H. Shpg. wt., 22 lbs. 
KT -500 7.45 Down Net 74.50 
LT -50 Same as above, completely factory wired and tested. 
12.15 Down Net 124.50 

LAFAYETTE RADIO 
NEW YORK, N. Y. 
100 6th Ave. 
WOrth 6 -5300 

BOSTON, MASS. 
110 Federal St. 
HUbbard 2 -7850 

165 -08 LIBERTY AVE., JAMAICA 33, N. Y. 

AXtell 1 -7000 
NEWARK, N. J. 
24 Central Ave. 
MArket 2 -1661 

BRONX, N. Y. 
542 E. Fordham Rd. 
FOrdham 7-8813 

PLAINFIELD, N. J. 
139 W. 2nd St. 
PLainfield 6-4718 
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NEW! Øiije//i-' 50 Watt Complete Stereo Phono System 

= 0 4:! 

! ..-'. 
LA-2S0 

COMPLETE 
STEREO 

SYSTEM 

l 745o 

(OPTIONAL) 
LAFAYETTE 

ELIPTOFLEX 

SERIES 

GARRARD 

1021 11 

WOOD 

BASE 

COMPONENTS 

LAFAYETTE LA -250 50 -WATT STEREO AMPLIFIER . 89.50 

GARRARD RC121 11 STEREO CHANGER 41.65 

NEW GE VR -22 (.7 MIL) DIAMOND STEREO CARTRIDGE 24.45 

LAFAYETTE PK -111 WOOD CHANGER BASE . 3.95 
2- LAFAYETTE SK -58 FAMOUS FREE EDGE 

12" COAXIAL SPEAKERS at 29.50 59.00 

Regular Catalog Price -2-1-1975-1-- 

YOUR GUARANTEED BEST STEREO SYSTEM BUY! 

YOU SAVE 44.05 
This superb system will add a new dimension in hying 
to your home with oll the excitement and realism of a 
live concert. The new Lafayette LA -250 50 -watt stereo 
amplifier (25 watts each channel) forms the heart of this 
outstanding stereo hi -fi phonograph music system -the fea- 
tures, versatility and advanced circuitry of this unit are 
second to none -all the necessary inputs and outputs are 
provided if you wish to add stereo tape and stereo FM/ 
AM later. A unique blend control allows continuously 
variable channel separation -from full monaural to full 
stereo. Also included is the famous Garrard RC121 /11 
intermix 4 -speed automatic record changer with full man- 
ual o 

r 

automatic operation supplied with your choice of 
stereo cartridges -the new GE VR -22 (.7 mil) diamond 
stereo cartridge, Pickering 371.7D (.7 mil) diamond 
stereo cartridge, Shure M7D (.7 mil) diamond stereo car- 
tridge or the new Electro-VaIce 31MD7 (.7 mil) diamond 
stereo cartridge. Supplied with the Lafayette PK -111 
wood bose cut for the RC121 in your choice of finishes. 
These outstanding components are coupled with the 2- 

famous free -edge Lafayette SK -58 12" Coaxial speakers 
with built -in crossover network and brilliance level con- 
trol. System supplied with plugs, cables and simple in- 
structions. Shpg. Wt., 67 lbs. 

HI -Fl STEREO PHONO SYSTEM with choice of 
cartridge and mahogany, walnut or blond changer base 
(please specify). 
HF -681- 17.45 Down. .... Net 174.50 

Some as HF -681, but with 2- Lafayette Eliptoflex 
Series Bookshelf Enclosures (please specify finish.) Shpg. 
Wt., 143 lbs. 
NF -683. 22.99 Down Net 229.95 

STEREO AM -FM -PHONO SYSTEM: Same as HF- 
681 but including the new Lafayette 1T -50 stereo tuner. 
Shpg. Wt.. 85 lbs. 
HF -682. 28.75 Down Net 287.50 

Unquestionable Economy- Elegant Styling 
L 

LAFAYETTE 36 -WATT INTEGRATED 
STEREO AMPLIFIER KIT 

NEW? 
KT -23' 

IN KIT FORM 

52.50 

36 - WATTS MONAURALLY - 18 - WATTS PER CHANNEL 

FREQUENCY RESPONSE 15- 30,000 CPS 1 DB 

UNIQUE "BLEND" CONTROL 

CONCENTRIC CLUTCH - OPERATED VOLUME CONTROL 

DUAL CONCENTRIC BASS AND TREBLE CONTROLS. 

4 - EL84 TUBES IN PUSH PULL. 

An outstanding achievement in kit engineering . This exciting new amplifier 
kit combines dual preamplifiers and dual 18 watt power amplifiers on one 
compact chassis. It's complete versatility allows connecting both stereo and 
monophonic sources permanently, with instant selection provided by the turn 
of a switch. Con,rols include an amazing new "Blend" control which pro- 
vides continuously variable channel separation from full monophonic to full 
stereo, thus insuring the correct degree of stereo separation for individual 
listening tastes and room acoustics. Additional features Concentric 
clutch - operated volume control for independent or s multaneous level adjust- 
ments of both channels; Dual concentric boss and treble controls furnish 4 

independent tonal adjustments; Selector Switch provides for Aux, Tuner and 
Phono. Duo! output impedance) are: 8 and 16 ohms. Harmonic distortion is 

less than 0.15% at normal listening level. IM distortion is less than .3 9/.. 
Hum and noise 70 db below rated output. Complete with cage, legs and 
detailed instructions. Shpg. wt., 24 lbs. 
KT -236 Stereo Amplifier Kit 5.25 Down Net 52.50 

MONEY -BACK GUARANTEE 
Lafayette Kits are exclusive products of La- 
fayette Electronics. Each tajuyette Kit must 
meet or eed its published specifications, or 
your money s refunded in full. 

November. 1959 

_..-,.. 
FREE! 
1960 

CATALOG 

CUT OUT 

AND PASTE 

ON POST 

CARD 

DELUXE 70 WATT BASIC AMPLIFIER 

KT -400 
IN KIT FORM 

69.50 
LA -70 

COMPLETELY WIRED 

94.50 

CONSERVATIVELY RATED AT 70 WATTS 

INVERSE FEEDBACK 

VARIABLE DAMPING 

METERED BALANCE AND BIAS ADJUST CONTROLS 

AVAILABLE IN KIT AND WIRED FORM 

Here's ultra -stability in a 70 watt basic power amplifier employing highest 
quality components conservatively rated to insure performance and long life. 
Features matched pair KT 88's and wire ronge linear Chicago output trans- 
former, variable damping control, meter for bias and balance and gold finish 
chassis. Frequency response 10. 100,000 cps 4- I db. Hum and noise 90 db 
below full output. IM distortion less than l'hefe at 70 watts, less than 0.3 
below 30 watts. Harmonic distortion less than 29/,, at 70 watts from 20 to 
20,000 cps ± I db. Output impedance 4, 8 and 16 ohms. Handsome decorative 
cage perforated for proper ventilation. Sire 14V, x 10 x 7%" including cage 
and knobs. Shag wt., 40 lbs. 

KT- 400 -In Kit Form 6.95 Down Net 69.50 

LA- 7O- Completely Wired 9.45 Down Net 94.50 

LAFAYETTE RADIO Neme 1 

I P.O. BOX 222 

I JAMAICA 31, N. T. Addreu I 

DEPT. RK -9 City Zone State .............. 
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"GOODHEART'S GOODIES" 
RECEIVER !RF PRESELECTOR,RF AMPLIFIER 

TUNES 63 P00 KC 
CM. 

clean. 
RF nr coter- 

Mew, in ranter. 
TRF tuner 

tech. manual. 

- improve receiver. Add p any 

heeeeetteacros 
series 

and 
L .ñ. s, ,J it complete iv 

i. 
. for C, SW, Citizens. 

- With 35 molt instead of v headset. it is 'Ñi -Fi tun- 
ara Prsignal it 
a powerful signal 
aces vesseb yivan, 
improves selectivity e 

heal..t tg. d .. _ 

VV 

mense n i 
sell-con. 

Don. 
Complete and 

19 of'n tl. 0r- 
6h. 0 

1 w 13" d O2 Net 3 les. 
oÌG 120 , s0 c 

(ant.. 
Ì 

tuning 
n .6g n eb 

.. RF n con Une.. 3 RFL gang, band 
. g. control, ana In -out a 40:1 ratio 

tuning. Large illurni ial accurately g 

180-division 
looping 

o er gapping ban plus u Bet or led 1roun i; .i t. 300 Ins. for doublet or lead/ground; opt - 

ut ]on -100 ohms. Shag wt 35 lbs fob EOp ep 
wean or 

Plan: 
52.9 .EL,c ,lt 

Time Pa omb: dx 
with 

oth ana 12 n 

footnote at bottom ofncolumn. 
Sather purchases. sre 

ARB RECEIVER 
CRV- 46151, RCA AM . 
éset. Voice. cw. mew. 

9 he continuous 
in bands. 

IF. 
m, tubes 

suds 
Rex t. 2 IF, Osu 

p 
Lm powe pó1ÿ i control modification te- r _ scribed instruction 

'heet you i t. As -i, with 
s _ added erg bo, great fa- 

- o its fer Marine. Sharp r. 
\ Easy tosse 

24 t to 12 
Sheet tells how. Clean 

ed. With all schematics 6 instructions. Shp wt 30 les rob Los Angeles. Shipped only by Railway Express collect. $11,95 rare 
n.. Pay Pian: 64.45 cash nd 12 mos at SI 26 coo. 

- 

$850 TEST OSCILLOSCOPE FOR ONLY $69.50 
TS -34 A The Armed Forces accepted standard to 

it really is. Video . 11 y to 
3:eaa 

pulse 
se $ for e for TV. Ready to response 

105 125 
SÓ ̀1200 eV. Na. all standard facilities. with 

10 cy to SO W. PLUS automatic. triggered sweeps 
to show random recurrent pulses sweep 

Compact. but tite r lee gives 5" 
one 

ture sweep. 
Exc. used. checked out Olt. in 

, g suitcase. with reprint of the most i 
pages of the tech manual. mpS69.50 Sn n wtP aO les roe Lea Angeles. ONLY of i,n, ayplan'. SI7. 5ra.n .and l 3,.,ncatsa in ,.. 

VHF -UHF MICROVOLTER SIGNAL GENERATOR 

' 
LAVE. 90 -600 MC a 141146..,......... ate to lep: less than 1óo drift. Rolomen.-E.,aneme- 
terse OALIERATED SO -ohm 

Á- lof .1 
output or 

setha y than 1 
to 

i - I Ext. pulse 
relse- wavene moo. O- 

1ó0o.'1. 2.30 -se a, 60. 
a .. xsoo pps. may < Ìs0 

ext. sync. with adj. delay 
- ." 3 -30ec before sync fires 

1, wave. May also be used 
ei a to sync . equipment. 

Work on 103.1x3 Ils, 
SO 60 pcy. Eta. used, k checked at. calibration 
needed parts 

reoof' 
then Tech. 

manual. FOR Los Angeles. Gross 00 lbs. $89.50 
Pay Plan: 5:2.73 cash and lx alas at 38.23 mo. 

meJ 

MEASUREMENTS CORP. MODEL 84 SIG. GEN. 
300.1000 mc. accurate to t zoo and mod. by internal 
sv eto 

or .pulse. 
Eac.MICROVOLTER o . e checked PERFECTt by 

Standard. Lab. 160 lbs gross fob $179.50 
TimeA y g 

Wian: 545.25 cash and 12 mos at 513 S3 .nn. 

DYNAM. MUTUAL -CONDUCTANCE TUBE TESTER 
I- 177 -E: Recognizing that a 
tube is only as good as 
the data and sockets available. 
we went to great pense to 

(Mareproduce the latest data book 
rch 19571 and to print dia - 

gr f simple soekel adapter gram 
the most important ` 

rois of the tech manual. With aft, _. e capter. y will test 9- íÿY .e. 
pin 5667. 1x11E7. etc., plus e f .oT 1 

il 98. etc. Evervcshipmeúisarpl 
A n. 

T 
a 

include the literature. 25 lbs I 
f. 

., 
fob Los Angeles. $29.50 - _- . Good used condition 

Time Pay Plan: $7.75 cash and Ix payments of 62.03 per month. 

Minimum time payments a 55.88 mo. for 12 m 
so order enoumh mdse to get it up to that or morn. 

SCHEMATICS- CONVERSIONS 
FOR SURPLUS GEAR 

Send stamped addressed envelope for NEW List E; 
Include, many Tech Manuals. Add 25C for chart 
explaining AN Nomenclature, DO IT TODAY! 

Calif. buyers please add 4% when remitting. 

R. E. GOODHEART CO. 
P. 0. Bor 1220 A Beverly Hills, Calif. 
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Mac's Service Shop 
(Continued from page 74) 

"None that helps. He said the radio 
went dead when he was on vacation 
over East a month ago, and he took it 
to a shop and had it repaired. The tech- 
nician told him that he had replaced 
the converter transistor. The set 
seemed to work fairly well when he 
was listening to strong local stations, 
but when he got where he knew what 
constituted normal reception for the 
little receiver, he was quickly aware 
that it was not working right. Of 
course I checked the new transistor in 
the transistor tester, and it checks 
quite good. All the voltages seem nor- 
mal, and everything is quiet when I 
listen to the unmodulated i.f. signal 
from the generator feeding through 
from the input of the converter." 

Mac studied the compact chassis of 
the little set for a few minutes. and 
then he held the point of the solder 
gun close to the oscillator coil until a 
wax seal fastening one of the two wind- 
ings to the cardboard core was sof- 
tened. Working very gently, he slid this 
winding toward the other. stopping 
every now and then to listen to the 
receiver that was tuned to a station 
on the low end of the band. As the coil 
was moved, the signal -to -noise ratio 
improved spectacularly. By trial and 
error Mac determined the best posi- 
tion for the coil winding, and the wax 
was permitted to set again. 

"I got mad at those customers this 
afternoon because I was really mad at 
myself for not being able to find what 
was wrong with that set," Barney con- 
fessed. "Now I'm madder than ever. All 
the symptoms I reeled off to you so 
glibly pointed to low injection voltage 
from the local oscillator, but that pos- 
sibility never crossed my mind." 

"Don't be too hard on yourself," Mac 
consoled. "That doesn't occur very 
often in tube sets -or at least it doesn't 
occur in such a severe form as we had 
in this receiver; but it does happen 
fairly often in transistor sets when the 
oscillator transistor is changed. The 
reason is simply that transistors are 
not yet as uniform as tubes. So- o -o -o, 
when a converter -oscillator transistor 
is changed, it quite often is necessary 
to vary the coupling between the wind- 
ings of the oscillator coil so as to reset 
the injection voltage to the optimum 
value." 

"What gets me," Barney muttered, 
"is how you know these things. How 
many times have you run across this 
condition before ?" 

"This is the first time," Mac con- 
fessed blandly. 

"Then how -?" Barney began. 
"I read about it in an article on 

transistor receivers and tucked it away 
in a corner of my mind," Mac ex- 
plained. "When you started talking 
about the converter being changed and 
demonstrating the symptoms, little 
wheels started to turn and came up 

WHO NEEDS 

MILESOF%IÍIRE? 
GET 

HOME ELECTRICITY 

ANYWHERE 
WITH A 

CONVERTER 
Change 6 or 12 volt D.C. to 100 
volt, 60 cycle A.C. 

No Installation -Just plug into 
cigarette lighter of car, truck, 
or boat, and it's ready to go! 

Operate lights, elec- 
tric shavers, dictation 
machines, record 
players, small electric 
tools, portable TV, and 
testing equipment. 

Models from 15 to 200 
watts, with prices as 
low as $12.95. 

"Chief" : 75 -125 watts, 
for 6 or 12 volt batteries $64.95 LIST 

See Your Electronic Ports Dealer or jobber 

COMPANY 
tESIGNERS 8 MFRS. OF ELECTRONIC EQUIPMENT SINCE 1911 

1058 RAYMOND AVE ST. PAUL 14, MINNESOTA 
IN CANADA ATLAS RADIO CORPORATION LTD ONTARIO 

...I tiiuriiin I,r a FREE One Year Sub1 
. ri lion to OLSON RADIO'S Fantastic Bargain 
l'acked Catalog - Unheard of LOW. LOW, 
WHOLESALE PRICES on Brand Name 
Speakers, Changers, Tubes, Tools, Hi -Fi's, 
Stereo Amos, Tuners and thousands of other 
lflectronic Bargains. 

NAME 

ADDRESS_ 

CITY ZONE STATE 

If you have a friend interested in electronics 
"end his name and address for a FREE sub - 

cription also. 

OLSON RADIO 
CORPORATION 

601 S. Forge St. Akron 8, Ohio 
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with the answer. Learning by experi- 
ence is fine, and I'm all for it; but 
there's only one thing wrong with ex- 
perience: it gives the examination first 
and the lesson afterward. Study and 
reading is after all simply a method 
of benefiting by, someone else's experi- 
ence, and that's why I like to see you 
with your nose in a book or magazine 
pretty often. Well, cut off the bench 
and the lights and let's close up shop. 
We've both had a hard day." 

"I'm with you," Barney said with a 
tired sigh. "I'm going home and curl 
up with a good book!" - 

Heath CB Transceiver 
(Continued from page 60) 

point but transmission was extremely 
good and we believe that if we had 
been able to extend our tests we could 
have increased the range considerably. 
Remember that our tests were made 
under fairly extreme conditions. If one 
were to operate this type of equipment 
in the Midwestern plains areas, for ex- 
ample, or between two high hills or 
mountains, we believe that reliable 
coverage up to about ten miles could 
be obtained. Any further extensions of 
reliable transmissions beyond this are 
most unlikely unless unusual atmos- 
pheric or sky -wave conditions prevail. 

Another important point to consider 
is that reception drops rapidly in met- 
ropolitan areas. Large buildings and 
an accompanying increase in electrical 
interference will, of course, limit the 
transmission range considerably. -31- 

MARS SCHEDULES 
FOR NOVEMBER 

THE First Army MARS Stilt Technical 
Net, which operates on 4030 he. upper 

sideband, Wednesdays at 9 p.m. (EST), 
has announced the following speakers 
for November. 

Nov. -1-"SSB Exciter Circuits for a 
New Beam Deflection Tube" by Harold 
Vance, K2FF, manager sales engineer - 
ing, distributor products, RCA Electron 
Tube Division. 

Nov. 11-"Modern Communirations 
Receiver Circuitry" by Byron Goodman, 
WIDX, asst. technical editor. ARRI.. 

Nov. 18-"Tubes vs Transistors in 
R.F. Circuits" by Kenneth lied d, 
applira s engineer, Amperex Eli...- 
Ironies Corp. 

Nov. 25- "Transistorized Gadgets 
and (ilii in irks'' by Robert Gunderson, 
ß-2J10, editor, Braille Technical Press. 

* * 
IIE Long Island Sec ' of the IRE is 
c lueting an exp. r nt in coopera- 

with local high sel Is making 
available to them the experience of 
members of local industry. The MARS 
Eastern Technical Net, in conjunction 
with this program, is presenting a series 
of eight radio talks on successive Sunday 
afternoons which can he heard f 2 
to 4 p.m. (EST) on 7540 ke. and 
13,715 ke. 

This series began in October and the 
November schedule will include such 
lopies as elements of radar, guided mis- 
siles and propulsion systems, elementary 
particles. applications of the atom, and 
setnieondoctors. 

November, 1959 

The Top Technical Reference To 

High Fidelity Is Yours For Only $1.00! 

1960 HI -FI ANNUAL & AUDIO HANDBOOK 

Now on sale at newsstands and electronic 
parts stores or order by coupon today! 

If you're a man with a background in 
electronics theory and you know your 
way around hi -fi- here's the perfect 
workshop companion! It's the all new 
1960 Edition of the HI -FI ANNUAL & 
AUDIO HANDBOOK that will provide you 

with the latest available technical in- 
formation. And its cost -just $1.00. 
You'll find over 30 big, definitive arti- 
cles- prepared under the supervision 
of the Editors of ELECTRONICS WORLD. 

Five big sections covering: 

STEREO - Authoritative articles 

on low cost systems...adding 
a third channel...phantom 
channels. 
AMPLIFIERS AND PREAMPLI- 

FIERS - Features on the push- 

pull single stage for both stereo 

channels...single stereo am- 

plifiers. 

LOUDSPEAKERS AND 

speakers 
SURES-All 

akersAfor stereoeWreflexoen- 

closures and how they work... 

testing electrostatic loud 

speakers ... simplexing for low- 

level crossover...hi -fi crossover 

networks. 

FM, TAPE RECORDERS AND 

RECORD CHANGERS - How to 

improve your FM tuner...tips on 

FM alignment...drift and A.F.C. 

in FM...FM Multiplex...20 CPS 

tape recorder 
flutter.. slow speed tape record 
ing...reducing recorder noise 

and hum...electronic level indi- 

cators. 
PLUS - GIANT COLOR FOLD- 

OUT SECTION on "Sound": au- 

rá charts fre- 

quency 
gsound levels. 

equal loudness curves. 

All the skill and know -how 
of the nation's top hi -fi 
authorities are yours for 
only $1.00 in the 1960 
Ht -Ft ANNUAL & AUDIO 
HANDBOOK. Use handy cou- 
pon to order by mail 
today! 

Ziff -Davis Publishing Company, Department EW 119 
434 S. Wabash Avenue 
Chicago 5, Illinois 

Please send me a copy of the 1960 HI -FI ANNUAL 
B. AUDIO HANDBOOK. I enclose $1.00. (Canada 
and Foreign $1.25.) 

NAME 

ADDRESS 

CITY ZONE STATE 
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O 
PLIERS 

have a 

No. 62CG illustrated 

Transverse Cutter 

Zeett 
CUSHION GRIP / 

Plier handles have dipped 
plastic coating ... permanent, comfortable. 

Heads polished and buffed to a "mirror finish ". 
All pliers available ... See Your Distributor ! 

Gives pliers a "Feel" that inspires Craftsmanship! 

X C E L I T E, INCORPORATED 
ORCHARD PARK, NEW YORK 
Canada: Charles W. Pointon, Ltd.. Toronto 

FROM ONE WHO LEARNED 

This enlargement shows a diamond - 
chip needle sent us by a disappointed 
user, who learned all diamond 
needles are not O.K. Shows what 
happens if a heat bubble forms 
when a chip is welded on. Can't 
happen with a Duotone Needle that 
uses only the whole diamond set 

deep in the metal shank. 

amw 

, 
Insist on Duotone. 
Be sure. Duotone's 
whole diamond 

.1011$can't break off. 

DUOTONE DIAMOND NEEDLE 

"that remembers" 
Keyport, N. J. 

In Canada: Chas. W. Pointon, Ltd., Toronto 
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PREFERRED BY THE EXPERTS 

THE ALL -PURPOSE 
SELF -STACKING 
WIRE DISPENSER 

:It, n here, any space 
at your radio- unlimited combinations 
electronics handy ruler 
parts no snarling -ends wire loss 
distributor designed for all Alpha 

ServiceSpools 

STACK 'EM ... build them up, back to back, side 
by side 

MOUNT 'EM ... on a bench, on a wall, on a peg 
board, under a bench 

ALPHA WIRE CORPORATION 
200 Varick Street, New York 14, N. Y. 

Subdivided Speaker Enclosure 
(Continued from page 59) 

pound bottle of CaCl_6H2O should be 
enough, as only about half would be re- 
quired. Kodak "Print Flattening Solu- 
tion," used straight, would be an ideal 
substitute for the calcium chloride 
solution. 

No matter which solution you pick, 
apply it with an acid brush or a paint 
brush. In the case of the calcium 
chloride solution, re -apply after about 
ten hours. 

Because of the unique internal con- 
struction of the enclosure there is a 
need for a new method of speaker 
mounting and the final finishing of the 
complete enclosure. This can be ac- 
complished by having the grille cloth 
removable instead of the back panel. 
All units built to date have been made 
of % -inch plywood, as this adds to the 
weight and rigidity. The enclosure can 
be made from a single 4 x 8 foot sheet 
and most lumber yards will make the 
cuts if the buyer doesn't have the 
equipment. The four pieces, 8x56 
inches, must be within Mn-inch on 
the 8" cuts, as these make up the 
top, bottom, sides, and partitions. 

The entire enclosure is assembled 
using No. 5 flat -head woodscrews, 
inches long. White glue is used through- 
out to provide a good air -tight seal. 
The top, sides, and bottom are first as- 
sembled, followed by the back, parti- 
tions, and tweeter box. Wiring is com- 
pleted next and then the front is se- 
cured in place. 

The acoustic material is ordinary 
rug padding and is placed across two 
chambers on each side of the speaker 
as shown in the photograph. The 12- 
inch speaker is mounted in place with 
10 -24 "Tee- Nuts" (available at hard- 
ware stores) and round -head machine 
screws, one -inch long. If woodscrews 
are used they should be ï -inch, No. 8 
round -head. The tweeter is mounted 
with No. 6 round -head woodscrews, %- 
inch long. Both speakers are sealed 
with "Mortite," available at local hard- 
ware stores in four -ounce packages as 
shown in one of the photographs. Be 
careful, when tightening the screws, 
not to damage the cone or warp the 
chassis. 

The most practical method of finish- 
ing the enclosure is to use grille cloth 
to cover both sides as well as the front. 
This reduces the total surface of fin- 
ished wood to a minimum. The cloth 
is stretched around the cabinet and 
secured in place with wood strips and 
wire nails. 

Testing the Enclosure 

It is quite obvious that the final test 
of a speaker system is by objective 
listening and this is something that 
cannot be put into words, due to the 
many variables. This leads to a need 
for visual information, hence, the fre- 
quency response and impedance curves 
shown in Fig. 2. 

ELECTRONICS WORLD 
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The frequency response curves were 
taken in an average living room, using 
the procedure described by G. A. 
Briggs' and devised by Shorter.' The 
microphone was placed on the axis of 
the 12 -inch unit at a distance of one 
foot and the system then covered with 
sound absorbing material to reduce 
room effects. Heavy wool blankets were 
used as the damping material and 
room effects were reduced sufficiently 
to provide a good compromise between 
an anechoic chamber and a live listen- 
ing room. Response curves taken by 
Shorter ia.-the arrangement described' 
were within 2 db below 1000 cps and 
within 1 db above 1000 cps of curves 
taken outside in free -field conditions. 

- For response curves above 1000 cps, the 
microphone was moved back to three 
feet so as to include the output of both 
speakers. 

The curves were plotted just as they 
appeared in the form of voltage changes 
converted to decibels, and peaks and 
dips were not altered in any way. This 
gives a representation of the acoustic 
output from 40 to 15,000 cps. Since the 
ear cannot detect narrow peaks or dips 
these can be ignored for all practical 
purposes, giving a much smoother 
over -all curve. 

The two speakers are of different im- 
pedance, the woofer being 8 ohms and 
the tweeter 16 ohms. This difference 
helps give a smoother impedance curve 
(Fig. 2B) , resulting in a better fre- 
quency response curve. 

The transient response is very good, 

due to the absence of panel resonance 
and the use of an amplifier with a high 
damping factor. In order to realize the 
maximum performance of the system, 
it should be used with an amplifier 
having a damping factor of 5 or more. 
Most amplifiers using triodes or beam 
power tubes with feedback would be 
acceptable. 

Since the methods of determining the 
efficiency of a speaker system are 
somewhat ambiguous, little will be 
mentioned here. This system is more 
efficient than most infinite baffle and 
reflex systems. It is safe to say that a 
10 -watt amplifier would be adequate 
for home use as only 50 to 80 milli - 
watts are required to provide a level 
of about 80 db (0 db = .002 dyne /cm'). 

The results obtained certainly quali- 
fy this speaker system as a "high - 
fidelity" unit. Considering the initial 
cost, it is an excellent basic unit and 
two of them will make a fine stereo 
speaker setup. 

In keeping with the wishes of the 
British Broadcasting Corporation, 
which has given the author permission 
to make use of its patent specifications, 
we wish to state that they are in no 
way connected with this specific design. 

REFERENCES 

1. Shorter, D. E. L.: "Sidelights on Loud- 
speaker Cabinet Design," Wireless World, 
November 1950. 

2. Briggs, G. A.: "All About Audio and 
Hi- F'i- Test ing Loudspeakers" (Part 4), 
RADIO & TV NEWS, August 1957. 

Here's the First and Only 
Troohle- Shootliag Guide for All 

- Transistor Cirtoit 

SIMPLE CHECK -CHART 
SYSTEM SPEEDS UP SERVICING! 
At last! A practical reference handbook that 
shows you how to find the trouble in ANY 
transistorized eireuit, FAST! The latest book 
in Coyne's famous "Pin Point Series." Every - 
thing you need to know to take on those 
profitable transistor repair jobs .. portable 
radios and TV sets. amplifiers. hearing aids. 
phonographs, car radios, other special equip- 
ment! Famous /-heck -Chart system actually 
pin -points the trouble for you in minutes! 
No complicated theory or math. Down -to- 
earth, practical circuit descriptions. service 
methods and trouble -shooting techniques. 525 
pages; hundreds of illustrations. photos. 
diagrams; 120 Check -Charts; special refer- 
ence and specification sections. This amazing 
new trouble -shooting book will quickly pay 
for itself in profitable new husi nues added 
and valuable time -aced! 

USE IT FOR DAYS FREE 
Send no money, just the coupon. We'll rush 
your copy on FREE TRIAL. After 7 day -. 
send only 95.95 plus ice :iage or relue, 
ihr h... J: uid nay mai hou: hltl toil tait i1,11 

MAIL COUPON NOW: 
Educational Book Publishing Div. 
COYNE ELECTRICAL SCHOOL, Dept. B9 -RT 
1501 W. Congress Pkwy., Chicago 7, III. 
ansa TRANSISTOR handbook for T'il,» }4 }.E TRIAL 
per offer. 

Name Age 

Addresa 

City Zone.... State 
here mIf you 

oney-bark guarantel3.113, 
We pay postage 

7-day 

PERFECT GIFT FOR ANYONE ... INTERNATIONAL'S 

KB -1 CITIZEN BANDER KIT! 

complete kit 
for 115 V A.C. 

FOR BUSINESS 

Ideal for office inter- 
com and service trucks. 

FOR THE FARM 
Solution to fast communi- 

cation from the farm 
home to the field. 

FOR THE HOME 

Saves steps from 
kitchen to den or 

workshop ... from 
living room to sick room. 

ORDER BY MAIL! Terms F. O. B. 
C. O. D. with 1/3 down payment. 

FOR SPORTS 

Ship to shore, base 
camp to scene of the 

hunt, odds enjoyment 
to sports! 

Oklahoma City, or 

International 
CRYSTAL MFG. CO., INC. 

18 N. LEE OKLAHOMA CITY, OKLA. 

November, 1959 

FREEI Gift wrapping on all orders received by Dec. 15. 
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SHIPPED ON APPROVAL 
CRT TESTER- REACTIVATOR 

a 

- 

Model 
CRT -2 

NOW ... a TESTER- REACTIVATOR really designed to test, 

repair and reactivate EVERY PICTURE TUBE MADE - whether 

black and white or color ... with exclusive features never 

before found in picture tube testers. 

Housed in 
hand -rubbed 
oak carrying 
case - com- 
pleted with 
MULTI -HEAD* 

Mcdel CRT -2 

g57so 
Net 

TERMS: $13.50 within 10 

days. Balance $11 month- 

ly for 4 months. 

The CRT -2 steps in and solves the limitations and shortcomings of 

present day CRT Testers. Unlike ordinary, CRT testers that keep enteric¡. 

with a desiR edtito test reps r andtoreactivate 

every black and white or color picture tube made. The CRT -2 eliminates 

the 
picture t be Lis 

and risk that 
react vated. It 

until now, this by providing perfect 

control of either the 'Boost' or 'Shot' method of reactivation. 

THE CRT-2 
OUT OF THEOCA TON OR IN THE SETHE 

CARTON, 

TEST 
for quality of every black and white and color picture tube 

for all inter- element shorts and leakage up to one megohm 

for life expectancy 

REPAIR 
Will clear pence emen 
Will weld opens between any two elements in the tube gun I t shorts and leakage 

rIVATE REAL 

tion provided by the CRT 2 w ll restore 
voltage t besn to new I fe in 'SHOT' (high 

instances where it was not possible before. Furthermore the high 

voltage is applied without danger of stripping the cathode as you 

always have perfect control of the high voltage. pulse. 

used 
effect 

velye on °tubes w 
reactivation also 

uperficially good p ctu a but with 

poor emission and short life expectancy- It will morav lbe 
contrast and focus greatly and add longer life to the picture 

THE MULTI -HEAD (patent pending) ... A SINGLE PLUG IN CABLE 

AND UNIQUE TEST HEAD - A tremendous advance over the maize of 

cable and adapters generally 
found with other testers. 

Enables you to test, 

types from 8" to 30conv whether i 12 an 
repair and reactivate every type of picture tube with greater convenience an 

ever before ... 50 degree 
to 110 degree typ 

base, 8 pin base, 14 pin 
base ... even the very latest 7 pin base. A special 

color switch on the MULTI -HEAD enables you to test, repair and reactivate 

each of the red, green and blue color guns separately. 

WATCH IT REACTIVATE THE PICTURE TUBE -You actually see and con- 

trol 2 the first time to 
the 
the eactivation voltage. This lleliminates the 

speed Toff reactivation and andtwhetherttheobuild-up 
coating. 

is glasting You w l see if the 

cathode contamination is too great and if the picture tube is too far gone to 

be reactivated. 

3 CONTROLLED "SHOT" WITH HIGHER VOLTAGE FOR BETTER 

REACTIVATION - Stronger than any found in other testers ... high enough 

to really do the job - et controlled to avoid dama a to the icture tube. 

(t UNIQUE HIGH VOLTAGE PULSE CIRCUIT - Will burn out inter -element 

T shorts and weld open circuits with complete safety to the picture tube. 

+ VISUAL LIFE TEST 
atubebghtyon the meter. The 

to 
cus- 

tomer 
expectancy 

see 
any picture 

tamer can see the results of your tests as you make them virtually elimrnate. 

resistance to picture tube replacement 
when necessary. 

TESTS, REPAIRS AND REACTIVATES SPECIAL LOW SCREEN VOLTAGE 

TUBES - Many new type picture tubes 
repair and 

special low 
voltag 

of 
approx 

mately 50 volts. The CRT -2 will test, 
types nd complete 

these 
eett 

the same thoroughness as the regular typ 

7 and eRA oEtFILAMENWeVOLTAGES Ser - 

Including 
volt the 

very latest 2.35 volt 

types 

TESTS, REPAIRS AND REACTIVATES 'SF' PICTURE TUBES - found in 

W the newest Sylvania and Philco TV sets. 
se 

picture 
are 

tubes 
tbese 

havalways ia different 

base pin connections than standard picture 

p -cure 
element 

testers. The CRT -2 is desiigneddto 

out when 
this new base 

pin arrangement and will test the tube with no danger of damage. 

ADDITIONAL FEATURES 

m 
the movementtfordsm smooth 

emission on, 
principle 
ccura ly andalrong4 life 

Provides separate shorts 
test for each element in the picture tube Filament 

manual contains all the latest testing testingwinformationon 
An 

old and new type 
instruction 

picture 

tubes 
ment fo HMULTI-HEAD 

handsome 
and line 

hand-rubbed 
cord. 

oak carrying case with special ngrt- 

6. 

7 

' 

I 
.. 

Z. 
definition. 

- ^.,,.-tir"ace-:.c--.r...: . 
. -... e .. . 

-. _.. . 

_ ^°T7 . r 

IN- CIRCUIT CONDENSERTESTER 
Model 
CT -1 

actually 
Here is an IN- CIRCUIT CONDENSER that DOES THE WHOLE JOB! The and tokai over 

where all 
tremendous trange of operation 

condenser 
nfail. akes pit any absolute 

application 
fora every serviceman. 

principle gives the CT -1 a 

OUTSTANDING FEATURES 

Ultra- sensitive 2 tube drift -free circuitry 

Multi -color direct scale readings for both quality and 

value ... in- circuit or out -of- circuit 

Simultaneous readings of circuit capacity and circuit 

resistance 

Built -in hi- leakage indicator sensitive to over 300 

megohms 

Cannot damage circuit components 

in- circuit checks: 
Quali lThis 

includes 
condensers even with circuit shunt 

shorts, opens. intermittentsstance 

Value of all condensers from 200 mmfd. to .5 mfd. 

Quality of all electrolytic condensera (the ahility to hold a 

chai ge) 

Transformer, socket and wiring leakage capacity 

out -of- circuit checks: 

Quality of condensers . .. (This includes leakage. shorts, opens 

and intermittentr) 
Value of all condensers from 50 mmhl. to .5 mfd. 

Quality of all electrolytic condensers (the ahility to hold a 

charge 

High resistance leakage up to 300 megohms 

New or unknown condensers ... transformer, socket, component 

and wiring leakage capacity 

Electronic eye balance indicator for every 

accuracy 

greater 

Isolated power line 

Housed in sturdy hammertone finish steel 

case . . . comes complete with test leads 

Model CT -1 

$345° 
Net 

TERMS: $9.50 within 10 

days. Balance 55 monthly 
for 5 months. 

EASY TO BUY IF SATISFIED -see order form on facing page 
www.americanradiohistory.comwww.americanradiohistory.com
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FOR 10 DAY FREE TRIAL 
Convince yourself at no risk that CENTURY instruments are indispensable 
in your every day work. Send for instruments of your choice without obliga- 
tion ... try them for 10 days before your buy ... only then, when satisfied, 

pay in easy -to -buy monthly installments - without any financing or carrying charges added. 

a Battery O p er 
a ae 

k NOW 
sat 

VACUUM TUBE VOLT METER WITH LARGE EASY-TO-READ 6" METER - featuring the sensational new 410111-PROBE 
' Patent Pending No extra probes to buy! The versatile MULTI -PROBE does the work of 4 probes O DC Probe O AC -Ohms Probe 9 Lo -Cap Probe O RF Probe The VT -I is a tremendous achievement in test equipment. With its unique MULTI -PROBE it will do all the jobs a V.T.V.M. should do without the expense of buying additional probes. No longer do you 

have to cart around a maize of entangled cables, lose time alternating cables or hunting for a mis- placed probe. With just a twist of the MULTI -PROBE tip you can set it to do any one of many time- saving jobs. A special holder on side of case keeps MULTI -PROBE f rmIy in place ready for use. FUNCTIONS 
DC VOLTMETER will measure o.e. down to 1.5 volts lull scale with minimum circuit loading, and give accurate readings of scale divisions as low as .025 volts ... Will measure low AGC and oscillator bias voltages from .1 volts or less up to 1500 volts with consistent laboratory accuracy on all ranges ... Zero center provided for all balancing measurements such as discriminator, ratio detector alignment and hi -fi amplifier balancing. 
AC VOLTMETER ... True Peak -to -Peak measure- ments as low as 3 volts of any wave form including TV sync, deflection voltages, video pulses, distortion in hi -fi amplifiers, AGC and color TV gating pulses ... Scale divisions are easily read down to .1 volts ... Measures RMS at 120th the circuit loading of a V.O.M.... Unlike most other V.T.V.M.'s there is no loss in accuracy on the lowest AC range. 
ELECTRONIC OHMETER .. Measures from o to 1000 megohms ... Scale divisions are easily read down to .2 ohms ... Will measure resistance values from .2 ohms to one billion ohms . . Will detect high resistance leakage in electrolytic and by -pass condensers. 

RF and LO -CAP MEASUREMENTS . With these extra VT -1 functions you can measure voltages 
sync and AGC pullses,gdriving saw 

circuits such 
voltages. color TV gating pulses. mixer output levels, I.F. stage -by -stage gain and detector inputs. 

OUTSTANDING FEATURES 
Completely portable - self powered with long life batteries - permits use everywhere New advanced pentode amplifier circuit assures amazingly low battery drain Lame S. 100- microampere meter, many times more sensitive than meters used in most V.T.V.M.'s Laboratory accuracy performance - 2% of full scale on DC, 5% of full scale on AC Simplified multi -color easy -to -read 4 -scale meter No heat operation assures rigid stability and accuracy Immune to power line fluctuations Amplifier rectifier circuit with frequency compensated attenator - a feature found only in costly laboratory instruments Meter completely isolated - practically burn -out proof Hand- crafted circuitry eliminates the service headaches of printed circuitry 1% resistors used for permanent accuracy Se RF ground return for low -loss RF measurement Micro- phone type co -axial connector Matching cover pro- tects instrument face - snaps on and off instantly. 

SPECIFICATIONS 
DC Volts - 9 t ; 15 6 30 150 300 600, 1500 colts AC Volts (RMS and Peak -lo -Peak) - 0 to 3/12 60 300 1200 volts Ohms - 0 to a billion ohms, 10 ohms center scale - Rxl /10 /100 /1K /10K/ 100K IM 
RF - -- Peak reading demodulator supplied for use on all DC ranges Zero Center - - available on all DC volt ranges with zero at mid -scale Decibels -- from -IO Db to .! 10 22 36/50 62 based on the Dbm unit, 0Db- IMW in 600 ohms 
Impedance I1 megohms DC. I megohm AC, 10 megohms Lo -Cap Input Capacity - 130 mmfd. RMS. 250 mmfd. Peak -to -Peak, 25 mmfd. Lo -Cap 

Model 
VT -1 

Housed in 
hammertone 
steel -case - 
complete with 
MULTI -PROBE 

Model 
VT -1 

$N 

Net 

TERMS: $14.50 
within 10 days. 
Balance $11 
monthly for n 

months. 

v 

' 40°7> -.` 01\ 0 ® Ì ®®*" 
®®®®®® ®®®®1` 
®®w® ®®o ®® , 
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Housed 
in hand - 
rubbed 
oak car- 
rying case 
complete 
with CRT 
adapter 

Model FC -2 

$6950 Net 

TERMS: $14.50 
within 10 days. Balance $11 
monthly for 5 
months. 

FAST -CHECK TUBE TESTER FC21 Simply set two controls ... insert tube ... and press quality b any of over 700 tube types completely, accurately y on to DS! 
Over 20,000 servicemen are now using 

. IN J JUST SECONDS! servicing time way down, eliminating unprofitable CcaEÇ call-backs and 
every 
ncreasin 

by selling more tubes with very little effort. See for yourself at no ri k wh 
work 

and are 
chose the FAST -CHECK above all other tube testers. 

R their dollar earning; 
y so many servicemen 

PICTURE TUBETESTADAPTER 
INCLUDED WITH FAST -CHECK 
Enables you to check all picture tubes (including 
the new short -neck 110 degree type) for cathode emission, shorts and life expectancy...also to reju- venate weak picture tubes. 

RANGE OF OPERATION Checks quality of over 700 tubes types, employing the time proven dynamic cathode emission test. This covers more than TV tubes,lau auto 12nplate-vo plate-volt OZ4s,the magic 
newest 

eye tubes, gas regulators, special purpose hi -fi tubes and even foreign tubes. Checks for inter -element shorts and leakage. Cheeks for gas content. 

SPECIFICATIONS 
Checks for life -expectancy. 

No time consuming multiple switching on conventional testers No annoying roll chart checking are required instead 
over 

banks 
tube 

twitches 
located inside cover. New listings are added without costly roll replacement Checks each sec- 

tion of multi- section tubes and if only 
listing over 700 tube is 41 phosphor bronze beryllium tube 

one 
never 

defective 
replacement will read "Bad" 

9-pin 
the meter scale 

mounted on panel Large 4r /z' O'Arsonval type meter is the most sensitive available, yet rugged 
against accidental burn -out 

7-pin and nnfrr 
lin shock has 

variation 
Long lasting g est Po tions um 

scale on meter for low current tubes ¡ Rged -fully 
Separate gas and short jewel indicators e solated 

for NOTE: The Fast -Cheek positives panel. 
all future tube t 

Y cannot become obsolete 
. circuitry 

furnished 
is engineered to accommodate 

types as they come out. New tube listm¡!s are furnished periodically at no cost. 

CONVENIENT TIME PAYMENT PLAN - NO FINANCING CHARGES 

ALL CENTURY r--------- 
INSTRUMENTS ARE 

GUARANTEED FOR 

ONE FULL YEAR ' 
The extremely low 
prices are made Ili 
possible because 'j 
you are buying di- 
rect from the 
manufac turer. 

------- -- - - ----- - - - - - - 
ENTURY ELECTRONICS CO., INC. 

CHECK INSTRUMENTS DESIRED 

Model CRT -2 CRT TESTER REACTIVATOR $57.50 
$13.50 within 10 days. Balance $11 monthly for 4 months. 

Model CT -1 In- Circuit Condenser Tester $34.50 
$9.50 within 10 days. Balance $5 monthly for 5 months. 

Model VT -1 Battery Vacuum Tube Volt Meter $58.50 
$14.50 within 10 days. Balance $11 monthly for 4 months. 

Model FC -2 Fast -Check Tube Tester $69.50 
$14.50 within 10 days. Balance S11 monthly for 5 months. 

l'rices Net F.O.B. Mineola, N. Y. 

111 Roosevelt Avenue, Dept. 211, Mineola, New York 
Please rush the instruments checked for a 10 day free trial. if satisfied I agree to pay 
the down payment within 10 days and the monthly installments as shown. If not 
completely satisfied I will return the instruments within 10 days and there is no 
further obligation. It is understood there will be NO INTEREST or FINANCING 
charges added. 

Name 
Please print clearly 

Address 

City State 
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Mobile Receivers: Alignment & Service 
By JACK DARR Practical procedures and specific tips to help the 

technician with unfamiliar components and steps. 
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Fig. 1. Double superhet communications sets use either a frequency multiplier (Ai or two separate oscillators (B). 

NINETY -NINE per -cent of the mo- 
hile radio -communications equip- 
ment in use today employs fre- 

quency modulation. Greater relative 
freedom from noise and simplification 
of transmitter design are just two of 
the reasons for this preference. The 
receiver, a vital link in the system, 
must be kept at peak condition at all 
times. This becomes even more neces- 
sary with the new split -channel sys- 
tems, where misalignment may seri- 
ously affect operation. 

For the most part, earlier receivers 
and systems used a maximum allow- 
able bandwidth of 40 kc., referred to 
as "40F3 emission." New standards 
that began in February, 1959 and will 
be in use on all bands by February, 
1963 allow only ±5 -kc. deviation (20F3 
emission) to increase utilization of 
limited spectrum space. This sharpens 
the need for exact alignment proce- 
dures and precise equipment. A rela- 
tively slight degree of misalignment in 
a wide -band set of the past, which 
would be scarcely noticeable, may ren- 
der a split -channel set virtually useless. 

Receiver Circuits 
Practically all commercial receivers 

use the same circuitry despite inevit- 
able variations among manufacturers. 
This is a dual -conversion superheter- 
odyne : the transmitted r.f. signal is 
picked up, beat against a local oscilla- 
tor, and the resultant i.f. (known as 
the high i.f.) is amplified and beat 
against a second oscillator, resulting 
in the production of the low i.f. The 
latter is converted to audio by a dis- 
criminator circuit and amplified. Both 
oscillators will be crystal -controlled 
for stability. Frequency tolerance of 
split -channel sets is much smaller: in 
the 25 -50 mc. band, instead of the old 
.01% tolerance, we have only .002 %. 
Above this, in the 150 -174 mc. and 450- 
570 mc. bands, instead of .005 %, we 
have only .0005 %! 

Fig. 1 shows the two ways in which 
double -heterodyning is achieved: older 
production sets often used a single 
crystal oscillator for both stages, em- 
ploying the oscillator fundamental to 
produce the low i.f. and a harmonic 
to produce the high ii. as in Fig. 1A. 
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Modern sets tend to use two separate 
crystal oscillators (Fig. 1B). The trend 
is toward the use of a standard fre- 
quency for the second oscillator that 
will be the same in all sets. Motorola, 

Fig. 2. Crystal in a temperature-con - 

trolled holder prevents frequency drift. 

TO PLATE O, 
rwO wi,Eo 

TO GRIO OF 
IST LOW 

L 

Fig. 3. Potted bandpass filter consists 
of a series of fixed -tuned 1.1. tanks. 

Fig. 4. One way of metering a stage's 
grid current for alignment purposes. 

PLATE 
TO GRO OF 
NEXT STAGE 

for example, uses a 455 -kc. second i.f. 
and the second oscillator crystal is 
always 5955 kc. The first oscillator 
crystal is the only variable in the sys- 
tem, and is chosen so as to be always 
5.5 mc. above the carrier frequency. 
This allows the use of a fixed high i.f. 
strip at 5.5 mc. In some of the older 
models, the high i.f. stages vary. Trans- 
formers were made in three "sets "; the 
same basic coils were used with differ- 
ent resonating capacitors. 

The low i.f. crystals work on their 
fundamentals. Most of the higher -fre- 
quency oscillators work on a harmonic 
of the crystal employed to allow the 
use of thicker crystals for greater 
stability. First crystals are mounted 
in heated holders, as shown in Fig. 2, 
with built -in thermostats, to insure 
constant temperature. This also in- 
sures stability. While some of the older 
sets used heated crystal holders, even 
these must be changed to better ones 
meeting the new standards. 

Selectivity 
A radio -frequency stage working in 

the v.h.f. bands, from 25 to 50 mc., has 
inherently rather broad tuning when 
compared to the desired bandwidth 
limits. Even the use of resonant cav- 
ities found in some high -band (150 -170 
mc.) sets leaves the r.f. amplifier with 
much to be desired. Most of the actual 
selectivity is accomplished in the de- 
sign of the low i.f. stages, where spe- 
cial, fixed- tuned, bandpass filters (Fig. 
3) follow the second mixer. 

Functionally, these filters do a job 
similar to that of the crystal filters 
found in some communications re- 
ceivers used by hams and short -wave 
listeners. The bandpass filters consist 
of a large number of resonant circuits, 
in series, permanently tuned to the low 
i.f., and permanently potted. They are 
designed with varying characteristics: 
older sets use filters with a ±15 -kc. 
bandpass while split -channel models 
have only a ±5 -kc. bandpass, but the 
curve has steep sides in either case to 
eliminate undesired signals and noise. 

Alignment adjustments on most sets 
are inductive, using coils with adjust- 
able slugs. In the past, some set mak- 
ers sealed the tuning adjustments, but 
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most of the newer models leave them 
unsealed. 

All of the commercial receivers seen 
by the writer so far, following the low 
i.f., use the Foster -Seeley discriminator 
circuit for audio detection. Most use 
dual, cascaded limiter stages preceding 
the discriminator. 

Output Indicators 
In any alignment procedure, some 

method of indicating when maximum 
output is reached is needed. In these 
FM receivers, the old, faithful "out- 
put meter across the speaker" is not 
recommended because of the presence 
of the limiters. Some other method 
must be used. Most receiver manufac- 
turers have thoughtfully provided a 
built -in alignment indication system, 
although minor variations are found 
among different makes. 

In FM receivers, the i.f. amplifier 
stages are operated very near to class 
C: each tube is driven into grid -cur- 
rent conduction, especially on large 
signals. The amplitude of each stage's 
grid current is directly proportional to 
the applied signal voltage, with the 
exception of the limiters, of course, 
which will saturate at certain levels. 

stage can be checked by means of a 
selector switch on the tester. Other 
measurements (not shown in Fig. 5) 
are provided on the tester, such as 
relay voltage and "B +." 

There are three connections for the 
actual "peaking" of the i.f. stages: the 
low i.f. grid and the first and second 
limiters. The high i.f. may be aligned 
by metering the low i.f. grid current, 
while the low i.f. section is aligned by 
measuring the grid current of the first 
limiter. Two additional points are pro- 
vided, as seen in Fig. 5, for properly 
aligning the discriminator : connected 
to pins 6 and 7 of the test socket, they 
are used for aligning the primary and 
secondary of the discriminator. 

Other manufacturers use the same 
setup, with variations. Some use in- 
dividual test -pin jacks on the chassis, 
and the meter is plugged into each in 
turn. Some of the older receivers in- 
cluded the test selector switch in the 
receiver itself, with only a single pair 
of jacks for the meter. 

Bench Setup 

Vehicular 2 -way sets are remotely 
controlled with the exception of the 
smaller units, which are mounted un- 

Thus, by setting up "metering points" 
in the grid return circuit of a stage, the 
amount of current can be read on a 
sensitive meter, as shown in Fig. 4. 
A "metering resistor" (R) is inserted 
in the grid circuit, bypassed for r.f. 
(by C), and the indicating meter con- 
nected across the resistor. 

A v.t.v.m. on a low scale may be 
used, or a 0 -50 microammeter, which 
then functions as a millivoltmeter, 
reading the voltage drop across re- 
sistor R. Thus, this connection may be 
used as an indication of the state of 
alignment of coils L, and L. Note the 
interstage coupling capacitors shown: 
these are quite common, especially in 
the high i.f. stages. The coils are often 
mounted in separate cans with no in- 
ductive coupling between primary and 
secondary. 

Fig. 5 shows one typical metering 
circuit for a complete receiver (used 
by Motorola). All metering points are 
brought to a special metering socket 
on the chassis. In this case, a special 
test instrument made by the set 
maker (Fig. 6) should be used. The 
11 -prong plug is inserted in the meter- 
ing socket of the receiver. Then each 
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der the vehicle's dash with the con- 
trols on the front panel of the cabinet. 
The majority, however, are "trunk - 
mount" types, which use remote -con- 
trol heads on the dash. Therefore, for 
bench testing, a substitute control head 
must be provided. 

This is not too difficult: all that is 
needed is one of the special plugs used 
for interconnection on the particular 
set, and substitutes for the regular 
controls: volume and squelch. These, 
together with a switch, speaker, and 
the cabling, make up a control head 
(Fig. 7) that will operate the set on 
the bench. Such a unit might even be 
built into the bench panel. Volume - 
control circuits are nearly standard- 
ized, most being grid -circuit controls, 
with a few sets using low -value pads 
across the speaker itself, which the pot 
shown in Fig. 7 was intended to re- 
place. Squelch controls will run from 
15,000 to 25,000 ohms: as most of the 
sets work "in the center" of this range, 
a single 25,000 -ohm wirewound control 
might be used for all or most of them. 
The details of the dummy control head 
for any shop will depend on the receiv- 
ers most often encountered. 

For a bench power supply, the writer 
prefers storage batteries with a small 
trickle- charger (4 amperes) because 
of the superior regulation and freedom 
from hum. In the older 6 -volt sets, the 
power supply is called upon to provide 
up to 40 amperes intermittent drain 
for the transmitters: a power supply 
large enough to maintain regulation 
under such conditions would be very 
expensive. The only drawback to the 
use of batteries is the need for weekly 
water -level checking. Batteries under 
continuous charge, even though it is 
small. require an amazing amount of 

Fig 6. Motorola test set plugs into 
this maker's receivers for quick checks. 

Fig. 5. Typical metering network for 
mobile receiver. Manufacturers may 
bring out test points to single mill. 
tiple socket or separate pin jacks. 

Fig. 7. One type of dummy control 
head to operate receiver on the bench. 

SPEAKER 
PiN . JACKS 

water! However, the benefits offered 
by this power- supply arrangement are 
well worth the chore. 

Alignment Equipment 

Actually the receiver sections of 
these communications sets should al- 
most never need alignment. However, 
there is an unfortunate habit prevalent 
among many technicians to "play" 
with i.f. adjustments with very little 
provocation. As a result, the need for a 
complete bench re- alignment comes up 
every now and then. This requires a 
stable signal generator covering the 
range from 455 kc. up to at least 30 
mc. For receiver alignment (as dis- 
tinguished from transmitter align- 
ment) there are many good, standard 
generators that will serve. As we shall 
see, accuracy of dial calibration is not 
as important as stability. Also, the gen- 
erator does not have to provide the 
carrier frequency: work with the latter 

(Continued on page 128) 
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why your next speaker 
system should be 

ÑEWAUDAX 

PARAFLEX 
Only Audax incorporates the 

Patented Paraflex Foam Suspen- 
sion to give longer travel to the 
cone, resulting in honest bass 
without boom or hangover. You 
get bass with real bottom! 

New Styrofoam Radial Strut - 
Bracing reinforces cone, assures 
rigid piston action, preventing 
cone break -up. Eliminates distor- 
tion, provides clean reproduction 
up to the full -rated power output. 
Needs as little as 10 watts output. 
You get greater amplifier economy 
In stereo installations. 

New Oriented Grain- Processed 
Magnet gives 20% more efficiency 
than standard Alnico V. 

New Ducted -Slot Enclosure spe- 
cifically designed to enhance the 
depth and striking realism of the 
Paraflex high -compliance speaker 
units. Speakers are located sym- 
metrically on each side of the 
ducted slot, resulting in clean bass 
without trace of boom or unnat. 
ural heaviness. 

New, dramatic enclosure styling 
by George Nelson- featuring... 
new, threedimensional Dynel 
"Acoustiscreen" grille, removable 
for cleaning! 

Audax Paraflex Speakers are 
labtested and a performance seal 
on each unit indicates its reso. 
nant frequency : 1 cycle. 

Model CA -e0 12" a 12" a 24" with two full range speakers -$99.95 

Model CA.100 15" a 12" a 25" with two 10" full range speakers and 2 matching cone tweeters - $139.95 

Also full line of component speakers 

Write for free catalog and specifications, to 
AUDAX Division of the Rek -O -Kut Co., Inc. 
Dept. EWll, 38.19 108th St., Corona 68, N. Y. 

Name 

Address 

City State 

Export, Morton Epornng Corp.. 458 Broadway, new york 13 + Coda, Atlas Radio Corp., 50 WIngold Ave.. Toronto 19, 08t. as 

By 

BERT WHYTE 

CERTIFIED 
RECORD REVUE 

BY the time you read this, the New York 
High Fidelity Show will be over and the 

new audio season officially launched. As in 
former years, I will try to bring you up to 
date on the newest developments, but pub- 
lishing being what it is, my report will have 
to wait until next issue. 

One thing I hope to find at the Show are 
some innovations in turntable design. It is 
pretty well known that the advent of the 
stereo disc created some formidable problems 
of turntable rumble. There is a vertical corn- 
ponent of rumble that was present in some 
turntables of the pre- stereo era, and even 
though the 45 -45 stereo disc system was de- 
signed to eliminate some of the problems in- 
herent in a strictly vertical /lateral stereo 
groove, there is also a small vertical sensitive 
component in the 45 -45 system. Now with 
many of the present -day smaller speaker sys- 
tems which lack really low bass response, this 
rumble is no problem. But if one is using a 
pair of king -sized speakers that have very 
extended low- frequency response, this newly 
compounded rumble is causing a lot of grief. 

There have been some design changes in 
turntables which were initiated to overcome 
the vertical rumble and some of them were 
very clever and fairly effective. But, if you 
are like me, that is, an absolute crank about 
any spurious noise such as hum and rumble, 
you would feel that there is still some residual 
rumble which is at a sufficient level to be 
obtrusive and annoying. 

How much farther in practical terms . . . 

as regards cost, etc. . . the manufacturers 
can go in reducing rumble in their turntables, 
is hard to say. Of course there is always the 
possibility of some laboratory genius coming 
up with a cheap and clever answer to the 
whole problem -which is what makes an 
audio show such a fascinating place -where 
hope is always burning in the afcionado's 
breast. 

But, barring this, there are several things 
one can do to get rid of that nasty rumble. 
I've mentioned these ideas before, but it has 
been many years and long before the stereo 
disc. I freely confess these may not be the 
most elegant solutions to the problem . 

but they do work. The principal idea of 
rumble reduction here is to use a turntable 
mounting board of great mass and, prefer- 
ably, high density. The resonant frequency 
of such a mounting is so low that even the 
finest cartridges with the very lowest fre- 
quency response will not reproduce this fre- 
quency. 

There is a lot of work and a fair amount 
of money involved in this, but here goes . . 

Among the best materials to use afe steel 
plate, such as boiler plate, in thicknesses rang- 
ing from one -half to one inch; granite of 
good density from 4- to 1Y2-inch thick; 

marble from 1- to 2- inches thick; and, as a 
last and least satisfactory resort, plywood, 
cemented by casein or other suitable strong 
adhesive from 1%- to 2- inches thick. 

All of these mounting plates must be cut 
for the particular turntable and arm to be 
used. I need not tell you that this is no 
simple deal with steel, granite, etc. Gen- 
erally, the work will be beyond the facilities 
and skills available at home and had best be 
left in the hands of experts. Once cut, the 
plates must be contained in a heavy frame 
or shell, usually constructed of at least 34- 
inch ply. One other thing is advisable, and 
that is to have a square cut out of the plate 
at approximately the pivot point of most 
generally used arms. The cut square is then 
replaced by heavy plywood which can be 
bolted rigidly to the plate. The reason for 
this is that turntables don't change too much 
over a fairly long period of time and one of 
the top -quality units should provide good 
service for years. On the other hand, arm 
and pickup design change fairly frequently 
and if you have a hankering to try out the 
newest designs as they come along, then with 
the removable pivot block you can always 
replace the old arm and put in the new with- 
out the necessity for drilling all sorts of holes. 

As a matter of fact, this is something I 
would like to see on commercial mounting 
boards and, if memory serves me, I think 
the Tkorens people have some sort of similar 
scheme and at one time I believe H. H. Scott 
instruments had this facility. 

Well, there you have it ... it is a lot of 
trouble all right, but if you want noiseless 
backgrounds for your music, this is the only 
alternative I know of at the present time. 
As I said ... maybe some genius at the 
Show will have it all worked out for us . . . 

we'll see. 

WAGNER 
DAS RHEINGOLD (Complete Opera) 

Kirsten Flagstad, George London, Jean 
Madeira, Set Svanholm, and other solo- 
ists with Vienna Philharmonic Orchestra 
conducted by Georg Solti. London 
Stereo OSA13O9. Three discs. Price 
$17.85. 

The only word for this recording is the 
much over -worked "monumental." It is sim- 
ply staggering in its impact ! This is a new 
point of departure in opera recording and 
will, in the future, be regarded as an impor- 
tant milestone in the art of stereo. 

Take an absolutely superb cast, such as the 
seemingly ageless Flagstad as Fricka, George 
London as Wotan, Jean Madeira as Erda, Set 
Svanholm as Loge, and Gustav Neidlinger as 
the evil Alberich, add the tremendously vital 
and penetrating performance of Georg Solti, 
and the Wagnerian virtuosity of the Philhar- 
monic, and then enrobe all in a stereo record- 
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IF YOU PRIZE IT...KRYLON -IZE IT! 

Seal electronic parts completely 
...instantly...the "push button' way 

wolirr, flW 

CRYSTAL -CLEAR 
ACRYLIC SPRAY 
A "must" in every repairman's kit! 
Radio, TV and hi-fi equipment need 
Krylon Crystal -Clear, the protective coat- 
ing with high dielectric strength and 
weatherproof qualities that seal the sur- 
face indefinitely. 

Prevents corona in high voltage section 
Keeps lead -in connections tight 
Prevents rusting and pitting of antenna 
Goes on in seconds - 
DRIES IN MINUTES 

Use Krylon Spray Paints (22 colors) for 
quick, easy, professional touch -up jobs 

IF YOU PRIZE IT... KRYLON -IZE IT I 

TARZIAN Offers 48 -Hour, 
Direct Factory Service 

on Tuner Repairs 

That's right. Net, $7.50 per unit and $15 
for UV combinations, including ALL 
replacement parts. 90 -day warranty 
against defective workmanship and 
parts failure. Tuners repaired on ap- 
proved, open accounts. Replacements 
offered at these prices* on tuners not 
repairable: 

VHF 12 position tuner. . $22.00 
VHF 13 or 16 position 

tuner 23.00 
VHF /UHF combination 25.00 
UHF only 15.50 

'Subject to change 

Tarzian -made tuners are easily 
identified by this stamping on the 
unit. When inquiring about re- 

placements for other than Tarzian -made 
tuners, always give tube complement 

. shaft length ... filament voltage ... 
series or shunt heater ... IF frequency 
and chassis identification. Use this 
address for fast, 48 -lour service: 

SARKES TARZIAN, Inc. 
Att.: Service Mgr. Tuner Division 

East Hillsi je Drive 
Bloomington, Indiana 
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ing of such scope and depth as to be almost 
frightening in its realism -and you have a 
brief idea of what is in store for the listener! 

One could rave on about every aspect of 
this recording. As in most of its other opera 
recordings, London has not chosen to keep 
the stage action static ... here, as never be- 
fore, is the feeling of participating in an ac- 
tual performance as the characters are so art- 
fully deployed. Not only is this in terms of 
lateral positioning but in the superb realiza- 
tion of depth. The balance between voices 
and orchestra is such that nothing is lost nor 
inarticulate. 

The over -all sound quality and the "special 
effects" beggar description. Frequency and dy- 
namic range are tremendously wide. There is 
no discernible transient distortion and if you 
take pride in your system for its transient 
response, wait until you turn loose the sound 
of 18 tuned anvils, thunder sheets, and bass 
drum and tympani blasts galore. Near the 
end of the opera when Donner unleashes his 
thunderbolt, your hair will stand on end! 
This is the tremendous sound of a mighty 
blow by a heavy sledge on a big anvil accom- 
panied by thunderous drum rolls! Lovers of 
brass can revel in the hugely sonorous Wagner 
tubas and bass trombones. 

One could go on and on about the fabulous 
characterizations of the cast, but by now I 
think you get the idea. An overwhelming and 
thrilling experience, you must hear it to be- 
lieve it! 
BRAHMS 

SYMPHONY #2 
Minneapolis Smphonv Orchestra con- 
ducted by Antal Dorati. Mercury Stereo 
SR90171. Price $5.95. 

Dorati faces formidable competition from 
such Brahms specialists as Walter and 
Klemperer in this work. He comes off fairly 
well, as he conducts the work with a prop- 
erly light hand and is a welcome relief from 
some of the funereal expositions I have heard. 
In the sound department Dorati has little 
competition as this is superbly registered 
stereo with everything in the right place and 
a notable smoothness and spacious acoustic 
perspective. 

SCHUMANN 
SYMPHONY #3 ( "RHENISH ") 

Detroit Symphony Orchestra conducted 
b. Paul Paray. Mercury Stereo SR90133. 
Price $5.95. 

Paray's vigorous, spirited reading of this 
work was highly praised in the monaural 
version released some time ago. Here with 
the blandishments of stereo the appreciation 
of his artistry is heightened. Most impressive 
is his intelligent and expressive phrasing and 
his dynamic shadings. This is lovely stereo, 
not obtrusively directional, but with all the 
virtues we have come to expect, such as a 
fine sense of depth and the realistic acoustic 
perspective which is productive of this depth. 
All is very clean and smooth with good 
separation and no perceptible level or dy- 
namic changes from the mono recording. 

VAUGHN WILLIAMS 
SYMPHONY #8 IN D MINOR 

BUTTERWORTH 
A SHROPSHIRE LAD 

BAX 
THE GARDEN OF FAND 

Halle Orchestra conducted by Sir John 
Barbirolli. Mercury Stereo S1190115. 
Price $5.95. 

The prize here is, of course, the Vaughn 
Williams symphony, the Bax and Butterworth 
pieces being nice atmospheric little works, 
pleasant to listen to but not of the stature of 
the symphony. This 8th symphony of Vaughn 
Williams has much in it that reminds one of 
his preceding work, the "Sinfonia Antarctica." 
It is not written in the usual symphonic form 

Model S -5000, 70 20W Stereo Dual Amplifier -4189.50 

Model 5.3000 A F M Tuner -5105.50 

111111111MIMMAMIlmar -ter. 

Model S -4400, Stereo Preamp. +36W Amp. -5159.50 

ormistogiir 
j:;0006E02; 

Model S- 100011, FM -AM Tuner --$145.50 

. e l©Illnr im e 

Model 5 -1000 U. 36W Monaural Amplifier -3109.50 

limmenrmMill 

The "complete matching home music tenter' 
-menophen.c or stereophonic. 

Again another year - recommended by one of 
the most respected and authoritative Re- 

search Testing Organizations as embodying 
more numerous, more advanced engineering 
"firsts" -more inherent quality for trouble - 
free operation -more real value for every 
dollar than many competitive products sell. 
ing for more. PLUS: Features that in their 
unsurpassed engineering win the most dis- 
criminating audio -hobbyist; but also features 
that In their simplicity and ease of opera- 
tion appeal to everyone- housewife, audio- 
novice, or Just plain music lover. Cabinetry 
of quiet elegance that blends with any decor. 
And Sherwood, unmatched at any price, is 
Falr Trade priced for your assurance that once 
you have bought Sherwood, you diln't miss 
a better "deal" someplace else, Sherwood 
is only for those who want the ultimate. 
For further details write: ' Sherwood Elio 
tronic Laboratories, loci, A300 N. Cal for is 
Avenue, Chicago 18, 

most honod of them al 

SHERWOOD 

FOR COMPLETE SPECIFICATIONS WRITE DEPT,EW -Il 
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The Spotlight of 
Leadership is on. 

Kits and Wired U 
HI -Fi STEREO 

TODAY'S BEST QUALITY BUY 
Acclaimed the finest by technicians and 
hi -fi enthusiasts who pass the word along 

"You get so much more with 
Arkay!" . . . advanced engineering 
exclusive new features award- winning 
styling matchless performance . . . at 
amazing low cost. Prove it to yourself. 
Ask your dealer for a demonstration. 

NEW! ARKAY FM -7 FM TUNER 

r 
Brilliantly designed with outstanding features in styling, cir- 
cuitry and ease of assembly. The pre -wired and pre -aligned 
front end plus pre -adjusted coils and IF Transformers elimi- 
nate need for alignment equipment. New "Wolin*" traveling 
tuning indicator provides precisicn on- station tuning. Drif- 
ersa AFC; 3 double -tuned IF stages; band width 266 kc at -6 
dB. Sensitivity 1.9 uV for 20 dB quieting. Image rejection 40 
dB. Frequency response 20 to 20.000 cps ±Yr dB. Distortion 
less than 1%. Hum level - -70 dB. Multiplex and cathode 
follower outputs. 7 tubes plus selenium rectifier. $39.75 
Wired and tested $54.95. Easy -to -build Kit 7 

NEW! MUSIC MASTERPIECE 

- a 
(.; " 

ARKAY CS -28 
STEREO AMP /PRE -AMP 

COMPLETE CONTROL CENTER 
Fulf 28 watts stereo or monaural, 60 watts peak 
14-watts each channel reverse stereo balance 
control two-channel gain control full range 
bass and treble Controls A IM distortion, 4 to 1 

harmonic distortion, 1% 30.20,000 cps dual pre - 
amp 2V output jacks speaker outputs, 4, 8, 16, 
32 ohms response, 20-20,000 cps push -pull 
E184 Williamson circuit. beauty of design that 
won Fashion Foundation's coveted Gold Medal! 
Many other incomparable features. 
Wired and tested $99.95 Easy -to -build Kit $6495 

f 'ihr_ 
ARKAY CS -12 

i STEREO AMP /PRE -AMP 
L 12 watts of clean power 

A with dual Inputs and 
,ee A outputs for excellent 

stereo reproduction op- 
erates from ceramic or crystal cartridge, 

tape, tuners, auxiliary equipment push -pull outputs 
for each channel. 

Easy -to -build Kit $3695 
ARKAY ST -11 AM -FM 

STEREO TUNER 

wees e, 

every 

tae tiri. time, 's an aM- 
EM sif e, t Tuner within Itke cerea 
en ecco 

costing 
twice. he by 

units 
is distinct 

the sliver the 
sTa1 is two ces tint. Single 

front Mel aaaaaa 
switch 

hL 4 col Por 20 db 
STEREO 

E. Variable arc. Single Irnl 
ravel switch cenerIS AM, FM or STEREO selec.in. ,t E 

Wired o,d 'cued $74.50 Easy -to -build Kit $49'95 

SPA -55 STEREO AMP 55 watts stereo -monaural. 
271/o watts each channel. Wired $79.95 Kit $6495 

See and hear ARKAY Kits at your dealer. 
FREE! Stereo booklet and catalog. Write Dept. EW /) an orma 5% niener west of Mississippi 

88.06 Van Wyck Expressway ' Richmond Hill 18, N.Y. 
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but contains such oddities as a second move- 
ment for winds alone, the third movement for 
strings alone, and then with typical Vaughn 
Williams tongue -in -cheek it ends with a Toc- 
cata in which a great variety of percussive 
elements are used -such as glockenspiel, xylo- 
phone, vibraphone, tubular bells, and tuned 
gongs. 

The performance is eloquent and definitive 
and it is obvious Sir John appreciates Vaughn 
Williams for dedicating the score to him. Not 
as accessible as some of Vaughn Williams 
other symphonies, nor hinting of the granitic 
sonorities that were to come in his 9th and 
last symphony, this still has much to recom- 
mend it. Soundwise the score receives the 
benefit of Mercury's stereo know -how and all 
rests very easy on the ear. 

BRAHMS 
SYMPHONY #1 IN C MINOR 

Amsterdam Concertgebouw Orchestra 
conducted by Eduard Van Reinum. Epic 
Mono LC3603. Price $3.98. 

A thoroughgoing and learned performance 
of this Brahms symphony is another legacy 
left to us by the late Van Reinum. This is not 
as incandescent as Toscanini's reading nor on 
the scale of Walter's, but then there is more 
Brahms in his reading and less of Van 
Beinum. 

His musical language here is straightfor- 
ward and is superbly translated by his "splen- 
diferous" orchestra. The sound is gratifyingly 
clean, with especially fine strings and rich 
brass. For most tastes I think the pickup is 
just a bit spacious, which softens detail slight- 
ly. All is beautifully balanced however and, 
on the whole, very listenable. 

MOZART 
THE MAGIC FLUTE (Highlights) 

Vienna Philharmonic Orchestra and 
Vienna State Opera Chorus and soloists, 
conducted by Karl Bohm. London Stereo 
0S25046. Price $5.95. 

For those who like opera but who are 
loathe to wade through the complete record- 
ing (or who feel they cannot afford the entire - 

set) this should be very welcome. The ex- 
cerpts are wisely chosen and, of course, there 
is still the superb cast which includes Hilde 
Gueden, Wilma Lipp, Walter Berry, etc. Nor 
has there been any degrading of the wonder- 
ful stereo sound which, in London opera re- 
cordings, is a very special sound indeed. There 
are other highlights from London operas, all 
equally good buys. 

SCHUMANN 
CONCERTO IN A FOR PIANO 
AND ORCHESTRA 

WEBER 
KONZERTSTUCK IN F MINOR 
FOR PIANO AND ORCHESTRA 

Friedrich (:ulda, pianist with Vienna 
l'bilh:u ' - (6 chestra conducted by 
Vullnuu Andreae. London Stereo 
(:56082. Price $5.95. 

Appearing previously in mono format, the 
over -all sound and general impression are fa- 
vorably enhanced by the excellent stereo 
sound. Guida, exposed to the merciless light 
of stereo, seems less facile and assured, but 
still turns in a reading better than most. He 
will run into severe competition from some of 
the keyboard giants, but with the high quality 
of the stereo may find favor with many. 
Lovely piano sound is aided by expert acous- 
tic balance. 

DVORAK 
SYMPHONY #5 

Cleveland Symphony Orchestra con- 
ducted by George Szell. Epic Mono 
LC3575. Price $3.98. 

This old warhorse takes on new life and 
luster under the urgings of George Szell, who 
has an obvious affinity for this work. There 

CAMERA FANS: 

KNOW 
BEFORE 

YOU 
BUY! 

:PHOTOGRAPHY 

e DIRECTORY 
... _._-.... 

You'll find the most complete catalogue of 
photographic equipment ever published in the 
brand new 1960 PHOTOGRAPHY DIRECTORY 
AND BUYING GUIDE! 

Now on sale at your newsstand - 
or order today using handy coupon below! 

Only $1.00 
Here's a rundown of over 5,000 of the latest 
photo products - complete with data, prices, 
comparisons, illustrations! Get all the facts on 
everything from cameras to lenses to films and 
filters...from black and white or color to movie 
or still photography. Make intelligent gompari- 
sons before you shop -and save time, money 
and effort. 

You'll also enjoy these other extra features: 

CAMERA COMPARISON CHARTS 
Compare prices, shutter ranges, lens speeds, 
special features on over 300 cameras of all 
types. 

PORTRAIT LIGHTING SETUPS 
How to light a model, complete with diagrams. 

MODEL RELEASE FORMS 
May save you from costly legal tangles. 

ROUNDUP OF LATEST PHOTO BOOKS 
Your guide to the latest in good photo reading. 

PLUS -NEW SPECIAL FEATURE: 
FOTO FACTS FILE CARDS -Handy data section 
bound right into the 1960 PHOTOGRAPHY 
DIRECTORY -figures on films, lenses, filters, ex- 
posure and conversion scales right at your 
finger tips. Will be supplemented every year - 
so start your file now! 

Compiled by the Editors of POPULAR 
PHOTOGRAPHY - World's largest selling photo- 
graphic magazine - the 1960 PHOTOGRAPHY 
DIRECTORY AND BUYING GUIDE will save you far 
more than the dollar it costs. 

Buy your copy today at your favorite newsstand 
-or better still, send for a copy by using the 
handy coupon below! 

Ziff -Davis Publishing Company 
Department EW 119 
434 South Wabasn Avenue 
Chicago 5, Illinois 

Please send me a copy of the 1960 
PHOTOGRAPHY DIRECTORY AND BUYING 
GUIDE. I enclose $1.00, the cost of the 
DIRECTORY, plus 100 to cover mailing and 
handling charges. (Canada and Foreign 
$1.25 plus 10¢ postage.) 

(name) 

(address) 

(city) 
r 

(zone) ( ) 
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is a firmness and vitality to his reading, along 
with the most lovely lyrical exposition of the 
Largo heard in a long time. Fine sound too, 
with the Epic engineers taking advantage of 
the acoustic transformation recently given 
Severence Hall. 

All is quite clean, with good balance among 
the various choirs of the orchestra. Good 
dynamic and frequency range aided by just 
enough reverb for smoothness and spacious- 
ness without blurring inner detail. 

RESPIGHI 
ANCIENT DANCES AND AIRS FOR 
LUTE 
(Suites 1, 2, and 3) 

Philharmonia Ilungarica conducted by 
Antal Dorati. Mercury Stereo SR90199. 
Price $5.95. 

These lovely and delicate suites have been 
recorded before, but neither with the authori- 
tative reading imparted by Dorati, nor the 
virtuosity of the orchestra, nor with the bene- 
fits of smooth stereo sound. The orchestra, 
composed of .Hungarian refugees who fled 
during the 1956 uprising, has, in a relatively 
short time, established itself as a first -rank 
group. 

Dorati, of course, enjoys wonderful rapport 
with his countrymen and this teamwork is 
evident in their performance. The works, 
originally for lute, have been transcribed for 
orchestra and the result is charming, lyrical 
pieces of wonderful transparency. The stereo 
sound is marvelously effective in showing 
these textures. 

FRANCK 
SYMPHONIC VARIATIONS 

D'INDY 
SYMPHONY ON A FRENCH 
MOUNTAIN AIR 

Robert Casadesus, pianist, with Phila- 
delphia Orchestra conducted by Eugene 
Ormandy. Columbia Mono MI.5388. 
Price $3.98. 

This is a recording which has been avidly 
awaited by Casadesus fans for a long time. 
They had enjoyed his matchless way with 
this score on the old recording made about 6 

years ago, and now they can look forward to 
a modern recording, considerably upgraded in 
quality and of course with the further blan- 
dishments of stereo (which version I unhap- 
pily do not have). 

Even in mono, however, the improvement 
is impressive. The piano was recorded mod- 
erately close -up and is in good balance with 
the orchestra. The tone is nothing short of 
opulent, a tribute to engineer and artist alike 
and, as abetted by the glorious Philadelphia 
sound, makes for a happy listening experience. 

RAVEL 
BOLERO 
ALBORADA DEL GRACIOSO 

FALLA 
THREE CORNERED HAT SUITE 

WEBER- BERLIOZ 
INVITATION TO THE WALTZ 

Paris Conservatoire Orchestra conducted 
by Albert Wolff. London Stereo CS6077. 
Price 55.95. 

Potboilers all . yes, but they take on a 
new dimension in stereo and do not suffer 
unduly under the baton of Wolff. He is nor- 
mally a bit more lighthanded than he is here. 
and I can only conclude that the intoxications 
of the stereo playback may have tempted him 
to "lay it on a bit." Some may like this 
gruffer quality in these lightweight works. 

What makes this disc is the stereo sound. 
It is extremely finely wrought and very wide 
in frequency response, and I can warn you 
that if your pickup is the slightest bit 
"peaky," or your stylus is not tracking prop- 
erly, the strings will sound brittle and edgy. 
Played under optimum conditions, the sound 
is quite exciting and very clean. -1 -- 

November. 1959 

To 
Make 
Your 

Components 
Sound 

NEW 
Again! 

A vallahle 
Singly and in 

Marched Pairs 

THE FISHER 
Laboratory Matched Tubes 

Every new FISHER product has attained leadership for one essen- 
tial reason: it filled a need which, until its introduction, no other 
comparable product could fully satisfy. FISHER Laboratory Matched 
TUBES have the same objective. If your high fidelity components 
sound "wrong" because of tube difficulties, FISHER TUBES can 
restore them to top performance again. 

FISHER TUBES are individually selected to fulfill the maximum require- 
ments of your components, exactly as specified by the manufacturer 
(no "variables," nothing less than the best in every box.) 

FISHER TUBES are chosen for stability, maximum gain, low noise, exact 
tolerances, long life and for absolutely identical performance charac- 
teristics, as revealed by rigid comparison tests! 

The next time you need any tubes, insist on FISHER. 

Audio -Fans, Servicemen, Dealers- 
WRITE TODAY FOR COMPLETE INFORMATION 

FISHER RADIO CORPORATION, 21 -38 44th Drive, L. I. C.1, N.Y. 

I want ro know more about FISHER Laboratory Matched TUBES! 

NAME 

STORE NAME 
of a serviceman or deaden 

ADDRESS CITY - STATE 
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`' SOUND Spezia, Oph, 25¢ 

T 

Hear these 

authentic recordings 

of dramatic events 

from 

ON TAPE 

"The Amazing World of 
Short Wave Listening" 
narrated by Alex Dreier, Rodio -TV "Mon on the Go" 

President's voice from outer space! 
Actual capture of o desperate criminal! 
Rodio amateur at Little Americd! 
Ships at sea . . . aircraft in action! 

By BERT WHYTE 

HERE is plenty of evidence at hand 
to show that tape is making a solid 

comeback. The furor over the merits 
of open reel versus cartridge is still 
going on ... but shall we say the 
battle lines are now more firmly drawn ... and don't be too surprised if a 
sudden truce is called in which the 
open -reel people also embrace the car- 
tridge, and the cartridge people also 
decide to go along with the open reel. 
I really feel that co- existence will soon 
be the byword and I think that both 
factions are beginning to realize that 
any prolonged battle will scuttle the 
new upsurge of tape. 

Naturally tape will be in full swing 
at the New York Hi -Fi Show, but I 
don't expect that we shall see any 
really revolutionary new equipment. 
Of course there will be more machines 
fitted with 4- channel heads and there 
will be a number of new cartridge ma- 
chines. There will probably be more 
evidence of stereo recording facilities, 
in anticipation of regular stereo multi- 
plex broadcasts. Also expect to see an 
expanded push to sell higher quality 
microphones with relatively low- priced 
tape machines. It is true that the 
Achilles heel of most home -recording 
machines is the poor mike that is 
usually furnished. You would be sur- 
prised just how much fine recording 
quality can be had from these units, 
when used with mikes in the $25 and 
up class. Needless to say, all this activ- 
ity will furnish the tape manufactur- 
ers with a new market and already 
many companies which had stopped 
making stereo tapes are now back in 
business. Many of the companies have 
signed with Ampex' United Tape Dis- 
tributors which will greatly facilitate 
getting tapes into the hi -fi dealers' 
shops. Well, whatever goes at the 
Show, I'll be reporting to you next 
month. 

I'm happy to report that I have re- 
ceived the first batch of regular pro- 
duction 4- channel tapes and they are 
far, far better than the first samples I 
had. While the problem of cross -chan- 
nel modulation still exists when played 
on my big system, it is now greatly 
reduced and, depending on the type of 
music on the tape is so low in some 
cases as to be unobtrusive. Played on 
the smaller system, there was no dis- 
cernible crosstalk. 

In addition to these nice develop- 
ments, the tapes had a definitely 
brighter transient response and fre- 
quency range and dynamics were much 
improved. Tape hiss varied from brand 
to brand but, on the whole, was no 
more offensive than that heard on two- 

MAIL 

cot1PON 
1ODA(h 

SX -1 to 
receiver 

$159.95 

Standard broadcast plus short 
wave coverage from 1550 kc. to 
34 mc. Cal. electrical bandspread. 

hallicrafters 
DEPT. 20, CHICAGO II, Ill. 

Gentlemen: Please rush by return mail my re- 
cording. The Amazing World of Short Wave 
Listening.- I enclose 25e. 

NAMF 

ADDRESS 

CITY STATE 
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PRE -PUBLICATION 
SPECIAL OFFER! 

YOU MAY HAVE EITHER OR BOTH 

OF THESE BIG, HARD -COVER 

ELECTRONICS GUIDEBOOKS ON A 

7 -DAY 
FREE 

EXAMINATION 

COMPUTERS 

AND 

HOW THEY WORK 

$4.95 

Here is a fact-filled, exciting guidebook to 
the wonder -world of electronic computers. 
with more than 120 illustrations and easy 
to- follow tables in 10 big chapters. Step by 
step, you'll see and understand the work- 
ings of every type of computer ever used. 
This important new book illustrates the 
basic principles of computers with crystal - 
clear clarity. It's must reading for career - 
minded students and for electronics 
professionals who want a more complete 
knowledge of computers. 

THE 

ELECTRONIC 

EXPERIMENTER'S 

MANUAL $4.95 

THE ELECTRONIC EXERIMENTER'S MANUAL IS 

a big, informative volume, containing hun- 
dreds of specially prepared diagrams and 
construction drawings. There are 10 indi- 
vidual sections, each covering a specific 
phase of electronic construction. One giant 
chapter shows projects. test equipment 
and special tools you can build. plus plans 
for a complete workshop! With just a few 
dollars worth of tools, and this book to 
guide you, you'll have the know -how you 
need to get started. or advance, in elec- 
tronic experimentation. 

GET ONE OR BOTH 

FOR 7 -DAY FREE EXAMINATION! 

MAIL THIS COUPON TODAY 

ELECTRONICS BOOK SERVICE 
A Division of the Ziff -Davis Publ. Co. 
One Park Avenue New York 16, N. Y. 

Gentlemen: Send me a copy of: 

COMPUTERS AND How THEY WORK 

] THE ELECTRONIC EXPERIMENTER'S MANUAL 

and bill me at only $4.95 a copy plus post- 
age. I understand that I may return the 
book(s) within 7 days and owe nothing. 

S_- enclosed. (SAVE MONEY! Enclose 
payment now and we'll pay the postage.) 

Name 

Address 

City -- Zone -_ State 

(N.Y.C. ordon odd 3% soles to. _I 
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channel tapes ... on this question of 
hiss, it's like anything else . some 
people are more sensitive to it than 
others and of course it also depends on 
what level you are playing back the 
tape ... the louder the playback .. . 

the louder the hiss. Also room acous- 
tics contribute their bit ... if the 
room is very hard you hear more hiss 
than with a well -damped room. 

Anyway, on the whole, it's a good 
step forward -this latest batch -and I 
can tell you that several of the residual 
problems are being strongly attacked 
and should soon yield, in which case 4- 
channel tape should be off and running 
with real professional form! 

SONGS OF THE FABULOUS 
THIRTIES 

David Rose and his Orchestra. Kapp 4- 
channel stereo KT45004. Price $7.95. 

Here is a really good tape. David 
Rose is, of course, an old favorite and 
he has an especially smooth way with 
a tune. On this tape he gives us a 
king -sized sampling of hits that were 
popular in the Thirties. 

Among notable numbers are such 
items as "Stardust," "Deep Purple," 
"Begin the Beguine," and many others. 
This is big sound, with close -up record- 
ing leavened by spacious acoustics. 
Stereo directivity was good and not 
overdone, center fill was well handled. 
Over -all sound was clean and bright. 
strings especially smooth. 

There was the least crosstalk on this 
tape of any I've heard so far, being, for 
the most part, absent. Frequency and 
dynamics seemed to be on a par with 
similar types of two -channel tapes and. 
in terms of hiss, played at good room 
filling level, it was present but not 
over -obtrusive. 

SWINGING HIGH WITH 
ELLINGTON AND BASIE 

The Big Bay Band conducted by Francis 
Bay. Omegatape 4- channel stereo 
ST4007. Price $9.95. 

Alas, this is not really the Duke and 
the Count with their great bands, but 
is by way of a "salute" by the Big Bay 
Band, an Omega recording outfit. 
Nonetheless, the essential styles and all 
the great Basie and Ellington numbers 
are here and played fairly well consid- 
ering the band is not Basie or Elling- 
ton. 

The sound is the most attractive 
part, being very big and bright, re- 
corded close -up, and with only moder- 
ately spacious acoustics to soften the 
contours and smooth out the rough 
spots. 

The frequency range here came as 
close to anything of similar nature I 
have heard on two- track. Transient 
response was very good with percus- 
sives coming through cleanly. Cross - 
channel talk was a little more notice- 
able here, mainly because of the razzie 
dazzle type of music but here, again, it 
was below that experienced with the 
first tapes. 

All -in -all, the tape quality has been 
encouraging and I hope to bring you 
some symphonic material next month. 

November, 1959 

THORENS TD -124 lets you 
concentrate on music... 
not on 
mechanics 

Finest Swiss- precision craftsmanship, famous for 
generations, is embodied in the Thorens TD -124. 
It's the one turntable that lets you forget 
technical problems- rumble, wow, flutter, 
incorrect speed and consequent 
"off- pitch" reproduction ... all 
the rest of them, as if they never 
existed. Relax. Concentrate solely 
on music as it was meant to be heard. 
See, hear this world- renowned tran- 
scription turntable at your Thorens fran- 
chised dealer's today. 9.17 

Thorens TD -124. Finer craftsmanship, more features, 
than any other turntable anywhere. Acclaimed by critics throughout the world. 

$99.75 net. 

AND THESE OUTSTANDING VALUES COMPLETE THE "TD" FAMILY OF FINE TURNTABLES: 

Thorens TD -184, $75.00 net. A Thorens TD-134, $60.00 net. A Thorens TDK -101, $47.50 net. 
"TD" transcription table with manually -operated transcrip- "ID" precision in kit form. 
integral arm, "Dial -o- matic" tion table with stereo-wired arm Simple to assemble with no 
operation. Arm wired for any gives you superlative quality special tools for superlative rec- 

standard stereo pickup. with minimum expense. ord reproduction. 

Sold only through carefully selected franchised dealers 

HOBS SWISS MADE PRODUCTS 
HI -FI COMPONENTS LIGHTERS 
SPRING -POWERED SHAVERS 
MUSIC BOXES 
NEW HYDE PARK, NEW YORK 
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CLIMB THE 

PROFIT MAW 
in 

2 -WAY MOBILE -RADIO MAINTENANCE 

Mobile radio communications are booming! All 
around ... you can see the vertical radiators going up ... each one is a definite lead to more and higher 
profits for qualified service men. 

To learn more about contract fees . 

labor rates ... and upping YOUR profits ... mail the coupon below for your free 
copy of: "HOW TO MAKE MONEY IN 
MOBILE -RADIO MAINTENANCE." 

LAMPKIN 1058 FRE 
OUENCT METER. RANGE 
0.1 T0 175 MC AND UP. 
PAIGE $220.00 NET. 

MAIL 
COUPON TODAY 

LAMPKIN INSTRUMENTS 
ARE THE MOST POPULAR 

M Oei LEM AINTEN AN CE 
METERS. 

r -- 

LAMPKIN LABORATORIES, INC. 
MFM Division BRADENTON, FLORIDA 

ENGINEERING 
HOME STUDY COURSES 

Courses written by world 
authorities in all brandies of 
engineering and science and 
proved successful by thous- 
ands of our graduates. One 
hour each day in your spare 
time will start you off to higher 
pay, security and prestige. 
Personalized instruction 
methods ensure rapid pro- 
gress. Fill in the coupon and 
indicate the course of interest. 
We will send you a complete 
outline of the course and a 
booklet describing the Institute 
and our advanced teaching 
methods. 

RADIO 
ELECTRONICS 
TELEVISION 
CIRCUIT 

MATHEMATICS 
ELECTRICAL ENG. 
TELEPHONY 
CIVIL ENG. 
SURVEYING 
ARCHITECTURE 
FORESTRY 
MINING 
STRUCTURAL 
MECHANICAL ENG. 
INDUSTRIAL ENG. 

& MANAGEMENT 
REFRIGERATION 
DRAFTING 
PLASTICS 
AERONAUTICAL 

ENG. 
HIGH SCHOOL 
CHEMICAL 
MATHEMATICS 
JOURNAUSM 
ACCOUNTING 

MAIL THIS COUPON TODAY 

CANADIAN INSTITUTE OF SCIENCE L TECHNOLOGY LIMITED 

731 Century Bldg., 412, 5th St. N.W., Wash., D.C. 

NAME 

ADDRESS 

CITY STATE. 

COURSE OF INTEREST II 
Canadians: Send to C.I.S.T., 731 Garden Bldg., 
263 Adelaide St. West, Toronto, Ontario. 

LAMPKIN SOSA EN MODULATION 
METER. RANGE 25 TO 500 MC. 
PRICE 5240.00. 

LAMPKIN LABORATORIES, INC. 
MFM Division, Bradenton, Florida 
At no obligation to m 

e 

, please send 
;] Free booklet E Data on Lampkin 
meters 
Nome 
Address 
City State 

ONE CENT SALE 
BUY ONE AT OUR REGULAR LOW 

PRICE AND GET THE SECOND 
FOR ONLY 1c MORE 

CITIZENS B. %ND TR \\ -.NATTER (27 
MC) chassis complete s' . crystal. $9.99 
ea. two for $10.00. 
TRANSMITTER similar to above but 
with 5 watt RF stage instead of 1 watt. 
$14.99 ea. two for $15.00. 
CITIZENS BAND RECEIVER chassis 
tunable through all 22 channels. Com- 
plete with audio amplifier. $9.99 ea. 
two for $10.00. 
AMATEUR BAND TRANSCEIVER (144- 
148 MC) chassis with dual VHF triodes 
for walkie- talkie radiophone. $9.99 ea. 
two for $10.00. 
MICROPHONE High output 200 ohm 
carbon with terminal lugs. $1.49 ea. two 
for $1.50. 
COILED CORD 4 conductor 11" tele- 
phone cord. Extends to over 4 ft. .99 ea. 
two for $1.00. 
KIT OF PARTS for AM -FM VHF radio 
receiver. Tunable from 80 -200 mc. which 
includes U. S. satellite frequencies. 
$6.99 ea. two for $7.00. 
TRANSISTOR AUDIO AMPLIFIER gives 
50X voltage gain on low level signals. 
Operates on 112 volts. $3.99 each, 2 for 
$4.00. 
SUPER SPECIAL: 25 watt. 30 to 40 mc. 
crystal controlled FM radiophone mo- 
bile transmitter with 8 tubes and dyna- 
motor power supply. Orig. cost over 
$300.00. Can be converted to Citizens 
Band. Used good condition $24.99 ea. 
two for $25.00 F.O.B. Hollis. N. Y. 

LIMITED QUANTITY - 
NO LITERATURE OR CATALOG 

Remit in lull. Include sufficient postage. 
No C.O.D.'s. 

VANGUARD ELECTRONIC LABS 
SOX 12 -EW11 HOLLIS 23. N. 

Simplified Speaker Testing 
( Continued from page 43) 

measured at the power level at which 
the shape of the trace becomes mark- 
edly distorted. Volts squared divided by 
impedance equals watts (power), 
which in this case is the useful power 
capacity of the speaker. Two notes of 
warning on this kind of testing should 
be sounded: First, stay within the 
manufacturer's power ratings on both 
the speaker and the variable resistor 
to avoid physical damage to them. 
Second, a continuous tone, such as is 
produced in these tests, can seem in- 
tolerably loud even at a power input 
of only one to two watts. This last 
statement applies with double force to 
uninterested wives. 

It might be of interest to point out 
that all of the impedance and phase 
shift curves shown in Figs. 3 and 4 
were made using the same speaker, a 
twelve -inch, wide -range unit of stand- 
ard make and all were made with the 
speaker in the same location in the 
room. In this manner, variables not 
directly concerned with the enclosure 
were eliminated. The primary pur- 
pose was to help in a study of the 
design of bass -reflex enclosures. 

Interpretation of the test results has 
not been discussed in any detail, be- 
cause that has been better covered in 
other recently published material both 
from the theoretical and design view 
points ' n. °' '. S and from the more 
subjective viewpoint of the would -be 
listener 2. 0. '. 

To sum up, this simplified loud- 
speaker testing technique can be used 
to measure speaker impedance and 
phase shift and to give a qualitative 
indication of distortion generated in 
the speaker or its enclosure and the 
useful power- handling capacity of the 
speaker. It must also be understood 
that there are several things this tech- 
nique will not do. One is to measure 
the frequency response or range of a 
loudspeaker (for this, one needs the 
more sophisticated test methods re- 
ferred to at the beginning of this ar- 
ticle). Another, and probably most 
important of all, it will not replace 
a good pair of educated ears in making 
the final determination as to whether 
the sound produced is "right." 
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TRU YAC 
REMARKABLE TUBE VALUES AT 1950 PRICES 

ALL TUBES INDIVIDUALLY BOXED, CODE DATED 
AND BRANDED "TRU -VAC "" 
Typ cal TRU -VAC" Bargains! 
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MADE 
FOR 
EACH 
OTHER 
by Madison Fielding 
Here are two magnificent stereophonic 
components that are positively made 
for each other. Each epitomizes audio 
engineering and design. 

Series 360, 40 -watt Stereophonic 
Preamp- Amplifier - Exclusive Aural 
Zero Null (AZN) circuit permits precise 
channel balancing by tuning for silence. 
Other outstanding features include: 10 

jewelled indicator lights to instantly 
show source of signal and mode of oper- 
ation; separate bass, treble, and level 
controls; plus normal- reverse, phasing 
and noise -rumble filter switches. 

i 0 
K AA 

Q Xf 61 

1 
Model 360, $180; Matching cabinet, $20 

Series 380, AM /FM Stereophonic Tuner 
Permits use of AM and FM sections 
individually for monophonic broadcasts 
or simultaneously for AM /FM stereo 
programming. Jewel lights indicate 
mode of operation. This highly compe- 
tent "front end" unit provides high sen- 
sitivity and selectivity, extra outputs for 
multiplex and AM /FM stereo, and 
"Dual Stereoscopic" tuning indicator. 

R 
Model 380, $160; Matching cabinet, $20 

Both units mount 3/32" solid brushed 
brass panels, deep etched for long life. 
Handsome hand -rubbed cabinets avail- 
able in a number of choice finishes. 

madison fielding 
stereo 

by (. _:': s, Inc. 

For complete information, write: 

Brand Products Inc. © Department EW119 

39 West 55th Street 
New York 19, N.Y. 

Marketing organization for Madison Fielding 
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Mobile Receiver Alignment 
(Continued from page 117) 

can be done using the base station's 
transmitter as a signal source. 

I.F. Alignment 
The alignment procedure should be- 

gin with the discriminator with the 
generator set to the low ii. Assuming 
the usual 455 -kc. i.f., a crystal at this 
frequency can be used with the genera- 
tor. If no crystal is on hand, tune an 
AM broadcast receiver to a station that 
is the closest to 910 kc. of those that 
can be received. Zero -beat the second 
harmonic of the generator (set at half 
the station frequency) against this sta- 
tion. If you know the station's exact 
frequency, you have a very accurate 
standard. Note the amount of error in 
dial calibration and use this as a guide 
for correctly setting the generator to 
455 kc, If a station at exactly 910 kc. is 
not available, it may be best to use the 
two nearest transmissions, one on 
either side of that frequency. To avoid 
possible drift, the signal generator 
should be allowed to warm up for at 
least fifteen minutes before beginning 
alignment work. 

Feed the 455 -kc. signal into the first 
limiter grid, connect the meter to the 
discriminator secondary metering 
point, and adjust the secondary wind- 
ing for a zero reading. If you have the 
right point, the voltage will go positive 
on one side and negative on the other, 
as the secondary alignment adjustment 
is turned. (A good, rough check of dis- 
criminator symmetry is possible here, 
by noting the amplitude of maximum 
meter deflection on either side of the 
zero -voltage point. The peaks should be 
equal.) 

With the secondary aligned to zero, 
move the meter to the discriminator 
primary's alignment point, as shown in 
Fig. 5, and tune the primary slug for 
maximum. Next, move the meter to 
the grid of the second limiter and con- 
nect the signal generator to the output 
of the second mixer. The low i.f. trans- 
formers may now be aligned for maxi- 
mum reading. If the reading shows a 
tendency to saturation (reaching a cer- 
tain level and refusing to go higher), 
reduce the input signal level from the 
generator, or move the meter to the 
first limiter grid. 

Sets Using Filters 

If the receiver uses a fixed -tuned 
filter, this reliable network may be 
used to set the signal generator on the 
right frequency instead of the zero- 
beating process. Connect the generator 
to the second mixer grid, and the meter 
to either the low i.f. grid or first 
limiter grid. Now, tune the generator 
slowly through the low i.f., until a 
peak reading is found. This will be 
exactly on the peak frequency of the 
filter. If a distinct "flat top" is noted 
instead of a sharp peak because of the 
bandwidth characteristic of the filter, 
note the outer limits of the bandpass 
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CRYSTAL CONTROLLED 
CONVERTERS 

POLICE FIRE COMMERCIAL 

v For use with 
12 V. Transistor type 

car radios - 
26-50 MC. 

$24.50 
Can be self installed in seconds. Other 
models for 152 -162 MC available. Also 
complete line of conventional powered 
converters, tuners and receivers. 

A practical converter for emer- 
gency use with powered home 
or auto seta. Tuneable over 12 
MC. 26-50 MC or $ 

1 3.95 108 -174 MC 
Also available crystal con- 
trolled up to 54 MC.. $16.9$ 

ORDER TODAY OR WRITE FOR LITERATURE 

KUHN ELECTRONICS 
20 GLENWOOD CINCINNATI IT, OHIO 
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(i.e., the points where the reading be- 
gins to fall off) and set the generator 
halfway between them. 

The High I.F. Stages 

The high i.f. stages will usually be 
found somewhere in the range between 
5 and 6 mc. Once again, extreme ac- 
curacy of the generator is not as im- 
portant as stability: we can check the 
former. With the low i.f. section and 
discriminator properly aligned. move 
the meter back to the secondary of the 
discriminator. Connect the generator 
to the input of the first mixer. Now, 
move the generator dial back and forth 
in the vicinity of the high i.f. (Assume 
that this is near 5.5 mc.) 

As you tune through the correct fre- 
quency, the meter will deflect either 
positive or negative, return to zero, 
then deflect in the other direction. Set 
the generator exactly at the point 
where the zero reading is obtained on 
the meter. Whatever its exact dial 
reading, the generator is now set up to 
produce the correct high i.f. The ac- 
curate, crystal -controlled first oscilla- 
tor has helped establish this frequency! 
Now align all stages for maximum 
reading. The meter may be connected 
to the low i.f. grid or first limiter. 

R.F. Alignn-ent 
If the signal generator will go up to 

the carrier frequency, it may be cali- 
brated against the transmitter, again 
using the discriminator to locate the 
correct zero point. The r.f. stages are 
then aligned. Harmonics of the signal 
generator can also be used. For in- 
stance, in the 150 -mc. band, a setting 
at 50 mc. will usually produce a third 
harmonic of usable amplitude. How- 
ever, for best results, "rough in" the 
alignment adjustments on the r.f. 
stages with the signal generator, then 
connect an antenna to the receiver and 
finish the alignment using the base 
station's transmissions. 

If the base station is very powerful, 
or very close, watch out for saturation 
of the limiters when these metering 
points are used. The low i.f. metering 
point may be a better choice. If the 
signal is still too high, take the anten- 
na off or reduce the coupling. 

Final Touch -up 

For best results, make a final re- 
ceiver check after re- installation in the 
vehicle, as follows: connect the meter 
to the low i.f. metering point, call the 
base station for a test transmission, 
and adjust the antenna transformer 
for maximum reading. Next, connect 
the meter to the discriminator secon- 
dary, get another test transmission, 
and set the secondary to exact zero 
reading. 

If the base station's transmissions 
are too powerful for accurate adjust- 
ment of the antenna transformer, get 
in touch with another vehicle, far 
enough away to give a weaker signal, 
or wait until one of these vehicles 
calls the base station. In most radio 
systems, you won't have long to wait, 
as they stay pretty busy! 

November, 1959 

YOU PAY A LITTLE MORE FOR 

VOCALINE CITIZENS BAND RADIO BUT 

get lot you ge a o more performance! you ge a o more 

The real worth of equipment is measured by 
its performance -and that's where Vocaline's 
ED -27 Commaire outdistances them all. If 
you're serious about Class D Citizens Band 
communications, then be equally serious 
about your choice of equipment. Compare 
Commaire's superlative (and, in most cases) 
exclusive features with competitive equipment. 
It makes sense to spend a little more to get 
so much more! 

THE MOST SELECTIVE 
& SENSITIVE RECEIVER 

SILENT -AIRE SQUELCH 
U.S. PAT. 2,632,812 

MORE OUTPUT 

TRANSISTORIZED 
POWER SUPPLY 

UNMATCHED AUDIO 
CIRCUITRY 

Model 
ED -27 

$179.50 each 

NNE 

Crystal controlled- double conversion 
superhetrodyne. Selectivity: ± 5 kc at 
points 6 db down. Sensitivity: 0.1 mv. 
PLUS twice the audio output of any other 
class D receiver -4.5 watts! 

At last a squelch that really works! ... 
Combines with exclusive noise suppression 
to assure complete silence in stand -by. 

5 watts input, 3 watts output -for 
greater range! 

Assures service -free, reliable operation. 

Combined with the above features -results 
in the best -performing class D radio on 
the market...unequalled for range, 
signal -to -noise ratio, audio fidelity and 
dependability. 

Supplied with push.to -talk microphone with 
coiled cord, hanger, universal mount. an- 
tenna loading light. 2 models -115 VAC and 
12 VDC; 115 VAC and 6 VDC. Ask for Voca- 
line Antennas and Accessories. 

WRITE FOR COMPLETE DATA 
Commaire Dept. A 

OCAZIATE 
COMPANY OF AMERICA. INC. 

OLD SAY6ROO1l. CONN. v3 
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How far can you go in electronics . 

"Just being called a Field Engineer -an impressive title 
for a man without a degree -that really gives me a lift." 
This is James A. Pieratt talking. With a high school edu- 
cation and Navy Technical training behind him, he holds 
a key job in one of America's most important electronic 
projects. He's an IBM Computer Units Field Engineer 
on the SAGE program. 

Jim Pieratt is 25, lean, crew -cut and soft- spoken. He 
smiles modestly when you ask him about his accomplish- 
ments. We were curious to know whether he had been 
technically inclined when he was a youngster. 

The truth is that I didn't become interested in electronics 
until I joined the Navy," he says. "Before that, the only 
technical thing I might have done was to take a couple 
of alarm clocks apart. I chose electronics in the Navy 
because I thought there was a future in it." 

Change of attitude 
"A lot of fellows may think, as I did, that a computer is 
too complicated for anybody but an Einstein to under- 
stand. It's not so. I didn't know this when I went for 
my employment interview- and I wondered if the algebra 
and trig I'd taken at Kalamazoo Central High would 
qualify me. Then my interviewer told me a little about 
computers ... how they work and what my job would be 
after I finished IBM school. I made up my mind right 
then; I wanted this job." 
130 

Training school 

Soon, Jim Pieratt and 21 other fellows with more or less 
similar backgrounds started training in Kingston, New 
York, getting on really intimate terms with IBM's elec- 
tronic giant. Marvel of complexity though it is, when it 
sits on the floor and you study it part by part, the com- 
puter loses its mystery. Little by little, you begin to 
understand the whole from the sum of the components. 

"The 20 weeks I spent in training were very happy," he 
says. "It's interesting all the way. They encourage you 
to think for yourself and your efforts are recognized. 
During the training period, I received a living allowance 
in addition to my salary." 

Strategic job on the SAGE project 

Jim Pieratt is stationed in North Dakota, near Grand 
Forks. His duties include installing, checking and testing 
out computer units. The giant electronic computers are 
the very heart and mind of SAGE (Semi- Automatic 
Ground Environment). To the input section of the com- 
puter comes data from radar sites, ships, reconnaissance 
planes and ground observer posts throughout the country. 
The display consoles give a visual representation of the 
complete air defense situation. His prime responsibility is 
to keep the display consoles running. 

8 pleasant hours a day 

"I'm essentially my own boss and I'm encouraged to 

ELECTRONICS WORLD 
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Discussing block diapras in class Testing a pluggable unit 

Programming o control board 

. without a degree? 
think for myself. For me, this is an ideal environment. 
What do I like best about my job? Trouble -shooting, I 
think. I enjoy being able to repair anything that isn't 
working properly. As a Field Engineer, I have opportuni- 
ties to assume other engineering functions. For instance, 
while I have nothing to do with design engineering, I do 
suggest changes for review by the design engineers. I 
also rewrite engineering procedures." 

Jim Pieratt's future 

"There's plenty of room for me to grow at IBM. My next 
step up should be to Systems Engineer. This calls for 
more headwork. After that, if I display enough initiative, 
I may become a Group Supervisor." 

Family, friends, recreation 

Jim Pieratt, his wife and three -year -old daughter live in a 
pleasant ranch home, just a few miles from the site. 
Social life? "We've made quite a few friends here," he 
says. "Mostly among the IBM fellows and their wives. 
We play golf together." 

Where do you go from here? 

Can you look ahead, as Jim Pieratt does, and see yourself 
as a man on the way up? Maybe you should give some 
thought to IBM Federal Systems and the SAGE project 
program. Opportunities are greater than ever as the long - 
range program continues to grow in importance. 

November, 1959 

Adjusting console photo cell 

If you have a minimum of 3 years' technical schooling - 
or equivalent experience -you may be eligible for ad- 
vanced training for 20 weeks as a Computer Units Field 
Engineer. While training, you receive full salary plus 
overtime pay and living allowance before assignment to a 
permanent location. 

From then on, you can go as far as your abilities and 
ambition will take you. And, as you may already know, 
at IBM you receive company -paid benefits that set 
standards for industry today. 

WRITE TODAY TO: 

Mr. N. H. Heyer 
Dept. No. 650-K 
Federal Systems Division 
IBM Corp., Kingston, N. Y. 

You'll get a prompt reply. Personal interviews arranged 
in all areas of the United States. 

IBM 
INTERNATIONAL BUSINESS MACHINES CORPORATION 
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NEW IMPORTANT 

SAMS BOOKS 

"Printed Circuit Diagnosis Made Easy" 
Helps you become expert 
in eervicing printed circuit 
boards. Practical. simplified 
approach saves time trouble - 
ehooting all types of printed 
circuits. Explains correct way 
to interpret and use various 
styles of data shown in service 
literature. Describes best pro- 
cedure. to follow when only 
schematicdiagram is available. 

Sample problems illustrate each phase of 
printed circuit troubleshooting. A "must" 
book for your service library. 

S4 

Illustra- 
ted; 96 pages; 5 x 8W. Only 

"Radio Receiver Servicing" 
ALL -NEW EDITION 

Latest enlarged edition of John 
T. Frye's famous beet -seller. 
Includes new chapter on how 
to service transistor radios and 
printed circuits. The most 
understandable and valuable 
guide to radio servicing; based 
on the author's 25 years of 
practical experience. Includes 
a separate chapter on each type 

of trouble, such as the dead set; tubes light 
hut no sound; noisy sets; weak sets; sets un- 
able to separate stations, etc. 

$L 95 208 pages; 5j. x 81,4. Only 

"Howard W. Saris Handbook of 
Electronic Tables and formulas" 

FOR ELECTRONIC TECHNICIANS 

Specially prepared for elec- 
tronic technicians, junior engi- 
neer. and students. A valuable 
compilation of tables, charts, 
formulas and laws useful to all 
who work in electronics. Five 
comprehensive sections in- 
clude: Formulae and Laws of 
Electronics; Constants, Stand- 
ards, Symbols, Codes; Service 
and Installation Data; Mathe- 

matical Tables and Formulas; Miscellaneous. 
Features full-color frequency spectrum chart 
based on latest 1959 FCC allocations. 

$Z95 134 pages; 51,4 x 81,W; hard -cover. Only 

"Television Tube Location Guide" Vol. 9 

Latest volume in this invalu- 
able aeries. Gives tube location 
data for TV nets produced in 
1958 -1959. Shows position and 
function of tubes in over 250 
receiver models -just find the 
trouble and replace defective 
tubes without removing 
chassis! Shows major compo- 
nent placement; signal path; 
pin orientation on socket; 

series string filaments; fuse location. Includes 
tube failure check charts. 96 page.; 

$25 51,4 x 8W: comb binding. Only 

HOWARD W. SAMS & CO., INC. 
Order from your Sams Distributor today, 
or mail to Howard W. Sams i Co., Inc., Dept. L -19 
2201 E. 46th SI., Indianapolis 6, Ind. 
Send me the following books: 

"Printed Circuit Diagnosis Mode Easy" (PC -I) 
D " Rodio Receiver Servicing" IRS-2) 
D "Handbook of Electronic Tables' (HTF -1) 
E] "Television Tube location Guide' Vol 9 (TGL -9) 

S enclosed. 

Name 

Address 

Send Free Book List 

City Zone Stale L... (e fide U.S.A. priced slightly higher) ... 
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IN A SPIRITED contest for votes, 
"Mac" Metoyer of Kansas City, Mis- 

souri, was elected president of the Na- 
tional Alliance of Television and Elec- 
tronic Service Associations (NATESA 1, 

at the recent annual convention. He 
succeeded Vincent J. Lutz of St. Louis, 
Mo. With a background of ten years 
of active participation in national, 
state, and local association work, in- 
cluding two years as NATESA's sec- 
retary general, Metoyer is noted for 
his energy in working toward objec- 
tives that he feels are in the best in- 
terests of the service industry. 

Benny Benoit, dynamic association 
leader from New Orleans, La., was 
elected to the post of secretary general 
and Nelson Burns of Memphis, Tenn., 
was re- elected treasurer of the nation- 
al service organization. 

Members of the executive council 
elected to serve for the coming year in- 
clude Irving Toner of Buffalo, N. Y., 
eastern vice -president; George Carlson 
of Jamestown, N. Y., eastern secretary; 
Cordell Britt of Nashville, Tenn., east 
central vice -president; Gerald Hall of 
Milwaukee, Wis., east central secre- 
tary; W. E. Johnson of Beaumont, 
Texas, west central vice -president; Le- 
roy Ragsdale of Fort Smith, Ark., 
west central secretary; Winston Haines 
of Burlingame, Cal., western vice -pres- 
ident; and O. W. Andrews of Denver, 
Colo., western secretary. 

The resolutions adopted by the dele- 
gates to the convention included the 
following : 

The association urged "all service 
people to exercise selective buying and 
channel their buying power to those 
companies that are non -competitive." 

" NATESA recognizes only the Elec- 
tronic Industries Association standard 
warranty plan; namely, 90 days on all 
parts and tubes and one year on picture 
tubes. No labor warranty by factories 
is recognized." 

The association urged all TV receiv- 
er manufacturers to "permanently and 
indelibly imprint serial and chassis 
numbers on all chassis and to issue a 
certificate of title for each set which 
is to accompany the set in all trans- 
actions." 

One purpose of this resolution was to 
help put a stop to the growing number 
of set thefts. 

Tulsa, Oklahoma, was selected as the 
site for the Association's annual Spring 
convention in 1960. 

Unify: NATESA's Story 
Rejection of the application by TSA 

of Detroit, Michigan for membership 

in NATESA was followed by a wave of 
commentary critical of NATESA for 
turning down the former group. (See 
"Service Industry News," September 
1959, pp. 136 and 137.) In rebuttal 
NATESA has set forth its position via 
a release entitled "What Is Unity ?" 
which has been circulated to local asso- 
ciations throughout .the country. It is 
issued over the signature of executive 
director Frank Moch, against whom 
many charges have been leveled per- 
sonally, growing out of the TSA 
rejection. 

"The word unity is being bandied 
about more than ever (begins the 
statement 1, despite the fact that 
NATESA today has well over 100 affili- 
ates and the fact that it has grown 
every single month since its birth . 

the only possible reason for this growth 
can be the fact that NATESA philoso- 
phies parallel those of honest, ethical 
service people across the nation." 

Moch then charges that those outside 
NATESA who have spoken loudest 
about unity are the ones who have done 
the most, unsuccessfully, to destroy the 
unity represented by that national 
group. He further states that those 
within NATESA who have taken up 
the same cry are the ones who have 
been least successful in bringing new 
groups into NATESA to achieve unity. 

On the background of the TSA at- 
tempt to gain membership, the release 
says, "Those of you who were at the 
Nashville meeting will recall the 'dra- 
matic' announcement of TSA- Michi- 
gan's intention of affiliating ... It was 
hoped that spontaneous and unthink- 
ing acceptance would be voted. You 
may or may not have heard of the 
maneuvering to give a special 'deal' 
to TSA- Michigan (Detroit 1. You did 
see the report that the TSA application 
was rejected." 

The statement also points to the 
legal problems involved, raising the 
question as to whether the national 
office could have stepped in to ma- 
neuver the acceptance of TSA without 
violating constitutional limitations. 

"Here is how this (the TSA applica- 
tion) was handled, and I can assure 
you that it follows specifically the con- 
stitutional provisions and that it fol- 
lows exactly the same procedure fol- 
lowed for acceptance of your group as 
an affiliate. When the application was 
finally received, in view of the fact that 
we had the Michigan state affiliate who 
already had a Detroit affiliate. the ap- 
plication was submitted to TESA- 
Michigan. They turned down the ap- 
plication completely in accord with 
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their rights as a state affiliate. For this 
I have been maligned and libeled." 

As to the reasons for the unfavor- 
able decision on the application, the 
NATESA statement is accompanied by 
a copy of a letter to Frank Moch from 
John H. Stefanski, president of TESA- 
Michigan ( "Service Industry News," 
October 1959, page 144). In the letter, 
Stefanski presents his version of asso- 
ciation activities in Detroit and Michi- 
gan from 1954 on, questioning the ac- 
tions and motives of TSA. Copies of 
this correspondence are available from 
NATESA's national office on request. 

Moch also refers to two stories that 
have appeared in print in recent 
months: the rumor that TEA (Tex- 
as) was considering affiliation with 
NATESA and the story that ITTA (In- 
dianapolis) had not received approval 
of its application for membership. He 
charges that these stories, both untrue, 
were put in circulation to create con- 
fusion. In view of the legal limitations 
placed on his role in handling the TSA 
application, Moch concludes, "I doubt 
if sincere officers and directors feel 
that the abuse heaped upon the execu- 
tive director is fair and a part of the 
job." 

TV Service Charges 
Many dealers, in trying to adjust 

their service charges to a level that is 
compatible to the present costs of op- 
erating, look around for some standard 
of comparison based upon known costs 
of doing business. Some of the widest 
and most exhaustive surveys to deter- 
mine the actual costs of performing 
home and shop service on TV sets have 
been conducted by dealers in the De- 
troit, Mich. area. Using the informa- 
tion from these surveys as the basis, 
Harold Chase of Detroit, Mich. recent- 
ly compiled a new chart of "Average 
Labor Charges for Television Service 
and Repairs." The charges are based 
on a time rate of $6.00 per hour. Read- 
ers who would like to check their own 
charges against those listed in this 
chart may obtain a copy of it by send- 
ing ten cents to Hal Chase, Chase TV 
Service, 16311 Grand River, Detroit 27, 
Mich. 

ETG of Boston Elects 
Lawrence J. McEvoy was elected 

president of the Electronic Technicians 
Guild of Boston at their recent annual 
election. Officers named to serve with 
him include George Catavolo, vice - 
president; James Kelley, re- elected sec- 
retary; and Donald Cicolini, treasurer. 
The address of the association is: 
James H. Kelley, secretary, ETG of 
Boston, 236 Main Street, Woburn, 
Mass. 

President McEvoy named the follow- 
ing members to serve as delegates to 
the Massachusetts state association: 
Warren Gagosian of Medford, state 
director; Hy Leve of Brighton and Ted 
deBruyn of Woburn, state delegates. 

The members of the association re- 
port that one of the best affairs ever 
nonsored by ETG was that held in 

November. 1959 

a vitally important message 

for every service technician 

HOWARD W. SAMS 
INDIANAPOLIS 

6, INDIANA 

Dear Friend: 

Your Electronic Parts Distributor 
will soon present 

to you a remarkable new program design 

1. Gain deserved recognition 
as atreputable 

businessman in your 

2. Develop and command public respect and acceptance 

through favorable national and local publicity 

3. Justify better earnings warranted by your 

business investment and skill 

4. Pave the way to expanded business and 

increased profits for you 
possible by 

This program, known as "PEET", is made po 

a unique industrywide relationship in which the 

Sams Company occupies a key position. Your 

Distributor will invite you to qualify for the program 

which has been planned solely in your behalf. 

Please give your Distributor's representative the 

few minutes required for his presentation of "PEET." 

It may prove to be the most profitable time of your 

business career 
already have been presented the 

Some of you 
Program you may be well on the way to PST Prograrn and Y 

every Service Technician 
qualify. I want to make certain 

offered the opportunity -so -if you don't hear 

from your Distributor in the next weeks, 

write to me personally 
the full details immediately. 

Cordially, 

ASK YOUR ELECTRONIC 

PARTS DISTRIBUTOR 

NNW 
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A Wire - Stripping Notc 

That REALLY WOR,,S 

1 

.721 
LONG REACH 

DIAGONAL CUTTER 

,Patent Pending) 

speciaPli Desicp,ed 

ELECTRONICS 
PLIERS 

You'll do hundreds of electronics jobs 
easier, faster with these specially de- 
signed pliers by Channellock. You'll 
like the l -o -n -g reach ... the precision - 
matched jaws ... the hand -honed, 
specially hardened cutting edges . . . 

the easy -to- handle "feel" of the blue 
plastic grips. And you'll appreciate the 
quality of Channellock pliers ... they're 
forged from high grade steel, properly 
heat treated. Ask your Electronics 
Equipment Supplier for Channellock 
Electronics Pliers ... or write us direct 
for further information. 

#711 LONG -REACH FLAT -NOSE PLIER 

w131 LONGREACH ROUNDNOSE PLIER 

148 LONG REACH ENO CUTTER 

Channellock Pliers are made only by 

CHAMPION DeARMENT TOOL COMPANY 
Meadville, Pennsylvania 
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June when more than 425 members 
and guests registered. It was cited as 
an impressive show of strength in favor 
of the ETG License Bill. Also during 
the same month, the association co- 
operated in a radio program designed 
to bring the proposed ETG license 
measure to the attention of the gener- 
al public. President Larry McEvoy, 
George Catavolo, and Pat La Fauci 
served as members of a panel to an- 
swer questions telephoned in about the 
licensing plan, ETG, and the independ- 
ent electronic service industry. 

Mid -State ESDA Rating Plan 
Wayne Prather, president of the 

Electronic Service Dealers Association 
of Mid -State Pennsylvania, announced 
that the Keystone -State organization 
will establish a customer rating plan 
as its fall project. 

The program. intended to protect 
the members of the association, re- 
volves around the compilation of a list 
of customers who are poor payers, so- 
called "dead- beats," and those who are 
generally antagonistic or abusive to 
service people. Pointing out that the 
information will be strictly for the 28 
members of Mid -State ESDA, Mr. 
Prather emphasized that the program 
is not to be construed as a credit -in- 
formation plan. 

The mailing address of Mid -State 
ESDA is % Wayne Prather, president, 
17th and Herr Streets, Harrisburg, Pa. 

FRTSAP Developments 
The Federation of Radio & Television 

Service Associations of Pennsylvania 
was recently informed by the state's 
sales tax department that sales taxes 
are applicable to in- warranty work 
performed by service firms on behalf 
of dealers, distributors, and manu- 
facturers. 

Until the present, most service firms 
were not charging taxes on work per- 
formed under in- warranty arrange- 
ments, assuming that the tax should 
be paid by the manufacturer, distribu- 
tor, or dealer on both labor and parts. 

Other developments in the Pennsyl- 
vania association include a demand to 
the National Broadcasting Company 
for equal time to answer the "charges" 
and "insults" said to have been made 
against the service industry by Alex- 
ander King on a recent Jack Paar 
Show. 

The association delegates authorized 
officers to send a letter to the Pennsyl- 
vania Governor urging him to sign the 
"Wholesale Bill" which had been passed 
by both houses of the State Legisla- 
ture. The "Wholesale Bill" is said to 
define operations of wholesale distribu- 
tors in that the distributors must sell 
only to "people in the trade." The dele- 
gates also heard first reports on the 
review of a proposed state -wide service 
licensing measure now under consider- 
ation by member local associations. 
The bill, setting up the provisions for 
licensing radio, electronic, and tele- 
vision technicians, is being readied for 
presentation at the next session of the 
legislature. 

Are You "Alignment Happy "? 
(Continued from page 47) 

justified alignment are brought on by 
defective alignment equipment or lack 
of experience by the technician using 
that equipment. Here again, alignment 
checks without adjustments will help. 
In the case of defective equipment, 
curve checking of a number of sets, 
preferably including new sets known 
to give satisfactory pictures, will even- 
tually prove even to the most trusting 
technician that something is adrift 
with his set -up or equipment. Surely 
every set cannot have the same defect. 
As for the technician seeking more 
experience in the use of alignment 
equipment : he will gain that know -how 
soon enough if allowed to check but 
not adjust the alignment curve of 
every set going through the shop. 

Even if a curve check indicates a 
genuine need for alignment, it should 
not necessarily be done if any decrease 
in gain would be involved. Remember, 
the customer is not watching an oscil- 
loscope trace. He is watching a picture, 
often quite happily through a dirty 
glass with full, excessive contrast and 
near -full brightness. Scanning lines 
may be paired and blobs of snow bigger 
than the detail represented by a whole 
megacycle of bandwidth may flit un- 
noticed across the screen. To such a 
viewer, a nicely balanced curve may 
have meaning only with reference to 
the female form. Why spoil his fun by 
improving his picture at the expense of 
gain ? With less gain he might not 
even have a picture unless you are able 
to improve the signal strength avail- 
able at the antenna terminals. This is 
not to say that alignment should never 
be undertaken. However, the decision 
should not be made lightly. 

Some knowledge of the service his- 
tory and the general appearance of 
the chassis will often help in deciding 
whether or not to re- align. If it is 
apparent that the tuning slugs in the 
i.f. circuits have been adjusted pre- 
viously, if components in the i.f. cir- 
cuits obviously have been changed, and 
if the present signals are of sufficient 
strength to warrant it, alignment 
should be considered. There is also the 
matter of the customer's willingness to 
pay for an alignment job. 

In any event, before proceeding with 
the alignment, a curve check should 
be made and tubes and other suspect 
components checked by substitution. 
Voltage readings should be taken and 
any defects in other parts of the set 
corrected. Tube shields and other metal 
screening should be installed as the 
designer intended them to be. Then. if 
you are sure of yourself and your 
equipment, the set may be re- aligned, 
according to the manufacturer's serv- 
ice information, to provide the best 
possible picture and sound along with 
satisfactory gain. Only in this way will 
both the technician and the customer 
be satisfied that the work was really 
necessary. 

ELECTRONICS WORLD 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


NOT USED,NOT PULLED OUT OF OLD SETS 

Brand New 

TUBES 
BETTER 
THAN 

70% 
OFF! 

BETTER 
THAN 

70% 
OFF! 

and RAD -TEL'S FIRST QUALITY! 
REMEMBER .. . ALL RAD -TEL TUBES 

GUARANTEED ONE FULL YEAR 
SEND FOR NEW FREE BROCHURE OF TUBES & PARTS 

NATIONALLY ADVERTISED BRANDS! 
50% and More Off Regular Net Prices 

SUPERIOR II :. IH Uduyt l'ut laute, yu :JIt)'.. 
HAM MART I NI, Silicone Treated Steatite Hang; ,z.'. 

Straight litte rap. 
MA(' 1(1-6.7 to 1.7 MMF.. 
MA(' 15.--14.2 to 2.2 Al' 20- -19.0 to 2.7. 

51FÚ WV 
('ORNEI.1. 1)1'1111.IER 40.40,40 350.3M1:Á.. 
t ORNEI.1. DI!BI LI ER A 1000 
l'11RNI:1.1. DITBI I.I ER 60.40 
t ORNEI.L DUlü1.IER 20 450. . 

SPRAGUE 10.10.1(1 450.450.450 l'H I LCO 141.200.400 350.300.50 
PHILCO 10.100.10.100 475.300,301.25 INDIISTRIAI. 500 5 Non Polarfeed. INDUSTRIAL 8.8,8 ('1)ItNELI. 111BII.IER .1 160(1 
PORN EI.l. O1/BI I.IER .04 160(1. . 

BLII.l Y ('Itl'STAL. 451X1 KC. Type VX4 
CRYSTAL. l:Á10 K('. Type VS4. 

Sl'AN('OR (( >ltl'LING TRANS. Ratio 1:3. Type A5;3 
15'1:STON Tube checker TRA - S. 117V with all taps. . 

M EISSNER 4511KC (R'S. Poll shielded. Lilt 11.35 
MEISSNER 16M11 RF Choke 19 -5590. 1.Int 51.33. 
AS 'M E Step Down Trans. Input 200.240; Output 115. 

Complete -lust plug In. Type No. T- 10264. 125V'A. 
IBEI.DEN TEST PROB CABLE. Type 8899. No. 18. 

l'otton wrap rubber over -all 
ItAYTHEON (btptent Volt TRANS. 95/130V; 

output 11V. 25 Watt 
SOLA Constant Volt Trans. 105/125V; output 7V; 20VA. 
JONES Barrier Type Terminal Strips. 10 terminal elm.... 
EBY BINDING POSTS. Twins. Same Type ea 

Type 21R; One Marked- and Other .... 
WESTON Scope Transformer. Used In Weston model 983.. 

III-Volt., Lo- Volt.. .5 F lament %t hidings. . . 

III I'AS$ t'11 \II El'I IINI n..orted. 200 to IINIII\' 

R."I. R.id TrI 
Net Pri, 

0 5 .20 

1.17 
1.23 
1.32 

9.00 

.58 

.61 

.66 

1.00 
2.95 
.65 
.15 
.25 
.45 
.55 
.75 
.10 
.25 
.15 

2.25 
2.00 
.50 

3.00 
.25 
.21 

2.18 

fl. 2c 

16.00 
.5a 

.55 

5.55 
0.55 
.25 

.20 

S.BS ea. 
3.50 

Price 

14X2 .62 
1B3GT .79 
155 .51 
1U4 .57 
1U5 .50 
1228 .82 
24E4 .96 
26144 .60 
3415 .42 
1AU6 .51 
3496 .41 
3626 .55 
3676 .55 
3036 .54 
3CF6 .60 
3016 .50 
3V4 .58 
48N6 .75 
41307 .96 
4076 .55 
4BZ7 .96 
4CB6 .59 
54M8 .79 
SANB .86 
5AO5 .52 
5418 .80 
5BK7A .82 
5807 .97 
5C08 .76 
5C18 .76 
5J6 .68 
518 .81 
5U4GB .60 
SUS .81 
596 .56 
528 .78 
51'307 .46 
6464 .6 

Type 

6AC7M .96 
64E4 .97 
6405 .65 
6AH6 .99 
6AK5 .95 
6415 .47 
6AM8 .78 
6AN8 .85 
6405 .50 
6476 .43 
6A18 .79 
6AU4GT .82 
6AU6 .50 
6AU8 .87 
6AV6 .40 
6646 .49 
6BC5 .54 
6BD6 .51 
68E6 .55 
68F6 .44 
6B06G 1.66 
6BH8 .87 
6BK7 .85 
68144 .57 
6BN6 .74 
(BO CU6 1.25 
6805 .65 
68O6GT 1.05 
6807 .95 
6BR8 .78 
6856 .54 
6526 .54 
61327 .97 
6C4 .43 
6CB6 .54 
6CD6 1.42 
6CF6 .64 
6CG7 .60 

Type Pr;ce 

6CG8 .77 
6CM7 .66 
6CN7 .65 
6C56 .57 
6CU6 1.08 
6CY7 .71 
6016 .58 
6130607 .59 
61306 1.10 
6076 .53 
6J5G7 .51 
616 .67 
6K6GT .58 
6L6 .84 
654 .48 
65K7GT .74 
65N7GT .65 
614 .99 
6T8 .80 
6U8 .78 
6V6GT .54 
6W4GT .57 
6W6GT .69 
624 .39 
6X8 .77 
6Y6G .65 
84118 .83 
8ÁW8 .93 
11057 .75 
12A4 .60 
12406 .57 
12AF6 .49 
12405 .52 
12476 .43 
12A17 .76 
12ÁU6 .50 
1241.17 .60 

Type 

12ÁV6 .41 
12497 .75 
12AÁ7 .63 
12427 .86 
1284 .63 
12BD6 .50 
128E6 .53 
126147 .73 
1260607 1.06 
126Y7 .74 
12C5 .56 
12CU5 .58 
12CU6 1.06 
12006 1.04 
12F8 .66 
12K5 .65 
12L6 .58 
125Á7M .86 
1251(7GT .74 
125N7GT .64 
12V6GT .53 
12W6 .69 
174314 .67 
17606 1.09 
19ÁU4 .83 
198G6 1.39 
1978 .80 
2513O6GT 1.11 
25C5 .53 
25CD6 1.44 
25CU6 1.11 
25L6 .57 
35C5 .51 
35Z5GT .60 
5065 .60 
SOCS .53 
SOL6GT .61 

All Tube Prices Subie t To Change Without Notice! Ask for Types Not Listed! Use This Ad 
Ar Your Order Blont. 

RADTELTUBE CO. 4._ 

55 Chambers Street 
Newark 5, N. J. 

Mitchell 2 -3147 
NOT AFFILIATED WITH ANY 

OTHER MAIL ORDI R TUBE CO. 

November, 1959 

TERMS: A 25 °° deposit must accompany all orders -- balance C.O.D. Please send approximate postage. All shipments F.O.B. 

Newark warehouse. Orders under S5 -50c Handling Charge. Subject to prior sale. No C.O.D.'s outside continental U.S.A. 
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Photo cow..,. National Co.. Inc. 

IF THIS MAN 

IS ON YOUR 

CHRISTMAS LIST 
A subscription to ELECTRONICS WORLD 
will make a perfect gift for him, and 
every other man with a stake in elec- 
tronics. 

If he makes his living in electronics or is an 
advanced hobbyist who loves Hi -Fi, Radio, TV, 
Audio, R /C, ham radio and communications, 
he'll be delighted to get ELECTRONICS WORLD as 
a gift. For ELECTRONICS WORLD offers the best 

technical coverage in the field. It provides men in electronics with tips and tech- 
niques on repairing, installing and maintaining radio and TV sets and circuits, 
latest Hi -Fi developments, newest ham techniques, fresh audio ideas, test equip- 
ment, and current industry news. There is no more thoughtful Christmas gift, or 
flattering one, than a subscription to ELECTRONICS WORLD. the first and most authoritative magazine in the field. Each of your gift subscriptions will be 
announced by an attractive card, inscribed with your name. What's more, you 
can enter or extend your own subscription to ELECTRONICS WORLD at the special 
Christmas gift subscription rates, too! 

Check the special Christmas gift order form, bound in this issue, for 
low gift rates. Then fill in the names and addresses of your friends, 
and mail it today! 

WRAP UP YOUR CHRISTMAS GIVING NOW! DO IT 
EASILY, AND APPROPRIATELY, WITH ELECTRONICS WORLD 

ELECTRONICS WORLD 434 S. WABASH AVE. CHICAGO 5, ILL. 
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Are You Geared for Change? 
(Continued from page 52) 

hi -fi and stereo in many areas, FM 
offers countless opportunities for deal- 
ers who will seek the business aggres- 
sively. In many locations, the full 
benefits from FM broadcasts can be 
realized only through the use of an 
outdoor antenna. Any dealer who will 
develop a consistent promotion pro- 
gram on this type of equipment and do 
a conscientious job of satisfying his 
customers will add a substantial 
amount of pleasantly earned income to 
his business. 

Service dealers located in good busi- 
ness areas with reasonable pedestrian 
traffic should study the possibility of 
retailing other types of merchandise, 
especially if they can allot adequate 
display area for it. Such items that 
relate to electronics are good, but any- 
thing at all is fair game for supple- 
mentary income, especially if it fills a 
demand not already being met by 
someone else in the vicinity. As an ex- 
treme case, greeting -card centers set 
up in spare corners of service shops 
have proved profitable, also improving 
the service business itself by creating 
more store traffic! In at least one such 
example of "diversification," the deal- 
er's wife handles the greeting -card end 
of the business, leaving him free to 
conduct his service operation without 
distraction. 

Hobby centers inside the shop, in- 
volving such items as model planes, 
boats, and trains, are magnets that 
draw local boys and men, particularly 
if a reasonable amount of window 
space is devoted to interesting dis- 
plays. The tie -up with the hobbyist 
concerned with radio -controlled mod- 
els or with electronics in general is 
something of a "natural." Many dealers 
who have been able to devote floor 
space and capital to such experiments 
have found that these added "depart- 
ments" carry overhead for the entire 
shop once they are publicized and es- 
tablished. 

In virtually every trading area, 
there are products or groups of prod- 
ucts not carried by other businesses in 
the area for which a demand can be 
found. Discovering what they are and 
arranging for the space they must oc- 
cupy are challenges to one's capabili- 
ties in business management. Remem- 
ber this: it is easier and safer to add a 
side -line venture than to start an en- 
tirely new business. 

The important point to keep in mind 
is that changes taking place in the 
handling of consumer electronic serv- 
ice are not simply affecting income of 
independent shops for the brief pres- 
ent : these changes are likely to have 
even greater impact as time goes on. 
To remain in business, the dealer must 
be constantly on the alert for activi- 
ties which will re- inforce possible 
losses of income and help insure his 
ability to meet overhead and operating 
costs. -30- 
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LORAN APN /4 
OSCILLOSCOPE 

Easily cony rted for use on re 
dlo -TV service bench. 

Completely Assembled 
LIKE NEW! suppllea with 
5' Scope, type $14.95 
SCPI 

o 
ly 

Brand New 919.50_ 

-C BEACON RECEIVER 
195 to 420 Kc. made by 9etchal- Carlson. Warka on 
24.28 volts DC. 136 Ke, IF. Complete ....t o, 5 tubes. 
Sip 4- x a Y. Wt. lbs. 58.58 BRAND NEW 
USED. leas tubes 52.99 

LORAN R -S5 /APN -9 RECEIVER 
& INDICATOR 

Used in ships and aircraft. 
Determines position by m 
dio signals from known 
emitters. Accurate to with - 

in lob of distance. Complete with 
tubes and crystal. E-e. used. 
Value $1200.00. $79.50 Our Prise sD 1 .7 J 

REMOTE CONTROL RM3I 

Ei 
Di rect te c..nt I for radio e, uipment 
4 nashllght netts. Provides bias für Mier,.t 
ana Idetone to hea.lset. HI r In inn.. 'r1. k,and 

`Phone lack.. Makes good phone 52.49 
patch unit [W 

FM TRANSMITTER- . =. .:' RECEIVER 
APN -1. 420 to 460 Mc Air - :cr.7 A,,t. craft Radio altimeter quip- 

. / ment. Tubes: 4 -955., 3- 
° 12SJ7, 4- 125117. 2- 

12116. 1 -VR I50.. Complete with 
all tubes and mount. For 27 V DC. S8 95 BRAND NEW .. JJ 

Original operating .manual for ,6u,; . St. 00 

TS -100AP OSCILLOSCOPE $3333 
(worth $750) OUR LOW PRICE 

-.n 
be used with Il near sweep or general purpose . 

.pe. Cables Included. Also usldLwith ircular sw 
- precision range calibrator. Self-contained in nu 

ries AC. Excellent6 
deep. 

d, like 
For with 

tall 
I. 

iavluding crystals and C. R. Tuts. w t 

y11 

' Ip 14, 
a 

. 

pá,- - 

BC -929 3 -INCH SCOPE 
Lew coat elau.= n.l 
Laren a e. üla Hal1t I. 
sweep. Intensity controls. Tn.. 
2 -OSSI. 2-OR6. 1- uX.-.. I . 

1 -2X2. 30F! CE Tube 
pq. IISV 4(111 e,. and 2-IVIn 
leb with tubes, exc. $9.95 

513.95 
Conversion Ìnatrueuon. for nove95 
CYC AC 

BC-733 
6-channel VHF 

10-TUBE 
AIRCRAFT 

REoCEIVEER. 

Me. Dual filter range. Easily converted for 
tracking Sputniks) $1.95 

xec d. Complete with tubes 
Brand Sew complete with tubes 58.95 
Dynamotor for above 12 or 24 V. -New 55.95 
AN/ARN.5A AIRCRAFT RECEIVER. 11 tulle 
nuperbet, 3- crystal control UHF for static -free 

Ereception. $9.95 xc. used with tubes 

ASB -5 'SCOPE INDICATOR 
BRAND NEW, includ- o e ing all tubes, together 

-. with 513P1 'Scope r 
Tube. Originally used 
In Navy Aircraft . RADAR equipment. 

- converted for 
AC operation. 
VALUE 5250.001 

. OUR LOW ( 15.95 
PRICE . tp 

SCR -522 2 -METER RIG! 
Terrine buy: VIII ..m ter- rerer, r. I, ,- I -.. " 

4 channels. X.:.': .rolled Amplitude mndul.. 
Ice. They're : fast! Excellent condition. 

SCR -522 Transmitter- Receiver, complete with ll 1R 
tubas. top 
COM 1 ATIONk 

and metal case. 
Special 1932.32 

Receiver only. itt, ll tube. 919.50 
Transmitter Onl with all tubes 922.25 
accessories for above available. 

LORAN APN -4 
FINE QUALITY 

NAVIGATIONAL EQUIPMENT 
Determine xact geo raaephlc poosltion Of.: our tout r 
alane- Indicator d Iver millet, Ith all tutor. 
and crustal. 
INDICATOR 10eAPN4. and RECEIVER "D - 
R-9111/ APN -4. complete with tube.. EXC. used i'el 
ReceiverIndicater as above. BRAND NEW ..S69.50 
Inverter for above unit available front stock. 

SCHEMATIC DIAGRAMS en`tn':yp.ye °t 65o 
SEND FOR FREE CATALOG. many more 
Pus Buys! 

November, 1959 

fui Sur- 

ARC -5/R28 RECEiVER 
2.meter s pernet. 100 tu 156 Mc an 

with IOITUnea BRAND NEW 524.45 
. 110V AC Power Sup. Klt for boye 19.75 

ARC- 5/T -23 TRANSMITTER 
100 -150 Mc Includes 2 -832A. 2 -1825 $21550 
SPECIAL Limited quantity ARC -5/T23 ralliera 
OFFERT Excellent Used. lesa tube. 55.95 

NO -7 MODULATOR for T23. complete with $9.95 tubes. LIKE NEW ii i 
ARC -S MARINE RECEIVER -TRANSMITTER 

Typo 
v 

l.S to 3 I $16.951 
Mc NEW with 

Comm. Receiver 

áFvéRÁND 1 Éw :itñ ä tuó:: :nd2Xta:1 W.45 
MODULATOR for above. new with tubes. ...55.95 

BC -906 FREQ. METER -SPECIAL 
Cavity type, 146 to 235 Mc. 
BRAND NEW. complete will, 
antenna. Manual included. 
OUR LOW 

tt 

@CG 

PRICE 
STANDARD TUBES 

Removed from Brand New Gov't Equipment 
RECEIVING BJ .59 813 8 95 

153 35 6X3 . .35 814 2 23 

304 33 811C7 SS 31S 2 15 

SAGS .35 616 32 837 85 

12A77 AS 11SA6 . .35 1625 29 
12144 . .35 SASE . SS 1629 .29 

2013 39 

5C45 .25 SPECIAL PURP. 2014 39 

8X4 32 
9079 

4..95 3X-130 
.. 1 49 X45 . X.1 

BC -659 TRANSMITTER ie RECEIVER 
1 

27 t 
a 10 . 

' Complete 'with Si i.95 
"i'r,k, Irl. 0.i,... tExc. lnt',I 

POWER SUPPLY for BC -620. 659, available for 
8.95 

12 or 24 Voile DC. Specify 

SCR -625 MINE DETECTOR 
Complete portable outfit in original packing. with 

all accessories. Brand New $22.50 

TO-34A CODE KEYER 

Self -contained automatic 
u 

mit, 
reproduces de practice sit 
nais 

` 
c rded on paper tape 

By use of built-in speaker. pro 
vides code-practice signals to 
one or more 

speeds 
at 

from 5 
to 25 WPM. 

1$16.881 

IC BOOM MIKE '.1 ,: /AIC. Low Impedance. With 
mounting bracket f. ....-hment to headsets. A REAL 

AL VALUE. at 
IC IKE. with "Press- totalk" Switch on 

handle cord and plug -BRAND NEW. only 52.95 

MIe IRE. aircraft, de nr Telephonic' Corp. 
Press.tn -talk switch on mike. BRAND NEW $4.95 

HI -FI DYNAMIC HEADSET with Cushions 
Free. I 40-14000 CPS. No Distortion S1.B5I W 19 

Pa 
MICROPHONES Excellent BRAND 1 

Model Description Used NEW 
T -17 ..Carbon Bend Mike $5.45 1 
T30 ...Carbon Thront Mike. ..5 .34.. 

Lip 1 

.74 
1 T -45 ...Army and Navy p Mike 

T -24 ...Carbon Mike 5.95 
TS -9 ...Handset 3.88 
RS -38 ..Nay Type 2.89... 4.75 

HEADPHONES 
Model Description 
HS -23 ..Iligh Impedance 

Excellent BRAND I 
Used NEW 

$2.19...54.85 1 
2.89... 4.65 H 5 -33 ..Low Impedance 

HS -30 ..Lobo Imp. (featherwt.) 1.15... 1.89 

T ELEPHONICS -000(2 hmtaLow Impedance 
7.95 

HEADSETS. BRAND NEW, PER PAIR 53.25 
CD307A Cords, with P1,55 plug and 3K26 

.99 Jack 
Earphone Cushions for above -pair .50 

as M M - a sM -- - ell \ 
MOBILE -MARINE 
DYNAMOTOR 

Input 12V DC. O : 826 v 
DC 0 225 Na. for press-to- 
talk intermittent operation. 
Shag. wt. 14 lb.. $6.45 OUR LOW PRICE. 

d. á 
V/dUr 

.. ,... 

OTHER DYNAMOTOR VALUES: EnallaDI BRAND 
Type Input Dutpul Used NEW 
0A -19 -A 28V 11A 400V .400A 54.95 
0M -28 28V 224V .07A 2.75 4.75 
DM -32A 28V 1.1A 250V .05A 2.4 4.45 
DM -33A 28V SA 575V .16A 

28V 7A 540V .25A 1.95 3.75 
DM -34D 12V 2A 220V .080A 4.15 5.75 
DM -53A 28V 1.4A 220V .080A 3.75 5.45 
DM-64A 121/ S.1A 275V .150A 795 
PE -73C 28V 20A 1000V .350A 7.93 10.50 
PE-86 28V 1.25A 

e 

2SOV .050A 2.75 4.95 

neue include 250o Deposit with der- Balance C.O.D.. 
or Remittance .n Full. 50c Handling Charges on all 
oder SS 00 s F.O.. Our Warehouse, N.Y.C 

All M,-rc Ann... ..nrn to Pr.or Sate and Ponce Channe 

G& G 
Radio Supply Co. i Telephone: CO 7 -4605 

51 Vsey St., New York 7. N. Y. 

AN/ART-I3 I00-WATT XMTR 

11 CHANNELS 
200 -1500 Icc 

2 to 18.1 Mc vCBMOIea w10. Taws 

Famous Collins Autotuns Aircraft Transmitter. 
AM. CIA', MCW. Quick change to any of ten pre- 
set channels or manual tuning. Speech amplider/ 
clipper uses carbon or magnetic mike. Highly 
stable. highly accurate VFO. Built in Xtal con- 
trolled calibrator. PP811s modulate 813 in final 
up to 90 %, class "B." A Real "HOT" Ham buy 
at our low price! Orig. cost 81800. !40.51] 
Ese. Used...... tl V 
0.1e Low Freq. Ose. Coll for ART- 13.... 7.95 
24v Dynamotor for ART -13 11.95 

50 

NAVY AIRCRAFT RADIO RECEIVER 
CRV46151(ARB). Communications receiver made 
by RCA. Complete coverage 195 to 9050 Kr In 4 
bands continuous tuning. Complete with tubes and 
dynamotor, used $17.95 
Like NEW 526.50 
POWER SUPPLY for shove, 110V AC, Complete ready 
to plug In, wired $9.75 

234 -258 MC RECEIVER 
AN,ARR -2 

BRAND NEW 11 -tube CHF 
Tunable Receiver with sche- 
matic. Only a few at this Iu.e 
price! 
Complete with tube- S8.88 

SCR -274 COMMAND EQUIPMENT 1 
ALL COMPLETE WITH TUBES Like 
Type Iptien Used NEW 

BC453 Receiver 190 -550 KC $14.50 916.50 
BC.454 Receiver 3.9 Mc 9.45 12.45 
11C'415 Receiver 6-11 Mc 10.45 12.45 
BC 410 '1 Receiver Control Box 1.29 1.75 1 

110 Volt AC Power supply Nil foe all 274.5 and 1 
ARC -5 Receivers. Complete with mete) $7.95 c. Irmwel, 
`r úu,rr wo-ed. tea.,. .'k.áv'ió 6p4,,.ie...511.90 
SPLINED 
REC'EISERS. Fits OBC 

KNOB for 274 
-453. BC-454 and 

and ARC-5 48c others. Only 

ac-e57 
all 

...... ITTERtal. complete ! 
with all Lohe. and BRAND NEW.. 1.BS 1 
B C- 

crystal. 
S.3 to 7 Mc. Complete with 

all tubes and crystal. 59.15 1 
BRAND NEW 
B C -439 TRANSMITTER -7.9.1 Me. complete with all 
tube, and maul. 
BRAND NEW ... 
ARC-5 ,T -tf 1.73M11-2 to Yc. BRAND 1 
NEW complete with all tue ,58.85 

BW 
tubes 

RC -450 Modulator USED 3.45 NEW 5 S 

R,451 Control 
BLLL CCESSORIES AVAILABLE 

1.23 
OR CÓ AND 

EQUIPMENT. 

. $12.15 

M. 

20 TO 21.9 MC. 51495 
Like New 
10- Channel. pushbutton tuning 
or continuous tuning. Complete 
with speaker, tubes, squelch. ill 
12 or 245' Dynammotor for Above 

Brand New 55.60 EXC. Used 94.25 
BC -6113 same above except 27 to 38.9 $23.50 

AC POWER SUPPLY FOR BC503. 

$23.50 

Interchangeable. replaces dynamotor. Des ou.-nf 
Itch NO I.FCTR CHANGE NEEDED. Provide,. 220 

VDC O 80 Ma. 24 VAC 

FM RECEIVER 

Me. LIKE NEW 

VAC e 2 Amps Complete $6.45 kit. with easy instructions 510.49 'inrdbte 
24f-paee Technical Manual for RC.au:1. 

52.93 

MIDGET FAN MOTOR 
ton.._ . ,0 

E. 
e ds 

1 put. t Complete with with2 fan DC 12.19 

FL -S 
FILTER 

S1.19 

WILLARD &VOLT MIDGET 
STORAGE BATTERY 

3 
13 

AInp. 
shrunk 

R ND NEW. 
lard s F.lMlrn. 

lyte only 52.88 

2 VOLT BATTERY "PACKAGE" 
1 -2V. 20 Amp. Hr. Willard Storage93.]9 

Battery 
1_2V. 7 Prong Synchronous i'luc -In sae 

Vibrator 
1 -Quad Bottle Ele. 

ALL BRAND NEW! 
Combination Price S5.45 
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COYNE offers 
LOW COST 110 

TEIEVI SI Training in 

Spare Time AT HOME 

The future is YOURS in 
TELEVISION -RADIO 

COLOR TV! 
A fabulous field -good pay -fascinating 
work -a prosperous future! Good jobs, 
or independence in your own business! 

YOU CAN 
RE DOING 

(PROF iAg : 
PK CKL.YNr, 

Coyne brings you MODERN - QUALITY 
Television Home Training; training 
designed to meet Coyne standards. 
Includes RADIO, UHF and COLOR TV. No 
previous experience needed. Practical 
Job Guides to show you how to do actual 
servicing jobs -make money early in 
course. You pay only for your training, 
no costly "put together kits." 

Send coupon or write 
to address below for 
FREE Book 
and full details including 
easy Payment Plan. No 
obligation, no salesman 

will call. 

ova inR the largest 

, d1111 . 
Coyne - the Institu- 
tion behind this train 

- 
- . oldest, best equipped 

residential school t 

I its kind now in its new UM I I 111111 home pictured here... 

B. W. Coole. H., President 

Founded 1899. 

1501 W. Congress Pkwy., Chicago, Dept. 89 -H6 
Chartered as an Educational Institution 

Not For Profit 

COYNE Television, Home Training Division 
Dept. 89-H6 New Coyne Building 
1501 W. Congress Pkwy., Chicago 7, III. 
Send Free Book and details on how I can get 
Coyne Quality Television Home Training at 
low cost and easy terms. 

Name 

Address 

City State 
(It is understood no salesman will call) 

L.. 
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"TRANSISTORS IN RADIO, TELE- 
VISION AND ELECTRONICS" by 
Milton S. Kiver. Published by Mc- 
Graw -Hill Book Company. Inc.. New 
York. 419 pages. Price $7.95. Second 
Edition. 

The three years that have elapsed 
since the first edition of this book 
made its appearance have witnessed 
amazing progress both in the improve- 
ment of transistors themselves and in 
their application to a wider variety of 
circuits. Because of these many im- 
portant changes, this volume repre- 
sents a complete revision of the earlier 
text. 

Written primarily for the service 
technician in radio and television, the 
text covers point- contact and junction 
transistors, transistor characteristics, 
amplifiers, oscillators, radio receivers, 
transistors in TV receivers and in elec- 
tronic circuits, additional transistor de- 
velopments, servicing transistor cir- 
cuits, experiments with transistors, 
and transistor amplifier design. 

A bibliography, test questions, and 
transistor data tables complete the 
text, making it a self- contained vol- 
ume for the student and technician. 
Most readers of this magazine are 
familiar with Mr. Kiver's lucid style 
and will find in this volume the same 
clear -cut, thoroughly intelligible expo- 
sition which characterizes his other 
textbooks for practicing technicians. 
Extensive use of line drawings, graphs, 
cut -away diagrams, and photographs 
has eliminated the need for elaborate 
mathematical exposition. 

* * a 

"FUNDAMENTALS OF NUCLEAR 
ENERGY AND POWER REACTORS" 
by Henry Jacobow itz. Published by 
John F. Rider Publisher, Inc., New 
York. 114 pages. Price $2.95. Soft 
cover. 

Since the day is rapidly approaching 
when the electrical power in our homes 
will be generated by nuclear reactors 
(several pilot plant operations are al- 
ready under construction by the utili- 
ties), the subject matter of this book 
is not as remote from our daily lives as 
might be expected. 

This is an up -to- the -minute, not -too- 
technical discussion of the part the 
"peaceful atom" can play in our future. 
The author discusses the construction, 
principles of operation, cost, and power 
output of specific plants and covers ex- 
perimental reactors which will serve 
as prototypes for commercial units of 
the future. 

The text is lavishly illustrated with 
photographs, line drawings, cut -away 
views, and pictorial diagrams. Since 

the treatment is largely non- mathe- 
matical, the intelligent layman should 
derive as much benefit from this book 
as utility company personnel. 

a a a 

"CLASS 'D' CITIZEN RADIO 1959 
CALL BOOK" compiled and published 
by International Crystal Mfg, Co., Inc., 
Oklahoma City, Okla. 101 pages. Price 
$1.00. Soft cover. 

This is Vol. 1, No. 1 of what the 
company expects to be a series of "call 
books" for the "Class D" service in the 
Citizens Band The material is pre- 
sented in familiar "call book" format 
by zones and, in addition, information 
on Citizens Band channels, radio dis- 
tricts, hanging coax antennas, message 
codes, radio codes, and pertinent FCC 
regulations has been included. 

Calls are listed in numerical order 
with the license holder's name, street 
address, city, and state following. 
Those now licensed in the "Class D" 
Citizens Radio Service will undoubt- 
edly find this material extremely help- 
ful in view of their assumed inexperi- 
ence with radio procedures. 

"BASIC ELECTRONIC TEST PROCE- 
DURES" by Rufus P. Turner. Published 
by Rinehart d Co., Inc., New York. 316 
pages. Price $6.50. 

The sub -title of this volume aptly 
describes its content - "a practical 
handbook for electronic technicians." 
The novice technician, who already 
knows the basics about test instru- 
ments, possibly from this author's com- 
panion volume "Basic Electronic Test 
Instruments," will find in the present 
text step -by -step instructions on the 
use of meters, scopes, bridges, distor- 
tion checkers, and many other instru- 
ments. A large number of typical test 
setups are illustrated and described, 
ranging all the way from how to meas- 
ure line voltage with a meter to in- 
dustrial measurements. 

Readers of this magazine are famil- 
iar with the author's clear, direct pres- 
entation. As a further aid to students 
each chapter is followed by a complete 
summary and a large number of re- 
view questions and exercises. The text 
should be of great value to all who use 
basic electronic test instruments pro- 
fessionally, as a hobby, or those who 
want to learn to use these instruments 
properly and profitably. 

a * 

"SCIENCE STUDY SERIES" published 
by Doubleday d Company, Inc., Garden 
City, N. Y. Five volumes. 95 cents 
each. Paper bound. 

This new and basic series of "hand- 
books" represents a unique and dra- 

ELECTRONICS WORLD 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


matie approach to the teaching and 
study of physics. Born as the result of 
a conference of scientists and educa- 
tors meeting at MIT, this series is un- 
der the aegis of the Physical Science 
Study Committee of Educational Serv- 
ices, Inc. and published by Doubleday - 
Anchor Books and Wesleyan Univer- 
sity working cooperatively. 

Each volume is written by an au- 
thority in the field who is also endowed 
with that rare gift of enthusiasm for 
his subject plus an ability to transmit 
both his knowledge and his enthusiasm. 

There are currently five volumes in 
the series -"The Neutron Story" by 
Donald J. Hughes, a senior physicist at 
the Brookhaven National Laboratory; 
"Magnets" by Francis Bitter, professor 
of physics and associate dean of the 
School of Science at MIT; "Soap Bub- 
bles" by C. V. Boys, (Sir Charles - 
1855- 1944); "Echoes of Bats and Men" 
by Donald R. Griffin, professor of 
zoology at Harvard University; and 
"How Old Is the Earth ?" by Patrick 
M. Hurley, specialist in the history of 
the earth at MIT. The volumes are 
numbered 1 through 5 in the order 
listed. 

It would be difficult to find a more 
worthwhile venture in the paperback 
publishing field than this series of 
books -the information is authorita- 
tive, vital, and interestingly presented. 
Illustrative material has been used un- 
stintingly and math sparingly- making 
these volumes basic enough for the be- 
ginner but authoritative enough for the 

serious student of the subject. All 
concerned with this project are to be 
congratulated on their foresight and 
public- spirited interest in the dissem- 
ination of scientific knowledge. 

a 

"RADIOTELEPHONE LICENSE MAN - 
UAL" by Woodrow Smith. Published 
by Editors and Engineers, Ltd., Sum - 
merland, Calif. Price $5.00. Second 
Edition. 

This manual is designed as an aid 
to those preparing for FCC license ex- 
aminations covering basic radiotele- 
phone and advanced radiotelephone 
tickets. It doesn't supplant standard 
texts on theory but does indicate the 
scope of the examinations and the 
areas on which the prospective licensee 
should concentrate his study efforts. 

The text is divided into four chap- 
ters and an appendix. The chapters 
coincide with the "Elements" in the 
FCC exam and cover basic law, basic 
operating practice, basic radiotele- 
phone, and advanced radiotelephone. 
The appendix includes useful formu- 
las, radio mathematics and calcula- 
tions, plus logarithm and decibel tables. 

The material is presented in ques- 
tion and answer form for succinctness 
and to give the student a "feel" for 
the actual examination. The answers 
are brief and explanatory material is 
accurate but concise. For further ex- 
position on any particular point, the 
student should consult standard engi- 
neering texts. Diagrams of circuits 
called for have been included. 

MOBILE RADIO EQUIPMENT 

2 PIECE MODEL FMTR 30-50 MC ED, 7 
FM MOBILE TRANS. & REC.-6 VOLTS 
Unit complete with Ptak Modulation r rod head, 
mike. antenna. cables & crystals your 
specific frequency. Modlfled 

yfor 
20i.'L 

S 109.95 emissinn ...... .. 
MODEL FMTR -12V :lpmali.m 9149.95 

MODEL 2210 152.162 MC FM MOBILE 
TRANSMITTER 8 RECEIVER -6 VOLTS 

Trm 
for _ 

cific 
' $139.5inxtaEth2.11 oPrse i 

MODEL 210 12V, operation 5102.50 

MODEL 2365 FM MOBILE TRANS. A REC. 
As alnve covering 25 -4(1 or l I, $119.50 n V. Modified for 211F:1 emis. 
MODEL 2355 -12h', operation... 5149.50 

Sh, 
811,,. 

MOTOROLA TRANSCEIVER 
Model FMTRU 80D (AI DSP13 

checked -"ol. e llel 
I For 12 V . operation. . 

$199.50 
$239.50 

SPECIAL! 
UNIVERSAL 6/12 VOLT 

VIBRATOR POWER SUPPLY 
WIRED. Mfg. by DUMONT. 

rte 
Rating 300 V. fit 100 mull. 

1- Ideal for all types of mobile 
applications. Clriaai. wv '1/4"'S1/4"" $11.95 rams New 

Include 293/4 deposit with order -balance COD. 50e 

shi'eneo e rd e 
er 55.00. All pmts FOB u warehouse, NYC 

No 

PLATT ELECTRONICS CORP. 
20 MURRAY ST., NEW YORK 7, N. Y. 

Telephone: COrtlandt 7 -2575 

.. . ..... ..... 
. 
, 

I 

. 

. 

S 

S S 

ARR -2 UHF 
RECEIVER 

11-4 
WnaÌ l2 

H elens 
over 

frequency rang, 
234.258 
I I miniature 
In excellent condo, 

INCn\ti I' I , 

Oltwith 
TURI d,r1 95 
ORI., L J 

RM -32 REMOTE CONTROL 
FOR PHONE PATCHERS 

Also can be used with RM -rcl 
m le direct control for 

for 1 . A Sitietmwrht.. $1,95 ioas 
low imptxlance. THIS IS Hlt.\, 

EE - FIELD PHONES 
The standard signal field telephone 
2 flashlight cils fur " operation over many Ir!!! 
f,oxl ehreke,I ant o,li:licr 

tXL V $7.95 Each 515.00 Per P.m 

FM TRANSMITTER -RECEIVER 
APN-1 l'tun-welter Ìenl for comm.-, 

1ilnd. 
lbat a frequency r of 42,i 

ete with 14 tubes m excellent 53,95 tim,. n'Ci.V 

BC -728 MARINE RECEIVER 

Top (Bargain at S1.95 

(1 henries 
FILTER CHORE 

12.500 R%lSS Von Ingh Cx U1,ta5- long xili" wide. v Radio by Chicano 
Transformer! Drum] n,,. A I,:o,,,ltially Boxed! Orig. 
cost 550.3(1. Our special to you Kw Hoye. $9.95 Only 

ROSA) 
í7J 

COAX CRIME: NEW! 50 ft. length $Y.eJ Cnnmrturh GSi, h I. Limited 1Limited , tFL 
PL-S9 CO-As CONNECTORS-Shining new. Ea. 29e 
.I for SI 00 

WILLARD WET CELL BATTERY 
1.,01 St \ I. 

nt 
Iwo, . .. \ IL 21 Amp 

THE STEAL OF A LIFETIME 
RC- 112 -.5 or Re: -2 /ARC -5 Antenna 
Contain double 

na.. 

le double throw Anti, 
relay. thermc,uple. RF Meter. r, 

volt, . I.Iphl' 
LI $1.50 91 

T17 f n 
HRAt,,,u 

43.99 
SS So 

POWER SUPPLY SPECIALS BOTH 
MOBILE AND FIXED 

Vitt. 
VIII.- I,,a,,.. 

Ive ras 625 'itt. v X125 tria. 
package Will Bt the glove cmptir! 
almost any ,outs. BRAND NEW... 

TO-10 CODE PRACTICE SET 
: to eon, cane. or enprove 'our x net with Ibo. 

For Individual. and especially tine for school. 
pa. Complete automatic unit operating from 

welt 00 ycle using Inked Paper tapes to repro 
via an audible n a the morse rode. The 
may l 

inute. front 
Use 1f a key per minute to 

ypes 
,'bas 

per 
work especially good due t o ÌO watt :Ilifler allowing many nets of earphones to be 

acted. These are NEW IN ORIGINAI. 
ist77 

$19.9E 
MIXES for only tel i 
TI: -111 In used excellent condition only....524.95 
c:11511'I.F:Tk. SET OF 15 Code Tapes In Carrying 
t'axe $15.94 

S1,95 

PE -100 
origim:Rv ,,, IO 
panel n 
panel and 

Iona, 
volt 

nit 

o chassis. Iyna. 
motor , 

on 

vrac a n0 nia. aC mina. 
be r Intermittent. Complete filtered d 
l, pilot light indicator on panel 52.95 ht I: Ia n'I1 

CIA -20330 
This is the steal of the ,a.- 
lury. This power sumps) :o 
voltage related. plete- 

Iraclosed with tits own 
Ole finish cover. and 

fused. Input voltage is 115 
volts 60 cycle: The Three 
outputs deliver 105 Vitt', 

filament». I I I, : a165 this 
Ire, 4 VAC for 

price 
remarkable 

ONI.I- $4195 

CODE PRACTICE SET TO -S 
Ideal for Novice train- 
ing. This unit Cornea 

:ulete with carrying 
.îsono 

earphone Wlth 
t'Ill standard tele- 

key. Two or 
ethers for Cwwtrain- 

,r for coin un 
purposes over r several miles. 

, $4.95 , II nul New. Ea. ,I 
of 2 sq Su 

COILED MIKE OR TELEPHONE CORD 
UR -heut aperlal! Has 
Hufft -In speaker. 10 pre-selected 1 ,Y i uttm 

larger ` 

at 
5 

each end each. Extends 
n 

in 
. th standard tele- phone card. Neoprene covered. New. Iloxed. 95r ,.rnt : I'1 501. sch y r. rar nor $2.50 

BC -603 RECEIVER 
. from 12 V. dynamotor. 

nerhaulcl. 111 $9.50 
,Jy 

95C BARGAINS BOX( 
Control oser as follows: ll 9Se e h. 

A ANIt2 t'1 IürAHH ̀2 
ac es 

.i5 /ARC' -.', for sin 
' ARC -5 Later 

al, e r 
than C -2n. 

NIT-05, fs. ABE - Triple Receiver Racks. 
BRAND NEW 

IT -71 A5 , Hf" 1,un1 'Transmitter Racks. 
see each 

100 W. c:tLINS AUTOTONE TRANSMITTER 
\I; AM, (AV. MCW. I1 channel Trans. 

tier tom l ay f II fuecsu L ti1g n o peen relnie im 
ally tuned. Has extremely accurate a urate VFO. Self 

mined m:xlulator uses PP 811 'unite 811 
up to r xbWill 'pl nwith 

either carbon or magnetic mike. 
COMPLETE WITH AIL TUBES. ra Ár95 
Excellent condition 0X1 Y , II 

SEND FOR NEW FREE BARGAIN- LOADED 

u all leers F.O.B. F.U.B, our warehouse Los An- 
53geles. -25 ;e 1 Irt t r 

prior 
orcl oll all C.O.O. ofd 

1 (1, ( ers 
over 

l W male. Mla moto order 
or rail erpress 

wwhichever 
. 

may Ile cheaper,, 
truck 

. 5 
S 
S . 

5 . 
S . 
S 
5S 

AER con' ETICS I1VTERIVATIOiVAL 5645 WEST ADAMS BLVD. 
LOS ANGELES 16, CALIF. 
PHONE WEbster 3.7538 
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NOW! 
Step ahead faster 

as an 
INDUSTRIAL 

ELECTRONICS 
TECHNICIAN 

Turn your experience into 
a big, new better- paying career! 
Day by day industrial plants are adding more 
electronic devices -for sorting, counting, 
checking almost any control job you can 
name. Cash in on industry's great need for 
men who can keep these devices in top work- 
ing order. Make more money, feel more secure, 
doing work that is second nature to you. With 
what you already know about electronics you 
have a long head start in a field just begin- 
ning to boom. GET INTO IT RIGHT NOW with 
the help of 

PRACTICAL INDUSTRIAL 
ELECTRONICS LIBRARY 

or theory! These 4 prac- 
tical volumes show you 
how to keep the plant's 
electronic equipment 
working . how to lo- 
cate and correct tube and 
circuit troubles . . how 
to install, service, and 
maintain even brand new 
equipment without being 
stumped by new circuits. 
FREE TRIAL -EASY TERMS 

volumes (1369 
pp.. 1102 illus.,: 
Chute's Electronics 

in Industry 
Miller's Mainte- 

nance Manual of 
Electronic Con- 
trol 

Markus & Zellers 
Handbook of In- 
dustrial Electron- 
ics Circuits 

Hennes & Fanne- 
ocks Electron 

Tubes in Indus- 
try 

-1 
MCGRAW-HILL 80011 CO.. Dept. [LW-I1, 
327 W. 4161.. N. Y. C. 36 
Send me the Practical Industri I Electronics Library 
for 10 days' examination approval. In 10 days 1 

will send 63.50, then $5.00 a month until $23.50 In 
ÉPaid. IA saving of 85.00 under the regular price of 

2H.50.b Otherwise 1 will return books postpaid. (Print/ 

Same 

Address 

City Zone... .State 

Company 

Position ELW.11 
For price and terme bide O. S. write 

McGraw-Hill Inl1yN. Y. C. 

EXPECTING A CHECK? 
You'll get it quicker if you give 
your postal delivery zone num- 
ber with your address. 

TV PICTURE TUBES 
At Lowest Prices 

10BP4 $ 7.95 
121P4 8.50 
14B/CP4 9.95 17GP4 17.60 
160P4 12.00 17 H P4 12.50 
16EP4 12.75 17LP4 11.50 
16GP4 14.50 170P4 9.95 
16KP4 9.95 177P4 17.00 
161114 10.95 19AP4 16.00 
16RP4 9.95 20CP4 13.50 
16WP4 12.00 20HP4 14.50 
16PT4 9.95 21AP4 22.10 
17AVP4 12.50 21ALP4 15.75 

17BP4 $ 9.95 
17CP4 A.00 

21AMP4515.75 
21ATP4 15.75 
21AUP4 15.75 
21EP4 13.50 
21FP4 14.50 
21WP4 14.00 
21YP4 14.50 
217P4 13.50 
24CP4 23.50 
24DP4 24.50 
27P4 39.95 
27RP4 39.95 

1 Year Warranty 
Aluminised Tubes 65.00 more than above prices. Prices include the return of en acceptable similar tube 
under vacuum. 

t manufactured from reprocessed used 
glass 

IRUn are All brand t nand 
materials Including the 

electron 
PRICES FOS CHICAGO. ILLINOIS. Deposit 

blcared. 
when old tuI Is not returned. refund - 

Ce at time of return. 25% deposit required on 
OD shipments. Old tubes must be returned pre. 

paid. Tube, shinned Rail Express. 
WRITE FOR COMPLETE LIST. - PICTURE TUBE OUTLET - 
3032 MILWAUKEE AVE. 
CHICAGO IS, ILLINOIS 

Dlekaws 2 -20411 

ACA's version of manned satellite that would hover far above the earth. 

Space Platforms for the Future 
Both manned and unmanned communications sky stations 
are now on government and on company drawing boards. 

COMMUNICATIONS space stations 
of the type shown above -based on 

actual plans developed by engineers of 
RCA's Astro- Electronic Products Div. 

may become future "orbital post 
offices," relaying messages around the 
world by microwave radio. The satel- 
lite would remain in fixed orbit at 22,- 
000 miles altitude, with antennas 
beamed at receiving and transmitting 
stations on earth. A network of three 
or four such stations may ultimately 
link all of the world's major cities with 
live television and microwave radio 
communications. 

Shown below is a sky station pro- 
posed by Raytheon Company's Govern- 
ment Equipment Div. that would be 
powered by microwave energy beamed 
from the ground and then converted 
into heat energy in the satellite itself. 
The company has been awarded an Air 
Force study contract to spur the de- 
velopment of efficient forms of power 
conversion techniques. In addition to 
the radar antenna, the artist's concep- 
tion also shows a number of relay an- 
tenna dishes that would be employed 
for long -range microwave communi- 
cations. -ea- 

Raytheon's sky station would be unmanned and powered by microwave energy from earth. 
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Preserving & Cooking Food 
(Continued from page 40) 

Surprisingly enough, the technician 
called to service a microwave oven will 
not be confronted by an immensely 
complex device. The only essential test 
equipment is a voltohmmeter such as 
any radio and TV technician already 
owns. The service manual of the Ray- 
theon "Mark III" unit shows a series 
of troubleshooting steps which will ap- 
pear really easy to anyone accustomed 
to following TV service procedures. 
Most troubles are either magnetron 
failures, which can be determined by 
d.c. current. or 60 -cps voltage measure- 
ments, as indicated by the monitoring 
points in Fig. 9, or else poor contacts, 
broken leads, etc., which ohmmeter 
tests will show up quickly. Probably 
the most time -consuming part of serv- 
icing would be the disassembly of the 
power transformers and electromag- 
nets because they contain a liquid cool- 
ing jacket. Fortunately, these parts 
are rarely the cause of trouble. 

Routine servicing includes replace- 
ment of the air filters, defective or 
jammed interlock repair, adjustment 
or replacement of timers and burned 
out indicator lights, and fuses. 

Conclusion 

As mentioned at the beginning of 
this article, the "miracles" produced 
by the impact of electronics on the 

food industry will not be sudden but 
we can look forward to steady prog- 
ress. Irradiation of food will soon move 
out of the laboratory and will probably 
first be used to meet the needs of our 
Armed Forces. Like many other uses 
of electronics which were pioneered by 
the Services, irradiation of foods will 
eventually be accepted by industry and, 
while the progress will be slow, the 
day will come when irradiated bread 
and many other items make their ap- 
pearance in our daily diet. At first 
there will be competition among fro- 
zen, canned, and irradiated foods, but 
eventually the most economical meth- 
od for each particular food will win 
out. While fresh irradiated fruits 
may be better than frozen or canned 
ones, beer should still be served cold, 
beans canned, and ice cream . . - 

irradiated ? 
The effect of microwave cooking is 

much easier to foretell. Since our ladies 
will enjoy even greater freedom from 
the "hot stove," they will be able to 
relax more and therefore continue on 
their merry road to "full emancipa- 
tion." There is a bright side, too. It 
will take no longer to prepare a nice 
roast than it takes to cook frankfurt- 
ers-so we can anticipate an occasion- 
al improvement in our diets. Our 
technically minded readers may face a 
new hazard though. They may have to 
fix, not only all the other household 
appliances, but "put a new tube in the 
oven" from time to time. _- 

CUT HOLES 
IN 1 -1/2 

MINUTES 
(OR LESS'; 

with Greenlee 
Chassis Punches 

Many sizes ... quickly make smooth, 
accurate holes in metal, hard rubber, or 
plastics ... for sockets, plugs, controls, 
meters, panel lights, etc. Easy to use, 

simply turn with wrench. Write for 
Jitcraturc. 

t: 1 
GREENLEE TOOL CO. -_ 

1782 Columbia Avenue SWF 
Rockford- Illinois I 

New 

4M edition 
now available! 

The book tha keeps growing in 

usefulness and popularity 

It's here! The brand -new 4th Edition of 
General Electric's famous Transistor 
Manual ... 227 pages jam -packed with 
vital information you need to keep 
abreast of this fast- moving and fabulous 
field. 

You'll find 74% more information ... 
new material on small and large signal 
characteristics, transistor radio servicing 
techniques and basic computer circuits 

.. all the latest G -E transistor specs 

and a complete, up -to -date list of reg- 
istered JEDEC types. 

This is the one book in the transistor 
field you can't afford to do without! Get 
your copy from your General Electric 
Tube Distributor, or by mailing the 
coupon at right. 

GENERAL 

November, 1959 

CIRCUITS 

APPLICATIONS 

SPECIFICATIO 

Partial List 
of Contents: 

Basic Semiconductor Theory 
Transistor Construction 

Techniques 
Small Signal Characteristics 
Large Signal Characteristics 
Biasing 
Audio Amplifiers 
"Hi -Fi" Circuits 
Radio Receiver Circuits 
Transistor Radio Servicing 

Techniques 
Switching Characteristics 
Basic Computer Circuits 
Logic 
Unijunction Transistor Circuits 
Silicon Controlled Rectifier 

Tetrode Transistors 
Power Supplies 
Transistor Specifications 
Rectifier Specifications 

General Electric Company 
Semiconductor Products Dept., Section 558119, 
Electronics Park, Syracuse, N. Y. 

Rush me the new enlarged 4th Edition of 

Electric Transistor Monuol. I enclose 51.00 
please.) 

Name 

the General 
,No stomps, 

E L E C T R I C ! 
City Zone State 

L 
141 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


NEW VACUUM CAPACITORS 
EIMAC VC 12 MMF -32NV ea. 66.95 EIMAC VC 25 MMF 3210V ea. 7.95 
SUMAC VC 50 ISIMF-32KV. ea. 5.99 
JENNINGS JHC 150 MMF 50NV ea 39.95 

FREQUENCY METER 
Vibrating REED type Range 57 to 63 eyeless 
6 reeds. 110 V. B.II..I,te 

ea,$10.95 rose 

BRAND NEW MOBILE DYNAMOTORS 
MADE BY 

Input 12 Volta Output R400V.L 18OMa 
Cont. Duty. 250 Mil. let. Duty........ 54,95 Input 12V. Output 440V. 200Ma Cont. $6.95 Duty. 300 Mil. Int. Duty 

POWER TRANSFORMER 
Fri. 110V. 60 Cy. Sec. 300 -0 -300 V. 125 Ma. 12 Volt CT 6, 3 Amp.; 12 Volt. a 3 Amps; 5V 2 Ames/Replacement Trans/. for $250 BC 342 Rec. (also for 34V. Usel.. L , 

Ma. 5V. (d 2 Amps36.3V. 
3a0 

Amps $2.95 
Write /or quantity prices 

FILAMENT TRANSFORMERS 
Prim. 115V. 60 ny. See. 6.3V. a 20 e0 en Amps. ...as," a W.4.. e D -31." ea 

ry 110V. 60 ey. Sec. 5V. Primary 
Ampe. In.. 10.000 V. Small 

, $3.95 
2 

for $7.90 ...................[ä,h 
2u, V. 101 Am 1:.1000001 V. Inset ton. suitable for wP: of ins tube. 

mua , $3.95 
WESTON 506 SQ. VU METER 

Calibrated Minus 20 to plus 3 and 
0.100 VU. Square c a . 

$D6 
V 

9.1 5 

CHOKE -FULLY CASED 
5 HENRY C. 200 Ma 1.95 
S HENRY '.i 250 Ma 2.25 
4 HENRY 400 Mil 3.95 

12 HENRY 500 Mil 8.95 
4 HENRY 900 Mil 12.95 
6 HENRY 600 Mil 8.95 

1 

I 
3 

1 

1 
1 

BRAND NEW OIL 
MFD lill, Vi.. .50 
MFD OPI, l'l,C .60 
MFD .E 11 VII(' .7S 
M oo VDC .85 MD 000 VDC .85 
MFD 000 VDC .95 
MFD eon VDC 1.19 
MFD eon VDC Le° 

8 (24 MFD) 
000 VDC 2.50 
MFD 1000 VDC .60 
MFD 10110 VDC .85 
MFD 1000 VDC 1.85 MFD 1000 VDC 191 
4WD 1000 VDC 2.50 
MFD 1000 VDC 2.95 
MFD 1000 VDC 3.50 
MFD 121111 VD(' .45 
MFD 1000 VDC .75 
MFD 1511(1 VDC 1.10 
MFD 1500 VDC 1.99 Mr° 1 500 VII(' 2.95 

CONDENSERS 
1 MFD 2000 VDC .85 
2 MCD 2(11111 VII(' 1.50 

M 11 FD 200 VDC 3.50 
6 MFD 2000 VDC 5.95 

MFD 2000 VDC 5.95 
2 MFD 2500 VFW 2.50 
I MiD :ínon VFW 1.85 
2 MFD 9000 vos 3.50 
4 MFD 3000 VDC 6.95 
1 RICO 4000 VDC 3.25 
2 MFD 4000 VDC 6.25 
3 MFD 4000 VDC 5.95 
1 MPS 7500 VDC 8.95 
.5 MFD 2 VDC 2.95 
1 MFD 12.í.5 0n 19.95 
1 MFD 150000 - 33.50 

.Oa MFD 1 .0010 " 3.50 
1 MFD x25VAC 2.50 
5 MFD 1330 AAC. 

a 
.83 

10 MFD 330 AC. 1.95 
so MFD 330 AC. .50 
15 MFD 440 AC. 2.50 

REDMOND BLOWER 
110V. 60 cye. .3 Amp. 1600 Rpm. 3a,4' $y .95 Blower wheel -Outlet 2' Diameter ..e a. 

2 515.00 
SIGMA SF RELAY 

16,000 ohm dual 8.000 ohm oils. SPOT 
astable silver contacts and armature tension. 

Operates on 900 Microamperes or 
Ea, $3.95 lean 

Write for quantity prices 

RELAYS 
51.35 ' Hermetic Illy Sea d Relay Col 110V Ac 

60 cy SPOT Cont Amp. ea. $1.50 
CI Volt DC OPDT H.S. ea 99c 
12 Volt DPST DC 

ea S1.10 Relay 

lz V It DPDT DC R lay .. $1.35 
SIGMA small 

22RJCC e. +00 ohms. 
e 

52.49 
Sealed Relay. SPOT. 6.000 ohm $1.95 coil .. . . 0000.. 
G.E. Relay t.nyr2l mi. 10 X09. ohm 

$ 1.10 relay. sensitivity 2 mit. 10 tor 59.19. ea. 

OPOT Ceramic Ina 
°PDTH ANT. RELAY 310V. AC 

ea $3.45 
DUAL GANGED SUPERIOR POWERSTAT 

B nn New -0.110 V. AC 60 Cy. Each $59.50 unit 18 Amps 36 Amp. total, 
PANEL 

G.E.. WESTINGHOUSE 

11/2" METERS 

0- 100 
Mil 

Micro 3 95 

2" METERS 
' OSOa Morro (O -S 

..4.95 scale) 
DC ..2.95 0 -300 

0.10 Amos DC ...2.95 
0.20 Volts DC .. 2.95 
18 -38 Volts DC...1.99 
0 -290 V. AC 3 49 0.3 Amps `F....2.95 

1 0 Amos RC 

METERS 
W.E.. SIMPSON. etc. 

3" METERS 
100.0.100 Micro Amp. 

DC 
0 -10 Mil DC 3 BS 
0 -50 Mil DC 3 BS 

áíSó Pall DC 3 995 0 -12 Volt. AC ....395 0.19 volta AC ...3.95 
óï5 KVHDC C "'é'5ó 
0 - NV DC. .. ..7.50 5 Meter Calib. to 

50dó 3 95 Running Time Meter, 0.9.999.9 hr.. 110V. 

SPEZ'IALS 36 0KM 50 watt Global. NonInd.Res. ...60c ea. 
for 51 00 3 -12 MMF Eri Ceramic Trimmers 22* Murdock Headphone. -RAND NEW 10.000 ohm 

Rmped. m t t . phone plug. 
. .e . 52.95 

i 

with 
cord far StandardNec 

UTC ° UNGER TRANS. Prl. 100 ohm. 
36t 

See. 
phone' oattch_2 ferdi%00.r.... "...ea. 500 

CUTLER -HAMMER TOGGLE SWITCH 290 POT I.T42m for 51.00 WILLARD STORAGE CELL -2V 25 Amp hrs. Clear plastic ca... 
S pped dry e. 2.50 

Write for quantity brief/ oN all epedial Item 
All merchandise sold on a 10 day money back guarantee basis 

Min. Order 33.00 -2599 with Order- P.O.S. New York I PEAK 
ELECTRONICS COMPANY 
66 W. Broadway, Now York 7, N. T., WO-2-5439j 
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Printed Boards 
(Continued from page 51) 

circuit tracing. From the beginning, 
set manufacturers had some awareness 
that a service technician would need 
some sort of aid to guide him through 
the impossible labyrinth deposited on 
the board. Earliest attempts involved 
pictorial aids included with the service 
data, like the one shown in Fig. 3, 
which the technician was required to 
correlate with the "blind" board. While 
this approach had its shortcomings, the 
use of numbered and lettered coor- 
dinates running along the top, bottom, 
and sides of the pictorials is note- 
worthy. This is the same technique 
used for pinpointing exact locations on 
conventional road maps -and the com- 
parison is prophetic. 

The pictorial aid is valid and still 
used, but it now plays second fiddle to 
identification directly on the boards 
themselves. In Fig. 4 we see a portion 
of the top or component side of the 
RCA board that corresponds to the 
pictorial aid in Fig. 3. For clarity, Fig. 
4 is shown with no components 
mounted. All actual wiring occurs on 
the underside of the panel, but the con- 
ductive paths have been faithfully 
transferred to the top in ink to facili- 
tate tracing. In addition, the same 
numbers that identify components, 
tubes, and key circuit points on the 
schematic (such as C,d, R.;I0, E, G, 
are clearly printed beside the actual 
parts. 

G -E does things a little differently. 
Fig. 1 is the lower right -hand portion 
of the board shown at the center of 
the cover, with no components mount- 
ed. Identification in bright yellow in- 
dicates tube types (6CB6, 6BZ6). Point - 
to -point circuit connections, instead of 
following the twisting paths below the 
board, are shown as direct, straight 
lines. Ground points are indicated by 
triangular symbols. Other important 
connections ( "B + "1) and key test 
points (Roman numerals, such as 
"III ") are marked to correspond with 
the service data. The fainter indica- 
tions in Fig. 1 are in -plant production 
markings in white, to be ignored by 
the technician. 

The Westinghouse answer to the 
problem of "reading" the board (Fig. 
2) is based on another distinctive ap- 
proach. All components are mounted 
on one side of the board. Everything 
else -this includes actual wiring as 
well as all identification -is on the 
other side. The protective, insulating. 
overcoating on the conductive paths is 
in bright green for easy tracing. All 
other connections, components, and 
key points are shown schematically in 
yellow, nonconductive ink. Conven- 
tional symbols for resistors, capacitors, 
and coils are used, and actual values 
are printed beside them. Actual tube 
type numbers and functional pin con- 
nections are marked, instead of arbi- 
trary code numbers. In other words, 

MOVIE 
MAKING 

e 4 

KNOW- 

HOW! 
That's the real difference between the aver- 
age home -movie fan and the professional out 
in Hollywood! 

Know -how doesn't come easy. But if you're sin- 
cerely interested in better movies you con start 
yourself along the rood with the all -new HOME 
MOVIE MAKING ANNUAL. 

Prepared by the Editors of POPULAR PHOTOGRAPHY, 
the 1960 HOME MOVIE MAKING ANNUAL goes 
on sale at your newsstand November 5th and 
costs only S 1.00. 

You'll get facts, tips and pointers from the experts 
on every phase of home -movie making. You'll 
enjoy the big special book bonus -THE AMATEUR 
CAMERAMAN'S HANDBOOK -bound right into the 
magazine. And you won't want to miss features 
like: 

The language of Color 

Special Effects for the Amateur 

How to Dramatize the Stories Around Us 

How to Make an Abstract Film 

Complete Guide to Camera Movement 

Acting for Amateurs 

Movie Music 

Directory of Equipment 

Complete Guide to Movie Exposure 

PLUS ... articles covering Sound ... Accessories 
... Scripting ... Titling ... Film Processing . . . 

. Editing ... Lighting ... Zoom Lenses ... Com- 
position ... Electric Eyes ... and much, much more! 

Start getting the know -how that will make you 
a topflight movie -maker! Reserve the HOME 
MOVIE MAKING ANNUAL at your newsstand - 
or send for it today with the coupon below! 
Only 51.00. 

Ziff -Davis Publishing Company 
Department EW119, 
434 S. Wabash Avenue 
Chicago 5, Illinois 

Please send me a copy of the 1960 HOME 
MOVIE MAKING ANNUAL. I enclose $1.00, plus 
10f to cover mailing and handling charges. 
(Canada and foreign, $1.25 plus 100 
postage). 

NAMF 

ADDRESS 

CITY 
e- 

7ONE_STAT 

-I 

J 
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FREE 

RCA "Cheater" 
Cord Given with 
Any Tube Order 

of $7.00 or 
More!! 

I 

you will not find such markings as V. 
or "pin 2." Instead you see "3CS6" or 
K (cathode) or G1. 

On the Motorola board, partially 
shown in the lower right -hand corner 
of the cover, little reliance is placed 
on readable symbols. Although con- 
ductive paths are on both sides of the 
board, the complete labyrinth of con- 
nections is duplicated in brightly col- 
ored ink on each side. Combinations of 
four colors are used in a code based on 
the EIA color coding system. With 
filament, plate, ground, and other types 
of connections dramatized in this way, 
we have still another way of getting 
across an idea of what is going on in a 
circuit, simply by glancing at the board 
that carries that circuit. 

Most of the basic methods used for 
making the printed panels directly 
convey information have been covered 
with the four examples chosen. Sam- 
ples from other manufacturers show 
variations of the techniques described. 
For example, the component- and -infor- 
mation side of a Philco board uses a 
system similar to that of RCA. How- 
ever, in addition to component num- 
bers, many key points are designated 
with such legends as "tuner," "vertical 
sync," or "2nd detector." 

The effect of the new look, whatever 
its specific nature. is hard to overesti- 
mate. The final decision must be left 
to time, but those who make the most 
optimistic predictions might turn out 
to be right. Instead of being almost 
impossible to service, the coded panels 
-or the "road -map" boards, as many 
manufacturers are calling them -may 
indeed turn out to be easier to work 
with than conventional hand -wired 
chassis. 

Because component and board 
mounting have been worked out anew 
with the problem of accessibility in 
mind, some claim it is now possible to 
reach, check, and replace all or most 
components without removing chassis 
from their cabinets. The "good, old" 
sets were never like this. 

Because so much information that, 
in the past, could only( be found in 
separate service data is now right on 
the panels, it should be possible to do 
far more work than was once feasible 
without so much as referring to a 
schematic. Some manufacturers give 
actual percentage figures on how much 
can be done, either in the cabinet or 
without auxiliary data, on their de- 
signs. Such figures as "807 %" or "90'," 
may raise the eyebrows of the con- 
servative- minded, but they appear 
frequently. In any case, the general 
methods have been laid down for con- 
venience and speed in servicing that 
were unheard of a few years ago, and 
the "new look" is only beginning. 

At this point, the technician may be- 
gin to feel a little grateful that no one 
has succeeded - yet -in getting all of 
the necessary data inside the set to the 
extent that supplementary information 
can be eliminated altogether. After all, 
some remaining challenge to individual 
ingenuity is still appreciated. -'- 
November, 1959 

VIDEO ELECTRIC COMPANY says: DOWN WITH RISING COSTS OF 

Each and every tabs is tested by our supplier under actual operating 

conditions in Radie. FM, Hi -Fi Industrial Equipment and Television 

Chassis or Intricate Testing Equipment for Mutual Conductance and 

Life Test. 

Below Is a Partial List of Over Three Hundred Popular Types! 

Write for Freer Complete List and Order Blank! 
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ELECTRON TUBES 

OVER ONE 
MILLION USED 

TUBES TO 
SELECT FROM 

41[ 

WE HAVt 
us.' 

1000 USED TV SETS 

Sr All Times In Our Huge Warehouse 

Ivy ett more el your O Mar 
ëond_ 

TX 
or end.ue"t 

" a, ';nu ñoöD 

Your Choice- ConsoiC or Table Model 

17 "....$46.00 
10 "....$27.00 19 ̂ ....556.00 
y2 "....$33.00 20 ̂ . ..$64.00 
1a "....$20.00 ^....$72.00 
16 ̂ . .. .$04". 9.00 24 ". .. .$S whaer 
When ordering TÇ stab. 

table mode' on make set. all of 
I Also, 

sent 
^ ess F.O.B. 

er CALI. TVs s nt my 
quantity, WIRE 

ark. On any qualrtltY. 
today! 

each FOR ANY 

TUBE 
$37.00 
PER HUNDRED 

SEND for our FREE complete TUBE 

& PARTS LIST and order blank. 

FREE 

Bonus Antenna 
Given with 
Any TV Set 

Order!! 

phone HUmboldt 4 -9848' 

o 

F R E E P O S T A G E 
in U.S.A. and Territories on orders over 
$5.00. 2St handling charge on orders under 
$5.00. 25% deposit required on C.O.D.'s. 
Please send approximate postage or freight 
on Canadian and foreign orders. Subject 
to prior sale. 

ELECTRIC COMPANY 
9 -15 Sixth St., Harrison, N. J. 

ENGINEERING 
Prepare far q B.S. DEGREE limited ppq" 

letAge IN 27 MONTHS Élecvon 
Students study rn;'i 777ái,_ ,r ce^ Pro 
leading Lo B.S. arg-re m 27 a dard a -_ r. "pry 

m leading to H.E. degree in :Hi m S.S. degree .30 
I In Math.. Cherté, Physics. n Year -round classes. Corn. 

prehensive 
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raining In electronics. television. advanced 

radio theory and design. math.. nuclear nhy,ics and elec. 
engineering. Also prep couraea Low Earn hoard. 
G.I. approved. Enter Dec.. March, June. Sept. Catalog. 

INDIANA TECHNICAL COLLEGE 
9119 S. Washington Mad.. Fort Wayne 2. Indiana 
Plese send me tree Information on 
DEGREE IN 97 MONTHS as <Merkea. 

N.S. ENGINEERING 

E lectronics O Chemical a aeronautical 
W WI O Mechan,,.i a Electrical 
E. SCORNS IN SS MO. in: 
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O Mechanical 
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key- 
essen. In In 

send 
Norse 

ease. Communicate with operator. around 
the globe. learn at home quickly through 
famous Candler System. Used by hest 

mperr ialr License. for 
Amateur or 

FREE BOOK. 
Com- 

mercial 
., Dept. S.M. 

sex 9929. Denver 20. Colo.. U.S.A. 

BEST IN HI -FI VALUES! 
NO 

DELAY 
SERVICE 

All orders rushed to you 
in factory- sealed cartons. 

Write for free catalog. 

audio ñ 25 -W Oxford Road 

Massapequa, New York 
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FREE 
CAREER 

BOOKLET 

to guide you 
to a 
successful future 
in 

ELECTRONICS 
RADIO -TV 
COMPUTERS 
ELECTRICAL 
ENGINEERING 
This interesting pictorial booklet 
tells you how you can prepare for a 
dynamic career as an Electrical En- 
gineer or Engineering Technician in 
many exciting, growing fields: 
MISSILES RADAR RESEARCH 
ELECTRICAL POWER ROCKETRY 

AUTOMATION AVIONICS 
SALES DEVELOPMENT 

Get all the facts about job opportu- 
nities, length of study, courses 
offered, degrees you can earn, 
scholarships, part -time work - as 
well as pictures of the Milwaukee 
School of Engineering's educational 
and recreational facilities. No obli- 
gation - it's yours free. 

MILWAUKEE SCHOOL OF ENGINEERING 

MAIL COUPON TODAY! 

rr 

MILWAUKEE SCHOOL OF ENGINEERING 
Dept. EW -IIS9. 1025 N. Milwaukee St. 
Milwaukee, Wisconsin ,e -rt) 
Please send FREE Your Career" booklet 
I'm interested in Electronics Radio -TV 

Computers Electrical Engineering 
Mechanical Engineering 

(PLEASE PRINT) 

Name....__._._._....-- ---- -- -_._ ....._......Age 

Address 

City_.........__.......... Zone State 
I'm eligible for veteran, education benefits. 

Diacharge date. 
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Transistor Radio Circuits 
Part 1. Initial installment of a series that 
will analyze circuits widely used in automobile 

and portable receivers covers the r.f. amplifier. 

EDITOR'S Nora: This material o,t tran- 
sistor circuits, appearing here and in sub- 
sequent issues. is being reproduced with 
the kind permission of the Peleo Radio Division of general Motors Corporation. 
.4 )though originally prepared and dis- tributed to those servicing Delco auto 
radio ,'eCei,'ers, much of the information 
is also applicable to other types of trau- 
sistoriSed radios and we belie re it worth- 
while to present this material to our 
readers. 

TRANSISTORS 
employed in automo 

bile radio receivers are generally 
divided into two major groups -low- 
power junction transistors and high - 
power junction types. Low -power 
transistors of the n -p -n and p -n -p va- 
riety are useful in the following ap- 
plications: r.f. and i.f. amplifiers, oscil- 
lators, mixers, detectors, audio pre - 
amps, a.g.c. amplifiers, and trigger 
stages. High -power transistors, re- 
ferred to as "power transistors," are 
usually of the p -n -p type and are to be 
found in such circuits as: single -ended 
class A audio output stages, push -pull 
class AB audio output stages, and 
square -wave oscillator circuits utiliz- 
ing transistors in place of the vibrator. 

R. F. Stage 
Fig. 1 shows a typical transistorized 

r.f. stage. The purpose of this stage 
is to amplify the small signal voltages 
received at the antenna and to dis- 
criminate between wanted signals and 
unwanted ones (images). The amount 
of selectivity obtained depends pri- 
marily upon the "Q" of the tuned 
circuits used and the signal amplifica- 
tion is primarily dependent upon the 
transistor and how it is operated. 

The transistor is a 2N150 low -power 
unit of the n -p -n variety, connected in 
a common -emitter configuration. This 
means that the emitter element is com- 
mon to both the input and output cir- 
cuits. In the input circuit the untuned 
tickler winding, L,, inductively couples 
the signal from the parallel -tuned an- 

Fig. 1. This "n -p -n" ri. amplifier 
uses a common -emitter configuration. 

tenna circuit, L, -C,, to the transistor 
base. A step -down ratio between L, and 
L. is used to match the high impedance 
of the antenna circuit to the low im- 
pedance of the transistor input. 

"Forward bias" voltage is obtained 
for the transistor by a voltage divider 
network in the base circuit, consisting 
of a 3900 -ohm and a 5600 -ohm resistor 
connected in series across a 6.5 -volt 
line. The voltage at the base connection 
between these two resistors is approxi- 
mately 2.5 volts, derived from simple 
bleeder current through the resistors 
and a small amount of base current 
which flows. 

A positive voltage on the base of an 
9l -p -K transistor attracts electrons from 
the emitter and causes collector cur- 
rent to flow. Since both the collector 
current and a small base current must 
return through the emitter circuit, a 
voltage drop is produced across the 
2700 -ohm emitter resistor. In vacuum - 
tube circuits, a similar resistor in the 
cathode circuit is commonly known as 
a "self- biasing resistor." Here, the volt- 
age drop across the resistor reduces 
the forward bias between base and 
emitter. In transistor circuits, the 
emitter resistor is more commonly re- 
ferred to as a "stabilizing resistor" 
since it tends to control collector cur- 
rent due to its influence on emitter 
voltage. Although the emitter is posi- 
tive with respect to ground, it is nega- 
tive with respect to the base and a 
.4 -volt forward bias exists on the input 
diode. However, this bias is further re- 
duced on strong stations by the a.g.c. 
voltage which is coupled to the emitter. 
As the a.g.c. line swings positive, the 
emitter voltage increases and reduces 
the gain of the stage- sometimes to 
the point of completely cutting off col- 
lector current and allowing the signal 
to pass through only by inter -electrode 
capacitance within the transistor. This 
is true on very strong signals at which 
time it is desirable to keep the sensi- 
tivity of the receiver at a low level. 

The collector is biased in the "re- 
verse direction" by a positive 5 volts 
and collector current variations are 
introduced through the r.f. coil L. and 
the collector resistors. Powdered iron 
cores tune L. and L, through the same 
frequency range by their physical con- 
nection to a common core bar. The 
tuned parallel- resonant collector tank 
circuit allows the 2N150 to "see" a high 
output impedance and the RC signal - 
coupling network R, and C, lets the 
input of the following stage see the 
proper low impedance. 

(To be continued) 
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CALENDAR® 
of EVENTS I 
rii, OCTOBER 29 -30 

Fifth Annual Electron Devices Meeting. 
Sponsored by Professional Group on 
Electron Devices, IRE. Shoreham Hotel, 
Washington, D. C. Dr. John A. Horn- 
beck, Bell Labs, Murray Hill, N. J., tech- 
nical program chairman. 

NOVEMBER 3 -5 
Mid- America Electronics Conference, 
Sponsored by Kansas City Section of 
IRE. Municipal Auditorium, Kansas City. 
Program details available from MAECON, 
5109 Cherry St., Kansas City 10, Mo. 

NOVEMBER 4 -6 
National Automatic Control Conference. 
Sponsored by PGAC, PGIE, Dallas Sec- 
tion ISA, and AIEE, Sheraton -Dallas Ho- 
tel, Dallas, Tex. Program information 
available from George Axelby, Westing- 
house, Box 746, Friendship Airport Sta- 
tion, Baltimore, Md. 

NOVEMBER 5-6 
Eighth Annual Instrumentation Confer- 
ence. Sponsored by School of Engineer- 
ing, Louisiana Polytechnic Institute, Rus- 
ton, La. Papers and exhibits. Contact 
Institute for program. 

NOVEMBER 9 -11 
Radio Fall Meeting. Sponsored by IRE 

26 

and EIA. Syracuse Hotel, Syracuse, 
N. Y. Virgil M. Graham, % EIA, II W. 
42nd St., N. Y. C., program chairman. 

Fourth Instrumentation Conference. Spon- 
sored by PGI of IRE. Atlanta, Georgia. 
Details from W. B. Jones, Jr., Georgia 
Tech, Atlanta 13, Ga. 

NOVEMBER 10 -12 
Twelfth Annual Conference on Electrical 
Techniques in Medicine and Biology. 
Sponsored by AIEE, ISA, and PGME of 
IRE. Sheraton Hotel, Philadelphia, Pa. 
Dr. L. E. Flory, RCA Labs, Princeton, 
N. J., for program details. 

NOVEMBER 11 -13 
Sixteenth Notional Meeting- Sponsored 
by Operations Research Society of Amer- 
ica. Huntington -Sheraton Hotel, Pasa- 
dena, Calif. Technical sessions and pan- 
el meetings. Contact Sidney I. Firstman, 

The Rand Corporation, 1700 Main 
St., Santa Monica, Calif., for program 
information. 

NOVEMBER 16 -19 
Conference on Magnetism and Magnetic 
Materials. Sponsored by IRE, AIEE, 
APS, AIM, and ONR. Sheraton- Cadillac 
Hotel, Detroit, Mich. Program informa- 
tion from J. E. Goldman, Scientific Lab., 
Ford Motor Co., Box 2053, Dearborn, 
Mich. 

NOVEMBER 17 -19 
1959 NEREM Meeting. Sponsored by 
Region 1 of IRE. Boston Commonwealth 
Armory, Boston, Mass. Program infor- 
mation from Dr. Gardner A. Norton, 
Avco, Lawrence, Mass. 

Just Out 

ADDITIONAL 

1959 

Television 
f.b.-:o. 

These seo 1959 TV volume r practically all sets of all makes. The new sungi-, 1959 TV manual In- cludes material almost to the nm,le. Each giant manual has 192 pages of senice data and repair hints- factory changes. double-Mae circuits. Special price, each only.. 

S 

FOR 11 METER OPERATION 
THE 

CITIZEN BAND ANTENNAS 

the Citizens Mobile 

Chrome plated and stainless steel telescoping whip 
extends to 73" and down to only 23" for easy gang- ing. Weatherproof, polyethylene enclosed, high err¡ - 
ei ne, base loading coil includes exclusive Hy -t : n "L" matching network for perfect 50 ohm m 

a 
n 

Complete with universal swivel bwly mount, onlyo. 
hole to drill for easy mounting. 

Model CC -12 Coaxial Kit for mobile $2.95 

Oilier Citizen Bond Antennas 

Citizens Whip, Model CW 8 6.95 
Citizens Dipole, Model CD 12.95 
Citizens Ground Plane, Model CGP 16.95 
Heavy Duty Ground Plane, Model GP -1 29,95 
Citizens Beam, Model 113 -G 29.95 

SEE YOUR NEAREST DISTRIBUTOR 
OR WRITE FOR FREE BROCHURE 

antenna 
`Af4- `g !' products 

1135 NO. 22ND LINCOLN NEBRASKA 

Radio Volumes 

`tee« ADDITIONAL 1959 TV Volume 
LARGE MANUAL COVERS NEWEST 1959 TV SETS 

EARLIER TV VOLUMES STILL SOLD AT ONLY $3 
AMAZING BARGAINS 

Su pct m, twist 1959 TV manuals are the 
scoop of the year. Cover all sets of all im- 
portant makes. New ADDITIONAL 1959 TV 
volume gives you the very latest material. 
Your price for this mammoth manual is 
only $3. Supreme super values defy compe- 
tition. Most prior -year manuale (at only $3) 
have a whole year of service material. Each 
volume covers different material, from 194$ 
to very latest sets. Include circuits, wave- 
forms, alignment, voltage charts, service 
hints, changes, and double -page diagrams. 
Practically tell yott how to make every 

repair. More pages, more 
diagrams, more service 
data per dollar of coat. 
To get the best for less, et Su pr manna's. 

TELEVISION SERVICING COURSE 
Let this new course help you in TV servicing. 

Amazing bargain, complete, only $3, full price for all lessons. Giant in size, mammoth in scope. 
topics just like a $200.00 correspondence course. 
Lessons on picture faults, circuits, adjustments, 
short -cuts, UHF, alignment facts, hints, - - 
antenna problems, trouble -shooting, test 
t- plipment. picture analysis. Special, only 

RADIO DIAGRAMS 
Supreme I your best source for all 

needed RADIO diagrams and service data. 
Covers everything from the most recent 1959 
radios to pre -war old -timers; home radios. 
auto seta, combination,. changers, stereo. 
FM. and portables. Sensational values. Only 
$2 for many volumes. Every manual has 
extra large schematics, all needed align- 
ment facts, printed boards. voltage values, 
trimmers, dial stringing, and helpful hints. 
Volumes are large in size. 81/2:11 inches, 
about 190 pages. See coupon at right for 

complete list of these radio manuals. - 

Supreme Publications 
Sold by All Leading Parts Jobbers 

November. 1959 

Supreme TV manuals supply all needed 
service material on every TV set of every 
important manufacturer. Here is helpful, 
practical, factory- prepared data. It will 
really make TV servicing and adjustment 
easy for you. Join 167,000 servicemen who 
use, benefit, and save with SUPREME 
service manuals. In these volumes you get 
correct factory- checked circuits, alignment 
procedure, printed boards views, service 
hints, recommended changes, wave -forms, 
voltages, 0118y -t0 -use giant -size diagram... 

BEST AT LOWEST COST 
Here is your service material to help 
you do expert work double- quick; and 
priced at only 33 per annual volume. He 
ready to repair any model by carrying in 
your car all 14 TV volumes listed in cou- 
pon below. Or try one of the new 1959 TV 
manuals to see what an amazing bargain 
yon get for only $3. Send,, risk lp,ai. 

NO -RISK TRIAL ORDER COUPON 
SUPREME PUBLICATIONS, 1760 Balsam Rd., Highland Park, ILL. 

Rush today TV manuals checked EI below and 
Radio manuals at left. Satisfaction guaranteed. 

O 195911 Popular RADIO 
O 1958 l , Diagram Manuals 
O 1952 ( at only SÁ50 
El 1956. ch.... !. 
O 1955 Radio Manual, only $2 

1954 
These annual O 1952 

, 
¡RADIO volumes O 1952 

specially priced 
D 
D 1951 ( at only S1150 

1 each.... 2- 1950 
1949 

D l948 (THIS GROUP 
O 1947 ONLY D 1946 
O 1942 

194l 
O 1940 111G EACH 

1926.1938 Manual, $2.50 
O Radio and TV Haslet Index, 25e 

V. c Additional 1959 Television Manual, only S3. 
0 Early 1959 Television Manual. $3. O 1958 TV, S3. 
C Additional 1957 TV, 93. 0 Early 1957 TV, $3. 
O 1956 TV Manual. $3. 0 Additional 1955 TV, 53. 

Early 1955, $3. 0 1954 TV, $3. O 1953 TV, 53. 
0 1952 TV, S3. 0 1951 TV, $3. 0 1949 TV, $3. 
0 1948 TV, $3. O 1957.58 RCA TV Manual, $1.50 
0 New Television Servicing Course, complete.... 53. 

DI am enclosing S... ..... Send postpaid. 
D Send C.O.D. I am enclosing S deposit. 

Name; 

Address: 
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BC -659 
$16.95 
RE -NEW 

PE -120 
$7.95 
RE -NEW 

BC -659 FM RECEIVES -TRANS 
MITTER -27 to 99.1 MC FM.; 5 

Watt.: Crystal Control on Two Pre -Set Chan. C 1 6.95 nets; with Tubes and Speaker-Re-New.. sl 
PE -120 POWER SUPPLY for BC -659 or BC-620: wit 
Vibrator for 12 Volt operation -Re -New $7.9. 
BA -41 BIAS BATTERY F/BC659.620. ..NEW: $4.9' 
AN -29 Telescoping ANTENNA F /BC659 New: 2.9 
FT250 SHOCK MOUNT'G F /BC- 659PE120 -U: 4.95 

SCHEMATICS F /BC- 659- PE120 w /voltage 4 
Resistance: 2.00 

BC -603 
$14.95 
RE -NEW 

BC -683 
$24.95 
RE-NEW JO 

BC603 FM RECEIVER - 
20 to 27.9 MC... .Re-New: $14.9" 4 

BC683 FM RECEIVER -27 to 
39.1 MC.U: $191.- ReN:$24.97 

BC604 FM TRNSMTR -20 to .. 
27.9 MC..U: 84.95-Re-N: $ 7.9' - - 

BC -684 FM TRANSMITTER - 
27.39.1 MC Used: S 7.95 

FT -237 MOUNTING for Rec.- Trans.. .. ReNew: S 7.95 
FT346 MOUNTING for Receiver only.. ReNew: $ 4.95 
DM -34 DYN. I2V. f /BC- 603 - 683 -U: $2.95 -RN: $ 4.95 
DM35 DYN. I2V.f /BC- 604 -684- U:$6.95 -R -N: $ 9.95 

AC POWER SUPPLY 
F /BC603683 - Output : 220 
VOC 80MA 4 24VAC 2Amps. 
Tube Rectification: mounts on j rear Plug of BC- 603683. Con 
be adapted to other Receivers. 
KIT: $lo O"- WIRED: $14.95 

RECEIVERS: 
SC -733 Localiser Rec. -108.3 to 110.3 MC. Used:$ 4.95 
R -23 /BC 453 Ree. -190 to 550 KC. Used: 14.95 
R4 /ARR -2 Ree.- 540 -8$0 KC: 230-258 MC.RN: 8.95 
BC -1206 Beacon Receiver -200 to 400 KC. Re -N: 9.95 
BC -652 Receiver -2 to 6 MC -Less Dyn Used: 19.95 
BC -342 Receiver -1.5 to 18 MC For AC op Used: 69.50 
BC412 Receiver -I.5 to 18 MC Less Dyn Used 59.50 
BC-944 Rec. -150 to 1500 KC -For AC op Used 49.30 

PULSE ANALYZER And OSCILLOSCOPE 
IP148 /APAIIA RADAR PULSE 
ANALYZER with Ilion Freq. of 00 - 

200 to 6000 CPS with either a nega- 
tive or positive pulsed signal. Has 
calibrated dials for pulse width k 
rate. Used with APR 1. APR -4, 
and other receivers. Also can be used 
as an oscilloscope. Complete with 
1/3/P2 Cathode Ray Tube, 6/12AT7. 
2/6ÁG7, 2 /GAGS. 2/2 %2. 
Tubes. Volleye required: IIS V 400 
cycle k 24 Volts. USED: S19.95 
COLLINS ART -I3 TRANS. - $49.50 
2 TO 18.1 MC -100 WATT -PHONE, CW, MCW 
The most desired Set on the surplus market -Easily 
Converted to 10 Meters (See Surplus Conversion Manual No. 2 -s2 59). Automatic Tuning for selection of 11 Channels in the Freq. Range. Tube LineUp: I/837. 1/813. 2/1625, 1/12817, 2/6V6, 2/811. 2/12SL7, 
I /I2SA7. AC Power Supply requirements: 28 VDC /10 A. 400 VDC /225 MA k 1250 VDC /250 MA. Size: 
23% a 18 z II ?s. Wt.: 70 lbs. Priee, USED: $49.50 Prim-Same as above -except. Less Tubes 30.00 DY12 /ART.13 24 V. Dyn. w /Filter k Relays -U: 12.95 

ALL BAND RECEIVER 
NAVY ARB /CRY 46151-190 to 
9050 KC -Four Band. 6 Tube 
Superhet -Local k remote tuning 
and band change: illuminated dial. 
sharp 4 broad tuning: AVC. CW. 
provisions for operation of DU -1 
Loop. Complete with Tubes: 
I /I2SA7, I /12A6. 4/122SF7. 6 24 
Volt 

x 16" ....Used: $7 18.95 8 
ABOVE- Converted to 12 Volt. 

with Dynamotor (No electric 
band change) 924.95 

Conversion for 115 V 60 cycle with 
Soin Dial. Phone lack, CW, 

Volume Control. On k OR Switch (All on front panel) -KIT of Parts with Instructions $10.011 
Conversion -as Above -for 12 Volt OC-KIT of 

Parts, with Dynamotor 10, 5 

Remote Control Box: $2.011- Remote Control Shaft: 1.5, 
Remote Control Head 
Tuning Knob for large splined shaft 

l 

T -Shaft Adapter for remote and local tuning 
PLUGS only -for Receiver or Control Box Earh 

KEYERS, TELEPHONES, HEADSETS, MICS. 
TS -9 Handset Used: $2.95-New: $ 3',- 
TSIS Handset. w /PL55 k PL -68. U: $2.95 -N: 3.09 
T -17 Microphone Used: $3.95 -New: 6.9'. 
CMI -SC Hand Carbon Mle.- Mobile type.. New: 6.95 
EE8 Field Telephones.. Used: $12.9S- Renna.: 16.95 
BD71 Switchboard -8 Line U: 814.95 -New: 24.95 
BD -72 Switchboard -12 Line U: $24.95-New: 34.95 
RM29 Control Unit.... New: $6.95 -W /Handset 8.95 
RM52 Control Unit (Patch Found.) U: $1.95 -N.: 2.95 
H16 /U Headset -8000 ohm U:$1.95 -New: 2.95 
NSS3 Headset -300 ohm U: 14.95-New: 7.95 
1.45 Tel. Key -with cord and plug New: 1.50 

SEND FOR FREE CATALOG! 
Address Deat. RN All Prices F.O.B Lima. Ohio. 
Minimum Order 55.00. & 25 °. Deposit on all C.O.D.'s 

FAIR RADIO SALES 
132 SOUTH MAIN ST. LIMA. OHIO 
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"THYRATRONS ARE DIFFERENT" 
CBS Electronics, Parker Street, 

Newburyport, Mass., has a new tech- 
nical bulletin entitled, "Thyratrons Are 
Different," written by Bud Tomer. 
Known as PA -223, the bulletin is avail- 
able from the company's advertising 
service at the above address. 

Author Tomer explains the mecha- 
nism of ionization, describes the "cri- 
tical characteristic" curve, and dis- 
cusses the effects of temperature on 
ionization time and tube life. 

Installation precautions are also 
given. 

PARTS SELECTOR CATALOGUE 
Ram Electronics Sales Company, 

600 Industrial Avenue, Paramus, N. J., 
has issued a new 36 -page catalogue of 
electronic component service replace- 
ments and technical information for 
the electronic technician. This bro- 
chure is available without charge by 
writing direct to the company. 

The new two- color, illustrated parts 
selector guide features the latest in 
up -to -date listings of the firm's com- 
ponents. It includes details on i.f. coils, 
power and audio transformers, filter 
chokes, as well as a great deal of tech- 
nical information and "service hints" 
that are extremely useful to the elec- 
tronics technician. 

AUTOMATION AGE "SPOOF" 
Audio Deri('es. Inc., 444 Madison 

Avenue, New York 22, N. Y., has 
acknowledged the age of automation 
with a collection of cartoons illustrat- 
ing the effect of electronics on life to- 
day. 

Particularly appropriate for those 
involved in the computer and telem- 
etry fields, the booklet may be ob- 
tained at no charge by writing to the 
firm. 

Reprinted from leading periodicals. 
the booklet is tersely entitled. "A 
Study of the Unique Influence of 
Space- Automation Technology on the 
Present -Day Environment wit h Spe- 
cial Attention to its Implications for 
the Behavioral Sciences." 

AUTO RADIO COIL GUIDE 
J. W. Miller Co., 5917 South Main 

Street, Los Angeles 3, California, is 
offering a complete 20 -page auto radio 
coil guide which lists every auto radio 
coil in use and quickly identifies each 
item for replacement. 

Available through the firm's distrib- 
utors or by writing to the company, 
this catalogue (No. 260) provides the 
technician with a cross -reference of 
1000 part numbers from 45 manufac- 
turers to the company's equivalents. 

RADIO ELECTRONIC 

SURPLUS 
SILICON RECTIFIERS 

1 N1454 

1 N1455 

1131456 1 N145 

1N1451 

I N1452 

25 amp. 100 volts 
25 amp. 200 volts 
25 amp. 300 volts 
25 amp. 400 volts 

5 amp. 200 volts 
5 amp. 300 volts 

$3.00 

53.50' 
$4.00 

$4.50 

$1.25 

$1.50 

1N1447 .750 amp. 200 volts .75 

1N1448 .750 amp. 300 volts .85 

EC603 FM RECEIVER 
20:27.9 mc. Equipped with 10 push 
buttons for selecting channels. Cont. 
variable tuning aver the entire range. 
Unit complete with tubes, built -in loud 
speaker, squelch circuit, head phone 
jacks, schematic diagram on bottom of 
case. Approx. weight 34 lbs 
Used Good $9.95 
Like New $11.95 

D M34 Dynamotor 12 or 24 -volt D.C....each $3.95 
BC -604 Transmitter, 20 :27.9 mc 

NEW $4.95 
Crystals (set of 80) for BC604 transmitter, 20 to 27.9 mc 
Price $5.00 per set 
Manual with schematic for 8C603 BC604. 
Price $1.00 each 

DM35 DYNAMOTOR: 12 Volt input, output 625V, .225A 
U sed with BC -604 $9.95 
12V Eicar Dynomotor: Output 440V, 200A. NEW $7.95 

PE120 POWER SUPPLY 
6, 12 or 24 -volt (specify voltage). 
Used with BC659 and 620 $6.95 

TEST SCOPE-SYNCHROSCOPE- 
PULSE ANALYZER 

ID- 59 /APA -11. Lote production. 

Modular subassembly construc- 
tion. Video amplifier is flat to 4 

mc. 38P1 p sentation,Test -scope 
sawtooth 25. 20,000 cy. Has all 
normal test -scope controls. As 
synchroscope and pulse analyser, 
accepta positive or negative puls- 

e. Video delay circuit permits leading edge of pulse 
to be seen. Calibrated -dial horizontal shift measures 
pulse durations from 0.5 to 100 microseconds. Sine- 

s- oscillator calibrator measures recurrence rates 
from 200 to 6000 ppa accurate within 0.4 %. Built -in 
power supply requires 115v, 400 cy, 196 watts. Ex- 
ternal 60 cy power supply may be made to furnish plus 
350 and -1300 vdc and 6.3 vac. In excellent condi- 
tion, with all 19 tubes, sdiematic with parts values, 
parts -location pictures, operating Instructions, theory ex- 
planotlon, and maintenance charts. Shipping weight 60 
lbs. Used, good. Price cadi $19.50 

NO C.O.D.',. REMIT FULL AMOUNT WITH ORDER. ALL 
PRICES F.O.B. PASADENA. 

C & H SALES CO. 
2176 E. Colorado St. Pasadena 8. Calif. 

GLOBE ELECTRONICS 
A World of Values! 

HICKOK MICRO -VOLT SIGNAL GENERATOR 
.1.I' 115 V. 00 cycles AC. Cry -...1 
...1000 kr: 1.6.14.1 MC. Ueo,l 539.95 

LAE -1 UHF MICROVOLTER SIGNAL GEN. 
11r. CaHhr.' 1, - 519.50 ',S 

4 

n 

AN'APX!2 TRANSMITTER RECEIVER 
nn.- $14.95 

MUL TI CHANNEL OSCILLOGRAPH 

l I, 

;6uh11: $995.00 
HICKOK 3" OSCILLOSCOPE 

. 0.. 
11 

` $99.50 ' 
DAVEN POWER OUTPUT METER 

$95.00 
STABILIZATION DATA GENERATOR 

$69.50 

GLOBE ELECTRONICS 
3103 PICO BLVD. SANTA MONICA, CALIF. 

Phone: EXbrook 3 -7206 

ELECTRONICS WORLD 
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The text includes specifications and 
prices on intermediate frequency trans- 
formers, r.f. coils, chokes, and other 
related items. 

SEMICONDUCTOR DEVICES 
Transitron Electronic Corporation, 

168 -182 Albion Street, Wakefield, Mass., 
has a new condensed catalogue of semi- 
conductor devices- TE- 1340A. 

The brochure provides a rapid refer- 
ence source and features a listing of all 
basic silicon and germanium products 
in the company's line. Package photos 
of the various components accompany 
accurate data charts which supply in- 
formation regarding the actual range 
of performance of each device. 

A description of the component type 
underlines the significant features as 
they relate to various aspects of in- 
dividual application. 

1960 ALLIED CATALOGUE 
Allied Radio Corp., 100 N. Western 

Ave., Chicago 80, Ill., has announced 
the release of its 1960 general cata- 
logue of electronic parts and equip- 
ment. It is available free upon request 
direct to the company. 

The 444 -page catalogue, which in- 
cludes 232 pages in rotogravure and 
4 -color covers, lists over 40,000 items. 
The company's line of "Knight- Kits" is 
illustrated and described in a 64 -page. 
2 -color rotogravure section. 

A full presentation of the latest 
stereophonic high -fidelity equipment in 
all leading makes is shown, including 
such items as amplifiers, tuners, speak- 
ers, enclosures, cartridges, record 
changers, recording and playback 
decks, and add -on components for con- 
version of conventional systems to 
stereophonic sound. Stereo records, 
tapes, and tape recorders for profes- 
sional and home use are also covered. 

The catalogue also offers a television 
and amateur radio section, and list- 
ings on transistors, tubes, television 
antennas, Citizens Radio transceivers, 
intercom units, electronic counters, 
rectifiers, transformers, accessories, 
and technical books. 

OTS TRANSISTOR CATALOGUE 
Office of Technical Services, U. S. 

Department of Commerce, Washington 
25, D. C., has published a revised edi- 
tion of its catalogue of technical re- 
ports on transistors (CTR -310 Tran- 
sistors). Copies may be ordered from 
the Department at a cost of 10C each. 

The catalogue lists 146 technical re- 
ports on transistors available to indus- 
try through the facilities of OTS, in 
some cases in printed form and in 
others in photocopy or microfilm. 

The reports are the result of re- 
search by the Army, Navy, and Air 
Force between 1949 and June, 1959. 

RCA SEMICONDUCTORS 
RCA, semiconductor and materials 

division, Somerville, N. J., has released 
its revised and expanded edition of the 
booklet entitled, "RCA Semiconductor 
Products." It is available at a cost of 
30C through the firm's semiconductor 
November, 1959 

It's what you know about 

USING INSTRUMENTS 

Here's how to 

TROUBLESHOOT IN 

HALF THE USUAL TIME 
...with a bare minimum 

of instruments! 

CONSIDER 
OSCILLOSCOPES 

for instance! 
Simplified explanations of mod- 

ern oscilloscope techniques show 
how to use your 'scope as a volt- 
meter, current meter, variable fre- 
quency oscillator, etc., or for mak- 
ing RF, phase or AM measurements; 
for distortion and deflection check- 
ing; square wave testing; visual 
AM and FM alignment, and for 
many other jobs. Every detail is 

explained -from making connec- 
tions, to adjusting controls and 
analyzing patterns. 

Consider INDUSTRIAL 
ELECTRONICS too! 

Still another big feature is the 
book's usefulness in acquainting 
you with industrial electronic test 
techniques -including testing non- 
electronic phenomena such as 
strain, pressure, etc. 

...that really counts! 
Almost anyone can repair TV's, radios and other electronic 

equipment AFTER THE TROUBLE HAS BEEN LO- 
CATED. The real trick is in spotting the trouble -and 
that means knowing how to use instruments fast. accurately, 
and intelligently. Actually, it's amazing what you can do 
with only a few instruments -providing you know how to 
use different kinds for the same job; how to select the right 
ones; where to use them; how to connect then[ into circuits; 
how to set the controls: how to read them; and how to follow 
professional test procedures every step of the way. And that's 
exactly what this new 316 -page book with its more than 190 
how- to -do -it pictures, operational ms.cedure skclrk,- :Ind 
pattern designs teaches you 

A new, down -to -earth guide to 

BASIC ELECTRONIC TEST 
PROCEDURES 

Alternate test methods -cautions- correct instru- 
ment usage -connections- readings -test tech- 
niques -time saving tricks . . , and all the rest 

BASIC ELEC'T'RONIC TEST PROCEDURES b Rufus 
Turner explains every detail of the work in a way 

by 
can 

hardly fail to understand. Covers the different methods for 
doing specific jobs. For instance, you learn to check dis- 
tortion by either the 'scope, rejection filter, harmonic- distor- 
tion meter, wave analyzer or audio oscillator methods. You 
learn to make resistance measurements with a current -meter, 
a volt -ammeter, a volt- meter, an ohn)meter, or via the bridge 
method . . . and so on through all basic test procedures. 

Subjects include current checks: power, capacitance, in- 
ductance. resistance. AF, RF, phase, distortion, and modu- 
lation measurements; tube and semi -conductor testing; audio 
amplifier tests; sensitivity, RF gain, fidelity, AVC voltage, 
operating voltage checks. etc.; visual alignment techniques - 
even transmitter as well as industrial electronic test and 
measurement procedures. Price $6.50. 

PRACTICE 10 DAYS . . . FREE! 

I 
I 
1 

1 

1 

I 
1 

1 

1 

1 

Dept. RN -119, RINEHART & CO., INC. 
232 Madison Ave., New York 16. N. Y. 

s. nd If Sat' 1:1- F :I'11USIC FE ,1 l'ItoCEI)t l7Ks for I0 -any 
FREE EXAMINATION. If I decide to keep book, I will then 
-end y, 

'u 

t 6.50 plus few rents postage in full payment. If not, I will return hook postpaid and owe miring. 
(SAVE! Send $6.50 with your order and Rinehart pays the 
postage. Same 10 -day guarantee with money promptly re- 
funded If you're not more than satisfied with look.) 

ADDRESS 

CITY, ZONE, STATE 
OUTSIDE U.S.A. -Cash with order only. Price $r-OO- .1/m,ry bock I 
i/ book Is returned In IO days. 

Fe= - - - = - - ============ a 

1 

1 

1 

I 
I 

1 

1 

LOOK 
NO FURTHER .. . IF YOU'RE 
UNHAPPY WITH "HI" HI -Fl 
PRICES. WRITE FOR OUR 
UNUSUAL AUDIO CATALOG. 

KEY ELECTRONICS CO. 
120 -C Liberty Sr.. N.Y. 6. 

Phone EV 4 -6071 

CODE FOR 
EMMORUNICATION 

V.S. Signal Corps surplus telegraph 
set -clear 1,000 cycle tone -use for 
code practice or communication up 
to 25 miles -uses regular batteries - 
wt. IO lbs. -brand new only $9.95 
complete with case and earphones. 

DEROSIER and PUGH ELECTRONICS 
DADE CITY FLORIDA 

I REALIZE YOUR DREAM 
Become a graduate Electronics Engineer. Share re- 
wards awaiting college men ... higher income, rapid 
Advancement. Important firms interview here 

Electrical Engineer in 27 months 
B.S. degree in Electrical (Electronics or Power major), 
Mechanical, Civil, Chemical, Aeronautical Engineer- 
ing In 36 Months a B.S. in Business Administra- 
tion (General Business. Accounting, Motor Transport 
Management majors). For earnest, capable students. 
Small classes. More professional class hours. Mature 
students. Well- equipped labs. Modest costs. Veteran 
approved. Year -round operation. Enter. January, 

Mar., June, Sept. Write J. H. McCarthy, 
Director Admissions, for Catalog and "Your 
Career in Engineering and Commerce'Book. 

16119 College Ave. Angola, Indiana 
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These men are getting 
practical training in... 

Train in NEW Shop -Labs of 

COYN 
In Chicago- Electrical and Electronic Center of the 
World. Prepare for a better job and a successful 
future in B TOP OPPORTUNITY FIELD. Train on real 
full size equipment at COYNE where thousands of 
successful men have trained for 60 years -largest, 
oldest, best equipped school of its kind. Professional 
and experienced instructors show you how, then do 
practical jobs yourself on more than a quarter of a 
million doflars worth of equipment. No previous 
experience or advanced education needed. Employ- 
ment Service to Graduates. 
Start New -Pay Later- Liberal Finance and Pay- 
ment Plans. Pay most of tuition after graduation. 
('art -time employment help for students. Choose 
from nine yearly Starting Dates. 
Moll Coupon er Write to Address Below for Free 
gook -"Guide to Careers," Whether you prefer 
ELECTRICITY, TELEVISION -RADIO or COMBINED ELEC- 
TRONICS, which includes both fields, this book 
describes all training offered. 

Information comes by mall. No oblgaden and NO 
SALESMAN WILL CALL. 

B. W. Cooke, Jr.. Pres. Founded 1899 

COYNE ELECTRICAL SCHOOL 
Chartered as an Educational Institution Not For Profit 

1501 W. Congress Pkwy., Chicago 7, III., Dept. 89 -6C 

MAIL COUPON aooar55 BELOW 

COYNE ELECTRICAL SCHOOL 
New Coyne Building Dept. S9.6C 
1501 W. Congress Pkwy., Chicago 7, III. 
Send BIG FREE book and details of all Me training 
you offer. I am especially interested in, 

Electricity Television Both Fields 

Name 

Address... 

City State 
(I understand no Salesman will call) 
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products distributors or by sending 
payment direct to the company at the 
Somerville address. 

The new 40 -page edition contains 
technical data on the company's ger- 
manium and silicon transistors and 
silicon rectifiers. Maximum ratings, 
typical operating characteristics, and 
dimensional outline are given for each 
type. 

Also included in this booklet are a 
section on transistor theory, an inter- 
changeability directory which lists over 
1100 type designations of 29 different 
manufacturers, and a section on cir- 
cuits containing 37 schematic diagrams 
illustrating some of the more impor- 
tant applications of transistors and sili- 
con rectifiers. 

RAYTHEON BROCHURE 
Raytheon Company, industrial tube 

division, 55 Chapel Street, Newton 58, 
Mass., has released a new brochure 
which describes the firm's welded as- 
sembly technique for high density 
packaging of electronic components. 
Free copies are available from the 
company. Contact Mr. Wesley J. Davis, 
Dept. 2528, at the above address. 

The six -page booklet describes the 
new technique, which was developed by 
the company's industrial tube division 
working with Massachusetts Institute 
of Technology's instrumentation labo- 
ratory. It details the savings in space, 
weight, and power consumption made 
possible with welded assemblies and 
shows how their reliability and me- 
chanical ruggedness make them par- 
ticularly adaptable to installations in 
data processing equipment, computers, 
and airborne electronic systems. 

G -E TUBE HANDBOOK 
General Electric Company's elec- 

tronic components division, Owensboro, 
Kentucky, is offering a new edition of 
its receiving tube and television picture 
tube handbook, "Essential Character- 
istics," at a price of $1.00. 

This 260 -page book contains a total 
of 1392 receiving and special- purpose 
tube types and 399 television picture 
tube types. A new section lists the do- 
mestic near -equivalents of 95 foreign 
tubes for ready reference by service 
technicians. 

The handbook also includes classi- 
fication charts for quick and conven- 
ient reference to tube families that are 
available for specific classes of service. 
Outline drawings and configurations 
are keyed to each type, giving design- 
ers essential dimensions. Characteristic 
curves are given for 13 basic families 
of receiving tubes. 

Still featured is the popular comb 
binding which permits keeping the 
book fiat on desk or workbench and 
the inclusion of pertinent basing dia- 
grams on each page. 

BATTERY CHARGERS 
Terado Company, 1068 Raymond 

Avenue, St. Paul 8, Minn., is offering 
a catalogue sheet which illustrates and 
describes the firm's new battery 
chargers. 

sows r.: HOT SURPLUS 
FOR A COLD WINTER 

DYNAMOTORS 
DM35 12 Volt Input 18 Amps. Output eia 95 
025 V. 225 MA sD UU 

35X -27 von Input 1.75A, output 285 $2,50 
CAY 21772 12 Volt Input 3 Amp Output $2.95 235 Volt 0 75 MA 

COAX CABLE 
RG11 U -9 Foot Lengths with * lard 

15e PL -250 Connector on each end. r a 

DIAL TELEPHONES 
French type phone made by t'.., iI It Tel. 

9J 
Copr 

he used for standard txtonso,: 
Used. Ea i $s xed. With OW 

A 
and 

8 -e LO N 
Loran Receiver .. 
Boats for aetermining 
Complete with Tubes a 

' 

l',. 
1..c. Cond. WC aDVmn .. .. 

. 
S49,95 

MID RANGE DRIVER 
Karon Revux.S similar t 

. 30: Peak Watts MI: Fr, 
cycles. 15 ohm VC Imp.. I - ",.. $IrSD hushing. $ ., 511.110 Value. All N, 

PRECISION RESISTORS 
Need e Iri. Resixtnrs7 We have 41 Resistors íed o a hoard removed from new equipment. 
12 Ea. -10.00(1 Ilhnte 0 Ea.- 111.71111 ()hm: 5 ía.- 
25.000 ohm: 5 Ea. Ohm; 2 Ea.- 50.000 
Ohm: 2 Ea..- 800.000 tOhm; 2 Ea.-100.000 Ohm: 
:1 ta.- 00.700 Ohm: I fa.- 11.07(1 Ohm. WGT. Alo pros. 

2 
1.bs. Ea. An Exc. Buy e $1.50 Ea.. 

s5.06 

CODE PRACTICE OSCI 
Type TG.5 

C Vn ¿wlllatorlprovides 1100 Cycle 
tone 

wire between 2 points. Uses 1 -221F2 Volt Battery 
and 2 Flashlight Rattories Tone Oscillator Is relay 
actuated and will follow a bug. All New Complete with single Earphone. less batteries. 

Set $7.50 
Set of batteries for above S2.00 

RECORDING WIRE 
Magnette Recording Wire on 35- Mon \I,. 1 -I. 

I Hour Recording Time. Will fit most ., 
or wire r he respooled on your 5.00 nonnl . All new. $1.50 Roll. Four lt. ,, 

See our previous ad for Special Surplus Items. 
All prices F.O.B. S. F.. Call,. Calif. rder, add 3's Sales Tor. 20or Dep. on all C.O.D..... Purchase, ondr. 
a500 snot 11,11 amount. It., -" subject to prior sal, 

STANDARD SURPLUS 
1230 Market St., San Francisco 3, Calif 

Telephone HEmlock 1 -3106 

WANTED! 
Equipment, 
Components or Parts! 
If you have something to sell, let 
ELECTRONICS WORLD readers 
know about it in our classified 
section. It costs very little: just 
50C a word including name and 
address. Minimum message: 10 
words. For further information, 
write: 

Martin Lincoln 
ELECTRONICS WORLD 
One Park Ave. 
New York 16. N. Y. 

ELECTRONICS 
PREPARE FOR A GOOD JOB! 

BROADCAST ENGINEER 
RADIO SERVICING AUTOMATION 

I TELEVISION SERVICING 
BLACK & WHITE -COLOR 

APPROVED FOR VETERANS AND SURVIVORS 
OF VETERANS 

BUILDING AIR CONDITIONED 
SEND FOR FREE LITERATURE 

BALTIMORE TECHNICAL INSTITUTE 
1425 EUTAW PLACE. BALTIMORE 17, MD. 

ELECTRONICS WORLD 
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The four -color sheet covers details 
on the company's Model 50180 high 
power charger and the Model 50181 
super charger for cars, boats, and 
tractors. 

Write direct to the manufacturer for 
further details. 

"SILCAD" BATTERIES 
Yardney Electric Corp., 40 -50 Leon- 

ard St., New York, N. Y., has issued a 
technical brochure on "Silcad" bat- 
teries entitled, "The Battery For You 

Wherever Long Life, Maximum 
Power and Minimum Space and 
Weight Are Required." 

The six -page booklet supplies ex- 
tensive data on physical and electrical 
characteristics of the cells, as well as 
numerous graphs comparing perform- 
ance of this system with that of other 
types of batteries. 

For additional information, contact 
the company at the above- mentioned 
address. 

TRANSISTOR HANDBOOK 
Allied Radio Corp., 100 N. Western 

Ave., Chicago 80, Ill., has published a 
new 64 -page handbook entitled, "Un- 
derstanding Transistors" by Milton S. 
Kiver. Priced at 50C, the handbook is 
available direct from the company. 

Beginning with a discussion of the 
properties of germanium, the opening 
sections of the book clarify important 
basic theory and provide a solid foun- 
dation for the succeeding chapters. 
Some subjects covered include atoms 
and molecules, electrons and holes, cur- 
rent flow, junction transistors, drift 
and tetrode transistors, surface barrier 
transistors, basic transistor amplifier 
circuits, power amplifiers, r.f. and i.f. 
amplifiers, transistor oscillators, silicon 
transistors, etc. 

Many additional transistorized cir- 
cuits, with a detailed explanation of 
each, are also included. There are over 
fifty diagrams and illustrations. -- 

AUDIO -VISUAL AIDS TO 
SCIENCE EDUCATION 

SIX new audio -visual aids to science 
education have just been produced by 

Bell Telephone Laboratories, and they 
are being made available without charge 
to educational institutions and profes- 
sional groups through local Bell Tele- 
phone Co. offices. 

The aids include 16-mm. sound films 
on "Crystals -an Introduction," "Brat- 
lain on Semiconductor Physics," and 
"Submarine Cable System Develop- 
ment." Also available are filmstrips with 
record narration on "Zone Melting" and 
"The Formation of Ferromagnetic Do- 
mains." Finally, a record album con- 
sisting of two 33% rpm discs on "The 
Science of Sound" is available. 

The training aids, which have been 
double- checked for technical accuracy 
and proper educational values, have 
been produced to complement regular 
lectures in science and engineering. If 
the record album is an example of the 
quality and excellence of the other aids, 
then we would not hesitate to recom- 
mend them as valuable adjuncts to train- 
ing courses dealing with the subject.. 
covered. 
November, 1959 

in CR Tubes Philco offers you 

Double Protection 
with Bond and Warranty 

ALL NEW ... Electron Gun 
ALL NEW ... Exclusive Phosphor Coating 
ALL NEW ... Long Life Filaments 
ALL NEW ...Super Efficient Cathode 
ALL NEW ... Focusing Anodes 
ALL NEW ... Aquadag Shell Coating 

Quality Tested - 
Life Tested 

Insist on Genuine 

PHILCO 

.004/ 

Star Bright 20/20 

ALUMINIZED 
PICTURE TUBES 

SENSATIONAL FREE OFFERS ! 

PHILCO FIi ICHIE PROGRAM 

Get All of the Details From Your 
Local Philco Distributor 

PHILCO ACCESSORY DIVISION 
WORLD -WIDE DISTRIBUTION 

SUPER POWERED SINGLE CHANNEL AMPLIFIER 
Minimum 20V -5 Watts on All Channels 
This all new super powered unit has the highest output of any 
TV channel amplifier with sufficient Bower to cover large 
communities with ample signal voltage and deliver a strong 
signal thru many miles of cable. The unit was designed spe- 
cifically for community television and is the only unit of its 
kind that does not produce power in fractions of a watt. 
For full rated output a high- powered commercial transmitting 
tube is usad. 

C. C. S. Service 26 db min. gain 63 mcs. band width 
Channels 2-13 as specified Requires only 1 V input 
Co -axial input and output connecters for 75 OHM Line 
Unear class A operation Low Power Drain 11 Amp.1 

Write for details today 

MODEL SPA 

$350 

SEG Electronics 1778 Flatbush Ave., Brooklyn 10, New York 
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for FUN, BUSINESS, SPORTS, INDUSTRY, BOATING, AUTOMOBILE 

the NEW Citizon! Broadea2tr 
COMPLETE 11 METER 

TRANSCEIVER 

NO EXAMINATION 

REQUIRED 

May Be Used 
by Anyone! 

* Oniser.al operation. One unit works on 115V AC or 12V mobile. 
Operates in home. Office. Car or Field. No tests n nation. 
required. Any citizen I . la years of age m u. any of the 
FCC- assigned 22 channel yin the 2Tmc ill , a for Inn. - 
milling and recentng. 

* EXCLUSIVE! Ce I switch allows choice of three channels for 
open lion. Rnei.rr and broadcaster unit. are tuned to same channel 

multantou.ly. 
* O rattemdy sty: only three 

c 
ontrols: Channel. Squelch 

and On /Off /Volume.e Squelch control subdues background no,.e 

for muted standby operation. Offers push -to -talk operation for 
ins tataane..us t I. a n 

' 

reception. 
* IO Tube Recei.er /Transmitter is crystal controlled for .table opera- 

tion. With proper crystals. all channel,. are co.errd. Tested pair. 
ailahle for any channel. 

* Power Input: - watts. AM modulated. t,,mparl: - only 
3shaUlBYa ". Light weight. 9 lbs. Meets all FCC requirement.. 

* Modern "li.ing design. Carrying handle also acts as lilt 
stand for Fused operation or n'u bracket for per In- 
.tallxnon. mk a,na 1hr Hroadcastere,tremel. .er.al ile. 

COMPLETE WITH CRYSTALS 
FOR CHANNEL 11 AND 

PUSH -TO -TALK MICROPHONE 

Only 12995 
$1100 DOWN $748 per me. 

.PLEASE RUSH NEW BROCHURE ON THE GLOBE CITIZENS BROADCASTER TO 

woar 

elltlkouq 
ueaùcut 

(/tnae úyl t 
LABORATORIES 

2 0277 

)415 W. BROADWAY COUNCIL BLURS IOWA 

NAME 

ADDRESS: 

CITY A STATE: 

SEND FREE CATALOG, TOO EW -11 ' 

NEVER FA I L- 
ZONE YOUR MAIL 
The Post Office has divided 106 cities into 

postal delivery zones to speed mail de- 

livery. Be sure to include zone number 
when writing to these cities; be sure to 
include your zone number in your return 
address -after the city, before the state. 

CLOSE -OUT! Government Surplus 

$100 Worth of 
Brand New Amphenol 

and CONNECTORS! 
Ideal for laboratories, 

and Monowatt PLUGS 

FOR ONLY 

post 
Hobbyists, repair shops, etc. w paid 
Packed in o n coaa 

w. 
rn ot 

U .SrAns. 
Postage paid 

DIAMOND ELECTRIC COMPANY 
1230 LYELL AVE. ROCHESTER, N. Y. 
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'HI -FI' YOUR SPEAKER 
FLEXICONE 

SPEAKER 

RESONANCE IMPROVEMENT KIT 

PR ICE 

$300 

Herds what John lXdgson, Editor of Na- 
tional Radio Institute News of Washington, 
I). C., says Matta FLEXICONE: "After 
Flexitnno treatment. a 12" speaker, which 
had been resonating at 90 cps, dropped to 
41 cps. Listening tests clearly show the 
improvement . nudium and high fre- 
quencies are cleaner and less harsh." 

Softens outer edge of speaker cone 
Improves frequency response and speaker tone 
Easy 12.3 application 
Reduces speaker cone resonance 10 to 40 cps. 
One treatment lads a speaker life -lima. 
Greatly increases bass r 

Each kit treats one IS ", two 12 ", four 8" or 
six 6" speakers 

PORTER i DIETSCH 
24S9 University Avenue St. Paul 14, Minn 

SOUND with 
SPECIAL INTRODUCTORY OFFER 

To acquaint you with FLEXICONE, 
Porter and Dietsch will give you 
FREE OF COST, one e 33.25 5" a 7" 
Tiny Tam high impact ee 
Speaker Housing with each Fleaicone 
Kit at $3.00 during the neat 45 days. 

"Tiny Tom" Available in 6 colors: Brown, Grey, 
speaker Pink, Green, Blue or Yellow. Install 
Housing anywhere or use on lest bench. 

$6.25 VALUE FOR ONLY $3.00, post -paid 

RUSH ORDER COUPON 

L 

PORTER S. DIETSCH, Dept. 1 

2459 University A SI. Paul 14, Minn. 

Gentlemen: Enclosed is my check for $3.00. 
Please send me postpaid the $6.23 value, one 
$3.00 FLEXICONE KIT plus one $3.25 Tiny Tom 
Speoker Mousing, IAII for $3.001 State choice of 
"bey Tom" color 
Name 
Address 
City 
Slate 
All Perte. and Dietsch products ere Foamed d 

by Lloyds of London 

What's New 
in Radio 

MULTI -PURPOSE TESTER 
Sencore of Addison, Illinois has an- 

nounced the release of its new SS105 
"Sweep Circuit Trouble- Shooter " -an 

instrument specifically designed to pin- 
point sweep troubles in both horizon- 
tal and vertical circuits. 

The new unit, according to the com- 
pany, is actually a "6 -in -1" instrument, 
serving as a universal horizontal oscil- 
lator, horizontal output cathode -cur- 
rent checker, universal deflection yoke, 
dynamic flyback transformer checker, 
voltmeter, and universal vertical oscil- 
lator. Checking cathode current in the 
horizontal output stages is greatly 
simplified by an easily replaceable roll 
chart which gives all necessary pin, 
current, and voltage data. An adapter 
socket eliminates the need for break- 
ing connections. 

The instrument weighs only four 
pounds and measures 7" x 6" x 3% ". It 
is currently available at electronic 
parts distributors. 

"POLY -COMM" CLASS D SET 
Polytronics Laboratories Inc., 253 

Crooks Ave., Clifton, N. J. is now offer- 
ing a 4- channel Class D Citizens Band 
transceiver in a choice of two dual - 
voltage models. 

The circuit features a super- sensi- 
tive, dual- conversion 10 -tube superhet 
receiver which incorporates fast -acting 

adjustable tube squelch circuit, de- 
layed a.g.c., floating series -gate -type 
noise limiter, and full 2 watts of audio. 

A unique electronic changeover cir- 
cuit switches from transmit to receive 
without use of relays by actuation of 

ELECTRONICS WORLD 
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You can still get 

this brand new 

STEREO-MONOPHONIC 

TEST RECORD 
produced by the editors of 

ELECTRONICS WORLD 

...and enjoy top performance 

from your hi -fi system! 

Special to 
our readers 
for only... 

The demand for this new, trouble- shooting test record has been, and still 
is, stupendous! So great, our original pressing quickly sold out! However, 
we've just received a new supply -and are prepared to fill your order by 
return mail. If you already have this wonderful disc, get several more as 
Christmas gifts for hi -fi- minded friends. If you haven't already ordered 
one, we urge you to join the tens of thousands whom it has helped 
achieve top hi -fi reproduction. By all means, fill in and return the coupon 
below, right now! 

Here are some of the questions 
this record will answer for you! 

How good is my stylus? Is it worn? 
Will it damage my records? 
What about my stereo cartridge? ./ Does it have enough vertical compli- 

V ance so that it won't ruin my expen- 
sive stereo records? 

d Is my turntable running at the right 
speed? 18 it free of rumble, wow, 
and flutter? 

VWhat sort of standing waves do I get 
in my listening room? 

,/ Are my speakers hooked up cor- 
rectly? Are they phased properly, 
and is the correct speaker connected 
to the right stereo channel? 

,/How perfectly is my system 
equalized? 
What about separation? Is it j/ adequate? 

You 'll get on- the -spot -answers to these 
and many other questions when you use 
this Stereo- Monophonic Test Record. 
It's the most complete test record of its 
kind -contains the widest range of es- 
sential check -points ever incorporated 
into one test disc! And, best of all, you 
need no expensive test equipment when 
you use this record! Just listen and get 
the thorough results you want - all 
checks can be made by ear! 
As a man who is seriously interested in 
hi-fi, you can immediately see the ex- 

traordinary 2 -way value you get from 
this special test record. First, it guides 
you in evaluating the quality of repro- 
duction your equipment now produces. 
Second, it specifies the adjustments 
necessary to get the best recorded sound 
you have ever heard! Add up the ad- 
vantages! Check the special low price! 
This is easily the best value of the year 
for everyone who owns a hi -fi system - 
either monophonic or stereo! 

Special Features of ELECTRONICS WORLD 
7" Stereo -Monophonic Test Record 

Four bands for stereo checks only - 
pfus three bands for checking stereo 
or monophonic equipment! 

Made of top -quality virgin vinyl for 
long wear! 

Specially- reinforced center resists 
wear! 

Delivered in special polyethylene en- 
velope -dust and dirt are sealed out! 

Fully guaranteed! 

Don't miss out -Order your Test Record for just $1 now! 

This Stereo- Monophonic Test Record 
has been produced as a service for 
readers of Electronics World. You can 
be sure that it comes as close to perfec- 
tion as is humanly possible, because 
the editors have poured their accumu- 
lated know -how into this project for a 
period of many, many months. You 

FILL IN 

AND 

MAIL 

TODAY! 

r 

may obtain a copy at the special 
reader -price of just $1. 
If you wish to order several test records 
for gifts, check the appropriate box in 
the coupon below for immediate ship- 
ment. Fill in and mail the coupon, 
together with your check ($1 per rec- 
ord) today! 

ELECTRONICS WORLD P.O. Box 523, New York 8, N. Y. 
Please send me tests records at $1 each. 
My money order or check for $ is en- 
closed. I understand that you will pay the post- 
age and that each record is fully guaranteed. 

Nome 

PLEASE RUSH! To be 
used as gifts. 

Address 

city 

Please print 

Zane State 

SORRY -no charges or C.O.D. orderst NOV. 

November, 1959 151 
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POWER SUPPLY 
Advance KIT BARGAIN! 

Primary 115V, 00 Cy. Sec., 400 -0-400 V. O 200 
Na., 8.3 VCT 0 4 Amp., 5 VCT 43 2 Amp std. 
mounting pins 8 Hy 200 Ma evokes and 5750 two B Med. 600 V oil condensers ....Kit tF . 

RELAYS! RELAYS! 
110 V AC DPOT 

W.L. ..52.95 
110 V AC DPOT 

Ceramic- Leach. 3.45 
12 V OC DPOT.. 1.35 
lt V DC SOT.. 1.33 

Sigma 5.000 ohm 
SPDT . 2.35 

LARGE STOCK 

RELAYS! 
24 V AC SPOT 

Sigma 1 -F 1.35 
w /bimr for 

110 V AC 1.65 
16.000 Ohm Plate, Mo- 

ma SF SPOT - adl. 
Will operate on SOO 
Mma 53.95 

AC. DC RELAYS 

* * ** * ** *Solenoids * * * * * * ** 
Issu 60 Cyr coot duty. 18 lb. ull ach 55.50 
6 lb. pull each 2.75 12 for 551 ü f e 510.001 

a 24V0 230V SORENO IN STOCK! 

POWER 

11TRANSFORMERa 
6.3.V.. 9 Amps; S V., 6 Amps. 
Slat mounting SPECIAL 5.95 
350 Mins SPECIAL 7.95 

McELROY 

TAPE PULLER 

11CSDC... $8.95 

CHOKES 
FULLY CASED 

6 h. 100 Ma..51.09 
y. 100 M.. 1.49 

10 ny. 150 Ma.. 2.19 
20 Ky. 300 Ma.. 8.95 
22 hy. 100 M.. 2.59 

SIr[naI Corps 
Earphones HlImpedance Dual 

Headset, complete w/ 
- terrific V lue'd. 

Used 
1 in 

Per Set ... 
. 

Ste. D 
2 for 53.25 

* * ** Transformers * * ** 
ALL WITH 110 VOLT PRIMARY 

6.3 V SEC. 
Amp 51s5 3 Amp 51.59 
Amp 2.45 I 15 Amp C.T. 3.95 

12 V SEC. 2 Amp 51.19 
24 V SEC. 1 Amp 1.25 
Step up dOmo Transformer 
110 V.220 V 12 Amp 59.95 
I10 V -220 V; 110 V -440 V at S Amps 5.99 

platPrimary IIS. 6 V -7 V- V, 75 VA 54.95 
. 3100 V CT 300 MA 515.95 

Sall 
O Amps 

constant 
v 

voltage. 95.135 V in 41.5 @59.50 

CO-AX RELAYSII 
12 or 24 V DC :please pecify). NEW.f10.75 ea. 

AG CO-AX CABLE: 
8 V S2ohm pd., 100 ft. length 57.75 
S9 A 172.Lm) : male and female 

connectors. 80 It. oils 2 45 ea. 
SS , 00 ft. length 75 ea. 

OIL CONDENSER BARGAINS 
I SPECIAL'' 3.9 mId 500 VDC 52.951 

2 MEd 600 VDC .49 12 MId 1000 VDC 2.75 
Mfd 600 VDC .75 MId 1500 VDC 1.75 

8 Mfd 600 VDC .90 16 MId 1500 VDC 2.95 
10 Mid 600 VDC 1.10 2 MId 2000 VOL 1.50 
12 Mfd 600 VDC 1.35 3 Mld 2000 VDC 2.75 
15 Mld 600 VDC 1.90 1 Mid 3000 VDC 1.85 
SO MId 600 VDC 4.25 2 Mid 4000 VDC 5.75 
20 DIM 650 VDC 2.75 2 MId 5000 VDC 5.75 

1 MId 1000 VDC .60 2 MId 10000 VDC 19.50 
2 MId 1000 VDC .75 1 MId 12500 VDC 19.50 
8 MId 1000 VDC 1.60 2 MId 12500 VDC 27.50 

L- O -O -K! PANEL 
1" M 

0.1 Ma 53.50 
0.200 MiceO -amps 3.50 
0.500 Mitro -amps 3.50 2 
0-1 Ma 3.25 
0 -3 amps, RF 2.95 
0.300 M'ceo.amps 2.95 
0 -30 Milli- amps 2.95 
0 -250 Milliamps..2.95 
0 -300 V AC 3.23 
40.0 b 6 05 3.95 
75 Micro -amps 

null indicator 5.75 

0 
0 -1 V DC 2.95 

0 
0.2.25 

V DC 2.95 
00 VDC 2.95 

3" M 
0 -200 Micro -amps .95 
0-8 AC 3.45 

METERS 
0150 V AC... 45 
0 -1 Mill 4S 
0.5 Mills 3.5 
0 -100 Mills 3.45 
0.5 Amp 

marked 011501.2.95 0-200 Mills . - . 3.45 
200.0 -200 V . 3.45 
0 -300 Amps DC 

5.45 _10.0 to D 5.43 
RUNNING TIME 

0 -9899 OE 110V 7.5 
0.9999 111T 330V 9.50 
Comb w /Erecta. 

ter, 197. 110 
V AC 17.96 

Cramer Neb. meter 
310 -130 V SS. 
62 cyr 9.95 

** SELENIUM RECTIFIERS ** 
FULL WAVE BRIDGE - 

I30 110 VAC ,nput 1 
12 amps 19.75 

150 mil, 51.25 30 24 VAC input 
200 mills 1.75 t 2 1.15 
300 mills ... 2.50 2a 2.15 
500 mills .. .. 3.50 7 amp 6.25 
11,2 amps 5.25 20 .m p 12.95 

SPERTI- VACUUM SWITCH! 2.95 
,ante as rd in ART -13 
TELEPHONE STUFF! 

4 WIRE TELEPHONE $9D e. COILED CORDS 
a 

ter 
DIAL Automatic [let 3.19 

TELEPHONE HAND SET W.E. TYPE 01 6.39 
STEPPING RELAYS 6.95 2 deck. 

16 deck. 22 po 22.50 

POWER SUPPLY Special!! 
BC-1056 ALL WIRED READY TO USE 

PRI -115V AC. SEC. 300V ., 200 Ma. 
1050 SEC. Reg. supply 20 Ma. 

1 Meter 0.15 Ma; S Tubes 18íK7, VR1O5. E. ei r l 
BHB. 5U4. 65971 ONLY i J - PYROMETER POTENTIOMETER 

Single scale. electrically compensated. made 
by Lewis Eng. in 556 50 

POWERSTAT 
0 -135 V AC dual -36 Amp 564 95 

M A R POWER SUPPLY 
115 V. 60 Cyr. input 12.14 VDC. 2 Amp $8.95 
output filtered and fully housed 

Min. Order S3.00 -25vs with order F.O.B. New York 
10 DAY GUAR. PRICE OF MOSS. ONLY 

Advance Electronics 
6 West Broadway New York 7. N. Y. REctor 20270 
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the press -to -talk button on the carbon 
mike. The microphone has a hang -up 
clip on the front for mobile applica- 
tions. A separate microphone preamp 
virtually eliminates all background or 
wind noise. Separate oscillator and a 
straight -through plate -modulated final 
yields a minimum of 2.5 watts output 
to any 52- or 72-ohm resistive antenna 
load. There is a built -in carrier and 
modulation indicator. 

Available for 6- v.d.c. /117- v.a.c. or 
12- v.d.c. /117- v.a.c. operation, the trans- 
ceiver comes equipped with a crystal 
for one channel while other channels 
may be activated by plugging in addi- 
tional crystals. Customers should spe- 
cify channel and desired power supplies 
when ordering. 

A specification sheet on the "Poly - 
Comm" will be supplied by the man- 
ufacturer on request. 

RCA SCOPE KIT 
The Electron Tube Division of Radio 

Corporation of Americo, Harrison, N. J. 
is now offering a 
new portable os- 
cilloscope in both 
kit and factory - 
wired form. 

The WO -33A is 
designed for lab 
technicians, hob- 
byists, hams, and 
experimenters. 
The kit contains 
simple step -by- 
step instructions, 
laminated circuit board construction, 
and oversize drawings. Components, 
keyed to their proper location, are 
mounted on one side of the circuit 
board and solder connections are made 
on the other side. 

On narrow -band position for the ver- 
tical amplifier, sensitivity is 3 mv. per 
inch and bandwidth within -3 db from 
20 to 150,000 cps. On wide -band posi- 
tion sensitivity is 100 mv. per inch and 
bandwidth within -3 db from 5.5 cps to 
5.5 mc. 

The 3 -inch scope is small, light- 
weight, compact, and truly portable. 
It weighs 14 pounds and measures 6'iz" 
wide, 8%" high, and 10 %" deep. 

COMPACT MV. /AMMETER 
Weston Instruments Division of Day - 

Strom, Incorporated, 614 Frelinghuysen 
Ave., Newark 12, N. J. has announced 
the availability of a single, compact 
electronic millivolt /ammeter which 
boasts zero -drift comparable to that of 
PM moving -coil instruments. 

The Model 1477 is designed for the 
measurement and amplification of a 
wide range of d.c. currents and volt- 
ages from 10 to 1000 microamperes and 
1 to 1000 millivolts. The instrument is 
a true d.c. meter with essentially zero - 
power drain from the source being 
measured combined with power -gain 
sufficient to supply 1. ma. output to 
drive its own indicating meter and 
external load of 5000 ohms or less. 
Since zero -drift is dependent only on a 
position of the galvanometer coil, long- 
time drift can be maintained to less 

BC 603 -20 to 27 MC FM 
RECEIVER 

See Sept. and Oct. 1958 issues of -CC?" for con- 
version to 20 -50 MC and AM. $ j 2.95 UNUSED ea. 7 
BC 604 -TRANSMITTER -20.27 MC FM. 
UNUSED 57.95 
Set of 80 crystals for the above. 
New per set of 80 55.95 
Hand Set for above. New 54.95 
Excellent $3.95 

AN /ART -13 100 WATT 
TRANSMITTER 

(Removed from Aircraft) 
Designed to provide radio communication by 
voice, (MCW) or CW telegraphy. Class "B" 
audio modulator system capable of modulating 
the carrier at least 90% on voice or MCW. In. 
corporates automatic tuning mechanism which 
may be used to select any one of 11 frequencies, 
range 2000 KC to 18,100 KC. Frequencies 200 KC 
to 1500 KC range is provided by addition of 
oscillator 0.16 /ART -13A. Condition good. Ship - 

ping Wt. 90 lbs. (Government original cost 

00tubes and meters $39.50 With 
Less meters but with tubes 524.50 
Less meters and tubes $12.95 
0 -16 Low frequency oscillator S 5.95 

50239 Coax. Chassis Connectors.... ea. S .29 
10 for S 2.00 

PL -259A Connectors -New ea. 5 .39 
10 for S 3.00 

ARR -2 RECEIVER. 234 MC to 258 MC. Easily con- 
verted to 220 MC. See August '59 issue "CQ" 
for conversion instructions. $3595 Complete with tubes ea. 

1E19 -5 PIECE TEST SET consisting of Signal Gen- 
erator 100 -156 MC, Field Strength Meter, 0 -1 MA 
-DC Meter, Battery Box and Chest. Shipping Wt. 
100 1bí. $ 1 9.95 EXC per set 
T -17 CARBON HAND MIKE -200 ohm. Press -to- 
Talk Switch. $5.95 BRAND NEW 

ID 169 /APN -12. SCOPE INDICATOR Complete 
with tubes and conversion instructions for 110 V 
60 

eye AC. $9.95 BRAND NEW 

HEAD SETS -HS 30 -Low Imp ea. S1.09 

RS 38 CARBON MIKE 53.49 
BC 659 TRANSCEIVER 27 -39 MC $ I 
Brand New 
Hand Set for above. New 54.95 
Excellent 53.95 
METER -0.20 Micro -Amps. New 54.95 
METER -0 -200 Milliomps. New 52.19 
CRYSTALS -100 Assorted FT 241's.. per 100 54.95 

BC -458 TRANSMITTER -5.3.7 MC $4,95 
Used 
BC -459 TRANSMITTER -7 to 9 MC $995 
Excellent , 

DU MONT OSCILLOSCOPE Model 256. Govt. 
Acq. Cost 51700.00. $99.50 Excellent . 

e 

WRITE FOR BARGAIN FLYER 

R W ELECTRONICS 
2430 S. Michigan Ave., Dept. N 

Phone: CAlumet S -1281 Chicago 16, III. 

Say you saw it in 

ELECTRONICS WORLD 

2 WAY PORTABLE RADIO SET 
Sends -Race les up to 10 miles as shown 

ur ,nlreds uf nulas . tl, uuteide nt.nos! no ar,d 
h 

4 n 
rmeUr 

:u 

. 

Ñined. 
PIaW. RD eKI.w AmOd Ata. bPReul 

AIIO BATTERIES. NO A(' PLUG-INS NEEDED, "l'... 
ih you 

n 

everywhere y a Eeep epMUa 

>- 

with heme. fra, 
Ilse 5 watt crystal enntrolld . 

e 
t r-temitiee Rego,' UnRod lFvErly P OhIRr- :1 'e. 

PI.IFIF;1>-PRACTICAL. Full i, 
matwn .nnos quiet espy toaetliee,. 

WESTERN RADIO 

SENO ONLY 53.01 ;b;; 
man 118.95 ('OD poetess on .. 

send $19.95 for postpaid d1,..'ß 
°lets kit include. sil n 
steal cabinet. -u 
of hatterke- fí.99: crystal SIt. 

PLETKLY WIRED AND 
POSTPAID 124.95. A res .1. 

toe -Order now before nn 

ARANTEED AVAILAIlI.I , I.l 
PROM: 
D_t. NT-11 ,HEIR. 

ELECTRONICS WORLD P 
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than 20v. after a few minutes' warm - 
up time. 

This new instrument uses no mechan- 
ical switches or choppers and is de- 
signed with a special electronic servo- 

amplifier whose high gain, coupled with 
full feedback, provides accuracy and 
stability without the adverse effects 
resulting from variations in line volt- 
age or frequency, condition of amplifier 
tubes, and other such variables. 

Full details on the Model 1477 elec- 
tronic millivolt /ammeter will be sup- 
plied by the manufacturer on request. 

"COMPLEMENTARY" TRANSISTORS 
The first in a series of complemen- 

tary n- p- n -p -n -p power transistor 
lines has been announced by CBS Elec- 
tronics' Semiconductor Operations. 

These complementary pairs of tran- 
sistors permit new circuit design econ- 
omies. They eliminate input and out- 
put transformers in push -pull circuits 
to save money and space while provid- 
ing improved frequency response, ac- 
cording to the company. 

This planned line of "pairs" is the 
result of consumer demand. The n -p -n 
transistors have electrical characteris- 
tics identical to those of their p -n -p 
counterparts. The pairs feature high 

voltages -up to 100 volts -for audio, 
control, voltage -regulation, servo, and 
computer applications. 

All types in the line have a maxi- 
mum collector current of 3 amps, a 
minimum large -signal current gain of 
30, and a maximum thermal resistance 
of 3 degrees C per watt. 

Complete technical data on this new 
series is available from the Informa- 
tion Services of the company at 100 
Endicott St., Danvers, Mass. Ask for 
Bulletin E -355. 

SIGNAL TRACER -GENERATOR 
Electronic Measurements Corpora- 

tion, 625 Broadway, New York 12, 
N. Y. is now marketing a combination 
signal tracer and generator as its 
Model 802. 

In the absence of a signal, the unit 
November, 1959 

FABULOUS Pre'. 
Christmas SALE 

R E with 

PAK 
every 

12 - 

(TREASURE 
CHEST 

of 
Electronics 

2nd free CHRISTMAS GIFT! 
PICK ANY PAK BELOW FREE 
WITH EVERY 12 -PAK ORDER! 

S2.50 SUN BATTERY: similar to ramea Rex: Age 
10 VOLUME CONTROLS: some w switch¢, 88e 
15 ROTARY SWITCHES:ee,te. Ranks. Reg. s, 88e 
35 TWO WATTERS:c.rbsee. Inci. i' . Reg. s 88e 
4 OSCILLATOR COILS: ini: 650 -1600 k, 88e 
S2 16 -END WRENCH SET: 15/64 to 7/10 88e 
15 RED MOLDED TIP JACKS: for testers . . . 88e 
50 PLUGS /RECEPT''S: sump. pwr.. MC> -88e 
20-pc. DRILL SET: 1,16 tore vas x oath,.: 88e 
2 VARI- LOOPSTICKS: 540 -1500 kcs 88c 
S25 SURPRISE PAK: large. asst. radto-TV pail- .88e 
60 TERMINAL STRIPS: solderlog. bindIo .88e 
40 HI -Q COND'S'RS: porcelain. NPO. too. . 88e 
20ARTISTSBRUSHES: loon bristle. Reg. s_. 88e 
12 -HR. CLOCK: penfIte edit powered 88e 
6 SILICON DIODES: SOY. 1N22. IN23. 
Rest. 836 88e 
S7 POSTAGE STAMPMIKE:XTAL 100 -7000 88c 
70 ONE WAITERS:0001. value CArhon., se.s 88e 
2 TRANSISTOR IF'S: ye- eu. 456 k 88e 
S5 HEARING AID PHONE: anal w cord ml 88c 
30 ASSTD. MOLDED CONDENSERS: line,l 88e 
TOELECTROLYTICS :I0.5UOmr- 450VDC.712 ,188¢ 
B SUB -MINI SOCI:ETS: for transistors. Miva6ll 88c 
10 POLY BOXES: plastic. snap locks. hinged 88c 
8 GERMANIUM DIODES: grasssealed, lead, 88e 
35 DISC CONDENSERS: to 3000 VDC. 115- reg 88e 
5 JEWELERS SCREWDRIVERS: aubminl work 118e 

S ROLLS MICRO -WIRE: =24 thru e32: for 
translator h-minl ircoli, 
40 SILVER MICAS: nnest made: I to 5- 

2Öta. 
lue,. Reg. $25. ,one reg. s3 ea 

HI -p MOLDED OILS: condensers used I 

BBc 

88e 

finest commercial gov't dopt.: .1 mf to 1 not 1 

800V. Reg. 1140 BBC 
MINI GEIGER COUNTER TUBE: dozens or 
radiation detection uses 2. long. Is" tile. BSc 
30 POWER RESISTORS: low S to 50W to 
20K. Vitreous too. Reg. 715 88e 
75 RESISTOR SPECIAL: low, precision. cor 
bon, variable, miniature types. Worth 1115 (18e 

order 

LEKTRON'S FREE Treasure Chest in- 
cludes: transistor. diode. resistors. con- 
densers, controls worth $15.00 - all 
pre -packed in a handy "useful chest" 
to save you money! 
20 PILOT LIGHTS: mini. 1,0V. re.; ze. to 0> .88e 
35 TUBE SOCKETS: 4.9 pin; snlelae,eseti ó, 88e 
WIRE STRIPPER: cI6 inru r22 hookup 88e 
2 NPN TRANSISTORS: ,,d in twpmer radio- 88c 
1500 pcs HARDWARE: nuts, screws, eh, 88e 
2 SELENIUM RECTIFIERS: AC-DC. 65 u. 88e 
3 TRANSITRON SEMI-CONDUCTORS' 88c 
6 AC -DC LINE CORDS 88c 
60 TUBULARS: n 

s 
per molded. 0.000¢-. ' . 

0.5 f to 10000'. Reg. 1114 88e 
5 -IN -1 DRILL BIT: ream,, rape,. 

na dress: 0n band B r power drills 88e 
2 1Y1ANSISTOReVARIABLES:1vk- su.. 2- 

haft. Dual 505 f. Reg. $9 
40 SUBMINI CONDENSERS: for transistm 
printed circuit work. 

Reg. $7 
40 PRECISION RESISTORS: aast. carbon. 
avow.. lní, , Reg. $10 
60 RADIO -Tv KNOBS: asst¢. colors. toes 
Istlon. Re 81 e 
300 -FT. HOOKUP °WIRE: tinned, ants. 
etoes. lors. Reg. $3 

RCA PLUG -N -JACK: ,et. matched. For 
pa. tunen. hobos 

60 MICA CONDENSERS: to .01 to 1200v. 
Silver too. Reg. 828 
40 SUBMINI RESISTORS: v4- long. Assts 
3Salues 1 /SW to IO me a. Reg. 80 

TRANSISTOR XFM' S: and couplera. sob 
Inl size. 100.5 of audio. etc. Reg. Slit .88e mini 

HALF-WATTERS: asstd. value carbon 
resistors Incl. Sri. Reg. 1112 88e 
60 CONDENSER SPECIAL: molded. paper. 
ceramic. oil. mica. discs, variable 88c 

I -Q RESISTORS: Insulated. carbon: I 
too. & 1W. lu ohms to 10 TORS. Reg. 1111.! - .88c 
2 "FLEA" POWER MOTORS: 1, n, 
pebble cell powered. Perm. magn. Size, I j 

1 ^ shall 
15 "SEALED" CIRCUITS: bnul- 
condenser coupling circuits for - 

Rm. 110 

88c 

88c 

88c 

88c 

88c 

88c 

88c 

88e 

88c 

88c 

Free Surprise Gift with Every Order! 

FREE! WRITE FOR GIANT BARGAIN 

MINIMUM ORDER 
2 Poly Pakt per order 

ORDER EY LACK -TYE 
HEADLINES. i.e.. 10 VOLUME 
CONTROLS. 88e. State . 

' 

ce 
Mwith each item. Send cheek or 

o i d g Ri - tpot- 
ge; excess tuned. C.O.D. ders. 2S °b down; rated, net 
o days. INCLUDE POSTAL ZONE address. I 

, owlet. 486 1st ID.: 28e ea. add'i lb.) 
i 

VOM OWNERS 
Get FREE COPY of unusual reference 
bulletin packed with valuable data: 

"ALL ABOUT VOM's" 
Rapid ans ae to Il VOM problems. No 1 at- 
tacked, but quantity is limited. SEND TODAYn a post 
card: paste this ad, or write. RIVE MAKE & MODEL 
OF YOUR VOM. 

NEW WORLD LABORATORIES 7,°;,,:et.1.1i7-w r 

- MAIL ORDER HI -FI 
You can now purchase all your Hi -Fi from one 

liable mum* and be assured of perfect delivery. 
Carlton makes delivery from NY stock on most 
HI -FI, Recorders and Tape within 24 hours. SEND 
US A LIST OF YOUR HI -FI REQUIREMENTS 
FOR OUR WHOLESALE QUOTATION and our 
FREE wholesale catalogue. 

CARSTON STUDIOS 
12S-TD East 88 St. New York 28, N.Y. 

CATALOG- Year's Subscription! 

LEKTRON 
133 Everett Ave. 

Chelsea 50. Mass. 

THE ULTIMATE IN CITIZENS RADIO EQUIPMENT 

A new & solo - ",t C -R Tranamltter- Receiver. The very 
aximum i performance from presently known meth- 

ods. A singlet unit housing a separate 5 watt 14 watt 
output, transmitter and 1J tithe ultra nxltive- 
sclective receiver not a transceiver, only the power 
supple In r n to both unit,. 
XMTR consists of 3 stage RF circuitry uain. smllling 
type tubes, 8 channel crystal selector, relay slouching. 
Dual Cl ,nlwn tall fixed 23 channel tuneable . 

N'W V marker at 27mc for exactness in t 1111F0 F 
& meter. Ill short the Esxco ULTIMATE has 
everything Wild ask for to obtain maximum 

formance.. 
you 

double 169.95 r low price of 
ATT. A U.N 

unique 
tB -1 o asked for thin. 

A unique attachment llc!t neo erts the present 
super regen. receiver to a litive` super -het. Factory 
completed unit ready for easy Inxlallation In CII.1 r 

equires small amt. rewiring In nr lgiml delerlor stage. 
Present tuning control used for SELECTIVE 16.95 
reception of all C-1t channels. Standard model. 
Special model w lib 5 posit. XMTIt crystal ow. 25.95 
CAN'T GET : YOUR PRESENT C -B unit to put out? . 

Onler n Lassen Tmont eTFR. Complete wired & tested 
RF unit of n aximum HT. Ready to install 

r 
power 

' 9.95 with your present lo 
¢ 

supply & modulator. 
The ESSCO ltAL 6P antenna, sturdy tempered steel 
elements. 3dh power gain will double your 21.95 Present range 
-THE CRn NEWS" A monthly info packed bulletin. 
Will bet you obtain from C - 0 
Lion. Send 

YOU 
addressed :10 envelope for free cony. 

ESSCO C-B HOTS SB 
NYC 13 

WALKER VT. 
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the most important Hi -Fi dollar 
you'll spend 
this year 
will be 
for the 

new 

HI -FI 

DIRECTORY 
& BUYERS' GUIDE 

H RS aVr - 
D E I' 218Qo 

DrRIECCTORY 

Mo 

or Tuo.rv, Aalyllflon for Ta Ior 11,orarr ad yo Roco,y,or, 
Monaural 

Now on sale or order by coupon today. Only z1 

The hi -fi enthusiast who makes the smartest investment knows long beforehand 
exactly what equipment, prices, and specifications await him. You too can get the 
complete story- before you ever actually step into a store by buying the big 1960 
edition of the HI -FI DIRECTORY & BUYERS' GUIDE. It's jammed from cover to cover with 
listings covering virtually every piece of hi -fi equipment manufactured. 

Complete with all prices and specifications, it includes illustrations of hundreds of 
products. The world's most comprehensive hi -fi reference gives you entire sec- 
tions on: 

TUNERS RECORD PLAYERS TAPE RECORDERS 

CARTRIDGES TONE ARMS TURNTABLES 
AMPLIFIERS PREAMPS LOUDSPEAKER SYSTEMS 

RECORD CHANGERS ENCLOSURES AND CABINETS 
PLUS: Helpful articles and features on what to look for, how to buy, advantages and 
disadvantaçes of different models, how to judge quality and recognize a bargain. 

BUY YOUR COPY OF THE 1960 Hi -Fi DIRECTORY & BUYERS' GUIDE AT YOUR 
NEWSSTAND OR RADIO PARTS STORE, OR ORDER BY MAIL TODAY USING 
THE HANDY COUPON BELOW. ONLY $1 

Ziff -Davis Publishing Company 
Department EW 119 
434 S. Wabash Avenue 
Chicago 5, Illinois 

Please send me a copy of the 1960 HI-Fi DIRECTORY & BUYERS' GUIDE- 1 enclose $1.00, 
the cost of the DIRECTORY, plus 10¢ to cover mailing and handling charges. (Canada and 
Foreign. $1.25 plus 14 postage.) 

NAME 

ADDRESS 

CITY ZONE STATE 

generates its own signal for audio, i.f., 
or r.f. testing. The Model 802 also in- 
corporates a noise locator circuit for 
checking noisy components and uses a 
magic -eye tube for visual detection and 
a speaker for aural detection of the 

signal. In addition, provisions are made 
for using the instrument as a substi- 
tute speaker or amplifier. It can be 
used for checking and comparing mag- 
netic, ceramic, and crystal cartridges. 

The instrument is transformer -oper- 
ated for safety and high efficiency. It 
uses separate high -gain r.f. and low - 
gain audio input channels and gener- 
ates an audio signal of approximately 
400 cps for testing audio systems. It 
also generates a modulated signal of 
455 kc. for testing i.f.'s in radios using 
this i.f. frequency. 

The Model 802 comes complete with 
a shielded crystal demodulator probe 
and two shielded audio probes. It is 
available in either wired or kit form. 
It measures 10" x 7" x 5" and weighs 
71, pounds. 

PLASTIC "EXTENDER" FREE 
Electro Chemical Corporal ion of Jer- 

sey City, N. J., is offering users of its 
"No -Noise Volume Control" and "No- 

Noise Tuner -Tonic" a free bonus in the 
form of a 5 -inch plastic extender for 
use with these aerosol packaged prod- 
ucts. 

The extender, which fastens to the 
top of the spray can, has a push- button 
assembly. It is ideal for pin -point ap- 
plications of the liquids and does not 
cause shorts. This free premium is 
available through jobbers. 

SHARP CUT -OFF TETRODE 
Westinghouse Electric Corporation 

has recently introduced a new high - 
frequency, sharp cut -off tetrode for 
use as the r.f. amplifier in v.h.f. tele- 
vision tuners. 

Designated as the Type 6EV5, its 
high transconductance and high input 
impedance at 200 mc. makes it suitable 
for use in i.f. amplifiers and other 
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v.h.f. applications. The new tube is 
very similar in construction to the 
6CY5 but has higher available gain and 
lowered noise figure as the result of 
its high input impedance, high trans - 
conductance, and low value of screen 
current. Under typical operating con- 
ditions -plate voltage of 250 volts d.c. 
and screen voltage of 80 volts d.c. -the 
new tube has a transconductance of 
8800 mhos for a plate current of 11.5 
ma. and a screen current of 0.9 ma. 

For full information on this new 
tetrode, write the company at P.O. 
Box 2099, Pittsburgh 30, Pa. 

SMALL ULTRASONIC CLEANER 
The NARDA Ultrasonics Corpora- 

tion, 625 Main Street, Westbury, L.I., 
New York has recently introduced a 

new, low -cost multi -purpose "SonBlast- 
er" ultrasonic cleaning unit which can 
handle two different jobs at the same 
time. 

The Series 400 ultrasonically agi- 
tates the contents of two 400 ml. Pyrex 
glass beakers. This permits the wash- 
ing and rinsing of parts simultaneous- 

ly, using two different solutions at the 
same time. 

The new "SonBlaster" consists of an 
ultrasonic generator, Model G -401; a 
transducerized ultrasonic tank, Model 
NT -401; and two 400 ml. Pyrex glass 
beakers. Items to be cleaned or proc- 
essed may be placed in separate beak- 
ers or directly in the tank itself. The 
device operates from a standard 117 
volt, 50 -60 cps line and draws no more 
current than an electric light bulb. 

The company suggests its use in 
cleaning delicate products and parts 
including dentures, dental instruments, 
contact lenses, gears, relays, poten- 
tiometers, miniaturized components, 
radioactive lab apparatus, semiconduc- 
tors, timing mechanisms, etc. 

Write the manufacturer direct for 
additional details and price. 

NEW TUBE FOR SSB 
The Electron Tube Division of Ra- 

dio Corporation of America, Harrison, 
N. J. is now offering the first beam - 
deflection tube specifically designed for 
balanced -modulator, balanced- mixer, 
and product -detector service in single - 
sideband communications equipment. 

The RCA -7360 will make possible 
simplified, low -cost circuitry with im- 
proved performance for single -side- 
band and double- sideband, suppressed - 
carrier communications equipment, ac- 
cording to the company. 

The unique deflection systems of the 
tube makes it suitable for use in low - 
distortion audio -fader circuits, remote 

HANDLE THE TOUGH 
SERVICE JOBS 

as slick as 
you do the 
easy ones! 

COMPLETE 
TRAINING 

in modern 
Professional 

methods 

This giant, 822 -page 
guide brings you the kind 
of PROFESSIONAL Serv- 
ice training that helps you 
handle the toughest radio - 
television- electronic jobs as 
slick and as accurately as 
you now do the easy ones. 

For beginners, Radio & 
TV Receiver TROUBLE- 
SHOOTING AND REPAIR 
is a complete, easily under - 
stood training course. For 
experienced servicemen, it 
is an ideal way to "brush 
up" on specific jobs: to de- 
velop better troubleshoot- 
ing methods and shortcuts; 
and to find quick answers 
to puzzling problems. 

Invaluably step- by -tep guides help you trouble - 
shoot in less time and with a minimum of testing. 
Each service procedure, from locating troubles to fix- 
ing them fast and accurately, is covered in text and 
by more than 417 how -to -do-it illustrations. ('rice 
only $6.75. 

PRACTICE 10 DAYS ... FREE! 
r 

Dept. RN -119, RINEHART & CO., Inc. 
232 Madison Ave., New York 16, N. Y. 

Send TROUBLESHOOTING & REPAIR 
manual for 10 -day examination. If I like book. 
I will then send you $6.75 tplus postage) in 
full payment. Otherwise, I will return book 
and owe nothing. (Save) Send $6.75 with 
order and Rinehart pays postage. 10 -day 
money -back g fee -I 
Name 
Address 
City, Zone, State 

ICRO 
ELECTRON TUBE 

INTRODUCES FOR THE FIRST TIME 
ANYWHERE A SELECT STOCK OF USED 
TUBES AT A FABULOUS LOW PRICE 

ALL TUBES SENT POSTAGE PAID 
Please send 25c handling for orders under $5 Send 25' 
deposit on C.O.D. orders. Send approximate postage on 

Canadian and foreign orders. 

ICRO 

Each and every tube 
for guarantee 

mutual 

ll nductanCe 
'andelife test, our own laboratory 

purchased 
from 

replacement 

function any tube 
m us which fails to 

one year of 
Prompt ll 

The 
any defective 

merchandise. y under 

any or all operating conditions. 
advertised 

tubes 
refunds 

are made electrically 
advertised 

perfect factory 
are not necessarily 

new, but is clearly seconds so marked. or used may be 
0A2 tubes -each 
020 

SY3G7 68146 IA7GT 
SY4G 6816 65F5 

147G7 68K5 65F7 
19806 31400 647 

68K7 6517 1248 G 1NS0T 648 
68L /GT 65K7 12ÁG5 1916 

1L4 6ÁB4 
68146 65L7GT l2Á76 1978 

1L6 6Ár4 6aN6Gi 65N7Gi 12477 244 
INSGT 

6AC5 68Q7 6507 12AÚ8 254 VS 
30507 64G7 SBYSG 6557 12AÚ7 25866 

ass 6ÁM407 
61327 6T8 12ÁV7 

25L6C7 

174 6ÁM6 
6Ca 6U8 12AX4OT 25w i. 6AKS 2525 1Ú4 

6AC5 6C5 6V6 12AX7 lÚ3 6C6 6 GT 12ÁZ7 2526 
1V2 6ÁL7 

6C86 5W6GT 1280 26 
1X2 64M8 

6CD60 6 %q 12805 33A 
2A3 64148 

6CF6 6 55 12B47 3585 
24F4 64Q5 6CG] 658 12BE7 35C5 
2474 6406 

6CL6 12BF8 35L6Gi 
3805 648507 6C/V16 744 /XXL 1213147 35W0 
3826 6C 745 128 35Y4 
3C86 6476 6CN7 746 12887 372507 3CF6 6478 6C56 747 128Yy 
3056 64Ú4G7 6CÚ6 748 12CÁ5 á344 
3Qÿ4 64Ú5G7 6DE6 764 1215 

4 GDg6 785 12K7 3 
350 

66114(1°8 6F6 786 12L6 43 
LTA4847 6A VSC7 6146 768 -207 5085 6A V6 610 7138 12547 3 

64we 615 7C4 SOCS 
5458 

64 %407 617 7C5 SOL6GT 5476 1257 50X6 SAV8 6B85G7 6K6GT 7C6 
1257 58 54w4 61(7 7C7 CT 

SBK7 6BÁ6 
6148 7E6 1 57 

518 68CS 
617 7E7 I2VBDT 88 

Sie 68C8 
614] 7r7 123460T 714 

578 6006 
607 7F8 12X4 75 

SUe 6815 654 7H7 1223 76 

so 
SV4G 65867 7147 14Á7/12B] 77 
SV6GT 6816 6547 707 1086 78 

WRITE 
6BCGG 

65C7 
7Y4 / % 

%FM 
í9O7 80/624 E DEPT. EW -11 FOR OUR FREE 19ÁÚ40T imis a SPECIAL PURPOSE 

COMPLETE 
LIST OF TUBES URPOSE TUBES 

ELECTRON TUBE CO. P.O. BOX 55 Park Station, Paterson 3, N. J. 

November. 1959 

1 
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Coming in December Electronics World: 

I 
filsomidia 

crei Warfare in Electronics"' 
Jamming could save your life! The old art of deceiving an enemy's radio 

or radar system looms as one of the most important defensive weapons 
in our arsenal. 

In next month's exciting ELECTRONICS WORLD article "Electronic 
Countermeasures " -you'll get authoritative, important answers 
to such problems as false range information ...decoy missiles 

...misleading radar echoes... plus a complete historical 
survey that will show you how electronic counter- 

measures saved thousands of lives and helped 
bring us victory in World War II. 

You'll also enjoy such important December ELECTRONICS WORLD articles as: 

LET'S LEGALIZE AMATEUR PHONE PATCHES -A prominent telephone company 
official tells you how the now illegal phone patch could be legalized -to the benefit 
of all concerned. 

DIELECTRIC HEATING -Find out how this important process is now being used to 
package goods, prepare plywood, bake foundry cores, mold boats, make plastic 
bags, produce many other varied products for home and industry. 

BUILD YOUR OWN STROBE ANALYZER -Complete construction details on an un- 
usual and versatile strobe unit that can be used to "freeze motion ". It's helpful in 
looking for causes of vibration in equipment, checking turntable motors, and per- 
forming many other important jobs. 

BALANCING YOUR STEREO SYSTEM -Here are complete instructions that make a 

handy guide for matching the acoustic output of your stereo channels. 

All of these features are coming your way in December ELECTRONICS WORLD- typical of the coverage you'll enjoy 
month after month in the world's most authoritative technical electronics magazine. Subscription rates will go 
up January 1st, so take advantage of the present low rates to bring ELECTRONICS WORLD to your door every month. 
Subscribe today! 

SUBSCRIPTION RATES 
one year $4 two years $7 three years $10 

ELECTRONICS WORLD 434 South Wabash Avenue, Chicago, Illinois 
156 ELECTRONICS WORLD 
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switching of studio and high -fidelity 
equipment, and other applications in 
which isolation of control voltage and 
signal voltage is required. The tube is 
capable of operation up to at least 100 
mc. 

This nine -pin miniature features bal- 
anced push -pull output with single - 
ended input; high gain and large out- 
put- signal voltages; self- excited opera- 
tion; stable balance with life over a 
wide range of temperatures; high input 
impedance, 60 db carrier suppression 
in balanced -modulator service, and 40 
db oscillator -signal suppression in bal- 
anced -mixer service. 

Full specifications on this tube are 
available from the company's tube dis- 
tributors. 

CRT REJUVENATOR- TESTER 
BcEK Manufacturing Co., 3726 N. 

Southport Ave., Chicago 13, Ill. is now 
offering a new, 
completely self - 
contained CRT 
cathode rejuve- 
nator and tester 
as its Model 440. 

This new model 
is completely in- 
tegrated. It tests 
and rejuvenates 
all black -and- 
white and color 
picture tubes at the correct filament 
voltage from 1 to 12 volts, including 
110 -degree tubes with 2.34, 2.68, 6.3, 
and 8.4 volt filaments. The unit tests 
and rejuvenates each gun of color pic- 
ture tubes the same as black -and- 
white. 

Testing and rejuvenating can be per- 
formed with the picture tube in the 
set. The Model 440 checks leakage, re- 
stores emission and brightness, repairs 
inter -element shorts and open circuits, 
life -test checks gas content, and indi- 
cates picture quality by means of grid 
cut -off readings. 

The unit is housed in a leatherette - 
covered carrying case. A data sheet 
on this new service equipment will be 
supplied by the manufacturer on re- 
quest. 

PACKAGED CIRCUITS FOR TV 
Centralab, Division of Globe -Union, 

Inc., Milwaukee, Wis. has announced 

the addition of three new packaged 
electronic circuits for replacement ap- 
plications in television receivers. 

Designed primarily for RCA and 
Philco sets, the new units are the No. 
PC -336 retrace suppression circuit, the 
No. PC -337 phase comparator circuit, 
and the No. PC -340 a.g.c. voltage di- 
vider. 

There are an estimated 500,000 tele- 
Noveleber, 1959 

4 
NEED 
THIS... 

COJEE 
ALL NEW 1960 

L 
CATALOO 

601 

204 
KING-SIZED 

ItI% 
EVERYTHING 
IN RADIO 
TV AND 

liELECTRONICS lt ' 
100'S OF 

NEW ITEMS 
LISTED HERE 
FOR IST TIME 

Im 
21 PAGES 

OF BARGAINS 
NOT IN ANY 
OTHER CATALOG 

16itaratitre 

.'. ..-+`yr++j` 

11 'P., 74 1,1--0 `;% 

I BURSTEIN- APPLEBEE CO. Dept. M. 
1012 -14 McGee St., Kansas City 6, Mo. I Send Free 1960 I3A Catalog No. 601. 

BYRSTEIN-APPLE6EEC 

NAME 

ADDRESS 

CITY STATE 

RADIO PARTS STORES & HI -FI SALONS! 
Hundreds of dealers across the 
nation profit by selling ELECTRON- 
ICS WORLD each month to their 
customers. Are you one of them? 
ELECTRONICS WORLD helps build 
store traffic ... keeps customers 
coming back month after month 
for the merchandise you sell -and, 
best of all, you earn a neat profit 
on each copy sold -No RISK IN- 
VOLVED. 

So get details on selling ELEC- 
TRONICS WORLD, the world's larg- 
est selling technical electronics 
magazine. Or, order your copies 
now. Just use the handy coupon 
below. 

Direct Sales Department 
Electronics World 
One Park Avenue 
New York 16, New York 

Att. Jerry Schneider 

rl Send me copies of ELECTRONICS 
WORLD for resale in my store each month. 
No risk involved on my part. 

Send me details on selling ELECTRONICS 
WORLD in my store. 

STORE NAME - 

ADDRESS 

CITY 

SIGNATURE 

ZONE -STATE -_ 
EW 119 

157 

www.americanradiohistory.comwww.americanradiohistory.com

www.americanradiohistory.com
www.americanradiohistory.com


BARRY 

TUBE N S.I INDUS ELECTRONICS Q TRIAL 
TV 

CORP 

WRITE FOR FREE TUBE PRICE LIST 
7.6 KVA Isolation Transformer Pri: 115 /or 230/1/60 
CPS with 10% taps. Sec: 115/1/60 CPS (n) 7.5 KVA. 
500 lbs. Value 0600.06. Unused @5 $INN 
Auto -Transformer Pri: 115/1/60 CPS -30 Amps. Sec: 
115 chili 135 Volts in two Volt steps err 24 Amps. (3.37 
KVA). Unused, orig. pack... Only $16.11 
Scintillation Counter Brand new. Orig. cartons. Ready 
to operate with fresh set batteries. Reg. $245.00. Spe- 
cial price $49.95. 10 times more sensitive than usual 
Geiger Counter. 
E Gasoline er Kerosene Heaters Orig. pack. Spe- 
cial $6.00 
Dual Emergency Lamp. Use as portable lamp or attach 
to 110 VAC or DC line. When power fails, lamp lights. 
755o dia. 71/4" high. $6.00 (less battery) 
Telephone Wire. 3.000 Ft. Reel C SIL60, (two reels 

ULM) 
Electra -Veiee Sits! Mike. Model 915. Brand new/ orig 
mfrs cartons. 04,06 
Acorn Socket S, 15, each. 
FiveWay Binding Posts 22r each (red or black- 
specify . 

Special! W2EL SSD Transformers. New. 95e (3 for 
52.50, 10 tor $7.60) 

T -17 Mike, Brand new Sealed package Only $4.96 
Glas -Line ( $2.11 per hundred feel. 
Geloso Tape Recorder 0179.95. Brochure available. 
CLOSED- CIRCUIT TV CAMERA. NEW. Brochure 
available. 
Freed Power Transformer Pri. 117 V. (g 60 CPS Sec. 
(1) 900 V.CT (1 60 Ma. DC; 2 5 V. ( 2 amps.; (3) 
6.3 V. ( !Mamas.; '4 83 V. ( 1.5 amps. Freed 49952. 
Packed two to orig. box. Net weight each xtmr: 12 
lbs. Price $2.50 each 
Electrolytic Capacitor Special 4 times 20 Mfd P, 450 
VDC 75v 
Binary Baler G.E. Model 43N1111. For industrial count- 
ing, interval timing, repeat cycling, nuclear applications. 
etc. Complete with 5963 Tube. Sealer fits regular octal 
sockets. $6.11 each 40 for 04.00 each 
FTR Miniature Choke. Brand new. Hermetically sealed. 
2 Hys. at 130 Ma. 2) %t" H x ll /:" W. x 1" D. Price 40e 

each ten for $3.00, one hundred for $20.00) 
175 KC IF Transformer ( 50e each. 
IN6A Metal Plate Cap. Fits other similar tubes. 

Special 111+ 

Special O.E. Auto Lamps 6.3 Volts. Orig. packing. Box 
of ten 50,- per hot. 
G.E. Single Pole Six Position Heavy -Duty Ceramic 
Switch W Knob r. 51.50. 
Precision ES -500A Wide Range 5" Scope (, $125.00 
10 KV Heavy -Duty Test Leads. ICA4317 ( $1.25 
VTVM Signal Tracer Probe. ICA4310 (, $1.75 
.002 Mrd Mica Capacitor o, 12,600 Whs. New P, 5.96 
Automatic Electric DeLuxe Desk Phone. Complete with 
Ringer fno dial,. Has necessary connecting cable. It has 
complete hand set. Ideal for private phone intercom, 
extensions, etc. Good. used condition. Special Price 

$6.96 each. 
Hammarlund Giant Split Suter. Dual 150 Mmf. 
Capacitor .375" spacing with built -in right -angle preci- 
sion worm -gear drive in center of unit. allowing capaci- 
tor to be installed parallel to panel. Brand new. boxed. 

$11.60. 
G.E. Power Supply. Input: 115 VAC (ii 60 CPS. 
Output: 6,000 Volts for CR tube. etc. Heavy -duty relay 
rack panel. Brand new. Original crate. 024.96 with 
tubes. 
Heavy -Duty SPOT Knife Switch- $1.00. 
Collins Transformer. 115 VAC (, 50 60 CPS. Sec. 500 
VCT to 130 Ma. $2.01 
Tone Generator. Provides 4 fixed tone frequencies, 
having high freq. stability and sq. wave form. Output: 
1 KC, 1.5 KC. 8 KC, 12 KC- -all square waves. Like 
new, with schematic, less tubes. $22.50 
G.E. Pyranel .2 Mid Or 10 KV Capacitor. 04.16 
Triplett 0 to 300 VAC Voltmeter. (Round) Excellent for 
checking industrial 220 VAC lines, etc. Large 4" Dia. 
Complete w,'hardware. Brand new in original Triplett 
carton.. 04.06 
1 to 16 RF Ammeter. 31/2" Rd. Brand New. Orig. Boxed. 
Simpson. W /hardware.. $3.66 
Heinemann Circuit Breaker. 230,'115 AC Volts. Trips (a, 
10/20 Amps respectively. New. Boxed. $2.T6 
Strobe Light Unit. Useful for Airports /Photographers. 
Visible 3 miles in bright daylight. Super buy at only 
$26.60, with instruction book. )Write for details or 
order direct.) 
Je.Rings Model "U" Variable Vacuum Capacitor -.50 
to 250 MMFD, (. 15 KV. New MIA 
Medium Diheptal C.R. Socket -21/4" diam. $1.00 

All prices F.O.B. N.Y.C. Specify method of ship- 
ment. All merchandise insured and guaranteed 
for cost of mdse. only. Receiving tubes guar- 
anteed 90 days -Special purpose & Xmtg. tubes 
guaranteed 30 days. Phone WAlker 5.7000. 

BARRY ELECTOR PNICS C. 
512 Brcadway, Dept. EW- I 1, New York 12, N.T. 
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vision sets now in the field incorporat- 
ing PEC circuits as original equip- 
ment. 

TUBE FOR HYBRID RADIOS 
The Electron Tube Division of RCA, 

Harrison, N. J. has just introduced a 
new twin-diode--power tetrode which 
has been especially designed for hybrid 
auto radio receivers operating directly 
from 6 -cell storage battery systems. 

The 12DS7 -A is a multi -unit of the 
9 -pin miniature type containing two di- 
odes and a high -perveance power tet- 
rode of the space- charge -grid type in 
one envelope. Used in hybrid receiv- 
ers operating from 12 -volt batteries, 
the diode units are used for AM signal 
detection and automatic volume con- 
trol while the tetrode unit serves as 
the driver for the transistorized power - 
output stage. 

The 12DS7 -A is unilaterally inter- 
changeable with the 12DS7. - - 

OLDEST ASTATIC MIKE 
ASTATIC CORP., Conneaut, Ohio is 

staging a world -wide contest to un- 
earth the oldest Model D -104 micro- 
phone owned by an amateur operator. 
The contest is open to licensed hams 
ontt. 

First prize is a working Iel D -104 
cast in sterling silver, mounted for use 
or display as a trophy. In addition, the 
winner will receive his choice of either 
a standard model D -104 or a model 10 -D 
or 10 -C, all equipped with stand. 

The D -104 has been made for 25 
years. Contestants should send the serial 
number of their D -104, name, call let- 
ters, and address to "Astatic D -104 
Worldwide Contest," The Astatic Corp., 
Conneaut, Ohio. The deadline is mid- 
night December 1st. Winners will be 
announced in April 

W. E. HOLDS "OPEN HOUSE" 
ESTEIiN ELEC'T'RIC, the manufactur- 
ing "arm" of the Bell System, recently 

held a week -long "Open House" at its 
Allentown Works to permit the press to 
inspect its 783,900 square feet of manu- 
facturing facilities. 

This modern manufacturing center 
makes tubes, switches, control units, 
transistors as well as serving as a re- 
search center for improving products 
used by the Bell System. 

The plant has been in operation at 
Allentown since 1946 and now employs 
3400 with 200 additional Bell Labs' resi- 
dent personnel. The installation includes 
a manufacturing building, office quar- 
ters, and power and gas houses, and a 
service building. HE- 

PHOTO CREDITS 
Page Credit 
38, 39 (Fig. 4) U.S. Army Photo 
39 (Fig. 5). 140 (bottom) Raytheon Co. 
39 (Fig. 6) Tappan Co. 
40, 48 (top) Westinghouse 
48 (center) Hazeltine Corp. 
48 (bottom) ITT 
49 (top) Bell Telephone Labs 
49 (center) Hughes Aircraft 
49 (bottom left) Zenith Radio Corp. 
49 (bottom right) .... Goodyear Aircraft Corp. 
60, 61 The Heath Company 
II6 (Fig. 2), 117 (Fig. 6) Motorola Inc. 
140 (top) Radio Corporation of America 

SURPLUS BUYS 
8 NEW -OIL CONDENSERS -NEW 

SOOVDe I.000VOC 2.000VOC .000VDC 
161141 S .40 1MId S .60 1MId S .e5 IMId $ 3.50 
2 50 2 .30 2 1.50 2 i.2á 

" .75 " 1.35 " 3.50 4 13.95 
11 .95 10 2.50 5.00 Quant. Avail. 

10 " 1.15 15 " 3.50 All Sieri 
5C733 AIRCRAFT RECEIVER -10 Tubes. w /Oyns. 
20 IIM. 108 110 Mc. Conversion for this unit ap 
peered 

eters. Price 
Magazine 

thsn` nit 
Col. 

to 
Oct. 

o 
51) 

p. With 
all tubes like new md. While our e `stock lasts $9.95 
DC POWER SUPPLY-US Navy -1 30 /0. Input Ii5. 
VAC 60 Cy. Output 28V, NA Fansteel Rect. Filtered. 

connectors. UndereItateÁ XI23 :ás.1, 
. lite- 

Nematching 
DC POWER SUPPLY- Input: I15V -90 output: 
14VDC. 3 amperes Filtered. Relay Control. in Metal 
Chest. This Is a useful item for dynamotors, relays. 
battery chargers. model RR. etc. 8" x12^ 8 -32 l 93 
WI IC WET C[LL -2V -28 Amp Hrs. 
Ind. Carton. Brand New ....$2.75 ea. -12 for $30.00 
PANEL TYPE FREQUENCY M -Reed type, 113V 
-Sa -OY9. New 510.95 
POW. FILA. %FORMER- PIl- 115V.60 

Sc. 
300. 

0 -300V -I0O Ma; 12.6 VCT-3A; 12.8V-3A: 5.0V-3A. 
Open Frame -Compact -Useful as 12 or 24 Volt Tranaf. 
for Surplus Gear ,0 /W RA -20 P.S.) New $2.49 

Mi 
Sy. 

nM 
o nt. .roMe 

r ror 
2.1áKéY 

1 

w 
% 

h oil Rr tnBaa 
c Oi1 

- 

pller 
Sig. 

Uim. New $7.95 
PANEL METERS 

Min. M -1.y" 50. DeJUr 0.100 5úa....$3.95 
Ni,. M -11/s" Se. -DeJUr 0.500 /... 2.95 
2" Rd.- Weston- New -O.3A RF 3.49 
2" Rd.-Tripp-500 Mil. ..... .. 2.9S 
3" Rd.- Herftr. 50dó over S -9. New 3.49 

Tipp -50 Amp AC 2.49 
2" Square- Simpson -50 Micro Amp. Boxed .95 

ARC -S . -3.0 Mc BC 455_4.. _.....New 911.95 
1625 RCA. w'. F... GE ...... New, Bited,_Des. $2.50 
MD -7 PLATE MODULATOR for ARC /5 Used. OK $5.95 
11C -56 SCREEN MOD. for ARC /5 .Used. OK $1.93 
3" SCOPE UNIT MOUSING 3FP7. The e the units 
used , ^b, lilt 1,'11 monitors, and TV se[ 
orry.5no instructions now Used OK $1.95 

WESTON VU METER -242 SS. 506 Boxe,!. Orig. 
Reale. NEW 
Pa -'ings i-tl 

tandem 
r he lar--Twu 

IS Amp 16Á:n84 in tandem icon he ewpa rated,. 
Cat. No. 5666P. 95 

IUM 
Amps-with 

R[ch X_rmer 115V-60 
- -60. -30VAC 

12 Amps. Delivern24VDC-12 Amps-Perfect for An 
13, Etc.-- W /Instr New $34.95 
WS IS IMPEDANCE 5R1D0E- inductance range 4- 560 
to 

. .110 ohms.Arcuraacy 5, 
Effective 

Milllresistance Consists of - 
3 components. 1 -2A Inductance (Fixed) 100 Milli - 
In Millihenry 50-460. 3-148 RTyne) t roto 

calibrated and 
4 resistance decades -- Complete In crates.. NEW $110 B 

84 Cortland` St, R 
EXRADIO SUPPLY CO. 

New York 7, N. Y. 

In the Heart of New York's Radio Row 

SCHEMATIC BOOK 
Over 25 Schematics, popular surplus gear - 
24 pages, large 11 7 foldovers, printed one 
side, Aber cover, less than 15e ea., includes: 
Us ELECTRONICS WORLD, August, September 

postpaid COMPLETE BOOK $3 
BC-603 AC- 

AC 
one needed. `Plugsdirectlyl into JóamsC-etSn 5 Receptacle 9.95 

T47 /ART -13 TRANSMITTERS 
loo Watt 2.18 MC Autorune, 539.00 excellent cond., with tubes 

TS -328 /U FREQUENCY METER 
400 cycle. excellent rcondition. 

checked . excellent can checked 822,50 

It 

MOBILE IL FIXED VHF SETS 
Complete set for 110-e operation including SCR -522 
Transceiver. RA -02 Rectifier. J -type ground antenna, 
control box. 1 acts. connectors. tubes (less crystals). 
timeuent condition CAA $124.00 
Same ás v o 

f 4 
el, vaon stadilg POa 1? 

PE9 4 , Dynmotor instead 
rectifier. Excellent condition CAA $Oef00 
cert. 

h M,.itis. and Fixed Sets purchased 51914.00 together, limited time only 
RA -62 -C POWER SUPPLY A -C for SCR -522 559.50 VHF 110 /60 eye. Like LTD QTY.... 
KITS only for above. Contains x ial 'former, r el). 
fier, regulator and connectors w /schematic. 511.00 SPECIAL ONLY 

REC. MICROWAVE R111 /APR5 
6300 mc. fully power 

110v /110/1 ph. sell/ contained, one unit 549.0.8 
used ease. 

GROUND -PLANE VHS' ANTENNAS $8.95 
GOOD FOR CtTIZF74S BANEI FROM 10-200 %lt' -\I:W 

SPERTI VACUUM SWITCH 
SP21 or CYS24163 or C.E. CL-24, factory 
boxed. Cost -59.50 

Special $1.25 each 
$12.00 doom- $115.00 hundred 

SEND FOR NEWEST FREE CATALOG 
$5.00 Min. - 25% De . C.O.D.'S - F.O.B. Conn. 

HI -MU ELECTRONICS 
133 HAMILTON ST., NEW HAVEN, CONN. 

ELECTRONICS WORLD 
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ELECTRONICS MARKET PLACE 

BATE: 50c per word. Minimum le word. December 1959 Issue closes Ortob,r 12th. Send order and remittance to ELECTRONICS WORLD. One Park Ave., N. Y. 

RADIO ENGINEERING 

ELECTRONICS! Associate degree -29 months. Tech- 
nicians, field engineers. specialists in communica- 
tions, missiles, computers, radar, automation. Start 
February, September. Valparaiso Technical Institute. 
Dept. N, Valparaiso, Indiana. 

BACHELOR of Science in Electronics Engineering. De- 
gree in 4 years of Home Study. No resident attend- 
ance necessary. Pacific International College of Arts 
and Sciences, Primarily a correspondence school. 
Resident classes also available if desired. 5719 -U 
Santa Monica Boulevard, Los Angeles 38, California. 

DIAGRAMS for repairing radios $1.00. Television 
$2.00. Give make, model. Diagram Service, Box 
672 -RN, Hartford 1, Conn. 

RADIO & TV Tubes at manufacturers prices. Guar- 
anteed -Send for free price list. Edison Electronic 
Tube Co., Menlo Park. N. J. 

PROFESSIONAL Electronic Projects- Organs, Timers. 
Counters, Intercoms, etc.- $1. each. List Free. 
Parks, Box 1665, Lake City, Seattle 55, Wash. 

STOP TV commercials, complete plans for remote 
control $1.00. Kittymack, Box 34EW, Monclova. Ohio. 

FREE Fluorescent Bargain Catalog- Fixture kits, Fix- 
tures, Circlines, Parts. Shoplite, 650N Franklin, Nut- 
ley 10, New Jersey. 

FM TUNERS, 88.108 megacycles, 4 tubes complete, 
$14.95. Grutmans, 1 E. 167 St., N.Y.C. 52. N. Y. 

GOVERNMENT Surplus Snooperscopes. parabolic re- 
flectors. Receivers, Transmitters. Picture list 10C. 
Meshna, 580 N. Lynn, Malden 48, Mass. 

TELEVISION Sets $9.95, plus shipping. Jones TV, 
Sanatoga, Pa. 

TELEVISION & Radio Tubes, Parts and Supplies Guar- 
anteed. Hi- Quality Tube Co., Inc.. 284 Lafayette St., 
Rahway, New Jersey. 

GIZMOS & Such of Still River. Mass., offer a limited 
number of BC779 Hammerlund super pros guaranteed 
to please at $74.50 each. 

TUBES -TV, Radio, Transmitting And Industrial Types 
At Sensibly Low Prices. New, Guaranteed, 1st Qual- 
ity, Top Name Brands Only. Write For Free Catalog 
or Call WAlker 5 -7000, Barry Electronics Corp, 512 
Broadway, New York 12N. N. Y. 

FOREIGN Auto Radio Distributor, FM -AM and AM. 
trade discount. Square Electronics, 150 -60 Northern 
Blvd., Flushing, N. Y. 

ELECTRONICS Surplus- Wholesale and retail monthly. 
12 issues, $1. Box 784, Washington 4, D.C. 
ATTENTION citizen band operators and hams. Get 
maximum output from any transmitter with this new 
RF meter. Measures any Rf output. $9.95. Fort Worth 
Electronics, 5907 East Lancaster, Fort Worth, Texas. 

KITS wired and tested. Naczas Kit Service, 273 
Belmont Street, Manchester, N. H. 

BUILD a Battery Charger or Power Supply. New sur- 
plus Westinghouse 5 amp Mercury rectifiers. $3.95. 
Two for $6.95. Electronic Specialties. Box 509, 
Charleston, S. C. 

RADIO & TV Tubes at Manufacturers Prices! 100'; 
Guaranteed! Brand New! No re- brands or pulls! United 
Radio, Box 1000, Newark, N. J. 

PHONOGRAPH Records cheap, postpaid. Catalogue. 
Paramount, Box 2026 -N, Pine Castle, Fla. 

SHORTWAVE attachment receives International broad. 
casts through superheterodyne radios. Complete, $2.50 
postpaid. John Dittrich, 247-44 76th Avenue, Bellerose 
26, New York. 

LIKE New Hickok alignment units 690, 691, 695 half 
price. Robert Ireland, Pleasant Valley, N. Y. 

GOVERNMENT SELLS: Surplus Electronics; Test Equip- 
ment; Oscilloscopes; Transceivers; Jeeps; Boats; Air - 
crafts; Misc. -Send for U. S. Depot Directory & Pro- 
cedure $1.00- "Government Surplus Sales," Box 425 -RT, Nanuet, N. Y. 

November, 1959 

WANTED 

WANTED: Tubes--special purpose and receiving. Top 
prices for Klystrons, Power Tubes, Thyratrons. T.V. 
and Receiving Tubes. Tubes must be unused. Also 
laboratory grade test equipment such as manufac- 
tured by HP and GR and AN'UPM prefix. V. & H. 
Radio & Electronics, 2053 Venice Blvd.. Los Angeles 6. 
California. 
CASH For Used Short -Wave Ham Receivers, Transmit- 
ters & Accessories. Treger W9IV1, 2023 N. Harlem 
Ave., Chicago 35. Tuxedo 9-6429. 

CYLINDER and old disc phonographs. Edison, Con- 
queror, Idelia, and Oratorio models. Berliner Gramo- 
phones and Zono- o- phones, Columbia cylinder Grapho- 
phones, and coin -operated cylinder phonos. Want old 
catalogues and literature on early phonos prior to 
1919. Will pay cash or trade late hi -fi components 
Classified Box 50 ^r Electronics World, 1 Park Ave.. 
N. Y. C. 16, N. Y. 

CASH Paid! Sell your surplus electronic tubes. Want 
unused, clean transmitting, special purpose, receiving. 
TV types, magnetrons, Klystrons, broadcast, etc. Also 
want military & commercial lab test and communica- 
tions gear. We swap too, for tubes or choice equip- 
ment. Send specific details in first letter. For a fair 
deal write, wire or telephone. Barry, 512 Broadway, 
New York 12. N Y WSikr.r 5 7nnn 

WANTED! 
Equipment, 
Components or Parts! 

If you have something to sell, let 
ELECTRONICS WORLD readers 
know about it in our classified 
section. It costs very little: just 
50C a word including name and 
addres Minimum message: 10 
words. ! .1- further information 
write: 

Martin Lincoln 
ELECTRONICS WORLD 
One Park Ave. 
New York 16, N. Y. 

TAPE Recorders, Recording tape. Bell ta.te decks, 
hi -fi equipment, Norelco speakers. We Will Not Be 
Undersold! Send for our discount catalog and see 
why! Commissioned Electronics, 1776 Columbia Road 
Washington, D. C. 

SCOTCH recording tape at 'Profit Sharing' prices - 

send for catalog -you'll be glad you did!- Tapeco 
Dept. L, P.O. Box 4353, Inglewood 3, California. 
RENT Stereo Tapes -over 800 different -all major 
labels -free catalog. Stereo -Parti. 1608 -L, Centinela 
Ave., Inglewood 3, California. 
TAPE Recorders, HI -FI Components. Sleep Learning 
Kits, Tapes. Unusual Values. Free Catalog. Dressner, 
69 -02R 174 St., Flushing 65, N. Y. 

AMPEX, Concertone, Crown, Ferrograph, Presto. Tand- 
berg, Pentron, Bell, Sherwood, Rek- O -Kut, Dynakit. 
Others. Trades. Boynton Studio. TORT Pennsylvania, 
Yonkers, N. Y. 

RECORDERS, Tapes, HiFi Components, Four Track 
Stereo Replacement Heads. Catalogue, Efsco, 270 -E 
Concord, West Hempstead, N. Y. 

C. 16. N. Y. 

HIGH- FIDELITY 

INDUCTORS for Crossover Networks. 118 types in 
stock. Send for brochure. C & M Coils, 3016 Holmes 
Avenue N.W., Huntsville, Ala. 

RECORDERS, Hi -Fi. Free Wholesale Catalogue. Car - 
ston 125 -R East 88, NYC 28. 

DISGUSTED with "Hi" Hl -Fi Prices? Unusual Dis- 
counts On Your High Fidelity Requirements. Write. 
Key Electronics, 120 Liberty St., New York 6, N. Y. 
Evergreen 4-6071. 

REPAIRS and SERVICING 

SPEAKERS repaired fast, any type, write for price 
list. JaMac, 8845 N.E. Sandy Blvd., Portland, Oregon. 

METERS and test equipment repaired. Meter sales. 
Free list. Bigelow Electronics, P.O. Box 1, Bluffton. 

ALL Makes High Fidelity Speakers Repaired. Amprite, 
70 Vesey St., N.Y. 7, N.V. BA 7 -2580. 

LEARN transistor and Electron tube fundamentals from 
latest Army Manuals. Over 450 pages. $2.50. lames 
Mullin, 25 -34 88 St., Jackson Hghts., 69, N. Y. 

SPECIAL offer, complete correspondence course in 
Electronics, Television and Radio only $400.00. 43 
texts, over 2000 pages. Limited number available. 
Write dept. EW Electronics Training, P.O. Box 764. 
Pittsburgh 30, Pa. 

ELECTRONIC And Aeronautical Engineering Technology. 
Two Year Courses. Bachelor of Science Degree in 
three years. Northrop Institute in Southern California 
prepares you for highly paid positions in Aviation 
and Electronics industries. Employment assistance 
during school and after graduation. Approved for 
Veterans. Write for free catalog. Northrop Institute 
of Technology, 1183 Arbor Vitae, Inglewood 1. Cali- 
fornia. 

CALCULUS. Powerful Modern Mathematics, Easy Prac- 
tical Lessons, First Four $1, Mathco, 4256 -3 Minmor, 
Cincinnati 17, Ohio. 

ENGINEERING and Art Degrees earned through home 
study. Electronics, Electrical, Mechanical, Civil. 
Physics. Business Administration, Liberal Arts. When 
writing, specify course desired. Pacific International 
College of Arts & Sciences, primarily a correspondence 
school. Resident classes also carried. 5719 -C Santa 
Monica Boulevard, Hollywood 38. California. 
USED Correspondence Courses and Books sold and 
rented. Money back guarantee. Catalog Free. 
(Courses Bought). Lee Mountain, Pisgah, Alabama. 

IF you have a background in Electronics, but are hav- 
ing trouble passing FCC phone exams, my 13 years 
experience as chief instructor of electronics school 
can help you over the hump. Not a course. Write me 
personally for free literature. Wallace Cook, P. 0. 
Box 10634. Jackson 9. Miss. 

BUSINESS OPPORTUNITIES 

TV Picture Tube rebuilding plant and training pro- 
gram still available for many territories. Investment 

8,000- 511,000. Annual volume $25,000 to $100,- 
000. Windsor Co., 999 N. Main St., Glen Ellyn, III. 

RADIO parts stores and Hi -Fi salons! Someone "bor- 
rowing" your personal copy of Electronics World each 
month? You ought to be taking advantage of Elec- 
tronics World convenient re -sale plan. Sell copies in 
your store . perform a good service for your cus- 
tomers . with no risk involved. For details. write: 
Direct Sales Department, Electronics World, One Park 
Avenue, New York 16, New York. 
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SHOPPING GUIDE 
Classified 

A HANDY GUIDE TO PRODUCTS, NOT NECESSARILY 
ELECTRONIC, BUT OF WIDE GENERAL INTEREST. 

PHOTOGRAPHY -FILM, 
EQUIPMENT, SERVICES 

Co1ot-slides $1.00. Eddings, Roberts Avenue, Corning, 
N. Y. 

OPTICAL Bargains -Request Free Giant Catalog "CJ." 
120 pages -Astronomical Telescopes, Microscopes, 
Lenses, Binoculars, Kits, Parts. Amazing war surplus 
bargains. Edmund Scientific Co., Barrington, New 
Jersey. 

BUSINESS OPPORTUNITIES 

JOBS Overseas! Write lanecek Development Co., 109 
Hub Station, New York 55, N. Y. 

EARN Extra money selling advertising book matches. 
Free Samples furnished. Matchcorp, Dept. MD -119, 
Chicago 32, Ill. 

OVERSEAS Employment. American Firms and United 
States Government. Comprehensive Job Information 
$2.00. Foreign Opportunities, Box 172, Columbus 16, 
Ohio. 

MAKE $25.$50 Week, clipping newspaper items for 
publishers. Some clippings worth $5.00 each. Partic- 
ulars free. National, 81 -DG, Knickerbocker Station, 
New York. 

FOREIGN Employment Information -$1. Parks, Box 
1665A, Lake City, Seattle 55, Wash. 

MISCELLANEOUS 

JAINLMAFINI, Beer, Ale Brerving. Illustrated. 
$2.00. Eaton Books. Box 1242 -TC, Santa Rosa, Cali- 
fornia. 

coming soon... 
The Big, Exciting RIGO 

HIGH FIDELITY MUSIC SHOWS 
featuring hundreds of exhibits 

and displays of the very latest 
in hi -fi and stereo equipment! 

All shows open to the 

pubhc Fr1., S.r L, Sun., 1 to 10 P.M. 

Av nussron 75c, children free. 

BUFFALO -Oct. 30, 31, Nov. 1. Statler Hotel 

SEATTLE -Nov. 6, 7. 8. New Washington Hotel 

PORTLAND. ORE. -Nov. 13, 14. 15 
New Heathman Hotel 

PHILADELPHIA -Nov. 20. 21. 22 
Benjamin Franklin Hotel 

RIGO Enterprises, Inc. 
500 N. Dearborn St. Chicago 10, III. 
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RADIO PARTS STORES & HI-Fl SALONS! 
Hundreds of dealers across the nation 
profit by selling ELECTRONICS WORLD 
each month to their customers. Are you 
one of them? ELECTRONICS WORLD 
helps build store traffic . . . keeps 
customers coming back month after 
month for the merchandise you sell- 
and, best of all, you earn a neat profit 
on each copy sold -No Risx INvoLvED. 

So get details on selling ELECTRON- 
ICS WORLD, the world's largest selling 
technical electronics magazine. Or, 
order your copies now. Just use the 
handy coupon below. 

Direct Sales Department 
Electronics World Att: Jerry Schneider 
One Park Avenue 
New York 16, New York 

Send me copies of 
ELECTRONICS WORLD for resale in my 
store each month. No risk involved 
on my part. 
Send me details on selling 
ELECTRONICS WORLD in my store. 

STORE NAME 

ADDRESS 

CITY TONE- STATE_ 
SIGNATURF 

EW 119 
rJ 

INDEX iare./.6ei.,1./e/,eit 
OF 

I NOVEMBER 
Il 1959 

ADVERTISER PAGE NO. 

Advance Electronics 152 
Aaron *tics International 139 
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. , a the world's most complete 

line of VOMs for every purpose! 

TER 
TAMD 

OLTAOE 
PROBE 

MODEL 
030 T 

INTERI 
VIEW 
(63O) 

Model 639 -N Case $9.50. Handsome. 
black cowhide leather. Center -cover flaps snap 
back for lull view of scales anc complete access 
to instrument without removal from case. 

Model Pt. T- 225 -A -33 Tester Stand 
$0.50. Metal. holds tester n approximately 
45' angle; facilitates easy reading. 

Probe for High Voltage Testing 
$14.50. For models 630. 63C -A 630 -PL. 63E- 
APL, and 631. Completely insulated polystyrene; 
guard -type handle. II% " long; 48" hi- voltage 
wire lead with banana plug at rester end. Avai - 

able in 0. 12,000 AC or DC volts, and 0.30,000 
AC or DC volts. 

Model 630 -T $54.50. Soecially designed 
for telephone maintenance. 2% accuracy on DC. 
Fused protected circuit protects resistors and 
meter in ohms ranges. Special neck strap holds 
instrument, freeing both han is. Banana jack 
connectors eliminate all shock hazard. Com- 
pletely insulated case protects from ground. 

Model 666 -R Pocket VOM $29.50. 
Hand size, ideal for electrical maintenance. With 
recessed range knob it fits easily into case. AC 
rectifier pre- calibrated unit for easy replacement. 
Banana jacks at panel top prevent leads falling 
over meter dial. Single king -size selector switch 
minimizes incorrect settings. burnouts. 20 ranges. 
Molded case streamlined, fully insulated. 

Model 666 -HH Pocket VOM $27.50. 
Compact. hand -size: 3" meter integral with 
panel, adjusted to 400 microamperes at 250 
millivolts. Only 3 jacks necessary for all ranges. 
19 ranges. 

Model 625 -NA $54.50. Dual sensitivity 
for extra ranges; large mirror scale for super 
readability. 3 -color meter scale 5" long. 6" in- 
strument, 0 -50 microamp. AC volts at 10.000 
0/V for checking many audio and high imped- 

ance AC circuits usually requiring VTVM. 38 
ranges. Molded insulated case. 

Interior View showing advanced engineering 
features of all Triplett VOMs. Molded mounting 
for resistors and shunts allows direct counec- 
lions without cabling. Eliminates shorts. Longer 
life. 

Model 630 $44.50. Popular. streamlined; 
long meter scales for easy reading. Outstanding 
linear ohm scale; low reading .1 ohm. high 100 
megs. Single king -size selector- switch minimizes 
incorrect settings. burnouts. High sensitivity: 
20.000 ohms per volt DC; 5,000 AC. Molded, 
fully insulated case. 

Model 630 -A $54.50. Laboratory type; 
rh% resistors for greater accuracy. Long mir- 
rored scale eliminates parallax. Banana jacks, 
low resistance connections; high flux magnet 
increases ruggedness. Single king -size selector 
switch minimizes incorrect settings, burnouts. 
Molded fully insulated case. 

Model 630 -PL $44.50. Instant- vision, 
wider spread scales; streamlined case; hand- 
some modern design. Unbreakable window. 
Outstanding linear ohm scale; low reading .1 
ohm; high to 100 megs. Single king -size selector 
switch minimizes incorrect settings, burnouts. 
5 to 500,000 cps frequency response in AC 
measurements. DC Polarity Reversing switch. 
High sensitivity: 5,000 ohms per volt AC; 20,000 
ohms per volt DC. 

Model 10 Clamp -On Adapter $14.50. 
Checks line loads with model 310 (can also be 
used with 6 other models). Instant, accurate. 
safe. No circuit breaking or work interruption. 
Easy range switching. Available in 6 AC Ammeter 
ranges: 0-6-12-30-60-120-300. Clips around 
single wire to read AC. Amperes direct. Use with 
adapter 101 to instantly divide 2- conductor 
cords. Molded case fully insulated. black plastic 
with engraved white markings. 

Model 630 -APL $54.50. Laboratory type 
with h% resistors, more accurate movement. 
Long mirrored scales eliminate parallax. Un- 
breakable window. Single king-size switch mini- 
mizes incorrect settings, burnouts. 5 to 500.000 
cps frequency response in AC measurements. 
DC Polarity Reversing switch. High sensitivity: 
5000 ohms per volt AC; 20,000 ohms per volt 
DC. Molded case fully insulated. 

Model 630 -NA $74.50. Super Deluxe 
with 70 ranges nearly double conventional 
types. Frequency compensated from 35 cps to 
20 kc. Temperature compensated. Accurate 
within 11/2% full scale reading on DC. Large 
open front meter easy to read. Unbreakable 
window. Mirrored scale. Meter protection against 
overloads. Molded fully insulated case. 

Model 631 Combination VOM and 
VTVM $64.50. Two fundamental units at 
the price of a single tester. The No. 1 instrument 
for all electronic men. Battery operation assures 
VTVM stability and long life. Sensitivity PLUS. 
1.2 volt (VTVM) range is equal to more than nine 
million ohms per volt. Large easy to read meter 
with unbreakable lace. Single king -size selector 
switch minimizes incorrect settings, burnouts. 
Molded case fully insulated. 

Model 310 $34.50. The only complete 
miniature VOM with 20,000 ohms per volt and 
selector range switch. Sell -shielded against 
strorg magnetic field. Rugged. high torque. bar- 
ring instrument. Unbreakable plastic meter 
window. Converts to common probe -frees one 
hand -by fitting interchangeable test prod into 
top. Standard sensitivity 20.600 ohms per volt 
DC. and 5,000 ohms per volt AC. Accuracy 3% 
DC. Molded fully insulated case. 

TRIPLETT ELECTRICAL INSTRUMENT COMPANY 
BLUFFTON, OHIO 
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FIRST CARDIOID AT SUCH LOW COST! 
CUTS BACKGROUND NOISE 

Accepts Only the Sound You Want 

Typical Cardioid 
Polar Pattern 

IDEAL FOR STEREO RECORDING OR PUBLIC ADDRESS 

Unidirectional pick -up and tailored response of the new E -V 

729 Cardioid make it economically ideal for many applications 
in public address, paging, dictating, home recording, amateur 
communications, and other sound use. The 729 Cardioid rejects 
unwanted rear -background noise and room reverberation. Per- 
mits working from nearly twice the distance of conventional 
microphones. Reproduces only the sound you want, more faith- 
fully and distinctly. Instantly slips in or out of desk -base 
supplied with microphone. Feels good in the hand. 

Where economy is a factor, you still have every 
advantage in selecting Electro- Voice. You get the 
benefit of the same high quality engineering and 
manufacturing that have made E -V the choice of 
television networks. You choose from the most 
complete line, the most accepted microphone line, 
in the world. You are certain of finest value and 
guaranteed satisfaction or your money back. 

Model 729 

Model 729 Cardioid Ceramic. Complete 
with desk -base and floor stand adapter. 
Ceramic generating element withstands 
extremes of temperature and humidity. 
Response 60 -8000 cps. Output -55 db. 
High impedance. Two -tone gray. 

List Price, $24.50 
Model 729S. With switch. List, $26.50 

715 615 11111.18 

Model 715 "Century" Ceramic. Non -directional. 
For table, stand or hand. Ceramic element. 
Response 60 -7000 cps. Output -55 db. High 
impedance. Satin chrome. List, $13.00 
Model 715S. With switch. List, $15.00 

Model 615 "Century" Dynamic. Has exclusive 
indestructible Acoustalloy diaphragm. Response 

80 -8000 cps. Output -55 db. Choice of 50 
ohms or high impedance. List, $25.50 

Model 718 Ceramic. Non -directional. For hand 
or table use. Ceramic generating element. Re- 
sponse 60 -6000 cps. Output level -55 db. 
High impedance. List, $12.00 

ld# 

CHOOSE FROM THESE AND OTHER E -V LOW COST MICROPHONES 

Model 926 Slim Crystal. For hand or stand use. 
Non -directional. Moisture sealed crystal. Re- 
sponse 60 -8000 cps. Output -60 db. High im- 
pedance. Tiltable head. Satin chrome. List, $29.50 

Model 920 "Spherex" Crystal. All- direction pick- 
up. Moisture sealed crystal. Response 60 -7000 
cps. Output level -50 db. High impedance. Satin 
chrome finish. List, $27.50 

Model 712 Compact Ceramic. Fits comfortably 
in the hand. Non- directional. Response 70 -7000 
cps. Output -55 db. High impedance. Gray 
Styron case. List, $7.50 

Model 924 Lavalier Crystal. For chest or hand 
use. Non -directional. Moisture sealed crystal. 
Response 60 -8000 cps. Output -60 db. High 
impedance. With neck cord, support clips, and 
cable. Satin chrome finish. List, $20.00 

Model 727 Slim Ceramic. Instantly lifts out of 
base for hand use. Non -directional. Ceramic gen- 
erating element. Response 60 -8000 cps. Output 
-55 db. High impedance. Two -tone gray. With 
desk -base and floor stand coupler. List, $18.00 
Model 727S. With switch. List, $20.00 

Wide choice of Dynamic models, also available. 

See Your E -V Distributor, or Write for Catalog No. 136 to Dept. 119 -N 

No Finer Choice than 

ELECTRO-VOICE, INC., BUCHANAN, MICHIGAN, U.S.A. 
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