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Sentinel Superhet 
Midget. 

FOUR 
224's, a 227, a 245 and 

a 280 are used in the new 
Sentinel Model 108 superhet 
midget of the United Air 
Cleaner Corp., 9705 Cottage 
Grove Ave., Chicago, Ill. 

Double -action volume control, 
with tuned antenna and coupled - 
type pre -selector, reduces cross- 
talk tendencies to a minimum, 
the manufacturer claims. The 
speaker is an electro -dynamic. 

Made of walnut, the cabinet 
measures 18* in. high by 11* 
in. deep, by 14 in. wide. $57.50, 
less tubes. - Radio Retailing, 
April, 1931. 

Graybar Superhet 
Midget 

GRAYBAR'S 
new superhetero- 

dyne midget takes eight 
tubes, namely: two 235's (the 
new super -control screen grid's), 
a 224, two 227's, two 245's and 
a 280. The dark walnut veneer 
cabinet with front panel of 
matched butt walnut measures 
18* in. high by 13 in. wide. A 
tone control is standard equip- 
ment. It is available for 25 or 
60 cycle operation. Graybar 
Electric Co., 420 Lexington Ave., 
New York City.-Radio Retail- 
ing, April, 1931. 

RCA "Superette" 
ENCLOSED 

in a cabinet prac- 
tically the same as that of 

the Graybar midget illustrated 
on this page, RCA -Victor Corp., 
Camden, N. J., places on the 
market the "Superette," an eight 
tube superheterodyne junior 
model employing two of the new 
Radiotron super -control ampli- 
fier tubes. The cabinet may be 
had in butt walnut or Georgian 
brown finish. $57.50, less tubes. -Radio Retailing, April, 1931. 

GE Junior and Junior 
Console 

AN authentic adaptation of 
18th century clock furniture 

in satin finish butt walnut, with 
folding antique bronze handle 
for easy portability, houses the 
new junior model of the General 
Electric Company, Bridgeport, 
Conn. Its companion model is 
the "Junior Console." 

The eight tube, screen grin, 
superheterodyne circuit incor 
porates the new super -control 
Radiotron. The speaker is an 
8 in. dynamic. Terminals are 
provided for electrical phono 
graph attachments. The mid 
get lists at $62.50, less tubes. 
Midget with clock, $72.50; Jun- 
ior console, $82.50.-Radio Re- 
tailing, April, 1931. 

Philco Batteries 
PHILADELPHIA Storage Bat- 

tery Co., Philadelphia, Pa., 
has added three dry batteries to 
the list of products it manufac- 
tures. The batteries are a 4* 
volt C -battery, a 45 -volt stand- 
ard H. -battery and a 45 -volt 
extra heavy-duty B-battery.- 
Radio Retailing, April, 1931. 

Jackson -Bell 68 

SOME 
of the features incorpor- 

ated in the new 8 -tube Jack- 
son -Bell midget, Model 68, are a 
local and distance switch, tone 
control, Magnavox dynamic 
speaker, and two 245 tubes in 
push-pull. 

The cabinet of this new set, 
the product of the Jackson -Bell 
Co., 1682 W. Washington Blvd., 
Los Angeles, Calif., is somewhat 
larger than the previous model 
but is still in the midget class 
and easily portable. The dimen- 
sions are 19t in. high by 16; in. 
wide by 11 in. deep.-Radio Re- 
tailing, April, 1931. 

Dial System 
for Tuning 

THE dial system, similar to that used with telephones, 
may occupy an important place 
in the home of the future if a 
new system of remote control 
by means of which radio pro- 
grams and recorded music may 
be brought into different rooms 
of a house by dialing simple 
number combinations, comes into 
extensive use. 

This new system has been de- 
veloped by the RCA -Victor Co., 
Camden, N. J. 

The dial control is installed in 
desirable locations throughout 
the house, and connected to a 
master phonograph -radio outfit 
located in the attic or basement. 

Up to 18 different stations 
may be pre -tuned. A code num- 
ber is dialed to bring in a certain 
radio program, to raise or lower 
the volume, to start and stop 
the radio music, and to play or 
reject records. Radio Retail- 
ing, April, 1931. 

Lincoln Two -Volt 
Tube Set 

EIGHTY 
meter band short- 

wave reception, in addition 
to regular broadcast reception. 
may be had on the Model DC -S 
"Super" radio set built by th' 
Lincoln Radio Corp., 329 S. 
Wood St., Chicago, Ill., by sim- 
ply dropping a switch. This set 
uses the new 2 -volt d.c. tub s 
and aircell A -battery. 

Shortwave coils may be used 
if desired, but reception on 
shorter wavelengths is not guar- 
anteed. 

The price of the laboratory - 
built chassis is $80. The bat- 
teries, tubes, speaker, etc., are 
extra. A semi -lowboy console in 
which the set may be placed is 
$50. Radio Retailing, April, 
1931. 

Stiktube Socket 
Washers 

ANEW product of the Samp- 
son Industries, Inc., 4225 

Olive St., St. Louis, Mo., is the "Stiktube" socket washer. This 
device consists of a wool felt, 
double coated on each side with 
adhesive. It securely retains 
the tube in the socket. Radio Retailing, April, 1931. 

Crosley Superhets 
THREE console models, at a 

price range of from $109.50 
to $189.50 complete, are offered 
In the new superheterodyne 
series introduced by the Crosley 
Radio Corp., Cincinnati, Ohio. 
These sets come in cabinets 
similar to the previous line, and 
are priced as follows: 

Super -Administrator, $109.50, 
complete ; Super - Rondeau, 
F119.50, complete, and Super - 
Sondo, a combination, $189.50, 
complete. 

The chassis utilizes four 224's, 
a 227, two 245's, and a 280. 
Static and tone controls are em- 
bodied in these models as is a 
local -distance switch. 

The "Pliodynatron" circuit, 
used in combination with a 224 
screen grid oscillator tube, is a 
new development with Crosley. 
A new system of tone control 
practically eliminates ground 
noise, the maker says. 

The "Johnny Smoker" at 
$47.50 complete, is another addi- 
tion to the line. It has a midget 
chassis, using three 224's, a 245 
and a 280, and is a smoking 
stand model, finished on all four sides.-Radio Retailing, April, 
1931. 

Kato Konverter and 
A.C. Current Plant 

FOR operating a.c. radios on 
32 -volt or 110 -volt d.c. the 

Kato Engineering Co., Mankato, 
Minn., offers a new Konverter 
with the a.c. and d.c. windings 
installed in the same armature 
core, which reduces losses to a 
minimum. The specially de- 
signed filter system eliminates 
all interference from brushes 
and commutator, thus insuring better reception, it is said. This 
new Model -132 Konverter has a capacity of 117 watts. 

The a.c. current plant Is made 
in four different capacities, from 
350 watts to 2,000 watts. ($190 
to $395.) It consists of a single 
filament, 4 -cycle, air-cooled gaso- 
line engine, coupled direct to an 
a.c. generator. The speed is 
1,800 r.p.m. It will operate a.c. radios as it is equipped with a filter system. 110 -volt, 60 -cycle 
a.c. is produced, giving lights that are bright and steady. Plant No. lA is especially 
suitable for a.c. radio demon- strating, sound trucks, radio am- plifying, etc. and is light and compact. $175. Radio Retail- 
ing, April, 1931. 
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