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Television Systems Maintenance combines the latest techniques in 

the standardization of television systems maintenance procedures 
with a complete analysis of system malfunctions. A certain amount of 
fundamental systems theory has been included where important in 

maintenance practice. 
The book treats the television system as a collection and integra- 

tion of units for selecting, combining, and transmitting video and 

audio signals. Comprehensive discussions are included for all units 
from the studio switcher inputs to the transmitter output. 

Television Systems Maintenance includes the latest troubleshoot- 
ing and maintenance techniques, together with discussions of 
standards for picture signal analysis, amplitude calibration and main- 
tenance of levels, sync generators, pulse distribution systems, video 
switchers, microwave systems, transmitter maintenance and proof 
of performance, and many other topics pertinent to television systems 
and equipment. 

Numerous easy -to- follow diagrams, line drawings and actual photos 
enhance the author's practical explanations. The book is designed to 

serve the need for a ready reference for broadcast station personnel, 
as well as a basic text for home study or classroom use. Every broad- 
cast engineer, technician, or student, and everyone engaged in man- 
ufacturing and other activities which require a knowledge of television 
broadcasting, should have this volume. 
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PREFACE 

Television systems maintenance procedures have only recently 
started to become more standardized. While there are still many 
variations in techniques, these are steadily approaching system- 
ized formal procedures. In this volume the latest techniques are 
combined with a complete analysis of system malfunctions. A 
certain amount of fundamental systems theory has been included 
where considered important in maintenance practice. 

The TV system is treated as a collection and integration of units 
for selecting, combining, and transmitting video and audio signals. 
Comprehensive discussions are included for all units from the 
studio switcher inputs to the transmitter output. (Signal sources 
and technical production facilities are covered in other volumes 
of this series.) 

In particular this book covers the visual units of the telecast 
system. Major differences in the sound portions, as contrasted 
with standard FM radio systems (diplexed audio, STL's, and 
special considerations of measurement of the aural transmitter) , 

are treated accordingly. Standard maintenance techniques for FM 
audio systems are thoroughly covered in another book (AM -FM 
Broadcast Maintenance) by the author, and are not duplicated 
here. AM -FM Broadcast Maintenance also includes details con- 
cerning component parts that are just as applicable in television 
system maintenance; therefore, it contains data of value to the 
television engineer and should be consulted for details on general 
maintenance techniques. 

HAROLD E. ENNES 
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SECTION 1 

STANDARDS FOR 
PICTURE SIGNAL 

ANALYSIS 

A "standard" is that which is established for calibration of an 
instrument to indicate when (for example) a "volt is a volt" or a 
"microsecond is a microsecond." This book is not to be considered 
as any revelation of "standard practice" in the field. It is realized 
that some readers may have honest differences of opinion on 
maintenance techniques. However, whatever the technique used, 
a "standard" starting point must be established for comparison. 

To emphasize this point, consider the measurement of corner - 
to- corner resolution of a camera, looking at a studio test chart. 
It is perfectly valid for the operator to observe this on his monitor 
and make the necessary adjustments required to obtain best cor- 
ner focus consistent with good overall focus and shading, since 
he is concerned with a qualitative ratio rather than an absolute 
quantity. The maintenance department, however, is charged with 
the responsibility of preventing performance deterioration beyond 
a limit set at the lower end by FCC Standards and at the higher 
end by the Chief Engineer of the particular station. This higher 
end (as it should be) is usually limited only by the performance 
specifications of the equipment installed. If corner resolution for 
a given center resolution and gray scale falls below normal, as 
compared to a value dictated by previous experience for a given 
pickup tube and camera, the maintenance engineer must first 
know the characteristics of the monitor he is using before a valid 
measurement can be made. It is entirely possible for a monitor to 
exhibit 50, 100, or more lines difference in resolving power (either 
plus or minus) between the corner and center of the raster. How 
to measure this monitor characteristic is covered in Section 5 of 
this book. 

This section is concerned with the importance of proper cali- 
bration of the oscilloscope, which becomes the primary "standard" 

7 
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8 TELEVISION SYSTEMS MAINTENANCE 

of the maintenance department. Due to the predominant use of 
the Tektronix scope in stations across the country, this unit will 
be referred to most often in specific applications. 

1 -1. THE OSCILLOSCOPE PERSONALITY 
Every scope exhibits its own "personality" as observed on the 

CRT. Getting acquainted with the individual scope characteristic 
is the initial step in calibration of the instrument. 

The two basic types of information displayed by the CRT are 
amplitude and time. Waveshape is not really a third basic type 
of information; it is simply amplitude versus time. From the inter- 
pretation of a waveshape you will obtain low, medium, and high 
frequency response, phase distortion, gray -scale response, and the 
various factors included in transient response, such as rise and 
decay times of pulses, cutoff (ringing) frequency, etc. The ampli- 
fier within the scope itself becomes the standard which must be 
considered in measurements. 

Fig. 1 -1 shows four response curves which presently concern 
the telecasting industry. The so- called Gaussian curve (A) has a 
roll -off suited for best transient response. The approximate rela- 
tionship of this curve is such that the 0 to 3 db point is equal to the 
3 db to 12 db point. This curve might be recognized by users of 
the Tektronix 524AD scope as being that obtained with the re- 
sponse switch in the Normal position. (This scope has three switch - 
able responses: Normal, Flat, and IRE.) 

2 3 4 5 6 7 8 9 10 

f mc - 31 

Fig. 1 -1. The four major response curves with which the telecasting industry is concerned. 
(A) "Gaussian" or normal response -gradual roll -off (9 db /octave), rise time approxi- 
mately 0.035 microsecond. (B) Flat response to 5 or 6 mc. More rapid roll -off than 
curve A. Rise time approximately 0.035 microsecond. (C) Old IRE curve. Rise time 0.175 

microsecond. (D) New IRE curve. Rise time 0.3 microsecond. 
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STANDARDS FOR PICTURE SIGNAL ANALYSIS 9 

The Flat response curve (B) has a relatively flat response to 5 

or 6 mc. Since the gain- bandwidth product has a fixed upper limit, 
the roll -off becomes more rapid above this value. 

The old IRE response curve (C) was originally adopted for 
comparative level checks. We are currently in the process of a 
changeover to the new IRE curve (D) adopted in 1958 as being 
more indicative of true luminance levels. NOTE: the exact 
specifications of this curve are given in Section 2. 

In general the applications of the various response curves are 
as follows: 

1. NORMAL (Gaussian roll- off) -most suitable for waveform 
analysis, particularly where transient response becomes a 
major factor. 

2. FLAT (to 5 or 6 mc) -most suitable for single- frequency 
response runs (or keyed sine -wave burst signal) to avoid 
a scope correction factor in the readings. 

3. IRE -most suitable for checking, comparing, and adjusting 
amplitude levels. Some existing equipment, such as scopes 
and master monitors with an IRE position, use the old curve. 
To avoid the inevitable arguments resulting from various 
interpretations of peaks of the higher- frequency signal com- 
ponents, the new curve should be adopted as soon as possible. 
This is of prime importance in color telecasts where lumi- 
nance levels are critical. 

1 -2. THE BANDWIDTH RISE -TIME PRODUCT 

Engineers are quite familiar with the gain- bandwidth product 
of an amplifier. Of more importance to the user of any given gain - 
bandwidth amplifier is the bandwidth rise time product, since this 
becomes his standard of measurement. 

This relationship is stated as follows: 

(BW) (RT) = k 

where, 
BW is the bandwidth in megacycles (to the 3 db down point), 
RT is the risetime in microseconds (measured between 10% and 

90% of peak value), 
k is the factor lying between 0.3 and 0.5, depending on the type 

and amount of high- frequency compensation. 

The limit of factor k is that the overshoot on the leading edge 
must be less than 3 %. In fact, a system has an equivalent band- 
width and rise time only within the limits of 3% overshoot. 

The most typical value for k is 0.35, and the equation may be 
expressed in three possible ways. 
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10 TELEVISION SYSTEMS MAINTENANCE 

(BW) (RT) = 0.35 
(BW) = 0.35 /(RT) 
(RT) = 0.35/ (BW) 

Table 1 -1 shows the tabulation of rise time for bandwidths from 
1 to 10 mc within the preceding limitations. Going back to Fig. 1 -1, 
it may be noted that the 3 db down point of either the Normal or 
Flat curve falls in an area which safely indicates a bandwidth of 

Table 1 -1. Bandwidth Rise Time for K = 0.35 Overshoot 
Under 3% 

BW (magacyclas) RT (microsaconds) 

1 0.35 

2 0.175 

3 0.1166 

4 0.0875 

5 0.07 

6 0.058 

7 0.05 

8 0.0437 

9 0.039 
10 0.035 

10 mc. It can be shown from pulse theory that rise time is propor- 
tional to the area under the amplitude- frequency response curve; 
hence, changing from one response to the other does not appreci- 
ably affect the rise time. Figs. 1 -2A and 1 -2B illustrate the differ- 
ence in overshoot of a 75 -kc square wave with the scope set for 
Normal and Flat response, respectively. 

It is the shape of the curve that is actually being changed when 
video peaking coils are adjusted. Leading and trailing transients 
of a rapid transition in picture content must be adequately con- 
trolled by the maintenance personnel. Hence complete familiarity 
with the scope amplifier characteristic is necessary. 

A good square -wave generator with reasonably fast rise time 
and a flat top response curve completely free of wrinkles is one 
Tektronix Type 105 generator with a rise time of 0.02 microsecond 
and a flat top response curve completely free of wringles is one 
example. It is important to remember, however, that to measure 
the exact rise time of a pulse, the vertical amplifier of the scope 
must have a rise time of at least one fifth that of the pulse to be 
measured. Now the rise time of a scope with a 10 -mc bandwidth 
is about 0.035 microsecond. The specified rise time of this square - 
wave generator is 0.02 microsecond. To measure this exact rise 
time it would be necessary for the scope amplifier to have a rise 
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STANDARDS FOR PICTURE SIGNAL ANALYSIS 11 

time of 0.004 microsecond or better. A fast rise time pulse is nec- 
essary for transient response checks in terms of overshoot or 
undershoot. Since the square wave generator must be terminated 
in 75 ohms to preserve rise time, it becomes impractical to check 
the pulse directly on the CRT since sensitivity is not sufficient 
for accurate measurement. Hence, it is necessary to determine the 
"standard" rise time (and overshoot) for any particular combi- 
nation of generator and scope before a valid check can be made 
on external amplifiers or systems. 

(A) Scope set for Normal response. (B) Scope set for Flat response. 

Fig. 1.2. Tektronix 524 scope response to 75 -kc square wave 

(rise time 0.02 microsecond). 

The total rise time of a pulse through a series of cascaded stages 
is equal to the square root of the sum of the squares of individual 
stage rise times (assuming overshoots less than 3 %). When, for 
example, an amplifier with a rise time of 0.02 microsecond is feed- 
ing an amplifier with 0.04 microsecond rise time, the total rise 
time is: 

RTt = -\/(0.02) 2 + (0.04)2 = VOÓ2 = 0.045 microsecond 

Understanding this relationship will enable the maintenance 
engineer to closely estimate the condition of his test equipment, 
even though an extremely wideband scope is not available or 
necessary -provided he is certain of the scope characteristics. 
It also emphasizes the better -known premise that an amplifier 
output must be directly compared to the scope display at the 
amplifier input, properly terminated, rather than any assumed 
condition. Each time the test signal is transferred to another 
stage or amplifier with different cabling, capacities, etc., it is 
important to check the input display at the point of connection 
so that the output can be properly interpreted. 

1 -3. SCOPE PROBES AND INITIAL CALIBRATION 

Due to capacitive loading effects, the "direct" scope probe is 
severely limited in application to TV equiontept -> intenance, 
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12 TELEVISION SYSTEMS MAINTENANCE 

even when applied directly across 50- or 75 -ohm terminations. 
A direct probe should never be used where frequency response 
or transient response is a factor; therefore it is limited to certain 
applications where the IRE response is used. Fig. 1 -3A shows the 
display of a keyed burst signal taken with a direct probe across 
a 75 -ohm termination. Actually the display obtained will depend 
on the length, type, and condition of the cable used; one probe 
could show a decided roll -off of higher frequencies, while another 

to 

(A) Using direct probe across (B) Using cathode-follower probe 
75-ohm termination. across 75-ohm termination. 

Fig. 1.3. Scope response to keyed sine -wave burst. 

could indicate a roll -off at low frequencies. Similarly, pulses 
would have varying rise times and overshoots, depending on the 
duration and repetition rates. Fig. 1 -3B is the display obtained 
with a cathode -follower probe across the same termination. Use 
the direct probe only where IRE response is used. No probe loss 
can be tolerated when checking for the presence of extremely low - 
level signals, and certainly the direct probe has no place in scope 
calibration. 

For most applications the 10:1 capacity divider probe should 
be used. For a scope with 1- megohm input shunted by a 40 -mmf 
capacity, the simplest 10:1 probe consists of a series -connected 
9 -meg resistor shunted by a trimmer capacitor of 3 to 12 mmf. 
When connected to the scope, the input impedance from the probe 
tip becomes 10 megohms shunted by approximately 12 mmf. The 
trimmer capacitor is adjusted so that the RC product is equal to 
the RC product of the scope input, thus making the voltage divi- 
sion independent of frequency. This is done by touching the probe 
to the scope calibration pulse output or a square -wave generator 
set to about 1 kc and adjusting the trimmer so that the leading 
edge is not rounded on the top (undercompensated) or does not 
overshoot (overcompensated). This adjustment should be checked 
often and must always be checked when used with a different 
scope, even though it is one of the same make and model. 
Frequency response and transient response of the scope itself 
should be checked with this probe so that all variables are 
calibrated. 
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STANDARDS FOR PICTURE SIGNAL ANALYSIS 13 

An important point to remember when using the 10:1 probe 
is that the preamplifier will normally be used ahead of the main 
vertical amplifier in such scopes as the Tektronix 524AD. This is 

necessary since most performance tests are made on standard 
1 -volt, peak -to -peak signals across 75 ohms, and the 10:1 voltage 
division requires the extra gain. It is, therefore, imperative that 
single- frequency response runs and square -wave response tests 

of the scope be made at 1 -volt levels in 75 -ohm terminations. 
This is so that the scope attenautor settings are the same as when 

equipment checks are made. 
The cathode -follower (CF) probe overcomes the above limita- 

tion. A typical CF probe has an input impedance (connected to 

the scope) of 40 megohms with a 4 -mmf shunt capacity, and it pro- 

vides a gain slightly less than unity. Thus, the preamplifier need 

not be used across normal 1 -volt terminations. The cathode - 

follower probe does, however, have limitations of its own. 

A. Depending on the design and voltage used, a single ampli- 

tude of about 5 volts unidirectional (10 volts p -p) is the 
maximum that can be handled without compression. Thus, 
the probe is not normally used in servicing equipment where 
higher signal levels occur, unless an additional voltage - 

divider probe is attached to the CF input. 
B. Due to design limitations on the input time -constant, the 

low- frequency, square -wave response is poor (about 20% 

tilt on a 60 -cycle square wave). 
C. Since a DC voltage appears at the cathode output, the DC 

input of the scope cannot be used. 

A logical step -by -step initial calibration of the scope can be 

outlined as follows: 

1. Video Sweep (Detected). Terminate the video sweep gener- 
ator directly at the generator output connector in 75 ohms. 

Use a video detector probe (Fig. 1-4). The probe in Fig. 1 -4A 

will read approximately 75% of actual p -p output signal, 
while the higher isolation probe in Fig. 1 -4B will read about 
50 %. Adjust the output amplitude for 1 volt, which will read 
approximately 0.75 volt with probe A or 0.5 volt with probe 
B. Also, adjust the scope gain to provide a convenient display 
(Fig. 1 -5). This enables a check of the flatness of the sweep 
generator itself, since the detected sweep envelope does not 
depend on the high- frequency response of the scope. The 

Tektronix scope may be used on any response position; or a 

scope very limited in response can be used, provided it has 

reasonably good low- frequency square -wave response. If the 
video sweep generator cannot be made perfectly flat, as ob- 
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14 TELEVISION SYSTEMS MAINTENANCE 

served on the scope, the deviations must be plotted as a 
correction factor for equipment checks and scope calibration. 

2. Video Sweep -Wide band. (This should only be observed after 
determining the flatness of the sweep generator as in Step 1.) 
Although used only in very special cases (and with extreme 
care), the RF envelope may be observed directly without 

PROBE TIP 

(A) Simplest type with a detected output that is approximately 
75% of peak -to -peak value. 

820mmf 1N%A 

PROBE TIP T 1N%A 82D 

T 
mmf 

100K -P- 
TO SCOPE 

(B) Probe with additional isolation and filtering providing de- 
tected output of approximately 50% of peak -to -peak value. 

Fig. 1-4. Two types of peak -to -peak video sweep detector probes. 

detection as a "quickie" check on scope amplifier response 
(Fig. 1 -6). This check, however, is valid only if the probe to 
be used for equipment checks is used on the scope and a 
signal of the same amplitude is employed so that the scope - 
compensated attenuator is at the same setting as that to 
be used. It is good engineering practice to run these checks 

Fig. 1.5. Detectad video sweep markers 
at 1, 5, and 10 mc. 

with all probes in stock, and through the scope preamp as 
well as to the vertical amplifier input. Use varying levels 
from the sweep generator to enable use of convenient scales 
on the scope with different attenuator settings. This will pin- 
point any attenuator position that might be incorrectly com- 
pensated. An attempt to employ correction factors for differ- 
ent attenuator settings becomes both cumbersome and in- 
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STANDARDS FOR PICTURE SIGNAL ANALYSIS 15 

accurate in system measurements. Normally there will be 
some correction factor when using the preamp as when feed- 
ing the vertical amplifier direct. Plot these responses either 
on a graph or by tabulation in peak -to -peak values. Normally 
the detector probe is employed when using video sweep. The 
wideband display provides a quick check of scope response 
to single frequency sine waves or similar applications, such 
as keyed sine -wave bursts (Fig. 1 -3). 

4 

e 

(A) Scope set on Normal response. (B) Scope set on Flat response. 

Fig. 1.6. Undetected video sweep display up to 10 mc. 

3. Single -Frequency Sine -Wave Checks -The most accurate 
method of checking scope amplifier frequency response is 

to run single- frequency, sine -wave checks over the range of 

100 kc to 10 mc. The same generator and probes should be 
used for scope calibration as will be used for system checks. 
Commercial sine -wave generators, such as the Hewlett - 
Packard 650 -A incorporate a frequency- compensated meter- 
ing circuit at the output to maintain a constant input to the 
scope or equipment at all frequencies. If a generator of this 
type is not available, a VTVM with good response to 10 mc 
can be used across the terminated generator output. As in 
Step 2, it is good practice to check all probes and all attenua- 
tor settings that are likely to be used in system checks. When 
the calibration is posted on the scope, the particular genera- 
tor, meter, and probe should be identified, unless all such 
items have been found to be directly interchangeable. Such 
checks should normally be made about twice a year, or at 
any time that considerable maintenance (tube or component 
changes, etc.) has been required on the scope or signal gen- 
erators. 

4. Low Frequency and Transient Response- Determine the rise 
time and per cent of overshoot of the square wave as read 
on the scope, both through the preamp and main amplifier, 
at the frequencies normally used. Unless a fast rise -time 
generator is available, higher- frequency square waves (above 
75 kc) are not particularly for response 
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16 TELEVISION SYSTEMS MAINTENANCE 

at the higher frequencies the rise time of the pulse must be 
faster than the rise time of the amplifiers to be checked. 
Keep in mind the discussion associated with Fig. 1 -2. A 60- 
cycle square wave fed to the Tektronix 524AD (DC position) 
should have an absolutely flat top, as shown by Fig. 1 -7A. 
Fig. 1 -7B shows the normal amount of tilt introduced by the 
input coupling capacitor when the scope is on the AC posi- 
tion. Remember that the last two (highest gain) positions 
of the above scope are AC only, since the preamp is used 
on these positions. An adjustable grid time constant (Low - 
Frequency Compensation control) is used in the preamp, 
which should be adjusted according to the manufacturer's 
instructions. On any scope employing either external or 
plug -in preamps, always include these units for all scope 
calibration procedures. 

(A) 60 -cycle square wave with scope on (B) 60-cycle square wave with scope on 
DC position. AC position. 

Fig. 1 -7. Square -wave response patterns. 

It is possible for a wideband scope amplifier to exhibit a leading 
edge overshoot from a vacuum -tube defect known as cathode 
interface. This low- frequency phase shift results from series re- 
sistance and capacitive bypassing effects of a chemical interface 
layer forming between the cathode sleeve and the oxide cathode 
coating. Since some tubes have been known to develop this char- 
acteristic in less than 500 hours of operation, the scope should be 
checked about every two months for this type of tube defect. 

A. Adjust the frequency of the square -wave generator to 500 
kc. The waveform should have a rise time of 0.2 micro- 
seconds or less. 

B. Adjust the time base so that several cycles of the square 
wave are displayed. If an overshoot appears with a duration 
of 0.2 to 0.6 microseconds, (see Fig. 1 -8), chances are good 
that one or more tubes in the vertical amplifier have cathode 
interface. (Overshoot duration or time constant is the time 
required for the overshoot to decay to the final flat top 
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value.) A 500 -kc square wave completes one cycle in 2 

microseconds, thus a pulse width of 1 microsecond as shown 
by Fig. 1 -8. The overshoot duration will normally be between 
20% and 60% of the total pulse width when cathode inter- 
face is present. As a double check, plug the scope into a 

Variac and increase the line voltage to the upper limit 
allowed. If cathode interface is present, the increased tube 
heater voltage will reduce overshoot, and a decrease of line 
voltage will increase overshoot. When this occurs, it is best 
to replace all tubes in the vertical amplifier with new ones, 
then substitute the old tubes one at a time while observing 
the square wave. Discard any tube that tends to show this 
effect. Leave the Variac adjusted to deliver the lower limit 
of line voltage (105 -108 volts) to emphasize the effect of 
cathode interface. 

Fig. 1 -8. Vacuum -tube cathode interference 
distortion of a 500 -kc square wave. 

1 

MICROSECOND 

DURATION _ 
DURATION 

k 2 1 
MICROSECONDS 

1 -4. THE SWEEP TIME BASE 

Recognizing the importance of pulse frequencies and pulse du- 
rations in telecasting, it is rather startling to realize that a great 
many stations invest in expensive oscilloscopes with no thought 
whatsoever of a secondary frequency standard. Actually, in many 
applications the scope is worth only as much as its accuracy, and 
a suitable secondary frequency standard is an indispensable part- 
ner. The accuracy of the time base and the marker generators 
(where used) should be checked at least once a year, or whenever 
it appears necessary. For example, if two scopes are available 
(one at the studio and one at the transmitter) they should be 
checked against each other for any discrepancy. 

The most convenient standard from an operational point of view 
(and for scopes with sweep calibrated in time rather than fre- 
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quency) is the Tektronix 180A Marker Generator. When this unit 
is available, or when it can be rented or borrowed, the sweep can 
be calibrated in a minimum of time and with maximum accuracy 
by following the instructions. Otherwise an oscillator of known 
accuracy, such as the Hewlett- Packard 650A, the Signal Corps 
BC -221, or any good crystal standard, may be used. Obviously, the 
secondary standard itself should be checked occasionally and for 
this purpose a WWV receiver will be found invaluable (see 
Section 1 -5) . 

Most heterodyne frequency meters employ a stable crystal os- 
cillator which is used for calibrating the frequency of the variable 
oscillator. (The crystal normally includes a trimmer capacitor 
for WWV calibration.) This crystal oscillator produces harmonics 
which permit calibration of the test equipment at various fre- 
quencies. These points of calibration are termed crystal check 
points, and the frequencies at which they occur are given (usu- 
ally in colored type) in a calibration book, which is also used to 
interpolate the dial reading. Fig. 1 -9 shows a typical setup for 
calibrating the frequency meter. Assume that the calibration book 
shows a crystal check point at a frequency of 2,000 kc. The dial 
setting of the meter is adjusted to correspond to the number given 
in the calibration book for 2,000 kc. With the crystal switch 
thrown to the On position, the output of the variable oscillator 
beats with the output of the crystal oscillator; if there is a differ- 
ence between the two frequencies, a beat note (within the audio 
range if sufficiently close) is produced. In Fig. 1 -9 the frequency 
of the beat is 300 cps, indicating that the variable oscillator is 
300 cycles off (high or low) from the crystal frequency. The var- 
iable oscillator is now adjusted to the exact frequency by means 
of the corrector knob, which is adjusted until zero beat is ob- 
tained. 

Fig. 1 -10 shows the dial of a typical heterodyne frequency meter. 
The dial setting shown is read in the following manner: the long, 
thin line marked on the window of the HUNDREDS dial indi- 
cates the approximate reading of the dial. Since it is situated be- 
tween 3,900 and 4,000, the exact dial reading must be between 
these numbers. The reading on the UNITS dial is read directly 
below the arrow on the TENTHS vernier; it is between 27 and 28. 
To obtain the exact reading to the nearest tenth, the TENTHS 
vernier must be read. The tenths value is obtained by finding the 
line on its scale which coincides most closely with a line on the 
UNITS dial. The value of .7 coincides with 33 on the Units dial; 
therefore, the exact reading of the dial setting shown in Fig. 1 -10 
is 3,900 + 27 + .7, or 3,927.7. The frequency reading corresponding 
to this number must be obtained from the calibration book which 
is included with each frequency meter. 
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2000. 3 KC 

IOR 1999.7 KC) 

VARIABLE 
OSC 

CORRECTOR 

BEAT FREQUENCY 

(0.3 KC) 

DETECTOR 
AUDIO 

AMP 

HEADPHONES 

QSD 
2000KC OUTPUT FREO 300 CPS 

I2ND HARMONIC) 

1000 KC 

CRYSTAL 

OS C 

Fig. 1.9. Typical setup for calibrating a heterodyne 
frequency meter. 

Whenever the observed dial setting falls between two consecu- 
tive dial settings listed in the calibration book, it is necessary to 
interpolate to find the exact corresponding frequency. The dial 
reading shown in Fig. 1 -10 lies betwen the numbers 3,925.5 and 
3,927.9, as taken from the calibration book, and the frequencies 
corresponding to these dial settings are 3,669 kc and 3,670 kc. 

The difference between the listed dial settings is the difference 
between the dial reading and the next higher listed dial settings, 
as the corresponding difference between the listed frequencies is 

the frequency difference between the unknown frequency and the 
next higher listed frequency. This is shown in the formula: 

2.4 1 kc 

HUNDREDS 
DIAL 

3900 

0000.7 

.2 x kc 

TENTHS 
VERNIER 0027.0 

FINAL 
DIAL READING 

3927.7 

Fig. 1 -10. Dial of a typical heterodyne frequency meter. 
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These differences are easily found by employing a simple tabu- 
lation scheme as follows: 

FREQUENCIES DIAL SETTINGS 

3,669 kc 3,925.5 (listed) l 
dill. 1 kc unknown kcJ 

3,670 kc 
l Jiff. x kc diff..2 3,927.7 (dial reading) diff. 2.4 

3,927.9 (listed) JJJ 

Solving for x in this formula gives a frequency difference of 
.083 kc. This figure is then subtracted from the higher listed fre- 
quency, producing 3,669.917 kc as the frequency corresponding to 
the dial reading. The last two significant figures can be discarded 
for all practical purposes. 

When a suitable frequency meter is not available, crystals at 
the desired test frequencies can be purchased and used to con- 
struct a simple "series crystal probe" for the scope. This is done 
by placing the crystal directly in series with a scope probe and 
connecting it to the signal generator output. Adjust the signal 
generator to obtain maximum output on the scope, which will be 
indicated as a very sharp "jump" in the amplitude of the scope 
display when the cryytal frequency is reached. The accuracy of 
the setting depends on the accuracy of the crystal used, but it is 
generally suitable for most test procedures. A possible exception 
is the region around 4.18 mc, which is the roll -off point for color 
standards at the transmitter video output. A slight inaccuracy 
here can result in a false response characteristic in this critical 
region. This method, of course, is just as accurate as any other 
if a means exists to check the frequency error of the crystal 
against WWV or WWVH. The most common WWV or WWVH 
frequencies used are 2.5, 5, and 10 megacycles (see Section 1 -5) . 

The scope time base normally employs a low- frequency adjust- 
ment and several adjustments affecting the faster sweeps. A sine 
wave from the oscillator may be fed to the scope vertical amplifier 
and the sweep time per centimeter will be: 

Sweep time /cm =cycles /cm 
osc. freq. 

For example, on the Tektronix 524AD scope, a 1 -mc signal 
should show one cycle /cm when the Sweep Time switch is set 
on 1 microsecond and the multipliers are set to 1.0. The accuracy 
of the marker generators should then be checked (and adjusted 
if necessary) against the properly calibrated time base. 

It is also important to become completely familiar with the 
sweep linearity of the scope. Usually a slight amount of non - 
linearity will be indicated. Fig. 1 -11 illustrates a scope display 
with 1 microsecond markers; it can be observed that the linearity 
is reasonable to about 4 cm each side of center, allowing for a 
slight amount of parallax. Note, however, that in this case 10 
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microseconds is not indicated by exactly 10 cm of deflection. 
Nonlinearity is of no importance when markers are present, but 
instances occur (for example when setting vertical -sync serration 
width relative to leading edge of horizontal sync) when it is cum- 
bersome to attempt the use of markers. Sweep linearity can usu- 
ally be improved in case of an excessive amount of nonlinearity 
by selecting horizontal amplifier tubes for balance while observing 
markers on the trace, as in Fig. 1 -11. It is most important, how- 

ever, to determine what portion of the sweep the linear region 
is over. 

Fig. 1 -11. Scope sweep with 1 -micro d 

markers to observe sweep linearity. 

1 -5. USING WWV OR WWVH FOR CALIBRATION 

Mention has been made of checking frequency standard cali- 
bration against WWV or WWVH transmissions. (WWV is located 
in Ft. Collins, Colorado and WWVH is in Maui, Hawaii). These 
transmissions are maintained by the National Bureau of Stan- 
dards and are receivable throughout the United States. Difficulty 
may be experienced in some locations at night (due to skip effects 
and fading) in which case daytime use is mandatory. A good 

antenna system may be required together with a good communica- 
tions receiver, preferably one incorporating a bfo. 

Fig. 1 -12 illustrates one satisfactory method of calibrating the 
secondary frequency -standard crystal against WWV or WWVH 
transmissions. Tune the receiver to 2.5 or 5 mc (10 mc, if neces- 
sary for good reception), using the receiver bf o if it is required 
for accurate dial setting. Wrap a wire around the frequency meter 
crystal (with the crystal switch on) and around the receiver an- 
tenna lead -in a sufficient number of times to obtain a good beat 
signal. A low- pitched audio growl indicates a frequency differ- 
ence in the audio range. Adjust the trimmer capacitor across the 
frequency -meter crystal for zero beat. 

Always observe any precautions that may be spelled out in 
instructions with the specific meter used. Many stations are in 
possession of the military Type BC -221 meter, accompanied only 
with the calibration book. These users should find the preceding 
information most helpful. 

www.americanradiohistory.com

www.americanradiohistory.com


TELEVISION SYSTEMS MAINTENANCE 

1 -6. AMPLITUDE CALIBRATION 
The absolute accuracy of the signal amplitude is not quite as 

important as time base accuracy, provided the same scope is used 
in setting levels throughout the system. This is true since slight 
differences in levels are arbitrarily adjusted to give proper modu- 
lation of the transmitter or are adjusted for a given level in ter- 
minal equipment of the AT &T. However, a reasonable accuracy 
is desirable. EIA standards call for a picture -line amplifier stand- 
ard output (black negative polarity) of 1 volt peak -to -peak within 
0.05 volt. 

Mercury cells are available which are capable of maintaining 
a rather precise potential of 1.35 volts unloaded over periods of 
30 months and more when used as secondary -voltage standards. 
Eight of these cells in series will provide a standard of 10.8 volts 

WRAP WIRE AROUND ANTENNA LEAD -IN 
A SUFFICIENT NUMBER OF TIMES TO GET 

GOOD "BEAT' SIGNAL. 

i 
`ÖÚÖI 

COMMUNICATION 

RECEIVER WITH BFO 

HEADPHONES 

TUNE TO WWV 12.5 OR 5 mc) 
OR WWVH I5 mc IN HAWAII) 

WRAP WIRE AROUND CRYSTAL. 
TURN CRYSTAL SWITCH ON. 

HETERODYNE 

FREQUENCY METER 

Fig. 1-12. Test setup for zero -beating frequency- standard crystal 
with National Bureau of Standards transmission. 

within 1%, which can be used to calibrate DC meters. The pulse 
calibration circuit of most scopes employs a DC check point for 
proper adjustment which requires a voltage scale that can nor- 
mally be calibrated by the 10.8 -volt DC reference. Or the DC 
reference can be used to check the scope calibration directly if a 
chopper is available. 

The properly calibrated scope can then be used to check the 
AC meter scales. The peak -to -peak value displayed multiplied by 
0.3535 gives the rms meter value. 

1 -7. COMPOSITE VIDEO WAVEFORM INTERPRETATION 
It is important to understand what the oscilloscope "sees" when 

observing the composite video signal. The following points are 
pertinent: 
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1. When the scope time base is adjusted to view the signal at a 

horizontal rate, both horizontal and vertical pulses are dis- 
played. 

2. When the scope time base is adjusted to view the signal at a 

vertical rate, both vertical and horizontal pulses are dis- 
played. 

Scopes most commonly used in television broadcasting employ 
a time base calibrated in microseconds rather than frequency. 
Thus, the "horizontal rate" of 15,750 cps is 63.5 microseconds 
(the reciprocal of 15,750). To display what is commonly termed 
"two lines" at the horizontal rate, the scope -sweep time is ad- 
justed to 7,875 cps (one -half the line rate) or 127 microseconds. 

(A) Equalizers coincident with vertical sync 

serrations. 

(B) Vertical sync pulses. 

(C) Vertical sync serrations. 

(D) Equalizers coincident with horizontal 

sync. 

Fig. 1-13. CRO horizontal rate display of 
two lines. 

With a scope such as the Tektronix 524AD it is desirable to 

spread these "two lines" over the 10 -cm full -width scale. The 
time base is therefore adjusted to 12.7 microseconds /cm by plac- 
ing the sweep time to 10 microseconds /cm, and the multiplier to 

1.27, resulting in two lines at a horizontal rate across the graticule 
within the 10 -cm scale. 

The video picture waveform, contrary to what is expected, does 
not display a single line of varying amplitude as is represented 
in drawings of a single video line. With conventional scope sweeps 
the actual display of only two picture lines would be impossible 
unless the camera were continually scanning only two lines over 
and over. Actually, the scope must be considered as scanning the 
video signal, and, although during any single sweep of the scope 
beam (at the horizontal rate) two horizontal lines will have been 
scanned in the camera and traced out on the waveform screen, 
all the lines of the picture are present at the video input termi- 
nals to the scope. The effect of persistence of the fluorescent screen 
and of the human eye, as well as the fact that all the lines of the 
picture are traced out on top of each other during a single sweep 
of the scope beam, results in a pattern similar to that shown in 
Fig. 1 -13. 
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The line appearing at the sync -tip level is also in need of ex- 
planation. It should be remembered that at the end of each field 
(262.5 lines) the vertical retrace takes place and the V blanking 
pulse is present to blank out the kinescope beam during this time. 
Since the waveform monitoring scope beam is not blanked out 
during this time, and since it is still sweeping the screen, the 
vertical blanking voltage is traced out in the horizontal direction 
as shown. It is a relatively heavy line because the V pedestal is 
some 13 to 21 horizontal lines in duration (per field). Thus the 
beam is swept over a wide portion of the screen at a horizontal 
rate. The long interrupted lines at the sync tip level are the V sync 
pulses placed atop the V pedestal. They are of longer duration 
than the H sync, and they are serrated in form. 

hr 

IMIEZEOZIMMI 
mìrfiti fí7:1 

Fig. 1 -14. Expanded horizontal sweep 
showing details of vertical sync serrations 
and equalizing pulse coincident with 

horizontal sync. 

Notice that the equalizing pulse is also visible, although the 
trace produced in very faint. This is due to the fact that the pulse 
is at a high frequency (31.5 kc) relative to the time base, and 
exists only at 60 -cps intervals. Fig. 1 -14 shows the equalizer pulse 
more clearly due to the expanded sweep. The leading edge of 
alternate equalizing pulses coincides with the leading edge of a 
horizontal sync pulse. Since the width is one half that of H sync 
(Section 3 details this waveform), it appears to split the H sync 
pulse in half. The leading edge of alternate equalizers do not 
coincide with H sync, but they are coincident with serrations of 
the vertical sync pulse, as shown in Fig. 1 -13. Note, then, that 
the equalizer coincident with H sync exists only at 30 cps (every 
other pulse) which explains the dim trace. 

When the monitor sweep is set at 30 cps (33,333 microseconds), 
the field frequency waveform is displayed as in Fig. 1 -15. A single 
sweep now takes place in 1/30 second, the lines of one field are 
traced out to the left of the V pedestal, and the following field 
is traced out to the right. The line at the extreme bottom is com- 
posed of the horizontal sync pulses for the lines comprising the 
fields above. Since there are approximately 262 such pulses for 
each field (one at the end of each line, 262.5 lines per field), the 
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pulses appear as a horizontal line across the screen. The serrated 
V sync pulses are also on this line immediately under the V 
pedestal, but they are hardly distinguishable as such due to their 
short time duration in ratio to the scope sweep of 1/30 second. 
In this case the heavy line at the blanking level is made up of the 
horizontal pedestals for the lines in the above fields. 

Fig. 1.15. CRO vertical -rate display of 
two fields. 

HORIZONTAL SYNC 

FOR INDIVIDUAL LINES OF FIELD 

Note from the preceding description and Fig. 1 -13 that conven- 
tional horizontal -rate scope sweep results in a pattern which con- 
tains all the lines (at a horizontal rate) of the field. It is, however, 
possible to observe only a single line of the field on the Tektronix 
524 scope by placing the Trigger Selector switch to the Delayed 
Sweep sector. By rotating the Sweep Delay control, any line or 
lines may be observed (see Fig. 1 -16). This sweep is obtained 
internally from the composite television signal by establishing 

Fig. 1.16. CRO display of single line by 
line -selected delayed sweep with time 
base of 6.35 micro ds per centimeter. 

.. - " i ^. 

" . 

a coarse time delay from a vertical sync pulse (off the sync sepa- 
rator circuit) and then actually triggering the sweep from a se- 
lected horizontal sync pulse. Since the scanned line interval is 
63.5 microseconds, if the time base is adjusted to 6.35 micro - 
seconds/cm, a single line will occur in the full -scale 10 centi- 
meters of the scope graticule. (Fig. 1 -16 illustrates this feature.) 

When using the Sweep Delay control in this manner, the sweep 
is triggered only 30 times per second. The resulting display is 
correspondingly dim and should be viewed through the viewing 
hood provided for this purpose when much ambient light exists. 
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The photo of Fig. 1 -16 required 1/2 second exposure of 3,000 ASA 
polaroid film (at f:5.6) compared to 1/30 second exposure for the 
other photos. 

The particular line being observed on the CRO may be deter- 
mined by connecting a spare video monitor to the Line Indicating 
Video output jack at the rear of the scope. The picture on the 
monitor is brightened during the time of the sweep gate as deter- 
mined by the selected time base. The Sweep Delay control is ro- 
tated while watching the monitor until the desired line of the 
picture signal is selected. Thus, the amplitude of test -chart band- 
width wedges may be measured relative to grey (100 %) areas. 

To emphasize the fact that verticals are apparent in horizontal - 
rate CRO displays (and vice versa), the upper trace in Fig. 1 -17 
shows the appearance of 60 -cycle hum in the video signal viewed 

Poillgo,"%loyie 

Fig. 1.17. Upper traca is vertical -rate dis- 
play of signal with larga 60 -cycle hum 
component. Lower trace is horizontal -rata 

display of same signal. 

at the vertical rate. The lower trace in Fig. 1 -17 is the same signal 
viewed at the horizontal sweep rate. Note the thickened lines in 
the horizontal sync area. The same kind of display results for any 
vertical "tilt' 'or shading; the horizontal sync tip and porches 
will be thickened an amount proportional to the vertical defect. 

When a television line -rate defect, such as bad tilt (shading), 
exists at a 15,750 cps rate, the vertical -rate CRO sweep will reveal 
this as thickened vertical sync traces. 
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SECTION 2 

AMPLITUDE 
CALIBRATION 

AND MAINTENANCE 
OF LEVELS 

After several years of television broadcasting, the standards of 
video level measurement are still somewhat uncertain. This situa- 
tion is analogous to that which existed in aural broadcasting 
before the standardization of the VU meter. Video level mea- 
surement is more complex than measurement of the audio 
portion since the ratio of several different signal levels is in- 
volved. Therefore waveform presentation on an oscilloscope 
is required. 

2 -1. REQUIRED SYNC -TO -VIDEO RATIO 

Fig. 2 -1 represents the transmitter carrier wave modulated with 
a standard window signal. Sync tips are 100% of carrier, blanking 
level 75 %, and peak white 12.5% of maximum carrier. This "white 
setup" is fixed by FCC standards at 10 to 15% of carrier (12.5% 

WAVEFORM 
TERMINOLOGY 

100% e-r - - - - SYNC LEVEL 

BLANKING LEVEL 

) SETUP LEVEL 
- REFERENCE BLACK 

75%- 
67.5% - _ _ 

VIDEO SIGNAL 

12 5% aw:i n. .: REFERENCE WHITE 

% 

Fig. 2 -1. Transmitter carrier representation when modulated with standard window signal. 
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nominal) to avoid carrier cutoff. The latter results in audio buzz 
in intercarrier -type receivers due to loss of the carrier frequency 
reference. 

It is evident that the signal amplitude from the studio line is 
represented on the modulated carrier as that portion between 
12.5 and 100% of maximum carrier values. Since full modulation 
of the transmitter occurs at 87.5% of carrier, the necessary sync - 
to -video ratio of the input signal to result in 25% sync is 25/87.5 
= 0.286, or 28.6% of the total composite signal. Thus, disregarding 
special circuits such as sync stretching stages of transmitters or 
stabilizing amplifiers, the input signal (to a linear transmitter) 
must be 71.4% video and 28.6% sync to obtain the FCC require- 
ment of 25% sync in the radiated signal. 

Notice also that, on recovery of the video signal by detection 
of the transmitted carrier, exactly the same ratio of video to sync 
should exist; i.e., 71.4% video and 28.6% sync. This represents 
a modulated carrier ratio of 75% video and 25% sync. (Discussed 
more fully in Section 8 on transmitter proof -of- performance.) 

2 -2. TERMINOLOGY AND STANDARDS OF VIDEO LEVELS 

The original standards for studio line output (transmitter input) 
set in 1946 established a 2 -volt composite signal level comprised 
of 0.5 -volt sync and 1.5 -volt video, or 25% sync to 75% video. All 
early transmitters employed sync stretching circuits to properly 
adjust the respective amplitudes and to compensate for the in- 
herent sync compression. 

In 1950 this standard was changed to a composite level of 1.4 
volts; 1 -volt video to 0.4 -volt sync. This change was largely be- 
cause of difficulty in obtaining good amplitude linearity in exist- 
ing equipment over the 2 -volt range (particularly in a large num- 
ber of cascaded amplifiers, as in network transmission). This new 
standard not only established better amplitude linearity charac- 
teristics, but it also provided a compatible 28.6% sync to 71.4% 
video ratio. Some transmitter manufacturers deleted the usual 
sync stretching circuits from transmitters and obtained proper 
sync /video ratios in external stabilizing amplifiers. 

Since the advent of color television, many stations (even those 
operating monochrome only) have established a 1.0 -volt composite 
signal as a standard for the line output level. Because of the over- 
shoot of the color subcarrier on color -bar transmissions, amplitude 
linearity problems again manifested themselves for the 1.4 -volt 
standard. Numerous tests indicated the desirability of reducing 
the transmission level to 1.0 volt composite, and this is now stand- 
ard practice for AT &T television operating centers and the ma- 
jority of commercial broadcast stations. 
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The new 1.0 -volt standard maintains the same sync /video ratio 
as the older 1.4 -volt standard. The voltage ratios of the old and 
new standards, as correlated with the IRE scale (adopted for use 
as an industry -wide standard), is shown in Fig. 2 -2. Although the 
1.0 -volt signal is normally spoken of as 0.7 -volt video to 0.3 -volt 
sync) , the actual voltage values are 0.714 video to 0.286 sync. 
By calling all values in IRE units, a standard is established which 

For 1.4 volt signal: volts per unit = 1.4/140 = 0.0Ìv /unit 
For 1.0 volt signal: volts /unit = 1.0/140 = 0.00714 /unit 

1.0 volt 
composite 

1.4 volt 
composite 

Reference 
100 White Level 
80 

0.714 1.0 60 
40 Reference 

Black Level 20 
.1Ì111111111I 111114 al 1'111'IÌ11 (Blanking 

Level 
0.286 0.4 / (SYNC LEVEL 

20 
40 

Fig. 2-2. Standard IRE scale showing correlation of 1.0-volt and 1.4-volt signals. 

eliminates any confusion. It is only necessary to calibrate the 
scope gain so that 140 IRE units is 1 volt peak -to -peak. For the 
old standard, the scope is calibrated for 1.4 volts peak -to -peak on 
140 IRE units. 

Fig. 2 -3 illustrates the three scales recommended for the various 
points to be monitored. Operating scale No. 1 is for use at the 
camera control unit when sync is not added at this point. Refer- 
ence white is at 100, reference black is at 10, and the blanking 
level is at 0. It is noted that the reference black level at 10 is a 
continuous line as is the blanking level at 0. This set -up level is 
very important. In a theoretically perfect transmission system, 
black level and blanking level could be maintained the same, thus 
utilizing to the fullest extent the video amplifier gains. In practice, 
however, some amplitude distortion exists, resulting in at least 
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slight amounts of overshoots in the black region. When this occurs, 
some retrace lines will be visible on the picture, unless the re- 
ceiver controls are adjusted to clip black peaks. This results in 
compression of blacks. By raising the set -up value to about 10 %, 
optimum operating conditions are realized. The setup must be 
constant and of the same value between cameras (studio or film), 
studios, networks, etc., to maintain constant background bright- 
ness in the home receiver. (NOTE: Some stations employ a 5% 
set -up level.) 

100 loo 

eo. eo 
60 - - .60 
40. - _. 40 
20 - -; 20 

o 

NO 1 

FOR USE AT CAMERA 
CONTROL UNIT WHEN SYNC 
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REFERENCE BLACK 10 
BLANKING LEVEL O 
SYNC PEAKS -40 
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100. 606- 
60. - 
40. 

20 

0 

12.6 

0 75 20= 
40 

NO 3 

-6100 

USED WHERE DESIRED TO 
RELATE LEVELS TO DEPTH 
OF MODULATION OF VIDEO 
CARRIER 

REFERENCE WHITE 12.0% 
REFERENCE BLACK CJUST 
UNDER BLANKING LEVEL) 
BLANKING LEVEL 75% 
SYNC PEAKS - 100% 

ZERO CARRIER (SHOULD 
NEVER OCCUR I N PRACTICE ) 
IS SET AT 120 ON SCALE 

Fig. 24. Video level measuring scabs recommended by IRE Standards (black 
negative polarity). 

Operating scale No. 2 in Fig. 2 -3 is recommended where the 
composite signal level (sync added) is to be measured. Reference 
white is at 100, reference black is at 10, the blanking level is at 0, 
and the sync peaks are at -40. This type of scale is common at the 
line monitoring position. 

Operating scale No. 3 is recommended at transmitter locations 
where it is desirable to relate the arbitrary IRE units to depth 
of modulation of the video transmitter carrier wave. Reference 
white of 100 represents 12.5% carrier, zero carrier being repre- 
sented by 120 on the scale. Reference black is at 10, and blanking 
level at 0 represents 75% carrier. Sync peaks at -40 represents 
100% carrier modulation. The relationship to the FCC specifica- 
tions of carrier levels may now be observed. Zero carrier level 
(which should never occur in practice) is set opposite 120 on the 
IRE scale, and maximum carrier opposite -40. Blanking level 
(zero on scale) then occurs at 75% of maximum carrier, and ref- 
erence white (100 on scale) occurs at 12.5% of maximum carrier. 

It is becoming increasingly important that all TV engineers 
"talk the same language." Fig. 2 -4 illustrates two scope displays 
and the descriptive terminology associated with their analysis. 
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This terminology, as well as that included in the Glossary of 
Terms Concerning TV Waveform Levels at the rear of this sec- 
tion, is approved by AT &T and local telephone companies. Termi- 
nology used in describing specific troubles is presented where 
appropriate in future sections. 

It is common practice to call out levels from blanking toward 
white and blanking toward sync as "100 over 40," "85 over 30," 
etc., which refers to IRE units in each direction. When calling out 
keyed sine -wave burst levels to the telephone company for fre- 
quency response checks, adjust the level from blanking to peak 
reference white for 100 IRE units on the scope and read each 
burst frequency in IRE units occupied by the individual burst. 
Reference white is established by a pulse immediately following 
blanking for use in this adjustment. 

The set -up level (units between blanking and maximum picture 
black) should be called out only when picture content includes 
a reference black rather than intermediate shades of gray only. 
This level should be a minimum of 5 and a maximum of 10 IRE 
units under this condition. It is standard operating practice at 
some stations to run zero setup on all camera controls and to insert 
a fixed 5% setup at the line output stabilizing amplifier. (NOTE: 
the stabilizing amplifier is discussed in Sections 3, 5, and 6.) 

All level checks not involving frequency response (such as 
keyed burst signals) should be made with the scope response on 
the IRE position. If the scope is on wideband response, the small- 

1. Picture voltage at right side of image. 
2. Front porch. 
3. Leading edge of sync. 
4. Tip of sync. 
5. Trailing edge of sync. 
6. Back porch. 
7. Picture voltage at left side of image. 
8. Horizontal blanking interval. 

(A) Definition of terms, 
expanded horizontal. 

-..,. ,.. 
1. Picture voltage at bottom of image. 
2. Leading group of 6 equalizing pulses. 
3. Serrated vertical sync pulse. 
4. Trailing group of 6 equalizing pulses. 
5. Horizontal sync pulses during vertical 

blanking. 
6. Picture voltage at top of image. 
7. Vertical blanking interval. 

(B) Definition of terms, 
expanded vertical. 

fig. 2 -4. Analysis of expanded sweep displays. 
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energy overshoots of the higher frequency components will be 
apparent. If these overshoots are held below 100 IRE units and 
the scene suddenly changes to one of much lower frequency con- 
tent, the operator must adjust his gain to bring the overall level 
up. Since the luminance content is largely in the middle and lower 
frequency range, the operation results in a needless shift of ap- 
parent contrast in the home receiver. To avoid this result, the IRE 
response curve was standardized for the purpose of "riding gain" 
on the video and for checking levels of normal signals between 
the studio and the transmitter, or the studio and AT &T. 

Since the waveform monitor of the master unit is often used 
to indicate the final video level as it leaves the studio for the 
transmitter, the operator will find a choice of two pattern char- 
acteristics associated with this circuit. For example, the RCA 
TM -6 master monitor incorporates a variable vertical amplifier 
response for the CRO waveform oscilloscope. In the wideband 
position, the response is essentially flat to 5 megacycles. When 
used as level measurement only, the response is "rolled -off" at 
the high end, as illustrated in the IRE curves of Fig. 2 -5. The solid 
line indicates the recommended roll -off, with the dashed lines 
showing allowable tolerances in the amplifier response for level 
measurements. 

NOTE: This is the old IRE curve adopted in 1950, which is still 
used in many instances. It should be modified to the new curve 
of Fig. 2 -6, which was adopted in 1958 and amended in 1961. 

Referring to Fig. 2 -5, 1 is the normal appearance of the wave- 
form displayed on a wideband scope when the signal input is from 
a monoscope camera. Notice that this pattern can indicate the 
quality of a signal as well as the level in amplitude, showing dis- 
tribution of lights and darks in the pattern and good shading 
characteristics. Display 2 is the same monoscope signal with 
artificially produced overshoots (transients) as viewed on the 
same wideband scope. It is recalled that these characteristics lead 
to major differences in handling overall gain by different opera- 
tors. As a result of a study from which the IRE standard was com- 
piled, it was found that such roll -off characteristics reduced dis- 
agreements among operating personnel concerning levels, and still 
provided sufficient indication of overshoot so that an undue 
amount would be apparent. Display 3 in Fig. 2 -5 is the pattern 
produced from signal 1 on the narrow bandwidth CRO. Note that, 
since highs are reduced in response, the entire pattern appears to 
be of the same intensity. From the same characteristics the over- 
shoots of 2, when displayed as in 4, are not as apparent (except 
in the "black" region), and a more uniform level indication 
results. 
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MONITORING CATHODE - RAY OSCILLO- 
SCOPE WITH ESSENTIALLY FLAT RE- 
SPONSE TO 4.5 MEGACYCLES 

!TT-- 
.. . M 

u 

4 
o 

2 

10 

12 

14 

25 

Q2 0.5 2. ì 4 5 6 76 
FREQUENCY R/ MEGACYCLES PER SECOND 

SPECIFIED ROLL -OFF OF CRO RESPONSE 
FOR VIDEO LEVEL MEASUREMENTS. 

(FROM IRE STANDARDS 23.S1.) 

Fig. 2 -5. Monoscope camera signal waveform on CRO with different response character- 

istics. Response curve at bottom is old IRE standard of 1950, still used by many stations. 
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In installations where such facilities are provided, the mainte- 
nance department should be charged with the responsibility of 
periodically checking this roll -off characteristic of the monitor. 
From the new curve in Fig. 2 -6 the amount of roll -off that should 
occur at 3.58 mc is approximately 20 db. This was approximately 
8 db on the old curve (Fig. 2 -5). The new curve is more suitable 
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Fig. 2 .6. Frequency response for standard oscilloscope 
(IRE roll -off). 

for luminance control of composite color signals. This response 
characteristic may be conveniently measured by means of the 
sweep generator method, using the scope on the monitor to dis- 
play the response, as shown by Fig. 2 -7. In actual practice a slight 
rise may occur in this response around the "crossover" frequency 
(approximately 4 mc) ; it should remain at least 20 db down 
above 5 mc. The IRE response circuit should be adjusted to meet 

Fig. 2.7. CRO display of the new IRE 

response characteristic. 

the specifications of Table 2 -1, which are the exact values spelled 
out in the 1961 revision of the curve of Fig. 2 -6, narrowing some- 
what the tolerance in response. There should be no sudden break 
in the response curve above 3.58 mc, and the maximum response 
above 5 mc should be at least 20 db down with respect to that of 
100 kc, the reference frequency. The scope should indicate less 
than 2% tilt in a 60 -cps symmetrical square wave. 
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2 -3. FACTORS AFFECTING LEVEL VARIATIONS 

Level variations are classified into two major groups- short- 
term and long -term variations. The short -term grouping may in- 
clude anything from the rapid "bounce" observed on scenic con- 
tent changes between radical differences in duty -cycle (or un- 
clamped points of observation, or unregulated power supplies) to 
variations occurring in a single program from laxity in "gain 
riding" or variations in distribution amplifiers operating at fixed 
gain (usually unity). Long -term variations (usually considered 
a week or more) are not troublesome, provided the maintenance 
department is aware of the required frequency of level checks for 
the particular installation. 

Table 2 -1. Frequency Response for Standard Oscilloscope 
(IRE Roll -Off) 

Frequency 
(mc) 

RELATIVE RESPONSE (db) 

Center 
Lower 
Limit 

Upper 
Limit 

0.2 -0.1 -0.2 0.0 
0.5 -0.7 -0.9 -0.5 
0.7 -1.2 -1.6 -0.8 
1.0 -2.5 -3.1 -1.9 
1.5 -5.3 -6.4 -4.3 
2.0 -8.8 -10.1 -7.5 
2.5 -12.4 -13.8 -11.0 
3.0 -15.9 -17.9 -14.4 
3.6 -20.0 -22.5 -18.5 
4.0 -22.7 -25.3 -21.2 

Rise time approxima ely 0.3 microsecond. 

Proper "gain riding" of video levels on network feeds (where 
the operator may be uncertain as to whether the scene contains 
"reference white ") is materially aided by a calibration pulse 
keyed in for a one- or two -line duration during the vertical blank- 
ing interval. The upper trace in Fig. 2 -8 is the appearance of the 
ABC network transmission at normal vertical -rate sweep. The 
lower trace in Fig. 2 -8 is expanded to show more clearly the one - 
line interval which occurs on the nineteenth line of vertical 
blanking. 

Rapid variations in level that occur when switching between 
sources are often due to "hitting" the input coupling capacitor 
of a distribution amplifier with DC, as would occur with a leaky 
output capacitor from the source being switched. This effect is 
most pronounced with amplifiers employing heavy DC negative 
feedback circuits to obtain low line driving impedances over a 
wide bandwidth. 
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Most video amplifiers using several negative feedback loops in 
cascade, or overall feedback, give no indication of a drop in gain 
when weak tubes are present. Low emission tubes, or tubes with 
high- resistance internal element shorts, can, however, aggravate 
very short -term level changes. It is desirable to establish routine 
tube checks at 60- to 90 -day intervals on such equipment or to run 
video sweep checks which normally provide a clearer indication 
of tube condition than tube testers can reveal. 

n JYIeYriW.. 

Fig. 2.8. Upper trace shows calibration 
pulse representing 1 volt peak -to -peak 
(normal vertical sweep). Lower t is ex- 
panded sweep showing pulse on 19th line 

of vertical blanking. 

When video AGC amplifiers are used, a check for proper oper- 
ation should be made at least on a monthy basis. A satisfactory 
procedure can be outlined as follows: 

1. Check any gas voltage -regulator tubes for regulation on a 
reliable tube tester. If any check outside regulation limits, 
replace them with new tubes that do check within limits. 
Gas regulators are usually used to supply screen voltage 
regulation for variable -gain stages where AGC action occurs. 

2. Check all set -up controls as outlined by the manufacturer's 
instructions for the amplifier used. When the range of any 
gain controls needs to be increased to obtain proper oper- 
ation, check for bad tubes. The Good -Bad scale is sufficient 
for transconductance checks, since this allows the normal 
manufacturer's tolerance for the particular tube being tested. 
In addition, check for shorts and gas. 

3. AGC amplifiers usually operate with either a 3 -, 6-, or 12- 
db control range. Assuming a 6 -db control range, check as 
follows: 
(a) Reduce the input 6 -db (50% on voltage scale). The out- 

put should remain constant within 0.5 db and fall off 
as the input is further reduced. 

(b) Increase the input 6 db over normal. The output should 
again remain constant within 0.5 db. 

(c) Try rapid variations of level within this range. No more 
than ±0.5 -db variation should occur. Most critical to 
proper operation are any adjustments affecting bridge - 
type balancing networks, reserve gain for AGC control, 
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and the conduction threshold centering of the AGC 
rectifier. 

Notice that for Step 3a, a 3 -db control range AGC would re- 
quire the input to be reduced to 70% on the voltage scale; the 
12 -db range would require a reduction to 25% of normal on the 
voltage scale. 

2 -4. CHECKING REGULATED POWER SUPPLIES 

The principle of a vacuum -tube regulator is shown in Fig. 2 -9. 

To review this function: 

1. If the load draws more current or if the AC input to the 
rectifier section falls, the result would normally be lower 
terminal voltage. 

2. Resistor R1, tube V2 and gas regulator tube V3 are in series 
across the rectifier filter output. V3 holds the cathode of V2 
at a constant positive potential with respect to ground. The 
setting of R2 (voltage adjust control) determines the bias on 
the DC amplifier (V2). 

FILTER OUTPUT 
FROM RECTIFIER 

SERIES REGULATOR 

DC 

AMPLIFIER 

TERMINAL 
VOLTAGE 

R2 l (LOAD 
CONNECTION/ 

VOLTAGE 
ADJUSTMENT 

CONTROL 

REFERENCE 

REGULATOR 

Fig. 2.9. Basic mtube regulator circuit. 

3. A reduction in terminal voltage results in a more negative 
bias on V2, less current through V2, and hence less current 
through Rl. 

4. The decreased IR drop across Rl results in less negative bias 
on the series tube (V1). This, in turn, results in lowered 
series resistance, hence it increases terminal voltage by the 
amount decreased in the preceding Step 1. 

Most regulated power supplies of recent vintage employ tran- 
sistors and (in some cases) zener diodes. A review of transis- 
torized regulated power supplies is assisted by the drawings in 
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Fig. 2 -10. The circuit shown in Fig. 2 -10A will probably be recog- 
nized immediately as a common version of the basic emitter - 
follower (or common -collector) circuit. The power supply load 
(symbolized by a variable resistance) is placed in series with a 
transistor whose impedance is automatically controlled in such 
a way that it tends to compensate for the impedance changes (or 
current changes) in the load, thus maintaining an essentially 
constant voltage across the load. This action may be explained 
by noting that the voltage drop across the emitter -to -base junc- 
tion of a transistor is usually negligible in comparison with the 
supply voltage (at least over reasonable operating ranges), so the 
emitter tends to remain near the potential established by the 

UNREGULATED - VOLTAGE 1) SOURCE 

C REFERENCE 
VOLTAGE 

(A) Stabilized against load variations. 

UNREGULATED 
VOLTAGE ^' SOURCE 

(/ DIFFERENTIA 

r AMPLIFIER 

REFERENCE LOAD 
VOLTAGE 

i 

(B) Stabi ized against both load and (C) Fur her stabilized by error gain 
source variations. amplified correction). 

Fig. 2-10. Principle of transistorized vo tags regulators. 

voltage divider in the base circuit. Since the base current is only 
a small fraction of the emitter (or load) current, the base voltage 
is not significantly altered by changes in load current, provided 
the resistors in the voltage divider are not too large. An alter- 
native approach to the explanation of the regulating action is to 
point out that the output impedance of an emitter follower is in- 
herently low, and it approaches the impedance of the emitter - 
to -base junction alone as the base impedance decreases to zero. 
The output impedance never decreases to zero, however, so the 
regulation never becomes perfect with this simple circuit. 

Note in passing that a regulating transistor of the PNP type 
is more conveniently placed in series with the negative side of 
the load, rather than the positive side, as would be the case with 
most vacuum -tube regulators. The transistor itself must, of course, 
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be capable of handling the maximum load current. In practical 
transistorized power supplies it is frequently necessary to mount 
the large series regulators on radiators or other types of "heat 
sinks" to keep the temperatures of the transistor junctions within 
safe limits. 

While the simple circuit in Fig. 2 -10A is reasonably effective in 
stabilizing the output voltage against load variations, it does not 
remove variations due to voltage changes in the unregulated 
source. This is because the voltage on the base of the transistor is 
changed in proportion to the unregulated voltage. The circuit in 
Fig. 2 -10B overcomes this problem through the use of a separate, 
stabilized reference voltage source at the base. Although a battery 
symbol is shown, the reference -voltage source in a practical cir- 
cuit could normally be a reference diode, (zener diode) which 
is a semiconductor diode with enough reverse bias to operate in 
the so- called "breakdown region." A diode operated in this man- 
ner behaves very much like the familiar glow tube or gaseous 
voltage regulator; that is, the voltage drop across the device is 
essentially independent of the current over a rather wide range. 
Reference diodes are preferable to gaseous voltage -regulator 
tubes for most transistorized power supplies, because they oper- 
ate at lower voltages (usually of the order of 5 to 6 volts on up 
to 60 volts or more) and because they are generally superior in 
stability and inherent regulation. 

The degree of regulation attainable with the circuit in Fig. 2 -10B 
is determined by the emitter -to -base impedance of the transistor 
itself, which might be of the order of a few ohms. Even better 
stabilization (or lower output impedance) can be provided by the 
use of additional gain in the control circuit to supplement the 
gain of the regulating transistor itself. Such an approach is illus- 
trated in simplified form in Fig. 2 -10C. The voltage across the load 
may be compared with a stabilized reference voltage in a differ- 
ential amplifier, which can be designed with enough gain to make 
the voltage variation at the load as small as required. 

A graph of the current through and the voltage across a reverse - 
bias junction diode (zener diode) is shown in Fig. 2 -11. At a cer- 
tain value of reverse -bias voltage the current rapidly increases 
while the voltage across the diode remains essentially constant. 
This "breakdown voltage," which may be anything between 2 and 
60 volts or more, depends on the construction of the diode. This 
characteristic is similar to that of the gas tube regulator which 
begins conduction at a certain voltage and continues to conduct 
varying amounts of current while maintaining constant voltage 
across the elements. The zener diode is used in transistorized reg- 
ulated power supplies to hold an element of the transistor at a 
given reference voltage. 
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The maintenance of regulated power supplies is extremely im- 
portant to overall video -level stability. The following four tests 
enable the maintenance engineer to keep a running check on the 
condition of his regulated supplies. 

Test 1 To determine the voltage output range at fixed load. 
Use a fixed load that will draw at least two -thirds of 
the maximum rated load current. Rotate the Voltage 
Adjust control to its extremes and record the minimum 

AVALANCH 
POTENTIAL 

-S.SV 

REVERSE VOLTS 

--100 ma 

+FORWARD 
VOLTS 

100 ma BARRIER 

+0.6_V 
POM IAL TE 

Fig. 2 -11. Basic curve of 5.5 -volt diode. 

and maximum voltages. For example, the normal avail- 
able range of a 280 -volt regulated supply might be from 
270 to 300 volts, at a given load current. Failure to reach 
the normal maximum voltage is usually the result of a 
weak DC amplifier tube or voltage adjust tube (or tran- 
sistor) . 

Test 2 In vacuum -tube regulators check series regulator tube 
currents for balance. Most regulated supplies incorpor- 
ate a Meter Selector switch on the panel for measuring 
individual regulator -tube currents. Chart 2 -1 shows the 
application of such readings. Notice that the total load 
in this example is 1014 milliamperes; therefore, the ideal 
average for each of the six tube sections is 1014/6 = 
169 ma. Since maximum tube life and stability can be 
expected when these currents are balanced within 
{-10% (20% total variation), a record is kept of indi- 
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vidual currents as shown, and it is compared to the 
minimum and maximum values which should occur for 
the given load. This indicates the need for a tube change 
before trouble occurs, barring any sudden failure. 

Chart 2 -1. Tabulated Data for Test No. 2 

SERIES TUBE 
CURRENTS (ma) OPERATING DATA 

VIA 168 

VI B 160 
Total = 1014 ma 

V2A 180 
Average /Section = 169 ma 

V2B 182 
Lowest Desirable = 152.1 ma 

V3A 164 
Highest Desirable = 185.9 ma 

V3B 160 

Test 3 Input voltage regulation (voltage output with fixed load 
and varying input AC line voltage) . The setup for this 
and the following test is shown in Fig. 2 -12. Adjust the 
power supply to be tested to 0.5 volt above the reference 
supply, and connect a voltmeter between the two out- 
puts to measure this voltage difference. By means of the 

AC 
LINE 

VARI AC 

AC 
INPUT POWER SUPPLY B' 

TO BE TESTED 

DIFFERENCE 
VOLTMETER 

ELECTRONIC 
LOAD 

B' REFERENCE 

1 POWER SUPPLY 

Mai SELECT FOR SUITABLE 
EMT LOAD 

Fig. 2 -12. Test setup for checking power supply regulation. 

Variac, make measurements at the reference line volt- 
age (usually 117 volts), then record the measurements 
over a specified range, such as 100 to 130 volts AC input. 
Chart 2 -2 is the data recorded at station WTAE for an 
RCA WP -15B supply, showing the excellent input volt- 
age regulation of this supply with a fixed load. 

Test 4 Output voltage regulation under variable loads (fixed 
AC line voltage with varying load current). In this test 
the Variac is fixed for an AC input of 117 volts, and the 
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Chart 2 -2. Tabulated Data for Test No. 3 

LINE 
VOLTS VO 

ACTUAL 
VOLTS 

VARIATION 
117(ref.) 280.5 0(ref.) 
100 280.94 + 0.44 
105 280.75 + 0.25 
110 280.62 + 0.12 
115 280.5 0 
120 280.42 - 0.08 
125 280.37 - 0.13 
130 280.31 - 0.19 

electronic load on the supply under test is varied over 
a specified range. Chart 2 -3 is the corresponding data 
for the WP -15B, again indicating extremely good regu- 
lation under varying loads, and very low internal power - 
supply resistance. 

Chart 2 -3. Tabulated Data for Test No. 4 

LOAD 
CURRENT 

(ma) VO 

ACTUAL 
VOLTS 

VARIATION 
1000(ref.) 280.54 0(ref.) 
400 280.52 - 0.02 
600 280.5 - 0.04 
800 280.52 - 0.02 

1200 280.54 0 
1400 280-56 + 0.02 
1500 280.51 - 0.03 

NOTE: For stability in video levels, the associated power sup- 
ply should have very low internal resistance, theoretically 
zero. (This is never attained in practice.) The internal DC 
output resistance may be found as follows: 

where, 
R is the DC output resistance, 
AV is the change in output voltage, 
AIL is the change in output current. 

For example, a voltage output changes 0.1 volt with a load 
current change of 1,000 ma (1 amp): 

R = i= 0.1ohm 
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The condition of power -supply filters and general regulation 
efficiency should be checked at least several times yearly by ob- 
serving the ripple content of the output voltage on an oscilloscope. 
An increase in ripple content will indicate the need for filter re- 
placement or better regulation efficiency before reaching trouble- 
some proportions. Typical commercial regulated power supplies 
have a maximum of 2 millivolts (p -p) ripple content on a 280 - 

volt regulated output. The ripple on an unregulated voltage may 
be as high as 2 volts (p -p) on a 400 -volt DC output. 

2 -5. HOW TO CHECK DIODES 

The operating condition of zener diodes (or any other type of 

diode) is most reliably checked with an osciloscope and the simple 
associated circuitry shown in Fig. 2 -13. The upper trace in Fig. 2- 

IF DESIRED TO ELIMINATE FORWARD TRACE-.. 

12 -14 VOLTS AC 

NARIACI 

1 -OHM 

DIODE UNDER TEST 

Fig. 2 -13. Test setup for checking zener (or any other type) diode. 

14 illustrates a typical curve obtained by this method. If desired, 
the forward trace may be eliminated by means of an added silicon 
diode, as shown by the dotted lines in Fig. 2 -13, which results in 
the lower trace shown in Fig. 2 -14. 

Fig. 2 -15 is an interpretation of the trace in Fig. 2 -14. As the 
Variac voltage output is increased from zero, the voltage is traced 
horizontally (A -B) along the scope graticule which may be cali- 
brated in volts /cm. When the zener breakdown voltage is reached, 
the horizontal trace should remain the same length as the current 
curve increases. If desired, the vertical scale (B -C) may be cali- 
brated in milliamperes cm. Care should be taken not to exceed 
the maximum current specification (wattage) of the zener diode 
being tested (voltage applied across the diode times the diode 
current). 
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The same test circuit should be employed to check regular 
diodes at the operating potential encountered in the circuit in 
which it is used. Some diodes (such as the common 1N34) have a 
natural hysteresis loop, as shown by the upper trace in Fig. 2 -16. 
This loop should remain stable without jitter or erratic "looping" 
as the voltage is varied around the normal operating level. Other 

' 1 

Fig. 2.14. Upper traca shows CRO display 
of manar diode responsa; in this lower 
display the forward trace is eliminated. 

diodes (such as the type 1N279) do not reveal a loop, as shown 
by the lower trace in Fig. 2 -16. There should be no instability of 
trace as the voltage is varied around the normal operating level. 

2 -6. POWER DISTRIBUTION 
To prevent emergency maintenance, and for maximum flexi- 

bility, power -supply distribution is highly recommended. A close - 
up view of one typical installation is shown in Fig. 2 -17, with the 
schematic illustrated in Fig. 2 -18. Load receptacles are at the top, 

VOLTS 

CURRENT 

Fig. 2-15. Interpretation of the traca in Fig. 2 -14. 

and power -supply receptacles are at the bottom. A receptacle for 
a spare power supply is in the center of the bottom row (Fig. 
2 -17). Two sets of barrier terminals intercept each circuit, one in 
the power -supply rack and the other in the load- equipment rack. 
Each power supply terminates at a Jones receptacle on one of the 
three power -supply patch panels; one panel is used for each type 
of supply (i.e., WP -15, WP -33, and 580 -D). Each receptacle 
marked Power in the bottom row is connected to a 580 -D supply; 
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nine of these are in regular use, and the tenth is a spare. There is 

likewise one spare WP -15 and one spare WP -33 on each of the 
other panels. In all panels the spare is located in the middle of 

the row to keep the length of the patch -cords to a minimum. 
The upper row of receptacles shown in Fig. 2 -17 is connected 

to an amplifier or group normally fed by a 580 -D supply. Each 
normal supply is connected to its normal load by the patch -cord. 

Fig. 2 -16. Upper trace shows characteristics 

of 1N34 diode; the lower display is for a 

1N279 diode. 

knelyemeee 

1 

Deep- bracket receptacles and plugs are used to prevent accidental 
removal. The pins are male on the power -supply receptacles and 
female on the load to prevent hazard of shock or accidental 
grounding while patching. Primary AC is wired through the 

Fig. 2-17. Typical power -supply patch panel as installed at WISH -TV. 
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receptacles to each power supply so that the supply can be ener- 
gized immediately. 

A spare power supply may be put in service in a matter of 
seconds with this system, and the patch -panels have literally paid 
for themselves many times over. 

The barrier terminals in this particular arrangement are inte- 
grated in the system to permit easy reassignment of equipment 
when required by changes in the system or relocation of equip- 
ment in the racks. In addition to this feature, they are advan- 
tageous as test points when troubleshooting. The presence or ab- 
sence of voltage at a barrier terminal immediately determines 
whether trouble is in the amplifier or in the power supply. 

Fig. 2 -18 shows a typical circuit from power supply to equip - 
ment-a WP -33 power supply which normally feeds TA -5D stabi- 
lizing amplifier No. 6 with a remote -control position at the master 
control desk. All wiring in the WISH -TV plant is color- coded, 
which further assists in isolating circuits. Fig. 2 -18 further illus- 
trates the manner of handling centering voltage, which is supplied 
by a WP -33 power supply, however not used with a load as shown. 
A strap is inserted on the load receptacle that grounds the center- 
ing voltage. On pieces of equipment requiring centering voltage 
(master monitors or cameras) no strap is employed. This method 
of wiring permits the use of any power supply for any load of 
comparable capacity. This jumper strap performs the same func- 
tion as the jumper across C3 in the WP -33 power supply. 

Fig. 2 -19 is a schematic of the power- supply distribution panels 
employed at WTAE in Pittsburgh. All power supplies are RCA 
type WP -15's which supply a total of 1.5 amps of regulated B+ 
voltage. In this arrangement a spare power -supply output may be 
plugged into the receptacle on the distribution panel in place of 
the normal supply in case of failure. Each circuit is separately 
fused, and neon indicating lamps show failure of any fuse. 

2 -7. GLOSSARY OF TERMS CONCERNING 
TV WAVEFORM LEVELS 

The following terms are currently used in operation and main- 
tenance, and they are all approved by the Long Lines Division 
of the American Telephone & Telegraph Company for use in tele- 
vision customer relations. Only those terms concerned with nor- 
mal or abnormal levels are defined herewith. Terminology of 
specific types of troubles in waveforms will be covered where 
applicable in future sections. 

NOTE: See Fig. 2 -20 for specific application of terminology ap- 
plied to video levels. 
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Fig. 2 -18. Wiring diagram of the WISH -TV power supply patch system. 
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POWER DISTRIBUTION PANEL 

TO ALL 1 
PINS 7 -8 1 

AC 
RECEPTACLE 

DUPLICATE 
OUTLETS 

RECEPTACLE FOR 
POWER SUPPLY 

OUTPUT 
NIP-15E11500 ma 

REGULATED B+ MAX. LOADI.1 

Fig. 2-19. Example of power supply distribution at station WTAE. 

black peak -The point of maximum excursion of the picture 
signal in the black direction at the time of observation. 

blacker- than -black -The amplitude region of the composite 
video signal below reference black level in the direction of the 
synchronizing pulses. 

blanking level -The level of the front and back porches of the 
composite video signal. 

bounce -Sudden variation of level (hence brightness) of the 
picture signal. 

breathing- Amplitude variations similar to bounce but at a 
slow regular rate. 

clipping -Sharp cutoff of the video signal peaks. May affect 
either the white (positive) peaks or the black (negative) peaks. 
The sync amplitude may be affected on a composite signal. 

-MEASURE WHITE PEAK HERE 

_- MEASURE BLACK PEAK HERE 

-SETUP 

- BUNKING LEVEL 

-MEASURE SYNC LEVEL (ERE 

WHITE PEAK. 

BLACK PEAK. 

SYNC LEVE. 

861meaning 86 IRE sole units or 86 
per cent of the range between Blank- 
ing and Reference-White Levels). 

13 (moaning 13 IRE scale units or 13 

per ant of the range be amen 
Blanking and Reference -While Lev- 
els). 

-43 (meaning 43 IRE scale units or 43 

per cent of the range between 
Blanking and Reference -While Lev- 
els but negative with respect b 
Blanking Level). 

Fig. 2.20. Uso and interpretation of IRE standard scale. 
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compression -An undesired decrease in amplitude of a portion 
of the composite signal relative to that of another portion. This 
term defines a less than proportional change in output of a circuit 
for a change in input level. For example, sync -pulse compression 
means a decrease in the percentage of sync relative to that at the 
sending end. 

displacement of porches -Any difference between the level of 

the front porch and the level of the back porch. 
overshoot -Excessive response to a unidirectional signal change. 

Sharp overshoots are sometimes referred to as "spikes." 
peak -to- peak -The amplitude (voltage) difference between the 

most positive and the most negative peak excursions of the signal. 
(Abbreviated p -p.) 

pedestal level -See "blanking level," which is now the pre- 
ferred term. 

polarity of picture signal -This term refers only to the polarity 
of the black portion of the waveform as it appears on the CRO 
with respect to the white portion of the signal. It is standard that 
outputs of camera chains, distribution amplifiers, and terminal 
equipment be black negative, which is the standard polarity for 
the transmiter input to produce a positive image to the viewer. 
Does not refer to the picture as it appears on the monitor in terms 
of a "positive" or "negative" image. 

reference black level -The level corresponding to the specified 
maximum excursion of the signal in the black direction. 

reference white level -The level corresponding to the maxi- 
mum excursion of the luminance signal in the white direction. 

setup -The separation in level between blanking and reference 
black levels. 

sync level -The level of the tips of the sync pulses. 
video -in- black- Condition where the black peaks extend 

through reference black level as observed on the CRO. More often 
termed "loss of setup." 

white peak -The maximum excursion of the picture signal in 
the white direction at the time of observation. 
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SECTION 3 

SYNCHRONIZING 
GENERATOR AND 

PULSE DISTRIBUTION 
SYSTEMS 

The sync generator consists of two basic sections -timing and 
pulse shaping. The simplest timing relationship which can be 
used is a 15,750 -cps oscillator for the "line" frequency and a 
60 -cycle pulse derived directly from the power line for the field 
frequency. This form of "timing generator" is employed in a 
number of closed- circuit industrial systems since the signal is 
not intended for regular broadcast. However, in order to produce 
the field interlace required for standard broadcast transmission, 
it is necessary that the field frequency be derived from the master 
oscillator frequency. When two independent generators are used 
(as in the industrial system) , a form of "random interlace" re- 
sults, since the frequency relationships are not locked. Also, the 
actual number of lines constituting a single frame will vary with 
the magnitude of drift between the line and field frequencies. 

3 -1. WHAT THE SYNC GENERATOR MUST DO 

Fig. 3 -1 serves as a "capsule" review of what the sync gen- 
erator must do, and it should be referred to during the following 
discussion. 

From the familiar waveforms of (N) and (P) note that field 1 

has a full line (H) to the first equalizer pulse while field 2 has a 
half -line interval. This is the requirement for odd -line, interlaced 
(two -to -one) scanning, and the master oscillator must, therefore, 
be twice the line frequency so that either H or 1/2-H pulse are 
available. (NOTE: field 1 and field 2 are arbitrarily numbered. 
In this description, field 1 refers to the full -line interval before the 
9 -H vertical time, and field 2 refers to the 1/2 line as shown. Also 
remember that field 1, therefore, has 1/2-H spacing from the last 

50 
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equalizer pulse to the first H sync pulse, which is now field 2, 

while field 2 has H spacing from the same point in time, new 
field 1.) This characteristic is useful in setting the vertical blank- 
ing duration described later. 

A in Fig. 3 -1 represents the 31.5 -kc triggers from the master 
oscillator, initiating the leading edge for B, C, D, and F. The 
width of pulse B determines the front porch interval since the 
trailing edge of this pulse "times" the H sync information (wave- 
form E) . Some generators use a tapped delay line for this purpose. 

Although a considerable difference exists in methods used by 
various manufacturers of sync generators, the timing will be as 
shown in Fig. 3 -1. The master -oscillator frequency, which is di- 
vided by 525, triggers the leading edge of vertical blanking, verti- 
cal drive, and the various gates shown. Delayed triggers (B- 
prime) still provide the coincidence timing of H sync during the 
long 9 -H vertical interval. 

The importance of timing accuracy and allowable tolerance may 
be realized from the following examples. Consider the observation 
of a thin vertical line representing a frequency of 4 me in the 
picture. If the timing on alternate lines of the raster is shifted 
by as much as one -half cycle, fine detail is lost. Since a complete 
cycle of 4 me occurs in 0.25 microsecond, a half cycle occurs in 
0.125 microsecond. This means that the overall tolerance (sync 
generator and monitor or home receiver) in variation of timing 
between successive horizontal pulses is 0.125 microsecond for a 
4 -mc detail. This is roughly an accuracy of 1 part in 600 for 
overall H timing. For the sync generator alone EIA standards 
allow approximately 0.008 -H in an averaging process of 20 to 
100 lines, or about 0.05 microsecond (less than one -half of 0.125 
microsecond). 

The tolerance of vertical timing is even more severe. Since only 
one -half line difference exists for alternate fields, complete loss 
of interlace occurs with a vertical timing error of 1/2 H (32 micro- 
seconds) . In practice the overall vertical difference in line spac- 
ing must be less than 10% to preserve the illusion of perfect 
interlace. This is approximately 3 microseconds out of the vertical 
interval of 16,667 microseconds, or less than 1 part in 5,000. 

Before leaving the basics of interlace, it is pertinent to very 
briefly review the real function of equalizing pulses. They do 
not, as the name implies, equalize the charge on the vertical sync 
integrating capacitor between the H and 2 -H fields. Fig. 3 -2 

will make this clear. Time t1 to t3 represents H (field 1), and 
t2 to t3 represents % H, or field 2. If the first V sync pulse oc- 
curred at t3, the integrating capacitor would start charging with 
a 2/1 voltage difference between fields, resulting in a much earlier 
firing of the oscillator for field 2 than for field 1. However, if a 
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Fig. 3-1. Basic pulse timing of the sync generator. Because of space limitations the 
horizontal time scale of the vertical interval is shortened compared to the horizontal 

pulse scale. 
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3 -H waiting, or equalizing, interval (t4) 
condition prevails: 

Field 1: H + 3H = 4H 

Field 2: 0.5H + 3H = 3.5H 
Ratio: 4H/3.5H = 1.14/1 

is allowed, the following 

Thus, by the time the first V sync pulse occurs at t4 the charge 
on the integrating capacitor is sufficiently equalized between the 
even and odd fields to fall within the requirements of interlace, 
assuming proper adjustment of the receiver vertical hold control. 

1 t2 

112H 

t4 

1RATIO .211 

-' RATIO 1.1411 

H 

3H 

Fig. 3 -2. Purpose of the 3M "equalizing interval" before vertical sync. 

Obviously, pulses must be present during this interval to main- 
tain H sync. These pulses must be twice the H frequency so that 
equalizers 1, 3, and 5 supply triggers for field 1, and equalizers 
2, 4 and 6 supply them for field 2. The trailing edge of alternate 
V sync pulses (serrations) then step the H sync oscillator during 
that interval. Equalizing pulses are made one half of the width of 
H sync pulses so that no shift in the AC axis will occur at the 
transition between the line frequency and the double- frequency 
equalizers. Preventing this shift in axis is important to attenuate 
the inherent 30 -cycle component of horizontal sync introduced 
as a result of alternate fields being displaced by one half of a 
line (30 -cps) . 

3 -2. TYPICAL SYNC- GENERATOR CIRCUITRY 

In all modern sync generators certain circuit configurations 
are typical, regardless of manufacture. Due to the exceptionally 
wide use of the RCA Type TG -2 generator, this unit will be re- 
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viewed with more detail than provided in the Instruction Book 
as an aid to the maintenance engineer. More recent solid -state 
circuitry will then be reviewed. 

NOTE: It is assumed that the reader has a basic understand- 
ing of electronic circuitry as applied to multivibrators, counters, 
clippers, etc. However, fundamentals of such action are in- 
cluded with special emphasis on points important to mainte- 
nance techniques. 

The RCA studio (rack mount) sync generator (TG -2A) , and 
the field (portable) generator (TG -12A) employ identical chassis 
with the same electrical characteristics. Fig. 3 -3 illustrates the 
TG -2A and associated components as installed at Television City 
(WTAE) in Pittsburgh, Pa. 

All multivibrators employed in this generator are based on 
the basic monostable (one -shot) circuit shown in Fig. 3-4. Notice 
that in the absence of triggering the A- section cathode is held 
near ground potential by CR1 conduction while the B- section 
cathode receives the full -70 volts. The resultant heavy conduc- 
tion of the B section causes maximum plate- current flow through 
R4, placing a negative bias on the A- section grid, thus holding 
that tube below cutoff. The stable mode of this circuit is with 
the A section cut off and the B section conducting. 

A negative trigger is applied through C2 and Cl to the grid 
of the B section driving this section to cutoff. The voltage across 

PULSE -CROSS 
MONITOR 

PULSE-CROSS 
MONITOR SWITCH 

SYNC. GEN I 

PULSE DAS 

Fig. 3 -3. Pulse racks at station WTAE. 

CAL. PULSE BEI. 

SYNC GEN 
CHANGEOVER 
SWITCH 

SYNC GEN* 2 

PULSE D A'S 
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R4 rises from a negative value to exactly ground potential. Zero 
grid bias allows the A section to conduct sufficiently so that the 
rise in cathode voltage cuts off diode CR1, removing that cathode 
from ground. Since this current also flows through plate resistor 
R3, a negative -going pulse which drives the B section well be- 

yond cutoff is developed. The resultant charge on Cl now starts 
to leak off through Rl. The duration of the B- section cutoff is 

determined by the C1 -R1 time constant. As soon as the grid volt- 
age intercepts the cut -off value, the B section again conducts, 
returning the A section to the initial cut -off mode. The multi - 
vibrator will remain in this stable mode until the arrival of the 
next trigger pulse. 

- 70V 

Fig. 3 -4. Basic mulivibrator circuit. 

Keep in mind that the timing -cycle duration of this basic multi - 
vibrator (hereafter designated MV) depends on the R1 -C1 time 
constant plus the value of the A- section cathode resistor which 
predetermines the conduction level. It should also be realized 
that this MV may be used as a counter by designing its natural 
time constant so that it runs for slightly less than the number of 
input triggers to be counted. Thus, when the desired count is 

reached, the next input trigger starts a new timing cycle. 
The complete block diagram of the RCA TG -2A sync generator 

is presented in Fig. 3 -5. The 31,500 -cycle master frequency is gen- 
erated by MV V13, which is a modification of the basic circuit to 
allow a free -running mode of operation. Essentially this modifica- 
tion consists of an added LC ringing circuit, an added trimmer 
capacitance across Cl (variable) , and a variable effective re- 
sistance for Rl. The trimmer capacitance is used to set the MV 
frequency at precisely 31.5 kc with the effective grid resist- 
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ance of Rl set in the electrical center of its value. Variation 
of Rl is then capable of shifting this frequency approximately 
5% each side, and it is used for the stability tests described 
later. 

The master -oscillator frequency may be controlled by setting 
the front panel frequency -control switch to any one of the follow- 
ing positions: 

1. Genlock 
2. 60 -cycle (line lock) 
3. Off (free running) 
4. Crystal 
5. External 

For monochrome telecasting the generator is normally run 
with 60 -cycle AFC. This function may be understood by following 
the block diagram of Fig. 3 -5 and the simplified schematic of 
Fig. 3 -6. The AFC discriminator (V16) compares the count- 
down existing at the vertical sync gate (V25) with the 60 -cycle 
wave derived from the power line and develops a DC voltage 
which controls the master oscillator by means of AFC control 
tube V11B. Tube V16 conducts only during a relatively short 
interval (3 lines or 190 microseconds compared to a 60 -cycle 
alternation interval of 8333 microseconds) of the V sync gate, 
charging capacitor Cl to the value of the line voltage pulse exist- 
ing at that instant. As you can see from Fig. 3 -6, the AFC voltage 
that is developed will depend on the position of the V pulse 
relative to the 60 -cycle power line and will tend to hold this 
position to occur at the time when the power line excursion is 
crossing its zero axis. In this way the master oscillator is stabilized 
at a frequency exactly 525 times the local power -line frequency. 
This generator also employs a variable phasing control to shift 
the phase of the 60 -cycle line reference voltage so that proper 
synchronization of motion picture projectors with short- applica- 
tion shutters (as used with iconoscope camera chains) may be 
obtained. 

When the selector switch is placed in the XTAL position, 
V11B (Fig. 3 -5) is connected as a crystal oscillator at 94.5 kc and 
the master oscillator acts as a 3: 1 counter. 

When it is necessary to superimpose local material on network 
or remote shows, the Genlock position is used. In this position the 
incoming net or remote signal is brought into a stabilizing ampli- 
fier where the supersync region is stripped from the composite sig- 
nal and used as triggers for the local sync -generator control. The 
video -only portion of the signal is then fed to the local switcher 
input where it can be handled as any local camera signal (non- 
composite input) . 
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iV. PULSE FROM COUNTDOWN OF MO - 
190 

MICROSECONDS-, - 
Fig. 3 -6. AFC action to maintain constant master -oscillator frequency. 

Two conditions must be met to lock in the local sync generator 
with that at a remote point. 

(1) The frequency of the local master oscillator must be made 
exactly equal to that at the remote generator. 

(2) The vertical pulses of the local sync generator must be 
brought precisely into phase with those at the remote 
point. 

The Genlock operation of the TG -2 and TG -12 generator func- 
tions as follows: the stripped -off remote sync is amplified by 
V6A (Fig. 3 -5) . The horizontal component is separated by a 
differentiation network and is then amplified and clipped by V6B 
and V12A. Positive pulses from V12A feed AFC discriminator 
V16, in place of the 3 -H vertical sync gate pulses as described 
for the line -lock function. When in Genlock operation, the charg- 
ing capacitor (C1 in Fig. 3 -6) is removed from ground return. 
At the same time the grid of V24A receives a horizontal drive 
pulse from the local sync generator and produces a sawtooth 
voltage which is applied to V16 in place of the 60- cycle, power - 
line wave. This time the DC control voltage fed to AFC control 
tube V11B serves to lock the frequency of the local sync gen- 
erator to that of the remote generator. 
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The Genlock AFC must hold in the presence of noise, thus 
requiring a long time constant for the AFC control voltage. At 
the same time, for quick and reliable initial lockin, the DC con- 
trol circuit should have a relatively short time constant. This 
problem is mastered in the RCA generator by incorporating a 
relay with the coil placed in the cathode circuit of Genlock relay 
tube V10B. The Genlock vertical phasing pulse from the cathode 
of V32A biases V10B so that the current is very small in the 
presence of this pulse. The relay is therefore open, and the total 
capacitance for the AFC time -constant is 220 mmf. When ver- 
tical phasing has been completed (as described below), the 
phasing pulse disappears, causing V10B to conduct heavily. This 
current operates the relay whose contacts shunt an additional 
0.01 mfd across the 220 mmf capacitance. 

Vertical phasing is accomplished by causing the 7: 1 counter 
(V8) and all following counters to miscount until the local 60- 
cycle field rate is lined up exactly with the remote signal. Remote 
vertical sync is separated by an integration circuit, then am- 
plified by V12B. The negative pulse from the plate of V12B is 
mixed with the positive -pulse local vertical sync gate appearing 
at the plate of V29A, and it is applied to the grid of Genlock 
vertical phasing tube V32A. This tube is biased so that it will 
conduct during the positive local vertical pulse until the negative 
remote vertical pulse is brought into position to cancel it. As long 
as V32A is conducting (vertical pulses not in coincidence), the 
7: 1 counter (4,500 cycles) will miscount, causing the fields to 
slip until exact coincidence is achieved. 

Positive 31,500 -cycle pulses at master oscillator V13 plate ap- 
pear as positive pulses of stabilized amplitude (waveform A in 
Fig. 3 -7) at the cathode of buffer amplifier V14A. These pulses 
drive the front -porch delay generator (V14B). Remember that 
blanking is inserted in the camera control units, whereas sync 
pulses are inserted at some point after final switching. In order 
to fix the horizontal front porch at approximately 1.6 micro- 
second, the width of pulse B of Fig. 3 -7 is made variable by the 
Front Porch control so that this front -porch value is obtained 
when measured at the program line output. This delay MV is 
triggered from the trailing edge of the master -oscillator pulse by 
obtaining negative triggers from differentiated waveform A'. Note, 
therefore, that the EIA synchronizing signal (E in Fig. 3 -7) is 
delayed with respect to the trailing edge of the master -oscillator 
pulse. The trailing edge of the undelayed pulse is used to trigger 
H blanking (D in Fig. 3 -7) through the 2: 1 counter V23 and 
V29B, thus causing blanking to start ahead of sync by the front - 
porch interval. The horizontal blanking MV (V34B and V35) 
incorporates a variable capacitor to adjust the time constant for 
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F EQUALIZING PULSE GATE 

V32 -7 (GRID FROM V31 EQ. GATE) 
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FROM V30 4H GATE MIXE 
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V36-1 (GRID TO SYNC CLIPPER 
V413-A GRID) 

NOTE GATES WITH POSITIVE-GOING PULSES ARE "ON" GATES 

GATES WITH NEGATIVE -GOING PULSES ARE OFP GATES 

Fig. 3 -7. Derivation of pulses with the RCA TG -2A sync generator. 

the desired width of H blanking. The signal from V35 is fed to 
V33 where it is mixed with V blanking from V4 and is clipped 
by a crystal diode to produce composite blanking to drive output 
stage V37. All outputs allow amplitude adjustment (usually 4 

volts p -p) without affecting the 75 -ohm sending -end termination 
impedance. 

The plate waveform of H blanking MV (V34B) is differentiated 
and then clipped in V34A to produce H driving pulses for output 
stage V38. The width of this pulse is fixed and stabilized at a 
nominal value of 0.1 H, or 6.3 microseconds. 

In a similar manner, the V blanking waveform at the plate of 
V4B is differentiated and then clipped by V10A to produce V 
drive pulses for output stage V5. Vertical drive width is fixed at 
approximately 0.04V, or about 670 microseconds. 
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It is important to understand why the driving signals to the 
camera chains are normally about one half of the width of their 
respective blanking widths. This is particularly important at the 
horizontal frequency, as is evident in Fig. 3 -8. Remember that 
the transmitted composite blanking is inserted at the camera con- 
trol unit, as well as the driving signals for the camera. However, 
the camera cable may be as long as 1,000 feet in some instances, 

10.5 MICROSECOND (MINI 
_----1 

H. BLANKING 
TRANSMITTED 

H. DRIVE 

6.67 MICROSECOND (MAX) 

1000 FT. 

CABLE DELAY 
(3 MICROSECOND') 

`CAMERA BLANKING SHOULD BE ENDED 
BY THIS TIME (START OF ACTIVE LINE 

INTERVAL) 

START OF CAMERA BLANKING INTERVAL 

'SINCE CABLE DELAY ISAPPROX 1.5 MICROSECONDS PER 1000 FT, TOTAL DELAY 

(TO AND FROM CAMERA( IS 3 MICROSECONDS. 

Fig. 3-8. Why horizontal drive is approximately ono -half 
the width of horizontal blanking. 

and allowance must be made for the cable delay, which is roughly 
1.5 microsecond per 1,000 feet of cable. Since the total path is to 
and from the head (2,000 ft), total allowance must be made for 
a 3- microsecond delay. It may be observed from Fig. 3 -8 that if 
the H drive pulses were the same width as the H blanking pulses, 
camera blanking would not be ended at the start of the active 
line interval in cases where long camera cables are employed 
(unless drive is regenerated and narrowed) . This effect is not so 
important at the vertical frequency since 3 microseconds is negli- 
gible as compared with a total of about 1,250 microseconds. 

Notice from the previous description that a "pulse narrowing" 
effect is used. To meet the requirements of waveforms, square - 
and rectangular- shaped pulses must not only be of the exact re- 
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quired width, but they must also have steep leading and trailing 
edges and flat tops. The fundamentals of controlling these char- 
acteristics are illustrated in Fig. 3 -9. When the time relationship 
of the square wave T is approximately equal to the time con- 
stant of RC, the output of the waveform voltage across the re- 
sistance is shown at the immediate right. When T is much less 
than RC, as one quarter of the time constant or less, the output 
voltage is more nearly equal to the applied waveform. When T 
is much greater than RC, as four time constants or more, the 
waveform becomes that shown at the bottom drawing. In circuits 
used, for example, to narrow an applied pulse, a relatively small 
capacity and low resistance (making T greater than RC) serves 

DSFERENTIATOR I 

CIRCUIT 

CLASS IV AMPLI PER CLASSA AMLIFIER- 
LIMITER 

WHEN T 71 RC 

wAPll 
E DInrI L 

VC 
91FFERENTIATEO CLIPPEO WAVE ` AvE / 
CUPPING 
LEVEL 

JUL 
FINAL NARROWED 

AVE 

a+ 

RESULTANT (PNASC INVERSION OF _ÿ-- LCLIPPED WAVE KATE TO GRID SIGNAL) 

Fig 3 -9. Method of obtaining the desired pulse waveshape. 

to attenuate the low frequencies and easily pass the highs. Thus, 
the condition of T being much greater than RC results in the 
waveform shown at the lower left of Fig. 3 -9. The pulse is initially 
narrowed here, but it is not of the required waveform. The right - 
hand portion of this figure illustrates how the differentiated wave 
is clipped and squared to produce the final waveform. The class -B 
amplifier clips and squares the wave, the resulting narrowed wave 
being reinverted in a class -A amplifier. The more the value of C 
in the differentiator is reduced, the greater the narrowing of the 
wave as applied to the class -B stage. This stage, aside from being 
biased to cutoff, operates at low plate voltage (or is over -driven) , 

hence squaring off the applied peaks due to the overdriven condi- 
tion of the plate current. 

The derivation of composite sync is somewhat more complex 
than for the other pulses. It will be helpful here to note the type 
of timing waveform (K in Fig. 3 -7) at the output of the sync MV 
(V36- V26A). When this waveform is amplified and clipped, the 
standard composite sync is obtained. The sync MV (V36 -V26A) 
fundamentals of operation are as follows: 
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(1) Conduction of the equalizing pulse gate amplifier V32B 
reduces the amplitude of the MV timing waveform during 
the equalizing pulse interval. 

(2) Conduction of vertical sync gate amplifier V26B greatly 
increases the amplitude of the MV timing waveform dur- 
ing the vertical sync interval. 

(3) The suppressor of V36 receives negative triggers (31,500 
cps) from the output of the front -porch delay circuit. 

Complete derivation of composite sync is as follows: the ver- 
tical sync gate (V25) and the equalizing gate (V31) are multi - 
vibrators which receive triggers from the 60 -cycle counter (V3) 
and then trigger each other to produce the gates shown by F and 
G in Fig. 3 -7. With the equalizing pulse gate on, the vertical sync 
gate is held off, and the grid of V32B receives a positive trigger 
which causes it to conduct, reducing the amplitude of the sync 
MV output. 

At the end of three lines (six leading equalizing pulse intervals) 
the equalizing gate MV under the influence of its own natural 
time constant and by triggering from the 3: 1 counter (V9) re- 
verses its mode of operation. This triggers the vertical sync gate 
on, causing vertical sync gate amplifier V26B to conduct, greatly 
increasing the output amplitude of the timing waveform. At the 
start of this interval the grid of V32B received a negative trigger 
to drive this stage to cutoff. 

Again at the end of 3H, the vertical sync gate MV, by the dis- 
charge of its own natural time -constant and by triggering from 
V9, reverses its mode of operation, returning the sync MV to the 
initial vertical interval state. This is the trailing equalizing pulse 
interval which completes the vertical sync interval constituting 
9H (9 lines) . 

At the beginning of this 9H interval the 7.5H Stop Tube (V24B) 
received the same trigger from the 60 -cycle countdown that in- 
itiated operation of the vertical interval multivibrators. This nega- 
tive pulse causes conduction in V24B to cease, thereby raising 
the screen voltage on the V sync gate and allowing it to be on 
when triggered. When the 7.5 H stop tube is conducting, the 
screen of the V sync gate is returned to a high negative potential 
which prevents conduction. The grid -circuit time constant of the 
7.5H stop tube is such that the capacitor will discharge to allow 
V24B to conduct somewhere between 6 and 9 lines, hence the 
term "7.5H Stop" tube. This will prevent the vertical timing func- 
tion from recurring until the next field interval trigger from the 
60 -cycle countdown is received. 

Note also from the block diagram in Fig. 3 -5 that the two 
vertical interval gates are mixed by the 9H gate mixer stage 
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(V30) to produce the waveform shown by H in Fig. 3 -7. The 9H 
gate (negative) is connected to the suppressor of V35 so that 
this tube is held at cutoff during this interval. The reason for 
this is that V35 is the so- called "notching" tube, and the control 
grid receives horizontal blanking pulses. During the regular hori- 
zontal intervals (all times except during the 9H interval described 
above) the negative -going H blanking pulse drives the tube to 
cutoff, whereas in the intervals between blanking pulses (positive - 
going pulse) the tube conducts and shunts the sync MV so that 
it can be triggered only during H blanking pulses. This is to 
say that pulses are recurring only at the line frequency of 15,750 
cps. This notching action must not occur during the 9H interval 
where the pulses must recur at 31,500 cps, hence V35 is held at 
cutoff during this time to switch the pulse rate from 15,750 to 
31,500 cps. 

It will be noted from the block diagram that this generator 
also incorporates a "grating signal" generator with outputs of 900 
cps and 315 kc. The grating pattern is used to check monitor 
linearity. 

As noted, a gate circuit is common to all sync generators. The 
gate is said to be "closed" when pulses continuously applied to 
the grid are not passed to the output plate circuit. The gate is 
"open" when the grid pulses are passed to the output. A gate 
will take the form of either a "keying -in" or a "keying -out" cir- 
cuit, as shown by Fig. 3 -10. 

Fig. 3 -10A shows the basic action of a keying -in circuit. The 
screen of the pentode tube is operated at 0 potential, and circuit 
constants are such that the tube is normally non -conducting. Thus, 
although the V sync pulses may be continuously applied to the 
grid, no corresponding signal voltage appears at the plate output. 
However, a keying signal of 3H duration and of positive polarity 
applied to the screen will cause the tube to conduct during this 
time interval. Thus, six V sync pulses of inverted polarity appear 
at the plate output. Fig. 3 -10B illustrates a commercial type of 
keying -in circuit. Here the keying signal must be of negative 
polarity so that the amplified pulse applied to the screen of the 
pentode tube is a positive pulse, causing conduction during this 
time interval. 

In some instances it is necessary to utilize a keying -out circuit. 
One such application is in eliminating the 15,750 -pps H sync 
pulses during the V sync interval every 1'60 of a second. A com- 
mercial type of keying -out circuit is shown in Fig. 3 -10C. In this 
circuit the screen of the pentode is operated with a low screen 
voltage of approximately 25 volts. The continuously applied H 
sync pulses at the grid circuit are passed during the time the 
screen voltage is +25 volts. When the positive 60 -pps keying 
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Fig. 3 -10. Keying circuits. 
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signal is applied at the grid of the triode, a negative pulse of 
over 25 volts is applied to the screen of the pentode, cutting off 
conduction during this interval. Thus, the H pulses are keyed -out 
60 times per second for the required time as determined by the 
duration of the keying signal. 

The pulse duration of a multivibrator output is determined by 
the time constant of the "off" tube relative to the "on" tube. Fig. 

1+ 

EFFECT OF GRID R ON ANGLE AT 
WHICH GRID VOLTAGE INTERCEPTS I // 
THE TUBE CUT -OFF POTENTIAL I / 

GENERATED 
PULSE 

ADJUSTMENT OF R 
LENGTHENS OR SHORTENS 
'DIE TIME THAT THE TUBE 
REMAINS AT CUT -OFF 

Fig. 3 -11. Basic MV circuit employing width control. The timing 
shown here is for equalizing pulses. 

3 -11 shows the basic action of an equalizing pulse multivibrator. 
This circuit is triggered from squared pulses derived from the 
31,500 -cps, sine -wave oscillator and clipped to form the square 
wave for triggering. The grid resistor adjusts the time over which 
the oscillator is active for each trigger pulse and hence de- 
termines the width of the output pulses. The action of this 
circuit is basic to any multivibrator incorporating pulse -width 
adjustment. 

Clipping circuits vary in methods and applications. Such cir- 
cuits may be used to square -off extremities of a sinusoidal wave, 
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or they may have pulsed waveforms applied in which case the 
clipper removes either positive or negative tips of the waveform. 
Any of the usual methods (series or parallel diode clipping, 
class -C amplifier, plate saturation, or grid clipping) are found in 
commercial equipment. For convenience, fundamental clipper cir- 
cuits are reviewed in Fig. 3 -12. 

The timing section of some vacuum -tube types of sync genera- 
tors and almost all transistorized sync generators employ a series 
of binary scalers to derive the 60 -cps countdown from the 31.5 -kc 
master -oscillator frequency. The output of each binary is a wave 
having one positive and one negative -going pulse per cycle of 
operation. However, only the negative -going or positive -going 
pulse (depending on design) will trigger the next binary, result- 
ing in a division of 2. Thus, a series of binaries in cascade result 
in total divisons that are integral powers of 2. Stated another way: 

Total division = 2" 

where, 
n is the number of binary scalers. 

To obtain an odd number of divisions as required in the sync 
generator, feedback loops are provided, as shown by one type of 
binary counter in Fig. 3 -13. In this case: 

Total division = 2" - 21' 

where, 
p is the order number of scaler to which feedback from the 

output scaler is supplied. 

Normally, if this is at the input of the first scaler, p = 0; if at 
the output of the first scaler, p = 1; if at the output of the second 
scaler, p = 2; etc. In the case of a magnetic -core binary scaler, the 
power by which the numeral 2 is raised may be either plus or 
minus depending upon which polarity of current is induced 
through the windings by the feedback pulse. 

Observe Fig. 3 -13. The ten identical binary stages have an 
inherent count of 2 ", or 1024. To obtain a count of 525, the third 
and the fifth to ninth stages are reset by the output of the 1024th 
pulse. The reset pulse also enters the number 1 binary in such a 
way that it is set to the -1 state instead of the zero state. Note 
from the table in Fig. 3 -13 that the sum of the feedback is 499. 
Thus a count of 499 is preset into the counter before the first pulse 
arrives at the input. The total 1024 count minus the preset 499 
results in the desired 525. 

Some sync generators employ completely tube -free (solid - 
state) circuitry. A binary scaler similar (but not exactly the 
same) to that described is a common factor in all such units. 
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Fig. 3 -14 shows a basic bistable multivibrator (MV) circuit 
using transistors. NOTE: a bistable circuit has two stable states. 
When triggered by an input pulse, the MV switches to the second 
stable state where it remains until triggered again. Some sync 
generators set pulse widths by means of a delay line which feeds 
a pulse for initial triggering and a delayed pulse to turn the 
MV off. 

BINARY NUMBERS -.CI O2 O3 O SO 0 pT O 0 10 

BINARY NO. SUM OF RESET 

1 -1 l 

3 4 
3 

5 16 

6 32 

7 64 

B 128 

9 256 

TOTAL RESET a 499 

TOTAL DIVISION OF BINARIES 2n 

WHERE n NUMBER OF BINARY SCALERS 

TOTAL 2n2101024 

TOTAL DIVISION NTITH RESET) 1024 -499.525 

Fig. 3 -13. Ono typo of binary scaler. 

The circuit in Fig. 3 -14 has two separate trigger inputs. A 
trigger pulse at input A will change the MV state. A trigger of 
the same polarity at input B, or of opposite polarity at input A 
will again trigger the state of the multivibrator. The output is 
taken between the collector and ground of either transistor (or 
both), the output pulse being opposite in polarity between 
transistors. 

When the transistor is cut off, collector current is essentially 
zero and the output resistance is high. Fig. 3 -15A shows a typical 
voltage divider for use with the circuit of Fig. 3 -14. The load 
resistor (R1,) voltage drop is only 2 volts, leaving almost the 
full collector supply voltage (WO at the collector element 
(point C) . The voltage drops across the coupling resistor (R,.) 
and base resistor (R11) are 21 and 7 volts, respectively, providing 
there is a negative voltage ( -5 volts) at point B. This forward - 
biases transistor X2 (Fig. 3 -14), thus causing it to conduct. The 
"on" transistor is driven to saturation by the design of the resistor 
values and bias voltages. 
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Referring now to the voltage divider in Fig. 3 -15B, the satura- 
tion current of the "on" transistor flowing through RL results in 
the full V,.,' drop across this resistor, hence essentially zero volt- 
age at point C. The base supply voltage (V811) is divided by re- 
sistors R,. and RB so that +1.5 volts results at point B. The "on" 
transistor is held at cutoff by the reverse bias on the base; (polar- 
ities are reversed for NPN transistors) . Capacitors Cl and C2 in 
shunt with the coupling resistors (Fig. 3 -14) sharpen the pulse 
wavefronts for more rapid switching of the transistors, hence 
faster rise and decay times of the pulse outputs. Some circuits 
employ diodes in place of the RC combination. 

Basic forms of transistorized "logic" or gating circuits are 
shown in Fig. 3 -16. In Fig. 3 -16A the positive pulses at both 
inputs are required to change the state of operation from con- 
duction to cutoff. With positive pulses applied only to the A 

Rl 
R2 

C3 

INPUT Ate-) +2v 

C4 

INPUT B4.-) 
Fig. 3 -14. A basic bistabla multivibrator. 

input, transistor X2 continues to conduct from the forward base 
bias. The resulting current through RL continues to supply a 
negative potential at the output. Application of a positive pulse 
simultaneously to both inputs overcomes the forward bias and 
drives both transistors to cutoff. Thus the voltage drop becomes 
essentially zero through RL and the output rises to ground (zero) 
potential. The example illustrates vertical sync pulses continu- 
ously applied to input A, gated "on" by a six -line gate pulse at 
input B. 

Fig. 3 -16B illustrates a reverse bias shunt gate, or "inhibition" 
gate. The transistor acts as a switch in shunt with the signal path. 
With no control pulse applied to the base, the transistor is non- 
conducting (open switch) and the signal pulse applied to the 
circuit is passed to the output. A negative -going control pulse 
applied to the base overcomes the reverse bias and the transistor 
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conducts (closed switch), shorting the output terminals to zero. 
Thus this gate circuit is similar to the keying -out circuit pre- 
viously described for vacuum tubes. 

NOTE: This circuit can be designed as a keying -in circuit by 
employing forward bias on the base, while using a positive - 
going control pulse. 

3 -3. SYNC -GENERATOR ADJUSTMENTS 

Proper adjustment of the station synchronizing generator de- 
pends entirely on the technician's familiarity with his oscillo- 
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(A) With negative voltage applied to base 
of "on" transistor. 
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f 
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(B) With positive voltage applied to base 
of "off" transistor. 

Fig. 3 -15. Voltage division of multivibrator circuit for "off" and "on" transistors. 

scope, the trouble taken to accurately maintain marker and time 
base standards, and the technique of adjustments. The reader 
should be thoroughly familiar with Section 1 of this book. 

Frequency Adjustment 
Proper operation of the counters and pulse- gating circuits will 

usually result if the master oscillator is within 5% of the 31.5 kc 
nominal frequency. It is entirely practical to adjust this frequency 
within 1% or less, greatly extending the stability factor over a 
period of time with changing tube and component characteristics. 

Most sync generators provide some means of controlling the 
master oscillator frequency in any one of the following conditions: 

(A) Free running for test or emergency use. 
(B) Crystal control. Usually used for test setups. May also be 

used when power -line frequency is unreliable, as in some 
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Fig. 3 -16. Basic transistorized gating circuits. 
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remote locations, or when using standby power sources, 
such as emergency power generators. 

(C) Line -lock to local 60 -cycle power line. This is the most 
common operating condition for monochrome pictures. 

(D) Genlock. Uses stripped -off sync pulses from network or 
remote signals to control the local oscillator (and field 
counters) allowing superimposition of local signals over 
the net or remote signal. 

(E) Any selected external signal, such as "color- lock" for 
color programs. 

When a crystal circuit is employed, the crystal frequency is 
usually 94.5 kc, or three times the master oscillator (hereafter 
termed MO) frequency. The oscillator acts as a 3/1 divider when 
placed under crystal control. The crystal provides an accurate 
means of adjusting the MO frequency even though the remaining 
circuits may not be functioning. Therefore, it serves as a con- 
venient servicing aid. The best way to adjust the free -running 
frequency of the MO when a crystal circuit is included can be 
outlined as follows: 

Step 1. Place the scope probe (low- capacity type) at the 
31.5 -kc test point. With the switch in the XTAL posi- 
tion, the waveform should look like the upper trace 

Fig. 3 -17. Upper trace shows 31.5 -kc wave- 
form with MO on crystal control; lower 
trace is this same waveform with MO 

free running. 

in Fig. 3 -17. Since the crystal is 94.5 kc, a division of 
3 is 31.5 kc and is indicated by three sine -wave cycles. 
If a different indication occurs, the MO frequency 
adjustment control should be rotated for proper fre- 
quency. In the RCA type TG -2A generator, a capacitor 
is used as a coarse adjustment and a time -constant 
potentiometer as a fine (about 3 %) adjustment. Use 
the capacitor for setting the exact frequency with the 
time -constant control in midposition. This same pro- 
cedure is followed on similar types of MO circuitry 
in other generators. 
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Step 2. The procedure in Step 1 assures proper frequency 
under crystal control. This step sets the free -running 
frequency to 31.5 kc within close limits. This step 
assumes use of a triggered scope, such as the Tektronix 
524. Step 3 is an alternate method when triggered sweep 
is not available. Step 4 describes a vernier adjustment 
for precise setting providing counters are properly 
functioning. Expand the scope sweep to display one 
cycle at 31.5 -kc in the crystal position and position the 
leading edge of the pulse on a verticle graticule line. 
Switch the MO control from XTAL to the Off (free - 
running) condition; if the pulse shifts from the refer- 
ence position, adjust the MO frequency until no shift 
occurs between crystal control and free -running modes. 
The lower trace in Fig. 3 -17 should be observed when 
the MO is free running. 

Fig. 3 -18. Upper trace is 31.5 kc MO wave- 

form; lower trace is 15.75 kc (2 stage) 

wave showing "division pip." 

Step 3. Fig. 3 -18 illustrates the basis for a method of setting the 
MO frequency when a scope with triggered sweep is 

not available. The upper trace in Fig. 3 -18A is the 
waveform of the 31.5 kc MO and the lower trace is 

the output of the "divide -by -two" (15.75 kc) circuit 
showing the characteristic "division pip" of the alter- 
nate pulse. Expand the waveform in the lower trace 
as in Fig. 3 -19 so that the distance between the tip of 

this "pip" and the steep side of the pulse immediately 
to the right occupies a given number of graticule lines 
horizontally. If this width changes in the "free- running" 
position compared to the width when on crystal con- 
trol, adjust the MO frequency so that no change occurs 
between crystal and free -run modes. 

Step 4. With the MO in the free -running mode, observe any 
60 -cycle signal (such as at the counter output, vertical 
drive, or blanking) with the scope trigger selector on 
Line position. This shows any "slip" with the line fre- 
quency. Adjust the MO frequency so that the trace 
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becomes stable. A slight drift back and forth may 
occur, but no sudden changes should exist. The MO 
frequency is now within a small fraction of 1 %, and 
placing the oscillator in "line- lock" control should im- 
mediately stabilize the trace. If this does not occur, 
or if the trace becomes noticeably unstable on Line - 
Lock, the AFC circuitry needs service. 

Step 4 is normally the only step necessary for routine checks 
of the MO frequency. However, the previous steps should be 
exercised occasionally to check the crystal control and, of course, 
are necessary if trouble is experienced in counter stages. 

- - - measure this distance 

Fig. 3 -19. Same as lower display in Fig. 3 -18 except on 
expanded scale. 

Some generators that do not include a crystal for test have a 
94.5 -kc ringing circuit in the MO to sharpen wavefronts and 
provide a reasonable degree of short -term stability. (Long -term 
stability is provided by the AFC circuit.) Step 4 is normally used 
to adjust the frequency for this type of MO, but any indication of 
faulty 60 -cycle pulses always poses the question as to whether 
the trouble is in the counters or master oscillator. By use of the 
low- capacity scope probe, the waveform across the ringing circuit 
may be observed. The MO frequency should be adjusted so that 
the "firing pulse" occurs at approximately the 45° point of the 
third cycle of sine waves. 

An alternate method is the old standby of employing a 31.5 -kc 
frequency standard and some form of comparison. The "beat" 
method is subject to error in pulse circuits due to the rich har- 
monic content. The frequency standard signal may be displayed 
on the scope, being triggered externally by the same signal. With- 
out disturbing the external trigger, observe the MO output and 
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adjust the circuit for the same frequency and maximum stability 
of trace. 

Whenever a sync generator becomes erratic, the first step 
should be to change the MO control from the usual line -lock 
position to the free -run or crystal control. If the pulses stabilize, 
the MO frequency may be out of range of AFC control, or the 
AFC circuitry is erratic. 

Checking the Countdown 
Some of the older -type sync generators employing step -by -step 

counters featured continuous display of counter circuits action 
by means of a small scope on the front panel. More recent gen- 
erators have deleted this feature in the interest of overall simpli- 
fication. Several types use binary counters with plug -in modules 
or replaceable strips which are not serviced by station personnel. 
In the RCA TG -2A the first counter (7/ 1) contains a variable ad- 
justment while the remaining counters use fixed constants with 
no adjustable controls. Test points are generally provided at the 
various counter outputs on all generators for the purpose of 

testing and servicing. 
Because of the nature of binary counters employing feedback 

pulses to obtain the odd -number countdown (525 -1) , a direct 
counting check is usually not practical. Trouble in the preceding 
binary stage is indicated by the first grid check point where 
random or unstable pulses exist. 

Generators using multivibrator -type counters (such as the 
RCA -TG2) normally employ four stages as follows: 

STAGE 
NO. 

INPUT 
FREQUENCY DIVISION 

OUTPUT 
FREQUENCY 

1 31,500 7 4,500 
2 4,500 5 900 

3 900 5 180 

4 180 3 60 

The total division is thus 7 x 5 x 5 x 3= 525 
The most convenient method of checking such a counter chain 

is as follows: 

1. Observe the waveform of the first 7/1 divider circuit by 
adjusting the sweep to obtain 1 cycle of the waveform shown 
by the upper trace in Fig. 3 -20. The counter should show a 
division of 7. 

2. Apply the same signal to the external sync input of the 
scope and adjust the sweep for five complete cycles. 

3. Without changing the external sync connection or the sweep, 

www.americanradiohistory.com

www.americanradiohistory.com


78 TELEVISION SYSTEMS MAINTENANCE 

place the scope vertical amplifier probe in the following 
(5/1) counter. Exactly one cycle should now occur in the 
same interval, as shown by the lower trace in Fig. 3 -20. 

Repeat the same procedure for the remaining stages by trigger- 
ing the sweep with the counter preceding the one to be checked, 
and adjusting the sweep for the number of cycles that equals 
the division of the counter to be checked. 

5 cycles of 7/1 coureur 

1 
31 i5/6 

rb 

1'Mrhwt r11h1 r 
I-1cycle - 

1 cycle of S'1 counter 1 

Fig. 3 -20. Upper trace is five cycles of 7/1 counter; lower 
trace shows one cycle of 5/1 counter. 

An alternate method (less accurate) is to measure the fre- 
quency of the pulse by using the time base of the scope in micro- 
seconds (see Table 3 -1) . In this case the engineer must assure 
himself that the time base is both accurate and linear (Section 1) . 

Setting Pulse Widths 
Pulse widths are set by either of two general methods: 
(A) Variable time constant of triggered multivibrators. 
(B) Multivibrators (driven type) which receive "on" and 

"off" triggers from adjustable delay lines. 

The methods of measuring pulse widths are applicable to any 
type of generator, but the adjustment procedures differ radically 
between various manufacturers. It is usually important to follow 
the recommended sequence of adjustments in the instruction 
manual for the particular generator involved. 

For convenience, pulse widths in terms of both H and micro- 
seconds are listed in Table 3 -2. Fig. 3 -21 is an exaggerated draw- 
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Table 3 -1. Time Base of Counter Circuits 

STAGE 

TOTAL 

DIVISION FREO 

TERMS 

OF H 

WIDTH OF 

PULSE* IN 
MICROSECONDS 

MO 1 31,500 1/2 31.75 

- 7 7 4,500 3.5 222.0 

- 5 35 900 17.5 1,1 1 1.0 

5 175 180 87.5 5,556.0 

3 525 60 262.5 16,668 

From leading edge of pulse o leading edge of following pulse. 

ing illustrating the standards of pulse measurements. The width 
is normally measured at 0.9 peak amplitude where "peak" is 

taken as the positive -going direction. (Horizontal blanking is an 
exception where, for the purpose of setting aspect ratio, width is 

measured at the 50% amplitude point.) Also note that pulse rise 
and decay times are measured as the time interval between the 
10% and 90% amplitude points. 

0.1 - - - - -- t- 

RISE 
TIME 

Fig. 3-21. Standard for m ing pulsar width and rise time. 

By cross -mixing sync and blanking outputs and adjusting the 
scope time base to obtain the waveform shown by Fig. 3 -22, 

horizontal sync, equalizing, horizontal blanking, and vertical 
serration widths may be adjusted from this one display. The 
markers are 0.005H (1 of 1% of H) for maximum accuracy. Table 
3 -3 lists the proper number of 0.005H markers for the appropriate 
intervals. 

From Table 3 -2, H sync should be adjusted to 4.8 microseconds, 
or 0.075H. For a width of 7.5% of H there will be 15 of the 0.005H 
markers present as shown. The 1 microsecond markers could be 
used here if desired, as well as for setting total width of H blank- 
ing to 11.1 microseconds, with slightly less accuracy. The vertical 
sync serration should be 4.5 microseconds, or 7 %H, which is 

-09 - +MEASURE PULSE 

WIDTH HERE 

0.1 
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Table 3 -2. Pulse Table 

PULSE 

MINIMUM NOMINAL MAXIMUM 

H 

Micro- 
seconds H 

Micro- 
seconds H 

Micro - 
seconds 

H Blanking 0.165 10.5' 0.175 11.1' 0.178 11.3' 

H Sync 0.07 4.445 0.075 4.8 0.08 5.08 

Equalizing 
0.45 
of 

H. Sync 
2.0 

0.5 
of 

H. Sync 
2.4 0.04 2.54 

V. Serration 0.06 3.8 0.07 4.5 0.08 5.08 

V. Blanking 18.375 1167* 19.7 1250` 21 1333* 

* H and V blanking must be of prope ratio to establish 4/3 aspect ratio. 

NOTE: EIA resolution and ball charts are based on following values: 
H. Blanking = 11.1 Microseconds 

V. Blanking = 1,250 Microseconds 

indicated by 14 of the 0.005H markers. Where the time base and 
sweep linearity are known to be accurate, the graticule lines 
only may be used. For example, the vertical serration could be 
set by adjusting the scope for 2.25 microseconds/ cm, and the 
serration adjusted to cover exactly 2 cm. 

Vertical blanking can be accurately set by using horizontal 
drive pulses as markers. By using a 1,000 -ohm resistor from the 
H drive test point to the blanking test point, the horizontal signal 
is attenuated to a convenient marker amplitude superimposed on 
blanking viewed at the vertical rate on the scope. From Table 3 -2, 

H. blanking 

rtwiwi.«»«..... 

V. serration 

I 

equalizing I 

H. sync. H 
Fig. 3 -22. Cross-mixed sync and blanking with 0 .005H markers 
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Table 3 -3. 0.005 H Table 

PULSE MIN. NOMINAL MAX. 

H. Blanking 33 35 35.6 

H Sync 14 15 16 

Equalizing 6.3 7.5 8 

V. Serration 12 14 16 

vertical blanking (nominal value) is 19.7H; thus, 19 markers plus 
0.7 indicates the proper width. The 0.7 value can be interpolated 
quite accurately, provided the operator is familiar with the lin- 
earity of the scope sweep. 

Actually the use of markers as described is not necessary if 
the scope incorporates variable delayed sweep, as provided in 
the Tektronix 524 -AD. In this method simply leave sync and 
blanking cross -mixed, as in H pulse measurements, use the 200- 

I I 

lull -line distance 

Fig. 3 -23. Vertical blanking interval (waveform P of Fig. 3 -1) 

adjusted to 1.9H. 

microsecond time base and delayed sweep, and select the field 
with the full line (H) interval following the last equalizing pulse 
(Fig. 3 -23) . The last equalizing pulse is the end of the first 9H 
interval of vertical blanking, plus the 0.25H to 1.025H vertical 
front porch which should be counted. The remaining H sync 
pulses may then be counted to arrive at the total vertical blank- 
ing interval as shown. 

3 -4. THE PULSE CROSS MONITOR 

Two basic types of pulse -cross monitors are used, the interlaced 
and the noninterlaced. In both types the horizontal sweep is de- 
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layed sufficiently so that the H blanking and sync pulses appear 
near the center of the raster. To display the entire frame (inter- 
laced presentation) it is also necessary that the vertical sweep be 
delayed to place V blanking and sync in the normal active line 
area of the monitor. This displays both fields (interlaced) so that 
the entire 37- to 42 -line vertical blanking interval is visible. If 
the monitor vertical deflection rate is changed to half rate (30 
cps) , a single field is displayed with half the number of pulses, 
(noninterlaced presentation). In either case, expansion of the 
vertical sweep is normally used to allow more critical observa- 
tion of the pulses. 

Fig. 3 -24. Interlaced pulsa -cross display on composite signal. 

Fig. 3 -24 is the pulse -cross presentation of a line- output signal 
with an interlaced monitor. In this case the video polarity is in- 
verted so that sync is in the white -going direction. Note the con- 
venience as a quick reference check for horizontal front -porch, 
sync, blanking, equalizing, and V sync widths. Vertical blanking 
is conveniently checked by counting the number of blanking 
lines. Some stations construct graticules with normal pulse widths 
indicated after an accurate check of the generator with the 
oscilloscope. 

The pulse -cross is extremely useful both as a continuous moni- 
tor and as a servicing tool. A 9 x 1 switch panel is used at station 
WTAE to allow selection of signal from a number of points to 
feed the monitor, but this switch panel is normally left on the 
"stand -by generator" position. This enables continuous monitor- 
ing of whichever generator is in the stand -by position (composite 

www.americanradiohistory.com

www.americanradiohistory.com


SYNCHRONIZING GENERATOR AND PULSE DISTRIBUTION SYSTEMS 83 

sync only) , as shown in Fig. 3 -25. Fig. 3 -26 is an exploded view 
of this presentation with identification of pulses. 

The "cross" is formed at the in -line- with -H sync period. The 
reader can readily understand the sequential presentation of the 

Fig. 3.25. Pulse -cross display, sync only. 

monitor (Fig. 3 -26) if he will visually move field 2 (waveform P 
of Fig. 3 -1) to the right one -half line so that the H sync pulses of 
both fields are in vertical alignment and the last H pulse of field 2 

is in line with the first equalizer of field 1. Now, observing Fig. 
3 -26, note that the in -line pulses (those occuring at H intervals) 
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Fig. 3-26. Exploded view of pulse cross with pulse identification. 
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are equalizers 1, 3, and 5 of field 1, and 2, 4, and 6 of field 2, spaced 
on alternate lines due to interlace of fields. The half -line intervals 
and the remainder of the presentation is obvious in pulse identi- 
fication by following the preceding procedure. 

With an interlaced type of pulse -cross monitor loss of interlace, 
such as could be caused by a vertical countdown error of 0.5H, 

Fig. 3-27. Interlaced pulse -cross display when sync generator has lost interlace. Note 
the apparent loss of one field. 

is readily apparent, as illustrated by Fig. 3 -27. Brightness of the 
display will be greater than normal for a given adjustment due 
to the double tracing of identical raster lines. 

3 -5. SUGGESTED MAINTENANCE PROCEDURES 

An adequate preventive maintenance schedule can be out- 
lined as follows: 

30 Days: Stability, pulse widths and EIA Standards check. This 
includes an overall stability check where possible, a check 
(and adjustment if necessary) of MO frequency, counter 
chain, and all pulse widths, as well as measurement of pulse 
amplitude, overshoot, and rise times both at the generator 
output and all pulse distribution amplifier outputs with 
cables connected as in normal operations. 

90 Days: Tube check and a repeat of the 30 -day schedule. All 
tubes should be checked for transconductance, shorts, and 
gas. Normally the "good -bad" scale which allows manufac- 
turers tolerance of performance is sufficient for the trans - 
conductance check. When tubes are replaced, it is always 
important to recheck pulse widths in about 3 days and again 
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after 7 days. When experience dictates that pulse widths do 
not hold within minimum to maximum tolerances for 30 days, 
this schedule should be shortened accordingly. 

The overall stability test is a good indication of any deteriora- 
tion of tubes and /or components. The test is possible if the MO 
has a vernier frequency adjustment which will allow a 3 to 5% 
frequency variation from the exact operating frequency. In this 
test it is assumed that the MO has been adjusted to 31.5 kc in 
the free -running mode with the vernier control at midrange by 
one of the methods previously described. 

Cross -mix sync and blanking at the test points and observe 
this on the scope or pulse -cross monitor. When using the Tek- 
tronix 524 scope, the best display is obtained by using delayed 
sweep on a 200 microsecond time base and rotating the delay 
control to observe an entire vertical blanking field plus several 
lines. The field -shift key should then be used to observe the 
opposite field. This procedure is unnecessary if an interlaced 
pulse -cross is available. 

Rotate the vernier frequency control through the extremes 
of rotation. Maximum stability is indicated if no erratic behavior 
of pulses exists between extremes. If H pulses become erratic 
or change frequency, check the divide -by -two circuit (15.75 kc) 
with the scope. If this output remains stable, check each following 
H circuit until the instability becomes evident. If only equalizing 
pulses become erratic, check the equalizing pulse gate and any 
gate amplifiers. If only vertical sync instability occurs, check 
the vertical sync gate. If both equalizing and V sync instability 
occurs, check any 9H gating circuit and/or 3H stop or delay 
circuits and particularly the counter chain. 

Keeping tabs on the rise and decay times of pulses is also a 
good procedure from the standpoint of troubles casting their 
shadows before them. The time interval of leading and trailing 
edges of H and V sync, equalizing pulses, H blanking, and H drive 
should not exceed 0.003H (0.19 microsecond) . Using an expanded 
scale on the scope, measure the slopes between the 0.1 and 0.9 
amplitude points, as shown by Fig. 3 -21. A record should be kept 
by the maintenance department so that any deterioration of pulse 
characteristics will be evident from month to month. 

Leading edge overshoots should be no greater than 5% as 
measured by a scope with good transient response (Normal posi- 
tion on the Tektronix 524 -AD) and with interconnecting cables 
in place. When long coax runs are involved, an overshoot with 
"ringing" sometimes occurs. If the pulse waveshape is important 
(not used simply as triggers) , the termination should be varied 
slightly around the nominal value for best transmission. It is 
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sometimes necessary to provide complex terminations on ex- 
tremely long cable runs. 

3 -6. SYNC CROSSTALK 

This term can be applied either to crosstalk within the sync 
generator itself, or to the so- called "windshield wiper" effect 
similar to the horizontal motion caused by co- channel interfer- 
ence on a home receiver. 

Crosstalk within the generator itself is usually caused by a 
very small amount of any one of the counter frequencies "leak- 
ing" into the MO waveform. This type of crosstalk is evident on 
driven monitors as a slight horizontal line displacement at the 
vertical raster edges and on vertical lines in the picture. The 
frequency of the crosstalk can be determined by considering the 
number of such horizontal line displacements occurring from 
top to bottom of the raster as follows: 

CROSSTALK 
FREQUENCY 

NUMBER OF DISPLACEMENTS 
TOP TO BOTTOM 

4,500 70 
900 14 
180 3 

If this effect should be evident on all driven monitors, the 
counter indicated should be additionally shielded or wiring re- 
routed until the interference is eliminated. 

A much more prevalent type of sync crosstalk is that which 
occurs between two nonsynchronous sources, such as local and 
network or local and video -tape signal. This trouble is evident 
as a vertical bar or line moving back and forth horizontally 
through the signal when a remote source not tied to the local 
sync generator is observed. When this condition exists, the local 
sync will also crosstalk with the signal from the video -tape re- 
corder in the playback mode. Also, in many cases the system is 
subject to pickup of strong fields of a transient nature, such as 
radiation from inadequately shielded rotating machinery. 

Trouble of this nature is usually the result of "ground- loops." 
A ground loop in an otherwise well designed installation is most 
often caused by an open or intermittent ground at one end of a 
coax cable. Each cable should be disconnected from the sending 
end and checked with an ohmmeter from center conductor to 
shield to determine if the termination resistance is obtained. If 
the shield is open, no continuity will exist. Always twist both 
sending and receiving connectors while making this check so 
that loose or intermittent (or high -resistance) connections will 
be evident. 
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A much more rapid check which can be performed efficiently 
by only one person is possible with the construction of the simple 
tester shown in Fig. 3 -28. Fig. 3 -28A illustrates the physical con- 
struction and Fig. 3 -28B shows the schematic view. The two 
components (resistor and capacitor) can be part of the cable 
running from the plus gate binding post to the UHF connector. 
The line to be checked is connected to the opposite UHF "T" 
connector. The arrangement shown in Fig. 3 -28 is suitable for 
use with the Tektronix wide- bandwidth scopes which have sweeps 
adjusted to cover only the 10- centimeter graticule, such as the 
551, 535, etc. Procedure is as follows: 

COAX TO BE CHECKED 

GOES HERE 

TO SCOPE INPUT 

TO + GATE 

120 mmf 

TO SCOPE GROUND 

BANANA PLUG 

CIRCUIT BUILT INTO TEST LEAD 

(A) Physical construction. 

(B) Schematic diagram. 

120 mmf 

ON SCOPE 

TO SCOPE VERT. 
AMP INPUT 

COAX BEING 

(FREE-RUN THE ' TESTED 

SCOPE SWEEP) 

Fig. 3.28. Coaxial line taster for Tektronix 351 and similar scopes. 

1. With the connection shown in Fig. 3 -28A, free -run the scope 
sweep. This produces a positive pulse on the screen from 
the plus -gate post. 

2. Connect the cable to be tested to the UHF "T" connector. 
If the cable is properly terminated, no return pulse will 
appear and the base line will be perfectly smooth. A slight 
bump may appear at junctions, such as jack fields, splices, etc. 

3. If the cable is open, a reflected pulse of positive polarity 
will appear (Fig. 3 -29A) . If the cable is shorted, a negative 
reflected pulse occurs as in Fig. 3 -29B. 

4. The distance to the discontinuity can be very closely ob- 
tained by the following analysis. 
(a) The speed of light in feet per microseconds = 983.5 ft/ 

microseconds. 
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(b) Multiply this figure by the propagation factor of the 
cable used (See Table 3 -4) . 

(c) Divide by two. (The pulse must travel to the dis- 
continuity, then return) . This is the multiplying factor 
for the indicated space in microseconds. 

Table 3 -4. Coaxial Cable Chart for Tester 
CABLE TYPE PROPAGATION FACTOR MULTIPLYING FACTOR 

Solid poly 0.66 325 
Foam poly 0.82 404 
1/2" styro 0.89 439 
3/4" styro 0.90 443 

The graphs in Figs. 3 -30 and 3 -31 are presented for convenience 
where the cable has a propagation factor of 0.66, as is common 
for most video runs. In this case the multiplying factor is 325. 
Thus, if the indicated delay of the reflected pulse is 0.5 micro- 
second, the length to the discontinuity is: 

325 X 0.5 = 162.5 feet 

The photos of Fig. 3 -29 were made with a scope sweep time base 
set on 0.1 microsecond /cm, indicating approximately 72 feet to 

REFLECTED 
PULSE 

(A) Open circuit indication. (B) Shorted cable indication. 

Fig. 3.29. Scope displays indicating coaxial cable defects. 

the discontinuity, or 0.22 microseconds. The Tektronix Model 551 
scope was used. 

NOTE: When the discontinuity is at a distance of less than ap- 
proximately 40 feet (causing the reflected pulse to ride on the 
initial pulse), use a 0.1- microsecond delay line in series with the 
cable tested and subtract this amount from the final computa- 
tion. A 70 -foot roll of RG 11 /U or 59/U wil provide this amount 
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Due to the much longer horizontal sweep of the Tektronix 
524 scope, the simple circuit of Fig. 3 -28 is not suitable for this 
unit; however, the arrangement shown in Fig. 3 -32A can be used. 
Although obviously more complex than the previously described 
tester, the transistor and all other components are included 
within the cable as before. Due to initial pulse inversion in the 
transistor circuit, the minus gate output of the scope is used. The 
magnifier positioning voltage divider within the scope was modi- 
fied as shown in Fig. 3 -32B to obtain the very small amount of cur- 
rent required at -20 volts, which is approximately .5 to .75 ma. 
Resistor R327 in the scope (Model 524 -AD) was replaced with 
the two resistors shown, and the junction was brought out to a 
jack (or binding post) on the front panel. The pulse output is 
approximately 0.125 microsecond wide at the base. 

3 -7. PULSE DISTRIBUTION 

Pulse -distribution amplifiers are used to provide isolated runs 
of the required pulses to various points in the plant. Fig. 3 -33 
shows the basic pulse distribution of station WTAE in Pittsburgh. 
Note that since monochrome and color must be integrated in this 
case, all monochrome pulse runs occur on a delayed basis to that 
of the color system. This is necessary to maintain the same front - 
porch width on the composite transmitted signal between color 
and monochrome signals. A shift in front porch would cause a 
shift in the raster (picture) area at the receiver. Since the nor- 
mal delay through a color system is about 1.2 microseconds, 
horizontal drive, blanking and sync pulses must be delayed ac- 
cordingly for monochrome. It may be observed that with sync 
pulses inserted after the final switching point in the system, if 
set for the normal 1.6 microseconds front porch on monochrome, 
only about 0.4 microsecond of front porch would exist for the 
color system. 

Pulse distribution amplifiers are normally unity gain devices 
used strictly for isolation of feed lines to the many points requir- 
ing pulses. Without this isolation, no interconnected unit could 
be disconnected while the station is on the air. In some applica- 
tions the amplifiers are used to regenerate the pulse to "clean up" 
rise times, overshoots, ripple, etc. as caused by some of the older 
types of delay lines. 

Some amplifiers provide two to six outputs for a single input. 
The type shown in Fig. 3 -33 are single -in, single -out units of the 
plug -in variety for flexibility in meeting emergencies or servicing 
and maintenance. Actually, only a single coax provides the input 
for a complete group; the inputs are carried by straps on the 
plug receptacle to adjacent units in a group. 
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Pulse distribution outputs should be checked on a regular basis 
for rise times, overshoots, ringing, proper amplitude, and any in- 
dication of hum or noise. When any deterioration is evident, the 
external coax feed should be removed during maintenance time 
and a termination provided directly at the amplifier output to 
determine whether the trouble is internal, or caused by the ex- 
ternal feed. The pulse amplifier is usually either a "go- no -go" de- 
vice using regenerative clippers or multivibrators, or it employs 

- GATE ON 

524 SCOPE 

1- \ 150 mm( 

47K 

-2Dv 

Y112T0314ma 

lOK 

120 mml 

2N404 

(FREE -RUN SCOPE SWEEP) 

TO SCOPE V. AMP 

COAX BEING TESTED 

(A) Schematic of the coaxial -line tester. 

100 mIA 

50V 

-20V 

IAPPROXI 

(B) Scope modification to supply -20 
volts for the transistor. 

R328 

-150V 

BUS 

R327 REPLACED 

WITH 15K AND 

6.8K RESISTORS 

MAGNIFIER POSITION 

CONTROL 

Fig. 3 -32. A transistorized coaxial -lino testar for use with the Tektronix 524 scopa. 

heavy negative- feedback circuits. In either case, the best tube 
check that can be performed is a performance test using an os- 
cilloscope. Transistorized pulse distribution amplifiers are being 
used more frequently in modern installations and the perform- 
ance test is mandatory. 

3 -8. COMPOSITE PULSE CHARACTERISTICS 

The preceding paragraphs of this section have considered only 
the horizontal and vertical drive signals and composite blank- 

www.americanradiohistory.com

www.americanradiohistory.com


92 TELEVISION SYSTEMS MAINTENANCE 

) CAL PULSE GEN. 
1 

CAL PULSE 

SYNC 

GEN 

DE LAY 

HOR DR (AIR) 

HOR DR (STANDBY) 
TO CHK 

SW. 

VERT DR (AIR) 

VERT. DR. (STANDBY) 
Q CHK SW. 

CHANGE- 
OVER BLANKING (AIR) 

SW ITCH 

BL (STANDBY) 

CHK SW. 

SYNC (AIR) 
DELAY 

SYNC (STANDBY) 

TO CHK SW. 
AND PULSE CROSS MON SW 

t 
PULSE AMPS h- 

HOR DRIVE TO COLOR TERMINATION 

PULSE BOX #1 

-0- FILM CAM #7, 9, 11 - o- PULSE BOX 12 

-0-SHOP BENCH 

-a PULSE BOX #3 

--- oFILM CAM /6 -8 -10 -0 SPARE 

CHK SWITCH HENCE TO TERMINATION 

- o-PULSE BOX f1 

-o-FILM CAM 11, 9, 11 

PULSE BOX #2 

SHOP BENCH 

--.- PULSE BOX 13 

-o- FILM CAM /6, 8, 10 

® SPARE 

CHECK SW HENCE TO TERMINATION L.. BLANKING TO COLOR TERMINATION 
-o- PULSE BOX 11 

-+FILM CAM 17, 9, 11 

-o-PULSE BOX 12 

-SHOP BENCH 

-o- PULSE BOX 13 

-o- F I LM CAM #6, 8, 10 

® SPARE 

CHECK SW HENCE TO TERMINATION 

--P TO SW ITCHER f1 SYNC ADDER 

-n- MONITOR SYNC 

--o-DA SYNC RELAYS 

0- -SWITCHER 12 SYNC ADDER - SHOP BENCH 

-o- D A. SYNC RELAYS 

-o- SW ITCHER 13 -® SPARE 

r CHECK SW AND PULSE CROSS MON SW. 
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ing and composite sync. The actual composite signal as fed to the 
transmitter for broadcasting involves the proper combination of 
composite blanking and composite sync to establish authorized 
front and back porches, as well as the effect of combining the 
video signal (over the entire gamut of duty cycles or average 
picture levels) on the pulses from the sync generator. 

Setting the Front -Porch Width 
When centralized camera controls are employed with approxi- 

mately the same length camera cables (within 100 feet) , no 
special problem exists in adjusting the front -porch width. Keep 
in mind that this width is determined by the adjustable delay in 
formation of the horizontal sync pulse from the leading edge of 
horizontal blanking. 

Blanking is normally inserted in the camera control unit, and 
sync is inserted either in the final studio switching system or in 
a stabilizing or sync -adder amplifier following the studio switcher. 
In a few cases blanking is also inserted in the stabilizing or adder 
amplifier at a fixed amplitude of between 5% and 10% of the 
composite signal level. The procedure in this case is quite simple. 

1. Transmit a test pattern or any slide or chart with reference 
white around the outer extremities. (The video level at the 
picture edge must be sufficient to be readily measured on 
the CRO.) 

2. Observe the composite signal after the final switching point, 
which includes the sync pulse. 

3. Adjust the front -porch control (this is either a multivibrator 
pulse -width control or a delay -line adjustment) until the 
interval between the end of the picture information and the 
leading edge of horizontal sync is between 1.27 micro- 
seconds (minimum) and 1.59 microseconds (maximum) . 

This meets the FCC specification for front -porch width of 
0.02H to 0.025H. Users of the Tektronix 524 scope normally 
use the 0.025H markers in setting this adjustment. 

When camera control units are not centralized, or where 
camera cable lengths may vary from more than 100 up to 1,000 
feet, the problem becomes more complex. Fig. 3 -34 illustrates an 
example where a 900 -foot difference exists between two control 
units and the system blanking distribution. In this case the blank- 
ing pulse is delayed approximately 1.5 microseconds to control 
unit 1, and only 0.15 microsecond to control unit 2. If the sync 
generator, front -porch width control is adjusted to obtain a nor- 
mal front porch when observing the camera 1 signal after sync 
insertion, then a switch to camera 2 signal will result in a 
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lengthened front porch (Fig. 3 -34B). Since the receiver retrace 
is triggered by the leading edge of horizontal sync and the picture 
is unblanked by the end of horizontal blanking, a lengthened front 
porch causes the picture area to shift to the left. Similarly, if 
the front porch is adjusted for normal on the camera 2 signal, 
a switch of the camera 1 signal will result in a narrowed front 
porch, and the picture would shift to the right on receivers. 

Thus, where camera control units are more than 100 feet (0.15 
microsecond) from each other with respect to the system blank- 
ing distribution, it is necessary to add delay lines to the nearest 
control units to equal the delays of the farthest units. This is most 
conveniently accomplished by simply using the same length of 
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DISTRIBUTION 
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(A) Wide variation in cable length causing delay. 
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MI CROSECONDS+ -.l 

CAM 1 BLANKING / / / 
I 

DELAYED 1.5 MICROSECONDS 

RECEIVER RETRACE TRIGGER -.4 
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(B) Effect of cable length on scan waveform. 

Fig. 334. The effect of a blanking delay on the front -porch width. 
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feed lines to every control unit; excess cable can be coiled up 
when necessary. 

A similar problem can exist even when centralized control units 
are used but the length of camera cable is greatly different be- 
tween units. Camera blanking is normally formed from horizontal 
and vertical drive pulses. (Vertical -rate pulses are of no conse- 
quence in this discussion since the few microseconds of delay 
encountered has no bearing on the long vertical blanking interval 
of 1,250 microseconds.) Camera blanking must "fit under" the 
composite signal blanking inserted in the control unit. For this 
reason the pickup tube (camera) blanking is normally about 7 

to 9 microseconds compared to the 11- microsecond horizontal 
blanking transmitted. 

Now if the camera cable should be as much as 1,000 feet in 
length, the total camera blanking delay is 3 microseconds (1.5 
microseconds per 1,000 feet, and the pulse experiences delay both 
to and from the camera) . It may be observed here that if camera 
blanking duration is longer than 8 microseconds, the interval is 
not completed by the end of receiver blanking. When this occurs, 
the front porch width is not determined by the delay in the sync 
generator between the leading edge of blanking and the leading 
edge of sync, but rather is actually determined by the end of 
camera blanking. Again, if one camera cable length is only 100 
feet, and another camera cable length is 1,000 feet, switching from 
one to the other will cause a picture area shift on the receiver. 
In this case horizontal drive pulses must be delayed to the camera 
units with the shortest cables to equal those of much longer 
lengths. 

In any event, the maintenance engineer is charged with the 
responsibility of assuring that the front -porch width remains 
within the FCC specifications from all signal sources. Preferably 
this difference should be maintained within no more than 0.1 
microsecond between sources. 

Allowable Pulse Degradation 
It has been the impression of some engineers that if the studio 

sync generator is maintained within EIA standards (which all 
commercial sync generators equal or exceed), the transmitted 
waveform, as specified by the FCC, can readily be obtained. 

This is a dangerously false impression, as the experienced en- 
gineer well knows. Actually, very little degradation of pulses is 
allowed between EIA sync generator waveform standards and the 
FCC radiated waveform specifications. Since this aspect of tele- 
vision system maintenance has been scantily covered, Figs. 3 -35 
through 3 -37 are presented to trace allowable degradation. Fig. 
3 -35 is the EIA studio sync generator standards; Fig. 3 -36 is the 
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EIA picture line amplifier output (transmitter input) standards; 
and Fig. 3 -37 presents the FCC radiated waveform specifications. 

Note that in Fig. 3 -36 there is no allowance for degradation of 
pulses at all from the sync generator output. In addition, all 
amplifiers handling the composite signal to be transmitted must 
be capable of rise times (now carrying both pulse and picture 
components) to preserve minimum and maximum values of: 

(1) front porch, 
(2) leading edge of sync to end of back porch, 
(3) base of white level interval (0.18H maximum width) . 

In addition, overshoot on the blanking signal must not exceed 
2% of the sync pulse amplitude at the beginning of the front 
porch, or 5% at end of the back porch. Overshoot on the sync sig- 
nal must be no greater than 5% of sync pulse amplitude. Extrane- 
ous signals (hum, etc.) must not exceed 2% of the composite 
signal level. The use of a stabilizing amplifier (which reforms 
pulses) before the transmitter input may be necessary and is 
usual. 

From Fig. 3 -27 it can be observed that only the rise time of 
horizontal sync, equalizing, and vertical sync pulses have allow- 
able degradation from the EIA studio sync generator output 
standards (from 0.003H, or 0.19 microsecond, to 0.004H, or 0.25 
microsecond) . This is due to the restricted bandwidth of trans- 
mission, which must be no more than 4.18 mc, and down at least 
20 db at 4.5 mc. 

While the complete testing of the transmission path for band- 
width and transient response requires special test equipment and 
techniques, the engineer has a continuous display of these char- 
acteristics if he is well acquainted with such restrictions on the 
composite pulse shapes. After some experience in the field, an 
interpretation of the CRO display of the composite signal will 
indicate the general path conditions to the engineer. Following 
is a brief outline of the pulse interpretation as to system condi- 
tion as discussed in detail in Sections 5 and 6: 

1. Poor low frequency response is indicated by a downward 
tilt on the base of vertical interval pulses (upward tilt at 
the tips) and a loss of "setup" from the originally adjusted 
value. 

2. Poor high- frequency response is indicated by a rounding of 
the horizontal sync pulses compared to those leaving the sync 
generator. 

3. Poor transient response is indicated by overshoots or under- 
shoots on the pulses, and on the beginning and ending of the 
porches. 
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SECTION 4 

THE VIDEO 
SWITCHER 

Since most TV stations (even the smallest ones) must use more 
than one camera source at some time during their daily schedule, 
some means for switching signal sources must be included. A 
means of fading out or in on a given signal and the momentary 
mixing of two separate video signals for purposes of lap- dissolving 
or deliberate superimposition of pictures are also needed. 

There are three general types of video switchers: 

1. Mechanical push- button switching with video on the actual 
switch contacts. The bank of switches is interlocked to pre- 
vent more than one source being "punched up" at a time. 
This type of switcher may or may not employ a means of 
fading or lap dissolving between channels. It is used pri- 
marily (in installations of the past 10 years) in portable field 
units. 

2. The relay switcher employs remotely controlled, rack - 
mounted banks of relays; the switch banks are not inter- 
locked since the interlocking function is in the relay arrange- 
ment. This type of switcher has been the most commonly 
employed for studio installations of all except the smallest. 

3. The most recently developed video switcher is the "vertical 
interval" switcher that uses solid -state switching plates timed 
to switch video sources in an interval of a microsecond or 
two during the vertical blanking time following vertical sync. 
This type of switching system is rapidly replacing the relay 
type in older stations, and is used almost universally in 
new stations. 

103 
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4 -1. FUNDAMENTALS OF SWITCHING SYSTEMS 

Fig. 4 -1 illustrates the RCA type TS -10A switching panel. 
Although an older type of unit, it is still used in many station 
installations across the country. Fig. 4 -2 is a block diagram of 
this unit. 

The video amplifiers are located in the lower compartment of 
the console. There are two two -stage amplifiers for each picture 
channel. Another two -stage amplifier feeds the monitor from a 

/i 
LOCAL S N SWITCHES 
AND TALLY LIGHTS 

FADING 
CONTROLS 

MONITOR 
SELECTOR 

RELEASE 
PUSHBUTTONS 

CAMERA PUSHBUTTONS 
ONE IN EACH BANK USED 
FOR DISSOLVES BETWEEN 
TWO SIGNALS 

TALLY -LIGHTS 
FOR CAMERAS 

Fig. 4-1. RCA typa TS -10 switching panel. 

Courtesy RCA 

selector switch, allowing preview or on -air monitoring. Observa- 
tion of the block diagram also shows the sync -interlock system 
which automatically adds local sync when the remote sync fails 
(when broadcasting from a remote point), or it may be used when 
local sync is otherwise required. In this system sync signals for 
local telecasts are usually added in the following stabilizing am- 
plifier position. 

Controls for the switching amplifier project through the inclined 
top panel of the desk as shown in the photo. These controls consist 
of two banks of push buttons that select the on- the -air signal, two 
toggle switches for adding local sync to incoming remote signals, 
gain controls for the remote signals, fading controls (also used 
for lap- dissolving), a three -position switch for selecting either 
of the two remote or on- the -air signals for display on the monitor, 
and tally lights which indicate the inputs being used. 
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O 
MONITOR 

The camera control units are connected to the switcher by 
means of standard 75 -ohm flexible coaxial cables. The particular 
unit under discussion accommodates the outputs from four camera 
controls and two remote or network sources. The remote or net- 
work video signals are accompanied by sync from that source, 
whereas local camera signals fed to the mixer unit are only video 
and blanking without sync. The two banks of push- button 
switches feed separate amplifiers which have their outputs con- 
nected together to feed the line connecting the stabilizing am- 
plifier. This amplifier is usually rack -mounted in the control room. 
When it is desired to switch instantaneously from one camera to 
another, one bank of push buttons is used. Depressing any push 
button releases any other push button on the same bank by an 
interlocking feature. This prevents two sources from being fed 
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to a common amplifier at the same time. When it is desired to lap - 
dissolve or superimpose two pictures, both banks of push buttons 
are used. Assume, for example, that four cameras are being used; 
number 1 is on the air at this time. Also assume that this is being 
accomplished by having the camera No. 1 push button on bank 
No. 1 depressed. Now, by depressing camera No. 3 push button 
on bank No. 2, both camera output signals are fed through respec- 
tive channels and combined in the output. Each picture may be 
adjusted in relative brightness by adjusting the respective fader 
control (lever -type control) shown at the right of the control 
panel. The fader controls can either be operated together or sepa- 
rately. When adjusting the relative brightness of the two different 
sources, as in superimpositions, the handles are operated inde- 
pendently; Thus either picture may be faded out entirely at any 
time ratio. 

CAMERA NO I 
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75 
N. 50 

BRIGHTNESS 
2 

I 

I 

I 

1 

CAMERA NO2 

TIME 

T. 

(A) Instantaneous switching. 

CAMERA NO I 
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N. SO 
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25 

o 

I 

CAMERA NOI CAMERA NO2 

I 
I 

T2 72 

(B) Fadeout, fade -in. 

(C) Lap -dissolving. 

I 

I I 

7I 72 

Fig. 4-3. Three of the most common typas of video switching techniques. 

Fig. 4 -3 shows the technical definition of the three common 
types of switching in use during telecasts. In Fig. 4 -3A, camera 
1 and camera 2 are switched instantaneously. In other words the 
camera 2 push button on the same bank of switches on which the 
camera 1 push button was depressed, was operated, immediately 
releasing camera 1 and feeding the camera 2 signal. Fig. 4 -3B 
shows the fade -out, fade -in technique. The camera 1 push button 
is depressed on one of the banks, and it is adjusted at reference 
brightness level up to time t,. At this instant the camera 2 push 
button on the other bank is depressed, but its fader control is 
adjusted at zero brightnes. Simultaneously, the fader for camera 
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1 is adjusted from reference brightness (100% on scale) toward 
zero. By time t2 camera 1 is faded out and the fader for camera 2 

is adjusted from zero brightness toward reference brightness. 
By time t;, the camera 2 signal fully occupies the screen, and it 
is entirely faded in. In Fig. 4 -3C, the camera 1 push button is de- 
pressed on one of the banks and its fader is adjusted at reference 
brightness. The camera 2 push button on the other bank is also 
depressed but its fader is at cutoff and only the camera 1 signal 
is transmitted up to time t1. At this time the fader for camera 1 

is adjusted toward cutoff, and, simultaneously the camera 2 fader 
is adjusted toward reference brightness. Thus, between t1 and t_ 

both signals appear on the screen while signal 1 is decreasing 
and signal 2 is increasing. At time t: the camera 2 signal fully 
occupies the screen and camera 1 is completely faded out. 

In installations where a large number of video sources are in- 
volved, remotely controlled relays are used to switch the video 
signals. In this type of switching the relays may be rack mounted 
with all the various coaxial cables centralized and with individual 
relay switching panels installed at points most convenient for any 
particular installation. The push buttons themselves are non - 
locking in this type of switching, and the interlocking action takes 
place in the relay system. That is, the push keys operate the relay 
coils, which themselves are connected in a lock -up type of circuit 
that drops out any relay when another relay is operated. 

Fig. 4 -4 shows the basic input- output bus arrangement of the 
two fader banks in an AB -type relay switcher. Fig. 4 -5 is a view 
of one studio switcher panel at station WBBM (CBS) in Chicago. 
In this circuit each bus feeds a cathode -follower, which in turn 
contacts the transfer relay contacts. This is a D -type relay (make 
before break) spring combination which momentarily places two 
signals on the air to prevent picture disturbance. The "overlap" 
time may be 200 to 300 milliseconds. 

Fig. 4 -6 is a simplified block diagram of the RCA TS -20A video 
relay switching system. This type of relay and method of mount- 
ing is illustrated in Fig. 4 -7. The contacts extending through the 
chassis are the inputs to the video contacts. The output or "oper- 
ated" side stands above the relay frame. The basic chassis pro- 
vides the circuits and relays for switching six inputs to two out- 
puts. When additional inputs or outputs are required, auxiliary 
relay panels are employed. Two general types of switching are 
possible with relays, namely gap or overlap. The instantaneous 
switching method illustrated in Fig. 4 -3A is known as gap switch- 
ing, or break -before -make contacts. Overlap switching is make - 
before -break contact; thus a "black gap" between signal switch- 
ing is avoided. Either type of switching is obtainable in the RCA 
relay system. (Overlap switching is used for on- the -air signals; 
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Fig. 4-4. Basic input and output system in an AB -type switcher. 
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Fig. 4-5. Typical studio switching console with master monitor and three camera 
control monitors in background. 
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Fig. 4-6. Block diagram illustrating basic switching arrangement 

of RCA switching system. Relays A and B are operated lec- 
trically by push buttons. 

The basic action of a video relay switching system is illustrated 
in Fig. 4 -8. Each incoming video signal is connected to make con- 

Fig. 4-7. Video switching relays. 
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tacts on a pair of switching relays. Two video bus wires which run 
to a transfer relay are connected to the other side of these contacts. 
When the associated Channel 1 push button is operated, relay A 
will close, connecting the incoming video signal to one of the 
transfer bus wires. Other contacts on this same switching relay 
operate the transfer relay connecting the output line to the video 
bus wire and hence to the video signal. When another push button 
(not shown) is operated, separate contacts on the transfer relay 
"inform" the new video switching pair that bus A is in use, 
thereby causing switching relay B to operate. If the description 
had started out at a time when A was already in use, operation 
of the push button shown would have caused relay B to operate 
instead of A. When the video contacts on relay B close, the new 
incoming video line is connected to the B video transfer bus wire. 
At this same instant other contacts on relay B close, operating an 
interlock relay which, in turn, releases the transfer relay. In this 
way the outgoing line is transferred from the original input to 
the new input. The circuits of relay A are now released from the 
"busy" hold of the transfer relay contacts and the preceding proc- 
ess is repeated on subsequent operation of the push buttons. 

In this system the time of the signal transfer is determined 
entirely by the transfer relay rather than being governed by the 
operate and release time of the individual relays. By choice of 
appropriate connections to the video transfer bus wires, either gap 
(break -before -make) or overlap (make- before -break) switching 
is available. 

Another popular type of television control -room switching is 
known as audio -video switching. With this method, audio channel 
relays may be operated from the video relay system. Or, an audio 
console with its associated relays may provide for operation of the 
video relay bays. Such systems are usually made variable so that 
either separate or tied -in operation may be used. 

When several channels must be switched simultaneously be- 
tween several outgoing lines, preset switching methods are used. 

4 -2. THE VERTICAL -INTERVAL SWITCHER 
At the time of this writing, at least three major broadcast equip- 

ment manufacturers are supplying solid -state (transistor -diode 
combinations) switching systems tied to the local sync generator 
for switch timing. These manufacturers are EMI /US (General 
Communications Division), RCA, and Sarkes -Tarzian. Due to the 
superior performance and minimum maintenance requirements, 
it is very likely that all systems of the future, including portable 
switchers, will employ some form of solid -state vertical interval 
switch circuitry. 
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Fig 4 -8. Circuit details of RCA relay switching system. 

Aside from a significant reduction in power and space required, 
transistor circuitry permits extremely rapid switching transitions 
-on the order of 1 microsecond. Hence, picture -to- picture trans- 
fer occurs between successive television fields, thereby eliminat- 
ing the chance of visible disturbance to the picture. The life ex- 
pectancy of transistors is virtually unlimited; they are compact, 
extremely reliable, and generate very little heat in operation. 
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By virtue of the short lead lengths involved, the compact switch- 
ing assemblies made possible by transistors have excellent video 
performance in both monochrome and color applications. 

The basic components of the RCA TS -40 Transistorized Switch- 
ing System (with the exception of power supplies) are illustrated 
in the simplified block diagram in Fig. 4 -9. These components 
consist of cross points, cross -point groups, latch circuit plates, 
coupling circuit plates, output amplifiers, mixing amplifiers, dis- 
tribution amplifiers, and sync or blanking adders. Power required 
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Fig. 4.9. Simplified block diagram of the RCA TS-40 transistorized switching system. 

by the system is obtained from a transistor power supply, DC plate 
supplies, and a filament and bias supply. A typical rack layout is 
shown in Fig. 4 -10. 

Six cross points are mounted on an etched circuit board to form 
a cross -point group (Fig. 4 -11). This assembly, fitted with a plug - 
in connector along one edge, has an output bus that joins all six 
cross points to form a six -input, single- output switching element. 
For convenience in planning and installing systems, the cross - 
point group is supplied as the basic plug -in switching module. 

Each cross -point is functionally equivalent to a high -quality re- 
lay having two sets of contacts, one for a video signal and one for 
a tally circuit. It consists, in essence, of a semiconductor diode 
switch which is turned on and off by a transistorized flip -flop cir- 
cuit. The circuit is bistable; that is, it will remain indefinitely in 
either the Off or the On position until activated externally. 

The special voltages required for the transistorized circuits are 
all supplied by the WP-40 power supply. In addition, standard 280- 
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volt supplies (such as the RCA 580 -D or WP -15 or 16) are re- 
quired for the amplifier complement, and a 24 -volt supply is re- 
quired to operate tally lamps and auxiliary relays. (The coils of 
the tally relays operated directly by the cross points are powered 
by the WP -40, but the circuits controlled by their contacts require 
external power.) 

The coaxial fittings at the rear of the WP -40 power supply are 
for the composite sync input and the output of the trigger pulse 

Fig. 410. Typical rack layout of the RCA 

TS-40 switching system. 

24V POWER 
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AMPLIFIER 
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FRAME 

LATCH FRAME 

WP -0 
POWER SUPPLY 

TALLY RELAY 
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RELAY FUSE 
PANEL 

WP -40 POWER 

SUPPLY 

generator incorporated in the supply. This generator consists of 
a transistorized circuit for deriving pulses suitable for triggering 
TS -40 cross points (through the push- button switches on the con- 
trol panel). The pulses are derived during the vertical sync inter- 
val so that the switch always occurs shortly after a vertical retrace 
period, thus minimizing the probability of a vertical roll -over 
when switching between pictures of widely different duty cycles. 
The output pulses are at a level of about 30 volts peak -to -peak, 
and they are conducted by a coaxial cable from the trigger pulse 
generator to the trigger circuit plates mounted under the control 
panel. The pulse rise time is deliberately made quite long so as to 
limit the high- frequency energy in the pulses. This permits them 
to be conducted along ordinary wires from the control panel to 
the cross points without significant cross talk between leads. 

In addition to push buttons and fader mechanisms, there are 
two types of etched wiring circuit plates that are mounted beneath 
the control panels to serve important functions in TS -40 systems. 
The first of these is the trigger circuit plate. This circuit is a single- 
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input, six -output, transistorized amplifier which serves to distrib- 
ute the trigger pulses generated by the WP -40 transistor power 
supply to as many as six rows of push buttons. (Additional trigger 
circuit plates may be used for panels with more than six rows of 
buttons.) Each time a push button is pressed, it connects the 
corresponding cross point to the source of pulses derived from 

Courtesy RCA 

Fig. 4-11. Front and rear views of a cross -point group which consists of six transistorized 
cross points mounted on an etched circuit board. 

vertical sync. The very first pulse that passes through activates 
the cross point, and the complete switching action occurs near the 
end of vertical blanking. 

The second special control -panel component is the trigger pulse 
repeater. This device may be used to make any cross point a 
"slave" of one or more other cross points so that the "slave" will 
always be activated when any one of the "masters" is in use. 
This feature is very useful in switching systems that employ delay 
compensation to keep the total time delay through the system 
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constant no matter which signal path is punched up. Fig. 4 -12 is a 
simplified sketch illustrating the function of the trigger pulse re- 
peater in a system with delay compensation. The push buttons for 
the secondary switch (shown at the right) may be mounted in 
the same row as the others in the program bus; this is done so 
that, functionally, the operator may treat them as part of the 
same switching bus. No button is required for the cross point 
operated by the trigger pulse repeater. When any of the cross 
points to the left of the delay compensation line (actually a length 
of coaxial cable) are operated, the trigger pulse repeater produces 
a pulse to close the second cross point automatically. Thus, the 
circuit is completed through to the output. 
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Fig. 4-12. Simplified diagram illustrating the function of the trigger pulse repeater in 

a system with delay compensation. 

The trigger pulse repeater is actually an amplifier followed by 
a clipper. The isolating resistors, required at its input to prevent 
cross talk between the several push- button circuits, cause a sub- 
stantial reduction in the level of the trigger pulses applied to the 
repeater. However, its gain is sufficient to produce trigger pulses 
of normal amplitude at its output. 

Another basic building block for the TS-40 systems is the latch - 
circuit plate. This circuit is mounted on an etched -circuit board 
which plugs into a frame normally mounted below the cross -point 
frame (Fig. 4 -13). It performs the same function as the mechanical 
latching bar in a "direct" push- button switcher; that is, it trips off 
the circuit previously turned on each time a push button is oper- 
ated, thus assuring that each output bus carries only one signal 
at a time. One latch- circuit plate is required for each independ- 
ently latched output bus (consisting of up to four cross -point 
groups) and is connected to the cross points through two busses, 
designated Latch Trigger (LT) and Latch Operate (LO). The 
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Courtesy RCA 

Fig. 4-13. A cross -point frame that will accommodate up to 20 plug -in cross -point groups 
(120 cross points). Immediately below is the frame that accepts the latch-circuit plates. 

latching operation is automatic, requiring no extra connections 
to the push- button control panel. Each time a cross point is actu- 
ated by its individual control button, it produces a low -level signal 
on the latch- trigger bus. This signal is amplified and clipped by 
the latch- circuit plate, and is fed back along the latch- operate bus 
to all of the cross points connected to the same output. The am- 
plified latch- operate signal triggers off whichever cross point was 
previously on. The entire sequence of operation is extremely fast, 
on the order of 1 microsecond. 

Fig. 4 -14 shows the internal components of a cross -point frame 
and latch frame removed from their housings to illustrate, in 
greater detail, the manner in which interconnections are made. 
Note that both the crosspoint groups and the latch- circuit plates 
"mate" with narrow etched -wiring interconnection strips which 
serve to bring the conductors to the appropriate positions at the 
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back of the frame. The tally and control leads are conveniently 
grouped at one end of the cross -point interconnection strips sepa- 
rate from the video bus structure. External wires are attached to 
the etched -wiring pieces by means of simple, slip -on edge con- 
nectors that require no solder for installation. The output, latch - 
trigger, and latch operate busses appear at one end of the cross - 
point interconnection strips where double -width slots are pro- 
vided for installing the jumper wires used to connect adjacent 

VIDEO OUTPUT 

CONNECTORS 

INPUT 
CONNECTOR STRIP 

Courtesy RCA 

Fig. 4-14. Cross -point and latch frames as they appear with the steel housing members 

removed and all internal components in their normal relative locations. 

cross -point groups in parallel and to the latch- circuit plates. The 
video output connections are also made at the same point through 
coaxial cable fittings mounted on the latch frame. 

The coaxial fittings used for both input and output connections 
are of an unusual design, combining features of standard coaxial 
jacks and cartridge fuse holders. The video signals are actually 
brought in and out through small fuses which protect the tran- 
sistors and diodes from damage if excessive voltages are acci- 
dentally applied to the interconnecting cables. The fuses are of 
sufficiently low impedance so that they do not degrade the per- 
formance of the system. 
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The interconnections between cross -point groups and latch -cir- 
cuit plates are shown in simplified form in Fig. 4 -15. The latch - 
circuit plate includes a cross -point circuit identical to all the 
others, but intended for use by the black signal. (In monochrome 
systems black may consist of no signal at all, but in color systems 
it is desirable to provide a black signal containing the color syn- 
chronizing burst, possibly supplemented by a fixed pedestal.) The 
black cross -point is connected to the same busses as all the other 
cross -points in the same output chain, but its control circuit is 
interconnected with one of the power supply busses in such a way 
that the switcher always come up in a black condition when power 
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Fig. 4.15. Inters tions between cross - 
point group and latch- circuit plate. 

is first applied. If it were not for this feature, the bistable cross - 
point circuits might be activated in random fashion -some off and 
some on -when power is applied. 

The output signal from a cross point is at a relatively low level, 
because each cross point handles a little less than one -tenth of the 
total signal current applied to the input of the switcher. This cur- 
rent division is necessary to permit up to ten cross points to be 
connected to each input. There are also minor losses involved in 
the cables required for delay equalization within the system. In 
order to restore normal signal voltage level for system distribu- 
tion, a coupling circuit plate is used. The coupling circuit consists 
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of a transistorized amplifier with an input impedance of 75 ohms 
and an output impedance of about 1,200 ohms. 

In a TS-40 system provision is made to mount the coupling -cir- 
cuit plate within the output amplifier. This amplifier utilizes 
etched wiring and is identical to the TA -12 distribution amplifier, 
except that the coupling- circuit plate has been substituted for a 
conventional input coupling capacitor. The TA -12 amplifiers are 
also useful in many other applications wherever a unity -gain, 
single- input, single- output isolation amplifier is required. The 
same basic design is satisfactory for picture signals at a one -volt 
level, CW subcarrier at two volts peak -to -peak, and pulse signals 
at four volts peak -to -peak. 

Up to ten output or distribution amplifiers may be mounted in 
the amplifier frame. This frame also serves as a housing for other 
such items in the TA -12 family of equipment as the sync or blank- 
ing adder and the heater and bias supply. The sync or blanking 
adder may be connected in series with the output of a distribution 
or output amplifier whenever there is a need for adding sync 
pulses to noncomposite signals. An interlock relay is included in 
the unit, making the adder suitable for use at the output of switch- 
ing systems handling both composite and noncomposite signals. 
This same device may be used for adding a small amount of blank- 
ing for so- called fixed set -up operation. If both sync and blanking 
addition are required at the same location, two sync or blanking 
adders may be connected in series. 

Since many maintenance engineers are still relatively unfamil- 
iar with transistorized circuits, the following description of TS -40 
operation is particularly important. The following points are in 
effect, the basic design decisions made early in the TS -40 develop- 
ment program which established the framework for most of the 
specific circuit functions. 

1. So that the cleanest possible transitions from picture to pic- 
ture can be provided, the TS -40 is designed to switch on the 
microsecond time scale in a manner that permits control 
during the vertical blanking interval. This requirement is a 

basic factor leading to the selection of transistors and diodes 
in lieu of relays as the basic switching elements. (Reliability, 
size, and power requirements are also important factors in 
this basic choice.) 

2. The switching elements are good enough with respect to 
frequency response and linearity to pass color signals with 
negligible distortion even in large systems where several 
"passes" through the switcher may be involved. 

3. To minimize the total B+ power requirements, the TS -40 
employs passive (or resistive) isolation to minimize the ef- 
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fects of capacity stacking on input busses and to prevent 
transitions on one output bus from causing detectable tran- 
sients on another. (This approach eliminates the need for 
input amplifiers to provide active isolation.) Special atten- 
tion has been given to the preservation of a uniform input 
impedance for each cross point in both the off and on con- 
ditions. 

4. To eliminate the need for clamped amplifiers and to permit 
full freedom in the handling of composite and nonsynchro- 
nous signals, the TS -40 is designed to introduce negligible 
DC shift (or bounce) when switching from one signal to 
another. The input signals are introduced at a point where 
the DC voltage is zero, and the cross points are designed for 
uniform DC conditions at their outputs. 

5. To permit the use of momentary- contact push buttons and to 
eliminate the need for relays or other devices in special hold- 
ing circuits, the cross points themselves are made self- latch- 
ing; that is, they remain indefinitely in either the off or on 
condition until a deliberate change is made in an external 
control circuit. This requirement has led to the selection of 
a bistable flip -flop circuit as an important part of each cross - 
point. 

6. As in any remotely -controlled video switcher, there is pro- 
vision for interlocking the latching action of all cross -points 
connected to a given output, so that only one signal appears 
at a time. There is added provision for completing the entire 
latching cycle in only a microsecond or two. 

7. In addition to the video output from each cross point, a sec- 
ond output of sufficient power to operate a tally relay is 
available. The tally system is a slave to the video cross point, 
and not vice versa, so the tally relay contacts have no influ- 
ence on video switching reliability. The relay is employed 
only to provide low -cost isolation for the multiplicity of tally 
and auxiliary circuits (such as sync interlocks and audio 
ties) normally required. 

8. When a cross point is turned off, its video isolation at 3.58 me 
is on the order of 76 db, thus permitting large numbers of 
cross points to be combined in complex systems with reason- 
able cross -talk performance. 

Brief Review of Overall System 
The block diagram of a simple TS-40 system shown in Fig. 4 -16 

should serve to illustrate the functional relationships of the vari- 
ous circuits to be described. The actual switching elements are 
known as cross points, and they are mounted in groups of six, as 
shown near the center of the diagram. Video input signals are 
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Fig. 4-16. Block diagram of a simple TS-40 system. 
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brought in through small fuses and horizontal copper buses which 
join all the cross points to be connected to a given input. When the 
number of cross points connected to a bus is less than eleven, im- 
pedance trimming resistors are employed to adjust the input im- 
pedance to 75 ohms. The cross points are turned on by pulses 
generated by a special circuit in the WP -40 power supply and 
distributed by way of the push- button switches in the control 
panel. A trigger- circuit plate mounted beneath the control panel 
provides a separate output for each independent row of push 
buttons. Where a "slave" cross point is required to close a sec- 
ondary switch in systems where delay compensation is employed, 
an appropriate trigger pulse is developed by using a trigger pulse 
repeater whose input is tied to a group of push- button circuits 
through isolating resistors. Each cross point has an independent 
tally output, which is normally used to operate a multiple- contact 
relay to control the several tally lamps and auxiliary circuits asso- 
ciated with each cross point. 

All cross points associated with a given output are joined by 
three buses, designated Output, Latch Trigger, and Latch Operate. 
Up to four cross -point groups may be joined by these buses. The 
buses are also connected to a latch -circuit plate, which contains an 
additional cross point for the black video signal plus a latch am- 
plifier. The function of the video output bus is obvious (note that 
the connection to the output amplifier is brought out through a 
fuse and a short length of coaxial cable). A protection diode serves 
to carry the fuse -blowing current in one direction in the event 
that an excessive voltage is applied to the cable. The cross -point 
circuit itself will safely carry the fuse -blowing current in the other 
direction. The output amplifier is equivalent to a TA -12 distribu- 
tion amplifier with a transistorized coupling- circuit plate installed 
at its input. A TA -12 sync adder may be placed in series with the 
output amplifier if sync addition is required. The latch- trigger 
bus conveys a relatively low -level input signal to the latch am- 
plifier; each time a cross point is turned on, it signals this fact 
by placing a small current on this latch- trigger bus. The latch 
amplifier then generates from the low -level trigger signal an out- 
put pulse of sufficient amplitude to serve as an off trigger for what- 
ever cross point was previously on. The latch- operate pulse is 
conducted to all cross points simultaneously, but its action is auto- 
matically overridden in the case of the cross point to which the 
control signal is being applied. 

Basic Switching Circuit 
The basic switching action is illustrated by the simplified sche- 

matic diagram in Fig. 4 -17. The actual video switching element is 
a crystal diode, which is connected in series with an 1,100 -ohm 
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isolation resistor. The anode side of this diode is held at about 
+3 volts (through the transistor in the following coupling circuit) 
so that it is kept in the conductive state except when its cathode 
is connected to a still higher positive voltage (about 5 volts) 
through a transistorized flip -flop. Very good video isolation (of 
the order of 76 db) is provided when the diode is cut off, because 
the video signal is simultaneously shorted to AC ground at the 
output end of the isolation resistor through the flip -flop and the 

VIDEO 
INPUT 

0.7V -1.0V 

750 

COMPOSITE TERMINATION 

CONSISTING OF CROSS- POINTS 

AND PADDING RESISTORS 

11004 

750 
90 

830 CABLE 

TALLY i 

2200 

FLIP -FLOP 

SWITCHES 

RESISTANCE 

TO HOLD INPUT 

IMPEDANCE 

CONSTANT 

TRANSISTORIZED 
FLIP -FLOP 

NCROSS-POINT 

j 
COUPLING CIRCUIT 

(SIMPLIFIED) .20 

+5 

Fig. 4-17. Basic circuit of the RCA TS -40 switcher. 

+5 -volt power supply. In addition to the 1,100 -ohm series resistor, 
a shunt impedance is provided to bring the net impedance of the 
cross -point circuit down to 825 ohms, and this shunt impedance is 

automatically adjusted by the flip -flop to maintain the input im- 
pedance constant for both the off and on conditions. Up to eleven 
cross points may be connected across an input bus to form a nor- 
mal 75 -ohm termination for a coaxial cable; if less than eleven 
output buses are required, padding resistors may be employed to 

adjust the input impedance to the proper value. A switching tran- 
sistor capable of delivering enough power to operate a tally relay 
is also controlled by the same flip -flop which controls the video 
switching action. 

Because the signal current injected into the input of the 
switcher is divided into as many as eleven different branches, 
each cross point handles only a fraction of the normal signal 
current. If this signal current were passed through an ordinary 
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75 -ohm load resistor at the end of the 75 -ohm cable needed to 
link the switcher output with the rest of a studio system, the 
voltage developed would be of the order of 60 millivolts. To pro- 
vide the necessary voltage gain to restore the normal 0.7 to 1.0- 
volt signal level, a transistorized circuit known as a "coupling 
circuit plate" is employed. The key feature of this circuit, shown 
in considerably simplified form in Fig. 4 -17, is a common -base 
amplifier. Almost all of the signal current injected into the emitter 
of this amplifier passes through to the collector, where it can be 
applied to a load resistor of sufficient value (approximately 1,500 
ohms) to produce the normal voltage level. A unity -gain, tube - 
type amplifier may then be employed as an impedance trans- 
former to develop the same voltage swing across a 75 -ohm load. 
Since the inherent input impedance of the common -base amplifier 
is only about 9 ohms, a 66 -ohm resistor is placed in series with 
its input to form a proper termination for the 75 -ohm line linking 
the actual output bus to the output amplifier. A 2,200 -ohm resistor 
provides bias current for both the common base amplifier and the 
switching diode. 

Transistorized Flip -Flop Circuits 
Because a transistorized flip -flop circuit plays a vital role in 

every cross point, it is desirable to comment briefly on the general 
properties of such circuits before describing in detail the specific 
circuit used. 

From the circuit diagram of a very simple transistorized flip -flop 
shown in Fig. 4 -18, the reader can see that a transistorized flip -flop 
is closely related to a tube -type, flip -flop, or bistable multivibrator. 
The flip -flop consists of a pair of transistors (X1 and X2) in nomi- 
nally identical circuits with the collector of one direct -coupled 
to the base of the other, and vice -versa. When either side conducts, 
it holds the opposite side at cutoff by applying a reverse bias to 
its emitter -base junction. The conduction state can be reversed 
by applying an appropriate trigger signal, usually at one of the 
base connections. 

With the voltage and current values shown in Fig. 4 -18, tran- 
sistor X2 will conduct. Transistor X2 operates in a state of satu- 
ration, so its impedance from collector to emitter is very low, and 
all three leads are at essentially ground potential. This means that 
there must be about 10 milliamperes following in its collector load 
resistor, and about 1 milliampere in its base bias resistor. The 
voltage at the base of transistor Xl is determined by noting that 
it is connected to a voltage divider consisting of a 20K bias resistor 
and the 5K cross -coupling resistor. Since the total voltage drop 
from the bias supply to the grounded collector of transistor X2 
is 20 volts, the current flowing in this voltage divider is 0.8 ma, 
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and the voltage at the base of Xl is +4 volts. Because this is 
positive with respect to the grounded emitter, the transistor is 
kept cut off, and it appears like a very high impedance (of the 
order of 100K) from collector to ground. The only significant 
source of current for the Xl collector load resistor is, therefore, 
the 5K cross -coupling resistor. Since this current path has a total 
resistance of 7K between the -20 -volt collector supply battery 
and the grounded base of transistor X2, the current flow is about 
3 ma. The voltage at the collector of X1 ( -14v) is determined 
by subtracting the drop across the load resistor from the supply 
voltage. 

The conduction state of the flip -flop circuit may be reversed 
by applying, to the point marked control, a negative voltage of 
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Fig. 4-18. Basic transistorised flip-flop circuit. 

sufficient level to overcome the +4 volts bias on the base of Xl. 
Once transistor X1 begins to conduct, its collector voltage begins 
to rise toward ground potential. This rising voltage is coupled 
through a 5K resistor to the base of transistor X2, where it begins 
to cut off the current flow. As the current in transistor X2 de- 
creases, its collector voltage falls (in the direction of the collector 
supply voltage), and this falling voltage is cross -coupled to the 
base of transistor Xl, where it reinforces the action of the trigger 
signal which initiated all the changes. This positive feedback 
causes the current and voltage changes to continue very rapidly 
until transistor Xl is fully saturated and transistor X2 is cut off, 
at which time the changes will cease and the circuit will remain 
indefinitely in this state. The original conditions could be restored 
either by applying a negative trigger signal to the base of tran- 
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sistor X2 or applying a positive trigger signal to the base of 
transistor Xl. 

TS -40 Cross -Point Circuit 
The complete schematic of the cross -point circuit is shown in 

Fig. 4 -19. The cross point utilizes the basic principles illustrated 
by previous figures, but it also includes a number of refinements 
which will now be described. 
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Fig. 4.19. Complote crott-point circuit. 

In the complete circuit, transistors Xl and X2 form a flip -flop 
basically similar to that shown in Fig. 4 -18, while X3 is a tally 
switching transistor connected in series with one side of the flip - 
flop. The 1,100 -ohm isolation resistor in series with the actual 
video switching diode (CR1) forms part of the collector load for 
Xl. The operation of the circuit can best be explained by describ- 
ing the specific reason for each detail of the circuit that represents 
a departure from the very simple circuit of Fig. 4 -18. 
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Note, first of all, that the emitters of the flip -flop are not con- 
nected directly to ground, but instead are connected to slightly 
positive supply voltages. The reason for this is that transistor X1 
is utilized as the switching element which applies a source of +5 
volts to the cathode of switching diode CR1 when the cross point 
is turned off. The diode itself is returned to a source of +3 volts 
rather than ground so that the input signal, at the opposite end 
of the isolation resistor, can be introduced at a point where DC 
potential is zero (the junction of Rl and R2). Instead of being 
returned directly to the source of +5 volts, the emitter of X2 is 
returned to a slightly lower voltage (4.4 volts) through the base - 
to- emitter junction of a third transistor (X3). When X2 conducts, 
indicating that the cross point is on, X3 also conducts and closes 
a circuit with enough current -carrying ability to operate a 1 -watt 
tally relay placed in series with its collector power supply. The 
major function of the +4.4 -volt supply is to provide the bias to 
keep both X2 and X3 fully cut off when X1 is in the conducting 
state. When X1 is conducting, the emitter of X2 and the base of 
X3 are both held at about 4.7 volts by means of the voltage divider 
consisting of R12 and R13, and the base of X2 is nominally at +5 
potential, since it is connected to the collector of X1 through R7 
and the forward -biased diode CR2. Thus, both X2 and X3 have 
reverse biases of about 0.3 volts on their emitter -to -base junctions. 

The collector load resistors are not returned independently to 
the -20 -volt collector supply. but they are connected through a 
common 1,740 -ohm resistor (R3). This arrangement provides auto- 
matic adjustment of the DC conditions so that the junction of R1 
and R2 remains at ground potential (DC -wise) in both the off and 
on conditions. Resistors R2 through R5 are all of 1% tolerance, 
because they are involved in the impedance -balancing arrange- 
ment which holds the AC input impedance constant for both the 
on and off conditions. The equivalent AC input impedances for 
both the conditions are shown in Fig. 4 -20. When the cross point 
is on, isolation resistor R1 is in series with the switching diode 
(which has an impedance of about 25 ohms in its forward -biasing 
condition) and the 75 -ohm input impedance of the coupling circuit 
plate. R2 leads to another circuit branch attached to the input, and 
R3 is, in effect, a shunt to AC ground. R4, a collector load resistor, 
is effectively in series with the very low equivalent impedance of 
X2 (in a saturated condition) and X3 (with a strong forward 
bias). When the cross point is off, the 1,100 -ohm isolation resistor 
is in series only with the 8 -ohm equivalent impedance of X1 (in a 

saturated condition), and the only significant path between R4 and 
ground is through R5, the cross -coupling resistor which ties the 
collector of X2 to the base of X1. Simplification of the equivalent 
resistances shown in Fig. 4 -20 by the step -by -step combination of 
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the several series and parallel components would show that both 
networks are equivalent to 825 ohms within a fraction of 1 %. 

Diode CR2 (in Fig. 4 -19) is used as part of the coupling link 
between the collector of Xl and the base of X2 primarily in order 
to disconnect this cross -coupling network from the video path 
when the cross point is on, thus reducing the number of compo- 
nents affecting the video transmission. When the cross point is on, 
X2 is held in a conducting state by the forward -bias current drawn 
through the emitters of both X3 and X2 and the bias network 
consisting of R7 in series with R6. Ignoring the small voltage 
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Fig. 4-20. Input equivalent circuits for a cross point. 

drops across the emitter junctions, we find that the current 
through the bias network is approximately equal to the total 
supply voltage (24.4 volts) divided by the total resistance (40K) 
or about 0.6 ma. This current flow holds the cathode of CR2 at 
about +3.8 volts, which is more positive than its anode; hence, 
the diode is nonconducting. When the cross point is "off," however, 
the anode of CR2 is connected to +5 through saturated transistor 
Xl, and it conducts freely through R6. Its cathode, therefore, re- 
mains close to +5 volts and provides (through R7) the positive 
bias needed to keep X2 cut off. The only function of R7 in this 
network is to provide a reasonable impedance across which the 
triggering signals needed to reverse the state of the flip -flop are 
built up. 

Two types of trigger signals are applied to the base of X2, as 
shown in Fig. 4 -19. The on trigger signals are relatively wide, 
negative -going 60 -cycle pulses applied through a push- button con- 
trol switch. Off trigger signals are much narrower pulses of posi- 
tive polarity generated automatically by the latching circuit con- 
nected to every output bus. R8 and R9 are isolation resistors which 
make the impedances of the latch or control circuits negligible as 
far as the operation of the cross point itself is concerned. R10 is a 
shunting resistor which lowers the input impedance of the control 
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circuit down to about 1,670 ohms to minimize the susceptibility 
of the control lead to impulse noise or cross talk. The control sig- 
nal pulses are generated in the WP -40 power supply and are made 
much wider than the latch pulses so that they will always override 
the latch pulses when both occur simultaneously. 

The bias required to hold X1 at cutoff when the cross point is on 
is obtained from a +14 -volt supply source connected through R11. 
The current through R11 is about 0.3 ma less for the on condition 
than the off condition, and this current change serves as the latch 
trigger signal which initiates the action of the latch- circuit plate. 

The only capacitor in the entire cross -point circuit is a bypass 
for the emitter of Xl. In a normal switching system, only one cross 
point in each output bus is on at any one time, and a large number 
remain in the off condition with their video signals shorted to the 
+5 -volt supply through their Xl transistors. Thorough bypassing 
of the +5 -volt supply (to avoid cross talk) is assured by attaching 
a separate bypass capacitor to each cross point and carrying an 
individual ground lead for each capacitor back to a common, low - 
impedance ground. 

Diode CR3 plays no part in the normal operation of the cross - 
point circuit, but it serves as a protection device to prevent dam- 
age to the transistors or other components in the event that exces- 
sive voltages or currents are applied to the video input or output 
lines. The input and output cables are connected through fuses 
with current ratings approximately 10 times greater than the nor- 
mal signal currents. If for some reason the collector of X1 tends 
to go excessively positive, the conduction path through CR2, CR3, 
and the +5 -volt power supply will safely carry enough current 
to blow the fuse before other damage occurs. If the accidental 
occurrence tends to make the same point go excessively negative, 
a safe conduction path for the fuse -blowing current is provided 
by CR1 and a protection diode associated with the output fuse - 
holder (located on the latch frame). 

Latch Circuit 
The latch- circuit plate, one of the basic building blocks for 

TS-40 switching systems, contains a cross -point circuit identical 
to the one previously discussed as well as the latch circuit shown 
in Fig. 4 -21. The cross point on the latch- circuit plate is the recom- 
mended point for introducing a black signal to make sure that it 
comes up in the on condition when power is first applied to the 
system or when power is momentarily interrupted. 

The terminal marked LT (for latch trigger) not only serves as 
an input terminal for the latch circuit, but also serves as a source 
of +14 volts for all cross -points connected to the latch- circuit 
plate. Transistor Xl is an emitter follower, which serves as a 
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voltage regulator to maintain the +14 -volt source constant, inde- 
pendent of the number of cross points that may be attached to 
the latch- circuit plate. This regulator also serves to isolate the 
latching action from the +20 -volt bus so that many latch circuits 
may be employed in a single system without interaction between 
them. Resistors R3 and R4 establish the operating bias for Xl, and 
R2 drops the effective collector supply voltage to minimize the 
collector dissipation. 
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Fig. 4.21. Latch circuit. 

The latching action is initiated by a slight decrease in current 
in the latch- trigger lead of an individual cross point which results 
when the cross point is triggered on. The current change is quite 
rapid (of the order of a fraction of a microsecond) and develops 
a small positive -going voltage step across Ll; this voltage step is 
then coupled by C2 to the input of X2, connected as a straight- 
forward common -base amplifier. Resistors R5 and R6 provide an 
operating bias of approximately 0.51 ma (20 volts divided by 
39.2K); most of this bias current flows through the load resistor, 
R8, giving a steady -state voltage of about -10 volts on the col- 
lector. The input impedance of this amplifier is very low (about 
20 ohms), so its performance is quite independent of the number 
of cross points connected to its input. Each cross point has a source 
impedance on the order of 8,600 ohms; 25 of them in parallel (the 
system maximum) offer a source of about 350 ohms, which is still 
large in comparison with 20 ohms. The gain of this stage is suffi- 
cient to produce a voltage swing of about 2 volts (positive -going) 
when the small current step is applied to its input. 
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The +20 -volt source which supplies bias to both Xl and X2 is 
delayed slightly by a special circuit in the WP-40 power supply 
so that it always appears last when the power supply is turned on. 
This delay is employed to assure that all cross points except one 
will remain off when beginning operations. Until the delayed +20 
volts appears, the +14 -volt source applied through the latch trig- 
ger bus is also missing, and all cross points must be off, because 
the video shorting transistor (Xl in Fig. 4 -19) can be cut off 
only when the +14 -volt supply is present. When the delayed +20 
volts appears, it not only activates transistors Xl and X2 of the 
latch circuit, but it also produces a special trigger signal across R7. 
This trigger signal is actually formed by the charging surge of ca- 
pacitor C3, and its peak amplitude is nominally 10 volts, because 
R6 and R7 form an effective voltage divider during the charging 
period. The special trigger signal (positive -going) is coupled by 
diode CR1 to the black cross point at the point marked A on 
Fig. 4 -19 (the base of X1). This special trigger turns the black 
cross point on, while all others remain off. 

Diode CR2 plays an important role in the operation of the last 
two stages of the latch circuit. The stage using X3 is so heavily 
biased by the combination of R9 and R10 that it will operate in a 
saturated condition (i.e., with the collector at virtually the same 
potential as the emitter) were it not for the presence of CR2, 
which provides an alternate path for the collector current and 
holds the collector at nominally ground potential. Actually, the 
anode of CR2 is positive with respect to ground by a few tenths 
of a volt, which is enough reverse bias to keep X4 normally cut off. 
When the 2 -volt rise appears across R8, signalling the beginning 
of a latching cycle, stage X3 is driven to cutoff. The emitter resis- 
tor, R11, not only stabilizes the stage by degeneration, but it also 
adjusts the stage gain so that nearly all of the input signal is re- 
quired to achieve cutoff, thus assuring good noise immunity. The 
voltage at the base of X4 does not change immediately when the 
current through X3 begins to decrease, because diode CR2 holds 
this point at nearly ground potential until the current flow 
through X3 is reduced enough to cut off the diode. When X3 
finally reaches complete cutoff, X4 is driven into full saturation, 
by virtue of the direct connection of the emitter -to -base junction 
to the -20 -volt supply through a relatively small resistor (R12). 
In its saturated state the collector of X4 rises to nominally ground 
potential. The voltage change resulting from the latch signal is, 
therefore, equal to the steady -state voltage appearing on the col- 
lector in the absence of a signal. This voltage is about -17.3 volts, 
established by the voltage- dividing effect of R13 and R14. Diode 
CR3 opens when the latch signal appears (because capacitor C6 
holds the voltage on its anode essentially constant during the brief 
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latching period). The chief function of CR3 is to permit the con- 
nection of a bypass capacitor (C6) to the latch- operate bus during 
the normal operating periods when no switching is taking place, 
so as to reduce any possibility of cross talk on this bus. The clip- 
ping action of X4 assures that the latch -operate signal will always 
have the same amplitude, regardless of the number of cross points 
connected. 

All operations associated with the latching function are actually 
initiated by step changes in voltage or current, but if an oscillo- 
scope is used to observe the waveforms at any of the significant 
signal points, it would be noted that the latch signal appears to be 
a pulse. The reason for this is that when the cross point previously 
on finally goes off as a result of the latch- operate step signal, its 
latch- trigger lead puts out a signal of opposite polarity from that 
which initiated the latching signal. This opposite polarity signal 
passes completely through the latching chain, effectively shutting 
off the latching circuits in preparation for the next switching oper- 
ation. The entire latching cycle requires from about 1 to 3 micro- 
seconds, depending primarily upon the number of cross -points 
connected to the latching buses. 

Coupling- Circuit Plate 
The major function of the coupling circuit shown in Fig. 4 -22 is 

to recover the voltage lost as a result of the 1,100 -ohm isolation 
resistors in the cross points. The circuit consists of a common -base 
amplifier (Xl) in series with an emitter follower (X2). 

The input of the coupling circuit plate is designed to serve as a 
proper terminating impedance for the short length of coaxial 
cable required to conduct the signal from the switcher proper to 
the output amplifier. The nominal input impedance of Xl is about 
8.5 ohms, so a 66.5 -ohm resistor (R2) is placed in series to adjust 
the mid -band impedance to the required 75 ohms. Rl and Cl cause 
the terminating impedance to rise at low frequencies (below a few 
hundred kilocycles) to compensate for the nonuniform frequency 
response of the video switching diode at the sending end of the 
cable. R3 and C2 trim the impedance downward slightly in the 
high- frequency region (above about 4 megacycles) to compensate 
for an opposite variation in the inherent input impedance of the 
transistor circuit. 

R5 is a bias resistor that supplies bias current both to Xl and 
to the video switching diode in whichever cross point is in the 
on condition. The DC voltage drop across R5 is a little less than 
17 volts, so the current through it is about 7.5 milliamperes. The 
video switching diode takes 2.5 milliamperes of this current, while 
the remaining 5 milliamperes flow in Xl. R4 and C3 serve as a 
decoupling filter to prevent video cross talk on the +20 -volt bus. 
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The base of X3 is connected to the +3 -volt power supply through 
a second decoupling filter, consisting of R6 and C4. 

The load impedance of Xl, which was represented by a simple 
1,500 -ohm resistor in Fig. 4 -17, actually consists of resistors R8, 
R10, and R11, supplemented by a diode clipper and several com- 
ponents for trimming the frequency response. Resistors R8, R10, 
and R11 are effectively in parallel as far as the signal is concerned, 
yielding an equivalent impedance of 1,540 ohms. R10 and R11 also 
form a voltage divider which effectively lowers the DC voltage 
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Fig. 4-22. Coupling circuit. 
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on the collector to about -1.0 volt relative to ground (or -4 volts 
relative to the emitter), thus reducing the collector dissipation. 
R10 and R11 also form the bias network for the base of X2. Ll 
serves as a conventional shunt peaking coil for trimming the fre- 
quency response. Variable capacitor C7 is employed to trim the 
value of capacitance to be balanced out by the shunt peaking coil, 
and compensates for the capacitance tolerances in the other com- 
ponents. L2 and R12 form a fixed peaking network to compensate 
for a frequency- response variation in X1 which would, if uncor- 
rected, cause a slight dip in the response in the vicinity of 1 mega- 
cycle. 

Diode CR1 is a clipper that limits the maximum excursion of 
the narrow, negative -going pulse which marks each switching in- 
terval. The TS-40 operates on an overlap basis, that is, a cross 
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point comes on a microsecond or so before the previous circuit is 
latched off. During this very brief overlap period, bias resistor R5 
at the input to Xl in the coupling circuit plate must momentarily 
supply bias current for two cross points. This leaves only 2.5 milli- 
amperes flowing in Xl, resulting in the generation of a negative - 
going pulse of the same width as the latching interval. Diode CR1 
is biased by R7 and R8 in such a way that it is nonconducting for 
all normal signal excursions, but it conducts during the switching 
transitions and clips the pulses to a level only slightly more nega- 
tive than the sync tips of a maximum -white signal. The residual 
pulse has insufficient energy content to cause difficulty in later 
portions of the system. Capacitor C5 serves primarily as a bypass 
for the back side of the clipper, but it also forms a low -boost net- 
work in conjunction with R7 to compensate for the low- frequency 
roll -off of the output coupling network. This low -boost action is 
also augmented slightly by R9 and C6, although the major func- 
tion of these components is the decoupling of the collector supply 
leads. 

The emitter -follower circuit employing transistor X2 does not 
significantly affect the gain of the coupling circuit plate, but it 
effectively isolates the input capacitance of the tube -type output 
amplifier from the load impedance of Xl, and it also provides a 
lower output impedance for the coupling circuit plate. As noted 
earlier, resistors R10 and R11 form the DC bias network for the 
base of X2. Resistor R14 in the emitter circuit is also involved in 
establishing a reasonable emitter -current bias of about 3 milli- 
amperes. The actual output impedance of the circuit is equal to 
this resistance shunted by the emitter impedance of X2, which 
is much lower (of the order of about 100 ohms). Resistor R13 re- 
duces the voltage on the collector to minimize dissipation, and 
capacitor C8 bypasses R13 to prevent any effect on the frequency 
response. The output capacitors are of a polarized type, and it is 
necessary to connect two of them back -to -back to form a non - 
polarized capacitor because the polarizing voltage can actually be 
reversed if the circuit is operated with nothing connected to its 
input. 

As mentioned previously, delay equalization is used in various 
paths of the TS-40 switching system. In order that the consequent 
frequency response through extra cable lengths be the same as 
the short -run cables, video equalization circuits are employed, as 
shown by Fig. 4 -23 for the cable lengths indicated. 

4 -3. SWITCHER MAINTENANCE 
The only difference between maintenance of the switcher sys- 

tem and other units is in the type of control switches. This system 
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involves a large number of push- button assemblies, in some cases 
interlocked, and, in the case of remotely -controlled relay systems, 
a largg number of video relays. Also usually included in this sys- 
tem are the intercommunication sound circuits to the cameras and 
production staff, as well as to the relay transmitter on field units. 

The most common source of trouble in switching systems is 
minute amounts of dirt or foreign matter on the contacting sur- 
faces. In the case of field equipment, mountings and connections 

(NOTE ALL CAPACITOR VALUES IN MMF.I 

OUT 

OUT 

OUT 

(A) 40 feet. 

(B) 70 feet. 

(C) 100 feet. 

(D) 150 feet. 

Fig. 4-23. Typical video equalizer circuits for various lengths of cabla. 

must be tightened and cleaned often. See that all moving parts 
of the switch assembly move freely without a tendency to bind 
but with sufficient tension. A flashlight and dental mirror are 
handy tools to have in inspecting and servicing certain types of 
switches. 

Relays are normally enclosed in a dust -tight cover over the 
panel mountings, and should never be serviced except when trou- 
ble is indicated. When necessary, relays should be inspected for 
correct spacing and proper line -up of contacts. See that connec- 
tions are tight and that wiring is not becoming frayed. Cultivate 
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the habit of checking coils for signs of excessive heating. Contacts 
may be cleaned by simply pulling a narrow strip of canvas or linen 
cloth through the contacts with the points held closed to provide 
a sufficient tension. At longer intervals, crocus cloth dipped in 
carbon tet should be used for this process and then followed by a 
dry linen cloth. 

A trouble commonly encountered in relay -type switchers em- 
ploying DC coupled cathode -follower outputs is a rapid "bounce" 
which may occur on a switch between signal sources or even on 
a drastic change of scenic brightness (duty cycle or average pic- 
ture level). This is often caused by the tube in the output stage, 
and can only be remedied in stubborn cases by careful selection 
of new tubes. When this DC bounce is coupled to a following dis- 
tribution amplifier employing DC- coupled feedback circuits, se- 
vere fading for two or three cycles may occur until the feedback 
is stabilized. 

A good way to check for tube selection in such instances is to 
employ an adjustable APL (average picture level) stairstep gen- 
erator (as described in Section 6) or use two slides from a film 
chain with widely different densities. The effectiveness of each 
selected tube can be critically evaluated by means of an oscillo- 
scope connected to the distribution amplifier output by noting 
the deflection in centimeters as the duty cycle is varied or the two 
slides are switched alternately. A video monitor in conjunction 
with the scope allows correlation between allowable bounce as 
indicated on the graticule with satisfactory or unsatisfactory vis- 
ual response on the monitor. Do not use drastic changes, such as 
open gated projector to no light; this far exceeds normal operat- 
ing limits and will usually result in severe bounce in a normal 
system. 

Switching systems should be checked for frequency response, 
amplitude, and phase linearity at least every 30 days for optimum 
results. The best tube check that can be run on modern systems is 
the one mentioned previously. System checks are described fur- 
ther in Sections 5 and 6. 

With the video sweep generator connected to a given input of 
the switcher (such as No. 1 input) be sure to check all paths of 
the signal: 

Fader A bank. 
Fader B bank. 
Fader A bank through Engineering Preview. 
Fader B Bank through Engineering Preview. 
Engineering Preview Normal. 
Engineering Preview on air. 
All Directors Preview paths. 

www.americanradiohistory.com

www.americanradiohistory.com


THE VIDEO SWITCHER 137 

Obviously, the extent of such procedures depends on the switch- 
' ing system facilities, which range from very simple to extremely 

complex layouts. 
Fig. 4 -24 is the video response curve of the TS -40 switcher in- 

stalled at station WTAE in Pittsburgh. Markers are at 4 and 8 mc. 
Fig. 4 -24A is the appearance with internal 60 -cycle sweep used 
on the scope. Many technicians prefer this type of sweep because 
of the well defined base line produced. In Fig. 4 -24B is the same 
response as observed with a normal 60 -cycle time base. This type 
of observation is often preferred because it allows you to see the 
actual shape of the roll -off beyond the systems upper response. 

- 

(A) With internal 60-cycle sweep 
used on scope. 

Fig. 4-24. Video response 

(B) With normal 60-cycle sweep time 
base on scope. 

curves of the TS-40 switch.. 

The shape of the roll -off is quite important for good transient re- 
sponse. 

It is very important to properly maintain levels through the 
various switcher paths to avoid overloading any one amplifier in 
the path. Use the following general procedure. 

1. Feed a calibration pulse, or any fixed picture slide to a given 
switcher input. (Do not use a single- frequency sine wave, 
since the level then depends on the frequency response which 
may vary slightly at a fixed frequency). 

2. Check each amplifier for each destination (air, preview, etc.) 
and adjust the level for the level which should exist. (Nor- 
mally 0.7 volt p -p for a noncomposite signal) . 

3. A final check should be made at the output bus by switching 
the signal input through every possible path including the 
two fader banks. 
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SECTION 5 

FREQUENCY AND 
TRANSIENT 
RESPONSE 

In properly maintaining a television broadcast system, the 
maintenance department is concerned with the following general 
characteristics: 

1. Amplitude versus frequency response- includes frequency - 
and phase -response correction circuits to obtain good tran- 
sient response over the available system bandwidth. 

2. Amplitude linearity response- includes so- called gamma cor- 
rection circuits to compensate for certain film characteristics, 
transmitter modulation, and (in color) for picture tube char- 
acteristics. 

3. Differential gain -concerns any change in gain of a given 
single frequency with change in level from black reference 
to white reference. Although it is most important in color 
systems, it is also a sensitive indicator of general system 
performance in monochrome. 

4. Differential phase- involves change of phase of a given fre- 
quency with change in level from black to white. Again, it 
is of prime importance to color systems, and also is an ex- 
tremely sensitive indicator of amplifier performance for 
monochrome systems. 

Since the system bandwidth must be as great as practicable and 
also maintain the best possible transient response, these two 
characteristics must be simultaneously considered in adjustment. 
This section deals entirely with this problem, whereas amplitude 
and phase linearity, which require somewhat different test gear 
and techniques, are discussed in Section 6. 

138 
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5 -1. VIDEO AMPLIFIER THEORY FOR THE 
MAINTENANCE ENGINEER 

The following review of video amplifier theory along with the 
details of Section 1 will enable the maintenance engineer to 
properly analyze and correct deficiencies that are revealed in 
television system measurements. 

An important aspect of a video amplifier is its gain over a 
sufficiently broad bandwidth that is expressed in the familiar 
"gain- bandwidth" product as follows: 

Gain x Bandwidth = Upper Frequency Limit 

The upper frequency of any tube at which gain is reduced to 
unity is: 

f" = (2r) (Ce) 

This is simply the ratio of tube transconductance to total shunt 
capacity. The upper frequency limit (f for which gain equals 
unity) is expressed in megacycles when the total tube and wiring 
capacitance (Ce) is given in micromicrofarads and the transcon- 
ductance (g ,) is given in micromhos. 

For example, the input capacity of a single triode section of 
the type 12AT7 is 2.2 mmf, and the output capacity is 0.5 mmf. 
To this it is necessary to add a typical value of stray circuit 
capacitance of 15 mmf. Ce is therefore 17.7 mmf, which we may 
round off as 18 mmf. Then, since the g,,, of a 12AT7 tube is 4,000 
micromhos, 

4 000 
f 

- 35 mc (approx) 
6.28 x 18 

Thus, this triode will have unity gain at approximately 35 mc. 
For the preceding example, the gain -bandwidth formula is: 

Gain x Bandwidth = 35 mc 

Thus the bandwidth for a gain of 10 is: 

Bandwidth = 
10 

= 3.5 mc 

We see that achieving a gain of 10 (in an uncompensated am- 
plifier) will limit frequency response to 3.5 mc. 

Video amplifiers may be compensated by means of peaking 
circuits to achieve a broader bandwidth for a given gain. Because 
of the resultant phase shift across the passband, the problem be- 
comes one of compromising between frequency response and 
ideal transient response. Also, ideal transient response can only 
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be achieved by an infinite bandwidth system, which cannot exist 
in actual practice. 

Remember the bandwidth and rise -time relationship discussed 
in Section 1 -2, and remember that the rise time (a transient re- 
sponse) is equal to the square root of the sum of the squares of 
the individual rise times throughout a series of amplifiers. 

A video amplifier resembles the average audio amplifier only 
in the basic RC method of coupling the stages. The bandwidth of 
an audio amplifier is based upon a concept that does not apply 
to the video amplifier. That is, the mid -frequency gain is given a 
value of unity, and the upper and lower limits of the bandwidth 
are taken as those points where the gain falls to 0.707 (or 70.7 %) 
of the mid -frequency gain. 

LO 

0.e 

0.6 

0.4 

0. 2 

30 CPS 
VIDEO RANGE 

e MEG 

100 1 ' 10K ME 10 MEG 

60 FPS 150 - - -- VIDEO 

AUDIO RANGE 
AUDIO 

Fig. S -1. Comparison between the ideal responso curves of a 

video amplifier (dotted line) and an audio amplifier (solid line). 

Fig. 5 -1 illustrates the comparison of a good audio -amplifier re- 
sponse curve with that of a good video amplifier. Notice that the 
mid -frequency gain is given as unity, or 1. The points on the audio 
response curve which correspond to a gain of 0.707 of the mid - 
frequency gain are 30 cps and 15 kc respectively. These points 
correspond to a power loss of 3 db, or 50 %, and they generally 
define the effective bandwidth of an audio amplifier. 

Note, however, that the desired passband of the video amplifier 
is taken over that portion of the curve which is essentially flat 
(in practice, within 1 db, or 10% on voltage scale), denoting 
constant gain. Over this region of constant gain in an RC- coupled 
circuit the angular phase shift should be proportional to fre- 
quency, resulting in an equal time delay for all input frequencies 
within this range. In the upper and lower end regions where the 
gain changes rapidly, phase shifts cannot be proportional to fre- 
quency, and the time delay will therefore not be constant, result - 
in phase distortion in the video amplifier. 

Since this type of distortion is detrimental to picture quality, 
its effects will be analyzed. A study of phase shift and the effect 

www.americanradiohistory.com

www.americanradiohistory.com


FREQUENCY AND TRANSIENT RESPONSE 141 

of circuit elements on this phase shift will serve to clarify the 
overall requirements of video amplifiers in bandwidth character- 
istics and transient response. 

At the mid -frequency range of an amplifier, the shunt capaci- 
tances and coupling capacitances may be considered to have 
negligible effect on the amplification, and they may be repre- 
sented by an equivalent circuit as in Fig. 5 -2. In this range of 

frequencies, the gain of the amplifier may be assumed to be ap- 

Fig 5-2. Equivalent circuit For RC- coupled amplifier in 

mid -Frequency range. 

proximately the product of the tranconductance of the tube and 
the load resistor R,,. This is expressed as: 

G., = g,R. 
where, 

G,,, is equal to mid -frequency gain, 
g,,, is equal to tube transconductance, 
R,, is equal to load (coupling) resistor. 

At the higher frequencies, shunt capacitances across the load 
resistor become effective; this attenuates the amplifier response 
with increase in frequency. An equivalent circuit at the higher 
frequencies is illustrated in Fig. 5 -3. At the lower frequencies, the 
impedances of cathode- and screen -bypass capacitors and the 
coupling capacitor serve to attenuate the lower frequencies. The 
equivalent circuit at low frequencies is shown in Fig. 5-4. 

To increase the passband of the video amplifier so that fre- 
quency and phase distortion may be held to a minimum, low - 
frequency and high- frequency boosting circuits are used. In addi- 
tion to these special circuits, a relatively low value of R,, is used, 
at the sacrifice of gain, to achieve a broader flat response than 
is possible with conventional values of load resistors. This is 
illustrated by the curves in Fig. 5 -5. In commercial equipment 
the coupling resistors generally range from 680 to 2,000 ohms. 

Therefore, the internal plate resistance for pentode TV video 
amplifiers is much greater than R1., and the grid resistor for the 
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Fig. 5 3. Equivalent circuit for RC coupled amplifier at high 
frequencies. 

following stage is also much greater than R,,. With these con- 
ditions prevailing, the current change through R,, is in phase 
with the generator voltage, since the internal resistance (pure 
resistance) of the tube is actually the principal impedance in 
the load circuit (see Fig. 5-4) . Also the internal plate- current 
change is essentially equal in magnitude and phase to the current 

TO GRID 

Fig. 5.4. Equivalent circuit of RC- coupled amplifier at low 
frequencies. 

change through R1,, and the voltage drop across RI, is in phase 
with the plate- current change. However, since coupling capacitor 
C is reactive at the low frequencies, the current through RE will 
lead the voltage change applied and is therefore displaced in 
phase. The amount of leading phase -shift is determined by the 
ratio of the capacitive reactance of C,. to the resistance of RE, and 
it may therefore be seen to increase with a decrease in frequency 
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Fig. 5 -5. Effect of plate coupling resistor on gain and bandwidth 
for typical high- transconductanca pentode. 
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(larger capacitive reactance with a decrease in frequency) . Since 
the current change through resistor RR is displaced in phase, the 
corresponding voltage drop across this resistor is likewise dis- 
placed in phase, and low- frequency phase distortion is preva- 
lent. 

To keep the voltage change across the grid resistor in phase 
with the plate- current ^ hange through R,,, the time constant of 
the coupling network (C,, RR) must be effectively increased so 

that the reactance of the coupling capacitor becomes negligible 
even at the lowest frequencies in the passband. The two most ob- 
vious means of accomplishing this are not practical in design. 
First, the coupling capacitor could be made extremely large in 
value to provide negligible attenuation at the lowest frequencies. 
Larger capacitors, due to their physical size, however, increase 
the effective shunt capacities to ground, severely attenuating the 
higher frequencies. Also, circuit instability in the form of motor - 
boating may occur. The grid resistor (RR) could be greatly in- 
creased so that the relative reactance of the coupling capacitor 
would be very small. This cannot be done beyond the limits 
determined by the maximum allowable grid resistance given in 
the manufacturers tube data for the particular tube used. Too 
much grid resistance allows gas current (positive -ion current) to 
accumulate on the grid, resulting in excessive average plate - 
current. The practical solution, therefore, is to shift the phase 
of the voltage changes across R,, so that, in conjunction with 
the coupling capacitor, the current changes through RR are in 
phase with the current changes through R,,. 

This is the function of the low- frequency boosting circuit shown 
in Fig. 5 -6. The desired relative phase shift across R,, results 
when the two parallel branches of the load circuit are similar 
in impedance characteristics insofar as equal phase angles are 
concerned. This is accomplished when the product of the plate 
load resistance and the decoupling capacitance is equal to the 
product of the coupling capacitance and the grid resistance (equal 
time constants) . This is written: 

RI.Cd = C,.RR 

The current changes through the grid resistor will be in phase 
with the current changes through the plate load resistor. De- 
coupling resistor Cd must be used to provide a DC path to the 
plate of the tube, and it must be much larger than the plate load 
resistor. Since this value must be limited in size by the available 
B supply voltage (plate current must flow through this resistor 
as well as R,.) , if Rd cannot be made large in ratio to 

(If27rf x Cd) 
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then compensation is made by shunting the coupling capacitor 
with a suitable value of resistance. This value is such as to re- 
store the similarity of the two parallel branches, and the mainte- 
nance engineer will find this method used in some cases. To avoid 
a DC path to the grid of the following stage, an extra capacitor 
is used, as shown by the dotted lines of Fig. 5 -6. 

We have seen how low- frequency phase distortion is avoided by 
a properly designed decoupling circuit that extends the response 
at the low frequency. High- frequency phase distortion is avoided 
by properly designed peaking circuits used to extend the pass - 
band through the highest frequencies to be passed. At these fre- 
quencies the total shunt capacity across the load results in a 

Rp 

B- B+ B- 

Fig. 5.6. Equivalent circuit of video amplifier at low frequencies 
with addition of low- frequency decoupling (boost) circuit. 
To provide equal time constants of the two parallel branches of 

the load circuit; R,. C,, = C, R, 

lagging phase displacement in comparison to the mid -frequency 
range. A properly adjusted peaking circuit will provide a phase 
shift to compensate that of the effective load network. 

Tube amplifying action in itself causes a normal 180° phase 
shift (exact phase inversion) in the output circuit compared with 
the input signal. This means that a uniform time delay occurs 
for all frequencies in the passband. If each frequency is considered 
separately, it may be seen that for a uniform time delay a differ- 
ent phase shift must occur at each frequency, so that the result- 
ing phase displacement is proportional to frequency. At the hori- 
zontal scanning frequency, the time of scan of one line is 63.5 
microseconds. Across a 20 -inch monitor this corresponds to about 
6.35 microseconds per inch. Should any part of the video signal 
be delayed only one microsecond above the normal phase in- 
version, that portion of the picture would be displaced approxi- 
mately one -sixth of an inch. Obviously if all frequencies in the 
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passband were delayed one microsecond, the entire picture would 
simply be displaced about one -sixth of an inch, but it would re- 
sult in a satisfactory picture that could be centered by the center- 
ing controls. However, the resistance -capacitance elements of 
the coupling networks (when uncompensated or when the com- 
pensating circuits are out of adjustment) cause a shift in phase 
which differs both in direction and number of degrees for different 
frequencies. Phase distortion may be seen to be directly related 
to amplitude distortion, since minimum phase distortion is ob- 

BLACK BAR AS IMAGE 

A] L 
CORRECT VIDEO SIGNAL 

SMEAR 

INSUFFICIENT HIGH FREQUENCY 
RESPONSE 

C 

EXCESSIVE LOW FREQUENCY 
RESPONSE 

D 

SMEAR OF 
OPPOSITE 
POLARITY 
(WHIT() 

INSUFFICIENT LOW FREQUENCY 
RESPONSE 

Fig. 5-7. Square -wave video signals showing the effect of amplifier deficiencies. 

tained only by a long, flat -topped response over the desired pass - 
band and with no sharp cutoff above the passband. 

This is emphasized by considering the content of the video sig- 
nal when the image to be scanned is the extreme case of a black 
bar on a white background (Fig. 5 -7). In Fig. 5 -7A is illustrated 
the ideal response where an abrupt rise in the tube -current of an 
image orthicon would occur as the scanning aperture encountered 
the leading edge of the blackbar. At the trailing edge of this bar, 
the current should abruptly fall to the "white" level. Amplifier 
circuits that must faithfully reproduce such current changes will 
have exceptional amplitude and phase characteristics. If the am- 
plifier has insufficient high- frequency gain, the leading edge of 
the amplified wave becomes a gradual slope, instead of a sharp 
rise as in Fig. 5 -7B. The reproduction is that of a gradual shading 
from gray to black on the leading edge of the black bar, and a 
gray to white "smear" on the trailing edge. Fig. 5 -7C shows the 
effect of overcompensation of the lower- frequency response. The 
effect is similar to that of insufficient high- frequency response, 
but it is not as pronounced. Insufficient low frequency response 
with attendant phase shift is shown in Fig. 5 -7D. Since loss of 
lows causes the flat top of the ideal square -wave response to be- 
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come tilted as shown, black to gray shading occurs at the leading 
edge, while a white to gray shading smear results at the trailing 
edge. 

One possible effect is illustrated in Fig. 5 -8. Such an effect may 
also be produced in peaking circuits by transient oscillations due 
to shock excitation of suddenly changing square -wave currents 
through the coils. Damping resistors are used across series peak- 
ing- coils, which are often adjustable in commercial circuits for 
proper peaking and damping characteristics. 

Fig. 54. Station test pattern showing the 
affect of reversed -polarity smear on tran- 

sient oscillation. 

The curves in Fig. 5 -9 show the correct relationship of phase 
shift being proportional to frequency (uniform time delay at all 
frequencies) , in comparison to that of an average amplifier not 
compensated for flat, high- frequency response. The relation of 
time delay, phase shift, and frequency is the following: 

Time Delay = Phase Shift (0) in degrees 
360 x Frequency in cps 

From observation of the desired characteristic curves at a fre- 
quency of two megacycles, the phase shift (0) is 30 °. Therefore: 

Time Delay 30° 30° = 0.041 microsecond y 360 (2 x 106) 720 x 108 

From the same curve at 3 megacycles, O = 45 °. Therefore: 
° ° 

Time Delay = 360 (3 x 106) 1,080 x 108 = 0.041 microsecond 45 45 

From the same curve at 4 megacycles, O = 60 °. Therefore: 
° ° 

Time Delay = 360 (4 x 106) 1,440x 108 = 0.041 microsecond 

Thus for phase shift proportional to frequency, a uniform time 
delay occurs throughout the video amplifier at any frequency. 
This results in a uniformly shaded picture, other factors being 
equal. Let's see now the effect of the uncompensated amplifier 
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phase -shift curve on time delay at various frequencies. From the 
uncompensated curve at 2 mc, O = 27 °. 

27° 27° 
Time Delay - 360 (2 x 10 ") 720 x 10" = 0.037 microsecond 

At 3 mc, O = 38°. 

Time Delay = 360 (38x 1011) 1,0808x 10" = 0.035 microsecond 

At 4 mc, O = 48° 

Time Delay = 360 (4 x 
8° 

10f1) 1,4408 1011 = 0.033 microsecond 

Thus, phase distortion occurs, and the ringing effect in the pic- 
ture is apparent. It is noted that for high- frequency phase shift, 
the time delay decreases as frequency increases. This is the 
effect of a lagging phase shift across the coupling network; it is 
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Fig. 5 -9. Phase -shift requirements of a video amplifier for perfect reproduction. 

www.americanradiohistory.com

www.americanradiohistory.com


148 TELEVISION SYSTEMS MAINTENANCE 

due to shunt capacitances. At the low frequencies, the leading 
phase shift results in time delays that increase as the frequency 
decreases. Most of the ringing effect (smearing after black bars 
in the picture) is due to low- frequency phase distortion. This may 
also be noticed as a gradual shading in backgrounds from top 
to bottom of the reproduced picture, which cannot be corrected 
by vertical shading controls. High- frequency phase distortion 
results in general deterioration of resolution. 

The figure of merit of any video amplifier tube is a ratio ex- 
pressing general capabilities in amplifying high frequencies. It is 
well known that gain at the higher frequencies is proportional to 
the transconductance (g,,,) of the tube and inversely proportional 
to the total shunt capacitance (CO . The mathematical expres- 
sion is: 

Figure of merit = 
Cc 

where, 
g,,, is in micromhos, 
C, is in micromicrofarads. 

The shunt capacitances of any given tube increase when it is 
used as an amplifier. For example, the rated input capacity of a 
6AC7 tube is 11 mmf. Because of the Miller effect, the effective 
input capacitance depends on the stage gain in the following 
manner: 

C, = CRk + CPk + Cg,, (1 + gain) . 

where, 
gain g,,,Ri. 

Thus the total shunt capacity (in addition to stray capacitance) 
is the sum of the grid -cathode, plate- cathode and grid -plate ca- 
pacities times the quantity 1 plus stage gain. Since gain is the 
product (approximately) of the transconductance and load re- 
sistance, it may be seen that the higher is the value of IL (greater 
stage gain for given tube), the higher is the effective shunt ca- 
pacitance. Thus pure resistance loads reflect back to the input as 
capacitance. When the plate load is complex, the resistance 
reflects as capacitance, while the reactive portion of the load 
reflects as resistance. 

The performance of a video amplifier must be measured in both 
gain and bandwidth. It has been shown how the choice of the 
value of 111, makes these factors mutually dependent. Therefore, 
as one factor is made to increase, the other factor is made to de- 
crease, and the product will remain constant. This characteristic 
therefore is used to express the figure of merit of a video amplifier 
and is stated: figure of merit = gain x bandwidth. 
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Thus if a given amplifier has a gain of 40 with a bandwidth 
of 2 mc, the load impedance could be halved, resulting in a gain 
of 20 and a bandwidth of 4 mc. If a given amplifier has a gain of 
20 and a bandwidth of 8 mc, the load impedance could be doubled, 
resulting in a gain of 40 and a bandwidth of 4 mc. It is impera- 
tive for the maintenance engineer to understand these relation- 
ships so that circuit characteristics may be correctly interpreted. 

5 -2. VIDEO AMPLIFIER HIGH -FREQUENCY COMPENSATION 

Nearly all modern video amplifiers used in distribution systems 
employ negative- feedback circuits for wide bandwidth with mini- 
mum phase distortion. This notebook is primarily concerned with 
amplifiers of this type, where the units provide isolation of feeds 
and are normally operated as unity -gain devices. However, video 
peaking -circuits are encountered in the modulator stages of trans- 
mitters, video monitors, and elsewhere. Therefore, both types of 
frequency compensation are covered. In general, it should be 
understood that amplifiers used primarily for isolated feeds at 
unity gains employ negative- feedback designs, while those used 
to increase the level of the video signal employ peaking coils. 
Some units use a combination of each. 

Fig. 5 -10 shows basic method of high- frequency adjustable 
compensation in negative- feedback amplifiers. Adjustment of the 
frequency compensating trimmer capacitor varies the amount of 
high- frequency negative- feedback; hence, it compensates the re- 
sponse curve. Usually, several such circuits in cascade are 
employed. 

Series and shunt peaking have been mentioned several times. 
The maintenance engineer should be familiar with such circuits 
used to extend the bandwidth of amplification. 

Fig. 5 -11 illustrates the shunt -peaking method for compensating 
usual high- frequency losses. Electrically, this is a parallel reso- 
nant circuit, designed so that the resonant frequency is approxi- 
mately 1.41 times the highest frequency to be amplified. Thus a 
boosting of the "high- pass" frequencies is affected, with no effect 
on the lower pass frequencies. 

In practice, peaking coils vary in value between one and several 
hundred microhenries. Ten to fifty microhenries is the average 
range found in commercial equipment for shunt peaking. 

Fig. 5 -12 illustrates the series -type peaking circuit. The series 
coil, in combination with the effective circuit capacitance, forms 
a low -pass filter network. At first though it might appear that 
such a circuit defeats the purpose intended; that is, to increase 
the efficiency of amplification at higher frequencies. A basic 
analysis is therefore important. 
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It is necessary to make Cl twice the capacity of C2. The load 
resistor R. is connected to the low capacitance side of the circuit. 
In practice, a physically small capacitor may be found in the 
circuit where the effective capacity (Cl) would appear. It is 

INPUT I 

AMP H 
, 

FREQUENCY COMPENSATION 

Fig. 5.10. Typical video amplifier circuit with negative- feedback 
frequency compensation. 

therefore considered to be in parallel with Cl, effecting a 2: 1 ratio 
in effective capacities. 

Inductor L and capacitor Cl form a series resonant circuit 
with an effective resonant increase in current as the frequency 
increases. C2 is separated from Cl by inductance L, with a result- 

(B) Equivalent circuit. 

Fig. 5 -11. Shunt -peaking compensation. 

ing reduction in shunting effect across L at high frequencies in 
the passband. Since the voltage drop in the series resonant circuit 
increases with increase in frequency and is applied across load 
resistor Rt, shunted by C2, the voltage developed in the load will 
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4B- e 

¿B- 

(A) Circuit. (B) Equivalent circuit. 

Fig. 5 -12. Series peaking. 

likewise increase for frequencies in the high passband. This video 
voltage is then coupled to V2 in the orthodox manner. The in- 
crease of higher frequency voltages resulting from the resonant 
effect of L and Cl more than offsets the decrease in the reactance 
of C2 with increasing frequencies. 

Fig. 5 -13 illustrates the most efficient design used in video 
amplifiers to increase the high -pass range. This is the shunt - 
series peaking circuit and is a combination of the two methods 
just discussed. The increased voltage gain from such a circuit is 
materially aided by the fact that a load- resistor value approxi- 
mately 80 per cent greater than is possible with a simple shunt - 
peaked circuit may be used. Since the gain of a stage is equal 
to the transconductance of the tube times the value of R1 the 
gain is appreciably increased by this factor alone. It should be 
remembered that the value of plate load resistance is limited in 
ordinary amplifiers by the bandpass required; too great a value 
of load resistance reduces the bandpass capabilities of the stage. 

The relative gains of video amplifier circuits may be tabulated 
as follows: 

1. Uncompensated 0.707 
2. Shunt peaked 1.0 
3. Series peaked 1.5 
4. Shunt -Series peaked 1.8 

B- 

(A) Circuit. (B) Equivalent circuit. 

Fig. 5-13. Shunt -sanas peaking. 
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Video -amplifier output stages assume one of two general forms: 
either the cathode follower or a specially designed plate -loaded 
circuit. The cathode follower is so termed because the load is 
connected across the cathode resistance, and the load signal is 
therefore of the same polarity (follows) as the grid signal. In the 
conventional plate -loaded circuit with the load coupled to the 
plate of the preceding stage, phase inversion of the signal results. 
This is because as the grid signal voltage swings in the negative 
direction, plate current is decreased (more grid bias) , and the 
signal voltage drop is decreased across the plate resistor. This 
causes the coupled point in the plate circuit to become more 
positive as the grid becomes more negative; thus, the signal phase 
is 180° out of phase with the applied signal. 

The cathode follower is shown in equivalent circuit form in 
Fig. 5 -14. The primary function is to match a high impedance to 
the 75 -ohm standard impedance of interconnecting coaxial lines 
and to preserve the proper waveshapes in the video signal. As the 

'IGM 

G. - TRANSCONDUCTANCE OF TUBE 

Rp INTERNAL RLATE RESIST- 
ANCE OF TUBE 

RC. CATHODE RESISTANCE 

C El- INPUT VOLTAGE 

U. - MU OR AMPLIFICATION 
FACTOR OF TUBE 

Fig. 5-14. Equivalent circuit of cathode follower. 

grid signal swings in the positive direction, plate current through 
the cathode resistor increases and the I,,Re drop therefore in- 
creases. As the grid signal swings in the negative direction, the 
I R,. drop is decreased. Thus, the load signal follows the input 
signal, and no phase inversion takes place. 

The amplification factor (mu) in Fig. 5 -14 is multiplied by the 
input voltage (E1) to obtain the generator voltage. The term 
within the parenthesis is the generator impedance for this equiv- 
alent circuit. If the tube is a pentode, the internal plate resistance 
(R,,) is very large with respect to g,,,, and amplification factor 
is large. The approximate expression for gain may then be 
expressed: 

Gain = R'. 
R. + 1 /gn, 

Thus in the case of a pentode cathode -follower, the equivalent 
generator voltage is approximately the input voltage (E,), and 
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the internal impedance is 1 /g,,,. Thus the quantity of 1 /g,,, is 
effectively in parallel with R,.. 

From the preceding expression for gain of a cathode follower, 
it is noted that the denominator must always be greater than 
the numerator. Therefore the gain may approach unity (same 
output as input) but, it can never exceed unity. Amplification 
is not attempted in a cathode follower. 

It is important for the maintenance engineer to understand 
which of the operating characteristics of the cathode follower 
may affect frequency response and hence phase distortion. From 
the preceding discussion it was pointed out that the output im- 
pedance is the effective cathode resistance (effective R,. is the 
actual cathode resistance in parallel with load resistance at the 
receiving end of the coax) , in shunt with 1 /g,,,. Any factor that 
would affect the transconductance of the tube with applied sig- 
nal would simultaneously affect the output impedance. As an 
illustration, suppose the grid received an instantaneous signal 
of sufficient negative value to cut off plate current. At this in- 
stant, g,,, becomes zero, and theoretically the generator imped- 
ance is infinite. Thus the output impedance is the effective R,., 

and the value of load impedance has changed with applied signal. 
It is very important that a cathode -follower stage be operated 
within its normal limits. While this is obviously true of all video 
stages, the cathode follower is extremely sensitive to limits over 
which it obtains optimum results. It follows that any slight 
change in circuit components or the tube itself may require 
priority attention of the maintenance department. 

Since the internal impedance of the cathode follower is 1 /g,,,, 
the effective R,. should nearly match this value for good power - 
transfer. The type 6AG7 tube is sometimes used as a cathode - 
follower output in video amplifiers. From tube data sheets it is 
found that the g,,, is 11,000 micromhos. Thus 1 /11,000 micro units 
is approximately 90 ohms. We may see now what effects the 
"effective" value of the cathode resistance. Since the transcon- 
ductance of a 6AG7 is relatively high, the value 1 /g,,, is a very 
small quantity which is in shunt with R,.. As shown before, this 
value is about 90 ohms. Fig. 5 -15 shows the two common methods 
of coupling the load to a cathode follower. If the internal imped- 
ance of the tube is high in ratio to the required network (for 
proper matching and optimum power output consistent with re- 
quired bandwidth), the circuit of Fig. 5 -15A is used. If the in- 
ternal impedance is low in ratio to the required coupling network, 
the circuit of Fig. 5 -15B is used. In either case, for the one that 
properly matches the cathode -follower to the transmission line, 
the DC component may be seen to be on the line. The coupling 
capacitor is almost universally used at the receiving end as shown, 
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(A) Internal impedance high with respect (B) Internal impedance low with respect 
to coupling network R, -R2. to coupling network R, -R,. 

Fig. 5 -15. Two popular types of cathode -follower circuits for video amplifiers. 

connected directly to the high -impedance grid circuit. This re- 
sults in optimum performance with negligible capacitive effects 
across the line. 

Whenever the cathode follower may be directly -coupled to the 
line as illustrated (a 75-ohm load coupled to a high -impedance 
amplifier at the receiving end), the circuit when properly ad- 
justed exhibits excellent frequency characteristics down to and 
including DC. DC on the line is a disadvantage when an amplifier 
is used to feed transmission circuits that terminate in 75 ohms. 
The use of a cathode follower to feed such lines would require 
an extremely large coupling capacitor (to block DC) to couple 
such a low resistance. The value of such a capacitor would nec- 
essarily be in the neighborhood of 2,000 mfd to achieve good low - 
frequency response down to 60 cps between two low- impedance 
devices. Therefore, the engineer will find many amplifiers in- 
corporating a special type of plate -loaded output stage. 

Fig. 5 -16 illustrates a typical plate -coupled video output stage. 
In the preceding video amplifier stages described, the plate re- 

VIDEO 
INPUT ° LOW - IMPEDANCE 

POWER 

SUPPLY 

OL 

Fig. 5 -16. Schematic of typical plate -loaded, video output stage. 
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sistance (R,,) was very low in magnitude compared with the 
following grid resistor ) Ri) . The time constant of the coupling 
network therefore was essentially C,.Rg. In the circuit of Fig. 
5 -16, however, R1, is not negligible, since C,. couples into a rela- 
tively low resistance of about 75 ohms. Therefore, the time con- 
stant upon which good low- frequency response depends is largely 
determined by the values of In this instance, R,, may be 
made as large as possible consistent with the power- supply voltage 
available. 

Design engineers ascertain the figure of merit of any coupling 
circuit at low frequencies by simply adding to the time constant 
of the circuit the lowest frequency to be passed with good fidelity. 
This is given as: figure of merit at lowest frequency (LFM) = 
RfC. In practice, this value should not be less than 20. From this 
relationship we may see how the minimum value of the cou- 
pling capacitor C,. (Fig. 5 -16) may be determined. The output 
load (R,),,) will have a low value of around 75 ohms and need 
not be considered here. 

Consider an output stage using an R,, of 5,000 ohms. Solving 
for the value of C,. from the previous formula, and considering 
20 as the minimum value of LFM (for 30 cps) : 

C RF 5,000 
20 30 = 0.000133 = 133 mfd 

Thus C(. in this case is approximately 133 mfd. Consider now the 
necessary value of such a coupling capacitor when used at the 
cathode of a cathode follower that must block DC. From our 
previous discussion if cathode resistor R,. is to match the internal 
impedance of the tube, and the tube used is a 6AG7, then: 

1 1 = 90 ohms 
g,,, 0.011 

If we choose the same minimum figure of merit at 30 cps, then: 

C 20 = 0.007400 (approx.) = 7,400 mfd 

The size of such a capacitor which could withstand even the rela- 
tively small voltages encountered would be prohibitive. Thus, 
the reader should now have a reasonable insight as to why cathode 
followers are not used to feed lines coupling two low- impedance 
devices between which the DC must be blocked from the line. 

Most modern plate -coupled, low- impedance output stages take 
the form of the single- ended, push -pull circuit shown in Fig. 5 -17. 
The phase -inverted signal at the V2 plate coupled to the grid of 
V1 provides a configuration resulting in the advantages of push - 
pull amplification while supplying a single -ended output for 
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the coaxial cable. Typical values of output coupling capacitors 
range from 200 to 400 mfd. 

The use of transistors in video and pulse amplifiers is com- 
plicated by two basic, inherent factors: low input- impedance of 
transistors and frequency- dependence of the input -impedance. 

DRIVER STAGE 

OUTPUT STAGE 
B+ 

Fig. 5 -17. Single- ended, push -pull, 
output stage. 

Since, in general, the response of typical high- frequency tran- 
sistors is influenced more by input parameters than by output 
characteristics, peaking or high- frequency compensation is gen- 
erally associated with the base -to- emitter circuit. Fig. 5 -18A 
shows a typical input -stage transistor circuit which employs 
emitter peaking. This type of peaking improves both the linearity 
and stability of the circuit and minimizes the effect of varying 

OUTPUT (A) Using emitter peaking. 

RI 

POSITIVE 
FEEDBACK, 

INPUT 
R? 

OUTPUT 

BIAS 
RESISTORS 

(B) Using negative feedback. (C Using positive feedback. 

Fig. 5 -18. Typical transistor circuits. 
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internal parameters of the transistor. Transistor circuits also em- 
ploy conventional series and shunt peaking -coils which function 
in the same way as for the vacuum tubes previously described. 

In video distribution a large number of amplifiers may be neces- 
sary, requiring a "loop -thru" on the inputs. Vacuum -tube ampli- 
fiers provide the high- impedance necessary in such cases, but 
transistors are inherently low- impedance input devices. It is 

possible, however, to raise the equivalent input- impedance to any 
value required by the driving source by the use of negative feed- 
back or a combination of negative and positive feedback. Actually, 
such circuits exchange gain for high input- impedance. 

The negative- feedback resistor of Fig. 5 -18B returns a portion 
of the output voltage to the emitter of the first transistor. Since 
this voltage is out of phase with the input voltage, the net voltage 
drop beween the emitter and the base is reduced, and input load- 
ing is correspondingly reduced. With one transistor a PNP type 
and the other an NPN type, larger bias resistors may be used to 
reduce the loading in the bias network. 

A positive- feedback loop is sometimes used to still further 
offset the bias -resistor loading effect (Fig. 5 -18C). The value of 

the positive- feedback resistor is chosen to produce a voltage at 
the junction of R1 -R2 which is in phase with and equal to the 
input voltage. This reduces the voltage drop across the bias re- 
sistors, which is equivalent to raising the resistance of the input 
network. 

5 -3. WHAT TO EXPECT IN PICTURE RESOLUTION 

There are two resolution factors for a television picture; 
(1) vertical resolution, which is independent of system band- 
width, and (2) horizontal resolution, which is directly related 
to system bandwidth. 

Vertical resolution determines how well horizontal lines in a 
picture are resolved. The maximum vertical resolution is fixed by 
the number of active scanning lines. The United States standards 
call for a total of 525 lines. Vertical blanking time is approximately 
7.5% of the total frame time; therefore: 525 x 0.075 = 39.375, or 
about 40 lines blanked out. This leaves a total of 485 active pic- 
ture lines scanning from left to right and top to bottom of the 
image. 

This would appear to indicate that 485 horizontal lines spaced 
vertically in the image would be resolved. But in practice the 
slight spacing between the scanning lines and the fact that the 
scanning spot will straddle some of the lines both tend to reduce 
the utilization of the maximum number of active lines by a factor 
which can be taken as 0.7 times the total active lines. 
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Thus 485 x 0.7 = 340 lines, approximately. Fig. 5 -19 shows the 
horizontal wedges of a test pattern in which the lines merge at a 
point which represents 340 black and white horizontal lines in 
the total image height. This is a typical value of vertical resolu- 
tion at both studio and transmitter outputs. 

Horizontal resolution is the ability to define vertical lines in 
the image. The essentially round shape and the fact that the 
scanning spot is not infinitely small both place an immediate 
limitation on the ability to reproduce rapid picture transitions. 
In Fig. 5 -20 where the beam suddenly encounters a sharp vertical 

Fig. 5 -19. Wedges for visual interpretation 
of vertical resolution. 

310 

line representing transition from black to white, the resulting 
signal is not a square wave but more nearly a sine wave. 

This is the effect not only from the round shape and finite size 
of the scanning beam (often termed "aperture ") , but also from 
the fact that a straight vertical line represents an infinite rise 
time -which would require infinite bandwidth. But an infinite 
bandwidth is impossible to obtain in practice, and the rise time 
of the signal representing the instantaneous transition is limited 
to the practical system- bandwidth available. When the total rise 
times (rise plus decay times) equal the spacing between lines, 

SCANNING 
BEAM 

b 
DIRECTION OF SCAN 

BLACK WHITE BLACK 

III 
PULSE - OUTPUT __A___ 

Fig. S -20. Scanning beam encountering sharp vertical line. 

they are not visible as separate picture elements, and they are 
not resolved (Fig. 5 -21) . 

Assuming that the scanning beam is properly focused, the 
limitation on horizontal resolution is the system bandwidth. The 
pulse rise time representing an instantaneous transition in the 
picture is directly related to the system bandwidth. As a rule of 
thumb, 80 TV lines require a 1 -mc bandwidth, as explained in 
Chart 5 -1. 

The maximum video bandwidth of the transmitter is 4.18 mc. 
Therefore the maximum H- resolution to be expected from the 
transmitter is 4.18 times 80, or 334 lines, about equal to V- resolu- 
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tion. Thus the transmitter operator will observe essentially the 
same resolution on the vertical and horizontal wedges of the test 
chart for an optimized tuning condition. The test chart transmitted 
to the home viewer is normally arranged to have a minimum 

Fig. 5 -21. Wedges for visual interpretation 
of horizontal resolution. 

Chart 5 -1. Derivation of 1 Megacycle = 80 TV Lines 

1. The aspect ratio of the picture is 4 units wide to 3 units in height. This re- 

quires the horizontal resolution of a test chart to be related to the height. 

2. This is to say, if black and white lines with the same thickness as those indi- 

cated at the 340 position on the horizontal wedge were placed adjacent to 

one another, a total of 340 could fit into the height of the chart. (Width of 

each line equals 1/N X picture height.) Or, 340 X 4/3 or 452 of the same 

thickness lines could be placed in the width of the chart. 

3. Lines of H resolution per cycle equals 2. One cycle consists of two alternations 

(positive and negative) therefore two picture elements -1 white, 1 black. 

4. Then the H resolution factor equals 2/1.33 (Note: 4/3 = 1.33). 

5. Since 2/1.33 equals 1.5 the H resolution factor is 1.5, and this factor times 

the active line interval specifies the number of horizontal -lines resolving power 

per megacycle of bandwidth. 
6. The total line interval is 63.5 microseconds. Horizontal blanking is usually 11 

microseconds so that the active line interval is 63.5 - 11 or 52.5 microseconds. 

7. 52.5 X 1.5 = 80 TV lines /mc (approx). 

wedge equivalent to 320 lines horizontal resolution. Table 5 -1 

relates bandwidth to rise time and horizontal resolving power 
in TV lines. 

Although the transmitter is limited to essentially a 4 -mc video 
bandwidth, it is well known that due to accumulative factors 

Table 5 -1. Relationship Between Bandwidth, 
Rise Time, and Horizontal -Resolving Power 

Bandwidth (mc) Risa Tima (us) TV Linas 

1 0.35 80 
2 0.175 160 

3 0.1166 240 
4 0.0875 320 

5 0.07 400 

6 0.058 480 
7 0.05 560 

8 0.0437 640 
9 0.039 720 

10 0.035 800 
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of frequency -phase distortions, the better the picture going into 
the transmitter, the better is the picture received in the home. For 
this reason, studio facilities are normally maintained to approxi- 
mately twice the bandwidth employed by the transmitter, or 8 mc. 
Specifications of modern television studio equipment are well 
within 1 db to 8 mc, and within 3 db to 10 mc. Thus the studio 
operator will normally observe about 640 lines horizontal resolu- 
tion (8 x 80 = 640) which approaches the upper limit of the 
resolving power of most picture monitors and which is almost a 
2: 1 ratio to the vertical resolution possible. This system band- 
width slightly exceeds the practical day -to-day resolution capa- 
bilities of the image orthicon and vidicon pickup tubes, with the 
exception of the newest 41 -inch image orthicon. 

In addition, the best monochrome stations are maintained within 
color standards so that studio facilities are practically 100% 
perfect in amplitude linearity, within 5% differential gain (at 
3.58 mc), and 3° differential phase. The overall (from studio 
inputs to transmitter output) differential gain should be within 
20%, and differential phase should be within 10° at 3.58 mc 
(covered in Section 6) . 

5 -4. SPECIAL TEST EQUIPMENT ACCESSORIES 

It is often desirable to employ "keyed" test signals phased by 
the station sync generator to eliminate the test amplitude during 
horizontal and vertical blanking intervals. This enables checking 
the many types of amplifiers incorporating line -to -line clamps 
which otherwise need to be modified if straight test signals are 
used. Although commercial equipment is available for keyed sine 
waves, video sweep, stairstep signals, etc., there is an apparent 
scarcity of available units that will properly process a square - 
wave signal. 

Fig. 5 -22 shows a simple transistor devised for this purpose. 
The 2N384 drift -field transistor is very reasonably priced and is 
also very effective for video use. The equalization network 
(R1 -C1) at the signal input corrects for changes in input resist- 
ance with changes in frequency and holds the output constant 
over a 10 -mc bandwidth. The interlead shield is connected to the 
case, and this center lead should be grounded. 

Introduction of sync and /or blanking pulses of negative polarity 
drives the transistor to cutoff for the input signal, and the am- 
plitude of the pulse as adjusted by R6 -R7 appears across the 
output load (input of system to be checked) . 

Fig. 5 -23A illustrates the keyed output when the test signal is 
a 60 -cycle square wave. The setup (blanking) level is adjustable 
by R6 to the desired amount of pedestal. This type of signal 
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SIGNAL 

INPUT 

Cl 
3300 mml 

-W fa7.5ma 

OUTPUT 

SIGNAL KEYER 

Fig. 5 -22. Signal keyer. 

750 LOAD 

(INPUT OF SYSTEM 

TO BE TESTED( 

results in a clean, composite blanking interval, and with the 
addition of sync no modification is necessary for units employing 
clamps. 

The keyer may also be used for sine waves, as shown by Fig. 
5 -23B with only blanking inserted. Fig. 5 -23C illustrates the 

(A) 60 -cycle square wave with 
station blanking. 

(C) Same as B with addition of station sync. 

(B) 1- megacycle sine wave with 
station blanking. 

Fig. 5 -23. Output of keyer in Fig. 5 -22 for various test signals. 
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waveform after sync is inserted. This unit also enables the en- 
gineer to feed keyed video sweep to the system, with the same 
advantage of being able to leave all clamping circuits in an active 
condition, just as for any composite picture signal. 

Another useful accessory is the simple differentiating network 
of Fig. 5 -24. The switch selects the proper time constant for 
horizontal or vertical drive, and delivers a positive trigger from 
the trailing edge of the input pulse. Square -wave generators that 
accept external sync inputs are more stable with a positive 

H OR V J 

DRIVE Sl 

PULSE 

INPUT 

0.001 mid 

1 

OUTPUT 

TO TEST GENERATOR 
TO BE SYNCHRONIZED 
'UT. SYNC' INPUT 

Fig. 5 -24. Differentiating circuit designed to obtain positive 
sync trigger from trailing edge of horizontal or vertical drive. 

trigger of short duration. This external trigger pulse allows syn- 
chronization of the square -wave generator to an integral har- 
monic of field or line frequency to obtain a stable pattern in 
measurements. 

5 -5. AMPLITUDE VERSUS FREQUENCY REQUIREMENTS 

The amplitude versus frequency response of the television 
system must be such that the overall characteristic (through the 
transmitter) is reasonably flat over the required passband of 
4 mc. It is realized, however, that the pickup device, whether it 
be an image orthicon, vidicon, or flying -spot scanner, utilizes a 
scanning beam that has a definite, minimum spot -size. Since this 
spot is not infinitely small, the waveform resulting from scanning 
across sharp vertical lines in the image will not be the "ideal" 
square wave, but more nearly a sine wave. This aperture dis- 
tortion may be compared to passing the signal through a low -pass 
filter without phase distortion. Circuits used to compensate this 
effect, in addition to pickup tube output- capacitance, do produce 
phase shifts which must be corrected by high -peaking or phase - 
correction circuitry that largely affect the gain at middle and low 
frequencies of the passband. 

www.americanradiohistory.com

www.americanradiohistory.com


FREQUENCY AND TRANSIENT RESPONSE 163 

Since each pickup device varies over a limited range in char- 
acteristics, each camera chain incorporates the necessary correc- 
tion circuitry for the pickup device. These special problems will 
be covered in future notebooks on the image orthicon and vidicon 
camera -chains. At this time we are concerned primarily with 
distribution amplifiers, stabilizing amplifiers, microwave relays, 
and all equipment which should exhibit flat frequency -response 
with satisfactory amplitude and phase linearity. (Note: The sta- 
bilizing amplifier as operated at the transmitter location may be 
used to "predistort" the signal in an inverse relation to the non - 
linearities of the transmitter. This is covered in Section 8.) 

A word of caution is in order at this point. Technicians have 
been known to peak -up video amplifiers to obtain a sharp and 
crisp reproduction on a master monitor. This seems to be par- 
ticularly tempting on certain types of video amplifiers employ- 
ing a single boost or peaking circuit which is adjustable from 
the front panel. Overpeaking is most apt to occur in stations 
where personnel are divided permanently between studio and 
transmitter, and the overall system function is not continually 
borne in mind. As will be evident in following discussion, the 
practice of overpeaking to obtain a crisp picture on a studio 
monitor will sometimes result in a deteriorated picture in good 
home receivers. 

Video monitors themselves may easily be checked for resolu- 
tion capabilities with a sine -wave generator. The most convenient 
method is to feed the generator output through a keyer, such as 
that shown in Fig. 5 -22, so that pedestal and sync may be in- 
serted for stable monitor operation. (For a monitor driven by 
external sync or drive, only blanking pedestal is inserted) . As 
the frequency is increased, the vertical lines on the picture tube 
become thinner (and fainter) until nothing but raster remains. 
By noting the maximum frequency at which the lines are just 
visible, the cutoff frequency of the monitor may be determined as 
evident by Table 5 -1. The effect of brightness and contrast ratios 
on resolution may also be observed, as well as effect on the 
comparative resolution capability between various areas of the 
raster. 

5 -6. TYPES AND APPLICATIONS OF TEST SIGNALS 

Figs. 5 -25 through 5 -29 illustrate the most popular and ac- 
cepted types of test signals for television system analysis. The 
application of each type accompanies the photographs. There is 
no valid substitution of one for another; each individual type will 
describe the performance of the TV system over a limited gamut 
for which it is intended. Due to the nature of their composite 
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signal, the window (Fig. 5 -25), keyed burst (Fig. 5 -26), and the 
stairstep (Fig. 5 -29) are the most convenient and readily applied 
sources for overall distribution and transmission tests. How- 
ever, advantages and disadvantages exist for any one test signal 
as compared to another. 

(A) Square wave -very effective for ampli. (B) Window- convenient for checking low 
tude and phase response checks and and middle- frequency response at multiples 

setting tilt controls. of line scanning frequency. 

Fig. 5 -25. Popular test signals for television analysis. 

5 -7. USE OF THE SQUARE WAVE 

The square wave is a versatile test signal when the user fol- 
lows the precautions mentioned with respect to the oscilloscope 
as outlined in Section 1 of this book. When the system includes 

f IhN 111M1 ir 
41 .. 

(A) As proportional for normal AT&T line 

checks and studio runs. 

f 

(B) As proportional for transmitter and 

video -tape recorder runs. 

Fig. 5 -26. Keyed burst signals normally used as overall transmission check for amplitude 
versus frequency. 

a unit incorporating dampers (such as a stabilizing amplifier or 
the transmitter) , the square wave should be keyed and sync 
inserted as discussed previously. Fig. 5 -30 shows how the 
square wave can be utilized in a basic analysis of a television 
system or a single unit of such a system. 

If the square wave response indicates a loss of low- frequency 
gain with accompanying phase distortion, the raster will be 
gradually shaded from top to bottom. The video setup level will 
be reduced, resulting in excessive contrast and black compres- 
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sion on a monitor or receiver that was adjusted for a standard 
(distortion free) picture. Overall tilt (studio to transmitter out- 
put) should be held under 2% for complete freedom from visually 
observable effects. In some cases the stabilizing amplifier will 
give a flat output with an input tilt of up to 10 %. 

(A) Detected. (B) Undetected. 

Fig. 5-27. Video -sweep test signals widely used for checking amplitude versus frequency 
response from 100 kc to 10 mc. 

When this type of overall distortion is noted, individual units 
should be checked alone. This waveform at 60 cycles is very 
useful for setting coupling circuit time -constants (where used), 
usually designated as tilt controls. For example, the RCA TVM -1 
series of microwave systems employ such controls in the modu- 
lator, monitor amplifier, and receiver amplifier. The square wave 

Fig. 5.28. The sine` pulse used for phase 
distortion and transient response checks. 

/4/ 
u 

Fig. 5.29. The stairstep test signal (with 
3.58 mc on steps) used most widely for 
checking the amplitude linearity of video 
systems. May also be used to check differ- 
ential gain and phase, when a single - 
frequency sine wave is superimposed on 

the steps as shown. 

is fed to the transmitter and is observed at the klystron repeller 
with the modulator Tilt control adjusted for flat response or the 
same tilt as indicated on the scope at the transmitter input. The 
monitor and receiver may then be adjusted for proper transmis- 
sion of the square wave. Similarly, most "Lap- Dissolve" amplifiers 
(mixing amplifiers) used with switching systems incorporate 
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this type of control so that the tilt can be removed before dis- 
tribution to the transmitter terminal gear. 

It should be realized here that point -to- point, single- frequency 
sine -wave runs might indicate a response down to 60 cycles well 
within 1 or 2 db of the reference frequency, and yet fail to pass 
a 60 -cycle square wave with less than 20% to 30% or more tilt. 
Loss of effective coupling circuit time -constants, or clamping 
failure, will cause this type of distortion. 

CRO 
TEST INDICATION EFFECT 

SIGNAL AT SYSTEM ON PICTURE 
OUTPUT 
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No defects, 
E.c.11.nt low 
f ..q o.nc y response. 
Negligible phase shift. 
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of pi . Loss of gain with leading low compensation circuit, out of adjustment: grid 
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Fig. 5.30. Use of the square wave. 
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5 -8. USING THE WINDOW SIGNAL AND SINE2 PULSE 

The window signal is the most effective test signal available 
for determining absolute values of picture streaking. It is also 
useful in a more limited sense to evaluate low -to -high frequency - 
response ratios which, in the final analysis, are a major con- 
tributor to the phase distortion that results in streaking. Depend- 
ing on the rise time of the window signal, an indication of over - 
peaking, or excessively rapid cutoff may also be revealed. 

(A) Monitor display. 

(B) Horizontal -rate CRO display. (C) Vertical -rate CRO display. 

Fig. 5.31. Examples of positiva streaking of a window signal. 

Fig. 5 -31A is a picture monitor presentation of a window signal 
with heavy positive streaking. (Polarity is given as positive, since 
white follows white. If black follows white, the polarity of 
streaking is termed negative.) It is important to understand that 
the degree of streaking observed on a picture monitor depends 
not only on the monitor amplifier characteristics but also on 
ratio of brightness and contrast control settings. There is al- 
most always some amount of visible streaking on a picture mon- 
itor when displaying a window signal (or any white bar on black 
background when the bar extends an appreciable length of a 
scanning line) and particularly where the picture tubes draw 
grid current. This was the primary reason for development of 
the white window: so that a truly accurate measurement could 
be obtained from the CRO presentation in quantitative terms. 

The CRO presentation of the window of Fig. 5 -31A at a hori- 
zontal rate time base is illustrated in Fig. 5 -31B. Note the exces- 
sive rate of time required for the white pulse to return to the 
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blanking level. In this extreme case, it never quite makes it. 
Fig. 5 -31C is the vertical -rate CRO display of the same signal. 
The white -going setup between the bottom of the white signal 
and blanking serves as an accurate indicator of the percentage 
of distortion. This defect is the result of excessive gain at low 
frequencies and will cause an increase in setup level, in addition 
to the streaking effect from the attendent low- frequency phase 
shift. Such distortion is usually the result of a defective equalizer 
on long lines, or overcompensation of low- frequency compensa- 
tion controls or tilt controls. 

Fig. 5 -32A illustrates a picture monitor display of a form of 
streaking known as negative streaking. Figs. 5 -32B and C show 

(A) Monitor display. 

--- 
(B) Horizontal-rate CRO display. (C) Vertical -rate CRO display. 

Fig. S -32. Examples of negative streaking of a window signal. 

the horizontal and vertical rate (respectively) of the CRO presen- 
tation. This type of phase distortion is the result of insufficient 
gain at low frequencies, which may be taken as all scanning fre- 
quencies below approximately the tenth harmonic of the 15,750 - 
cps line rate. It will normally be found in practice that the loss 
of gain is occurring below the first few harmonics, or approxi- 
mately 50 kilocycles. 

Fig. 5 -33 is the CRO display of the window signal when the 
low- frequency response is normal, but overpeaking of the higher 
frequencies occurs. Such severe edge effects can also result when 
a video sweep shows a perfectly flat response over the normal 
video passband, but cuts off sharply immediately above this pass - 
band. This is the reason for using the square wave as a final 
check for video amplifier alignment. 
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The sine2 technique essentially involves transmission of a pulse 
at the line repetition rate with a half -amplitude diameter (abbre- 
viated h.a.d.) equal to the time of either one or two picture 
elements. It is important to remember here that one TV cycle is 
equal to two picture elements. This is to say that the pickup -tube 
scanning -beam sweeping across a vertical black -to -white bar of 
the image on the photocathode (or target) will produce one 
cycle of the frequency representing the fineness of transition. 

Fig. 5.43. CRO display at horizontal rate 

showing excessive high -frequency. response. 

One cycle occurs in a time equal to the reciprocal of its fre- 
quency; for example: 

1 cycle @ 4 me = (10ß) - 0.250 microsecond 

This says that a black -to -white transition of a vertical bar with 
a width representing 4 me will occur in 0.250 microsecond. But 
black is one picture element, and white is one picture element. 
Therefore, a picture element of a 4 -mc system is 0.125 micro- 
second (one alternation of the complete cycle). In the sine2 tech- 
nique, a time duration of one picture element is given the symbol 
T, whereas a time duration of two picture elements (for the sys- 
tem bandwidth under test) is symbolized by 2T. Fig. 5 -34 shows 
the preceding definition in terms of T and system bandwidth. Fig. 
5 -35 shows the horizontal- and vertical -rate CRO display of the 
Model TMC 1073 -D2 Sine2 -Pulse Window Generator manufac- 
tured by Telechrome. The sine2 pulse appears as a thin, vertical, 
white line on the left of the raster immediately following blank- 
ing, the white window is on the right side, equally spaced ver- 
tically on the raster as shown by the field display. This instrument 
is used frequently for system and line checks. The window sig- 
nal has a rise time equivalent to that of the sine2 pulse. 

The frequency spectrum of the sine2 pulse is such that at a 
frequency where f = 1/T the spectrum amplitude remains at 
least 35 db under the fundamental. Thus for a 2T -pulse of a 4 -mc 
system (0.250 microsecond) no harmonics beyond 4 me are 
present, and the system is checked over the intended frequency 
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' 0.063 MICROSECONDS 1T-PULSE FOR 8 MC SYSTEM) 

H. A' D.= 
0.125 MICROSECONDS { 

(T-PULSE FOR 4 MC SYSTEM) 

(a -PULSE FOR 8 MC SYSTEM) 

0.250 MICROSECONDS (2 T -PULSE FOR 4 MC SYSTEM) 

Fig. 5-34. The sine pulsa in terms of T and bandwidth. 

range. Conversely, a T -pulse (0.125 microsecond) will contain 
frequencies to 8 me and will reveal the characteristics of a 4 -mc 
system (such as the TV transmitter) when being "hit" with the 
usual 8 -mc signals from studio gear. The characteristics of the 
pulse are always the same and fixed by definition, just as for 
the VU meter in audio work, and from this standpoint they 
appear to suggest a step in the right direction for obtaining a 
"standard" test signal. 

The pulse measurement through a system under test is made 
in terms of the first lobe (negative) and second lobe (positive) , 

by the ratios of the leading- and trailing -edge lobe amplitudes, by 

HORIZONTAL RATE CRO DISPLAY VERTICAL -RATE CRO DISPLAY 

A N N 
G G C 2 

pp2 
2 

Ú 61 8 
laJ N VI IA p p O 
K K CC 
U U U < O a R )I) 

WINDOW 

ILI NEI 

SINE2 PULSE 

IRE UNITS 

100 - - - ---I 

10 

WINDOW 

-101 

Fig. 5 -35. The horizontal and vertical -rata CRO display of the 
Telechrome Modal TMC 1073 -D2 Sine' Pulse Window Generator. 
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the h.a.d., and (with the combination window and pulse) by 
the relative heights of the pulse and window. (NOTE: Be sure 
to use the wideband (FLAT) position on the scope.) 

Fig. 5 -36 illustrates the terminology used above. In general, the 
T -pulse measurement for a given complete system may be con- 
sidered satisfactory if the h.a.d. is within 0.18 microsecond, the 
first (negative) lobe overshoot within 12% and the second (posi- 
tive) lobe overshoot is within 8 %. 

Fig. 5 -36. Illu ion of terminology used 

in preceding figures. 

X-X - H. A. D. 

FIRST 
LOBE 

SECOND LOBE 

An increase in attenuation such as that produced by a sharp 
cutoff above the desired passband will cause increased phase 
distortion below the upper limit of the passband. This is indicated 
by a reduction in T -pulse height, increase in h.a.d., and a large 
amplitude ring on the right -hand side of the pulse. Fig. 5 -37A 
shows the expanded CRO display of a T -pulse through a 4 -mc 

(A) T pulse display (high- frequency 
delay indicated). 

Fig. 5 -37. Typical expanded CRO displays when T 

a 4 -mc system with a sharp cutoff at 

(B) 21 pulse display (satisfactory response 
to 4.0 me ). 

and 2T pulses are passed through 
approximately 4.5 mc. 

system with sharp cutoff at about 4.5 mc. Fig. 5 -37B shows a 
2T -pulse through the same system. Relative low- and high - 
frequency gains are also indicated by the window to T -pulse am- 
plitude ratios. 

5 -9. THE KEYED BURST SIGNAL 

The keyed burst signal is the most convenient line or system 
check for frequency response from 0.5 mc to the upper limit of 
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the system passband. The individual sine -wave bursts should be 
read peak -to -peak in voltage or IRE units. The setup, of course, 
will change with attenuation of the burst frequency and should 
be disregarded in readings. 

Fig. 5 -38A illustrates a gradual roll -off with increasing fre- 
quency as would occur on a long unequalized line. For example, 

, _ _ _ MIi,1,..., 
f 

a. 

(A) Showing gradual roll -off of highs 
with increasing frequencies. 

(B) Showing increase of gain 
with frequency. 

Fig. 5.38. Keyed -burst signal displays. 

the attenuation at 4 me of RG 11/U cable is 0.4 db per 100 ft. Fig. 
5 -38B shows the rising response that usually is the result of 
overpeaking. Fig. 5 -39A is the hourglass display, which can be 
caused by faulty equalization for a rolled -off response. In this 
case the higher frequency end is overequalized and actually re- 
sults in a picture much inferior to that obtained from the gradual 
roll -off in Fig. 5 -38A, since middle- frequency "holes" affect pic- 

(A) Poor mid- frequency response 
(hour -glass effect). 

(B) Harmonic distortion (shifted axis) 

due to overload or overpeaking. 

Fig. 5 -39. Keyed -burst signal displays indicating other typos of distortion. 

ture resolution to a drastic amount. This effect can also be pro- 
duced by an open -shield ground on one end of the coax cable 
transmitting the signal or by faulty terminations. Fig. 5 -39B 
illustrates a shifted axis along the individual bursts resulting from 
frequency -selective harmonic distortion which can be caused by 
overloads at selective frequencies or by overpeaking. 

An actual loss of high- frequency response or the axis -shift effect 
is sometimes the result of deliberate overpeaking in an attempt 
to obtain a sharp picture. But if an off -air monitor where placed 
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side -by -side with a studio monitor displaying the overpeaked or 
overequalized signal, the modulation effects of the main trans- 
mitter, and any studio -to- transmitter links (usually involving 
either microwave or equalized lines) would be most revealing. 
Most transmission employing FM for video relay employ low - 
frequency attenuation circuits to prohibit excessive swings of 
the carrier frequency at the low video frequencies. This effec- 
tively limits the frequency excursion in the microwave receiver 
IF strip so that differential phase at 3.58 mc (color subcarrier) 
and any high- frequency sound subcarrier is within tolerable 
limits. As a specific example, the RCA TVM -1 STL transmitter 
uses an 8-db attenuation at 60- cycles with gradually decreasing 
attenuation to 6 mc. The video is restored in the receiver restora- 
tion network. With any such networks, an overpeaked signal 
with the higher frequencies extending into the sync region will 
cause compression or actual clipping of the highs. Restoration 
of the lower frequencies does not remove the high- frequency com- 
pression that results in a harmonic distortion in direct ratio to 
the amount of overpeaking. 

The amount of compression, of course, is also dependent on 
the peak -to -peak video level used at the modulator to obtain the 
100% reference modulation. When this is held within the design 
limits of a particular system, the degree of compression from an 
overpeaked signal can be quite small. In this case, the major 
cause of severe edge effects is the ringing occurring at the main 
transmitter low -pass filter that employs a rapid cutoff above 4.18 
mc. It is also known that when high- frequency energy is appre- 
ciable (as is the case with sine -waves or keyed video sweeps), 
vacuum -tube circuits can exhibit considerable overloading at 
these frequencies while passing lower frequencies at normal gains. 

5 -10. KEYED VIDEO SWEEP 

Complete systems may be checked with keyed video sweep 
without removal and modification of clamper circuits as is re- 
quired with straight video sweep. A schematic diagram of a simple 
keyer was shown previously in Fig. 5 -22. Precautions in setup 
should be taken as shown by Fig. 5-40A, which is the wide -band 
CRO display through the keyer mentioned before. Adjust the 
video gain and blanking gain so that the swept video is above 
the blanking level as shown. (Sync is not shown here, but it 
must be inserted prior to clamping stages.) This is necessary since 
the detector cannot discriminate between relative levels of video 
and blanking. Fig. 5-40B shows the signal of Fig. 5-40A after 
detection. Video sweep technique and interpretation is the same 
as that used for the keyed burst, except that a detector probe 
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can be used to eliminate any effects of oscilloscope high- frequency 
roll -off. 

NOTE: If, when using the keyer, the blanking pulse should 
occur in the video -sweep trace on the scope, simply 
reverse the AC plug of the generator. In some cases, 
the sync generator phase -control may need adjusting 
with the generator on Line Lock. 

All of the precautions on CRO calibration and use given in 
Section 1 should be scrupulously followed in all frequency and 
transient response measurements. 

(A) On wideband scope. (B) Signal of "A" detected. 

Fig. 5.40 Keyed video sweep displays. 

5 -11. VIDEO SWEEP TECHNIQUES 
The most efficient procedure in using the video sweep is to 

employ keyed sweep for overall system checks, and normal video 
sweep (without blanking and sync) if it is necessary to service 
individual amplifiers not incorporating clamping circuits. (Clamp- 
ing circuit operation is covered in Section 5 -12.) 

For the keyed -type video sweep, insert blanking only when 
feeding inputs usually receiving noncomposite signals, with sync 
insertion units incorporated. Insert both blanking and sync when 
feeding inputs normally receiving composite video. Use straight 
video sweep (unkeyed) for amplifiers or systems not employing 
clamping circuits to avoid the unnecessary horizontal pulses on 
the vertical -rate sweep trace. 

A sweep generator consists of a fixed -frequency oscillator 
whose output is beat with a sweep -oscillator frequency modulated 
at 60 cps. The frequency modulation is such as to cause the beat - 
frequency to swing over a usable range of about 100 kc to ap- 
proximately 10 or 20 mc. The frequency swing may be produced 
by a conventional reactance -tube circuit with 60-cps excitation 
from the power line or, in many cases, by a motor -drive capacitor 
in the oscillator tank circuit. A 3,600 -rpm motor provides a 60-cps 
sweep of the oscillator frequency. Such a sweep generator usually 
incorporates an absorption marker generator that places a notch 
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or series of notches at any reference frequency over the usable 
range. 

The fundamentals of checking the high- frequency character- 
istics of video amplifiers are illustrated in Fig. 5-41. The fre- 
quency- modulated output of the sweep generator consists of a 
video envelope containing a sweep at uniform rate and amplitude 
over a range of 100 kc to 10 or 20 mc, with a tunable frequency 
marker (notch) placed at any desired frequency. The wave is 

repeated at regular intervals at 60 cps. This test signal is applied 
to the amplifier to be tested. A detector of the type shown in 
Fig. 5-41 is connected to the output of the amplifier. This rectifies 
the signal output as shown (in this case the amplifier is con- 
sidered as a theoretical ideal: no distortion has occurred) , and 
the output of the detector is fed to the vertical input of the 
oscilloscope. The scope for this test should have excellent low - 
frequency response so that no distortion of the 60 -cps square 
wave takes place. High- frequency response need be no greater 
than 50 kc. By this means the oscilloscope traces a graph of out- 
put voltage vs frequency over the passband above 100 kc. 

It is very important not to overload the amplifier (s) when using 
video sweep. If the normal output is a 1 -volt (p -p) signal, feed 
just enough input sweep level to result in 0.5 volt (p -p) amplifier 
output. Remember to calibrate your detector probe (as outlined 
in Section 1) so you will know how much loss occurs in the probe. 
For example, if the detector probe gain is 50 %, a 0.5 -volt (p -p) 
actual output level reads 0.25 volt (p -p) through the probe to 
the oscilloscope screen. 

All modern video sweep generators for broadcast service em- 
ploy an internal output- impedance (sending -end impedance) of 
75 ohms. When feeding the input of the system or individual am- 
plifier, the proper 75-ohm termination should be used. When 
aligning response circuits, which may require feeding an inter - 
stage circuit, the video sweep generator feeds a high impedance 
unless the particular instruction manual for the unit specifies 
otherwise. 

When checking individual units, the coaxial output cables 
should be disconnected and replaced with 75 -ohm terminations. 
The detector probe is placed directly across the termination and 
retained in this position for response alignment. 

Fig. 5-42 illustrates the general technique used in the align- 
ment procedures: 

1. Connect the sweep generator to point 1. Adjust L4 for the 
flattest response. 

2. Note that in stage V3 it is necessary to temporarily bypass 
the small capacitor with one of approximately 0.25 -mfd. 

www.americanradiohistory.com

www.americanradiohistory.com


176 TELEVISION SYSTEMS MAINTENANCE 

Fig. 5 -41. Basic method of testing video amplifiers for high -frequency characteristics. 
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Either R or C may be variable in practice, but neither is 
adjusted in this step. Feed the sweep to point 2 and adjust 
L2 -L3 for flatest overall response. 

3. Remove the temporary bypass. Note that the grid of V2 
has a DC value for the grid -return arrangement. Since the 
sweep generator does not normally employ a coupling ca- 
pacitor at the output, it is necessary to feed point 3 through 
a 0.1 -mfd capacitor to block DC from the generator output 
circuit. Adjust Ll of V2 and the R or C of V3 for the flattest 
response. NOTE: The preceding is a general outline only to 
emphasize important precautions in technique. Always fol- 
low specific equipment instruction manuals in sweep pro- 
cedures when given and available. 

It is assumed that in all following examples of troubles the 
back -to -back response of the sweep generator and scope (de- 
tected) is at least as good as curve 1 in Fig. 5-43. 

L2 

(SHUNT COIU 

El 

(SERIES COIU 
DRIVER 

1C F. 

DAMPING 

RESISTANCE 

SWEEP 
GEN. 

Fig. 5-42. General outline of video amplifier alignment. 

DETECTOR 

PRORE 
CONNECTED 

HERE 

In practice, the marker notch is set (by means of the calibrated 
marker dial) to occur at the point on the curve where the de- 
cided slope toward cutoff is noted. If the dial then reads 8 mc, the 
response is flat from 100 kc to 8 mc. A minimum of 8 mc is con- 
sidered necessary in broadcast station equipment to ensure mini- 
mum frequency and phase distortion, although a flat response to 
5 mc is tolerated when necessary. In many instances, most modern 
commercial equipment tests well over 8 mc. 

If plate -load resistor RL should increase from the normal value 
to a higher resistance, the trace obtained would appear similar 
to curve 2 in Fig. 5-43. From the curves shown previously in 
Fig. 5-5 it was noted that a higher value of coupling resistance 
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causes a departure from flat response at both high and low 
frequencies. In this case we are observing the high passband 
from 100 kc to 8 mc, and the droop toward the upper end of the 
band is noticeable. If the slope is very pronounced, phase distor- 
tion is bound to occur, and loss of resolution is apparent in the 
pictures. Although this effect might be caused by an actual change 

RESPONSE CURVE Of PROPERLY 
FUNCTIONING VIDEO AMPLIFIER. 
SINCE THE MARKER NOTCH IS SET 

AT A MEGACYCLES, A FLAT 
RESPONSE IS SHOWN UP TO 

THIS VALUE FROM 100KC 

I LOAD RESISTOR RL TOO LARGE. 

EXCESSIVE RESPONSE TOWARD 
LOW END IIOOKCI, DOWN -WARD 
SLOPE IN INTERVAL TO 
B MEGACYCLES DENOTING PHASE 
HIGH 

O TION 
PA LIKELY OVER 

HIGH . 

LOAD RESISTOR RL TOO SMALL. 

DEFICIENT LOWS. HUMP IN 
INTERVAL TO B MEGACYCLES. 
AGAIN. LIKELY PHASE SHIFT 
OVER PASSBAND. 

Fig 9 5 -43. Effect of R, 

sweep -generator 
on 

test 
demodulated 
signal. 

O 
I 

I 

O 
I 

O 'Th 1 

IDDKC BMEG 10MEG 

in the value of R1,, this is not necessarily the sole cause. Anything 
that would affect the dynamic plate load so as to increase its 
effective load impedance over the passband would have the same 
results. For example, observe curve 9 in Fig. 5 -46. This is essen- 
tially the same trace as curve 2, and it is caused by a reduced 
value of the inductance of the shunt peaking coil. Since this coil 

O 

SERIES PEAKING COIL TOO LARGE. 
INCREASING COIL I 

REDUCES 

TOFF 
HUMP 
FREQUENCY, 

LEFT. S USES CES 
GENERAL FLEQUEDCY, AAR CAUSES GENERAL 

SIOPE DOWNWARD TOWARD 1001(C RANGE. 

CUT Off 

!SERIES PEAKING COIL TOO SMALL. 
FRADUAL RISE TOWARD IOOK [RANGE. 
,CUT-OFF FREQUENCY LARGER THAN IN 
(AI ABOVE. THIS COULD ALSO BE 

FROM VALUE Of 
DAMP NGRES STANCE. 

-- - CUT OFF 

6MEG IOMEG 

Fig. 5 -44. Effect of series -peaking coil on 
response curve . 

is part of the designed plate load, insufficient inductance causes 
an increase in effective plate -load impedance. This may seem con- 
tradictory to the reader and will be clarified before going further. 

When engineers design a shunt peaking -coil, its reactance at 
the highest pass frequency is made to equal approximately one - 
half the value of the reactance of the total output and input 
shunt capacitance whose effect the peaking coil must nullify. 
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The total plate -load impedance is a complex quantity rather than 
pure resistance, and takes the conventional value: 

Z,, = VR2 + (XE, - X1.) 

Assume just as an illustrative example that the total shunt capaci- 
tive reactance at the highest pass frequency is 2,000 ohms. With 
X,, equal to one -half this value, or 1,000 ohms (with a 1,000 - 
ohm R,) : 

O 

= (1000) 2 + (1000 - 2000) 2 

= 00" + 10" 

= 1,415 ohms (approx.) 

DAMPING RESISTOR INCREASED IN 

VALUE. PRODUCES RESONANT RISE 

NEAR CUT-OFF FREQUENCY. B 

SHUNT PEAKING COIL TOO LARGE. 
THI 5IS OBSERVED TO BE SIMILAR 
TO DI I N Val I CH RL I S TOO SMALL. O INCREASED VALUE OF SHUNT COIL 

IS SIMILAR TO REDUCING RL. 

SHUNT PEAKING COIL TOO SMALA. 

I/ DAMPING RESISTOR OPENED UP. THIS IS OBSERVED TO BE SIMILAR 
SINCE NO DAMPING CAN OCCUR, TO ID IN WHICH RL IS TOO LARGE. 
RESONANT PEAK OF SERIES COIL O REDUCING THE VALUE R SHUNT 
OCCURS AT CUT-OFF FREOUFNCY. IL SIMILAR TO RAISING VALUE 

OF RL 

Fig. 5.05. Effect of damping resistor on Fig. 5-46. Effect of shunt -peaking coil on 

response curve. response curve. 

Thus with an RE. of 1,000 ohms, and normal shunt peaking -coil 
reactance of one half the value of total X, at the highest fre- 
quency, the total plate impedance at this highest frequency is 
1,415 ohms. 

Now consider what occurs should the inductive reactance be 
reduced by one -half its normal value. Obviously the difference 
in the quantity enclosed in the reactive parenthesis of the equa- 
tion becomes larger, since X1 remains the same. To be more 
explicit: 

Z,, = x1,0002 + (500 - 2,000)2 

_ v'10" + (2.25 x 10") 

= 1,802 ohms (approx.) 

Observe that ZE, has increased with a decrease in shunt X1.. 
Understanding of these basic circuit relationship materially 

aids the maintenance engineer in interpreting resultant scope 
traces. Curve 3 of Fig. 5-43 is a typical trace when RE- has de- 
creased from its normal value. Observation of curve 8 in Fig. 
5-46, in which L2 is larger than the optimum value, reveals the 
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effect on plate -load impedance at the higher frequencies, effec- 
tively decreasing the value of R,,. The traces are therefore similar. 

The effect of the series peaking -coil is shown in curves 4 and 
5 of Fig. 5-44. When the series coil is larger than optimum value 
(curve 4) , a gradual upward slope occurs from 100 kc (low end 
of sweep) toward the mid -range of sweep. The larger the value 
of inductance, the farther the hump is shifted to the left. Com- 
pare this with curve 3 in Fig. 5-43, which indicates R,, is too low 
in value. The major difference in the resulting traces is the ex- 
tremely reduced cutoff point (maximum downward slope of 
curve) indicated in curve 4, with the series coil too large. This 
causes the notch to "slide down" on the sloping portion of the 
curve at the high end. From the slope of response curve 4, it 
may rightly be inferred that the effective R,, is reduced as the 
series peaking -coil is increased in value, just as in the case of 
the shunt peaker. Increasing the value of the series coil lowers 
the resonant frequency (greater LC ratio) at which the series 
peaker performs. This causes the hump in amplitude response 
to move to the left (lower in frequency) , and the effective Z1, at 
the highest frequencies in the desired passband is reduced. 

If the series peaker is too small in value (curve 5 in Fig. 5-44), 
the response from 100 kc to mid -range of the sweep is too large, 
and the cutoff frequency is larger. This condition may also be 
caused by a reduced value of damping resistor shunted across 
the series coil. 

The effects of increased values of damping resistance is noted 
in curves 6 and 7 of Fig. 5-45. Curve 6 is displayed when the 
resistance value has increased to the point where inadequate 
damping of the resonance peak occurs. This is one possible 
symptom of transient oscillation. Curve 7 indicates an open damp- 
ing resistance that allows the resonant peak to appear. 

The peaking circuits of most video amplifiers are adjustable, as 
indicated by the variable inductances in the schematic of Fig. 
5-42. The proper alignment of these stages constitutes an impor- 
tant function of the maintenance engineer on both initial set -up of 
the amplifiers and in routine and priority checks of equipment. 
With the sweep generator connected at point 2 in Fig. 5-42, the 
effects of varying the adjustments of L2 and L3 may be noted. 
It will be observed that varying series peaker L:, mostly affects 
the trace at the right of the pattern, and varying L2 will mostly 
affect the trace through the center of the pattern. The marker - 
notch frequency should be set so that it appears at approximately 
the assumed limit of the flat portion of the curve, such as 7 or 
8 mc. If, on varying L3, the peak starts moving to the left, the 
adjustment should be made in the opposite direction to obtain 
as flat response as possible. L2 is similarly varied while observ- 
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ing the scope pattern, and is adjusted to obtain the ideal response 
characteristic (curve 1 in Fig. 5-43) . No more than approximately 
2% variation should occur over this high -pass band from 100 kc 
to the limit of the flat portion of the curve. Always compare re- 
sults with manufacturers specifications. 

The typical traces shown in Figs. 5-43 through 5-46 assume 
only one component error, as is usually the case in preventive 
maintenance or in trouble occurring during operation. If a num- 
ber of amplitude variations show up in the pattern, several errors 
may exist simultaneously. In this case the engineer familiar with 
the effect of any given adjustment on the corresponding pattern 
will establish a basis from which to proceed. It is very important 
that the setup of test equipment and test leads produce no spuri- 
ous response on the screen. Experience with any particular in- 
stallation is necessary before the engineer can readily determine 
normal and abnormal appearance of any slight spurious trace. 

If a great number of pronounced humps or wiggles occur on 
the scope screen, chances are there is a poor ground connection. 
Always use the shortest possible ground leads in video sweep 
measurements. If changing a ground connection to a different 
point changes the pattern, the grounding arrangement is faulty. 

5 -12. THE STABILIZING AMPLIFIER 

Modern stabilizing amplifiers greatly influence the overall 
frequency and transient response by built -in, signal -processing 
circuitry. 

The primary function of a stabilizing amplifier is to correct 
any fault existing in the video signal. Such faults may be hum, 
switching surges, noise, or sync tip modulation. It may also be 
used to insert sync pulses into the composite signal, or in some 
instances it is used to separate sync from the composite signal 
for genlock purposes. 

Stabilizing amplifiers may be found in the control room as the 
first amplifier for incoming network programs, incoming remote 
relay position, and following the switcher unit that was described 
in the preceding section. This type of amplifier is also found 
at the transmitter room, being used as the first amplifier from the 
coaxial cable connecting the studio or from the studio-to- trans- 
mitter RF relay receiver. The unit contains video amplifiers, sync 
separators, sync insertion circuits, keyers, shapers, and clamping 
circuits. 

The first two or three stages usually provide linear video am- 
plification and a means of inserting the composite (horizontal 
and vertical) sync pulses. Such insertion is accomplished by 
means of two input tubes with a common plate or cathode load. 
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The combined video and blanking signal is fed to one tube, and 
the composite sync is fed to the other tube. The signals are then 
mixed in the common load. This stage is then followed by one 
or two linear video and sync amplifiers. 

At this time a phenomenon known as sync stretching takes 
place. Fig. 5-47 illustrates the electrical function of a sync - 
stretcher circuit. This type of circuit might employ both a Class -A 
stage and Class -C stage. Over the normal video -signal range up 
to the blanking level (points A to B on the total plate curve), the 
amplification is linear. At the blanking level, the Class -C stage 
also begins conduction, adding to the total signal from blanking 

1 

A I 

EG 
- 

it . 

I I 

I 

LEVEL 

I 

I 

I.,.SYNC 
TIP LEVEL 

I 

75% 25% 
INPUT 

Fig. 5-47. Basic action of sync stretcher. 

I OUTPUT 

----- - - - -1- - - -SYNC TIP LEVEL 

50% 

- - - -- -- BLANKING LEVEL 

level to sync tips (points B to C). In this manner, a composite 
signal input of 25% sync and 75% video may have its output 
sync- region expanded as shown. There are several reasons why 
this function is desirable. For example, if the sync tips should be- 
come modulated by any stray noise pickup, sync stretching allows 
a following clipper stage to remove the modulated tips. Also, in 
the case of incoming network lines or remote signals of any 
source, the sync region is apt to become compressed, thus requir- 
ing stretching to restore the proper sync -to- signal ratio. 

The blanking level at point B is held at this constant level by 
a clamping circuit that functions independently of the picture 
amplifier. The clamp circuit clamps the peak of each blanking 
pulse at the correct point on the amplifier curve and eliminates 
spurious low- frequency components from the signal. 

The resulting amplifier composite signal is then fed to a clipper 
stage. Here the sync is clipped by an amount determined by grid- 
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bias adjustment or whatever type of clipping circuit is used in 
this stage. The proper sync -to- signal ratio is thus restored after 
the faults have been removed. The grid circuit of this clipper is 
also usually clamped at blanking level so that the predetermined 
sync amplitude is independent of variations in the average video 
signal amplitude. Thus, in this stage also, spurious signals are 
eliminated from the video and blanking portions of the composite 
signal. 

The output of a stabilizing amplifier consists of two stages: one 
to feed the line or transmitter and the other to feed a monitor bus. 

The sync- stretcher stage is independent of the video signal in 
the amplifier. This means that keying pulses are derived from the 
sync portion of the incoming signal or from the sync input itself, 
properly shaped and amplified, and used to operate the clamping 

AC 
SINE 
WAVE 

Fig. 5.44. Clamp circuit theory fer sine waves. 

circuits. The keying -pulse shaping circuits which develop the 
clamping pulses provide a delay in time so that clamping takes 
place during the portion of blanking signal that follows the sync 
interval. This is the "back porch" interval of the blanking pulse. 
Clamping during this interval is much more effective than at- 
tempting to clamp on sync tips, since any compression of the 
sync region would tend to defeat the purpose of the clamping 
circuits. 

A clamping circuit accomplishes two things that at first appear 
to be contradictory: (1) It improves low- frequency video signal 
response; and (2) it eliminates spurious low- frequency pickup 
such as 60-cps AC from the amplifier response. 

How an electronic device may eliminate one low- frequency 
signal and improve the response of another low- frequency signal 
comprises the study of the clamping circuit which, due to the 
nature of the TV waveform itself, functions at high efficiency. 
Consider first the drawing of Fig. 5-48. This is an AC signal source 
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with a series RC circuit and a switch. Curve 1 in this figure is 
the signal voltage that appears at the output terminals if the 
switch is open. Suppose now that the switch is closed (shorting 
the output terminals) for the duration of the shaded areas along 
the axis of the AC signal. Curve 2 illustrates the severe attenua- 
tion of the signal appearing at the output terminals. If the switch 
were opened and closed at a rate much faster than the frequency 
of the applied AC signal, the output voltage would be practically 
zero. A clamping circuit is actually an electronic switch that does 
exactly what was described: opening and closing a switch at the 
horizontal -line frequency (15,750 times per second), so that any 
60-cps sine wave (such as would occur from a stray field) is 
greatly attenuated. 

CAM. SIG 
WITH 
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(CAM. 

BLANKING) 

T I 

SW 
OPEN 

SW 
OPEN 

SW(TCH 
CLOSED 
FOR 
At 

LOW - FREQUENCY VIDEO 
AC AXIS 

LOW- FREQUENCY VIDEO 
COMPONENT ATTENUATED 
PEDESTAL HEIGHTS REMAN 
SAME. 

LOW-FREQUENCY VIDEO 
COMPONENT RESTORED TO 
ORIGINAL AMPLITUDE. 
PEDESTALS ABOUT SAME IN 
AMPLITUDE ABOVE DC AXIS. 

Fig. 5.49. Clamp circuit action for waves broken up by pedestals at a fixed level. 

Consider now the action of the same circuit when the input 
waveform is not a pure sine wave, but is broken up by pedestals 
at a fixed level, such as a video signal with inserted blanking 
pulses. Drawing 1 in Fig. 5-49 shows the output waveform with 
switch SW open, showing that the same waveform appears as 
that applied. Assume at this time that some circuit action occurs 
which results in poor low- frequency response. Drawing 2 in Fig. 
5-49 shows the resulting waveform when the switch remains open 
as before. The low- frequency component is attenuated, but the 
pedestals (fixed levels) remain at the same amplitude. Thus the 
tips of the pedestal peaks vary from constant level above the DC 
axis. Thus if the switch is closed for the At intervals shown, the 
output waveform will appear as in drawing 3 (Fig. 5-49), restor- 
ing somewhat the original waveform. Should the switch be 
operated electronically at a rate much faster than the applied 
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waveform, negligible attenuation will result. In effect, the low - 
frequency video signals will be improved in response. It may 
be observed that the clamping action depends upon having a fixed 
pedestal level for the duration of time in which the switch is 
closed. In this way, low- frequency sine waves are severely at- 
tenuated, whereas video signals containing fixed pedestals are 
passed without attenuation, improving low- frequency response 
without accentuating stray field response. 

The effectiveness of line -to -line clamping at 60 cps may be 
evaluated by the following analysis: 

It takes 1/120 second for hum signal to pass through the am- 
plitude extremes (see Fig. 5 -50) . 

1/120 second = 131 lines. 

Amplitude change at peaks of sine -wave hum pickup is negli- 
gible. Therefore, where the slope of the hum signal is maximum, 
the amplitude change during a single line may be considered as: 
1 /131 = 0.00764, or 0.764 %. 

Fig. 5 -50. Time- amplitude relationship for 
60 -cycle hum. 

MAX SLOPE 

I.8-1/120 SEC. -01 
I I 

I I 

1160 SEC. 

Since the signal passes through maximum slope twice in this 
time: 

2 x 0.764 = 1.528, or approximately 1.5 %. 

1.5% is 38 -db attenuation of the 60 -cps hum component. 
Effectiveness at higher frequencies of sine -wave pickup de- 

creases until complete lack of effect is noticed at approximately 
2 kilocycles. 

It may be seen that for 10 times the 60 -cps frequency (600 cps) 
the wave passes through maximum slopes at a rate 10 times 
greater, or 10 x 1.5% = 15 %. This is only approximately 16.5 -db 
attenuation. Table 5 -2 lists the effectiveness of the clamper at 
frequencies between 60 and 2,400 cps. 
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Table 5 -2. Effectiveness of Clamper at Frequencies 
Between 60 and 2,400 cps 

Frequency (cps) db attenuation (approx.) 

60 38 
120 31 

300 22.5 
600 16.5 
900 13 

1200 10.5 
1500 8.5 
1800 6.9 
2100 5.6 
2400 2.2 

Either the stabilizing amplifier or some other amplifier in the 
system employs circuits where blanking and sync signals are 
injected and where clamping is employed. These stages require 
a special technique in testing procedure. Fig. 5 -51 presents a 
simplified diagram of a sync insertion circuit, feeding a cathode - 
follower output stage whose grid is clamped. This might be a 
typical arrangement of a mixer -amplifier unit following the 
switcher stage or of a line output amplifier in which sync insertion 
takes place. Point 1 in the clamper stage, is our first considera- 
tion. From the inherent nature of clamping tubes, considerable 
capacity is added to the circuit at that point. Therefore, these 
tubes cannot be removed without upsetting circuit constants, 
which would seriously affect normal operation of the output stage. 
Neither can they be left in unless the keyed test signal is employed 
as described earlier. 

This is true because the resultant clamping pulses would give 
spurious response in the output, since the unkeyed sweep gen- 
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Fig. 5 -51. Typical sync injection and clamping circuit. 
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erator contains no blanking pulses upon which the clamper nor- 
mally operates. For this reason it is necessary to replace the 
clamper with the same type tube, but with the heater circuit 
opened by cutting off the heater pins. These "dummy" tubes 
should be plainly marked in some fashion such as with paint or 
finger -nail polish so that they will not inadvertantly be left in 
place after testing. When the clamp is immobilized in this way, 
the grid of the output stage is left "floating." It is then necessary 
to temporarily insert a grid resistor at point 2 in the circuit (Fig. 
5 -51) . A value of 470,000 ohms is proper for most tubes. 

The sweep generator may be connected at point 4 for the pur- 
pose of checking this stage and aligning shunt peaking -coil L,. 
In this stage, another condition must also be considered. Sync 
pulses are usually inserted (as shown) by an amplifier sharing a 
common plate load with the video amplifier. Aside from the ca- 
pacitive effects of the sync amplifier on the video amplifier, the 
video amplifier steady -state plate voltage is dependent on the 
load current drawn by the sync amplier stage. Sync pulses in- 
jected into the video amplifier, however, must not be allowed, 
since the resultant patterns would be meaningless for the pur- 
pose of this test. To maintain normal circuit conditions, the sync 
amplifier tube obviously cannot be removed. If the amplifier 
simply has a plug -in connection for the composite sync signal, this 
may be removed during the test. If the amplifier is rack -mounted 
and receives sync from a distribution bus common to a number 
of amplifiers, the signal should be "killed" in the stage prior to 
point 3 by use of a dummy tube. Should point 3 obtain its drive 
directly from a sync distribution bus, it is necessary to break 
the connection temporarily at this point. 

A very common form of clamping at both studio and trans- 
mitters is known as back -porch clamping, in which the clamped 
point is held at the blanking level of the signal. This is done by 
keying the dampers from a sync pulse of the line waveform in 
such a manner as to cause the clamping tubes to refer to the 
reference level which immediately follows, this being the blank- 
ing or pedestal voltage upon which the sync pulse is constructed. 
Fig. 5 -52 is a simplified schematic of one of the clamping circuits 
in the General Electric stabilizing amplifier. Tube V18 is a sync - 
clipper stage which has removed the sync pulses from the com- 
posite picture signal. This amplified sync is fed to the grid of 
V19A, which has its grid resistor returned to the well regulated 
B+ supply of 275 volts. The coupling capacitor is very small (47 
mmf), so that the resulting grid current of V19A charges the 
coupling capacitor during the rise of each sync signal. The out- 
put of the sync amplifier at point 1 is positive. At the trailing 
edge, during the negative going excursion, a large negative over- 
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shoot occurs, which drives the grid of V19A momentarily below 
cutoff (point 2). Between sync pulses the tube returns to zero 
bias by charging toward B+ through the grid resistor. This con- 
dition prevails until the next sync signal occurs. During this in- 
terval, a positive pulse is formed at the plate of V19A. From the 
negative overshoot at point 2, it is seen that the positive pulse 
occurring at the plate of this stage is coincident with the trailing 
edge of the sync pulse (see the waveform at point 3) . This pulse 
is amplified, inverted and clipped by V19B (see waveform at 

ii4 QNIM6 NBFNFU[F r0w 

Fig. 5-52. Simplified schematic of one of the clamping circuits in a stabilizing amplifier. 

point 4) , and used to drive clamp keying -tube V20A. Since the 
pulse applied to V20A is negative, the signal at the plate of this 
stage (point 6) is positive, while that at the cathode (point 5) 
is negative. These pulses are applied simultaneously to clamp 
diodes V21 and V22. 

The function of these diodes is to short the grid at point 8 
momentarily at the line frequency of 15,750 cps. The keying 
pulses at point 21 are positive, while the simultaneous keying 
pulse at point 22 is negative. At the instant these pulses arrive, 
if point 8 is the same potential as 7, current will flow through 
the diodes and resistors R21 and R22, since the condition for 
conduction (plus charge on plate, minus charge on cathode) has 
occurred. Since the diodes and resistors are of equal values in 
the two branches, equal voltage drops occur. The potential at 

www.americanradiohistory.com

www.americanradiohistory.com


FREQUENCY AND TRANSIENT RESPONSE 189 

point 7, is therefore midway between that at point 21 and 22, 
and the grid potential at point 8 remains equal to the potential at 
point 7. 

If, when the clamping pulses are applied, point 8 is at a higher 
potential than point 7, V22 will conduct while V21 is cutoff. This 
drains the excess potential from point 8. When point 8 again 
becomes equal to 7, the action becomes that described previously. 
Conversely, if point 8 is at a lower potential than point 7 when 
clamp pulses occur, V21 conducts and restores the grid potential 
to that at point 7. 

In checking the action of a clamper, since the important char- 
acteristic is the DC component, the oscilloscope must use DC 
amplifiers or the direct connection to the CRO. The most con- 
venient point of checking overall action is point 9, which is the 
plate circuit of the stage whose grid is clamped. It is necessary 
to center the sweep beam (with sync and blanking signal applied 
as in a composite all -black signal) , and if the plate potential de- 
flects the CRO sweep off the screen and the beam cannot be cen- 
tered, it is necessary to use an external bias as shown. This, of 
course, removes the scope chassis from ground and caution must 
be exercised in its use to avoid grounding contact. Only enough 
external positioning bias is needed to sufficiently neutralize the 
static potential so that the centering control in the scope is 
effective. 

With the beam thus centered, and with blanking and sync pulses 
at their respective reference lines for the all -black signal, a mixed 
black and white video -signal is applied and the scope sweep - 
frequency is adjusted to display the line frequency of 15,750 cps. 
The blanking level should occur at the same center position on 
the screen, provided the clamper is properly working. If clamp- 
ing pulses are out of sync, the video will be hopelessly chopped 
to pieces by the random clamping pulses. If the clamp is com- 
pletely inoperative, the grid at point 8 is effectively shorted, and 
no signal occurs. Emergency operation such as might be necessary 
in the field could be carried on by removing the clamper tubes 
and inserting a fixed bias at point 8. Obviously this condition 
would require constant attention to all picture controls and overall 
performance is poor. 

Faulty clamping action may be checked back through the clamp 
keying tube circuits and clamp pulse- forming circuits by follow- 
ing the points in Fig. 5 -52. The vertical amplifier of the scope is 
used with sweep set to display the line frequency of 15,750 cps. 
Tubes are always suspected first, and it is advisable to change all 
tubes in this chain to ascertain their effect on the clamping action. 
If this does not remove the trouble, the scope should be connected 
at the points shown until the first serious deviation from the 
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indicated waveforms occurs. The resistors and capacitors for that 
circuit, and in some cases in the preceding or succeeding stage, 
are checked point to point for component failure by conventional 
methods. 

The color signal differs from a monochrome signal in two 
major respects, both of which pose problems. First, the addition 
of the color subcarrier components to the luminance signal causes 
the resultant color video signals to extend into the blacker -than- 
black and whiter -than -white regions. Second, a color- synchroniz- 
ing burst is placed on the "back porch," following each horizontal 
sync pulse. These characteristics of the color signal give rise to 
two problems, as follows: 

1. Clipping of subcarrier blacker -than -black excursions -In 
monochrome stabilizing amplifiers, the video signal is usually 
clipped at black level. This removes the sync signal and also 
any noise spikes or signal overshoots that extend into the 
sync region. The sync signal is regenerated by amplification 
and clipping in a separate channel and then added back to 
the video signal. The purpose, of course, is to restore the 
sync signal to its original wave shape and amplitude, i.e., 
to remove any distortion incurred during transmission. In 
stabilizing amplifiers intended for color, some means must 
be provided for bypassing the burst and subcarrier com- 
ponents around the clipper so that their infrablack excur- 
sions are not clipped off. 

2. Burst distortion -To insure that video clipping will auto- 
matically occur at black level despite changes in signal level 
or average brightness, the signal must be clamped during 
the back -porch interval. Since it is during this time that the 
color sync burst is transmitted, steps must be taken to pre- 
vent the clamp action from distorting the burst. 

These two problems, subcarrier clipping and burst distortion, 
are avoided in the RCA TA -9 stabilizing amplifier by passing 
the composite color signal through a spectrum separation net- 
work or crossover filter in which the subcarrier components are 
separated from the luminance and sync signals. Essentially, this 
leaves a composite monochrome signal that can be processed in 
the normal manner. 

The simplified block shown in Fig. 5 -53 illustrates the major 
circuit features of the TA -9 stabilizing amplifier. Note that the 
composite picture signal traverses three paths -chrominance, 
luminance and sync. 

The input signal is first split into two channels: one for picture 
information and the other for sync. Provision is made for insert- 
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ing a relay to select either internal or external sync. Use of this 
relay eliminates the need for the transient suppressor required 
in many stabilizing amplifiers of older design. 

In the sync channel, separation of sync information is accom- 
plished in a high -level clipper. This stage is driven from an auto- 
matically gain -regulated amplifier to insure stable and accurate 
clipping over a wide range of signal level variations. 

A noise immunity circuit is used between the clipper and pulse 
former to provide clamp pulses free from the spurious pulses 
that might otherwise be formed from noise spikes in the incom- 
ing signal. The circuit works by virtue of the fact that spurious 
noise impulses are normally much narrower than the desired 
sync pulses. The sync signal delivered to the noise immunity cir- 

I snu I 

a,w 

PIC an 
wort CLIP 
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Fig. 5 -53. Simplified block diagram of the RCA Modal TA -9 stabilizing amplifier. 

cuit has previously been doubly clipped, so that both the sync 
pulses and the spurious noise impulses have the same peak -to- 
peak amplitude. An RC integrating circuit is employed to greatly 
attenuate the narrow noise pulses, so that the sync pulses can 
trigger the pulse former. 

In the picture channel the signal is again split into two paths, 
one carrying mid -band frequencies or chrominance information 
and the other carrying the luminance information. The crossover 
occurs at the color subcarrier frequency, 3.58 mc, with a complete 
null at that frequency in the luminance channel. 

The feedback clamp and clipper circuits are contained in the 
luminance channel. Here, the purpose of the feedback clamp is 
threefold: to maintain clipping at exact black level over long 
periods of time without readjustment; to automatically set the 
clipped signal at the proper position on the white stretcher char- 
acteristic; and to provide a high degree of immunity to tube 
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aging and supply voltage variations. Since the color subcarrier 
is not present in the luminance channel, sync may be clipped 
off all the way to blanking level, and back -porch clamping may 
be performed with full effectiveness without damaging the color 
burst in the color signal. 

Following the clamp stage, where accurate reference level is 
maintained (for sync clipping, white stretching, etc.), a white 
clipper circuit is provided. The purpose of this clipper is to reduce 
intercarrier buzz in receivers caused when the carrier is over - 
modulated by peak whites. Chroma and high -definition video 
components may still cause overmodulation, since these compo- 
nents pass through the chroma channel and thus bypass the 
white clipper. However, the frequency and energy of these com- 
ponents is such that the buzz is usually inaudible. 

The chrominance information is passed around the clamp and 
clipper stages through a two -stage amplifier channel. This allows 
control over chroma gain and provides proper delay for later 
recombination of the chrominance signal with the luminance sig- 
nal. The signals from the chrominance and luminance channels 
are mixed together and applied to the white stretch circuit. Here 
an adjustable degree of amplitude nonlinearity may be intro- 
duced to predistort or compensate the signal for later passage 
through equipment that may cause compression. An example of 
this requirement is in transmitters which do not contain built -in 
compensation. A switch is provided to bypass this function when 
it is not needed. The output composite picture signal is finally 
formed by addition of the reshaped sync signal to the clamped 
picture signal. 

Differential gain and phase controls are provided for pre - 
distortion of the transmitter, when necessary, as described in 
Section 8. 
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SECTION 6 

AMPLITUDE AND 
PHASE LINEARITY 

From preceding sections it is apparent that amplitude and phase 
linearity is important to monochrome television. For black and 
white pictures, the amplitude -phase relationship has been shown 
to depend on frequency response and coupling- circuit time con- 
stants as well as clamping processes to obtain correct black level 
reference. 

Amplitude and phase linearity is doubly important to the trans- 
mission of color pictures due to the added chrominance- carrier 
sidebands around the 3.58 -mc region. Since most stations (even 
those currently involved only with monochrome) maintain the 
station facilities within the color specifications, it is important to 
be aware of the modern techniques in testing and maintenance. 

6 -1. DEFINITION OF TERMS 

Incremental Gain Distortion 
This is the basic cause of amplitude and phase nonlinearity 

(Fig. 6 -1) . When the transfer curve is not linear, clipping or com- 
pression (depending on the severity of departure from the linear) 
occurs. Considering a single stage, the compression may occur in 
either the white or sync direction, depending on the input signal 
polarity. 

The shaded area of the signals in Fig. 6 -1 represent an RF 
component, such as the color subcarrier in the region of 3.58 mc. 
If the tip of the white pulse in Fig. 6 -lA represents peak white, 
no white compression would occur, and no effect at all would 
be evident on a monochrome receiver. However, the color com- 
ponent, such as could occur in this region on saturated yellows 
or cyan, would be seriously compressed. This results in the fol- 
lowing three major errors: 
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NONLINEAR TRANSFER 

4- 
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INPUT 

OUTPUT 

(A) Compression of RF component in the white direction (no 

sync compression). 

NONLINEAR 
TRANSFER 

I r 

INPUT 

OUTPUT 

(B) Sync compression (no compression of RF component in 

white compression). 

Fig. 6-1. Whether compression occurs at white level or sync level 

depends on polarity of input signal at the nonlinear stage. 
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(1) The hue represented by the color signal will be washed 
out in highlights and completely lost if the degree of non - 
linearity is at a clipping level. 

(2) Differential gain (defined below) will exist. 
(3) Differential phase will exist (defined below) which actu- 

ally shifts the intended hue to a different color toward the 
highlight areas. For example, yellow could be faithfully 
reproduced in the lowlight areas, but could change toward 
green in the highlight areas. 

In practice, the shape of the transfer curve can result in any 
degree of stretch or compression anywhere from black to white. 
If the transfer should take an "S" shape (such as occurs in most 
uncompensated video transmitters) , both white and black is com- 
pressed, and grays are stretched. 

In Fig. 6 -1B the sync region is compressed. If the departure 
from the linear region is at a lower point, even the video setup 
level can be lost. Thus there exist two major causes of loss of 
setup in a transmission path: loss of low- frequency response, as 
described in Section 5; and incremental gain distortion, result- 
ing in a nonlinear transfer. 

Differential Gain 
This is the difference between (a) the ratio of the output 

amplitudes of a small high- frequency sine -wave signal at two 
stated levels of a low- frequency signal on which it is superim- 
posed, and (b) unity. 

Note 1: Differential gain may be expressed as a percentage by 
multiplying the above difference by 100. 
Note 2: Differential gain may be expressed in db by multiply- 
ing the common logarithm of the ratio described in (a) above 
by 20. 
Note 3: In this definition, level means a specified position on an 
amplitude scale applied to a signal waveform. 
Note 4: The low- and high- frequency signals must be specified. 

The preceding definition is that of the IRE subcommittee 23.4 
and is approved by the American Standards Association (ASA) . 

Note that this measurement technique is similar in every re- 
spect to intermodulation distortion methods in audio. In prac- 
tice, differential gain is normally expressed in percent rather than 
decibels. The low- frequency component for television measure- 
ment is the line frequency of 15,750 cps; the high- frequency super- 
imposed component is a sine wave at the color subcarrier fre- 
quency of 3.579545 mc, which, for simplicity, we refer to as 
3.58 mc. 

www.americanradiohistory.com

www.americanradiohistory.com


196 TELEVISION SYSTEMS MAINTENANCE 

Notice also that the word distortion is absent in the definition. 
Any amount of differential gain is distortion. Therefore the addi- 
tion of this term would be redundant. 

Differential Phase 

The difference in output phase of a small, high- frequency sine - 
wave signal at two stated levels of a low- frequency signal on 
which it is superimposed. 

Note 1: Notes 3 and 4 that were applied to differential gain also 
apply to differential phase. 

The above definition is that of the IRE subcommittee 23.4 as 
approved by the ASA. 

Differential phase is measured in degrees using the same type 
of test signal as for differential gain. Again, in this case the term 
distortion is redundant, since any amount of differential phase 
is distortion. 

Summary of Definitions 
Incremental gain distortion will result in both differential gain 

and phase. When the color signal (the high- frequency component) 
is clipped or compressed, saturation errors in the colors results. 
Even though the gain at 3.58 me is brought back to normal after 
compression, the axis is shifted, resulting in a different phase 
relative to the reference. Incremental gain distortion can result 
in luminance errors in monochrome transmission and /or sync 
compression or loss of setup level. 

Differential gain means that the chrominance signal level 
changes as the luminance signal varies between black and white. 
As stated before, this produces saturation error in the color 
information. Provided there is no compression or clipping of the 
luminance level, no effect harmful to monochrome transmission 
will be produced. 

Differential phase means that the phase of the chrominance 
signal (which represents hue) changes as the luminance signal 
varies from black to white. This results in shifting of actual hues 
as the brightness varies. Differential phase at 3.58 me for a 
monochrome picture is not important, except that the measure- 
ment is an excellent criterion of overall monochrome system 
performance. 

6 -2. TYPES OF TEST SIGNALS AND MEASURING GEAR 

Test signals must be able to convey information at low and 
high frequencies over every possible pictorial value likely to be 
encountered. This pictorial value is interpreted not only by am- 
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plitude, frequency, and phase response of the system but also on 
a widely varying duty cycle. Duty cycle in pulse work simply 
correlates the pulse duration with the pulse repetition frequency 
(PRF) as: 

Duty cycle = (Pulse Duration) X (PRF) 

For television, this effect is most appropriately termed average 
picture level (APL) , and the amplitude, frequency, and phase 
response of the system must be held within tolerable limits over 
the gamut of APL's encountered in practice. 
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Fig. 6-2. Variation of signal excursions with APL. 
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Even experienced engineers sometimes forget that a 1 -volt 
peak -to -peak video signal must be transferred through amplifiers 
capable of handling twice this range with little degradation (see 
Fig. 6 -2) . Although the DC component is restored at such points 
as blanking insertion, sync insertion, gamma correction stages, 
transmitter modulator, etc., practically all stages in between, as 
well as distribution and stabilizing amplifiers, are AC- coupled. 
Table 6 -1 tabulates IRE units to APL for AC- coupled amplifiers 
when the average AC axis is arbitrarily assigned zero IRE units. 
Note that the total excursion of the signal is 201 IRE units instead 
of the 140 normal IRE units. 

Waveform monitors such as used in Master Monitor positions 
employ clamping circuits to hold blanking level at the reference 
graticule line. Some scopes designed for waveform monitoring 
(such as the Tektronix 525) allow switchable operation, either 
clamped or unclamped. Even though the monitoring CRO is 
clamped, "bounces" of a momentary duration will occur upon 
drastic scenic changes in APL, and this is normal. Most scopes 
employed for routine test and service do not use DC restorers 
or clamping circuits. 
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Table 6 -1. IRE Units to APL for AC- Coupled Amplifiers 
With AC Axis (The No- Signal Operating Point) 

at 0 IRE Units 

APL 10% 50% 90% 

White Tip 96 65 35 

Blanking Level -4 -35 -65 

Sync Tip -44 -75 -105 

Total excursion of signal -105 to -}96) = 20 IRE units. 

Fig. 6 -3 illustrates a sine wave of 15,750 cps, keyed with sync 
and phased as shown to represent one cycle of transition per 
line. The 3.58 -mc wave is superimposed at 20 IRE units. This 
signal is often used by the Long Lines Radio & TV Division of 
the AT &T for testing purposes. 

With the sine -wave test signal (Fig. 6 -3) or the sawtooth test 
signal without APL (Fig. 6 -4) , the data are processed so that 
the results reported for each APL condition correspond to the 
levels shown in Table 6 -2. In practice, the 50% APL condition is 
obtained with either signal repeated on successive lines at the 
normal transmission level. With the presence of sync pulses with 
40 IRE units peak amplitude, the 15,750 -cps sine -wave signal 
should have a capability of 184 IRE scale units as shown by Table 
6 -2 for tests to 10% APL. For the sawtooth wave with horizontal 
and vertical blanking accounted for, the corresponding peak am- 

115 0F 115 OF 

TOTAL LINES TOTAL LINES 

20 IRE UNITS I i 

0F 3.58 me 

V% APL 

50% APL 

10A APL 

Fig. 6 -3. A test signal with a sinusoidal Fig. 6-4. Sawtooth (15.75 kc) with super - 

waveform phased with sync to represent imposed 3.58 me at 20 IRE units. When 
a black -to -white transition (and return to provided with variable API, the saw oc- 

black) within a single -line period. curs once every five lines with fixed levels 
on alternate sets of four lines to simulate 

required API. 
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Table 6 -2. Significant Range (IRE Units) 
(Relative to the blanking level in sawtooth, or 

base of sync on sine wave) 

APL 
SINE WAVE IL SYNC PULSE 

(no blanking) 
SAWTOOTH WAVE with 
sync pulse and blanking 

10% 84 -184 61-161 
50% 53 -153 30-130 
90% 23- 123 0-100 

NOTE: 3.58 me to be retained at 20 IRE units for all levels of low - 
frequency test signal. 

plitude should be 178 IRE wale units. Note in any case that the 
20 IRE units of superimposed 3.58 me signal results in an addi- 
tional 10 IRE scale units over the peak low- frequency level. 

Fig. 6 -5 presents the specifications for the popular stairstep 
generator test signal, when provided with variable APL. This 
generator normally includes provisions for inserting horizontal 

Fig. 6-S. Standard stairstep signal setup 
with 3.58 me superimposed at 20 IRE units. 

115 YS 

TOTAL LINES TOTAL LINES 

7 
FRONT PORCH HORIZONTAL BLANKING 17% IF 7% 

0.075+1 OPTIONAL VERTICAL BLANKING IS USED. 

NOMINAL FOR HORIZONTALS ONLY 
010 V BLANKING). 
USE 5% HORIZONTALS 

ro 
.0 

UI 

ICI 

UU LEVEL OF 45 TOTAL LINES FOR 9011 API 
IBN LEVEL OF 45 TOTAL LINES FOR 50% APL 

ICI LEVEL OF 415 TOTAL LINES FOR 10% API 

sync only. In this case, the blanking width (which is adjustable 
internally) should be set for 25% of a line period (15.8 micro- 
seconds) . If fed through equipment where composite station 
blanking is inserted, the normal station blanking pulse should 
cover the test generator blanking output (maximum of 11.4 
microseconds horizontal with 7% vertical blanking) . 

All of the waveforms presented (sine wave, sawtooth, stair - 
step) are inherently 50% duty cycle signals when presented line 
for line. The required variation in APL is obtained by present- 
ing this 50% APL signal for only one -fifth of the total active 

www.americanradiohistory.com

www.americanradiohistory.com


200 TELEVISION SYSTEMS MAINTENANCE 

scanning time in each field period. The remaining four -fifths of 
this time is occupied by a constant, low- frequency level which 
is set at blanking for 10% APL, at 50% of reference white for 
50% APL, and at reference white level for 90% APL. The stair - 
step generator is most commonly used in station practice, and 
this type of waveform is considered in following material. 

Equipment necessary to measure amplitude linearity (low - 
frequency) and differential gain at 3.58 mc is quite simple. All 

OUTPUT 

HI 

6 SW 

l0 

DIRECT 

Fig. 6-6. Standard crossover Altar for 3.58-mc frequency checks on stairstep. 

that is required is a wide -band scope and a crossover network 
of the type shown in Fig. 6 -6. This filter incorporates a switch 
for selecting Direct, Low -Pass, and Hi -Pass positions. The stand- 
ard response of the various positions should be as shown in Fig. 
6 -7. The markers are at 1 -mc intervals to 10 mc. Note that in the 
low -pass position the response is negligible at 3.58 mc, passing 
only the low- frequency 15,750 -cps component of the signal (Fig. 
6 -7A) . In the high -pass position, the response is negligible at 
frequencies below about 0.5 mc, while passing 3.58 mc (Fig. 
6 -7B) . Note that any loss in amplitude of the 3.58 -mc component 
is not of interest, since only the difference of levels at the steps 
between black and white is important. 

The measurement of differential phase requires special equip- 
ment, such as the Tektronix 526 Vectorscope, the RCA Color - 
Signal Analyzer, or the Telechrome Video Transmission Test 
Signal Receiver. A burst regenerator is required when the meas- 
uring equipment is remote from the sending equipment. For 
example, if measurement of an STL is required, the sending equip- 
ment with the reference 3.58 -mc oscillator is located at the studio, 
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while the measuring gear must be at the transmitter. In this 
case, it is necessary to frequency -phase lock a stable reference 
oscillator in the measuring equipment with that received from 
the studio. 

Fig. 6 -8 illustrates the typical functions required. The test 
signal is applied to two paths: (a) a crystal filter circuit that 
converts the 3.58 -mc signal component into a constant amplitude, 
constant phase reference and (b) a bandpass amplifier that am- 
plifies only the 3.58 -mc signal (and its associated sidebands when 
a color signal is used) so that the amplitude and phase of each 
of the 3.58 -mc steps is preserved as received. (The test signal 
is the same as used for differential gain as described previously.) 

(A) Filter on "LO" position. (B) Filter on "HI" position. 

Fig. 6-7. Characteristics of standard crossover filter for differential gain measurements 
(markers at 1 mc intervals to 10 mc). 

The reference sine -wave and the amplified signal are applied 
to a phase demodulator whose output is amplified and viewed 
on the external scope. To measure differential phase the refer- 
ence signal phase is adjusted so that it is nominally 90° out of 
phase with the signal. Under this condition, zero output from the 
demodulator is obtained. Slight differences from 90° result in 
an output that is proportional to amount of phase difference. In 
this instrument, the horizontal sync pulse is used as a reference 
line, since no 3.58 -mc signal exists during this interval and there- 
fore represents zero output. Differential phase of the steps is 
measured by varying the phase of the reference with a calibrated 
dial and successively bringing the sync step in line with the other 
steps. Phase difference between the steps is read from the cali- 
brated dial. 

6 -3. AMPLITUDE LINEARITY AND DIFFERENTIAL GAIN 

As in every type of testing, the very first step is to know exactly 
the back -to -back characteristics of the test generator and measur- 
ing equipment. This is to emphasize that you must first provide 
a standard for system comparison. Check the linearity of the steps 
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Fig. 6 -8. Block diagram of a video- transmission, test -signal receiver. 
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on the oscilloscope, and use the internal adjustments of the stair - 
step generator to obtain a step on every 10 IRE scale units. It is 
most convenient to employ a long time -base on the scope and 
observe the horizontal -rate pulses at a vertical rate (see Fig. 6 -9) . 

This enables a most precise adjustment on linearity of the steps. 
Note that for an uncluttered view the pattern has been vertically 
displaced slightly from the IRE graticule lines in Fig. 6 -9. 

n:: 

Fig. 6 -9. The output of a stairstep genera- 
tor at the vertical rate on a CRO to 

permit greater accuracy in setting the in- 

ternal adjustments for linearity. 

Fig. 6 -10. Displays used to check the stair - 

step generator itself for differential gain 

on superimposed 3.58 -mc signals. Upper 

trace is 10 steps with 3.58 me on steps; 

lower trace is signal through hi -pass filter 
and increased gain on CRO. 

Next, be certain the generator itself does not furnish differ- 
ential gain on superimposed 3.58 -mc signals. The upper trace of 
Fig. 6 -10 shows the direct generator output, whereas the lower 
trace is the 3.58 -mc component obtained through the high -pass 
filter described in Section 6 -2. Differential gain from the gen- 
erator should be zero. 

754 TERM 

TEST SIGNAL 

o 
GENERATOR 

754 TERM 

-s EQUIP. w 
UNDER TEST 

SCOPE TRIGGER OUTPUT 

DIR -HI-LO 
FILTER 

O 
SCOPE 
V 

\ / INPUT 

DO NOT TERMINATE 

EXT. TRIGGER 

INPUT 

Fig. 6.11. Test setup for checking amplitude linearity and differential gain. 

Fig. 6 -11 shows the proper setup for amplitude linearity and 
differential gain measurements. The external trigger supplied by 
the test signal generator is important for trace stability, par- 
ticularly when the one -in -five lines (variable APL) is used. 

Amplitude linearity normally refers to the luminance scale 
represented by the low- frequency step component. The upper 
trace of Fig. 6 -12 shows the stairstep input signal, either without 
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the 3.58 me superimposed or as viewed through the low -pass 
filter with 3.58 me present. The lower trace shows an almost com- 
plete clipping of the last (white) step. 

The upper trace of Fig. 6 -13 shows the output of a system under 
test, viewed with the filter in the Direct position, indicating ob- 
vious compression in the white region. The actual amount of 
differential gain is measured by viewing this signal through the 
high -pass filter as in the lower trace. Note that the transients 
(spikes) which are due to the fast rise -times of the steps provide 
a convenient marker to indicate the step number associated. r 

L L V 

joeofoe".. 

Fig. 6-12. CRO displays through a low -pass Fig. 6-13. Differential gain in white 
filter. Upper trace is input signal; lower region. Upper trace shows output signal 
trace shows filter output with white with filter in "Direct" position; lower 

compression. trace is output signal with filter in "Hi- 
Pass" position with increased scope gain. 

Differential gain is normally measured in percentage. On a 
wideband scope the 3.58 -mc component through the high -pass 
filter may be "blown up" so that the highest block is 100 IRE 
units or 100 %, and the amount of compression (smallest block) 
read in percent response. The peak -to -peak block is considered in 
the measurement. However, it is useful information to state 
whether the measurement involves compression or expansion, 
and there are certain ambiguities that must be avoided. 

In practice, it is most convenient to use the following relation- 
ships in measurement of differential gain: 

COMPRESSION: 
Differential Gain = (1 -b /a) x 100 

where, 
a is equal to height of uniform (linear) portion of signal, 
b is equal to height of smallest block of signal. 

EXPANSION: 
Differential Gain = (b /a - 1) x 100 

where, 
a is equal to height of uniform (linear) portion of signal, 
b is equal to height of largest block of signal. 
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An example to illustrate the precaution required in computa- 
tion of compression and expansion follows. Assume a equals 
20 IRE units and b equals 15 IRE units. Then, for compression, 
we have: 

Differential Gain = (1 - 15/20) 100 

= (1 - 0.75) 100 

= (0.25) 100 

= 25% differential gain (compressed) 

Now assume a equals 15 IRE units, and b equals 20 IRE units. 
Then, for expansion, we have: 

Differential Gain = (20/15 - 1) 100 

= (1.33 - 1) 100 

= (0.33) 100 

= 33% differential gain (expanded) 

Fig. 6 -14 illustrates the output of a stairstep generator with 
variable APL adjusted to equal 10% APL (upper trace) . The 
lower trace is the same signal through the high -pass filter. The 
generator output should show zero differential gain. The upper 
trace of Fig. 6 -15 shows the adjustment for 50% APL; the lower 
trace is the adjustment for 90% APL. The direct output of the 

op 

61.11, 

Fig. 6-14. Output of stairstep generator 
with variable APL adjusted to equal 10% 
APL. Upper trace shows 1- line -in -5 stair - 
step signal; lower trace is same signal 

through high -pass filter. 

/ 
. 1 . . . , , . . . i 1 

----/--- --- - 

Fig. 6-15. I- line in -5 stairstep signal at 

50% APL (upper trace) and same signal 
at 90% API. (lower trace). 

generator should indicate zero differential gain at all three levels 
of APL. 

It is obvious that the 50% APL condition most nearly simulates 
average transmission. Where time or facilities are limited, the 
50% APL condition should be selected. However, a complete 
story of system performance is permitted only by tests at 10 %, 
50 %, and 90% APL. 
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The tabulation of differential gain is normally expressed in 
either of two ways: 

(A) The extreme values of differential gain with respect to 
that portion of the differential gain function judged to be 
most nearly constant. Plus implies expansion; minus im- 
plies compression. See Table 6 -3 for typical data. 

(B) The maximum range of the differential gain which is the 
difference of the extreme values. Note that if method B 
is used with the same data as in Table 6 -3, differential gain 
would simply be recorded as +9 %. 

Some stations use a combination of the above methods by sim- 
ply stating the maximum range of differential gain (method B) 
for each APL (method A) . 

Differential gain is caused by excessive response at high fre- 
quencies (overpeaking) , by lagging transconductance of vacuum 
tubes or other tube vagaries, or by low plate or bias voltages. 
In a complete system, coaxial cables and terminations must also 
be checked. The existence of differential gain at 3.58 me may or 
may not indicate luminance nonlinearity as pointed out by Fig. 
6 -1A. This is easily checked by the low -pass filter position pres- 
entation of the steps. It is obvious that if the steps themselves are 
compressed, differential gain will exist. 

Modern stabilizing amplifiers designed for color systems nor- 
mally employ predistortion networks (adjustable) for both dif- 
ferential gain and differential phase. However, these predistortion 
circuits are most useful at the transmitter installation, and they 
are covered in Section 8. 

Table 6 -3. Differential Gain Data (Method A)* 

APL AG% AMPLITUDE REGION 

+2 Black 
10% 0 Gray 

-7 White 

+2 Black 
50% 0 Gray 

-2 White 

+5 Black 
90% 0 Gray 

-2 White 

Where: Black = block 1 + neighbors 
Gray = block 5 + neighbors 
White = block 10 + neighbors 

* Differential Gain Data (Method B): AG = +9% 
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6 -4. DIFFERENTIAL PHASE 

Differential phase is measured with the same type of test signal 
as discussed in previous sections, with special measuring equip- 
ment basically described in Section 6 -2. 

The output of the system is fed to the measuring device to de- 

termine the phase shift in degrees. Fig. 6 -16 is a typical trace ob- 

tained from the measuring equipment with stairstep signal. In Fig. 
6 -16A, the right -hand edge of the trace has been adjusted to the 

(A) With right -hand edge of trace adjusted (B) With left -hand edge and center 

to the reference line. positioned on reference line. 

Fig. 6.16. Two possible tracea at the output of a color signal analyzer. 

reference line by means of a position phase -control. A calibrated 
control is then adjusted to bring the left -hand edge of the trace 
to the reference point, and the differential phase in degrees is 

read directly from the calibration on the control (Fig. 6 -16B) . In 
this instance, the positioning phase control is adjusted to place 
both edges at the reference; then the calibrated control is used to 
position the center on the reference. 

In general, a system which has little differential gain will also 
have minimum differential phase. Compression or clipping of the 

Table 6 -4. Differential Phase Data 

API. .A in degrees Amplitude Region 

0 Black 

10% +0.5 Center 
-3 White 

0 Black 

50% +1 Center 

-2 White 

0 Black 

90% +1 Center 

-1 White 

Note that 0° reference is at blanking level. 
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3.58 -mc component that results in differential gain will also result 
in differential phase. 

However, in rare cases (more rare at the studio than at the 
transmitter) differential phase can exist even though differential 
gain is very small. Parallel paths in chroma and luminance chan- 
nels and impedance elements which may have constant impedance 
at line scanning frequencies, but are variable in the 3.58 -mc re- 
gion, can result in differential phase. The latter is more likely to 
occur in the transmitter than at the studio. 

Differential phase is normally tabulated by either of two ex- 
pressions as follows: 

(A) The values of differential phase with respect to the value 
at the blanking level. "Plus" implies leading phase; 
"minus" implies lagging phase (see Table 6-4) . 

(B) The maximum range of the differential phase (difference 
of extreme values. Note that for the tabulated data of 
method A, the method B would simply list differential 
phase as 3.5 degrees. 

In general, the studio equipment connected to the transmitter 
input terminals should show a maximum of 3° differential phase 
at 3.58 mc. The transmitter should show a maximum of 7° for an 
overall allowance of 10 °. 
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SECTION 7 

MICROWAVE SYSTEMS 

Television relay microwave systems operate in the 2,000 -mc 
(1,990 -2,110), the 7,000 -mc (6,875 -7,050) and the 13,000 -mc 
(12,750 -13,250) bands. The 7,000 -mc region is the most popularly 
employed band of frequencies for remote pickups and studio -to- 
transmitter (STL) links. 

This notebook is concerned with the proper testing and mainte- 
nance of microwave systems, primarily as applied to permanent 
installations such as STL's. It must be assumed in this treatment 
that the proper planning and initial installation have been com- 
pleted to the satisfaction of the station and that initial proof 
of performance confirms standards of fading margins in signal -to- 
noise ratio measurements. The complex fields of site selection and 
path surveys are beyond the scope of this book. The manufactur- 
ers of the particular equipment used normally furnish either the 
complete service or the data necessary to plan the initial 
installation. 

7 -1. WHEN TO SUSPECT A FAULTY INSTALLATION 
(SYSTEM EVALUATION) 

An engineer who may have inherited a faulty installation must 
have some means of determining such faults. The primary meas- 
urement of a satisfactory path is the signal -to -noise ratio con- 
sistently obtained by a series of tests in various weather con- 
ditions. Methods of measuring signal -to -noise ratio are described 
in Section 7 -3. 

When unsatisfactory signal -to -noise measurements are obtained, 
the final criterion is a back -to -back measurement on the bench. 
Connect the transmitter head to the receiver head through a 
variable attenuator or fixed attenuator equal to the path attenua- 
tion. These waveguide couplers are normally supplied with the 
initial installation. If not, one may be purchased or rented. 

Provided the back -to -back measurement reveals nothing faulty 
with the units themselves, you may proceed with the notion that 

209 
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either antenna misalignment has occurred (as might happen with 
loose mountings) or that the path is at fault. Antenna alignment 
should, of course, be tried first. If nothing is gained, investigate 
the path profile (see Fig. 7 -1 for example). If a 100 -ft clearance 
exists at the nearest point to the center of the beam, the path is not 
in trouble, since this provides an adequate safety margin. 

1. Plot a profile of the transmission path. Graph paper which 
presents the curvature of the earth on a radius 4/3 times its 
true value may be used. Since it is more convenient for 
limited use, you may use ordinary linear graph paper and 
the data of Fig. 7 -2. Paper with ten squares to the inch is 
ideal for this purpose. 

RELAY TRANSMITTER 
DISH 

(- 
d 

RELAY t S 
CONTROL 
RACKS 

STUDIO BLDG. 

TV STATION 
ANT. 

RELAY REC. 
RELAY PROPOGATION PATH DISH \ 

100' MIN. 
TRANS. 
HOUSE 

EARTH CURVATURE AT SEA LEVEL 

Fig. 7 -1. Basic principle of STI. 

2. The path profile and obstructions on the path may be charted 
from topographic maps. The topographic map gives the height 
above sea level above the 4/3 earth contour, to which is 
added the height of major obstructions. Maps for specific 
areas may be obtained from U. S. Geological Survey, Wash- 
ington 25, D. C. For maps of areas west of the Mississippi 
write to the U. S. Geological Survey, Denver 15, Colorado. 

3. The clearance from the tallest obstruction in the path should 
be at least that shown in Table 7 -1. 

The above technique will enable you to roughly determine if the 
initial path survey was adequate. When you are in doubt, obtain 
the services of a competent and experienced microwave organ- 
ization or the manufacturer of the equipment used. 

You can also determine approximately what should be expected 
in signal -to -noise ratio by use of the antenna system gains and 
free -space path attenuation. Table 7 -2 shows the gain of parabola 
reflectors as a function of size and operating frequency. Table 7 -3 
is the system gain for the designed parabola and reflector size at 
7,000 mc. (These data are obtainable from the equipment manu- 
facturer of your microwave unit.) Table 7-4 is a tabulation of 
the free -space loss for the microwave bands up to a 30 -mile path 
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Fig. 7.2. Method of plotting a profile of the transmission path. 

Table 7 -1. Minimum Transmission Path Clearance 
(In Feet) Above 4/3 Earth 

PATH LENGTH 
(Miles) 

1/4 & 7// 

DISTANCE 
'/4 & 3/4 

DISTANCE 
1/2 

DISTANCE 

5 13 16 19 

10 21 27 32 

15 29 38 45 

20 38 49 57 

25 46 59 69 

30 54 71 82 

length. This is the maximum distance normally employed for a 
single hop. 

Assume the following data: 

Power output of transmitter: 1 watt. (Let this be 0 dbw.) 
Frequency: 7,000 mc. 
Path length: 20 miles. 

Table 7 -2. Approximate Gain (Parabola Only) 

DB GAIN 

DISH 2,000 mc 7,000 mc 13,000 mc 

4 ft. 25 37 42 

6 ft. 28 40 45 
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Table 7 -3. Approximate Antenna System Gain (Parabola & 
Reflector) in db Power -Frequency: 7,000 me 

NOTE ALL DIMENSIONS IN FEET 

H DIMENSION 

D2 DIMENSION 

4 6 

80 35 39 
100 34 38.5 
120 33 38 
140 32 37.5 DI = 4 ft Parab. 
160 31 37 
180 30 36.5 
200 29 36 

80 36 40.5 
100 35 40 
120 34 39.5 
140 33 39 D, = 6 ft Parab. 
160 32 38.5 
180 31 38 
200 30 37.5 

Table 7 -4. Approximate Free -Space Loss in db 

MILES 

FREQUENCY 

2,000 me 7,000 me 13,000 me 

5 117 127 133 
10 123 133 140 
15 126 136.5 143.5 
20 129 139 146 
25 131 141 147 
30 132 142.5 148 

Where: free -space loss = 37 + 20 Log f,,,.. + 20 Log Dim, 
fm.. = operating freq. in me 

D = distance in miles 

Antenna system gain at each end: 35 db. (This is a total of 
70 db gain.) 

The net path loss is: 

A = (a) - Gt - Gr 
where, 

A is equal to net path loss, 
(a) is equal to free -space loss (from Table 7 -4), 
Gt is equal to transmitter system gain (Table 7 -2 or 7 -3), 
Gr is equal to receiver antenna system gain (Table 7 -2 or 7 -3). 

From the example in the above data: 
A = 139 - ( +35) - ( +35) 

= 139 - 70 
= -69 db 
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The receiver power input is: 

Pr =Pt -A 
where, 

Pr is equal to receiver power input, 
P, is equal to transmitter power output, 
A is equal to net path attenuation. 

The net path loss (in db) subtracted from the transmitter power 
output (for 1 watt this is expressed as 0 dbw, or 0 db above 
1 watt) will give the power input to the receiver in -dbw (db 
below 1 watt). As: 

Pr = 0 - 69 = -69 dbw. 

Fig. 7 -3 is a graph of the expected signal -to -noise ratio versus 
power input to the receiver (dbw) for the RCA -TVM -1 microwave 
relay system. Note that for -69 -dbw power input, the video signal - 
to -noise ratio should be 38 db on a peak -to -peak video to a peak - 
to -peak noise basis. This is approximately 56 db on a peak -to -peak 
video to rms noise basis, as covered under techniques of measure- 
ment in Section 7 -3. 

Note also from the graph of Fig. 7 -3 that this receiver input 
power should result in better than a 72 -db signal -to -noise ratio 
in diplexed sound. Techniques of checking diplexed sound are 
given in Section 7 -4. 

In evaluating microwave relay performance, the following 
fundamentals serve as the basic guide: 

1. In general, noise will be visible in the picture when the 
signal -to -noise ratio deteriorates to less than 24 db. 

2. Since a microwave beam is sometimes bent and scattered 
by atmospheric conditions, not only adequate clearance, but 
adequate fading margin must be provided. The picture be- 
comes unusable at a signal -to -noise ratio of 8 db. This 8 -db 
figure establishes a basis for computing the fade margin. 

3. For example, if a 24 -db SN ratio exists, the fade margin is 
only 16 db (24 -8 = 16). From the graph in Fig. 7 -4, a 16 -db 
fade margin indicates only about 98% reliability on a 25 -mile 
path. This would mean an outage of about 117 hours in an 
average broadcast year, entirely unsuitable for applications 
of a continuous nature such as an STL. Note that for a 
reliability of 99.99 %, the fade margin for a 25 -mile path 
should be 37 db. This requires a SN ratio of 37 + 8 = 45 db. 

4. From Fig. 7 -4, compute your allowable fade margin for 
99.99% reliability, especially if the service is STL. Assume 
your path is 20 miles. This requires a fade margin of 31 db. 
Then you should obtain a minimum of 31 + 8 = 39-db SN 
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Fig. 7-3. Graph showing signal -to -noise ratio. 

ratio average on measurements made under average weather 
conditions. Normally, measurements made daily or nightly 
over a period of a week or two will give a reliable indication 
of the practical SN ratio of your system. 
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Fig. 7 -4. Graph showing fading allowance. 
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7 -2. MICROWAVE CIRCUIT FUNDAMENTALS 

A microwave system employs conventional circuits with the 
exception of two major items: (A) A special type of tube (norm- 
ally either a magnetron or klystron) is used at the transmitter and 
receiver heads. (B) A wave guide and buttonhook are used to 
couple the RF energy into the parabola dish at both transmitter 
and receiver. 

Fig. 7 -5 illustrates typical microwave plumbing. The wave - 
meter and monitor cavity are extensions of the same type of wave - 
guide used for the specific application. 

VIDER 

1 

INPUTI 

LCTRICAL 
TUNING 

+750 

1 

MECHANICAL 
TUNING 
SCREW 

RESONATOR 

AFC AND MONITOR 
CAVITY 

REFLECTOR 
CAP 

- WAVEGUIDE 

O i O 

KLYSTRON 

CALIBRATED 
WAVEMETER 

POWER MONITOR 
AND FREQUENCY.. 

TEST POINT 

TO VIDEO 
MONITOR 
AMPLIFIER 

Fig. 7-5. Basic microwave "plumbing." 

The reflex klystron tube has a single resonant cavity. In con- 
ventional tubes with negative grids the ideal operating character- 
istics are: constant velocity stream of electrons from cathode to 
plate, varied in intensity by a variation of the grid bias according 
to the signal voltage applied. At extremely high frequencies, how- 
ever, such action becomes practically impossible, due to the transit 
time of the electrons from cathode to plate. This difficulty becomes 
increasingly evident in the larger tubes for handling large power 
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outputs. The electrons which traverse the grid during the negative 
swing of the signal voltage are slowed down, and those which 
traverse the grid region during the positive signal swing are 
speeded up. Thus the electrons reach the plate at random speeds, 
decreasing the efficiency of the tube in accomplishing any ampli- 
fication of the applied signal. The klystron tube, however, is de- 
signed to use the applied signal to control the velocity of a 
constant -current beam, instead of attempting to vary the intensity 
of a constant -velocity beam. 

The cavity is designed for resonance in the operating band. 
Electrons bouncing back and forth in this cavity pass through 
several gridlike structures into a drift space, which is terminated 
in the reflector electrode. The resonator is operated at approxi- 
mately 750 volts positive, and the reflector electrode is operated 
at a negative potential. Thus the electrons are reflected back in 
to the resonator, resulting in a bunching effect of the electrons, 
sometimes referred to as velocity modulation. The resultant RF 
oscillations are extracted by a probe in the waveguide and fed to 
the coaxial output line through a wide -band, coaxial, transducer 
coupling unit. This coupler efficiently couples the coax output line 
to the waveguide. The socket through which this line passes is an 
ordinary octal socket. 

Although the reflex klystron is designed for a particular band 
of operation, both mechanical and electrical tuning within this 
range are available. A mechanical screw turned clockwise (into) 
the cavity decreases the frequency; a counterclockwise turn in- 
creases the frequency. As described later under tuning techniques, 
the klystron is centered for best operating characteristics by this 
mechanical adjustment in conjunction with the variable negative 
potential on the reflector electrode. The klystron oscillator is 
frequency modulated by varying the reflector voltage with the 
video signal. The modulation sensitivity of a type 220C klystron 
averages about 400 kc per volt of signal. 

At radio frequencies above approximately 300 mc, special 
techniques must be applied in getting the RF energy from unit 
to unit or from amplifier to antenna. The entire UHF band, as well 
as the microwave region, uses specially designed connection de- 
vices for transferring the RF signals. Although it is not important 
that the TV maintenance engineer understand all of the theory 
associated with transmission lines and wave guides, he should 
be familiar with the fundamentals, so that the major elements of 
mystery in such devices are removed. 

Ordinary transmission lines are practically unusable on such 
frequencies, due to the severe attenuation along the line. This 
occurs because of the high series inductance and low shunt ca- 
pacitive reactance between the inner and outer conductors. Al- 
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though this problem has been solved by the development of a 
special transmission line for transmitters in the UHF range, 
wave guides are generally used at the microwave frequencies of 
TV relay operation. 

A wave guide is a hollow metallic tube, usually rectangular 
in shape, although it may be round or oval. Its purpose is to pass 
high radio frequencies with a minimum of attenuation within the 
boundaries of the tube. When radio waves are radiated into free 
space, electromagnetic and electrostatic fields exist at the point 
of propagation -the antenna. When this energy is directed into an 
ordinary transmission line, the lower- frequency energies are 
evenly distributed throughout the conductors as in free space. At 
UHF and microwave frequencies, however, most of the current is 
concentrated on the outer surface of the conductor (skin effect), 

WALLS OF x 
WAVE GUIDE _>C/,\ -11'''''''_ 

DIRECTION OF PROPAGATION 

Fig. 7.6. One electrostatic field along a wave guida (looking 
down on way guide from top). The fields I along the walls 
and add through the center of the tuba, thereby eliminating 

"skin effect" which occurs at high frequencies. 

and a high resistance is presented to the passage of this current 
through the line. In waveguides, the dimensions of the tube are 
such that the concentration of energy takes place in the center, 
with very little electric field existing at the walls. 

Fig. 7 -6 illustrates the electrostatic field along two wavepaths 
and how the positive maxima and negative maxima meet at the 
walls, effectively cancelling at these points. The positive maxi- 
mum and negative maximum meet at the center of the tube, add- 
ing to the field of force through the center. 

The engineer encounters terms such as TE and TM, with various 
subscripts such as TE,,, and TM,,, in literature concerning wave 
guides. TE stands for transverse electrostatic mode of operation, 
and TM stands for transverse magnetic mode of operation. It 
should be recalled that all radio energy contains both electrostatic 
and magnetic fields which are at right angles to each other. When 
the electrostatic field is as shown in Fig. 7 -7A (that is, across the 
guide or transverse to the direction of propagation), the TE mode 
is designated. When the magnetic field is transverse to the direc- 
tion of propagation as in Fig. 7 -7B, the TM mode is designated. 
The mode of operation is determined by the manner in which 
the RF energy is fed into the waveguide. Note that when the RF 
energy is fed by a probe or a quarter -wave dipole in the manner 
shown in Fig. 7 -7A, the TE mode results. When fed by a loop in 
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the manner shown in Fig. 7 -7B, the TM mode results. Power is 
extracted, depending on the mode of operation, in the same way. 

The subscripts 0 and 1 designate the number of half -wave pat- 
terns of the electrostatic field along the B and A sides of the struc- 
ture. The frequency at which dimension A is Yi wavelength is 
termed the cutoff frequency, and it therefore determines the low- 
est frequency that may be propagated by the waveguide. Fre- 
quencies higher than this cutoff frequency are readily passed. 
However, if the frequency is very much higher, other modes of 
operation, such as TE or TM11, occur. This simply means that 

RF PROBE OR 1/4 WAVE DIPOLE INPUT FRF LOOP INPUT 

ELECTROSTATIC 
FIELD TRANSVERSE 
TO DIRECTION OF 
PROPAGATION 

(A) TE mode. 

MAGNETIC FIEL 
TRANSVERSE TO 
DIRECTION OF 
PROPAGATION 

(B) TM mode. 

Fig. 7-7. Tho method of introducing RF energy in a wave guida determines 
the mode of operation. 

more than one half -wave pattern occurs across the tube. In prac- 
tice, the operator will find that these higher modes of operation 
are not used in TV relays, and TE01 or TMo, modes are pre- 
dominant. The short (B) side is one -half the dimension of the (A) 
side. A wave guide used for the 2,000 -mc band is approximately 
3" x 11/2" and for the 7,000 -mc band is approximately 1" x'h ". 

The TE mode is normally used with the klystron tube, the di- 
rection of polarization depending on the direction of the short 
(B) side. A "straight" buttonhook normally gives horizontal polar- 
ization; a "half- twist" is imparted to the waveguide to give 
vertical polarization. 

Fig. 7 -8 illustrates the signal -path block diagram of a typical 
microwave system. Sound diplexing is optional, but it is normally 
employed when the system is used STL. A sound diplexer 
employs a frequency -modulated subcarrier (normally between 
5.5 and 7 mc) to which the picture signal is added (not mixed) in a 
passive combining network. 

The cable between the control unit and the head is normally a 
standard camera cable which carries all voltages, control circuits 
and video. When the coax of the camera cable is used to carry the 
video signal, a 75- to 50 -ohm matching network is necessary, as 
shown in Fig. 7 -8. When the camera cable must be longer than 50 
feet, video equalization is necessary; otherwise, response falls 
off about 0.85 db per 100 feet at 6 mc. With runs greater than 200 
feet it is normal practice to use an external video cable, either 
RG -8 /U or RG -11 /U. The RG -8/U provides a 50 -ohm line. If 
RG -11/U is employed, the matching network is eliminated and 
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the modulator is modified to provide a 75 -ohm termination, rather 
than 50 ohms. When either of the external lines is used, equaliza- 
tion is required at the rate of 0.4 db per 100 feet at 6 mc. 

Predistortion is employed when either sound diplexing or color 
signals (or both) must be handled. A typical circuit provides a 
video insertion loss of 8 db at 60 cps. This loss remains 8 db 
through approximately 100 kc, then tapers to 4 db at 1 mc, 0.9 db 
at 3 mc and 0.25 db at 6 mc. This reduces transmitter frequency 
deviation at low frequencies, reducing frequency excursion in the 
IF section of the receiver, with a marked reduction in differential 
phase shift at the 3.58 -mc color subcarrier and the higher - 
frequency sound subcarrier. 

A restoration network with a reverse attenuation characteristic, 
is provided in the transmitter monitor and a similar network 
is used in the receiver. This restores the output to a flat response. 

7 -3. VIDEO MEASUREMENTS 

Measurements on a microwave system that has been properly 
installed are directly affected by transmitter and receiver tuning; 
therefore, this subject is of initial importance. 

1. Set the wavemeter in the transmitter head on the exact op- 
erating frequency desired, noting any calibration correction 
data for the frequency setting that may have been supplied 
by the manufacturer. 

2. Apply 60 -cps sine -wave modulation. This is normally pro- 
vided by a TEST position on the video selector switch at the 
control unit. Note from Fig. 7 -5 that the wavemeter feeds a 
meter and /or test point for the purpose of relative power 
indication and frequency adjustment. In the Raytheon KTR- 
1000K /R system the wavemeter absorbs part of the signal 
fed to the frequency detection crystal, thereby giving an 
indication of the klystron frequency. The frequency notch 
is indicated on the Control Unit Tuning meter and RF Head 
Test meter, so that system tuning can readily be monitored 
from either unit. The RCA TVM -1 system monitors crystal 
current on a meter and employs additional amplification for 
a test point to which a CRO is connected for visual observa- 
tion of the notches. 

3. In Fig. 7 -9 the applied sine wave is of such amplitude as to 
cause a 6 -mc deviation of frequency ( ±3 mc from the operat- 
ing frequency, f ) . The repeller voltage and the mechanical 
screw on the klystron are alternately varied to obtain maxi- 
mum crystal current and minimum AC component, as ob- 
served on the external CRO. Note from curve 1 in Fig. 7 -9 
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that the power output varies at twice the rate of the modulat- 
ing voltage, which results in a 120 -cps pattern. (The wave - 
meter absorbs power each time the frequency swings through 
f,,; thus the notches occur at a 120 -cps rate for a 60 -cps 
modulating voltage.) The actual power deviation is quite 
low for normal modulation level and could not be observed 
except for the gain of the amplifier and the oscilloscope gain. 

The most sensitive indication of klystron "centering" is the AC 
component. Fig. 7 -10 illustrates how the AC component is in- 
creased with the klystron off- center (Fig. 7 -10A). When the 
klystron is not properly centered, either white or sync com- 
pression will occur, particularly at high modulation levels. When 

1. KLYSTRON 
POWER -i 
OUTPUT 

2. KLYSTRON 
FREQ fi 

REPELLER 

VOLTS -+ I 

(NEGATIVE) 

INPUT__.iI) 
SINE WAVE 

CENTER VOLTS 
TO OBTAIN to 

CRO DISPLAY WITH A AVEMEIER SET ON lo 

2_Y_m_ 
WAVENIETER 

NOT ON Ip 

i 3mt 

LINEAR KLYSTRON 
MODULATION 

- 3mc 

Fig. 7.9. Correct tuning of a transmitter klystron. 

modern klystrons are properly centered (Fig. 7 -10B) (maximum 
crystal current and minimum AC component at the Freq. Test 
jack), no compression will occur at levels up to almost twice the 
normal modulation level. The limiting factor in most cases is the 
modulator amplifier. 

The electrical and mechanical tuning of the receiver klystron 
should be adjusted for maximum receiver crystal current and 
maximum signal level or AGC voltage developed. A very sensi- 
tive indication of proper receiver tuning is available when a sound 
subcarrier is employed. This subcarrier (5.8 me in the Raytheon 
system; 6.8 me in the RCA) will cause a certain degree of sync 
buzz in the sound if the receiver is detuned. With normal video 
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applied but no sound, observe the audio output of the sound de- 
modulator with an oscilloscope set for vertical -rate display. This 
enables precise tuning of the receiver klystron for minimum 
crosstalk into the audio channel. With high scope gain, the 60 -cps 

MAC commit HIGHER THAN NORMAU 

(A) Off center. 

(MINIMUM AC COMPONENTI 

(B) Properly centered. 

Fig. 7-10. Waveform displays indicating klystron centering. 

pulse trains are clearly visible if the receiver is detuned. The 
scope may also be connected to the output of the audio noise and 
distortion meter for higher gain. 

Proper modulation- frequency deviation must also be obtained 
before making video measurements. The normal procedure using 
a wavemeter is as follows: 

A. With the test 60 -cps signal applied, proper tuning is indicated 
by the 120 -cps signal shown in the upper trace of Fig. 7 -11. 

B. Unlock the calibrated dial of the wavemeter and rotate the 
dial until the notches just merge into the 30 -cps signal 
(lower trace of Fig. 7 -11). Read the frequency at which this 
occurs on the dial. 

C. Now rotate the dial in the opposite direction until the 
notches again just merge. Read this frequency. If the normal 
100% modulation is to be 6 mc (p -p), the deviation from 
each side of center frequency should be 3 mc. 

NOTCHES FROM 

WAVFMETER 

ABSORPTION 

WAVF.METER 
CENTERED 

ON to 

Fig. 7.11. CRO display of wavemeter indi- 

1 WAVEMITTR AT cation of deviation from center frequency j , 

visUm SEC., 
ONE IXTREME 

i with 60 -cycle test signal. 
OF DEVIATION 

1 

1 

I Le- UW SEC -. 
I 

D. If the total p -p swing is not correct, adjust the amplitude of 
of the 60 -cps test signal until the required deviation is ob- 
tained. Measure the p -p value of this sine wave at the kly- 
stron repeller terminal with a low- capacity scope probe. 
For example, the type 220 klystron will require approxi- 
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mately 15 volts (p -p) of signal (modulation sensitivity about 
400 kc per volt) to obtain a deviation (p -p) of 6 mc. 

E. Now bypass the predistortion network (if used), and feed a 
normal video level to the modulator. Adjust the signal - 
modulation gain to obtain the value (p-p) required as de- 
termined by step D. Reinsertion of the predistortion network 
will reduce the swing at 60 cps to 2.4 mc if the usual 8-db 
network (described previously) is employed. 

Microwave Frequency Response 

Initially, the transmitter monitor amplifier should be measured 
for frequency and amplitude linearity, so that overall measure- 
ments can be conveniently diagnosed as to individual character- 
istics of transmitter and receiver. When the engineer is certain 
of the monitor characteristics, the transmitter modulator and 
klystron response will be revealed by the normal test signals ap- 
plied to the system input. The techniques are the same as those 
outlined in Sections 5 and 6. 

SUUf.i. CAHNItR TRAP 

(A) Proper overall response when sound (B) Display showing detected sweep on 
diplexer is used with a subcarrier system with excessive roll-off 

frequency of 6.8 mc. characteristics. 

Fig. 7.12. Video sweep of ST1 system (markers at 1-mc intervals from 1 to 10 mc). 

The video sweep is most conveniently used for wide -band 
response measurement. NOTE: If the system employs line -to-line 
dampers, keyed sweep should be used as described in Section 5. 
Fig. 7 -12A shows the proper overall response when a sound 
diplexer is used with a subcarrier frequency of 6.8 mc. The sound 
notch should be centered on the subcarrier frequency with a 
width (normally) of about 300 kc. This adjustment is usually pro- 
vided by trimmers in the passive mixing network for video and 
audio at the transmitter. 

Fig. 7 -12B shows the detected sweep on a system with excessive 
roll -off. If this occurs on the overall system measurement at the 
receiver video output and the transmitter monitor output indi- 
cates the waveform of Fig. 7 -12A, the roll -off is actually at the 
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receiver. In STL installations, two units at both transmitting 
and receiving positions are normally employed. During the test 
period, a common receiver should be used to measure the relative 
response of the main and standby transmitter units (when op- 
erated on the same frequency). Thus if the response through (for 
example) receiver 1 and transmitter 1 is as shown in Fig. 7 -12A, 
while the response through receiver 1 and transmitter 2 is as 
shown by Fig. 7 -12B, then transmitter 2 needs servicing. The 
same response should be evident from the transmitter No. 2 
monitor video. 

Poor frequency response is usually the result of sagging trans - 
conductance in modulator tubes, faulty coax lines, or bad termina- 
tions. Complete alignment of the modulator circuits may be 
necessary at intervals of a year or two. 

Similarly, microwave receiver IF circuitry seldom needs com- 
plete alignment procedures, since modern units employ IF band- 
widths 18 to 30 me wide, which is far over the normal 4- to 
8 -mc deviation swing of the carrier. Therefore, poor frequency 
response is almost always the result of tubes or plate loads, as 
previously discussed. 

Amplitude and Phase Linearity 
Amplitude and phase linearity is checked in the conventional 

manner with the stairstep signal as described in Section 6. Always 
check the maximum allowable p -p value of signal input to where 

Fig. 7 -13. Display permitting measurement 
of differential gain. 

compression just starts. This provides a warning flag as to need 
for further checks. For example, if the normal p -p video input is 
1 volt, raise the input level of the stairstep until compression just 
starts. Record this value, and use it for future reference. 

For installations which must meet color standards, differential 
gain and phase at 3.58 me must also be measured. (The techniques 
are the same as those in Section 6.) Always adjust the transmitter 
monitor cavity for zero differential gain, as shown in Fig. 7 -13. 
This will result in minimum differential phase. Remember that for 
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overall differential -phase measurements, a burst -controlled oscil- 
lator unit must be employed at the receiver (Section 6) unless 
the units are measured back -to -back on the bench. 

Causes and cures of poor amplitude and phase linearity are 
the same as those outlined in Sections 5 and 6. In rare cases it is 
possible that the klystron is at fault here, although the normal 
indication of a poor klystron is lowered signal strength and poor 
signal -to -noise ratio. 

Measuring Video Signal -to -Noise Ratio 
The video signal -to -noise ratio is measured in two parts: (1) 

video signal -to- random noise and (2) video signal -to -hum level. 
The video -to- random noise ratio is simply termed signal -to -noise 
measurement, and it is understood that this measurement must 
not include hum level. Video -to -hum content is a separate meas- 
urement. 

In addition, the signal -to -noise ratio may be measured in 
terms of peak -to -peak video to peak -to -peak noise, or peak -to -peak 
video to rms noise. The former is most often used in practice, 
since it requires a wide -band scope (10 mc) readily available at 
the station. The noise may be specified in terms of rms when a 
wide -band (6 mc) VTVM is available, calibrated in rms of a 
sine wave. If desired, a 20-db conversion factor may be employed 
between the two methods of measurement. For example, if the 
p -p video to p -p noise measures 28 db, the p -p video to rms noise 
is 28 + 20 = 48 db. 

EIA standards call for a p -p video to rms noise minimum of 58 
db. Thus to meet this standard, the p -p video to p -p noise measure- 
ment should be at least 38 db. In any event, the measurement 
should indicate a signal -to -noise ratio of at least the minimum re- 
quired for the conditions outlined in Section 7 -1. The random 
noise content of the signal is usually a reliable indication of the 
path effectiveness. 

To measure both signal -to -noise and signal -to -hum ratios, a 
filter similar to that illustrated by Fig. 7 -14 should be constructed 
and used. The input circuit provides a termination for the receiver 
video output. The filter output should go directly to the scope 
vertical amplifier input without termination. 

A convenient method of hookup is shown in Fig. 7 -15. The 
reference video level fed from the microwave transmitter is 
measured by scope input No. 1. The filter output at No. 2 input is 
then available at the flick of a switch. This assumes a dual input 
(switchable) as available on the Tektronix 524 scope. The filter 
provides zero attenuation at 60 cps in the LO position, and zero 
attenuation above 100 kc in the HI position. No insertion loss is in- 
volved and the readings are direct. 
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A suggested method of signal -to -noise measurement is as 
follows: 

1. If sound diplexing is used, turn off the sound modulator and 
demodulator. 

2. Leaving any predistortion and restoration networks em- 
ployed in place, feed the 60 -cps test sine wave through the 
transmitter at the normal deviation (100eó modulation). 

INPUT 

LOOP -THRU 

CONNECTION 

I OUTPUT 
TO SCOPE 

IDO NOT 
ITERMI NATE) 

ZERO ATTENUATION 660 cps IN LO PASS POSITION 

ZERO ATTENUATION ABOVE 100KC IN HI PASS POSITION (BLOCKS HUM COMPLETELY) 

NOTE SWITCH SHOWN IN HI PASS POSITION 

(A) Filter circuit. 

OUT FOR VIDEO 
NOISE 

MEASUREMENTS 

18000 

IN 750 

I 

82°° OUT FOR VIDEO 
writ HUM 

MEASUREMENTS 

(B) Equivalent circuit for "HI" position. (C) Equivalent circuit for "LO" position. 

Fig. 7.14. Video filter for STL signal -to -noise m emerits. 

3. Set the receiver video output level to the station standard 
(normally 1 volt p -p). If the hookup of Fig. 7 -15 is used, the 
signal should be applied at the No. 1 scope input. Use 
vertical -rate sweep. 

4. Remove the test signal at the transmitter, and remove the 
coax line feeding the video input. Substitute a termination. 

5. At the receiving position, observe the No. 2 scope input with 
the filter in the HI -pass position. Increase the gain of the 
scope to maximum and read the p -p voltage of the random 
noise. The resulting voltage ratio is converted to db from a 
db table or by computing 20 log of the ratio. 

NOTE: Some engineers prefer to use the scope internal 60 -cps 
sweep with the Sweep Attenuator adjusted to collapse the trace 
to about a quarter -inch width. This will give a more readily 
measured noise indication at very low noise levels. 

The video signal -to -hum measurement is made exactly the same 
as the above except that the filter is placed in the LO -pass position 
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for the hum content trace. Hum content should be at least 40 db 
down, or at least that which is listed in the particular manufac- 
turer's specifications. Hum is minimized by reversing one power 
lead at a time, by adequate shielding, and by good power supply 
filtering and regulation. Most modern modulators and klystrons 
have DC filament voltage supplied for further suppression of hum. 
Check these supplies occasionally for ripple content. 

7 -4. DIPLEXED SOUND MEASUREMENTS 

It is imperative that the engineer be familiar with the practical 
use of the audio noise and distortion meter. If not, the reader 
should refer to the authors book, AM -FM Broadcast Maintenance, 
Sections 1 and 4. In this respect, this book can be considered a 
companion book to this one. The techniques are the same for 

Fig. 7 -15. Suggested method of using 
high -low Alter. 

VI DEO FROM 
MICROWAVE 

RECEIVER 

HI-LO 
FILTER 

regular FM broadcasts and aural TV transmitters. The only differ- 
ence is that FM broadcast employs ±75 -kc deviation for 100% 
modulation, as contrasted to ±25 -kc deviation in the aural TV 
transmitter. 

The microwave sound -diplexing equipment employs the same 
pre -emphasis /de- emphasis curve as the aural transmitter. This 
calls for a modification of techniques when the STL is involved, 
either in an overall measurement from the studio microphone 
input to the transmitter output or in measuring the STL alone. 

In this section we are concerned with measurements on the 
STL only. Overall measurements through the main aural trans- 
mitter are covered in Section 8. 

Frequency Response 
A suggested procedure for frequency- response measurements 

is as follows: 

1. Feed a 1 -kc tone to the modulator at the specified program in- 
put level. Adjust the modulator gain to 100% modulation (0 
VU on the meter) . 

2. At the receiver, adjust the sound -demodulator gain for ref- 
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erence output (0 VU). Calibrate the measuring equipment, 
and run response measurements at 50, 100, and 400 cps. The 
measuring equipment is connected across the proper termina- 
tion resistance (usually 600 ohms) required for the de- 
modulator output. 

3. Reduce the audio input to the modulator 20 db at 1 kc. This 
is the new input reference level. Increase the gain of the 
measuring equipment at the demodulator output by 20 db. 
Using the new reference, run response measurements at the 
necessary spot frequencies up to 15 kc. 

Since the overall measurement includes de- emphasis, the re- 
sponse curve should be relatively flat. In any event, the response 
must be adequate to meet FCC Proof -of- Performance runs on the 
overall system. 

Distortion Measurement 
1. With a 1 -kc tone applied to the modulator and the gain 

adjusted for 100% modulation, apply proper termination to 
the demodulator output and calibrate the noise -distortion 
meter connected across this termination. 

2. Make the distortion measurement at 1 kc. Then reduce the 
tone generator frequency to 50 cps and use the same gen- 
erator output level as for the 1 -kc tone. (The modulation 
meter will fall considerably due to the pre- emphasis curve.) 

3. At the receiver, adjust (if necessary) the gain to hold 0 VU 
output. Make the distortion measurement at this frequency. 
Repeat Steps 2 and 3 at all spot frequencies back up to 1 kc 
(hold demodulator output constant; hold signal generator 
output constant). 

4. At all frequencies above 1 kc, hold the modulator VU meter 
at 0 VU by reducing the output level of the signal generator 
at each new frequency. At each new frequency, the gain of 
the distortion meter will need to be increased to compensate 
for the de- emphasis curve. Do not touch the demodulator 
gain or modulator gain. Thus it is necessary to calibrate the 
noise -distortion meter at each new frequency. Make dis- 
tortion measurements at the required spot frequencies up to 
15 kc. 

Distortion is normally produced by the reactance tube and the 
tubes in the modulator used for audio amplification. In the de- 
modulator, it is caused by the audio amplifier tubes following the 
discriminator. This assumes that the STL transmitter and receiver 
circuits are properly tuned, and that the diplexing tuned circuits 
are centered. 
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Distortion is excessive when the overall measurements through 
the studio equipment to the transmitter output indicate non- 
compliance with FCC Proof -of- Performance specifications (cov- 
ered in Section 8), and a spot check of the STL only indicates 
sound diplexing to the limiting factor. 

When this occurs, it is best to remove the STL units completely 
for bench checkout by back -to -back hookup through an attenuat- 
ing coupler. If it is not considered wise to do this with the standby 
equipment during broadcast hours, the entire alignment can 
normally be completed in about four hours during any nonbroad- 
cast time. The manufacturer's instructions regarding adjustments 
affecting distortion should be studied ahead of time and the proper 
preliminary planning done to minimize down time. 

These adjustments normally include modulator and demodu- 
lator discriminator primary adjustments for minimum distortion, 
which also affects the discriminator secondary adjustment for 
balance (zero output at no modulation). When such adjustments 

Fig. 7 -16. Wideband CRO display of video 
signal with diplexed sound (vertical -rate 
time base). The amplitude of the sound 
subcarrier is normally adjusted to almost 

fill in the sync region. 

are mad -, a frequency standard set at the subcarrier frequency 
should available to ensure that the subcarrier traps hold ad- 
justment, or to provide a visual method of readjusting the fre- 
quency or traps. Due to the wide variance of circuitry, it is neces- 
sary to follow implicitly the manufacturer's instructions for the 
particular model of diplexing equipment involved. In general, 
the sound notch must be centered on the subcarrier frequency 
with a flat- bottomed width of around 300 kc (Fig. 7 -12). If the 
sweep is observed on a wide -band display (undetected), the flat- 
ness of the notch is more evident. 

Aural Signal -to -Noise Ratio 
1. Feed a 1 -kc tone to modulator at normal program level. Ad- 

just the modulator gain control for 100% (0 VU) modulation. 
2. Adjust demodulator gain for 0 VU output, with proper termi- 

nation applied and noise meter connected across this ter- 
mination. Calibrate the noise meter. 

3. Remove tone modulation and substitute a resistor equal to 
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the input impedance (normally 150 or 600 ohms). Measure 
the residual noise. 

The noise level of modern diplexing equipment should be be- 
tween -70 and -85 dbm when measured back -to -back on the 
bench. In service, this level depends on the effectiveness of the 
path. Note that to expect a signal -to -noise ratio in sound of 70 

db, it is necessary to obtain at least 25 -db signal -to -noise ratio 
in video on a p -p video to p -p noise basis. 

The RF level of the aural subcarrier added to the video should 
be sufficient to maintain an adequate signal -to -noise ratio, but not 
high enough to result in sound bars on the picture output. Fig. 
7 -16 illustrates the sound subcarrier level adjusted just below an 
amplitude that would completely fill in the sync region. In prac- 
tice, the subcarrier level is adjusted to approximately 20% of the 
p -p video level. 
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SECTION 8 

TRANSMITTER 
MAINTENANCE 

AND PROOF OF 
PERFORMANCE 

Details of transmitter circuits with which the operator is par- 
ticularly concerned are presented in this section. Engineers con- 
cerned with new station planning and details of transmitter loca- 
tion, field intensity surveys, etc., should obtain the current FCC 
Rules and Regulations. This information is obtainable from the 
Superintendent of Documents, Government Printing Office, Wash- 
ington 25, D. C., at prevailing prices, which must be obtained 
from that source before ordering. 

8 -1. FUNCTIONAL DESCRIPTION OF VIDEO STAGES 

The function of the visual exciter of a TV transmitter is to gen- 
erate the carrier wave at the assigned frequency, and to amplify 
the power to the designated power output. For the utmost in 
stability, a crystal -controlled oscillator is used. A typical arrange- 
ment for channels 2 through 6 consists of a crystal oscillator stage, 
followed by a tripler and two doublers, resulting in a frequency 
multiplication of 12 (3 x 2 x 2). For example, channel 6 has its 
video carrier frequency at 83.25 mc. Thus, the crystal frequency 
would be 6.93750 mc (83.25;12). The multipliers step up this oscil- 
lator voltage in both frequency and amplitude sufficient to drive 
the modulated stage. Thus the visual exciter consists of the con- 
ventional narrow -band RF circuits, which are tuned to the crystal 
frequency by adjusting the tank -circuit capacitors (or inductors 
when inductively tuned) for minimum plate current and maxi- 
mum grid current to the following stage. All necessary frequency 
multiplication takes place prior to the stage being amplitude - 
modulated by the video voltage. 

231 
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The incoming video from the studio is usually fed to a stabiliz- 
ing amplifier to minimize the effects of hum, noise, or sync com- 
pression. Incorporated in the stabilizing amplifier are circuits 
designed for control of the relative sync -to -video amplitude (sync 
stretcher) and, in some cases, linearity controls to precorrect the 
transfer characteristics of the transmitter amplifiers. The trans- 
mitter transfer characteristic is the ratio of the RF output voltage 
to video input voltage and is generally linear within 10 %. This is 
desired at the transmitter, since the gamma at the studio (signal 
sources) is adjusted to result in optimum picture quality as ob- 
served by the television audience; hence, the remaining portion 
of the overall system should be as linear (gamma = 1) as possible. 

The final video amplifier stage in the transmitter is the video 
modulator. The DC component is reinserted at the grid of this 
stage by clamper circuits and the modulators are then coupled by 
direct coupling to the RF stage being modulated to maintain this 
DC component. 

The RF circuits that follow the modulated stage are essentially 
linear RF amplifiers adjusted for maximum power output con- 
sistent with a fiat frequency-response throughout the upper side - 
band. Proper adjustment of these amplifiers results in partial 
cancellation of the lower sideband. If low -level modulation is used 
(which may be either grid or plate modulation) a sufficient num- 
ber of linear amplifiers are used to obtain the desired vestigial 
sideband response. This action is aided by inserting a notching 
filter adjusted to 1.25 megacycles below the video carrier fre- 
quency. For high -level modulation (which must be grid modula- 
tion), a vestigial sideband filter must be used. The standard 
transmission signal from this filter is then fed to either a bridge 
diplexer or notch diplexer, into the transmission line to the an- 
tenna system. 

In the visual exciter section of Fig. 8 -1, typical values are 
given for a transmitter working channel 6. The incoming video 
is shown with DC restoration taking place at the grids of the 
modulator tubes. The modulator stage of most commercial video 
transmitters is made flat to 5 me to insure freedom from phase dis- 
tortion. Observed in the illustration is the partial removal of the 
lower sideband at the output of the (in this example) final modu- 
lated stage. 

The operator must become acquainted with the correct interpre- 
tation of picture and waveform monitors, since limitations in both 
transmitter and monitoring devices are very prominent, due to 
the vestigial sideband characteristic of the output waveform. The 
details of interpretation are included later; while the physical 
arrangement and description of the electrical characteristics are 
given here. 
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Id 
Fig. 8 -1. Functional block diagram of a TV Channel 6 transmitter. 
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Two monitoring points with typical bandpass response are 
shown in Fig. 8-1. One is a diode demodulator at the output of 
the modulated final amplifier, and the other is a vestigial sideband 
demodulator at the output of the vestigial sideband filter. The 
typical output response of the ordinary diode demodulator is re- 
duced to approximately 50% at 4 mc with a gradual roll -off from 
about 2.75 mc to 5 mc. The display observed on a picture monitor 
driven from this source will inherently lack sparkle or detail, 
due to high- frequency roll -off, and should be so interpreted by 
the operator. This diode curve is due to the partial cancellation of 
the lower sideband in the final amplifier, since the resultant 
addition of the upper and lower sidebands in the detector produces 
the typical curve shown. 

Because of this characteristic, the ordinary diode detector 
cannot be used (for picture monitoring) at any point after the 
vestigial sideband filter, or, in low -level modulation, at any point 
past the first modulated stage, since the sharp attenuation of the 
lower sideband results in a worthless diode response curve for 
observing picture detail. Therefore, the vestigial sideband monitor 
shown connected at the output of the filter is a special insensitive- 
type receiver circuit for picture monitoring having the typical 
response shown in the illustration. This provides a longer flat -top 
response, while the sharp cutoff at the high end enables observa- 
tion of any ringing effects in the picture. For waveform monitor- 
ing, the output of this demodulator is fed to a keyer circuit, then 
to an oscilloscope. The purpose of this keyer circuit (also termed 
vibrator or chopper) is to intermittently short -circuit the output 
of the detector, providing an additional line on the scope screen 
representative of zero output. Keep in mind the two components 
of the standard composite signal, namely, the DC and AC signal 
axis. The DC axis must be constant; the AC video signal axis is 
variable, depending on light or shade in the original sense. 
Periodic shorting of the demodulator produces a zero reference 
level representing no signal. The basic equivalent circuit of such 
waveform monitoring is shown in Fig. 8 -2, illustrating applica- 
tion to measuring modulation characteristics. If an all -black 
video signal is fed into the transmitter with a sync pulse height 
S1 above pedestal level, the resultant scope pattern from such an 
arrangement is shown in 2. The ratio of the amplitudes S1 to El is 
an expression of the modulation capability of the transmitter for 
an all -black signal, with respect to the sync pulses. If the trans- 
mitter is left adjusted as before and an all -white signal is fed to 
the transmitter input, the scope pattern appears as in 3. The ratio 
of the amplitudes of E3 to E2 is an expression of transmitter 
modulation capability for an all -white signal with respect to the 
sync pulses. For a properly adjusted transmitter, these ratios 
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should be practically equal. In other words, the variations of 
blanking and sync levels with changes in picture brightness from 
black to white must be held to an absolute minimum. The FCC 
standards limit this variation to within 10% of the amplitude of 
an all -black picture. When functioning properly, modern trans- 
mitters hold well within 5% in going from black to white. 

The percent of variations under such conditions may be de- 
termined as follows: 

Blanking level variations = (E2 - S2) - (El - Si) x 100% El -S1 
- 

Sync level variations = E2ElEl x 100% 

VIDEO 
SOURCE H T RIJO 

E T. 
SYNC 

SIDEBAND 
EILTEP 

SCOPE 

LINEAR 
DETECTOR 

ALL BLACK 
SIGNA L 

APPLIE 0 

SCOPE SCOPE 

Fig. 8 -2. Measuring modulation characteristics. 
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The preceding arrangement also enables the operator to set the 
maximum white level of the video signal to 121/2% ( ±212 %) of 
the peak sync amplitude. 

In actual practice the operator will find the picture and wave- 
form monitors incorporating input selector switches so that 
monitoring is accomplished at points other than those shown in 
Fig. 8 -1. Usually the switches provide for insertion of the monitors 
at the stabilizing amplifier output and modulator output. This 
permits observation of the signal at a sufficient number of points 
to aid in determining stages where trouble may occur. Some sta- 
tions utilize an ordinary receiver monitor as an overall check, in 
which case precautions must be taken not to overload the receiver 
circuits from the high signal strength prevailing at the transmitter 
location. 
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At the present time, video transmitters have not reached the 
stage of development where overall frequency response is equal 
to that of studio equipment. Since distortion is additive, studio 
equipment must be operated with as wide a band as it is possible 
to obtain with the equipment used. 

The vestigial sideband characteristic in itself is a source of 
picture distortion which, in any present type of demodulation 
system, produces slight leading whites and trailing smears upon 
transition from white to black regions of the picture. Such defects 
may be made very slight, however, in comparison to the ad- 
vantage realized in gaining maximum use of the available fre- 
quency spectrum. The inherent distortion of vistigial sideband 
transmission can be minimized by predistortion of phase and 
amplitude characteristics in portions of the transmitter circuits or 
in the stabilizing amplifier. Where transmitters are concerned 
with color signals, the transmitter and average receiver charac- 
teristics are equalized, as described under Measurements. 

The overall response up to the video modulator stage in the 
transmitter is essentially flat to 4.2 mc. From this point on, the 
response is a compromise in economic design of circuits and the 
inherent nature of the standard transmission signal. The final 
clamping point for DC reinsertion is ordinarily found at the grid 
of the modulator stage. This necessitates some form of direct 
coupling between modulator plate and modulated grid in order 
to maintain the DC component. The reader may wonder why the 
clamping action is not inserted at the grid of the modulated stage 
rather than the modulator grid, which requires direct coupling to 
maintain the direct current. This is the first point of compromise 
in design. The clamper keying pulses must have a greater peak -to- 
peak value than that of the actual clamping pulses and the video 
voltage applied to the clamped grid. If this were not the case, 
one of the clamper diodes might be brought into conduction dur- 
ing the video voltage signal, rather than the blanking interval. 
Any advantage that might be gained by clamping the grid of the 
modulated stage would be offset by the larger power -handling 
modulator stages required, which would increase initial cost be- 
yond any possible advantage to warrant it. If the grid of the RF 
modulated stage were AC- coupled, approximately 60% greater 
signal amplitude (peak -to -peak would exist at that point than 
in the case of a DC- coupled arrangement. 

To meet the standard transmission characteristics of negative 
modulation, an increase in light content of the signal must cause 
a decrease in the amplitude of the carrier wave. This requires 
that the grid -modulated radio -frequency stage receive a black 
positive video signal as indicated in 1 of Fig. 8 -3. As the signal 
swings in the black (positive) direction, grid bias is decreased and 
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plate current is increased, resulting in a greater amplitude of 
signal carrier envelope. As the video swings in the negative 
(white) direction, grid bias is increased, decreasing the plate cur- 
rent; and less amplitude of RF carrier envelope results. Thus the 
signal input to the modulator grids must always be black negative, 
as shown. In 2 of Fig. 8 -3 is illustrated a typical transfer charac- 
teristic of the modulator stage. As the signal swings in the positive 
(white) direction, grid bias is reduced and modulator plate cur- 
rent increases. Increasing the plate current causes a greater 
voltage drop across the modulator load, reducing the voltage at 
the coupled point. This results in the familiar phase reversal of 
180° between plate voltage and grid voltage swings. As the grid 
voltage is increased in the positive direction, the plate voltage 
coupled to the modulated grids goes in the negative direction. 
Also notice that there is a change in DC restoration potential ac- 
complished by the clamper or restorer stage, so that pedestal and 
sync levels result at the same modulator plate current point in 
either all -black or all -white signal conditions. 

The transfer characteristic of the modulated RF stage is also 
illustrated in Fig. 8 -3. A grid -modulated stage is operated in 
Class -B as are any following linear amplifiers, being biased close 
to the cutoff point with no excitation. For negative modulation, 
when no signal is received, the radio -frequency excitation from 
the driver stage is sufficient to drive the plate current to its maxi- 
mum value. For an all -white picture signal, the bias on the grids 
is maximum and plate current is reduced, except during the 
blanking and sync intervals, to a point at least 15% of maximum 
level and no more than 10 %. For an all -black video signal, such 
as the application of pedestal and sync only, the bias on the grids 
is at minimum, resulting in maximum amplitude of carrier 
envelope. 

In practice the quiescent grid bias is adjusted so that video 
excursion about that point maintains the output waveform over 
the linear portion of the grid -plate transfer characteristic curve. 
Excessive bias will push the operation down around the lower 
knee of the curve and result in compression of the signal repre- 
senting white in the picture information. Insufficient bias will not 
allow full advantage of the linear portion of the curve without 
sync compression, since the resulting operation along the upper 
part of the curve will cause the sync region to fall on the bend of 
the curve unless the amplitude of the applied video is held to an 
unreasonably low level. 

From the foregoing analysis of the video modulator action, the 
importance of proper clamping function may be observed. This 
DC restoration action at the modulator grids is fundamentally 
illustrated in 2 of Fig. 8 -3. Fig. 8 -4 illustrates the clamper action. 
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Fig. 84. Video modulation fundamentals. 
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The average AC axis for a symmetrical waveshape is as shown at 
points 1 and 2 in this figure, where an equal area of wave occurs 
above and below the zero axis. At point 3 is a video signal equiva- 
lent to an all -white signal. It is necessary for the clamper or DC 
restorer circuit to shift the AC axis in the positive direction to 
hold the pedestal and sync levels at the predetermined reference 
point. Compare this to 2 of Fig. 8 -3. An all -black video signal is 
shown at point 4 in Fig. 8 -4. Notice that the AC axis must be 
shifted in the negative direction to hold the peaks at the previously 
mentioned reference level. In this case the quiescent bias of the 
modulator grids is shifted in the negative direction. This shifting 
of the AC axis so that the reference level always occurs at the 
same point on the grid -voltage, plate- current transfer curve, re- 
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Fig. B-4. Basic clampar oparafion. 
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gardless of waveshape, is equivalent to restoring the DC signal 
component. As shown at point 5 in Fig. 8-4, a video signal con- 
sisting of an exact balance between black and white would have 
its AC axis very nearly equal to that of a symmetrical waveshape. 
The slight difference occurs due to the setup of the video maxi- 
mum black to pedestal level, and the existence of the sync peak 
level. (To eliminate any possible confusion it would be helpful at 
this point for the reader to review Section 2, where amplitude 
calibration and maintenance of levels are discussed.) In Fig. 8 -5 is 
a representation of a CRO display set to indicate depth of carrier 
modulation with the chopper establishing the zero carrier line. 
Note that the actual video -to -sync ratio transmitted is identical 
to that received from the studio. The 25% sync refers only to 25% 
of the carrier power, not to the percentage of the transmitted 
composite signal. 

In the process of amplitude modulation by the grid -bias method, 
a small amount of incidental phase modulation may be introduced. 
Extra precautions are taken in the initial design of transmitters 
to minimize this effect, and the operator must also observe precise 
relationships of adjustment to maintain operation within the 
allowable phase modulation in the picture signal. The net effect of 
incidental phase modulation is greater in the vestigial sideband 
type of carrier than would be the case in double sideband. This is 
so because in a double sideband amplitude- detector the extra set 
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of sidebands produced cancel out, whereas they add directly to 
the AM sideband in a single sideband detector. Observation of 
the vestigial sideband characteristic reveals that lower video fre- 
quencies up to 750 kc (0.75 mc) are actually transmitted double - 
sideband, whereas higher video frequencies from 0.75 mc to the 
upper limit are transmitted vestigially. This is one of the limita- 
tions on video frequency characteristics which are fixed by trans- 
mission standards, and it has a direct bearing on the amount of 
allowable incidental phase modulation in the transmitted signal. 

ZERO 

CARRIER 

BLACK r 
TIP OF SYNC - - - 

1 
87 5% 

100% 

251 U___ i 

WHITE TIP 

71.4% 

i * - BLACK 
MO IL 

SYNC TIP 

Fig. 8 -5. Representation of a GRO display set to indicate 
depth of carrier modulation. Actual video -to -sync ratio trans - 

mined is same as received, unless compression occurs. 

The most important point for the operator to understand is how 
to determine in a practical manner this allowable amount. An 
intercarrier -type receiver in good working order provides a most 
reliable basis for judgment. In this receiver an intermediate fre- 
quency of 4.5 mc is obtained as a beat between video and audio 
carriers. If the visual carrier contains incidental phase modulation 
from the picture signal, buzz and noise will result from picture 
modulation in the sound portion of the receiver. This test must 
assume that other factors that would also produce noise in an 
intercarrier receiver, such as overmodulation in the white direc- 
tion, are not present. In general, it may be understood that picture 
distortion caused by phase modulation will be negligible if sound 
distortion in an intercarrier -type receiver is also negligible from 
this effect. 

Picture -phase modulation might be caused by any condition re- 
sulting in an undue amount of RF feedback, such as would occur 
in stages that are improperly neutralized. 

Video currents flowing in the grid, screen, and plate circuits of 
amplifiers will produce a corresponding voltage drop across the 
internal impedance of the associated power supplies. This drop 
obviously affects the DC potential applied to the electrodes and 
will result in picture distortion. Thus power supplies for video 
circuits are designed with extremely low internal impedances, 
and it is found that many tubes are paralleled in regulator circuits 
not only to take advantage of their current -handling capabilities 
but also to decrease this impedance value to an absolute minimum. 
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The screen voltages of RF stages are also usually regulated by 
electronic means. 

8 -2. VISUAL TRANSMITTER POWER OUTPUT 

The video transmitter is never required to develop an average 
power output greater than the average of the combined pedestal 
and sync levels. The rating of a video transmitter is given in peak 
power capability, and the measurement of this output power 
must be determined under these conditions. Thus, in practice the 
average power of a standard black signal is found, and the peak 
value is computed from this measurement. 

A dummy load and RF wattmeter consist of a resistor element 
for terminating the transmission line in its characteristic im- 
pedance and a current -indicating meter for measuring the amount 
of power dissipated. The power dissipating section (dummy load) 
consists of a resistor unit immersed in a liquid which is cooled 
by air in the low -power units, by tap water in the medium -power 
units, and by forced water in high -power units. In order to pre- 
vent excessive use of tap water during the time the RF power is 
at a low level, a water saver is used in most instances. This con- 
sists of a thermostatically controlled solenoid valve which allows 
the water to flow only when needed. 

The power- measuring section consists of a short length of trans- 
mission line (Thruline), a meter, and a wattmeter element. A 
socket is provided on the side of the transmission -line coupling 
section to accommodate a calibrated wattmeter element which, 
when coupled to the transmission line, develops a DC current ap- 
proximately proportional to the forward -wave voltage across the 
load resistor. This current is supplied to a remote meter calibrated 
to indicate directly the power dissipated in the load. 

The wattmeter element is a reflectometer which consists of a 
coupling loop, a crystal detector and a filter network. The watt- 
meter element may be rotated 180° in the transmission -line hous- 
ing. This permits it to indicate the incident power to the load or 
the reflected power from the load. 

The transmitter is operated into this load for about fifteen 
minutes to obtain equilibrium of temperature. This is the average 
power output with the transmitter modulated by a standard black 
signal. This means that the modulation consists only of pedestal 
and sync voltages, with pedestal level carefully adjusted to 75% of 
the peak output. To obtain the peak power output, the above - 
measured average power level is multiplied by the factor 1.68. 
This measurement is made at the output of the vestigial sideband 
filter whenever used. In low -level modulated transmitters, the 
measurement is made at the output of the final linear amplifier. 
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The reader should understand how this multiplying factor of 
1.68 is obtained, since the visual transmitter power must be 
specified in peak value. Fig. 8 -6 is presented here to aid in this 
understanding. A standard black signal is a transmission of sync 
pulses with the blanking (pedestal) voltage carefully adjusted to 
75% of peak sync value. In this standard signal the sync pulse 
occupies 8% of the line interval, or 0.08H. The pedestal level then 
occupies the remaining line interval of 92 %, or 0.92H. The entire 
line interval (100% or 1H) is from the leading edge of one H sync 
pulse to the leading edge of the next H sync pulse. These relation- 
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Sync. 100% (1= X 100 = 1001 100 X 0.08H = 8' a% 

Pedestal 75% (.751' X 100 = 56(q. 56 X 0.92H = 51.5; +51.5% 

59.5% 

Since: Ratio of Average Power Peak Power >t 59tñ% or 0.595 
Then: Ratio of Peak Power Average Power =1/0.595 = 1.68 
Therefore the multiplying factor to obtain peak power output from average power output of a 

standard black video signal is 1.68. 

Fig. 8-6. Relationship between peak power and average power. 

ships are shown in the diagram. The derivation of average to 
peak power ratio is also shown, as well as the conversion of this 
relationship to peak to average power. Remember that average 
power is related to I'-, or E2/R, where current and voltage in rms 
values are those measured through or across a known resistance. 
The relative peak power is then dependent on the nature or shape 
of the power curve. 

Following the data given with the drawing, note that the peak 
sync pulse is the level at which 100% modulation of the carrier 
wave occurs, and therefore the corresponding power level in per- 
cent of peak power level is the same, or 100 %. The duration of this 
power level in terms of the line interval (H) is 0.08H, or 8 %. The 
pedestal level is that level which produces 75% amplitude modula- 
tion of the carrier wave. Since the corresponding power level for 
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any given value of resistance depends on the square of the current 
or voltage, the average power level in this case is 56 %, as shown. 
Since this power level occurs over 92% of the line interval 
(0.92H), the pedestal power interval is 51.5 %. The total of the 
time intervals of the respective powers (8 %) plus (51.5 %) is then 
the ratio of the average to peak powers. Therefore, to find the 
ratio of the peak to average powers, the reciprocal of the above 
is used. 

It may also be computed that the ratio of the rms voltage or 
current of the carrier wave during H sync interval to the rms volt- 
age or current of the carrier wave during the entire H time is 
equal to 1.295. The square of this factor is (1.295)2 = 1.68. 

To meet the requirements of the FCC Rules & Regulations, all 
installations must include some indicating device that shows 
peak power output of the video transmitter during the operating 
schedule. This meter is initially calibrated by transmitting a 
known power as determined, for example, by the previously de- 
scribed method. The indicator must then be checked at periodic 
intervals by rerunning the dummy -load power computation and 
comparing the peak indicator -meter reading with the computed 
power output. 
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Fig. 8 -7. Directional coupling principle. 

o 

The peak power indicator usually takes the form of a reflectom- 
eter. This is a combination of a directional coupling device and 
a peak- reading diode detector circuit. This indicator provides a 
constant check on power output as well as showing condition of 
transmission line and antenna system as they affect standing 
waves on the line. 

A directional coupler is shown in Fig. 8 -7. The loop may have 
both magnetic and capacitive coupling to the transmission line. 
The capacitive coupling is small, with a large reactance at the 
carrier frequency. Therefore, the current that flows through the 
resistor is in quadrature (90') with the line current. The loop and 
resistor voltage drops are in series. For a wave traveling in one 
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direction, the voltage across the transmission line and the current 
in the line are in phase at a magnitude set by the characteristic 
impedance of the 1»e. Since both the coupled voltage and the re- 
sistor voltage are in quadrature with line current, the loop voltage 
is in phase with the resistor voltage, and the addition represents 
the directional -coupler output voltage. 

In the event of a standing wave (wave on transmission line from 
opposite direction), the loop- induced voltage is out of phase with 
the resistor voltage drop. Now, if the loop is adjusted so that these 
voltage drops are made equal, the coupler output voltage will be 
zero. In this way the directional coupler can distinguish between 
waves of opposite directional flow. It can be calibrated to measure 
power output, or, by comparing voltages of opposite current flow, 
it can measure load mismatch or voltage standing -wave ratio. 

It is necessary to calibrate, then ensure maintenance of correct 
calibration of the reflectometer in terms of peak power output. 
This is calibrated against the dummy load and RF wattmeter 
measurement described before. 

8 -3. GENERAL TUNING PROCEDURES 

The tuning of television transmitters is not unduly complex, 
but the procedures are necessarily more involved and interdepen- 
dent than is the case of the conventional audio transmitter. It is 
necessary for the AM operator to gear his thinking to the require- 
ments of circuit function in relation to the nature of the standard 
television signal. 

For the basic adjustment of a grid -modulated RF stage, 3 of 
Fig. 8 -3 should be observed during the following discussion. This 
stage operates essentially as a Class -B amplifier with the fixed 
bias such that the tubes are operated near plate- current cutoff. 
The general procedure is as follows: 

1. The modulated RF amplifier grid -bias is adjusted without RF 
drive or video signal to a point allowing only a small plate 
current to flow; in other words, it is adjusted to very near 
the cutoff value. This fixes the lowest point of operation 
along the most linear portion of the transfer curve, shown as 
minimum plate current in 3 of Fig. 8 -3. This is the quiescent 
or static bias of the stage and varies with the tube and circuit 
conditions of the particular transmitter. Normal plate volt- 
age and loading must be used on the stage during this adjust- 
ment. 

2. The RF drive (no video) is increased sufficiently to drive the 
plate current to the upper knee of the transfer curve. Note 
that the indicated minimum and maximum values are the 
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operating values of plate current. In practice, the maximum 
operating value is approximately one -half the maximum 
rated plate current of the particular tubes used in the modu- 
lated RF stage. In general, therefore, the RF drive is in- 
creased to a value about one -half that required to drive the 
tubes to the maximum rated plate current. 

3. A maximum white video signal of approximately 30% sync 
and 70% video is applied to the modulators. The video gain is 
advanced until the modulation envelope shows white modu- 
lation between 15% and 10 %. The monitoring device may be 
either a diode pickup and a scope with chopper reference 
line or a special RF waveform -analyzer using a calibrated 
screen. It is noted from 3 of Fig. 8 -3 that application of a 
white signal produces negative modulation from the con- 
dition of the maximum carrier amplitude under no- signal 
conditions. This is to say that with proper RF drive applied 
and no video signal the peak output of the transmitter pre- 
vails. Also notice from Fig. 8 -3 that when video is applied the 
adjustment is such that the sync peaks of the applied video 
signal fall at the quiescent bias (minimum operating plate - 
current) of the tube. Now considering sync tips only, the 
carrier amplitude is the same as with RF drive only, with 
no signal, or maximum value. At the blanking (pedestal) 
level, the bias is increased, and plate current decreases by 
that amount. The large negative swing of the picture voltage 
then increases the bias still further, and the carrier amplitude 
accordingly decreases to the minimum plate- current value. 
The same reasoning is applied to the all -black signal (or 
sync and blanking levels only), and the plate current (hence 
carrier amplitude) is reduced to the pedestal level over the 
92% of the line interval. The sync tips represent 100% 
modulation, the blanking level 75% modulation, and the 
maximum white level is 10 to 15% modulation (12.5% 
nominal). 

The preceding has considered adjustment of the modulated 
stage, and it has been assumed that the exciter supplying the drive 
to this stage has been properly tuned by conventional methods. 
The remaining tuning procedures concern the output circuit of 
the modulated stage and any following linear RF amplifiers where 
this method is used. If the preceding modulation adjustment is 
carried out before adjustment of following linear amplifiers, the 
monitor pickup used must be from the modulated stage. 

The TV operator is concerned with circuits in which both plate 
and grid circuits are tuned, commonly referred to as double - 
tuned circuits in an overcoupled condition to achieve adequate 
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power output with satisfactory bandwidth. Since tuning pro- 
cedures of such circuits are unconventional, a brief review from 
fundamental theory is in order. 

Fig. 8 -8 illustrates a double -tuned circuit arrangement and 
response curves corresponding to several factors or conditions. 
When the coefficient of coupling is small, the secondary response is 
small for a constant -current AC in the primary, and it has the 
typical shape of a single -peak resonance curve. As the coupling is 
increased, the secondary response rises in amplitude and broadens 
in response. If this process is continued until the resistance that 
the secondary couples back into the primary is just equal to the 
primary resistance at resonance, the point of critical coupling 
is reached. At this point the secondary response attains its maxi- 
mum possible amplitude. The shape factor (S) of this curve is 
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Q1- EFFECTIVE LOADED 
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CURVE 2- 5>1 
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CURVE 3- S . >1 
(K Q -2 s >1) 
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Fig. 8.8. Variable factors of double -tuned circuits. 

still less than I, even with high -Q circuits, as indicated in the 
diagram in Fig. 8 -8. The primary or secondary Q is the ratio of 
the energy stored in that circuit to the energy dissipated per 
cycle (X ,.R). The transmitter operator tunes the primary and 
secondary for maximum secondary response, indicating reso- 
nance and optimum loading condition simultaneously. 

From this point on, conditions differ from conventional AM 
circuit action. When the coupling is tightened beyond the critical 
value, the secondary response begins to show double humps. When 
this occurs, the shape factor becomes greater than 1, even with 
low -Q circuits. For a given circuit, the peaks of the humps be- 
come greater in amplitude and farther apart as the coupling is 
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increased. Thus, the peaks may become quite pronounced with a 
decided valley between them, as shown by curve 3 in Fig. 8 -8. 

This is typical of a tightly overcoupled circuit with high circuit 
Q and a resulting shape factor much greater than 1. 

In order to obtain the more desirable response curve shown 
by 2 in Fig. 8 -8, we may examine the possibilities afforded the 
operator. The shape factor depends on the coupling and circuit Q. 
The Q in itself will depend on loading of the circuit. The operator 
has no control over the "designed Q." Therefore he has only two 
variables: (1) coupling and (2) loading. 

In practice, circuit constants have been designed so that the 
shape of the response curve will be correct when the circuit is ad- 
justed for optimum bandpass characteristics. For a given value of 
coupling in a given overcoupled circuit, increasing the secondary 
load (by decreasing the effective value of R2 in Fig. 8 -8) will de- 
crease the amplitude of the humps and at the same time provide 
a more flat -topped response as shown by curve 2 in Fig. 8 -8. 
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Fig. 8 -9. One method of obtaining the Fig. 8.10. Resultant frequency response 

required video bandpass while maintain- curve of an over -coupled double -tuned 
ing the proper attenuation of the lower circuit when the primary and secondary 

sideband. are tuned to different frequencies. 

The primary and secondary of such a circuit must both be tuned 
on resonance. This resonant frequency need not be the actual 
carrier frequency; indeed, this practice is seldom used in video 
transmitters. The reason is that the tuned RF circuits are adjusted 
so that the lower sidebands of the video passband is attenuated 
by the required amount. Thus the carrier frequency is actually 
lower than the resonant frequency by about 1.5 mc, as illustrated 
in Fig. 8 -9. This is accomplished by adjusting the resonant fre- 
quency of the tuned circuits of the modulated stage and RF linear 
amplifier to a value higher than the carrier frequency. 

Since the primary and secondary of the double- tuned, over - 
coupled circuit must be tuned to resonance, the operator cannot 
follow the conventional practice of tuning for maximum power 
output as in AM circuits or broad -band single -tuned circuits. 
What actually happens when this is attempted is that the primary 
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and secondary are tuned to different frequencies in order to find 
a load impedance favorable to maximum power output. The 
result is shown in Fig. 8 -10. When the primary and secondary are 
tuned to the same frequency, resulting in a symmetrical bandpass 
characteristic, the input impedance at the center of the band 
(which determines the maximum power the tube can develop) is 
at a minimum value. 

Therefore, if he is tuning strictly by the meter method without 
the aid of an oscilloscope, the operator performs adjustments with 
the above characteristic in mind of obtaining minimum load im- 
pedance for a given value of coupling. When minimum load im- 
pedance on the driver is obtained, a minimum peak in grid current 
of the driven stage will occur upon rocking the primary capacitor 
back and forth through resonance. Upon initial adjustment the 
plate voltage is lowered on the driven stage, and the primary tun- 
ing adjustment is rocked through resonance as indicated by the 
grid current meter in the driven stage. If this stage uses a tetrode 
tube, more accurate indication may be observed by watching 
the screen -current meter for the peak screen current. When pri- 
mary resonance is found by this procedure, the secondary is ad- 
justed so that a minimum peak in grid or screen current occurs as 
the primary is varied back and forth through resonance. This 
ensures that both primary and secondary are tuned to the same 
frequency. 

In stages using variable coupling, it may occur that the driver 
load- impedance from the foregoing procedure is too low. This will 
be revealed by excessive plate current compared to the effective 
power output, indicating high internal anode power dissipation. 
Under these conditions the bandwidth is usually greater than re- 
quired. The situation is remedied by using reduced coupling and 
repeating the above procedure. This increases the load impedance, 
decreasing the tube loading condition and hence reducing the 
plate current for a given power output. 

It should be noted here that, under some conditions, increased 
driving power may result from reducing rather than increasing 
the coupling, as is necessary in conventional AM transmitters. 
This is a characteristic of double- tuned, overcoupled RF trans- 
formers. It should also be borne in mind that when a single -tuned 
broadband circuit is used between stages, the circuit is tuned in 
the conventional way for maximum grid current in the driven 
stage. 

Coupling adjustments on ordinary link -coupled circuits are ob- 
vious; moving the links farther apart decreases the coupling, and 
vice versa. Adjustment of circuits using resonant lines is not so 
obvious, however. In general, it should be understood that 
moving the connection on the resonant line toward the open end 
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results in increased loading. For example, consider the common 
case of a driver stage that is coupled to the following stage operat- 
ing grounded -grid by tapping onto the cathode resonant line. The 
driver stage would be loaded more heavily by adjusting the point 
of cathode connection toward the open end of the line, and the 
loading would be decreased by moving this connection toward 
the cathode terminal of the driven amplifier. In the instance of 
loading a final stage to the transmission line, the final amplifier is 
loaded more heavily by moving the transmission -line connections 
toward the open end of the final plate resonant -line output circuit. 

For a properly tuned overcoupled circuit, bandwidth (separa- 
tion between humps in the response curve) is determined pri- 
marily by the degree of coupling, whereas flatness across the top 
of the response curve is affected mostly by loading. 

After the circuit has been properly tuned, the entire resonant 
frequency may be shifted the required amount above the carrier 
frequency by using a sweep generator, markers, and a scope. 

8 -4. TYPICAL TRANSMITTER OPERATIONS 

Transmitter operations may be roughly divided as follows: pre - 
sign on; regular operating day of program transmission; shut- 
down period after sign off; and preventive maintenance, which 
also takes place after sign -off. 

The sign -on man generally arrives at the transmitter an hour 
or so before the first test pattern signal is to be put on the air. 
In systems using water -cooled tubes in the high -level stages, the 
water pumps are usually started before any other operation. In 
air -cooled systems, the blowers are ordinarily actuated upon 
application of filament voltages. Any adjustable autotransformer 
must be set on the tap giving the proper primary voltage indica- 
tion for the particular installation. 

Modern transmitter circuits employ an orderly control- circuit 
system for two purposes: (1) to prevent improper transmitter 
functioning as to overloaded circuits or inadequate time -delays 
for application of high voltages, and (2) to protect the operating 
personnel from contacting high -voltage terminals. The former 
function also serves to prevent certain applications of potentials 
to elements not receiving a normal flow of cooling medium, such as 
water or forced air. The operator must be thoroughly familiar 
with the functioning and operating sequence of control at any 
particular installation. 

A typical sequence of operation is as follows. The Start button 
is pressed, which applies filament voltages to the tubes and starts 
a number of other relay circuits to functioning. Blower motors 
are started, and, until the air stream is of sufficient strength to 
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actuate mercury switches on the air vanes, full filament voltage 
is not applied. At the same instant, time -delay relay motors are 
started. These do not close the high -voltage circuits until a speci- 
fied time has elapsed, such as 30 seconds or one minute. Some 
transmitters employ switches that automatically apply high 
voltages upon timing -out of the delay relay. When the transmitter 
is first placed on the air, however, these switches are normally 
set to the manual position so that other adjustments may be made 
or checked before this occurs. Filament voltages should be 
checked (as indicated by their respective meters) and any adjust- 
ments necessary to bring the potentials to normal value should 
be made. Door interlock switches also prevent application of high 
voltage if any door is open in a cubicle containing high voltage. 
An open door also usually actuates grounding switches that short 
the high -voltage supplies to ground so that large capacitors cannot 
discharge to ground through an operator's body. 

After all filament meters have been checked and normal opera- 
tion is obtained, the low voltages are usually applied to the video 
amplifier stages and RF exciter stages. This permits checking 
their operation before application of high voltages to the final 
stage or series of high -level linear amplifiers. Any necessary 
adjustments such as touch -up of tuning controls are made, and 
the grid current of any high -level stage is observed to ascertain 
normal driving power to that stage before application of the final 
high voltage. Fig. 8 -11 illustrates the aural and visual panel con- 
trols and meters for the RCA TT-50AH transmitter, as installed 
at WISH -TV. 

When the operator is assured that the transmitter is functioning 
properly into the antenna system, he generally removes the high 
voltage and places the dummy load on the final in lieu of the an- 
tenna (Fig. 8 -12). He is then in a position to check performance 
with test signals from either equipment at the transmitter or from 
the studio line. These tests include test -pattern signals, checking 
of waveform from the studio and after passing through the trans- 
mitter, adjustment of video and audio levels, etc. 

Due to the nature of the FM aural transmission, some operators 
are at first confused on obtaining proper interpretation of the 
aural modulation monitor -meter readings. Recall that pre - 
emphasis of the audio spectrum in accordance with FCC stand- 
ards is used at the input of the aural transmitter. The monitor 
circuit which provides audio voltage to drive the sound- monitor- 
ing amplifiers then includes a de- emphasis circuit to restore the 
audio amplitude- frequency curve to its normal value. It must be 
remembered, however, that some modulation meters show per- 
cent of modulation in terms of this pre- emphasis curve, which 
means that about 17 db less audio is required at 15,000 -cps pure 

www.americanradiohistory.com

www.americanradiohistory.com


TRANSMITTER MAINTENANCE AND PROOF OF PERFORMANCE 251 

tone to modulate the transmitter 100% than at any pure tone 
below approximately 400 cps. This action in terms of average pro- 
gram material should be taken into consideration by the operator. 
A program that has a number of highs in the signal content should 
modulate the transmitter 100%. However, film or recordings often 
contain sound which is definitely lacking in highs, and 100% 
modulation will cause noticeable distortion in lows, due to the 
overloaded condition in the audio amplifiers of the station and 
especially in the receiver circuits following de- emphasis. Voice 
transmission should seldom exceed 30 to 40% modulation. The 
studio operator may be peaking his meter close to the 100% indi- 

Fig. 8 -11. Transmitter and control console at WISH -TV. 

cation, but the transmitter modulation- indication cannot be ex- 
pected to follow the studio meter under all varying program con- 
ditions. 

While the transmitter is on the air, a competent operator will be 
continually alert to picture quality, waveform level, amount of 
setup and proper sync -to- blanking ratio, meter readings, tempera- 
tures, and even to his sense of smell. As he observes the meters 
and makes adjustments on the line -voltage autotransformer, he 
should be sensitive to the characteristic operating odors of resis- 
tors. relay solenoids, capacitors and transformers. This practice 
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often indicates the general location of impending trouble, even if 
visual observation is impossible because of the location of the 
component. (Meeting emergencies is more fully discussed in Sec- 
tion 8 -5.) Meter readings must be recorded on the transmitter log 
at 30- minute intervals, or as required by current FCC Rules. 

After sign -off the high voltage is removed and the rear doors 
are opened for visual observation of all components. The operator 
should, at this time, become thoroughly familiar with the feel 

of filament, grid and anode connections of high -level stages, im- 
portant capacitors, and other components where temperature indi- 

Courtesy WISH -TV 

Fig. 8 -12. Dummy load (foreground) and iated station equipment. 

cation as revealed by this feeling process is important in case of 
trouble or impending failure. He should always ascertain that in- 
terlock switches and high -voltage shorting relays are properly 
functioning before he touches any component. 

After shutting off the low- voltage and filament potentials, 
blower motors or water -cooling systems sometimes continue to 
operate by keep -alive relays for a specified time (generally 4 to 
7 minutes) to cool the high -level tubes. This is the end of the oper- 
ating day and should be the start of any preventive maintenance 
schedules. 
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8 -5. EMERGENCY PROCEDURES 

The variety of corrective measures that might be called for in 
getting a transmitter back on the air or in clearing defective pic- 
tures is so great that a natural limitation is immediately placed 
upon the thoroughness of presentation in this section. The treat- 
ment is therefore very general in nature. 

The most important phase of meeting emergencies is in training 
the entire staff to be mentally prepared for corrective procedures. 
Due to the complexity and unusual expense, complete standby 
transmitters for emergency use are a rarity in TV broadcasting, 
particularly in smaller stations. It is the duty of each individual 
operator to thoroughly study the technical aspects of his particular 
installation, and to prepare himself to analyze malfunctioning 
equipment with a certain coolness and deliberateness. Such a 
psychological preparedness actually minimizes the time necessary 
to clear transmitter faults. The chief engineer or other super- 
visory personnel of every station should conduct classes during 
off -hours in which most likely and typical faults are simulated 
for observation of effect on meter readings, waveform and pic- 
ture content, etc. Transmitters that have been on the air over a 
period of one year will inevitably have certain pecularities that 
are revealed in case histories and these should be pointed out to 
all operators. 

Within a very few seconds after trouble has occurred the op- 
erator should be able to analyze the fault as being in one of the 
following general classes: control circuits or power supplies, 
video amplifiers used as incoming line amplifiers from studio 
or network, video modulator section, or radio frequency section. 
If trouble is in the sound, he will immediately place the possible 
source as either the line amplifier from the studio, modulator 
section of the aural transmitter, or the frequency multiplier and 
final RF stages. 

It is most helpful upon the first instant of trouble in picture or 
sound (or both) to observe the respective frequency and modula- 
tion monitors. This is most important for the following reasons: 

(1) A picture, for example, may disappear from the picture 
monitor screen, yet still be transmitted over the air. In this 
instance the picture monitor itself is obviously at fault. If 
this should be the case, the modulation monitor showing 
the modulated RF envelope will be indicating as usual, and 
a spare picture monitor is merely substituted for the de- 
fective one. 

(2) Assume that the picture disappears from the picture moni- 
tor. A quick glance at the modulation monitor CRO shows 
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no modulation taking place. At this time it is possible to get 
a preliminary idea as to possible trouble by observing the 
RF input indication to the frequency monitor. For example, 
in some monitors, any deviation from the normal RF input 
is indicated by a lamp. If this lamp indicates a fault in the 
RF input level, the operator has a pretty fair hunch that 
the trouble is in the RF portion of the transmitter. If the 
RF indication to the monitor is normal, the operator should 
suspect the video section (which includes the stabilizing 
amplifier on the incoming line, video amplifier or modulator 
stages in the transmitter) or no incoming signal from the 
studio. This is quickly checked in most installations by a 
switch on the control panel which places a monitor across 
the incoming line terminations, output of stabilizing ampli- 
fier, or output of modulator stage in transmitter. Thus the 
signal may be traced in this manner to quickly isolate the 
faulty stage. 

In instances where the transmitter goes off the air either due to 
tripping of the overload relays or failure of a power supply, the 
previous procedure is obviously unnecessary. Visual observation 
of the transmitter rectifier tubes, overload relay indicators and 
meters is the initial act of the operator. He then mentally analyzes 
the evidence and decides what is necessary to place the unit back 
in operation. Overload relays or thermal switches may have to be 
reset. If this results in another quick shut -down of the transmitter, 
the fault must be cleared up before the high voltage is reap- 
plied. 

Sometimes visible or audible arcing occurs to give an indication 
of the general stage being overloaded. If the arcing is not visible, 
aural perception is usually sufficient to tell the operator which 
rear doors to open to observe for visible signs such as blackened 
spots on the frame next to a capacitor or high -voltage terminal. 
Insulators must be observed for cracks or signs of breakdown in 
this case, and high -voltage leads to tubes or components should 
be examined for bad insulation. If the arcing cannot be located 
by either of the above methods, it will be necessary to carry out 
an emergency procedure which must be exercised with the utmost 
caution and preferably with another operator standing by. 

This procedure consists of opening the rear doors of the sus- 
pected unit, strapping the interlock circuits for that cubicle closed, 
and applying high voltage while the operator watches for the point 
of arcing. To do this it is simply necessary to jumper the proper 
terminal numbers associated with that particular door lock so that 
voltage may be applied with the door open. This is an emergency 
procedure only; it is never done except when absolutely necessary. 
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The operator should be so familiar with the control- circuit dia- 
gram that he can locate terminal numbers with the minimum of 
delay. For example, it would be entirely possible for the contacts 
on a time -delay relay to open up, either from improper adjust- 
ment, dirt or corrosion between contacts, or a faulty relay itself. 
This would be indicated by some light usually on the control panel 
designated, for example as READY. This means that the time - 
delay interval has expired after the transmitter is turned on, and 
the high -voltage circuit is capable of being energized when the 
operator is ready. If this light should go out, the time -delay relay 
would be one possible cause, and the operator should be able to 
locate the proper terminal board numbers to jumper for this 
emergency. This, of course, is only one example of many possi- 
bilities. 

Overloads which trip the AC overload indicators are usually 
caused by mercury -vapor rectifiers arcing back. Many trans- 
mitters employ arc -back indicators on each rectifier tube, which 
indicate this reverse -firing condition so that that particular tube 
may be replaced. If such indicators are not used, it is wise to re- 
place the entire component of mercury -vapor tubes with rectifiers 
known to be good, preheated, and air -tested. Proper preventive 
maintenance usually prevents this occurrence. 

Some transmitters have built -in emergency provisions for oc- 
currences such as improper clamping of signals in the video 
modulator section. This is the case in the GE TT-10 -A. Several 
different types of trouble may cause the modulator to stop 
functioning in its normal, clamped manner. One instance is an 
input signal (from the studio) that is defective in certain particu- 
lar ways. Another instance is failure of some of the tubes or 
components in the sync- operating and pulse -forming part of the 
modulator. 

It should be noted, for example, that as long as the failure does 
not involve the video amplifier stages in the transmitter, operation 
may be resumed in the manner designated as emergency opera- 
tion. This emergency operating procedure is outlined by General 
Electric as follows: 

(1) If the input sync -voltage is too low, there will not be enough 
sync to be properly separated, and keying pulses will be 
formed in an erratic manner. Note that lack of sufficient 
input sync -voltage results from either too low a total peak - 
to -peak composite signal -input (considerably below one 
volt) or too low a sync percentage, even though the peak - 
to -peak value of the composite signal is one volt or greater. 
(GE specifications call for at least 10% sync at any input 
voltage over one volt.) 
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(2) If the incoming signal has back porches narrower than 
standard, or split pulses resulting in narrow slots in the 
sync going down to black, normal operation will not be 
obtained. Notice that certain other types of defective signals 
such as poor low- frequency response or hum are improved 
by the clamp operation of the modulator. 

If, in the previous transmitter, such a failure occurs, the modu- 
lator may be switched to Emergency Operation. In this change, 
simple diode DC insertion on sync peaks is substituted for the 
back -porch clamp -type of normal operation. The switch from 
normal to emergency operation is accomplished by changing the 
two 6AL5 diodes from their Normal to their Emergency sockets as 
indicated by the front -panel marking on the modulator. The 
switch is left in the Clamp position. Readjustment of the RF 
Gain, Sync, and Visual PGM controls on the control panel will 
then be rec., ..red. 

On Emergency Operation, the two stages where the diodes are 
used for DC insertion are being operated far outside of the normal 
grid- resistance ratings of the tubes. Therefore it is recommended 
that the Emergency condition be used no longer than absolutely 
necessary. It is necessary to repair whatever caused the switch 
and return to clamp operation as soon as possible. 

Troubles in RF stages of transmitters may generally be isolated 
by observing the meter readings of the individual stages. For ex- 
ample the stage nearest the oscillator showing lack of proper 
grid current indicates insufficient drive from the preceding stage, 
or a defective tube or component in the observed circuit. Tubes 
are always the first component to be suspected. 

A word of caution is in order at this point. When first placing 
a transmitter on the air at the start of operations, and during pre- 
liminary overall checks on the sideband analyzer or waveform 
indicator, an indication of complete detuning might result from a 
defective sweep generator or indicating device. Should the RF 
waveform be defective, yet all meters are indicating "on the 
nose," the operator should first check his test equipment before 
suspecting the transmitter. This is done by checking the output 
trace of the sweep generator on a scope that is known to be good. 
If the traces are normal at the terminations and inside the sweep 
generator, and the RF waveform is defective as displayed on the 
substitute scope, the trouble may be assumed to be in the RF 
stages of the transmitter. Most generally, this results in abnormal 
meter reading on the RF stages. 

The same technique should be observed if, at any time during 
the operating day, the frequency meter for either visual or aural 
transmitter indicates a frequency outside the authorized devia- 
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tion. Remember that the station monitor is a secondary standard, 
and before suspecting the transmitter, the frequency monitor 
itself must be ascertained to be in proper working order. This may 
be done by checking with a commercial primary- standard fre- 
quency- measuring service authorized by the FCC. When the 
station monitor has been calibrated against this primary standard, 
as it should be whenever its operation is suspected, then the trans- 
mitter may be adjusted accordingly. The monitor is usually 
checked with such a service once a month as part of routine 
maintenance procedures. 

Push -pull tubes in RF linear amplifier stages should have their 
plate or cathode currents balanced within 10 %. When an un- 
balance greater than this amount is revealed by meter readings, 
the thought immediately occurs as to whether this is caused by 
tubes or by components in the stage. This question can be settled 
quickly by temporarily removing the RF drive. If the unbalance 
remains, the tubes should be suspected and replaced with bal- 
anced pairs. If the currents are balanced with removal of RF 
drive, the circuits should be suspected and examined for the 
cause. For example, many RF stages use cathode or filament 
bypass- capacitors. Should one of these capacitors be defective, 
currents would obviously be unbalanced with RF drive. If one is 
shorted, the currents would be unbalanced with or without RF 
drive, and the cathode -current meter readings would be abnor- 
mally low. If one is open, excessive tilt across the tops of the 
horizontal sync pulses would be observed from the output, 
whereas the waveform at the modulator would be normal. Ob- 
viously, unbalanced currents could also be caused by such things 
as defective screen or plate bypasses, bad connections, misaligned 
link couplers, etc. 

Since any emergency changing of tubes in the RF portion dur- 
ing the operating day will affect to some degree the tuning of the 
stage, it is wise to try all the spare tubes in these stages during 
regular preventive maintenance schedules, and keep a record 
posted as to dial settings for proper tuning with these tubes. This 
saves the time of alignment that would otherwise be required. 
The transmitter may then be aligned exactly with the proper test 
equipment after the end of the regular operating day. 

8 -6. PREVENTIVE MAINTENANCE PROCEDURES 

The importance of a rigid preventive maintenance schedule at 
TV transmitters (where standby units are a rarity) should now 
be obvious. It remains to examine in detail the methods and 
procedures involved. General schedules may be outlined as 
follows. 
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Daily Procedures 
1. Throughout the operating day, in addition to recording 30- 

minute meter readings, make daily reports on any peculiari- 
ties in meter readings, time and duration of any abnormal 
waveform observations, and any unusual deviations in fre- 
quency- deviation readings and water -temperature readings 
in water -cooled tubes. Record time and indicated circuits of 
overloads. 

2. After shutdown, investigate any of the peculiarities listed 
in (1). 

3. Immediately after shutdown, feel all components such as 
capacitors, inductors, transformers, relays, insulators, grid 
and anode connections of high -power tubes for excessive 
heating. Feel blower motors. Get the "feel" habit to become 
familiar with normal operating temperatures. 

4. Should general abnormally high temperatures be revealed, 
check for correct cabinet temperatures and check air filters 
for cleanliness. Check cabinet temperature of air around all 
high -voltage rectifier tubes. 

5. Check pressure in gas or dry- air -filled transmission lines. 
6. Observe all components such as resistors, meter hands (for 

zero set), insulators, etc. Watch for blistering or discolora- 
tion on resistors. Watch all electrolytic capacitors for bulging 
sides or leaking insulation. Get the habit of observing along 
with feeling for normal apeparance and operation. Cultivate 
the sense of smell to analyze any unusual odors. 

Weekly (in addition to daily) 
1. Carry out overall alignment procedures. This serves two 

purposes: to keep the operator familiar with the procedure 
and to aid in observing any slight changes in stage -by -stage 
tuning. Realignment would be absolutely necessary about 
every two months for optimum transmitter results. 

2. Clean and polish all safety gaps. 
3. Dust off all surfaces. Use a small, forced -air stream in spaces 

not readily accessible with a rag and cleaning fluid. 
Thoroughly clean and polish all insulators with a rag and 
carbon tetrachloride and inspect closely for cracks. Clean and 
inspect all terminal boards for tightness of connections. After 
dusting, clean the entire transmitter with a vacuum cleaner. 

4. Check blower motors and blower belts for proper tension. 
Inspect air filters and clean or replace them, if necessary. 
Check blower interlock switches for freedom of operation 
and cleanliness of contacts. See that the oil level in blower 
motors is correct. 
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5. Check all door interlocks and safety switches for proper 
operation. 

6. Check spare crystals to be sure they will operate properly in 
an emergency. At the same time, check neutralization of 
stages by removing the crystal. 

7. Calibrate reflectometer against dummy -load reading. 

Monthly (in addition to weekly) 
1. Remove and test all receiving -type tubes with a good dy- 

namic tester. Any tubes falling below 10% of their normal 
transconductance value should be replaced. Be sure to check 
the new tube before installing it! While the tubes are re- 
moved, thoroughly vacuum all sockets, and check for tight- 
ness of socket wiring. Examine all grid or plate caps and 
connections. 

2. Clean all relay and contactor contacts. Watch for badly 
worn contacts and replace them, if necessary. Clean pole 
faces on contactors. 

3. Clean and polish all tuned line- circuit elements and con- 
nections. 

4. Clean all audio equipment, including attenuators and switch- 
ing contacts. 

5. Calibrate visual and aural transmitter frequency- monitors 
with a primary- standard frequency- measuring service. 

6. Clean all monitoring equipment, including switches. 
7. Clean, inspect, and check for proper operation all automatic 

control equipment, such as time -delay relays, overload relays, 
etc. 

8. Where water -cooling systems are employed, check entire 
system for any visible signs of leaking and for electrical 
leakage. 

Quarterly (in addition to monthly) 
1. Check all filament voltages with an accurate voltmeter. 
2. Operate all spare mercury -vapor rectifiers. Even though pre- 

heated and stored upright as they should be, a 15- minute 
period of filament voltage only should be observed. Check 
for high -voltage operation and run them for several hours 
before storing again in their upright containers. 

3. Operate spare high -level tubes for several hours at their 
normal ratings to prevent formation of gas within the en- 
velope. This also serves to double -check their operation in 
case of emergency. 

4. Check all filter -bank surge resistors (where used) with an 
ohmmeter. 

5. Check overall system performance as to picture resolution, 
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waveform, aural noise and distortion, and keep accurate 
records of tests. Any undue deviation from normal should 
be run down by stage isolation. 

Mercury -vapor rectifier tubes should not be neglected in 
maintenance schedules. Unless proper precautions are taken, a 
major portion of lost airtime will be due to faulty rectifiers. 
These tubes should be observed whenever possible during each 
operating day. A good mercury -vapor rectifier is characterized 
by a healthy, clear -blue glow. A greenish -yellow color usually 
indicates a faulty tube or one which will soon cause trouble. 

Due to the importance of foreseeing such trouble and due to 
the lack of familiarity of the average operator with testing meth- 
ods of this type tube, the reader should become familiar with the 
maintenance procedure illustrated by Fig. 8 -13. Since cathode - 
ray oscilloscopes are common at TV transmitter installations, 
the operator may conveniently use this most accurate check. An 
isolation transformer of at least 300 volt -amp rating should be 
used and a series current -limiting resistor of 50 ohms as shown. 
The mercury -vapor rectifier tube is left in its regulator socket 
with its regular plate -cap connection removed. The secondary 
of the isolation transformer is then connected in series with the 
resistor to the rectifier plate, and the other lead is connected to 
the filament center tap. The vertical deflection plates of the oscil- 
loscope are connected directly across the tube in the same man- 
ner. With the scope self- synchronized with the 60 -cps power line 
and power applied to the filament of the tube being checked, the 
scope pattern will show both the AC half of the nonconducting 
cycle and the conducting half which gives the DC potential. The 
sharp peak at the start of conduction reveals the tube condition 
under operating conditions. A good tube will fire at between 10 

and 20 volts, as indicated by the amplitude of this peak on a 
calibrated screen. A tube approaching the end of its useful life 
will require a higher firing voltage and will break into conduc- 
tion later in the conducting interval. When this breakdown peak 
reaches from 30 to 40 volts, the tube must be tested at more 
frequent intervals, preferably once a week. When this firing 
peak reaches close to 50 volts, the tube must be replaced with 
a new rectifier. Operators following this procedure will greatly 
minimize off -the -air time caused by rectifier arc -backs and other- 
wise defective tubes. Always remember that mercury -vapor rec- 
tifiers must have their filaments operated at normal voltage for 
a minimum of 30 minutes, then stored upright to prevent the 
mercury from splashing back on the envelope and elements. 
Tubes which have been accidentally jarred must again be pre- 
heated before application of the anode potential. 
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Fig. 8 -13. Method of checking mercury vapor rectifier tubes and typical scope displays 
indicating tube conditions. 
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A number of contactors and relays are used in transmitters to 
provide automatic or remote -control closing and /or opening of 
various electrical circuits. The term switch is usually confined to 
manually operated assemblies that open and /or close circuits. 

Relays are found in two basic types: front -connected open 
types, and rear -connected types solidly enclosed in dust -proof 
cases. In addition to this basic classification, a large variety of 
operational functions are encountered, such as normally -closed, 
normally -open, and relays which break certain circuits upon 
"making" other circuits. An example of the latter is a relay that 
completes a circuit to a supervisory pilot light when not ener- 
gized, and completes a primary high -voltage circuit while open- 
ing the circuit to the pilot light when energized. Thus if this pilot 
light should start indicating during operation, the operator knows 
which relay has dropped out of operation. 

BREAK 

CONTACTS 

TOP VIEW 

(A) Open type. 

MAKE 

CONTACTS 

MOVING 

CONTACTS 

FLEXIBLE 

LEADS 

OPERATING 
COIL 

TERMINALS 

PANEL / 
TERMINALS 

ON 

MOLDED 
FRAME 

I 

OPERATING COIL 

STAT. BREAK ' STAT. MOVING 
CONTACT MAKE CONTACTS CONTACTS 

FRONT VIEW 

(B) Enclosed type. 

Fig. $-14. Westinghouse typa SG relay. 

One basic type of relay is the Westinghouse Type SG Relay 
illustrated in Fig. 8 -14. Both open and enclosed types are shown. 
In either case the relay consists of four essential parts: core, 
yoke, armature, and coil. The open -type relay is normally sup- 
plied with two contacts and is shipped with both stationary con- 
tacts arranged to close when the relay is energized. However, 
either or both contacts can be converted quickly into a break 
contact merely by removing the screw which holds the stationary 
contact bracket, and turning the bracket over. After tightening 
the screw, the contact bracket may be bent slightly with the 
fingers, if necessary, to change the back -contact follow or align- 
ment. When the make contacts are closed, the moving contact 
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fingers should be deflected approximately 3/64 ", measured at the 
contacts, or slightly over 1/32 ", measured at the upper edge of the 
molded armature block. The assembly of the moving contact 
fingers on the armature block is arranged to provide spring - 
follow with either make or break stationary contacts. The closed - 
type relay is provided with two make and two break stationary 
contacts with the moving contacts common, and the open -type 
relay may also be provided with such a contact arrangement for 
applications that require it. 

In examining relays of this type, observe the following: 

1. Relay assembly for dirt, dust or other foreign matter. 
2. All connections for tightness. 
3. The coil for any signs of overheating revealed by charred 

insulation. 
4. Coil and all wiring for defective insulation. 
5. Moving parts for freedom of travel and follow. 
6. Contacts for dirt, burns, pits or corrosion. 
7. Proper line -up and follow of contacts; correct spacing. 
8. Contact springs for proper tension and function. 

Preventive maintenance of relays consists chiefly of cleaning 
the contacts with a strip of crocus cloth dipped in carbon tetra- 
chloride. This operation should be followed by pulling a clean, 
dry, linen cloth between the contacts, which are held lightly 
closed with the fingers. Never use emery cloth on relay contacts, 
since abrasive granules may be left imbedded in the contact 
surfaces, tending to raise contact resistance and to encourage a 
tendency to weld. Slightly pitted contacts should be cleaned with 
a fine rile. Badly pitted contacts should be replaced with new 
ones. Before any contact surfaces are worn to one -half their 
original thickness, they should be replaced. 

Time -delay relays take several forms that operate on different 
principles to obtain a delay in function, but one of the most 
common is the motor -type illustrated in Fig. 8 -15. This is the 
Westinghouse -type TD timing relay. This is an AC relay suit- 
able for applications that require a time delay of from about five 
seconds to several minutes between the closing of an AC circuit 
and the closing or opening of a second circuit, either AC or DC, 
through the contacts of the relay. Many such applications are 
found in transmitters. 

The relay should be mounted with its long dimension hori- 
zontal, so that the gear shafts are vertical and the motor ter- 
minals are at the top. It will not operate properly if mounted in 
any other position. An external resistor is used when the circuit 
to which the motor of the relay is connected has a voltage higher 
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than 240 volts AC. This resistor should be mounted near the relay 
and connected in series with the motor circuit. 

The type TD relay consists of a small 600 rpm self- starting 
synchronous motor, a gear train, and a set of silver contacts of the 
bridging type. When the motor is de- energized, the rotor rests 
in a position somewhat lower than the pole pieces of the stator. 
In this position the pinion on the rotor shaft is out of mesh with 
the gear on the countershaft that is mounted in the motor frame. 
When the motor is energized, the rotor is lifted by magnetic at- 
traction, and the pinion is brought into mesh with the gear. The 

TOP 
NORMALLY OPEN 

CONTACTS 

NORMALLY CLOSED 
CONTACTS REAR VIEW 

Fig. II -15. Internal c 

MOTOR 

REACTOR - 
NOTE: (REACTOR IS USED IN 
220 & 440 VOLT RELAY ONLY 
AND IS CONNECTED IN 
SERIES WITH MOTOR AS 
SHOWN BY DOTTED LINES. 
OMITTING CROSS HATCHED 
LINE. 

ctions of Westinghouse six -terminal typo 
TD (time delay) relay. 

pinion on the motor countershaft drives a train of three reduc- 
tion gears. An arm pressed on the shaft of the last gear is used 
to operate the contacts. When the motor has operated to open or 
close the relay contacts, the arm on the last shaft strikes a stop 
and the motor stalls. However, the motor can remain connected 
to the line without injury when stalled, and the locked rotor 
torque provides very good pressure on the closed contacts. 

A spiral spring fastened to the shaft of the last gear causes 
the arm to reset to its initial position when the motor is de- 
energized. Since the pinion on the rotor shaft drops out of mesh 
when the motor is de- energized, the gear -train ratio is reduced, 
and the control spring will reset the arm very quickly. The time 
for maximum time delay is less than 5% of the operating time. 
Because of the inertia of the gear train, the resetting time is not 
directly proportional to the operating time. Consequently, with 
a time -delay setting of about one scale division the resetting time 
may be about 10% of the closing time. 
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An adjustable backstop for the arm on the last gear shaft is 
clamped between the upper bearing plate of the gear -train as- 
sembly and the bearing screw for the last shaft. A scale on the 
upper bearing plate is used in conjunction with an index line on 
the Micarta portion of the arm when it is desired to make an 
approximate setting of the relay. The motor will drive the arm 
over the entire scale travel in approximately 1.5 minutes. Thus 
each of the ten small scale divisions corresponds to approximately 
9 seconds. Where a very accurate setting is desired, the time in- 
terval should be checked with a stop watch and the position of 
the backstop should be adjusted for the exact time required. The 
backstop is then clamped securely by means of the bearing screw 
after the desired setting is obtained. 

For applications that require a time delay longer than 1.5 
minutes, the TD relay is available with a maximum delay of 
approximately 3 minutes. This longer delay is accomplished by a 
change in the gearing of the motor only. The two styles of relays 
are identical in other respects. 

The TD relay may also be found with several different contact 
arrangements. The contacts themselves are made of chemically 
pure silver. The four -terminal relay can be furnished with bridg- 
ing contacts that are either opened or closed at the end of the 
time delay. The six -terminal relay has one set of contacts that 
open after a time -delay and a second set of contacts that close a 
few seconds later. In this case a silver strip that is held bridged 
across the normally -closed contacts by a spring is moved away 
from these contacts by the arm on the last gear shaft and is forced 
against the normally -open contacts. Therefore, the transition is 
not instantaneous, but depends on the spacing between the two 
sets of contacts and on the gear ratio. The spacing between the 
contacts can be varied a small amount by adding or removing 
washers between the heads of the contact screws and the mount- 
ing blocks. 

A six -terminal TD relay is also available with one set of con- 
tacts that open as soon as the motor is energized, and a second 
set of contacts that either open or close at the end of the time - 
delay; but in this case the time -delay would not be adjustable. 

The minimum time delay obtainable with the TD relay with 
normally -open contacts depends entirely on the minimum contact 
gap permissible. If the back stop is set so that the contact arm is 
one -half of a scale division from the contact -closed position, the 
contact gap will be approximately 1/16 ", and the time delay will 
be about 4.5 seconds for the 1.5- minute relay: Because of the 
bridging type of contact used, there are two gaps in series in the 
contact circuit, and the total gap in this case will be about Vs". 
If the contacts are required to break only a small amount of cur- 
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rent when the motor circuit is de- energized, the time delay could 
be decreased by a further reduction in the contact gap. 

The normally -open contacts of the type TD relay can be used to 
close circuits carrying as much as 10 amperes at 125 volts, either 
AC or DC. They will open such a circuit satisfactorily if it is AC, 
but they should not be used to open a DC circuit carrying more 
than 1.5 amperes at 125 volts. The normally -closed contacts have 
less contact pressure than the normally -open contacts and should 
not be used to carry more than 5 amperes. Because they open 
slowly, they should not be required to break more than 2.5 am- 
peres at 125 volts AC or 0.5 ampere at 125 volts DC. 

All relays of either type, follower or plunger, should operate 
with a definite "snap" upon application of current to the operating 
coil. Friction resulting from dirt or other foreign matter, improper 
tension on contact spring arms or retaining springs, etc., must be 
remedied at the first opportunity. 

Manually operated switches should also operate with a de- 
cided snap. The maintenance engineer soon becomes accustomed 
to the feel and sound of switch action and is aware as to when 
replacement is desirable. Switch contacts should be kept clean 
by constant wiping action under operation, but this should be 
reinforced by an occasional cleaning in the manner described 
previously. 

Maintenance of antenna systems consists mainly of routine 
servicing of gas or dry -air dehydrating systems for gassing the 
coax lines and testing the lines for gas leaks should pressure be 
noted to drop at short intervals. 

If it is apparent that gas leaks exist in the line, all terminals 
and line connectors should be coated with soapy water while the 
line is under normal gas pressure and then observed for the 
characteristic soap bubbles which reveal even slight amounts of 
gas leakage. Lines which do not retain gas pressure well are 
subject to rapid deterioration in feeding characteristics due to 
moisture and must therefore be repaired as quickly as possible. 
Most manufacturers recommend that lines and connections be 
thoroughly checked and tightened at least once a year. 

To anticipate outage, capacitors in the high voltage, high -level 
circuits should be given the "feel" treatment each night after 
shutdown. The operator soon becomes accustomed to the proper 
operating temperature of large capacitors and in some instances 
can anticipate trouble by this procedure. Observation should be 
made for any signs of undue terminal strain, cracks, leaking 
cases, etc. Smaller capacitors should always be inspected closely 
for physical appearance, tightness of mounting and connections, 
etc. Electrolytic capacitors should be observed for bulging sides 
and other signs of breakdown. 
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One of the primary functions of preventive maintenance sched- 
ules is to keep all components clean. Newcomers are likely to 
minimize the importance of this item, but the old- timers realize 
the utmost importance of a clean transmitter. Operation in the 
VHF and UHF spectrum makes this item extremely important as 
compared to standard broadcast frequencies. 

In routine inspection procedures, note the appearance of all 
resistors. Blistered or blackened cases are danger signs. Run 
periodical ohmmeter measurements on all important resistors, 
and note any deviations over a period of time. Considerable trou- 
ble may be prevented by this simple precaution. 

Transformers should also be observed for any physical signs of 
deterioration. Feel the coil insulation at periodic intervals for 
any softness or charring tendencies. Adjustable transformers such 
as line -voltage autotransformers are particularly subject to trou- 
bles, without good preventive maintenance. Examine brushes at 
regular intervals and replace them with the type recommended 
by the manufacturer before undue wear occurs. Test brush 
springs for tension and tightness of screws holding the brush 
springs. The brushes and commutator surfaces should be period- 
ically cleaned with a strip of crocus cloth and dusted with an air 
stream followed by vacuuming. 

Remember that every maintenance schedule is extremely im- 
portant, and that alertness and calm deliberation followed by 
positive action pays off with a minimum of operating -time emer- 
gencies. 

Many TV transmitter installations include a standby power 
generator similar to that of Fig. 8 -16 in case of loss of commercial 
AC power. The emergency power source should be checked at 
least once a week, and starting batteries (if used) should be kept 
fully charged. 

8 -7. MEETING FCC PROOF -OF- 
PERFORMANCE REQUIREMENTS 

A proof of performance is required before each application for 
renewal of license. It is a good practice to run these tests at least 
twice annually, even though not required by the FCC. 

For monitoring of either the actual picture or the modulated 
envelope at the input to the antenna system (output of vestigial 
sideband filter or output of final stage in low- level, modulated 
transmitters) special considerations are involved. Fig. 8-17A 
shows the response of an ordinary diode at this point. The sharp 
cutoff of the lower sideband frequency components in the RF 
signal results in a boost of the frequencies below 1.25 mc, as 
shown. It is obvious that the high- frequency response will be 
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approximately 50% of the response below 0.75 mc. Thus, in the 
case of the visual transmitter where the input is the video -band 
frequencies and the output is in the radio- frequency spectrum 
with vestigial sideband characteristics, monitoring devices must 
be arranged and interpreted accordingly. If an ordinary diode 
is used ahead of the sideband filter or at the first modulated RF 
stage (where both sidebands are present to an appreciable 
amount) , the device provides a suitable signal either for picture 

Fig. 11-16. Diesel- driven generator used to supply emergency power for the transmitter 
at station WTAE. 

monitoring or waveform monitoring. However the reader should 
understand that such monitoring does not provide an accurate 
check at the antenna system input, since the effects of vestigial 
sideband transmission are not being monitored. 

The vestigial RF output signal from the transmitter must be 
properly returned to the video frequency band for accurate moni- 
tor interpretation. To do this the demodulator must approach as 
nearly as possible the ideal receiver response, as illustrated in 
Fig. 8 -17B. This characteristic serves to equalize the unbalanced 
sideband energy distribution of the transmitted signal by a 6-db 
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attenuation of the picture carrier. This takes place over a range 
of 3 db for 0.75 mc above the picture carrier frequency and 3 db 
for 0.75 mc below the picture carrier frequency. A linear detector 
is preceded or followed by suitable selective circuits to provide 
this overall response characteristic. The amplitude- frequency 
characteristic is flat from 0.75 mc to 4 mc above the carrier and 
substantially zero at frequencies lower than 0.75 mc below the 
carrier. The response at the carrier frequency should be one -half 
the value of the response in the upper sideband above 0.75 mc. 

Many stations use a modified receiver chassis for monitoring 
the picture, which gives an accurate final check on the radiated 
signal if precautions are taken to keep the receiver circuits in 
proper order. Such a receiver may also be used for modulation - 
percent indication by incorporating the chopper or vibrator across 
the second detector to establish the zero -carrier reference line 
(preceding chapter) . The short -circuit intervals are made suffi- 
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100'7. 

üryii ioppiñ 

ZERO CARRIER REFERENCE 
PROVIDED BY CHOPPER 

REFERENCE WHITE 

SHADES BETWEEN WHITE 
.- AND BLACK 

r REFERENCE BLACK 

PEDESTAL 

SYNC 

Fig. 8-18. Drawing of typical CRO display of half -tone video signal chopped at 120 -cycle 
rate and displayed with scope sweep of frame frequency (30 cps). 

ciently short so as not to minimize the usefulness of the oscillo- 
graphic display, and they have a repetition rate sufficiently high 
to establish the zero level at least twice during the displayed 
trace. When displayed at frame frequencies, a common chopper 
rate is 120 cps, which establishes four zero -reference lines (Fig. 
8 -18) . When displayed at line frequency, a chopper rate of 31.5 
kc provides two zero -reference lines. 

Amplitude- Frequency Response 
Measurements (visual transmitter) 

When stations are equipped with a device known as a sideband 
analyzer, this characteristic is normally monitored daily. This type 
of test signal also reveals any need for transmitter tuning ad- 
justments. 

The basic functional diagram of the RCA sideband- response 
analyzer is presented in Fig. 8 -19. The wobbulator section con- 
sists of the conventional arrangement of a fixed -frequency oscilla- 
tor and a sweep oscillator that varies above and below the fixed 
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Fig. 8-19. Basic block diagram of RCA sideband response analyzer. 
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frequency by approximately equal amounts. When the frequency 
of the sweep oscillator (f2) is higher than the fixed frequency 
(f1) , the radio- frequency carrier (f1.) is modulated by the fre- 
quency f2 -fl. During this interval the signal that is fed to the 
antenna (and to the sideband analyzer) contains three frequencies 
as follows: 

Carrier frequency = f,. 

Upper sideband = f,. + (f2 - fl) 
Lower sideband = fe - (f2 - fl) 

This signal is fed to the mixer stage, which heterodynes it with 
the signal (f2) from the sweep generator. The resulting hetero- 
dyned signal is fed to the RF amplifier, which is the first stage of 
a narrow -band detector portion of the analyzer. As shown in the 
diagram, this detector accepts only the frequency f,. - fl. The 
output is then proportional to the upper sideband response when 
f2 is greater than fl. Similarly, the output is proportional to the 
lower sideband when f2 is lower in frequency than fl. Using a 
sufficiently high sweep rate on the CRO displays the frequency 
versus amplitude characteristic of the transmitter, as shown in 
the typical curve in the illustration. 

The net effect may be seen to separate the upper and lower 
sideband response for the purpose of simultaneous presentation 
on the screen of an oscilloscope. The theory of operation is very 
similar to that described for checking the high- frequency response 
characteristics of video amplifiers at the studio. In this applica- 
tion the method is adopted to the transmitter action of vestigial 
sideband response. Its primary function is to check and adjust 
the broadband, overcoupled RF circuits used in most visual trans- 
mitter circuits. The display with markers obviously permits opti- 
mum adjustment of stages to obtain the proper standard trans- 
mission characteristics. 

Fig. 8 -20 illustrates typical traces obtained with the analyzer 
for two common transmitter tuning misadjustments. In Fig. 
8 -20A is shown the effect of cathode -lead resonance, and Fig. 
8 -20B shows the trace after this resonance is damped out. In 
Fig. 8 -20C the effect of improper neutralization is shown by the 
inequality of the upper and lower sidebands in the immediate 
carrier vicinity, whereas Fig. 8 -20D shows the trace obtained 
upon correction of the neutralization. 

Fig. 8 -21 illustrates how the trace proves useful in proper 
tuning of the driver stage for vestigial sideband transmission. 
Fig. 8 -22 is a photograph of a typical trace monitored following 
the vestigial sideband filter in a properly adjusted transmitter. 

The primary usefulness of the sideband- response analyzer is in 
keeping the transmitter properly tuned and adjusted for normal 
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(A) Cathode -lead resonance. 

ÌF 
(B) Cathode resonance damped out. 

(C) Upper and lower sideband inequality (D) Response indicating proper 

due to improper neutralization. neutralization. 

Fig. 8 -20. Transmitter adjustments by means of sideband response analyser. 

operations. The FCC proof -of- performance data are normally com- 
piled from single- frequency sine -wave runs with 200 kc (0.2 mc) 
as the reference frequency. Current FCC rules specify the condi- 
tion for this measurement as follows: 

The attenuation characteristics of a visual transmitter shall 
be measured by application of a modulating signal to the 
transmitter input terminals in place of the normal composite 
television video signal. The signal applied shall be a composite 

A 
(A) Incorrect driver alignment (double- (B) Driver correctly aligned for carrier off - 

sideband response). set to achieve partial suppression of lower 
sideband. 

(C) Overcoupled RF circuits. 

LOWER 

SIDEBAND 

,-- CARRIER 

`UPPER SIDEBAND / j MARKER:1\ 

(D) Curve obtained in most modern trans- 
mitters ahead of sideband filter. 

Fig. 8-21. Transmitter tuning with sideband response analyzer. 
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signal composed of a synchronizing signal to establish peak 
output voltage plus a variable frequency sine -wave voltage 
occupying the interval between synchronizing pulses. (The 
"synchronizing signal" referred to in this section means either 

w, 

1111 - - ?í 

aR, 

Fig. 8 -22. Typical sideband response after Fig. 8 -23. Proportionment of sine wave 
adjustments within FCC specifications. and sync combination for transmitter runs. 

a standard synchronizing waveform or any pulse that will 
properly set the peak.) The axis of the sine wave in the com- 
posite signal observed in the output monitor shall be main- 
tained at an amplitude 0.5 of the voltage at synchronizing 
peaks. The amplitude of the sine -wave input shall be held 
at a constant value. This constant value should be such that 
at no modulating frequency does the maximum excursion of 
the sine wave, observed in the composite output -signal 
monitor, exceed the value 0.75 of peak output voltage. The 
amplitude of the 200 -kilocycle sideband shall be measured 
and designated 0 db as a basis for comparison. The modulation 
signal frequency shall then be varied over the desired range 
and the field strength or signal voltage of the corresponding 
sidebands measured. As an alternate method of measuring, 
in those cases in which the automatic DC inseration can be 
replaced by manual control, the above characteristic may be 
taken by the use of a video sweep generator and without the 
use of pedestal synchronizing pulses. The DC level shall be 
set for mid -characteristic operation. 

A sync signal and sine wave of the FCC -specified type are 
shown in Fig. 8 -23. The sine wave occupies the region of 25 to 
75 IRE units for a peak -to -peak value of 50 IRE units. The trans- 
mitter modulator gain is left adjusted for the original normal 
input of 10 to 100 IRE Units of video. Note, therefore, that full 
video modulation of the transmitter does not occur on single - 
frequency sine -wave runs. 
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Fig. 8 -24 illustrates a typical test setup for transmitter fre- 
quency- response (attenuation characteristic) runs. Although this 
meets the FCC requirements (video test signal to input of trans- 
mitter terminals) it is good operating practice to send the test 
signal via the STL when used. This then results in an overall 
test of STL, transmitter terminal gear, and transmitter. The 
transmitter should be operated into a dummy load. 

XMTR. 
INPUT NPUT 

TEST SIGNAL 
GENERATOR 

XMTR. AMP S 

COAX 

VSBF 

COAX 

DIODE / I 
COUPLING DIODE 

BOX 

d/ 

DUMMY LOAD 

VERTICAL AMP INPUT 

TEKTRONIX 

524 SCOPE 

L SCOPE SYNC (WHEN NEEDED) 

Fig. 8 -24. Setup for measuring transmitter frequency response. 

TRIGGER OR SWEEP IN 

The 0.2 -mc sine wave (Fig. 8 -23) is the reference level on the 
scope at the VSBF output and is designated 0 db. The frequency 
is theb increased in steps, holding the same input amplitude to 
the transmitter, and the response tabulated as in Table 8 -1. These 
data may then be transferred to the diode -demodulator curve 
of Fig. 8 -25. 

The FCC visual transmitter frequency- response requirements 
for monochrome and color are tabulated in Chart 8 -1. 

Table 8 -1. Tabulation of Video Frequency Response Data 
(Example of typical readings taken on WTAE Main Visual runs) 

FREQUENCY 

(mc) 

DIODE RESPONSE 

eó DB 

0.2 100 0 

0.5 100 0 

0.75 90 -0.9 
1.0 60 -4.4 
1.25 49 -6.2 
2.0 49 -6.2 
2.5 50 -6.0 
3.0 48 -6.3 
3.58 49 -6.2 
4.0 48 -6.3 
4.2 42 -7.5 
4.5 25 -12.0 
4.75 08 -21.9 
5 .0 05 -26.0 
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Chart 8 -1. FCC Frequency Response Requirements 
(Visual Transmitter) 

MONOCHROME ('OLOR 

The overall attenuation character- 
istics of the transmitter, measured 
in the antenna transmission line 
after the vestigial sideband filter 
(if used), shall not be greater than 
the following amounts below the 
ideal demodulated curve. 

2 db at 0.5 mc 
2 db at 1.25 mc 
3 db at 2.0 mc 
6 db at 3.0 mc 
12 db at 3.5 mc 

The curve shall be substantially 
smooth between these specified 
points, exclusive of the region from 
0.75 to 1.25 mc. Output measure- 
ment shall be made with the trans- 
mitter operating into a dummy load 
of pure resistance and the demodu- 
lated voltage measured across this 
load. 

A sine wave of 3.58 mc intro- 
duced at those terminals of 
the transmitter which are 
normally fed the composite 
color picture signal shall pro- 
duce a radiated signal having 
an amplitude (as measured 
with a diode on the R. F. 
transmission line supplying 
power to the antenna), which 
is down 6 ±2 db with respect 
to a signal produced by a 
sine wave of 200 kc. In addi- 
tion, the amplitude of the sig- 
nal shall not vary by more 
than ±2 db between the mod- 
ulating frequencies of 2.1 and 
4.18 mc. 
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Fig. 8-25. Graph plotted from data in Table 8-1. 
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Fig. 8 -26 illustrates how you can plot your own curve for the 
particular application involved. This can be drawn on a master 
and reproduced by the station's reproducing equipment when 
available. 

REF 0 

-2 

4 
UPPER LIMIT EIA AND FCC COLOR 

IDEAL 

LOWER LIMIT EIA AND FCC COLOR 

LOWER LIMIT - EIA MONOCHROME 

yO00041( 

0.2 0.5 0.75 L0 1.25 L5 .20 2.5 30 35 10118 
MODULATING FREQ OACI 

Fig. 8-26. Example of graph plotted to show frequency response characteristics of 
monochrome and color transmitters. 

Note that with vestigial sideband transmission (see Fig. 8 -27) 
the characteristic of the sideband attenuation (upper and lower) 
must be considered. 

Always check current FCC rules -The FCC specifications in 
this respect are as follows: 

The field strength or voltage of the lower sideband, shall 
not be greater than -20 db for a modulating frequency of 
1.25 me or greater and in addition, for color, shall not be 
greater than -42 db for a modulating frequency of 3.579545 
me (the color subcarrier frequency). For both monochrome 
and color, the field strength or voltage of the upper sideband 
as radiated or dissipated and measured as described shall 
not be greater than -20 db for a modulating frequency of 
4.75 me or greater. 

NOTE: Field strength measurements are desired. It is 
anticipated that these may not yield data which are con- 
sistent enough to prove compliance with the attenuation 
standards prescribed above. In that case, measurements with 
a dummy load of pure resistance, together with data on the 
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antenna characteristics, shall be taken in place of over -all 
field measurements. 

When field- strength readings of the upper and lower sidebands 
are made, the test signal of Fig. 8 -23 is used. The field strength 
(for example) with a modulating signal of 2 mc is measured at 
the carrier frequency plus 2 mc for the upper sideband, and the 
carrier frequency minus 2 mc for the lower sideband. The field 
strength of the carrier frequency itself is the reference 0 db. 

In practice, the upper -sideband response is measured as pre- 
viously described for Fig. 8 -25. A video sweep, or video sweep 
incorporated with the sideband analyzer is employed for the 
lower -sideband attenuation characteristic. The transmitter is 

Ú 

O. 

FREQUENCY OF 

CHROMINANCESUBCARRIERI 

3.5745* MC 

4.2 MC 

lSMC 

6 MC 

1 I 5.I45 5.756 

1 

NOTE NOT DRAWN TO SCALE 

Fig. II-27. Ideal picture transmission amplitude characteristic. 

fully modulated (87.5 %) and the marker is moved to 0.2 mc for 
the reference 0 db. Maximum scope gain must normally be used 
to measure the lower -sideband response at frequencies above 
1.25 mc. Note that when color standards must be met, the lower - 
sideband energy at 3.58 mc must be at least 42 db down. 

Notice also that with vestigial sideband transmission, the re- 
sponse as measured by the diode may be incorrect due entirely 
to faulty transmitter tuning for the proper sideband attenuation. 
Therefore the sideband attenuation characteristic must be ascer- 
tained and recorded as part of any proof -of- performance run. 

Field- strength measurements for these characteristics or for 
harmonic radiation are not normally required, except upon de- 
mand by the FCC. This may be required if numerous complaints 
involving your transmitter frequency have been filed with the 
Commission. 
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Color- Transmission Equalization 
Time -delay distortion in color signals must be held to a mini- 

mum to avoid the "funny paper" effect of misregistration. (This 
term is a carry -over from the early days of printing color comics, 
where color registration was quite imperfect compared with 
modern printing.) 

The delay tolerance for color is based on the average delay in 
the region from 0.05 to 0.2 mc, since this is a region within which 
the phase properties of the vestigial sideband filter are not a 
factor. In the sideband -filter cutoff region, corresponding to video 
frequencies from 0.75 to 1.25 mc, the corresponding phase dis- 
tortion must be brought into tolerable limits for good color trans- 
mission. At higher frequencies up to 4.18 mc, the transmitter char- 
acteristic is intended to compensate for the average receiver 
characteristic. The FCC rules provide for envelope delay com- 
pensation at the transmitter for normal receiver errors in this 
respect. 

r 

STAB. AMP 
AMPLITUDE 

EQUALI ZER 

HI -FREQ. 
DI ST. AMP 1i PHASE 

EQUALIZER 

VARIABLE 
EQUALIZER 

RECEIVER 
EQUALIZER 

LO -FREQ. 

PHASE 

EQUALIZER 

1 

LO -PASS 
FILTER 

It 2 MCI 

Fig. 8-28. Units employed for color transmitter equalization. 

XMTR 

INPUT 

Fig. 8 -28 illustrates a typical series of units employed to meet 
the preceding requirement. Due to the general lack of suitable 
measuring equipment, most engineers have relied on square -wave 
response to judge the transmitter radiation phase -characteristics. 
Fig. 8 -29 illustrates the FCC specification for the transmitter 
envelope delay curve for color TV transmissions. The specifica- 
tions themselves read as follows: 

A sine wave, introduced at those terminals of the trans- 
mitter which are normally fed the composite color picture 
signal, shall produce a radiated signal having an envelope 
delay, relative to the average envelope delay between 0.05 
and 0.20 mc, of zero microseconds up to a frequency of 3.0 mc; 
and then linearly decreasing to 4.18 mc so as to be equal to 
-0.17 microseconds at 3.58 mc. The tolerance on the en- 
velope delay shall be ±0.05 microseconds at 3.58 mc. The 
tolerance shall increase linearly to i-0.1 microsecond down to 
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2.1 mc, and remain at ±0.1 microsecond down to 0.2 mc. 
(Tolerances for the interval of 0.0 to 0.2 mc are not specified 
at the present time.) The tolerance shall also increase linearly 
to x-0.1 microsecond at 4.18 mc. 

I 
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FREQUENCY IN MCS 

Fig. 8 -29. FCC specifications for the transmitter envelope delay 
curve for color TV transmissions. 

Fig. 8 -30A shows a typical uncorrected transmitter response 
to a 100 -kc square wave. The transients preceding the transitions 
result from low- frequency phase distortion inherent with the 
attenuation of the lower sideband. Ringing after the transitions is 
phase distortion from attenuation of the upper sideband. These 
defects indicate delay distortion outside the tolerance for color 
transmission. 

(A) Uncorrected response. (B) With phase correction. 

Fig. 8 -30. TV transmitter response to a 100 -kc square wave. 

The networks of Fig. 8 -28, when properly adjusted, can mini- 
mize but not completely eliminate the phase distortion. Fig. 8 -30B 
shows the response to the 100 -kc square wave in a phase- corrected 
installation. The preceding (anticipatory) transients have been 
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eliminated and the corners following the transitions have been 
squared. These improvements are made by proper adjustment 
of the low- frequency response. The ringing has been distributed 
before and after the transition and reduced in magnitude by the 
high- frequency phase correction. 

The precise FCC specifications can be checked by special 
equipment only, such as the recently developed RCA BW -8 
Envelope -Delay Measuring Set. It is very likely that in the near 
future (check the current FCC rules) it will be mandatory to 
use such special equipment for envelope -delay measurements. 
Up to the time of this writing, the square -wave test along with 
differential -gain and phase measurements at 3.58 mc have been 
accepted by the FCC. 

Amplitude Linearity 
Current FCC rules simply state that, for color transmission 

the amplitude linearity "shall be substantially linear." Industry 
has generally established a maximum allowable nonlinearity of 
10 %. It must be realized that this degree of nonlinearity is the 
total overall scale, and cannot all occur, for example, in either 
the white or sync region. 

Amplitude linearity of the transmitter is measured with the 
stairstep signal as previously described (Section 6) . However, 
a special problem exists at the transmitter, which calls for a 
modified procedure. 

Visual modulator transfer characteristics inherently compress 
in the white direction and sometimes (simultaneously) in the 
sync direction. Adjustments in the transmitter itself, or in an 
external stabilizing amplifier, are provided to predistort the 
signal so that the overall transfer curve is linear. 

When these adjustments are provided in the external stabiliz- 
ing amplifier, this amplifier becomes an integral part of the 
measuring path and the stairstep signal is fed to the stabilizing 
amplifier input. The "white stretch" circuit is adjusted so that 
the demodulated signal (after the sideband filter) indicates linear 
transfer. Full modulation should be used. 

Adjustments are also provided to compensate transmitter dif- 
ferential gain and phase. The techniques are the same as already 
covered in Section 6, with the added function of the precorrecting 
circuits. Modern installations can readily be adjusted to within 
5% differential gain and 5° of differential phase at 3.58 mc. 

Assembling Data on Proof of Performance (visual) 
Exhibit 1. Draw a block diagram of the test -signal path. Record 

type, manufacturer, and serial numbers of each unit em- 
ployed in the measurement. 
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Exhibit 2. Tabulate the frequency response (upper and lower 
sidebands) . 

Exhibit 3. Plot the data of (2) on suitable graphs. This should 
include a plot on the ideal diode response -curve for the 
upper sideband (Fig. 8 -25) . The lower -sideband response 
can be plotted on suitable linear graph paper. 

Exhibit 4. Tabulate the pertinent data as in Fig. 8 -31. Regula- 
tion measurements were described in Section 8 -1. The video 
signal -to -noise ratio is measured as described for the STL 
in Section 7. NOTE: The signal -to -noise ratio at the trans- 
mitter output can normally be considered to better that 
obtained on the STL alone. This is because the STL is meas- 
ured with a wide -band scope response. While this is also 
true of the main transmitter, the attenuation characteristic 
(sharp roll -off above 4.18 mc) erases the higher- frequency 
noise measured directly at the STL output. 

Exhibit 5. Take a photograph of the transmitted test -pattern 
signal from the face of a station monitor. This is normally 
required on the initial proof only. However, it is a good 
practice to include this and following photos on each proof. 

EXHIBIT 4 

(With typical measurements at 
WTAE Transmitter) 

REGULATION: Black: 100 
White: 103 

DIFF. GAIN (3.58 mc) : 5% 
DIFF. PHASE (3.58 mc): 50% APL: 2° 
VIDEO SIGNAL /NOISE RATIO: 40 db 
FINAL PLATE VOLTS: 3.65 kv 
FINAL PLATE CURRENT: 8.2 amps, 

Black Level 
INDICATED POWER IN DUMMY 

LOAD: 13.2 kw; Black Level 
FREQUENCY METER READING: 

100 cps 

Latest Calibration Date 
By 

Date 
Engineer 

Fig. d-31. Example of tabulation of pertinent data for proof-of- 
performance test. 
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Exhibit 6. Photograph the 100 -kc square -wave response (color 
installations only) . Or, tabulate envelope -delay versus fre- 
quency if direct measurements can be taken. 

Exhibit 7. Photo of video waveform (after VSBF) at normal 
line -rate, showing 71% setup and full modulation. 

Exhibit 8. Photo (expanded scale) of H sync interval with 
0.005H markers. 

All exhibits should be dated and signed by the engineer mak- 
ing the measurements. The Chief Engineer then completes the 
proper engineering reports on the FCC form for license renewal 
from the preceding data, and attaches the exhibits to the forms. 

Aural Transmitter Proof (Current FCC Rules) 
(1) The transmitter shall operate satisfactorily with a fre- 

quency swing of ±25 kc, which is considered 100% modu- 
lation. It is recommended, however, that the transmitter 
be designed to operate satisfactorily with a frequency 
swing of at least ±40 kc. 

(2) The transmitting system (from input terminals of micro- 
phone preamplifier, through audio facilities at the studio, 
through telephone lines or other circuits between studio 
and transmitter, through audio facilities at the transmitter, 
and through the transmitter, but excluding equalizers for 
the correction of deficiencies in microphone response) 
shall be capable of transmitting a band of frequencies from 
50 to 15,000 cps. Pre -emphasis shall be employed in accord- 
ance with the impedance- frequency characteristic of a 
series inductance- resistance network having a time con- 
stant of 75 microseconds. The deviation of the system re- 
sponse from the standard pre -emphasis curve shall lie be- 
tween two limits. The upper of these limits shall be uniform 
(no deviation) from 50 to 15,000 cps. The lower limit shall 
be uniform from 100 to 7,500 cps, and 3 db below the upper 
limit; from 100 to 50 cps the lower limit shall fall from 3-db 
limit at a uniform rate of 1 db per octave (4 db at 50 cps) ; 

from 7,500 to 15,000 cps the lower limit shall fall from 3-db 
limit at a uniform rate of 2 db per octave (5 db at 
15,000 cps). 

(3) At any modulating frequency between 50 and 15,000 cps 
and at modulation percentages of 25 %, 50 %, and 100%, the 
combined audio -frequency harmonics measured in the 
output of the system shall not exceed the rms values given 
in Table 8-2. 

Measurement shall be made employing 75- microsecond 
de- emphasis in the measuring equipment and 75- micro- 
second pre -emphasis in the transmitting equipment, and 
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without compression if a compression amplifier is em- 
ployed. Harmonics shall be included to 30 kc. 

NOTE: Measurements of distortion using de- emphasis 
in the measuring equipment are not practical at the present 
time for the range 7,500 to 15,000 cps for 25% and 50% 
modulation. Therefore, measurements should be made at 
100% modulation and on at least the following modulating 
frequencies: 50, 100, 400, 1,000, 5,000, 10,000, and 15,000 cps. 
At 25% and 50% modulation, measurements should be 
made on at least the following modulating frequencies: 
50, 100, 400, 1,000 and 5,000 cps. 

Table 8 -2. Modulation Frequency Versus Distortion Percentage 

Modulation frequency 
Distortion 
per cent 

50 to 100 cycles 
100 to 7,500 cycles 
7,500 to 15,000 cycles 

3.5 
2.5 
3.0 

It is recommended that none of the three main divisions 
of the system (transmitter, studio to transmitter circuit, 
and audio facilities) contribute over one -half of these per- 
centages, since at some frequencies the total distortion may 
become the arithmetic sum of the distortions of the 
divisions. 

(4) The transmitting system output noise level (frequency 
modulation) in the band of 50 to 15,000 cps shall be at 
least 55 db below the audio -frequency level representing 
a frequency swing of ±25 kc. 

NOTE: For the purpose of these measurements, the 
visual transmitter should be inoperative, since the exact 
amount of noise permissible from that source is not known 
at this time. 

(5) The transmitting system output noise level (amplitude 
modulation) in the band of 50 to 15,000 cps shall be at least 
50 db below the level representing 100% amplitude mod- 
ulation. 

NOTE: For the purpose of these measurements, the 
visual transmitter should be inoperative, since the exact 
amount of noise permissible from that source is not known 
at this time. 
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Chart 8 -2. Summary of Station Proof of Performance 
Measurements 

(After VSBF with transmitter operating into dummy load) 

VISUAL AURAL 

1. CARRIER FREQUENCY 
(By station monitor; with nota- 
tion of latest calibration; date, 
and by whom made.) 

2. RF OUTPUT POWER (PEAK) 
WITH PEDESTAL ADJUSTED 
TO EXACTLY 75% of PEAK 
CARRIER. 
(Reflectometer should be cali- 
brated at least once each 6 

months. Make notation on log.) 
3. XMTR REGULATION: 

BLACK -TO -WHITE 
4. SIDEBAND RESPONSE AND 

ATTENUATION CHARACTER- 
ISTIC 
(If calibrated receiver such as 
RCA BW -7 available, run meas- 
urements on point -to -point basis 
with single -frequency sine waves 
and sync combined. Or use side - 
band analyzer such as RCA BW -5. 
Photos of CRO display should be 
filed.) 

5. SIGNAL /NOISE RATIO ANI) 
SIGNAL /HUM RATIO 

6. LINEARITY AT FULL MODU- 
LATION 

7. DIFFERENTIAL GAIN (3.58 mc) 
AT FULL MODULATION 

8. DIFFERENTIAL PHASE (358 
mc) AT FULL MODULATION 

9. PHOTOS OF: 
Test Pattern from Monitor 
1 line -rate sweep of above on 
CRO. 
1 filed -rate sweep of above on 
CRO. 
Expanded H blanking interval 
with 0.00511 markers. 

1. CARRIER FREQUENCY 
(By station monitor, with 
notation of latest calibra- 
tion; date, and by whom 
made.) 

2. RF OUTPUT POWER(rms) 
EvxIvxF 
where: 

E is equal to plate volts 
of final stage, 

I, is equal to plate cur- 
rent of final stage, 

F is equal to efficiency 
factor supplied by man- 
ufacturer. 

THE FOLLOWING TO BE 
MADE WITH VISUAL 
TRANSMITTER OFF: 
3. SIGNAL /NOISE RATIO 

(a) FM 
(b) AM 

4. AUDIO FREQUENCY RE- 
SPONSE 
(Measuring input level re- 
quired to hold reference 
modulation percentage.) 

5. HARMONIC DISTORTION 
(50- 15,000 cps Distortion 
meter must measure har- 
monics to 30 kc.) 

NOTES 

On engineering portions of FCC forms under heading "Types of Emission," 
one of the following applies: 

A3: Amplitude modulation; telephony. 
F3: Frequency modulation; telephony. 
F5: Frequency modulation; television. 
F5 /F3; Frequency Modulation; TV and telephony, such as TV STL with 

aural subcarrier. 
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Under heading "Communication Bandwidth" enter only the maximum band- 
width authorized for the frequency concerned. Following is complete tabu- 
lation. (ALWAYS CHECK CURRENT FCC RULES): 

Frequency 
Band Service Emission 

Bandwidth 
(KC) 

1606 to 1646 kc Remote Pickup A3 10 
25.87 to 26.03 mc Remote Pickup A3 or F3 40 
26.07 to 26.47 mc Remote Pickup A3 or F3 20 
152.87-160.89 mc Remote Pickup A3 or F3 60 
161.64-161.76 mc Remote Pickup A3 or F3 30 
166.25-170.15 mc Remote Pickup A3 or F3 60 
450.05 455.95 mc Remote Pickup A3 or F3 100 
942.5-951.5 mc AM or FM STL F3 400 
1990-2008 mc TV STL F3/F5 18,000 
2008-2500 mc TV STL F3, F5 

or F3/F5 
17,000 

6875-13,225 mc TV STL F3, F5 
or F3/F5 

25,000 

(6) If a limiting or compression amplifier is employed, pre- 
caution should be maintained in its connection in the 
circuit due to the use of pre- emphasis in the transmitting 
system. 

When an STL is included in the audio measurements by sound 
diplexing, follow the procedure given in checking the STL de- 
scribed in Section 7. Note that when measuring the overall system, 
which includes the main TV aural transmitter, the gain must be 
dropped at the studio by 20 dbm when the 1 -kc frequency is 
reached. In order to restore reference modulation at the trans- 
mitter, the gain must be increased at the transmitting location by 
this amount. This is the new 0 db reference level (review Sec- 
tion 7). 

The aural frequency response should be tabulated and plotted 
within the pre- emphasis curve. (Note from the FCC rules that 
the visual transmitter should be off for TV aural transmitter 
measurements.) Record the aural transmitter final -stage plate 
voltage and plate current. Tabulate the noise and distortion mea- 
surements. Date and sign the forms. Chart 8 -2 summarizes the 
visual and aural proof -of- performance methods. 
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INDEX 
Allowable pulse degradation, 95 -102 
Amplifier, stabilizing, 181 -192 
Amplitude 

calibration, 22 
calibration and maintenance of levels, 

27 -49 
frequence response, measurements, 

270 -278 
linearity and differential gain, 201 -206 
versus frequency requirements, 162 -163 

Amplitude and phase linearity. 193 -208, 
224 -225 

Assembly data on proof of performance, 
281 -282 

Aural transmitter proof, 282 -286 

Bandwidth rise -time product, scope, 9 -11 
Basic switching circuit, 122 -124 
Blacker- than -black, 48 
Black peak, 48 
Blanking level. 48 
Bounce, 48 
Breathing, 48 

Characteristics, composite pulse, 91 -102 
Checking regulated lower supplies, 37 -43 
Circuits 

basic switching. 122 -124 
cross- point, 126 -129 
latch. 129 -132 
plate, coupling, 132 -134 
transistorized flip-flop, 124 -126 

Clamp circuits, 183, 184 
Clipping, 48 
Color -transmission enual izaton, 279 -281 
Compensation, video amplifier hi- frequency, 

149-157 
Composite pulse characteristics, 91 -102 
Compression, 49 
Countdown, checking of. 77 -78 
Coupling circuit plate, 132 -134 
Cross -point circuit, 126 -129 
Crosstalk, sync, 86 -90 

Daily procedures, 258 
Definition of terms, 193 -196 
Degradation, allowable pulse, 95 -102 
Differential 

gain, 196 -196 
gain and amplitude linearity, 201 -206 
phase, 196, 207 -208 

Diplexed sound measurements, 225 -227 
Displacement of porches. 49 
Distortion 

incremental gain, 193 -195 
measurement, 228 -229 

Distribution 
power, 44 -46 
pulse. 90 -91 

Diodes, checking of. 43 -44 
Dummy load, 260, 252 

Emergency procedures, 253 -257 
Equalization of color transmission, 279 -281 
Equalizing interval, purpose of, 53 

Frequency and transient response, 138 -192 
Frequency response, 227 -228 
Functional description of video stages. 

231 -241 

287 

Fundamentals 
microwave circuit, 215 -220 
switching systems, 104 -110 

Gain, differential, 195 -196 
Gating circuits, 73 
General tuning procedures, 244 -219 
Generator, sync: see sync generator 
Glossary of terms concerning TV wave- 

form levels. 46 -49 

How to check diodes, 43 -44 

Incremental gain distortion, 193 -195 
Interpretation, composite video waveform, 

22 -26 

Keyed video sweep signal, use of in testing. 
173 -174 

Keyed -burst signal, use of in testing, 
171 -173 

Keying circuits, 66 

Latch circuit, 129 -132 
Level 

blanking, 48 
pedestal. 49 
reference black, 49 
reference white, 49 
sync, 49 
variations, factors affecting, 35 -37 

Linearity 
amplitude. 281 
amplitude and phase. 224 -225 

Maintenance of levels and amplitude cali- 
bration, 27 -49 

Maintenance, switcher, 134 -137 
Measurements 

amplitude frequency response, 270 -278 
diplexed sound, 227 -230 
distortion. 228 -229 
video, 220 -227 

Measuring video signal -to -noise ratio, 
225 -227 

Meeting FCC proof -of- performance require- 
ments, 267 -286 

Microwave 
circuit fundamentals, 216 -220 
frequency response, 223 -224 
systems, 209 -230 

Modulation frequency versus distortion per- 
centage, 284 

Monthly procedures, 269 
Multivibrator circuits, 71, 72 

Operations of typical transmitter. 249 -252 
Oscilloscope 

amplitude calibration. 22 
bandwidth rise -time product. 9 -11 
characteristics, 8 -26 
composite video waveform interpretation, 

22 -26 
initial calibration of, 11 -17 
probes, 11 -17 
response curves, 8 
response to keyed sine -wave burst, 12 
sweep time base, 17 -21 
using W W V or W W VH for calibration, 21 

Overshoot, 49 
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Patterns, square -wave response, 16 

Peak -to -peak, 49 
Pedestal level. 49 
Phase, differential, 196, 207 -208 
Phase shift requirements of video ampli- 

fier, 147 
Picture 

resolution, 157 -160 
signal analysis, standards for, 7 -26 
signal polarity of. 49 

Polarity of picture signal, 49 
Power 

distribution, 44 -46 
output of visual transmitter, 241 -244 
supplies, regulated, 37 -43 

Preventive maintenance procedures. 
257 -267 

Probes 
peak -to -peak video sweep detector, 14 

scope. 11 -17 
Procedures 

daily preventive. 258 
emergency, 253 -257 
general tuning. 244 -249 
monthly preventive, 259 
preventive maintenance. 267 -267 
quarterly preventive, 259 -267 
suggested maintenance. 84 -86 
weekly preventive, 258 -259 

Proof, aural transmitter, 285 -286 
Proof -of- performance, FCC, 267 -286 

assembling data for, 281 -282 
Pulse 

distribution, 90 -91 
distribution systems and synchronizing 
generators. 60 -102 
table, 80 
widths, setting of, 78 -81 

Pulse cross monitor, 81 -84 

Quarterly procedures, 259 -267 

Ratio, required sync -to- video, 27 -28 
Reference black level, 49 
Reference white level, 49 
Regulated power supplies, checking of, 

37 -43 
Relationships between bandwidth, rise -time, 

and horizontal resolving power, 159 

Requirements, amplitude versus frequency, 
162 -163 

Resolution, picture, 167 -160 
Response, frequency, 227 -228 

microwave, 223 -224 

Scope; see oscilloscope 
Setting the front -porch width, 93 -95 
Setup, 49 
Signals for testing 

keyed burst, 171 -173 
keyed video sweep, 173 -174 
sine pulse, 167 -171 
square wave, 164 -166 

Sine pulse, use of in testing, 167 -171 
Special test equipment accessories, 160 -162 
Stabilizing amplifier, 181 -192 
Standards for picture signal analysis, 

7 -26 
Suggested maintenance procedures. 84 -86 
Summary of definitions, 196 

Sweep time base, scope, 17 -21 
Switcher 

maintenance, 134 -137 
vertical interval, 110 -134 

Switchers. video, 103 -137 
Switching systems, fundamentals of, 

104 -110 
Sync 

crosstalk, 86 -90 
generator 

typical circuitry, 53 -72 
adjustments of, 72 -81 

checking the countdown. 77 -78 
frequency, 72 -77 
pulse widths, 78 -81 

level, 49 
Sync -to -video ratio, 27 -28 
Synchronizing generator adn pulse distri- 

bution systems, 50 -102 

Techniques, video sweep, 174 -181 
Terminology and standards of video 

levels. 28 -34 
Terms, definition of, 193 -196 
Test equipment accessories, special. 

160 -162 
Test signals, types and applications of, 

163 -174 
keyed burst, 171 -173 
keyed video sweep, 172 -174 
sine pulse, 167 -171 
square wave, 164 -166 
window sinnal, 167 -171 

Transistorized flip -flop circuits. 124 -126 
Transistorized voltage regulators, prin- 

ciples of, 38 
Transmitter maintenance and proof-of- 

performance. 231 -286 
Types of test signals and measuring 

gear. 196 -201 
Typical transmitter operations, 249 -252 

Variable factors of double -tuned circuits. 
246 

Variations in video levels, factors affect- 
ing, 36 -37 

Vertical -interval switcher, 110 -134 
Video 

amplifier, high -frequency compensation 
of, 149 -167 

amplifier theory for the maintenance 
engineer, 139 -149 

frequency response data, 275 
functional description of stages,231 -241 
levels, terminology and standards of, 

28 -34 
measurements, 220 -227 
sweep signal, keyed. 173 -174 
sweep techniques, 174 -181 
switchers, 103 -137 

Video -in- black, 49 
Visual transmitter power output, 241 -244 

Wave, square, use of in testing, 164 -166 
Weekly procedures, 268 -259 
When to suspect a faulty installation, 

209 -214 
White peak, 49 

Window signal, use of in testing, 167 -171 
WWV calibration, 21 
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TELEVISION SYSTEMS MAINTENANCE 
by Harold E. Ennes 

Television Systems Maintenance combines the latest techniques in 

the standardization of television systems maintenance procedures 
with a complete analysis of system malfunctions. A certain amount of 
fundamental systems theory has been included where important in 

maintenance practice. 
The book treats the television system as a collection and integra- 

tion of units for selecting, combining, and transmitting video and 

audio signals. Comprehensive discussions are included for all units 
from the studio switcher inputs to the transmitter output. 

Television Systems Maintenance includes the latest troubleshoot- 
ing and maintenance techniques, together with discussions of 
standards for picture signal analysis, amplitude calibration and main- 
tenance of levels, sync generators, pulse distribution systems, video 
switchers, microwave systems, transmitter maintenance and proof 
of performance, and many other topics pertinent to television systems 
and equipment. 

Numerous easy -to- follow diagrams, line drawings and actual photos 
enhance the author's practical explanations. The book is designed to 

serve the need for a ready reference for broadcast station personnel, 
as well as a basic text for home study or classroom use. Every broad- 
cast engineer, technician, or student, and everyone engaged in man- 
ufacturing and other activities which require a knowledge of television 
broadcasting, should have this volume. 

ABOUT THE AUTHOR 

Harold Ennes has been associated with various phases of 
radio engineering since 1930. He entered the broadcast field 
in 1936 as a staff engineer with station WIRE. Indianapolis. 
Later he installed the first FM broadcast station in Indian- 
apolis- noncommercial WAJC for Jordan College of Butler 
University -and was the station's chief engineer for four 
years. In addition, he taught radio and television at Butler 
University for five years. Since 1958 Mr. Ennes has been 
maintenance supervisor for Television City, Inc. (WTAE -TV 
Pittsburgh). He has written numerous articles and books on 
the various aspects of radio and television broadcasting. 
Other SAMS broadcast references by Mr. Ennes include: 
AM -FM Broadcast Operations, AM -FM Broadcast Main- 

tenance, and Television Tape Fundamentals. 

20069 

$5.95 lin Canada 57.151 

HOWARD W. SAMS & CO., INC. 
THE BOBBS- MERRILL CO., INC. 
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