Uniformly Efficient

The supreme excellence of TINGEY Wireless instruments under all conditions and tests is now universally appreciated. A splendid example is the 2 Valve Model, which is claimed to represent the highest attainment in mechanical perfection and capacity.

Two Valve Broadcast Receiving Set
Wavelength 300 to 2,800 metres.

Price £17:12:6 including Broadcasting Fees.

ALL TINGEY Broadcast Receivers bear the B.B.C. Stamp.
All "TINGEY" Valve Apparatus is duly licensed under Marconi Patents for Amateur use in Great Britain.

Illustrated Catalogue 1, 2, 3, 4 and 5 valve Broadcast Receivers and Experimental Unit System, with all accessories, Price 6d. post free.

Offices and Showrooms:
92, QUEEN ST., HAMMERSMITH, LONDON, W.6

TINGEY WIRELESS LTD.
The essential part of the Receiving Set is the Valve.

**EDISWAN VALVES**

by their actual performance have proved themselves to be the best on the market for sensitivity, silence in working and robustness.

Type A.R. 15/- each.
Type R. 17/6 each.

Why not send us your name and address? We can probably tell you something of interest regarding wireless matters. Ask for Leaflet S when writing.

---

“STERLING” NEW RADIO SPECIALITIES

Call at our
STAND NO. 31, RADIO SECTION, IDEAL HOME EXHIBITION

STERLING TELEPHONE & ELECTRIC CO., LTD.
210/212, TOTTENHAM COURT ROAD, LONDON, W.1

Branches—NEWCASTLE-ON-TYNE, 9 Clavering Place; CARDIFF, 6 Park Place; MANCHESTER, 14 St. Peter’s Sq.
The Best Apparatus at London's Lowest Prices

GAMAGES

You can rely on Gamage Apparatus for they are established manufacturers, being the pioneers in 1908. Always on the forefront with latest improvements, their new apparatus leaves nothing to be desired. Inspect their latest productions in Crystal up to Multi-Valve Sets in their Showrooms or at their Stand at the Ideal Home Exhibition, Olympia, March 1-14th. Stand No. 19, New Gallery.

Write for CATALOGUE, post free.

"IDEAL" CRYSTAL RECEIVER

The ONLY Set that includes

BROWN'S PHONES
(High Resistance, Super Sensitive)
without extra cost.

With a 25 Mile Range

Effective Telephony
25 miles
with surprising
clarity

THE WIRELESS WORLD AND RADIO REVIEW

March 3, 1923

Special Offer of Variable Condensers

A TRIUMPH in RECEIVING SETS

A TRIUMPH in RECEIVING SETS

Very simple to control and effective in use. Stamped B.B.C., Regd. No. 256. Comprises Tuning Coil, tapped in seven places. Variable Condenser, Dust-proof "Permanite" Crystal Detector, Buzzer (for locating quickly and easily the sensitive spot on crystal), Fixed Condenser, Terminals for extra inductance, etc. In polished mahogany cabinet with instruments mounted on polished ebonite, having special recess for "phones when not in use. Complete with all accessories, ready to erect and use without extra cost.

A TRIUMPH in RECEIVING SETS

Price 99/6

"Ideal" Tubular Steel Aerial Masts

A TRIUMPH in RECEIVING SETS

Designed on sound engineering principles. Strong, light in weight and durable portable and easy to erect. Prices include all fittings. Sent carriage paid to any railway station in Gt. Britain at the following specially reduced prices:

15 ft. 45/- 25 ft. 75/- 30 ft. 90/- 45 ft. 110/-

VALUE IN WIRELESS SUNDRIES

Single-Valve Amplifiers for increasing the volume of sound 45/- Improved "Sonus" type, Model A 50/- Single-Valve High-Frequency Amplifier for increasing the range 70/-

Intervale Transformers (low frequency), maximum eficiency 25/- "Gra" Valves 15/- "Entwain" Valves 18/- Marconi "Osm" Valves 17 6 Valve Holders 1 6 Filament Resistances 3/- Fixed Condensers, 0.02, 0.03, 0.04, Best Quality 3/- Contact Stubs, per doz. 1 6 On-Off Switches, high class 3 9 Earthing Switches on porcelain 4 6 "Permanite" Crystal, per piece 1 6 Silicon Crystal per piece 1/- Zincite Crystal per piece 2 6 Hornite Crystal per piece 1 6 Copper Pyrites Crystal, per piece 1/- Woods' Metal, 1- and 2- Elbowz Panels, cut to size, per lb. 5/- Shellac Varnish, per tin 1/- and 1 6 High-class Dust-proof Crystal Detectors, complete with Crystal 7/- Aluminium Pulleys, 2/- 1 4 Aerial Insulators, Reel Type 3d. Aerial Insulators, Barrel Type 6d. Aerial Insulators, Shell type 1/- Aerial Insulators, superior types 1 6 and

Skeleton Type Panel Mounting

Strongly made and very reliable. The illustration shows one type of condenser, but our stock includes several types, all of which can be recommended.

500 mfd. Special Price 25/6 00045 mfd. 14 9
1000 mfd. 8/6 0003 mfd. 16 6
2000 mfd. 13 9 Special Price Postage Extra.

GAMAGES • HOLBORN • LONDON • E.C.1
The Ethophone
Broadcast Receivers.

ETHOPHONE II AND III are both contained in French polished walnut cabinets. The instrument board is of best quality ebonite. Valves and high tension battery contained within the cabinet. Wavelength range 250 to 375 metres, and by changing the switch from short to long waves the wavelength range is increased to 550 metres.

Ethophone II is a two-valve receiver with an approximate range of 50 miles for head telephones, and 25 to 70 miles for loud speaker. A switch is supplied to enable 'phones or loud speaker to be used as desired.

Ethophone III is a 3-valve receiver of a more powerful type, giving a larger range than the II. A switch is provided engraved "Low Power" and "High Power." In the first position 2 valves are in operation; when switched to "High Power" 3 valves are brought into action. The switch provides for "phones and loud speaker.

No. 502 ETHOPHONE II
25 Guineas
No. 503 ETHOPHONE III
34 Guineas.
Both sets complete with valves, 1 pair 120 ohm phones, 6 volt accumulator, H.T. batteries, aerial wire and insulators.

ETHOPHONE JUNIOR. A specially sensitive crystal set having a range of 20 to 25 miles, and capable of tuning all wavelengths from 50 to 650 metres. This set is contained in a polished walnut cabinet, and is built on best quality ebonite, terminals and brass work being gold lacquered. Connection of two terminals to aerial and earth is all that is necessary to obtain clear speech and music.

No. 500, THE ETHOPHONE JUNIOR, with full instructions for use
PRICE 63 0s. 0d. A
No. 500 and 185 B, THE ETHOPHONE JUNIOR, complete with one pair of high-class 4,000 ohm head telephones, and full instructions for use
PRICE £4 10s. 0d. A

ETHOPHONE I. A Crystal Receiver "De Luxe" having a range of 20 to 25 miles; the wavelength range is 50 to 650 metres, but a plug and coil supplied permits the reception of Paris Time Signals on a wavelength of 2,600 metres. If desired, a second coil (No. 105, price 7/-), can be supplied to permit of the reception of telephony from Croydon and other air stations; with this coil in position a tuning range of 650 to 1,000 metres is obtained.

Supplied in a polished walnut cabinet, and is constructed on best quality ebonite. Two switches are provided for tuning purposes.

The price is inclusive of one coil of aerial wire, three insulators, one extra inductance coil for the reception of Paris Time Signals.

No. 501, THE ETHOPHONE No. 1, complete as described and with full instructions for operation
PRICE 35 5s. 0d. A
No. 501 and 185 B, THE ETHOPHONE No. 1, complete as described and with one pair of high-class 4,000 ohm head telephones, and full instructions for use
PRICE £7 10s. 0d. A.
The New Ethophones IV & V

Order now to ensure Early Delivery.

Delivery of these sets can only be given in strict rotation owing to heavy influx of orders.

PRICES.

No. 506. The Ethophone IV in oak cabinet inclusive of 3 Marconi Osrani Valves, high tension battery and full instructions. Price 33 Guineas A.

No. 506X. The Ethophone IV, as above, but without valves. Price £32 A.

No. 507. The Ethophone V in oak cabinet, inclusive of 4 Marconi-Osrani valves, high tension battery and full instructions. Price 38 Guineas A.

No. 507X. The Ethophone V, as above, but without valves. Price £36 8s. A.

Ethophone IV or V in French polished mahogany cabinet de luxe. Extra. 4 Guineas A.

COMPLETE SET OF EXTRAS.

Accumulator No. 151. Telephones No. 188B. Loud Speaker No. 209B. Aerial Wire No. 231. 4 Insulators No. 256. Lead-in Tube No. 232. 6 yds. Wire No. 261. 10 Guineas A.

THE Ethophone IV and V are the latest additions to our Broadcast Receivers, being designed for long range reception. They can be relied upon to give utmost satisfaction as no expense has been spared in their manufacture, and Burndept reputation stands behind them.

The actual range of reception of Broadcast telephony naturally depends on the efficiency of Aerial employed, but it may be conservatively stated as 100 to 150 miles, and very much greater ranges are quite usual; in point of fact, Newcastle is consistently received in London, and London in Edinburgh. These models employ adjustable reaction and have been approved by the Postmaster-General, and bear the B.B.C. mark.

Both these instruments are externally identical and are contained in a cabinet of seasoned and specially selected oak, worked up to a very high-class finish. The front of the cabinet consists of a thick ebonite instrument panel, matt finished, engraved and filled in white. All controls and terminals are mounted on this panel—valves, H.T. battery, and removable wavelength coils are inside, but are instantly accessible by lifting the lid. The three coils supplied have a wavelength range of 300 to 500 metres. Further coils may be procured to enable the user to receive Paris and the Hague concerts, etc., and also Morse and time signals from European and some North American stations. The instruments are so arranged to give maximum selectivity with a minimum adjustment. Both may be connected to a Burndept Power Amplifier if more than one loud speaker is required.

Call at our stand No. 1 Gallery, New Hall, Ideal Home Exhibition.

Write for our revised Catalogue, Section III, giving full particulars of our Broadcast Equipment.

BURNDEPT LTD. 15, BEDFORD STREET, STRAND, W.C.1

AERIAL AND EASTNOR WORKS, BLACKHEATH, S.E.3

London Office and Showrooms:

- 249, George Street, 93, Holm Street, Playhouse Arcade, 113, New Street, 91, Bridge Street,
- ABERDEEN
- GLASGOW
- GUILDFORD
- BIRMINGHAM
- MANCHESTER

CANADIAN OFFICES—172, King Street West, Toronto, CANADA.
Re-Radiation abolished by using
THE "AJAX" ANTI-RE-RADIATING UNIT

No more announcements from the Broadcasting Stations regarding re-radiation.

Sold on the money-back system.

You can add to your own pleasure, prevent annoyance to your wireless neighbours and comply with the P.M.G.'s requirements by fitting this Unit to your receiving set.

THE CLAIMS FOR THE UNIT ARE AS FOLLOWS:

2. Sharpens Tuning.
3. Increases strength of signals, thereby amplifying.
4. Clarifies speech and music.
5. Gives Telephony without distortion.
6. Eliminates atmospheres to a considerable extent.
7. Makes jamming almost impossible.
8. Regenerates the Plate and Grid Circuits.
10. The "Ajax" Anti-re-radiating Unit is the discovery of the year.
11. You cannot afford to be without it.

PRICES:

No. 1, for all British Broadcasting, 15
No. 2, for all International Wavelengths 17/6
Filament Resistances (superior) 2/6
Fixed Condensers '0001 to '001, 1/6, '002 to '004, 2
L.F. Intervale Transformers 15
Variable Condensers from 4

TRADE ENQUIRIES INVITED

PATENTEES AND SOLE MANUFACTURERS:
THE WELLINGTON ELECTRICAL AND RADIO ENGINEERING WORKS, LTD.
1, Arthur Street, ALDERSHOT

Telephone: ALDERSHOT 444
GRID LEAK AND
CONDENSER

The Condenser is thoroughly well-made and dependable. The Grid Leak is practically indestructible, and is tested and made to a fine degree of accuracy. The combined unit is a superior piece of apparatus and cannot be produced satisfactorily at a lower price.

Grid Leak and Condenser .... 4/3
Grid Condenser only with clips ... 2/3
Grid Leak only.... ... ... ... ... 2/-

CARTWRIGHT'S SCIENTIFIC COMPONENTS

Our Catalogue is brimful of absolute and dependable bargains that will appeal to all users of Wireless. It contains keenest prices of everything from a terminal to a Loud Speaker.

A charge of fourpence is made to cover cost of postage, etc., which will be refunded on receipt of your initial order.

SPECIAL TERMS TO THE TRADE

Send for our Catalogue
Post free 4d.

J. L. CARTWRIGHT & CO.

Wholesale Scottish Agents: Carson Sinclair & Co., 17, Waterloo Street, Glasgow.

HEADPHONES

PURCHASE of ENTIRE STOCK of HEADPHONES FROM IMPORTANT BRITISH FIRM.

These phones, which are of high resistance, are of the very highest grade, and are probably as excellent as the very finest phone in existence. Light in weight and elegant in appearance, and will take the first place in any wireless set of equipment. Every pair stamped B.B.C. The first 10,000 to be retailed at 21 - per pair.

Factors please apply for quotations.

DUTCH VALVES 8/- each.

E. M. FLETCHER, 158, Dudley Road, BIRMINGHAM
BUTTLO
Broadcasting Sets

B.B.C. 3
Licensed by Marconi Co. for Amateur use in Great Britain and Ireland.
2-Valve Set highly finished in solid mahogany cabinet £11:15:0. All fees paid.
Valves, etc., not included.
FULLY ILLUSTRATED LIST POST FREE 4d.
H. D. BUTLER & Co. Ltd.
Showrooms: BARCLAYS BANK BUILDINGS,
222, Great Dover Street, Borough, S.E.I.
Telephone: Hop 3029

A New CHANGE-OVER SWITCH
Regd. No. 094007.
Pat. Applied for.

THE "UTILITY" NO-CAPACITY SWITCH has been specially designed for radio work, and can be utilized for many purposes. It is the product of experience, and is indispensable to the manufacturer of powerful receiving sets, and to the experimenter.

PRICES.
W.130/2 (2-pole change) 4 - each.
W.130/4 (4-pole) 6 - (as illustrated)
W.130/6 (6-pole) 8 -
Liberal Discounts to the Trade.
Full particulars on application to the patentees and sole manufacturers.

WILKINS & WRIGHT, Ltd. KENYON STREET, BIRMINGHAM.
Specialists in Variable Condensers, Terminals, Contact Studs, Switch Arms, and other turned and pressed parts in quantities.

TO TELEGRAPHISTS, WIRELESS AMATEURS, ETC.

THE 42nd (EAST LANCS.) DIVISIONAL SIGNALS TERRITORIAL ARMY ROYAL CORPS OF SIGNALS
require men of good character between the ages of 18 and 38 for the undermentioned trades to complete establishment.

WIRELESS OPERATORS.
WIRELESS ELECTRICIANS.
Only trained men or keen amateurs willing to study Wireless subjects will be accepted. An excellent opportunity to learn wireless telegraphy and telephony.

ANNUAL TRAINING
this year will be carried out at
RAMSEY, ISLE OF MAN,
from 20th May to 3rd June.

For particulars of pay, service, etc., apply at
Headquarters,
42nd (EAST LANCS.) DivL. Signals,
Drill Hall, Burlington Street,
Manchester.

CONDENSER VANES
BRASS TERMINALS
VALVE LEGS & STUDS
EBONITE DIALS
EBONITE VALVE HOLDERS

(Complete with Knobs)

We Supply all Wireless Accessories. Large stock on hand. Send for Catalogue to the Manufacturers.

H. CLARKE & CO.
MANCHESTER LIMITED.
Atlas Works, Eastnor St., Old Trafford, Manchester.
(Phones: E62 409) Trafford Park, Gresford, "Pinto, Manchester."
CONDENSERS

DELIVERY FROM STOCK

High in Quality.  Low in Price.

Un-assembled

001 ... 6/6
00075 5/3
0005 ... 4/-
0003 ... 3/-
0002 ... 2/6
0001 ... 2/3
00005 2/-

Turned Ebonite Plates 1/6 per pair extra.

Assembled

001 10/6
00075 7/6
0005 7/-
0003 6/6
0002 6/-
0001 5/6
00005 4/6

Complete

ORMOND ENGINEERING CO.
199, Pentonville Road, King's Cross, N.1.

Telegrams: Ormmondeng

Telephone: Holborn 1812
Price 6/- Nett

The

Year Book of
Wireless
Telegraphy & Telephony

Post 6/9 Free

1923

SPECIAL EDITION

FOR

EXPERIMENTERS, AMATEURS & ALL "LISTENERS-IN"

As a result of the tremendous demand for the Year Book, we have decided to issue a special edition for Experimenting Amateurs apart from the complete edition usually published. The new edition will contain all the information given in the complete work, with the exception of matter of sole interest to Commercial Companies.

ALL YOU WANT TO KNOW IS IN THE YEAR BOOK

BRIEF SUMMARY OF CONTENTS.

Directory of over 450 Amateur and Experimental Stations (18 pages); Laws and Regulations governing Experimental, Amateur and Broadcast Wireless (52 pages); Call Letters of over 16,000 Air, Land and Ship Wireless Stations of the World (270 pages); Sixty-four Pages of Maps in Two Colours, showing position of all known Land Stations, indicating whether Direction Finding, Broadcasting, Public or Official; Complete History of Wireless from its Birth to Date, with full details of Progress made in 1922 (20 pages); Meteorological Section, showing all Regular Transmissions of Hydrographic, Meteorological and Time Signals, with detailed explanation of the Codes used and their Meanings (131 pages); Useful Data Section (46 pages); Dictionary of Wireless Terms in Five Languages, Tables and Formulae for Wireless Calculations, Graphical Symbols for Diagrams, Classified Traders Directory for the benefit of Purchasers of Component Parts, etc. (4 pages); Full Morse Code, International and Continental, Direction Finding Section (20 pages); Who's Who in Wireless (35 pages); Wireless Literature (28 pages); etc., etc.

We shall be glad to see you at our Stand No. 7, Wireless Section, New Hall Gallery, The Daily Mail Ideal Home Exhibition, Olympia.

WIRELESS
AND ALLIED TRADES' REVIEW
The only weekly publication devoted exclusively to Wireless Trade interests
PRICE 4d weekly
Subscription Rates and full particulars will be supplied on receipt of Trade Card addressed to the proprietors
THE WIRELESS PRESS LTD.
12-13 Henrietta Street, Strand, W.C.2

At no time in the history of Wireless has there been a greater demand for a journal capable of catering in a thoroughly comprehensive manner for the rapidly growing interests of the trade. The attitude of the Public towards Wireless has reached a stage when the united efforts of Manufacturers and Dealers can advantageously be directed towards promoting its development along mutually progressive lines. It will be the guiding policy of the WIRELESS AND ALLIED TRADES REVIEW to foster a healthy and productive trade co-operation beneficial to all concerned. Constructive articles of current interest, technical and otherwise, will be a prominent feature, while in all other respects the Review will be fully representative of up-to-date Wireless interests from all sides.

Applications for Advertisement Rates should be addressed to:
BERTRAM DAY & CO., LTD.
Advertisement Managers,
9 & 10, CHARING CROSS, LONDON, S.W.1
THE CHEAPEST TWO VALVE SET ON THE MARKET

Highly Efficient

Complete with Accumulator (6v), H.T. Battery, Aerial Insulators and pair Headphones.
Price (less valves) £12 (Tax paid).

A splendid addition to the above set is our TWO VALVE AMPLIFIER at £6 (Tax paid), specially designed for coupling on direct. This gives you a four valve set, with enormous increase in strength of music, speech, etc., at the low Price of £18. (Valves extra.) Early deliveries.

BRITISH CENTRAL ELECTRICAL CO. LTD.
6 & 8, ROSEBERY AVENUE, LONDON, E.C.1.

GREAT BARGAIN OFFER

4,000 ohm PHONES (NEW)
at 19/6 Per Pair. Postage 9d. extra.
Fitted headbands and cords, beautifully finished, thoroughly efficient. Each pair carefully packed in box. SATISFACTION GUARANTEED.

BROADCASTING RECEIVING APPARATUS.
The "JOYPHONE" (Reg. No. 01358) approved type. 2 Valve Set, complete from £15:0:0

NEW INTERVALVE TRANSFORMER

Owing to the unexpectedly large sale of these instruments we are enabled to reduce the price to "Wireless World" readers to 12/4
Postage 9d. extra.
Fitted with panel fixing pin and earthing wire for iron core. Fully tested. Ratio 5:1.
All valve apparatus manufactured by us is duly licensed under Marconi Patents for amateur use in Great Britain. Approved by Postmaster-General.

TERMINALS
4 B.A. Double Solid Brass or Plated 2/- per doz. (post extra).
2 B.A. Single Solid Brass or Plated 9d. per doz. (post extra).
We have enormous stocks of ex-WD WIRELESS GEAR, too numerous to mention, at absurdly low prices. Write for particulars of your requirements, or better still, call and see our enormous stocks.

J. LIPOWSKY & CO.
614, OLD FORD ROAD,
Bow :: LONDON, E.3
Telephone: EAST 3345.
With the Fuller High Tension Battery you can count on five or six months' service on one charge alone. Re-charging costs you only a few pence, and with ordinary care the Battery will last 10 years in normal service. That is just one of many reasons why

FULLER BLOCK BATTERIES are universally recognised as "perfect for Wireless Work." There are no plates to buckle, no possibility of injury from accidental shorting, and complete absence of fire risks.

Sold by Wireless Dealers, Electricians and over 300 Fuller Battery Service Agents. Dealers who are not fully stocked should write us at once.

FULLER'S UNITED ELECTRIC WORKS LTD.
WOODLAND WORKS, CHADWELL HEATH, ESSEX.

Manufacturers for the Admiralty, Air Ministry and War Office for wireless work.

Telegram—Fuller, Chadwell Heath. Telephone—Ilford 1200 (6 lines).
**RADION MAHOGANITE**

This is the latest product of our Factories—a superior insulating material for high grade sets, which in grain and colour closely resembles mahogany. Its high insulating and non-warping properties, combined with a beautiful finish, make it an ideal material for Panels.

The Trade are warned against imitations—ordinary mottled Ebonite is NOT RADION - MAHOGANITE. All genuine Sheets are stamped "RADION". Enquiries from bona-fide Manufacturers and Wireless Dealers solicited.

AMERICAN HARD RUBBER COMPANY (Britain) LIMITED, 13a, Fore Street, London, E.C.2

TELEPHONE—12754 CENTRAL.

---

**AERIAL MASTS**

*Special Offer of*

Limited quantity of 16-18' Aerial Masts, made of hard wood, tapering 2½ to 1½", made in three sections, fitting into strong iron sockets with pin and chain. Solid Brass Rings for Guy Ropes—Three New Guy Ropes and Pegs—Solid Brass Cleats—Pulley and Rope at top of mast for Aerial. Special Steel Shoe on bottom section. All wood and metal painted grey-white.

*Cannot be repeated*

Price 21½ each

Carriage paid on two within 100 miles radius London. Cash with order.

Radio Gramophones Ltd. 30/2, Bolsover St., London, W.1


---

**AERIAL WIRE**

7/22's HARD DRAWN, PLAIN COPPER

**Full Weight 3/6 Coil of 100 feet**

Postage 9d.

<table>
<thead>
<tr>
<th>LEADING-IN AND EARTH WIRE</th>
<th>Tinned Copper Conductors</th>
<th>TRIPLE INSULATED</th>
</tr>
</thead>
<tbody>
<tr>
<td>5 m/m Diam. 14 Strand</td>
<td></td>
<td>34 Yards</td>
</tr>
<tr>
<td>7 &quot; &quot;</td>
<td></td>
<td>64 &quot;</td>
</tr>
</tbody>
</table>

**INSULATED SLEEVING**

<table>
<thead>
<tr>
<th>ASSORTED COLOURS.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 m/m Inside Diameter</td>
</tr>
<tr>
<td>1½ &quot; &quot; &quot; &quot; &quot;</td>
</tr>
<tr>
<td>2 &quot; &quot; &quot; &quot; &quot;</td>
</tr>
</tbody>
</table>

**DELIVERY EX STOCK**

Special Trade Terms on Application

Ripaults Cables

CARRY ALL THE CURRENT

North 1217

"Ripault, Cam Road, London"

1, King's Road, London, N.W.1
CONTENTS

"5MS," The Transmitting Station of the Manchester Wireless Society - - - 715
Notes on Rectified A.C. for Plate Currents. By M. A. Codd, F.Ph.S. - - - 718
Semi-Aperiodic H.F. Transformers. By J. H. Reeves, M.B.E. - - - 720
Looking after the Filament Battery - - - - - - 723

BOXES, PACKING CASES & PACKING MATERIALS FOR WIRELESS SETS AND ACCESSORIES.

WE design special cases in corrugated or solid fibreboard to carry delicate instruments safely, and we shall be glad to do so for your productions.

INDUCTANCE TUBES A SPECIALITY

We also manufacture corrugated paper—supplied in rolls, sheets, or pieces. Let us quote you for any cardboard goods you require.

Hugh Stevenson & Sons, Ltd.
Victoria Mills, Pollard Street, Manchester.
Factories also at BIRMINGHAM, LEITH, PERTH and GLASGOW.
CONTENTS (Continued)

Wireless Club Reports 730
Making a Simple Valve and Crystal Receiver 734
Accumulator Charging Station 738
Notes 739
Correspondence 740
Calendar of Current Events 741
Radio Society of Great Britain Conference (continued) 742
Questions and Answers 747
Share Market Report 750

THE WIRELESS WORLD AND RADIO REVIEW is published weekly on Saturdays.
All correspondence relating to contributions should be addressed to THE EDITOR, THE WIRELESS WORLD AND RADIO REVIEW, 12-13, Henrietta Street, Strand, London, W.C.2.
No responsibility can be taken for MSS. or photographs sent without stamps to defray cost of return postage.
Telegraphic Address: "Radionic, Rand, London." Telephone No.: Gerrard 2807.
Advertisement Managers, Bertram Day & Co., Ltd., 9 and 10, Charing Cross, S.W.1.
Telephone No.: Gerrard 8063 and 8064.

SUBSCRIPTION RATES.
28s. per annum, post free. Single Copies 6d., or post free 7d.
Registered at the G.P.O. for transmission by Magazine Post to Canada and Newfoundland.


H.F. AMPLIFICATION
We have just placed on the Market a NEW TYPE of impedance coil coupling for H.F. Amplification, made entirely of ebonite.
Complete unit £1 5 0
Panel mounting type (without switch) 15/-
Write for Illustrations
110, STRAND, W.C.2
For the Discriminating Amateur.

A Precision Condenser
For Home-built Sets.

The Marconi Scientific Instrument Company, Ltd., in pursuance of its policy of providing the discriminating experimenter with high-grade component parts, has prepared a new type variable condenser possessing features which will appeal to every serious amateur. As will be seen from the photograph, there are NO WASHERS, the plates and supports are of BRASS, while both fixed and moving plates are SOLDERED TO THE SUPPORTS, ensuring perfect conductivity and a minimum of resistance loss. The end plates are also of brass and POSITIVE CONNECTION with the moving plates is made by means of copper strip.

The condenser is supplied ready for panel mounting complete with dial, bushing and ebonite knob. To mount the condenser, it is only necessary to drill a central hole ½ diameter and three clearance holes for No. 4 BA metal screws. The top plate is ready tapped to take these screws, which are provided with the condenser. A pointer is also supplied for those who wish to use it instead of the dial.

The price of this high-grade precision instrument is

30/-
COMPLETE AND POST FREE
Capacity .001 microfarad. .005 microfarad, 27/6.

The Marconi Scientific Instrument Co., Ltd.
40, Dean Street, Soho, W.1.
Telex - THEMASINGO, WESTCENT. Telephone - - - - - GERRARD 7715.
For those who want the BEST

"DUNHAM" instruments will particularly appeal

Illustrated and fully descriptive brochure of all our sets sent free.

This single-valve set receives broadcasting on 20' of wire hung across our showrooms at Brixton, and no outdoor aerial is needed. It is arranged so that amplifiers can be easily added if and when desired. Reaction is high, and being directly coupled to the aerial coil boosts up the receiving range and strength of reception. It cannot possibly radiate and cause interference. These and other special features make it without a doubt the finest single valve set on sale to-day. Approved by the P.M.G., No. 1087, and guaranteed by us. Price, complete with 'phones, accumulator, valve, H.T. batteries, etc., £7 8s. (plus B.B.C. fee of £1).

C. S. DUNHAM (Radio Engineer) late of Marconi Scientific Instrument Co.
234-6, BRIXTON HILL, S.W.2.
Agent for BUCKINGHAMSHIRE: H. Geary, 77, Broad Street, Chesham, Bucks.

J. BURNS, LTD.
Wangye Works,
Chadwell Heath, Essex.

We are actual manufacturers and can offer special advantages to the trade—send us your enquiries.

<table>
<thead>
<tr>
<th>CONDENSERS</th>
<th>Retail price</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.001 mfd</td>
<td>each 13s.</td>
</tr>
<tr>
<td>0.005</td>
<td>each 15s.</td>
</tr>
<tr>
<td>0.00005</td>
<td>each 10s.</td>
</tr>
<tr>
<td>Filament Resistances</td>
<td>each 2s.</td>
</tr>
<tr>
<td>Terminals with nut base</td>
<td>dos. 1/0</td>
</tr>
<tr>
<td>Contact Studs, with nuts</td>
<td>dos. 9d.</td>
</tr>
<tr>
<td>Sliders, with springs and studs</td>
<td>each 9d.</td>
</tr>
<tr>
<td>Ebonite Coil Holders</td>
<td>each 12s.</td>
</tr>
<tr>
<td>Ebonite Knobs</td>
<td>each 1/8</td>
</tr>
<tr>
<td>Ebonite Panels, prices on application</td>
<td></td>
</tr>
</tbody>
</table>

Single Valve Panels
Fitted with Variable Condenser, Filament Resistance, Grid Lead and fixed Conden- ser. Engraved Panel and Rosewood Finish Box, ready for use. £4

Vulcanised Fibre and Ebonite Sheets, Rods & Tubes from stock.
"5 MS."

THE TRANSMITTING STATION OF THE
MANCHESTER WIRELESS SOCIETY.

One has heard a good deal recently of the reception in this country, often with inferior or indifferent apparatus, of the transmissions of American amateurs. It is now reported that 5 MS (the C.W. transmitter built and operated by members of the Manchester Wireless Society) has been received in Pittsburg, U.S.A. Below is a copy of a letter from Pittsburg reporting the reception of signals.

(Copy of letter addressed to Mr. F. H. Schnell, Traffic Manager, American Radio Relay League, from J. B. Westervelt and J. H. Leighmer.)

Radio 8 ZD.
5306, Westminster Place,
December 12, 1922.

Mr. F. H. Schnell,
Hartford, Ct.

My Dear Mr. Schnell,

I have just learned from Mr. John Leighmer, operator JL of this station and operator of station 8 ALF, that he received signals from a British station signing 5 MS. He gives the time as 0511 G.M.T., December 10th, and says signals were heard until about 0514 G.M.T. The station sounded like D.C., but was broken up, giving the effect of rectified 25 cycle A.C. QSS was medium, he says.

Wavelength of about 270 metres.

I regret the delay in forwarding this information, and trust that it will be of interest to those concerned.

Very truly yours,

J. B. WESTERVELT
(WX).

JOHN LEIGHMER
(JL).

One Manchester amateur has reported having heard American amateurs discussing by wireless telephony the reception of the signals transmitted from 5MS.

When these reports are confirmed Manchester Wireless Society may stand credited.
with being the first to have their transmissions received in America, and so it is thought a short discussion of the transmitting apparatus will be of interest.

It is pointed out here that credit should not be given so much for the actual transmission and reception of the signals as for the obstacles and difficulties which have been overcome before the station could be built at all, the chief difficulty being the electric supply, which is 110 volts 60 cycles, single phase. Lack of funds made it impossible to purchase suitable transformers for this periodicity, so recourse had to be made to the nearest available apparatus. The 110 volt 60 cycle mains supply energy to the high tension transformer, rectifier filament transformer, and power valve filament transformer. Each transformer is provided with a centre tap. The high tension transformer is rated at 200 watts, 100 volts to 10,000 volts, 50 cycles. The primary energy dealt with is something less than 1 kW., so that the transformer is seriously overloaded. The approximate voltage between the centre tap and the anodes of the rectifying valves is 5,000. "U3" type rectifying valves are used, a voltmeter being connected across each filament.

It is obvious that, given an ample supply of current, an efficient filter system should be employed, but this has to be sacrificed so as to eliminate loss in chokes, the result being, probably, not pure C.W., which point was reported upon by the American amateurs who received the transmissions. The oscillating circuit comprises two "T450" valves, a tuned grid circuit, and a direct coupled aerial. The direct current high tension is connected across a condenser, which is joined in the foot of the aerial system and passes to the anode of the two valves in parallel from the A.T.I. and anode tap. The anode tap is
variable to secure the best efficiency. The earth is connected with the centre points of the filament transformers, and to the grid circuit. The grid circuit comprises a coil coupled with the A.T.I., and is tuned with a small variable condenser, the vanes of which are widely spaced to withstand the voltage. The grid condenser and leak are both variable and the key is arranged to connect or disconnect the grid leak with the grid condenser. Additional cells up to about 70 volts are connected to provide more negative on the grids of the valves.

Contrary to usual ideas about a direct coupled aerial not being conducive to sharp tuning, it was found in this instance that the reverse result was obtained owing to every part of the circuit being variable, enabling very critical adjustments to be made. This point was particularly and favourably reported upon by a good many members of the wireless fraternity. The aerial is of the sausage type, connected "T" fashion. The horizontal cage comprises six wires arranged round suitable hoops, and is supported between masts 80 feet high and 120 feet apart. The lead-in is also in the form of the six wires spaced round the small loops, and is taken from the electrical centre of the aerial.

The earth consists of a number of wires buried in the ground at water level, and run the whole length of the aerial. When the set is properly adjusted, the aerial ammeter connected in the aerial circuits reads 9 amperes, which is considered very good, observing that the actual input is less than 1 kW. This particular circuit when being experimented with previous to the actual tests, and using the same apparatus, but with a D.C. supply of 2,500 volts, registered an aerial current of 12 amperes, with an input of 1 kW. It has been decided to continue tests each Sunday, using alternate stations 5 MS and 5 MT, until further notice. Any reports will be appreciated, and should be forwarded to the Hon. Secretary, Manchester Wireless Society, 2,
Parkside Road, Princess Road, Manchester, stating particulars of receiver, strength and characteristics of signals. The wavelength will be as near 200 metres as possible.

The thanks of the Society are due to the Marconi-Osram Valve Company, and the Mullard Radio Valve Company, for the loan of the transmitting valves. Also to Messrs. Burnden, Ltd., for the advice given on various technical points. Mr. J. H. Brown, Vice-President of the Society, made success possible by providing the best facilities as regards accommodation for the complete station.

Notes on Rectified A.C. for Plate Circuits.

By Mortimer A. Codd.

While carrying out investigations on electrolytic rectifiers during the past twelve months, certain experiments were tried with the view to employing rectified A.C. to feed the plate circuit of one or more valves.

In the first place it was necessary to ascertain the order of the current flowing in the circuit using the normal type of reception valves.

The current from a 50-volt dry battery in good condition was passed through a standard laboratory Weston milliammeter.

Using up to seven valves, the current varied from 1 to 2 millamperes per valve, thus with three H.F., one rectifier and two L.F. valves the current used was from 8 to 12 milliamperes.

This experiment is most instructive, the variation in current with the different conditions of tuning, etc., being most illuminating.

As the current required is so minute, quite a small rectifying cell will suffice. Fig. 1 gives a diagram from which it will be seen that the "middle point" method of connection is employed.

Fig. 2 is an oscillograph of the voltage curve taken directly over the rectifier. It will be noticed that the lowest point of the rectified wave is considerably above the zero line. This is due, possibly, to the capacity of the aluminium electrodes which even when small have a very considerable capacity.

The writer suggests this property may adventitiously aid in smoothing the resultant current when passed through the series choke coil.

In measuring the current at this point it should be borne in mind that the usual moving coil instrument cannot be used since the current is pulsating and the instrument therefore itself acts as a very efficient choke.

In this case a Paul vacuo-junction thermal milliammeter was used.

In order to smooth out the rectified current a choke was inserted in series as shown in the diagram, the value of the self induction being of the order of 25 henries. Probably two smaller chokes, one inserted in each leg, would give better results, besides presenting a more symmetrical arrangement.

The condenser, as shown, was very necessary, the value being varied on trial from 0.1 to 10 microfarads.

Quite good results were obtained with 0.5 microfarads, but 5 microfarads gave perfect results. Fig. 3 is an oscillograph of the voltage curve of the filtered wave, so near to
continuity as barely to be distinguishable from a straight line.

Both Figs. 2 and 3 are voltage curves, and

This system seems to present certain advantages not only for reception, but for transmission. Further, by employing a coarse winding on the transformer it would be possible to charge the filament batteries also or even to dispense with them altogether.

Illegal Use of Wireless Apparatus

The announcement which has recently appeared in the daily press of the first prosecution by the Post Office of a person using a wireless receiving set without a licence will not come as a surprise to readers of this journal. In these pages, the necessity of keeping within the law has been persistently pointed out, and even at a time when it was becoming very difficult for those desiring to conduct experiments to obtain the necessary experimental licence, an endeavour to meet the difficulties was made in an article which appeared on page 394 in the issue dated December 23, 1922. In this article, the issue of an additional type of licence for those who desired to make up their own sets was advocated for the first time. It was of interest to note that very shortly after this article had appeared, the Post Office did actually start to authorise the making up of receivers from components, thereby introducing just such an additional type of licence as had been suggested.

The importance of obtaining a licence before using wireless apparatus, and making quite certain that the licence obtained is one applicable to the type of apparatus, is a matter which the wireless societies in particular are in a special position to impress upon those who, being new to the subject, may be unacquainted with the existing conditions.
Semi-Aperiodic H.F. Transformers

By J. H. REEVES, M.B.E.

(Continued from page 684 of previous issue.)

In a footnote in the first part of this article attention was drawn to the changes in optimum wavelength produced by various types of panel and valves, hence the three panels will be described on which these transformers have been tested.

Panel A.—A photograph of this appears in Fig. 8, and the scheme of its wiring in Fig. 9. It will be noted that low capacity has been the aim throughout.

Panel B.—This is identical in layout and wiring except that ordinary R type, four-pin valves are used.

Panel C.—This belonged to a friend, and was arranged for valve socket transformers, disc type, with variable condenser tuning across each primary.

As illustrating the great differences it may here be said that suitable transformers for the broadcasting band were found to have 350, 250, 110, turns in the primary respectively on A, B, and C.

The size of wire finally selected, as well as the 4½ ins. standardised length, were chosen as results of measurements made on the experimental panel, and are therefore most suitable for panel B. Modifications have been necessary to suit panel A. The choice of gauge is determined by two considerations (1) if too fine it is hard to wind evenly; (2) if too large transformers for longer wavelengths become unwieldy. Tests have been made with wires running from 40 to 47 S.W.G., double and single silk covered, the final choice being 45 S.W.G., D.S.C., constantan wire supplied by the Concordia Electric Wire Company, and sometimes for the secondaries 42 S.W.G., S.S.C. copper. The H.R. wire winds 185-190 turns to 1 in., and on panel B 600 turns, primary and secondary, gave excellent results.
on 900 metres with a band of approximately 600-1,500 for fairly efficient amplification. This number winds nicely into the standard 4½ ins. body.

The primaries were originally wound directly on to the ebonite body; a few have recently been wound with the body first surrounded by paper. These have not yet been fully tested as regards efficiency of reception, but so far as this has been done the improvement is most marked.

Between the layers were tried oiled silk and empire cloth; these were found to give difficulty in winding the secondaries quite evenly, and for them was substituted celluloid from disused photograph negatives cleared of gelatine, of the order 0·003 in. thick.

Mechanically this proved perfect, but in deference to the expressed opinion that electrically celluloid is bad, paper has been substituted. If this latter is damped, pasted on, and then well dried, it gives a winding surface equal to celluloid, but the coils so wound have not yet been tested properly.

Experiments were made to see if any step-up effect could be obtained by winding more turns on the secondaries; for instance, on panel B, four were tried, all with primaries 280 turns, and secondaries 280, 300, 350, 400 turns. Of these the 350 was best, but not much better than the 280 and 300. The 400 was decidedly inferior. On others about the same proportion seemed to hold, and a useful guide may be put down as follows: secondary = primary + 20 per cent.

It will be tedious to give further details as to the number of turns, as with the exception of those suitable for the 200 metre band a convenient rule seems to have shown itself as follows:

For Panels of Type B.
Primary, 45 S.W.G., H.R. D.S.C.
Secondary, 45 S.W.G., H.R. D.S.C., or copper 42 S.W.G. S.S.C.
Number of turns on primary = $\frac{3}{4}$ wavelength in metres.
Number of turns on secondary = primary + 20 per cent.
N.B.—For 200 metres 100 and 130, to 110 and 150 seems about right.

For Panels of Type A.
In the above rule for $\frac{3}{4}$ substitute $\frac{2}{3}$.

For Panels of Type C.
So very much depends on the wiring and switch gear that no hard and fast rule can be given, but on the friend’s panel one of 110-150, both 40 S.W.G. copper, with an 0·0003 condenser tuning proved very good at 400 metres.

One will be given for panel type A.
Primary 350 H.R., secondary 400 copper, optimum wavelength about 390 metres. Primary wound over paper, paper between layers. Three of these could be worked without much trouble from self oscillation, and a fourth,
all H.R., could be added. These have given quite respectable amplification at 190 and 600 metres.

Experiments have been made to substitute for the transformers a resistance capacity coupling to fit the same clips. These are illustrated in Fig. 10. They have only been in use a short while, but the first tests show great promise for longer wavelengths. The problem of a suitable transformer on the A type panel for 900-1,500 has not yet been solved.

One more point has been considered and tested. In laying out a multi-valve H.F. panel provision has to be made for using less than the full number of valves. Two such methods are illustrated in Fig. (a) and (b).

The first was founded on the practice in the 7-valve amplifier previously mentioned; the second is by means of an ordinary telephone jack and plug. This latter will be noted in the photo of the panel (Fig. 8), and this type found preference, but it will be noticed that the insertion of the aerial plug introduces a small capacity leak to earth through the secondary. If consequent loss of efficiency is of importance the removal of the transformer immediately preceding the first valve in use ought to increase signal strength. On the B type panel such loss was not definitely established, but there is no doubt about it being present in the A type. A simple remedy lies in pulling forward the top ends of the transformers not in use, the friction of the lower clips proving quite sufficient to hold the transformers in a slightly inclined position.

In connection with the use of a variable number of H.F. valves it should be noted

(1) That each additional valve brought into action alters the sign of the reaction, hence, if this be used a reversing switch should be in the reaction circuit. In any case this switch is a useful addition.

(2) That as the impulses increase from the first to last H.F. valve, varying degrees of filament brightness may be necessary. Hence the provision of separate filament

One consideration has not been tried, viz., seeing that sometimes only part of the body is used, would it not be better to wind with rather larger wire? Several transformers have thus been wound, and the only point which seems definitely settled is that rather more turns are required as the size of wire increases.
control to each valve. It was found that the valves were distinctly sensitive to this control, hence the fitting of a separate on and off switch to each so that on putting a valve out of action its rheostat adjustment may remain in what has been found to be its best.

In conclusion, these tests and numbers can only form a small portion of data collected years ago in the research departments of the manufacturing companies, obtained, as they are, at the expenditure of time and money and past experience. The writer hopes that in bringing these details to the knowledge of amateur workers he will induce others to come forward and give their own results for mutual benefit.

Looking after the Filament Battery.
ADVICE ON KEEPING ACCUMULATORS IN GOOD CONDITION.

Many broadcast listeners-in are being introduced to the use of accumulators for the first time, and it is well to point out a few of the difficulties met with in maintaining accumulators in good condition so that they may give reliable service and have long life.

One of the greatest contributory causes of deterioration in an accumulator battery is through overworking it—that is, employing a battery which has insufficient capacity for the amount of the current which it is required to give. Accumulators are rated in ampere hours, and the user must satisfy himself that the ampere hour capacity as stated on the label is actual, and not the rating with regard to intermittent discharge such as would be the case were it used for motor car ignition purposes. The actual capacity of an accumulator is exactly half the stated "ignition" rating. An accumulator having an actual capacity of say, 60 ampere hours, should be capable of delivering a current of 2 amperes for 30 hours, or 3 amperes for 20 hours and so on. Each receiving valve requires a current of about 0.8 amperes, and thus the total number of hours which an accumulator should run a receiver before recharging can be arrived at by multiplying the number of valves with which the set is fitted by 0.8, and dividing the actual ampere hour capacity by the product.
When purchasing an accumulator, it is worth while asking the retailer to give it the first charge, as this needs to be carried out with care. For the purchaser who charges his own accumulators, instructions are usually provided on the battery, and a point of great importance is that the first charge should be carried out slowly, and charging should be continued until the battery gasses freely.

One very good method of charging a new accumulator by which it is possible to ensure that the acid in the charged cell is of the right specific gravity, is to fill the accumulator with acid having a gravity of 1.200, charge for the required time as stated on the accumulator, a gravity of 1.835 and diluted to the required strength with distilled water. The operation must be carried out with caution as considerable heat is involved when acid and water are brought together, and on no account must the water be poured into the acid, as the great evolution of heat will set up spontaneous boiling, and the liquid will froth vigorously. The acid should be carefully measured out, and slowly poured whilst stirring into the distilled water, allowing the mixture to cool should the temperature rise too rapidly. Only glass and china receptacles must be used for sulphuric acid, and care must be taken to see that no foreign matter is present. Four parts of distilled water and one part of acid produce a diluted solution having approximately the correct specific gravity with 1.200.

In order to easily determine the specific gravity of the acid in an accumulator, a hydrometer of the type shown in Fig. 1 is recommended as it permits of the drawing off of acid from the accumulator. Another type (Fig. 2), in which coloured glass beads are employed instead of a floating hydrometer, is equally useful, beads of certain colours being arranged to float, while others sink, according to the gravity of the acid in which they are suspended.

An article on the home charging of accumulators from D.C. mains appeared in a recent
issue.* whilst numerous devices to permit of charging from A.C. mains have been described from time to time.†

When circumstances necessitate the taking of the accumulator to a local electrician or garage for charging, the user should make the same observations with regard to the density of the acid as if he were charging the accumulator himself. The condition of the accumulator can then be watched and any indication of deterioration observed.

The gravity of the electrolyte in the cells should be taken when fully charged and when discharged, and the two figures should differ from one another by about 0.025. The condition of the accumulator can then be watched and any indication of deterioration observed.

The colour of the plates, too, is an indication as to the condition of the battery. When discharged, the positive plates will have a reddish-brown colour and the negatives a dark grey, whilst when fully charged, the positive plates should be a dark chocolate colour and the negatives whitish-grey.

It is important that the electrolyte should be kept above the top of the plates, and this level is usually kept up by adding distilled water, though, if there is any indication that the gravity is too low, a little dilute acid may be put into the cell. The quantity of electrolyte in the cell becomes less, partly because of the evaporation, and also because of the electrolysis of the water during charging. It must be remembered that the water only is disposed of, and not the acid, hence the reason for adding water, and not sulphuric acid, to a cell which requires filling up.

An accumulator must not be left in a discharged condition, but, as soon as it is observed that the voltage is falling off (as would be indicated, of course, by a dimming of the filaments) it should be put on charge as early as possible. There is no detrimental action in more or less completely discharging an accumulator, provided it is put on charge immediately, and charging continued until the gravity indicates between 1.225 and 1.250. Immediately after being taken off charge, the voltage of the accumulator should be about 2.5 volts per cell, as may be easily determined with a small pocket-type voltmeter.

Expanding of the plates, particularly of the positives, is a frequent trouble and is indicated by a bulging of the case. The only remedy is to remove the plates, clean them, and file the edges. If this is not done the case may develop a leak, or the positive plates buckle so much that small pieces of paste will bridge them in contact with the negatives.

Nothing during charging is frequently a serious trouble with an accumulator, and should this occur with a more or less new cell, the user should refer the matter to the manufacturers, as it is usually due to unsuitable celluloid being employed for making the case.

Accumulator batteries must be kept clean. The top of the cases should be wiped down free from acid and dust from time to time, and the screw terminals removed, cleaned if necessary, and thoroughly smeared over with vaseline.

Sediment in the bottom of the celluloid container must be looked for, and should it become so deep that it makes contact with the plates, the cell should be thoroughly washed out and refilled with new electrolyte. It is usual, however, to leave a liberal space between the plates and the bottom of the container so that quite a lot of paste may fall from the plates before contact with them is likely. One of the chief causes for paste falling from the plates is charging and discharging at excessive rates. As far as charging is concerned, the instructions on the cell may, of course, be adhered to, but, when discharging, one should estimate the current which it is required to deliver by multiplying the number of valves which it operates by 0.8.

The Condenser across the H.T.

Although the experienced amateur always adopts the practice of bridging the terminals of his H.T. battery with a condenser, doubt seems to exist as to the most suitable capacity. The internal resistance of the battery may be as high as 100 or 200 ohms. Such a resistance is undesirable in high or low frequency circuits, particularly if it is common to a number of valves.

The condenser used should have a value of about 2 microfarads in order that it may bypass currents at the frequency usual to telephony.

---

† P. 318, June 10th, 1922, p. 397, June 24th, 1922, and p. 535, Jan. 20th, 1923.
The Elementary Principles of Radio Telephony*

By G. G. Blake, M.I.E.E., A.Inst.P.

Since the inauguration of the London Wireless Society in 1913, many changes have taken place in the world of "Wireless." The Society has recently been renamed "The Radio Society of Great Britain," this change of name being made for two reasons; firstly, because ever since our inception we have been the body which has acted as the mouthpiece of the amateur on all occasions when it has been felt necessary to approach the Post Office, and it was felt that, as our work was of a national character, we could represent the amateur with even greater strength under this new title. The name "Radio" was chosen owing to the fact that it is rapidly replacing the old term "Wireless," and has now been adopted in all countries as an international word.

As far back as 1903 or 1904, and even prior to that date, many of those present to-night, including myself, commenced experimenting in radiotelegraphy, and we have had the pleasure of seeing the science grow with astonishing rapidity. There are now some hundreds of societies all over the country, the most important of which are affiliated to the Radio Society of Great Britain, and I think it is fair to say that it is mainly owing to the work and growth of the "wireless" amateurs that Broadcasting has been established.

As you know, a company has been organised which undertakes to transmit items of news, weather reports, lectures and concerts. Already they have commenced working their stations in London, Birmingham, Manchester and Newcastle.

There are two distinct types of listener. First there is the old amateur, holding an experimental licence, who is engaged in experimenting with a view to acquiring all the knowledge he can about the circuits which he employs, and in making improvements, and the more advanced workers occupying themselves in carrying out serious research work. Then there is the "broadcast listener," who has a "broadcast" licence, which only permits him to use apparatus having the stamp of the Broadcasting Company, and he uses his instruments for the sake of the information and entertainment which he receives.

There are a great number of receiving sets at various prices which he can buy, and if he gets a selective one, it is possible for him to sit in his own room at home and listen to either of the broadcast concerts he likes, and to reject the others by merely turning a couple of handles.

At this point there is a very important matter to which I would like to call your attention. I have heard of a good many complaints from broadcast listeners, to the effect that they cannot hear the broadcast concerts as they are being jammed by other stations and amateur transmissions.

In these days the Post Office is rightly very particular in the granting of a transmitting licence, to ensure that the applicant shall have sufficient technical knowledge to prevent him from making use of an improper wavelength and so interfering with other stations. Amateur transmitters are using a band of wavelengths ranging from 150 to 200 metres, and a fixed wave of 440 metres. The London Broadcasting Station transmits on a wave of 369 metres, Manchester on 385, Birmingham on 425 and Newcastle on 400.

The tuning of C.W. and radiotelephone stations is sharp, and while we all experience a certain amount of jamming, particularly from spark stations, I would point out that if the broadcast listener is getting undue interference it is probably owing to his receiving set not being sufficiently selective in its tuning arrangements. Of course if he buys the cheapest possible set he cannot expect the Broadcasting Company (or a firm connected therewith) to supply him with anything

---

* An Experimental Lecture delivered before the Radio Society of Great Britain on January 12th, 1923.
else; but I would point out that he must not throw all the blame on the amateur transmitter. He has the remedy in his own hands, for he can buy a selective set by paying a little more for it, and he should then be able to cut out the interference.

For at least a couple of years music has been transmitted from the Hague in Holland. Recently the arrangements have been taken over by the Daily Mail, and concerts are still being transmitted from that station every Sunday afternoon from 3 till 5, on a wavelength of 1,030 metres. Then we have concerts transmitted from the Eiffel Tower in Paris, on a wavelength of 2,600 metres, also concerts transmitted by "La Société Française" (also from Paris), every evening at 8.45 till 10 on a wavelength of 1,505 metres, and in fact if we get many more stations transmitting we shall soon be able to hear more than we want.

The Committee of our Society feels that with the influx of the new class of wireless (perhaps I had better say Radio) listener, it now becomes our work to gather them together as a new class of amateur, and it devolves upon us to do all we can to look after and protect their interests. With this in view we recently formed a new section wherein anyone holding a broadcast listener's licence may join, and we propose to give lectures to them, and to hold special meetings for them from time to time.

We are also asking our affiliated Societies to do the same wherever possible. We expect that there will be many "broadcast listeners" who will get interested in the technical part of the subject and who will welcome our lectures and our help, so that the "broadcast listener" of to-day may become the experimenter of tomorrow. With this object we shall specially endeavour to make the lectures given to this section of our Society popular and instructive in character. All those who are admitted to this Section will be known as Associates of the Radio Society of Great Britain. As this is the inaugural lecture, I propose to make it an introduction to the study of radiotelephony, so as to leave the field quite open for subsequent lecturers.

The scientist, as you know, in order to account for certain phenomena, is in the habit of making postulates or theories. These he is equally ready to discard or replace by others as soon as he finds some fact which does not fit in with his scheme of things or discovers some more plausible theory.

In order to explain light, X-rays, radiotelegraphy, etc., we believe there must be some medium present which, though we have never seen it, is there, and is capable of conveying wave motion. To this intangible and omnipresent medium we give the name "Ether."

At the present time, owing to the work of Einstein, the ether theory, which we radio men feel it is almost impossible to do without, is in the melting pot; but if it is dying it is making a hard fight, for many of our leading scientists still believe in the necessity for its existence. We cannot hope tonight to decide which school of thought is right; but as thoughts of the existence of the ether assent to us in our study of radiotelephony, and account for all the facts we so far know concerning this branch of science, we will be of those who take its existence for granted.

Radiotelephony is a subject which possesses great fascination both to the engineer and to the man in the street; it is little short of a modern miracle. How, one asks, is it possible for the audience in this hall to hear music and speech taking place miles away, while the people next door are not conscious that any sounds are passing them? Can it be possible that these sounds are being transmitted for so many miles and arrive at their right destination without any telegraph or telephone wires connecting the two places? How is it that when several people are telephoning wirelessly at the same time they do not create an untelegible babble of voices? I hope this evening to make these points more understandable, and by actual demonstration to prove to you the truth of these seeming miracles.

I first want to give you just a fleeting glimpse of this part of the universe as scientists see it. We will try for a few minutes to forget that we are in this lecture hall, and let us imagine ourselves looking down upon our earth as it travels round the sun. It progresses at the rate of seventeen miles per second, and even at this enormous pace it takes a whole year to complete one journey round it. This speed so far exceeds our conception that it gave very just occasion for a remark of Lichtenberg, that while a man salutes another in the street he goes many miles bareheaded without catching cold. The earth takes, as I said, a whole year to complete its circuit around the sun; this gives us some conception of the relative smallness of our earth compared to the infinity of space wherein it moves. Now it is to this apparently empty space in which the far off stars and the solar system with all its planets exist, that I particularly wish to direct your attention.

Is it as empty as it at first sight seems? If it is empty, how can the light from the sun reach us across nothingness?

Science has analysed the rays of light and found that they are waves. Waves of what? That is the question. We know that they are not waves of air, as our atmosphere only exists a comparatively few miles around our earth, also light will pass across a vessel from which all air has been removed. Again, as wind makes no difference to the strength of light or of radio signals, it cannot be the air which conveys them.

We therefore believe that all space is filled with something which we call the ether, which is capable of transmitting wave motion.

As we are able to see light through air, it is obvious that the ether permeates it. We know that X-rays will penetrate through all solid bodies; these rays are really vibrations of the ether of very short wavelength. It is obvious that this infinite ocean of ether permeates all things, including ourselves. We are in some respects like little fishes in an infinite ocean; the ocean in which we live is imperceptible to any of our senses. When we move in it, it passes through between the atoms of which we are made. We cannot feel it as it offers no resistance to our motion. We cannot smell it, see it, or hear any sound of it. The fact that it penetrates through what our senses tell us is solid matter, proves to us how crude are our senses, and that in reality matter is by no means as solid as we have supposed.
Imagine this spectrum drawn out at each end so that it covers a length at least 53 times that of the strip you see before you on the screen; it would then reach approximately from here (Savoy Street, Embankment) to the Strand (Fig. 3). Down below the last visible violet rays you would come to what we call the ultra violet rays. Although these rays are so short that our eyes cannot see them, their presence can readily be detected, as I will presently show. Below these again we come to still other vibrations of much shorter wavelength that they can freely pass through the spaces between the atoms in solid matter. These are known as X-rays.

Fig. 4 is an ordinary photograph of a small wireless set, and Fig. 5 is an X-ray picture of the same object, which shows how transparent it is to the X-rays.

(By means of an X-ray apparatus and a large screen, transparency of the human body was demonstrated, and the heart of a member of the audience was shown beating.)

Referring again to the spectrum, beyond the red end we come to infra-red radiations; beyond these again we have waves of much greater length, known as Hertzian waves, and it is these waves that we employ for radiotelegraphy and telephony. It may help you to get a better grasp of what is involved by the presence of all these varying wavelengths in the ether, if I give you an illustration.

Suppose one of our greatest artists, say Turner, has seen all the beauty in a landscape it was possible for a man to see, he was only able to see less than one fifty-third of the colours which were there, for the visible spectrum is made up of only one fifty-third of the ether waves which are at present known to science; our eyes are blind to all the rest. It has produced in me a feeling of awe and wonder, when I have stood with a number of other people in a garden of flowers of varied hue, to think how the light of the sun, made up as it is of all the colours, shines down upon them, and how each flower absorbs the energy of certain waves, reflecting others in all directions; yet however great the crowd, each person is conscious of the colour waves reflected from each flower. When one considers the immense number of waves, crossing and recrossing in every direction, without causing any interference with one another, it is hard to conceive it possible. Yet, there it is, and not only the waves we see are there, but a far greater number which to us are invisible.

Sir Oliver Lodge (who is an honorary member of this Society) once showed a very pretty experiment illustrating this. He filled a length of india-rubber tube with water, thus he attached to a small motor, which caused it to rotate with great velocity. The motor was then suddenly stopped, and he showed that as long as the water in the tube continued in motion the tube exhibited the properties of a solid rod.

This slide (shown in Fig. 2), which Professor Fleming, one of our Vice-Presidents, has kindly allowed me to copy from a slide which he showed at the Royal Institution Christmas Lectures last year, will serve to illustrate wave motion. I want you to keep your eyes on the red dot which you see in the centre of the dotted line on the screen. You will notice that while the wave actually travels across the screen, the little dot, and in fact all the dots of which the line is composed, only move up and down in a straight line vertically.

White light is made up of a number of rays of different wavelengths all travelling at the same speed, namely 186,000 miles per second, and all impinging on our eyes at the same moment of time. (The lecturer here showed a band of white light.)

**Fig. 2. The two components of a mechanical lantern slide for demonstrating wave motion. The white lines represent the transparent portions. The grid and wave line stand face to face in the lantern, giving a number of dots on the screen, and as the wave line travels past the grid, the effect of wave motion is produced. (Reproduced by the courtesy of Dr. J. A. Fleming.)**
We cannot contemplate such wonders as these without a feeling of awe. Surely here is evidence of a master mind which conceived it all. One cannot believe that such laws as govern these wonders came into being by blind chance.

Fig. 4. A small wireless instrument as the eye discerns it with the aid of ether oscillations of a limited range of frequencies.

I will now endeavour to demonstrate to you the presence of some of the invisible waves of which we have been speaking at each end of the spectrum. (Here the lecturer obliterates the visible light emitted by an optical lantern by means of suitable coloured screens, and in the darkness in front of the lantern caused certain materials to glow, including slices of bread and butter and margarine, under the effects of the invisible rays. He also showed that the waves emitted by a small wireless transmitting apparatus were capable of freely passing through a wooden blackboard. He also showed a small electric spark apparatus, Fig. 4, and demonstrated that it not only emitted visible light radiations but simultaneously it produced ultraviolet at one end of the spectrum and Hertzian waves at the other. He showed the presence of these otherwise invisible radiations respectively by causing Wilomite to fluoresce, and by causing a small electric lamp to glow when attached to a single loop of copper wire which he held in his hand at some distance from the origin of the rays.

The sensation of colour which we see depends upon the number of ether waves which strike the eye in a second. Thus the sensation of red is produced by imparting to the optic nerve 174 million of millions of impulses per second, while violet, the visible light which you saw in the experiment just now, is produced by imparting to the nerve some 699 millions of millions of impulses per second.

Sir John Herschel once said, "There is no mode of conceiving the subject which does not call upon us to admit the exertion of mechanical forces which may well be termed infinite."

I have endeavoured to convey to you some faint idea of the existence of an all-pervading medium, the highly complex properties of which are so subtle that we can only perceive its existence in our imagination, and that not without a great effort.

Let us now turn our attention to what we ordinarily consider to be solid matter. The work of Dalton, Crookes, Roentgen, J. J. Thompson, Rutherford, Soddy, Bragg, and many others, has shown us that it is made up of groups of atoms known as molecules, each atom, according to present theory, consisting of a positive nucleus around which are grouped a number of electrons (negatively charged). We can visualise each atom as a tiny solar system; between its positive nucleus, and its electrons, there are relatively vast spaces, which, like the inter-planetary spaces of our universe are permeated by the ocean of ether.

In a fragment of any elementary substance it is believed that there are millions of atoms of that particular element, each made up of a definite number of electrons grouped round a positive nucleus, like planets around the sun.

The forces of the whole system being in a state of equilibrium, it is the definite number and grouping of the electrons which give to the substance the properties by which we distinguish it from other elements. There are, of course, several variations of this theory to account for certain phenomena, but I think what I have said will suffice for the purpose of this lecture. In addition to the electrons in each atom, there are vast numbers of free (or unattached) electrons in the inter-atomic spaces, which can be caused to move like a swarm of gnats in a summer breeze. This movement of electrons constitutes an electric current.

Sir Oliver Lodge once said that there are as many atoms in a glass of water as there are glasses of water in the Atlantic Ocean, and modern science has proved to us that the electrons belonging to each atom are as far distant from their positive nucleus as are two specks of dust one in each corner of this lecture hall.

The number of electrons present in matter is unthinkable. If Adam had possessed a two ounce bottle full of air, at ordinary atmospheric pressure, and if he had commenced to remove the electrons from it at the rate of two per second, working night and day (Sundays included), and he had lived on through the ages he would still be hard at work at it, and would not nearly have completed his task.

(To be concluded.)
Wireless Club Reports.

NOTE.—Under this heading the Editor will be pleased to give publication to reports of the meetings of Wireless Clubs and Societies. Such reports should be submitted without covering letter and worded as concisely as possible, the Editor reserving the right to edit and curtail the reports if necessary. The Editor will be pleased to consider for publication papers read before Societies. An Asterisk denotes affiliation with the Radio Society of Great Britain.

Correspondence with Clubs should be addressed to the Secretaries direct in every case unless otherwise stated.

The Leeds and District Amateur Wireless Society.*

Hon. Secretary, Mr. D. E. Pettigrew, 37, Mexborough Avenue, Chapeltown Road, Leeds.

A dinner and smoking concert was held at the Peel Restaurant, Leeds, on January 22nd. Thirty members were present, the excellent fare and most entertaining musical items being thoroughly enjoyed by all. Members of the Society and members of the Leeds Amateur Dramatic Society kindly contributed to the programme.

An instructional meeting was held at the Grammar School on January 26th, Mr. S. Kniveton, F.R. Met. Soc., lecturing upon the "Construction of Intervalve Transformers." Theory and practice of H.F. and L.F. transformations were thoroughly examined.

A general meeting was held at the Grammar School on February 2nd, under the chairmanship of Mr. F. H. Pickard. Business having been dealt with, the Chairman called upon Mr. E. M. Washington to give a paper and demonstration entitled "Vacuum Tubes, Their History and Phenomena." The lecturer briefly considered the electronic theory of matter and examined the progress of the study of vacuum tube work. By the kindness of Messrs. Reynolds and Branson, Ltd., the lecturer was enabled to exhibit a unique collection of apparatus, which he most successfully demonstrated as the lecture proceeded. The X-ray tube and allied apparatus were also demonstrated. The discussion was eagerly supported by the meeting and a vote of thanks was accorded to Mr. Washington. Mr. T. Brown Thomson was elected Chairman for the next general meeting.

An interesting demonstration of the "Burndept Ultra IV. Receiver" was given at the Huddersfield Radio Society's club-room, on Tuesday, January 30th, by Mr. Townsend of Messrs. Burndept, Ltd., Leeds. Mr. T. Brooke was Chairman and about 30 members were present. A very clear explanation of the receiver was given, as well as many useful "tips" for amateur "listeners-in." Music was heard from London, Manchester and Birmingham on a loud speaker and a Brown's amplifier. The set was taken to pieces and passed round for examination by the members. A vote of thanks was passed to Mr. Townsend, for his kindness on the proposal of the president, Mr. T. F. Brook, and seconded by Mr. H. W. Sellers. The lecture was followed by an open discussion of transmitting licences and the merits of various transmitters.

Barnsley and District Wireless Association.

Hon. Secretary, Mr. G. W. Wigglesworth.

On Wednesday, January 24th, a special demonstration was given by Messrs. Jepson, Morgan and Coates, of the General Electric Company, the chair being taken by Major E. A. Barker, M.C., the President of the Association. The meeting was attended by about 100 people.

The Association's receiving set is being designed and hopes are entertained that it will be built and put into use very shortly. Plans are also being discussed for a summer programme of field days.

Stoke-on-Trent Wireless and Experimental Society.*

Hon. Secretary, Mr. F. T. Jones, 360, Cobridge Road, Hanley.

At a meeting of the Stoke-on-Trent Wireless and Experimental Society on February 1st, Mr. T. R. Clarke (Member), gave a lecture on "A Broadcasting Crystal Receiver."
He fully described the construction of a crystal receiver, on which he regularly receives the Manchester programmes over a distance of about 35 miles.

Mr. Clarke exhibited his crystal receiver, the good workmanship and neat appearance of which was much admired.

Mr. Clarke also gave a report of the Annual Conference of Wireless Societies, recently held in London, at which he represented the Stoke-on-Trent Society.

The Thames Valley Radio and Physical Association.*
Hon. Secretary, Mr. E. A. Rogers, 17, Leinster Avenue, East Sheen, S.W.14.

On Wednesday, January 31st, a concert was given by the Thames Valley Radio and Physical Association to the Mortlake Girl Guides and their friends, about 150 being present at headquarters. An excellent concert was received with the assistance of Messrs. Driver and Harris, and Mr. Rogers explained in simple language how they were able to give such concerts with the receiving apparatus. He also amused them for a few minutes by showing how simple it was to make many useful articles from a piece of paper. Miss Tennant, on behalf of the Commandant and Officers proposed a hearty vote of thanks to the Association.

The next lecture was given on Thursday, February 15th, when Mr. Wade (of the M.O. Valve Company) lectured on "Valves and their Manufacture."

Hackney and District Radio Society.*
Hon. Secretary, Mr. C. R. Phillips, 247, Evering Road, E.5.

The weekly meeting of the above Society took place on Thursday, February 1st, at the Y.M.C.A., Mare Street, Hackney, E.8, with an attendance of over forty, the chair being taken by Mr. H. A. Epton.

After a general discussion on the recent Radio Conference, concerning which the Chairman and the Secretary made reports, and on broadcasting and experimental licences, a lecture was delivered by a new member of the Society, F. G. Francis, Esq., B.Sc., on "Electrical Units and Ohm's Law."

Mr. Francis dealt with a most difficult subject, requiring mathematical calculations, in a simple and lucid style, and was heartily applauded.

At the conclusion of his lecture, Mr. Francis suggested that an evening be set aside for "waist-coat pocket" talks on radio experiences, and this was arranged for a future meeting.

The Secretary would like to hear from prospective members living in the district of Hackney. It is hoped to arrange shortly a public meeting and demonstration, with a lecture by a well-known radio expert.

The Cowes District Radio and Research Society.*
Hon. Secretary, Mr. J. W. L. Ingram, 1, Mill Hill Road, Cowes, I.W.

At the headquarters on Wednesday, January 17th, the Secretary gave a practical demonstration of coil-winding. Various types of coils were made, and their particular advantages in use explained and data for winding coils to specific wavelengths given. Following this, several members expressed their opinions and recounted their experiences in the use of different types of coil.

"High Frequency Intervalve Coupling" was the title of a very interesting and instructive lecture given by Mr. C. Mugliston at the meeting on January 24th.

The lecturer dealt with the various methods of coupling in turn, explaining the characteristics of each, particularly on short wave reception. The great interest taken in high frequency amplification by the members, resulted in a lively discussion at the conclusion of the lecture.

Derby Wireless Club.*
Hon. Secretary, Mr. R. Osborne, The Limes, Chellaston, Derby.

A meeting of the above club was held on Thursday, February 1st, at the Shaftesbury Restaurant. When the minutes of the last formal meeting had been read and confirmed, Messrs. Taylor and Jolley submitted their report of the Wireless Conference held in London, on January 24th. A vote of thanks was then given to the two delegates for so kindly giving their services. It was agreed that the affiliation with the Radio Society of Great Britain be continued.

Mr. Allwood then opened a discussion on "Broadcasting," and sets for the reception of broadcasting. Several members related their experiences and described how they had met troubles which had arisen. A few words in regard to loud speakers proved very interesting, and much useful knowledge was gained.

The membership of the Club is increasing every week, and it is hoped that this state of affairs will continue. The Committee has arranged a programme of papers for the spring season, which, it is expected, will prove an attraction.

Isle of Man Radio Society.
Hon. Secretaries, Mr. J. S. Craine, 6, Belmont Terrace, and Mr. J. P. Johnson, 16, Hildesley Road, Douglas.

A meeting was held on Monday, January 22nd, in the Physics Laboratory of Park Road Secondary School, Douglas, which is the Society's headquarters, Mr. H. Colebourne occupying the chair. There was a good attendance, and thirteen new members were elected.

Mr. S. Hinton spoke on "The Construction of a Simple Wireless Receiving Station, with considerations of detecting and tuning." His treatment of the subject was very acceptable. He dealt almost exclusively with the principles underlying the action of the various component parts of a crystal receiver. His remarks were liberally illustrated by diagram and experiment. Crystal rectification was discussed, and the characteristic of a crystal explained. Many other kindred matters were gone into, and the whole demonstration and address was an intelligent and enlightening presentation.
new members were elected. Reference was made to the chair. There was a fair attendance, and a number of new members were elected. Reference was made to ladies being accepted as members, and the Society extends a hearty welcome to any ladies interested in radio work.

The Chairman subsequently called upon Mr. W. C. Ramshaw, Vice-President of the Bradford Radio Society, to give his lecture on "The Fundamental Principles of Radio Telegraphy and Telephony." The lecturer ably dealt with his subject, which was greatly appreciated.

Bexhill and District Radio Society.

Hon. Secretary, 15a, Sea Road, Bexhill-on-Sea. A general meeting of the Society was held at the Committee Room, 15a, Sea Road, on Thursday, February 1st. Mr. C. S. Parker (Chairman), presiding.

Mr. S. L. Taylor was appointed Vice-Chairman. It was proposed and carried that the London Joint City & Midland Bank should act as Bankers, the office of Treasurer thereby being dispensed with. Cheques would be signed by the Chairman and the Secretary.

Mr. P. Webber and Mr. Holes were appointed as Auditors.

A "Bench" Committee (consisting of Mr. Hill, Mr. Brickett and Mr. Taylor) was formed to deal with the mechanical side of the Society. A bench was to be fitted in the Committee Room for the use of junior members.

 Provision was made for junior members to join the Society at half fee, who could go to the Committee Room at any time to take advantage of various magazines, etc. which were being given to the Society by several members.

The Secretary reported that a profit of £5 13s. 10d. was realised from the whist drive, recently held at the Kahveh Café.

Southend and District Radio Society.

Hon. Secretary, Mr. A. L. Whur, 4, Wimborne, Southend-on-Sea.

At the meeting held on Friday, February 2nd, the Chairman, Mr. D. L. Plaistowe discussed the various transmitting circuits submitted in response to an application by him on a previous occasion, for a suitable transmitting circuit for the Society's portable experimental station 5 QK. It was decided to make a start at once on the building of a single valve portable transmitter, closed circuit with grid control.

Mr. F. Mayer gave a most interesting lecture on his station 2 L.Z., giving circuits of both transmitter and receiver, and particulars of some experiments carried out on very short wavelengths by that station, which proved to be of great interest.

Tottenham Wireless Society.

Hon. Secretary, Mr. R. A. Barker, 22, Broadwater Road, Bruce Grove, Tottenham, N.17.

At the meeting of the above Society held at 10, Bruce Grove, Tottenham, on January 31st, Mr. Kaine-Fish delivered his second lecture on "Valves." As the actual theory of valves and their intricate working is not so fully understood as it might be by many people, the lecture proved very instructive. The lecturer dealt with the theory and practise of valves as detectors, and low frequency and high frequency amplifiers, and showed exactly how they should be used in a wireless receiving set to obtain the maximum efficiency. The diagrams used during the lecture made the whole subject perfectly clear. A good discussion on the subject followed and Mr. Kaine-Fish went over all doubtful points.

Business was then discussed and a report of the last committee meeting was read. This included a good programme of lectures for February. Mr. Kaine-Fish also gave a report of the Annual Conference of the Radio Society of Great Britain held recently, at which meeting he represented the Tottenham Wireless Society.

The Wireless and Experimental Society.

Hon. Secretary, Mr. Geo. Sutton. At the meeting of the Wireless and Experimental Association at the Central Hall, Peckham, on Wednesday, January 24th, the Assistant Secretary reported that, acting on the instructions of the last meeting, he had written to the founders of the Prescot and District Wireless and Experimental Association wishing them success in their venture, and expressing the hope that the temporary stay of their Secretary in Prescot would be to their benefit. Mr. A. W. Knight then reported his experiences at the Conference of Wireless Amateurs convened at the instance of the Radio Society of Great Britain. The matter of the present position of the Broadcasting Company was fully discussed, but it seemed that the representative of the B.B.C. who was present at the Conference had nothing concrete to suggest as to how the present difficult position might be relieved.

Later in the evening Mr. Hersey exhibited a wavemeter which he had constructed, and Mr. Joughin presented to the notice of the members the new club wavemeter. Mr. Knight read a suggested set of rules governing the loan of the wavemeter to Association members. Mr. Voigt followed with the construction of a straight line graph for the wavemeter, and the meeting then proceeded to the consideration of the calibration of received signal strength. A short discussion on electron flow brought the meeting to a close at 10 p.m.

Bath Radio Club.

Hon. Secretary, Mr. Geo. J. B. Curtis, 6, Pierrepoint Street, Bath.

An interesting meeting of the Bath Radio Club was held at the Old Red House, Bath, on January 26th. The Chairman being unavoidably absent, Mr. J. G. Young (founder of the Club), presided. Following the usual half-hour's Morse code practice, with Mr. H. L. Bowen at the buzzer, the second of a series of six elementary lectures by Mr. L. E. R. Boxwell was delivered. This lecture comprised a study of oscillatory circuits with particular reference to the crystal set. Mr. Boxwell's able and lucid delivery won him the warm appreciation of all present. Members were unanimous in their opinion that they had seldom heard a lecture delivered with such clarity.
Brighton and Hove Radio Society.*

Hon. Secretary, Mr. D. F. Underwood, 68, Southdown Avenue, Brighton.

The usual fortnightly meeting of this Society was held at the residence of Mr. Magnus Volk on January 18th.

In the absence of the President, the chair was taken at 8 p.m. by Mr. W. E. Dingle.

The members were exceptionally fortunate in listening to a valuable address given by Mr. Volk upon the correct method of using tools and workshop practice generally. Mr. Volk lucidly explained several points, aided by diagrams, and specimens of various types of tools, etc. The orthodox method of using cutting tools in conjunction with a lathe was dealt with, the right and the wrong way being clearly defined. A discussion ensued during the course of which the following items received consideration: jointing, drilling, tapping, turning brass and ebonite, soldering, slide rest, and care of tools.

At the conclusion of the lecture, Mr. James Cowie, A.M.I.E.E., moved a hearty vote of thanks to Mr. Volk, expressing appreciation on behalf of the members present for the very free way in which the knowledge had been imparted. This was carried unanimously.

The Brighton and Hove Radio Society is engaged upon experimental work of a valuable nature in the interests of the science generally, and more particularly at the present time in connection with the elimination of interference during the reception of broadcast transmissions caused by inexperienced persons. Too strict attention cannot be paid to this matter, and it is hoped that all local radio enthusiasts will cooperate to avoid annoyance in this direction by keeping their valves from oscillating.

Wanstead Wireless Society.

Hon. Secretary, Mr. A. B. Firman, 18, Clavering Road, Wanstead Park, E.12.

On Thursday, January 25th, 1923, the Society had what proved to be the most successful meeting of the season. The chair was taken by the President, William Platt, Esq., who was supported by Brig.-General R. B. Colvin, C.B., M.P., a Vice-President of the Society.

Major Parker, M.B.E., A.M.I.E.E., then gave a delightfully interesting and instructive lantern lecture dealing with the ether theory and the early discoveries and inventions of wireless telegraphy and telephony, passing on to a discussion on circuits and other items of practical interest to the amateur experimenter, and finally concluding the lecture by again showing slides depicting the commercial and other applications of the wireless of to-day.

Later, Major Parker thanked the Marconi Company for the lantern slides, and Mr. Lambert and others who so generously gave their services.

The Senior Lintonian Radio Society.

Hon. Secretary, Mr. J. D. Meeke, 14, Avonmore Road, West Kensington, W.14.

The above Society has been formed at Linton House School.

A meeting was held on Wednesday, January 10th, and the following officers were elected:—President, Mr. A. E. Hardie, M.A.; Vice-Presidents, Rev. H. Martin Thorpe, M.A., Mr. J. D. Steel, M.A., and Mr. W. H. Littleton; Chairman, Mr. D. G. Bower; Hon. Secretary, Mr. J. D. Meeke; Committee, Messrs. R. Croxton, J. Hardy and C. L. Bradley.

The first general meeting was held on Thursday, January 25th, with Mr. D. G. Bower in the chair, at which Mr. C. L. Bradley spoke on the "Elementary Principles of Wireless Telegraphy and Telephony." The Vice-President, Mr. J. D. Steel, was also present.

On Wednesday, January 31st, Mr. C. L. Bradley gave his paper on "Aerial Construction and Erection," the different types of aerials being shown in diagram, the earthing system and the insulation of the aerial being also explained.

Gorton and District Wireless Society.

Hon. Secretary, Mr. T. E. Rowe, 8, Fairhaven Street, West Gorton, Manchester.

At a meeting of wireless enthusiasts held at Gorton, Manchester, on Thursday evening, February 1st, the above Society was formed and the following members were appointed officers:—President, Mr. E. Jones; Hon. Secretary, Mr. T. E. Rowe; Asst. Hon. Secretary, Mr. O. A. Potter; Chairman, Mr. G. Sykes; Deputy Chairman, Mr. C. W. Potter.

The above officers, together with Messrs. W. Kirkham, Junr. and A. Oliver, also comprise the Committee.

Meetings are to be held every Thursday evening at 7 p.m. at the Headquarters, Gorton Villa Inn, Hyde Road, West Gorton, Manchester. A hearty welcome is extended to all enthusiasts living in the above district, and full particulars will be forwarded on application to the Secretary.


Hon. Secretary, Mr. V. J. Hinkley, Northern Polytechnic Institute, Holloway, London, N.7.

The 115th meeting of the Association was held at 8 p.m. on Monday, January 29th, this being the second annual general meeting.

After the business of the meeting the President called upon the Hon. Auditor to make a report upon the financial affairs of the club. The report showed that, after expenses for rent, construction of three-valve experimental set, and secretarial expenses had been settled, there was a cash balance of £6 10s. 4d.

The Hon. Secretary then read a report on the work of the Association during the past year. The next business to be put before the meeting was the election of Officers and Committee for the year 1923. The following is a list of the names of those now in office:—President, R. S. Clay, Esq., B.A., D.Sc.; Vice-President, B. Binyon, Esq., O.B.E.; Chairman, H. N. Wilson, Esq.; Assistant Chairman, J. Nicol, Esq., B.A., B.Sc.; Hon. Treasurer, F. S. Angel, Esq.; Committee, Messrs. G. D. Meyer, F. W. Horton, R. J. James, J. A. Reading, H. W. Nunn, A. G. Hill; Hon. Secretary, Mr. V. J. Hinkley.

The President at the conclusion of the above business gave an address on "Electrons, and the part they play in the Thermionic Valve," the object of which was to give a clearer conception, to both beginners and more advanced workers in wireless, of the nature of the electron. The lecture touched upon the work of Crookes and of J. J. Thomson, and performed a number of experiments to illustrate his remarks.
Making a Simple Valve and Crystal Receiver.

THE BEGINNER'S CONSTRUCTIONAL ARTICLE.

In the issue of February 24th, the construction of a simple crystal receiver was dealt with in detail. The receiver described is suitable for the reception of broadcasting up to a distance of approximately 30 miles. When it is desired to receive at greater distances, the addition of a high frequency amplifying valve circuit is necessary, and a receiver embodying such an arrangement is given below.

High frequency amplification is specially suitable when the distance from the transmitting station is likely to be in excess of that just mentioned, and it permits also, when required, of arranging the reaction coupling on to the windings of the inductances in the H.F. amplifying circuit instead of directly back to the aerial tuning circuits, thus limiting the extent of radiation. Such an arrangement was first advocated in this journal in a series of articles under the title of "Experimental Station Design," commencing from September 16th, 1922, and has since been approved by the Postmaster General for use in apparatus intended for reception on broadcast wavelengths.

Reaction is not made use of in the receiver about to be described, though it is quite an easy matter to add it when desired.

The article in the previous issue of this journal is intended for the man who is about to start in wireless. The design in this case has also been arranged to suit the beginner, but who is perhaps a little more ambitious than to be contented with merely a simple crystal set.

The materials required are as follows:

Polished sheet ebonite, 10 ins. by 4 ins. by 1 in.
No. 26 D.C.C. wire (get about 4 ozs.).
4 ozs. of No. 18 or 20 bare copper or tinned copper wire.
8 terminals.
4 valve legs with washers and back nuts.
Filament resistance with fixing screws (which will probably be 4BA by ½ in.).
A simple crystal detector (Silicon or "Perikon").
1 condenser 0.0003 mfd.
1 condenser 0.001 mfd.
Shellac varnish.
4 cards for inductances.
2 1-in. brass screws (4BA, round or cheese heads).
2 4BA nuts.
4 lengths (each nearly 1 yard) of "Sistoflex" insulating tubing.
A piece of wood for base, ½ in. to ¾ in. in thickness.
Miscellaneous brass wood screws.

The construction of the inductances should be the first step, and the method by which they were wound is shown in the accompanying diagram.
have been made was fully dealt with in the previous issue. The shape and dimensions to which the cards must be cut are shown in Fig. 1. Starting at the centre, the card is wound full with the No. 26 D.C.C. wire. Four inductances will be required. Next, the panel should be made up which carries the filament resistance, crystal detector, valve holder, condensers, and terminals. The dimensions of this panel are shown in Fig. 2 and also the setting out for the positions of the holes.

The ebonite must be sawn to size and the edges finished by careful filing and rubbing down with emery cloth. Care should be taken to ensure that the edges are at right angles to one another and also with the face, and, moreover, that they are quite straight. The reader should purchase a small steel square for this purpose.

The position of the holes should be measured out with the utmost care and accuracy, particularly with regard to the position of those which are to carry the valve legs.

Fine scratching lines may be made on the under-side indicating the positions for the holes, and before drilling, points must be made with a sharp centre-punch in order to act as a guide for the point of the drill and to prevent it wandering over the smooth ebonite surface.

If the terminals and valve legs have 4BA threads, then the sizes of the holes will be 5/32 in. Care must be taken in drilling the holes not to fracture the back of the ebonite, and to avoid this, it is advisable to drill down on to a piece of hard wood or scrap ebonite.

The mounting of the filament resistance and the crystal detector will depend upon the types purchased, and it is quite a simple matter to devise a method for securing these two components, according to their design.

Before finally assembling the components on the panel the polished surface should be removed by rubbing with emery cloth attached to a small block of wood. By rubbing in small circles and using a fairly rough emery cloth, it is possible to remove the polish and produce a good matt finish free from scratches. A trace of oil may be used while rubbing down. The surface must be wiped quite clean and free from oil before finishing.

Fig. 3 gives the complete lay-out of the finished instrument and little explanation is required with regard to assembling. It is quite apparent from the diagram how the inductance coils are to be mounted, and the method in which they should swing one over the other.

The wiring is shown in Fig. 4 and is quite easy to follow. It is shown also in Fig. 5, in the form in which wireless circuits are usually represented.

It may be necessary, before finally soldering off the ends of the moving coils, to try the effects of reversing the connections to the ends, or unscrewing them from the moving arms and turning them over.

The moving inductances are secured to the wooden adjusting arms by means of No 4 by ½ in. brass screws with countersunk heads,
Fig. 3. The complete receiver, with H.F. amplifier and valve detector. It is drawn to scale, and the overall dimensions are 15" × 9½".
and to prevent the screws from tearing the card, an additional piece of stiff card should be put on in the centre.

The tuning-in of signals is effected by moving the two inductances more or less together, though the actual setting of one with regard to the position of the other moving coil depends essentially upon the dimensions of the aerial to which the set is connected.

It must not be overlooked that the crystal must be adjusted to its most sensitive setting before tuning is attempted. The type of valve used is of importance, and should be one which has a characteristic which is specially suitable for H.F. amplifying, such as the "R."

The method of adding reaction to this tuner will be dealt with in a subsequent issue.
Accumulator Charging Station.

The accompanying photographs show an accumulator charging equipment which has been designed essentially for providing various charging rates, such as are required when handling the many types and sizes of batteries used in wireless work. Power is taken from D.C. mains at 220 volts for driving a motor generator, the windings of which are arranged to give practically constant voltage when the load fluctuates through a wide range. Current is fed on to two distributing switchboards, each of which provides three charging rates. Overload and no-load release switches are arranged to prevent damage to batteries on charge should the supply vary within certain narrow limits from the normal charging rates of the distributing circuits. An auxiliary prime mover is available for use in the event of breakdown.

Provision is made for charging and discharging new cells so as to bring them into good condition. Charged batteries which are not required for immediate use are kept on the circuit, with a very changing current, such as is passed by a lamp.

The station is well set out, and the distributing circuits and leads being permanently wired, the chance of damage to cells is practically eliminated.
Notes

A Norwegian Station’s Transatlantic Success.
The wireless station at Bergen, Norway, it is stated, has recently been in communication with American stations and reports from America show that transmissions from Bergen have been clearly received there.

British Broadcasting Received in Denmark.
A Danish reader reports that with his single-valve set at Copenhagen he is able to hear British broadcasting from 2 LO, 5 IT and 5 NO. 2 LO (London) is 920 km., 5 IT (Birmingham) is 1,000 km. and Newcastle 800 km. from Copenhagen. The reader’s aerial consists of two wires, each 40 metres in length and 20 metres in height.

Continental Stations Received by a Staffordshire Reader.
While listening-in round about 200 metres during February, Mr. A. C. H. Bassano of Old Hill, Staffordshire, heard 8 AP (France), OMX (Holland), OPO (Holland), and OYS (Holland)—all on C.W. The receiver was a 3-valve set—one high frequency, one detector, one low frequency: the H.F. being tuned anode. The signal strength was about R 5-7  in each case.

Broadcasting in India.
The Indian Government has decided to permit private enterprise to undertake broadcasting by wireless in India and Burma upon lines similar to those followed in the United Kingdom. A Conference has accordingly been arranged to take place in March, under the Presidency of the Director General of Posts and Telegraphs to discuss the project of forming a company open to both British and Indian manufacturers of receiving apparatus.

The Award of the Faraday Medal.
The Council of the Institution of Electrical Engineers have made the second award of the Faraday Medal to the Honourable Sir Charles Algernon Parsons, K.C.B., F.R.S., Honorary Member of the Institution. The Faraday Medal is awarded for notable scientific or industrial achievement in Electrical Engineering or for conspicuous service rendered to the advancement of electrical science.

Broadcasting Licences.
Up to the end of January, it is reported 58,000 licences for the reception of broadcasting had been issued by the Post Office.

Senatore Marconi Planning Investigation of Atmospheres.
Senatore Marconi will shortly undertake a cruise in his steam yacht Electra, which is now being refitted in the Solent. As in the case of the cruise last year, the object is deeper research into wireless matters, and in particular the influence of atmospheric disturbances.

Wireless Sers for Liner Passengers.
The United States liner Leviathan which will start on the New York-Southampton service in June, will have wireless telephones in every cabin.

The New British Broadcasting Stations.
Reports from various parts of the country served by the new Cardiff broadcasting station indicate that the first transmissions were a great success, and notably there was a total absence of interference. The Glasgow station which it was expected to have in operation by March 19th, may actually be ready to begin transmissions well before that date, as the British Broadcasting Company are naturally anxious to have this station working at the time the National Opera Company is due to visit Glasgow. It is probable therefore, that the new station may be opened at the beginning of March. The opening ceremony will be performed by the Lord Provost of Glasgow (Sir Thomas Paxton) and Lord Gainford (Chairman of the British Broadcasting Company). Sir William Noble and other directors of the Company will also be present.

Do you hear Brussels Aerodrome?
The Brussels Aerodrome radiotelephone station broadcasts weather reports on 1,100 metres at 12.00 and 16.50 G.M.T. every day excepting Sundays and Belgian bank holidays. The 16.50 report includes a short summary of the day’s aerial traffic at Brussels Aerodrome. The report issued from Uccle (OPO) on C.W. at 12.00 G.M.T. on 1,500 metres is only transmitted on Sundays and Belgian bank holidays, and when the R/T station is out of action.

The Director of the Belgian Royal Meteorological Institute kindly requests amateurs who receive Brussels ‘phone messages at a distance greater than 300 miles, to let him know, through the medium of The Wireless World and Radio Review, the amount of amplification necessary to receive the message.

The Bamberger Tests.
In the early morning of February 24th, signals were received in England from the Bamberger Station, New York. The occasion was a special test transmission, details of which were given in a recent issue. Mr. Inman of Hampstead, using one H.F., detector and one L.F., heard every word from 6 o’clock until the station closed down at 6.15. Mr. Brice, also of Hampstead, heard portions of the transmissions, using a detector valve and one L.F. Mr. Baldry, of Wembley, Middlesex, also received a portion of the programme with receiver employing a detector valve and two note magnifiers. Each of these gentlemen in reporting particulars, pointed out that reception would have been much better had there been less interference from local oscillating receivers.

Newspapers and the Broadcasting Programmes.
The continuance of the Broadcasting Programmes in the daily newspapers has now been agreed upon in view of the widespread desire that this feature should be available to the large number of persons possessing receiving sets throughout the country.

International Meteorological Reports.
The Director of the Office National Meteorologique of Paris, announces the procedure adopted regarding weather reports received from ships. It is
explained that observations made by French ships are transmitted in the first weather report sent out from the Eiffel Tower, following their reception. These Eiffel Tower transmissions are carried out under high power at intervals of about three hours throughout the day, viz., 0220, 0400, 0620, 1005, 1420, 1600, 1920, 2100. In addition to this, reports from French ships may appear in the Le Bourget transmissions at 1050, 1128, 1250 and 1528. In this case they are repeated either in their complete form in the Eiffel Tower report of 1420, or in abbreviated form in the Eiffel Tower report of 1000.

All reports received in France from ships of other nationalities are repeated in an abbreviated form in the high power transmissions from the Eiffel Tower at 0400, 1005, 1600 and 2100. These reports are only transmitted if they are not more than 24 hours old. Where several reports relating to the same locality are received from different ships, only one is transmitted. It is of the greatest importance, therefore, the Director points out, that observations made by ships should be communicated without delay to the Office Météorologique de France in order that the information may be utilised to the greatest possible advantage.


The third of the series of elementary lectures, primarily intended for Associates of the Society, will be given by Mr. L. F. Fogarty, A.M.I.E.E., at the Institution of Electrical Engineers, Victoria Embankment, on Friday, March 16th, at 6.30 p.m. The title of the lecture will be: "Accumulators, Dry Cells, and the Currents used in the Reception of Radio Telephony." The lecture will be illustrated by experiments. Non-members may obtain an admission card by forwarding a stamped addressed envelope to the Hon. Secretary, 32, Quex Road, West Hampstead, N.W.6. Readers are reminded that Associateship of the Society is open to anyone interested in wireless, and no qualifications are required. The annual subscription is 5s.

Correspondence.

To the Editor of The Wireless World and Radio Review.

Sir,—The fact that the Writtle concert has now been definitely closed down has recently been publicly announced. This concert was brought into being specially for the benefit of amateur experimenters, and directly by reason of a petition presented by the Radio Society of Great Britain, and signed by about 60 affiliated societies, the Hallé Wireless Society making the original suggestion. Directly permission was very kindly made arrangements to carry out the weekly programmes from a special station at Writtle. Thousands of your readers will know how successful these concerts have been, and I wish to express the sincere thanks of the Radio Society of Great Britain, and I am sure also the thanks of all the affiliated societies, for the public-spirited manner in which Messrs. Marconi Scientific Instrument Co. have carried out these concerts week after week with unfailing regularity over so long a period.

Leslie McMichael.

Hon. Sec. of the Radio Society of Great Britain.

32, Quex Road,


February 17th, 1923.

To the Editor of The Wireless World and Radio Review.

Sir,—I was much interested in the article on the vernier time beats as given by Mr. Mitchell in the current issue of The Wireless World and Radio Review.

There are, however, some points which I think require a little further explanation.

For example the times of the first and 300 beats are now given in sidereal time by FL, as to-day, January 15th, for instance the series are 17352632 and 17401948 which is equal to 433.16 time occupied in sending the 300 beats. If a clock is to be adjusted by these beats to GMT it is not some further correction necessary.

The series as mentioned by your correspondent and examples given appear to be based on the old system when Paris gave out the times of the first and 300 dots in GMT. I should be glad if some further information could be given through your correspondent, with examples on the present system, showing how a clock may be adjusted or checked on GMT.

P. M. PLUMTREE.

Sir,—The examples given in my article are not based on the old system, and they are given in sidereal time units as now sent out by Paris FL.

Taking the series you quote—

17401948 = 17h. 40m. 19.48s.

17352632 = 17h. 35m. 26.32s.

The difference = 4m. 3.16s.

Interval between any two dots = 293.16 sec. (sidereal).

293.16 = 299 sidereal sec.

= 0.9805 (approx.)

The tables required for converting intervals of sidereal time to intervals of mean Solar Time are given in the "Meteorological and Time Signal Section" of the Year Book of Wireless Telegraphy, 1923, in the section on Time Signals, together with an example of the use of the tables.

In order to be able to set a clock to GMT from the "rhythmic beats," it is necessary to know the mean time at the preceding sidereal noon, and these values are given for everyday in the year in the "Nautical Almanack" (published by H.M. Stationary Office, Kingsway, W.C.2, price 5s.), page 3, et seq. It was not possible to give these values in the pages of The Wireless World and Radio Review, owing to the amount of space they would have taken up.

These rhythmic beats are intended chiefly for accurate longitude measurements at astronomical observatories, where the standard clock is set to sidereal time for reasons given in my article. For setting a clock to GMT adopt either the above method or make use of the New International System of T.S. at 0023 GMT, daily from FL as explained in previous articles.

W. G. W. MITCHELL.
Calendar of Current Events

Thursday, March 1st.

Daily Mail Ideal Home Exhibition (with Wireless Section). Opening day. (March 1st-24th inclusive.) At 9.20 to 10.20 p.m. Dutch Concert from PCGG, The Hague, on 1,050 metres.

Luton Wireless Society.

At 8 p.m. At Hitchin Road Boys' School. Practical Work and Demonstration.

Stoke-on-Trent Wireless and Experimental Society.

Lecture: "Half-an-hour with a Technical Dictionary." By Mr. F. E. Bew.

Thames Valley Radio and Physical Association.

At 8 p.m. Film on Radio Transmission and Reception.

Friday, March 2nd.

Sheffield and District Wireless Society.

At 7.30 p.m. At the Dept. of Applied Science, St. George's Square. Lecture on "The Progress of Telephony and its Bearing on Modern Life." By Mr. W. Davies.

Leeds and District Amateur Wireless Society.

Lecture on "The Evolution of Receiving Valve Amplifiers." By Mr. H. H. T. Burbury.

Radio Society of Highgate.

At 7.45 p.m. At the 1919 Club, South Grove. Lecture: "Modulation" by Mr. H. Andrews, B.Sc.

Saturday, March 3rd.

Ipswich and District Wireless Society.

At 8 p.m. At 55, Fonnerau Road. Lecture by Mr. A. Southgate, A.M.I.E.E.

Sunday, March 4th.

From 3 to 5 p.m. Concert from PCGG, The Hague, on 1,050 metres.

Monday, March 5th.

9.20 to 10.20 p.m. Dutch Concert from PCGG, The Hague, on 1,050 metres.

Cambridge University Wireless Society.

At 8.30 p.m. Lecture on "Some Anti-Athmospheric Devices." By Major A. G. Lee, M.C.

Tuesday, March 6th.

Lowestoft and District Wireless Society.

At St. Margaret's Institute, Alexandra Road, Lowestoft. Third Annual Meeting.

East London Radio Society.

Meeting.

West London Wireless and Experimental Association.

Lecture on "Wireless and Flying." By Lieut. D. Sinclair.

Wednesday, March 7th.

The Institution of Electrical Engineers (Wireless Section).

At 6 p.m. At Savoy Place, Victoria Embankment, W.C.2. Lecture on "The Development of High Power Valves." By Mr. H. Morris-Airey, C.B.E.

Halifax Wireless Club and Radio Scientific Society.

Elementary Mutual Instruction.

Manchester Wireless Society.

At 7.30 p.m. In Council Chamber, Houldsworth Hall. Lecture: "My Experiences in the Reception of Wireless Messages." By Mr. J. W. Goodman.

Edinburgh and District Radio Society.

At 8 p.m. At 117, George Street. Business meeting. Lecture by Mr. G. D. Crichton.

North Middlesex Wireless Club.

At the Shaftesbury Hall, Bowes Park, N.11. Annual Meeting.


At 7.30 p.m. Lecture: "Wireless as applied to Aircraft" (with lantern illustrations). By Mr. M. Eskdale (Bradford Wireless Society).

Thursday, March 8th.

At 9.20 to 10.20 p.m. Dutch Concert from PCGG, The Hague, on 1,050 metres.

Ilford and District Radio Society.


Luton Wireless Society.

At 8 p.m. At Hitchin Road Boys' School. Lecture on "Measurement of Valve Characteristics." By Messrs. G. W. Chandler and W. F. Neal.

Friday, March 9th.

Sheffield and District Wireless Society.

At 7.30 p.m. At Dept. of Applied Science, St. George's Square. Elementary Class conducted by Mr. J. G. Jackson, B.Sc.

Leeds and District Amateur Wireless Society.

Lecture: "Experiences with all Experimental Receiving Installations." By Mr. J. Croysdale.

Radio Society of Highgate.

At 7.45 p.m. At the 1919 Club, South Grove. Lecture: "Measuring Instruments used in Wireless" by Mr. G. A. V. Sowter, B.Sc.

Broadcasting Stations.

Regular evening programmes, details of which appear in the daily press, are now conducted from the following stations of the British Broadcasting Company:

London 2LO 369 metres.
Birmingham 5IT 420 "
Manchester 2ZY 386 "
Newcastle 5NO 400 "
Cardiff 5WA 395 "

Glasgow Broadcasting Station (5 SC) is expected to be in operation on March 10th.

French Broadcasting Times.

Eiffel Tower. 2,600 metres. 11.15 a.m. weather reports (duration 10 mins.) 6.20 p.m. weather reports and concert (duration about 30 mins.) 10.10 p.m. weather reports and concert (duration 10 mins.)

Radiola Concerts. 1565 metres. 3.55 p.m. news: 3.15 p.m. concert till 6 p.m.; 8.45 p.m. news: 9 p.m. concert till 10 p.m.

L'École Supérieure des Postes Télégraphes et Téléphones de Paris. 430 metres. Tuesdays and Thursdays, 7.45 p.m. to 10 p.m. Saturdays, 10.30 p.m. to 11 p.m.
Radio Society of Great Britain.

REPORT OF ANNUAL CONFERENCE HELD ON JAN. 24th, 1923.

(Continued from page 705 of the previous issue)

Mr. L. F. Fogarty (Hon. Treasurer, The Radio Society of Great Britain).

I very rarely address a meeting either of the Radio Society of Great Britain or of this Conference without speaking about finance, and I do not propose to disappoint you on this particular occasion. We appreciate that the majority of the affiliated societies object to an increased subscription. That is perhaps fairly natural, particularly as they do not know why the increased subscription is necessary. The point is this, that the general expenses of the Radio Society of Great Britain last year exceeded its income by £38, and obviously, therefore, we cannot do more, either for ourselves or for the affiliated societies without an increased subscription. A subscription of 1s. per head in place of the present fee seemed to us at the time a fair proposal, but of course it is open to discussion, but to refuse any increase means that we shall perhaps have to do less than we have done so far. Several members have pointed out that the subscription which their members pay to their societies is too small to allow them to contribute more than they are at present doing. We appreciate that there are a great many societies in that condition. Now, speaking personally, and not as a member of the Committee of the Radio Society of Great Britain, I want to emphasise the fact that in my opinion any attempt to run a Radio Society with too small a subscription is a mistake, and usually dooms the enterprise to failure. I think most secretaries of societies, managers of businesses, and every engineer will agree that there is a certain state of efficiency below which it does not pay to do anything. If you try to run a society on anything but a satisfactory subscription you cannot give your members the convenience of reasonable apparatus, and decent accommodation for meetings, with the result that your members stay away. The whole thing goes in a vicious circle, and finally the scheme falls to pieces. Essentially you should charge a fair admission fee and a fair subscription. You will either have success or you will find it not worth doing. There was one suggestion made that this Society should accept say, in lieu of the present fee, 5 per cent. of the subscriptions of the provincial societies. I think I am correct in saying that the minimum number of members which a society must have before it can become affiliated to the Radio Society of Great Britain is twenty members. We have been told that some of these societies have a subscription as low as 2s. 6d., and we agreed to accept five per cent. of that, the total amount would be 2s. 6d. from that society. What could we do for you in the way of sending journals, writing you letters and advice, for 2s. 6d. a year? That, I think you will agree, is absolutely impossible.

The whole question as to whether the increased subscription should or should not be paid seems to me to depend on whether you ultimately adopt the idea of bringing into being this General Committee, and if this General Committee is going to meet in various parts of the country. We are undertaking to meet the expense of hiring halls, etc., but visits to various parts of the country, and the secretarial work in arranging these things, obviously means an increased subscription of some kind. We are quite willing to pay our own share, and our subscription, as everyone knows, is set at a reasonable figure. The whole matter depends upon whether you adopt this General Committee.

If, some time or other, this Committee comes into being—I am very keen that it should, for I feel good will result from it—I should like to see the funds (a separate fund if you like) representing this 1s. per head amounting to such proportions as to enable us to offer not only accommodation (the hire of the hall), but to pay the delegates their reasonable expenses such as fares, etc. The 120 affiliated societies in the kingdom might want to send two members each, that would make 240. Assume 240 persons, with an average expense in attending the meeting of about £2 each, and you will readily see that a very considerable sum of money would have to be found annually to carry out that idea. On the other hand, without such scheme, I can foresee that these conferences will not always be attended by quite so many people from the far parts of the country as may be desirable, and in that case the Committee will find it difficult to arrive at a definite decision upon every point, simply because there will not be a representative there to speak for every society in the kingdom.

Mr. F. Hope-Jones (Chairman).

It may be asked what was the motive of the Committee of the Radio Society of Great Britain in putting on the Agenda an apparently ill-digested scheme? Let me remind you of what I said in introducing the subject. We have our ears to the ground, always listening for what the provinces want. We welcome these conferences and look forward to them for guidance in all matters of important policy. We want to make the most of them, and to anticipate your wishes if you are not satisfied. Are you content with this annual meeting? We want to give you such an opportunity as we have tried to do to-day to suggest what concerns you more than us—some method that you may care to propose among yourselves of forming a sort of Association of Societies in order to bring your points of view clearly before us, and even to take upon yourselves the executive authority should you wish it. That is our motive in promoting this discussion.

Personally, I think you can rest contented as to your interests being guarded by my colleagues and myself on the Committee. We think we have been fairly successful in finding out what you want and in giving effect to your wishes. That is our constant aim throughout each year and we have no desire that you should form yourselves into an Association of Societies and create an organisation of your own to take the executive authority yourselves. Personally, I do not think the circumstances warrant it. I do not think the political forecasts at the present time in wireless affairs demand it. I think your interests are sufficiently well looked after as they are. Though
no concrete proposal has been put forward, later
in the afternoon I will try and give you a further
opportunity of bringing one up.
I propose now to pass to a subject akin to it, inasmuch as it refers to the formation of another Society, of which we are speaking in connection with the British Wireless Relay League; the co-operation of all Societies in the organisation and management of the League.
We have been asked to put that on our Agenda and I am quite sure there are gentlemen in the room who will tell us the first place, as briefly as possible, but no doubt forcibly and effectively, the aims and objects of the proposed Relay League.
It originated in Manchester. Mr. Evans is here, so I will call upon him to open the subject.

Mr. Y. W. P. Evans (Manchester Wireless Society).
Sometime last year I attempted to form a British Wireless Relay League on something like the lines on which a league is run in America, simply because I thought it was necessary, and that we ought to form a kind of brotherhood throughout the country of people possessing transmitting licences. The object of the Relay League in America was to form a body to assist in a collective effort of carrying out various experiments. A number of suggestions put forward may be ahead of the commercial world in wireless, and with the opportunity of publishing these ideas and encouraging collective experimental work on particular subjects, much useful information will result.

My object is to forward our work in general, and see if we cannot get together some organisation which will prevent many evils—individual jealousy in wireless transmitting, and so on. At the same time it is up to those holding a transmitting licence to make suggestions and put forward views as to how transmitting can be carried out efficiently. At the present time there is the band of wavelengths—from 150 to 200—or a fixed wave of 440—and, especially for the London area, this is ridiculous. You cannot all be working on 440 at once unless you have an organisation to carry out experiments at certain times, and each man in his turn. I have sent out 350 communications to various holders of licences, and societies are in communication with a view to an improvement of the existing transmitting conditions. An efficient organisation of all amateur transmitters would maintain a service of excellent utility. A Relay organisation among the whole band of transmitters throughout the country could be carried out under the auspices of the League, and reports of the results would appear in The Wireless World and Radio Review.

I have been in communication with practically every amateur organisation, and the Americans and French particularly show a desire to see a League established here, and an International League for carrying out definite experiments between countries. I daresay a good many of you will know that Manchester has been trying for some time to get across to America with a view to establishing direct communication between the two countries. We have done it with France, and we shall not be satisfied until we have done it with America. I should like to see that spirit shown throughout the country.

I may say I asked for this matter to be put on the agenda so that the societies could be approached with a view to obtaining from them their co-operation. I do not mean that the societies shall collectively become members of the League, but every Society can assist the League by inducing transmitting licensees to join.

As regards the rules, they have been amended somewhat from the first view that we sent out. We do not intend to be dictators, and we do not profess to dictate to anyone. I am simply trying to help forward the cause in general. I ask the opinion of the meeting as to whether they think it worth while going on. The support of The Wireless World and Radio Review, of the Radio Society of Great Britain, of several societies in France, Holland, Belgium, and American Radio Relay League, may, I think, be depended upon. The present officers have been elected provisionally, and of course, they can always be changed in course of time by the members of the League themselves.

The Chairman.

The American Relay League was very successful. It organised the first communications on short wavelength across the Atlantic. On this side there is one man who has done here what the whole of the American Radio League did in the U.S.A., and that is Mr. Philip Coursey, whom I will now call upon to express his views.

Mr. Philip Coursey.

There are several things to be said for and against the formation of such a Relay League as has been suggested. You are all aware, no doubt, of the existence of the American Radio Relay League and of the sort of work it does. To a certain extent I join issue with Mr. Evans as to the need of that work, but all the correspondence I have had with them strengthens my opinion that their chief aim and object in relay work is communication rather than experiments. They mainly want to handle messages, and the greater the distance the better they like it. There are some extraordinary examples of such handling of messages.

As regards this country the chief objects of such a League would be for experimental work mainly in conjunction with other countries. In our own country, there is really very little use for relay messages, as with short wavelength and amateur power any part of the country could be reached on C.W. transmission. I am not referring so much to telephony, of course, and that is a field in which further experimental work may be done.

The three main French societies formed a committee in connection with the Transatlantic Tests, and that committee is extremely anxious to work in conjunction with us, and, as Mr. Evans says, the American Relay League is also very anxious to work with us. The Americans themselves are astonished at what we have done during the last month, and they frankly admit that our receiving sets are vastly ahead of theirs in efficiency. They, however, have had much more experience than we have in transmitting.

Mr. Evans referred to communication from this country to the United States.

It will be remembered that the Radio Society put up a special station in London, for which the Post Office gave us a temporary licence, and we transmitted messages to the States in conjunction with other tests. We sent a special code message, together with Christmas greetings (which we added on to the end of it), about Christmas time. These tests, which were entirely successful, demonstrated...
what could be done with short wave on C.W. transmission.

The main use for any such League appears to be that it will carry on for experimental purposes the organisation which was started by the meetings of transmitting licensees held a short time ago. If there is any possible way of bringing all new licensees together, under any such league or similar association, in order that they can be informed of what other amateurs are doing, the difficulties they have encountered, and what rules have been found necessary among ourselves to facilitate such experimental work, and its existence can be brought to the notice of all new licensees, then it would be extremely useful.

Regarding offenders against the ordinary rules governing the operation of sets, there is only one way of punishing a member who persistently continues in his offence, and that is by reporting him to the Post Office as being guilty of a breach of the licence regulations. I am convinced that if its members are thoroughly agreed a league such as is suggested could have very useful results.

If, for example, there were introduced some simple organisation to ensure that several stations were always listening at certain times for American signals, we could in that way obtain some valuable information on the short wave transmission possibilities over the Atlantic. In connection with our tests which we have carried out, we found that although the signal strength varied during the period of the tests, and although the number of signals fluctuated enormously, there was no complete break. Such an organisation would undoubtedly work in with many of the officially recognised international societies which are investigating such matters at the present time.

In connection with such work I am in support of this formation. But if it is merely for relaying messages for ourselves I do not think it has any thing like the scope that the American League has. Its use for relay in that way would be, of course, simply to collect information together as to the result of the particular tests made, and to enable it to be collected quickly. As a final suggestion, if you, Mr. Evans, and Mr. Coursey have said in regard to the formation of this League, it is very advantageous. It might expand into an international organisation.

Mr. A. J. Dixon (North Middlesex Wireless Society) supported the League, and other delegates also indicated useful work which might be undertaken.

Mr. Maurice Child.

Speaking as a member of the Radio Society of Great Britain, I foresee some objections to the formation of this League. I think we ought to bear in mind that there is a vast difference between the American Relay League and anything which we could do in this country. The Americans have got a territory equal to practically the territory of the whole of Europe to work over. There is some utility perhaps in their experiments under such conditions, since scattered populations ought to be able to communicate one with another over such a vast area. If we are going to do anything of the same kind in Europe, we must first of all start, in my opinion, by not calling it a British Wireless Relay League, or even the British Radio Relay League, but the International Radio Relay League of Europe, or something of that kind.

Now, the Americans have settled their internal political questions very satisfactorily for many years. But I ask you gentlemen, are the conditions in Europe to-day favourable for such a League to be formed? You can arrange communication between England and France, but can you work from England to Turkey, or can you work from England to Moscow? I think the time is not yet ripe for the formation of a League which is going to do any experimental work between all these countries. We have got to get behind a great deal of red tape in Whitehall before we shall get favourable conditions.

Mr. W. Winkler (Edinburgh and District Radio Society).

We have heard that a great number of people are in favour of the institution of such a League, and at the same time there are others against the idea. Nobody is forced to join, and the organisation is there for those who wish to do so.

The Chairman.

I think that there is very useful work in front of this League. It would naturally handle transatlantic transmissions. Perhaps it is to be regretted, as Mr. Child pointed out, that it cannot very well tackle continental traffic at present, but it might expand into an international organisation afterwards, after experience in handling the work here. A certain banding together of transmitters is very advantageous. There are many matters frequently arising which require the transmitters to confer together rather urgently. It seems to me essential that the Relay League would consist primarily of
transmitters, although I understand from Mr. Evans that it is at present open to holders of "receiver" licences also. I just want to say this. If the British Radio Relay League undertook such important work as is indicated, it might have to act as a watch committee, reporting and trying to suppress bad manners in wireless. In these circumstances the League should strengthen its organisation and personnel. I would like to ask Mr. Evans when the British Wireless Relay League was formed.

Mr. Evans.

The original idea was embodied in a letter which I sent out in the autumn of last year, and up to the present time we have about 21 members, and I understand there are about 15 applications which are in abeyance until after this Conference.

The Chairman.

That sufficiently answers my question. Would Mr. Evans welcome my suggestion that the League's personnel should be considerably strengthened and more influence and ability added to that which you already have in large measure? It occurs to me that if you were able to persuade Mr. Coursey to become your President you would secure the greatest authority on that class of work on this side of the Atlantic, and all the other transmitters should be specially invited to join.

Mr. Evans, replying, said:

I would like to say that I did write to Mr. Coursey about this Relay League, but just at that time he was busy with the organisation of the Transatlantic Tests. I do assure Mr. Coursey that the valuable work he has done will not be overlooked.

The Chairman then asked for a show of hands to indicate whether the desire of the meeting was to support the League or not. Very strong support was indicated.

The Chairman.

I promised to bring up again the first item on the Agenda, which relates to the organisation of the Conferences, and the meeting is now open to hear any proposals or alternatives to our present annual conference held in January.

Mr. H. Epton (Hackney and District) put forward a resolution relating to the constitution of the Radio Society of Great Britain, and that the conference was not concerned with and had no powers to deal with such a matter.

Mr. L. F. Fogarty (Hon. Treasurer).

When a society becomes affiliated to the Radio Society of Great Britain there is included with the receipt for their subscription a membership card with a note asking the Secretary of the Society to fill in the name of their accredited member, and to notify me accordingly. A member so credited can attend and vote at every meeting of the Radio Society of Great Britain.

The Chairman.

The next item on the Agenda is:--

Broadcasting: How it affects members of Affiliated Societies:--

(a) From the point of view of those holding Transmitting Licences.

(b) Those holding Receiving Licences.

This afternoon we have with us, as a member of the Radio Society of Great Britain, a broadcasting authority. I refer to Mr. Reith, the General Manager of the British Broadcasting Company. I hope that we shall later have the pleasure of hearing something from Mr. Reith.

Major Basil Binyon.

I am sure all of us who are interested in amateur experimental work appreciate the fact that to the amateur, and particularly to the transmitting amateur, broadcasting may at times be very troublesome, particularly as regards the 440 metre wave. But surely, with the suggestion we have before us for the formation of a Radio Relay League, organised for all those holding transmitting licences, in conjunction with the Radio Society of Great Britain, I am sure we could obtain some other transmitting wave which would enable us to carry out those experiments throughout the whole broadcasting periods.

But just consider for a moment what it is that broadcasting can do for the amateur. One has heard of the disadvantages of broadcasting to the amateur. One ought not to lose sight, however, of some of the advantages, because at any rate I am convinced there are some advantages which arise. Speaking from my own experience, personally I certainly have found regular telephony programmes exceedingly useful in carrying out a whole variety of experiments in connection with improvements in receivers, testing of all other kinds of loud speakers, and research for improvements in articulation in receiving apparatus, and a number of things of that kind, where regular transmitting programmes are very beneficial.

Broadcasting is unquestionably creating a great deal of interest throughout the country. What does that mean to our amateur societies? People who knew nothing about it before have become interested purely from the point of view of hearing a concert. A little later on they come to want to know how the instruments work, and later they will join a wireless society, and it is therefore a great help in bringing in new recruits.

I would emphasise the point that societies are formed to look after the interests of the experimenter and that listeners-in will soon be the vast majority of wireless users, and though we may be organised we have to remember that if we are going to be a nuisance to the listener-in in any way he will perhaps organise himself against us, and therefore what we want to do is to regulate our transmissions or work in co-operation so that we secure good results, and at the same time allow people who only want to listen in to broadcasting to enjoy broadcasting.

The discussion was opened by comments by a number of delegates, most of whom pointed out the difficulties under which experimental work, and especially transmitting, was conducted as a result of the monopolising of the ether over the period of broadcasting, and on a wide band of wavelengths.

Mr. J. W. C. Reith.

There was once a fellow called Daniel who, on entering a room, was introduced to society in which he found he was not welcome. Daniel was much wiser than 1, because I came here willingly. In the little while I have been here I have been very much inclined to study the most expedient means of exit.

There is no doubt that the formation of the British Broadcasting Company has aroused criticism to a very large degree in two quarters. First
from the amateur (or the experimenter), secondly from certain commercial undertakings who may consider that they have been excluded, or are about to be excluded, from fulfilling their lawful functions. The difficulties that we have been faced with have been, are still, and will continue to be, enormous. Criticisms which were made are, shall I say, of three orders. Before I indicate what those are, I may mention that I have had to decide three weeks ago, when I joined the British Broadcasting Company, whether I was going to set out to reply to those criticisms and endeavour to eliminate the misconceptions which had arisen, or whether I was going to get on with broadcasting. We decided to get on with broadcasting, and I think most of those who listened to our programme last week when we were transmitting opera would agree that we have attained a certain degree of success. Criticisms are of these three categories. First, the perfectly reasonable; second, the not wholly unintelligible, and thirdly the altogether ridiculous and inaccurate. I am not, of course, referring to the criticisms which we have heard to-day. I am just going to point out some of the difficulties. Our programmes are exceedingly expensive. A very gross misconception exists that we are a most prosperous firm, coming money. Our revenue is derived from two sources—Post Office licences and royalties. I could give you figures of the number of broadcasting licences and experimental licences, and the preponderance of the experimental licence over the other would, I think, surprise you. Now we know there are thousands of people in possession of apparatus with no licences at all. I personally know several and endeavour to deal with them. The Post Office are undoubtedly going to get at them some time. I know that there are firms selling to holders of broadcasting licences apparatus which does not carry the Broadcasting Company’s stamp. If a man with a broadcast licence goes and buys a set which is not marked “B.B.C.” we get no tariff on it, and he gets the whole of our royalties. Our revenue is

Our duty is clear. It is true we were not consulted on the vexed question of wavelength. But don’t let us forget that the object is the greatest good to the greatest number, and just as we have set up a standard of good manners in things wireless, so we must maintain it. We are going to see to it that the law is obeyed, and I think Mr. Reith will find that we are competent to do a great deal of work in the way of removing difficulties without detriment to our own interests. Certainly such evils as reaction, illegal practices, the taking out of licences at all, and the purchase of goods which are not intended to be bought with broadcasting licences and things of that kind, will not be countenanced by the Radio Society of Great Britain. It and its 152 affiliated societies are on the side of law and order.
SHALL WE SEE YOU at the Daily Mail Ideal Home Exhibition

OLYMPIA

MARCH 1st — 24th, 1923

STAND No. 27

LISTEN-IN at Shaw & Kilburns.

BEFORE you buy a Wireless Receiving Set it will pay you to call at our Showrooms and "listen-in" on the many sets that we have in use. Whatever you require, you will have the opportunity of comparing the various makes before making your decision. Complete sets from the self-contained Crystal type at £3, to the wonderful five valve sets at £50, may be seen and tried here. You are under no obligation to purchase.

Call and have the working of the various sets explained to you.

Agents for all the leading makes, including—

FELLOPHONE, MARCONIPHONE, GECOPHONE.
BRITPHONE, ARISTOPHONE, RADIOPHONE.
RE-ECHO, T.M.C.

112-114, Wardour Street, W.1
Telephone (6 lines) Recent 6120

SHAW & KILBURN LIMITE
More and More Wireless Manufacturers are specifying

**BROWN'S**

Super-Sensitive

**TELEPHONE RECEIVERS**

Types A and D

THERE MUST BE REASONS FOR THIS.

It is because, with the "BROWN" TYPE A Headphones the range is much increased, and signals difficult to detect with the use of the usual telephonic receivers are clear and distinct when these instruments are used.

These headphones possess an efficiency of three times that of other telephonic headgears. Their extreme lightness and ease of adjustment make them the most comfortable of all headphones to wear.

TYPE D is also recommended for wireless telephony or for ordinary telephone work in which the extreme sensitiveness of Type A is not essential.

<table>
<thead>
<tr>
<th>PRICE: Type A (with Cords)</th>
<th>PRICE: Type D (with Cords)</th>
</tr>
</thead>
<tbody>
<tr>
<td>The Pair.</td>
<td>The Pair.</td>
</tr>
<tr>
<td>120 ohms</td>
<td>£2 18 0</td>
</tr>
<tr>
<td>Over 120 ohms to 4,000 ohms</td>
<td>3 2 0</td>
</tr>
<tr>
<td>Over 4,000 ohms to 8,000 ohms</td>
<td>3 6 0</td>
</tr>
</tbody>
</table>

Carriage Paid in U.K.

OBTAINABLE FROM ALL WIRELESS DEALERS.

S. G. BROWN, Ltd.

London Offices and Showrooms (RETAIL ONLY)—

19, MORTIMER ST., LONDON, W.1

TRADE COMMUNICATIONS ONLY TO—

HEAD OFFICE AND WORKS: VICTORIA ROAD, NORTH ACTON, LONDON, W.3.

Telegrams—"Sidbrownix, London."

Sole Agent for the Argentine—Horacio D. Guerrero, Las Heras, 2468, Buenos Aires.
Questions and Answers

NOTE.—This section of the magazine is placed at the disposal of all readers who wish to receive advice and information on matters pertaining to both the technical and non-technical sides of wireless work. Readers should comply with the following rules: (1) Each question should be numbered and written on a separate sheet or one side of the paper, and addressed "Questions and Answers," Editor, THE WIRELESS WORLD AND RADIO REVIEW, 12/13, Henrietta Street, London, W.C.2. Queries should be clear and concise. (2) Before sending in their questions readers are advised to search recent numbers to see whether the same queries have not been dealt with before. (3) Each communication sent in to be accompanied by the "Questions and Answers" coupon to be found in the advertisement columns of the issue current at the time of forwarding the questions. (4) The name and address of the querist, which is for reference and not for publication, to appear at the top of every sheet or sheets, and unless typewritten, this should be in black capitals. Queries will be answered under the initials and town of the correspondent, or, if so desired, under a "nom de plume." (5) In view of the fact that a large proportion of the circuits and apparatus described in these answers are covered by patents, readers are advised before making use of them, to satisfy themselves that they would not be infringing patents. (6) Where a reply through the post is required every question sent in must be accompanied by a postal order for the amount of 1s., or 3s. 6d. for a maximum of four questions. (7) Four questions is the maximum which may be sent in at one time.

"E.B." (S.E.15).—(1) The samples of materials submitted are quite suitable for use in the con-
sideration of the valve, one lead is taken to the high frequency
valves.
(2) The longitudinal inductive capacity of paper may be taken as 24.
(3) There is no best value for the coupling, and we suggest
you find by experiment which is better,
(4) The correct sizes of pins and the spacing between the centres of the sockets is given
on page 328, December 9th issue.

"R.K." (Flint) asks: (1) How to wire up a
receiver so that different potentials may be applied
to the high frequency detector and low frequency
values.
(1) The connection is quite easily made. Instead of
a common lead supplying the H.T. to the anode of the valve, one lead is taken to the high frequency
valves, another to the detector valve, and the third
to the low frequency valves. Three plugs are
provided for tapping into the battery. The method
is given in Fig. 1, page 601, February 3rd issue.

"H.R." (London, N.6) refers to the Armstrong
super-regenerative receiver and asks: (1) Could a
circuit be given in which only two valves are used.
(2) May a cardboard tune wound with No. 26 D.C.C.
be used instead of the
(3) May 80 or 100 volts be used as
the high frequency detector and low frequency
values.
(1) It is always better when one is con-
structing a receiver of this description, to follow
out the writer's instructions precisely, and when
one has gained working experience with this type of
circuit, it is then an easy matter to make changes and
experiment, but until considerable experience is
obtained, it is a great difficulty to be met with in
securing satisfactory operation. (2) 80 or 100 volts is quite a suitable potential for the anodes of
the valves.

"F.F." (Manchester) asks: (1) Whether the
combined length of the aerial and lead-in may be
100', irrespective of the number of wires used in parallel.
(2) Would it be necessary, if one wishes to
change the aerial, to get the permission of the Post Office.
(3) Would the substitution of a four or six wire
cage aerial be an improvement. It is desired to
conduct experiments with long wave reception.
(4) Is the 7.22 stranded wire better than the No. 16 hard
drawn copper wire for aerial purposes.
(1) We believe the Post Office will allow you to
erect an aerial, the length of which from the free
end to the earth connection is 100'. Any number of
wires may be used in parallel. (2) We do not
think you will have to obtain permission before
you may add more wires in parallel to the aerial.
(3) We do not think any great advantage will be
obtained by the use of a cage aerial, as you are only
interested in reception. (4) We suggest you use
the No. 7.22 stranded wire instead of the No. 16 hard
drawn copper wire.

"F.G." (Birmingham) refers to Fig. 3,
page 549, January 20th issue, and asks whether it
will meet his requirements.

With reference to the diagram, Fig. 3, page 549,
January 20th issue, the circuit is quite correct,
and is a good circuit if the switching arrangements
meet your requirements. It is necessary to couple
the high frequency valves by means of the condensers
and resistance shown in the diagram, and we would
point out that the resistance is not joined across
the condenser, but is connected between the grid
and filament. The method of connecting the
potentiometer is indicated in the sketch. The
potentiometer is joined across + and - L.T.,
and the two leaks from the grid leaks, instead of
going directly to the filament battery, are taken
to the sliding contact on the potentiometer.
Because the reaction coil is coupled to the close
circuit coil, energy may be radiated from the
aerial circuit if care is not taken, and we suggest
when listening to broadcast transmissions you
keep this reaction coil short-circuited. The reaction
coil could be removed from the circuit, and when
it is required to listen to other transmissions, the
short circuit could be removed and the reaction coil
brought into use again. Apart from this, we
think the Post Office would grant you permission to use this circuit.

"A.McD." (Edinburgh) asks whether interference is likely to be caused from the use of a small motor generator which is used to supply plant-heating current.

We suggest you try whether interference is caused through the receiver when the induction motor is running with the ordinary accumulator filament heating. If there is a hum present in the receivers, we suggest you screen the motor by placing it in an iron box, and take care with the earth lead. If the leads to the motor are earthed in any way, a separate earth should be made for the wireless receiver. It may consist of a galvanised iron sheet about 2' wide and 3' long, to which are soldered the earth wires. The earth lead should run directly to earth, and not run parallel with the power leads. When the generator is connected with the valve filaments, it may be noticed that there is a hum due to the commutator ripple. This is easily smoothed out by means of a large capacity condenser connected across the filaments. 4 to 6 mfd. would be suitable. Attention should be paid to the brushes of the generator, because any sparking here will be heard in the receivers.

"A.H." (Cambridge) submits a diagram of connections and asks for criticism and advice.

We have examined the diagram submitted, and the circuit is quite correct, but we suggest you use a closed circuit as well as the aerial circuit, and the connection from the grid leak resistance should also come to the potentiometer. The loose coupler may be used as the anode winding and a reaction coil, but it is rather large if it is desired to receive short wavelength signals. We suggest you wind each winding with No. 22 D.C.C. and take off 15 tappings from the anode coil, and 6 from the reaction coil. The alternative to this arrangement is to use dead-end switches. The tuner coil is suitable. When the reaction coil is coupled with the anode coil, energy will not be generated in the aerial circuit, but when the reaction and aerial coils are coupled together, it is quite possible to set up oscillating energy in the aerial circuit, which will cause interference.

"J.S." (Bolton) asks whether an inverted L type aerial is directional, and if so, whether it is worth while attempting to make use of the property.

The ordinary inverted L type aerial is slightly directional, and to obtain the benefit of this property, the free end of the aerial should point away from the station it is wished to receive. However, the gain through making use of this property is very slight, and will, generally speaking, be hardly worth while. Therefore the lead-in should be taken at the most convenient end of the aerial. It should, of course, be direct, and be held away from the walls of buildings, trees, and so on.

"M.C." (Wicklow) asks (1) For the dimensions of a grid leak to have a resistance of about 10,000 ohm. (2) Whether a grid condenser and leak connected with each H.F. transformer will cause a reduction in the signal strength.

(1) A suitable grid leak would be constructed as follows: A piece of ebonite rod 1 1/2" in diameter should have eight grooves 0.5" deep and 0.3" wide. Each should contain 1,000 turns of No. 38 Eureka wire, preferably D.S.C. It is not necessary to take any pains to ensure that the grid leak winding shall be non-inductive, as no great advantage is brought about through the use of a non-inductive grid leak. It is very convenient to provide tapping-off points on the grid leak, and in between the slots the wire may be brought to a brass tab which is secured with a small screw. Although the grid condensers and leaks are permanently connected in the receiver, it will be found that no serious loss in signal strength will result when high frequency transformers are used in place of the tuned anode or anode resistance method. It is, however, better to remove the grid condensers and leaks, except from the detector valve.

"H.F." (Orpington) asks (1) How connections are arranged so that the anodes of the valves may be supplied with independent voltage taps. (2) How may the last valve in the L.F. amplifier be converted to a power valve.

(1) The arrangement is very simple, and is indicated in Fig. 1, page 601, in the issue of February 3rd. Instead of the ends of the transformers being coupled together and taken to one H.T. terminal, independent leads are taken from the transformer and are tapped off the battery as required. There will be no voltage drop due to the anode current passing through the filament resistance, because the anode current has such a small value. (2) We suggest you connect a few negative cells in the grid circuit of the last valve, and increase the anode potential to about 200 volts. We would refer you to the article on page 601, February 3rd issue of this journal.

"G.F.K." (Sidmouth) asks (1) Whether we can identify stations from the particulars submitted. (2) Why the signal strength wax increased when a tapping was taken from the centre of the grid leak, which consisted of pencil lines upon a piece of cardboard. (3) Would the H.T. battery send sufficient current through the grid leak to cause it to run down rapidly. (4) Are the results obtained satisfactory for a single valve receiver.

(1) We have no definite information concerning the stations referred to, and we believe the call-signs have only recently been allotted for experimental work. (2) We cannot say why you should obtain such a great increase of signal strength when the H.T. is connected with the grid leak, but we think if a proper grid leak were used, you would not notice changes in the signal strength through making connections of this kind. (3) The amount of current passed by the grid leak when connected with the H.T. battery would be so small that it could be neglected. (4) We consider you are obtaining good results with your receiver.

"A.C." (Woodford) asks (1) Whether a telephone transformer is necessary. (2) What resistance telephones should be used. (3) If the transformer is unnecessary, what would be the resistance of the telephones to be used, and how would they be connected in the same circuit. (1) and (2) We suggest you use the telephone transformer. 60 ohm telephones should be used. The transformer described on page 555 of the
The First Commercial Wireless Telephone Service in Great Britain

Communications between the offices of the Mersey Docks & Harbour Board in Liverpool and the Bar Lightship beyond the mouth of the Mersey. The Marconi apparatus in each case is operated by the ordinary Harbour Board staff and has been in continual use since its installation over a year ago. — "Calling up" is performed by means of the Marconi wireless bell.

MARCONI'S WIRELESS TELEGRAPH CO., LTD.
MARCONI HOUSE, STRAND, LONDON, W.C.2.
Telephone: CITY 8710.
BRITPHONE No. 4

Cabinet Measurements, 20\(\frac{1}{2}\)\(\times\)16\(\frac{1}{2}\)\(\times\)9\(\frac{1}{2}\). Range covers 200-25,000 metres wavelength.

An excellent four-valve Broadcast Receiver in polished mahogany cabinet, with folding panelled doors fully in keeping with the general appearance of the instrument. The receiving panel is of Radion Mahoganite.

The four valves include 1 H.F., 1 Rect., and 2 L.F. steps. The last valve by means of a switch acts as either an ordinary magnifier or a power valve for use with any loud speaker. The high tension voltage on this valve can be anything up to 400 volts, thereby obtaining tremendous increase in volume of sound, suitable for entertainments in large halls or out in the open.

PRICE complete with all accessories, including four Valves and Coils up to 4,000 metres. 40 Gns.

All "Britphone" Apparatus is approved by the Postmaster-General and is manufactured under Marconi licence.

BRITISH WIRELESS SUPPLY Co. Ltd.

Head Office - - - 6, BLENHEIM TERRACE, LEEDS. Phone-26926.

London Showrooms - - 64, FRITH STREET, W. (off Shaftesbury Avenue). Phone-Gerrard 2789

DEMONSTRATIONS DAILY.

And at-
19, Eldon Square, Newcastle.
Phone—Newcastle-on-Tyne, 360 City.
4, Pembroke Square, above Bar, Southampton.
Phone—Southampton 403.

And at-
11, Church Street, West Hartlepool.
Phone—West Hartlepool, 372.
8, Corporation Street, Belfast.
26, Newport Road, Middlesbrough.
January 20th issue is, as you suggest, quite suitable for your purpose. (3) If you do not care to go to the trouble of making a telephone transformer, high resistance telephones may be used. Telephones with a resistance of 4,000 ohms will be quite suitable, and should be connected in the circuit as shown on page 552 of the January 20th issue.

"READER " (Birmingham) asks (1) Whether the circuit submitted is suitable. (2) What are suitable values for the condensers. (3) What would be a suitable frame aerial. (4) What is the value of the resistance marked R in the diagram submitted.

(1) The receiver wired according to the diagram submitted will certainly give signals, but we suggest you use a standard arrangement. A number of circuits appear in these columns from time to time.

(2) The condensers have the following values: 
- C1, maximum value, 0.0005 mfd.; C2, maximum value, 0.0003 mfd.; C3, maximum value, 0.002 mfd. 

(3) We suggest a frame aerial with 2 sides and 6 turns, the turns being spaced 6’ apart. No. 18 D.C.C. wire is suitable. Four or five tappings should be taken. The resistance R may be 2 megohms.

" A.C.S. " (N.10) submits a diagram of connections of his receiver and asks (1) Is the circuit correct. (2) What is the value of the inductance marked X in the diagram. (3) What H.T. battery is needed for use on Ora " type valves.

(1) The diagram is quite correct, except that a connection across the series parallel switch is missing. This connection is given in all diagrams which appear in these columns. (2) The value of the inductance X is such that, together with the tuning condenser, it tunes to the wavelength of the closed circuit. A plug-in coil may be used, and would therefore have about twice as many turns as the closed circuit coil. (3) We suggest you use a 60-volt H.T. battery. A lower voltage often gives quite good results, but it is convenient to be able to provide 60 volts for the anodes of the low frequency valves, even if this voltage is not required for the high frequency valves.

"THREE VALVE " (Wallington) asks (1) Whether better results should be expected if different types of valves are used for H.F. and L.F. amplification. (2) Why, with the aerial tuning condenser in parallel with the A.T.C., the signals are much weaker, and in addition, the receiver oscillates directly the anode winding is tuned to the wavelength of the aerial circuit.

(1) We do not think there will be any great gain in signal strength through connecting different valves in the high frequency and L.F. portions of your receiver. It is generally advisable to use one type of valve throughout the receiver, and we suggest " Ora " type or " R " type valves. (2) When receiving short wavelength signals, it is often noticeable that the signal strength is low unless the A.T.C. and A.T.I. are connected in series. When the anode winding is in tune with the closed circuit, there is a tendency for the receiver to oscillate, and for this reason the grid leak is connected with the grid and + L.T. If there is still a tendency for the receiver to oscillate, we suggest you reverse the connection to the reaction coil, so that the tighter the reaction coil coupling, the greater is the reduction of signal strength.

G.V.F. " (Beckenham) asks (1) What would be a suitable winding for an anode coil and reaction coil. (2) If an experimental licence is taken out between now and June, is it necessary to renew the licence again in June. (3) Is a variable grid leak likely to be satisfactory when made of a piece of ebonite, containing pencil lines along it.

(1) We suggest you wind the anode coil 8” long and 2” in diameter as suggested, with No. 34 S.S.C. wire. There should be 12 tappings. The reaction coil can be 2” in diameter and 6” long, of No. 34 S.S.C wire. (2) We have no definite information on this point, but the Post Office will ask you for the renewal of the fee when it is due. We believe it will be due on the anniversary of the date of granting the licence. (3) We do not think a variable grid leak constructed as suggested is of much value, because it is so difficult for one to know the actual resistance of the leak, and it is not always possible to obtain consistent results. The usual value of grid condenser and leak is 0.003 mfd and 2 megohms.

"SPARKS " (Stone) asks (1) Is the proposed arrangement correct. (2) What improvements could be made. (3) Would the Post Office give him permission to use the receiver.

(1) and (2) The diagram is correct, but it is not necessary to connect a variable condenser with the L.F. transformer connected in the anode circuit of the first valve. The grid condenser should have a value of 0.0003 mfd., and you would find it helpful to connect a 2 mfd. condenser across the H.T. battery. (3) As the reaction coil is coupled with the aerial coil, it will be possible to easily transfer oscillating energy to the aerial circuit, and we do not think the Post Office will give you permission to use a circuit of this description, especially if the receiver is intended for the reception of broadcast transmissions. The reaction coil should be short-circuited, or one stage of high frequency amplification be used.

"RAWLINGS " (Hull) submits particulars of a valve which he has purchased, and asks whether we can give him any information.

We regret we have no information concerning a valve of the type in your possession. It is obviously an American valve probably a small power valve. You will be able by experiment to find out the approximate filament voltage and current, when we should probably be able to identify the valve.

G.V.F. " (Beckenham) asks (1) What is the wavelength range of a loose coupler, particulars of which are submitted. (2) What would be suitable windings for an anode coil. (3) What would be a suitable reaction coil. (4) What is the address of the manufacturers of the Fuller Block Accumulator.

(1) The wavelength range of the loose coupler will depend very largely upon the dimensions of your aerial, but with a normal aerial the range covered is approximately 150 to 900 metres. (2) A suitable tuning coil would be 3” in diameter and 6” long, of No. 32 S.S.C. The coil should be tuned with a condenser having a maximum value of 0.0002 mfd. (3) A suitable reaction coil would be 2” in diameter and 4” long, wound with No. 34 S.S.C. wire. Five tappings should be taken. (4) The address of the manufacturers of the Fuller’s Block Accumulator is Iddesleigh House, Caxton Street, Westminster.
"STUCK" (N.W. 8) has a receiver and uses a crystal for rectification, and asks why the addition of one valve does not give much magnification.

The fault probably lies in the transformer which is used. We suggest you try different combinations of crystals, and use the combination which gives the loudest signals. As you probably know, the different crystal combinations have different resistances, and with a little experimental work you will find the best combination which, used in conjunction with the transformer, gives the loudest signals.

"J.O." (Manchester) asks what size variable inductance to use in conjunction with a crystal for the reception of broadcast transmissions.

We suggest you use an aerial coil 4" in diameter and 3" long, of No. 20 D.C.C. The secondary may be 3" in diameter and 4" long, of No. 26 D.C.C.

"F.J.M." (Surrey) asks whether the proposed method of coupled L.F. valves would give as good results as the usual low frequency transformer method.

The proposed method is often used with success. The grid condenser should have a value of about 0.002 mfd., and the grid leak about 1 megohm. Good results should be obtained, and when proper adjustments are made, the results should compare favourably with the more usual transformer method of coupling.

"H.H.D." (Essex) asks (1) Whether it is possible to charge accumulators from A.C. mains using a chemical rectifier of the type described recently in this journal. (2) If the method referred to is practicable, please give specifications of suitable transformer for use in connection with the charging of a four-valve accumulator. (3) What would be suitable dimensions for the cells used in the rectifier.

"R.T." (Kent) asks for a diagram of a five-valve receiver.

A suitable diagram is given in Fig. 1, and shows how one H.F., one detector, and three L.F. valves are connected. Suitable values for the condensers are given in the diagram. Switches are connected for the purpose of connecting the telephones to any of the last three valves.

"WIRELESS" (Staffs.) asks (1) Whether the proposed method of constructing a low frequency transformer is suitable. (2) What resistance telephones should be used in conjunction with the telephone transformer. (3) What type of valve is recommended for use in the high frequency portion of the circuit. (4) Should he expect to get better results if the No. 12 copper wire which is at present used in his aerial were removed and No. 7/22 copper wire is used in its place.

(1) The telephone transformer primary winding may consist of 2½ ozs. of No. 42 S.S.C. wire, the secondary being 5½ ozs. (2) The telephone transformer should work quite well if 60 ohms telephones are used. (3) We suggest you use "R" type or "Ona" type valves. There is nothing much to choose between them. (4) We do not think you should expect to obtain a great increase in signal strength through using 7/22 copper aerial wire in place of No. 12.

"E.F.M." asks whether the proposed method of coupled L.F. valves would give as good results as the usual low frequency transformer method.

The proposed method is often used with success. The grid condenser should have a value of about 0.002 mfd., and the grid leak about 1 megohm. Good results should be obtained, and when proper adjustments are made, the results should compare favourably with the more usual transformer method of coupling.

"H.H.D." (Essex) asks (1) Whether it is possible to charge accumulators from A.C. mains using a chemical rectifier of the type described recently in this journal. (2) If the method referred to is practicable, please give specifications of suitable transformer for use in connection with the charging of a four-valve accumulator. (3) What would be suitable dimensions for the cells used in the rectifier.

"R.T." (Kent) asks for a diagram of a five-valve receiver.

A suitable diagram is given in Fig. 1, and shows how one H.F., one detector, and three L.F. valves are connected. Suitable values for the condensers are given in the diagram. Switches are connected for the purpose of connecting the telephones to any of the last three valves.

"WIRELESS" (Staffs.) asks (1) Whether the proposed method of constructing a low frequency transformer is suitable. (2) What resistance telephones should be used in conjunction with the telephone transformer. (3) What type of valve is recommended for use in the high frequency portion of the circuit. (4) Should he expect to get better results if the No. 12 copper wire which is at present used in his aerial were removed and No. 7/22 copper wire is used in its place.

(1) The telephone transformer primary winding may consist of 2½ ozs. of No. 42 S.S.C. wire, the secondary being 5½ ozs. (2) The telephone transformer should work quite well if 60 ohms telephones are used. (3) We suggest you use "R" type or "Ona" type valves. There is nothing much to choose between them. (4) We do not think you should expect to obtain a great increase in signal strength through using 7/22 copper aerial wire in place of No. 12.

It is not possible to charge accumulators with the aid of the chemical rectifier referred to. This rectifier will only pass a current of a few milliamperes, and it is therefore only suitable for supplying the anode circuit of the receiver. To charge your accumulator satisfactorily, a current of 3 amperes would be required, and we suggest you use either a mechanical rectifier or a special valve rectifier.

**SHARE MARKET REPORT.**

Prices as we go to press on February 23rd are:

| Marconi Ordinary | £2 14 6 |
| Preference       | 2 6 10 |
| Debentures       | 108 0 0 |
| Inter Marine     | 1 8 9 |
| Canadian         | 0 11 6 |

Radio Corporation of America:

| Ordinary | 15 0 |
| Preference | 13 3 |

The Directors of W. T. Henley's Telegraph Works Company, Ltd., recommend a final dividend on the ordinary shares of 2s. per share less tax, making a total of 3s. per share.
SINGLE CONDENSERS AT WHOLESALE PRICES
Direct from the Makers—Saving Middlemen’s Profits.
Complete in EVERY respect and exactly as illustrated, to the following specification.

Rotary, Air Dielectric, 22 Gauge Aluminium Vanes. Metal to Metal Adjustable Bearings.
Spacing between plates sufficient for pressure up to 1,000 volts. Built upon Ebonite. Engraved Ebonite Dial.

TYPE A I. is enclosed in Celluloid Transparent Case with circular Ebonite top and bottom plates. High-class finish. A very fine piece of workmanship which will compete favourably with the most expensive Instruments on the market.

TYPE A II. is suitable for mounting on any Panel up to 1” thick by drilling 3 holes. Supplied with screws for fixing.

PRICES:

<table>
<thead>
<tr>
<th></th>
<th>Type A.I.</th>
<th>Type A.II.</th>
</tr>
</thead>
<tbody>
<tr>
<td>.001 plates</td>
<td>15/-</td>
<td>57 .001</td>
</tr>
<tr>
<td>.0005 plates</td>
<td>12/6</td>
<td>29 .0005</td>
</tr>
<tr>
<td>.0003 plates</td>
<td>11/3</td>
<td>19 .0003</td>
</tr>
<tr>
<td>.0002 plates</td>
<td>10/-</td>
<td>13 .0002</td>
</tr>
</tbody>
</table>

Vernier Condensers, 3 plate, 3/9; 5 plate, 4/6

Postage and Packing:
1, 1/-; 2, 1/3; 3, 1/6

If more than 3 kindly include ample for packing and carriage.

Don’t allow our low prices to prejudice you. They are no criterion whatever of the value we offer. Our Motto is QUALITY FIRST, and every Condenser carries our money-back guarantee.

Prompt Delivery.

Cash with order.

In response to numerous enquiries we beg to state we manufacture Variable Condensers only.

FALLONS
THE CONDENSER PEOPLE
230a, HERMITAGE ROAD, LONDON, N.4.
Result of 14 Years' Experience

"As good as Brandes"

SUPERSENSITIVE "SOUND MATES"

It was Reginal Fessenden, distinguished Radio Engineer and Inventor, who designed the first Brandes Headset 14 years ago. Ever since Brandes Headsets have been not only supersensitive so that they respond to the faintest signal, but "Matched Tone" Headsets.

Counterfeits are offered with the statement that they are "As good as Brandes" but their phones are not supersensitive "Sound Mates."

In Radio Receiving two telephones are better than one, but only when they are absolutely "Sound Mates."

MADE IN ENGLAND AND BEARS B.B.C. STAMP.

CANADIAN BRANDES LIMITED
105, Great Portland Street, London, W.1

Telephone: LANGHAM 1145.
Trade enquiries invited.
free evening's entertainment in your own home whenever you wish. Just think of it! Broadcasting means all that and more. It is the “Open Sesame” to unlimited vocal and instrumental concerts, plays, lectures, speeches and the latest news items. The G.R.C. Radiophone gives you all these pleasures in a way that no other Receiving Set has yet achieved. Every one of these instruments is a triumph of mechanical perfection and advanced design, and there is a model for every purse and purpose. Look for the name “GENERAL RADIO COMPANY” on every genuine set—your solid guarantee of reliability. Seeing is believing and there's a G.R.C. dealer near you.

Write for Free Illustrated Catalogue and name of nearest dealer.

This model together with many others is being exhibited at the All-British Wireless Exhibition, Manchester, 17th—24th March, by our Manchester Agents, Messrs. Mottershead & Co., also at the Ideal Home Exhibition, Olympia, 1st—24th March.
"POLAR" CAM-VERNIER COIL HOLDERS

AN ADVANCED DESIGN FOR THE EXPERIMENTER

This new coil holder has been designed to render fine adjustments easy. In addition to the usual quick movement, the movable coils have a slow fine-tuning movement through an angle of about 10 degrees in all positions. Hence, extremely precise adjustments are rapidly obtainable after the coils have been brought roughly into position by the usual quick movement. It will be realised that fine settings can thus be secured with precision without groping in the usual tedious manner for the best position of the coil.

We are convinced this is a matter of real importance to the wireless experimenter, rendering the setting of his coils convenient, steady and accurate.

"POLAR" Cam-Vernier Coil Holders are made throughout in dull ebonite for mounting on panels or on the sides of instruments. It will be seen they are of very neat and compact design, the slow movement involving any bulky mechanism; they are constructed to take standard coil plugs.

PRICES—3 COIL HOLDER, 20 9 post free.
2 COIL HOLDER, 13 9 post free.

Fine adjustment is the key to better signals.
"POLAR" Cam-Vernier Coil Holders eliminate tedious fumbling.

Make your reactance adjustment with precision and thus avoid complaints from your neighbours.

THE RADIO COMMUNICATION CO. LTD

(Suppliers of the G.P.O. Installations at North Foreland (G.N.F.) and Seaforth (G.L.V.), of Coastal Stations for various Colonial Governments, and of Ship's Radio for most of the Great Shipping Companies.)

34/35, NORFOLK STREET, LONDON, W.C.2

BRANCHES—NEWCASTLE—17 Sandhill. GLASGOW—116 Hope Street.
CARDIFF—Atlas Chambers, James Street. LIVERPOOL—67 Dale Street.
WARRINGTON—37 Bridge Street. SOUTHAMPTON—19 Queen's Terrace.
ABERDEEN—7 Hadden Street.
Volume versus Tinkle!

Hear in comfort on this fine two-Valve Set—no need to strain your ears in case you miss a word.

The purity and volume of the tone obtained from the BROADCAST MAJOR is a revelation to those who have only listened to Crystal Sets. When buying your first Receiving Set be sure to get one with a generous reserve of tone sufficient to carry you through on nights when transmissions are poor. For this you need two Valves. If you suffer from traffic disturbances, too, you'll appreciate the extra volume from such a Receiver as the BROADCAST MAJOR. No need to drop the Headphones in disgust when a heavy lorry rumbles by.

If you live within 25 30 miles from London, Manchester, Birmingham, New. castle, or Cardiff, you will find the BROADCAST MAJOR an ideal Set. You may be asked to pay very much more, but you will certainly not get a better Set.

Remember that every Instrument is tested on our own Aerial before being passed for issue, and is sold on the express understanding that it must give you complete satisfaction after a seven days' trial in your own home, or money willingly refunded in full.

Its handsome, polished Oak Cabinet, with plated piano-type hinges and all connections at rear, is a worthy addition to any room. Get one now. You'll be investing in a Receiving Set which will prove a never-ending source of enjoyment.

NOTE.—When this Set is required for use with Broadcast Licence a royalty of 55. must be paid at time of purchasing. The royalty of 25/- due to Marconi Co. is being paid by us;

COMPLETE

£9 : 9 : 0

VALVES 15/- each extra.

The Peto-Scott Co. Ltd. 64 High Holborn, W.C.1
IND-AERIAL
Hook

SAYS MR. MAN:

"I WANT the Broadcasting and am prepared to buy a Radio set, but I live in a flat and may not have an outside aerial. What can you do for me?"

DEALER! the answer is IND-AERIAL HOOKS

They are essential for a neat, efficient and portable INDOOR AERIAL. Attached in a moment to the picture rail of any room they can be taken down just as easily. They support the aerial ONE FOOT from the wall on insulated arm, and are as disengaged.

2/9 each; 31/6 doz. Post Free.

Some Agencies still open in Broadcasting Towns.

IND-AERIAL CO., 47, Victoria Street, London, S.W.1

ACCUMULATORS

4 Volt 40 Amp. .. 18/6
8 Volt 40 Amp. .. 28/3
4 " 60 " 21/6
8 " 80 " 28/2
4 " 100 " 30-
Metal carrying cases for above, with strong strap handle, from 2/- each.

SPECIAL OFFER.
6 Volt 20 Amp. Accumulators in celluloid at 18/- each, absolutely new, but shop soiled.

WIRELESS GOODS.

Headphones, 4000 ohms each 22/6
L.F. Transformers each 14/6
Coil Plugs each 2/-

Special Line of KNIFE SWITCHES on Ebonite and on Porcelain at lowest prices. WRITE FOR LISTS.

GOOD DISCOUNTS TO TRADE.

F. YATES & SON, LTD.
WHOLESALE ELECTRICIANS,
144 Church St., Kensington, London, W.8
Phone: Park 4278. (One minute from Notting Hill Gate Central London & District Rly.)

"WHALE FOR WIRELESS"

- PHONES—Brown's, 4,000 or 120 Brackets, 4,000...
- VALVES—R. Type or R. or V14...
- INSULATORS—Reel...
- Coil Mounts, ebonite...
- Condenser Plates, 14...
- Condenser enclosed Vernier...
- Phonophone holders...

Metal carrying cases for above, with strong strap handle, from 2/- each.

SPECIAL OFFER.

8 Volt 20 Amp. Accumulators in celluloid at 18/- each, absolutely new, but shop soiled.

EBONITE PARTS FOR WIRELESS

SPECIALLY TURNED TO INDIVIDUAL REQUIREMENTS

Enquiry for wholesale Quantities invited.

A. H. CLACKSON, LTD.
Vulcanite Manufacturers
White Hart Works, London, N.22

RADCOM CRYSTAL SETS

Approximate Range 30 miles.

Double Slider Tuner, handsomely mounted on polished base. Tested and guaranteed, complete with 100 ft. aerial wire, 2 insulators and eak-in terminal, 1 pair B.B.C. Headphones, and B.B.C. royalty—£4

19, RATHBONE PLACE, LONDON, W.1
"EVER-READY"

Wireless Batteries
BRITISH MADE, THE ORIGINAL AND BEST.

The Ever-Ready Company were the pioneers of the Dry Battery industry and the evolution of the High Tension Battery was the direct result of their research and experience extending over 21 years.

"Ever-Ready" Dry Batteries and Accumulators are obtainable everywhere. A list of standard sizes will be sent with name of nearest supplier on application to the Manufacturers.

Ask for particulars of the "Ever-Ready" Dry Battery for Low Temperature Valves.

Dept D.L. The Ever-Ready Co. (Gt. Brit.), Ltd.
HERCULES PLACE, HOLLOWAY, LONDON, N.7.

Revised and Enlarged Edition

AMATEURS This is just what you want
THE VEST POCKET
DICTIONARY
OF
TECHNICAL TERMS
USED IN
WIRELESS WORK
By Harold Ward
Over 1500 definitions
Price 2/6 net. Post free 2/9

The Wireless Press, Limited
Dept. W.W.
12-13, Henrietta Street, Strand, London, W.C.2

WITH GOOD APPARATUS YOU CAN GET GOOD RESULTS
THE "W.P."

Morse Practice Key
Choice Made First-class Finish. Thoroughly Reliable.
Price 7/6 Post Free

THE WIRELESS PRESS, LTD.
12-13, Henrietta Street, London, W.C.2

Questions and Answers COUPON
To accompany Questions sent in during the week commencing March 3rd, 1923.
VOL. XI, NO. 22
See Conditions on Page 747.
DUBLI LIER CONDENSERS
QUALITY PRODUCTS AT POPULAR PRICES

Because we concentrate on manufacturing condensers you get good deliveries.
Our policy makes sure that in Dubilier Condensers you get quality products at popular prices.

Dubilier Mica Condenser. Type 600.
For use in wireless receivers, with or without Dubilier grid leaks.
- 0.001 mfd. and 0.005 mfd. 2/6 each
- 0.001 mfd. to 0.005 mfd. 3/- each
Condensers with grid leaks 5/- each
Tested to 1,000 volts.

Dubilier Mica Condenser. Type 600a.
For close mounting in wireless receivers, space occupies 2¾" × 3⅛".
- below 0.001 mfd. 2/6 each
- from 0.001 mfd. to 0.005 mfd. 3/- each
Tested to 1,000 volts.

The Dubilier Condenser. Type 577.
Is a small power condenser and is suitable for either transmitters or receivers. It has extraordinary small losses and the capacity remains constant under all conditions.
- From 0.0001 mfd. to 0.001 mfd. 7/6 each. Tested to 2,000 volts.

Trade terms and descriptive leaflets of these and large power Dubilier Condensers will be sent on request.

THE DUBLI LIER CONDENSER CO. (1921) LTD.
DUCON WORKS, GOLDBRAK ROAD, LONDON, W. 12
**ENGRAVING**

Machine Engraving on Ebonite Boards

Your Ebonite Boards neatly and accurately engraved.

No Order too large or too small

**SPEEDY DELIVERIES**

**CHEAPEST IN LONDON**

Ebonite boards supplied, drilled and engraved accurately to your dimensions.

SEND US A TRIAL ORDER.

**S. MARKS & SON**

Engraving Works,
7-8, Carthusian St., Aldersgate St., E.C.1

Telephone No.: CITY 5040.

---

**Wireless**

You CAN get it on the

**ASHDOWN**

New 2-Valve B.B.C. Set

Approximate range with Standard Aerial

**200 MILES**

With Birmingham as a centre, covers Manchester, Cardiff, Newcastle and London. The latter, in the exclusion of Birmingham, can be got on a

**Loud Speaker**

Set only .................................. £11 0 0
Complete ................................... £16 10 0
B.B.C. and Marconi Rty. .................. £3 0 0

**H. E. Ashdown (Birmingham) Ltd**

Wireless Apparatus Manufacturers

PERRY BARR —— BIRMINGHAM

Tele.: Segment ........................... Phone: Northern 859

---

**The VOICE at 2LO**

You hear the "Voice," shall we send you a "speaking" likeness of "it"?

Unmounted cabinet size silver prints of Mr. Arthur R. Burrows' photograph are for sale.

Only a limited number is available, so hurry up and send 9d., and a copy will be sent by return of post.

**AU TOVEY OR S LTD**

Radio Supplies and Service,
84, Victoria Street, Westminster, S.W.1

Phone: Victoria 309

---

**The Wireless Press, Ltd.**

12-13, Henrietta St., London, W.C.2
BROADCASTING RECEPTION SETS

OF EVERY DESCRIPTION, and everything for wireless at everybody’s price.

THE "DUO"
2-VALVE RECEIVING SET
Designed for Broadcasting only
This Set has a patent coupling and will not radiate.

The High Tension Battery is enclosed, and there are only six external terminals, aerial, earth, ‘phones, and low tension. We claim that this Set is the easiest 2-Valve Set to manipulate on the market.

Price, complete, all accessories for working:
- Including ‘Phones, Batteries, H.T. and L.T., Aerial Wire, Insulators
  Total £10 15s. 0d.
  B.B.C. Royalty Stamp, £1 15s. 0d.

THE "PERFECTO"
VALVE SET
Comprises one D.T. valve and one L.F. valve, Functions alternatively to the Orpheus, this Set giving Volume where the other gives Range.

A Powerful Set for local Broadcasting. Complete ‘Phones, Batteries, Accumulator, Valves, Aerial Wire and Insulators for—
£10 15s. 0d.
B.B.C. Royalty Stamp, £1 15s. 0d.

ALL INSTRUMENTS PASSED FOR BROADCASTING LICENCE BY G.P.O.

SEND FOR CATALOGUE

WIRELESS INSTALLATIONS LIMITED
(Dept. C.)
81, Turnmill Street, London, E.C.
(Nearly opposite Farrington Street Station, Metropolitan Railway), five minutes from Holborn Viaduct.
T. W. THOMPSON'S
Government Surplus Clearance

NOTICE. - The undermentioned goods are at complete knock-out prices.
All goods being sent strictly by post or rail as stated. We therefore kindly ask customers not to send carriage unless stated below articles. No Trade Discount allowed on these prices.

CABINET SWITCHBOARDS (Minus Dewar Switches), containing Terminal Board with 20 Terminals, 10,000 ohms coils, 2 batteries, bell, hand 'phone with 120 ohms receiver and transformer and telephone magneto. These are mounted in oak and teak cabinets, inside measurements 13½ x 14 x 6½ deep, with folding doors. Beautiful case for 2, 3 or 4-valve set. Price 17½ each. Carriage forward.

OAK CASES for 2, 3 or 4 Valves. Measurements 13½ x 13½ x 7 deep, with box lid. 14/- worth of oak in each. 5½ each. Carriage forward.

WIRELESS RECEIVERS, 120 ohms each, earpiece. Makers. Siemens. 1½ each. Postage 9d.

WIRELESS TRANSMITTING SETS. Brand new instruments. Post Office Box Type. Cost £9 each. Our price 17½. Postage 1½.


LEADING-IN WIRE. (Brand new ex-government.) Highest possible rubber and vulcanised covered. Flexible 2½ per doz. yards. Post 9d.

MILLIAMPERES. High grade moving coil, 0-60. Cost £7 each. Our price, 20/- Post 1 ½.

DEWAR SWITCHES. One-way, to clear, 1½ each.

MOVING COIL. Low reading ammeters. 1½ each. Post 1 ½.

TELEPHONE MAGNETOS. Useful for experimenting and testing out. 6/- each. Post 1 ½.

EX-ARMY ELECTRIC GAS LIGHTERS, 2½ each.

FULLER INERT CELLS in ebonite cases, cost 9/- each. To clear. 6½ each. Postage on one 9d. Each.

ARC LAMPS, useful parts to break up. Brand new, 7½ each. Carriage forward.

TWO ONLY. MORSE TYPEWRITING MACHINES, 1½ each. Carriage forward.

MAGNETO RINGING BELLS in polished case, containing transformer, condenser, etc. 6/- each. Post 1 ½.

3 H.P. A.C. MOTOR, 250 volts 50 periods (Crypto), 2 phase, with starter, £6. Carriage forward.

MICA, 601 and 602 thick, 8 x 1½, 1½ per doz. sheets. Post free.

USEFUL SCRAP for experimenters. Consisting of ebonite, 2 screws, terminals, wire, scrap buzzers. Odd receivers, cases, etc., 9d. per lb. Will be worth pounds to you. Postage on 6 lbs., 1 ½.

MAGNETOS, HIGH TENSION. To clear -

- 40 Bosch Starting Magnets, 1½ each. 25/-
- 30 Thompson Bennett Singles, 1½ each. 20 ½-
- 30 A.V.I.A. Magnets, good spark 17½ each.
- 30 Dixie Six jins. Parts missing 7½ each.

Postage on each, 1 ½.

AN IMPORTANT ANNOUNCEMENT

OUR NEW WORKS EXTENSION

24 Broadcasting Models will be shown at the Ideal Home Exhibition, Stand 41.

A visit to Radio Instruments, Ltd., Stand will show you why Great Britain leads in the Wireless Industry. The magnificent collection of instruments here shown are due to our research staff who are responsible for the design of the 1st High Frequency Intervalve Transformer and reactance in this country.

The Superiority of Britain in High Frequency Amplification is admitted to be due to the engineers of Radio Instruments.

Our Catalogue Showcard

RADIO INSTRUMENTS

Managing Director: J. JOSEPH, M.I.E.E.

12, HYDE STREET, NEW OX

OUNCEMENT
NOW READY

All Broadcasting Models Fitted with High Frequency Amplification and a Wavelength Range of 300-4000 Metres. All these sets are self-contained, bringing in the British and Continental Telephony without any additional accessories.

ALL BEAR BROADCASTING SEAL

A Quarter Century's Wireless experience is behind the manufacture and design of all R.I. sets. will be sent on application.

ENTS LTD.
ONLY ADDRESS: Works, Offices & Showrooms FORD ST., W.C.1


P.O. Registered No. 7008.

P.O. Registered No. 1009.
The set illustrated is the one that helped to bring "Sheila" back to health as recorded in the Daily Mail of February 9th, 1923.

4-Valve Set. Price 333 10s. Valve Amplifying receiver alone, without accessories £27 5s.
P.O. Registered No. 0112.
TUBE, SHEET, WIRE, STRIP, ROD & CASTINGS IN PHOSPHOR BRONZE, COPPER, BRASS, &c., &c.
CHARLES CLIFFORD & SON, LTD., BIRMINGHAM.

CAPPER BROS.
FOR ALL RADIO REQUISITES
Agents for LESLIE McMICHAEL, LTD., for Woking and district.

Single Valve Sets  85 5 0
Two Valve Sets     8 8 0
Three Valve Sets   14 14 0
Four Valve Sets    25 0 0

89-93, CHERTSEY ROAD, WOKING

"WHALE FOR WIRELESS"
PHONES—Brown's, 4,000 or 120 30 -
Bruessel 4,000 8 -

VALVES—"R" Type 12 6 & 14 -
"G" or V24 12 -
INSULATORS—Reel 14 -
Egg 34 -

Condenser Plates 1 3 -
Condenser enclosed Vernier 4 -
Phonophone holders 4 -
Receiving set complete from 30 - Complete with Aerial Wire, Insulators and pair of 'Phones, £3

N.B.—Do away with your crystal or valve detector and fit our PHONOPHANE, 15 - each. Call for demonstration.

A. WHALE & CO.,
301, POWIS STREET, WOOLWICH, S.E.18.
Phone: Woolwich 848.

F. WIGGINS & SONS
Telephone:
MICHAEL
FOR CONDENSERS AND ALL PURPOSES.

ACCUMULATORS,
H.T. BATTERIES AND VALVES.
NEW AND GUARANTEED.
4-Volt, 15-Amp., Celloid 11 -
4-Volt, 20-Amp. 17 -
4-Volt, 25-Amp. 22 -
4-Volt, 30-Amp. 27 -
4-Volt, 35-Amp. 32 -
4-Volt, 40-Amp. 37 -
4-Volt, 45-Amp. 42 -
Packing 1/- extra.

MULBERRY ORA VALVES 15 -
MULBERRY RC VALVES 17 -
6-V. H.T. Battery, 6 volts, with Plugs (postage 1/-) 8 -
36-V. H.T. Battery, 6 volts, with Plugs (postage 1/-) 14 -

Cash with Order.

Lowke & Sons, Ltd., Northampton.

SKINDERVIKEN BUTTON,
THE SUPERSENSITIVE MICROPHONE.
World-wide Patents.

ENGLISH Manufacture.

For LOUD SPEAKERS, MICRO AMPLIFIERS, ELECTRICAL GRAMOPHONE REPRODUCERS.

Invaluable as Detectaphone, as it can be used in ANY POSITION, i.e., either HORIZONTAL or VERTICAL.

PRICES.

Type A—Carbon Electrodes (eliminating all "burning" noises) 7 -
Type B—Brass Electrodes 5 -

Receivers (special Low Resistance) 10 -
Gramophone Attachment (for Electrical Reproduction) 1 -

BOOKLET (16 Pages fully illustrated) containing much useful information for all interested in Electrical Sound Transmission.

POST FREE 6d.

Sole Proprietors—
MIKRO, LTD., 274-286, Pennington Road, London, N.1.

ASTOUNDING ANNOUNCEMENT
C.A.V. ACCUMULATORS

(Guaranteed Genuine)

4 Volt, 60 Amp. 18 -
4 " 80 " 21 -
4 " 100 " 25 -
6 " 40 " 27 -

PACKING and POSTAGE 1/- extra.

MAKIN & HARRISON
456 CHISWICK HIGH ROAD, W.
PHONE: CHISWICK 558.

PRESSLAND ELECTRIC SUPPLIES LIMITED.

Managing Director:
CLIFFORD PRESSLAND, A.M.I.E.E., Hampton-on-Thames.

Wholesale only.

Our 1923 Radio Catalogue is now ready and will be sent on application to any bona fide Trader.
Whatever's the matter with Bill?

Bill's the foreman of the Assembly Dept. Some small metal parts for No. C 536 have been delivered from stores. We cannot print here exactly what he said!

But what a help, truelo-gauge, accurate, well finished metal details are to Bill!

See that he gets them just send along to:

BAKER & FINNEMORE LTD.
Steel Pen Makers for over 70 years,
BAK-FIN WORKS, Birmingham.

What a bargain £85
Original Cost: £205
ELECTRIC LIGHTING & POWER PLANTS
for Country Houses, Workshops & Cinemas

A BARGAIN £85

“PRESSWORK AT ITS BEST”

CABINETS, PANELS, BATTERY BOXES, Etc.

PROMPT DELIVERY OF

Wireless Cabinets, Panels, Apparatus, etc.

HENRY JOSEPH & Co.
96, Victoria St., London, S.W.1

Furnished in Oak, Mahogany, etc.

C. H. & L. O. SMITH, 75 Canal St., Nottingham

£60, £85 and £95 direct coupled generating plants. Price, £60, £85 and £95. With switchboard as illustrated.

The Broadway Radio Works
DEMONSHIRE ROAD, BEXLEYHEATH

E.A. Crystal Set that you can show to your friends with pride.

Type A CRYSTAL SET

Price of Instrument complete with one pair of B.B.C. Royalty of 7/6.

Wavelength range, 150m. to 3,000 metres.

Cabinet, 7 x 8 x 6 deep. Highly French polished, with dovetail corners.

Ebonite Panel. Finished semi-gloss, all lettering and B.B.C. stamp engraved and filled in white.

Brass Work. Highly polished and lacquered.

Windings. All coils are wound on heavy ebonite formers, thereby eliminating all possibility of leakage.

NOTE. Whilst this set receives the Broadcasting with unprecedented clarity and strength, it also brings in the Time Signals from the Eiffel Tower.

Price of Instrument only 4 15s., plus B.B.C. Royalty of 7/6.

Price of Instrument complete with one pair of B.B.C. Royalty of 7/6.

Upon receipt of sketch with dimensions we will immediately quote you for any quantity desired.
ARE YOU LUCKY?
You are indeed!—if you have an alternating current supply at home, as you can efficiently charge your accumulator at a fraction of the usual cost, and save bother as well by using the

"ACDIC" RECTIFIER
(M. A. Codd’s Patent)

For charging 6-volt Batteries at 2 amps.

90/-

Cooling Tank 15/- extra

State voltage and periodicity of supply.

MADE IN VARIOUS SIZES

Illustrated Catalogue post free fourpence.

TRADE TERMS ON APPLICATION

Also Transformers, H. T. Condensers, Fixed Condensers, Rotary Filament Resistances, Grid Leaks, and other Wireless Accessories.

Zenith Manufacturing Co.

Zenith Works, Villiers Road, Willesden Green, London, N.W.2

Phone: Willesden 1115. Grams: Voltaohm, Wilroad, London

A Wonderful 2 Valve Set

ABSOLUTELY EFFICIENT.
The specification includes:

- Varicoumer tuning (the ideal form)
- Range 75 miles. Will operate loud speaker up to 20 miles range on P.M.G. Aerial or any pairs of phones at 50 miles. Complete with 6 V. 60 amp. accumulator
- 60 V. HT Battery, 100 ft. aerial wire, 4 insulators, 1 pair 4,000 ohm phones. Price including all Royalties £15 : 15 : 0

Write for revised list No. 16 of all components, and everything wireless

BOWER ELECTRIC, LTD.
15, GRAPE STREET,
Shaftesbury Avenue, LONDON, W.C.2

Back of Princes Theatre. Phone—Regent 5656.

WIRELESS BARGAINS

New Weston Relays. 30/-
Ebonite Loud Speakers, less receiver, threaded to fit. Brown’s, or Sterling Earpieces (no post orders). 18/-
Switch Arms, with bush, 4-leaf. 1/-
Filament Switches for Panel Mounting. 2/-
Silk Wire Intervale Transformers (guaranteed). 20/-
Ditto Telephone. 15/-
2 and 3 Meg. Grid-Leaks. 1/-
Grid and Blocking Condensers. 1/-
Valve-holders with screwed legs and nuts. 10/-
Crystal Detectors on Ebonite Base. 2/-
Microphones with replaceable insets. 2/-
Silk Wire Stranded Broadcasting Coils, for Valve Sets. 2/9
1 and 2 Mf. Condensers. 1/-
3 Mf. Condensers, can be used as 1, 2 or 3 mfs. 2/-
Mark III Crystals, in cups, per doz. only. 3/-
120w. Watch Type Receivers, with cord. 4/8
H.T. Battery Boxes, polished teak, well made with plugs and sockets, and hinged lid, 10½ x 13½ x 5½. 6/-
Moving Coil Ammeters, 0 to 10 amps, 4” dial connections. 17/6
H.T. Batteries, 16 Volts, wannder plug. 3/-
Hertzale Crystal in Box. 1/-
W.O. Pattern Terminals, with nut and washer. 3d.
1 26 Mf. Condensers. 6d.
Set of 8 Tablets (not printed). 1/-
Ediswan A.R. Valves (no post). 15/-

Other lines in stock. Carriage paid on orders over £2

C. S. SWAN,
191, Bishopsgate, E.C.2
Under Brandon’s Tailors, and 65, Windsor Road, Leyton,
Phone, Bishopsgate 1196. E.10.
WHAT EVERY WIRELESS MAN WANTS

Apparatus of the highest possible standard at the lowest possible price.

WE HAVE IT

Because we are buying in large quantities in the best market and supplying direct to the user only, on a basis of small profits.

For Example—

Condenser Vanes, guaranteed accurate, small, doz. 9d.
Condenser Vanes, guaranteed accurate, large, doz. 1 6
Ebonite, Rod, Tube and Sheet, from per lb. 4-
Ebonite Knobs, fitted with 2 B.A. or 4 B.A. hexagon brass nuts. Will not strip thread.

Each 6d. and 6d.
Formers, 12" cardboard, various diameters.
Each 4d. to 1-
Intervalve Transformers. Ratio 5 to 1. Similar to Mark III. amplifiers, but new stock.
Each 18/-
Sliders and Plunger.
Each 8d.
SWITCH ARMS. Four-leaf copper contact.
Special line at very low price, each 1 6

AT THE SIGN OF THE WIRELESS FLAG

Please remit ample postage, balance will be refunded.

THE MANCHESTER RADIO SUPPLY STORES
184, City Road, MANCHESTER.

CRYSTALS & FUSIBLE METALS

(Trade only supplied.)

CARBORUNDUM. Best grade, ex-Army—
Price per lb., 6-
Price per gross cut crystals, 8-
Price per box containing 1 doz., 1-
COPPER PYRITES. Best Grade—
Price per lb., 2 8.
Price per gross cut crystals, large, 5-
Price per doz., in box, 1-.
SILICON (Highest grade fused)—
Price per lb., 10 6.
Price per gross cut crystals, large, 8-
Price per doz., in box, 1 6.
BORONITE SELECTED—
Price per lb., 10-
Price per gross cut crystals, 10-
Price per doz., in box, 1 6.
ZINCITE. The highest grade obtainable—
Price per lb., £1 10s.
Price per gross cut crystals, £2 10s.
Price per doz., in box, 1 6.
TREATED GELENA—
Price per lb., 19-
Price per gross, large, 20-
Price per doz., in box, 2-
GELENA, Ordinary. Price per lb., 8-
Price per gross cut crystals, 8-
Price per doz., in box 1 6.
IRON PYRITES. Best grade. Loudest crystal on the market—
Price per lb., 60-
Price per gross cut crystals, 40-
Price per doz., in box, 4-.
MOLYDEBITE—
Price per lb., 36-
Price per gross cut crystals, 30-
Price per doz., in box, 3-.
LIONITE. No dead points and very loud signals—
Price per lb., 30-.
Price per gross cut crystals, 40-
Price per doz., in box, 4-.
FUSIBLE METAL. For setting crystals. Very low melting point, 6-.
Price per lb., 16.
Price per doz. sticks, weighing 4 ozn., 2-.

Postage must be paid on all crystals.

T. W. THOMPSON & CO.
39, London St., Greenwich, S.E.10

in which one or many can receive excellent entertainment in the comfort of their own homes, is supplied through possessing an efficient Wireless Receiving Set.

The finest method of choosing your set is to visit Radio Corner, our Demonstration Showrooms, where every advice and assistance will be given so that you may have a set suitable in every way for your particular requirements.

If unable to visit us, might we suggest you send 3d. and request us to send you copies of our illustrated catalogue and special leaflets, which will give you full information of the Broadcast and Experimental Receiving Sets which we ourselves manufacture?

A courteous staff is ready to give immediate attention to your wishes.

L. McMICHAEL LTD.

Head Office to which all correspondence should be addressed:
Hastings House, Norfolk Street, London, W.C.2

Retail and Demonstration Showrooms:
Radio Corner, 179, Strand, London, W.C.2
(Corner of Norfolk Street.)
TARIFF
Advertisements are accepted for this section at the rate of twopence per word, with a minimum charge of two shillings. The advertiser's name and address will be charged for, and single letters and single figures will be counted as words. Compound words will be counted as two words.

DEPOSITS.
All advertisements must be prepaid in the form of Postal Orders, the remittance being forwarded toMessrs. Bertram Day & Co., Ltd., 9 & 10 Charing Cross, S.W.1.

Intending purchasers may deposit the purchase money of any article advertised or sold by advertisers with Messrs. Bertram Day & Co., Ltd., who will acknowledge its receipt to the vendor and the depositor, the full addresses of whom should be given. Subject to special agreement between the parties, it is understood that all goods are sent on approval, each party paying carriage one way in the event of the goods being returned. The deposit will be retained until due advice of the completion of the purchase has been given or until the articles have been paid for and accepted. In order to cover postage, etc., a fee of 6d. in respect of sums of £1 and under, and 1s. for sums in excess of £1, must be paid at the same time as the deposit.

FOR SALE.
Mark III three-valve amplifiers, new, tested, £8 or nearest offer, 97, Hersel Road, West Ealing.

TUNGSTEN RIVETS. Specification heads approx. 9 mm. 1/16", thick, and shanks screwed 9 B.A. (6 to 9 in., or 15/8-30 in.), £d. each.

FOR SALE.
Mark III three-valve amplifiers, new, tested, £8 or nearest offer, 97, Hersel Road, West Ealing.

TUNGSTEN RIVETS. Specification heads approx. 9 mm. 1/16", thick, and shanks screwed 9 B.A. (6 to 9 in., or 15/8-30 in.), £d. each.
PORTLAND'S PARTS BY POST.

JAMES PORTLAND
6, Cheapside, E.C.

Mr. Portland stocks over 200 Wireless Parts

HOW TO MAKE YOUR OWN WIRELESS RECEIVING SET, AMPLIFIERS AND DECOUPLERS. No marking out, full size diagrams and all wiring details accurately given, success guaranteed. All Broadcasting stations received. In two series 28 each, to be obtained 3s. 6d.

THE ECONOMIC ELECTRIC CO., LTD., 10, FITZROY SQUARE, LONDON, W.I., who will supply any part for constructing same.

FOR SALE—continued.

Three-Valve "Broadcast" Set, new, Dutch convertor, broadcasting plug-in coils, telephones, amplifier, H.F., 29s.—85s., Leafield Road, Watford.

XL Wireless Uniform and Cap. In use one month—J. Miall, 60, Botanic Road, Dublin.

All Wireless and Electrical Goods stocked at 9, Colonial Avenue, Minories, near Aligate Station. Handiest place for City buyers—LESLIE DIXON & Co. Telephone No. Avenue, 4166.

Loud Speaker Horns. Guaranteed perfect acoustics. Enamelled black mica, complete with polished aluminium base for receiver, 1s. 6d. Post, etc., 1s. 6d.—MIDLAND RADIOPHONES CO., Hearsall Works, Coventry.

Intervale Transformsr, 15s. Adjustable telephones, 5000 ohms, 20s. each. Ebonite variometer balls, 4s. each, new, not W.D. 12-way switch, 25s. to 2,500 volt-meter, 30s.—W. Cavin, 41, Linver Road, Hurlingham, London.

Marconiphone V.2 Ethophone 3, complete, as new. £1. 0s. 0d.—J. upper, 7, St. Mary's Place, London, E. 1.

TRADE ENQUIRIES.

To manufacturers of Highest Class Radio Instruments. Quotations required for supply of high-grade and highly selective, 2, 3, 4 and 5-valve panels for insertion into cabinets. Details and specifications from Radio. Box 535. Daily advertising service, 52, Mortimer Street, W.l.

Apparatus Manufacturers buy Seelach Terminals, contact studs, valve legs, valve holders, coil plugs and sockets, bushes, nuts, spacers, screws, etc., all turned parts in metal. Wholesale only. Send enquiries to London Office—BERTRAM DAY & Co., 1, Blenheim Terrace, Regent's Park, N.W.8.

Wholesale Sole Agents wanted for Scotland and Ireland, by well-known London manufacturer of high-grade valve sets. Agents will be guaranteed a good market. Only well-established houses need apply—Box W.11, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

Members of B.B.C. Manufacturing Wireless Receiving Sets require keen quotations for components from actual manufacturers—Box W.10, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

If you are running a Wireless Department, and want to buy your parts at the right factory prices, write for our list of raw materials and partly manufactured parts—THE NEWTON WIRELESS FACTORY, 13-15, Whitcomb Street, Pall Mall, London, S.E.1.

Firm of Wholesale Merchants in Yorkshire taking up sale of wireless parts and accessories, invite lists and terms, open to consider sole agencies. Prices must be keen as only a wholesale trade is done—Box C.12, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

Nameplates, engraving of all descriptions—STEWELL & SONS, Little Park Street, Coventry.


MACHINERY FOR SALE.

THE WIRELESS WORLD EXCHANGE AND MART

WIRELESS PARTS AT KEENEST PRICES!!!
TO THE TRADE & AGENTS.
The best and cheapest house for your purpose

IS

YOUNG'S

(Dept. 11)

A VISIT TO OUR WAREHOUSE
(The Oldest Metal Warehouse
in London) WILL REPAY YOU.

Extraordinary value in Conden-
sers, Vanes, Knobs, Valve-holders,
Aerial Wire, Spacing Washers,
Crystal Detectors, Knife Switches,
Rheostats, Coil-holders, Terminals,
Screwed Rod, Sliders, etc.,

LET US QUOTE YOU.
Satisfaction Guaranteed.
Prompt Delivery. Terms Cash.

Agents for the Ajax Anti-Re-Radiating Unit.

QUOTATIONS WANTED IMMEDIATELY

For supplies of raw materials—
all manufactured parts—complete
crystal and valve sets and also all
wireless accessories.

Box G.14

BERTRAM DAY'S
Advertising Offices,
9 and 10, Charing
Cross, S.W.1.

WANTED.

High Tension Unit for transmitting. State details.

VALLEY: 41, Edgewel Road, Loughton.

Two and Three-Valve Sets complete with all
accessories at a cut price. Suitable for pedestal
and wall cabinets. Full particulars on Box W.14.

BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10,

Five-valve B.B.C. Set. Exchange motor cycle
Value £6. 5 G. Othello Street, Liverpool.

SITUATIONS VACANT.

Wireless Salesman Required. Must have
technical knowledge and be able to demonstrate.
Small salary and commission on sales. Apply by
letter, stating age, experience and salary required.

PAS, MARK EDGERTON & CO., 175, Cleveland
Street, W.1.

Wireless Sales Manager Required., Must have
held similar position previously. Write stating
qualifications and salary expected. —Box W.15.

BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10,
Charing Cross, S.W.1.

Wanted. Assistant wanted by Wholesale
Manufacturers to attend at stand exhibiting
wireless sets during run of Ideal Home Exhibition,
March 1st to 24th, with possibility of permanent
post. State age, qualifications and salary required.

—Box W.12.

BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10,
Charing Cross, S.W.1.

BOOKS.

Technical Books—Second-hand and New Books
on every conceivable subject. Catalogue free.


—FOYLE, 121, 127, Charing Cross Road, London.

MISCELLANEOUS.

Telephone Receivers Rewound up to 1,000 ohms
55-2,000 ohms. 76. 6d. Cash with order.

M. E. HAMMOND, 119, Sydney Road, N.E.15.

Accumulators charged for scientific treatment
and care, sent to Eton & Co., Ltd., 260/266,
High Road, Balham, S.W.12.

Advice on Choice and Installation of
Broadcasting Receivers by letter or consultation.

—BERTRAM DAY'S, 9 and 10, Charing Cross, S.W.1.

Advice on Installation of
Broadcasting Receivers by letter or consultation, at
price. Apply by letter, stating age, qualifications and salary required.

—Box W.15.

BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10,
Charing Cross, S.W.1.

PARTNERSHIP.

Gentleman seeks partnership in reputable,
soundly established, profit-making wireless manu-
facturing concern. Investment, £4,000 to £10,000.

Full particulars to be sent in first instance to
THORPE & PEARSON, Corporate Accountants,
5, John Street, Bedford Row, W.C. 2.

PUBLISHERS OF AUTHORITATIVE WIRELESS LITERATURE
DEVEREUX COURT, STRAND, W.C.2

2/6

From all Book sellers or post free direct.

Radio Sales Ltd.

STOCKS
FOR IMMEDIATE DELIVERY OF
EBONITE SHEET and PANELS
RADIO EBONITE SUPPLIES, L.T.D.
4 Little College Street, E.C.4
(1 min. Cannon Street Station).

Phone—Central 4399.
The Daily Mail

Ideal Home Exhibition

OLYMPIA, LONDON, W.
MARCH 1st. to 24th. 1923

Come and see the
Radio Exhibition

The Radio Section at the Ideal Home Exhibition is an up-to-date Radio Exhibition in itself. Organised by the National Association of Radio Manufacturers, it includes about 40 exhibits representative of all that is latest and best in radio development.

Supplementary to the section there are wireless concerts daily in the Minor Hall of Olympia, with seating accommodation for 1,000 people.

Are you getting the best results from your set? The Radio Section will show you how to improve it.

Have you seen the newest Radio inventions and improvements? Come to Olympia and have them explained to you.

Have you any Radio problems? Come to Olympia and let the experts advise you.

Many Fascinating Features:

Bungalow Town—The Royal Gardens—Young Farmers’ Demonstration—Radio Section—Cairo in London—Poultry Section—Food and Cookery—Furnishing and Decoration—Lighting and Heating—Music and Recreation—Labour Saving.
By Direction of the Disposal Board.

SALE BY AUCTION IN LOTS OF

Wireless Material, Electrical Equipment, Plant and Machinery, Etc.,

At THE ROYAL DOCKYARD, WOOLWICH, S.E.18

(Close to Woolwich Dockyard Station on the S.E. & C. Railway. Trams Nos. 36, 38 and 40, and Buses Nos. 53 and 53a, pass the Gates.)

On MONDAY, MARCH 12th, and Following Days,

AT 11 A.M. PRECISELY EACH DAY,

INCLUDING:

13 Generators from 2-2-3 k.W., 10 Armatures, Receiver Sets, 138 POWER BUZZER AMPLIFIER UNITS, 11,500 SULLIVAN’S HEADPHONES, SWITCHBOARDS, S-h.p. PETROL ENGINE, 31,000 TELEPHONE CORDS, 572 500-51 milliamp. H.F. Ammeters (by W. R. Morris), Choke Coils, Discs, Crackers and other Type Resistances, Rotary and other Spark Gaps, Rotors, Electrodes, Tachometers, Speaking Tubes, Switches, Detectors, Receiving Boxes, Spares for Generators, Insulators, Inductances, Plugs, Terminals, Intensifiers, Condensers, Exciters, Tuners, Batteries, Control Keys, Condenser Tubes, Earth Arrester, Transformers, Torri Heads, Fullerphones, Field Projectors, Telephone Sets, 12,000 Daylight Signalling Lamps, Galvanometers, Voltmeters, 1,000 Hand Telephones, 30,000 MILES OF ELECTRIC CABLE AND WIRE, 350 yards of Aluminium Wire, 10 tons of Galvanised Ditus, 4 tons of Copper Ditus, 65,500 ELECTRIC BULBS, 607 DISTRIBUTION BOARDS, Bell and Bell Sets, Buzzers, Switchboards, Switches, Galvanised Fibre, Terminals, Bells, Vibrators, Separators, Buzzar Sets, Rheostats, Insulators, Telegraph Poles, Micanite Sheet, Lenses, Carbons, Transmitters, Voltmeters, Ammeters, Arc Lamps, Field Telegraph Lanterns, 2 tons 15 cwt. of Sheet and Rod Ebonite, Lucas and other Lamps, 2,834 Cable Drums, Spares for No. 44 Telephone Sets, Inspection Mirrors, Battery Boxes, Microphones, Magneto, Generators, Earth Pin Cases, 876 Round Nose Pliers, 1,448 Leather Lamp Cases.

On View WEDNESDAY, THURSDAY AND FRIDAY, prior to and on mornings of Sale.

Catalogue and Orders to View can be obtained from the auctioneers, Messrs.

BRADSHAW BROWN & CO. (Partners—Geo. E. Nye & Walter K. Meyers, F.A.I.),


Better than a Box at the Opera

WHY face the cold and wet streets or stand in a theatre queue when you at your own fireside can hear the finest orchestras, singers and entertainers in the land through an Ericsson Crystal Receiver? So simple a child can operate it, so efficient it brings in telephony loud and clear up to 23 miles, Consists of Tuner and Detector on an ebonite panel in a polished oak case. All fittings of gold, lacquered or nickelled brass. Just connect one terminal to your aerial, another to the nearest water tap, move one knob and the evening’s entertainment is before you.

With one pair of the famous Ericsson ‘Phones it costs £5.

Write to-night for particulars.

THE BRITISH L. M. ERICSSON MANUFACTURING CO., LTD.,

International Buildings,
67/73, Kingsway, W.C.2

Ericsson
CRYSTAL
RECEIVER
VARIOMETERS and VARIO-COUPLERS

**Type H.R. VARIOMETER**
State and rotor of hard moulded ebonite. For use on wavelengths from approximately 150 to 600 meters when used with P.M.G. standard aerial.

**Type H.R. VARIO-COUPLER**
State and rotor of hard ebonite mouldings. Wound with suitable tappings to enable any number of turns up to maximum to be used by means of two multi-way switches. Ratio of coupling, 2:1.

Write for Leaflet No. 2216-U6.

---

**147, Queen Victoria St., LONDON.**
**1919 RADO.**
**ELECTRIC Co. Ltd.**
**GLASGOW.**
**MANCHESTER.**
**NEWCASTLE.**

---

**THIS SIGN GUARANTEES**
**Greatest Radio Value and Certain Satisfaction.**

RADIAX
WE SATISFY YOU!

A Handsome Oak Cabinet is included, the ebonite panel is ready drilled, and every detail such as screws, connecting wire and insulating covering are provided.

---

**RADIAX LTD.**
**4, PERCY STREET, LONDON, W.1.**
*(between Rathbone Place and Tottenham Court Road.)*

---

**THE WIRELESS WORLD AND RADIO REVIEW**

---

**MARCH 3, 1923**

---
A Loud Speaker and a Loud Speaking Power Amplifier combine to form that Loud Speaking Equipment which has set a standard of efficiency unequalled by any other outfit. It can be used in conjunction with any good type of Valve Detector Set for amplifying radio telephone speech or music. Western Electric Quality throughout.

Western Electric Company, Limited.

(WHOLESALE ONLY)

CONNAUGHT HOUSE, ALDWYCH, LONDON, W.C.2

Telephone—CENTRAL 7345 (9 lines).

VISIT OUR STAND No. 34 GALLERY, NEW HALL
AT IDEAL HOME EXHIBITION, OLYMPIA.
PETO & RADFORD
BATTERIES
FOR
WIRELESS

At the Ideal Home Exhibition, Olympia

IN THE WIRELESS SECTION, we are introducing a NEW MODEL embodying SPECIAL FEATURES which WILL ENABLE THE USER TO TELL AT A GLANCE the approximate STATE of CHARGE or DISCHARGE of the battery

Our Stand No. is 22 Gallery in the New Hall

PETO & RADFORD
(Proprietors: Pritchett and Gold and E.P.S. Company, Ltd.)
HEAD OFFICE AND SHOWROOMS:
50, GROSVENOR GARDENS, VICTORIA,
LONDON, S.W.1
WIRELESS BROADCASTING

3 Good receivers

Fellocrystal
A simple and reliable crystal receiver for all wavelengths from 300 to 1500 metres. Complete with one pair 4000 ohms double headphones, 100 ft. aerial and insulators. £3:15:6 (postage 1/6 extra) Inclusive of all taxes.

Fellocryst
Super
For fine tuning for all broadcasting wavelengths from 300-500 metres. Mounted in oak cabinet and highly finished, complete with one pair 4000 ohms double headphones, 100 ft. aerial and insulators. £4:15:6 (postage 2/- extra) Inclusive of all taxes.

Fellophone
2 VALVE RECEIVING CABINET
For all broadcasting wavelengths from 300-500 metres. In solid oak cabinet complete with H.T. battery, 6 volt accumulator, 4000 ohms double headphones, 100 ft. aerial and insulators, but without valves. £12:0:0 (carriage 2/- extra) Inclusive of all taxes.

2 valves for Fellophone 30/- extra
Extra headphones complete. 21/6 per pair. Inclusive of all taxes.

"for they are jolly good Fellows"

Approved by the Postmaster-General and British Broadcasting Company.

FELLOWS MAGNETO CO., LTD.

LONDON, N.W.10
GENTS’ “TANGENT” FILAMENT RHEOSTAT
STURDY, SOUND & RELIABLE

Send for latest prices of—
GENTS’ "TANGENT" - FILAMENT RHEOSTAT
GENTS’ "TANGENT" - L.F. TRANSFORMER.
GENTS’ "DISCOL" - H.F. TRANSFORMER and other Fittings.

GENT & Co. Ltd. Radio Dept., LEICESTER
LONDON : 25, Victoria Street, S.W.1.
NEWCASTLE-ON-TYNE: Tangent House, Blackett Street.

AT LAST!!
A SUPER CRYSTAL SET COMPLETE for £3 18 6
B.B.C. Royalty included
GUARANTEED
To receive Broadcast Telephony UP TO A DISTANCE OF 110 MILES
We are receiving Birmingham (105 miles away), and each set is tested on broadcasting from that station, at our address below, before dispatch. Our aerial is quite standard and only 12' above buildings. Sceptics are cordially invited to come and listen. Results are equal to many I-Valve Sets.

THE MARK OF RELIABILITY

<table>
<thead>
<tr>
<th>Filament Resistances</th>
<th>Potentiometer Resistance</th>
</tr>
</thead>
<tbody>
<tr>
<td>2/- EACH Panel Type with Knob and Pointer</td>
<td>4/6 EACH Panel Type on Ebonite</td>
</tr>
</tbody>
</table>

1 to 12 Volts. 1 to 35 amps.

VOLT &ammeter

PORT 5/6 NUMBER PAID

OTHER EXCEPTIONAL VALUES
Aerial Wire, Bright Hard Drawn, 7/22's, copper, 3/- per 100'. Enamelled, 7/22's, 4/- per 100'.
Aerial Insulators, Shell Type, 2" x 2" 9d. Reel 3d.
Irricnic Coils. Full range stocked from 6/-
H.F. Transformers (Oojah), plug in type, 500 and 700 metres. 4/- each 1,000 metres, 5/-; 2,600 6/-
Ebonite 3-Coil Holder, 10/- 2-Coil with tension screws 5/-
H.F. Transformers. Formerly with pins, each 1/-
Telephone Transformers (Army type), 9/- each.
L.F. Transformers, 15/- each, Radio Inst. make, 2/6-
Vernier Condenser, 5-Plate for panel mounting 8/-
3-Plate, 3/- 00/- 10/- 000-000 4/- 6/-
Inductance Slider Rod, 1" square, 13' long, drilled, each 6d.
Slider, complete with plunger for 1⁄4 rod each 6d.
Contact Studs, fitted with nut and washer 1/-
Condenser Valves, best aluminium, 11' 1/- doz.
Condenser Spacing Washers, small, 5d., large, 5d. doz.
Condenser Screwed Rod, brass, 12' long 4/- 4d.; 3' 6" 6d.
Terminals. Mark 3N, plated or P. brass, 4 B.A., doz. 2/-
Terminals, small pattern, 9d. doz., spade type, doz. 1/-
Dubler Condensers. All capacities at prices advertised.

B.F.T. Batteries, x terminal, 6 sockets, 10/- to 12 Volts.

H.T. Batteries.

Ebonite Engraved Dials, bevelled edge with knob 6d.
Ebonite Engraved Dials, bevelled edge. 5d.
Valve Holders.

Fellows 4,000 ohms Headphones, with cords 2/6.

Ebonite Engraved Dials, bevelled edge with nut 1/-
Condenser Standard Coil Plugs, 12, moulded 1/9.
A.F. Microphones, exceptional value 2/-
Oojah Basket Coils, set of 7, 150-4,500 m. 6/-
Oojah Baket Coils, set of 8, 300-30,000 m. 7/6.
Condensers, fixed type, 1/8, with lead each 1/-
Slotted Insulating Tube, all colours and sizes, 1/-
Condenser Scales, engraved, 5d., ebionite do. 7d.
Accumulators, 2 volt 45 amp. hr., fully charged 10/-
H.T. Batteries. Ever-ready and Siemens all sizes.
H.T. Batteries, 1 terminal, 6 sockets, 15 volt each 2/6.
Contact Studs, fitted with nut and washer 1/9.

J. H. Taylor & Co. Electrical & Radio Engineers,
7a, CHURCH ROAD, ACTON, LONDON, W.3.
Telephone: CHISWICK. 2266.

THE WIRELESS WORLD AND RADIO REVIEW
Ideal Home Exhibition, March 1—24.

for

Enjoyable Concerts

You can hear the best singers, excellent orchestral music, or first-rate entertainers with a T.M.C. Wireless Set. Or you may be interested in football, boxing, the latest news, stock exchange quotations, the weather forecast, or an evening of dancing.

You can have all these, enjoyable and pleasurably in the comfort of your own home, with a T.M.C. Wireless Receiver.

There is no trouble to you—T.M.C. have engineers in every large town to advise you, free of cost and without obligation, as to the best apparatus to use. Your choice having been made, T.M.C. engineers will install the apparatus and periodically inspect it.

T.M.C. Wireless Receivers, which are fully approved by the Postmaster-General, bear the seal of the British Broadcasting Company.

The wide variety of models are entirely British made.

FROM £4 5 0 UPWARDS
including all Royalties

London, Birmingham, Manchester, Newcastle and Cardiff are broadcasting NOW. Come and listen to them any evening up to 10 p.m. at our Showrooms in LONDON, BIRMINGHAM, BELFAST, BRISTOL, CARDIFF, DUBLIN, GLASGOW, LEEDS, LIVERPOOL, MANCHESTER, NEWCASTLE, SHEFFIELD.

Sales Dept. and Showrooms:

The "Everset" Crystal.
No adjustment necessary.
Fits any crystal receiver.
10/- each

T E L E P H O N E M F G., C. LTD.
HOLLINGSWORTH WORKS, DULWICH, LONDON, S.E.21.
VARIOMETER

Giving an Inductance Ratio of over 9 to 1

The Inductance range given is from 55 microhenries minimum to 530 maximum approximately. Thus with a standard P.O. aerial of 100 feet having approximately 0.0003 mfd. capacity the wavelength range is 245 metres to 755 metres. Any such proportional range of wavelength may be obtained by tuning with fixed condensers in parallel. For example: using 0.0006 fixed condenser, wavelength range is 350-1050 metres; or, with 0.005 fixed condenser, wavelength range is 1000-3150 metres.

Price: 27/6

Fully mounted as indicated, connections made and carried to double terminals.

(Overall size 5½" high by 3" wide.)

In response to demand, we are now mounting all Variometers vertically (as shown), horizontally, or suspended through panel.

TRADE TERMS ON APPLICATION.

Telephone: Clelland & Co. London Wall 7725.

Wires and Cables: Exonerator, London.

For the man who builds his own!

One of the great features of Modern Wireless is its splendid constructional Articles. It is safe to say that, given a few tools and quite ordinary ability, any experimenter can make up almost all his own apparatus from the very clear directions given in each number of Modern Wireless.

Every piece of apparatus described in its pages must first have been built and must have functioned correctly—from this way, every experimenter is safeguarded against building up impracticable instruments.

Read the Contents list given here—note the large number of excellent articles—and get your copy today before it is too late.

Modern Wireless
No. 2 now on sale 1/-

Radio Press, Ltd
Publishers of Authoritative Wireless Literature
Devereux Court, Strand, W.C.2.
111 PRACTICAL CIRCUITS

not merely extracted from text books and
embodies a few well-known principles, but

SPECIAL PREPARED TO MEET THE REQUIREMENTS
OF ALL USERS OF WIRELESS APPARATUS.

Whether you want a simple crystal circuit, one, two, three,
four, five or more valves with H.F. and L.F. amplification
and the best switching systems, or to charge your
accumulators from the mains, to install an efficient trans-
mmitter or to speak across the Atlantic, there are dozens
of circuits for you.

The Amateurs’
Book of Wireless Circuits

Prepared by F. H. HAYNES.

110 Pages. Size 10 x 6¼ ins.
Price 2/6 nett. Post free 2/10

Contents: Aerial Switching; Crystal Circuits; Single
Valve Circuits; Non-radiating Arrangements; Variometer
Tunings; Ex-Government Apparatus in common use;
Multi-Valve Circuits with Crystal and Valve Detectors;
Switching of Valve Circuits; H.F. and L.F. Amplifiers;
Resistance Amplification, Tuned Arode, Transformer and
Choke Coil Amplifiers; Dead End Switching; Tungar
Vibrator and Electrolytic Rectifiers; Filament and Plate
Current from D.C. and A.C. Mains; Accumulator
Charging; Recording Circuits; Four Electrode Valve;
Spark and C.W. Transmitters and Wavemeters; Grid
and Choke Control Transmitters; Microphone
Amplifier; Dewar Switches, etc., etc.

PRACTICAL ADVICE ACCOMPANIES EVERY CIRCUIT.

THE WIRELESS PRESS, LTD.,
12-13, HENRIETTA ST., STRAND. LONDON, W.C.2.
Your Broadcast Receiver
AND HOW TO USE IT
By Percy W. Harris

THIS NEW BOOK THROWS A NEW LIGHT ON A NEW SUBJECT

It will help you to
GET THE BEST FROM YOUR RECEIVING SET

68 Pages

PRICE 6d
With Illustrations

EVERY owner of a wireless set is naturally anxious to get the best possible results from the particular apparatus he has acquired, and while a card of instructions or a pamphlet is supplied with almost every set, this small handbook, based on experience with many receivers, will be helpful as well as interesting. Our purpose is just to help the beginner to get all that is possible out of the receiver, be it a humble crystal or an elaborate multi-valve set.

CONTENTS.—A General Talk on Wireless Broadcasting—The Station in Operation—Essential Parts of a Broadcast Receiver—The Aerial; the Tuner; the Detector; Crystals Used in Broadcast Receivers—The Valve—Valve Accessories and Management—Essential Parts of a Wireless Receiver—Telephone Headpieces—Loud Speakers—Accumulators and their Management—Reaction: Its Use and Abuse.

THE WIRELESS PRESS, LTD., 12-13, HENRIETTA STREET, STRAND, LONDON, W.C.2
The OHMER INSULATION TESTING SET (COX'S PATENT)

This is the lightest, cheapest and best instrument of its kind on the market. It consists of an Ohmometer and Generator mounted in one case. The Ohmometer is of the Electrostatic type, giving extreme lightness. Absolutely unaffected by external fields, it reads directly in Megohms and is independent of the voltage or speed of the generator.

NALDER BROS. & THOMPSON, LTD.,
97a, DALSTON LANE, LONDON, E.8.

GUARANTEED 100% AERIAL EFFICIENCY

THE ONLY WAY TO USE

CRYSTOR

COWL INSULATORS

AERIAL LEAD-IN.
Length of Body, 11 in.;
diameter, 1/2 in. Price 1/9.

VERTICAL ROOF LEAD-IN.
Diameter of Cowl 21/2 in.;
diameter of Shank 1/2 in.;
length overall, 11 1/2 in., length

HORIZONTAL WALL OR
WINDOW LEAD-IN.
Diameter of Cowl 21/2 in.;
diameter of Shank 1/2 in.;
length on the curve 3 in.;

THE WIRELESS AGENCIES, LTD.,
64, Mortimer Street, London, W.1.

COLUMBUS DISCOVERED AMERICA

Bywaters discovered a process of treating mineral ores and converting them into super-rectifying crystals.

Thousands have been distributed to the trade under the name of EIFFEL TOWER BRAND during the past three years, and they have become standardised stock of repute. You can buy them from any dealer. Eiffel Tower crystals can be relied upon to give perfect satisfaction, the process they undergo ensures every specimen a perfect rectifier, carefully graded and tested.

IF YOU WANT THE BEST WIRELESS CRYSTALS INSIST ON Eiffel Tower Brand

packed in neat cartons to retail at 1/- and 1/6.

Subject to liberal Trade Discounts. Write at once for prices, stating quantities required, to—

A. W. KNIGHT
(Knight and Bywaters)
167, RYE LANE, PECKHAM, S.E.15
Telephone: New Cross, 2427.

Registered “NIPHAN” Trade Mark.

WATER-TIGHT PLUGS and CABLE COUPLINGS TO MEET HOME OFFICE REQUIREMENTS

COUPLING CONNECTING CABLES

SIMMONDS BROS., LTD.
4, 6 & 8, NEWTON STREET, HOLBORN, W.C.
ARISTOPHONE PANEL 55
A high grade 2-valve receiver typical of this series. All L.T. and H.T. batteries being contained in the instrument case, each set is easily portable, handsome in appearance and yet readily accessible for inspection purposes.

ARISTOPHONE PANEL 111
A complete high grade crystal receiver of the Panel series. Brown's Type "A" adjustable Supersensitive Head Telephones are supplied as a standard feature and are self-contained in the case. Exceptionally fine results will be obtained with this instrument.

A complete range of cabinets in all periods embodying the highest grade 4-valve receivers and the finest cabinet work.

Come and See the complete range of Elwell Wireless
IDEAL HOME EXHIBITION, STAND 39, NEW GALLERY HALL
March 1st—24th

C.F. ELWELL
Craven House, Kingsway, London W.C.

"HART"—The Standard of Efficiency.

THE IDEAL HIGH TENSION BATTERY; ENSURES NOISELESS RADIO CIRCUITS.

Our Latest Type High Tension Battery in sealed Glass Boxes as illustrated has been

UNIVERSALLY ADOPTED BY the Leading Wireless & Telegraph Companies.

Its many Special Features include:
- High Insulation.
- Glass Cell Containers.
- Constant Voltage.
- Reliable Service.
- Most Economical in use.

Unequalled by any High Tension Battery now made. Unprecedented demands.

HART ACCUMULATOR CO., LTD., Stratford, London, E.15
“Wireless for all”

Before you decide on the construction of your set.
It will pay you to have particulars of—

Condensite Celoron

For PANELS and OTHER PARTS.

This material is waterproof, immune to atmospheric and climatic conditions, will not warp, has high surface and volume restivity, high dielectric strength, low specific gravity.

LET US QUOTE YOU
SEND PARTICULARS OF YOUR EXACT REQUIREMENTS TO
THE MANUFACTURERS

“STERLING”

COMBINED CRYSTAL AND VALVE SET.

A New and Unique Set.

Average Range
150 Miles.

CALL TO SEE IT AT OUR STAND No. 31,
RADIO SECTION, IDEAL HOME EXHIBITION.

STERLING TELEPHONE & ELECTRIC Co. Ltd.
210/212, TOTTENHAM COURT ROAD, LONDON, W.1

We guarantee that all Broadcast Radio Apparatus sold by us conform with the conditions of the Broadcaster’s Licence issued by the Postmaster-General.
H.P.R. HILOPHONE
The Ideal 3-Valve Instrument for Music and Telephony

Extracts from letters received concerning the performance of the Hilophone.

BRISTOL. "The Hilophone which we received from you some weeks ago is a complete success. In fact our customer is delighted with it. We received the Covent Garden Opera on Saturday and it was audible all over the room with the 'Phones on the table.'"

EAST WEMYSS, FIFESHIRE. "I got 2LO very clear and loud last night."

BALLATER. "With the Hilophone Three-Valve Set we picked up London in Ballater, 42 miles from Aberdeen, and had the concert loudly and clearly. We added your Simplex Magnifier and put London on a Loud Speaker, filling the room. This is certainly the best result we have ever had with a Broadcast Receiver, and we were most pleased with the absence of extraneous noises and the clearness of the speech and music, over four hundred miles away."

WINDLESHAM, SURREY. "With reference to the Hilophone. I am getting excellent reception from Manchester and Newcastle, as well, of course, as from Birmingham and London."

ABERDEEN. "We were giving a demonstration with the Hilophone, one of your 2-Valve L.F. Amplifiers and a Loud Speaker. With these instruments we received London very clear and loud, and are confident that had we only used a 1-Valve Amplifier the results would have been equally good."

KINTYRE. "On Friday night I tested the Hilophone and found it most satisfactory, and beyond my expectations. London was clear using the High Frequency and Detector Valves only, and all the stations were clear and at times very loud on the three valves."

BOURNEMOUTH. "With the Hilophone I have received good speech from Newcastle, Manchester, Birmingham and London, and last night I heard the opening ceremony from Cardiff. Speech and music have been clear and not distorted."

Price of H.P.R. Hilophone... £25 0 0 With all accessories... £34 0 0
British Broadcasting Co.'s Charge... 2 5 0 British Broadcasting Co.'s Charge... 2 5 0

H.P.R. WIRELESS, LTD.
Pioneer Designers and Makers of Fine Valve Receiving Instruments for Amateurs.
Head Office and Demonstration Room:
CARLTON HOUSE, GREAT QUEEN STREET,
KINGSWAY, LONDON, W.C.2
Tel. : REGENT 1719.
(Opposite Kingsway Theatre)
SCOTLAND'S PREMIER RADIO EXPERTS

The most recent noteworthy successes have been obtained on apparatus supplied from our comprehensive stock of Efficient Radio Goods.

Distributing Agents for Scotland for the Famous BURNDEPT ULTRA RECEIVERS AND ETHOPHONES.

We keep an extensive stock of all parts required for making up customer's own sets. Send your enquiries—we will quote competitive prices by return. Our advice is always at your disposal.

W. A. C. SMITH,
236, ARGYLE STREET (Retail) and 93/99, HOLM STREET (Office and Warehouse)
GLASGOW.

Lead Hydrate Storage Batteries

For two, four or six volt valves (L.T.), maintain their voltage right up to the end of discharge, and continual adjustment whilst listening-in is thus obviated.

Ask for Leaflet No. C.W. 101/1, Nov., 1922.

Siebe Gorman & Co., Limited
187, Westminster Bridge Road, London, S.E.I.
The Ethophone V
Overcomes "Dead Spots"

American Broadcast Received.

AN Ethophone V has successfully received all British Broadcast, including London (2 LO), on a Loud Speaker at Salisbury and at various points along the South Coast where conditions are generally considered adverse. Continental Concerts were also heard on the Loud Speaker, such as Radio Electrique and Ecole des Arts, Paris.

Mr. H. J. Galliers, of Brighton, successfully received the transmissions of the American Broadcast Station WOR on the morning of February 24th. A Broadcast set, capable of Receiving American telephony is well worth your consideration.

Write to us for pamphlets and all particulars.

Call at our Stand No. 1, New Gallery, Ideal Home Exhibition.

All trade enquiries to be addressed to the Factory.

BURNDEPT LTD.

London Office and Showrooms:
15, BEDFORD STREET, STRAND, W.C.1
AERIAL AND EASTNOR WORKS, BLACKHEATH, S.E.3

London Assurance House, 249, George Street, ABERDEEN.
Bond Place, LEEDS. GLASGOW.

25, Holm Street, GLASGOW.
Playhouse Arcade, GUILDFORD.
133, New Street, BIRMINGHAM.
92, Bridge Street, MANCHESTER.

CANADIAN OFFICES—172, King Street West, Toronto, CANADA.
The essential part of the Receiving Set is the Valve.

**EDISWAN VALVES**

by their actual performance have proved themselves to be the best on the market for sensitivity, silence in working and robustness.

Type A.R. 15/- each.
Type R. 17/6 each.

Why not send us your name and address? We can probably tell you something of interest regarding wireless matters. Ask for Leaflet S when writing.

---

**COMBINED VOLTMETER FOR H.T. & L.T. BATTERY.**

High Resistance. Foolproof.
Neat and Compact.
Terminals marked in plain letters.
Reads to 100 volts on H.T. and 10 volts on L.T. Battery by merely pressing the button.

**Price £4 each**
POST FREE. CASH WITH ORDER
(For higher readings, prices on application).

**WHITE ELECTRICAL INSTRUMENT CO. LTD.**

2, 4 and 6, Gloucester Street, Clerkenwell, London, E.C.1
Telegrams: Voltograph, London.
With the Fuller High Tension Battery you can count on five or six months’ service on one charge alone. Re-charging costs you only a few pence, and with ordinary care the Battery will last 10 years in normal service. That is just one of many reasons why FULLER BLOCK BATTERIES are universally recognised as "perfect for Wireless Work." There are no plates to buckle, no possibility of injury from accidental shorting, and complete absence of fire risks.

Sold by Wireless Dealers, Electricians and over 300 Fuller Battery Service Agents. Dealers who are not fully stocked should write us at once.

FULLER'S UNITED ELECTRIC WORKS LTD.
WOODLAND WORKS, CHADWELL HEATH, ESSEX.

Manufacturers for the Admiralty, Air Ministry and War Office for wireless work.

Telegrams—Fuller, Chadwell Heath. Telephone—Ilford 1200 (6 lines).
LISTEN-IN at Shaw & Kilburns.

BEFORE you buy a Wireless Receiving Set it will pay you to call at our Showrooms and "listen-in" on the many sets that we have in use. Whatever you require, you will have the opportunity of comparing the various makes before making your decision. Complete sets from the self-contained Crystal type at £8, to the wonderful five valve sets at £50, may be seen and tried here. You are under no obligation to purchase.

Call and have the working of the various sets explained to you.

Agents for all the leading makes, including—

FELLOPHONE, MARCONIPHONE, GECOPHONE,
BRITPHONE, ARISTOPHONE, RADIOPHONE,
RE-ECHO, T.M.C.

112-114, Wardour Street, W.1
Telephone (6 lines) Regent 0120

GREAT BARGAIN OFFER

4,000 ohm PHONES (NEW)

at 19/6 Per Pair. Postage 9d. extra.

Fitted headbands and cords, beautifully finished, thoroughly efficient. Each pair carefully packed in box. SATISFACTION GUARANTEED.

BROADCASTING RECEIVING APPARATUS.
The "JOYPHONE" (Reg. No. 0138) approved type, 2 Valve Set, complete from £15:0:0

Special Offer at Reduced Prices of our

NEW INTERVALVE TRANSFORMER

Owing to the unexpectedly large sale of these instruments we are enabled to reduce the price to Wireless World' readers to

12/4

Postage 9d. extra.

Fitted with panel fixing plate and earthing wire for iron core. Fully tested.

Ratio 5:1.

All valve apparatus manufactured by us is duly licensed under Marconi's Patents for amateur use in Great Britain. Approved by Postmaster-General.

J. LIPOWSKY & CO.

814, OLD FORD ROAD, BOW :: LONDON, E.3
Whatever’s the matter with Bill?

Bill’s the foreman of the Assembly Dept. Some small metal parts for No. C 536 have been delivered from stores. We cannot print here exactly what he said!!

What a help true-to-gauge, accurate, well finished metal details are to Bill!

See that he gets them

Just send along to:
Baker & Finemore, Ltd.
Steel Pen Makers for over 70 years,
Bak-Fin Works, Birmingham.

“PRESSWORK AT ITS BEST”

CABINETS, PANELS, BATTERY BOXES, Etc.
FOR WIRELESS APPARATUS IN OAK, MAHOGANY, ETC.

Our Mahogany-hinged Box L. 7 is ideal for Crystal or Single Valve Set.

Send full particulars of requirements to:
HENRY JOSEPH & Co.
96, Victoria St., London, S.W.1

TRADE ONLY.

<table>
<thead>
<tr>
<th>No.</th>
<th>Volts</th>
<th>Cells</th>
<th>Intermediate Connections</th>
<th>Fitted with spring clip terminals</th>
</tr>
</thead>
<tbody>
<tr>
<td>643</td>
<td>15</td>
<td>11</td>
<td></td>
<td></td>
</tr>
<tr>
<td>789</td>
<td>15</td>
<td>11</td>
<td></td>
<td></td>
</tr>
<tr>
<td>826</td>
<td>30</td>
<td>21</td>
<td>3-volt steps</td>
<td>Removable plug terminals supplied at a small extra charge.</td>
</tr>
<tr>
<td>827</td>
<td>36</td>
<td>24</td>
<td>3</td>
<td></td>
</tr>
<tr>
<td>828</td>
<td>50</td>
<td>36</td>
<td>6</td>
<td></td>
</tr>
<tr>
<td>829</td>
<td>60</td>
<td>44</td>
<td>6</td>
<td></td>
</tr>
<tr>
<td>830</td>
<td>90</td>
<td>66</td>
<td>6</td>
<td></td>
</tr>
<tr>
<td>831</td>
<td>100</td>
<td>72</td>
<td>6</td>
<td></td>
</tr>
</tbody>
</table>

These batteries are universally accepted as the standard of quality.

“BUY NONE BUT THE BEST”

Showing at Stand No. 26, New Hall Gallery, Ideal Home Exhibition, Olympia, March 1st to March 24th.

SIEMENS BROTHERS & Co. LTD.
WOOLWICH, LONDON, S.E.18
Telegrams: Siemens, Woolwich. Telephone: City 6400

Stocks held at
Belfast—36, Mill Street. BIRMINGHAM—111, New Street. BRISTOL—30, Bridge Street. CARDIFF—57-59, St. Mary Street. GLASGOW—46, Wellington Street and 144, St. Vincent Street. LEEDS—129, Park Lane. LIVERPOOL—81, Dale Street. LONDON—38-39, Upper Thames St. MANCHESTER—196, Deansgate. NEWCASTLE-ON-TYNE—64, 68, Collingwood Buildings and Exchange Buildings, Quay-side. SHEFFIELD—22, High Street.

SOUTHAMPTON—46, High Street.
Price 6/- Nett  Post 6/9 Free

The Year Book of Wireless
Telegraphy & Telephony
1923

SPECIAL EDITION

FOR

EXPERIMENTERS, AMATEURS & ALL "LISTENERS-IN"

As a result of the tremendous demand for the Year Book, we have decided to issue a special edition for Experimenting Amateurs apart from the complete edition usually published.

The new edition will contain all the information given in the complete work, with the exception of matter of sole interest to Commercial Companies.

ALL YOU WANT TO KNOW IS IN THE YEAR BOOK

BRIEF SUMMARY OF CONTENTS.

Directory of over 450 Amateur and Experimental Stations (18 pages); Laws and Regulations governing Experimental, Amateur and Broadcast Wireless (52 pages); Call Letters of over 16,000 Air, Land and Ship Wireless Stations of the World (270 pages); Sixty-four Pages of Maps in Two Colours, showing position of all known Land Stations, indicating whether Direction Finding, Broadcasting, Public or Official; Complete History of Wireless from its Birth to Date, with full details of Progress made in 1922 (20 pages); Meteorological Section, showing all Regular Transmissions of Hydrographic, Meteorological and Time Signals, with detailed explanation of the Codes used and their Meanings (131 pages); Useful Data Section (46 pages); Dictionary of Wireless Terms in Five Languages; Tables and Formulae for Wireless Calculations; Graphical Symbols for Diagrams; Classified Traders Directory for the benefit of Purchasers of Component Parts, etc. (4 pages); Full Morse Code, International and Continental; Direction Finding Section (20 pages); Who's Who in Wireless (35 pages); Wireless Literature (28 pages); etc., etc.

We shall be glad to see you at our Stand No. 7, Wireless Section, New Hall Gallery, The Daily Mail Ideal Home Exhibition, Olympia.

Your Broadcast Receiver
AND HOW TO WORK IT
By Percy W. Harris

THIS NEW BOOK THROWS A NEW LIGHT
ON A NEW SUBJECT

It will help you to
GET THE BEST FROM YOUR RECEIVING SET

PRICE
6d.

With Illustrations

68 Pages

Every owner of a wireless set
is naturally anxious to get the
best possible results from the par-
ticular apparatus he has acquired,
and while a card of instructions
or a pamphlet is supplied with
almost every set, this small hand-
book, based on experience
with many receivers, will be helpful as
well as interesting. Our purpose is
just to help the beginner to get all
that is possible out of the receiver,
be it a humble crystal or an
elaborate multi-valve set.

CONTENTS.—A General Talk on
Wireless Broadcasting—The Station
in Operation—Essential Parts of
a Broadcast Receiver—The Aerial;
the Tuner; the Detector; Crystals
Used in Broadcast Receivers—The
Valve—Valve Accessories and Man-
age ment—Essential Parts of a
Wireless Receiver—Telephone Head-
pieces—Loud Speakers—Accumu-
lators and their Management—
Reaction: Its Use and Abuse.
Re-Radiation abolished by using
THE “AJAX” ANTI-RE-RADIATING UNIT

No more announcements from the Broadcasting Stations regarding re-radiation.

Sold on the money-back system.

You can add to your own pleasure, prevent annoyance to your wireless neighbours and comply with the P.M.G.'s requirements by fitting this Unit to your receiving set.

THE CLAIMS FOR THE UNIT ARE AS FOLLOWS:

2. Sharpens Tuning.
3. Increases strength of signals, thereby amplifying.
4. Clarifies speech and music.
5. Gives Telephony without distortion.
6. Eliminates atmospherics to a considerable extent.
7. Makes jamming almost impossible.
8. Regenerates the Plate and Grid Circuits.
10. The "Ajax" Anti-re-radiating Unit is the discovery of the year.
11. You cannot afford to be without it.

PRICES:

No. 1, for all British Broadcasting, 15;
No. 2, for all International Wavelengths 17/6
Ebonite Varioimeter, 10/6, particulars post free.
Filament Resistances (superior) 2/6
Fixed Condensers '0001 to '001, 1/6; '002 to '004, 2/
L.F. Intervalve Transformers 15/
Variable Condensers from 4/

TRADE ENQUIRIES INVITED

PATENTEES AND SOLE MANUFACTURERS:
THE WELLINGTON ELECTRICAL AND RADIO ENGINEERING WORKS, LTD.
1, Arthur Street, ALDERSHOT
Telephone: ALDERSHOT 444
Obtain Maximum Efficiency with your Radio Set by using “IGRANIC” HONEYCOMB INDUCTANCES.

Low Self-Capacity
No Losses due to dead ends.

Write for Leaflet No. 2211-17

149 Queen Victoria St., London.

WORKS—BEDFORD.

For those who want the BEST “DUNHAM” instruments will particularly appeal

Illustrated and fully descriptive brochure of all our sets sent free.

SPECIAL LONG WAVE PLUG FOR RECEIVING PARIS, ETC.

£3 : 18 : 6

This single-valve set receives broadcasting on 20' of wire hung across our showrooms at Brixton, and no outdoor aerial is needed. It is arranged so that amplifiers can be easily added if and when desired. Reaction is fitted, and being directly coupled to the aerial coil boosts up the receiving range and strength of reception. It cannot possibly radiate and cause interference. These and other special features make it without a doubt the finest single valve set on sale to-day. Approved by the P.M.G., No. 1087, and guaranteed by us. Price, complete with "phones, accumulator, valve, H.T. batteries, etc., £7 15s. (plus B.B.C. fee of £1).

C. S. DUNHAM (Radio Engineer) late of Marconi Scientific Instrument Co.

334-6, BRIXTON HILL, S.W.2.
Phone: Brixton 3323.
Agent for BUCKINGHAMSHIRE: H. Geary, 77, Broad Street, Chesham, Bucks.
TONS of EBONITE SHEET in Stock for immediate delivery in qualities suitable for all classes of WIRELESS WORK.

SHEETS - RODS TUBES - PANELS

TUBES and ROTORS for Variometers. MOULDED KNOBS (various patterns), COMBINED DIALS AND KNOBS, 3", 3½" and 4" diameters. Do. for Fil. Res. and Vario-Couplers. AERIAL INSULATORS.

Wholesale only.

AMERICAN HARD RUBBER COMPANY (Britain) LIMITED, 13a, Fore Street, London, E.C. Teleg : "Eboniseth, Ave. London." 'Phone : Central 12764.

J. BURNS, LTD. Wangye Works, Chadwell Heath, Essex.

We are actual manufacturers and can offer special advantages to the trade—send us your enquiries.

Dry Batteries for Wireless Sets

No. 1 W. Standard Pocket-lamp size, 24 volts (as illustration), with patent spiral wire terminals for connecting in series. Insert straight terminal in spiral of next battery and bend same, no soldering required.

PRICE 7/- Per doz.

NOTE.—(1 doz. = 54 volts.

NEW TYPE.
No. 2 W. Slab, 15 volts, screw terminal, 5 plug sockets, 3-volt tappings with wander plug. Size 9" x 4½ x 3½ high.

PRICE 3/- EACH

NEW TYPE.
No. 4 W, 3 6 volts, screw terminal, 12 plug sockets, 3-volt tappings with wander plug. Size 9½" x 4½ x 3½ high.

PRICE 7/- EACH

Single Valve Panels

Solder with variable Condenser, Filament Resistance, Grid Leak and Grid Condenser. Engraved Panel and Rosewood finished Box, ready for use.

£4

Vulcanised Fibre and Ebonite Sheets, Rods & Tubes from stock.

BRITISH MADE—CARRIAGE PAID.

Manufactured by—
THE BRITISH BATTERY Co., Ltd. Clarendon Rd., WATFORD, HERTS.
(Telephone: Watford 617).
THE WIRELESS WORLD AND RADIO REVIEW

THE OFFICIAL ORGAN OF THE RADIO SOCIETY OF GREAT BRITAIN
A MAGAZINE DEVOTED TO WIRELESS TELEGRAPHY AND TELEPHONY

CONTENTS

Some Practical Applications of Time Signals. By G. W. G. Mitchell, B.Sc., F.R.A.S., F.R.Met.S. - - - - - - - - 751
Notes on the Armstrong Super. By Frederic L. Hogg - - - - - - - 755

(Contents continued on next page).

White Filler

for Letters and Figures.

Taylor-Hobson WHITE FILLER gives a beautiful snow-white finish to letters and figures cut in ebonite, wood or metal. It is easy to handle and exceedingly durable.

To users of Taylor-Hobson Engraving Machines it is invaluable.

PRICE 10/- per lb. Quotations for quantities.

TAYLOR & HOBSON LTD

74a, Newman Street, London, W.1
Works: LEICESTER.
**CONTENTS (Continued)**

<table>
<thead>
<tr>
<th>Section</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wireless Club Reports</td>
<td>762</td>
</tr>
<tr>
<td>Panel for a Single Valve Receiver. By F. H. H.</td>
<td>765</td>
</tr>
<tr>
<td>The Research Laboratories of the General Electric Company at Wembley</td>
<td>775</td>
</tr>
<tr>
<td>Notes</td>
<td>777</td>
</tr>
<tr>
<td>Correspondence</td>
<td>779</td>
</tr>
<tr>
<td>Calendar of Current Events</td>
<td>780</td>
</tr>
<tr>
<td>Questions and Answers</td>
<td>781</td>
</tr>
<tr>
<td>Share Market Report</td>
<td>784</td>
</tr>
</tbody>
</table>

THE WIRELESS WORLD AND RADIO REVIEW is published weekly on Saturdays.

All correspondence relating to contributions should be addressed to The Editor, THE WIRELESS WORLD AND RADIO REVIEW, 12-13, Henrietta Street, Strand, London, W.C.2.

No responsibility can be taken for MSS. or photographs sent without stamps to defray cost of return postage.


Telegraphic Address: "Radionic, Rand, London." Telephone No.: Gerrard 2807.

Advertisement Managers, Bertram Day & Co., Ltd., 9 and 10, Charing Cross, S.W.1.

Telephone No.: Gerrard 8063 and 8064.

SUBSCRIPTION RATES:

28s. per annum, post free. Single Copies 6d., or post free 7d.

Registered at the G.P.O. for transmission by Magazine Post to Canada and Newfoundland.

---

**RADIO FREQUENCY AMPLIFICATION**

This self-tuned Anode Reactance (provisional patent) with switch combined is the most satisfactory method of short-wave H.F. amplification. Increases the range of a set and brings distant stations. The outstanding features are the degree of efficiency attained and the ease of assembly. Only one hole to drill in panel, and two soldered connections to make to tinned tags provided. The work of hours is done in a few minutes. Two ranges—150 to 600 metres. 30 8. 150 to 10,000 metres. 32 8. Simple wiring diagram sent out with each.

**LISSEN ROTARY SWITCH** (provisional patent, for use with tapped inductances, etc., does away with nuts, washers, contact studs, etc., saves drilling, makes a smooth wiping contact, 10 8. These two components save makers and amateurs hours of work. Dealers and makers should send for samples. Cash with order for new accounts avoids delay.

LISSEN COMPANY, WOODGER ROAD, GOLDFAWK ROAD, LONDON, W.12
For the Discriminating Amateur.

A Precision Condenser
For Home-built Sets.

The Marconi Scientific Instrument Company, Ltd., in pursuance of its policy of providing the discriminating experimenter with high-grade component parts, has prepared a new type variable condenser possessing features which will appeal to every serious amateur. As will be seen from the photograph, there are no washers, the plates and supports are of brass, while both fixed and moving plates are soldered to the supports, ensuring perfect conductivity and a minimum of resistance loss. The end plates are also of brass and positive connection with the moving plates is made by means of copper strip.

The condenser is supplied ready for panel mounting complete with dial, bushing and ebonite knob. To mount the condenser, it is only necessary to drill a central hole 3/16 diameter and three clearance holes for No. 4 BA metal screws. The top plate is ready tapped to take these screws, which are provided with the condenser. A pointer is also supplied for those who wish to use it instead of the dial.

The price of this high-grade precision instrument is

30/-
Complete and post free
Capacity 0.001 microfarad. 0.0005 microfarad. 27/6.

The Marconi Scientific Instrument Co., Ltd.
40, Dean Street, Soho, W.1.

Telegrams - THEMASINCO, WESTCIENT.
Telephone - - - - - GERRARD 7745.
The only adjustment necessary to receive Telephony and Telegraphy signals on any particular wavelength with the Wates Crystal Receiving Set is the movement of one switch arm. Its dimensions are 9 in. × 9 in. and 8½ in. high, the Hertzite crystal is enclosed in glass, one adjustment being almost permanent. Supplied in highly polished mahogany case together with Head 'Phones, 100 ft. Aerial Wire, Aerial Insulators, Aluminium Aerial Pulley.

It costs but £5 : 0 : 0 complete, no extras, no upkeep costs.

Everything can be enclosed in the case for packing away.

SEE IT ON STAND NO. 10 NEW HALL, GALLERY, IDEAL HOME EXHIBITION.

WATES BROS. 13-14, Great Queen Street, Kingsway, London, W.C.2

*Phone: Gerrard 576
*Grams: Zywaleseng, Weiden 1

WE can supply YOU with Broadcasting sets, 2 or 3 Valve, which give wonderful results. Come to our Demonstrations 5 p.m. each day.

Every Component that can be required in Stock.

TRADE SUPPLIED.

Shell Insulators - - - 1/-
Reel do. - - - 4d.

EBONITE AND VULCANITE

TUBES-RODS-SHEETS

LARGE STOCKS

BRITANNIA RUBBER AND KAMPTULICON CO., LTD. 7, NEWGATE ST., LONDON, E.C.1

Telephone: 2108 Central
Telegram: Britannia, London
Some Practical Applications of Time Signals


1.—Method of Obtaining G.M.T. from Rhythmic Beats.

In my article which appeared on January 13th on Time Signals, all times were given in *sidereal time*, this being the standard unit of time adopted at astronomical observatories for the reasons set out in the article. There may be some uncertainty as to the method of arriving at G.M.T. from these results. Tables for converting intervals of sidereal time into the corresponding intervals of mean solar time will be found in the "Meteorological and Time Signal Section" of the "Year Book of Wireless Telegraphy, 1923 edition", together with an example showing the working. Further, in order to be able to "set" a clock to mean solar time (i.e. G.M.T.) from the data furnished by the rhythmic beats, it is necessary to be provided with tables giving the mean solar time at the preceding sidereal noon. These tables are printed in the Nautical Almanack for the current year (published by H.M. Stationery Office, Kingsway, 5s.) under "Transit of First Point Aries," page iii of each month. Then the mean solar time required = mean time at preceding sidereal noon + the equivalent to the given sidereal time.

Therefore, unless the highest accuracy is aimed at, it is better to make use of the ordinary time signals sent three times daily from Fl. in order to determine G.M.T.

One further point about which there seems to be some misunderstanding cannot be passed over. It is very often assumed that the rhythmic beats commence *precisely* at 1,000 G.M.T. This is not the case, as will be seen from further reading below.

2.—Method of Determination of Longitude.

The difference in longitude between two places on the earth may be expressed as their difference in time, which again is simply a measure of the amount of rotation of the earth in that time interval. Whether this is expressed in mean solar time or sidereal time matters not; in practice the sidereal unit is adopted.

Previous to the facilities now afforded by long distance W/T, longitude determinations were only possible by using a celestial time signal common to all the world. One method consisted of the repeated transmission of chronometers (deck watches) between the ends of the arc it was desired to measure. Otherwise the two posts were required to be telegraphically connected by land line. A pre-arranged signal emitted from one station was automatically recorded at the other by some form of printing chronograph, due allowance being made for the "lag" of the interposed instruments. The actual recording of a certain instant of time enters so fundamentally into all longitude determinations that a brief description of one form of printing chronograph is given. The front and back view of the chronograph are shown in the photographs on the next page. This instrument prints on a paper strip the time of any signal in minutes, seconds and thousandths of seconds as in the actual record.

For this purpose three discs, with engraved printing figures on the periphery rotate over the paper strip, which is pressed against the disc during an extremely short time by an electromagnet, when a current excites the magnet.
The chronograph is driven by an electric motor, direct current 12 volts, provided with a very sensitive speed regulator. The error in the speed can be adjusted to be less than a few seconds per hour and a slight positive advance is given to the motor. A synchronisation device acted by a very accurate electric clock eliminates automatically every second the very small advance of the instrument. At the beginning of each second, the time recorded on the paper strip is the absolute time given by the clock; at the end of each second, the time as printed cannot be affected by an error exceeding 0.005 second. The chronograph can be placed at a great distance from the observer, and in longitude determinations it is set up at one of the stations and operated from the other station by means of the relay.

Let us consider the determination of longitude say between Washington and Greenwich by making use of the rhythmic beats sent by recorded simultaneously by both observatories, the records extending over an interval of months and each of sufficient duration to determine “lag” constants of the recording apparatus, and to make accidental errors negligible. By bringing together the two sets of results for comparison the times of receipt of the signals at Washington and the corresponding times at Greenwich, the differences in the two sets should be a constant interval of time which is, in effect, the difference in longitude. Provided, therefore, that means exist of determining a time standard at each end of the arc which it is required to measure, the time signal itself may be entirely eliminated, and further, for the purpose of the experiment, it is immaterial
at what instant of time the signal is sent from Paris. This last statement shows the error of assuming that the rhythmic beats are regulated to commence at 1,000 G.M.T. precisely.

Such determinations have already been carried out and a comparison of the results so far obtained shows that a small fluctuation persists, after all known connections have been made. The error appears to be seasonal, and at present is not fully explained. The result of the Washington-Paris longitude determination made in 1913, using a crystal detector and a wavelength of 2,200 metres, with an emission from Paris of 18 kw. gave the longitude of Washington as 5 hrs. 17 mins. 36.549 secs. ± 0.0051 secs. By interchanging the observers at each end, a second result agreeing very closely with the first was obtained, namely, longitude = 5 hrs. 17 mins. 36.758 secs. ± 0.0027 sec.

The Longitude of Adelaide, from an experiment conducted between June 21st and July 5th, 1920, using the rhythmic beats from Lyons, was 9 hrs. 14 mins. 19.95 secs., and from two series of Annapolis signals between July 6th and 28th, and August 8th and 19th, 1920, 9 hrs. 14 mins. 19.79 secs., and 9 hrs. 14 mins. 19.78 secs. respectively, the previously adopted value being 9 hrs. 14 mins. 20.07 secs.

Discussing the signals received from Paris, Nauen and Annapolis, and taking weekly and monthly " means " of determined values from 1912 - 1919, the Astronomer Royal, Sir Frank Dyson, says " If the positive value is regarded as due to error in longitude and not as arising from instrumental errors, either in time determination, sending or reception of signals, these figures imply that Greenwich is about 0.03 sec. to westward of its assumed position relatively to Berlin, Paris and Washington."

The work has gone far enough to show that (a) longitude determinations made before the advent of W/T are subject to larger errors than were hitherto suspected, and (b) that the fluctuations appear to depend on the time determinations at the different observatories, and are not due to errors in transmission or reception of the signals.

(3) THE WEGENER HYPOTHESIS.

In view of the results previously cited, the question of whether the discrepancies might be explained by a systematic movement of the parts of the earth's crust. Special interest attaches at the moment to the

Maps to illustrate Professor Wegener's displacement theory. White portions denote land. (a) In the Carboniferous period about fifty million years ago, (b) Eocene period when mammals became common about ten million years ago, (c) Old Quaternary period when man and present-day animals appeared about one million years ago.
fascinating theory of Professor Wegener, and known as "The Wegener Hypothesis of Continental Drift." Briefly the theory assumes that the continents are "cakes" of light siliceous material floating on a heavier substratum. The continents, which are thus movable, are supposed, in early times, to have been joined together and to have formed one single land mass. Thus, according to Wegener, the continents are slowly drifting from the poles and from east to west. America appears to be going west faster than Europe, and in its westward drift has crumpled up on its forward side to form the continuous mountain chain known as the Andes. It is also suggested that Southern India has shrunk up northward as expressed by the great foldings of the Himalayas. Wegener also mentions a supposed motion of Greenland (the longitude of which has been determined three times in 1823, 1870 and 1907), indicating a continued westward drift during the past hundred years amounting to about thirty feet per annum. The theory was in the first place devised with a view of explaining the occurrence of allied forms of life on continents separated by great oceans, but it is now receiving much opposition from geologists.

Wireless thus opens up new ground for the determination of longitude and it may also provide some evidence in the future discussions of this new theory. Using modern long-distance working plant, it should not be impossible to establish a net of five or six points roughly equidistant round the globe. The longitude of these points would be found with high accuracy at frequent regular intervals of time, the closing of the arc thus establishing a check on the measures.

A Note on the Action of a Receiving Valve.

W HEN the filament in a valve is heated and the grid and plate are disconnected, negative electrons are given off from the filament, but on account of their small velocity they do not move far from the surface of the filament, and in fact they return to the positive end of the filament. When the plate of the valve is connected with the positive end of the filament, the plate, of course, has a slightly positive potential with respect to the negative end of the filament, and the electrons, which after all are negative electricity, are attracted to the positive plate, and they flow in the external circuit between the plate and the positive end of the filament. The number of electrons which reach the plate is small. When a positive potential is supplied to the plate, a far larger number of electrons will be attracted to the grid, and some will actually flow in the grid circuit, but on account of the spaces, a large number will pass through the grid openings and will reach the plate, so that we have two currents, a small grid current and a much larger plate current. If now a negative potential is applied to the grid, the grid will influence the number of electrons which go to the plate. The grid, of course, is much closer to the filament than the plate, and is made of fine wire with large spaces in between the wires. If a small positive potential is supplied to the grid, a large number of electrons will be attracted to the grid, and some will actually flow in the grid circuit, but on account of the spaces, a large number will pass through the grid openings and will reach the plate, so that we have two currents, a small grid current and a much larger plate current. If now a negative potential is applied to the grid, the grid returns the electrons back to the filament, and but few are able to escape through the openings and reach the plate. When a varying potential is applied to the grid, a varying number of electrons pass through the openings of the grid to the anode. Actually the shape of the current curve in the plate circuit is identical with the voltage curve applied on the grid.
Notes on the Armstrong Super.

By Frederic L. Hogg.

A GREAT deal of interest has been aroused, especially in America, by the new super-regenerator circuit recently invented. On the publication of the circuits, many amateurs attempted to make the circuit work, and so obtain enormous amplification at little expense. In most cases, however, little success was obtained. In these notes I hope to be able to help some of those who have been unsuccessful so far, as once the circuit has been made to work, astonishing results can be obtained.

Immediately on the publication of the first article in the Wireless World and Radio Review, I attempted the circuits, each in turn, with more or less negative results. However, on seeing the article by Mr. Cockaday, mentioned by Mr. Percy W. Harris in his article, I had another try, and immediately, on getting constants correct, excellent results were obtained.

The whole secret lies in the proper proportioning of the various parts and plenty of patience. It is a simple matter to convert an ordinary single valve or two-valve (L.F.) set into an Armstrong by the addition of a small panel. This panel contains the oscillator coils and valve, etc.

The actual constants used on my set are as follows:

- **Valves**
  - Rectifier “Ora”
  - L.F. Amplifier “R”
  - Oscillator Mullard “0.20”
  - Transmitter
- **H.T.**
  - Rectifier and L.F. 60 volts
  - Oscillator 120 volts
- **L.T.**
  - Rectifier and L.F. 4 volts
  - Oscillator 5.5 volts

From Fig. 1 it will be seen that the necessary additions are as follows:

1. Valve.
2. Large honeycomb or slab coil.
3. 1 0.001µF. fixed condenser.
4. 1 0.001 µF. variable condenser.
5. 60 volts H.T., valve holder, etc.

A panel containing these suitably arranged can easily be made up. A switch can be placed in the lead from the oscillator grid to the detector grid, and then the set can be quickly changed from one circuit to the other.

No specific constructional details are given, as each experimenter wishes to make his set in a different way.
In erecting the set care must be taken to keep leads well spaced to avoid capacity effects.

As regards operation, the first point is to use a frame aerial invariably. An outside aerial makes the set very difficult to work, and the radiation is serious. I use a square frame, with 4 ft. sides and having 20 turns spaced \( \frac{1}{4} \) in. This frame has a natural wavelength of about 600 metres which, when placed in parallel with the usual 440 metres inductances, just gives the correct inductance for 440 metres, making up for the loss of the aerial. This sounds peculiar but is what happens in practice owing to the large value of the reaction used.

Having erected the panel, etc., the procedure is as follows:—The oscillator is cut off from the grid circuit of the detector, and a loud telephony station tuned in on the frame. The oscillator filament current is then switched on, and with coupling and condensers at maximum, the connection is made by means of the cut-out switch. The detector will be far removed from the oscillation point, and the station will be inaudible. Then on slight adjustments of tuning, and increasing reaction very considerably, the station comes in with enormous strength. Of course it is assumed that the oscillator, reaction, etc., are of correct coupling for oscillation.

![Fig. 2. A single valve circuit embodying the super-regenerative principle.](image)

Various extraordinary squeals and howls are heard, and after a little experimenting it will be found possible to avoid these and to receive speech and music without distortion. It will be found that H.T. and L.T. voltages are fairly critical for best results.

It is fairly easy to operate the set after a few hours' practice, but certain things require to be done before the circuit is suitable for general use.

An amateur of my acquaintance evolved the arrangement shown in Fig. 2, and says that he will never go back to the usual circuit for long-distance work. Once this set is suitably arranged, there are no extra adjustments needed over the usual number.

On the three-valve circuit, Fig. 1, I have received telephony from the following London amateurs, on a loud speaker:—2 OD, 2 ZT, 2 ZM, 2 NM, 2 WQ, 2 WJ, 5 BT, 5 CV, 5 BW, 2 WD and 2 DF. Many others, within about thirty-five miles radius, have been heard, either speech or morse, on the loud speaker (small Brown).

Of course, 2 LO, 2 OM, 2 ON, 2 KT and 2 FO are absolutely impossible owing to their great strength, the loud speaker or telephones being nearly torn up! The longest distance received is 2 IF, speech and music, also on the loud speaker. This station is 60 miles away from Highgate.

In conclusion, I hope many amateurs will soon have "supers" going, as, after a little while, extraordinary results should be obtained with simplified circuits and easier control, which means greater ranges for our 10 watts of telephony.

**The Ideal Home Exhibition.**

At the Daily Mail Ideal Home Exhibition now being held at Olympia, the section devoted to wireless exhibits attracts enormous public interest.

The public demonstrations of wireless Broadcasting too, adds to the general attractiveness of this section.

A splendid array of wireless apparatus by all the leading manufacturers is on view and many novelties and new designs are shown for the first time. In our next number we shall describe and illustrate these exhibits.

A preliminary study of the apparatus on view indicates the progress which is being made by British manufacturers in the development of radio apparatus, particularly for Broadcast reception. The Exhibition affords a unique opportunity for prospective purchasers to examine every type of set before deciding on a purchase. Such an opportunity does not occur except through an Exhibition conducted on these lines, and it is one which should not be missed by anyone who is in any way interested in the subject, whether from a technical point of view or from the point of view which the name of the Exhibition suggests—that the home is not "ideal" unless wireless finds its place there amongst the many things which invention and industry have added to the home equipment.
The Elementary Principles of Radiotelephony.

By G. G. Blake, M.I.E.E., A.Inst.P.

(Continued from p. 729 of previous issue)

I have here an experiment which was shown last year before the Physical Society by Mr. F. Harrison Glew.

This experiment should, I think, make the existence of electrons real to you. It has for some years been known that radium, in the process of disintegration, creates such violent disturbance in the air round about it that it breaks up the atoms of oxygen, nitrogen, etc., by causing them to smash into each other, and in the process some of the atoms lose a number of their electrons, so that not having their proper number, they exhibit a positive electrification, while other atoms gain several electrons more than they ought to have, and therefore exhibit negative electrification.

I have here two tiny radium coated spirals, and as long as I keep the radium covered, the atmosphere in this room remains in its normal condition, and when I turn the handle of this little machine and electrify this spiral nothing happens.

On removing the covers you will notice that the leaves of the electroscope spring apart, due to the rapid ionisation of the air by the electrical machine.

(The lecturer demonstrated this action by arranging the detecting electroscope in the optical lantern and casting an image of it on the screen. The electroscope and electrical machine were about 20 feet apart and on removing the caps from the radium tubes an immediate effect was indicated when the electrical machine was worked.)

I have already stated that in all conductors there are innumerable free or unattached electrons floating about in the interatomic spaces (i.e., the spaces between the atoms), and that the movement of these electrons is what we know as an electric current.

If I rub this ebonite rod against my coat sleeve I rob the wool of my coat of a large number of its free electrons and increase the number on the ebonite rod, so that having an excess over its normal number, it exhibits negative electrification, and it creates a strain in the ether in its neighbourhood; this zone of disturbance reaches out and affects the electrons in other bodies in its vicinity.

For example, here is a little instrument which we call an electroscope; this consists of a metal rod or cylinder from the bottom of which are suspended two long metallic leaves.

The accompanying slide (see Fig. 6) is a diagram from which you will see that the little cylinder and the leaves can be considered as being part of a continuous system. The dots represent the free electrons in the interatomic spaces. Now when we bring our electroscope near the charged rod or vice versa it comes into the zone of strain in the ether created by the rod, and the free electrons are driven down into the leaves of the electroscope, and cause them to repel one another. We have not added to the number of electrons in the metal of which the electroscope is made, but we have driven most of them down into the leaves, the rod retaining less electrons than it does under normal conditions.

Conditions will remain unaltered as long as we keep the charged ebonite rod stationary; but if we move it up and down (i.e., if we cause a number of electrons in the vicinity of the electroscope to oscillate up and down we can cause the electrons in the electroscope to follow their movements, and move up and down in the metal of the electroscope.

What happens in the metal of the electroscope happens in any metallic conductor.

In a transmitting aerial electrons travel at a speed approximating to that of light, so that even the very fastest movement which I can make by hand is extremely slow compared to their rate of travel.

I can, I think, give you a clearer conception of this phenomenon by the following experiment.

You see before you on the lecture table a block of jelly; this represents a portion of the ether, and you will see three discs, two of which are connected to movable pointers and are fastened to the front edge of the jelly (Fig. 7). A third disc rests on the top near to one of them. These discs represent groups of electrons. If I press down the top disc, the jelly becomes strained or stretched, and the one nearest to it is pulled out of position (i.e., moved), if the movement is made slowly the third disc and pointer at the other end of the jelly (representing a distant receiving station) remains stationary.

So far we have only produced a condition analogous to electrostatic strains (similar to those
which caused the electrons to move down into the leaves of the electroscope when I moved a charged rod in its vicinity).

If I press down the top disc and quickly release it so that it moves at above a certain critical speed, wave motion is produced throughout the entire mass of the jelly (which is seen to quake), and the third disc and pointer are seen to respond. (The lecturer apologised for the somewhat crude state of his model, the idea of which, he explained, only occurred to him shortly before the lecture.)

In the case of radiotelegraphic and telephonic transmission and reception the electrons in the transmitting aerial are caused to oscillate up and down at so great a speed that their movement creates wave motion in the surrounding ether; when these waves reach the receiving aerial they cause the free electrons in it to oscillate, and it is the movement of these electrons which operates our receiving instruments.

In order to picture the process yet more easily, let us consider for a moment what happens in the case of just one electron, as it oscillates with all its brothers (and in these days probably sisters as well) up and down the aerial. Suppose we were dealing with an ocean of water which was invisible, instead of our ocean of ether, you could imagine the buoy represents the electron, and the rope one line of force radiating from it. Needless to say there are innumerable lines of force radiating in every direction; but we will observe this one. You must imagine that when the electron oscillates waves travel along the line of force, their wavelength (that is the distance between the crests of any two waves) depends upon the distance the electron has to travel; if the aerial is short, and it only has to move a short distance, it will do a greater number of journeys in a given time, and produce therefore a greater number of smaller waves.

Fig. 7. A slab of jelly arranged to show the transmission of wave motion along it.

A slide was here shown, and the movement of a single electron up and down the transmitting aerial was represented, and one electron was also represented in the receiving aerial. When the latter was out of tune, it remained stationary; but when the two stations were tuned to the same period of oscillation, the electron in receiving the aerial followed the movements of that in transmitting the aerial. The question was then asked how is the electron in the receiving aerial caused to oscillate, and a hitherto invisible line was revealed joining the two stations. When the electron in the transmitting aerial oscillated, it was seen that this line took on wave motion, and as this reached the receiving aerial it caused the electrons there also to oscillate. The lecturer pointed out that the slide only represented one electron; but its movements were typical of those of many billions of billions of free electrons in each aerial.

I spoke just now, when showing the mechanical slide, of tuning the two stations. Electrical tuning is analogous to musical tuning. You all probably know how tuning forks are tuned to one another, and that in order to transmit vibration from one fork to another, the two forks must both have the same period of vibration.

If you have a certain length of wire it obviously takes a certain period of time for the electrons in it to travel to one end of it and back again. Another wire in its vicinity is said to be in tune if it takes its electrons exactly the same time to do the same journey.

There are two main factors in the tuning of a wireless station, inductance and capacity. Roughly speaking, we can say that the length of its aerial represents its capacity, and the number of turns which we make it take in our instruments represent its inductance (this statement is not exactly correct, but it is an easy way of remembering the difference).
correct, but will suffice just now), and you will see from this slide that it is the product of capacity by inductance which counts in tuning. All these stations are in tune. Some have long aerials and a small number of turns of wire and vice versa. (Fig. 8).

Here are two pendulums joined by a fine elastic thread, both are the same size and length (capacity), and both have weights at their extreme end (inductance). These two pendulums are in tune, and if we swing one of them it will rapidly transmit all the energy we apply to it to the other which will be seen to swing. If, however, we alter the position of the weight on one pendulum, i.e., alter its inductance, they will no longer be in tune, and the second pendulum will remain stationary while the other swings.

Electrons, like water, can be caused to evaporate. Let us visualise for a moment a large dish of water, heated from below by a flame. If this water is at zero temperature, its molecules and atoms will be comparatively still; but as the temperature rises, they will get into a violent state of agitation, and soon they will move up to the surface with such velocity that many of them will be projected (as water vapour) right out of the dish into the surrounding atmosphere, where they will be absorbed.

When the filament battery L is connected up to the filament of the valve, it acts as a pump, and pumps electrons rapidly through the wires leading from it and through the filament, this being made of exceedingly fine wire has difficulty in coping with the rush of electrons and becomes hot, like a single policeman trying to restrain a crowd.

It is here that we can begin to make use of our analogy of the heated water, as the filament gets hot, electrons begin to evaporate from its surface, and in an inconceivably short space of time the space in the valve becomes saturated with them, after this they fall back on to the filament.

The valve is now said to have reached saturation point. If at this stage the high tension battery is connected up, it begins to pump away the electrons out of the valve, making room for others to come away from the filament, and the electrons it draws away pass through the telephone earpiece and then back again, to replace those being ejected by the hot filament.

In spite of this the filament may still evaporate electrons faster than the high tension battery can draw them off, and saturation point (though a higher one) be again reached.

We will now connect up the negative pole of a small battery E to the grid of the valve; this will pump a number of electrons into the grid.

As I explained earlier in my lecture, two like charges repel one another, so that the electrons on the grid push back the electrons coming across from the filament, and condense them back on to the filament. When the filament is connected up to the grid, the filament battery acts like a pump, and pumps electrons rapidly through the wires leading from it and through the filament. This being made of exceedingly fine wire has difficulty in coping with the rush of electrons and becomes hot, like a single policeman trying to restrain a crowd.

It is here that we can begin to make use of our analogy of the heated water, as the filament gets hot, electrons begin to evaporate from its surface, and in an inconceivably short space of time the space in the valve becomes saturated with them, after this they fall back on to the filament.

The valve is now said to have reached saturation point. If at this stage the high tension battery is connected up, it begins to pump away the electrons out of the valve, making room for others to come away from the filament, and the electrons it draws away pass through the telephone earpiece and then back again, to replace those being ejected by the hot filament.

In spite of this the filament may still evaporate electrons faster than the high tension battery can draw them off, and saturation point (though a higher one) be again reached.

We will now connect up the negative pole of a small battery E to the grid of the valve; this will pump a number of electrons into the grid.

As I explained earlier in my lecture, two like charges repel one another, so that the electrons on the grid push back the electrons coming across from the filament, and condense them back on to the filament.
the water vapour back into our dish). They cannot any longer get across to the plate, and their flow through the telephone receiver ceases. (We have put our plate current pump or battery out of action.)

If at this stage a radio wave arrives at our receiving aerial, it causes the free electrons in it to rush down to its bottom end with terrific force and then up again as each wave passes. As they descend they suck all the electrons back from the grid, and for a moment paralyse our grid battery pump E. This liberates the electrons being evaporated off the filament, and a flow of them takes place through the telephone, making a sound. When the electrons again rush up the aerial, the grid battery E or grid pump again comes into play, and electrons rush into the grid, and repel those coming from the filament, and so the plate current is again stopped.

I have only mentioned the case of a single oscillation produced by one wave. In radio-telephony a continuous succession of such waves are radiated from the transmitting station, following one another at such a speed that the electrons in the receiving aerial oscillate at an extremely high frequency, and the corresponding vibrations which they cause in the diaphragm of the telephone are therefore above audition. These inaudible waves act as the carrier of human voice, and when a person speaks into the telephone at the transmitting station, he causes audible ripples to take place on the carrier wave, and these ripples cause corresponding variations in intensity in the movement of the electrons through the telephone at the receiving station, these being at audible frequency are translated by the telephone into sound, and so an exact reproduction of the speaker's voice is attained.

At this point two slides were shown reproduced from an article by R. Ranger, from the "Radio Broadcast," an American journal, by kind permission of the publishers, which caused some amusement, as the electrons were represented as little imps and the atoms as worlds (Figs. 12 and 13).

A speech was then received on a small frame aerial, transmitted specially to the audience at the Institution of Electrical Engineers from the London Broadcasting station.

In July, 1920, in a lecture to the London Wireless Society in the Lecture Hall of the Society of Arts, I ventured on some predictions as to the future possibilities and developments of wireless, and as some of these have already come to pass I thought that in conclusion I could not do better than repeat what I then said, which was as follows:

"May we not confidently look forward in the near future to a much wider use of wireless telephony? I foresee a time when it may be the general custom for us to receive our daily news in the morning while breakfasting, by wireless telephone. "With a small frame aerial, an amplifier, and a loud speaking telephone we may hear our news from powerful telephone stations. I see no reason why photographonic records could not be taken of public speeches, important lectures, etc., by making use of Ruhmer's photographophone." (See Fig. 14.)

This was invented in 1900, and described in Dr. Erskine Murray's book. All public platforms could be fitted with microphones (much as they are now for the electophone), these microphones would be used to control a speaking arc A or manometric flame, the light from which is photographed upon a photographic film F. When developed this film would be of uneven density, corresponding to this point two slides were shown reproduced from

Fig. 11. Pictorial and diagrammatic representation of a wave circuit.

Fig. 12. The upper object represents the heated filament, projecting electrons, depicted as little imps, towards the plate and impeded in their progress by the grid.
accurately to the variations in the intensity of the light as controlled by the voice. The film could then be sent to the wireless transmitting station, where it would be passed in front of a steady source of light (as shown in diagram for Ruhmer's reproducer), the variations of light thus produced would be focused upon a selenium cell. The corresponding current variations passing through this cell could then be amplified by a series of thermionic valves and employed to modulate the radiations from the aerial of the transmitting station.

So that not only would people hear the news, but they would hear the actual speeches delivered word for word in the voices of the original speakers. Such photographophonic records should be far more reliable than shorthand notes.

To carry this dream one step further we could imagine all the speeches from, say, the Houses of Parliament, transmitted on one fixed wavelength, and other fixed wavelengths allotted to other important institutions, so that as one sits at breakfast one could turn a switch on to a stud marked "Houses of Parliament," Albert Hall," etc. and select that portion of yesterday's news one wished to hear.

Should such a system become universal I foresee a time when a room is set apart in such an institution as this, where photographophonic records of important lectures that have been delivered during the week in all parts of the world are re-delivered either by wireless from transmitting stations or be reproduction directly from the film by using a selenium cell, etc., in the lecture room, this together with a cinematographic reproduction of experiments given at the lecture synchronised with the speech film should give a most life-like representation. The synchronisation of the photographophonic film with cinematographic film opens up great possibilities to the film producer: it would enable plays to be reproduced, not only in dumb show as at present, but with words also.

The nearest approach to this at present is, I believe, the synchronisation of the cinematographic film with the gramophone. One objection to this arrangement is the small size of the record; a photographophonic film could, of course, be of any desired length.

Before I resume my seat I would like to thank my assistant, Mr. Pickering, Mr. Hope-Jones, who

The third of the series of lectures, especially arranged for Associates of the Radio Society of Great Britain, will take place at the Institute of Electrical Engineers, Savoy Street, Victoria Embankment, W.C., at 6.30 p.m. on Friday, March 16th, when Mr. L. F. Fogarty, A.M.I.E.E., will give an elementary instructional lecture dealing with Accumulators, Dry Cells and the Currents used in the Reception of Radiotelephony. The lecture will be accompanied by a number of experiments. Much benefit can be derived from these attractive lectures by those new to wireless. Associateship is open to all interested in the subject and the annual subscription is five shillings.

Tickets for admission to the lectures can be obtained by sending a stamped addressed envelope to the Hon Secretary, Mr. L. McMichael, 32 Quex Road, Hampstead, N.W.

All who are desirous of obtaining a working knowledge of wireless, which will be most useful to them in the manipulation of their apparatus, are cordially invited.
Wireless Club Reports.

NOTE.—Under this heading the Editor will be pleased to give publication to reports of the meetings of Wireless Clubs and Societies. Such reports should be submitted without covering letter and worded as concisely as possible, the Editor reserving the right to edit and curtail the reports if necessary. The Editor will be pleased to consider for publication papers read before Societies. An Asterisk denotes affiliation with the Radio Society of Great Britain.

Correspondence with Clubs should be addressed to the Secretaries direct in every case unless otherwise stated.

Liverpool Wireless Society.*
Hon. Secretary, Mr. G. H. Miller, 138, Belmont Road, Anfield, Liverpool.
The usual bi-monthly meeting of the above Society was held on Thursday, February 8th, at the Royal Institution, Colquitt Street, Liverpool.
Mr. E. B. Grindrod occupied the chair, and there was an attendance of more than 50 members and friends. Six new members were elected.
The Chairman asked for suggestions from members regarding subjects for lectures for the summer session, and in this connection members who were not able to be present at the meeting are also invited to submit suggestions.
Mr. S. W. Philpott (broadcasting member of Committee) suggested that reports from members relating to the merits of the broadcasting sets used by them should be sent to the Hon. Secretary for consideration by the Society, and a separate evening in next session was promised by the Chairman to be devoted to discussion on broadcasting sets in use by members.
A demonstration was successfully given by Mr. A. W. Robinson, representative of Messrs. Pulford Bros., Ltd., Liverpool, of a set comprising six stages of H.F., one-valve detector, and one L.F., worked in conjunction with Magnavox loud speaker. The results were surprisingly loud. With reduced amplification, improved tone of reception was apparent.
Experiments were also conducted with the assistance of Mr. S. Lowey in reception with the aerial on the floor, and moved to different angles. The movement round the room showed that the position at different points of the compass materially affected signal strength, and was useful for direction finding.
A hearty vote of thanks was accorded to Mr. Robinson and Messrs. Pulford Bros., Ltd., who suitably replied.

The Portsmouth and District Wireless Association.*
Hon. Secretary, Mr. S. G. Hogg, 9, Pelham Road, Southsea.
The usual fortnightly business meeting of the Club was held on January 31st, the President, Mr. J. H. C. Harrold, A.M.I.R.E., being in the chair. The Secretary, Mr. S. G. Hogg, reported that the Association's application for affiliation to the Radio Society of Great Britain had been passed. Amongst other matters discussed it was proposed to start a Club journal, which was duly christened the "Portsmouth Aether." A number of members promised to write articles for the first number, which is now being looked forward to.
After the meeting, the President gave an interesting talk, in place of Mr. Mant, who was booked to address the Club on "Auto Telephony," but who, unfortunately, could not fulfil his engagement.
The President, however, ably filled the breach by recounting his experiences in the war. Mr. Harrold explained the system of co-operation that existed between aeroplanes and the artillery, and the method adopted in directing the fire of the latter on enemy points.
The Secretary would welcome enquiries as regards the Club activities, and would be pleased also to welcome new members.

Bromley Radio and Experimental Society.*
Headquarters: Ex-Service Men's Club, Bromley. Hon. Secretary, Mr. J. F. Croome, 26, Wondover Road, Bromley, Kent.
A particularly interesting meeting was held at the Society's headquarters on Monday, February 5th, when various types of receiving sets were entered for the first competition organised by the Society. The entries were divided into two classes: (a) Valve Sets, (b) Crystal Sets, with a further class for "Gadgets." Following a practical test of each instrument exhibited the undermentioned were adjudged the winners in the respective classes—Valve Sets, Mr. E. F. Janes; Crystal Sets, Mr. W. E. Bridgman; Gadgets, Mr. W. F. Bridgman. The prizes were respectively a valve, a voltmeter and a wheel brace.
The Society, which meets every Monday at the Ex-Services Club, includes 66 members, and is completing its own three-valve receiving set. All interested in broadcasting and experimental wireless are cordially invited to become members.

The Finchley and District Wireless Society.*
Hon. Secretary, Mr. A. E. Field, 28, Holmwood Gardens, Finchley, N.3.
The Society met on Monday evening, February 5th, at St. Mary's Schools, Church End, Finchley, N.3., when a number of pieces of apparatus were exhibited by the members. Amongst these were a B.B.C. crystal set lent by Mr. Brown, a home-made tuner by Mr. Howard, and a high frequency amplifying unit made by Mr. Campion. The Club set made its first appearance and gave good results on 2 L.O. Later the Society discussed a number of improvements which it was hoped would take place shortly.
On Monday evening, February 12th, the Society met at 8.15 at St. Mary's Schools, when a number of arrangements were agreed upon. Competitions are to be held about every eight weeks. An exchange and mart of wireless apparatus will run continuously, and further advertisement of the club to amateurs in the district will be undertaken.
Mr. Brown was elected Vice-Chairman owing to Mr. Trussler's illness. Re-election of the committee members who have resigned was postponed owing
to insufficient attendance. The Society also agreed to hold future meetings on Thursday evenings at the St. Mary's Schools, Church End, at 8.15.

Ipswich and District Wireless Club.*
Hon. Secretary, Mr. H. E. Barbrook, 46, Foundation Street, Ipswich.
Owing to the unavoidable absence of Mr. Waters the meeting on February 5th was an open night, and it was decided to discuss the question of local disturbances.
Mr. Stanley Lewis took the chair and opened with a very interesting chat on a new method of learning Morse.

The Club's technical adviser was called upon to give instructions to the members on the best method for the tuning in of telephony. Mr. Bird seemed to be quite at home in this subject, and gave a most interesting and instructive discourse, after which the Secretary announced that the Society's affiliation to the Radio Society of Great Britain had been accepted.

The Secretary also mentioned that the total membership had risen to ninety.

Members are reminded that subscriptions for 1923 are now due, and should be sent to the Hon. Treasurer, Mr. F. Page, of 58, Pearce Road, Ipswich, in order that new membership cards may be issued for the year ending November, 1923.

The Streatham Radio Society.*
Hon. Secretary, Mr. S. C. Newton, "Compton," Pendennis Road, Streatham, S.W.16.
The February meeting of the above Society was held at the headquarters, Streatham Hill College, on Feb. 7th, when a joint paper was contributed by Messrs. A. G. Wood, A. Nelson, and H. J. Swift, describing their work in connection with the reception of the transatlantic tests. This comprised a full description of the apparatus used, the methods of working, and the reading of a log giving details of the various stations received, some 48 in all. The paper, ably read by Mr. A. G. Wood, raised a keen discussion, and was highly appreciated.

Bradford Wireless Society.*
Hon. Secretary, Mr. J. Bever, 83, Emm Lane, Heaton, Bradford.

On January 25th, 26th and 27th, the Society held its Second Annual Exhibition at the Drill Hall, Belle Vue Barracks. The proceedings were opened at 8 p.m. on January 25th, by Professor Richardson, of the Technical College, in the presence of a large number of people. Apparatus by all the principal makers was exhibited by the various local agents, who gave demonstrations at intervals in addition to the demonstrations by the Society.
One welcome result of the exhibition is a considerable influx of new members to the Society.

A meeting was held in the club-room at 7.45 p.m. on February 5th, with the President, A. Leardent, Esq., in the chair. After the business of the meeting several new members were elected.

The chairman then called upon Mr. Denison (of Denison Bros., Halifax) to give his lecture on "General Wireless Matters." In a very lucid manner the lecturer imparted a great deal of valuable information in a short time, using a series of excellent lantern slides, including views of 2 KD, the lecturer's station.

The West London Wireless and Experimental Association.*
Hon. Secretary, Mr. H. W. Cotton, 19, Bushey Road, Harlington, Middlesex.

The Club Room: Belmont Road, Chiswick, W.4. At a meeting held on February 5th, Mr. J. H. Bruce gave a paper on a specially-constructed three-valve set of his own design. Diagrams were afterwards passed round. The lecturer gave full data of the panel and its wiring, also reports on its achievements. After the lecture the set was opened up and passed round for inspection.

The Wireless Society of Hull and District.*
Hon. Secretary, Mr. A. Nightscales, 79, Balfour Street, Hull.

A private exhibition of members' home-made apparatus was held at the club-room on January 26th. The quality of those shown was very good, and reflected great credit on the exhibitors. From the apparatus on view it could be clearly seen that most experimenters had built up their sets upon the unit system, which would appear to be the best plan.
Mr. H. Strong (Vice-President) was in the chair, and previous to the exhibition, the members present were asked to consider the report of a sub-committee with regard to the holding of an invitation smoking concert. The report was adopted, and this important event will take place on Friday, February 23rd, in the Memorial Institute School Room, Dewsbury Street, at 8 p.m. A large attendance is expected on this occasion. Each member will receive an invitation card for himself and a lady.

Meetings of the Society are held on the second Monday and fourth Friday at the Signal Corps' Headquarters, Park Street, at 7.30. New members will be welcomed, and full particulars re membership can be obtained by communicating with the Hon. Secretary, who will also be pleased to hear from any members willing to read papers or give lectures before the Society.

Radio Society of Birkenhead.
Hon. Secretary, Mr. R. Watson, 35, Fairview Road, Oxton, Birkenhead.
The fifth general meeting of the Radio Society of Birkenhead took place on the evening of February 1st. Buzzer practice as usual was held at 7.30 p.m. The attendance not being as good as it ought to be, the Committee expressed the hope that more advantage would be taken of Mr. McKinlay's buzzer class.
At 8 p.m., the Chairman, Mr. Austin, called upon Mr. Bailey to deliver his lecture on "Ohms Law," whereupon the lecturer, in a very clear manner, explained the various units of electricity. After the lecture, many questions were handed in to the technical advisers, Messrs. Hughes and Austin, who dealt with them in a very clear and lucid manner, drawing their many diagrams on the board. The meeting terminated at 9.45 p.m.

Weston-super-Mare and District Radio Society.
Hon. Secretary, Mr. J. P. Gorton.
The first meeting of this Society at their new club-room at "Torwood," kindly loaned by Mr. H. Tidman, of that address, was held on January
26th, there being present the President, Chairman, and a fair number of members. Application has been made for an experimental wireless licence, and it was decided to build some receiving apparatus at the club-room.

Mr. P. Warrilow has presented the Society with a large accumulator, and another member has promised the loan of a foot lathe.

An aerial is about to be erected by Mr. J. Powell, and as soon as permission is obtained members have arranged to bring their gear to the club-room for demonstration purposes.

The attendance on the part of some of the Committee men having been poor, Messrs. R. E. Morris, A. H. Giles, H. Titman, W. Tucker and J. Powell were elected to the Committee in order to strengthen it.

It was decided to hold meetings on Wednesday evenings, when a "buzzer" class will be run for the benefit of those wishing to learn Morse reading.

The Isle of Man Radio Society.

Joint Secretaries, Messrs. J. S. Craine, 6, Belmont Terrace, and J. P. Johnson, 16, Hildesley Road, Douglas.

A meeting was held on Monday, February 5th, at the Secondary School, Douglas. Mr. H. Colborne presided over an attendance of twenty-six.

Five new members were elected. Preliminary business having been disposed of, Mr. J. S. Craine addressed the meeting. He confined himself entirely to the principles underlying the tuning of a receiving circuit, and his capable handling showed a thorough grasp of the subject. Blackboard diagrams were freely used, and it may be certainly said that the speaker conveyed a good deal of valuable theoretical information which will result in the more intelligent operation of receivers by all who heard him. Mr. Craine received the best thanks of the meeting for his able lecture.

Next week Mr. G. Gillmore will speak on "The Theory and Construction of Primary and Secondary Cells."

The Hornsey and District Wireless Society.

Hon. Secretary, Mr. H. Hyams, 188, Nelson Road, Hornsey, N.8.

The Society recently transferred its headquarters to The Queen's Hotel, Broadway, Crouch End, and is now making rapid progress.

A meeting was held on Monday, January 29th, and after the general business was dealt with the Chairman called upon one of the members, Mr. Pugh, to give a demonstration of wireless reception by indoor aerial. The apparatus used consisted of a valve detector, one L.F. amplifying panel with an additional valve connected through an old German transformer. Although the aerial consisted of only a few feet of bell wire carelessly slung across the room, the concert from 2 L.O. was received excellently on an ordinary loud speaker. The result was so satisfactory that most of the members remained until the finish of the musical programme.

The Hon. Secretary will be pleased to send full particulars regarding membership on application.

Mansfield and District Wireless Society.

Hon. Secretary, Mr. W. A. Blackwell, 65, Nottingham Road, Mansfield.

The first annual meeting of the Mansfield and District Wireless Society was held at the Y.M.C.A., Mansfield, on Monday, January 30th, the chair being occupied by the President of the Society, J. Malcolm Whitehouse, Esq., F.G.S.

The minutes of the last two meetings disclosed continued interest in the work of the Society by its members, though, as the Secretary pointed out in the annual report, not the interest that should manifest itself in a town like Mansfield.

A move in the right direction has been made in the resolution to affiliate the Society with the Radio Society of Great Britain, a step which will undoubtedly tend to make its meetings of increasing value because of the advantages gained by unity with an Association possessing first-hand knowledge of any measures tending towards efficiency in wireless experimental work. It was reported that during the past year a very interesting lecture was given by Mr. J. T. Thornton, late principal of the City School of Wireless Telegraphy, Nottingham, dealing with the history of Wireless Telegraphy and its value in warfare and commercial enterprise. Another lecturer had been Mr. E. V. R. Martin, of the Derby Wireless Society, on the Principles and Practice of Wireless Telegraphy, including the workings of the Thermionic Valve.

So instructive and interesting were these lectures that another invitation is to be extended to both these gentlemen to address the Society again in the near future.

The matter of erecting a new aerial and building up a wireless set is at present under consideration and is to be dealt with at an early date.

The Cheshunt Experimental Radio Club.

Hon. Secretary, Mr. J. Bonnett, 9, Gew's Corner, Cheshunt, Herts.

The fourth meeting of the above club, which now has a membership of twenty-two, was held on Monday, February 8th.

The Secretary is giving a course of lectures on the elementary theory of radio and the construction of receiving apparatus, with a view to enabling each member to obtain his own experimental licence.

Meetings are held every Monday at 7.30 p.m. at "The House," Churchfields Path, Cheshunt. All radio enthusiasts in and around the district are cordially invited to join.

Beckenham and District Radio Society.

Hon. Secretary, Mr. J. T. Butterfield, 10, The Close, Elmers End.

An interesting lecture was given by the Secretary on "Dual Control Circuits," on February 8th, at the Society's new headquarters.

During the evening it was stated that Lt. Walker, of 2 O.M., had kindly consented to give a lecture on Thursday, March 1st. It is hoped that the members of the Society will turn up in full force.

Scarborough and District Wireless Club.

The name of this Club has been changed to "The Scarborough Radio Society," and the new headquarters are at the Belle Vue Hotel, Scarborough.
Panel for a Single Valve Receiver.

EASY CONSTRUCTION OF A USEFUL INSTRUMENT.

The crystal receiver described in a recent issue serves as a good introduction to the reception of wireless signals. It affords a simple exercise in home instrument making, and the operation of it brings out the principles of tuning, whilst successful reception with a crystal set indicates that there cannot be much wrong with the aerial, tuning coils, earth connections and telephones. Another recent article described the construction of a receiver which made use of a valve for increasing the magnitude of the currents induced in the aerial after which a crystal functioned in the usual way by causing the picked up currents to produce signals in the telephones.

The valve panel about to be described, carries the apparatus necessary for controlling and manipulating the valve, and is the first real step on the high road to the construction of perhaps, an elaborate experimental station. However that may be, every user of wireless apparatus finds that sooner or later he must possess a detector valve panel whether he intends to purchase one or build it himself.

The panel consists of a piece of ebonite which carries a valve holder, filament resistance with "off" position, grid condenser having a value of 0.0002 or 0.0003 microfarads, a grid leak of value between 1.5 and 2 megohms, telephone condenser of 0.001 or 0.002 microfarads and ten terminals. All of these, together with about two yards of "Sistoflex" insulating sleeving and some No. 18 or 20 bare or tinned copper wire for connecting up, can be found in the lists of retailers of wireless parts or at any of the numerous stores which now specialise in this class of business.

Having procured the components, place them on a sheet of paper on which the outline of the panel is marked and measuring from two edges which are at right angles, fix the location and size of the holes to be made. With the great variety of types of components at present available it is not possible to give a working drawing making use of purchased parts, but it is quite a simple matter to go over them with a rule and thus arrive at the spacing for the holes.

Drawings of the front and underside of the panel are given in Figs. 1 and 2, and photographs of one constructed on the same lines but embodying another style of components are given in Figs. 3 and 4.

Before assembling, it is necessary to remove the polished surface of the ebonite and a good finish to the faces can be obtained by rubbing down with a piece of emery cloth wrapped round a block of wood. By employing a circular motion an even surface can be obtained, free from scratches. The reader is reminded that is is quite a simple matter to have the panel engraved by carefully marking it and placing it in the hands of one of the several firms who undertake this work and whose addresses can be found in the advertisement pages of this journal.
Fig. 1. Scale drawing of the top of the panel, showing layout of terminals and valve holder. The actual size is 6 in. x 4 in.

Fig. 2. The arrangement of the components on the underside. The practical wiring can be followed from this drawing.
Fig. 3. A detector valve panel made to the description given in this article.

Fig. 4. Other types of component parts are made use of here. It is a simple matter to adapt the lay-out to suit the parts available.
The wiring up can be clearly seen in the drawing of the under-side and it should be observed that the leads do not take the shortest route between the points which they connect but are arranged parallel to the sides. This is a good practice for simplicity in tracing connections though in multivale sets it is liable to set up noises owing to induction between certain of the leads. For this reason grid and tuning circuit leads should be well spaced from all others and kept as short as possible.

Fig. 5 is a circuit diagram of the panel wired up for experimental reception, while it shows also the arrangement worked out practically. The method shown for obtaining reaction should not be used by the experimenter on broadcasting wavelengths, and many articles in this journal have advocated methods of limiting the extent of interference by receiving apparatus. This matter will be dealt with again in an early issue as applicable to the detector panel here described.

F.H.H.
The Transatlantic Amateur Tests.

SUMMARISED REPORT OF BRITISH RECEPTIONS.

By PHILIP R. COURSEY, B.Sc., F.Inst.P., A.M.I.E.E.

BRIEF notes have already appeared in these columns indicating some slight measure of the success of the series of Transatlantic Tests recently completed. Not only have they been successful, but the results achieved have astonished both the Americans and ourselves, even although we had some indication in advance of what was likely to come from the almost daily reports of American short-wave signals—amateur and broadcasting—being heard here.

The difference between the reports from a few listeners prior to the Tests, and the multitude of receptions made during the Test periods, arises almost entirely from the larger number of listeners taking part. Although we know quite well, and have also been repeatedly reminded of it by the U.S. League, that the bulk of U.S. radio amateurs are sending every night and should therefore be able to be heard here, there is no question that the publication of definite test arrangements acts as an enormous stimulus to encourage people to stay up all night and listen for signals.

The time difference between the two countries is a great deterrent to such listening-in without some additional encouragement, since we all have our daily duties; we have broadcasting till 10.30 p.m., we then have our own work to attend to, and if after that, from midnight to 6 a.m., we listen in for the U.S. signals, we have a rather small proportion of the twenty-four hours left for sleep. However, a number of listeners sacrificed their sleep during the tests, and sent in many reports of receptions made.

It may be useful here to recall briefly the main outline of the Tests. The first part lasted from December 12th to 21st inclusive, between midnight and 0600 G.M.T., during which times the U.S. and Canadian amateurs transmitted special test signals to Europe. From midnight to 2.30 a.m. each night there were ten "free-for-all" periods, each of fifteen minutes duration, and during these periods the transmitters in any one district could transmit for one fifteen-minute period. The transmission time for each district was changed from night to night so as to give everyone as far as possible an equal chance.

Between 2.30 a.m. and 6 a.m. successive fifteen-minute periods were allocated to groups of stations for "individual" transmissions, such transmissions including a special code word to enable the receptions to be verified on this side. In addition to these special transmissions, there were the ordinary communications between various U.S. amateurs, which were continuing throughout the whole time of the Tests.

Reports of receptions were asked for day by day so that the results obtained could be sent back to the American Radio Relay League by a radio message from Carnarvon each morning. These messages were repeated by New Brunswick station so that all U.S. and Canadian amateurs could get some idea of how the Tests were progressing. Many listeners were good enough to forward their results daily by telegram, telephone, or by express letter, and so materially helped in the preparation of these daily reports. Other reports were received by post, and were incorporated in the daily radio messages as early as possible. As the end of the Test periods approached Christmas, however, there were greater delays in the post reports, so that the daily radio messages towards the end of the tests, while reporting many receptions, were by no means complete. Some reports—in some cases posted from only a few miles away—were delayed in the post for over a week before delivery, and this fact, together with the large number of reports to be analysed, has accounted for the delay in presenting any proper report of the results achieved.

Before proceeding to a detailed discussion of the results it may be of interest to mention the radio messages which were prepared for transmission daily from Carnarvon. These messages, as has been explained in an earlier article in these columns, were sent in a code so as to avoid errors arising from accidental telegraphic mistakes, a word being used for each letter of the call sign, being reported, the initial letter of the word giving the particular letter it is desired to indicate. Thus, 1 BCG was reported as "One Boy Cast George," and so on.

Messages were transmitted daily from Carnarvon at 0700 G.M.T. from December 13th to December 23rd.

Unfortunately a few errors crept into these messages as transmitted, arising from the difficulties under which they were prepared—some in intervals between other office and experimental work, some in odd moments snatched during the erection of the transmitting station 5 WS, some in the small hours of the morning. One or two errors have apparently arisen due to verbal mistakes occasioned by the necessity of shouting the calls from one person checking them off to another preparing the list for transmission, over the noise of motors, etc. (at 5 WS), while others apparently arose from their having to be passed over the telephone. The summary set out below, of calls received each night, gives however a truer idea of the test results than the above telegrams, since some results were received too late for transmission by the radioed reports.

On some occasions certain U.S. stations were heard using their special code words at other times than during the "individual" transmission periods set out in the schedules, and when these were reported correctly, with the proper call letters, etc., they were reported in the radiograms as calls heard with code words verified. In the tabulated results
set out below, these interceptions, if not during the "individual" periods, have been separated from the others, and included under Sections B or C as more appropriate.

During the ten days of the reception tests reports were received from 47 different amateur listening stations in Great Britain, and from two Dutch stations, making 49 in all. The total number of interceptions of U.S. and Canadian amateur signals reported in this way during these ten days was 2,297. This figure includes all interceptions—"Individual" transmissions, "Test" signals during the free-for-all periods, and calls and messages from stations simply carrying on their ordinary communications and "DX" transmissions.

A better idea of the distribution of these "calls heard" amongst these three classes of trans-
TABLE I.

Summary of Numbers of Stations heard.

<table>
<thead>
<tr>
<th>District (U.S. Inspection District, or Canada)</th>
<th>Number of stations heard with verified Individual Transmissions at correct times, with code words, etc.</th>
<th>Number of stations heard during &quot;free for all&quot; period at correct schedule times.</th>
<th>Number of stations heard working DX, sending messages, etc.</th>
<th>Total number of different stations heard.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1st</td>
<td>20</td>
<td>44</td>
<td>97</td>
<td>134</td>
</tr>
<tr>
<td>2nd</td>
<td>24</td>
<td>44</td>
<td>126</td>
<td>154</td>
</tr>
<tr>
<td>3rd</td>
<td>15</td>
<td>26</td>
<td>45</td>
<td>59</td>
</tr>
<tr>
<td>4th</td>
<td>5</td>
<td>6</td>
<td>9</td>
<td>14</td>
</tr>
<tr>
<td>5th</td>
<td>2</td>
<td>3</td>
<td>20</td>
<td>24</td>
</tr>
<tr>
<td>6th</td>
<td>1</td>
<td>0</td>
<td>1</td>
<td>2</td>
</tr>
<tr>
<td>7th</td>
<td>0</td>
<td>0</td>
<td>5</td>
<td>5</td>
</tr>
<tr>
<td>8th</td>
<td>21</td>
<td>13</td>
<td>63</td>
<td>82</td>
</tr>
<tr>
<td>9th</td>
<td>5</td>
<td>1</td>
<td>28</td>
<td>31</td>
</tr>
<tr>
<td>Canada</td>
<td>1</td>
<td>1</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Totals</td>
<td>94</td>
<td>138</td>
<td>393</td>
<td>507</td>
</tr>
</tbody>
</table>

In the above table the U.S. Inspection districts are identical with the numbers on the map, Figure 1.

missions may be obtained from the following summary, giving the numbers of different stations heard, under each of these classes for each of the U.S. inspection districts and for Canada.

It will be observed that the figures in the last column of the above table are not simply the sums of those in the preceding columns, as several of the stations heard making individual transmissions with code words, or transmitting at the schedule times during the free-for-all periods were also heard at other times sending messages, etc. The figures given in the last column are the numbers of different stations in each district that were heard during the tests.

The most successful districts were obviously the first and second, the third and eighth being next best. This, of course, was to be expected, both from last year’s tests and also because these districts are nearer to the Atlantic seaboard. The sixth and seventh districts, on the Pacific coast, are naturally less well represented. A sixth district station was, however, heard with code word, thus verifying the reception, which reception is really a remarkable performance considering that the station is located in Arizona, on the Pacific side of the Rocky Mountains. Signals from all districts have been reported, but as several of these from the sixth and seventh districts were only ordinary DX calls, it was not possible definitely to verify them, as in the case of the individual transmissions.

It should also be pointed out that some signals (with code words) were reported on every night of the tests. The number reported varied largely from night to night, there being in particular two bad nights and one especially good one, and bearing this in mind, an average of over 200 interceptions from 50 different stations per night seems to the writer to be a great tribute both to the design of the receiving apparatus used, and to the skill of the operators who were listening in.

The wide area from which signals were heard is perhaps emphasised by the map in Fig. 1, which is a "great-circle" map plotted out from London as centre. Such a map gives an accurate idea of the apparent directions of the various places from London, as well as their true distances, since the waves will presumably follow the shortest path over the earth’s surface, which is the "great circle" between those places. The "great circle" distances of these U.S. stations from any point in Great Britain will not differ very much from their distance from London, from which centre this map has been plotted.

This map has marked on it the approximate boundaries of the various U.S. Inspection Districts, so that the average distance of these districts can also be estimated.

In the following table (II) is given a list of the U.S. and Canadian stations heard, together with the names of the station owners, and the address and location of each station. This table gives only those stations that have been heard making individual transmissions at the correct times, and whose code words have been verified, as only these stations were included with their owners and addresses in the schedule sent over from the American Radio Relay League.
### TABLE II.

*List of U.S. and Canadian Stations reported in Great Britain and Holland during "Individual" periods, the Codes being verified.*

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Name of Owner of Station</th>
<th>Address</th>
<th>Town</th>
<th>State</th>
</tr>
</thead>
<tbody>
<tr>
<td>1AGK</td>
<td>S. K. Hefferman</td>
<td>284, Grove Street</td>
<td>Salem</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1AHZ</td>
<td>H. N. Dole</td>
<td>27, Columbus Avenue</td>
<td>Haverhill</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1AJP</td>
<td>N. Bishop</td>
<td>Box 336, Yale Station</td>
<td>New Haven</td>
<td>Connecticut.</td>
</tr>
<tr>
<td>1ASF</td>
<td>L. F. Sise</td>
<td>31, Power House Road</td>
<td>Medford</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1AZW</td>
<td>H. Tournajanian</td>
<td>70, Broadway</td>
<td>Newport</td>
<td>Rhode Island.</td>
</tr>
<tr>
<td>1BCF</td>
<td>L. G. Cushing</td>
<td>—</td>
<td>S. Duxbury</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1BGG</td>
<td>M. Cronkite</td>
<td>—</td>
<td>Greenwich</td>
<td>Connecticut.</td>
</tr>
<tr>
<td>1BDI</td>
<td>F. E. Handy</td>
<td>412, Hannibal Hamlin Hall</td>
<td>—</td>
<td>Maine.</td>
</tr>
<tr>
<td>1BEP</td>
<td>F. L. Vanderpoel</td>
<td>—</td>
<td>Litchfield</td>
<td>Connecticut.</td>
</tr>
<tr>
<td>1BET</td>
<td>College of the Holy Cross</td>
<td>(Dept. of Physics)</td>
<td>Worcester</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1BGF</td>
<td>P. O. Briggs</td>
<td>52, Girard Avenue</td>
<td>Hartford</td>
<td>Connecticut.</td>
</tr>
<tr>
<td>1BKQ</td>
<td>Worcester Co. Radio Assoc.</td>
<td>776, Main Street</td>
<td>Worcester</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1GJA</td>
<td>G. E. Nothnagle</td>
<td>176, Waldemare Avenue</td>
<td>Bridgeport</td>
<td>Connecticut.</td>
</tr>
<tr>
<td>1CMK</td>
<td>P. H. Bloom</td>
<td>682, East Street</td>
<td>Holyoke</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1CNF</td>
<td>St. Mark’s Radio Club</td>
<td>—</td>
<td>Southboro</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1FB</td>
<td>L. G. Cumming</td>
<td>83, Marlboro Street</td>
<td>Boston</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1GV</td>
<td>H. H. Tilley</td>
<td>119, Pratt Street</td>
<td>Providence</td>
<td>Rhode Island.</td>
</tr>
<tr>
<td>1XM</td>
<td>Massachusetts Institute of Technology</td>
<td>—</td>
<td>Cambridge</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1YK</td>
<td>Worcester Polytechnic Institute</td>
<td>—</td>
<td>Worcester</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>1ZE</td>
<td>I. Vermilya</td>
<td>24, Allen Street</td>
<td>Marion</td>
<td>Massachusetts.</td>
</tr>
<tr>
<td>2AFP</td>
<td>G. Milne</td>
<td>142, Totown Road</td>
<td>Paterson</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2AHO</td>
<td>Eastern C. W. Association</td>
<td>150, Coit Street</td>
<td>Irvington</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2APD</td>
<td>C. F. Muchenhoupt</td>
<td>317, Church Street</td>
<td>Poughkeepsie</td>
<td>New York.</td>
</tr>
<tr>
<td>2AWF</td>
<td>E. Wirsing</td>
<td>33, Quail Street</td>
<td>Albany</td>
<td>New York.</td>
</tr>
<tr>
<td>2AWL</td>
<td>R. S. Johnson</td>
<td>—</td>
<td>Red Bank</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2AYV</td>
<td>N. van Heuvel</td>
<td>413, Magnolia Street</td>
<td>New Brunswick</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2BML</td>
<td>A. B. Tyrell</td>
<td>—</td>
<td>Riverhead</td>
<td>Long Island.</td>
</tr>
<tr>
<td>2BNZ</td>
<td>E. A. Dickinson</td>
<td>10, Hawthorne Place</td>
<td>East Orange</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2BQH</td>
<td>H. Kuch</td>
<td>Bertha Place, Grymes Hill</td>
<td>Saten Island</td>
<td>New York.</td>
</tr>
<tr>
<td>2CKN</td>
<td>B. M. Francisco</td>
<td>12, North Jay Street</td>
<td>Schenectady</td>
<td>New York.</td>
</tr>
<tr>
<td>2COZ</td>
<td>R. M. Morris</td>
<td>827, Cross Avenue</td>
<td>Elizabeth</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2EL</td>
<td>H. H. Carman</td>
<td>—</td>
<td>Freeport</td>
<td>Long Island.</td>
</tr>
<tr>
<td>2GK</td>
<td>A. G. Kastenneyer</td>
<td>417, Paige Street</td>
<td>Schenectady</td>
<td>New York.</td>
</tr>
<tr>
<td>2HJ</td>
<td>H. J. Hasbrouck, Jr.</td>
<td>—</td>
<td>Port Chester</td>
<td>New York.</td>
</tr>
<tr>
<td>2HW</td>
<td>A. M. Hanna</td>
<td>1211, Hatters Street</td>
<td>Troy</td>
<td>New York.</td>
</tr>
<tr>
<td>2KF</td>
<td>H. D. Selvage</td>
<td>45, Durand Place</td>
<td>Irvington</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2LO</td>
<td>N. D. Dunham</td>
<td>103, South 1st Avenue</td>
<td>New Brunswick</td>
<td>New Jersey.</td>
</tr>
<tr>
<td>2NZ</td>
<td>E. R. Raguse</td>
<td>161, Main Street</td>
<td>Tottenville</td>
<td>Long Island.</td>
</tr>
<tr>
<td>2XAP</td>
<td>H. R. Mimms</td>
<td>Box 592</td>
<td>Troy</td>
<td>New York.</td>
</tr>
<tr>
<td>2ZL</td>
<td>J. O. Smith</td>
<td>3, Corona Avenue</td>
<td>Valley Stream</td>
<td>Long Island.</td>
</tr>
<tr>
<td>3ABF</td>
<td>R. T. Shaw</td>
<td>1914, Park Avenue</td>
<td>Wimington</td>
<td>Delaware.</td>
</tr>
<tr>
<td>3AHH</td>
<td>W. M. Lamb</td>
<td>—</td>
<td>Petersburg</td>
<td>Virginia.</td>
</tr>
<tr>
<td>3BG</td>
<td>P. C. Peterson</td>
<td>Ashland Avenue and Hood Road</td>
<td>Falcroft</td>
<td>Pennsylvania.</td>
</tr>
<tr>
<td>3BGT</td>
<td>C. S. Risley</td>
<td>Rumson and Ventnor Avenue</td>
<td>Atlantic City</td>
<td>New Jersey.</td>
</tr>
</tbody>
</table>
By Courtey of the American Radio Relay League

1. Transmitting equipment at 9QN, Chicago. This station has been heard in Holland. 2. 8AQO, at Cazenovia, New York. 3. Receiving apparatus at 9QN. 4. Fan aerial of 1ZE, Marion, Mass. 5. Taking the reports from MUU and UFT. Left to right, K. B. Warner (Secretary, A.R.R.L.), F. H. Schnell (Traffic Manager, A.R.R.L.), Hiram Maxim (President, A.R.R.L.).
<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Name of Owner of Station</th>
<th>Address</th>
<th>Town</th>
<th>State</th>
</tr>
</thead>
<tbody>
<tr>
<td>3 BJJ</td>
<td>W. R. Selden</td>
<td>201, Franklin Street</td>
<td>Richmond</td>
<td>Virginia</td>
</tr>
<tr>
<td>3 BLF</td>
<td>R. Hofman</td>
<td>202, N. Addison Street</td>
<td>Richmond</td>
<td>Virginia</td>
</tr>
<tr>
<td>3 BNU</td>
<td>O. A. Haskey</td>
<td>22, W. Fairview Street</td>
<td>Bethlehem</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>3 CC</td>
<td>C. W. Weber</td>
<td>Huntington Road</td>
<td>Abingdon</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>3 CG</td>
<td>V. M. Winternute</td>
<td>47, Spring Street</td>
<td>Newton</td>
<td>New Jersey</td>
</tr>
<tr>
<td>3 FS</td>
<td>C. G. Benzing</td>
<td>2425, S. 12th Street</td>
<td>Philadelphia</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>3 NH</td>
<td>W. G. Butterfield</td>
<td>—</td>
<td>Plainfield</td>
<td>New Jersey</td>
</tr>
<tr>
<td>3 XM</td>
<td>H. J. Hemphill</td>
<td>233, Pyne Hall</td>
<td>Princeton</td>
<td>New Jersey</td>
</tr>
<tr>
<td>3 YO</td>
<td>Lafayette College</td>
<td>Radio Club</td>
<td>Easton</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>3 ZW</td>
<td>W. A. Parks</td>
<td>1220, Jackson Street</td>
<td>Washington</td>
<td>—</td>
</tr>
<tr>
<td>3 ZZ</td>
<td>A. A. Kubine</td>
<td>34, Burton Street</td>
<td>Craddock</td>
<td>Virginia</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>4 BY</td>
<td>J. E. Hodge</td>
<td>143, Hull Street</td>
<td>Savannah</td>
<td>Georgia</td>
</tr>
<tr>
<td>4 FA</td>
<td>A. W. Parker</td>
<td>—</td>
<td>New Bern</td>
<td>N. Carolina</td>
</tr>
<tr>
<td>4 EB</td>
<td>B. W. Cochran</td>
<td>—</td>
<td>Palmetto</td>
<td>Georgia</td>
</tr>
<tr>
<td>4 ID</td>
<td>J. H. Robertson</td>
<td>600, W. Connel Street</td>
<td>Salisbury</td>
<td>N. Carolina</td>
</tr>
<tr>
<td>4 KM</td>
<td>T. R. Ruah</td>
<td>22, Cherry Street</td>
<td>Atlanta</td>
<td>Georgia</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>5 FV</td>
<td>J. De Witt</td>
<td>1812, 15th Avenue S.</td>
<td>Nashville</td>
<td>Tennessee</td>
</tr>
<tr>
<td>5 XK</td>
<td>P. Stout</td>
<td>1621, Riverside Drive</td>
<td>Knoxville</td>
<td>Tennessee</td>
</tr>
<tr>
<td>6 ZZ</td>
<td>H. L. Gooding</td>
<td>—</td>
<td>Douglas</td>
<td>Arizona</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Name of Owner of Station</th>
<th>Address</th>
<th>Town</th>
<th>State</th>
</tr>
</thead>
<tbody>
<tr>
<td>8 AQO</td>
<td>C. B. Meredith</td>
<td>Fernwood Farm</td>
<td>Cazenovia</td>
<td>New York</td>
</tr>
<tr>
<td>8 ATU</td>
<td>J. K. Marcus</td>
<td>87, Kelly Street</td>
<td>Rochester</td>
<td>New York</td>
</tr>
<tr>
<td>8 AWP</td>
<td>S. W. Woodworth</td>
<td>425, Brownell Street</td>
<td>Syracuse</td>
<td>New York</td>
</tr>
<tr>
<td>8 AWZ</td>
<td>C. L. White</td>
<td>—</td>
<td>Stockdale</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 BFM</td>
<td>E. Manley</td>
<td>214, 5th Street</td>
<td>Marietta</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 BK</td>
<td>H. G. Squires</td>
<td>919, Beardsley Street</td>
<td>Akron</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 BNJ</td>
<td>W. Black</td>
<td>14001, Ardenall Avenue</td>
<td>E. Cleveland</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 BPL</td>
<td>S. J. Hutchinson, Jr.</td>
<td>6256, Rohrs Avenue</td>
<td>Detroit</td>
<td>Michigan</td>
</tr>
<tr>
<td>8 BXH</td>
<td>H. C. Hedges</td>
<td>1914, Delaware Avenue</td>
<td>Swissville</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>8 IB</td>
<td>R. C. Higgy</td>
<td>35, 12th Avenue</td>
<td>Columbus</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 KG</td>
<td>F. W. Knud</td>
<td>73, E. Frambes Avenue</td>
<td>Columbus</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 ML</td>
<td>F. M. Murphy</td>
<td>404, Lafayette Street</td>
<td>Columbus</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 OW</td>
<td>A. Mag</td>
<td>632, Penn Avenue</td>
<td>Pittsburgh</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>8 SP</td>
<td>A. G. Kinser</td>
<td>Box 428</td>
<td>Fairmont</td>
<td>W. Virginia</td>
</tr>
<tr>
<td>8 UE</td>
<td>N. Schafer</td>
<td>32, Broadway</td>
<td>Lancaster</td>
<td>New York</td>
</tr>
<tr>
<td>8 XE</td>
<td>Penn State College</td>
<td>—</td>
<td>State College</td>
<td>Pennsylvania</td>
</tr>
<tr>
<td>8 YD</td>
<td>Shaw Technical School</td>
<td>—</td>
<td>East Cleveland</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 ZAF</td>
<td>R. C. Bohanan</td>
<td>1188, Willard Avenue</td>
<td>Columbus</td>
<td>Ohio</td>
</tr>
<tr>
<td>8 ZW</td>
<td>E. W. Weimer</td>
<td>1033, Main Street</td>
<td>Wheeling</td>
<td>W. Virginia</td>
</tr>
<tr>
<td>8 ZZ</td>
<td>C. E. Darr</td>
<td>137, Hill Avenue, Highland Park</td>
<td>—</td>
<td>—</td>
</tr>
</tbody>
</table>

A further instalment of this summarised report of the Transatlantic Tests will be included in our next issue.
The Research Laboratories of the General Electric Company at Wembley.

The new research laboratories of the General Electric Company, Ltd., situated in Wembley, Middlesex, were formally opened on February 27th by the Rt. Hon. Lord Robert Cecil, K.C., M.P. A description of the arrangement of the laboratories is considered to be of special interest, as they probably represent the largest electrical research department in this country, and approach in magnitude those controlled by the large electrical manufacturing establishments in the United States.

The laboratories are divided into a number of departments according to the class of investigation carried on, and a brief description of the many sections is given below.

Each laboratory, apart from the interesting equipment installed for a number of routine tests, was arranged with demonstration equipment for indicating the progress made by the company in the design of all classes of electrical gear.

In the vacuum physics laboratory were demonstrated a number of attractive experiments relating in particular to gas filled lamps, and an instrument was exhibited which is used for determining the most suitable arrangement of filament both as to length and formation.

Adjoining this laboratory is a lamp development section. Here is established complete manufacturing plant for producing all types of lamps, adjoining which is the Valve Department, and, as regards general manufacturing processes, may be regarded as a development of the Lamp Department. A complete description of the manufacture of thermionic valves by the M.O. Valve Company was given in a recent issue,* and the accompanying photograph shows a large transmitting valve in the process of being exhausted. This department is equipped with elaborate test tables for examining the valves manufactured in the laboratory. Special attention is being given to the design and manufacture of the dull emitter type of valve, having thorium treated filaments. The dull emitter filament requires a voltage of 1.6 and a current of 0.36 amperes, whilst the ordinary receiving valve of similar dimensions requires a voltage of 4 and a current of 0.7 amperes, or more than four times that of the dull emitter. Owing to the marked oxidising properties of the thorium treated filaments, special precautions have to be taken in manufacture in order to obtain a very high degree of vacuum. A method of obtaining a suitable vacuum has been developed and valves are being produced which have

*P. 641. August 19th, 1922.
very long working lives, frequently as high as 5,000 hours.

The electrical laboratory contained a number of interesting exhibits and, to the wireless experimenter, the thermionic repeater apparatus was especially attractive. By means of this apparatus it is possible to carefully investigate distortion as may be produced in valve amplifiers, and great attention can consequently be given to the design of equipment intended for distortionless amplifying at voice frequencies.

Passing from the electrical room, the generating sub-station was visited in which were to be seen a number of machines used for producing electrical power for use throughout the laboratories. Installed in this room also are a number of pumps which are coupled up to pipe lines extending throughout the building, and enabling apparatus to be roughly exhausted before being connected to more elaborate pumps for producing high vacuum.

Metal and wood-working workshops adjoin the main building and are liberally equipped with machines for instrument manufacture.

A microscopy laboratory is also to be found and is engaged chiefly in the examination of thorium and other filaments.

A laboratory is provided for the study of metallurgy as applied to lamp filament manufacture, and experiments were in progress in this laboratory demonstrating how fine wire filaments were manufactured.

Glass making and glass examining laboratories are to be found in which investigations are carried out concerning all the physical properties of glass.

Two other laboratories are devoted to the investigation and manufacture of various types of primary batteries, and test racks are arranged for investigating the properties of the various types under working conditions.

Other laboratories are arranged for testing the life of lamps and for carrying out colour determinations.

Adjoining the latter department is a laboratory devoted to research in the design and application of neon gas filled lamps, and it is interesting to learn that the manufacture of neon tubes for the rectification of high potential currents, such as are used in wireless transmission, is contemplated. A novel type of oscillograph is exhibited here consisting of a rotating tube, the electrodes of which were slightly separated in order to distribute the glow. The simplicity of this apparatus should bring it within the sphere of the amateur worker when more details relating to its construction become available.

The General Electric Company, Ltd., are to be congratulated on the setting up of such a well-equipped research department, which is in the hands of the able research engineer, Mr. Clifford C. Patterson, while conversations with his staff indicated that they were possessed of the fullest expert knowledge of the work in which they are engaged.
Notes

The Bamberger Tests.
Reports continue to reach us of the reception of the test broadcast transmission on February 24th from WOR, the Bamberger station, New York.

One of the notably successful attempts was that of Mr. D. W. Pugh, of Ealing, who heard the whole transmission distinctly with the use of a single valve employing reaction.

Other amateurs whose nocturnal vigil was rewarded by the reception of WOR were as follows:—
Mr. Brian A. Butt, Kingston-on-Thames. 1 H.F., detector.
Mr. W. R. Stainton, Leigh, Lancs. Detector, 1 L.F.
Mr. A. S. Goaling, Nottingham. 1 H.F., detector.
Mr. T. E. Hamblett, St. Helens, Lancs. 1 H.F., detector.
Mr. W. K. Stainton, Leigh, Lancs. 3 valves (Burndept Ultra III).
Mr. Pool, Newton Abbott. 3 valves (do. do.)
Mr. A. G. Yates, Lincoln. 1 H.F., detector. 1 L.F.
Mr. F. Wiseman, Jun., Buxton. Detector, 2 L.F.
Mr. A. G. Saunders, Runcorn, Cheshire. Detector 2 L.F.
Mr. C. J. Flint, Stafford. Detector, 2 L.F.
Mr. R. D. S. Hodgetts, Egerton, Kent. 2 H.F., detector.
Mr. R. Hardy, Nelson, Lancs. 1 H.F., detector. 1 L.F.
Mr. H. D. Pope, Swindon, 1 H.F., detector, 1 L.F.
Mr. H. A. Brooke, Maldon, Essex. 1 H.F., detector. 1 L.F.
Mr. Graham Hunt, Torquay. 2 H.F., detector.
Mr. J. R. Jones, Victoria Park, E.2. 1 H.F., detector. 1 L.F.
Mr. G. Trice, Godalming. 2 H.F., detector.
Mr. R. T. Wright, Chiswick. Detector, 2 L.F.
Mr. Tucker, Loughborough. 4 valves (Burndept Ultra IV).
Mr. R. J. Wood, Halifax. 2 H.F., detector, 1 L.F.
Mr. I. W. Woodrow, Lowestoft. 1 H.F., detector. 2 L.F.
Mr. W. Douglas Cagnot, Gateshead-on-Tyne. 2 H.F., detector. 2 L.F.
Mr. J. J. Hawley, Musselburgh, N.B. 3 H.F., detector. 1 L.F.
Mr. H. J. Galliers, Brighton. 4 valves (Burndept Ethophone V Broadcast Receiver).
Mr. Thos. Ball, Cannock.
Mr. W. Pratt, London, W.1.

2 LO Programme in U.S. Newspapers.
A New York telegram announces that, as a matter of course, the newspapers now publish the programme of 2 LO, the London Broadcasting station, in common with the principal American stations. London has been included in consequence of the broadcast by a Newark, New Jersey, store on February 23rd, of a radio concert in which items from London, Paris and even Berlin, were heard.

Birmingham Heard in Canada.
On February 18th, says the Times, a message sent out by the Birmingham Broadcasting station was picked up by Mr. Humphrey Marshall, of London (Ontario).

Parliamentary Proceedings not to be Broadcast.
That he did not think that the Hon. Member's proposal was desirable was Mr. Bonar Law's reply on February 26th to Mr. Tillett (Lab., Salford, N.), who asked whether the Prime Minister would consider the practicability of arranging for the proceedings of the House to be broadcast.

The Experimental Licence.
In the House of Commons on February 29th, Mr. Neville Chamberlain stated that the issue of experimental licences, for which applications were being received in very large numbers from persons who did not appear to be bona fide experimenters, was at present subject to some delay, but he hoped to make arrangements which would obviate it.

British Broadcasting Heard in Sweden.
At Lund, in the South of Sweden, approximately 700 miles from this country, Dr. G. Alb. Nilsson states that he is able to receive all the British Broadcasting stations with only one valve, with reaction, and an antenna of moderate size. Every word can be understood. With the addition of a two-valve note magnifier, speech and music can be heard in a large room. On the same set, he adds, using one detector and two L.F., but with a single wire of 25 feet stretched across the floor, the British Broadcasting stations can be heard one or two feet from the telephones.

Broadcast Concerts from Italy.
The possibility that listeners-in will soon have an opportunity of hearing wireless concerts direct from "the land of song" is indicated by the announcement that the Italian Government has been authorised to allow the building of wireless telegraph and telephone stations by private companies.

The Conscience of the Listener-in.
That owners of unlicensed home-made sets are not such unmitigated "pirates" as is suggested in some quarters is reflected by the report that the British Broadcasting Company is receiving, almost daily, remittances of "consicence money" from anonymous sources. The company refuses, however, to collaborate in the alleviation of stricken consciences, for the money so received is regularly handed to a number of deserving charities.

Comprehensive.
Advertisement in local paper: "House to let, furnitire effects, wireless (one valve), etc., £250 all in."

Cardiff Tries Lower Wavelength.
In consequence of complaints by listeners-in to 5 WA of interference by Newcastle and Manchester, the new Welsh Broadcast Station, on February 21st, reduced its wavelength to 353 metres. Although this is rather low (the lowest in the broadcast band), it is believed that the change will give satisfaction. Further tests will be made, however, if trouble is still experienced, so that the complete elimination of other stations may be attained.
Broadcasting Difficulties in Shanghai.

That any wireless sets imported would be seized as contraband of war, was the information received from the Shanghai Customs Commissioner by an American Company which had announced the intention of inaugurating a wireless broadcasting service.

Imperial Wireless Chain.

An announcement is made from Ottawa from which it would appear that the Canadian Government has decided not to participate in the Imperial Wireless Chain Scheme.

According to the *Central News*, the Department of Marine has issued a licence to the Canadian Marconi Company for the operation of a station on Vancouver Island, with a nominal range of 7,000 miles. This will enable communication to be made with Australia, Japan, Montreal and Great Britain.

Manchester Wireless Convention.

A Convention will be held on Wednesday, March 21st, at the Albion Hotel, Piccadilly, Manchester, under the auspices of the Manchester Wireless Society in connection with the forthcoming wireless exhibition organised by Messrs. Bertram Day & Co., Ltd., to be held in the Burlington Hall, Burlington Street, Manchester, from March 17th to 24th inclusive.

All members of wireless societies are invited. Visitors are requested to meet at the exhibition before 4.30 p.m. on that day, or at the Albion Hotel not later than 5 p.m. Tea will be served between 5 p.m. and 5.45 p.m., and the meeting will commence at 6 p.m. prompt.

Dr. Hodgson, M.D., F.R.C.S., L.R.C.P. (President) will occupy the chair, and a discussion will be invited on various subjects appertaining to amateur wireless.

Suggestions for the agenda should reach the Hon. Secretary, 2, Parkside Road, Princess Road, Manchester, not later than March 12th.

It is requested that as many as possible will attend.

Any further particulars may be obtained from the Hon. Secretary.

THREE NEW BOOKS.

A new publication which will be readily welcomed by all whose interests turn to wireless constructive or experimental work, has this week made its appearance, and is entitled "The Amateur Book of Wireless Circuits." The author, Mr. F. H. Haynes is known to readers of this journal by the contributions under the heading of "Experimental Station Design," and on a number of other practical subjects. On the 107 pages are to be found 111 reliable circuits, each accompanied with such working advice as may be needed in the practical application of the arrangements shown. The book is progressively arranged so that the beginner will at once find circuits to meet his needs, and he may look ahead and frame the lines on which his set may develop.

The inclusion of such circuits as accumulator charging by a variety of methods from A.C. and D.C. mains, wavemeters, and ex-Government apparatus, renders the book most helpful. Many pages are devoted to useful switching systems making use of Dewar and other switches, and types of break jacks available on the British market. By turning over the pages of this valuable book it is possible rapidly to gain a knowledge of the best modern radio practice, from all types of crystal sets to telephony transmitters of moderate power.

Although booklets and cards of instruction are issued with every broadcast receiver, possessors of these Instruments are often desirous of knowing more about the apparatus, feeling that with a little more instruction they could get far better results. With the object of satisfying this desire, the Wireless Press, Ltd., has just issued a useful sixpenny book entitled "Your Broadcast Receiver and How to Work It." The author, Mr. Percy W. Harris, is known to readers of this journal and has endeavoured throughout the book to give practical hints and tips that can be applied at once by every reader. The book is accompanied by a number of interesting photographs of English and American broadcasting stations, and should prove helpful to the large number of broadcast listeners who do not desire to trouble themselves with the study of theory.

The recent highly instructive and interesting articles by Dr. J. A. Fleming, the eminent scientist, which have been appearing during the last few months in this journal, have been reprinted in book form, and readers ought certainly to possess themselves of one of these interesting volumes. Dr. Fleming, the inventor of the valve, is well known to our readers for his clear exponential way in which he describes his pet theme—the valve and its application to Wireless—is well known to all. His articles, it will be remembered, dealt in a most complete and concise manner with Wireless Telephony, and were entitled "Electrons, Electric Waves and Wireless Telephony." In the first chapter Waves and Wave Production are extensively dealt with, followed by a chapter on Waves in Air, showing many novel and yet simple methods of measuring and recording them. Descriptions of atomic structure, electrons and molecules have a chapter to themselves under the title of "The Structure of Atoms," leading up to a chapter on Electromagnetic Wave Forces and Radiation. The Production and Detection of Long Electric Waves introduces a chapter on Telephony and Speech Transmission, and the last chapter (there are seven in all) deals with the principles of Wireless Telephony, with its problems and special features, concluding with the present activities in the science as exemplified by radio broadcasting in England. The edition, clearly printed and handsomely bound, will, we understand, be ready for sale during the coming week.

*"Your Broadcast Receiver and How to Work It." By Percy W. Harris. Post free, 8d. The Wireless Press, Ltd.

Correspondence

To the Editor of The Wireless World and Radio Review.

Sir,—I read with interest a recent letter in your Correspondence column dealing with a frame aerial.

As I am also getting very good results from one, I should like to state my experiences, in the hope that they will be of interest to some of your readers.

The frame is approximately four feet six inches square, or some six feet across the diagonals, with the diagonals vertical and horizontal. It is wound with No. 16 gauge copper wire in two sections, the wires are spaced approximately ½ in. apart on ebonite combs, as described in Mr. Coursey's sections, the wires are spaced approximately ½ in.

Each section consists of eight turns and will tune, with a 0.001 condenser, from about 325 to 750 metres. The two sections in series with the same condenser gives me somewhere between 900 to 1,500 metres.

British Broadcasting. Very loud and clear telephony from London, Birmingham and Manchester, under favourable conditions, and using two pairs of phones in series, it is quite possible to make reception too loud for comfort and this without distortion. There is no noticeable difference in the strength of any of these stations now, though they have varied considerably in the past. London and Birmingham are some 200 miles from here, and Manchester nearly 300.

Hague Telephony. This is received at quite readable strength, but owing to jamming from a C.W. station, there is a fair amount of distortion. There is no difficulty in tuning in.

I am almost afraid to put the next heading down, but it is really true. Anyway, I have received American telephony of quite readable strength on the frame with five valves arranged as above. On the mornings of the 24th and 25th December respectively, I heard WZY and WJZ and was able to follow the programmes fairly well. WZY, the station of the General Electrical Co., Schenectady, is by far the best that I get on my outside aerial. I have frequently followed his speech with the telephones on my knees.

Croydon and Le Bourget telephony is easy, Lympne rather more difficult. I have a good outside aerial, and so am able to make a comparison. The frame I should say is about a valve-strength weaker than the outside aerial, or perhaps it would be more correct to say between one and two-valve strength.

No reaction coil is employed in either case, the set oscillating very easily to any wavelength by tuning the transformers; in fact on short wavelengths I have to use the potentiometer freely. I have yet to hear my first atmospheric with the frame and its directional properties give some selectivity. The chief trouble is stray capacity effects, long handles for tuning being absolutely necessary; in fact, for American telephony I prefer to sit well away from the instrument table and operate the controls with a walking stick.

For English Broadcasting such fine tuning is not at all necessary. I trust these facts may induce some of your readers to experiment on these lines, for I believe there is a big field here yet only partly explored.

I can assure your readers that I do not consider either the above results or my instruments exceptional, but that I feel sure that anyone else working on these lines will get similar results.

Edgar R. Kelman.

Guernsey, Channel Islands,
January 1st, 1923.

To the Editor of The Wireless World and Radio Review.

Sir,—The points raised by Mr. L. F. Fogarty in his letter to The Wireless World and Radio Review in connection with the subject of H.T. electrolytic rectifiers, are interesting ones. In particular, I hardly expected that my use of four banks of rectifier cells and an ordinary transformer instead of two banks of cells and a split-winding transformer would pass unchallenged. Although only half the number of cells is required for a given voltage where the centre-tapped transformer is used, I maintain that this method is not very convenient for general experimental purposes. The centre-tapping must be exactly half-way on the secondary, both as regards resistance and inductance; this practically prohibits tapping various voltages off the secondary as the balance would be upset thereby. On the other hand, the cells are so cheaply and easily made that the use of twice the number with an ordinary transformer does not present much objection.

Mr. Fogarty's experience with ammonium phosphate seems to be less fortunate than my own. The pure salt only should be used if the best results are desired, the difference between pure and commercial ammonium phosphate being quite as great as that existing between chalk and the proverbial cheese. With regard to the electrolyte creeping and corroding the brass connectors, I find that the paraffin oil stops this entirely. I totally disagree that any decomposition of the paraffin takes place, even at heavy loads; paraffin being chemically inert to anything but the most powerful oxidizing agents, such as chlorine or fuming sulphuric acid. I have a rectifier of 40 cells with strip electrodes 1 cm. wide immersed in a solution of pure ammonium phosphate, covered with a layer of paraffin which has been performing heavy duty since it was made up over a month ago. Amongst other things it has been supplying an experimental Charlee gap, which takes nearly 0.2 amp. at over 500 volts. The electrolyte is still quite clear, practically no sediment has formed and no appreciable creeping has taken place. The only noticeable thing is a slight decrease of the paraffin in each cell due to slow natural evaporation.

Scrupulous cleanliness of the surfaces of the aluminium electrodes is essential, and for satisfactory working the area of the aluminium ele-
Calendar of Current Events

Friday, March 9th.

SHEFFIELD AND DISTRICT WIRELESS SOCIETY.
At 7.30 p.m. At Dept. of Applied Science, St. George's Square, Elementary Class conducted by Mr. J. G. Jackson, B.Sc.

LEEDS AND DISTRICT AMATEUR WIRELESS SOCIETY.
Lecture: "Experiences with an Experimental Receiving Installation." By Mr. J. Croysdale.

RADIO SOCIETY OF HIGHGATE.
At 7.45 p.m. At the 1919 Club, South Grove. Lecture: "Design and Construction of Receivers." By Mr. W. Burnet.

LEEDS AND DISTRICT AMATEUR WIRELESS SOCIETY.
Lecture: "The Construction of a Tuner." By Mr. A. F. Carter, A.M.I.E.E.

Saturday, March 10th.

Manchester All-British Wireless Exhibition. At Burlington Hall, Burlington Street. Opening Day (March 17th to 24th.)

BROADCASTING STATIONS.

Regular evening programmes, details of which appear in the daily press, are now conducted from the following stations of the British Broadcasting Company:

London 2LO 360 metres.
Birmingham 5IT 420...
Manchester 2ZY 385...
Newcastle 5NO 400...
Cardiff 5WA 395...
Glasgow 5SC 415...

FRENCH BROADCASTING TIMES.
Eiffel Tower. 2,600 metres. 11.15 a.m. weather reports (duration 10 mins.). 6.20 p.m., weather reports and concert (duration about 30 mins.).
Radiola Concerts. 5.565 metres, 5.5 p.m. news; 5.15 p.m. concert till 6 p.m.; 8.45 p.m. news; 9 p.m., concert till 10 p.m.
L'Ecole Supérieure des Postes, Télégraphes et Téléphones de Paris. 450 metres. Tuesdays and Thursdays, 7.45 p.m. to 10 p.m. Saturdays, 4.30 p.m. to 7.30 p.m.

E. H. ROBINSON.

The recent letter from Mr. Robert Tingey and reply from Dr. J. A. Fleming on the matter of Transatlantic transmission has aroused many readers to express opinion on the subject, and cast their vote for or against the theory put forward. In short, Mr. Tingey put forward the suggestion that the many high-power Transatlantic stations set up strains in the ether which act as "carriers" for the low power amateur and broadcast transmissions, and facilitate the bridging of the great distance by the small stations. Dr. Fleming, in his reply, set aside the theory, explaining that it was contrary to the properties of ether strains to react upon one another in their progress. To facilitate the formation of a correct idea on wave motion in the ether he gave the analogy of ripples on an ocean surface tossed by storms. To this comparison very many readers take exception, and perhaps with some justification, as waves in the ocean are not in all respects analogous to those in the ether, excepting, of course, that it is a fact that interaction by the waves of large amplitude acting as carriers for those more feeble and of other frequencies does not occur. Owing to the limitations in space, it is not possible to give publication to many letters which have come to hand, and to publish some without others would hardly be fair to the writers or help the reader in forming a true conception of the subject.
WE like you to see OUR Advertisement but should be much better pleased to see YOU at our STAND No. 27 New Hall, at the Ideal Home Exhibition OLYMPIA.

**Headphones**, 4,000 ohms — — 22/6 (Post 9d.)

**L.F. Transformers** 12/6

Bottles of special shellac ready for use — — 9d.

**Valve Holders** in highly polished moulded ebonite 1/-

**Filament Resistances** 3/6

3 **Coil Holders** - 20/-

**H.T. Batteries**, 36 volts, tapped off with Wander Plug - - - - 7 6

**Dubilier Grid Leaks and Condenser** - 5/-

---

**Uniformly Efficient**

THE supreme excellence of TINGEY Wireless instruments under all conditions and tests is now universally appreciated. A splendid example is the 2 Valve Model, which is claimed to represent the highest attainment in mechanical perfection and capacity.

**Two Valve Broadcast Receiving Set**

Wavelength 300 to 2,800 metres.

**PRICE** (as illustrated, less valves) £17 : 12 : 6 including Broadcasting Fees.

ALL TINGEY Broadcast Receivers bear the B.B.C. stamp.

All "TINGEY" Valve Apparatus is duly licensed under Marconi Patents for Amateur use in Great Britain.

Illustrated Catalogue of 1, 2, 3, 4 and 5 Valve Broadcast Receivers and Experimental Unit System, with all accessories, Price 8d. Post Free.

**Telephone:** Hammersmith 1916

**Telex:** "Tingodar, London."
The "BROWN" LOUD SPEAKERS
With New Improved Curved Horns

The requisites of a Loud Speaker are pure tone, clear articulation, and good volume of sound. The "BROWN" Loud Speakers possess these qualities, and they are enhanced by the new improved curved horn.

THE NEW HORN of dull blacked aluminium used with both H.1 and H.2 is constructed on the logarithmic law of increasing openings and is acoustically perfect.

THE "BROWN" MICROPHONE AMPLIFIER

This amplifier magnifies signals, speech or music, without distortion, and is of considerable interest to amateurs and scientific investigators. This magnification is much greater than that obtained from a two-valve amplifier. In construction, this instrument is much more robust than other relays.

This instrument satisfies the urgent demand for a reliable, inexpensive amplifier, which the most inexperienced amateur can use, and which the most experienced requires. The necessary transformers are included in the base.

OBTAINABLE FROM ALL WIRELESS DEALERS.

S. G. BROWN, LTD.
London Offices and Showrooms (RETAIL ONLY)—
19, MORTIMER ST., LONDON, W.1

TRADE COMMUNICATIONS ONLY TO—
HEAD OFFICE & WORKS: VICTORIA RD., NORTH ACTON, LONDON, W.3

Telex—"Sidbrownix, London" Telephone—Chiswick 1460.

Sole Agent for the Argentine—Horacio D. Guerrero, Las Heras, 2486, Buenos Aires.

PRICES
LOUD SPEAKERS
H.1 (Large) Low Resistance,
120 ohms, height 21"... £6 5 0
H.2 (Small) Low Resistance,
120 ohms, height 12"... £3 0 0
(High Resistances for either size
2/6 to 5/- extra)
MICROPHONE AMPLIFIERS
For use with L.R. Loud Speakers
(120 ohms output)
120 ohms input... £6 0 0
2,000 ohms input... £6 2 0
For H.R. input and output £6 10 0

Illustrated Catalogue of our Headphones, Loud Speakers & Amplifier post free from

S. G. BROWN, LTD.
London Offices and Showrooms (RETAIL ONLY)—
19, MORTIMER ST., LONDON, W.1

TRADE COMMUNICATIONS ONLY TO—
HEAD OFFICE & WORKS: VICTORIA RD., NORTH ACTON, LONDON, W.3

Telex—"Sidbrownix, London" Telephone—Chiswick 1460.

Sole Agent for the Argentine—Horacio D. Guerrero, Las Heras, 2486, Buenos Aires.
Questions and Answers

NOTE. - This section of the magazine is placed at the disposal of all readers who wish to receive advice and information on matters pertaining to both the technical and non-technical sides of wireless work. Readers should comply with the following rules: - (1) Each question should be numbered and written on a separate sheet on one side of the paper, and addressed "Questions and Answers." Editor, THE WIRELESS WORLD AND RADIO REVIEW, 12 Henrietta Street, London, W.C.2. Queries should be clear and concise. (2) Before sending in your questions readers are advised to search recent numbers to see whether the same queries have not been dealt with before. (3) Each communication sent in to be accompanied by the "Questions and Answers" coupon to be found in the advertisement columns of the issue current at the time of forwarding the question. (4) The name and address of the querist, which is for reference and not for publication, to appear at the top of every sheet or sheets, and unless typewritten, this should be in block capitals. Queries will be answered under the initials and town of the correspondent, or, if so desired, under a "nom de plume." (5) In view of the fact that a large proportion of the circuits and apparatus described in these answers are covered by patents, readers are advised before making use of them, to satisfy themselves that they would not be infringing patents. (6) Where a reply through the post is required, every question sent in must be accompanied by a postal order for the amount of 1s., or 3s. 6d., for a maximum of four questions. (7) Four questions is the maximum which may be sent in at one time.

"X." (Kent) asks (1) Whether the circuit submitted is correct. (2) How many coils would be required to cover the whole wavelength range. (3) Should it be expected that a cage type aerial would give an increase in the signal strength. (4) What is meant by a power valve, and how is it connected to a receiver.

(1) The diagram of connections is correct. We would point out, however, that the reaction coil being coupled with the secondary circuit, may cause oscillating energy to be generated in the aerial circuit, and care should therefore be taken.
(2) 14 coils of the type referred to will be required if you wish to receive signals over the whole wavelength range.
(3) We do not think you should expect to receive a large increase in signal strength by substituting for your present aerial a cage type aerial.
(4) A power valve is a valve which operates according to the same principles as an ordinary receiving valve, but the emission is greater, and a higher anode potential may be used. It is connected in the circuit in the same manner as the ordinary receiving valve, and provision is made for supplying its anode circuit with a potential of 200 or 300 volts, according to the particular valve used.

"C.J.C." (York) submits particulars of his receiver and asks why no signals are received.

The diagram submitted is quite correct, and good results should be obtained. We suggest you commence looking for the fault by examining the aerial and earth. The aerial should be insulated at each end, and should be well away from the walls of the house. The aerial should preferably be about 30 to 40 ft. high. The earth connection should be as short as possible, and should make contact with a good ground connection; it may be either a water-pipe or an earth plate. The latter may be a sheet of galvanized iron 3" or 6" long and 2" wide, to which the wires are soldered. If this is buried at a depth of 2' or 3' you will have a good earth. The L.T. battery should be increased to 6 volts. If you have a friend who has a wireless receiver, perhaps you could try your receiver when connected with earth and earth. When purchasing H.C. transformers great care is necessary, otherwise very poor results are obtained, especially if, as is often the case, the transformer is poorly made and the primary and secondary wires are in contact. We assume, of course, that the tuning coil is the right size and enable you to tune to the required wavelength, and that the telephone transformer is connected in the right direction.

"VARIO." (Cambridge) asks (1) Referring to the circuit Fig. 2, page 518, January 20th issue, would it be more efficient to use variometers in the anode circuit in place of the tuned coils. (2) Would capacity reaction, used as indicated in the diagram submitted, be suitable. (3) With reference to a jamming eliminator (particulars of which are submitted) should it be expected that signals would be reduced if it is used. (4) Is one permitted to use the Armstrong super-regenerative receiver in connection with a small frame aerial to receive broadcast transmissions.

(1) If desired, variometers may be used in place of the tuned circuits, but it is not altogether recommended because tuning adjustments become very difficult. (2) Capacity reaction may be used as suggested. A small condenser having a maximum value of 0-00005 mfd. may be connected between A and B as indicated in your diagram. (3) Provided the eliminator mentioned is properly constructed fair results will be obtained, but it should not be expected that any wonderful improvement will take place, because it will not. The tendency, as suggested, is to shunt away useful energy, and one is generally better without such an arrangement. (4) We believe the P.O. will grant permission for an experimenter to use the Armstrong super-regenerative receiver in conjunction with a frame aerial but not for the reception of broadcasting.

"L.B.G." (Bedford) asks (1) For particulars of windings of L.F. transformers. (2) May wire similar to the sample submitted be used. (3) May 8,000 ohm telephones be used in conjunction with a telephone transformer, the latter being wound for 180 ohm telephones. (4) Is an experimenter who holds an experimental licence permitted by the P.O. to use reaction coupled with the closed circuit coil for the reception of broadcast transmissions.

(1) The proposed design for L.F. transformers is quite suitable. We suggest you make the bobbin 3" long. The primary winding should be wound
with 15,000 turns of wire as sample submitted, and the secondary with 40,000 turns of No. 44 S.S.C. (2) The sample of wire submitted is No. 39. (3) The purpose of a transformer is to match the impedance between the anode circuit and the telephones. 8,000 ohm telephones should therefore be connected directly in the anode circuit, and the

"H.G." (Sheffield) submits a diagram of his receiver and asks (1) For a diagram of a suitable L.F. amplifier. (2) The gauge of sample of wire enclosed.

(1) A suitable diagram is given in Fig. 2. (2) The larger sample of wire submitted is No. 34 S.S.C., and the finer wire is No. 42 enamelled.

Fig. 1. The circuit shows the switching of two note magnifying valves.

180 ohm telephones should be connected to the secondary winding of the transformer. (4) The holder of an experimental licence is not permitted to use reaction when listening to the broadcast transmissions unless the reaction wire is coupled in such a manner that oscillating energy may not be set up in the aerial circuit.

"A.T.N." (Surrey) refers to the three-valve experimental diagram given in the issue of October 28th, and asks for a diagram showing how to add one note magnifier.

The diagram is given in Fig. 1.

"J.McK" (London, W.) asks (1) Whether under the circumstances he should adopt a different method of tuning because it is difficult to tune out local broadcast transmissions. (2) What kind of tuner is recommended.

(1) and (2) We suggest you use a three-coil holder, one coil being for the aerial circuit, one for the closed circuit, and the other for the reaction coil. When listening to the broadcast transmissions the reaction coil may be short circuit. The method of connecting a three-coil holder is given in most issues of this journal. With this combina

Fig. 2. A three-valve receiver with 1 H.F., 1 Detector and 1 L.F. valves. The H.F. valve is coupled with a self-tuned anode coil and a grid condenser and leak.

"J.G.P." (Oldham) submits a diagram of his receiver and asks whether it is suitable.

The diagram submitted is quite suitable, and very good results should be obtained. The aerial tuning condenser should have a maximum value of 0.001 mfd., and the anode condenser 0.0002. The remaining condensers have the usual values. The combination you will find it possible to tune out the transmissions of the local broadcasting stations.

"P.P." (Yorks) asks (1) For the dimensions of a small transformer which will give 30 volts 2 amps. (2) Can we recommend a suitable book. (3) What would be the suitable dimensions for a transformer to give 200 volts 30 milliamps.
MARCH 10, 1923
THE WIRELESS WORLD AND RADIO REVIEW

MARCONI GIVES UNRIVALLED WIRELESS SERVICE

MARCONI INTERNATIONAL MARINE COMMUNICATION CO LTD
MARCONI HOUSE, STRAND, LONDON
BRITPHONE No. 2

P.O. Registered No. 6360.

This Crystal Valve Set has now been tested out with excellent results. On a standard P.M.G. Aerial at our Leeds experimental station the following Broadcasting Stations were received:

<table>
<thead>
<tr>
<th>Station</th>
<th>Distance</th>
</tr>
</thead>
<tbody>
<tr>
<td>NEWCASTLE</td>
<td>110 miles</td>
</tr>
<tr>
<td>BIRMINGHAM</td>
<td>100 miles</td>
</tr>
<tr>
<td>MANCHESTER</td>
<td>40 miles</td>
</tr>
<tr>
<td>LONDON</td>
<td>200 miles</td>
</tr>
</tbody>
</table>

While we do not claim that it will receive telephony at a distance of 200 miles in inexpert hands, we do claim that it will give the maximum possible results, and will receive broadcasting well at a distance of 75 miles.

The Crystal can be used without the Valve by means of a key switch, and those who for any reason do not wish to use valves at the moment can use the crystal now, attaching the valves later on.

PRICE—Complete with all Accessories £13 13 0

Set alone ......... 8 8 0

Visit our Stand No. 15 (New Hall Gallery), Ideal Home Exhibition

GENERAL CATALOGUE: 3d. POST FREE

THE resources of the world's largest battery manufacturers, their facilities for research and their modern factory equipment mean that were it possible to effect any improvement in battery design or construction, that improvement would appear in the Exide Battery.

8 Volt 40 amp, hour Exide Batteries

We also manufacture H.T. Batteries.

Stand No. 37 at British Wireless Exhibition, Manchester, March 17th to 24th, 1923

OBTAINABLE FROM ELECTRICAL CONTRACTORS & STORES OR FROM 300 EXIDE BATTERY SERVICE AGENTS DISPLAYING THIS SIGN.

IF YOU DON'T KNOW YOUR NEAREST EXIDE AGENT ASK US FOR LIST
A suitable transformer would have a primary winding of 230 turns of No. 24 D.C.C. wire. The secondary would have 32 turns of No. 18 D.C.C. The core should be 2" x 2" and the former should be 3" long. (2) We do not know of a suitable book. (3) As the primary voltage is 230 and you require a secondary voltage of 200, the most economical method would be to use resistances to reduce the voltage of the mains by 30. If, however, you wish to use a transformer, the primary would have 460 turns of No. 36 D.C.C., and the secondary 410 turns of No. 24 D.C.C. The core should be 2" x 1", and the bobbin may be 2½" long.

"J.W." (Ilford) asks (1) For criticism of his receiver. (2) Whether it would be an improvement to connect a variable tuning condenser across the anode coil.

The diagram submitted is quite correct except that the small coil shown connected in series with the telephones is not required. The coil holder is used, is there any particular ratio of coils which gives best results.

"LEAD-IN" (Halifax) submits a diagram of a receiver and asks (1) For criticism. (2) How could Dewar type switches be connected for the purpose of cutting out the first and last valves when required. (3) What is the difference between a power valve and a note magnifier valve.

The diagram submitted is quite suitable, although it might be better to connect the aerial tuning condenser and A.T.I. in series when receiving short wave signals. A 0.001 mfd. fixed condenser should be connected across the primary winding of the transformer connected in the detector valve circuit. It would be better if you used a telephone transformer with a 0.001 condenser connected across the primary. We suggest you test the telephones for continuity as it would appear that they are faulty. It should not be necessary to connect the fingers across the telephone terminals in order to hear signals. (2) The method of connecting switches for cutting out valves is given in most issues of this journal, and we would refer
you to them. (3) The power valve is one which is capable of dealing with more power than the ordinary receiving valve, i.e., the H.T. potential connected to its anode, and the filament emission are both greater than in the case of the "R" valve. The components of a power valve are the same as those for a receiving valve. If you propose to use a power valve as the last valve of your note magnifier, a separate H.T. tap should be provided, and you will find it necessary to include a few cells in the grid circuit.

"NOVICE" (Notts.) asks (1) For diagram of a three-valve receiver. (2) If the components used in the construction of the receiver were stamped "B.B.C." would it be necessary to obtain an experimenter's licence. (3) If the receiver were constructed according to the diagram given in reply to (1), would any patents be infringed.

(1) See reply to "H.G." (Sheffield), p. 792. (2) The diagram submitted is quite correct and is a standard circuit.

"H.F.G." (Huddersfield) asks (1) Whether a certain combination of crystal and valves is recommended. (2) Is the diagram submitted suitable. (3) What is the highest voltage which should be connected to the filament of a new "R" type valve.

(1) We do not recommend the combination suggested. (2) The diagram submitted is quite correct and is very suitable for a beginner. It would be better, of course, if the anode winding were tuned with a variable condenser instead of with the aid of the slider, but you should try this for yourself, and notice whether the signal strength is increased or not. You may find it an advantage to connect a variable condenser having a maximum capacity of 0-001 mfd. in series with the aerial coil. (3) 4 volts may generally be safely applied to the filament of an "R" valve when it is new, and sometimes a little over 4 volts may be used.

"D.W.M." (Burton-on-Trent) asks whether we can suggest a receiver which has been described and which would meet his requirements.

We would refer you to the articles by Mr. Bull which appeared on page 667 in August 26th issue, and page 720, September 2nd issue of this journal. This receiver has one H.F., one detector and one L.F. valve. Switches are provided for the purpose of regulating the number of valves in circuit.

"E.C." (Sheffield) asks (1) With reference to Fig. 4, page 550, January 20th issue of this journal, is the reaction effect increased when the anode coil is brought closer to the aerial coil. (2) Is energy likely to be transferred to the aerial circuit if proper care is not taken. (3) May the grid leak be connected across the grid condenser, or must it be connected between the grid and L.T. +.

(1) The reaction effect is increased when the reaction coil is coupled tighter with the aerial coil provided the reaction coil is correctly connected. If the connections are reversed, the signals will be reduced in strength when the coupling is increased. (2) If care is not taken oscillating energy will be transferred to the aerial circuit. (3) The grid leak should be connected as shown in the diagram, i.e., between the grid and +L.T.

"J.S.A." (Wavertree) asks (1) For diagram of suitable reaction coils for use between various wave lengths.

The dimensions depend largely upon the wiring of your receiver. One coil will probably be sufficient and would be more convenient than a number of coils. A suitable coil would be 3" in diameter and 4" long, No. 30 D.C.C. with 8 tappings.

"F.W.G." (Finchley) submits a diagram of his receiver and asks (1) Whether the connections are suitable. (2) Whether he may expect good results if the receiver is used in conjunction with a frame aerial. (3) Would the signals be loud enough to operate a loud speaker. (4) Could the D.C. mains be used to supply the anode circuits of the valves.

(1) The diagram of connections submitted is quite correct, and is a standard circuit. Results, however, will not be satisfactory when a frame aerial is used, because all the valves are L.F. connected. When a frame aerial is used it is generally necessary to employ two H.F. connected valves. The method of connecting is given in all issues. (2) The reaction coil is shown coupled to the aerial coil, and unless care is taken oscillating energy may be transferred to the aerial circuit. (3) It should not be expected that a receiver of this kind will successfully operate a loud speaker when connected with a frame aerial unless H.F. connected valves are used. (4) In connection with this question we would point out that, as the supply of energy is direct current, you cannot use transformers as suggested for the purpose of stepping down the voltage. We suggest you use a high resistance across the mains, and tap off the voltage required. A large condenser should be connected across the mains, and an iron core choke put in circuit in the positive lead of the valves. We would refer you to the article entitled "Methods of Deriving Valve Currents from Public Supply Mains," by F. H. Haynes, in the issue of June 17th, 1922.

SHARE MARKET REPORT.

Prices as we go to press, Friday, March 2nd:

<table>
<thead>
<tr>
<th>Company</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>Marconi Ordinary</td>
<td>£2 14 0</td>
</tr>
<tr>
<td>Preference</td>
<td>2 6 10/</td>
</tr>
<tr>
<td>Debenture</td>
<td>108 5 0</td>
</tr>
<tr>
<td>Inter. Marine</td>
<td>19 3</td>
</tr>
<tr>
<td>Canadian</td>
<td>11 6</td>
</tr>
<tr>
<td>Radio Corporation of America</td>
<td></td>
</tr>
<tr>
<td>Ordinary</td>
<td></td>
</tr>
<tr>
<td>Preference</td>
<td>14 10/</td>
</tr>
</tbody>
</table>

Ordinary Preference
MULLARD WIRELESS ACCUMULATORS

LIST OF PRICES AND TYPES.

<table>
<thead>
<tr>
<th>Type</th>
<th>Volts</th>
<th>Capacity</th>
<th>Continuous Rating</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>M.1</td>
<td>4</td>
<td>10 V</td>
<td>10 Amps. Hrs.</td>
<td>1 0 10</td>
</tr>
<tr>
<td>M.2</td>
<td>4</td>
<td>20 V</td>
<td>20 Amps. Hrs.</td>
<td>1 8 10</td>
</tr>
<tr>
<td>M.3</td>
<td>4</td>
<td>30 V</td>
<td>30 Amps. Hrs.</td>
<td>2 6 10</td>
</tr>
<tr>
<td>M.4</td>
<td>4</td>
<td>40 V</td>
<td>40 Amps. Hrs.</td>
<td>2 2 4</td>
</tr>
<tr>
<td>M.5</td>
<td>4</td>
<td>50 V</td>
<td>50 Amps. Hrs.</td>
<td>2 1 6</td>
</tr>
<tr>
<td>M.6</td>
<td>4</td>
<td>60 V</td>
<td>60 Amps. Hrs.</td>
<td>2 1 2</td>
</tr>
<tr>
<td>2M2</td>
<td>6</td>
<td>10 V</td>
<td>10 Amps. Hrs.</td>
<td>2 12 0</td>
</tr>
<tr>
<td>2M3</td>
<td>6</td>
<td>20 V</td>
<td>20 Amps. Hrs.</td>
<td>3 2 6</td>
</tr>
<tr>
<td>2M4</td>
<td>6</td>
<td>30 V</td>
<td>30 Amps. Hrs.</td>
<td>3 2 6</td>
</tr>
<tr>
<td>2M6</td>
<td>6</td>
<td>40 V</td>
<td>40 Amps. Hrs.</td>
<td>4 3 0</td>
</tr>
</tbody>
</table>

Delivery ex-Stock.

THE MULLARD RADIO VALVE Co., Ltd.
Dept. W.W.,
45, NIGHTINGALE LANE, BALHAM, S.W.12.

Contractors to H.M. Admiralty, War Office, Royal Air Force and Post Office.

Telephone: Battersea 1068
Codes: A.B.C. (6th Ed.)
Telegrams: "Radioserve, Wandscom, London."
Result of
14 Years’ Experience

Brandes Superior
Matched Tone” Headsets

“MATCHED TONE” is an exclusive Brandes feature. It means clear, distinct reception of music and subject without the slightest blurring. And the fact that the tones are exactly alike in both receivers tends to intensify the volume of sound in your ears.

The best Radio Engineers have indicated their choice. Make it yours. Go to your dealer to-day and buy a Brandes Superior “Matched Tone” Headset with the assurance that you get the best; backed by our guarantee to refund your money at once if you are not absolutely satisfied.

MADE IN ENGLAND AND BEARS B.B.C. STAMP.

CANADIAN BRANDES LIMITED
105, Great Portland Street, London, W.1

Telephone : LANGHAM 1145
Trade enquiries invited.
"A Radiophone in Every Home."

The best of all the Broadcast entertainments is yours if you are fortunate enough to possess

G.R.C.

RECEIVING EQUIPMENT

See that the name "GENERAL RADIO COMPANY" is on the set you purchase as a guarantee of mechanical perfection and advanced design. There's a G.R.C. "Radiophone" for every purse and purpose. Our Catalogue will interest you; write for it—it's free.

Mr. DEALER.—G.R.C. products are distributed through the recognised trade channels—standardise on G.R.C. sets and parts and eliminate dead stock, inefficient apparatus and costly returns.

This model together with many others is being exhibited at the All British Wireless Exhibition, Manchester, 17th—24th March, by our Manchester Agents, Messrs. Mottershead & Co., also at the Ideal Home Exhibition, Olympia, 1st—24th March.

GENERAL RADIO COMPANY

TWYFORD ABBEY WORKS, ACTON LANE, HARLESDEN, N.W.10

Telephone: Willesden 3055 (3 lines).
SHOWROOMS
103, Great Portland Street, W.I

Telegrams: "Milllamp, Phone, London."

BRANCHES:
Edinburgh and Bradford.
A NEW ORMOND LINE

HIGH IN QUALITY

3/6 EACH

LOW IN PRICE

3/6 EACH

FILAMENT RESISTANCE

ORMOND ENGINEERING CO.
199 PENTONVILLE ROAD, KING’S CROSS, N.1

Better than a Box at the Opera

WHY face the cold and wet streets or stand in a theatre queue when you at your own fireside can hear the finest orchestras, singers and entertainers in the land through an Ericsson Crystal Receiver? So simple a child can operate it, so efficient it brings in telephony loud and clear up to 25 miles. Consists of Tuner and Detector on an ebonite panel in a polished oak case. All fittings of gold, lacquered or nickelled brass. Just connect one terminal to your aerial, another to the nearest water tap, move one knob and the evening’s entertainment is before you. With one pair of the famous Ericsson ‘Phones it costs £5.

Write to-night for particulars.
THE BRITISH L.M. ERICSSON MANUFACTURING CO., LTD.,
International Buildings, 67/73, Kingsway, W.C.2

Ericsson
CRYSTAL RECEIVER
OFFER YOU THE BEST VALUE

The “Regent” Wireless Receiver

COMPLETE

A splendid self-contained unit for receiving local broadcasting and amateur transmissions. Crystal Detector Type, simple and efficient. Outfit comprises Receiver Unit, as shown, with Tuning Coil and Block Condenser, two Radial Selector Switch Contacts for coarse and fine tuning, 1 pair of Sterling high-grade, sensitive Headphones (type R.1258 4,000 ohms), and separate buzzer, as shown, for adjusting crystal. 100’ Aerial Wire, 4 Insulators, Ebonite Lead-in Insulator, and full and explicit, yet simple, instructions.

Simple to Know Simple to Work Newest and Best

6 GUINEAS

No Batteries, no Accumulators, nor any other outside source of energy required.

Will receive telephony up to 30 miles, and under specially favourable conditions for much greater distances. Telegraphy up to 100 miles.

Wavelength capacity up to 650 metres. Provision is made for the addition of extra coils, to bring the wavelength capacity up to 2,500 metres.

“HILOPHONE” THREE-VALVE SET.

Efficient, compact, easy of operation and of wide radius. Fitted with H.P.R. Patent Automatic Wavelength Indicator. The H.P.R. Hilophone is designed to receive telephony and all kinds of telegraphic signals in the Morse Code. Full operating directions of a simple and non-technical character are supplied with each instrument. Its extreme range of wavelengths is from 300 metres to about 1,000 metres. For all British Broadcasting and for signals on the usual ship and coast station wavelengths, we believe its efficiency is as high as it is possible to secure with three valves. Continuous wave signals are also obtainable throughout its wavelength range except possibly a small portion at the top of its scale varying with the characteristics of the aerial employed. Its extraordinary efficiency is secured by variable reaction on the grid circuit of the detector valve when the tuned high frequency amplifying valve (No. 3) is thrown into circuit. Local oscillations when set up in this manner do not energise the aerial and the instrument is therefore within the Broadcast Regulations, and has been approved by the Post Office Authorities under the Regd. No. 0177. £27 8s. (less valves).

For your Boy’s Set, or for your own, it will pay you to get in touch with HAMLEYS

200-202 REGENT STREET
LONDON W.1.
LISTOLEON
Radiophone de Luxe Cabinet

WILL PLEASE YOU

OBSERVE ENTIRE ABSENCE OF LOOSE WIRES
A really efficient loud-speaking Cabinet and a beautiful piece of Furniture
MAKE A POINT OF SEEING IT AT IDEAL HOME EXHIBITION.
Demonstrations arranged to suit clients.

Write for further particulars to the manufacturers:

RADIOPHONES LTD.

1a, GRANVILLE PLACE
MARBLE ARCH
LONDON, W.1

"SIMPLICITY
WITH
SATISFACTION."

Phone MAYFAIR 1250
Grams—RAPHOLIM
Baker, London.
U.S.A. BROADCASTING in CARNARVON

First Attempt! Perfect Reception!

THE L.F. TRANSFORMER

is of our own well known manufacture with Core of Stalloy and correctly designed to give maximum amplification. Price - 20/- each

INSIST on having “AUCKLAND” TRANSFORMERS.

Carnarvon, N. WALES,

It may be of interest to you to know that recently, while “Listening-In” after midnight, we picked up clear speech and music from an American Broadcasting Station. All the panels (3) (1 H.F., 1 Dect., 1 L.F.) were made up entirely of parts supplied by you, including the H.F. and L.F. Transformers. Our aerial being a poor one we have to rely on the good design of our units for results, which adds credit to the design of your transformers, etc. This was the first and only occasion we have listened for U.S.A. Broadcasting.

Yours faithfully,

THE H.F. TRANSFORMER used was our Pin Type interchangeable pattern, tuned with a small condenser.

Crystal Reception of Broadcast Music is Perfect Reproduction.

Illustrated is our Universal Adjustment Detector, Fitted with 2 Crystals, finished as a High Class Instrument, mounted.

Price : 7/6

THE MOST RIGID CONDENSER ON THE MARKET.

Fitted with Aluminium Top & Bottom Plates. Vane Spacing “072”

Limehurst, Safe, nr. Manchester.

Dear Sirs,

I should like to say how pleased I am with your Precision Condensers illustrated on page 8 of your Catalogue, and I have not come across any better at the price, the nearest being the Mark III made to Government specification regard ess of cost. I cannot understand why you keep them in the backeround.

Yours truly,

(Signed) ———


Factories—ISLINGTON, N. WIRELESS INSTRUMENT MAKERS.
To WIRELESS SET MANUFACTURERS

WE ARE MAKERS OF ALL CLASSES OF CABINETS, BOXES, AND TURNERY FOR WIRELESS SETS

Your Enquiries are solicited.

DELIVERY GUARANTEED. PROMPT EXECUTION

Caxton Wood Turnery Co.

(Proprietor - WALTER HADDON)

Wood Turners for BRUSH RUBBER, ELECTRICAL and SMALL-EDGE Tool Trades

REPETITION WOOD TURNERY for all Trades by Automatic Machinery

Address all Enquiries to:

Caxton Wood Turnery Co., Market Harborough

Telegrams and Cablegrams: HADDON, MARKET HARBORO. Telephone: MARKET HARBORO' 59
No modern contrivance has ever equalled this remarkable device. An exquisitely toned gramophone and a perfect wireless receiving set combined in one handsome cabinet. Think what it means to add to the never-failing pleasure of a cabinet gramophone the joys of listening-in whenever the fancy takes you. Two forms of entertainment and the Wireless Gramophone Cabinet provides the best of both. One is as easy to operate as the other and there is only one inclusive cost.

GRAMOPHONE SPECIFICATION
Magnificent inlaid Sheraton Cabinet Gramophone 3 ft. 6 ins. high, "Britaphone" British Double Spring Motor (plays 4 records with one winding). Accommodation for 100 records and the famous "Fullotone" Sound Box.

Trade Enquiries Invited.

PRICE
Deferred Terms can be arranged.

A full range of Models can be seen at THE SERVICE CO., LTD., 289, High Holborn, W.C.1

WRITE TO-DAY FOR FREE ILLUSTRATED LIST

FULLOTONE

THE CABINET GRAMOPHONE CO.
(Dept. W.W.1), 229, Gt. College St., N.W.1
One of the largest Gramophone Mail Order Houses in London.
T. E. C.

Patent Spring Connections are specially adaptable for Wireless Work.

The EFANDEM CO. LTD

PHONE: 1123 - FALLINGSPARK WORKS - TELEGRAMS: WOLVERHAMPTON "EFANDEM"

Ask for Samples and Illustrated Price List.

TRANSFERS

for Radio Instruments are our Speciality.

If you wish to save money, and mark your manufactures neatly and well, write to

J. H. BUTCHER & CO.,
Solito Works, 498/506, Moseley Rd., BIRMINGHAM.

31, Pall Mall, Hanley, Staffs.

"WHALE FOR WIRELESS"

PHONES—Brown's 4,000 to 120 20/-
Braden 4,000 21/-

VALVES—R Type 19/6 & 14/-
or V4 18/-

INSULATORS—Reel 14/-

Coil Mounts, ebonite 1/3
Condenser Plates, 1 1/3
Condenser, enclosed Vernier 1/6
Phonophane holders 1/6

Receiving set complete from 30/- Complete with Aerial Wire, Insulators and pair of Phones, 23

M.B.—Do away with your crystal or valve detector and fit PHONOPHANE, 15/- each. Call for demonstration.

THE WHALE WIRELESS CO.,
271, Vauxhall Bridge Road, LONDON, N.W.1
Phone: Victoria 5419.

CHARGE YOUR OWN ACCUMULATORS

from THE ELECTRIC LIGHT SUPPLY with the Newcastle Converter

We offer you this CONVERTER which keeps your accumulators charged for less than 2d. weekly.

Direct Current Only.

£8 : 15 : 0 CASH WITH ORDER.

J. BAGGULEY & SON, NEWCASTLE - - - STAFFS.
Dear Sirs,

You will be interested, and, I am sure, pleased, to know that I listened in the early hours of this morning for two hours to the American Broadcast Station, WGY, on your M.H./B.R.2 set, with your Two-valve Amplifier, using three valves only. The reception improved so vastly after first switching on that I induced my wife and son to come downstairs and also listen. With the three valves the Amplifier Loud Speaker gave sufficient strength for a large room.

Many thanks! You have delivered me the goods!

Yours faithfully,

W. N. Ellis.


Two-Valve Broadcast Amplifier, No. M.H./B.R.2A.

It further amplification is desired our M.H./B.R.2.A. amplifier is recommended. This is a Two-Valve amplifier of similar size and design to the Broadcast set above mentioned and is arranged so that the terminals are easily connected.

Means are provided so that one or two valves on this amplifier can be used at will.

A loudspeaker can be used with this apparatus.

The price of the amplifier is 12 12 0

Accessories required are two valves at 17s. 6d. each 1 15 0

The same H.T. battery and accumulator can be used that operates with the Broadcast Set.

Full details of our other M.H. Sets, 1 to 4 valves, of similar and unsurpassed efficiency are mentioned in detail in our NEW M.H. Booklet, 6d. post free.

(All our valve apparatus is manufactured under Marconi Licence.)
ARISTOPHONE PANEL 55
A high grade 2-valve receiver typical of this series. All L.T. and H.T. batteries being contained in the instrument case, each set is easily portable, handsome in appearance and yet readily accessible for inspection purposes.

ARISTOPHONE CABINETS

ARISTOPHONE PANEL 11a
A complete high grade crystal receiver of the Panel series. Brown's Type "A" adjustable Supersensitive Head Telephones are supplied as a standard feature and are self-contained in the case. Exceptionally fine results will be obtained with this instrument.

A complete range of cabinets in all periods, embodying the highest grade 4-valve receivers and the finest cabinet work.

Come and See the complete range of Elwell Wireless;
IDEAL HOME EXHIBITION,
STAND 39, NEW HALL GALLERY
March 1st—24th

C.F. ELWELL
Craven House, Kingsway, London W.C.
No modern contrivance has ever equalled this remarkable device. An exquisitely toned gramophone and a perfect wireless receiving set combined in one handsome cabinet. Think what it means to add to the never-failing pleasure of a cabinet gramophone the joys of listening in whenever the fancy takes you. TWO forms of entertainment and the Wireless Gramophone Cabinet provides the best of both. One is as easy to operate as the other and there is only ONE INCLUSIVE COST.

**GRAMOPHONE SPECIFICATION.**
Magnificent inlaid Sheraton Cabinet Gramophone 3' 6" high, Britaphone BRITISH Double Spring Motor (plays 4 records with one winding). Accommodation for 100 records and the famous "Fullotone" Sound Box.

**WIRELESS SPECIFICATION.**
Best quality elctric crystal set panel. Range 20-25 miles, 100' aerial wire, insulators, pulley, lead-in tubes. STERLING 4000 ohms headphones and all accessories. All royalties included. Ready for immediate use. No skill required.

**Price 12 Guineas**
Price includes packing and carriage paid U.K. We are ACTUAL MANUFACTURERS DISTRIBUTORS, and Sell direct—thus saving intermediate profits.

Write to-day and be among the first to take advantage of this wonderful opportunity. Remember if dissatisfied we guarantee money back in full within 7 days.

**LIST OF WIRELESS ON APPLICATION**
UNION OF COMMERCE, Ltd.
7 & 8, Frederick Place, Old Jewry, Cheapside, E.C.1
Telephone—City 568

---

**GRID LEAK & CONDENSER**

The Condenser is well made and is given a flash test of 1,000 volts, it is neat and compact and can be supplied in any capacity. Our Grid Leak has a very low temperature coefficient and is laboratory tested to its marked value. Resistance and capacity supplied is 2 Meg., and 0000 M.F. respectively, unless otherwise ordered.

Send for our Catalogue, post free, 6d. A copy of which will be posted to applicants immediately on delivery from the printers.

**CARTWRIGHT'S SCIENTIFIC COMPONENTS**
This Component is supplied to some of the largest Manufacturers in the country, is made to a very fine degree of accuracy and cannot be satisfactorily produced at a lower price.

Grid Leak and Condenser  4/3
Grid Leak only with Clips  2/3
Grid Leak only  2/-

**J. L. CARTWRIGHT & CO.**
Stand 23 Manchester All-British Wireless Exhibition, March 17th—24th.

Wholesale Agents for Scotland, Corston Sinclair & Co., 47, Waterloo St., Glasgow.
BROADCASTING RECEPTION SETS
OF EVERY DESCRIPTION, and everything for wireless at everybody's price

THE "DUO"
2-VALVE RECEIVING SET
Designed for Broadcasting only
This Set has a patent coupler and will not radiate.
The High Tension Battery is enclosed, and there are only six external terminals, aerial, earth, 'phones, and low tension.
We claim that this Set is the easiest 2-Valve Set to manipulate on the market.
Price, complete, all accessories for working
including 'Phones, Batteries, H.T. and L.T., Aerial Wire, Insulators
Total £10 12s. 0d
B.B.C. Royalty Stamp, £1 12s. 6d.

THE "PERFECTO"
VALVE SET
Comprises one D.T. valve and one L.F. valve.
Functions alternatively to the Orpheus, this Set giving Volume where the other gives Range.
A Powerful Set for local Broadcasting. Complete 'Phones, Batteries, Accumulator, Valves, Aerial Wire and Insulators for
£10 15s. 0d.
B.B.C. Royalty Stamp, £1 15s. 0d.

ALL INSTRUMENTS PASSED FOR BROADCASTING LICENCE BY G.P.O.

SEND FOR CATALOGUE

THE "ALDERSGATE"
Single Valve Set, complete with all Accessories, including 'Phones, Accumulator, H.T. Battery and Valve
B.B.C. Royalty Stamp
5s. 0d.
If Aerial Wire and Insulators required, 5s. extra.
Hundreds of Testimonials for Efficient Working.

WIRELESS INSTALLATIONS LIMITED
(Dept. C.) 81, Turnmill Street, London, E.C.
(Nearly opposite Farrington Street Station, Metropolitan Railway), five minutes from Holborn Viaduct.
A Wonderful
2 Valve Set

ABSOLUTELY EFFICIENT.
The specification includes—
Variometer tuning (the ideal form)
Range 75 miles. Will operate
loud speaker up to 20 miles range
on P.M.G. Aerial or 4 pairs
of phones at 50 miles. Complete
with 6 V. 66 amp. accumulator
60 V. H.T. Battery, 100 ft. aerial
wire, 4 insulators, 1 pair 4,000
ohm phones. Price including all
Royalties £15.0.0 Write for revised list No. 16 of all
components, and everything wireless.

BOWER ELECTRIC, LTD.
15, GRAPE STREET,
Shaltesbury Avenue, LONDON, W.C.2
Back of Princes Theatre. Phone—Regent 2656.

The Radio Rendezvous,
709 Romford Road, Manor Park, E.

THE MARK OF RELIABILITY

<table>
<thead>
<tr>
<th>Filament Resistances</th>
<th>Potentiometer Resistances</th>
</tr>
</thead>
<tbody>
<tr>
<td>2/- Panel Type with Knob and Pointer</td>
<td>4/6 Panel Type on Ebonite</td>
</tr>
</tbody>
</table>

VOLT & AMMETER
Combined Dead Beat Pocket Type. New and not German.
Splendid Instrument in Nickel Plated Case.
Ideal for Testing Cells and Filament Current.

POST 5/6 NUMBER PAID

OTHER EXCEPTIONAL VALUES

| Aerial Wire, Bright Hard Drawn, 7/24, copper, 3/8 per 100', enamelled, 7/22, 4/- per 100'. |
| Aerial Insulators, Shell Type, 2 x 4 x 9d. | Reel 3d. |
| Ceramic Coils. Full range stocked | 6/- |
| H.F. Transformers (Oojah), plug in type, 200 and 1,000 metres, 5/-; 2,000 6/- |
| Ebonite 3-Coil Holder, 10/-; 2 Coils with tension screws 6/- |
| Telephones Transformers (Army type), 2/6. |
| L.F. Transformers, 15/- each, Radio Inst. make, 25/- |
| Vizzer Condenser, 1-Plate, for panel mounting, 4/- |
| Needle, £/6.00, 10/-; 000/-, 7/-; 000/-, 6/ |
| Wireless Jacks, with plugs, 1/6 the pair. |
| High Note Buzzer (Army type), worth treble, 3/- each. |
| Tapping keys, 2/6. Aluminium casted, 2/6. |
| Lightning Arresters, Carbon block type, each 1/- |
| Ebonite Panel, fitted with 3 valve holders, complete 2/6. |
| Ebonite Panel, fitted with 2 valve holders, complete 1/6. |
| Valve Sockets, per set of 4 with 8 nuts, 6d. Pins, each 1d. |
| Transformer Holder, fitted with 4 terminals and wired, each 3/- Mica, clear ruby, 000" thick, 3 x 3", doz. pieces 1/- |
| Inductance Slide Rod, 1" square, 10" long, drilled, each 5/- |
| Slider, complete with plug for 10" rod each 5/- Contact Stubs, fitted with nut and washer each 1d. |
| Condenser Vacuum, best aluminium, 1/-, doz. pairs 1/- |
| Condenser Spacing Washers, 3/9d., Large, 4d. doz. |
| Condenser Bowel Rod, brass, 12", long, 1d. 12", 1/- |
| Terminals, Mark 3N, plated or P. Brass, 4 B.A., doz. 2/6 |
| Terminals, small pattern, 9d., doz. spade type, 4d. Dublier Condensers. All capacities at prices advertised. |
| Skinderücken Microphone Buttons each 6/- | Condenser Seats, enamelled, 5d., ebonite do. 7d. |
| Fellow 4,000 ohm Headphones, with cords 21/- | Condenser Scales, engraved, 19/ - 19/- each. |
| Brown’s Featherweight Phones, 4,000 or 120 ohms 30/- | Condenser Screwed Rod, brass, if long, 1/2, 4d. |
| Valve Panels, matt surface, ground edges 1/3, 5" x 6", 2/-, 12" x 8", 4/-. 9" x 6", 2/6, 12" x 9", 5/- | Condenser Spacing Washers, flanged edges each 1/- |
| Ebonite Engraved Dials, bevelled edge each 10/- | Ebonite Engraved Dials, bevelled edge with knob 1 3/4 |
| Ebonite Standard Coil Plugs, 13/-, moulded 90/- | Ebonite Standard Coil Plugs, 13/-, moulded 90/- |
| R.A.F. Microphones, exceptional value each 2/- | R.A.F. Microphones, exceptional value each 2/- |
| Oojah Basket Coils, set of 7, 150-5,000 m. 5/- | Oojah Basket Coils, set of 7, 150-5,000 m. 5/- |
| Oojah Coil, set of 7, 150-5,000 m. 7/6 | Oojah coil, set of 8, 300-30,000 m. 10/- |
| Condensers, fixed type, 1/6, with leak 1/- | Condensers, fixed type, 1/6, with leak 1/- |
| Satinflex Insulating Tube, all colours and sizes yard 5d. | Satinflex Insulating Tube, all colours and sizes yard 5d. |
| Condenser Scales, engraved, 5d., ebonite do. 7d. | Condenser Scales, engraved, 5d., ebonite do. 7d. |
| Accumulators, 2 volt 45 amp. hr., fully charged, 10/- | Accumulators, 2 volt 45 amp. hr., fully charged, 10/- |
| B.T. Batteries, Ever-ready and Siemens all sizes. 1 1/6, 5" x 6", 2/-, 12" x 8", 4/-. 9" x 6", 2/6, 12" x 9", 5/- | B.T. Batteries, Ever-ready and Siemens all sizes. 1 1/6, 5" x 6", 2/-, 12" x 8", 4/-. 9" x 6", 2/6, 12" x 9", 5/- |
| Dewar Switches, D.P. (changeover) each 3/- | Dewar Switches, D.P. (changeover) each 3/- |
| Basket Coil Boxes, fitted standard coil plug, 3/- dia. 1 1/9 | Basket Coil Boxes, fitted standard coil plug, 3/- dia. 1 1/9 |
| Dacron Adaptors, Dublier make 10/- | Dacron Adaptors, Dublier make 10/- |
| Ebonite Switches, S.P. tumbler type 11 in. diameter 1 1/3 | Ebonite Switches, S.P. tumbler type 11 in. diameter 1 1/3 |
| Pot and Socket Twinwire Connectors, "Malenco" 7d. | Pot and Socket Twinwire Connectors, "Malenco" 7d. |
| Airweight 4000 ohms double phone corded 15/- | Airweight 4000 ohms double phone corded 15/- |
| Pocket Voltimeters, nickel plated, £6-5/- | Pocket Voltimeters, nickel plated, £6-5/- |
| Pulley Blocks, Aluminium, ex G.O.V. 1/6, galvanised 9d. | Pulley Blocks, Aluminium, ex G.O.V. 1/6, galvanised 9d. |
| Aerial Insulators, Ebon. patent pattern 1/- | Aerial Insulators, Ebon. patent pattern 1/- |
| Write for Free Sample Supplementary Price List of Exceptional Values | Write for Free Sample Supplementary Price List of Exceptional Values |

Price, ready to connect to aerial 17/6
Postage and Packing 2/1 extra.
3rd BULLETIN OF RESULTS

10. From Berkhamsted.
I have tested the Condensers and find them most satisfactory, smooth and regular in working and absolutely free from the clicks that too often spoil the performance of the rotary Vane type of V.C. I have used a dozen different makes of the old kind of Condenser and have never found anything so good as the "Polar" type.

11. From Cambridge.
I have one of your "Polar" .001 Condensers and fixed it very satisfactory. Have you a similar .0005 Variable one? If so, at what price?

12. From Burnley.
Re the last .001 Condenser you sent me. It works a treat. The plate condensers have not a look in with your "Polar" type. The one I am now ordering is being fixed in the place of the ordinary type and I am advising my wireless friends to take up the "Polar" type.

13. From Denmark. 29.1.1923.
Thanks for quick handling of my order of 2.1.23. I am extremely satisfied with the Condensers which, with a temporary triode valve set, give me signals from PXX (Bandoeng, Java), NZR (Caye, Porto Rico) and others which, before, I have been unable to get on account of noises from condensers. On short wavelengths it is very useful that the capacity varies according to a logarithmic curve (I estimate it to be this), which gives finer adjustment with small series Condensers. Thus, I get GNF and GLV (due to the "Polar" Apparatus at both ends). This is on a twin phosphor-bronze aerial, length 75', average height 60' only, wires spaced 4'. On three sides it is screened by A.C. mains and on the fourth by the house, while at the lower end it is only 10' from a distribution switchboard for the local telephones.

14. From Sheffield.
The condensers are extremely neat and apparently have both brains and engineering skill built into them.

15. From Newbury.
We are glad to tell you that the Polar Condensers we have sold are giving universal satisfaction. These refer to the now famous "Polar" Variable Condenser, Panel Mounting Type, R.A.36. This condenser is now available in 3 ranges:

- 0.0005 to 0.0008 mfd.
- 0.0009 to 0.0006 mfd.
- 0.001 to 0.003 mfd.

At one price, 14/9 post free. Or in polished mahogany case, 20/0 post free.

THE RADIO COMMUNICATION CO. LTD
(Suppliers of the G.P.O. Installations at North Foreland (G.N.F.) and Seaforth (G.L.V.), of Coastal Stations for various Colonial Governments, and of Ship's Radio for most of the Great Shipping Companies.)

34/35, NORFOLK STREET, LONDON, W.C.2
BRANCHES—NEWCASTLE—17 Sandhill. GLASGOW—116 Hope Street. LIVERPOOL—67 Dale Street. SOUTHAMPTON—19 Queen's Terrace. ABERDEEN—9 Hadden Street.
MARCH 10, 1923
THE WIRELESS WORLD AND RADIO REVIEW

BUTTLO
Broadcasting Sets

Licensed by Marconi Co. for Amateur use in Great Britain and Ireland.
2-Valve Set highly finished in solid mahogany cabinet £11 15:0. All fees paid. Valves, etc., not included.
FULLY ILLUSTRATED LIST POST FREE 4d.
H. D. BUTLER & Co. Ltd.
Showrooms: BARCLAYS BANK BUILDINGS,
222, Great Dover Street, Borough, S.E.1.
Telephone: Hop 3009

GENTS' "TANGENT" FILAMENT RHEOSTAT
STURDY, SOUND & RELIABLE

Send for latest prices of-
GENTS' "TANGENT" FILAMENT RHEOSTAT
GENTS' "TANGENT" L.F. TRANSFORMER.
GENTS' "DISCOL" H.F. TRANSFORMER
and other fittings.

GENT & Co. Ltd., Radio Dept., PERRY BARR,
LEICESTER
LONDON: 25, Victoria Street, S.W.1.
NEWCASTLE-ON-TYNE: Tangent House, Blackett Street.

Wireless
You CAN get it on the
ASHDOWN
New 2-Valve B.B.C. Set
Approximate range with Standard Aerial
200 MILES

With Birmingham as a centre, covers Manchester, Cardiff, Newcastle and London. The latter, to the exclusion of Birmingham, can be got on a

Loud Speaker

Set only Complete B.B.C. and Marconi Rty.
£11 0 0 £18 10 0 £3 0 0

H. E. Ashdown (Birmingham) Ltd
Wireless Apparatus Manufacturers
PERRY BARR — BIRMINGHAM
Tel.: Segment 'Phone: Northern 859

CONDENSER VANES
BRASS TERMINALS
VALVE LEGS & STUDS
EBONITE DIALS
(Complete with knobs)
EBONITE VALVE HOLDERS

We Supply all Wireless Accessories. Large stock on hand. Send for Catalogue to the Manufacturers.

H. CLARKE & CO.
(Manchester) LIMITED
Atlas Works, Eastnor St., Old Trafford, Manchester.
'Phone: 683 & 791 Trafford Park, "Persival, Manchester."
A COMPLETE

FROM CRYSTAL TO
MULTI-VALVE SETS

All our Broadcasting Models are self-contained instruments fitted with high frequency amplification, 300-4000 metres wavelength range, bringing in the British and Continental Telephony without any additional accessories.

We are the most experienced designers of High Power receivers in the World.

RADIO INSTR

Managing Director: J. Joseph, M.I.E.E.
Chief Designer: W. A. Appleton, M.B.E., M.I.R.E., late Admiralty

ONLY ADDRESS: 12, Hyde St.,
Works, Offices and Showrooms

Crystal Receiver.
Price £14 17s.
P.O. Regd. No. 122.
TE RANGE

TO MEET ALL REQUIREMENTS

24 Broadcasting Models will be shown at the Ideal Home Exhibition, Stand 41. Inspection of this wonderful display of instruments will convince you that R.I. sets are the finest on the British Market.

All bear the Broadcasting Seal and G.P.O. registered No.

Our latest attractive showcard and catalogue will be sent on application.

UMENTS LTD.

Technical Research Officer.

New Oxford Street, W.C.1


4-Valve Set. Price £33 10s. Valve Amplifying Receiver alone, without accessories, £27 5s. P.O. Registered No. 0112.
REPUTATION

CONFINES YOUR CHOICE TO R.I. PRODUCTS.

The R.I. intervalve transformer is universally acknowledged the most perfect intervalve transformer ever produced.

Requests for supplies of these transformers have been received from all parts of the world.

Winding and Insulation is by a patented process, every individual turn being specially insulated from adjacent turns as well as between layers. Tested at 2,000 volts. Can be used for Power amplification at 400 volts.

DIMENSIONS are reduced to the smallest limit consistent with absolute reliability: 3½" wide, 2½" over feet, 3½" deep. The unusually heavy wire eliminates a common weakness in other designs where efficiency and reliability are sacrificed to space.

CONSTRUCTION is on exactly similar lines to power transformers. The closed core is built up from best quality stalloy iron laminæ, and they are therefore distortionless.

IMMUNITY FROM BREAKDOWN is assured by scientific design and careful construction, coupled with high insulation, large gauge wire, and efficient dimensions. Comparative tests confirm the superiority of our designs.

BEWARE OF IMITATIONS. Since this transformer became famous there have been many imitations. Intending purchasers of an R.I. transformer should therefore see that the name R.I. Limited is engraved on each instrument. No others are genuine.

Price: Intervalve Transformer 25/-, Telephone Transformer 20/-

RADIO INSTRUMENTS LIMITED


ONLY ADDRESS.
Works, Offices and Showrooms: 12, Hyde Street, NEW OXFORD ST., W.C.1

Telegrams: Intradio, London.
Accumulators for Wireless

As manufacturers of accumulators for over 30 years, we are placing the following range upon the market, confidently recommending them to all requiring a reliable battery for Wireless work.

Cheapest First-Class Accumulator on the Market

<table>
<thead>
<tr>
<th>TYPE</th>
<th>VOLTS</th>
<th>Capacity (amp. hrs.)</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>W.P.0</td>
<td>4</td>
<td>20</td>
<td>14 9</td>
</tr>
<tr>
<td>W.P.1</td>
<td>4</td>
<td>40</td>
<td>1 0 0 5 0</td>
</tr>
<tr>
<td>W.P.2</td>
<td>4</td>
<td>60</td>
<td>1 5 6 5 3</td>
</tr>
<tr>
<td>W.P.3</td>
<td>4</td>
<td>80</td>
<td>1 12 0 5 6</td>
</tr>
<tr>
<td>W.P.4</td>
<td>4</td>
<td>100</td>
<td>1 18 6 5 10</td>
</tr>
<tr>
<td>W.P.5</td>
<td>6</td>
<td>20</td>
<td>1 1 6 5 0</td>
</tr>
<tr>
<td>W.P.6</td>
<td>6</td>
<td>40</td>
<td>1 10 0 5 3</td>
</tr>
<tr>
<td>W.P.7</td>
<td>6</td>
<td>60</td>
<td>1 18 6 5 10</td>
</tr>
<tr>
<td>W.P.8</td>
<td>6</td>
<td>80</td>
<td>2 7 6 7 0</td>
</tr>
<tr>
<td>W.P.9</td>
<td>6</td>
<td>100</td>
<td>2 18 0 7 6</td>
</tr>
</tbody>
</table>

SPECIAL TERMS FOR BULK PURCHASES.

HEADPHONES

Purchase of Entire Stock of Headphones from Important British Firm.

These phones, which are of high resistance, are of the very highest grade, and are probably as excellent as the very finest phone in existence. Light in weight and elegant in appearance, and will take the first place in any wireless set of equipment. Every pair stamped B.B.C. The first 10,000 to be retailed at 21/- per pair.

Factors please apply for quotations.

Dutch Valves 8/- each.

E. M. FLETCHER, 158, Dudley Road, BIRMINGHAM
To Manufacturers, Traders, Etc.

WANTED

Keen prices for the Supply of Valve Sets, Crystal Sets, and Wireless Parts and Material of every description.

MILE END TRANSPORT CO., LTD.,
Wireless Dept.,
146, BRIDGE STREET, MILE END, E.3

EBONITE

PARTS FOR WIRELESS

SPECIALY TURNED TO
INDIVIDUAL REQUIREMENTS

Enquiries for wholesale Quantities invited.
A. H. CLACKSON, LTD. Vulcinite Manufacturers
White Hart Works, London, N.22

POLISHED EBONITE SHEETS

Wholesale trade only

PIDGEN BROS.
25, Helmet Row, Old St.,
LONDON, E.C.1

WIRELESS CABINET MANUFACTURERS
MAHOGANY VALVE BOXES (POLISHED)
7 x 5 x 2 1/4, 2 1/2 each: 4 1/4 x 4 1/4 x 2 1/4, 1/3 each:
8 1/4 x 4 1/4, 3 1/2 each.

MAHOGANY FINISH VALVE BOXES (POLISHED)
7 x 5 x 2 1/4, 2 1/2 each: 4 1/4 x 4 1/4 x 2 1/4, 1/3 each:
8 1/4 x 4 1/4, 3 1/2 each.

MAHOGANY BASES (POLISHED)
Large, 2 1/8 each. Small, 1 1/2 each.

MAHOGANY GROOVED INDUCTANCE ENDS (POLISHED)
Large, 1 1/8 each. Small, 1/8 each.

INDUCTANCE COILS
12 x 4 1/4 24 ESWG, 3 1/2 each. 9 1/2 x 3 1/2 24 ESWG, 2 1/2 each.
Postage 1/- extra on each article. Any excess refunded.

CABBER BROS.
FOR ALL RADIO REQUISITES

Agents for LESLIE McMICHAEL, LTD., for Woking and district.

Single Valve Sets ..... £5 5 0
Two Valve Sets ..... £8 0 0
Three Valve Sets ..... £14 14 0
Four Valve Sets ..... £25 0 0

89-93, CHERTSEY ROAD, WOKING

SKINDERVIKEN BUTTON,
THE SUPERSENSITIVE MICROPHONE.

World-wide Patents. ENGLISH Manufacture.

For LOUD SPEAKERS, MICRO AMPLIFIERS, ELECTRICAL GRAMOPHONE
REPRODUCERS.

Invaluable as Detectophone, as it can be
used in ANY POSITION, i.e., either
HORIZONTAL or VERTICAL.

PRICES.
Type " A "—Carbon Electrodes (eliminating all
"frying" noises) each 7 6
Type " B "—Brass Electrodes ..... 5 6
Receivers (special Low Resistance) ..... 10 0
Gramophone Attachment (for Electrical Reproduction) ..... 1 22

BOOKLET (16 Pages fully illustrated) containing much
useful information for all interested in Electrical Sound
Transmission.

POST FREE 6d.

Sole Proprietors
MIKRO, LTD. 274-276, Pentonville Road, London, N.1.
(Opposite King's Cross, Met.) Railway Station.

A PERFECT SOLUTION
which does away with all inconvenience and trouble in the
charging of your Accumulators.

Our Charging Switch
can be used on any D.C. Circuit irrespec-
tive of voltage, capacity 5 amps.

PRICE
£1 7 6

Prov. Pat. 32876 22.

TRADE ONLY SUPPLIED.
Orders booked for delivery in rotation.
Leaflet post free.

Pressland Electric Supplies Ltd.
WHOLESALE FACTORS,
HAMPTON-ON-THAMES.
The London Telegraph Training College, Ltd.

Telephone: WESTERN 2896. Morse House, Earl's Court, S.W. ESTABLISHED 25 YEARS OFFICIALLY RECOGNISED BY THE WAR OFFICE AND POST OFFICE AUTHORITIES CABLE AND WIRELESS TELEGRApHy.

Parents desiring of placing their sons in either of the above Services and of affording them the best training facilities should apply for particulars of Courses and the methods of instruction which place this Institution in the first rank. Cable Telegraphy offers the present time excellent prospects to youths from 15 years of age and upwards, and the College has exclusive facilities to obtaining posts for qualified students in the leading Cable Companies at commencing salaries of £100 to £300 per annum, with yearly increments of £12 to £25, and ultimate possibilities of obtaining positions as Supervisors, Assistant Superintendents, Managers, etc.

In the Wireless Telegraph Service the commencing remuneration at the present time is approximately £150 per annum, and operators when qualified are nominated by the College for appointments as and when they occur. No correspondence classes or branches.

DAY AND EVENING CLASSES.
Prospectus containing all information will be forwarded on application to THE SECRETARY (DEPT. H.), 262, Earl's Court Road, Earl's Court, London, S.W.5.

EBONITE OF QUALITY

As actual manufacturers of Ebonite, we are able at all times to produce a quality that will meet every condition of the job in hand. That is why we are pleasing all our customers among the wireless manufacturers at home and abroad.

WHOLESALE ONLY. WRITE FOR LIST.

HIGHTENSITE LTD.
Normandy Works, Custom House, E.16

Phone: EAST 3153.

ACCUMULATORS

4 Volt 40 Amp. 18/- 6 Volt 40 Amp. 26/3
4 " 60 " 21/6 8 " 60 " 32/9
4 " 80 " 28/2 8 " 80 " 37/3
4 " 100 " 30/- 8 " 100 " 43/6
Metal carrying cases for above, with strong strap handle, from 2/- each.

SPECIAL OFFER.
6 Volt 20 Amp. Accumulators in celluloid at 18/- each, absolutely new, but shop soiled.

WIRELESS GOODS.

Headphones, 4000 ohms .. each 22/6
L.F. Transformers .. .. .. .. 14/6
Coil Plugs .. .. .. .. each 2/-
Special Line of KNIFE SWITCHES on Ebonite and on Porcelain at lowest prices. WRITE FOR LISTS.

GOOD DISCOUNTS TO TRADE.

F. YATES & SON, LTD.
WHOLESALE ELECTRICIANS,
144 Church St., Kensington, London, W.8
Phone: 42276. (One minute from Notting Hill Gate Central London & District Rly.)
Wireless Valves
Simply explained

This is probably due to the fact that up to recently there has not been published an authoritative book giving an explanation in non-technical language. Now, however, in this new book by John Scott-Taggart, F.Inst.P., Editor of Modern Wireless, you will find the most complete and understandable explanation of Reaction yet written.

Get a copy to-day and begin to appreciate how your Receiving Set works—you will soon find that accurate Radio knowledge will double its efficiency.

From all Booksellers and Newsagents or from our Stand No. 5 at the Ideal Home Exhibition, Olympia.
Messrs. LONGMANS & CO.'S LIST

TEXT BOOK ON WIRELESS TELEGRAPHY
By RUPERT STANLEY, B.A., LL.D., M.I.E.E.
8vo. With Illustrations.
Vol. I.—General Theory and Practice. 15s. net.

"The work is copiously illustrated and these, with the extremely lucid letterpress, make Mr. Stanley's books a valuable addition to the text-books on wireless telegraphy."—Syren and Shipping.

Manuals of Telegraph and Telephone Engineering.
Edited by Sir WILLIAM SLINGO.

TELEPHONIC TRANSMISSION, Theoretical and Applied.
By J. G. HILL, Assistant Staff Engineer, G.P.O., London.
With Diagrams and Illustrations. 8vo. 21s. net.

PRINCIPLES AND PRACTICE OF ELECTRICAL TESTING.
As applied to Apparatus, Circuits and Machines.
With Diagrams. 8vo. 18s. net.

LONGMANS, GREEN & CO.
39, Paternoster Row, London, E.C.4

THE "SUPERFONE" TWO VALVE BROADCAST RECEIVER
TELEPHONY RANGE 250 MILES

WRITE FOR PARTICULARS TO THEM MANUFACTURERS
THE CHELMSFORD RADIO ENG. CO., CHELMSFORD.

LOUD SPEAKERS at 39/-, usual price 52/6
Resistance 2,000 ohms. Unequalled for clear tone. Fitted with adjustable regulator for controlling volume of sound.

PHONES
Adjustable Head Bands, 4,000 ohms 21/- and 25/-
The above goods on three days' approval against cash with order. Carriage paid.

H.T. BATTERIES
15 Volts 60/-
36 Volts with Wander Plugs 60/6
60 Volts with Wander Plugs 15/-
BEST LONDON MAKE, AND EQUAL TO THOSE SOLD AT MUCH HIGHER PRICES.

LEADING-IN TUBES
6" Best Quality Ebonite each 8d.
9" Best Quality Ebonite each 1/-
12" Best Quality Ebonite each 1/3
15" Best Quality Ebonite each 1/6
In 4 and 1 gross lots to the Trade.

ALL ORDERS EXECUTED IN STRICT ROTATION.

LESLIE REYNOLDS
7, Fosket Road, Hurlingham, S.W.6
Doing away with the aerial

THE “DUCON”

Where there is electric light, an aerial is unnecessary. Plug a “Ducon” into an ordinary lamp holder or wall socket, connect to the wireless receiver and you will receive the broadcasting perfectly.

The set is quiet, there is no noise from the mains, and the “Ducon” is perfectly safe to use, consumes no current and does not affect the electric light in any way.

The “Ducon” is applicable to all types of receivers, from crystal to multi-valve.

The Ducon is obtainable from all leading wireless dealers, electrical contractors and stores, or direct from the makers.

Dealers not yet stocking are invited to write for trade terms. Over 50,000 in use.

THE DUBILIER CONDENSER CO. (1921) LTD.,
Ducon Works, Goldhawk Road, Shepherd's Bush, London, W. 12
Telephone—Hammersmith 1084. Telegrams—“Hivulcon, Phone, London.”
FROM SWEDEN TO SPAIN THE RELIAPHONE WINS APPROVAL

Its merits have been appreciated by the Legions of Listeners-in who have tried it out. To operate it is to experience a new thrill of satisfaction.

QUICK & EASY TUNING. GREAT RECEIVING RANGE. CLEAR & LOUD RECEPTION.

Reg. P.O. No. 0195.

Type tested and approved by the Postmaster-General.

The Super Reliaphone No. 4.

THE KING FOR LOUD SPEAKERS.

LETTERS OF APPRECIATION:

M. B. MACRAE & CO.,
Wireless Supplies,
12, Friar Street, Reading.

M. BYLES,
F. A. McDoNELL
R. A. Etherington

MESSRS. THE WHOLESALE WIRELESS CO., LTD., 103, FARRINGDON ROAD, LONDON, E.C.1
February 6th, 1923

DEAR SIRS,

We beg to acknowledge receipt of the following goods despatched by you on January 31st, 1923:
1 Reliaphone.
2 Reliaphone No. 4.
2 Pairs Headphones.
1 60V. Battery and plugs.
2 Insulators.

The Reliaphone is working exceedingly well, and good results are obtained from London and Birmingham. We shall be glad to receive the Brown Loud Speaker at an early date, and trust you will endeavour to send same at your earliest convenience.

Yours faithfully,
M. B. MACRAE & CO.

E. D. Botwright,
Eight years’ Practical Wireless Experience.

G. Collett,
Electrical and Mechanical Engineer.

ELECTRICAL & RADIO SUPPLIES
Mint Walk, Croydon.

MESSRS. THE WHOLESALE WIRELESS CO., LTD., 103, FARRINGDON ROAD, LONDON, E.C.1
February 24th, 1923

DEAR SIRS,

Following our telephone message of this morning, we were pleased to receive the two single-valve sets and 1 Note Magnifier, and have pleasure in enclosing our cheque in settlement of same. We consider this the finest single-valve set we have had through our hands, and are strongly recommending it to our clients. We have personally worked a Loud Speaker with this set, and are enclosing you an order for six sets. Please let us have them immediately.

Yours faithfully,
p.p. ELECTRICAL & RADIO SUPPLIES.

E. D. Botwright,

8th years’ Practical Wireless Experience.

G. Collett,
Electrical and Mechanical Engineer.

ELECTRICAL & RADIO SUPPLIES
Mint Walk, Croydon.

THE WHOLESALE WIRELESS CO., LTD.
103, FARRINGDON ROAD, LONDON, E.C.1
Telephone—CLERKENWELL 5312.
L.F. Intervalve Transformers to the Trade

Keen Prices Quoted.

These transformers are the result of careful study and experiment. They are absolutely distortionless and yet give a transformation ratio of 4:1. We can guarantee complete satisfaction to any purchaser.

Price 14/- each.
Postage 1/- extra.

The Radio Rendezvous,
709 Romford Road, Manor Park, E.

R. Egerton-Green & Co.
Manufacturing Electrical Engineers
ESTABLISHED IN 1913
AND STILL IN THE FRONT LINE OF THE WIRELESS MOVEMENT TEN YEARS LATER

Write, Phone or Call FOR OUR FREE LIST

Our Showrooms are still at the same address
22, DYOTT STREET
New Oxford Street
London, W.C.1
(A few yards from Henry Clay)

TRADE ENQUIRIES INVITED
Interference — the bogey of all long-distance work!

If you live near a high-power long-distance station, you are fairly certain to be troubled by its harmonics. You may not always recognise it but the trouble will be there all the same.

The easiest way to cut out this interference is to use a stage of H.F. Amplification and a Frame Aerial. The Frame Aerial being very directional will enable you to tune out the unwanted station and the H.F. Valve will amplify the speech to make up for the strength you lose by not using an outside aerial.

Or, again, if you live very close to one Broadcasting Station and want to listen to one much farther away, the combination of Frame Aerial and H.F. Amplification will enable you to tune out near-by broadcasting stations. The experimenter using Peto-Scott Units is in the happy position of being able to use just as many Valves as he can conveniently handle at a ridiculously low cost. The Tuner Unit, with its Series-Parallel and Stand-by Tune Switches is undoubtedly one of the most efficient ever designed.

If you would know more of this perfected Unit System, send 6d. to-day for a copy of "Radio" an interesting little Book showing exactly how each Unit is constructed.

---

PRICE LIST SETS OF PARTS.

No. 1. Tuner Unit 27/6  No. 2. L.F. Amplifying Unit 33/6
No. 2. Condenser Unit 42/-  Cabinets for 1, 3, 4 and 5  3/-
No. 3. H.F. Amplifying Unit 13/6  Cabinets for No. 2  7/-
No. 4. Detector Unit 17/6  Valves extra. Postage extra.

THE PETO-SCOTT Co., Ltd.,
FEATHERSTONE HOUSE,
64, High Holborn, W.C.1
TARIFF. — Advertisements are accepted for this Section at the rate of twopence per word, with a minimum charge of two shillings. The advertiser's name and address will be charged for, and single letters and single figures will be counted as words. Compound words will be counted as two words.

DEPOSITS. — All advertisements must be prepared in the form of Postal Orders. The remittance being forwarded to Messrs. Bertram Day & Co., Ltd., 9 & 10, Charing Cross, S.W.1.

Intending purchasers may deposit the purchase money of any article advertised or sold by advertisers with Messrs. Bertram Day & Co., Ltd., who will acknowledge its receipt to the vendor and the depositor the full addresses of whom should be given. Subject to special agreement between the parties, it is understood that all goods are sent on approval, each party paying carriage one way in the event of the goods being returned. The deposit will be retained until the execution of the completion of the purchase has been given or until the articles have been retained and accepted. In order to cover postage, etc., a fee of 6d. in respect of sums of £1 and under, and 1s., for sums in excess of £1, must be paid at the same time as the deposit.

FOR SALE. — B.A. Screws, Nuts and Washers, assorted gnos. 2s. 6d. lists 2d. Trade supplied — J. H. BENTLEY, Station Road, Wibbledy, Longpre.


Sound Speaker Horns. Guaranteed perfect acoustic. Enamelled black matt, complete with polished aluminium base for receiver, 5s. 6d. Post, etc., 5s. 9d. — MIDLAND Radiophones Co., Hearnall Works, Coventry.

All Wireless and Electrical Goods stocked at 9, Colonial Road, Alkine, near Alkine Station. Haslaed place for City buyers. — LEWIS Dixon & Co., Telephone No. 4166.


DEPOSITS. — All advertisements must be prepared in the form of Postal Orders. The remittance being forwarded to Messrs. Bertram Day & Co., Ltd., 9 & 10, Charing Cross, S.W.1.

Intending purchasers may deposit the purchase money of any article advertised or sold by advertisers with Messrs. Bertram Day & Co., Ltd., who will acknowledge its receipt to the vendor and the depositor the full addresses of whom should be given. Subject to special agreement between the parties, it is understood that all goods are sent on approval, each party paying carriage one way in the event of the goods being returned. The deposit will be retained until the execution of the completion of the purchase has been given or until the articles have been retained and accepted. In order to cover postage, etc., a fee of 6d. in respect of sums of £1 and under, and 1s., for sums in excess of £1, must be paid at the same time as the deposit.

FOR SALE. — B.A. Screws, Nuts and Washers, assorted gnos. 2s. 6d. lists 2d. Trade supplied — J. H. BENTLEY, Station Road, Wibbledy, Longpre.


Sound Speaker Horns. Guaranteed perfect acoustic. Enamelled black matt, complete with polished aluminium base for receiver, 5s. 6d. Post, etc., 5s. 9d. — MIDLAND Radiophones Co., Hearnall Works, Coventry.

All Wireless and Electrical Goods stocked at 9, Colonial Road, Alkine, near Alkine Station. Haslaed place for City buyers. — LEWIS Dixon & Co., Telephone No. 4166.

### Electradix Radios.

**EVERYTHING FOR WIRELESS, DYNAMOS, CORDS AND EBONITE, Etc.**

- **AMPLIFIERS**, 1 Valve, £2. 3-Valve Mark III and IV, £10 - 10.
- Brown's Amplifier, equal 2 valves, £5.

**FOR SALE—continued.**

- **Special New Detector** (Prov. Patent).—Airtight container, automatic adjustment, very compact. Guaranteed unequalled example of simplicity and permanence of adjustment. Individually tested on a kilowatt, over hundred miles. Backed by 15 years' specially trained experience. £6, each.
- **Wallace**, 113, St. James Road, Upper Tooting, S.W.7.
- **Experimenter's Parcel** of 50 brass terminals, washers, nuts and screws, £1. 3d. post free.
- **Gardner**, 1, Caxton Road, London, N.2.
- **H. B. Practice Buzzers,** with tapping keys, 55, each. 80 Metre transmitting sets, slightly damaged, 12s. 6d. each. Air Force Heli transmitting sets, slightly damaged, 12s. 6d. each. Single-way Dewar switches, 15s. 6d. and 25s. 6d. each. Below:
- **B. B. C. Crystal in Ebonite Casket,** Portland's come with it.
- **Drilling.**
- **Engraving.**
- **Wires.**
- **Buzzers,** 10s. each.
- **Transformers,** separate or all seven as desired. R.A.F. type, fitted with terminals, to allow of using either the 3 H.F. or the 3 L.F. values separately or all seven as desired. Price £12. Also 001 variable condenser, naval pattern in stout glass jar, 30s., and loud speaker £1. Full details of all instruments on application to Box 13, Bertram Day's Advertising Offices, 9 and 10, Charing Cross, E.W.

**Four-Valve Receiver.** H.F. Detector, 2 L.F. tuned anode system, valves, coils, £25. £35. Also Radio instruments, one-way, 15s., with telegraph transformer.

- **New Brown Amplifier,** £4 15s. Also Radio instruments, 3-Valve Mark III with telephone transformer, £4 15s. — Marlow, High Maplethorpe, Essex.

### PORTLAND'S BRITISH EBONITE

**6, Cheapside, E.C.**

- **36” 18” 30”-Panels.** (11 square inch)
- **And 32, Northampton Square, Clerkenwell.**
- **188, Blythe Road, Hammersmith.**
- **‘Phone 4408 Clerkenwell.**

**Stock Ready.**

**Mail Orders to—**

- **6, CHEAPSIDE, E.C.**

**AERIAL Wire, 100’** 3 9
- **Insulators, Reel** 26d.
- **Leading-in Tubes, per inch** 1d.
- **Inductance** — Ebonite, per inch 9d.
- **Isolo, per inch** 3d.
- **Cardboard, per inch** 1d.
- **Ebonite, 20 tappings** 12 6

**CRYSTALS**

- Amosite Granula (1” AGR”) 1 9
- Hertzite 1 6
- Silicon 4d.
- Detectors, double claw, glass cased 4 6
- Condensers, Fixed Dubilier 3 0
- Condensers, Variable (parts), 001 9 8
- Brass Parts (better send sample order and ask for price list)
- Coils 5 0 to 12 8

**TERMS:**

- **Trade enquiries invited at all addresses or from country and abroad to 6, CHEAPSIDE, E.C.**
- **PHONES.** I stock 500 all makes, 10/6 to £2 10 0—. I advise 20/- “Portland’s Selection.”
- **L.F. TRANSFORMER—“The Portland”** 14 6
- **(Trade see this transformer).**
- **Sullivan, 25—Boyes, 30—. Most makes in stock.**

**WIRELESS—BUZZERS, LOUDSPEAKERS, PULLEYS, COILS, MICA, TINFOIL, SLEEVING, DRILLING, ENGRAVING.** If possible send me sample order and my price list will come with it.

**SETS**

- B.B.C. Crystal in Ebonite Casket (Portland’s make) £5 0
- Parts £1 12
- B.B.C. 2-Valve and Crystal £10 10
- Parts £3 3

**James Portland**

(Mail Orders),

**6, Cheapside, LONDON.**
WIRELESS SETS
SUPPLIED AND INSTALLED.
C. J. WILKIN & SON,
145, HIGH STREET, WOOLWICH, S.E.18.
TRADE SUPPLIED. Tel. No. Woolwich 330.

WIRELESS CABINETS
PROMPT DELIVERIES
COMPETITIVE PRICES
PICKETT BROS.,
Albion Rd., BEXLEYHEATH, S.E.

PILKINGTON TRANSMITTER
CANNOT PACK
For Wireless or ordinary Telephone. An entirely new principle, having a Definite Range. Highly Sensitive, used with any receiver. Functions with less than One Millionth of a complete cancelled current. Long Range. Patents granted in Great Britain and applied for abroad. Small complete transmitters, 7/6. Larger, over 20 M.A., 10/-.
BASIL A. PILKINGTON,
15, Melville Place, Edinburgh.

VARIOMETERS
WOUND FOR 300 TO 500 METRES, FOR PANEL MOUNTING, COMPLETE WITH KNOB AND EBONITE DIAL 13/4 EACH.
POST 9d. WIRELESS PRICE LIST, 9d.
WM. SINCLAIR
90-94, TRISTLE STREET, EDINBURGH.

Bamboo Poles for Aerials
AND BAMBOO OF EVERY DESCRIPTION
FROM TWIGS TO YACHT Masts
Large Stocks always on hand.
A. E. DAVIES & CO. (Importers),
104, LEVER ST., CITY RD., LONDON, E.0.1

SITUATIONS WANTED.
Young Man, desires position, salesman or demonstrator preferred, five years practical experience in wireless. Good reference.—Box R.13, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.
Young Man, aged 20, desires position as salesman or demonstrator. Practical experience installation work. Good telephone and practical knowledge modern apparatus, business experience including wireless trade, good salesman, seeks situation with better prospects in reliable firm.—Box E.11, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

SITUATIONS VACANT.
Salesman with Good Selling Experience and a knowledge of wireless required immediately to represent reliable London firm for the sale of wireless sets. Apply stating age, and full particulars of experience, to Box R.8, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.
Several Practical Wireless Men Wanted for assembling and designing. Must have good experience. Moderate wages to commence. Good prospects for keen workers. Apply in person.—NATIONAL WIRELESS CO., 74, Church Road, Acton, W.3.
Wireless Sales Manager Required. Must have held similar position previously. Write stating qualifications and salary expected.—Box W.12, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

MISCELLANEOUS.
Wireless Subjects. Commercial required for elementary articles or experiments. Good rates paid. Write Box 1593, SELLING ADVERTISING OFFICES, Fleet Street, E.C.1.
Commanding Business Premises of handsome elevation to be let or sold. Magnificent ground floor basement, and 6 upper floors. Would be divided. Centre of scientific instrument and motor trade. Lift. Central heating. Finest show rooms in London.—Write Box 1595, SELLING ADVERTISING OFFICES, Fleet Street, E.C.1.
Master Cabinet Maker and electrical and surgical instrument specialist. Finest workmanship guaranteed. Strictly lowest terms. Let me quote you.—S. T. LEDGE, 131, Gloucester Road, Chalk Farm.
Valves Required. New filaments fitted in valves, 6d. each post paid.—LILLEY & FLINT GLASS COMPANY, LTD., Electric Lamp Manufacturers, Aire Bank Road, Hunslet, Leeds.
Accumulator Changing Resistances, complete with flexible cable and adaptors to charge from any convenient lamp socket. 3 Amp., 225 ft.; 3 Amp., 275 ft.; 4 Amp., 305 ft.; 5 Amp., 365 ft.—WILKIN & SONS, TRANSFORMER CO., 3, Jackson Road, Holloway, London, N.
Telephone Receivers Rewound up to 1,000,000 ohms, 85: 2,000,000 ohms, 7d. Cash with order.—M. E. HAMPSON, 139, Sydenham Road, S.E.26.

FOR SECURING YOUR AERIALS
and a Thousand Purpose where Great Strength and Strain is needed
FLEXIBLE STEEL WIRE ROPE.
For Airplane, Electrician, Specification to specified breaking strains. Orders of 10'/- and over carriage paid, otherwise please add 1/- for postage.

PRICES BELOW COST
No. Dia. Strain per 100 ft.
1 1/32' 10 cwt. 6/-
2 3/32' 20 cwt. 8/-
3 5/32' 30 cwt. 10/-
4 7/32' 45 cwt. 12/-
5 9/32' 70 cwt. 14/-
6 11/32' 80 cwt. 15/-
7 13/32' 100 cwt. 20/-
9 15/32' 120 cwt. 21/-
10 17/32' 140 cwt. 22/-

STRAINERS for use with above, right and left hand threads. 8d. each, or 8/- per dozen.
SMITH & ELLIS
(Dent 68). 11, LITTLE BRITAIN, ALDERSGATE STREET, E.C.1

ENGRAVING
for every style of instrument on any material.
F. OSBORNE & CO., LTD.
27, Eastcastle St., Oxford St., London, W.1
Est. 1874.

WANTED
Old Burnt-out Wireless Valves Wanted! Best prices paid. Write—E. McCAY & Co., 16, City Chambers, Broad Street, Birmingham.
Wavemeter, perfect condition, calibrated standard condenser. 001.—BURKE & CO., 35, Lower Park, Loughton, Essex.

TRADE ENQUIRIES.
Required Catalogues and Trade Terms, Sets, Components.—LAMBERT, 70, Bevan Street, Lowestoft.
Agency for Wireless Sets and Accessories wanted by practical engineer, opening a wireless showroom in Glasgow district.—RENKIN, 80, Bathgate Avenue, Glasgow, W.
Assembly Work Wanted. Fully equipped workshop. Wiring, etc., to diagrams. Ask our representative to call.—MADIGAN, 47, Berwick Street, W. Regent 3520.
The Newtonia Wireless Factory supply dealers with raw material and partly manufactured parts at the right prices; any parts manufactured for the trade. Write for our list.—13,15, Whitcomb Street, Pall Mall, London, near Trafalgar Square.
Nameplates, engraving of all descriptions.—STILWELL & SONS, Little Park Street, Coventry.

SEA, LAND & AIR
THE AUSTRALIAN MONTHLY JOURNAL
of Aviation, Radio-Telegraphy and Radio-Telephony
Price 1/9 Post Free
THE WIRELESS PRESS, LIMITED, 12-13, HENRIETTA STREET, STRAND, W.C.2
BROWN'S

"Featherweight"

HEADPHONES

British and Best

The Finest Headphones Procurable for

30/-

This price is for one pair of either 120 or 4000 ohm 'phones, including cords of good quality.

OBTAINABLE FROM ALL WIRELESS DEALERS.

Catalogue Post Free.

S. G. BROWN, Ltd.

IND-AERIAL CO., 47, Victoria Street, London, S.W.1

SAYS MR. MAN:—

"I WANT the Broadcasting and am prepared to buy a Radio set, but I live in a flat and may not have an outside aerial. What can you do for me?"

DEALER! the answer is IND-AERIAL HOOKS

They are essential for a neat, efficient and portable INDOOR AERIAL. Attached in a moment to the picture rail of any room they can be taken down just as easily. They support the aerial ONE FOOT from the wall on insulated arm, and are no disfigurement.

2/9 each; 3/6 doz. Post Free.

Some Agencies still open in Broadcasting Towns.

IND-AERIAL HOOK

Provision Patent.

VARIOmeter—Wound for general Broadcasting.

For Efficiency and Neatness of design, these Variometers are unequalled. Rotor and Stator are of Ebonite—therefore non-hygroscope—eliminating all possibilities of warping, shrinkage or "leak."

READY FOR MOUNTING.

Price 25/6 (Postage 1/6 d.)

These can be wound for Experimentalis to any specified wave-length— to special orders promptly.

TRADE TERMS ON APPLICATION.

RADIO EBONITE SUPPLIES, LTD.

(Mail Order Dept.; 4, Little College Street, London, E.C.4

Telephone: Central 4850.
WE ARE NOT EXHIBITING AT THE PRESENT EXHIBITION—BUT
WE HOLD THE LARGEST STOCK OF EX-GOVERNMENT APPAR
Complete Lists will shortly be ready, and the whole of our Vast Stocks will be available for the inspection.

In the meantime a Varied Range of Stock is on View at our CITY SHOWROOM.

The Perfect Loud Speaker at Last!
The "VIOLINA"
£5:5:0
(Packing and carriage in U.K. 5s. extra.)

READ THIS UNSOLICITED TESTIMONIAL—

120, Brownhill Road, Catford, S.E.
February 12th, 1923.

DEAR SIRS.

I received the Violina Loud Speaker quite safely, and am writing to tell you how surprised and delighted I am with the wonderful and perfect results I am getting with same. It is absolutely free from distortion, and the perfection of tone is such that other Loud Speakers cannot in any way compare with it.

As you are aware, I am working with a Burnden Ultra Four-panel, and have three other Loud Speakers of well-known makes, so have had every opportunity of putting the Violina through thorough test, and I do not hesitate in saying it is perfect, and far in front of any other I have experimented with or heard.

I shall be only too pleased, should you have anyone in this district who would like a demonstration of this instrument, to place my apparatus at your service.

Thanking you for past attention,

Faithfully yours,

(Signed) H. Sheppard.

We are experiencing a tremendous demand for this LOUD SPEAKER. If early delivery is required ORDER AT ONCE.

With this instrument you can hear the voice of the artist, the notes of any instrument and the words of the speaker faithfully and perfectly reproduced.

In addition, it is an elegant piece of furniture, handsomely French polished, mahogany finish.

Ask your local dealer for a demonstration.

WONDERFUL OFFER OF THE FINEST FRENCH 'PHONE
Manufactured by the Thomson-Houston Co., of France.

We guarantee these telephones to be as efficient as any 'phone on the market at the present time. They are exceptionally comfortable and the clarity of music and speech is wonderful.

We have concluded a very large contract in respect of these 'phones, and offer them to the public at the price below:

<table>
<thead>
<tr>
<th>Type</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>20s. per pair. 4,000 ohms.</td>
<td>20s. per pair. 4,000 ohms.</td>
</tr>
<tr>
<td>Complete with very good quality cords. Postage 1s. extra.</td>
<td>Complete with very good quality cords. Postage 1s. extra.</td>
</tr>
</tbody>
</table>

Telephone Transformers
Suitable for use with the 120 ohm 'phones mentioned above.

25s. each.

Intervalve Transformers
Fitted in iron cases which effectively screen any surrounding apparatus from stray fields. This is a very important feature. There are no loose wires or free ends to break and no tiny screws in odd corners. Ratio 5:1

25s. each.

THE CITY ACCU
79, Mark Lane, London, E.C.3

Everybody Should take the Opportunity of Visiting Our Showrooms.

ATUS IN THE COUNTRY, OCCUPYING NEARLY 100,000 CUBIC FT. occi
tion of the Public at UNA WORKS, CARPENTERS RD., STRATFORD, E.
WROOMS, and it will pay you to inspect same before buying elsewhere.

Special Offer of Headphones
at Bargain Prices.

BROWN "A" TYPE, 120 ohms, 30/- per pair.
Reed Pattern, Aluminium Diaphragms, Brand New and Unused ex-Government Stock.

SULLIVAN, 120 ohms :- 12 6 per pair.

8,000 " 25/-

Cords 3s. 6d. extra. Postage (reg.) Is. extra.

For Perfect Wireless Reception it is Essential to use a

Fuller "Block" Type Accumulator

The only Accumulator which will hold its charge from 12 to 18 months when
not in use.

A SUMMARY OF THE PRINCIPAL ADVANTAGES OF BLOCK ACCUMULATORS.

Instead of using thin plates, with their liability to buckle, the cells are constructed with electrodes in which segmental blocks of active material are carried on small grids and wrapped in porous material. The result is that the electrodes are free from the possibility of injury either by vibration, short-circuiting or sulphating. They also have the special feature that they will hold their charge from 9 to 18 months without the E.M.F. falling below 2 volts.

Some of the advantages of the Block Accumulators are:

1. They are "fool-proof."
2. There are no plates to buckle.
3. It is impossible for the cells to be spoilt through accidental short-circuiting, and even if the terminals are joined by a metal bar, the cells will not be spoiled or seriously injured.
4. They will retain their charge for many months.
5. Sulphating cannot occur to any serious extent, as this is mostly caused through cells standing in a discharged state or being discharged through accidental short-circuits.
6. The blocks are so constructed that they cannot swell or grow, and this prevents the external box or container, being cracked or broken.
7. If the cells are neglected, or left in charge of inexperienced hands, no serious harm can be done, as even when discharged down to 1 5 volts, they recover their voltage and maintain their recovery, thereby preventing sulphate forming.
8. They are lighter and have a higher capacity per pound weight than ordinary plate accumulators and can be recharged an infinite number of times.

MULATOR CO.

And at 33, Rue d'Hauteville, Paris. Agents for All BURDELT Apparatus.

Cardiff. Walter Rowe, Ltd., 96, Granby Street, Leicester. H. V. Albrow, 56, George Street, Portman Square, W.
Western Electric

Loud Speaking Equipment

A Loud Speaker and a Loud Speaking Power Amplifier combine to form that Loud Speaking Equipment which has set a standard of efficiency unequalled by any other outfit. It can be used in conjunction with any good type of Valve Detector Set for amplifying radio telephone speech or music. Western Electric Quality throughout.

Western Electric Company Limited
(WHOLESALE ONLY)
CONNAUGHT HOUSE, ALDWYCH, LONDON, W.C.2
Telephone—CENTRAL 7345 (9 lines)

VISIT OUR STAND No. 34 GALLERY, NEW HALL
AT IDEAL HOME EXHIBITION, OLYMPIA.
"WHALE FOR WIRELESS"

PHONES—Brown's, 4,000 or 120
    Brunet, 4,000
VALVES—"R" Type
    "Q" or V44
INSULATORS—Reel
    Egg
Condenser Plates
Condenser enclosed Vernier
Phonophone holders
Receiving set complete from £10

A. WHALE & CO.,
101, FOWIS STREET, WOOLWICH, E.18.

"WHALE FOR WIRELESS" 

PHONES—Brown's, 4,000 or 120
    Brunet, 4,000
VALVES—"R" Type
    "Q" or V44
INSULATORS—Reel
    Egg
Coil Mounts ebonite
Condenser Plates
Condenser enclosed Vernier
Phonophone holders
Receiving set complete from 30/-

A. WHALE & CO.,
101, FOWIS STREET, WOOLWICH, E.18.

"WHALE FOR WIRELESS"

PHONES—Brown's, 4,000 or 120
    Brunet, 4,000
VALVES—"R" Type
    "Q" or V44
INSULATORS—Reel
    Egg
Coil Mounts ebonite
Condenser Plates
Condenser enclosed Vernier
Phonophone holders
Receiving set complete from 30/-

A. WHALE & CO.,
101, FOWIS STREET, WOOLWICH, E.18.

A SETS and UNITS

MAGNIFICENT RESULTS

are achieved by Radiax Receiving Sets at economical cost and
without sacrificing good appearance. High quality material
only goes into the make up, and the substantial, well-finished
oak case is typical of the job. Every unit is tested.

CRYSTAL SET in sloping mahogany cabinet, enclosed crystal,
tipped tuning inductance with 10-point switch. This set is
so efficient that we have used pairs of 'phones with loud

ONE-VALVE SET gives splendid results in Broadcasting areas.
Ten-point switch and variable condenser gives accurate tuning.
Oak case, wonderful value.

PRICE £3 10s.

(Ten licenses extra, £1.12s. 6d.)

TWO-VALVE SET. Un-
doubtedly the best and most
popular all-round set. Specifi-
cation as above, but includes
note magnifier, necessary con-
densers, etc., tunes to 1,100
metres and has loading
terminals for greater wave-
lengths. PRICE £7 10s.

(Ten licenses extra, £3.3s.)

UNITS for building up Sets
with polished oak case, diag-
gram and all details—

Complete Assembled
parts unassembled. in case.

No. 1 Detector forming a one-valve
receiver if a tuned circuit is added. 21/- 28s.
No. 2 L.F. Amplifier for increasing the
power of a crystal or valve set. One-valve

(If to be used under Broadcast Licence
add 10/- per valve.) 38/6 48/6

Two-Valve 55/- 70/-

No. 3 Tuner, to 1,100 metres, with load-
ing Terminals 38/- 52/-

No. 4 H.F. Amplifier Panel 19/- 26/-

H. SMYTH, LIMITED

53, Museum Street, Bloomsbury, W.C.1

Phone—Gerrard 9153. Tel. Add.—Nations, London.

WITH GOOD APPARATUS YOU 
CAN GET GOOD RESULTS

THE "W.P."

Morse Practice Key

Well Made. First-class Finish. Thoroughly Reliable

Price 7/- Post Free

THE WIRELESS PRESS, LTD.
12-13 Henrietta St., London, W.C.2

QUESTIONS & ANSWERS

COUPON

To accompany Questions
sent in during the week
commencing
Mar. 10th, 1922

VOL. XI, NO. 23.

See Conditions on Page 781.
A T.M.C. Wireless Set will give you the full account of the fight as it proceeds, round by round.

Or you may be interested in football, the latest news, Stock Exchange quotations, the weather forecast, delightful concerts, or an evening of dancing.

You can have all these, enjoyably and pleasurably, in the comfort of your own home, with a T.M.C. Wireless Receiver.

There is no trouble to you—T.M.C. have engineers in every large town, who will install and periodically inspect the apparatus.

T.M.C. Wireless is particularly simple to work, and gives every satisfaction.

T.M.C. Wireless Receivers, which are fully approved by the Postmaster-General, bear the seal of the British Broadcasting Company.

The wide variety of models are entirely British made.

From £4.5.0 upwards including all Royalties.

London, Birmingham, Manchester, Newcastle and Cardiff are Broadcasting now! Come and listen to them any evening up to 10 p.m. at our showrooms in London, Birmingham, Belfast, Bristol, Cardiff, Glasgow, Leeds, Liverpool, Manchester, Newcastle, Sheffield.

Write to us for our nearest address.


Museum 551, Ideal Home Exhibition; March 13th—21st.

The "Everest" Crystal. No adjustment necessary. Fits any crystal receiver.

10/.- each.

TELEPHONE MFG., CO. LTD.
HOLLINGSWORTH WORKS, DULWICH, LONDON, S.E.21.
VISIT THE
MANCHESTER ALL-BRITISH
WIRELESS EXHIBITION
AND CONVENTION.
BURLINGTON HALL,
BURLINGTON ST., MANCHESTER.

Don't miss this splendid opportunity to investigate the wonderful pleasures Wireless can give you. Come and see and hear the marvellous displays, demonstrations, lectures, concerts, music, etc., etc.

10 a.m. to 10 p.m. DAILY

MARCH 17th — 24th
(Saturday to Saturday inclusive)
ADMISSION 1/3 INC. TAX.

Special Day Tuesday, 20th March.
Admission 2/6 including Tax
(after 6 p.m. 1/3d.)

STEVENS'S AUCTION ROOMS Ltd.
(Established 1760)
38, King Street, Covent Garden, London, W.C.2

A Great Sale by Auction of
Ex-Government Wireless Apparatus
INCLUDING
C.W. Mark III 3-valve Amplifiers, Mark III* Short Wave Tuners,
B. Mark II 2-valve Receiving Sets, B. Mark I 2-valve Detector
Amplifiers, 50 Watt Transmitting and Receiving Sets, 60 Watt Trans-
mitters, Loud Speakers, Wave Meters, Variable Condensers, Brown's
Reed Type Telephones, 120 and 1,500 ohms. Buzzers, Voltmeters,
15 ft. Mast and a large quantity of Miscellaneous Wireless Apparatus
SPECIALY CATALOGUED IN LOTS TO APPEAL TO AMATEURS
will be held at the above address on
WEDNESDAY, 14th MARCH, 1923, at 12.30 o'clock
On View Monday afternoon from 12.30-5.30. Tuesday from 9.30-5.30, and on Day of Sale from 9.30-12.
Catalogues Free on Application.

Telephone: Gerrard 1824.
Experimental Apparatus Needs Careful Arrangement.
Well Thought-Out Circuits are Essential.

In the AMATEURS’ Book of
WIRELESS CIRCUITS

You have at your disposal a complete reference book of all types of practical circuits.

Compiled by F. H. HAYNES.

111 Diagrams. 110 pages 9½” x 6”.

CONTENTS.
Aerial Switching; Crystal Circuits; Single Valve Circuits; Armstrong Circuits; Dead End Switching; Tunear Vibration and Electrolytic Regulators; Filament and Plate Rectifier Current from D.C. and A.C. Mains; Accumulator Charging; Recording Circuits; Four Electrode Valve; Spark and C.W. Transmitters and Wavemeters; Grid and Choke Control Transmitters; Microphone Amplifier; Dewar Switches, etc., etc.

PRACTICAL ADVICE ACCOMPANIES EVERY CIRCUIT.

2/6 net. 2/10 post free.

NOW ON SALE

WIRELESS
AND ALLIED TRADES' REVIEW

The only weekly publication devoted exclusively to Wireless Trade interests

PRICE 4D. WEEKLY

Subscription Rates and full particulars will be supplied on receipt of Trade Card addressed to the proprietors

THE WIRELESS PRESS LTD.
12-13 Henrietta Street, Strand, W.C.2

At no time in the history of Wireless has there been a greater demand for a journal capable of catering in a thoroughly comprehensive manner for the rapidly growing interests of the trade. The attitude of the Public towards Wireless has reached a stage when the united efforts of Manufacturers and Dealers can advantageously be directed towards promoting its development along mutually progressive lines. It will be the guiding policy of the WIRELESS AND ALLIED TRADES REVIEW to foster a healthy and productive trade co-operation beneficial to all concerned. Constructive articles of current interest, technical and otherwise, will be a prominent feature, while in all other respects the Review will be fully representative of up-to-date Wireless interests from all sides.

Applications for Advertisement Rates should be addressed to:

BERTRAM DAY & CO., LTD.
Advertisement Managers,
9 & 10, CHARING CROSS, LONDON, S.W.1
AMATEURS  This is just what you want
THE VEST POCKET DICTIONARY OF TECHNICAL TERMS USED IN WIRELESS WORK
By Harold Ward
Over 1500 definitions
Price 2/6 net.  Post free 2/9

The Wireless Press, Limited
Dept. W.W.
12-13, Henrietta Street, Strand, London, W.C.2

This Book Will Help YOU.
The more generally useful formulae and methods of measurement for inductance and capacity are brought together in a convenient form in
The Calculation and Measurement of Inductance and Capacity
By W. H. NOTTAGE, B.Sc.
Price 3/6 Nett
(Postage 5d.)

The Wireless Press Ltd.,
12/13 Henrietta St., London, W.C.2

---

MINIATURE LIBRARY FOR EIGHT SHILLINGS

ABC of Wireless
By PERCY W. HARRIS. Specially prepared for those desirous of getting a good knowledge of wireless without delving into text books.
Price 6d.

Construction of Amateur Valve Stations
By ALAN L. M. DOUGLAS. Gives full details for making from One to Seven-valve sets.
Price 1/6

Crystal Receivers for Broadcast Reception
By PERCY W. HARRIS. Compares the various sets on the market and explains the differences between them. Also tells how to make a first-class Crystal Receiver at lowest cost.
Price 1/6

Mast & Aerial Construction for Amateurs
By F. J. AINSLEY, A.M.I.C.E. Follow these instructions and your difficulties will be easily overcome. A practical book by a practical man.
Price 1/6

The Wireless Telephone: What It Is and How It Works
By PHILLIP R. COURSEY, B.Sc.(Eng.). Also gives you full details of making a simple Valve Receiving Set.
Price 2/6

Perry Auto-Time Morse System
By F. W. PERRY. As simple as A.B.C. Try it and get additional pleasure from your set.
Price 6d.

The Wireless Press, Ltd.
12/13, HENRIETTA STREET,
LONDON, W.C.2.
2-VALVE RECEIVING CABINET

A high grade instrument at a very low price. This set has been especially designed for receiving broadcasting, and complies with all the Postmaster-General’s regulations. It can be used either for listening in with head-phones or with a loud speaker.

Additional interest and use is secured because it will receive all amateur transmitting stations within a range of 20 miles. The “Fellophone” is mounted in a handsome oak cabinet and is sent out complete with H.T. battery, 6 volt Accumulator, 100 foot aerial, 2 shell insulators and one pair of Fellows 4000 ohms double headphones, but without valves.

British Made Throughout.

PRICE COMPLETE £12:0:0
Without Valves Carriage 2/-
(Inclusive of all Taxes).

EXTRA for 2 VALVES, 30/- postage 1/-.
HEADPHONES - - - 21/6
(Inclusive of all Taxes).

FELLOWS MAGNETO Co., Ltd.
LONDON, N.W.10

Ideal Home Exhibition, Stand 28, New Hall Gallery.

For they are jolly good Fellows
Broadcasting Reception
Can only be thoroughly enjoyed by the use of highly sensitive, distortionless and matched tone Telephone Receivers.

SULLIVAN'S PATENT TELEPHONE RECEIVERS
For Radio Telephony and Telegraphy possess these qualities, and owing to increased demand the prices have been considerably REDUCED

PRICES.
Double-Head Phones.
120 ohms 30/-
2,000 ohms 34/-
4,000 ohms 35/-
8,000 ohms 36/-

All Previous Prices Cancelled.
Trade Terms and Special Rates for Quantities on Application.

PRICES.
Single-Head Phones.
60 ohms 17/6
1,000 ohms 19/6
2,000 ohms 20/-
4,000 ohms 20/6

White Metal Head Bands Supplied if desired at an additional cost of 1/-

DEMONSTRATION AND SHOWROOMS: Liverpool House, Middlesex Street, E.1
DEMONSTRATIONS DAILY from 5 to 6 p.m.
Two minutes' walk from Liverpool Street and Broad Street Stations.

TRADE TERMS ON APPLICATION.

H.W. SULLIVAN, LTD.
Works and Showrooms: LIVERPOOL HOUSE, MIDDLESEX ST., LONDON, E.I. Phone: Avenue 4871
Offices: WINCHESTER HOUSE, LONDON, E.C.2. London Wall 3518
Telegrams: Deadbeat, Stock, London

Representatives:
LONDON (West end): Robertson Motors Ltd.
157b Gr. Portland St., W.1.

BIRMINGHAM: The Birmingham Radio & Engineering Co., Ltd.
29 Renfrew Street.

GLASGOW: Meridian Electric Co., Ltd.
8 Newhall Street.

LIVERPOOL: Pulford Bros. Ltd.
106-110 Whitechapel.

The Ethophone V

Receives Broadcast Anywhere.

The Ethophone V is a broadcast receiver, designed to give results under all conditions, no matter how adverse. All British Broadcast can be heard on a loud speaker at Brighton on the South Coast, where conditions are generally considered bad, also programmes from the Hague, Radio Électrique and École Des Arts, Paris. The American Broadcast Station, WOR, and others are also received on a loud speaker in England.

No. 507. The Ethophone V in oak cabinet, with 4 Marconi-Osram R valves, high tension battery, 38 Guineas. A.

In French polished mahogany cabinet. Extra 4 Guineas. A.

Please note our Catalogue, dated March, Publication No. 204, supersedes all previous editions. Agents and members of the trade are invited to write for a copy, which will be forwarded post free, with full details, and prices and discounts.

BURNDEPT LTD. 15, BEDFORD STREET, AERIAL AND EASTNOR WORKS, BLACKHEATH, London Office and Showrooms.

London Assurance House, Bond Place, LEEDS.

241, George Street, 93, Holm Street, Playhouse Arcade, 137.

ABERDEEN.

Glasgow.

GUILDFORD.

172, King Street West, Toronto, Canada.
The WESTON Filament Voltmeter for Receiving Sets
MODEL 301.
Simplified tuning by eliminating guesswork as to valve adjustments.
Filament voltage control increases the life of the valve from two to three times.
The Western Filament Voltmeter is accurate and can be relied upon for duplication of results.

ALL THIS MEANS BETTER RECEPTION!
List Price £2 : 9 : 0.

WESTON ELECTRICAL INSTRUMENT CO., LTD.
Audrey House, Ely Place, Holborn, E.C.1

“STERLING” COMBINED CRYSTAL AND VALVE SET.
Average Range 150 Miles.

CALL TO SEE IT AT OUR STAND No. 31,
RADIO SECTION, IDEAL HOME EXHIBITION.

ANG TELEPHONE & ELECTRIC Co. Ltd.
TOTTENHAM COURT ROAD, LONDON, V.1
As Factors for the following we are in a position to offer EARLY DELIVERIES TO THE TRADE:

**VALVES.** MARCONI-OSRAM, 17s. 6d. EDISWAN, 15s.

**LOUD SPEAKERS.** AMPLION (Junior) L.R. 
   (Table Type) L.R. 
   (Music Master) L.R. 
   High Resistance. 2,000 ohms, 2½ extra on all above

CLARITONE. 2,000 ohms (large size) 

HEADPHONES. Sterling. 4,000 ohms, 32—per pair (with cords).
Federal, 4,400 ohms, 30—

CONDENSERS. Dubilier (fixed).

**DUOLATERAL COILS.** Igranic Type. (Always in stock)

<table>
<thead>
<tr>
<th>Complete with plug mountings.</th>
<th></th>
<th>Complete with plug mountings.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Number of</td>
<td>Minimum &amp; Maximum</td>
<td>Price</td>
</tr>
<tr>
<td></td>
<td>Wavelengths in metres.</td>
<td>s. d.</td>
</tr>
<tr>
<td>25</td>
<td>130—250</td>
<td>5 0</td>
</tr>
<tr>
<td>35</td>
<td>180—430</td>
<td>5 0</td>
</tr>
<tr>
<td>50</td>
<td>250—700</td>
<td>5 2</td>
</tr>
<tr>
<td>75</td>
<td>400—1200</td>
<td>5 6</td>
</tr>
<tr>
<td>100</td>
<td>500—1600</td>
<td>7 0</td>
</tr>
<tr>
<td>150</td>
<td>600—1500</td>
<td>7 10</td>
</tr>
<tr>
<td>200</td>
<td>1000—3000</td>
<td>8 8</td>
</tr>
<tr>
<td>250</td>
<td>1200—4500</td>
<td>9 0</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Number of</th>
<th>Minimum &amp; Maximum</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wavelengths in metres.</td>
<td>s. d.</td>
<td></td>
</tr>
<tr>
<td>300</td>
<td>1500—5500</td>
<td>9 5</td>
</tr>
<tr>
<td>400</td>
<td>2000—6000</td>
<td>10 3</td>
</tr>
<tr>
<td>500</td>
<td>3000—7500</td>
<td>10 6</td>
</tr>
<tr>
<td>600</td>
<td>4000—12000</td>
<td>11 0</td>
</tr>
<tr>
<td>750</td>
<td>5000—14000</td>
<td>11 10</td>
</tr>
<tr>
<td>1000</td>
<td>6000—18000</td>
<td>12 8</td>
</tr>
<tr>
<td>1250</td>
<td>10000—22000</td>
<td>14 0</td>
</tr>
<tr>
<td>1500</td>
<td>15000—30000</td>
<td>15 0</td>
</tr>
</tbody>
</table>

**BROADCAST RECEIVERS.**

**2-VALVE RECEIVER MH/BR2.**
Price £18 18 0
This set is now recognised among the trade and public as unsurpassed in design, finish and efficiency of reception.

**2-VALVE AMPLIFIER MH/BR2A.**
Price £12 12 0
This amplifier is designed particularly for use with above, thereby making a handsome four-valve instrument which will receive broadcast concerts from this country and abroad. The volume is ample for operating loud speaker on distant reception.

**RECEIVERS.**

**2-VALVE RECEIVER BR/AY.**
Price £10 10 0
This Broadcast Set is undoubtedly one of the most efficient and yet reasonably priced sets on the market. It is mounted in polished mahogany case, nickel-plated fittings, with hinged lid and lock, and has a leather carrying handle.

**2-VALVE AMPLIFIER BR/AY.** Price £8 8 0
This amplifier is specially designed for adding to above, thus making a handsome four-valve set.

ACCESSORIES necessary to make a complete two or four-valve receiving station comprise:


These we can supply at competitive prices.

**CANTABRICATION AND DESCRIPTIVE LEAFLETS 3d. POST FREE.**

All Correspondence should please be addressed to our Head Offices:

HASTINGS HOUSE, NORFOLK STREET, STRAND, LONDON, W.C.2

WIRELESS ENGINEERS L. McMICHAEL LTD. WIRELESS ENGINEERS
THE RECOGNISED SYMBOL OF SUPERIOR PERFORMANCE

RELIAPHONE ONE KNOB CONTROL RECEIVERS

SIMPLICITY

Simplicity means efficiency and satisfaction. Reliaphone Radio Receivers through their simplicity and efficiency have set a new standard of value.

Quick and Easy Tuning.

Clear and Loud Reception.

GREAT RECEIVING RANGE.

P.O.
Registered No. 0149.

The Rolls-Royce for Loud Speakers.

RECEIVER
as illustrated
£14:10:0
Complete with Accessories
£20:0:0
All Royalties included.

Super Reliaphone No. 2.

Reliaphone One Knob Control Receivers should not be judged by price but by performance. It is performance that counts and has made possible the wonderful success of these instruments.

Our Showrooms and Works are easily accessible from all parts. Illustrated Catalogue free. Write or Call. Demonstrations Daily. Trade Only.

THE WHOLESALE WIRELESS CO., LTD.
103, FARRINGDON ROAD - LONDON, E.C.1
Telephone—Clerkenwell 5312.
GET THE BEST
OUT OF YOUR WIRELESS SET

A special feature of the Fuller Patent Block Batteries is "absolutely noiseless working" resulting in perfect, clear toned reception. There are no plates to buckle, no risk of accidental shorting or sulphation, while the use of Ebonite Containers eliminates fire risk due to spontaneous combustion.

Fuller Block Batteries retain their charge for months when not in use—long life and steady, reliable service means economy.

6-VOLT L.T. BATTERIES.
in ebonite containers with leather handles.

<table>
<thead>
<tr>
<th>TYPE</th>
<th>CAPACITY in Ampere hours.</th>
<th>PRICE.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Actual</td>
<td>Intermittent.</td>
</tr>
<tr>
<td>B.W. 6/20</td>
<td>10</td>
<td>20</td>
</tr>
<tr>
<td>B.W. 6/40</td>
<td>20</td>
<td>40</td>
</tr>
<tr>
<td>B.W. 6/60</td>
<td>30</td>
<td>60</td>
</tr>
</tbody>
</table>

Sold by Wireless Dealers, Electricians and Fuller Battery Service Agents throughout the country.

Fuller’s United Electric Works, Ltd.
WOODLAND WORKS :: CHADWELL HEATH :: ESSEX.

Manufacturers for the Admiralty, Air Ministry and War Office for Wireless Work.
The climax of Wireless!

Reaction

The value of reaction in giving increased range and perfect selectivity cannot be overstated. "A receiving set without reaction is like a watch without a balance wheel." Reaction on the aerial circuit is prohibited for holders of broadcasting licenses. The R.F.H. sets employ reaction (but not on the aerial circuit); they are approved by the Postmaster-General, and they can be used under the ordinary broadcasting licence.

Guarantee

We guarantee that the 2-valve set of this type (installed in Birmingham) will receive perfect telephony from Paris, the Hague, London, Manchester, Newcastle, etc., or any local station, tuning out the latter at will.

What other set can do it?

R.F.H. sets are the admiration of the trade. Every radio maker in the Kingdom is striving night and day to design a set employing reaction which will be allowed under the broadcasting license, and give such selectivity that a local station can be tuned out.

Purchase them from stock from our Stand No. 13, Radio Section, at the Ideal Homes Exhibition, Olympia.

2-Valve set, complete .......... 25 guineas
3-Valve set, complete .......... 30 guineas
4-Valve set, complete .......... 35 guineas

APPRECIATION:
The Worcester Wireless Supply Co.,
140 Ombersley Rd.,
Worcester.
We are highly delighted with the results we have obtained with your 2-valve Reactance set recently supplied to us. We have had experience with many sets, and have never obtained results to equal those given by yours.

ROGERS, FOSTER & HOWELL, Ltd
Radio Engineers :: Edward Road :: BIRMINGHAM
Telephone: SOUTH 265.
The essential part of the Receiving Set is the Valve.

**EDISWAN VALVES**
by their actual performance have proved themselves to be the best on the market for sensitivity, silence in working and robustness.

Type A.R. 15/- each.
Type R. 17/6 each.

Why not send us your name and address? We can probably tell you something of interest regarding wireless matters. Ask for Leaflet S when writing.

---

**RESULTS COUNT**

USE "IGRANIC" WIRELESS COMPONENTS
and obtain MAXIMUM RESULTS

**IGRANIC FILAMENT RHEOSTATS** operate your valves at maximum efficiency.

**IGRANIC L.F. INTERVALVE TRANSFORMERS** obtain maximum amplification without distortion.

Write for Leaflets U8.

See our Exhibits at Ideal Home Exhibition, No. 9 Stand, Gallery, New Hall.

---

147, Queen Victoria St.,
LONDON.

GLASGOW.
MANCHESTER.
NEWCASTLE.

Works:
Elstow Road, BEDFORD.
BRADFORD.
BIRMINGHAM.
CARDIFF.
“S. A. CUTTERS”

Owing to Increasing Business have opened London Offices

We specialise in Component parts for building complete apparatus. Our prices are competitive for first quality material. Stockists of all makes of Headphones, Loud Speakers, etc., from 17/6 upwards. Terminals, Contacts, Switch Arms, Rheostats, and all small brass work. Aerials, Insulators, Ebonite, Sistoflex.

Special attention given to orders by post. “Reliance” B.B.C. Crystal Set, with Aerial and Headphones, 80/-, 7 days’ approval against cash.

Comprehensive and Detailed List, 6d. Refunded on First Order.

15, Red Lion Square, Holborn, W.C.1

S. A. Crystal Detector

Protected Crystal which plugs into base, allowing of instant change.
Post free 3/8 HERTZITE
3/2 PERMANITE

“EVER-READY”

Wireless Batteries
BRITISH MADE, THE ORIGINAL AND BEST.

The Ever-Ready Company were the pioneers of the Dry Battery industry and the evolution of the High Tension Battery was the direct result of their research and experience extending over 21 years.

“Ever-Ready” Dry Batteries and Accumulators are obtainable everywhere. A list of standard sizes will be sent with name of nearest supplier on application to the Manufacturers.

Ask for particulars of the “Ever-Ready” Dry Battery for Low Temperature Valves.

Dept. The Ever-Ready Co. (Gt. Brit.), Ltd.
HERCULES PLACE, HOLLOWAY, LONDON, N.7.
MAKE YOUR OWN LOUD SPEAKER

This Horn gives marvellous results with any type of Telephone Receiver.

PRICE
10/6
PACKED

LOUIS YOUNG MANUFACTURING CO. LTD.
Established 1886.
26, Helmet Row, Old Street, London E.C.1

For those who want the BEST
“DUNHAM” instruments will particularly appeal

Illustrated and fully descriptive brochure of all our sets sent free.

SPECIAL LONG WAVE PLUG FOR RECEIVING PARIS, ETC.
£3 : 18 : 6
12½ Royalty to Marconi Company.

Agent for UXBRIDGE ELECTRICIANS, LTD.
60, Vine St., Uxbridge

This single-valve set receives broadcasting on 200 of wire hung across our showrooms at Brixton, and no outdoor aerial is needed. It is arranged so that amplifiers can be easily added if and when desired. A reaction is fitted, and being directly coupled to the aerial coil boosts up the receiving range and strength of reception. It cannot possibly radiate and cause interference. These and other special features make it without a doubt the finest single valve set on sale to-day. Approved by the P.M.G., No. 1087, and guaranteed by us. Price, complete with 'phones, accumulator, valve, H.T. batteries, etc., £7 8s. (plus B.B.C. fee of £1).

C. S. DUNHAM (Radio Engineer) late of Marconi Scientific Instrument Co.
284-6, BRIXTON HILL, S.W.2
Phone: Brixton 3325.

Agent for BUCKINGHAMSHIRE: H. Geary, 77, Broad Street, Chesham, Bucks.
As a result of the tremendous demand for the Year Book, we have decided to issue a special edition for Experimenting Amateurs apart from the complete edition usually published. The new edition will contain all the information given in the complete work, with the exception of matter of sole interest to Commercial Companies.

ALL YOU WANT TO KNOW IS IN THE YEAR BOOK

BRIEF SUMMARY OF CONTENTS.

Directory of over 450 Amateur and Experimental Stations (18 pages); Laws and Regulations governing Experimental, Amateur and Broadcast Wireless (52 pages); Call Letters of over 16,000 Air, Land and Ship Wireless Stations of the World (270 pages); Sixty-four Pages of Maps in Two Colours, showing position of all known Land Stations, indicating whether Direction Finding, Broadcasting, Public or Official; Complete History of Wireless from its Birth to Date, with full details of Progress made in 1922 (20 pages); Meteorological Section, showing all Regular Transmissions of Hydrographic, Meteorological and Time Signals, with detailed explanation of the Codes used and their Meanings (131 pages); Useful Data Section (46 pages); Dictionary of Wireless Terms in Five Languages, Tables and Formulae for Wireless Calculations, Graphical Symbols for Diagrams; Classified Traders Directory for the benefit of Purchasers of Component Parts, etc. (4 pages); Full Morse Code, International and Continental; Direction Finding Section (20 pages); Who's Who in Wireless (35 pages); Wireless Literature (28 pages); etc., etc.

We shall be glad to see you at our Stand No. 7, Wireless Section, New Hall Gallery, The Daily Mail Ideal Home Exhibition, Olympia.

Experimental Apparatus Needs Careful Arrangement. Well Thought-Out Circuits are Essential.

In the AMATEURS' Book of WIRELESS CIRCUITS

You have at your disposal a complete reference book of all types of practical circuits.

Compiled by F. H. HAYNES.

111 Diagrams. 110 pages 9½" x 6".

CONTENTS.

PRACTICAL ADVICE ACCOMPANIES EVERY CIRCUIT.

2/6 nett. 2/10 post free.

LISTEN-IN at Shaw & Kilburns.

BEFORE you buy a Wireless Receiving Set it will pay you to call at our Showrooms and "listen-in" on the many sets that we have in use.

Whatever you require, you will have the opportunity of comparing the various makes before making your decision. Complete sets from the self-contained Crystal type at £8, to the wonderful five valve sets at £60, may be seen and tried here. You are under no obligation to purchase.

Call and have the working of the various sets explained to you.

Agents for all the leading makes, including-
FELLOPHONE, MARCONPHONE, GECOPHONE.
BRITPHONE, ARISTOPHONE, RADIOPHONE.
RE-ECHO, T.M.C.

112-114, Wardour Street, W.1
Telephone (6 lines) Regent 6120

Accumulators

HIGHEST QUALITY. LOWEST PRICES.

<table>
<thead>
<tr>
<th>Volt</th>
<th>18 6</th>
<th>21 6</th>
<th>28 2</th>
<th>30 0</th>
</tr>
</thead>
<tbody>
<tr>
<td>Amp.</td>
<td>6 Volt 46 Amp.</td>
<td>6 Volt 66 Amp.</td>
<td>6 Volt 86 Amp.</td>
<td>6 Volt 106 Amp.</td>
</tr>
<tr>
<td></td>
<td>18 6</td>
<td>21 6</td>
<td>28 2</td>
<td>30 0</td>
</tr>
<tr>
<td>Volt</td>
<td>6 Volt 106 Amp.</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

A SPECIAL LINE

6 Volt 40 Actual Amp. (full) in 3 Giant Cells. 11 plates per cell, and in well-made Teak Crate, with strong strap handle

49/6

The F.Y.S. Accumulators have a World-wide Reputation, and have gained many testimonials.

GOOD DISCOUNT TO THE TRADE.

H.T. DRY BATTERIES.
15 Volt, 2 6 each. 36 Volt, 5 9 each. 60 Volt, 13 6. With Wander Plug.

Valves in stock: Osram, Marconi, B.T.H. and Muller at list prices, discount to Trade.

KNIVES, SWITCHES on Ebonite, on Porcelain.

Write for Lists:

F. YATES & SON, LTD., WHOLESALE ELECTRICIANS, 144, Church St., Kensington, London, W.8
One minute from Notting Hill Gate.
'Phone: PARK 4276.

THE "PLUG-IN" VARIOMETER.
(Prov. Pat. 342792/23).

Price 15 - each, post free.

At last!

A convenient Variometer. It will fit any standard coil-holder.

No separate panellneeded

No terminals to connect. It covers the whole band of Broadcasting and Amateur wavelengths. For higher wavelengths use series loading-coil or parallel condenser.

No tuning condenser required.

A well-made, neat and compact unit.

Also Variometers for panel mounting, 12 6 each.

Write for Leaflet W1.

E. J. CLARKE 20 Arthur Rd.
HOLLOWAY, N.7

Trade Terms on Application.
SPECIAL OFFERS (Subject to being unsold).

DEWAR SWITCHES. Two way, each 2/6. Three way, each 3 6

AMPLIFIERS. Low Frequency, three valve, complete with Telephone Transformer. These instruments are suitable for use with any crystal or valve receiver. Each 4 5 0

VARIABLE CONDENSERS. 001 mfd., 43 vanes, an exceptionally well made article. We cannot repeat this offer, each 15 0

VARIABLE CONDENSERS. Mk. III pattern, 0015 mfd., complete with knob, bevelled scale and ebonite vane shield, each 1 15 0

This condenser is an example of the highest class of workmanship, and is too well-known to need any further remarks.

ASK FOR OUR LIST OF SPECIAL BARGAINS—FREE ON REQUEST.
Satisfaction guaranteed, or money refunded on return of article in good condition.

STAND No. 11, WIRELESS SECTION, IDEAL HOME EXHIBITION

Efficiency

Fully shielded Condensers. Operating handles far removed from coils. Series Parallel Switch. High Class Finish.

Particulars free on request. Illustrated Catalogue post free. SIXPENCE.

There is a better tuner than the above on the market. It is our Type “B” Tuner at £10 10 0

Tuners

Type “A” Tuner (as illustrated) £6 15 0
Type “AV” Tuner (as above, but fitted with 2 Vernier Condensers) £7 10 0

The above prices do not include coils.

GAMBRELL BROS, LTD., Merton Road, Southfields, London, S.W.18
**RADION MAHOGANITE**

This is the latest product of our Factories—a superior insulating material for high grade sets, which in grain and colour closely resembles mahogany. Its high insulating and non-warping properties, combined with a beautiful finish, make it an ideal material for Panels.

The Trade are warned against imitations—ordinary mottled Ebonite is **NOT RADION - MAHOGANITE**. All genuine Sheets are stamped “RADION”.

Enquiries from bona-fide Manufacturers and Wireless Dealers solicited.

**AMERICAN HARD RUBBER COMPANY (Britain) LIMITED, 13a, Fore Street, London, E.C.2**

**TELEPHONE—12754 CENTRAL.**

**A BARGAIN £85**

**Original Cost :: £205**

**ELECTRIC LIGHTING & POWER PLANTS**

for Country Houses, Workshops & Cinemas

Austin, Standard and Douglas 3½ kw and 4½ kw. 110 volt and 50/57 volt direct coupled generating plants. Price £80, £90 and £95. With special switchboard as illustrated, £16 extra. Every set guaranteed. Ideal for country houses, cinemas, workshops, etc. New spare parts for above always in stock.

C. H. & L. O. SMITH, 75 Canal St., Nottingham

**The World’s most FAMOUS CRYSTAL**

**ELECTRONITE**

(BRITISH MANUFACTURE)

IT GIVES THE RESULT

It might interest you to know that on Monday night, 5th inst., at about 9.30 p.m., I received Newcastle Station (S.0.) on a Crystal which was your Electronite using the special Tordinodium wire. I was so astonished that I immediately write you as I thought perhaps this information might be of use to you.

Yours faithfully,
B. L. ARMSTRONG.

Original can be seen at our Office. We are the Sole Distributors for the World.

**PRICE:** Single Crystal, with length of Tordinodium Wire, 1/6. Crystals, 5/- per oz. Postage 2d. Trade Supplied.

**ESTABLISHED—1920**

**RADIO SUPPLIES**

234, HIGH HOLBORN, LONDON, W.C.1

Phone: Holborn 2188.

**The WHITECROSS COMPANY, LIMITED** :: WARRINGTON ::

Manufacturers of All Descriptions of WIRE ROPES AND WIRES
THE WIRELESS WORLD AND RADIO REVIEW
THE OFFICIAL ORGAN OF THE RADIO SOCIETY OF GREAT BRITAIN
A MAGAZINE DEVOTED TO WIRELESS TELEGRAFIY AND TELEPHONY

CONTENTS

The Wireless Section of the Exhibition at Olympia 790
The Construction of a Simple Wavemeter 792
Wire Tables: Some Valuable Data for the Experimenter 794
The Antennae 795

(Contents continued on next page)

BOXES, PACKING CASES & PACKING MATERIALS FOR WIRELESS SETS AND ACCESSORIES.

WE design special cases in corrugated or solid fibreboard to carry delicate instruments safely, and we shall be glad to do so for your productions.

INDUCTANCE TUBES A SPECIALITY

We also manufacture corrugated paper—supplied in rolls, sheets, or pieces. Let us quote you for any cardboard goods you require.

Hugh Stevenson & Sons, Ltd.
Victoria Mills, Pollard Street, Manchester.
Factories also at BIRMINGHAM, LEITH, PERTH and GLASGOW.
STALLOY

TRANSFORMER LAMINATIONS

JOSEPH SANKEY & SONS LTD

WORKS: BILSTON, STAFFS. London Office: 168 RECENT ST. W.1

TELEPHONE RECEIVER DIAPHRAGMS

CONTENTS (Continued)

Radio for the Deaf - 799
Wireless Club Reports - 801
Wireless in the Territorial Army - 804
Notes - 805
Correspondence - 806
Calendar of Current Events - 806
The Transatlantic Amateur Tests (Continued) - 807
Questions and Answers - 813
Share Market Report - 816

THE WIRELESS WORLD AND RADIO REVIEW is published weekly on Saturdays.

All correspondence relating to contributions should be addressed to THE EDITOR, THE WIRELESS WORLD AND RADIO REVIEW, 12-13, Henrietta Street, Strand, London, W.C.2.

No responsibility can be taken for MSS. or photographs sent without stamps to defray cost of return postage.


Telegraphic Address: "Radionic, Rand, London." Telephone No.: Gerrard 2807.

Advertisement Managers, Bertram Day & Co., Ltd., 9 and 10, Charing Cross, S.W.1.

Telephone No.: Gerrard 8063 and 8064.

SUBSCRIPTION RATES.

28s. per annum, post free. Single Copies 6d., or post free 7d.

Registered at the G.P.O. for transmission by Magazine Post to Canada and Newfoundland.

TO THE TRADE

EBONITE - SHEETS - RODS
COPPER WIRE - Standard Gauges
AERIALS - SLEEVING, &c.
FILAMENT RESISTANCES, TELEPHONES - CONDENSERS &c., &c.

CABLES & ELECTRICAL SUPPLIES.

CAPPER BROS.

FOR ALL RADIO REQUISITES

Agents for LESLIE McMicheal, LTD., for Woking and district.

Single Valve Sets .. £5 5 0
Two Valve Sets .. 8 8 0
Three Valve Sets .. 14 14 0
Four Valve Sets .. 25 0 0

89-93, CHERTSEY ROAD, WOKING
For the Discriminating Amateur.

A Precision Condenser
For Home-built Sets.

The Marconi Scientific Instrument Company, Ltd., in pursuance of its policy of providing the discriminating experimenter with high-grade component parts, has prepared a new type variable condenser possessing features which will appeal to every serious amateur. As will be seen from the photograph, there are NO WASHERS, the plates and supports are of BRASS, while both fixed and moving plates are SOLDERED TO THE SUPPORTS, ensuring perfect conductivity and a minimum of resistance loss. The end plates are also of brass and POSITIVE CONNECTION with the moving plates is made by means of copper strip.

The condenser is supplied ready for panel mounting complete with dial, bushing and ebonite knob. To mount the condenser, it is only necessary to drill a central hole 3\(\frac{1}{8}\) diameter and three clearance holes for No. 4 BA metal screws. The top plate is ready tapped to take these screws, which are provided with the condenser. A pointer is also supplied for those who wish to use it instead of the dial.

The price of this high-grade precision instrument is

30/-
COMPLETE AND POST FREE
Capacity .001 microfarad. .0005 microfarad, 27/6.

The Marconi Scientific Instrument Co., Ltd.
40, Dean Street, Soho, W.1. Telegrams - THEMASICO, WESTCIENT Telephone - - - - - - GERARD 7745
HEADPHONES. 4,000 ohms --- 22.6
(Post 9d.)
L.F. TRANSFORMERS 12 6
Bottles of special shellac ready for use --- 9d.
VALVE HOLDERS in highly polished moulded ebonite 1/-

WE like you to see OUR Advertisement but should be much better pleased to show YOU our Exhibit at STAND No. 27 New Hall, at the Ideal Home Exhibition OLYMPIA.

Filament Resistances
3/6

3 Coil Holders - 20/-
H.T. Batteries, 36 volts, tapped off with Wander Plug --- 7.6
DUBLIER GRID LEAKS AND CONDENSER - 5.

The well-known Electronite Crystal can be obtained from us.

J. BURNS, LTD.
Wangye Works,
Chadwell Heath, Essex.

We are actual manufacturers and can offer special advantages to the trade—send us your enquiries.

Condensers

<table>
<thead>
<tr>
<th>Type</th>
<th>Quantity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>201 mfd.</td>
<td>200</td>
<td>20/-</td>
</tr>
<tr>
<td>200 mfd.</td>
<td>500</td>
<td>30/-</td>
</tr>
<tr>
<td>1000 mfd.</td>
<td>1000</td>
<td>40/-</td>
</tr>
</tbody>
</table>

Filament Resistances

<table>
<thead>
<tr>
<th>Value</th>
<th>Description</th>
<th>Quantity</th>
</tr>
</thead>
<tbody>
<tr>
<td>200 mfd.</td>
<td>Filament Resistances</td>
<td>2000</td>
</tr>
<tr>
<td>1000 mfd.</td>
<td>Filament Resistances</td>
<td>10000</td>
</tr>
</tbody>
</table>

Contact Sticks, with slots --- 4d.
Sliders, with springs and studs --- 6d.
Ebonite Grid Holders --- 12d.
Ebonite Knobs --- 1d.
Ebonite Panels, prices on application.

Single Valve Panels

Fitted with Variable Condenser, Filament Resistances, Grid Leak and Fixed Condenser, Engraved Panel and Rosewood Finished Box, ready for use --- £4

Vulcanized Fibre and Ebonite Sheets, Rods & Tubes from stock
THE SUCCESSFUL TRANSatlantic TRANSMITTING STATION OF THE RADIO SOCIETY OF GREAT BRITAIN.


The subject of this evening's lecture bears mainly on the Transatlantic Tests, which, as you are probably aware, were held at the end of December last. These tests followed previous tests which had been arranged between the radio amateurs of America and Great Britain in previous years, although the recent tests were on a much larger scale than those which had been held before. They were organised more in advance, rendering possible the making of more complete arrangements, so as to include France, Switzerland, Belgium and Holland, as well as Great Britain. In previous years it had been America, Canada and Great Britain only.

The tests were marked, as compared with previous years, by a very great measure of success. Success had been obtained before, but on by no means such a big scale. Better results were anticipated on this occasion because the amateurs in this country had for some time been experimenting to a great extent with reception on 200 metres, 180 metres and short waves generally. Reports had also come in from time to time to the effect that signals from United States amateurs were being heard in this country, but up to the first day of the Tests I certainly had not, and I think no one else had, any idea of the magnitude of the results that would be obtained.

[A short summary was then given of the results obtained. The report of these results is now being published elsewhere in these columns.]

The main object of this meeting to-night is to deal with the second part of the Tests. The first ten nights were devoted to transmission from the other side, the second part were devoted to transmissions from Europe to America. The French transmitted and we transmitted for the six-hour period of each night from midnight to 6 a.m., this total period being divided up into two three-hour periods, which were taken in turn by France and Great Britain. On the first night we took the first three hours and the French took the second. The second night the French took the first and we took the second three-hour period, and so on alternately. In that way it was hoped to give the two countries as fair a chance as possible for the transmissions, as undoubtedly the transmission over the Atlantic varies at different times of the night, being best about 3 to 4 a.m., while also the transmission qualities vary from night to night so that by transmitting alternately in this way we hoped to give a reasonably fair distribution of the available time.

By the results achieved during the first part of the Tests we showed the Americans that we knew how to receive their signals, while in the second part of the Tests we tried to show them that we could transmit as well. Last year they sent a representative over to us to show us how to work on 200 metres (at least that is what they said). This year we have been trying to show them that we know.

The ordinary amateur licence, as you know, is for about 10 watts, and with that power it was not thought that we should stand much chance in transatlantic transmissions. However, the
Post Office were kind enough to grant a number of special permits to several of the more prominent experimenters in this country to use increased power for the purposes of the Tests, and I think we owe to the Post Office our thanks for the generous way they treated us in this respect. This Society was granted a special permit to use up to 1 kW for the purpose of these transmissions, and a few of us set to work to put up a special station for the purpose.

The question of a site was a difficult one. We naturally did not want to purchase ground or rent ground for the purpose of a test lasting less than a fortnight, and many tentative feelers were put out to find a suitable spot where someone would be good enough to lend us some space, and also if possible to lend us some power. After a number of attempts at finding a suitable location, we eventually obtained permission from the County of London Electric Supply Company to use their generating station at Wandsworth, and also to use the chimney of that generating station for supporting our aerial.

We were also fortunate in finding close at hand a disused hut belonging to the Metropolitan Water Board, and were able to obtain permission from the Board to utilise this for the purpose of housing our apparatus. The hut was quite near the base of the chimney, so that we were able to erect an almost vertical aerial.

The Society had not the necessary equipment for the Tests, so that we approached several of the radio manufacturers to see if we could borrow suitable parts, and a number of manufacturers generously responded and loaned us apparatus for the purpose. The valves being the most important item, they had to be considered first of all. Four valves were required, two rectifiers and two oscillators, and these were lent to us by the M.O. Valve Company, Ltd.; filament rheostats and transformers loaned by the Zenith Manufacturing Company; and aerial wire and insulators by Messrs. Leslie McMichael, Ltd. The generator and transformers for obtaining our high voltage to feed the oscillator valves were loaned by Messrs. R.M. Radio, Ltd.; the driving motor for the set, some condensers and sundry other things were lent by the Dubilier Condenser Co., Ltd.; grid leaks were supplied by the Zenith Manufacturing Co., and Messrs. Gambrell Bros. Inductances were lent by Messrs. McMichael, Ltd., the Radio Communication Co., Ltd., and the Dubilier Condenser Co., Ltd. Accumulators and H.T. batteries were lent by Messrs. McMichael, Ltd., and a receiving set by Mr. Maurice Child.

These, I think, cover the main parts of the set and the main parts of the apparatus which we collected together. The time available for putting up the station was very limited, and it eventually came down to the last two
The aerial was constructed. At the junction point on the left of the picture we used three more insulators, and the same six aerial wires were carried right through to the down leads which were arranged on small hoops about 12 inches in diameter. The down leads came straight down to the hut in which the apparatus was located. The roof of the hut can just be seen in the lower left-hand corner of the photograph. The left-hand end of the aerial cage was pulled away by a rope running from the insulators to the end of the coal conveyer which can be seen crossing the photograph.

In many ways the site was not ideal, and there were only two, or perhaps three, features to recommend it; these were the high point of support for the aerial, the availability of supply current for the set, and the proximity of the river for a good earth connection. In other respects it possesses many disadvantages. The proximity of the power station was not good for reception, and the proximity of all this metal work was by no means good for transmission.

In the photograph the coal conveyer can be seen. It extends from the base of the stack and runs over the roadway to the river on the other side. There were also many other metal obstructions in the neighbourhood which we expected would screen the station, and probably did so to a considerable extent. These included some gasometers, which can be seen in the background of the picture.

This metal work and a number of telephone and power wires which were strung about overhead in several directions probably screened the transmission quite a lot, but we were able to utilise some of them by making our earth connection to the coal conveyer. We found it an extraordinarily good earth. I do not know what the actual resistance to earth was but it was apparently quite low. For this connection we strung four wires from the conveyer, which was about 40 feet above the ground, and spread them out in a fan over the roadway so that they formed in that way to a certain extent something in the nature of a screen or counterpoise (although not an insulated one), as well as an earth connection.
We were able to get very much more current into the "coal conveyor" earth than when we used an ordinary earth connection. Six wires were also taken down to a water main which passed underneath the station, and a copper strip was also run out down to the river and connected to some brass plates buried in the mud of the river bed. Altogether then we had three earth connections, and we tried various combinations in order to get the best earth system. We found that each time we put one on we got more current, so that evidently each was doing some work, but the "coal conveyor" earth, I think, did the most.

Having arranged the aerial and the earth connections, the next consideration was the source of the power supply. The Power Company connected us on a pair of leads to their "station auxiliaries" switchboard at about 230 volts, 50 cycles alternating, and we used a 3 H.P. induction motor run off that supply to drive the generator used for feeding the set. The generator was primarily a rotary converter, one of Newton's make, designed for a ship's wireless set to carry a rotary spark gap at one end of its shaft, and arranged for 100 volts D.C. input and 100 volts A.C. output at 350 cycles. We fixed a pulley in place of the rotary spark and drove the machine by a belt from the 3 H.P. induction motor. The output of the generator was used to feed the step-up transformers. By driving the machine in this way we obtained also 100 volts D.C. from the dynamo and used it to excite the alternator field as well as for battery charging. We fitted up a change-over switch to enable us to throw the machine over quickly from the running to the charging position because between transmissions we needed to charge up our batteries very quickly, and therefore a quick throwover was very necessary. Fig. 2 shows the arrangement of the generator with the driving motor, and Fig. 3 the connections. When the D.P. throw-over switch is in the lower position we had the normal running conditions in which the D.C. dynamo field is connected directly across the D.C. armature making a shunt wound dynamo to give 100 volts D.C., and the field regulator is joined into the circuit of the alternator field. That gave us the normal running position and we obtained our 350 cycle supply from the slip rings of the machine, getting voltage control by means of the main field regulator.

For battery charging we put in a double pole throw-over knife switch straight off the D.C. machine armature and put the throw-over switch in the upper position which interrupted the alternator field and put both field regulators into the field circuit of the D.C. generator, enabling us to get a better control of the voltage which was necessary for charging the batteries. This was a very simple arrangement, but it served our purpose and gave us all the current we wanted. By means of the field regulator on the machine we could control the input to the valves, and so
control the aerial current of the set. The 350 cycle current was used to feed two step-up transformers which were supplied with the set, being part of a ship's wireless installation. They were two transformers manufactured by Messrs. Hamilton Wilson for 350 cycles for 100 volts input and 6,600 volts output, the 6,600 volts being controllable of course by means of the field regulator of the generator. The two transformers were connected with their primaries joined in parallel and the secondaries in series, so as to use two-wave rectification.

Fig. 3. Connections of generator unit.

The rectification circuit was of quite an ordinary type, one valve being used for each half wave (Fig. 4). The filaments of the valves were joined in parallel and were eventually fed from a step-down transformer fed off the 220 volts 50 cycle supply. We had no available transformers to run off the 350 cycle supply, but we lighted the filaments from the 50 cycle supply and used a centre tap on the 20 volt filament winding so as to get rid of the effects of the 50 cycle supply on the output.

The smoothing condenser consisted of a number of 1 microfarad condensers connected in series, and joined the junction point of the H.T. transformer windings and mid-point of the filament transformer winding as shown. Ten 1 microfarad condensers were used in series, each condenser having been tested at 1,500 volts D.C. Since, however, surges always occur in smoothing circuits, we thought we were on the safe side to allow for a 100 per cent. factor of safety over the test voltages—safety being most desirable when carrying on experimental work. Hence the actual capacity of our smoothing condenser was 0.1 microfarad. That does not seem very much, but with the 350 cycle supply, the frequency being fairly high, the smoothing was quite reasonably effective. Actually there was some ripple left which was audible for some distance on a simple detector valve without any heterodyne circuit, but this ripple was not large enough to be serious.

(To be concluded)
The Olympia Exhibition

SOME NOTES ON THE WIRELESS SECTION.

At the time of writing, the Daily Mail Ideal Home Exhibition at Olympia is in full swing, and the special section devoted to Wireless exhibits, to which brief reference has already been made in previous issues, is attracting a large amount of interest.

In addition to the Wireless Section, with stands of all the principal manufacturers' apparatus, there is a hall devoted to the reception of broadcast transmissions from the London Broadcasting station, where accommodation is provided for an audience of about 1,000. This affords an opportunity for those unacquainted with broadcast reception, to appreciate its possibilities and attractions as an adjunct to the home.

The Wireless Exhibition is, of course, primarily arranged in the interest of those who are new to wireless, and are taking it up solely for the reception of the broadcast programmes, but the Exhibition is, nevertheless, a feature of attraction to everyone interested in wireless, whether amateur and experimenter of long standing, or one only new to the subject. Such an Exhibition affords a splendid opportunity for those who contemplate purchasing wireless apparatus, to make a selection from amongst a choice of all the best that is produced in this country, and there is no more effective guide to the choice of apparatus than that which is the result of comparison. It is, however, difficult to indicate where comparisons between the apparatus of various makers can be drawn, since all the sets and components exhibited are for the most part of a uniformly high standard both in design, and workmanship. Very valuable information, particularly to the experimenter, can be obtained from a visit to the Wireless Section, and a careful survey of the apparatus exhibited. A number of new ideas are introduced into sets on view, some of which will undoubtedly be new to the experimenter, whilst the enormous variety of designs for receivers will provide much food for thought.

We illustrate here some of the sets and apparatus on view, but this represents only a very small proportion of what there is to be seen. The Radio Society of Great Britain is represented at one of the stands, where comfortable chairs are available, and literature relating to the Society. Members are cordially invited to bring their friends here where they will have the opportunity of resting during their visit to the Exhibition, and those who are in a position to do so, may bring prospective members to complete forms of application for membership which are at hand for their use.

For those who desire to know something of the past activities of the Society, there has been reprinted from a past issue of this Journal a History of the Society, illustrated with photographs of those who have been actively engaged in its development.

Space does not permit of dealing in detail with the exhibits of the various firms, but points of special interest which may be noted are the extended use by certain firms of the low temperature valves, where, of course, the principal advantage lies in the fact that accumulators are not required, substantial size dry batteries sufficing for the filament current.

On many of the broadcast receivers it is noticeable that an adjustable reaction is introduced, though of course so arranged that it does not pass the point of oscillation. Unit sets, some of new design, are to be seen on one or two stands, whilst elaborate sets embodying new principles are being shown for the first time by one or two firms. On one stand there is exhibited a crystal and single-valve broadcast receiver where the valve functions both as high frequency and low frequency amplifier. There are to be seen a large number of component parts, some of which embody new ideas, though for the most part the Exhibition specialises in complete receivers for broadcast reception.

Various publishers of wireless literature are represented, and on the stand where this Journal is displayed, an invitation is extended to readers to avail themselves of the services of one of the editorial staff for advice and help relating to their apparatus.
1. The Marconi Scientific Instrument Co., Ltd.
2. Dubilier Condenser Co., Ltd.
4. The Marconiphone Co., Ltd.
5. Loud Speaker by the Automatic Telephone Manufacturing Co., Ltd., and Receiving Apparatus by Ashley Radio, Ltd.
6. Burndey & Ltd.
7. General Radio Co., Ltd.
8. Metropolitan-Vickers Co., Ltd.
The Construction of a Short Wave Wavemeter.

A USEFUL INSTRUMENT FOR ADJUSTING THE RECEIVING APPARATUS.

Better than adjusting the crystal detector by means of the signals it is desired to receive, is to employ a small buzzer actuated near to the receiving apparatus. Thus if a buzzer is connected to a dry battery, it is possible to vary the contacts of the detector until the buzzing noise is heard in the telephones, and when this is done, it is only necessary to wait for the transmission to commence, while varying the tuning adjustments, if the setting for the particular station from which reception is desired is not known. Such an arrangement is very useful for testing if everything is in order in a valve receiving set, should the location or design of receiver not permit of the tuning in of ship stations for proving that the apparatus is in working order.

The combination of a battery and buzzer with a tuning circuit, such as a coil of wire and variable condenser, is capable of serving a dual purpose, firstly of testing the sensitiveness of the crystal or valve and secondly of adjusting the tuning devices to the wavelength on which it is desired to receive. The instrument is called a "buzzer wavemeter" and its construction is quite simple.

It is necessary to procure a variable condenser of good construction and preferably contained in a wooden box and having a value of 0.007 microfarads, a small buzzer, usually to be obtained in a nickel-plated case, and measuring about $\frac{1}{2}$ in. x $\frac{1}{10}$ in., a dry battery of the type employed in pocket lamps, a few miscellaneous brass screws and pieces of wood, a card inductance of the type described on page 734 of the issue of March 3rd, and some wire for connecting up. The essential tools are a small saw and a screwdriver and other tools likely to be very helpful are a hand brace with small twist drills, a vice and a file.

It is not proposed to deal with the construction of the variable condenser in the present article, as the subject has already been exhaustively dealt with in this journal* and moreover the actual design of this component will depend so much on the dimensions and the number of the available parts. If the thickness of the spacing washers is $\frac{1}{8}$ in. and the plates No. 22 S.W.G. in thickness, then about 20 fixed and 19 moving plates will be required. Get bushes if possible to support the spindle where it passes through the ebonite end plates, and what is most important in this instance, is to make sure that there is not the slightest play on the spindle. If the condenser is made up by the reader or is one purchased unmounted, it will require mounting in a wooden box as indicated in Fig. 1. Two holes are to be made in each of two opposite sides of the box to permit of two wires from the two sets of plates passing through.

The battery and buzzer may be secured to a piece of wood which is equal in size to one of the sides of the box. The buzzer is of course attached with screws, whilst the battery is held in position by means of strips of tin cut with a pair of scissors from a scrap tin box or perhaps better still, by means of strips of soft leather. A small wooden arm pivoting about a screw will serve as a switch by pressing the long spring connector of the battery up against a piece of bent brass, or more simply, a screw.

The short spring of the battery is joined to one terminal of the buzzer, whilst the brass

stop or screw, and the other terminal of the buzzer are connected to the two leads coming from the condenser on the side to which the battery and buzzer are attached. The method of joining up is indicated in Fig. 2.

The inductance card is cut from a post-

![Method of assembling buzzer and battery.](image)

...card by pricking through, and is wound full with No. 28 double cotton covered wire. It is connected to the two free condenser leads and clamped to one of the sides of the condenser box.

Spacing pieces of wood will be required for attaching the battery and buzzer board to the box, or better still, short pieces of ebonite tube and No. 2 B.A. screws and nuts as shown in Fig. 1 may be used. The adjusting screw of the buzzer must be accessible and may necessitate the discarding of the cover.

As to operation, it will be found that the buzzer operates when the lever presses the spring against the screw. Switch the buzzer off and adjust the crystal on a strong signal or the nearest broadcasting station. Now, without making any change in the setting of the tuning handles of the receiver, set the buzzer in operation and turn the condenser until the buzz can be heard in the telephones at its loudest.

Mark the setting of the condenser and the position indicates the wavelength of the transmitting station on which the test was made. On future occasions when it is desired to tune in the station it is only necessary to set the condenser to the mark, adjust the crystal and vary the tuning, until the buzz is heard at its strongest. Similarly a number of marks can be made on a paper scale, attached to the dial of the condenser, for tuning to a number of stations. The instrument is equally useful with a valve set for the purpose of tuning as just described.

If the reader is a member of one of the many wireless societies existent throughout the country, he can very probably take his instrument along on an evening devoted to practical work and calibrate against a reliable wavemeter.
50

44
46
48

42

40

32
34
36
38

30

28

22
24
26

20

14
16
18

No.

0016
.0010

.0108
.0092
.0076
.006
-0048
.004
.0032
.0024

.0124

018
0148

.028
.022

.036

.080
.064
.048

Inches.

'0254

'2337
1930
1524
-1219
'1016
'0813
'0610
'0406

-2743

-3149

'5588
'4572
'3759

-007

-008

0095

.011

-053

177

'203

-241

'381
'330
'280

'432

559
483

'660

/*017
812

-040
.032
.026
.022
.019
-017
.015
.013

-9144
1112

.086

070

Mm.
2.20
1.80
1.346

Inches.

Mm.

!hazneter S.S.C.

2'032
1'626
1'219

Diameter Bare.

056

.019

The covering of the wire is easily determined

45 turns, and the wire has ksingle silk covering, the diameter of the covered

by inspection. If the wire has been tightly wound, and there are say

in a one -inch length counted.

in one inch.

Wire as ordinarily purchased slightly varies in diameter
measured over the insulation, but apart from this alight irregularity,
with the aid of the tables it is possible for those who are not familiar
with wire gauges, or who have no measuring instrument such as a
micrometer to determine the gauge of wire they may have. The wire
should be wound upon a small diameter rod, and the number of turns

the winding is to be with No. 22 S.S.C., -457-0-4 = 25 turns should he wound

1

in one inch. Of course a slight deduction in the number of turns should
be made in the ease of those who are not expert at winding coils. If

0.044

the number of turns per inch or centimetre which may be wound is readily
determined. To take an example, No. 22 D.C.C. is 0.040 inches in diameter
- 22 turns of this wire will be wound
and it should be expected that

.

1

1328 -0
1913.0
2988.0
5313.0

262.5
361.7
530.0
850.3

199 -1

63.24
94.48
139.8

39 .05

23.62

4 .784
7 -478
13 .28

37,184
53,564
83,664

48,825
74,700
132,825
303,000

7,350
10,128
14,840
23,808

33,200

6,562
9.042
13,250
21,257

5,575

2,645
3,914

2,362
3,495

4,977

1,093
1,770

661 .3

371 .8

133 .9
209 -4

Eureka.

976
1,581

591

332

120
186

Copper Wire Manganin

-0048

-0060

S.W.G.
.080
.064
.948
-036
.028
.022
.018
.0148
-0124
.0108
.0092
.0076

'004

-009
-007

-012

-014

'018

-022

-035
028

'049

065

083

B.W.G.

.0031

004

.0253
.0201
.0159
.0126
-010
.0079
.0063
.005

.0320

-0641
-0508
-0403

B. & S.O.

diameters of-

Comparison between

z

O

The last columns give a comparison between the diameter of American
and British wire gauges.

the length of the potentiometer will be nearly 4 inches.

3.14

or 14.8 ohms per yard. The length required for the potentiometer is
450
then 14.8 or 30.4 yards. If the rod upon which the wire is to be wound
has a diameter of one inch, its circumference is 3.14 inches. The total
number of turns is the total length of wire in inches divided by the
circumference. Hence 30.4 yards = 1,094 inches, and the number of
1094
turns -or 348 turns. The wire will wind 90 turns to the inch, and

CoZ

ZO.

ttl

wire is 45 ='022 in. From the tables it is evident the wire is No. 26 S.S.C.
The resistance per 1,000 yards of copper and resistance wires given
in the 8th, 9th and 10th columns are useful in that one is able to closely O
estimate the length of wire in a coil, and hence its resistance. As an example suppose a potentiometer is required. A potentiometer has a t2i
resistance generally of the order of 450 ohms, and No. 36 manganin or "C
Eureka resistance wire will be used. In the case of the Eureka wire, t74
from the tables No. 36 has a resistance of 14,840 ohms per 1,000. yards

'432

'585

021

.660

-023

162

/*118
'915

142

Mm.
2.30

.036
.030
-026

044

.075

.091

Inches.

Ohms per 1,000 yards.

Some Valuable Data for the Experimenter.
Diameter D.C.C.

In the table particulars are given of the diameter of bare wire, and
wire with single silk and double cotton covering. From the latter data,

I

SAVA:.

WIRE TABLES :


The Antennæ.

THE TRANSMITTING STATIONS RADIATING SYSTEM.

(Continued from page 652, February 17th issue.)

TURNING now to practical details, it is proposed to indicate how the constants of the antennæ may be arrived at. The simplest methods only will be described, as it is not worth while to take great pains with elaborate methods when the instruments available to most experimenters are only accurate to within several per cent.

THE MEASUREMENT OF ANTENNA RESISTANCE.

The method to be described makes use of the experimenter's transmitter. The arrangement is given in Fig. 1. Here we have the aerial circuit, which includes a calibrated hot-wire ammeter or thermo-couple, the aerial tuning inductance of the transmitter proper and a key or switch arranged to short circuit the variable resistance $R$ when required. The resistance $R$ may be a number of short lengths of Eureka resistance wire connected in series. The wire should be fairly fine, in order that its high-frequency resistance shall not greatly exceed its direct current resistance. No. 34 “Eureka” wire is suggested, which has a resistance of 10.13 ohms per yard, and will carry 100 milliamperes without reaching a temperature of 100° F. The total resistance available should be about 20 ohms. The coil $L$ should be connected to take the place of the aerial coil normally used when transmitting. The small coil $L_1$ is for the purpose of providing coupling with the aerial coil, and should be only just large enough to provide a small aerial current—50 or 60 milliamperes will be a suitable value. The condenser $C$ is used to tune the closed circuit and should be of the oil dielectric type to safely withstand the voltage. It may be necessary to include a little resistance in this circuit. To take measurements the transmitter is switched on, and the wavelength of the closed circuit adjusted to the wavelength upon which it is desired to take the measurements. The coupling between $L_1$ and the aerial tuning coil is loosened until ammeter $A_1$ shows a small reading, and the coupling is then fixed; it is not changed while resistance measurements are being taken. The current $A_2$ and $A_3$ should remain fairly constant throughout the tests. The reading $A_1$ is taken and recorded. The key shunting the resistance is opened, and the resistance varied until the ammeter $A_1$ records about half its previous value. Calling the latter reading $A_n$ and the value of the resistance $R$ ohms, the antennæ resistance
is given by
\[
R_{\text{antenna}} = \frac{A_2 \times R}{A_1 - A_R}
\]
As an example suppose
\[A_2 = 20\text{MA}, A_1 = 40\text{MA}.
\]
\[R = 150 \text{ohms}, \text{then}
\]
\[
R_{\text{antenna}} = \frac{20 \times 15}{20} = 150 \text{ohms}.
\]

It will be noticed the resistance of the antenna is equal to that of the added resistance in the above case because the current with the resistance in circuit was exactly half that with the resistance short-circuited. If, therefore, the resistance \(R\) is made continuously variable, and we use a hot-wire milliammeter, it is not necessary that the ammeter be calibrated. The reading with the resistance in circuit should be made equal to half the reading when the resistance is out of circuit. The antenna resistance is then equal to the value of \(R\). A number of readings should be taken at different wavelengths and a curve plotted, showing the resistance at the wavelengths at which the antenna is likely to be used.

**The Measurement of Antenna Resistance and Capacity.**

Another method which may find favour with some experimenters uses the arrangement of Fig. 2. Here we have an ordinary transmitter, which is coupled to the aerial in the usual manner. The only alteration required in order to take measurements is the inclusion of a switch \(S\), condenser \(C\) and resistance \(R\). The condenser and resistance may be identical with those used in the previous tests. The ammeter \(A_1\) is of the hot-wire type and does not need to be accurate. The milliammeter \(A_2\) is a direct current instrument and a moving coil instrument is suggested. With switch \(S\) to the right, the transmitter is tuned up in the usual way to the wavelength desired. The milliammeter \(A_2\) will give a steady deflection which should be noted. Reading \(A_1\) should be taken. The switch \(S\) is now thrown to the left and adjustments of \(C\) and \(R\) made until the currents indicated by \(A_1\) and \(A_2\) are exactly as before. The resistance \(R\) is then equal to the antenna resistance, and the capacity of \(C\) is the capacity of the antenna at the wavelength of measurement. The essential point to remember is that the transmitter once adjusted should be left alone, and only the switch and dummy circuit adjusted. A number of readings should be taken as before and a resistance wavelength curve plotted. It will be noticed the resistance of the condenser should really be known and added to that of \(R\) to give the correct result, but generally this additional resistance may be neglected if the resistance is well designed. Its resistance should not exceed an ohm or thereabouts.

**Measurement of Natural Wavelength.**

The transmitter is loosely coupled with the aerial circuit which has a single turn of wire included in it as well as the ammeter. The arrangement given in Fig. 1, modified to Fig. 3, may be used. The transmitter is adjusted to the frequency of the aerial circuit as indicated by the maximum aerial current. The coupling between the single turn and \(L_1\) is made as loose as possible, consistent with reliable readings. The aerial circuit is then removed and the wavelength of the oscillations generated measured with a wavemeter.
The antenna inductance may be calculated from the values of capacity and wavelength obtained by using the well-known wavelength formula.

\[ \lambda \text{ metres} = 1885 \sqrt{LC} \]

A number of measurements of amateur antennas show the resistance at 400 metres to average 20 to 30 ohms. The average capacity is 0.0003 mfd.

From these figures it is evident great improvement is possible, and it is intended in the following sections to describe antenna suitable for small power transmitters.

**Types of Antenna.**

The antenna used by experimenters fall under one of the following headings as a rule, inverted L, T, vertical, or fan. Each is

![Diagram](image)

suitable and the correct choice depends largely upon the conditions which confront the experimenter.

If there is plenty of open space available, no doubt the T type of antennas will give best results. The vertical and fan types should only be chosen when the area available is small.

A suitable height would be between 60 and 70 feet. The flat top should preferably be in the form of cages, and it is suggested a double cage antenna, with the two cages, spaced 14 feet apart, will be most suited to the needs of experimenters. The cages may be constructed of 6 or 8 wires, secured to wooden hoops 4 feet in diameter. Three hoops in each section would be suitable. The down leads should be in the form of a rat-tail, and be run so that it is several feet away from buildings except where it
is secured to the lead-in insulator. Lead-in insulators of the type illustrated are recommended; the same figure shows suitable aerial insulators. Suitable conductors were mentioned in the first portion of the article.

The figure gives an outline of a cage, inverted L type aerial. Those who expect to generate up to about 100 watts in the aerial circuit would find a single cage satisfactory.

The lower capacity, which may be an earth connection, counterpoise, or a combination of each, is worthy of serious consideration, as it is here that one should look for the cause of most high-resistance antennae. A water-pipe is often used as the earth. The connection between the earth terminal of the receiver and the earth should be large and well soldered.

The photograph illustrates a number of aerial and lead-in insulators. Those insulators which have a long leakage surface are generally the best.

In cases where the use of a water-main carries with it the use of a long earth lead, it is advisable to construct an earth. An earthing scheme is shown in Fig. 5. Copper wires are laid out symmetrically with the aerial wires and are soldered to zinc, or even galvanised iron plates, at the distant end of the aerial. A total of 6 or 7 wires buried about 3 feet should, if possible, be used. In this way the resistance is reducible to something of the order of 10 ohms.

When space is available, the use of a counterpoise is to be strongly recommended. With a good counterpoise, the antenna total resistance may be reduced to the order of 4 or 5 ohms. A counterpoise is constructed by suspending 6 or 7 feet above the earth a network of wires with an area 100 per cent. greater than that of the antenna top. To prevent losses through the counterpoise, the wooden supports which are generally used should be fixed several feet away from the nearest wires, as shown in Fig. 6, and the wires well insulated.

**MULTIPLE EARTHS.**

It will often be found the antenna resistance is increased when several different earth con-

![Image of aerial insulators and leads](image-url)
Connections are connected together at the transmitter. This appears to be due to lack of balance, resulting in the antenna currents being unequally divided. The fault should be guarded against.

**Combined Earth and Counterpoise.**

It is possible by tuning to combine the earth and counterpoise connections and so take full advantage of each. The arrangement is shown in Fig. 7, the difference between the two connections being to suit the connections of the transmitter. The circuit is tuned to the required wavelength, using the counterpoise connection alone. Then the earth is connected, and its point of connection is varied until connecting or disconnecting the earth with the tuning inductance does not change the wavelength. The capacity of the counterpoise and the inductance between the counterpoise and earth connection are then in tune. The arrangement is very effective in reducing antenna resistance.

---

**Radio for the Deaf**

*By P. J. Risdon.*

This short article is of special interest in view of the recent attention drawn to the possibility of deaf persons listening to broadcasting.

A year or two ago an instrument was invented that is now arousing worldwide interest. The inventor is Mr. S. G. Brown, of London, and the invention is known as the Ossiphone—derived from the Latin word “os” or “ossis,” a bone, and the Greek word “phone,” meaning sound. It is no less, as its name implies, than an instrument that enables one to hear through one’s bones.

The writer has tested the ossiphone in a variety of ways, both in connection with the ordinary telephone, and with another instrument known as an aural box.

The ossiphone is quite small and can be carried in the waistcoat pocket. It comprises a little ebonite case containing an electromagnet of the horseshoe pattern, between the poles of which an iron bar is fitted that can be made to vibrate. It contains no accumulator or dry cells, the electromagnets being energised by current from the telephone batteries when used as a telephone receiver, or from dry cells in the aural box when employed for carrying on a *viva voce* conversation.

The aural box and ossiphone together take the place of the old-fashioned ear-trumpet and other appliances commonly used by deaf persons. In the former there is an opening, developing into a curved horn shape, and diminishing in size to where it joins up with a microphone. Connections between the ossiphone and aural box or telephone are made by means of small plugs and sockets to which ordinary flex may be attached. Dry cells in the aural box provide electric current for the microphone.

In order to carry on a conversation over the telephone, a small socket is wired up in parallel with the ordinary receiver and, for the sake of convenience, is secured to the outside of the telephone box. There is a similar socket on the ossiphone, a length of flex with a twin plug at each end connecting the two. The vibrator bar projects outside the ossiphone case, and a small ebonite button is screwed to the end of the bar. The case is held in one hand and the button is then pressed gently but firmly against the skull or finger knuckle, and by this means the vibrations of a person’s voice at the other end of the line are conveyed through the body to the aural nerves and so to the brain, where the sensation of sound is produced independently of the outer ear. This may be proved by stopping the ears effectually, or by putting the ordinary telephone receiver temporarily out of commission. In this way it is possible actually to hear more clearly than with the ordinary receiver, although incidentally the ossiphone constitutes an excellent duplicate receiver. It is not quite certain whether the vibrations follow the bony structure all the way, or whether the nerves compressed between the

---

*Copyright. [P. J. Risdon.]*

A device for listening by vibrations transmitted through the bones.
ossiphone knob and the bone, take up and transmit them. In the former case it would certainly appear that, where the bones are separated by cartilage, the vibrations must be transmitted by nerves from bone to bone. In either case, however, it is only by means of the bones that the vibrations can be communicated.

When it is desired to converse in the usual manner, one end of the flex is secured to the ossiphone, and the other to the aural box, which is placed in any convenient position near one of the speakers, who merely has to face it and to speak in an ordinary tone of voice within about eighteen inches of the opening. The other person may be seated comfortably in an armchair anywhere in the room, holding and applying the ossiphone as already described.

An alternative to the ordinary vibrator is a vibrating stem, very much like the curved mouthpiece of a pipe, that may be held between the teeth; that gives equally good results, but is a less convenient method, since the ordinary vibrator can be changed from one hand to the other.

In order to appreciate the action of the ossiphone, it is necessary to bear in mind the fact that sound is an effect on the brain produced by power waves or vibrations. When a person speaks to another, the vibrations of his voice cause the ear drum of the other person to vibrate, and so to communicate the vibrations through the mechanism of the ear to the brain. If the middle or outer ear be damaged or stopped up by an excess of wax or a growth, or if the ear drum be damaged, the vibrations cannot reach the aural nerves leading to the brain and the person is unable to experience the sensation that we call sound. Ordinary appliances for the deaf are for magnifying sound waves. This, in certain cases, whilst of temporary service, may in the long run aggravate the original trouble and increase the degree of deafness. With the delicate vibrations of the ossiphone, such a result could not occur.

The value of these instruments to deaf persons depends to a great extent upon the nature and cause of their deafness. When deafness is due to what one may call mechanical affections of the outer and middle ear, in many cases the ossiphone has proved successful where all other appliances have failed. If, however, there be disease of the aural nerves leading to the brain, there is little hope of any instrument proving successful, since the aural nerves are an essential means of communication with the brain. It should therefore be quite clearly understood that it is not claimed for the ossiphone that it constitutes a certain remedy in every case of deafness.

From the foregoing description of this interesting invention, it is clear that, in all cases where it assists the deaf to hear, it will equally well enable them to enjoy broadcast wireless concerts and speech. For there is no difficulty in coupling up the ossiphone to an ordinary wireless receiving set, or in its use, in conjunction with an aural box and a "loud speaker," for the reception of music and the delights of wireless generally by many deaf persons to whom, hitherto, sound has been an almost meaningless expression.

The Radio Society of Gt. Britain.

The next meeting of the Society will be held at the Institution of Electrical Engineers, Savoy Place, Victoria Embankment, W.C. 2, on Wednesday, March 28th, at 6 p.m., when Messrs. A. D. Cowper, B.Sc., and G. P. Mair will demonstrate super-regenerative receivers entered for the competition recently arranged by the Society.

At the meeting of the Society on Wednesday, February 28th, the following were elected as to full membership:

Wireless Club Reports.

NOTE.—Under this heading the Editor will be pleased to give publication to reports of the meetings of Wireless Clubs and Societies. Such reports should be submitted without covering letter and worded as concisely as possible, the Editor reserving the right to edit and curtail the reports if necessary. The Editor will be pleased to consider for publication papers read before Societies. An Asterisk denotes affiliation with the Radio Society of Great Britain.

Correspondence with Clubs should be addressed to the Secretaries direct in every case unless otherwise stated.

North Middlesex Wireless Club.*

Hon. Secretary, Mr. E. M. Savage, "Nithsdale," Eversley Park Road, Winchmore Hill, N.21.

The 108th meeting of the North Middlesex Wireless Club was held on Wednesday, February 7th, at Shafesbury Hall, Bowes Park, Mr. Symons being in the chair. Mr. Dixon gave his lecture on "Various Instruments used in Wireless Work."

The Radio Society of Highgate.*

Hon. Secretary, Mr. J. F. Stanley, B.Sc., A.C.G.I., 49, Cholmeley Park, Highgate, N.6.

On Friday, February 2nd, a lecture was given by Mr. H. Andrews, B.Sc., on "Secondary Cells." The Hon. Secretary will be pleased to give full particulars of the Society to any lady or gentleman in the district who is at all interested in wireless, either from an experimental or broadcasting point of view.

Smethwick Wireless Society.*

Hon. Secretary, Mr. R. H. Parker, F.C.S., Radio House, Wilson Rd., Smethwick, Staffs. At a large gathering of members on Jan. 26th, the Secretary, who was the delegate at the last Conference of affiliated societies, gave a report of the proceedings.

A meeting held on February 2nd, Mr. Leslie Carter, M.Inst.Mech., F.C.S., F.Inst.P., (a committee member), gave a most interesting lecture on "Non-ferrous Metals and Wireless, with Special Reference to Wireless Aerials." Judging by the discussion which followed, the lecture was greatly appreciated.

A meeting was held in the Society's headquarters, the Technical Institute, on Friday, February 9th, Mr. L. Carter in the chair. After the usual business the chairman called upon Mr. Lee to give his report on the visit to the Birmingham Broadcasting Station, 5 ZT, kindly arranged by the Secretary.

The Belvedere and District Radio and Scientific Society.*

Hon. Secretary, Mr. S. G. Meadows, 1, Kentish Road, Belvedere, Kent.

At the twenty-first meeting of the Belvedere and District Radio Society, held on Friday, February 9th, at the Erith Technical Institute, the evening was devoted to a discussion on "The Proposed Transmitting Apparatus." The whole of the apparatus is being made by the equipment engineer.

The Cowes District Radio and Research Society.*

Hon. Secretary, Mr. J. W. L. Ingram, 1, Mill Hill Road, Cowes, I.W.

The formal opening of the Society's new Headquarters, at the Grosvenor Restaurant, took place on Wednesday, January 31st. The meeting, being open to the public, resulted in a crowded attendance. Sir Godfrey Baring, the newly-elected President, made his first appearance at a club meeting.

A demonstration of broadcast reception followed, to the great enjoyment of the company. A live-valve set, constructed by Mr. Mugliston, was used for this purpose, and 2LO was successfully received.

Ipswich and District Radio Society.*

Hon. Secretary, Mr. H. F. Barbrook, 46, Foundation Street, Ipswich.

At a recent meeting of the Ipswich and District Wireless Society it was unanimously resolved to change the title of the Society to the above.

A general meeting of the Society was held on Monday, February 19th, at 55, Fonneen Road. It was opened by Mr. Akester, Chairman of the sub-committee, who had been elected to enquire into the Society's rules.

Owing to the steady growth of the Society, the rules which had sufficed for the preceding year were found to be totally inadequate, and several amendments were made.

A meeting of the Society was held on February 12th, a lecture being delivered by the President, S. A. Nuttall, Esq., R.A., B.Sc., LL.D., whose subject was "Electricity and Magnetism and its Allied Phenomena."

The West London Wireless and Experimental Association.*

Hon. Secretary, Mr. Horace W. Cotton, 19, Rushey Road, Harlington, Middlesex. Club Rooms: Acton and Chiswick Polytechnic, Bath Road, Chiswick.

At a meeting held on February 13th, Mr. F. E. Studt gave a paper on "Elementary Principles of Wireless" (Part I), which was very acceptable to recently enrolled members.

A concert is to be arranged shortly so that members may have a musical evening with their friends. Particulars will be announced later. The Secretary will have much pleasure in replying to all applications for particulars of membership, and objects of the Association.

The Radio Society of Highgate.*

Hon. Secretary, Mr. J. F. Stanley, B.Sc., A.C.G.I., 49, Cholmeley Park, Highgate, N.6.

A lecture was given on February 9th by Mr. F. L. Hogg on "How to get the Best Out of Your Set." The Society has had the misfortune to lose its Vice-Chairman, Mr. L. Grinstead, who has removed from the district, and at a general meeting held on February 16th, Mr. P. H. Yongman was elected in his place.
An attractive programme for the next three months has been drawn up, and includes a special series of elementary lectures on theory of wireless reception and the construction of apparatus suitable for the reception of broadcasting. This series will start on Friday, March 16th, at the 1919 Club, Higlygate, at 7.45. Meetings are held at the same time and place every Friday.

Particulars of the Society and a full programme of lectures may be obtained from the Hon. Secretary.

Exeter and District Wireless Society.*
Hon. Secretary, Mr. F. S. Valentine, 10, College Avenue, Exeter.

A lecture was given before the above Society on February 8th, by Mr. Smitham, on "The Uses of Avenue, Exeter.

The Wireless and Experimental Association will start on Friday, March 16th, at the 1919 Club, and the Association will be held at the same time and place every Friday. Notice to members and cordially invited to communicate with the Secretary.

The Wireless and Experimental Association.*
Hon. Secretary, Mr. Geo. Sutton, 557, Lordship Lane, S.E.22. Assistant Hon. Secretary, Mr. G. H. Horwood, 557, Lordship Lane, S.E.22.

At the meeting of the Wireless and Experimental Association, held at the Central Hall, Peckham, on January 10th, Mr. Vogt described some experiments which he had carried out.

The meeting held at the Central Hall, Peckham, on February 14th, was so crowded that several members had to stand round the room.

More ample accommodation has been secured at the Camberwell Library, and the Association will "move in" as soon as possible.

Birmingham Experimental Wireless Club.*
Hon. Secretary, Mr. A. Leslie Lancaster, c/o Messrs. Lancaster Bros. & Co., Shadwell Street, Birmingham.

On February 9th, at the Digbeth Institute, a very interesting meeting was held, discussions taking place on many wireless topics and difficulties.

Sheffield and District Wireless Society.*
Hon. Secretary, Mr. L. H. Crowther, A.M.I.E.E., 18, Linden Avenue, Woodseats, Sheffield.

At the weekly meeting of the Society held on February 16th, a paper was read by Mr. A. F. Carter, of Leeds, dealing with some of the comparisons between power engineering practices and wireless work.

The Wireless Society of Hull and District.*
Hon. Secretary, 79, Ballard Street, Hull.

There was a satisfactory attendance of members at the meeting on February 12th, when Mr. J. Brazendale delivered a lecture entitled "The Construction of a Single Valve Set and Note Magnifier."

All wireless enthusiasts in Hull and District are strongly recommended to join the Society. Full particulars of membership can be obtained from the Hon. Secretary.

Hackney and District Radio Society.*
Hon. Secretary, Mr. Charles Phillips, 217, Evening Road, Upper Clapton, E.5. (Letters only.)

The Society held its usual weekly meeting on Thursday, February 15th, at its premises at the Y.M.C.A., Mare Street, Hackney, the Chairman, Mr. H. A. Epton, presiding.

After the formal business had been dealt with, when several new members were elected, three "waistcoat pocket" talks were given by Messrs. Kiernan, Francis and Bell, on their experiences with radio.

The Clapham Park Wireless Society.
Hon. Secretary, Mr. J. C. Elvy, A.M.I.E.E., 12, Tavistock Street, Strand.

The seventeenth general meeting of the Society was held on January 3rd.

Mr. A. E. Radburn, the Chairman, introduced Mr. Hope-Jones and Mr. Leslie McMichael, Chairman and Hon. Secretary respectively of the Radio Society of Great Britain, who had been persuaded by Mr. Elvy to attend with a view to clearing up any questions at issue with regard to affiliation.

To allow of fullest possible attendance, Mr. McMichael graciously consented to Mr. Hope-Jones' suggestion to occupy the intervening minutes by giving an account of their activities in the Atlantic transmissions.

The Chairman of the Clapham Society then called upon the two visitors to give an exposition of the working and organisation of the Radio Society of Great Britain, and facilities that would accrue by affiliation. Both Mr. Hope-Jones and Mr. L. McMichael were subjected to a keen fire of questions, which they welcomed, all questions being answered to the full satisfaction of those present.

The visitors having taken their leave, the question of affiliation was proceeded with. The result was a unanimous decision in favour of affiliation by the members present.

The eighteenth general meeting took place on January 10th at headquarters, Mr. A. L. Beedles occupying the chair, when Mr. Gallard led a discussion for amateurs only, with the aid of blackboard diagrams, on fundamental points of wireless.

The next meeting was held on January 24th, with Mr. A. E. Radburn being the Chairman.

Mr. Hurst opened his topic of discussion. for amateurs only, and the subject was again discussed.

The Society's aerial then came under review, Mr. Daniels prompting a second demonstration in the near future by his friend, Mr. Ayres, of 2 QD transmitting station, when the aerial was perfected.

At the twentieth general meeting, held on January 31st, under the chairmanship of Mr. J. G. Hurst, Mr. Richardson reported on the question of aerial improvement.

Fulham and Chelsea Amateur Radio and Social Society.
Hon. Secretary, Mr. W. Roberts, 3, Normand Gardens, S.W.6.

Mr. Roberts having applied for assistance in his secretarial duties. Mr. R. C. Smith has been elected assistant secretary.

On January 23rd, the Chairman (Mr. Witts) called upon Mr. Hayden to give a short report on the progress of the construction of the Society's aerial.
On January 20th a lecture and demonstration was delivered by the Assistant Secretary on the Armstrong Super-Regenerative receiver, single valve, with one low frequency amplifying stage. On February 6th a demonstration of a three-valve set, one detector, two low frequency amplifiers, was given by Mr. Caola.

The Society's aerial is now ready for use, and the apparatus is in the course of construction. A programme of lectures and demonstrations is in preparation, and members wishing to participate in these should communicate with the Hon. Secretary.

Beckenham and District Radio Society.
Hon. Secretary, Mr. J. F. Butterfield, 10, The Close, Elmers End.

On February 1st the Society held its first meeting at its new headquarters, the United Services Hut, High Street, Beckenham. A demonstration was given as a suitable start on a four-valve low-frequency amplifying set.

Mount Pleasant Radio Society.
Hon. Secretary, Mr. W. R. Fleming, 186, Upton Park Road, Forest Gate, E.7.

The above Society held a meeting at the Lecture Hall, 21a, John Street, Theobalds Road, London, W.C.1., on Saturday, February 3rd, when Mr. W. D. Keiller gave a very interesting lecture on "Induction." He commenced with the phenomena of the lines of force around a conductor, leading up to the inductive effect of the loose coupler.

The meeting terminated with a few items from 2 LO on the Society's apparatus.

The Rhondda Wireless Enthusiasts' Society.
Hon. Secretary, Mr. R. Evans, 69, William Street, Ystrad-Rhondda, Glam.

A highly successful and well-attended whist drive and dance, promoted by the Rhondda Wireless Enthusiasts' Society, was held at St. David's Hall, Ton Pentre, on Monday evening, February 5th. This Society, which has been in existence since June, 1922, is the pioneer wireless society of the Rhondda, and has continued to hold priority both as regards the apparatus possessed, and the enthusiasm of its members. The Society meets on Wednesday evenings at headquarters, the Brodringall Girls' School, Ystrad-Rhondda. Intending members should write for particulars to the Secretary.

Hoylake, West Kirby and District Wireless Association.
Hon. Secretary, Mr. J. D. Wood, 7, Grosvenor Road, Hoylake, Cheshire.

There was a large gathering of members of the local wireless association and their lady friends at the Green Lodge Hotel on Monday evening, February 5th, when a special ladies' night was held. An excellent musical entertainment, consisting of humorous monologues and pianoforte and violoncello selections was provided by Mr. J. E. Corlet and his talented young daughters, every item of which was heartily applauded.

A lecture was given by Mr. G. V. Wall, of West Kirby, who had kindly brought his large six-valve wireless receiving set with loud speaker, all present were enabled to listen to selections at intervals from the programme being broadcast by wireless from 2 ZY, the Manchester station of the British Broadcasting Company.

The Pudsey and District Radio Society.
Hon. Secretary, Mr. W. G. A. Daniels, 21, The Wharrels, Lowtown, Pudsey.

A meeting was held on Monday, February 5th, at the club room.

After the usual business had been transacted, the Chairman, Mr. F. Wild, tendered an invitation to any gentleman to give a "ten-minute" talk on some interesting subject, such as the description of their sets at home. Several gentlemen responded, and a very enjoyable evening ensued.

The question of an aerial for the use of the Society was then brought forward, and a discussion followed. At length it was decided that an aerial of the single wire type was, from the experience of these present, most suitable for the Society's requirements.

Ladies or gentlemen wishing to become members should communicate with the Secretary. The meetings are held on the first and third Mondays in the month, at 8 p.m.

Felixstowe and District Radio Society.
Hon. Secretary, Mr. E. Cork, 3, Highfield Road. The Society is still progressing, and the receipt of the experimental licence has added interest to the busy weekly meetings.

On Frigay, March 2nd, 7.30 to 10 p.m., at the Society's headquarters, a public exhibition and demonstration of wireless apparatus was given.

Hon. Secretary, Mr. V. J. Hinkley, Northern Polytechnic Institute, Holloway Road, N.7.

At a meeting of the Association, held on Monday, February 5th, a lecture on "The Neon Lamp and its Use in the Production of Oscillations," was given by Mr. E. H. Robinson.

The lecturer gave a description of the construction of the lamp and its ordinary uses. He then went on to show how it could be included in a circuit to enable currents of an oscillatory nature to be produced.

On this occasion seven new members were elected.

The Ilford and District Radio Society.
Hon. Secretary, Mr. A. E. Gregory, 77, Khedive Road, Forest Gate, E.7.

On February 8th Mr. C. G. Rope lectured on "Accumulators." In view of the trouble that is often experienced with accumulators, Mr. Rope's remarks with reference to "fothing," sulphating, etc., were greatly appreciated.

Isle of Man Radio Society.
Joint Hon. Secretaries: Mr. J. S. Craine, 6, Belmont Terrace, and Mr. J. P. Johnson, 16, Hildesley Road, Douglas.

A well-attended meeting was held on February 19th, at the Secondary School, Douglas, Mr. H. Colebourne presiding. After the opening business, the chairman called upon Mr. P. J. Johnson to address the meeting on "The Valve as a Detector." Mr. Johnson illustrated his very capable address by a large number of clear diagrams.
Wireless in the Territorial Army

Under a recent decision of the military authorities, wireless has assumed a position of great importance in the signal organisation of the Territorial Army. This development should be of considerable interest to members of the Amateur Wireless Societies. Most of these gentlemen have Post Office licences themselves or are working with friends who have them, but the great majority of these licences only allow for reception and the interception of broadcasting. Younger members of the Amateur Societies who join the Royal Corps of Signals (Territorial Army) will find these opportunities for a great deal of wireless work which should be of use to them in maintaining their own sets; and in other directions they will gain technical experience which is beyond the reach of the ordinary amateur.

Regular courses of lectures by experts, both officers and non-commissioned officers, are included in the training programmes of all Territorial Signal Units: these lectures should be of great use to the amateur.

In addition many pamphlets with information and reference to new developments circulate to T.A. Signal Units as and when they are published.

Signal Units of the Territorial Army are equipped with modern valve wireless sets of various types, and have special wavelengths reserved for them for sending and receiving. At annual training in camp, and at Headquarters throughout the year, the wireless operator gains practical experience in sending, and in tuning transmitting sets, as well as in reception and operating procedure. The practical experience of learning wireless procedure should be of considerable advantage to the amateur in helping him to unravel and distinguish the various signals which he intercepts apart from the broadcast telephony. In addition, the amateur will get opportunity to learn and practice the Morse alphabet.

The camp training, including as it does transmission and reception and the rapid erection and dismantling of stations connected with operations, should give the wireless operator great scope and interest. He learns, in addition, to charge and maintain accumulators.

A glance at the Army list will show that there are 14 Divisions and a Cavalry Division in the Territorial Army, each with its Signal Unit. When it is realised that each Division has an establishment of 25 wireless sets and 80 operators, it will be seen that there is considerable scope in the Territorial Army for the wireless amateur who is ready to help his country and is not averse at the same time to benefiting himself.

Most units still have vacancies for wireless operators, and now is a very good time for recruits to join, as the training season is just starting, and there is comfortable time to get through the preliminary training and recruit drills before annual training.

The liability for a man joining the Territorial Army is:

- 4 years' service.
- 40 Drills in the first year.
- 20 Drills in each subsequent year.

Annual training in camp of 15 days.

Detailed information about the annual bounty, rates of pay during camp, scale of free uniform and equipment, etc., can be obtained at any of the Divisional Signal Headquarters given below. Any amateurs interested in the question, who care to call at any of these Headquarters, can see the types of wireless sending and receiving sets in use. It is advisable to make an appointment beforehand, by writing to the Adjutant of the Division Signal concerned.

Headquarters of Divisional Signals. Territorial Army.

London District:
- 2nd Cavalry Division, Duke of York's Headquarters, Chelsea, S.W.3.
- 56th (The London) Division, 51, Calthorpe Street, Grays Inn Road, E.C.1.
- 47th (The London) Division, Fulham House, Putney Bridge, S.W.16.

Eastern Command:
- 4th (Home Counties) Division, Drill Hall, Stamford Brook Lodge, Ravenscourt Park, W.6.
- 54th (East Anglian) Division, Bay Lodge, The Green, Stratford, E.13.

Western Command:
- 33rd (The Welsh) Division, Drill Hall, Park Street, Cardiff.
- 55th (West Lancashire) Division, Drill Hall, Aspull Street, Prescot.
- 42nd (East Lancashire) Division, Drill Hall, Burton Street, Manchester.

Northern Command:
- 50th (The Northumbrian) Division, Drill Hall, Elingrove Terrace, Gateshead.
- 49th (The West Riding) Division, Gibraltar Barracks, Leeds.
- 46th (The North Midland) Division, Drill Hall, Phoenix Street, Derby.

Southern Command:
- 48th (The South Midland) Division, The Barracks, Great Brook Street, Birmingham.
- 43rd (The Wessex Division), The Priory, The Friars, Exeter.

Scottish Command:
- 51st (The Highland) Division, Fonthill Barracks, Aberdeen.
- 52nd (The Lowland) Division, 21, Jardine Street, Glasgow.

I cannot help feeling that a close liaison between the Amateur Wireless Societies and the Divisional Signal Unit of the District would result in much mutual benefit.
2 LO Reduces its Power.

The London Broadcasting Station states that at the request of the Air Ministry a slight reduction in power has been made for the special transmissions during the afternoon in connection with the Daily Mail Ideal Home Exhibition.

Important Empire Wireless Decision.

Mr. Bonar Law made a timely announcement in the House of Commons on March 6th regarding the Government’s plans in connection with the projected Empire wireless chain. In reply to Mr. Hurd (P禽e, U.), the Prime Minister intimated that it was not considered necessary any longer to exclude private enterprise from participation in wireless telegraphy within the Empire. Licences are therefore to be issued for the erection of wireless stations in this country for communication with the Dominions, Colonies and foreign countries. In the interests of national security, however, a similar station will be erected which will be owned and operated by the State.

The new decision of the Government will lead to considerable extensions in the activities of the Marconi Company. In a statement to a representative of the Times, Mr. Godfrey Isacks said that, provided it was not held up by delay in the actual granting of the licences, the Company was ready to go ahead within 24 hours with the erection in this country of five high-power stations at a cost of approximately £2,000,000, to conduct telegraph services with all the other capitals of Europe, similar to that being carried on to-day between London and Paris.

The total sum which the Marconi Company, together with its associated companies, will now spend in erecting stations at home and abroad, will probably approach £6,000,000. The bulk of the material must come from the home country, and the company contemplates being able to give a considerable amount of employment, both directly and indirectly.

Broadcasting and Experimental Work.

The effect of broadcasting on experimental work was discussed at the usual monthly meeting of the Kensington Radio Society on Thursday, March 9th, when the members were invited by the President to express any views that they had on the subject, together with suggestions for the improvement of their conditions.

Certain proposals of a practical character were put forward, and a resolution passed when the members were invited by the President to express any views that they had on the subject, together with suggestions for the improvement of their conditions. Certain proposals of a practical character were put forward, and a resolution passed when the members were invited by the President to express any views that they had on the subject, together with suggestions for the improvement of their conditions.

New Army Call Letters.

The call letters GGB and GGC, we are informed, have been allotted to the army stations at Aldershot and Cologne respectively.

Radio and the Deaf.

Much interest and speculation have been aroused by the “miracles” wrought on deaf persons who have attempted to listen-in. To enable sufferers to test the results for themselves, the British Thomson-Houston Company last week placed special facilities at their disposal, and all deaf persons were invited to listen in at Crown House, Aldershot. By means of a crystal receiver and eight pairs of head phones a number of guests each day are able to hear the wireless concerts broadcast from 2 LO between 3 and 4 p.m. It is understood that the results were gratifying in nearly every case.

London Broadcasting Heard in Massachusetts.

The British Broadcasting Company have received a letter from a correspondent in Massachusetts who claims to have picked up London (2 LO) on February 20th, and listened to the last musical item and the closing down.

New Zealand hears New York.

A cable has been received at Troy, New York, announcing that a concert broadcast from that place had been received in New Zealand, 9,577 miles distant.

A New Filament Resistance.

Messrs. Fulcher’s United Electric Co. Ltd., Chadwell Heath, in a communication addressed to The Wireless World and Radio Review, announce that they are patentees of a filament resistance wound on the tapering principle described in the issue of The Wireless World and Radio Review for February 3rd, p. 602, and that this instrument will shortly be marketed.

The Democratic Pastime.

Wireless parts are offered for sale on a number of new stalls which have taken their place among the fruit, meat, and second-hand books in Farmington Road, London, E.C.

Ealing’s Wireless Troubles.

Mystification still reigns in Ealing, it would appear, as to the origin of recent interference to broadcast reception by a local transmitter. An appropriate advertisement in the Chiswick Times at once evoked a strong protest from an Ealing resident who owns a transmitting set. His remarks, in which he quotes Mr. G. G. Blake’s comments in The Wireless World and Radio Review, of February 24th, on the importance of selective tuning arrangements, were reprinted in the Star. “There are,” he says, “only two persons in Ealing, I believe, with transmission licences, of whom I am one. I never work before 10.30 p.m., and not then if broadcasting is still going on, and I know the same remark applies to the other gentleman.” Hence the mystification.

Broadcasting Regulations.

A White Paper was issued on March 7th, containing the text of the licence issued by the Postmaster General to the British Broadcasting Company for the establishment of eight radiotelephone stations and the transmission therefrom of broadcast matter. The Paper also sets forth the terms of the agreement regarding the broadcasting of news and the agreement made with the Company by the makers of wireless apparatus. The licence to the Broadcasting Company covers the period from November 1st last to January 1st, 1925.
Broadcast Reception on Aeroplanes.

Tests were made by Mr. N. D. Bryce and Mr. G. C. Shero in conjunction with Captain Greer and Captain Gaine of the Instone Air Line, who kindly lent the machine, on the reception of broadcasting on aeroplanes. Using the Burndepet Ethophone V, which makes use of reaction in a manner approved by the Post Office, good reception was obtained from WGY at a height of 1,500 feet over Croydon.

Book Received


La Radiophone, Vol. 1, No. 1. (Brussels : 9, Rue Maximilien. Price 0.50 francs.)

Correspondence.

To the Editor of The Wireless World and Radio Review.

Sir,—Further to my letter of yesterday’s date re the reception of WGY on my single valve homemade set.

I again received WGY between the hours of 1.50 and 3.10 a.m. this morning.

This station transmitted the Gilbert and Sullivan Opera “The Pirates of Penzance” complete.

After this transmission, which ended at 3.10 a.m., the announcer asked for criticism on the transmission and directed critics to address their communications to WGY, The General Electric Broadcasting Station, Conneticut, U.S.A.

Before closing down the announcer said that the outstanding feature of this week’s programme, to come, will be the broadcasting of a drama by the WGY players.

The whole of the Opera was received perfectly word for word. During the last half hour of the transmission it was possible to hear same with phones four inches away from the head. My set is open to examination or demonstration to any of your representatives at any time, and I can guarantee to receive WGY any night in the week.

J. H. Brittain.

SHORT WAVE TRANSMISSION.

To the Editor of The Wireless World and Radio Review.

Sir,—It may interest some of your readers to have the result of a trial I made the other day of a wavelength of 100 metres. The signals were strongly and clearly heard by a friend of mine at Geneva. The input power was 50 watts, the aerial current 1 ampere. The gear was very hurriedly rigged up, the aerial being a single wire 15 ft. long, with a rather doubtful lead-in tube; there was a bad snowstorm going on at the time of transmission. I think that if insulation had been better and the transmitter more carefully adjusted considerably more than 1 ampere could have been put into aerial on 50 watts.

The distance to Geneva from here is about 750 miles, and the receiver used was a two-valve one.

Crigglestone,
Near Wakefield.
February 26th, 1923.

Calendar of Current Events

Saturday, March 17th.
Manchester All-British Wireless Exhibition. At Burlington Hall, Burlington Street, Opening Day (March 17th to 24th).

Sunday, March 18th.
From 3 to 5 p.m. Dutch Concert from P.C.G.G., The Hague, on 1,050 metres.

Monday, March 19th.
At 9.20 to 10.20 p.m. Dutch Concert from P.C.G.G., The Hague, on 1,050 metres.

Hullwich and District Wireless Society.
At 8 p.m. At 55, Pomerenee Road. Meeting.

Tuesday, March 20th.
Plymouth Wireless and Scientific Society.
At 7.30 p.m. Lecture: “The Electron Theory.” By Mr. Lock.

Wednesday, March 21st.
Manchester Wireless Society.
At 7.30 p.m. In the Council Chamber, Houldsworth Hall. Lecture: “The Story of Communications.” By Mr. Hudson, F.R.C.S., L.R.C.P.

Edinburgh and District Radio Society.
At 8 p.m. At R.S.S.A. Hall. Lecture: “X-Rays.” By Mr. A. M. Martin.

Halifax Wireless Club and Radio Scientific Society.
Lecture by Mr. P. Denison.

Thursday, March 22nd.
At 9.20 to 10.20 p.m. Dutch Concert from P.C.G.G., The Hague, on 1,050 metres.

Luton Wireless Society.
At 8 p.m. At Hitchin Road Boys’ School. Exhibit and Demonstration. By Mr. H. S. Barber.

Ifford and District Radio Society.
Lecture: “Light-wave messages from the Stars.” By Mr. Adamson, F.R.A.S.

Friday, March 23rd.
Sheffield and District Wireless Society.
At 7.30 p.m. At Dept. of Applied Science, St. George’s Square. Elementary Class conducted by Mr. J. G. Jackson, B.Sc.

Leeds and District Amateur Wireless Society.

Radio Society of Hightown.
Lecture: “Construction of Tuners.” By Mr. J. E. Manley.

Broadcasting Stations.

Regular evening programmes, details of which appear in the daily press, are now conducted from the following stations of the British Broadcasting Company:

London 2LO 309 metres.
Birmingham 5IT 420 .
Manchester 2ZY 385 .
Newcastle 5NO 400 .
Cardiff 5WA 385 .
Glasgow 5SC 413 .
The Transatlantic Tests.

SUMMARISED REPORT OF BRITISH RECEPTIONS.

By Philip R. Coursey, B.Sc., F.Inst.P., A.M.I.E.E.

(Continued from page 774 of previous issue)

The number of stations heard (with code words during the individual transmissions) from each district may be compared with the total number of entrants from that district by the figures in Table III. The number of entrants was determined by the ability of those stations to signal over at least 1,200 miles during the preliminary tests which were held in October and November last. It will be particularly noted that 29 per cent., or nearly one-third of the total number were received, the falling off in the number from the more distant stations accounting for the drop as compared with those near the Atlantic coast. The 66.6 per cent. from the first district is particularly noteworthy.

<table>
<thead>
<tr>
<th>District</th>
<th>No. of Stations heard (individual transmissions only)</th>
<th>No. of entrants</th>
<th>Percentage of entrants heard per cent.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>20</td>
<td>30</td>
<td>66.6</td>
</tr>
<tr>
<td>2</td>
<td>24</td>
<td>42</td>
<td>57.1</td>
</tr>
<tr>
<td>3</td>
<td>15</td>
<td>26</td>
<td>57.7</td>
</tr>
<tr>
<td>4</td>
<td>5</td>
<td>15</td>
<td>33.3</td>
</tr>
<tr>
<td>5</td>
<td>2</td>
<td>37</td>
<td>6.4</td>
</tr>
<tr>
<td>6</td>
<td>1</td>
<td>22</td>
<td>4.5</td>
</tr>
<tr>
<td>7</td>
<td>0</td>
<td>4</td>
<td>0.0</td>
</tr>
<tr>
<td>8</td>
<td>21</td>
<td>70</td>
<td>30.0</td>
</tr>
<tr>
<td>9</td>
<td>5</td>
<td>70</td>
<td>7.1</td>
</tr>
<tr>
<td>Canada</td>
<td>1</td>
<td>8</td>
<td>12.5</td>
</tr>
<tr>
<td>Total</td>
<td>94</td>
<td>324</td>
<td>29</td>
</tr>
</tbody>
</table>

Some of the stations heard signalled to the effect that they would try radiotelephone transmission. In most of these tests it was reported that their carrier wave could be heard quite strongly, but that the percentage modulation was too small to enable the voice to be heard when the local heterodyne was switched off. In a few instances, however, reports were sent in to the effect that the "phone transmissions were heard. The stations thus reported were:—2EL 2XAP 2ZK

The positions of these stations, and as many as possible of those set out in Table II, are marked on the map given in Fig. 2, which is plotted to a larger scale than Fig. 1, and on a more usual projection.

In connection with these stations heard making the individual transmissions with code words, it should be noted that several discrepancies have been observed. In fact, many listeners complained of the very careless sending of some stations. For instance, 1AGK often sent his call as 1AKG, and was, in fact, accidentally reported in this manner on one occasion. 2UD sometimes sent his call as D2U, the spacing being bad, while 8AQO, who produced extremely powerful signals here, practically always sent his code word as PQPPG instead of EQPPG. The regularity with which these and similar errors were reported show that they did not arise from careless reception. Apparently 1BET only sent his proper call sign once or twice during the whole duration of the tests, since he was always reported as sending "Test Test de UWXXI UWXXI, etc." UWXXI being his code word. Many stations also continued repeating their code words over and over again for prolonged periods before giving their call signs, and omitting all spaces between the successive repetitions of the code word. Thus listeners on this side had no idea where the code word began and ended, and several were reported with the letters in the wrong sequence from this reason.

This style of transmission caused unnecessary delays in receiving the stations, since everyone was naturally loth to tune on to another station before completing the reception of call and code word. Many of the stations here, more stations would have been logged if only every transmitter had kept rigidly to the transmission scheme:—

"Test Test de (call letters, 3 times) (code words, 3 times), (break sign)," repeated as often as necessary.

On the best nights of the tests the weather was so full of signals that it was not possible to log more than a small proportion of the total for the above reasons.

In addition to the above-mentioned difficulty most listeners in this country were hampered to a greater or lesser extent, depending upon their locality, by harmonics from various high-power stations. Of these, of course, the most complained of from all parts were Lealfield and Northolt, with their multitudes of harmonics and "hash" bands in the short wave regions. Stonehavett was also troublesome to some, as were also the very loud spark harmonics from FFU (Ouessant, France) and from the short wave spark transmissions. On one occasion "SOS" calls from Niton and FFU on spark jammed out American signals for some time. Many listeners in the neighbourhood of London, in particular, found it quite impossible to receive anything on wavelengths near 200 metres until after Northolt had finished its press transmissions, usually about 3 a.m. Thus, to them, half the test period each night was completely spoiled.

During the "free-for-all" periods each night—i.e., between midnight and 0230 G.M.T.—the successive 15-minute periods were allocated in turn to the various districts and to Canada. During these periods some of the stations made use of the code words which had been allocated to them for the individual transmissions, and these, when reported, made an additional check on the receptions. Many stations, however, were heard...
Fig. 2. A map of the United States of America showing the division into Radio Inspection Districts. The numbers prefixing the call signs of American Amateur Transmitting Stations relate to the district in which they are located.

The apparatus in the centre background is that of 8 AQO, on the left is 8 BSS, and on the right by the window, 8XH. The equipment is operated by Mr. C. B. Meredith.
Table IV.

Stations heard making "Test" transmissions at schedule times during the "free-for-all" periods.

In this Table the column headed "No." gives the Total No. of times that the station was reported during total Free-for-all periods during Tests, this being the sum of the number of reports from different observing stations on each night.

<table>
<thead>
<tr>
<th>First District</th>
<th>Third District</th>
<th>Fourth District</th>
<th>Fifth District</th>
<th>Eighth District</th>
<th>Ninth District</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 ADL</td>
<td>3</td>
<td>1 BW</td>
<td>3</td>
<td>3 AFB</td>
<td>2</td>
</tr>
<tr>
<td>1 AGK</td>
<td>1</td>
<td>1 BX</td>
<td>1</td>
<td>3 AGR</td>
<td>2</td>
</tr>
<tr>
<td>1 AJP</td>
<td>3</td>
<td>1 CB</td>
<td>1</td>
<td>3 AUU</td>
<td>1</td>
</tr>
<tr>
<td>1 AK</td>
<td>1</td>
<td>1 CD</td>
<td>1</td>
<td>3 BF</td>
<td>1</td>
</tr>
<tr>
<td>1 AN</td>
<td>1</td>
<td>1 CKG</td>
<td>2</td>
<td>3 BFU</td>
<td>2</td>
</tr>
<tr>
<td>1 ARQ</td>
<td>1</td>
<td>1 CKP</td>
<td>4</td>
<td>3 BG</td>
<td>1</td>
</tr>
<tr>
<td>1 ARY</td>
<td>1</td>
<td>1 CMK</td>
<td>9</td>
<td>3 BGI</td>
<td>1</td>
</tr>
<tr>
<td>1 ASP</td>
<td>1</td>
<td>1 CNF</td>
<td>2</td>
<td>3 BGJ</td>
<td>1</td>
</tr>
<tr>
<td>1 AZW</td>
<td>2</td>
<td>1 CUF</td>
<td>1</td>
<td>3 BGT</td>
<td>5</td>
</tr>
<tr>
<td>1 BAS</td>
<td>1</td>
<td>1 CV</td>
<td>1</td>
<td>3 BLF</td>
<td>3</td>
</tr>
<tr>
<td>1 BCF</td>
<td>2</td>
<td>1 DX</td>
<td>1</td>
<td>3 BD</td>
<td>1</td>
</tr>
<tr>
<td>1 BCG</td>
<td>2</td>
<td>1 II</td>
<td>9</td>
<td>3 BNF</td>
<td>1</td>
</tr>
<tr>
<td>1 BDI</td>
<td>6</td>
<td>1 KW</td>
<td>1</td>
<td>3 BNT</td>
<td>1</td>
</tr>
<tr>
<td>1 DDT</td>
<td>17</td>
<td>1 MV</td>
<td>1</td>
<td>3 COR</td>
<td>1</td>
</tr>
<tr>
<td>1 DP</td>
<td>2</td>
<td>1 OR</td>
<td>3</td>
<td>3 B</td>
<td>1</td>
</tr>
<tr>
<td>1 BGT</td>
<td>5</td>
<td>1 TIK</td>
<td>1</td>
<td>3 DM</td>
<td>1</td>
</tr>
<tr>
<td>1 BET</td>
<td>8</td>
<td>1 X</td>
<td>1</td>
<td>3 DX</td>
<td>1</td>
</tr>
<tr>
<td>1 BFQ</td>
<td>1</td>
<td>1 XM</td>
<td>6</td>
<td>3 E</td>
<td>1</td>
</tr>
<tr>
<td>1 BKA</td>
<td>1</td>
<td>1 XNT</td>
<td>1</td>
<td>3 E</td>
<td>1</td>
</tr>
<tr>
<td>1 BR</td>
<td>1</td>
<td>1 XU</td>
<td>1</td>
<td>3 P</td>
<td>1</td>
</tr>
<tr>
<td>1 BNT</td>
<td>1</td>
<td>1 YK</td>
<td>1</td>
<td>3 U</td>
<td>1</td>
</tr>
<tr>
<td>1 BQ</td>
<td>5</td>
<td>1 Z</td>
<td>1</td>
<td>3 W</td>
<td>1</td>
</tr>
</tbody>
</table>

who did not take part in the individual transmissions and therefore had no code words. These simply sent signals in the form, "Test Test Test (call letters 3 times)," and the only check on these receptions was that they were heard at the correct times that belonged to the particular district in which the station was situated.

In Table IV is set out a list of those stations which were heard making the above type of transmissions at the proper schedule times. Other calls—DX, work, etc.—reported during these and the individual periods are not included in this Table.

Many of the stations listed in the above Table (IV) were also heard making other transmissions and calling up various U.S. stations. These extra transmissions are not included in this Table.

A very good indication of the variation in the transmission quality from one night to another may be gathered by tabulating the number of observers who heard the various stations reported during the "individual" transmissions on each night of the test. This information is set out in Table V, the first column of which gives the call letters of the stations, alphabetically arranged in
TABLE V.

Summarized results of receptions of "Individual" Transmissions with Code Words.

Note.—In a few cases parts of the code words were jammed or incorrectly sent, or the calls were omitted, as described in the text, but these results have been included here when sufficient evidence was furnished in the report to reasonably verify the reception; D indicates reception in Holland.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dec. 12th</td>
</tr>
<tr>
<td>First District:</td>
<td></td>
</tr>
<tr>
<td>1 AGK</td>
<td>0</td>
</tr>
<tr>
<td>1 AHZ</td>
<td>0</td>
</tr>
<tr>
<td>1 AJP</td>
<td>0</td>
</tr>
<tr>
<td>1 ASF</td>
<td>0</td>
</tr>
<tr>
<td>1 AZW</td>
<td>0</td>
</tr>
<tr>
<td>1 BCF</td>
<td>0</td>
</tr>
<tr>
<td>1 BCG</td>
<td>1</td>
</tr>
<tr>
<td>1 BDJ</td>
<td>0</td>
</tr>
<tr>
<td>1 BDI</td>
<td>0</td>
</tr>
<tr>
<td>1 BET</td>
<td>0</td>
</tr>
<tr>
<td>1 BGF</td>
<td>0</td>
</tr>
<tr>
<td>1 BKQ</td>
<td>0</td>
</tr>
<tr>
<td>1 CJA</td>
<td>0</td>
</tr>
<tr>
<td>1 CMK</td>
<td>0</td>
</tr>
<tr>
<td>1 CNF</td>
<td>0</td>
</tr>
<tr>
<td>1 FB</td>
<td>0</td>
</tr>
<tr>
<td>1 GV</td>
<td>0</td>
</tr>
<tr>
<td>1 XM</td>
<td>0</td>
</tr>
<tr>
<td>1 YK</td>
<td>0</td>
</tr>
<tr>
<td>1 ZE</td>
<td>0</td>
</tr>
<tr>
<td>Second District:</td>
<td></td>
</tr>
<tr>
<td>2 AFP</td>
<td>0</td>
</tr>
<tr>
<td>2 AHO</td>
<td>0</td>
</tr>
<tr>
<td>2 APD</td>
<td>0</td>
</tr>
<tr>
<td>2 AWF</td>
<td>1</td>
</tr>
<tr>
<td>2 AWL</td>
<td>0</td>
</tr>
<tr>
<td>2 AYV</td>
<td>0</td>
</tr>
<tr>
<td>2 BML</td>
<td>1</td>
</tr>
<tr>
<td>2 BNZ</td>
<td>0</td>
</tr>
<tr>
<td>2 BQU</td>
<td>1</td>
</tr>
<tr>
<td>2 BRB</td>
<td>0</td>
</tr>
<tr>
<td>2 GKN</td>
<td>0</td>
</tr>
<tr>
<td>2 CQZ</td>
<td>0</td>
</tr>
<tr>
<td>2 EL</td>
<td>2</td>
</tr>
<tr>
<td>2 GK</td>
<td>1</td>
</tr>
<tr>
<td>2 GR</td>
<td>1</td>
</tr>
<tr>
<td>2 HJ</td>
<td>0</td>
</tr>
<tr>
<td>2 HW</td>
<td>0</td>
</tr>
<tr>
<td>2 KF</td>
<td>0</td>
</tr>
<tr>
<td>2 LO</td>
<td>0</td>
</tr>
<tr>
<td>2 NZ</td>
<td>0</td>
</tr>
</tbody>
</table>

31 UD        | 1        | 0        | 0        | 0        | 0        | 0        | 2        | 0        | 1        | 0        | 4        |
| 32 XAP       | 1        | 0        | 0        | 0        | 0        | 0        | 0        | 3        | 2        | 1        | 7        |
| 2 ZK         | 4+D      | 2        | 1+D      | 2        | 1        | 2        | 2        | 9        | 0        | 3        | 28       |
| 2 ZL         | 2        | 0        | 0        | 0        | 0        | 0        | 0        | 2        | 2        | 0        | 6        |
### Third District.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dec. 12th</td>
</tr>
<tr>
<td>3 AFB</td>
<td>0</td>
</tr>
<tr>
<td>3 AUU</td>
<td>0</td>
</tr>
<tr>
<td>3 BG</td>
<td>0</td>
</tr>
<tr>
<td>3 BGT</td>
<td>0</td>
</tr>
<tr>
<td>3 BLJ</td>
<td>0</td>
</tr>
<tr>
<td>3 BLF</td>
<td>0</td>
</tr>
<tr>
<td>3 BNU</td>
<td>0</td>
</tr>
<tr>
<td>3 CC</td>
<td>0</td>
</tr>
<tr>
<td>3 CG</td>
<td>0</td>
</tr>
<tr>
<td>3 FS</td>
<td>0</td>
</tr>
<tr>
<td>3 NH</td>
<td>0</td>
</tr>
<tr>
<td>3 XM</td>
<td>0</td>
</tr>
<tr>
<td>3 YO</td>
<td>0</td>
</tr>
<tr>
<td>3 ZW</td>
<td>0</td>
</tr>
<tr>
<td>3 ZZ</td>
<td>0</td>
</tr>
</tbody>
</table>

### Fourth District.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dec. 12th</td>
</tr>
<tr>
<td>4 BY</td>
<td>0</td>
</tr>
<tr>
<td>4 EA</td>
<td>0</td>
</tr>
<tr>
<td>4 EB</td>
<td>0</td>
</tr>
<tr>
<td>4 ID</td>
<td>0</td>
</tr>
<tr>
<td>4 KM</td>
<td>0</td>
</tr>
</tbody>
</table>

### Fifth District.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dec. 12th</td>
</tr>
<tr>
<td>5 FV</td>
<td>0</td>
</tr>
<tr>
<td>5 XK</td>
<td>0</td>
</tr>
</tbody>
</table>

### Sixth District.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dec. 12th</td>
</tr>
<tr>
<td>6 ZZ</td>
<td>0</td>
</tr>
</tbody>
</table>

### Seventh District.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Dec. 12th</td>
</tr>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Eighth District.

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Number of Times Reported by Different Observing Stations</th>
</tr>
</thead>
<tbody>
<tr>
<td>8 AQO</td>
<td>3</td>
</tr>
<tr>
<td>8 ATU</td>
<td>0</td>
</tr>
<tr>
<td>8 AWP</td>
<td>1</td>
</tr>
<tr>
<td>8 AWZ</td>
<td>0</td>
</tr>
<tr>
<td>8 AXC</td>
<td>0</td>
</tr>
<tr>
<td>8 BFM</td>
<td>0</td>
</tr>
<tr>
<td>8 BK</td>
<td>0</td>
</tr>
<tr>
<td>8 BNJ</td>
<td>0</td>
</tr>
<tr>
<td>8 BPL</td>
<td>0</td>
</tr>
<tr>
<td>8 BXH</td>
<td>0</td>
</tr>
<tr>
<td>8 IB</td>
<td>0</td>
</tr>
<tr>
<td>8 KG</td>
<td>0</td>
</tr>
<tr>
<td>8 ML</td>
<td>0</td>
</tr>
</tbody>
</table>
TABLE V.—(continued).

<table>
<thead>
<tr>
<th>Call Letters</th>
<th>Dec. 12th</th>
<th>Dec. 13th</th>
<th>Dec. 14th</th>
<th>Dec. 15th</th>
<th>Dec. 16th</th>
<th>Dec. 17th</th>
<th>Dec. 18th</th>
<th>Dec. 19th</th>
<th>Dec. 20th</th>
<th>Dec. 21st</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Eighth District</strong> (continued).</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>8 OW</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>0</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td><strong>8 SP</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>3</td>
<td>0</td>
<td>4</td>
<td>1</td>
<td>8</td>
</tr>
<tr>
<td><strong>8 UE</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>2</td>
<td>1</td>
<td>7</td>
<td>3</td>
<td>13</td>
</tr>
<tr>
<td><strong>8 XE</strong></td>
<td>0</td>
<td>1</td>
<td>1</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>2</td>
</tr>
<tr>
<td><strong>8 YD</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>3</td>
<td>1</td>
<td>5</td>
</tr>
<tr>
<td><strong>8 ZAF</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td><strong>8 ZW</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>3</td>
<td>3</td>
</tr>
<tr>
<td><strong>8 ZZ</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td><strong>Ninth District.</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>9 AUL</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>3</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td><strong>9 DYN</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>0</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td><strong>9 FM</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td><strong>9 XAC</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>2</td>
<td>0</td>
<td>0</td>
<td>2</td>
</tr>
<tr>
<td><strong>9 ZN</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>2</td>
</tr>
<tr>
<td><strong>Canada.</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>9 AL</strong></td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>1</td>
<td>0</td>
<td>2</td>
<td>1</td>
<td>4</td>
</tr>
</tbody>
</table>

districts (this being the same list as already given in Table II), while the figures in the ten remaining columns give the number of British observers who reported the station in question. In these columns also D indicates an additional report from Holland, these reports being indicated in this manner in order to distinguish the different receiving locality. Only one of the two Dutch stations referred to at the opening of this article reported any individual transmissions with code words—the other heard only a few "DX" transmissions.

The indications of the figures in this Table (V) are, however, masked by the fact that the time of transmission from each station varied from night to night, since some parts of the night seem more favourable to transmission, and in many cases, too, to reception, in view of local disturbances from certain transmitting stations. For instance, it may be seen from Table V that several stations were heard during the early part of the tests and were not heard during the best nights—19th-21st. Reference to the transmission schedule shows that in these cases these stations were sending towards the later parts of the periods (4.30 to 5.30 a.m.) for the first days, but that on the last days of the tests they were sending much earlier, such as 1 a.m. These differences would seem to indicate a better transmission for times in the neighbourhood of 4 a.m.; but against this must be set the fact that fewer observers were listening in the early hours of the night due to excessive harmonic jamming from high power stations before about 3 a.m.

It is also interesting to note the marked difference between the number of nights on which some stations were heard as compared with others. This difference would seem to indicate that while good transmission nights, and also the best transmission times on a good night markedly affect the weaker signals, these differences in transmission quality have much less effect upon the better stations. This therefore means that the signals from the best stations were capable of being heard under almost any of the conditions met with during the period of the tests, and that improvements in the transmission quality merely affect the strength of the signals received from these stations. On the best nights and times the signals from the best stations were of extraordinary strength, 8 AQQ in particular being reported by most listeners as being of exceptional strength and readable many feet from the telephone receivers. The stations on which his individual transmissions were not heard his transmission times were earlier than 3 a.m., and therefore came in a very bad period, since during the worst nights of the tests the signals were only reported during the last two hours or so before 6 a.m.

(To be concluded)
A Highly Efficient Receiving Set for £5:0:0

NO EXTRAS —— NO UPKEEP COSTS

The Wates Crystal Receiving Set receives Broadcast Music for 30 miles without intricate adjustment. One movable switch arm gives any desired wavelength.

The Crystal is enclosed in a glass case, making one adjustment almost permanent.

The Set is supplied complete in a highly polished mahogany case, together with Head Phones, 100 ft. Aerial Wire, Aerial Insulators, Aluminium Aerial Pulley.

This Set can be adapted to take a Loud Speaker with the aid of the Wates System of Note Magnifiers, one, two or three being required according to distance.

This system enables you to get a clearness and strength of signals unrivalled by any Valve Set.

Not only do we supply complete Receiving Sets (Crystal or Valve), but also all component parts.

You may depend upon it that if the name TINGEY is on a wireless instrument, it is perfectly efficient in every detail. Here is a selection from the splendid TINGEY range.

SINGLE VALVE BROADCAST RECEIVING SET.

Wavelength 300 to 2,800 metres.

PRICE
(as illustrated, less valve) £9:12:6 including Broadcasting Fees.

ALL TINGEY Broadcast Receivers bear the B.B.C. Stamp. All "TINGEY" Valve Apparatus is duly licensed under Marconi Patents for Amateur use in Great Britain.

Illustrated Catalogue of 1, 2, 3, 4 and 5 valve Broadcast Receivers and Experimental Unit System, with all accessories, price 6d. post free.

 Offices and Showrooms:

Phone: Hammersmith 9156. Telegrams: "Tingey, London."
More and More Wireless Manufacturers are specifying

BROWN'S
Super-Sensitive
TELEPHONE
RECEIVERS
Types A and D

THERE MUST BE REASONS FOR THIS.
It is because, with the "BROWN" TYPE A Headphones the range is much increased, and signals difficult to detect with the use of the usual telephonic receivers are clear and distinct when these instruments are used.

These headphones possess an efficiency of three times that of other telephonic headgears. Their extreme lightness and ease of adjustment make them the most comfortable of all headphones to wear.

TYPE D is also recommended for wireless telephony or for ordinary telephone work in which the extreme sensitiveness of Type A is not essential.

PRICE: Type A (with Cords)
120 ohms
Over 120 ohms to 4,000 ohms
4,000 ohms to 8,000 ohms
The Pair
£2 19 0
3 2 0
3 4 0

PRICE: Type D (with Cords)
120 ohms, the pair
Over 120 to 4,000 ohms, the pair
Carriage Paid in U.K.
£2 8 0
2 12 0

OBTAINABLE FROM ALL WIRELESS DEALERS.

In universal use. Supplied to British and Foreign Governments.
Illustrated Catalogue of our Headphones, Loud Speakers and Amplifier post free from—

S. G. BROWN, Ltd.
London Offices and Showrooms (RETAIL ONLY)—
19, MORTIMER ST., LONDON, W.1

TRADE COMMUNICATIONS ONLY TO—
HEAD OFFICE AND WORKS: VICTORIA ROAD, NORTH ACTON, LONDON, W.3.
Telegrams—"Sidbrowaux, London."
Telephone—Euston 2140.
Sole Agent for the Argentine—Horacio D. Guerrero, Laq Héras, 2,106 Buenos Aires.
Questions and Answers

NOTE.—This section of the magazine is placed at the disposal of all readers who wish to receive advice and information on matters pertaining to both the technical and non-technical sides of wireless work. Readers should comply with the following rules:—(1) Each question should be numbered and written on a separate sheet on one side of the paper, and addressed "Questions and Answers," Editor, The Wireless World and Radio Review, 12/13, Henrietta Street, London, W.C.2. Queries should be clear and concise. (2) Before sending in their questions readers are advised to search recent numbers to see whether the same queries have not been dealt with before. (3) Each communication sent in to be accompanied by the "Questions and Answers" coupon to be found in the advertisement columns of the issue current at the time of forwarding the questions. (4) The name and address of the querist, which is for reference and not for publication, to appear at the top of every sheet or sheets, and unless typewritten, this should be in block capitals. Queries will be answered under the initials and town of the correspondent, or, if so desired, under a "nom de plume." (5) In view of the fact that a large proportion of the circuits and apparatus described in these answers are covered by patents, readers are advised before making use of them, to satisfy themselves that they would not be infringing patents. (6) Where a reply through the post is required every question sent in must be accompanied by a postal order for the amount of 1s., or 3s. 6d. for a maximum of four questions. (7) Four questions is the maximum which may be sent in at one time.

"E.L.F." (Southport) asks whether the electric lighting system of a house may be used as an aerial.

The electric light system of a house may be used as an aerial provided proper precautions are taken. An fitsment is sold by manufacturers for the purpose of plugging into an electric light socket, and we think you may rely upon this being satisfactory. The results will depend largely upon local circumstances, but if it is difficult to erect an outdoor aerial, you should certainly give this method a trial.

"R.I.R.D." (Derby) submits a diagram of connections, and asks (1) For criticism of circuit. (2) For a diagram of a note magnifier which can be connected to his present receiver without the necessity of rewiring. (3) Is the method of connecting plug-in H.F. transformers submitted standard with manufacturers.

(1) The diagram submitted is correct. (2) A suitable diagram is given in Fig. 1. (3) We believe most manufacturers connect plug-in transformers as indicated in the diagram submitted, but we would not like to say that the method is a standard one.

"T. H. L." (Salop) asks (1) Why three valves, which have been used as detector valves, have burnt out during a few weeks. (2) Why great difficulty is experienced in tuning in the broadcast transmissions from London. (3) Is the addition of a few more valves suggested. (4) The tuner is provided with a three-coil holder, but only two are connected. Is it expected that, with the third coil connected, the results would be improved.

(1) Without more information we are afraid we cannot say why you should experience trouble with the valves. We believe the method of manufacture has been changed recently, and this may account for your difficulty. (2) The receiver referred to should give very good results, and we think probably your aerial or earth connection is not quite what it might be. (3) We do not think there is any necessity for the addition of valves to your receiver. (4) Probably the addition of the third coil to your three-coil holder would be of assistance. We suggest you examine the coil holder and remove the connections so that, when the coil is inserted in the holder, it will be in series with the circuit. At present the coil holder is short circuited.

"J.W." (S.E.13) asks for a diagram of a three-valve receiver with a three-coil holder.

We would refer you to the diagram given on page 583, January 27th issue. It will be noticed there are three coils coupled together in this diagram, and the method of coupling three coils in a three-coil holder is the same. The closed circuit coil will be the centre coil, and the outer coils the reaction and aerial coils. The diagram is very suitable for your purpose, and switches are provided for the purpose of (1) connecting the A.T.C. or A.T.I. in series; (2) connecting the aerial and closed circuits with the grid and filament of the first valve; (3) connecting the high frequency valves; (4) cutting in or out the last valve; and (5) for reversing the reaction coil connections.

"T.W." (W.12) asks (1) for a design of a telephone transformer to operate a 120-ohm loud speaker. (2) What gauge of wire should be used for the winding of the loud speaker.

(1) A suitable design is given in reply to "H.D.K." (Clapham), page 583, January 29th.
issue of this journal. (2) We suggest you wind the loud speaker with No. 34 S.S.C. wire.

"WILK" (S.E.12) asks (1) Whether we could state the tuning range of the coil in his possession. (2) With reference to the diagram submitted, what would be suitable values for the coils A, B and C. (3) Is a telephone transformer necessary when it is desired to use 4,000 ohm telephones. (1) The coil will tune from about 200 metres up to 2,500 metres, assuming you have a full-size post office aerial. (2) The diagram submitted is quite correct, and, as you suggest, the coils A, B and C, are intended to slide one within the other. Coil C is the outer coil, and A the inner coil. Coil B slides between coils A and C. (3) If it is desired to use 4,000 ohm telephones, a telephone transformer is not required, and the telephones are connected directly in the anode circuit of the last valve.

"H.F." (Greenock) submits a diagram of his receiver, and asks (1) Whether the valves are suitable.

"F.I." (London, N.16) asks for a diagram of a three-valve receiver with provision for using crystal or valve detector.

A diagram is given in Fig. 2. To use the valve detector and note magnifier, put switch 1 to the left, and 2, 3 and 4 to the right. To use the valve detector only, put switch 1 to the left, 4 to the left, and 2 and 3 up. To use crystal detector and valve note magnifier, put switch 1 to the right, 2 to the left, 3 to the right, and 4 up. To use the crystal detector alone, put switch 1 to the right, 2 and 3 to the left, and 4 up.

"S.G.F." (Watford) submits a diagram of his receiver and asks (1) Why he has difficulty in hearing the broadcast transmissions. (2) How may the reaction coil be connected so that it will increase the signal strength result from the reaction coil being coupled with the anode coil. (4) For criticism. (1) and (4) The diagram of connections submitted is not quite correct. The secondary circuit should be tuned with a small variable condenser with a maximum value of 0.0005 mfd. The grid leak and condenser are not shown connected correctly in your diagram. When a tuned anode winding is used in the high frequency valve anode circuit, the grid leak should not be connected across the grid condenser, but between the grid and filament. The connection should be with + L.T. The remainder of the connections are correct. The reason why larger coils are necessary in the tuning circuit is because (1) the aerial tuning condenser is in series with the closed circuit inductance instead of in parallel. (2) We do not think any great improvement would result from the use of dead end switches, although, if you care to try, we would suggest the switches be connected to break the 75th and 120th turns in the aerial circuit. You might try the effect of short-circuiting some of the desired turns. (3) We think you will probably hear the London transmissions, although the signal strength will hardly be loud enough unless the conditions are very favourable. We suggest you use the standard outdoor aerial. You should hear the PCGCG transmissions. (4) We think the circuit complies with the Post Office requirements.
The First Commercial Wireless Telephone Service in Great Britain

is used for Communications between the offices of the Mersey Docks & Harbour Board in Liverpool and the Bar Lightship beyond the mouth of the Mersey. The Marconi apparatus in each case is operated by the ordinary Harbour Board staff and has been in continual use since its installation over a year ago. — "Calling up" is performed by means of the Marconi wireless bell.

MARCONI'S WIRELESS TELEGRAPH CO. LTD MARCONI HOUSE, STRAND, LONDON, W.C.2
Telephone: CITY 8710.
"BRITPHONE" No. 4

Cabinet Measurements, 20½" x 16½" x 9½". Range covers 200-25,000 metres wavelength.

An excellent four-valve Broadcast Receiver in polished mahogany cabinet, with folding panelled doors fully in keeping with the general appearance of the instrument. The receiving panel is of Radion Mahoganite.

The four valves include 1 H.F., 1 Rect., and 2 L.F. steps. The last valve by means of a switch acts as either an ordinary magnifier or a power valve for use with any loud speaker. The high tension voltage on this valve can be anything up to 400 volts, thereby obtaining tremendous increase in volume of sound, suitable for entertainments in large halls or out in the open.

Dear Sirs—It might interest you to know that while testing the Britphone 4 which I supplied to my Maidstone customer, I on two separate occasions heard New York. My aerial is only 20' high. The times of these receptions were between 1 and 2 a.m. in both cases. I have now installed the above set and it is giving very great satisfaction, London, Paris, Manchester and Birmingham all being clear on the Loud Speaker.

Yours faithfully, (Signed) W. H. Goodwin.

PRICE complete with all accessories, including four Valves and Coils up to 4,000 metres. 40 Gns.

All "Britphone" Apparatus is approved by the Postmaster-General and is manufactured under Marconi licence.

BRITISH WIRELESS SUPPLY Co. Ltd.

Head Office - - - 6, BLENHEIM TERRACE, LEEDS.
Phone—26926.

London Showrooms - - 64, FRITH STREET, W.
(off Shaftesbury Avenue).
Phone—Gerrard 2789

DEMONSTRATIONS DAILY.

And at—
18, Eldon Square, Newcastle.
Phone—Newcastle on Tyne, 360 Gty.

4, Pembroke Square, above Bar, Southampton.
Phone—Southampton 403.
may be obtained, although with the type of anode coil in use, you would find it difficult to secure the proper coupling.

**ENGINEER** (Birmingham) asks (1) Are the values shown on the diagram submitted correct. (2) What standard book dealing with wireless reception do we recommend. (3) Is it best to obtain a licence to use a receiver which has the reaction coil coupled with the aerial circuit.

(1) The values of the condensers given in the diagram are too large. The aerial condenser should have a maximum value of 0.001 mfd., and the closed circuit condenser 0.0005 mfd. The grid leak may be 2 megohms. A 2 mfd. condenser may be connected across the H.T. battery. (2) It is a difficult matter to know which book to recommend without information concerning your present wireless knowledge. We suggest you read Bangay’s “Elementary Principles of Wireless Telegraphy.” Parts I and II, and then choose a standard work, such as Morecroft’s “Principles of Wireless Telegraphy and Telephony.” These books may be obtained from the Mail Order Department at this address. (3) We suggest you apply to the Secretary of the Post Office, London, for an experimenter’s licence. We cannot say whether he will grant you a licence.

**H.H.D.** (Essex) asks whether, by using a suitable transformer and chemical rectifiers, as described in the issue of December 30th, it would be possible to change his accumulators.

The method of obtaining direct current from alternating current referred to is only suitable when a few milliamperes are required, and the method is not suitable for supplying heavier currents to charge accumulators. We suggest you abandon the idea, and use a special valve or mechanical rectifier. Reliable electrolytic apparatus, however, for accumulators from A.C. mains is on the market.

**J.J.H.** (Waterford) asks (1) For a diagram of a low power telephone transmitter. (2) What voltage will a Mansbridge 2 mfd. paper dielectric condenser withstand. (3) How to find the output of a small valve transmitter. (4) What would be the approximate range of a C.W. transmitter using 100 volts H.T., and a telephone transmitter using 100 volts H.T.

(1) A suitable diagram is given in Fig. 3. The aerial coil may be a winding 6” in diameter, of No. 18 D.C.C. About 20 turns will give you a sufficient inductance to enable you to make the correct wavelength adjustments. The wire should be spaced slightly. The reaction coil may be a winding 4” in diameter and 2” long, of No. 22 D.C.C. The transformer connected in the grid circuit is a microphonic transformer, with the secondary shunted by a small variable condenser. The condensers used should be able to withstand the high voltages which may be generated. (2) A 2 mfd. Mansbridge condenser will probably withstand 100 volts D.C. They will not, however, stand up to a pressure of 100 volts when connected in an oscillating circuit. When purchasing these condensers care should be taken to see that the insulation is good, otherwise the H.T. battery will soon discharge. (3) If a 5-watt transmitting valve is used with the best adjustments you may expect to put about 5 watts high frequency energy into the aerial circuit. The amount of power required would then be about 10 watts. The efficiency of the valve is about 50 per cent. (4) This question is not clear, but with a good outdoor aerial and proper adjustments with a suitable valve, and 100 volts on the plate you should be able to transmit C.W. and telephony for a mile or two. The range as a telephone transmitter is necessarily much less than the C.W. range.

**VAMBERG** (W.C.2) asks (1) What type of coil is recommended for tuning coils. (2) Would any advantage be gained through coupling the reaction coil with the aerial coil and anode circuit coil. (3) What would be suitable dimensions for a set of honeycomb coils to tune up to 1,500 metres. (4) Will the use of telephone jacks reduce the signal strength. (5) Will connections, which are 3' long between the tuning coil and the remainder of the receiver, cause a reduction in the signal strength. (6) How many different anode potentials can be applied to the valves.

(1) We suggest you use plug-in coils for the anode coils. We suggest you construct coils having the following numbers of turns: 25, 33, 50, 75, 100, 150, 200, 250, 300, 400, 500, 600 and 750. The coils should be about 1” wide, and the smaller coils could be wound with No. 22 and the larger with No. 28 D.C.C. The former should be 2” in diameter. (2) We suggest you couple the reaction coil with the anode coil. There is no need to couple the aerial coils with either of the two latter coils. (3) The coils should have the dimensions given in No. (1). (4) We do not recommend the use of plugs and jacks in high frequency circuits. (5) All connections, especially grid connections, should be as short as possible, and we suggest you reduce the distance between the tuner and amplifier. (6) The method of applying different H.T. potentials to the anode of the valves in the amplifier is given on page 601, Fig. 3, February 3rd issue. We would point out that only four questions are permitted.

**H.A.** (Weston-super-Mare) asks (1) With reference to the article described by Mr. A. J. Bull in the August issue of this journal, is the coil which is shown on the top of the instrument a reaction coil. (2) Will the Post Office permit the use of this receiver.

(1) The coil which is seen on the top of the instrument is not a reaction coil. It is the anode coil, and is used for high frequency amplification. (2) We think you will have no difficulty in obtaining a licence to use this receiver.
“H.E.” (S.E. 23) submits a diagram of a receiver he proposes to construct, and asks for advice. The condenser C.1 should have a value of 0.0001 mfd., and C.1 should be variable up to 0.004 mfd. We suggest the use of one or two fixed condensers, which may be connected in parallel, combined with a 0.0005 variable condenser so that the best capacity may be obtained. The reactance coil L.1 may be a winding 4" in diameter and 6" long, of No. 22 D.C.C. Ten tappings should be taken. If it is desired to use a plug-in type of coil the coil may be tuned either with a condenser in series in the aerial circuit, or with the condenser connected across the coil in the usual manner. Two coils, L.2 and L.3, may be in the form of a loose coupler, or a two-coil holder holding two plug-in coils may be used. Coil L.2 may have a winding 4" in diameter and 6" long; No. 26 D.C.C. Coil L.3 may be 3" in diameter and 6" long, No. 30 D.C.C. Ten tappings should be taken from each coil. We do not recommend that coil L.2 and L.3 be in the form of a three-tap holder. With a circuit of this description a good deal of experimental work is required before satisfactory results are obtained. We would refer you to the issue of May 27th of this journal, where several circuits with constructional particulars are given, and which shows how one, two or three values may be used for the purpose of dual amplification.

“B.D.” (Cambridge) asks (1) How to obtain reaction effects with the anode coil. (2) For criticism of aerial arrangement.

(1) It is a rather difficult matter to secure sufficient coupling between a reaction coil and a tapped anode reactance coil of the type mentioned. However, if you wind 200 turns of No. 36 S.S.C. wire in a former 3 1/8" in diameter with a 1" screw 1 1/2" wide, you will obtain sufficient coupling. The reaction coil should be tuned with a small condenser having a maximum value of 0.0002 mfd. The reaction coil may have three taps equally spaced. Much louder signals should be received if the instrument is located downstairs. (2) It will be remembered that the actual height of the aerial is its height above the instrument, and not its height above the ground. If the lead-in were brought in on the bottom floor, the earth connection could be taken to the water main, and the result would be a much lower resistance earth. If possible, the free end of the aerial should be raised to a height of 40'.

“R.B.” (Cheshire) submits a diagram of his receiver and asks for advice. As it is required to receive over a wavelength of 200—500 metres, we suggest you use small cylindrical coils, as they are the simplest to make and are the most efficient. The aerial coil may be 4" in diameter and 2" long of No. 20 D.C.C., and four tappings should be taken. It is not possible to give the exact position for the tappings because we have no particulars of the capacity of your aerial, which is the factor that determines the position of the taps. The anode coil marked L.2 will be 4" in diameter wound with No. 28 D.S.C. wire. The idea of the arrangement is quite suitable, although considerable experimental work will be necessary before the arrangement suggested will give satisfactory results. The condenser values given are quite suitable. You may find it necessary to use a 6-volt accumulator in place of the 4-volt shown. The anode coil of the A.T.I. should be well spaced so that they do not inter-act.

“MANTOLA SUBSCRIBER” asks (1) Whether the diagram submitted is correct. (2) For particulars of suitable tuning coils. (3) Whether the receiver should operate a loud speaker.

(1) We have examined the diagram of connections and the connections are correct, apart from the switch in the aerial circuit, which disconnects the condenser in one position, and in the other position the condenser is in parallel with the coil. We do not recommend the use of so many switches, because the signal strength is seriously reduced, and there is no practical advantage in using switches having so many contacts. We suggest you use switching arrangements as shown in many issues of this journal. The switches should be of the anti-capacity type, or double-pole throwover switches may very conveniently be used. The reduction in signal strength is particularly noticeable when grid circuits are switched. (2) We suggest you use basket coils connected in series. Suitable coils would have 36 turns of No. 26 D.C.C., wound upon a former 2" in diameter. Six of these should be connected in series and mounted together, with about 1/4" between each coil to reduce self-capacity. The connections between the coils may be taken to a switch. The closed circuit will require eight of these coils, and the anode circuit may have ten coils, each having 50 turns of No. 30 D.C.C. wound upon a 2" former. The anode tuning condensers have a rather large value, and we suggest you use condensers with a maximum of 0.0002 mfd. The smaller the value of these condensers the better the results in general. A receiver wired according to the diagram submitted should amplify signals sufficiently to operate a loud speaker. We would point out that a loud speaker is a power operated instrument, and low frequency connected valves are required. High frequency valves are for the purpose of increasing the signal strength before rectification. A receiver works best when signals having considerable amplitude are impressed across its input circuit.

SHARE MARKET REPORT.

Prices as we go to press on March 9th, are:

Marconi Ordinary .. £2 14 0
Preference .. 2 7 3
Debentures .. 108 4 0
Inter Marine .. 1 8 10½
Canadian .. 11 6

Radio Corporation of America:

Ordinary .. 17 0
Preference .. 15 0
2,000 ohms, price 31/-; 4000 ohms, price 32/-. All resistances in stock.

When buying Ericsson 'Phones

When you ask for a pair of Ericsson Telephones see that you get them—with their trade mark and B.B.C. stamp. Certain dealers are pushing another line as Ericsson's which have not been passed by the P.M.G. So when you want Ericsson 'phones firmly refuse any telephones without these marks.

Write to-night for lists, also particulars of one-valve and Crystal Sets.

THE BRITISH L. M. ERICSSON MANUFACTURING CO. LTD.,
International Buildings, 67/73, Kingsway, London, W.C.2

As Supplied to Admiralty and Leading Wireless Manufacturers.

Leading and Earth Wires.

RIPAULTS TRIPLE INSULATED RUBBER COVERED WIRES

4, 5, 7, 9 & 12 m/m.

TINNED COPPER MULTI-STRAND CONDUCTORS.

Keen prices for Quantities.

Delivery ex-stock.

Ripaults Cables

CARRY ALL THE CURRENT

Telephone: NORTH 1227
Telegrams: Ripaults Camroad London.
"As good as Brandes"
DELIVERIES

THE CANADIAN BRANDES LIMITED, anticipating the tremendous demand for BRANDES "MATCHED TONE" HEADSETS, organised their production on a large quantity basis with the result that they are now prepared to assure their thousands of customers of satisfactory deliveries. 
Quantity production means confidence!

MADE IN ENGLAND AND BEARS B.B.C. STAMP.

CANADIAN BRANDES LIMITED
105, Great Portland Street, London, W.1

Telephone: LANGHAM 1145.

Trade enquiries invited.
If it's a G.R.C.
it's a better set!

G.R.C.
RECEIVING EQUIPMENT

Owes its ever-increasing popularity to its distinctive features and solid reliability. Even if you were prepared to pay more you would still want a receiving set bearing the stamp "GENERAL RADIO COMPANY" because of the unfailing guarantee this name represents.

There's "a G.R.C. Radiophone for every home." Write for our free Catalogue.

Ideal Home Exhibition, Olympia, and at the Manchester All-British Wireless Exhibition (Messrs. Mottershoad, & Co.), 17th — 24th March.

Mr. Dealer—Our products are distributed through the recognised trade channels. Standardise on G.R.C. sets and parts and eliminate dead stock. G.R.C. offers you a sound proposition. Send for full particulars.

GENERAL RADIO COMPANY

TWYFORD ABBEY WORKS, ACTON LANE, HARLESDEN, N.W.10

Telephone:
Willesden 3058 (3 lines).

SHOWROOMS:
165, Great Portland Street, W.1

Telegram:
"Milliamp," Phone, London."

BRANCHES:
Edinburgh and Bradford.
A T.M.C. Wireless Set will enable you to follow your favourite team and hear the results of each match practically as soon as the match is over. You may be interested in boxing, the latest news, stock exchange quotations, the weather forecast, delightful concerts or an evening of dancing. You can have all these, enjoyably and pleasantly in the comfort of your own home with a T.M.C. Wireless Receiver.

There is no trouble to you—T.M.C. have engineers in every large town to advise you, free of cost and without obligation, as to the best apparatus to use.

Your choice having been made—T.M.C. engineers will install the apparatus and periodically inspect it.

T.M.C. Wireless Receivers, which are fully approved by the Postmaster-General, bear the seal of the British Broadcasting Company. The wide variety of models are entirely British Made.

**From £4: 5: 0 upwards, including all Royalties.**

London, Birmingham, Manchester, Newcastle, Cardiff & Glasgow are broadcasting now.

Come and listen to them any evening up to 10 p.m. at our showrooms in:- London, Birmingham, Belfast, Bristol, Cardiff, Glasgow, Leeds, Liverpool, Manchester, Newcastle, Sheffield.

Write to us for our nearest address.

**Sales Dept. and Showrooms**

68, Newman Street, London, W.1

Phone: MAVEN 5331

The "Everest" Crystal
No adjustment necessary
Fits any Crystal Receiver
10/- each
The "Simplex" One Val...
DUBLIEN CONDENSERS

QUALITY PRODUCTS AT POPULAR PRICES.

Because we concentrate on manufacturing condensers you get good deliveries.

Our policy makes sure that in Dubilier Condensers you get quality products at popular prices.

Dubleier Mica Condenser. Type 600.
For use in wireless receivers, with or without Dubilier grid leaks.
- 0.0001 mfd. and 0.001 mfd. - 2/6 each
- 0.001 mfd. to 0.005 mfd. - 3/- each
Condensers with grid leaks - 5/- each
Tested to 1,000 volts.

Dubleier Mica Condenser. Type 600a.
For close mounting in wireless receivers, space occupies 2 5/8" × 3/8".
- below 0.001 mfd. - 2/6 each
- from 0.001 mfd. to 0.005 mfd. - 3/- each
Tested to 1,000 volts.

The Dubilier Condenser. Type 577,
Is a small power condenser and is suitable for either transmitters or receivers. It has extraordinary small losses and the capacity remains constant under all conditions.
- From 0.0001 mfd. to 0.01 mfd. 7/6 each. Tested to 2,000 volts.

Trade terms and descriptive leaflets of these and large power Dubilier Condensers will be sent on request.

THE DUBILIER CONDENSER CO. (1921) LTD.
DUCON WORKS, GOLDHAWK ROAD, LONDON, W. 12
Telephone: Hammersmith 1684
Telegrams: "Hivolcon, Phone, London."
ARE YOU LUCKY?
You are indeed!—if you have an alternating current supply at home, as you can efficiently charge your accumulator at a fraction of the usual cost, and save bother as well by using the

"ACDIC"
RECTIFIER
(M. A. Codd’s Patent)

For charging 6-volt Batteries at 2 amperes.

90/-
Cooling Tank 15/- extra
State voltage and periodicity of supply.

MADE IN VARIOUSSIZES

Illustrated Catalogue post free fourpence.

TRADE TERMS ON APPLICATION
Also Transformers, H. T. Condensers, Fixed Condensers, Rotary Filament Resistances, Grid Leaks, and other Wireless Accessories.

Zenith Manufacturing Co.
Zenith Works, Villiers Road, Willesden Green, London, N.W.2

Phone: Willesden 1115. Grams: Voltaohm, Willroad, London

THE MARK OF RELIABILITY

<table>
<thead>
<tr>
<th>Potentiometer Resistances</th>
<th>Panel Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>2/−</td>
<td>Knob and Pointer</td>
</tr>
<tr>
<td>4/6</td>
<td></td>
</tr>
</tbody>
</table>


All goods sent CARRIAGE PAID, but with orders under 5/- add 5d. for postage.

Whatever's the matter with Bill?

Bill's the foreman of the Assembly Dept. Some small metal parts for No. C 536 have been delivered from stores. We cannot print here exactly what he said!!

What a help true-to-gauge, accurate, well finished metal details are to Bill!

See that he gets them

Send Patterns or Blue Prints to:
BAKER & FINNEMORE, Ltd.
Steel Pin Makers for over 70 years,
BAK-FIN Works, Birmingham.

"PRESSWORK AT ITS BEST"

EBONITE OF QUALITY

As actual manufacturers of Ebonite, we are able at all times to produce a quality that will meet every condition of the job in hand. That is why we are pleasing all our customers among the wireless manufacturers at home and abroad.

WHOLESALE ONLY. WRITE FOR LIST

<table>
<thead>
<tr>
<th>SHEET</th>
<th>COIL HOLDERS</th>
</tr>
</thead>
<tbody>
<tr>
<td>ROD</td>
<td>VALVE HOLDERS</td>
</tr>
<tr>
<td>TUBING</td>
<td>CONDENSER DIALS</td>
</tr>
<tr>
<td>KNOBS</td>
<td>RHEOSTAT DIALS</td>
</tr>
<tr>
<td>PANELS</td>
<td>EBBNITE HORNS</td>
</tr>
</tbody>
</table>

HIGHTENSITE LTD.
Normandy Works, Custom House, E.16

TERMINALS, SOCKETS, NUTS, RODS, WASHERS, ETC., ETC.
SPECIAL TRADE LIST.

<table>
<thead>
<tr>
<th>Without nuts</th>
<th>Width</th>
<th>Length</th>
<th>1 Gross</th>
<th>6 Gross (per gross)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Standard Terminals, 1&quot;</td>
<td>1&quot;</td>
<td>12</td>
<td>10</td>
<td>6</td>
</tr>
<tr>
<td>Standard Terminals, 2&quot;</td>
<td>2&quot;</td>
<td>12</td>
<td>11</td>
<td>6</td>
</tr>
<tr>
<td>Telephone Terminals, 1&quot;</td>
<td>1&quot;</td>
<td>13</td>
<td>11</td>
<td>6</td>
</tr>
<tr>
<td>Valve Terminals, 1&quot;</td>
<td>1&quot;</td>
<td>8</td>
<td>6</td>
<td>6</td>
</tr>
<tr>
<td>All above 4 B.A. Thread</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>CONTACT STUDS, 3 B.A.</td>
<td>1/4 x 1&quot;</td>
<td>4</td>
<td>3</td>
<td>3</td>
</tr>
<tr>
<td>Valve Pins, with flange, Id.</td>
<td>7</td>
<td>5</td>
<td>5</td>
<td></td>
</tr>
<tr>
<td>Standard 2 B.A. Nuts, full size</td>
<td>5</td>
<td>2</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>Standard 3 B.A. Nuts, full size</td>
<td>6</td>
<td>1</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Standard 5 B.A. or 6 B.A. Nuts, full size</td>
<td>2</td>
<td>1</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>Standard 2 B.A. Washers</td>
<td>1</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Standard 4 B.A. Washers</td>
<td>1</td>
<td>6</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Standard 5 or 6 B.A. Washers</td>
<td>1</td>
<td>8</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Sample dozens of above 25 per cent extra

per dozen per gross (net only)

2 B.A. Screwed Rod, 12" long | 3 | 3 |
3 B.A. Screwed Rod, 12" long | 2 | 2 |
4 B.A. Screwed Rod, 12" long | 2 | 2 |

Small Spacing Washers, 1/2 thick | 1 | 1 |
Large Spacing Washers, 1/2 thick | 2 | 2 |

Cash for carriage required for small orders. Special low quotations for larger quantities.

SAXON RADIO CO. (Dept. W.)
Leading Firm in the North for Wireless Components.
Henry Street Works, S.S., Blackpool.

AUTOVEYORS LTD
RADIO SUPPLIES AND SERVICE,
84, Victoria Street, Westminster, S.W.1

Parts and accessories of all kinds, including the famous "Autoveyors" 3-Electrode Variable Condenser, the most efficient precision controller of oscillations in Radio circuits.

Marconiphones and all leading Broadcasting Sets in stock. Catalogues on application. Advice and Installations by Experts.
WIRELESS

AERIAL COMPONENTS.
Insulators (best glazed finish), E.s, 3(4 each): Red, 2(6) diam., 2(4) each: Shell, 2(1) x 2(1), 8d. each: strainer.
31-11, 7(4) each.
Insul. Frame Aerial, for all wavelengths: each 6d.
Lead-ins, leading-in insulators, 12 each.
Pulleys, galvanised, 51.
Wire 7/22 bare, H.D. copper, 100' coil, 4 6:
Spreader, Bamboo Canes, 6' long.
Pulleys, galvanised, 51.
Leads-in insulators, 6- overall, each 1 4:
Leading-in Insulators, best glazed finish, Egg, 3d. each
Brass Nuts, 2 B.A. to 5 B.A.
Low Frequency Intervalve Transformers, 1 to 4.
High Frequency Intervalve Transformers, 300 to 5,000
Valve Holders, complete with nuts and washers
Solid Mahogany Cabinets, complete with ebonite panels
Switch Arms.
Solid Mahogany Cabinets, complete with ebonite panels
Valve Holders, complete with nuts and washers
Brass Pointers, per doz., 3d. Adjustable pivot for centre
Centre Spindles, square brass rod, screwed, 2 B.A. on ends.

GENTS’ “TANGENT” FILAMENT RHEOSTAT
STURDY, SOUND & RELIABLE

Send for latest prices of—
GENTS’ “TANGENT” FILAMENT RHEOSTAT
GENTS’ “TANGENT” L.F. TRANSFORMER.
GENTS’ “DISCOL” H.F. TRANSFORMER
and other fittings.

GENT & Co. Ltd., Radio Dept., LEICESTER
LONDON : 25, Victoria Street, S.W.1.
NEWCASTLE-ON-TYNE : Tangent House, Blackett Street.

28, Deansgate Mawson Chambers Top floor THE WIRELESS WORLD AND RADIO REVIEW MANCHESTER

JONES’S ELECTRICAL DEPOT

Copper Wires, S.C.C., D.C.C., S.S.C., D.S.C., and enamelled, 32 S.W.G. to 36 S.W.G., per lb. 2 8 to 20 4
Ebonite Sheet, Rod, and Tubing, cut any size, lb. 4.
Paraffin, Wax, Adhesive Tape, Empire Tape, Shellac.
Mica Sheet, etc.
Tinfoil, free from lead. Sheets, 24” x 13”.

FIXED CONDENSERS.
Fixed Condensers, made from the best ebonite, foil, and pure mica, 0001 to 0004 mfd.
Grid Leaks, 2, 3 and 4 Meg. (dips, 3d. pair extra)

VARIABLE CONDENSER COMPONENTS.
Brass Bush, for top, each, 3d. Adjustable pivot for centre
Condenser Vanes, 0002, 0003, 0005, 0007, 0009, 10, 12, 14, 16
Grid Leaks, 2, 3 and 4 Meg. (dips, 3d. pair extra)

TERMALS, SCREWS, ETC.
Screwed Brass Rod. 12” lengths, 2 B.A., 5d. each.
Spacing Washers, small, per doz., 4d.
large, per doz., 6d.

INSULATION INSTRUMENT WIRES AND SUNDRIES.
Copper Fad, uniform thickness, sheets, 18” x 6: each 3d.

SPECIAL TERMS TO THE TRADE.

Wireless
You CAN get it on the
ASHDOWN
New 2-Valve B.B.C. Set
Approximate range with Standard Aerial

200 MILES

With Birmingham as a centre, covers Manchester, Cardiff, Newcastle and London. The latter, to the exclusion of Birmingham, can be got on a

Loud Speaker

Set only : £11 0 0
Complete : £16 10 0
B.B.C. and Marconi Rty. : £3 0 0

H.E. Ashdown (Birmingham) Ltd
Wireless Apparatus Manufacturers
PERRY BARR BIRMINGHAM
Telev. Segment, Phone: Northern 959
THIS is an excellent crystal receiving set, which gives very good results on all wavelengths from 300-1,500 metres, and is suitable for receiving broadcasting, ships and long distance stations.

The adjustments are simple and easily made, and the silicon crystal detector well maintains its sensitive state. No batteries are required.

The set is sent out complete and includes 100 ft. coil of 7/22 stranded copper aerial wire, 2 shell insulators and one pair 4,000 ohms double headphones.

Every set is tested and guaranteed to receive broadcasting up to 15 to 20 miles and Morse signals from a much greater distance.

The "FELLOCRYST" is British Made Throughout. Fully approved by the Postmaster-General and British Broadcasting Company.

**PRICE COMPLETE**

£3 : 15 : 6

inclusive of all taxes

Postage 1/6 extra.

Additional double headphones (4,000 ohms), inclusive of all taxes, 21/6. Postage 1/-

For they are jolly good Fellows

FELLOWS MAGNETO CO., LTD,
LONDON, N.W.10

Telephone: Willesden 1560-1.

Telegrams: Quizmag, Phone, London.

Ideal Home Exhibition—Stand 28, New Hall, Gallery.
SAYS MR. MAN:

"I WANT the Broadcasting and am prepared to buy a Radio set, but I live in a flat and may not have an outside aerial. What can you do for me?

DEALER! the answer is IND-AERIAL HOOKS

They are essential for a neat, efficient and portable INDOOR AERIAL. Attached to a moment to the picture rail of any room they can be taken down just as easily. They support the aerial ONE FOOT from the wall on insulated arm, and are unobtrusive.

29 each; 31/6 doz. Post Free.

Space Agencies will open an Broadcasting Teams.

IND-AERIAL CO., 47, Victoria Street, London, S.W.1
Western Electric
Loud Speaking Equipment

A Loud Speaker and a Loud Speaking Power Amplifier combine to form that Loud Speaking Equipment which has set a standard of efficiency unequalled by any other outfit. It can be used in conjunction with any good type of Valve Detector Set for amplifying radio telephone speech or music. Western Electric Quality throughout.

Western Electric Company, Limited.
(Wholesale Only)
Connaught House, Aldwych, London, W.C.2
Telephone—CENTRAL 7345 (9 lines).

Visit our stand No. 34 Gallery, New Hall
At Ideal Home Exhibition, Olympia.
WIRELESS BARGAINS

Weston Moving Coil Relays (New) .................................. 20 -
4-Leaf Switch Arms, with bush for panel .................................. 1 -
Filament Switches, complete with pointer, for panel mounting ............. 2 -
Crystal Detectors, on ebonite base, with terminals .......................... 2 -
Ebonite Lead-in Tubes, with terminals .................................... 1 -
Ebonite Loud Speaker Trumpets, on ebonite base, for Brown or Sterling Earpieces .............................................. 13 -
2 and 3 Mag. Leaks ....................................................... 1 -
Fixed Condensers .................................................................. 1 -
Terminals, W.O. and Telephones ............................................. 2d.
Valveholders with Screwed Lees and Nuts .................................... 10d.
Microphones with replaceable insets .......................................... 2 -
Silk Wire Broadcasting Coils (Stranded Wire) ................................ 2 -
3 Mt. Condensers, can be used as 1, 2 or 3 mf. ................................. 2 -
130 Receivers, with cord ...................................................... 4 -
H.T. Battery Boxes, polished teak, complete with plugs and sockets and Hinged Lid, 10" X 10" X 5 ........................................ 6 -
H.T. Batteries, 16 Volt Wader Plug ......................................... 3 -
H.T. Batteries 15 Volt Siemens .................................................. 3.5
1,000 ML Condensers ............................................................ 6 -
Sets of 8 Tablets Black or White (not cheap printed) ......................... 9d.
Edison A.R. Valves .................................................................. 15 -
2 B.A. Bushed Knobs .............................................................. 4d. and 5d.
Bottles of Shellac Varnish ......................................................... 1 -
Bottles of Gold Lacquer ........................................................... 8d.
Polished Mahogany Boxes for Panels, 6" X 8" X 3 .......................... 4 -
Double Headphone Cords, with tags, etc. ...................................... 2 -
12' Wound Coils, shellaced ..................................................... 3 -
Other Lines in Stock, Carriage Paid on orders over £2.

C. S. SWAN,
191, Bishopsgate, E.C.2
Under Brandons Tailors, and 65, Windsor Road, Leyton, Phone, Bishopsgate 1156.

WIRELESS HOME TELEGRAPHIE.

LARGE Dutch firm of manufacturers of Wireless Home Apparatus require sole buying agents for GREAT BRITAIN.
Our machines are of the latest type and prices far below any yet on the market.
Only firms who can place large orders need apply.

Radio Import Maatschappij
PAPESTRAAT 3,
The Hague, HOLLAND.

A New CHANGE-OVER SWITCH
Regd. No. 694/07.
Pat. Applied for.

THE "UTILITY" NO-CAPACITY SWITCH has been specially designed for radio work, and can be utilised for many purposes. It is the product of experience, and is indispensable to the manufacturer of powerful receiving sets, and to the experimenter.

PRICES.
W.130/2 (2-pole change) ...................................................... 4 - each.
W.130/4 (4-pole change) ...................................................... 8 - (as illustrated)
W.130/6 (6-pole change) ...................................................... 8 -
Liberal Discounts to the Trade.

Full particulars on application to the patentees and sole manufacturers—
WILKINS & WRIGHT, Ltd. KENYON STREET. BIRMINGHAM.
Specialists in Variable Condensers, Terminals, Contact Studs, Switch Arms, and other turned and pressed parts in quantities.

BUTTLO FOUR STAGE PIN TRANSFORMER
Approximate Covering Range: 130 to 1,000 metres.
For fitting into R. Type Valve Sockets. 18 -
Fully Illustrated List post free 4d.

H. D. BUTLER & CO., LTD.
SHOWROOM: Bank Buildings, 222, Gt. Dover Street, Borough, S.E.1.
Telephone—Ilop 3029. Entrance in Long Lane.
A high grade, self-contained, 2-valve receiver for British Broadcasting. Can be supplied fitted with long wave selective reaction tuner for receiving in addition Paris and the Hague. Other models in 3 and 4 valves.

A complete range of cabinets in all periods embodying the highest grade 4-valve receivers and the finest cabinet work.

C. F. ELWELL
Graven House, Kingsway, London WC

IDEAL HOME EXHIBITION,
STAND 39, NEW HALL GALLERY
March 1st—24th
WATCH THE FLOATS
IN THESE NEW
PETO & RADFORD
BATTERIES

They tell you the amount of energy
in the battery and when to re-charge.

Charged.  
75% Discharge.  
Discharged.

PRICE PER 2-VOLT CELL:  
60 Ampere-Hour Size £1 : 13 : 6 (Retail)  
80 " " 1 : 18 : 6 (Retail)  
Polished Teak Crate, with rubber carrying strap, for 2 or 3 cells - 10/- extra.

IDEAL HOME EXHIBITION, OLYMPIA.  
VISIT OUR STAND No. 22 GALLERY, NEW HALL.

PETO & RADFORD  
Proprietors—  
PRITCHETT & GOLD and E.P.S. COMPANY, LTD.

HEAD OFFICE & SHOWROOMS:  
50, Grosvenor Gardens,  
LONDON, S.W.1
Fit an AUDIO-FILTER to your Loud Speaker

The AUDIO-FILTER

It has long been obvious that the improvement in the tone of reproduction through a loud speaker would be eminently desirable. As the result of persistent experimenting we have evolved the AUDIO-FILTER. The AUDIO-FILTER will not only improve the tone but remove all distortion on any loud speaker.

PRICE - - 15/6 POST FREE

When ordering please state the make and resistance of loud speaker.

WIRELESS EQUIPMENT LIMITED

Telephone: 90, CHARING CROSS ROAD,
GERRAD 6785.
LONDON - - W.C.2

2 O.M.

Telegrams: WIRELQUIP, WESTCENT, LONDON.
Two and a "Trutone"

Two's company, three's none, but two and a Trutone are the best company in the world. The joy of entertaining in your home the Greatest Musicians and Singers, ready to give you of their talent, is yours from the moment that you invest in a Trutone.

Reception on a Trutone is true tone production of the actual vocal and instrumental music broadcasted. The Trutone range of instruments, specially designed to give best results on the band of wavelengths covered by Broadcasting transmissions, are simplicity itself. The beautiful cabinet work makes "Trutone" an ornament as well as a definite source of entertainment.

The registered name "Trutone" on your Wireless Set is a guarantee of true value. Best results at the lowest possible price.

To Wireless Dealers.—The "Trutone" range consists of Crystal, one, two and three valve Receiving Sets. Mass production cuts our manufacturing costs, enabling us to offer you most attractive trade terms and enables you to supply first grade instruments at popular prices.

Send for Lists.

J. L. CARTWRIGHT & CO.
24, LONDON ROAD,
MANCHESTER.

Wholesale Agents for Scotland, Carson Sinclair & Co., 47, Waterloo Street, Glasgow.
Radio Valves

B.T.H. Receiving Valves are made in the Mazda Lamp Factory at Rugby, and enjoy the extensive manufacturing facilities, constant research, and years of experience which have been given to the production of that world-famous lamp.

This, combined with the fact that nearly half a million were supplied to the Government by this Company during the War, emphasises the suitability and reliability of B.T.H. Valves for all types of Broadcasting Receivers.

Obtainable from all dealers in Wireless Apparatus, price, each - - - - - - 15/-

Stand No. 33, Gallery, New Hall, Olympia.

The British Thomson-Houston Co., Ltd., Electrical Engineers & Manufacturers.

Head Office and Works - - - - - - Rugby, England.
London Office - - - - - - "Crown House," Aldwych
Cabinets, Panels, Battery Boxes, Etc.
For Wireless Apparatus
in
Oak, Mahogany, Etc.

Our Mahogany hinged Box L. 7 is ideal for Crystal or Single Valve Set.

Send full particulars of requirements to:
HENRY JOSEPH & Co.
96, Victoria St., London, S.W.1

TRADE ONLY.

For the
Discriminating Amateur
A FEW OF OUR
SPECIALITIES

<table>
<thead>
<tr>
<th>Value in M.F.</th>
<th>Panel Mounting in Parts.</th>
<th>Panel Mounting Assembled.</th>
</tr>
</thead>
<tbody>
<tr>
<td>0015</td>
<td>15</td>
<td>18/6</td>
</tr>
<tr>
<td>001</td>
<td>11 6</td>
<td>13 6</td>
</tr>
<tr>
<td>00075</td>
<td>10 4</td>
<td>11 6</td>
</tr>
<tr>
<td>0005</td>
<td>7</td>
<td>9 6</td>
</tr>
<tr>
<td>0003</td>
<td>5 9</td>
<td>7 9</td>
</tr>
<tr>
<td>0002</td>
<td>5</td>
<td>6 9</td>
</tr>
<tr>
<td>0001</td>
<td>4</td>
<td>5 9</td>
</tr>
</tbody>
</table>

With Knob, Pointer and Engraved Scale, 3/6 each.
With Knob and Bevelled Ebonite Dial, 4/6 each.
All types of Sets and Sundries.
TRADE SUPPLIED.

Important Notice
Owing to the enormous increase in the demand for our Condensers, we are able to make large reductions in the prices of these Goods.
At the same time we guarantee that the high quality and efficiency which are associated with the B.R.W. instruments will be maintained, as only the very best British made materials are used in their construction. To get the Furst Results, use the B.R.W. Condensers only.

Fitted with Knob, Pointer and Engraved Scale, 1 6 extra.
Fitted with Knob and Bevelled Ebonite Dial, 1 6 extra.
Vernier Condensers.
Panel Mounting Complete.

CABINETS, PANELS, BATTERY BOXES, ETC.

9, London St., Greenwich, S.E.10

T. W. THOMPSON & CO.

39, London St., Greenwich, S.E.10

CABINETS, PANELS, BATTERY BOXES, ETC.
FOR WIRELESS APPARATUS
IN OAK, MAHOGANY, ETC.

Our Mahogany hinged Box L. 7 is ideal for Crystal or Single Valve Set.

Send full particulars of requirements to:

HENRY JOSEPH & Co.
96, Victoria St., London, S.W.1

TRADE ONLY.

For the
Discriminating Amateur
A FEW OF OUR
SPECIALITIES

<table>
<thead>
<tr>
<th>Value in M.F.</th>
<th>Panel Mounting in Parts.</th>
<th>Panel Mounting Assembled.</th>
</tr>
</thead>
<tbody>
<tr>
<td>0015</td>
<td>15</td>
<td>18/6</td>
</tr>
<tr>
<td>001</td>
<td>11 6</td>
<td>13 6</td>
</tr>
<tr>
<td>00075</td>
<td>10 4</td>
<td>11 6</td>
</tr>
<tr>
<td>0005</td>
<td>7</td>
<td>9 6</td>
</tr>
<tr>
<td>0003</td>
<td>5 9</td>
<td>7 9</td>
</tr>
<tr>
<td>0002</td>
<td>5</td>
<td>6 9</td>
</tr>
<tr>
<td>0001</td>
<td>4</td>
<td>5 9</td>
</tr>
</tbody>
</table>

With Knob, Pointer and Engraved Scale, 3/6 each.
With Knob and Bevelled Ebonite Dial, 4/6 each.
All types of Sets and Sundries.
TRADE SUPPLIED.

Important Notice
Owing to the enormous increase in the demand for our Condensers, we are able to make large reductions in the prices of these Goods.
At the same time we guarantee that the high quality and efficiency which are associated with the B.R.W. instruments will be maintained, as only the very best British made materials are used in their construction. To get the Furst Results, use the B.R.W. Condensers only.

Fitted with Knob, Pointer and Engraved Scale, 1 6 extra.
Fitted with Knob and Bevelled Ebonite Dial, 1 6 extra.
Vernier Condensers.
Panel Mounting Complete.

CABINETS, PANELS, BATTERY BOXES, ETC.
FOR WIRELESS APPARATUS
IN OAK, MAHOGANY, ETC.

Our Mahogany hinged Box L. 7 is ideal for Crystal or Single Valve Set.

Send full particulars of requirements to:

HENRY JOSEPH & Co.
96, Victoria St., London, S.W.1

TRADE ONLY.

For the
Discriminating Amateur
A FEW OF OUR
SPECIALITIES

<table>
<thead>
<tr>
<th>Value in M.F.</th>
<th>Panel Mounting in Parts.</th>
<th>Panel Mounting Assembled.</th>
</tr>
</thead>
<tbody>
<tr>
<td>0015</td>
<td>15</td>
<td>18/6</td>
</tr>
<tr>
<td>001</td>
<td>11 6</td>
<td>13 6</td>
</tr>
<tr>
<td>00075</td>
<td>10 4</td>
<td>11 6</td>
</tr>
<tr>
<td>0005</td>
<td>7</td>
<td>9 6</td>
</tr>
<tr>
<td>0003</td>
<td>5 9</td>
<td>7 9</td>
</tr>
<tr>
<td>0002</td>
<td>5</td>
<td>6 9</td>
</tr>
<tr>
<td>0001</td>
<td>4</td>
<td>5 9</td>
</tr>
</tbody>
</table>

With Knob, Pointer and Engraved Scale, 3/6 each.
With Knob and Bevelled Ebonite Dial, 4/6 each.
All types of Sets and Sundries.
TRADE SUPPLIED.
DISCRIMINATION
CONFINES YOUR CHOICE TO R.I. PRODUCTS.

The R.I. intervalve transformer is universally acknowledged the most perfect intervalve transformer ever produced.

Requests for supplies of these transformers have been received from all parts of the world.

Winding and Insulation is by a patented process, every individual turn being specially insulated from adjacent turns as well as between layers. Tested at 2,000 volts. Can be used for Power amplification up to and above 400 volts.

Dimensions are reduced to the smallest limit consistent with absolute reliability: 3 1/4" wide, 2 1/2" over feet, 3 3/8" deep. The unusually heavy wire eliminates a common weakness in other designs where efficiency and reliability are sacrificed to space. Construction is on exactly similar lines to power transformers. The closed core is built up from best quality stalloy iron laminæ, and they are therefore distortionless.

Immunity from Breakdown is assured by scientific design and careful construction, coupled with high insulation, large gauge wire, and correct dimensions. Comparative tests confirm the superiority of our designs.

Beware of Imitations. Since this transformer became famous there have been many imitations. Intending purchasers of an R.I. transformer should therefore see that the name R.I. Limited is engraved on each instrument. No others are genuine.

Price: Intervale Transformer 25 -.
Telephone Transformer 20 -.

Catalogue and Showcard sent on application.

Radio Instruments Ltd

Managing Director: J. Joseph, M.I.E.E.

Only Address: 12, Hyde Street, NEW OXFORD ST., W.C.1
Telephone: Regent 4091.
RADIO FREQUENCY AMPLIFICATION
100—20,000 METRES.

Whether you wish to amplify before or after rectification, we can supply you with scientifically designed apparatus for obtaining the maximum efficiency. This is backed by the reputation of our engineers and designers who have received universal recognition for their pioneer work in the problem of High Frequency Amplification.

Our High Frequency Anode reactance coil covers all wavelengths from 100 to 20,000 metres in one single unit, instead of using a number of plug-in coils entailing the loss of signals while changing from one wavelength to another.

Amplify your weak signals at High Frequency before Rectification.

IMPROVED ADJUSTABLE REACTANCE COIL.
This is more suitable than a radio frequency transformer for single High Frequency Amplification. Twelve tappings are provided and the instrument is self tuned, no variable condenser being required except for extreme selectivity.

Thousands of these coils are now in use and have been included by manufacturers and experimenters of wireless sets.

Price 25/- With 12-point Switch 16/- extra
VISIT THE
MANCHESTER ALL-BRITISH
WIRELESS EXHIBITION
AND CONVENTION.
BURLINGTON HALL,
BURLINGTON ST., MANCHESTER.

The Convention is being held
under the auspices of the
Manchester Wireless Society.
Organised at the request of
the Manchester Wireless
Traders Association, by—
BERTRAM DAY & Co., Ltd.,
Wireless Publicity Specialists,
9 & 10 CHARING CROSS ROAD,
LONDON, S.W.1

Don’t miss this splendid
opportunity to investigate the
wonderful pleasures Wireless
can give you. Come and see
and hear the marvellous
displays, demonstrations, lec-
tures, concerts, music, etc., etc.

MARCH 17th — 24th
(Saturday to Saturday inclusive)
ADMISSION 1/3 INC. TAX.

Special Day Tuesday, 20th March.
Admission 2/6 including Tax
(after 6 p.m. 1/3d.)

10 a.m. to 10 p.m. DAILY

WIRELESS
& ALLIED TRADES REVIEW

The only weekly publication devoted exclusively to Wireless Trade Interests.

The Proprietors are already well-known
to every section of the community
interested in wireless. As Proprietors
of the WIRELESS WORLD and Publishers
of Wireless Literature, The WIRELESS
PRESS, LTD., has had over ten years’
experience. This new trade organ will
thus possess from the outset the unique
advantage of a practical knowledge of
wireless trade requirements, in addition
to a wide acquaintance with the public
point of view.

The attitude of the public towards Wire-
less has reached a stage when the united
efforts of Manufacturers and Dealers can
advantageously be directed towards pro-
moting its development along mutually
progressive lines. The guiding policy
of the WIRELESS AND ALLIED
TRADES REVIEW is to foster a healthy
and productive trade co-operation
beneficial to all concerned. Constructive
articles of current interest, technical and
otherwise, will be a prominent feature,
while in all other respects the Review
will be fully representative of up-to-
date Wireless interests from all sides.

Specimen copy and full particulars will be supplied on receipt of Trade Card

THE WIRELESS PRESS LTD., 12-13, Henrietta Street, London, W.C.2
A PERFECT SOLUTION
which does away with all inconvenience and trouble in the charging of your Accumulators.

Our Charging Switch
can be used on any D.C. Circuit irrespective of voltage, capacity 5 amps.

PRICE
£1 7 6
(Subject)

Prov. Pat. 32876/22.

TRADE ONLY SUPPLIED.
Orders booked for delivery in rotation. Leaflet post free.

Pressland Electric Supplies Ltd.
WHOLESALE FACTORS,
HAMPTON-ON-THAMES.

SKINDERVIKEN BUTTON,
THE SUPERSENSITIVE MICROPHONE
World-wide Patents.

For LOUD SPEAKERS, MICRO AMPLIFIERS, ELECTRICAL GRAMOPHONE REPRODUCERS
Invaluable as Detectors, or as it can be used in ANY POSITION, i.e., either HORIZONTAL or VERTICAL.

PRICES.

Type "A"—Carbon Electrodes (eliminating all "frying" noises) each 7/6
Type "B"—Brass Electrodes 10/-
Receivers (special Low Resistance) 10/-
Gramophone Attachment (for Electrical Reproduction) 1/-

BOOKLET (18 Pages fully illustrated) containing much useful information for all interested in Electrical Sound Transmission.

POST FREE 6d.

Sole Proprietors—
MIKRO, LTD., 274/276, Pentonville Road, London, N.1.
(Opposite King's Cross, Met. Railway Station).

F. WIGGINS & SONS
MICA
FOR CONDENSERS
AND ALL PURPOSES.

Telephone: Avenue 2248
Largest Stock in the World.


CABINETS
FOR WIRELESS SETS, &c.

POLISHED OR STAINED WOOD LEATHER OR LEATHER CLOTH FINISH
Prompt Attention & Despatch.

A. EATON LEE & CO.,
4 Little College St., London, E.C.4
Central 4839. (1 min. Cannon St. Stn.)
“POLAR” VARIABLE CONDENSERS

COMPARISON OF AERIAL TUNING.

THE REASON WHY.

We have prepared a booklet giving interesting technical information concerning the functioning of “Polar” Variable Condensers. All interested should send stamp for copy. We reproduce two of the illustrations upon this booklet. A study of these diagrams will substantiate our claim that the “Polar” Condenser gives superior tuning to that obtained with other types, at every point of the scale.

In addition to superiority of performance “Polar” Condensers are more compact, measuring only 3” by 3½” by 1”.

They are made in three standard capacities, viz.,

0.001 mfd.
0.0005 mfd.
0.0003 mfd.

and are sold at the following attractive prices.

Panel Mounting 14/9 post free.

In Polished Wood Case 20/9 post free.

Experiments send stamp for booklet.

Dealers send name for inclusion on List of Stockists.

THE RADIO COMMUNICATION CO. LTD

(Suppliers of the G.P.O. Installations at North Foreland (G.N.F.) and Seaforth (G.L.V.), of Coastal Stations for various Colonial Governments, and of Ship’s Radio for most of the Great Shipping Companies.)

34/35, NORFOLK STREET, LONDON, W.C.2

BRANCHES—NEWCASTLE—17 Sandhill.
CARDIFF—Atlas Chambers, James Street.
WARRINGTON—37 Bridge Street.

GLASGOW—116 Hope Street.
SOUTHAMPTON—19 Queen’s Terrace.
ABERDEEN—9 Haddon Street.
CONDENSERS

High in Quality. Low in Price.

Un-assembled

- 0.001 .. 6/6
- 0.00075 5/3
- 0.0005 .. 4/-
- 0.0003 .. 3/-
- 0.0002 .. 2/6
- 0.0001 .. 2/3
- 0.00005 2/-

Turned Ebonite Plates 1/6 per pair extra.

Assembled

- 0.001 10/-
- 0.00075 7/6
- 0.0005 .. 7/-
- 0.0003 .. 6/6
- 0.0002 .. 6/-
- 0.0001 .. 5/6
- 0.00005 4/6

Complete

ORMOND ENGINEERING CO.
199, Pentonville Road, King’s Cross, N.1.

Telegrams: Ormondengi.

Telephone: Holborn 1812.
VISIT
STAND NO. 27
MANCHESTERALL-BRITISH WIRELESS EXHIBITION

We are sole agents for the Dubilier Condenser Co., (1921) Ltd. of London and are making a special show of this firm's specialities, including all classes of CONDENSERS, and samples for laboratory and scientific work. We are also featuring Loud Speakers, Telephones, etc., made by S. G. Brown, Ltd., of London, as well as some entirely new productions in Broadcast Receiving Sets, hitherto not covered by any other set yet manufactured. Another attractive exhibit will be a selection of Valve Magnifiers.

APOLLOPHONE No. 1

The wavelength range is 300-1,000 metres—a much greater range than that usually allowed by a single valve set. The "Apollophone No. 1" is therefore the set for the experimenter who wishes to add magnifiers and get longer distance messages.

The best that high-class material and expert craftsmanship can create—in fact, a better instrument cannot be made at the price. So simple to operate that no previous wireless knowledge is required.

The Detector Panel is always available for magnification by L.F. Magnifiers.

The Detector Panel is always available for magnification by L.F. Magnifiers.

THE MANCHESTER RADIO CO., LTD.
RADIO ENGINEERS,
155, OXFORD ROAD, MANCHESTER.

Phone—CENTRAL 4935.

F. H. McCrea, Managing Director

W. R. BurNE, Directing Experimental Department

Agents for Dubilier Condenser Co.'s Specialities.
Delivery ex stock.

LICENSED UNDER MARCONI PATENTS FOR AMATEUR USE IN GREAT BRITAIN.

PRICE £10 : 12 : 6
Complete with all accessories £16 : 10 : 0

Reg. Design No. 693,330
INTERVALVE TRANSFORMER

GUARANTEED.

Price 24/6.
(Postage 1/- extra)

LIBERAL TRADE DISCOUNT.

Radio Ebonite Supplies, Limited

(Mail Order Dept.),

4, Little College Street, LONDON, E.C.4

CENTRAL 4859.

GREAT BARGAIN OFFER

4,000 ohm PHONES (NEW)
at 19/6 Per Pair. Postage 9d. extra.
Fitted headbands and cords, beautifully finished, thoroughly efficient. Each pair carefully packed in box. SATISFACTION GUARANTEED.

BROADCASTING RECEIVING APPARATUS.
The "JOYPHONE" (Reg. No. 0138, approved type, 2 Valve Set. complete from £15:0:0

Special Offer at Reduced Prices of our

NEW INTERVALVE TRANSFORMER

Owing to the unexpectedly large sale of these instruments we are enabled to reduce the price to "Wireless World" readers to 12/4
Postage 9d. extra.
Fitted with panel fixing plate and earthing wire for iron core. Fully tested.
Ratio 5:1.
All valve apparatus manufactured by us is duly licensed under Marconi Patents for amateur use in Great Britain. Approved by Postmaster-General.

J. LIPOWSKY & CO

614, OLD FORD ROAD,
BOW :: LONDON, E.3

Radio Components, Ltd

Telephone - - Museum 3483

Genuine Radcom Duolateral Inductance Coils

"De Forest Patent"

THESE COILS ARE DESIGNED TO REDUCE THE SELF CAPACITY OF A RECEIVING INDUCTANCE TO A MINIMUM.

RADCOM RHEOSTATS, TUNERS, TRANSFORMERS AERIALS and ACCUMULATORS.

Retail orders value £2, not exceeding 11 lbs. weight, carriage paid.

19, RATHBONE PLACE,
LONDON, W.1

Radio COMPONENTS, LTD

Telephone - - Museum 3483
A Wonderful Chance for every Wireless Enthusiast

HEADPHONES AT HALF PRESENT PRICES

Brown 'A' Type
120 ohms.
Aluminium Diaphragms. Reed pat-
pattern.
Brand new and unused ex-Government stock.
Makers' price 58/-
Our price
30/-
Cords 3/6
Postage (regd.) 1/-
extra.
Every phone sold under our express guarantee that we will
Return Full Amount Paid if not perfectly satisfactory
and the phones are returned within seven days after despatch.

SULLIVAN
Brand new ex-Government stock.
120 ohms.
Makers' price 30/-
Our price
12/6
8000 ohms.
Makers' price 36/-
Our price
25/-
Cords 3/6
Postage (regd.) 1/-
extra.
Why wait weeks for delivery and pay double our prices when we can supply you from stock within 4 hours of receipt of your order.

Read this Testimonial typical, of hundreds received

"I have much pleasure to inform you that I am perfectly satisfied with the Telephones with which you supplied me a little time ago. They seem to me to be

Perfect in all respects and a Bargain for the Money.

Perhaps it will interest you to know that I received the Eiffel Tower (Paris) Time Signals through these Phones this morning, using only my home-made Crystal Receiving Set. The signals were wonderfully clear and I could not wish for more distinct ones.

I take this opportunity of thanking you for the prompt despatch of the Phones. You may use this letter if you wish. "

E. J. C., LIPHOOK, HANTS."

We hold the largest stocks of Wireless Apparatus in the Country.

SEND FOR OUR LIST TO-DAY.

THE CITY ACCUMULATOR CO.
79, MARK LANE, LONDON, E.C.3 Phone: Avenue 1316
And at 33, RUE D'HAUTEVILLE, PARIS.
BRISTOL.—Bristol Wireless Co., 52, Cotham Hill.
CARDIFF.—South Wales Wireless Installation Co., Ltd., 18, West Bute Street.
LEICESTER.—Walter Rowe, Ltd., 96, Granby Street.
LONDON, W.—A. V. Albrow, 56, George Street, Portman Square.
A Wonderful New Filament Rheostat

AT A REASONABLE PRICE

We have obtained the sole selling rights of the

MICROSWITCH RHEOSTAT

an entirely new design of resistance which has many distinct and unique advantages, chiefly—

1. Absolute Silence under Adjustment.
2. Finest possible tuning can be obtained owing to the micrometer action which is capable of adjustment of

$\frac{1}{1000}$ OF AN INCH.

3. Invaluable as a “stand-by” as the contact is broken at any point of adjustment by simply raising the knob, the filaments remaining at the correct setting for “listening-in.” By pressing the knob the filament current is automatically switched on and it is therefore possible immediately to “listen-in” without further adjustment of the Rheostat.

Every Wireless Enthusiast should see this Resistance

When buying your set INSIST on it being fitted with the “Microswitch”

PRICE

6/6

Postage 4d.

LEARN TO READ MORSE

High-Class Morse Tapping Keys, ex-Government Stock at exceedingly low prices.

3 DESIGNS

4/6, 6/6 & 10/6 Each

Postage 6d. extra.

These instruments are honestly worth 3 times the prices asked.

Spark Gaps Suitable for use as LIGHTNING ARRESTERS

Solid aluminium, mounted on ebonite base.

2/6 each

Postage 4d.

THE CITY ACCUMULATOR CO.

79, Mark Lane, London, E.C.3. Phone—Avenue 1316. And at 33, Rue d’Hauteville, Paris
THE WIRELESS WORLD EXCHANGE AND MART

TARIF: Advertisements are accepted for this Section at the rate of twopenny per word, with a minimum charge of two shillings. The advertiser’s name and address will be charged for, and single letters and singular figures will be counted as words. Compound words will be counted as two words.

DEPOSITS. All advertisements must be prepaid in the form of Postal Orders. The remittance being forwarded to Messrs. Bertram Day & Co., Ltd., who will acknowledge its receipt to the vendor and the depositor, the full addresses of whom should be given. Subject to special agreement between the parties, it is understood that all goods are sent on approval, each party paying carriage one way in the event of the goods being returned. The deposit will be retained until due advice of the completion of the purchase has been given or until the articles have been returned and accepted. In order to cover postage, etc., a fee of 6d. in respect of sums in excess of £1 and under, and 1s. for sums in excess of £1, must be paid at the same time as the deposit.

FOR SALE.


B.A. Screws, Nuts and Washers, assorted gross, 25, less 2d. Trade supplied. J. H. Bennett, Station Road, Willesden Junction.

High-class Four-valve Receiver, numerous accessories. £30, Amplion loud speaker, £3. All practically new. —1.4, “Glasslyn,” Rossett Green, Harrogate.

Experimental. —Two-valve cabinet set, nearly finished. £7. Loud speaker, 30s. Crystal set, £3—G. Boothroyde, 44, Leyland Road, Southport.

H.F. 8-Tapicap Transformer, 300-30,000v., new, £1 10s. Small Brown loud speaker, £3 5s. C. Mark II 2-valve amplifier, £2 15s. Read’s W.R. 160 2-valve panel, cost £5 5s., £1 15s. All in excellent order. —E. Field, Hartwood Road, Southport.

Brown’s A Type ’Phones, 2 pairs, 8,000 ohms, Guaranteed perfect, £3 7d. each.—Ryder, Church Street, Hungerford.

Loud Speaker Horns. Guaranteed perfect accuracy. Enamelled black mast, complete with polished aluminium base for receiver, 45, 6d. Post etc., 1s. 6d. —Midland Radiophone Co., Hearsall Works, Coventry.

Loud Speaker. Mounted on polished base, 16 horn, with 4,000 ohm receiver. A bargain, 25s. Packing etc., 1s.—Midland Radiophone Co., Hearsall Works, Coventry.

Alta Potentiometers for your experiments. Assembled slate and ebolute panel mounting, 450 ohms 7s. 6d. by post 8s. Guaranteed. —A. Forty, 61, Corinne Road, London, N.19.

Freehold Factory for sale at Porley, about 5,000 ft., with three residences. Power plant installed and number of machines suitable for manufacturing wireless apparatus parts, also goods assembly shop. £1,500 plus contents at reasonable valuation; the whole factory could be in operation in 7 days. —Box S.8, Bertram Day’s Advertising Offices, 9 and 10, Charing Cross, S.W.1.

Three-Valve Amplifier, 1 H.F. Rect., 1 L.F. Bargain, 5s.10d. Demonstration willingly given.—51, Ridgley Road, Cricklewood.

Experienced Amateur has for disposal first-class broadcast and experimental receiver, 1 H.F. detector and 2 L.F. microphone amplifier, loud speaker, telephones, all accessories, accumulators, etc., complete, ready for working. Suitable for drawing-room, library or wireless club. Coils and transformers for all wavelengths. £30 or offer. Disposal for pecuniary reasons only. Also 1 H.P. gas engine. £10 or offer. Seen appointment. Stamp particulars.—Box S.9, Bertram Day’s Advertising Offices, 9 and 10, Charing Cross, S.W.1.

Barbara, Telephone Transformers, 15. Potentiometers (ebolute), 300 ohms, 7s. 6d. Variometers, 100-600 meters, panel mounting, 15s. Broad casting coils, 3s. set. Gland, 6d. box. All post free.—Maxwell Bros., 47, Alfred Street, Harpurhey, Manchester.

Five-Valve Experimental Receiving Set by well-known maker, duolater coils of all wavelengths, two accumulators, two pairs telephones. Complete as new. May be seen working by appointment £30 cash.—Wood, 9, Banstead Grove, Roundhay Road, Leeds.

Complete Five-Valve Receiving Installation, solid mahogany cabinet, fitted 1 in. ebolute panel, with valves, Ignicote coils, batteries, large Amplion loud speaker, telephones and special Veinier tuning attachment, £6. —Bray, “Redelye,” Ullathorne Road, Strachan Park, S.W.16.

C. Mark IV 3-Valve, H.F. or L.F. Amplifier. £1. Also Townend Wave-meter. £3. Both perfect working order.—Pringle, Rozen, Hendon Avenue, N.3.

THE WIRELESS WORLD EXCHANGE AND MART

RADIO PRESS LTD.
Devereux Court, Strand, W.C.2

ELEcTRONIC TEXTBOOK on WIRELESS VACUUM TUBES

FOR SALE.

Valves, Mullard Ors, 13/6, post extra. Valves, Marconi R. Type, 15/6, post extra. L.F. Transformers (guaranteed finest quality), 17/6, post free. Systolizer, 5d. per yard. Prompt delivery. Cash with order.

MAIL SUPPLY CO., 38, LENA GARDENS, LONDON, W.8.
THE WIRELESS WORLD EXCHANGE AND MART

ELECTRADIX Wires
Highest Conductivity at Lowest Prices.

<table>
<thead>
<tr>
<th>Gauge</th>
<th>D.C.C.</th>
<th>S.S.C.</th>
<th>D.S.C.</th>
</tr>
</thead>
<tbody>
<tr>
<td>18</td>
<td>1</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>18</td>
<td>1</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>20</td>
<td>1 1/2</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>20</td>
<td>1 1/2</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>22</td>
<td>2 1/2</td>
<td>2</td>
<td>5</td>
</tr>
<tr>
<td>24</td>
<td>3</td>
<td>3</td>
<td>5</td>
</tr>
<tr>
<td>24</td>
<td>3</td>
<td>3</td>
<td>5</td>
</tr>
<tr>
<td>26</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>26</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>28</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>30</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>30</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>32</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>32</td>
<td>4</td>
<td>5</td>
<td>6</td>
</tr>
<tr>
<td>34</td>
<td>4</td>
<td>6</td>
<td>6</td>
</tr>
<tr>
<td>34</td>
<td>4</td>
<td>6</td>
<td>6</td>
</tr>
<tr>
<td>36</td>
<td>4</td>
<td>6</td>
<td>7</td>
</tr>
<tr>
<td>36</td>
<td>4</td>
<td>6</td>
<td>7</td>
</tr>
<tr>
<td>38</td>
<td>4</td>
<td>6</td>
<td>7</td>
</tr>
<tr>
<td>38</td>
<td>4</td>
<td>6</td>
<td>7</td>
</tr>
<tr>
<td>40</td>
<td>4</td>
<td>6</td>
<td>7</td>
</tr>
<tr>
<td>40</td>
<td>4</td>
<td>6</td>
<td>7</td>
</tr>
</tbody>
</table>

Other sizes in stock. Prices at per lb. 6d. extra for reeling off, in small quantities and spool. Postage extra, 7 1/2d. Hard Drawn Copper Aerial Wire, 4 1/2d. Enamelled Copper S.C. 9 per 100 ft.

EVERYTHING FOR WIRELESS IN STOCK.

LESLIE DIXON & CO.,
9, Colonial Avenue, Minories, E.1

Mr. Portland stocks over 500 Wireless Parts.

HEATH & Co., Ltd.
Instruments Works, New Eltham, S.E.9
are prepared to undertake in their fully equipped works—Wireless Apparatus and Parts for the trade. Quotations given to Blue Prints. Immediate attention.

JAMES PORTLAND
6, Cheapside, E.C.
Mr. Portland stocks over 500 Wireless Parts.

WIRELESS CABINETS
PROMPT DELIVERIES
COMPETITIVE PRICES

PICKETT BROS.,
Albion Rd., BEXLEYHEATH, S.E.

HOW TO MAKE YOUR OWN WIRELESS RECEIVING SETS. AMPHITRONS AND DETECTORS. No marking out, full size diagrams and all wiring details accurately given, sure guarantee. All Broadcasting stations received. In two series 2/6 each. to be obtained from THE ELECTRIC ECONOMIC CO. LTD., 10, FITZROY SQUARE, LONDON W.1, who will supply any part for constructing same.

FOR SALE—continued.

Loud Speaker.—18 in. Magnanvar, used for demonstrations, new. £1 10s.—WALTER HOBINE, Esfer, Surrey.

Three-Valve L.F. Adapted C. Mark IV Panel, less valves, new, complete, £3 5s. White House, High Worth, Gateshead.

Three U.S. Tapped H.F. Transformers, 200 to 30,000 meters, practically new and perfect, cost 35s. each, for 21s. each. Post paid, one of lot.—H. SWANSON, Tornhill, Stranraer.

Single-valve Tuner range from 300-2,500 metres, all enclosed, cost £2 10s. accept £3 15s. Splendid instrument for young wireless experimenter. Inspection invited.—557, Ladyknav, London, East Dulwich, S.E.

Valve, metal Ora, Cosom, Metropolitan-Vickers, or Ediswan A.R., maroon-Oxan B.T.H. (Manchester) and Mullard 4 A. 17s. 6d. post free by return.—SWINGFIELD & CO., 145, Gabrium Road, Bawford, Laniew.

Arco Terminal 12," for carrying and music from gas-pipes. Fool-proof, 7s. 6d. post free.—ROBINSON & CO., 20, Selion Street. Southport.

Six-valve Detector Amplifier, 2 1/2 H.P., French manufacturer, £4 14s. Brown’s small loudspeaker, 120w., £2 10s.—STANLEY, Ballywood.

Five-valve Detector, 6 1/2 H.P., £15 5s. 6d. post free.—BLINKNEKE Bros., 111, Catherine Road, E.7.

Intervalve Transformers, 45, Adjustable telephones, 4,000 ohms, 30s. each. Ebonite vario-meter balls, 45 each, new. Post 12 Way Switch, 7s. 6d. switch, 7s. 6d. 2,500, 5,000 ohm, 35s. 15s. CALVER, 52, Lower Road, Hurlingham, London.

Experimenters’ sets, for charging or house lighting, 24" volt. 200 W., 120w., £5 10s..—MALT, 11 each.

Brass Terminals, washers, nuts and screws, 1s. 11d. post free.—GARDNER, 32, Caxton Road, London, N.22.

Three-Ear Brass Tuner, 9s. Each. 6d. post free.—H. SWANSON, Tornhill, Stranraer.

Cabinet, 10s. 6d. Post free.—J. SWANSON, Tenthill, Stranraer.

Three-Meter Detector, 60, flaw condition. £11 11s. All New Wireless Accessories supplied at low prices.

One Millampere, 50 W., £1 15s. 6d..—WALTER HOBINE, Esfer, Surrey.

Intervalive Transformer, 15s. Blintke, the Wonder Crystal, 1s. post free.—KESSEWODKE Bros., 127, Katherine Road, E.7.

Terminated Transformers, 15s. Adjustable telephones, 4,000 ohms, 30s. each. Ebonite vario-meter balls, 45 each, new, Post 12 Way Switch, 7s. 6d. switch, 7s. 6d. 2,500, 5,000 ohm, 35s. 15s. CALVER, 52, Lower Road, Hurlingham, London.


PILKINGTON TRANSMITTER
CAN NOT PACK


VARI METERS

WOUND FOR 300 TO 500 METRES, FOR PANEL MOUNTING COMPLETE WITH KNOB AND ELEONITE DIAL IN EACH POST 9d. WIRELESS PRICE LIST, 6d.

WM. SINCLAIR
60-64, THISTLE STREET, EDINBURGH.

ENGRAVING

For every style of instrument on any material.

F. OSBORNE & CO., LTD.
27, Eastcastle St., Oxford St., London, W.1

Museum 2264

Intervale Transformers
High efficiency genuine Stallory Cores, Radio 5 to 1... 15/+ each

SPECIAL TERMS TO TRADE

PHILLIPS & THOMASON
116, Kennington Road, LAMBETH, S.E.11
SITUATIONS REQUIRED


Publicity—Young man (20) thoroughly experienced in all branches of wireless, desires post with sound progressive concern.—Write Box 1445, SELLS, Fleet Street, E.C.4.


Engineer (24), B.Sc. Eng., Lond., etc., desires post as designer of radio receiving sets.—Box S.10, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

EX-Telegraphist, R.N. Age 22. Six years' experience all branches W.T. Eighteen months high power transmitting station. Good practical, theoretical, technical. Requires employment, any capacity W.T. B. 3, Gains Road, Southsea.

F Salesman Demonstrator, fully conversant with all radio apparatus, desires engagement.—BAY REPELLEY, Streatham Park, S.W.16.

Progressive Position required by advertiser with really good firm of radio engineers or manufacturers. Public school education, seven years' practical and technical training, thorough knowledge wireless. Age 25. Moderate salary.—Box S.11, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

Engineer with Ideas. Varsity, young. Will manage or develop department or works. Now with leading wireless manufacturer.—Box S.12, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

SITUATIONS VACANT.

Competent Young Man required immediately. Knowledge of wireless essential.—Call 156, West End Lane, Hampstead.

TRADE ENQUIRIES.

Owner of New Automatics and other machinery for precision work. It is willing to come to terms with engineer who can use these machines for manufacturing purposes. Proposals are solicited from principals.—Write Box 1448, WILLIAMS, 39, King Street, Covent Garden, W.C.2.

Electric Light Fittings Makers, with facilities for manufacture and assembling of wireless sets, would undertake to produce sets or parts by arrangement.—Apply Box S.7, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.


Nameplates, engraving of all descriptions.—STILWELL & Sons, Little Park Street, Coventry.

FOR DISPOSAL

A Wireless Factory for disposal, fully equipped for manufacture and assembling of wireless sets, and in no way distorted. Every loud speaker fitted with diaphragm regulator. Recognised as THE perfect loud speaker.

Complete Prices:

- 4,000 ohms £3 5 0
- 2,000 ohms £3 2 6

Recognised as THE perfect loud speaker.

WE STOCK SIEMEN PHONES, EDISWAN VALVES, ETC. MAKERS' FULL DISCOUNTS.

WIRELESS INSTALLATIONS LTD.

Note New Address: 81, TURMILL STREET, E.C.
FIVE REASONS FOR USING

Variometer Tuning

I. Ensure constancy in calibration with resultant reliability in wavelength ranges.

II. Avoid shortcircuiting troubles as experienced in Variable Condenser Sets.

III. Obviate weakening of signals caused by dirty or loose tapped inductance contacts.

IV. Eliminate "dead end" effects which reduce signal strength.

V. Reduce labour and material in constructing Sets.

The instrument illustrated was the first internally wound high ratio (9 to 1) Variometer placed on the British market. Mechanically and electrically it is efficient, and is as strong and durable as good British craftsmanship can make it. It will be found under searching test to be superior to any similar instrument of foreign origin.

Information will be gladly given to all interested in Variometer Tuning.

These instruments may be seen at Stand No. 8 (R'CHARD WHALEY, Ltd.), at the Manchester All-British Wireless Exhibition.

Price: 27/6

Fully mounted as indicated, connections made and carried to double terminals.

(Overall size 5½" high by 3" wide.)

In response to demand, we are now mounting all Variometers vertically (as shown), horizontally, or suspended through panel.

TRADE TERMS ON APPLICATION.
Yet another example of the flexibility of this economical Unit System.

To have the choice of three distinct couplings for H.F. Amplification is an advantage which will appeal strongly to every experimenter. Without a single alteration of wiring he can use H.F. Transformers from 200 to 1,200 metres—resistance capacity coupling, from 1,000 metres and over—and, finally, tuned Anode coupling for all wavelengths.

The Peto-Scott Standardised Unit System was designed long before Broadcasting was contemplated and without a doubt enabled thousands of keen amateurs to learn sufficient about Wireless to qualify for Experimenters' Licenses.

For a more detailed account of it, send 6d. for a copy of "Radio"—a 24-page Booklet describing how each Unit is constructed and a brief explanation of the elementary principles involved.

Head Offices & Showrooms:

PETO-SCOTT CO. LTD.
64 HIGH HOLBORN, W.C.1

---

PRICE LIST
OF SETS OF PARTS

<table>
<thead>
<tr>
<th>No.</th>
<th>Part</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Tuner Unit</td>
<td>27/6</td>
</tr>
<tr>
<td>2</td>
<td>Condenser Unit</td>
<td>42/-</td>
</tr>
<tr>
<td>3</td>
<td>H.F. Amp. Unit</td>
<td>13/6</td>
</tr>
<tr>
<td>4</td>
<td>Detector Unit</td>
<td>17/6</td>
</tr>
<tr>
<td>5</td>
<td>L.F. Amp. Unit</td>
<td>33/6</td>
</tr>
<tr>
<td></td>
<td>Mahogany Cabinets to fit No. 3, 4 and 5</td>
<td>3/- each</td>
</tr>
<tr>
<td>6</td>
<td>TUNODE Plug</td>
<td>3/- each</td>
</tr>
<tr>
<td>7</td>
<td>Honeycomb Coils (see Catalogue)</td>
<td>7/- each</td>
</tr>
</tbody>
</table>

32 page Illustrated Catalogue Post free. 3d.
Your Broadcast Receiver
And How To Work It.
By PERCY W. HARRIS.

This New Book Throws A New Light on a New Subject
It will help you to
Get the Best from your Receiving Set

Price 6d. nett.     Post free 8d.

Every owner of a wireless set is naturally anxious to get the best possible results from the particular apparatus he has acquired, and while a card of instructions or a pamphlet is supplied with almost every set, this small handbook, based on experience with many receivers, will be helpful as well as interesting. Our purpose is just to help the beginner to get all that is possible out of the receiver, be it a humble crystal or an elaborate multi-valve set.

The Wireless Press, Ltd.
12-13, Henrietta Street, London, W.C.2

With Good Apparatus You Can Get Good Results

THE "W.P."

Morse Practice Key
Well Made.     First-class Finish.     Thoroughly Reliable

Price 7/6 Post Free

THE WIRELESS PRESS, LTD.
12-13 Henrietta St., London, W.C.2

THE A B C OF WIRELESS
By PERCY W. HARRIS

THE Book for the "Man in the Street."

Price 6d. nett.     Post free 8d.

What is Wireless? How Does it Work?
The "A B C" WILL TELL YOU.

THE WIRELESS PRESS, LTD.
12-13, HENRIETTA ST., LONDON, W.C.2
TO THE TRADE

WIRELESS APPARATUS

All makers' Sets and Components at USUAL TRADE DISCOUNTS.

We are merchant Factors carrying comprehensive stocks. Best quality reliable goods only.

THE WHOLESALE ELECTRICAL CO. (1922) LIMITED
78, CHARLOTTE STREET, W.1

Phone: Museum 7682.

THE WHOLESALE ELECTRICAL CO.
(1922) LIMITED
78, CHARLOTTE STREET, W.1

Phone: Museum 7682.

THE VERY BEST SUPERTONE WIRELESS SETS

Manufactured only by

THE WILLOWBROOK CO.
282-288, Belgrave Gate, LEICESTER.

For really fine reception of the Broadcasted Concerts you should listen-in on "Supertone" Receiving Sets.

Receiving Sets which give Magnificent Results

THE RADIAX CRYSTAL SET.
In London will carry four pairs of phones.
In mahogany case with sloping front, 10-point tuning switch, enclosed crystal, R.F.C. licensed. Price 42s.
With aerial insulators, hand phone, complete, ready for immediate use PRICE 56s

One-Valve Receiver Set, in polished oak case, 10 point A.T., variable condenser, etc.
Price, £3 10s. (Licences extra, £1 10s. 6d.)

Two-Valve Set, as above, but with audio-frequency amplifier, tunes to 1,000 metres and has terminals for loading inductance for higher wavelengths.
PRICE £7 10s.
(Licences extra, £3)

Build your Set with RADIAX Units.

Complete sets of parts, including polished oak case, drilled ebony plate, connecting wires, covering and all components with diagram and instructions.

Unit 1. Detector 21s
Unit 2. L.F. Amplifier 38s 6d
Unit 3. H.F. Amplifier (£1 2s 6d.
Unit 4. Tuner 38s 6d.
Unit 5. H.F. Amplifier 18s 9d.
These units are supplied if required complete with silk screened case and tested at extreme cost.

A Finished Detector Unit.

HEADPHONES
2,100 ohms. Extra fine make... 25s
Splendid French 'Phones 21s

VALVES. Fine Dutch. Everywhere approved. 10s 6d

All small parts in stock. Send stamp for list.

RADIAX LTD.
4, Percy St., London, W.1.
Business hours 9 till 7 o'clock.

QUESTIONS & ANSWERS COUPON

To accompany Questions sent in during the week commencing Mar. 17th, 1923

VOL. XI, NO. 24.

See Conditions on Page 813.
When there is electric light, an aerial is unnecessary. Plug a "Ducon" into an ordinary lamp holder or wall socket; connect to the wireless receiver and you will receive the broadcasting perfectly. The "Ducon" is applicable to all types of receivers, from crystal to multi-valve.

Dealers not yet stocking are invited to write for trade terms. Obtainable from all leading wireless dealers, electrical contractors and stores or direct from the makers.

Over 50,000 in use.

DUCON 10/-

The Dubilier Condenser Co. (1921) Ltd.
Ducon Works, Goldhawk Rd., Shepherd's Bush.

Telephone: Hammersmith 1884.
Telegrams: "Hivolicon Phone, London."
Ideal Home Exhibition, Stand 29, New Hall Gallery.
VULCANIZED FIBRE

SHEETS
(0.10 - 0.2"

RODS
(0.125 - 0.25"

TUBES
(0.125 - 0.4"

PANELS, CONDENSER TOPS.
KNOBS, INSULATING BUSHES.
TRANSFORMER BOBBINS.
SWITCH & TRANSFORMER BASES.
FIL. RES. FORMERS, WASHERS.
TUBES FOR INDUCTANCES etc.

THE MANUFACTURERS

DIAMOND FIBRE Co.
WORKS:
MAIDSTONE, KENT
HIGH ROAD
SOUTH TOTTENHAM, N. 15.

“STERLING”
COMBINED CRYSTAL AND VALVE SET.

A New and Unique Set.

Average Range
150 Miles.

CALL TO SEE IT AT OUR STAND NO. 31
RADIO SECTION, IDEAL HOME EXHIBITION.

STERLING TELEPHONE & ELECTRIC Co. Ltd.
210/212, TOTTENHAM COURT ROAD, LONDON, W. 1

We guarantee that all Broadcast Radio Apparatus sold by us conform with the conditions of the Broadcaster’s Licence issued by the Postmaster General.
H.R. HILOPHONE

1 Det., 1 H.F., 1 L.F.
The Ideal 3-Valve Instrument for Music and Telephony

Extracts from letters received concerning the performance of the Hilophone.

BRISTOL. "The Hilophone which we received from you some weeks ago is a complete success. In fact our customer is delighted with it. We received the Covent Garden Opera on Saturday and it was audible all over the room with the 'Phones on the table."

EAST WEMYSS, FIFESHIRE. "I got 2LO very clear and loud last night."

BALLATER. "With the Hilophone Three-Valve Set we picked up London in Ballater, 43 miles from Aberdeen, and had the concert loudly and clearly. We added your Simplex Magnifier and put London on a Loud Speaker, filling the room. This is certainly the best result we have ever had with a Broadcast Receiver, and we were most pleased with the absence of extraneous noises and the clearness of the speech and music, over five hundred miles away."

WINDLESHAM, SURREY. "With reference to the Hilophone. I am getting excellent reception from Manchester and Newcastle, as well, of course, as from Birmingham and London."

ABERDEEN. "We were giving a demonstration with the Hilophone, one of your 2-Valve L.F. Amplifiers and a Loud Speaker. With these instruments we received London very clear and loud, and are confident that had we only used a 1-Valve Amplifier the results would have been equally good."

KINTYRE. "On Friday night I tested the Hilophone and found it most satisfactory, and beyond my expectations. London was clear using the High Frequency and Detector Valves only, and all the stations were clear and at times very loud on the three valves."

BOURNEMOUTH. "With the Hilophone I have received good speech from Newcastle, Manchester, Birmingham and London, and last night I heard the opening ceremony from Cardiff. Speech and music have been clear and not distorted."

Price of H.R. Hilophone... £25 0 0
With all accessories... £34 0 0

British Broadcasting Co.'s Charge... 2 5 0
British Broadcasting Co.'s Charge... £36 5 0

H.R. WIRELESS, LTD.
Pioneer Designers and Makers of Fine Valve Receiving Instruments for Amateurs. Head Office and Demonstration Room:
CARLTON HOUSE, GREAT QUEEN STREET, KINGSWAY, LONDON, W.C.2
Tel.: REGENT 1749.
The London Telegraph Training College, Ltd.

Telephone: WESTERN 2896. Morse House, Earl's Court, S.W. ESTABLISHED 25 YEARS OFFICIALLY RECOGNISED BY THE WAR OFFICE AND POST OFFICE AUTHORITIES

PARENTS desirous of placing their sons in either of the above Services and of affording them the best training facilities should apply for particulars of Courses and the methods of instruction which place this Institution in the first rank. 

Cable Telegraphy offers at the present time excellent prospects to youths from 15 years of age and upwards, and the College has exclusive facilities for obtaining posts for qualified students in the leading Cable Companies at commencing salaries of £50 to £100 per annum, with yearly increments of £2 to £25, and ultimate possibilities of obtaining positions as Supervisors, Assistant Superintendents, Managers, etc.

In the Wireless Telegraph Service the commencing remuneration at the present time is approximately £50 per annum, and operators when qualified are nominated by the College for appointments as and when they occur.

No correspondence classes or branches.

DAY AND EVENING CLASSES.

Prospectus containing all information will be forwarded on application to THE SECRETARY (DEPT. H.), 262, Earl's Court Road, Earl's Court, London, S.W. Sole Proprietors of the "Scott" Training Disc, which contains useful formula, and other information for Wireless Telegraph Operators and is invaluable to Army Signalling Officers for range finding, etc.

Price, complete with instructions for use, 1/-.

Postage 2d.

The World's most FAMOUS CRYSTAL

ELECTRONITE
(BRITISH MANUFACTURE)

IT GIVES THE RESULT

The results obtained from this Crystal are shown by the fact that over 500 samples have been sold during one day at The Ideal Home Exhibition, entirely on recommendation of satisfied clients.

We are the Sole Distributors for the World

PRICE : Single Crystal with length of Tordinonium Wire 1/6
Postage 2d.

Trade Supplied.

RADIO SUPPLIES

234, HIGH HOLBORN, LONDON, W.C.1

Phone: Holborn 2188.

Wireless

You CAN get it on the

ASHDOWN

New 2-Valve B.B.C. Set

Approximate range with Standard Aerial

200 MILES

With Birmingham as a centre, covers Manchester, Cardiff, Newcastle and London. The latter, to the exclusion of Birmingham, can be got on a

Loud Speaker

Set only £11 0 0
Complete £16 10 0
B.B.C. and Marconi Rty. £23 0 0

H.E. Ashdown (Birmingham) Ltd
Wireless Apparatus Manufacturers

PERRY BARR BIRMINGHAM

tele.: Segment 

Phone: Northern 858

"Western Counties" Accumulators

Send for Complete Lists for Wireless Use.

THE MOST RELIABLE AND MODERATE PRICED ACCUMULATOR ON THE MARKET.

<table>
<thead>
<tr>
<th>6 Volts</th>
<th>g.</th>
<th>d.</th>
</tr>
</thead>
<tbody>
<tr>
<td>60 amp hours</td>
<td>1</td>
<td>17</td>
</tr>
<tr>
<td>120</td>
<td>2</td>
<td>12</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4 Volts</th>
</tr>
</thead>
<tbody>
<tr>
<td>80 amp hours</td>
</tr>
</tbody>
</table>

Packed in non-returnable cases at 9d. each.

Send for Complete Lists

The WESTERN COUNTIES Electrical & Engineering Company,

MIDLAND BANK CHAMBERS,


BRANCH FOR MESSRS. BURDEPT, LTD.
The Ethophone V
Receives Broadcast Anywhere

What "The Morning Post" says—

The Ethophone V has been specially designed to receive Broadcast anywhere. During the demonstration in the air, the Broadcast concert from 2L0 was received without aerial or earth. Concerts have been received on a loud speaker on a fast-moving motor car. This instrument also receives American Broadcast when conditions are favourable.

The Ethophone V is a 4-valve broadcast receiver using variable reaction in a manner approved by the Postmaster-General. It is specially designed for use in the home, and presents no difficulties in operation.

Write to us for pamphlets and all particulars.

London Office and Showrooms:

15, BEDFORD STREET, STRAND, W.C.1

AERIAL AND EASTNOR WORKS, BLACKHEATH, S.E.3

CANADIAN OFFICES—172, King Street West, Toronto, CANADA.

BURNDEPT LTD.
GAMAGES NEW
MULTI-VALVE RECEIVERS

These sets are the results of very carefully organised experiments in Broadcast Reception, which has enabled us to offer the public a reliable Receiver, covering a wave range of 300—3,000 metres, with a minimum number of controls consistent with good operating. Simplicity is one of the outstanding features, together with unique design. All valves are enclosed so that no glare to the eyes is experienced and breakage is impossible. All connections are made at the back of the set, and the high tension battery is enclosed. The Cabinet is made of 7/16" solid Walnut and workmanship throughout is perfection.

Made in the following sizes:

- 3-Valve Set, range 60 to 80 miles on telephones...
- 3-Valve Set, range 100 to 200 miles on telephones...
- 4-Valve Set, range 200 to 250 miles on telephones...
- 5-Valve Set, range 250 to 300 miles on telephones...
- 6-Valve Set, range 300 to 350 miles on telephones...

Complete Set of Accessories, including 'phones, extra per set...

**£23 10 0**

**£35 10 0**

**£35 10 0**

**£42 7 6**

**£7 0 0**

**VALUE IN SUNDRIES**

- Single-Valve Amplifiers for increasing volume of sound...
- Improved "Sonus" type, Model A...
- Single Valve High Frequency Amplifiers for increasing the range...
- "Ora" or "Ediswan" Valves...

**£42 17 6**

**£50 6 0**

**£70 6 0**

**£15 0 0**

**Write Now for CATALOGUE, Post Free.**

**"SONUS" TWO-VALVE BROADCAST RECEIVER (Improved Model)**

Consisting of one High Frequency and Detecting Valve. Telephony from Broadcasting Stations up to 60 miles distant can be satisfactorily received on telephones and Low Frequency Amplifying Valves can be added, to increase the volume of music for purposes of operating a loud speaker or several pairs of 'phones. The number of Low Frequency Valves required depends upon the distance from the Transmitting Station. Music and speech are exceptionally clear on this Broadcast Receiver. The Set has been designed to work on the average aerial, and has a wave range of 300 to 3,000 metres, which enables the owner to receive the well-known Time Signals from Paris. The range of reception of Spark Signals is approximately 150 to 2,000 miles. This set is in accordance with the requirements of Postmaster-General, and has been passed by him.

Price, complete as shown...

**£21 0 0**

GAMAGES · HOLBORN · LONDON · E.C.1
Re-Radiation abolished by using
THE "AJAX" ANTI-RE-RADIATING UNIT

No more announcements from the Broadcasting Stations regarding re-radiation.

Sold on the money-back system.

You can add to your own pleasure, prevent annoyance to your wireless neighbours and comply with the P.M.G.'s requirements by fitting this Unit to your receiving set.

THE CLAIMS FOR THE UNIT ARE AS FOLLOWS:
2. Sharpens Tuning.
3. Increases strength of signals, thereby amplifying.
4. Clarifies speech and music.
5. Gives Telephony without distortion.
6. Eliminates atmospheres to a considerable extent.
7. Makes jamming almost impossible.
8. Regenerates the Plate and Grid Circuits.
10. The "Ajax" Anti-re-radiating Unit is the discovery of the year.
11. You cannot afford to be without it.

PRICES:
No. 1, for all British Broadcasting, 15/-
No. 2, for all International Wavelengths 17/6
Ebonite Variometer, 10/6, particulars post free.
Filament Resistances (superior) 2/6
Fixed Condensers '0001 to '001, 1/6; '002 to '004, 2/-
L.F. Intervalve Transformers 15/-
Variable Condensers from 4/-

TRADE ENQUIRIES INVITED

PATENTHEES AND SOLE MANUFACTURERS:
THE WELLINGTON ELECTRICAL AND RADIO ENGINEERING WORKS, LTD.
1, Arthur Street, ALDERSHOT
Telephone: ALDERSHOT 444.
TEN DIFFERENT BRITISH AND FOREIGN BROADCASTING STATIONS

all heard clearly at Salisbury on the Super Reliaphone No. 2 One Knob Control Receiver

LONDON, BIRMINGHAM, MANCHESTER, GLASGOW, CARDIFF, PARIS RADIO, EIFFEL TOWER, SPAIN, CAIRO & NEWARK, U.S.A.

This is the remarkable result achieved with this Radio Receiver, and is a striking demonstration of its great sensitivity, extremely accurate selectivity, and absolute simplicity of operation.

TYPE TESTED
and approved by Postmaster-General
Reg. P.O. No. 0149.
TWO-NOTE MAGNIFIER
£8 10 0
All Royalties included.

RECEIVER
as illustrated
£14 10 0
Complete with Accessories
£20 0 0
All Royalties included.

A WONDERFUL SET AT A WONDERFUL PRICE.
Super Reliaphone No. 2.

LETTER OF APPRECIATION.

Messrs. The Wholesale Wireless Co., Ltd.,
103, Farringdon Road, E.C.1.

Dear Sir,

I am pleased to inform you how delighted I am with the Super Reliaphone No. 2. With the addition of a two-note magnifier I have received telephony from here clearly and distinctly from all British Broadcasting Stations, Paris Radio and the Eiffel Tower. I have also received Morse from Spain, Cairo and Newark, U.S.A. I have had many years' army experience with Wireless, and I consider your sets the most efficient of any bearing the B.B.C. stamp.

Yours faithfully,
W. H. M. Goodwin,
Staff-Sergeant, Royal Engineers, Bulford Camp, Wilts.

EXQUISITE IN DESIGN. BETTER VALUE IS UNOBTAINABLE. DEMONSTRATIONS DAILY.
ILLUSTRATED CATALOGUE FREE. LIBERAL DISCOUNTS.

THE WHOLESALE WIRELESS CO., LTD.
103, FARRINGDON ROAD - LONDON, E.C.1
Telephone—Clerkenwell 5312.
Headphones, 4,000 ohms — 22/6
(Post 9d.)
Wound Formers, according to size, each 2/6 and 4/6
Bottles of special shellac ready for use — 9d.
Valve Holders in highly polished moulded ebonite — 1/ -

L.F. Transformers 12/6 each.

Variable Condensers, mica Dielectric, capacity '00055 — 18/-
Filament Resistances 3/6
3 Coil Holders 20/-
H.T. Batteries, 36 volts, tapped of with Wander Plug — 8/6
Dubilier Grid Leaks and Condenser 5/-

The well-known Electronite Crystal can be obtained from us.

ELIMINATE DISTORTION

Due to condenser action, and secure perfect tone reception by using "IGRANIC" Gimbal Mounted Honeycomb Coils with Gimboldor Tuning Stands

See our Stand No. 9 (New Hall Gallery) Ideal Home Exhibition Write for Leaflets U9.

GLASGOW, MANCHESTER, BIRMINGHAM.
147, Queen Victoria St., LONDON.

BRADFORD, NEWCASTLE, CARDIFF.
Works:
Eastow Road, BEDFORD.

Radio IGRANIC ELECTRIC CO. LTD.
As a result of the tremendous demand for the Year Book, we have decided to issue a special edition for Experimenting Amateurs apart from the complete edition usually published. The new edition will contain all the information given in the complete work, with the exception of matter of sole interest to Commercial Companies.

ALL YOU WANT TO KNOW IS IN THE YEAR BOOK

BRIEF SUMMARY OF CONTENTS.

Directory of over 450 Amateur and Experimental Stations (18 pages); Laws and Regulations governing Experimental, Amateur and Broadcast Wireless (54 pages); Call Letters of over 16,000 Air, Land and Ship Wireless Stations of the World (270 pages); Sixty-four Pages of Maps in Two Colours, showing position of all known Land Stations, indicating whether Direction Finding, Broadcasting, Public or Official; Complete History of Wireless from its Birth to Date, with full details of Progress made in 1922 (20 pages); Meteorological Section, showing all Regular Transmissions of Hydrographic, Meteorological and Time Signals, with detailed explanation of the Codes used and their Meanings (131 pages); Useful Data Section (46 pages); Dictionary of Wireless Terms in Five Languages, Tables and Formulae for Wireless Calculations, Graphical Symbols for Diagrams; Classified Traders Directory for the benefit of Purchasers of Component Parts, etc. (4 pages); Full Morse Code, International and Continental; Direction Finding Section (20 pages); Who's Who in Wireless (35 pages); Wireless Literature (28 pages); etc., etc.

We shall be glad to see you at our Stand No. 7, Wireless Section, New Hall Gallery, The Daily Mail Ideal Home Exhibition, Olympia.

Your Broadcast Receiver
AND HOW TO WORK IT
By Percy W. Harris

THIS NEW BOOK THROWS A NEW LIGHT
ON A NEW SUBJECT

It will help you to
GET THE BEST FROM YOUR RECEIVING SET

PRICE
6d

With Illustrations

68 Pages

EVERY owner of a wireless set
is naturally anxious to get the
best possible results from the par-
ticular apparatus he has acquired,
and while a card of instructions
or a pamphlet is supplied with
almost every set, this small hand-
book, based on experience with
many receivers, will be helpful as
well as interesting. Our purpose is
just to help the beginner to get all
that is possible out of the receiver,
be it a humble crystal or an
elaborate multi-valve set.

CONTENTS.—A General Talk on
Wireless Broadcasting—The Station
in Operation—Essential Parts of
a Broadcast Receiver—The Aerial;
the Tuner; the Detector; Crystals
Used in Broadcast Receivers—The
Valve—Valve Accessories and Man-
agement—Essential Parts of a
Wireless Receiver—Telephone Head-
pieces—Loud Speakers—Accumu-
lators and their Management—
Reaction: Its Use and Abuse.

THE WIRELESS PRESS, LTD.,
12-13, HENRIETTA STREET
STRAND, LONDON, W.C.2
SINGLE CONDENSERS AT WHOLESALE PRICES

Direct from the Makers—Saving Middlemen's Profits.

Complete in EVERY respect and exactly as illustrated, to the following specification.

Rotary, Air Dielectric, 22 Gauge Aluminium Vanes. Metal to Metal Adjustable Bearings. Spacing between plates sufficient for pressure up to 1,000 volts. Engraved Ebonite Dial.

TYPE A.I. is enclosed in Celluloid Transparent Case with circular Ebonite top and bottom plates. High-class finish. A very fine piece of workmanship which will compete favourably with the most expensive Instruments on the market.

TYPE A.II. is suitable for mounting on any Panel up to 1" thick by drilling 3 holes. Supplied with screws for fixing.

PRICES:

<table>
<thead>
<tr>
<th>Type</th>
<th>Plates.</th>
<th>Type A.I.</th>
<th>Plates.</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.001</td>
<td>17/6</td>
<td>57</td>
<td>0.01</td>
</tr>
<tr>
<td>0.005</td>
<td>15/-</td>
<td>29</td>
<td>0.005</td>
</tr>
<tr>
<td>0.003</td>
<td>13/6</td>
<td>19</td>
<td>0.003</td>
</tr>
<tr>
<td>0.002</td>
<td>12/6</td>
<td>13</td>
<td>0.002</td>
</tr>
</tbody>
</table>

Vernier Condensers, 3 plate, 3/9; 5 plate, 4/6

Postage and Packing:
1, 1/-; 2, 1/3; 3, 1/6

If more than 3 kindly include ample for packing and carriage.

Don't allow our low prices to prejudice you. They are no criterion whatever of the value we offer. Our Motto is QUALITY FIRST, and every Condenser carries our money-back guarantee.

Prompt Delivery.

Cash with order.

In response to numerous enquiries we beg to state we manufacture Variable Condensers only.

FALLONS
THE CONDENSER PEOPLE
2302, HERMITAGE ROAD, LONDON, N.4.

Finsbury Park, near the Manor House.
'R.' Type Valve
A general purposes valve which will perform all the diverse functions of the Thermionic Valve.
It will give good results as a detector, high frequency or low frequency amplifier, and as local oscillator.
Filament volts, 4.0. Filament current, 0.67.
Plate volts, 45/60.
PRICE 17.6 each.

"D.E.R." Type Valve
This valve functions the same as the "R" type, but in a superior way. It has a low temperature filament which works at a dull red heat resulting in very long life, low filament consumption, and the elimination of all circuit noises.
Recommended for general receiving purposes, and especially in cases where convenient facilities for recharging accumulators are not available.
An accumulator used with an "R" type valve requiring recharge once per week will last on one charge for four or five weeks with a "D.E.R." type valve, thus effecting a considerable saving.
Filament volts, 1.8. Filament current, 0.4. Plate volts, 30.50.
PRICE 2 each.

Large Stocks—Immediate Delivery

\[WHOLESALE\ \ONLY\]

THE GENERAL ELECTRIC CO., LTD.
Branches throughout the United Kingdom and in all the principal markets of the World.
TONS
of EBONITE SHEET in Stock
for immediate delivery in qualities
suitable for all classes of
WIRELESS WORK.

SHEETS - RODS
TUBES - PANELS

TUBES and ROTORS for Variometers.
MOULDED KNOBS (various patterns),
COMBINED DIALS AND KNOBS,
3", 3½" and 4" diameters.
Do. for Fil. Res. and Vario-Couplers.
AERIAL INSULATORS.

Wholesale only.

AMERICAN HARD RUBBER
COMPANY (Britain) LIMITED,
13a, Fore Street, London, E.C.
Teleg. : "Eboniteh, Ave. London." Phone : Central 12764.

ECONOMIC ELECTRIC LTD.

ECONOMIC VARIOMETER
Plug-in type to fit the standard
honeycomb coil sockets. Tunes
up to 440 metres.

PRICE - 15/-

ECONOMIC ELECTRIC LTD.

ECONOMIC VARIOMETER
Plug-in type to fit the standard
honeycomb coil sockets. Tunes
up to 440 metres.

PRICE - 15/-

The " EEC " RADIO BOOK comprises 40 pages and 250
illustrations of the latest Radio apparatus. Write us to-day
for a copy post free 4d.

Showrooms :
303, EUSTON ROAD, N.W.1

Branch Showrooms & Works : TWICKENHAM.

SIEMENS
DRY BATTERIES
FOR THE L.T. CIRCUIT
OF
" DULL EMITTER " RECEIVING VALVES

Size 853, dimensions 131 x 54 x 61 high, weight about 26 lbs.

By employing this type of valve it is possible
to use dry batteries successfully for filament
heating in place of the usual secondary battery.
This is of considerable advantage to those who
find it difficult or impossible to get accumulators
recharged or who prefer a battery which does not
require any attention in time.

The following four sizes of these Dry Batteries
are available :

Size No. 3
Commencing E.M.F. Additional Price.
853 4½ 0 & 7½ 31/6
907 3 4½ & 6 30/-
908 3 — 30/-
909 3 — 16/-

The types of Marconi-Osram valves recommended
for use with these batteries are as follow :

Type L. T. 2 valve... No. 853 size battery.
Type D. E. V. & D. E. Q. do. No. 907 do.
Type D. E. R. valve... No. 908 do.
Type L. T. 3 valve... No. 909 do.

In the case of the Nos. 853 and 907 batteries,
the additional terminals are provided to counter-
act the fall in voltage due to usage, connection
being made to the additional terminals as and
when it is found that, with the whole of the filament
resistance cut out, the first section of
the battery does not provide sufficient voltage
to heat the filament of the valve to its correct
operating temperature.

SIEMENS BROTHERS & CO., LTD.
WOOLWICH, LONDON, S.E.18
Telegrams—Siemens, Woolwich.
Telephone—City 6100
American Ideas in British Design—The Construction of a Four-Valve Detector Amplifier.  
By Percy W. Harris 817


(Contents continued on next page)
Who Invented Super-Regeneration?                   830
Wireless Club Reports                              831
The Glow Discharge Microphone                      834
The Manchester All-British Wireless Exhibition    835
Notes                                              836
Correspondence                                     838
Calendar of Current Events                         839
The Transatlantic Amateur Tests (Conclusion)       840
Questions and Answers                              844
Share Market Report                                850

The Wireless World and Radio Review is published weekly on Saturdays.
All correspondence relating to contributions should be addressed to The Editor,
No responsibility can be taken for MSS. or photographs sent without stamps to defray
cost of return postage.
Telegraphic Address: "Radionic, Rand, London," Telephone No.: Gerrard 2807.
Advertisement Managers, Bertram Day & Co., Ltd., 9 and 10, Charing Cross, S.W.1.
Telephone No.: Gerrard 8063 and 8064.

Subscription Rates.
28s. per annum, post free. Single Copies 6d., or post free 7d.
Registered at the G.P.O. for transmission by Magazine Post to Canada and Newfoundland.

RADIO FREQUENCY AMPLIFICATION
This self-tuned Anode Reactance (provisional patent) with
switch combined is the most satisfactory method of short-wave
H.F. amplification. Increases the range of a set and brings in
distant stations. The outstanding features are the degree of
efficiency attained and the ease of assembly. Only one hole
to drill in panel, and two soldered connections to make to tinned tags provided. The work of hours is done in a few minutes.
Two ranges—150 to 600 metres  . . . . . . . . . . . 37.6
150 to 10,000 metres . . . . . . . . . . . . . . . . . 38.6
Simple wiring diagram sent out with each.
Lissem Rotary Switch (provisional patent) for use with
lapped inductances, etc., does away with nuts, washers, contact
screws, etc., saves drilling, makes a smooth wiping contact, 10/-. These two components save makers and amateurs hours of
work. Dealers and makers should send for samples. Cash with order for new accounts avoids delay.
Lissem Company,
Woodger Road, Goldhawk Road, London, W.12
For the Discriminating Amateur.

A Precision Condenser
For Home-built Sets.

The Marconi Scientific Instrument Company, Ltd., in pursuance of its policy of providing the discriminating experimenter with high-grade component parts, has prepared a new type variable condenser possessing features which will appeal to every serious amateur. As will be seen from the photograph, there are NO WASHERS, the plates and supports are of BRASS, while both fixed and moving plates are SOLDERED TO THE SUPPORTS, ensuring perfect conductivity and a minimum of resistance loss. The end plates are also of brass and POSITIVE CONNECTION with the moving plates is made by means of copper strip.

The condenser is supplied ready for panel mounting complete with dial, bushing and ebonite knob. To mount the condenser, it is only necessary to drill a central hole \( \frac{1}{4} \) diameter and three clearance holes for No. 4 BA metal screws. The top plate is ready tapped to take these screws, which are provided with the condenser. A pointer is also supplied for those who wish to use it instead of the dial.

The price of this high-grade precision instrument is

\[ 30/- \]

COMPLETE AND POST FREE
Capacity \( \cdot 001 \) microfarad. \( \cdot 0005 \) microfarad, 27/-.

The Marconi Scientific Instrument Co., Ltd.
40, Dean Street, Soho, W.1.

Telegram - THEMASINCO. WESTCENT
Telephone - - - - GERRARD 7745
A Highly Efficient Receiving Set for £5:0:0

NO EXTRAS — NO UPKEEP COSTS

Filament Resistances .... 3/6
"Ideal" Valve Accumulators, in cases—
4-Volt 50 amp. .... 24/-
(Carriage 2/-)
6-Volt 50 amp. .... 35/-
(Carriage 3/-)
Variable Condensers (of various capacities) ... from 8/-
Fixed Condensers .... 2/-
3-Coil Holder, complete unit for use with Standard Coils ... 20/-

VALVES.
Ora .... 15/-
M.O. "R" .... 17/6
Cossar .... 15/-
Ediswan .... 15/-

The Wates Crystal Receiving Set receives Broadcast Music for 30 miles without intricate adjustment. One movable switch arm gives any desired wavelength.

The Crystal is enclosed in a glass case, making one adjustment almost permanent.

The Set is supplied complete in a highly polished mahogany case, together with Head 'Phones, 100 ft. Aerial Wire, Aerial Insulators, Aluminium Aerial Pulley.

This Set can be adapted to take a Loud Speaker with the aid of the Wates System of Note Magnifiers, one, two or three being required according to distance.

This system enables you to get a clearness and strength of signals unrivalled by any Valve Set.

Not only do we supply complete Receiving Sets (Crystal or Valve), but also all component parts.

A visit to our Showrooms will interest you.

DEMONSTRATIONS GLADLY GIVEN.

J. BURNS, LTD.
Wangye Works, Chadwell Heath, Essex.

We are actual manufacturers and can offer special advantages to the trade—send us your enquiries.

CONDENSERS.
001 mfd. .... Retail price
0006 " .... each 13 6
0003 " .... each 9 6
00005 " .... each 4 6
Filament Resistances
Terminals with high base .... doz. 1 6
Contact Studs, with nuts .... doz. 9 8
Sliders, with springs and studs .... each 9 8
Ebonite Coil Holders .... each 12 6
Ebonite Knobs .... doz. 4 6
Ebonite Panels, prices on application.

Single Valve Panels
Fitted with Variable Condenser, Filament Resistance, Grid Leak and fixed Condenser. Engraved Panel and Rosewood finished Box, ready for use.

£4

Vulcanised Fibre and Ebonite Sheets, Rods & Tubes from stock.
American Ideas in British Design.
THE CONSTRUCTION OF A FOUR-VALVE DETECTOR AMPLIFIER.

By Percy W. Harris.

The instrument I am about to describe was designed and built in the endeavour to produce an efficient four-valve set which would combine simplicity of operation with compactness. In addition it incorporates two features not frequently found in British amateur-built sets—plug-and-jack control and concealed valves. It is not a complete receiver, as the means of tuning are absent, but it can be attached to any existing tuner and will be found a very interesting instrument to build and operate.

The first valve is used as a high frequency amplifier, the second as a detector and the third and fourth as note magnifiers. The coupling of the high frequency valve is of the reactance-capacity type, the anode coil being provided with twelve tappings to cover all wavelengths. While this form of coil is not quite so efficient, save on its “peaks” or optimum points, as one which is combined with a variable condenser, it is nevertheless very simple to handle and gives good results, even in the hands of the beginner.

A particular advantage of this instrument is the simplicity with which it is possible to change from one combination of valves to another. If the photographs and diagrams are examined, it will be seen that there are three plug sockets and three switches on the front of the instrument. The switch on the right is a miniature tumbler switch made of ebonite, serving to switch all of the valves on and off as required. This is an advantage when it is desired to leave the set accurately tuned to a station with the valve rheostats set at the best position for each valve. Once these positions have been found the whole instrument can be switched off, left for the night, and switched on again the next evening.
without the necessity of making new adjustments. This is much appreciated by unskilled members of the family who may want to hear the bedtime stories in daddy's absence.

The central switch controls the high-frequency coupling coil tappings. The wavelength ranges for each tapping are supplied with the coil and can be marked on the panel or noted in any convenient place, such as on the inside of the lid of the box. There are actually 13 studs, the first being an "off" position, which is sometimes useful for experimental work.

The left-hand two-way switch serves to switch the high frequency valve in or out. The three jacks are so wired that when the plug belonging to the telephones or loudspeaker is placed in the left-hand hole we work with the detector valve (with or without the high frequency valve preceding it, according to the position of the switch), while plugging in to the central or right-hand holes brings in one or two note magnifying valves as required. There is a separate filament resistance for each valve so that those not required can be cut off, saving current.

A further advantage lies in the fact that the filament resistances can be set to suit each particular valve, a matter of some importance if one desires to use or try different kinds for different purposes. Some valves, for instance, work very well for note-magnifiers, but poorly for detectors or high frequency amplifiers, and it is well to try each valve in each circuit before forming an opinion as to its relative merits.

The terminals are marked in the diagram on this page, and explain themselves. The large diagram on page 820 shows the internal connections and arrangements of components on the back of the panel and on the base of the instrument. To understand this diagram it must be remembered that it is drawn as if the panel were laid flat on the table in the same plane as the baseboard. The relative position of parts can be better understood by bending the drawing so as to bring the back of the panel vertical, leaving the baseboard flat.

Before we start the constructional work, here are the components required:

- Ebonite panel, 1/2" or 3/4" thick, measuring 12" by 7". (This is the smallest possible size for the components used, and if desired it can be larger).
- Ebonite strip, 10 1/8" by 1 1/2" by 1/4".
- Suitable tapped anode coil.
- Ten terminals.
- Four filament resistances for panel mounting.
- Two double-circuit jacks.
- One single-circuit jack.
- Two switch-knobs with arms.
- Fifteen contact studs.
- One miniature tumbler switch (this can be obtained from any dealer in motor accessories).
- One grid leak (2 megohms).
Fixed condensers as follows (one each):

- 0.0003 mfd.
- 0.001 mfd.
- 0.01 mfd.

Two intervalve transformers of any good make.

Four valve sockets.

One plug for jacks.

Suitable hinged-lid box, constructed in a manner to be described.

Quantity of connecting wire (tinned) and insulating tubing.

About three dozen 6BA metal screws with nuts. (These may be about 3/4" long).

The first step is to remove the shiny surface of the ebonite with fine emery paper, working with a circular motion so as to give a smooth even finish without scratches. The edges of the ebonite should also be finished off smoothly. This can be done by glueing a strip of emery paper to a board and rubbing the edges of the panel along the abrasive surface so formed.

Now mark out the back of the panel with the positions of the various terminals and components. Use for this purpose a sharp "scriber," which can be purchased from any tool shop for about a shilling. With the aid of a ruler or other straight edge scratch a fine line parallel with the left and right edges at a distance of three quarters of an inch in. On these lines mark off (by means of a transverse scratch) points at 3/4 in. from the top, at 1 1/2 ins., 2 1/2 ins., and 3 1/2 ins. These points will give the positions for the sets of four terminals on each side.

You will also need three horizontal lines, the uppermost being two inches, the second four, and the lowest five and a half inches from the top. These three lines will give you the horizontal positions for the switches, jacks and filament resistances. The thirteenth point switch is placed centrally on the upper line, while the centre points of the right and left-hand switches are two inches from each side. On the middle line mark off points at the exact centre and at 2 1/2 ins. on each side of this, so as to give the positions for the jacks.

Other points will need to be marked off to take the fixing screws for the box, the various components and the switch points. These cannot be indicated by measurements, as they will differ for different components. Their positions are best found by laying out the components in their correct positions on the back of the panel.

As this set can be made to look very pleasing when finished, the reader is strongly advised to take pains with this initial marking out. When all the positions have been indicated, take a centre-punch (this can be bought for a shilling, or a substitute can be made from a large French nail), and with a hammer make a small depression on the exact point where a hole is to be drilled. Do not trust the drill to make a hole in the place you want, with merely a scratch to guide it—drills have a nasty habit of slipping about a sixteenth of an inch without being noticed, if there is no central depression as a guide. The use of a centre-punch is strongly advocated and will make drilling much neater and simpler than is otherwise possible.

Here is a hint which will be found helpful when it is necessary to drill holes to take fixing screws for such items as the fixed condenser, grid leak and tumbler switch. These articles will probably have holes already drilled in them, and it is then merely necessary to drill clearance holes in the panels through which suitable screws can be passed, nuts holding the screws in place. Many beginners find difficulty in drilling the holes in the exact places necessitated by the holes in the components. The simplest way is to lay the article on the panel in the position it is to occupy, and drill through one of the holes in the article. The drill is then withdrawn and a suitable metal screw (probably 6 BA) dropped through the clearance hole so formed, holding that end of the component in place. The second hole can now be drilled in the same way. If this is done the beginner is often saved the annoyance of finding that the holes in the panel and those in the components do not exactly coincide.

The holes to take the jacks will probably be larger than the largest drill available to the average experimenter. In this case it is well to mark out on the panel small circles of the size required, and then drill out the centres with the biggest drill available. The holes can then be enlarged with the help of a fret-saw or a round file.

The radius of the semicircle on which the studs will fall will of course depend upon the radius of the switch arm used. The separation of the studs should be just less than the width of the switch arm, or the latter will fall between the studs when the switch is rotated. To determine the points for drilling the holes for the studs, first scratch with dividers a semi-
Diagram of connections for the underside of the panel.
circle of the radius of the switch arm, next mark off the point for the stud numbered 6 (this is exactly on the centre line of the panel), and then with the same dividers mark off six points on each side. This will give a symmetrical layout. As before, use a centre punch before drilling. The drilling of the holes for the two-point switch on the left of the panel will present no difficulties, nor will the drillings for the filament resistance spindles and their securing screws. For these latter adopt the procedure advocated in a previous paragraph, drilling through the holes in the resistance formers.

After the panel has been drilled, lay it aside and drill the strip of ebonite which is to take the valve holders. For convenience in wiring, it is advisable to drill holes around each of the valve sockets as shown in the illustration. You will see why later. The strip must have a hole at each end to take the wood screws for securing it to the base strips.

The remaining holes are for the grid leak, grid condenser and the tapped anode coil. The grid leak is wired between the grid condenser and the filament, and not across the grid condenser, so that the pattern of grid condenser which carries the grid leak in clips across it will not do. In the illustration of the back of the panel the grid leak and condenser are both made up between strips of ebonite. There is no special reason for this other than that the author happened to have these two components handy. The reader will probably use small ready-made grid condensers and a leak between clips. The holes for these are easily made as previously explained, as are the holes for the tapped anode coil bracket.

Before we can wire up the instrument it is necessary to make a suitable cabinet. This should measure (if exact dimensions of the panel described are followed) 12" by 7" by 8½" externally. The baseboard, measuring 8½" wide, should have fixed at each end strips of wood measuring 8½" by 1" by about ¾" thick. The length of this base should be 12", less twice the thickness of the wood used for the side pieces, as these will be screwed to the ends and will be partly supported by the thickness of the strips which also serve to raise the valve-holders to allow room for the wiring and the projecting legs.

The back and the top are fixed in place after the panel has been fitted and the instrument wired. The top should have a hinged lid to allow access to the valves. The back is simply a suitable piece of wood which can be screwed on when required.

If the reader gets his cabinet work done for him, he should arrange for the box to be made so that the top and back can be screwed on separately, or he will have difficulty in assembling.

**Assembling The Set.**

Wiring up should be carried out with tinned copper wire of suitable thickness (such as No. 18 or No. 20 S.W.G.), insulating tubing being used everywhere. Owing to difficulty in handling it may be necessary to use finer wire for wiring up the tappings of the anode coil and the studs of the multi-stud switch. These leads should be kept as short as possible, if the efficiency of the tapped anode coil is not to be lost.

To begin wiring lay the big panel face downwards on the table and connect up all leads which begin and finish on the panel itself. Solder all connections, as it is not easy to tighten up nuts at a later stage if they should become loose. Be careful to keep all leads as short as possible. When these connections have been made, solder long wires to all the terminals and connections which have to be joined to the components mounted on the baseboard, generous lengths being used, as the surplus will be cut off later.

Now mount the various components which are placed on the baseboard, leaving for the moment the ebonite strip which carries the valve holders. There are two fixed condensers here, one (0.001 microfarad) in the middle and another (0.01 microfarad) secured either to the side strip as shown or, if not a vertical pattern, to the left upright piece. Be careful to place the intervalve transformers with their terminals in the positions shown.

It will now be necessary to solder lengths of wire to the terminals on the underside of the ebonite strip. These wires can be threaded through the holes around each socket and left for the moment projecting upwards, the strip then being secured by two wood screws to the end wooden strips previously mentioned.

The final stages of assembly consist of securing the upright panel to the front of the cabinet, and pulling the long wires from the panel across to the terminals or points to which they are to be soldered. When the correct length of these leads has been measured,
they are cut off to size and soldered in place (tubing being slipped on as usual). In some cases, such as when joining the panel to the valve sockets, one wire will be soldered to another. When this is done it will be found convenient to twist the two wires together before soldering.

The set should now be tested. This will be found quite an easy matter, as one, two, three or four valves can be used at will. If all is well the back and top can be secured in place.

NOTES ON OPERATING.

This set will need some form of tuner, which preferably should be a three-coil holder seriously inconvenienced by the howl set up. With the tapped anode coil is supplied a table showing the wavelength range for each tapping. This can either be marked on the panel against the particular studs (you can get the panel professionally engraved for a reasonable sum at any dealers), or the table can be gummed to the lid of the box.

No provision is made in the design for a telephone transformer, but the reader is strongly advised to purchase one and to take the leads from the telephone plug to the transformer, which can be mounted in a suitable box with terminals for telephones or loud speaker.

The finished instrument will be found extremely simple and convenient to operate, as it is a great advantage to be able to change from one to two, three or four valves in a moment, and there is no critical high-frequency tuning. It is also economical to work, as the valves not in use can be switched off. If good quality components are used, the efficiency of the set will compare very favourably with the most expensive four-valve sets, while in size it is much more compact than most of the commercial four-valve instruments now on the market. It is not necessary to drill inspection holes or ventilating windows for the valves if the lid is left slightly raised during operation. This can easily be effected with the aid of a catch.
Wavelength Abacs.

SIMPLIFYING INDUCTANCE AND CAPACITY CALCULATIONS.

By J. A. Tomkins, A.R.C.S., F.Inst.P.

There have been published from time to time in the Wireless World and Radio Review and elsewhere, abacs relating to the various formulae employed in wireless telegraphy and telephony.

One of these, based on a little-known property of the conic, is due to Dr. W. H. Eccles and is described in his "Wireless Telegraphy and Telephony." It expresses the relation between the wavelength \( \lambda \), the inductance \( L \) and the capacity \( C \) of an oscillatory circuit, these quantities being read off in the usual way from the alignment obtained by means of a piece of thread.

It consists of an ellipse on the major axis of which a scale of wavelengths is marked off from one vertex, while along the two arcs scales of inductance and capacity respectively are similarly described. By stretching a thread through the divisions corresponding to the values of any two of the three quantities \( \lambda, L \) and \( C \), the third may be determined by observing the reading in alignment with the other two.

The relation between wavelength, inductance and capacity is given by the equation

\[
\lambda = K \sqrt{LC}
\]

(1)

where \( K \) is a constant which depends on the units employed.

If \( \lambda \) be expressed in metres, \( L \) in microhenrys (\( \mu \)H) and \( C \) in microfarads (\( \mu \)F) the equation is

\[
\lambda = 1885 \sqrt{LC}
\]

(2)

This may be written in the form

\[
LC = \left(\frac{\lambda}{1885}\right)^2 = W^2, \quad \text{where} \quad W = \frac{\lambda}{1885}
\]

(3)

whence

\[
\frac{L}{W} = \frac{W}{C}
\]

(4)

The last equation suggests the following simple abac for determining \( L \) or \( C \):—

On a sheet of ordinary squared paper take two of the ruled lines at distances \( W \) from the top and left-hand sides. These, numbered from the top and left respectively, are the \( L \) and \( C \) scales for the given wavelength. If, then, a thread be pinned at the left-hand top corner and stretched so as to cut the two scales, the readings at these points will give corresponding values of \( L \) and \( C \) for this wavelength. Hence, if the thread be set to a given reading in one scale the required value can be read off from the other. Values of \( \lambda \) for the various lines can be marked at the top and side of the diagram.

For values outside those indicated it is necessary to multiply or divide by the appropriate power of ten, as described below.

Fig. 1.
the middle scale at the division \( \lambda \) given by the equation

\[
\lambda = \frac{1}{2} (L + C)
\]  

(5)

We are thus able to read off half the sum, i.e., the arithmetic mean, of the two quantities \( L \) and \( C \).

Next suppose that we wish to find in a similar manner the geometric mean of the two quantities, i.e., to solve the equation

\[
A = \sqrt{LC}
\]  

(6)

Taking logs we get

\[
\log A = \frac{1}{2} \log L + \frac{1}{2} \log C
\]  

(7)

This equation can be dealt with if, instead of uniform scales, we take logarithmic scales, the divisions being marked, not with the logarithms, but with the numbers themselves, as in the ordinary slide rule.

Then the join of any two divisions \( L \) and \( C \) will meet the middle scale at the point \( \lambda \) which satisfies equations (3) and (2) and therefore gives the geometric mean of \( L \) and \( C \).

Finally, taking the usual wavelength equation

\[
A = 1885 \sqrt{LC}
\]  

(8)

we get

\[
\log A = \log 1885 + \frac{1}{2} \log L + \frac{1}{2} \log C
\]  

(9)

Here the reading required will be higher up the middle scale than that obtained in the previous case by a distance \( \log 1885 \). Hence, to obtain the reading directly the whole scale may be supposed shifted down by this amount so that division 1885 of the middle scale will come into alignment with divisions 1 of the other two. Since, however, the logarithms of successive multiples of 10 differ only by unity, the decimal part being the same, so that the scales are repeated at these intervals, this operation is equivalent to bringing division 1885 into alignment and multiplying all the readings of the middle scale by 1,000.

Convenient scales can be obtained by multiplying the readings of the \( L \) scale by 100, dividing those of the \( C \) scale by 10,000 and therefore dividing the readings of the \( \lambda \) scale by 10. The final result is shown in Fig. 2, in which the \( C \) scale is also marked in micro-microfarads (\( \mu \mu \text{F} \)), for which unit the numbers are the same as those on the \( L \) scale.

If one or both of the values lie outside the scales, the readings may be suitably altered by noting that if the numbers on the \( L \) scale be multiplied by \( 10^n \) and those on the \( C \) scale by \( 10^s \), then the numbers on the \( \lambda \) scale must be multiplied by \( 10^{(m+n)} \), as may be seen by equation (2).

Thus if \( m = 2 \) and \( n = -4 \), then \( \frac{1}{2} (m+n)= -1 \), so that the \( \lambda \) readings must be multiplied by \( 10^{-1} \), i.e., divided by 10, as was done to obtain Fig. 2.

Obviously \( m + n \) must, for convenience, be an even number, to avoid the awkward multiplier \( \sqrt{10} \). As examples take:

1. \( L = 1,000 \mu H, C = 0.0002 \mu F \) (or \( 200 \mu \mu F \)).

The join \( AB \) of these readings meets the middle scale at \( \lambda = 845 \) m.

2. \( L = 100 \mu H, C = 0.0002 \mu F \).

The join \( BC \) gives \( \lambda = 267 \) m.

3. \( L = 1,000 \mu H, C = 0.002 \mu F \).

These values being 10 times those in (2), the reading of the middle scale must be multiplied by 10, giving \( \lambda = 2,670 \) m.

In a similar manner, if any two of the three quantities \( L \), \( C \) and \( \lambda \) are given, the third may be found.

This abacus was made by cutting strips from a sheet of logarithm paper and pasting them on a piece of cardboard. A disadvantage of this method is that the paper stretches somewhat, and, if the stretch is not uniform throughout, this would lead to slight inaccuracy.

The obvious, though longer, method, is to mark off the scales on ordinary squared paper from a table of logarithms or to transfer to a piece of plain paper, the divisions of a slide rule. But, to save all trouble, a sheet of logarithm paper could be used by merely numbering the divisions on three equidistant parallel lines if all readings on the \( \lambda \) scale are increased or decreased, as the case may be, by an amount corresponding to the constant distance \( \log 1885 \). This could be effected by the use of a piece of thin card or celluloid cut to length or having on it two marks at the required distance apart.


Some enquiries from members of the Society have indicated that they are unaware that, at the last Annual General Meeting it was announced that in future the Journal of the Society would be published in half-yearly volumes instead of more frequently as in the past. This explains why it is that copies of the Journal have not been circulated recently.

The volume for the past session, however, is now in preparation and will be circulated shortly.
THE filament lighting current was obtained from a transformer fed from the 50 cycle supply. It was, however, desirable to earth the junction point of the secondaries of the two H.T. transformers, otherwise we might subject the windings to a greater voltage than that for which they were insulated. Hence the secondary of the filament transformer must be insulated from earth for the full rectifying voltage, and we had some trouble at first in getting adequate insulation at that point. As we were somewhat pressed for time, the difficulty was overcome at first by supplying the rectifying valve filaments from accumulator batteries. We had a 20-volt accumulator battery which we fitted up on a wooden platform and some insulators to insulate it from earth, and in that way fed the filaments of the rectifying valves without any fear of breakdown to earth. It was for this reason that we had to arrange for the charge to be put back into the batteries between each transmission. The two valves each took about 5 amperes filament current, and this needed to be put back again fairly quickly. We actually charged the batteries at 10 amperes, but difficulty arose owing to the short time of preparation beforehand, during which we pretty well exhausted the batteries, so that it was necessary to put in some charge each time before we took some out to light the valves, since we had no time to get a full charge into the battery. Mr. Fogarty, of the Zenith Manufacturing Co., Ltd., eventually made up a special transformer for us with heavy insulation between the windings, and we then got the circuit to stand up to the rectified voltage, so that half way through the tests we changed over from the battery lighting of the rectifier filament current to A.C. lighting. The filament transformer must be insulated from earth for the full rectifying voltage, and we had some trouble at first in getting adequate insulation at that point. As we were somewhat pressed for time, the difficulty was overcome at first by supplying the rectifying valve filaments from accumulator batteries. We had a 20-volt accumulator battery which we fitted up on a wooden platform and some insulators to insulate it from earth, and in that way fed the filaments of the rectifying valves without any fear of breakdown to earth. It was for this reason that we had to arrange for the charge to be put back into the batteries between each transmission. The two valves each took about 5\(\frac{1}{2}\) amperes filament current, and this needed to be put back again fairly quickly. We actually charged the batteries at 10 amperes, but difficulty arose owing to the short time of preparation beforehand, during which we pretty well exhausted the batteries, so that it was necessary to put in some charge each time before we took some out to light the valves, since we had no time to get a full charge into the battery. Mr. Fogarty, of the Zenith Manufacturing Co., Ltd., eventually made up a special transformer for us with heavy insulation between the windings, and we then got the circuit to stand up to the rectified voltage, so that half way through the tests we changed over from the battery lighting of the rectifier filaments to A.C. lighting. This made no difference to the running of the set to any appreciable extent, but eliminated the battery charging troubles.

I am explaining these things as we did them because it thus gives a better idea of how the arrangements were made, and also because I wish to show you that the set was in no way fitted in an elaborate manner. It was really a rush job put together with the idea of getting something to work rather than something nice to look at.

The oscillation circuit used was of a more or less conventional type. In the main three types of circuit were tested, and eventually transmission was effected with the third one since it was the simplest and as effective as the others. The first type of circuit was of the "anode tap" variety, with anode and grid tappings on to the aerial tuning inductance. Two T4A valves of the M.O. Valve Company were connected in parallel for the oscillators.
was nearly as large as was obtainable from the set, so we tried other arrangements.

A series condenser was used in the aerial circuit, since the aerial is quite a large one for operating on 200 metres, its fundamental being fully 200 metres. This series condenser was 0.0005 microfarad capacity, and was designed to carry up to 50 amperes at any voltage not exceeding about 10,000 volts. At these frequencies and by using that condenser we were able to get more inductance into the aerial circuit, since by its use we considerably reduced the effective aerial capacity. It is frequently thought that the use of a shortening condenser is undesirable on 200 metres, but I do not think this is really so to any serious extent providing one does not introduce any losses in the condenser. The fact that one can get more current into an aerial by that means, means that more energy must be radiated from the aerial, since the ordinary transmission formula shows that the signal strength depends upon the product of the current at the base of the aerial and the effective height of the aerial.

For the oscillation circuit we had a choice of three inductances, one being in the form of a solenoid of copper strip about 15 ins. diameter, the strip being about $\frac{3}{8}$ in. $\times \frac{1}{16}$ in. with about $\frac{3}{16}$ in. spacing. We had also one wound in strip $1$ in. $\times \frac{1}{16}$ in. and one similar to the one I first mentioned, but with a smaller diameter. The effect of changing from the inductance wound with $\frac{3}{8}$ in. $\times \frac{1}{16}$ in. copper to the one in $1$ in. $\times \frac{1}{16}$ in. strip was quite marked, the heavier copper strip giving a lower resistance and appreciably more aerial current.

With this first circuit it was found difficult to prevent loss of the 200 metre energy back on to the condensers of the H.T. supply as the frequency being so high (a million and a half per second) very small capacities will draw off considerable current. Hence eventually we used the circuit shown in Fig. 6, in which the H.T. supply was connected between the valve filaments and the mid point tapping of the tuning inductance, thus keeping it entirely at a point of low radio-frequency potential. We then used a coupled circuit for the aerial through the shortening condenser, and made a separate oscillation circuit through a separate condenser $C_2$ (Fig. 6), which formed the oscillation circuit with the coil $L_2$. We could then get the valves to oscillate at the desired wavelength independently of the aerial, and then couple up the aerial circuit afterwards. As this was done the current in the oscillation circuit fell from about 25 or 26 amperes to about 5 or 6 amperes as the aerial drew the energy out of the circuit.

With this arrangement we eventually obtained $\frac{4}{16}$ amperes in the aerial. This did not seem much at the time, but we took some approximate measurements of the effective resistance of the aerial and found it about 30 ohms, so that with $4.5$ amperes we had something of the order of 700 watts of high frequency energy in the aerial or were therefore getting an efficiency from the valves to the high frequency energy in the aerial of something of the order of 60 per cent. These are only rough figures, as we did not take any exact quantitative measurements. Thirty ohms sounds rather high for a transmitting aerial, but as it was almost a vertical aerial, its radiation resistance might be expected to be of the order of 25 ohms. The grid condenser shown in Fig. 6 was eventually made about 0.0025 microfarad with a grid leak of 30,000 ohms.

So far I have not mentioned how we keyed the circuit. Transmission was only by means of Morse transmission, and therefore some method of keying was necessary. The commonly adopted methods are keying either in the grid circuit or in the H.T. supply to the oscillation valves. We had not the time available or the apparatus to fit up special keying arrangements with extra keying valves, etc., nor did we fancy a hand key operating on 6,000 volts, so we eventually adopted the rather crude method, but still an effective one, of keying in our main 100 volt supply circuit from the 350 cycle generator. The key rather tended to stick a little, and one or two operators
had difficulty in transmitting for that reason, but on the whole the signals appeared to be quite clear cut. The charge in the smoothing condensers was sucked out very quickly by the valves, and as these smoothing condensers were fed at 350 cycles, even if two or three cycles of the 350 cycle supply were necessary to charge them up, this is quite a small period and not noticeable at ordinary hand speed Morse. The method, of course, would not be suitable with a low frequency supply, but at 350 cycles it worked quite well.

The general arrangement of the parts of the set can be gathered from the remaining photographs. Fig. 7 is a general view of the inside of the cabin. The hut we used, as can be seen, is not a very large one, and the photographer had some difficulty in taking photographs at all, but eventually obtained quite good ones. The supply from the Power Company came in at the right-hand side, and beneath it is the generator unit to which I have already referred (Fig. 2). The driving motor and the generator of this unit can be seen on the right in the background. The valves are on the framework on the left, and the lead-in can be seen behind them. The key, mounted on a convenient packing case, can be seen in the centre.

Fig. 8 shows the framework on which the valves were mounted. It is quite a rough one, knocked up from wooden strips, the frame being some 3 ft. 6 ins. high, and some-where about 2 ft. 6 ins. square. Four valves were mounted in it, between the framework at the top and a second framework fixed about 1 ft. down. The filament lighting transformers can be seen at the base of the stand, and the rheostats were attached to the uprights. Where insulation was required it was provided by means of small strips of ebonite screwed on to the wood, and carrying screws and nuts or terminal connections. The switch mounted on the right of the framework supplied the 200 volts A.C. current to the primaries of the two filament lighting transformers. In the lower right-hand corner can be seen one corner of one of the two H.T. transformers which supplied the rectifiers.

The H.T. smoothing condenser bank was on the floor, and can be seen in the background. One had to look where one trod with these things, and space being limited, it was necessary to walk warily. The milliammeter in the plate circuit of the oscillator valve was also on the floor, and can just be seen on the right of the photograph.

Fig. 9 shows the corner of the hut in which we actually produced the oscillations. The inductances I have already referred to can be seen, the lower one forming the main oscillation circuit inductance, while the upper one was in the aerial circuit. The grid leak can be seen hanging from the earth wire which is joined to the midpoint of the filament lighting transformer, and is connected at its lower end.
to the grid condenser. The condensers in the grid circuit, oscillation circuit and aerial circuit can be seen arranged around the inductances; the condenser standing on a porcelain insulator to keep it well away from earth is the aerial shortening condenser. An aerial ammeter was put in the circuit when required for tuning up.

These photographs may give, perhaps, just a little idea of how the set was arranged, and serve to emphasise the fact that the installation was by no means a finished one, but was just put together from whatever materials were most readily available in the time at our disposal.

Before concluding it may perhaps be worth while mentioning where the set was heard. We transmitted for ten nights at a different time period each night, and our signals were heard on four nights out of the ten by ten different American amateur stations.

They heard our code word transmissions, and practically the whole of the transmissions made on these four occasions, the signals being apparently quite good on a single detector valve.

They blame themselves for not hearing more of our signals, because their own transmitters would not stop work. So many of them were busy on 200 mcs carrying on their ordinary League traffic, so that apparently reception of our signals was rendered extremely difficult through the jamming. We were heard by ten stations located in various parts

-Americans also reported hearing 8 AB, the French station owned by M. Léon Deloy, who was reported on three nights. His code words and one hour's transmission on one night were copied. On the other two nights he was reported on a wavelength different to that on which he was transmitting, and apparently sending with a marking and spacing wave, which he was not doing. The Americans think that one of their own friends was having a joke with them on these two occasions. They also reported signals from a station 2 FZ. Now 2 FZ is a call sign which is allotted to the Manchester Wireless Society for a portable station, and we have been informed that that call sign was not used at all by the Manchester Society during the tests, and the times at which they were reported were times when they were not supposed to be working. Hence one is for the present led to the conclusion that these signals too were probably also the work of American amateurs.
This leaves us then with the verified receptions of 5 WS and 8 AB. 5 WS being Wandsworth station, so that we were apparently the only British station which got across with the complete code word and other transmissions.

Our signals were also reported from an operator in Iceland who listened in for a couple of nights and heard us with a single valve. We have also been reported by ship's operators from a little way outside New York.

That I think summarises the main parts of our little effort at transmitting across the Atlantic. The main object in doing so was to show the Americans that we could transmit as well as we could receive, and the fact that we did produce good signals in America, signals which were apparently readable quite strongly on a single valve circuit, shows that apparently we got the energy into the ether and that it got across. Whether it could be repeated every night over a prolonged period is another question, since these tests are by no means of a commercial nature.

Signals from American broadcasting stations are heard by amateurs in this country pretty well every night. There are, of course, bad nights when nothing comes through, but they seem to be somewhat rare at the present time. The transmission quality fluctuates a good deal, and the American Radio Relay League is quite keen on further co-operation with us as much as possible, in order to investigate the question of transmission on short waves over long distances, and to see how such transmissions vary, and when they vary; while it would also be nice to know why they vary. One puts it down to the Heaviside Layer, but that does not tell us a great deal.

The transmission of amateur signals has now been effected over many thousands of miles (one of the American stations that was heard on this side was at least 4,000 miles away). The Americans have also spanned the Pacific with their signals, having been heard off the Japanese coast, and also in the neighbourhood of Australia, so that it seems as if the various amateur organisations, if proper facilities are granted to them, can, at least under favourable conditions, transmit their short-wave signals a good proportion of the whole way round the earth if the organisations in the various countries are allowed to co-operate with one another.

(The Discussion which followed the reading of this Paper will appear in the next issue.)

---

**Who Invented Super-Regeneration?**

Readers will remember that in the issue of *The Wireless World and Radio Review* for January 20th, page 346, a letter from Mr. P. W. Harris, a contributor to this journal, was published, in which mention was made of the fact that the solicitors to Captain Bolitho had communicated with him, and referred to Captain Bolitho's patent, No. 156330, which they stated covered the principles of the super-regenerative circuit described by Mr. Harris in this journal.

In this connection, therefore, it is thought that the following letter, published in the *New York Daily Mail* recently, may be of interest to readers, since it sets forth the views of Mr. E. H. Armstrong on the matter. The letter is dated January 19th, 1923, and is addressed to the Editor, the Radio section of the *Evening Mail*. The text is as follows:

Sir,—In your issue of January 13th last, under the title of "Who Discovered Super-Regeneration?" I note you make the following statement:

"Major Edwin H. Armstrong, contrary to the announcement made public last summer, was apparently not the first to discover the principle of super-regeneration."

"That honour, judging from facts unearthed by *The Evening Mail*, belongs to John Bruce Bolitho, an Englishman."

"If the editor will read my paper published in the *Proceedings* of the Institute of Radio Engineers of August, 1922*, a copy of which I am sending you herewith, he will find that his investigation was quite unnecessary as Bolitho's work is described in his British patent number referred to, and due credit given to his contribution."

Then, without investigation, the editor will have thrust upon him the claims of other inventors, who now, when the "farthest north" is reached and the complete theory formulated, are preparing to contest priority.

As Charles V. Logwood, through his attorneys, Darby & Darby, has now made such formal claim, we are preparing to try out the question before the proper tribunals, and the question will be definitely settled. Upon the completion of these proceedings, I will be very glad to advise you of the result.

Meanwhile, permit me to state that your account of the manner in which I made the discovery of super-regeneration is not correct, and as I have never made public the story I am at a loss to understand on what your account is based.

In all fairness I ask that the same prominence be accorded this letter as was given to your article. Very truly yours,

(Signed) Edwin H. Armstrong.

---

*For abstract, see *The Wireless World and Radio Review*, page 234, November 18th, 1922.*
Wireless Club Reports.

NOTE.—Under this heading the Editor will be pleased to give publication to reports of the meetings of Wireless Clubs and Societies. Such reports should be submitted without covering letter and worded as concisely as possible, the Editor reserving the right to edit and curtail the reports if necessary. The Editor will be pleased to consider for publication papers read before Societies. An Asterisk denotes affiliation with the Radio Society of Great Britain.

Correspondence with Clubs should be addressed to the Secretaries direct in every case unless otherwise stated.

Huddersfield Radio Society.*
Hon. Secretary, Mr. C. Dyson, 14, John William Street, Huddersfield.

A meeting of the Society was held on Tuesday, February 13th, when Mr. George Newby delivered a lecture on “Frame Aerials and Loud Speakers.” The various forms of frame aerials and their directional properties were discussed.

On Wednesday, February 21st, in the Society’s clubroom, an interesting lecture on “Direction Finding as Applied to Aircraft” was given by Mr. Eskdale, of Bradford. Mr. T. Brook was in the chair. Mr. Eskdale explained the various methods used, illustrating his remarks with circuit diagrams on the blackboard.

Sutton and District Wireless Society.*
Hon. Secretary, Mr. E. A. Pywell, “Stanley Lodge,” Rosebery Road, Cheam, Surrey.

Meetings are held on the second and fourth Wednesdays in the month, at 8 p.m., at the Adult School, Benhill Avenue, Sutton (near tram terminus), and all those interested in radio work in the district are invited to join.

At the meeting held on Wednesday, February 14th, a lecture was given by Mr. Bentley of Messrs. Dickie & Co., Streatham, on “The Care of Accumulators.” Some of the latest types of accumulators were exhibited, together with sections of plates, and a very interesting discussion followed.

Ilkley and District Wireless Society.*
Hon. Secretary, Mr. E. Stanley Dobson, “Lorne House,” Richmond Place, Ilkley.

On Monday, January 1st, Mr. E. Shackleton gave a lecture before the Society on “Inductances,” the various types being treated in historical sequence and their relative advantages explained.

A general meeting of the Society was held on Monday, January 14th, at which Dr. J. B. Whithfield presided. Following the meeting, Mr. J. C. Croysdale, of the Leeds and District Amateur Wireless Society delivered his lecture on the “Armstrong Super-Regenerative Circuit.”

On Monday, February 5th, an enjoyable evening was spent listening to the broadcasting programmes on a Geophone receiver and loud speaker lent by Messrs. Francis Law, Ltd.

Wolverhampton and District Wireless Society.*
Hon. Secretary, Mr. J. A. H. Devey, 232, Great Brickkiln Street, Wolverhampton.

On Tuesday evening, February 13th, the fortnightly lecture was given by E. Blakemore, Esq., A.M.I.E.E., A.Amer.I.E.E., the subject being “The Theory of the Condenser.”

Demonstrations with electrical apparatus served to illustrate the lecture, and marked appreciation of Mr. Blakemore’s discourse was shown by the large audience present.

The Portsmouth and District Wireless Association.*
Hon. Secretary, Mr. C. G. Hogg, 9, Pelham Road, Southsea.

A meeting of the Association was held at the Clubrooms on February 7th with Mr. J. C. Harrold, A.M.I.R.E., in the chair. Mr. A. Gall, the Treasurer of the Association, gave a most interesting talk on “Hints to Amateurs.”

After the lecture, an auction sale of component parts was held.

The Secretary would welcome enquiries regarding membership of the Club.

Woolwich Radio Society.*
Hon. Secretary, Mr. H. J. South, 42, Greenvale Road, Eltham, S.E.9.

On Wednesday, February 7th, through the courtesy of one of the staff of the Western Electric Company, who kindly lent a new Western Electric loud speaker and two-valve power amplifier, the members enjoyed a demonstration of the powers of the new instrument, and comparison was made with the Ampion loud speaker, kindly lent by Mr. Everitt.

The Leicestershire Radio and Scientific Society.*
Hon. Secretary, Mr. J. R. Crawley, 269, Mere Road, Leicester.

The bi-monthly meeting of the Leicestershire Radio and Scientific Society was held on Monday, February 5th, at headquarters, the Mercury Office, Mr. C. T. Atkinson, President, taking the chair at 7.30 p.m.

Mr. Dyson, Vice-President, delivered his lecture entitled “How to Make an Efficient Receiver out of Scrap,” explaining how the average amateur can become the possessor of an efficient receiver at a minimum cost. An appreciative discussion followed, the proceedings terminating at about 10.30 p.m.

The Society still has plenty of room for new radio enthusiasts, and full particulars can be obtained from the Hon. Secretary.

Southport Wireless Society.*
Hon. Secretary, Mr. E. R. W. Field, 26, Hartwood Road, Southport.

Great interest has been manifested in the recent American amateur tests, and two members of the Society, Messrs. Briggs and Hough, logged over 200 separate stations and 395 separate messages. Another member, Mr. Fielding, on a single valve set, has received over 50 stations. Quite a dozen members report frequent reception of American broadcasting stations, in several cases so strong that loud speakers have been used.

Over 60 persons were present at a social and whist drive held on January 9th.
On January 15th, a lecture was given by Mr. J. Briggs on the "Development of a Circuit," the lecturer explaining the uses of each separate part of a set. An appreciative discussion followed.

The Manchester Radio Scientific Society.*
Hon. Secretary, Mr. H. D. Whitehouse, 16, Todd Street, Manchester.*

On February 7th, a meeting of the Society was held under the chairmanship of Mr. G. G. Boullen, when Mr. J. Morris, Jr., gave his paper on "Home Constructed Apparatus and Data for Honeycomb Coil Winding."

The next meeting was held on February 14th, when Mr. Southern, of the D.P. Battery Co., Ltd., gave a paper on "Accumulators." As may be imagined, this subject proved of great interest to all present, and Mr. Southern concluded his paper with a number of useful hints for experimenters on the care of accumulators.

In the near future an interesting paper will be given by Mr. Vernon, of the G.P.O., Manchester, on "Multiplex Telegraphy as Applied to Land Line Working."

Stratford Radio Society.*
Hon. Secretary, Mr. S. C. Newton "Compton," Pendennis Road, Stratford, S.W.16.
The first annual dinner of the above Society was held upon February 14th, when 52 members and friends, including ladies, sat down to an excellent repast at the Telegraph Hotel, Brixton Hill. The Chairman of the Society, Mr. H. Bevan Swift, presided. After the toasts, the evening concluded with a concert contributed by various members and guests.

The Belvedere and District Radio and Scientific Society.*
Hon. Secretary, Mr. S. G. Meadows, 1, Kentish Road, Belvedere, Kent.
On Friday, February 16th, Mr. A. H. Norman read his paper on "The Armstrong Super-Regenerative Receiver."

Owing to the non-completion of the set forming the title of the paper, a practical demonstration was not possible, but the paper proved of great interest, diagrams of the various circuits being projected on a screen. After the discussion, a short address given by Dr. J. A. Fleming on the "Thermionic Valve," transmitted by the London Broadcasting Station, was received on the Society's set.

The Fulham and Putney Radio Society.*
Hon. Secretary, Mr. J. Wright Dowhurst, 52, North End Road, West Kensington, London, W.14.
The above Society has been reorganised, and a new Committee formed with the intention of running the Society on up-to-date lines. At a meeting held at headquarters on Friday, February 16th, Messrs. R. H. Redmond, T. Hart Smith and E. M. Wolfe, M.B.E., were elected Vice-Presidents. A demonstration was given by Mr. Pineott with his four-valve set and loudspeaker, made by himself, and at 9.30 p.m. Mr. Hubbard, 2 X0, a member, transmitted speech and music from his station.

The Thames Valley Radio and Physical Association.*
Hon. Secretary, Mr. Eric A. Rogers, 17, Leinster Avenue, East Sheen, S.W.14.
Exeter and District Wireless Society.*
Hon. Secretary, Mr. F. S. Valentine, 10, College Avenue, Exeter.

At the meeting of the Society held at 31, Longbrook Street, Exeter, on February 12th, a lecture was given by Mr. W. Smith on "The Principles of Wireless," in which he outlined the principles of radio transmission and reception.

"Bridge and Megger Testing" was the subject of a very instructive lecture and demonstration by Mr. Parkhouse at a meeting on February 19th. Various questions were asked during the interesting discussion that followed.

Prospective members are invited to communicate with the Secretary.

The Wireless and Experimental Association.*
Hon. Secretary, Mr. Geo. Sutton, 557, Lordship Lane, S.E.22.

The Association met at the Central Hall, Peckham, on February 7th, when a general discussion took place on such topics as appeals for wireless help, the library and subscriptions, the best resistance for a potentiometer across an accumulator, the best proportion primary to secondary for a tuner, the practical efficiencies of single, double and triple wire aerials, and multiple magnification with one valve.

Stratford-on-Avon and District Radio Society.
Hon. Secretary, Mr. E. W. Knight, 17, Park Road, Stratford-on-Avon.

The fourteenth general meeting of the Society was held on Monday, February 12th, at headquarters, with Mr. F. A. Sleath in the chair.

A lecture on "The Single Valve Rectifying Panel" was delivered by Mr. Sleath, who dealt in a simple and concise manner with the parts required and their function. A very successful evening was concluded by switching on the club set and listening to the close of 5 IT’s concert.

"The Construction of a Variometer and Its Use" was the subject of an address by the Hon. Secretary, Mr. E. W. Knight, at a meeting on February 19th, held at their headquarters on February 13th, with Mr. F. A. Sleath occupying the chair.

The annual general meeting of the above Society was held at their headquarters on February 13th, when Mr. Geo. Sutton, A.M.I.E.E., gave a lecture entitled "Electricity in Relation to Wireless."

Councillor Cross took the chair, and a considerable amount of useful business supervened on the lecture.

Stratford-on-Avon and District Wireless Society.
Hon. Secretary, Mr. P. Harper, 33, High Street, Lye, Stratford-on-Avon.

At a meeting held on Tuesday last it was resolved to form a Wireless Society for Stratford and District, some thirty persons signing their willingness to become members.

Colonel C. W. Thomas was unanimously elected President, Major Thompson, Harboro Hall, Blakedown, and Mr. F. Smith, late senior wireless operator, Admiral’s flagship, R.N., becoming Vice-President. It is proposed to affiliate with the Radio Society of Great Britain.

Trafalgar Wireless Society.
Hon. Secretary, Mr. F. A. L. Roberts, 43, Adelaide Road, Brockley, S.E.4.

Meetings are held every Tuesday at 8 p.m. at Trafalgar Hotel, Park Row, Greenwich, S.E.10.

The annual general meeting of the above Society was held at their headquarters on Tuesday, February 13th, 1923, Mr. R. J. Stanley (President and Director of Instruction) occupying the chair, when the election of officers for the ensuing year was proceeded with.

The President introduced the question of affiliation to the Radio Society of Great Britain, several members speaking in favour of the suggestion. Ultimately the meeting decided that the Secretary be instructed to make the necessary arrangements.

Before a well attended meeting on February 20th, Mr. R. J. Stanley gave an interesting lecture on various types of tuners used in wireless reception, giving many useful hints to members constructing their own sets, following his remarks with a demonstration on the Society’s crystal set, and a l.f. amplifier unit of his own make.

The Secretary would be pleased to hear from any gentleman who would be willing to give a lecture or demonstration before the Society.

Applications for membership, which are cordially invited, should be addressed to the Secretary.
The Glow Discharge Microphone

A MICROPHONE OPERATING ON AN ENTIRELY NEW PRINCIPLE.

The new transmitter invented by Dr. Phillips Thomas, research engineer of the Westinghouse Electric and Manufacturing Company of America, and designed essentially for broadcast purposes, is stated to practically eliminate microphone distortion, and has been used at the Westinghouse Broadcasting Station KDKA within the past few months with marked success.

The basis of the invention is the elimination of the diaphragm now used in all transmitters in practical service, which, because of its inherent inertia, is not capable of vibrating in perfect sympathy with the entire range of audible sounds. If it can transmit low notes successfully, it will fail on high notes; and vice versa. The ordinary diaphragm is designed with reference to the middle register, and it therefore does not transmit extremely high and extremely low notes satisfactorily. The piano is a case in point. The highest notes become a series of clicks, whilst the very bass notes are reproduced as a roar.

In the Thomas transmitter, a minute electrical discharge takes the place of the mechanical disc. This discharge flows between two points, separated by a fraction of an inch. It is affected by sound waves, just like the diaphragm, but being non-material and having no perceptible inertia, it responds equally well to all vibrations. Hence music broadcasted by means of it is transmitted with practically its original purity.

Dr. Thomas has recently been experimenting with his transmitter at the Westinghouse Pittsburgh Station, and within the near future all Westinghouse Broadcasting Stations will be regularly equipped with this device.

In appearance the Thomas transmitter resembles a large watch, with the front and back covered by wire gauze. On looking into it, a point of light can be seen, caused by the flow of the electric energy against one of the terminals.
The Manchester All-British Wireless Exhibition.

The Manchester All-British Wireless Exhibition and Convention, organised by Messrs. Bertram Day and Co., Ltd., 9-10, Charing Cross, London, S.W.1, was held in the Burlington Hall, Burlington Street, from the 17th to the 24th, and included in its programme a convention held under the auspices of the Manchester Wireless Society.

Exhibits were exclusively confined to wireless goods, apart from such items as bear directly on this industry, such as trade publications, etc. The needs of the public were very thoroughly catered for and every possible step taken to appeal to the interests of the purchasing public by means of practical demonstrations, displays and lectures. On the other hand, the educative side of the subject was not overlooked, and it may be stated that anyone with any wireless interests whatever, whether concerned solely with the trade or with wireless as a hobby or profession, found this exhibition a very excellent opportunity of obtaining first-hand information and up-to-date advice.

Among the principal exhibits were the following:

- Messrs. W. C. Barraclough, 61, Bridge Street, Manchester;
- Messrs. J. L. Cartwright & Co., 24, London Road, Manchester;
- Messrs. Hemm & Lambert, Ltd., Camp Street, Deansgate, Manchester; Messrs. H. Clarke & Co., (Manchester) Ltd., Eastnor Street, Old Trafford, Manchester;
- Messrs. Chloride Electrical & Storage Co., Ltd., Clifton Junction, Manchester; Messrs. E. M. Evans & Sons, Ltd., 1, Lever Street, Manchester; Messrs. Peto Scott Co., Ltd., Featherstone House, 64, High Holborn, W.C.1;
- Messrs. Victoria Electrical, Ltd., 1-5, Chapel Street, Salford, Manchester; Messrs. Telephone Manufacturing Co., Ltd., 2a, Mount Street, Albert Square, Manchester; Messrs. Mottershead & Co., 7, Exchange Street, Manchester; Messrs. John Roberts, 261, Deansgate, Manchester;
- Messrs. British Radio Sales Co., Ltd., Stevens Buildings, Gresse Street, Rathbone Place, W.1; Messrs. Meager & Ratcliffe, 221, Deansgate, Manchester; Messrs. Finnickins, Ltd., Deansgate, Manchester; Messrs. E. O. Walker & Co., Cannon Street, Manchester; Messrs. Stephens Brothers, 83, Stretford Street, Manchester;
Notes

Midday Broadcasting.
The British Broadcasting Company has received permission from the Postmaster General for the permanent transmission of concerts between 11.30 a.m. and 12.30 p.m. from all the Company's stations.

Broadcasting in Norway.
It is proposed to erect broadcasting stations at Christiania, Bergen and Trondheim and application for the necessary licences has already been made by the Norwegian Marconi Company and the Morse Telegram Bureau.

Madagascar Wireless.
Work is proceeding rapidly on the construction of a high power wireless station at Antananarivo, on the central plain of Madagascar. The antenna system consists of eight pylons, 795 feet high, and when the surrounding buildings are completed they will house the fifty white members of the staff and 500 natives. The station will not be ready for several months.

The Glasgow Broadcasting Station.
A few details of 5 SC, the new Scottish station opened on March 6th, will be of interest. The studio, which is modelled on lines similar to the other stations of the British Broadcasting Company, is situated at 202, Bath Street. The microphone are connected to a three-stage amplifier, which communicates by underground cable with the transmitting station at the Port Dundas Electricity Works. The transmitting installation is on the second floor of the electricity works tower, between which and one of the tall chimney stacks the aerial is suspended.

The newly appointed Director of the Glasgow station is Mr. Herbert A. Carruthers, a musician of high repute in the city. After seeing a great deal of active service in France, Mr. Carruthers came to Glasgow, when he was appointed organist in the Park Parish Church, a position he still holds. He has recently been in London studying broadcasting organisation and the compilation of programmes.

Eiffel Tower Time Signals Re-transmitted from Manchester.
The Manchester Broadcasting Station is re-transmitting nightly the time signals sent out from Paris. The Eiffel Tower wavelength being 2,600 metres, a reduction has to be effected for transmission on 385 metres. This is done automatically, and the consequent lag is only 1/300th of a second. The aerial used at Manchester for this purpose is a small one running almost underneath the main transmitting aerial at Trafford Park.

No Broadcast Concerts for the Navy Yet.
The fitting of warships with broadcast sets has not as yet been found possible by the Admiralty, says the "Navy," the organ of the Navy League. One reason, that the public expense would not be justified, is supplemented by the possibility of undesirable effects on the service apparatus, and the question is undetermined. On the other hand, the U.S. Navy Department are broadcasting monthly concerts for the benefit of the American Navy.

An International Language for Radio.
Venice will be the scene, during Easter, of an International Commercial Conference, which will discuss the need for an international language for commercial purposes. Chambers of Commerce, Rotary Clubs, and other public commercial bodies, will be sending delegates to take part in the discussions. One of the subjects to be considered will be the utilisation of Esperanto for Wireless.
Corbett-Smith is an accomplished musician, and has several operas and other compositions to his credit. He held a commission in the Army for many years, and much of his time was devoted to furthering musical and educational schemes amongst the troops.

A Correction.
We have been asked to state that, in the advertisement of the British Wireless Supply Company, appearing on page xxii of the March 10th issue of this journal, it should have been made clear that the words "Indoor Aerial" apply only to Newcastle and Manchester.

Marconi Wireless at Motor Club's Rally.
For some considerable time the Marconi Company have been perfecting their wireless receiving set for large cars. A Daimler car was present for demonstration purposes at the opening rally of the Junior Car Club held last Saturday at Burford Bridge Hotel, when many members of the Club listened in while travelling at speed. The results were excellent in every way, the broadcasting from 2 LO being received quite well. By arrangement with Wireless Equipment, Ltd., 2 OM very kindly gave two special transmissions.

New Sterling Instruments.
Loud speakers and power amplifiers of new design are described in an interesting catalogue (No. 347) we have received from Messrs. The Sterling Telephone and Electric Co., Ltd. The firm has also issued an attractive catalogue (No. 348) dealing with its extensive range of receiving units.

Interference in the Twickenham District.
The Thames Valley Radio and Physical Association is conducting a campaign in the Twickenham district in an endeavour to get in touch with some stations which are causing interference. They ask for the co-operation of all interested in wireless in this district, and hope to obviate the trouble by inducing those new to wireless to join the association and thereby acquire a better acquaintance with the proper manipulation of apparatus.

Book Received
"Sterkstroom" (Holland: s'-Gravenhage; Amalia van Solmstraat 2-4). Price, 80 centimes. A twice-monthly periodical devoted to electricity in all its applications.
Correspondence.

To the Editor of THE WIRELESS WORLD AND RADIO REVIEW.

Sir,—The enclosed is a photograph of my home-made receiving set, which contains two panels—a four and a five-valve—built entirely on the lines of your article "Refinements in Receiving Circuits," of February 3rd, 1923. The only part not constructed by myself is the Burnddept Ethophone III, which stands on the top of the switchboard. The complete set contains: one three-valve panel, one D. and two L.F.; one four-valve, one H.F., one D., two L.F.; and the five-valve, two H.F., one D. and two L.F.

The three tuners are two loose couplers and one double-circuit with reaction. The condensers are of 0.001, 0.0003, 0.0002 and vernier, which are brought to plug sockets and can be used in any combination over the whole set. In the same manner any tuner can be connected in circuit with any valve panel. The sockets are at the back of the condenser block and do not show in this photograph. The switchboard naturally controls the H.T. and L.T. and local grid cells to the various panels, and all accumulators and batteries are kept in the back of the switchboard, out of sight. The "Brown" speaker can be used either with or without the Brown relay which can be seen to the right of switchboard. Telephone transformer is on left of the board and either high or low resistance telephones can be used.

R. F. LAMPORT.

The fire receiving installation belonging to Mr. R. F. Lamport of 21, Church Street, Croydon.

To the Editor of THE WIRELESS WORLD AND RADIO REVIEW.

Sir,—I note with interest letters by Means, Deloy and Tingey in to-day's issue, and should like to make a few comments.

With reference to the suggestion of prefixing the initial letter of the name of the country in front of the call letters, it will be realised that this method greatly increases the necessary call length. Take American 5 ZADA (an actual station) and 8 RRX. We get A 5 ZADA de F 8 RRX! Apart from the wrist exercise, the chances of getting a complete call sign from a very long distance U.S. amateur such as the above 5 ZADA, are greatly diminished, as any who have listened to U.S.A. stations know, for the longer the call sign the harder it is to read, especially when Northolt is on. In the Q.S.T mentioned it was proposed to alter the "de" interval into the initial letters of the countries of the respective stations, first the called and then the calling station, i.e., ZADA 8 RRX. They point out, however, that this is a breach of the law, which says that "de" should be used. Why not, then, call as follows: 5 ZADA de af 8 RRX?

This sounds rather lengthy, but is not so bad as it looks. When the "de" is omitted we are again likely to be put off into thinking that we are hearing a high power station harmonic, sending code.

I expect someone else has a better suggestion, and I hope we will hear about it.

With reference to Mr. Tingey's remarks, the following may be of interest. My station is just far enough from the Northolt nuisance for me to be able to work while he is on. Immediately he stops transmitting faint signals are doubled in strength, whether they are actually on a harmonic or not. On the last night but one of the reception tests, when so many U.S. stations were heard, everyone noticed how few harmonics were present. Also, for the short period during which Northolt worked, almost nothing was heard. It would be interesting to hear from someone near a high-power pure C.W. station, as matters are complicated by the arc and its "mush."

You may possibly be interested in the following test results recently obtained. About a fortnight ago, at 0100, while listening for U.S. amateurs and broadcasters, I heard OMX Amsterdam working, and, merely to show a friend how my transmitter worked, I called him. I was greatly surprised to get a reply, and we were able to work for some time though fading was bad. He was receiving me on one valve. Transmitter here was putting 0.195 into a 38-ohm aerial on 200 metres (earth lead 70 ft. long), or 1.62 watts output. Since then the aerial resistance has been reduced to 12 ohms by
means of a counterpoise, so that about two-thirds of this power was wasted in ohmic losses, so that the effective power was just about 0.5 of a watt, the distance being 290 miles. The input was about 5 watts, owing to the use of an unsuitable valve without a grid leak, the set having been rigged up to work with a friend, who was also staying up, about 300 yards away. I think this is a record, so hats off to Holland!

With reference to the reception of U.S. broadcasting, I picked up a station, evidently in the U.S.A., on about 365 metres on February 3rd, 1922, at 2140 p.m., during a five-minute interval at 2 LO The song, by a soprano, "Coming Thro' the Rye," was heard, after which the announcer said that the singer would speak, which she did. Then 2 LO started again. My "score" so far is as follows: First telephony heard for half-an-hour. October 15th, 1922, 0016 a.m., for half-an-hour; complete programme but no call. From December 10th, 1922, to date, telephony heard on 32 occasions, WJ 23 times, WGY 25 times, with call letters (reports of some of this made to Mr. Coursey with transatlantic report). Receiver: two valves in first two cases (one rectifier, one L.F.), and all subsequent occasions, one H.F. tuned anode and one rectifier (reaction to anode coil). Aerial crossed by wire wires, Earth lead 70 ft. long.

I hope those particulars will interest you, and I hope to see more discussion on the first two questions.

Yours faithfully,
FREDERICK L. HOOG. (2 SH)

Calendar of Current Events

Friday, March 23rd.
Manchester Wireless Society.
At 3.30 p.m. At the Albion Hotel, Piccadilly, Manchester (Wireless Convention). Lecture: "Methods of Reducing Interference in Wireless Sets." By Prof. Marchant, D.Sc.
Sheffield and District Wireless Society.
At 7.30 p.m. At Dept. of Applied Science, St. George's Square. Elementary Class conducted by Mr. J. G. Jackson, B.Sc.
Leeds and District Amateur Wireless Society.
Radio Society of Highgate.
Lecture: "Construction of Tuners." By Mr. J. F. Stanley.
Belvedere and District Radio and Scientific Society.
Lecture: "Aerials and Earths." By Mr. H. H. Smith.

Sunday, March 25th.
From 3 to 5 p.m. Dutch Concert from PCGG, The Hague, on 1,050 metres.

Monday, March 26th.
From 9.20 to 10.20 p.m. Dutch Concert from PCGG, The Hague, on 1,050 metres.
Ipswich and District Wireless Society.
At 8 p.m. At 55, Fonneraeux Road. Lecture by Mr. C. A. Jamblin.

Ashton-under-Lyne and District Radio Society.
At 8.15 p.m. (Particulars of venue available from Secretary). Lecture: "X-Rays." By Dr. Brice (of Dukinfield).

Tuesday, March 27th.
West London Wireless and Experimental Association.
At Acton and Chiswick Polytechnic, Bath Road, Chiswick. Lecture by Mr. O. S. Puckle.
Gray's and District Radio Society.
At 7.30 p.m. At the Victoria Hall, High Street. Ordinary Meeting.
Plymouth Wireless and Scientific Society.
At 7.30 p.m. Lecture by Mr. K. S. G. Monk.

Wednesday, March 28th.
Halifax Wireless Club and Radio Scientific Society.
Elementary Mutual Instruction evening.
Eddinburgh and District Radio Society.
At 8 p.m. At R.S.S.A. Hall. Lecture on "Electrical Power Meters." By Mr. J. A. Beveridge.
Woolwich Radio Society.
At 8 p.m. At the Y.M.C.A., Woolwich. Demonstration of X-Rays. By Mr. A. G. Beeson.

Thursday, March 29th.
From 9.20 to 10.20 p.m. Dutch Concert from PCGG, The Hague, on 1,050 metres.

Stoke-on-Trent Wireless and Experimental Society.

Manchester Wireless Society.
At 8 p.m. At South Street, off Church Street. Lecture by Mr. Pettigrew (Leeds).

BROADCASTING STATIONS.
Regular evening programmes, details of which appear in the daily press, are now conducted from the following stations of the British Broadcasting Company:

<table>
<thead>
<tr>
<th>Station</th>
<th>Frequency</th>
</tr>
</thead>
<tbody>
<tr>
<td>London</td>
<td>ZL</td>
</tr>
<tr>
<td>Birmingham</td>
<td>ZIT</td>
</tr>
<tr>
<td>Manchester</td>
<td>ZY</td>
</tr>
<tr>
<td>Newcastle</td>
<td>ZNO</td>
</tr>
<tr>
<td>Cardiff</td>
<td>ZWA</td>
</tr>
<tr>
<td>Glasgow</td>
<td>ZSG</td>
</tr>
</tbody>
</table>

FRENCH BROADCASTING TIMES.
Eiffel Tower. 2,600 metres. 11.15 a.m. weather reports (duration 10 mins.) 6.20 p.m., weather reports and concert (duration about 30 mins.) 10.10 p.m., weather reports (duration 10 mins.).
Radiola Concerts. 1,565 metres, 5.5 p.m. news; 5.15 p.m. concert till 6 p.m.; 8.45 p.m. news; 9 p.m., concert till 10 p.m.
L'Ecole Superieure des Postes, Telegraphes et Telephones de Paris. 450 metres. Tuesdays and Thursdays, 7.45 p.m. to 10 p.m. Saturdays, 4.30 p.m. to 7.30 p.m.
The Transatlantic Amateur Tests.
SUMMARISED REPORT OF BRITISH RECEPTIONS.
By PHILIP R. COUBSEY, B.Sc., F.Inst.P., A.M.I.E.E.
(Concluded from page 812 of previous issue.)

These differences may be brought out by Table VI., which gives the number of nights on which the best of the stations listed in Tables II and V were heard, the figures in this Table being extracted from Table V.

The remaining stations listed in Tables II and V were only heard on one night during the tests. Hence 60 stations were heard making their "individual" transmissions for two or more nights during the tests, i.e., 63.8 per cent. of the total number reported during these individual periods.

TABLE VI.
Variation in number of nights on which individual transmissions were heard from the best stations listed in Tables II and V.

<table>
<thead>
<tr>
<th>Station</th>
<th>Nights</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 EL</td>
<td>9</td>
</tr>
<tr>
<td>2 ZK</td>
<td>9</td>
</tr>
<tr>
<td>2 AWL</td>
<td>8</td>
</tr>
<tr>
<td>2 AWF</td>
<td>7</td>
</tr>
<tr>
<td>3 ZW</td>
<td>7</td>
</tr>
<tr>
<td>8 AQO</td>
<td>7</td>
</tr>
<tr>
<td>1 XM</td>
<td>6</td>
</tr>
<tr>
<td>1 YK</td>
<td>6</td>
</tr>
<tr>
<td>1 ZE</td>
<td>6</td>
</tr>
<tr>
<td>2 BQU</td>
<td>6</td>
</tr>
<tr>
<td>2 GK</td>
<td>6</td>
</tr>
<tr>
<td>3 XM</td>
<td>6</td>
</tr>
<tr>
<td>2 LO</td>
<td>5</td>
</tr>
<tr>
<td>3 AUU</td>
<td>5</td>
</tr>
<tr>
<td>3 BG</td>
<td>5</td>
</tr>
<tr>
<td>3 ZZ</td>
<td>5</td>
</tr>
<tr>
<td>8 ATU</td>
<td>5</td>
</tr>
<tr>
<td>8 AWP</td>
<td>5</td>
</tr>
<tr>
<td>1 AJP</td>
<td></td>
</tr>
<tr>
<td>1 ASF</td>
<td></td>
</tr>
<tr>
<td>1 BDI</td>
<td></td>
</tr>
<tr>
<td>1 BGF</td>
<td></td>
</tr>
<tr>
<td>1 GY</td>
<td>4</td>
</tr>
<tr>
<td>2 BML</td>
<td>4</td>
</tr>
<tr>
<td>2 NZ</td>
<td>5</td>
</tr>
<tr>
<td>2 XAP</td>
<td>8</td>
</tr>
<tr>
<td>3 BGT</td>
<td>8</td>
</tr>
<tr>
<td>4 BY</td>
<td>8</td>
</tr>
<tr>
<td>8 UE</td>
<td>9</td>
</tr>
<tr>
<td>1 BCG</td>
<td></td>
</tr>
<tr>
<td>1 BEP</td>
<td></td>
</tr>
<tr>
<td>1 BET</td>
<td></td>
</tr>
<tr>
<td>1 CMK</td>
<td></td>
</tr>
<tr>
<td>1 CNF</td>
<td></td>
</tr>
<tr>
<td>1 FB</td>
<td></td>
</tr>
<tr>
<td>2 AHO</td>
<td></td>
</tr>
<tr>
<td>2 CQZ</td>
<td></td>
</tr>
<tr>
<td>2 GR</td>
<td></td>
</tr>
<tr>
<td>2 UD</td>
<td></td>
</tr>
<tr>
<td>2 ZL</td>
<td></td>
</tr>
<tr>
<td>3 AFB</td>
<td></td>
</tr>
<tr>
<td>3 BLF</td>
<td></td>
</tr>
<tr>
<td>8 BXH</td>
<td></td>
</tr>
<tr>
<td>8 SP</td>
<td></td>
</tr>
<tr>
<td>8 YD</td>
<td></td>
</tr>
<tr>
<td>9 AL</td>
<td>(Canada)</td>
</tr>
</tbody>
</table>

The names and addresses of the British amateurs (and the Dutch amateur) who reported the "individual" transmissions tabulated above, are set out below in Table VII, which also gives the number of such individual transmissions heard by each throughout the Tests.

TABLE VII
British and Dutch amateurs who reported the "Individual" Transmissions in Table II.

TOTAL NUMBER OF DIFFERENT STATIONS HEARD MAKING INDIVIDUAL TRANSMISSIONS (CODES, &C.).

<table>
<thead>
<tr>
<th>Name</th>
<th>Station</th>
<th>Nights</th>
</tr>
</thead>
<tbody>
<tr>
<td>J. Briggs</td>
<td>Brank House, Ainsdale, Southport</td>
<td>65</td>
</tr>
<tr>
<td>Manchester</td>
<td>Manchester, Lancs.</td>
<td>43</td>
</tr>
<tr>
<td>Wireless Society</td>
<td>(Receptions by W. R. Burne &amp; A. Cash)</td>
<td>38</td>
</tr>
<tr>
<td>Manchester</td>
<td>Manchester, Lancs.</td>
<td>44</td>
</tr>
<tr>
<td>D. W.</td>
<td>4, Mansel Street, Gowerton, Walters, Swansea</td>
<td>31</td>
</tr>
<tr>
<td>G. J.</td>
<td>19, Parkweg, The Hague, Eschauzier, Holland</td>
<td>29</td>
</tr>
<tr>
<td>E. W.</td>
<td>31, Coldrenick Street, St. Penney, Budeaux, Plymouth, Devon</td>
<td>27</td>
</tr>
<tr>
<td>E. J. Simmonds</td>
<td>&quot;Meadowlea,&quot; Gerrard's Cross, Bucks</td>
<td>24</td>
</tr>
<tr>
<td>J. A.</td>
<td>22, Park Road, Collier's Wood, Partridge, Merton, London, S.W.19</td>
<td>17</td>
</tr>
<tr>
<td>H. C. Chadwick</td>
<td>9, Raymond Street, Bolton, Lanes</td>
<td>15</td>
</tr>
<tr>
<td>G. R. Lewis</td>
<td>10, Lansdowne Road, Ashton-under-Mersey, Cheshire</td>
<td>14</td>
</tr>
<tr>
<td>D. F. Owen</td>
<td>29, Holborn Road, Holyhead, North Wales</td>
<td>13</td>
</tr>
<tr>
<td>L. J. Leslie</td>
<td>Fairwater, Evesham, Worcestershire</td>
<td>11</td>
</tr>
</tbody>
</table>
Further particulars of the apparatus used during these receptions will be published later, together with other particulars of the receptions.

Before closing this preliminary report, it may be of interest to give a complete list of the call signs of all the stations (U.S. and Canada) reported during the tests. This list, set out in Table VIII on the next page, includes the individual transmissions, those heard during the "free-for-all" periods at the correct times, and all other stations from which calls have been intercepted—many calling CQ, others calling other U.S. amateur stations, and carrying on DX communications, and other traffic. These have been arranged alphabetically under each district for convenience in reference.

A large proportion of these stations, apart from those heard with code words, were reported on several nights and by several different observers, but some were reported on one occasion only, and if heard through jamming there was in a few cases some slight doubt as to the accuracy of the call letters. Doubtless the American Radio Relay League will at a later date be able to advise us with regard to these when they have had time to check through the reports.

In addition to the above, signals were reported by several listening stations from WUBA, calling “Test” and working with U.S. amateur stations. This station is a U.S. Signal Corps station located at Camp Alfred Vail, New Jersey.

Several of the U.S. stations taking part in these Tests attempted to transmit messages to Europe in addition to making the scheduled calls of “Test, Test, Test,” etc. Several of these messages were intercepted correctly, both in this country and in France, but as a general rule listeners concentrated on hearing as many stations as possible rather than on copying messages. The tests have, however, established the possibility of transmitting such amateur messages from America to Europe should occasion arise. No attempt was, of course, made during the tests to reply to such messages, but a few messages of greetings, and of similar nature were sent back to America from the British station 5 WS during the second half of the tests. Several of these messages were correctly received by U.S. amateur stations, so that to a limited extent it may be said that two-way communication has been established across the Atlantic by radio amateurs. The setting up of a definite two-way communication between the two countries—in which a message sent in one direction can be replied to at once in the other—yet remains to be done.

The most remarkable features of the tests have doubtless been, besides the large number of signals heard during the ten nights, the reception of amateur

<table>
<thead>
<tr>
<th>Call Signs</th>
<th>Location</th>
<th>Reports</th>
</tr>
</thead>
<tbody>
<tr>
<td>F. J. Dinsdale</td>
<td>14, Highfield View, Stoney-croft, Liverpool, Lancs.</td>
<td>10</td>
</tr>
<tr>
<td>E. C. Doring</td>
<td>161, Earlsfield Road, Wandsworth Common, London, S.W.18</td>
<td>10</td>
</tr>
<tr>
<td>A. Higson</td>
<td>161, Cotton Tree Lane, Colne, Lancs.</td>
<td>10</td>
</tr>
<tr>
<td>F. Walker</td>
<td>Holly Farm House, Feltham, Middlesex</td>
<td>9</td>
</tr>
<tr>
<td>R. S. Elven</td>
<td>Hurst Lodge, Waverley Grove, Hendon</td>
<td>8</td>
</tr>
<tr>
<td>A. G. Gregory &amp; W. Vernon</td>
<td>17, Lincoln Street, Hulme, Manchester</td>
<td>8</td>
</tr>
<tr>
<td>A. G. Wood</td>
<td>112, Tulse Hill, London</td>
<td>6</td>
</tr>
<tr>
<td>A. Neilson and H. J. Swift</td>
<td>S.W.2</td>
<td></td>
</tr>
<tr>
<td>C. Shearston</td>
<td>135, Landguard Road, East Southsea, Portsmouth, Hants.</td>
<td>5</td>
</tr>
<tr>
<td>J. Croysdale</td>
<td>5, Elm Grove, Burley-in-Wharfedale, Leeds</td>
<td>4</td>
</tr>
<tr>
<td>M. V. Williams</td>
<td>3, Holmesgrove Road, Herleage, Bristol</td>
<td>4</td>
</tr>
<tr>
<td>Andrews</td>
<td>London</td>
<td>2</td>
</tr>
<tr>
<td>H. Collin</td>
<td>Ramsden Heath, Billericay, Essex</td>
<td>2</td>
</tr>
<tr>
<td>A. H. Fielding</td>
<td>32, Stanley Avenue, Birkdale, Lancs.</td>
<td>2</td>
</tr>
<tr>
<td>H. B. Grylls</td>
<td>Trenay Fenton, Crewe Road, Eastbourne</td>
<td>2</td>
</tr>
<tr>
<td>F. W. Higgs and J. S. Hobbs</td>
<td>45, Howard Road, Westbury Road, Bristol, Somerset</td>
<td>2</td>
</tr>
<tr>
<td>C. E. Morris</td>
<td>Southerhay, Heron Hill, Belvedere, Kent</td>
<td>2</td>
</tr>
<tr>
<td>A. Richardson</td>
<td>29, Josephine Avenue, Brixton Hill, London, S.W.2</td>
<td>2</td>
</tr>
<tr>
<td>C. G. Williams</td>
<td>22, Scholar Street, Sefton Park, Liverpool</td>
<td>2</td>
</tr>
<tr>
<td>D. A. Brown</td>
<td>24, Booth Street, Handsworth, Birmingham</td>
<td>1</td>
</tr>
<tr>
<td>F. Foulger</td>
<td>118, Pepys Road, New Cross, London, S.E.14</td>
<td>1</td>
</tr>
<tr>
<td>A. E. Greenslade</td>
<td>9, Jelf Road, Brixton, London, S.W.2</td>
<td>1</td>
</tr>
</tbody>
</table>
TABLE VIII.
List of Total U.S. and Canadian Stations reported during the Tests by British and Dutch Amateurs.

<table>
<thead>
<tr>
<th>First District.</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>1 AC</td>
<td>1 AT</td>
</tr>
<tr>
<td>1 AGN</td>
<td>1 AV</td>
</tr>
<tr>
<td>1 AD</td>
<td>1 AWL</td>
</tr>
<tr>
<td>1 ADL</td>
<td>1 AWP</td>
</tr>
<tr>
<td>1 AHZ</td>
<td>1 AXE</td>
</tr>
<tr>
<td>1 AJI</td>
<td>1 AZW</td>
</tr>
<tr>
<td>1 AJP</td>
<td>1 BB</td>
</tr>
<tr>
<td>1 AJU</td>
<td>1 BCF</td>
</tr>
<tr>
<td>1 AJW</td>
<td>1 BCG</td>
</tr>
<tr>
<td>1 AK</td>
<td>1 BCS</td>
</tr>
<tr>
<td>1 AL</td>
<td>1 BDG</td>
</tr>
<tr>
<td>1 AN</td>
<td>1 BDI</td>
</tr>
<tr>
<td>1 ANA</td>
<td>1 BDS</td>
</tr>
<tr>
<td>1 ARQ</td>
<td>1 BDT</td>
</tr>
<tr>
<td>1 ARY</td>
<td>1 BEP</td>
</tr>
<tr>
<td>1 ASF</td>
<td>1 BES</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Second District.</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>2 AB</td>
<td>2 AWF</td>
</tr>
<tr>
<td>2 ACK</td>
<td>2 AWL</td>
</tr>
<tr>
<td>2 ACT</td>
<td>2 AWP</td>
</tr>
<tr>
<td>2 AF</td>
<td>2 AWZ</td>
</tr>
<tr>
<td>2 AF2</td>
<td>2 AYV</td>
</tr>
<tr>
<td>2 AFP</td>
<td>2 BAO</td>
</tr>
<tr>
<td>2 AFX</td>
<td>2 BAS</td>
</tr>
<tr>
<td>2 AG</td>
<td>2 BBB</td>
</tr>
<tr>
<td>2 AHO</td>
<td>2 BDA</td>
</tr>
<tr>
<td>2 AJI</td>
<td>2 BDJ</td>
</tr>
<tr>
<td>2 AMD</td>
<td>2 BG</td>
</tr>
<tr>
<td>2 AON</td>
<td>2 BGA</td>
</tr>
<tr>
<td>2 APD</td>
<td>2 BGO</td>
</tr>
<tr>
<td>2 ARF</td>
<td>2 BL</td>
</tr>
<tr>
<td>2 ARS</td>
<td>2 BLF</td>
</tr>
<tr>
<td>2 ATS</td>
<td>2 BLP</td>
</tr>
<tr>
<td>2 ANA</td>
<td>2 BM</td>
</tr>
<tr>
<td>2 ARQ</td>
<td>1 BDT</td>
</tr>
<tr>
<td>2 AUM</td>
<td>2 BMC</td>
</tr>
<tr>
<td>2 AW</td>
<td>2 BML</td>
</tr>
<tr>
<td>2 AWA</td>
<td>2 BNN</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Third District.</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>3 ADT</td>
<td>3 BF</td>
</tr>
<tr>
<td>3 AFB</td>
<td>3 BFU</td>
</tr>
<tr>
<td>3 AP</td>
<td>3 BG</td>
</tr>
<tr>
<td>3 AQP</td>
<td>3 BGJ</td>
</tr>
<tr>
<td>3 AQR</td>
<td>3 BGT</td>
</tr>
<tr>
<td>3 AU</td>
<td>3 BH</td>
</tr>
<tr>
<td>3 AYY</td>
<td>3 BIJ</td>
</tr>
<tr>
<td>3 BES</td>
<td>3 BLF</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Fourth District.</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>4 AA</td>
<td>4 BX</td>
</tr>
<tr>
<td>4 BF</td>
<td>4 BY</td>
</tr>
<tr>
<td>4 BK</td>
<td>4 BX</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Fifth District.</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>5 AAM</td>
<td>5 DH</td>
</tr>
<tr>
<td>5 AGI</td>
<td>5 DQ</td>
</tr>
<tr>
<td>5 BV</td>
<td>5 DWP</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Sixth District.</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>6 CBI</td>
<td>6 ZZ</td>
</tr>
</tbody>
</table>
TABLE VIII—continued.

<table>
<thead>
<tr>
<th>Seventh District.</th>
<th>7 BXV</th>
<th>7 OE</th>
<th>7 BO</th>
<th>7 WZR</th>
<th>7 ZV</th>
</tr>
</thead>
<tbody>
<tr>
<td>8 AA</td>
<td>8 ATU</td>
<td>8 AZQ</td>
<td>8 BPL</td>
<td>8 BZY</td>
<td>8 JFU</td>
</tr>
<tr>
<td>8 ADG</td>
<td>8 AV</td>
<td>8 BBT</td>
<td>8 BSS</td>
<td>8 CDD</td>
<td>8 GM</td>
</tr>
<tr>
<td>8 AIW</td>
<td>8 AW</td>
<td>8 BCS</td>
<td>8 BTI</td>
<td>8 CJH</td>
<td>8 GQ</td>
</tr>
<tr>
<td>8 AJM</td>
<td>8 AWP</td>
<td>8 BDE</td>
<td>8 BTV</td>
<td>8 CMK</td>
<td>8 HJ</td>
</tr>
<tr>
<td>8 ANP</td>
<td>8 AWZ</td>
<td>8 BFM</td>
<td>8 BUM</td>
<td>8 CNE</td>
<td>8 IB</td>
</tr>
<tr>
<td>8 AP</td>
<td>8 AXC</td>
<td>8 IJC</td>
<td>8 BVL</td>
<td>8 CPK</td>
<td>8 JCZ</td>
</tr>
<tr>
<td>8 AQO</td>
<td>8 AXE</td>
<td>8 BK</td>
<td>8 BX</td>
<td>8 DB</td>
<td>8 KG</td>
</tr>
<tr>
<td>8 AR</td>
<td>8 AXK</td>
<td>8 BKF</td>
<td>8 BXF</td>
<td>8 DFT</td>
<td>8 KM</td>
</tr>
<tr>
<td>8 ASC</td>
<td>8 AYO</td>
<td>8 BLG</td>
<td>8 BXH</td>
<td>8 DLX</td>
<td>8 ML</td>
</tr>
<tr>
<td>8 ASV</td>
<td>8 AZD</td>
<td>8 BNJ</td>
<td>8 BYH</td>
<td>8 FQ</td>
<td>8 OW</td>
</tr>
<tr>
<td>8 ATF</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Eighth District.</th>
<th>7 BXV</th>
<th>7 OE</th>
<th>7 BO</th>
<th>7 WZR</th>
<th>7 ZV</th>
</tr>
</thead>
<tbody>
<tr>
<td>8 AA</td>
<td>8 ATU</td>
<td>8 AZQ</td>
<td>8 BPL</td>
<td>8 BZY</td>
<td>8 JFU</td>
</tr>
<tr>
<td>8 ADG</td>
<td>8 AV</td>
<td>8 BBT</td>
<td>8 BSS</td>
<td>8 CDD</td>
<td>8 GM</td>
</tr>
<tr>
<td>8 AIW</td>
<td>8 AW</td>
<td>8 BCS</td>
<td>8 BTI</td>
<td>8 CJH</td>
<td>8 GQ</td>
</tr>
<tr>
<td>8 AJM</td>
<td>8 AWP</td>
<td>8 BDE</td>
<td>8 BTV</td>
<td>8 CMK</td>
<td>8 HJ</td>
</tr>
<tr>
<td>8 ANP</td>
<td>8 AWZ</td>
<td>8 BFM</td>
<td>8 BUM</td>
<td>8 CNE</td>
<td>8 IB</td>
</tr>
<tr>
<td>8 AP</td>
<td>8 AXC</td>
<td>8 IJC</td>
<td>8 BVL</td>
<td>8 CPK</td>
<td>8 JCZ</td>
</tr>
<tr>
<td>8 AQO</td>
<td>8 AXE</td>
<td>8 BK</td>
<td>8 BX</td>
<td>8 DB</td>
<td>8 KG</td>
</tr>
<tr>
<td>8 AR</td>
<td>8 AXK</td>
<td>8 BKF</td>
<td>8 BXF</td>
<td>8 DFT</td>
<td>8 KM</td>
</tr>
<tr>
<td>8 ASC</td>
<td>8 AYO</td>
<td>8 BLG</td>
<td>8 BXH</td>
<td>8 DLX</td>
<td>8 ML</td>
</tr>
<tr>
<td>8 ASV</td>
<td>8 AZD</td>
<td>8 BNJ</td>
<td>8 BYH</td>
<td>8 FQ</td>
<td>8 OW</td>
</tr>
<tr>
<td>8 ATF</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Ninth District.</th>
<th>7 BXV</th>
<th>7 OE</th>
<th>7 BO</th>
<th>7 WZR</th>
<th>7 ZV</th>
</tr>
</thead>
<tbody>
<tr>
<td>9 AGT</td>
<td>9 AUL</td>
<td>9 BET</td>
<td>9 CBX</td>
<td>9 CR</td>
<td>9 EP</td>
</tr>
<tr>
<td>9 AN</td>
<td>9 AX</td>
<td>9 BP</td>
<td>9 CD</td>
<td>9 CX</td>
<td>9 FM</td>
</tr>
<tr>
<td>9 AMT</td>
<td>9 BDF</td>
<td>9 BRY</td>
<td>9 CG</td>
<td>9 CXP</td>
<td>9 GM</td>
</tr>
<tr>
<td>9 ASW</td>
<td>9 BDS</td>
<td>9 BZ</td>
<td>9 CM</td>
<td>9 DYN</td>
<td>9 HI</td>
</tr>
</tbody>
</table>

| Canadian.       | 3 CO  | 9 AL |

The almost nightly reception of American radiophone broadcast transmissions by British amateurs shows that there is no inherent difficulty in picking up these relatively feeble telephonic transmissions over such great distances, but the reception of amateur radiophone transmissions is a tribute to the amateur transmitters as well. The remarkable strength and steadiness of signals received from the best stations is also particularly noteworthy.

The latest information received from America after the main part of this report had been compiled indicates that signals from a number of U.S. amateur stations signalling during the tests were heard on U.S. vessels in the English Channel—several of the code transmissions during the individual periods having been picked up on single valve receivers, and the codes subsequently verified.

Amateur Progress in South Africa

Recent wireless developments in other countries have greatly stimulated amateur interest in South Africa. Whereas, prior to the war, there were only a few amateurs in each province, their number had so increased by 1920 that a Society was formed, now flourishing under the name of the Radio Society of South Africa.

Modelled on similar lines to the Radio Society of Great Britain, to which it is affiliated, the Society has as its principal objects the furtherance of radio research and the promotion of intercourse between experimenters, securing members the advantages of collective representation and facilitating the obtaining of supplies.

The Society intends to maintain branches at Cape Town, Durban and Johannesburg, and the two first-named are already in existence, with a membership of 37 and 87 respectively. General meetings, at which lectures and demonstrations are given, are held monthly. The Society has been granted the Postmaster-General's licence to install a wireless station for scientific and instructional purposes.

The Cape Provincial Branch of the Society has now three affiliated branches, their aggregate membership totalling 143.

South Africa being noted for its abundance of atmospherics, amateur reception is somewhat restricted to the local stations at Slangkop, Port Elizabeth, Durban and Lourenço Marques. Many amateurs have, however, succeeded in obtaining signals from European and American stations, the French station at Saint Assize being most frequently heard.

Telephone transmissions across the Atlantic. The French amateurs, who were also listening in, heard a large number of stations. Particulars of their receptions will be given in a later issue.

PHILIP R. COURSEY,
February 3rd, 1923.
Questions and Answers

NOTE.—This section of the magazine is placed at the disposal of all readers who wish to receive advice and information on matters pertaining to both the technical and non-technical sides of wireless work. Readers should comply with the following rules— (1) Each question should be numbered and written on a separate sheet on one side of the paper, and addressed "Questions and Answers," THE WIRELESS WORLD AND RADIO REVIEW, 12/13, Henrietta Street, London, W.C.2. Questions should be clear and concise. (2) Before sending in their questions readers are advised to search recent numbers to see whether the same queries have not been dealt with before. (3) Each communication sent in to be accompanied by the "Questions and Answers" coupon to be found in the advertisement columns of the issue current at the time of forwarding the questions. (4) The name and address of the querist, which is for reference and not for publication, to appear at the top of every sheet or sheets, and unless typewritten, this should be in block capitals. Queries will be answered under the initials and town of the correspondent, or, if so desired, under a "non de plume." (5) In view of the fact that a large proportion of the circuits and apparatus described in these answers are covered by patents, readers are advised before making use of them, to satisfy themselves that they would not be infringing patents. (6) Where a reply through the post is required every question sent in must be accompanied by a postal order for the amount of 1s., or 3s. 6d. for a maximum of four questions. (7) Four questions to the maximum which may be sent in at one time.

"HOPEFUL" (Surrey) asks (1) Whether we can give details of a tapped wire frequency transformer to tune from about 300 to 1,200 metres. (2) For a diagram showing how a single valve H.F. panel may be connected. (1) A variable high frequency transformer was described in the issue of September 23rd, and full constructional details are given. The ebonite former is 2" in diameter, and the slots are 1/2" deep and 1/6 wide. There are eight slots and four tappings for the primary and secondary winding. Each slot in the former should be wound with 90 turns of No. 40 S.S.C. copper wire. The slots are all wound in the proper direction, and the connection between each slot is taken to one stud of the four-stud switch. The primary should be tuned with a small condenser having a maximum value of about 0.0001 mfd. (2) A single valve high frequency panel is given in Fig. 2 on the next page.

"STICKER" (Bristol) is having trouble with his receiver, and asks (1) Whether we can suggest anything which will help him. (2) Have we any suggestions with regard to the earth or counterpoise. (1) and (2) The diagram of connections is correct, but we would point out that a condenser should be used in series with the aerial when it is desired to receive the broadcast transmissions. This will give you a slightly larger potential across the detector valve. As your aerial is rather badly screened and the earth lead long, we suggest you use one high frequency valve before the detector valve. The method is given in most of the issues of this journal. The earth connection should be as short as possible, and should make contact with an earth plate much larger than the one you are using, if it is at all possible. We suggest you use a sheet of galvanized iron or something equivalent, with dimensions about 2' by 3'. The counterpoise should be built, if possible, a few feet above the earth. We do not recommend constructing the counterpoise immediately below the aerial, as sketched in the diagram submitted, because the effective height of the aerial is so greatly reduced. The lower end of the counterpoise should be dropped as low as it is convenient for you to make it.

"VICEROY" (Eastbourne) asks (1) Whether the diagram submitted is correct. (2) What wavelength would a 4" coil tune to when connected with a 0.0005 mfd. condenser and an ordinary Post Office aerial. (3) What would be a suitable coil to use in the anode circuit of the high frequency valve. (1) The diagram is correct. (2) and (3) You have unfortunately omitted to state the length of the coil and the gauge of wire with which it is wound, but we suggest the short wave coil be a coil of 4" in diameter and 4" long, wound with No. 20 D.C.C., with eight tappings. One for the anode circuit may be 4" in diameter and 8" long, wound with No. 26 D.C.C. with 18 tappings. The anode coil may be 4" in diameter and 4" long, wound with No. 28 D.C.C. for the short wavelengths, and for the longer wavelengths 4" in diameter and 8" long, wound with No. 34 D.C.C. The smaller coil should have 10 tappings and the larger coil 18. You will be able to tune up to a wavelength of about 10,000 metres.

"E.H." (Sweden) asks (1) For criticism of circuit submitted. (2) Whether an A.E.G. type E.V. 173 valve will work well as a high frequency valve, and if so, what voltages should be applied. (1) The circuit proposed is quite suitable, and the connections are correct. For short wave work we suggest you build cylindrical coils, one for the aerial circuit 4" in diameter and 4" long, of No. 20 D.C.C., with eight tappings, and one for the anode circuit 4" in diameter and 6" long, of No. 30 D.C.C., with 12 tappings. For the H.T. bypass condenser we suggest you use 21 foils, each foil having an overlap of 4" by 3". The mica should be 0-002" thick, and only good mica should be used. Waxed paper is not very suitable unless you are prepared to make up two or three condensers and connect them in series. (2) We believe that this type of valve gives satisfactory results in H.F. circuits. We would refer you to the diagram Fig. 2, page 614, February 3rd issue, and Fig. 1, page 613, February 3rd issue.

"C.W.P." (S.E.1) asks whether his earth connection is suitable. We suggest you earth your receiver with a wire having the same dimensions as the aerial wire. A good earth connection is essential. The water-rectifier earth is probably suitable if the distance between the point where the wire is soldered to the waterpipe and the point where the waterpipe enters the ground is not great. It may be better to bury an earth plate, which may be a sheet of galvanised...
iron about 2' by 3', to which the earth wires are soldered. The suggested earth in the window box is not at all suitable.

"ADANA" (Battersea) asks (1) With reference to the reply to "A.G.L." (Sutton Coldfield) in the January 27th issue, could another diagram be given showing the connections when a high frequency transformer is used. (2) Are the other component values the same when the transformer is substituted for the tuned anode coil.

(1) and (2) The diagram is given in Fig. 1, and suitable values are indicated.

**Fig. 1. A 2-valve H.F. amplifier. The valves are transformer coupled.**

"E.R.S." (Hammersmith) asks for a diagram of a H.F. and L.F. panel to use in conjunction with the detector panel, diagram of which is submitted. The diagram is given in Fig. 2.

**Fig. 2. The diagram shows a H.F. panel coupled to a detector panel and followed by a note magnifier. The windings shown in the first panel are those of a H.F. transformer.**

"A.J." (Manchester) asks (1) What are the restrictions laid down by the P.M.G. concerning the use of valves in valve receivers. (2) What sort of receiver would be suitable for the reception of American concerts using a frame aerial.

No. 26 D.C.C. is used in the coils of the Reinartz tuner described on page 89 of May 13th issue. We would refer you to the description of a Reinartz receiver given on page 453 in the issue of December 30th. We suggest you use an outdoor aerial.

"E.McD." (Manchester) refers to a diagram in the issue of November 18th, and asks (1) Whether basket coils may be used for the primary and secondary inductance. (2) What would be suitable coils. (3) What would be a suitable coil for use in the anode circuit, as marked with an arrow in the diagram submitted.

(1) We suggest you connect three small basket coils, each having thirty turns, wound upon a former 2" in diameter, for the aerial circuit. The coils should be wound with No. 22 D.C.C. The closed circuit inductance may consist of three coils, each having 45 turns of No. 26 D.C.C., wound upon a former 3" in diameter. The anode coil may be a winding of No. 30 D.C.C., wound upon a 3" former. We suggest you use a cylindrical coil 4" in diameter and 3" long, with six tappings.

"E.R." (Tottenham, N.17) refers to the Reinartz tuner described on page 89, May 13th issue, and asks the gauge of wire used in the coils.
"J.S.M." (Norfolk) asks (1) For windings of an anode coil which, together with his tuning condenser, will tune up to 1,200 metres. (2) What would be the best value of a small variable condenser to be used to provide capacity reaction. (3) How may two potentiometers be connected for the purpose of controlling the first three values and the detector valve. It is desired to use a large negative potential. (4) What would be suitable windings for an iron core transformer to step down from 110 volts to 6 volts.

(1) The anode coil may be a winding 4" in diameter and 6" long, of No. 32 D.C.C. with 12 tappings. (2) The condenser which is to be used to provide capacity reaction may have a maximum value of 0.0005 mfds. It would probably consist of one moving and two fixed plates. (3) The method of connecting potentiometers is given in several recent issues. In particular we would refer you to the connection given in Fig. 1, page 601, February 3rd issue. When it is required to apply voltages of the order of 30 volts to the grid, a potentiometer is not essential. It is better to take tappings from the cells. (4) The primary winding of the transformer may consist of 350 turns of No. 16 D.C.C. The secondary should consist of 21 turns of No. 16 D.C.C. The core of the transformer should have a cross section of three square inches. A resistance on the primary side as suggested would control the output. As it may be required to use more than six volts on the secondary side, we suggest you wind an extra 10 turns, making a total of 31 turns, with a tapping at the 21st.

"M.A.H." (Stoke Newington) asks (1) How many turns of No. 40 S.S.C. wire, wound on a former containing eight slots, ¼" wide and ¼" deep, will be suitable for a high frequency transformer to tune between 100 and 30,000 metres.

We suggest you wind 200 turns for the primary and secondary winding in each slot. You will not, however, find that the results are very satisfactory, and we suggest you use a special high frequency transformer for short wavelengths. A transformer with eight slots, four for the primary and four for the secondary, will be suitable. The bobbin may be 2" in diameter, and the slots ¼" deep and ⅛" wide. The primary turns should be four slots and four tappings should be provided for the primary and secondary.

"A.F.C.B." (S.W.) submits particulars of a transmitter, and asks whether the values are correct.

The dimensions suggested are quite suitable, and with a normal Post Office aerial would tune over the wavelength range desired. The proposed tuner is quite suitable.

"J.S." (N.10) asks (1) How many basket coils will be required to tune from 180 to 12,000 metres. (2) May the coil above or below the A.T.I. be used for the reaction coil.

(1) We suggest you wind eight basket coils and connect them in series. The coils should be spaced 4" apart to reduce the self-capacity. We suggest you wind three coils having 60 turns of No. 26 D.C.C. upon a former 2" in diameter, and the remainder, having 90 turns of No. 26 D.C.C., upon a former 2½" in diameter. The 0.001 mfds. variable condenser should be used in series on short wavelengths, and in parallel when receiving longer wavelength signals. The connections between the coils should be brought to the studs of a switch. (2) We suggest you wind basket coils for the reaction, and mount them so that the coupling is variable.

"E.H." (Nottingham) refers to the diagram given on page 129, October 28th issue, and asks (1) Whether the five coils shown should all have the same dimensions. (2) If the coils are to have different sizes, what relationship should they bear one with the other approximately. (3) What size duolateral coils should be used for the broadcast wavelengths. (4) What stations of interest should be received with a receiver of this description.

(1) and (3) The coils shown should not have the same dimensions. When receiving the broadcast transmissions the aerial tuning condenser will be in series with the A.T.I. The A.T.I. should be approximately a No. 75 coil, and the closed circuit coil No. 50. The anode or high frequency transformer coils should be No. 75 coils. The reaction coil will probably be a No. 25 coil. It should be borne in mind that the anode or high frequency transformer coils should tune to the same wavelength as the closed circuit. (4) You should receive the transmissions from the British broadcasting stations, and also the transmissions of amateurs in your neighbourhood. You would, of course, hear the French transmissions if you cared to tune up to that wavelength.

"L.G.C." (Newark) asks for a diagram of a receiver suitable for receiving the broadcast transmissions and also the connections, so that the low frequency valves may be connected to operate a loud speaker.

We would refer you to the diagram Fig. 4, page 615, February 3rd issue. Switches are provided so that the number of valves in circuit may be cut out when not required. Another suitable diagram is given in Fig. 4, page 418, December 23rd issue.

"A.T." (Rotherham) asks (1) What wavelength range will be covered by the high frequency transformer which he has constructed. (2) What would be a suitable coil for use in the anode circuit of a high frequency amplifier to tune between 150 and 3,000 metres. (3) Will the self-capacity of Dewar type switches be of sufficient magnitude to prohibit their use in the high frequency portions of circuits. (4) Could particulars be given so that condensers having the following values may be constructed—0.05, 0.025 and 0.021 mfds.

(1) The wavelength range over which you will be able to tune will depend largely upon the self-capacity of your receiver, but we suggest from 100 to 4,500 metres. (2) A suitable tuned anode coil would be 4" in diameter and 6" long, wound full of No. 32 D.C.C., with 15 tappings. The reaction coil may be constructed to revolve inside the 4" tube, and should contain 100 turns of No. 32 D.C.C. (3) It is not a very good practice to connect Dewar type switches in the high frequency portions of wireless receivers, but there is no objection to using special anti-capacity type switches, which may be purchased. The ordinary Dewar type switch is quite useful for switching the low frequency portions of wireless receivers. (4) The condensers could be made up as follows (mica 0.002" thick):—

- 0.05 mfds. 51 foils with an overlap 12 x 8.5 ems.
- 0.025 mfds. 26 " 5 x 4 "
- 0.01 mfds. 13 " 5 x 4 "
An Outstanding Instrument

In common with all the TINGEY Broadcast Receivers, this

THREE VALVE
BROADCAST RECEIVER

is distinguished by its uniform efficiency, its simplicity of operation, and the clarity and strength of the reception it gives. In addition, it is readily adaptable for further amplification when required.

The wavelength range—300-3,000 metres—embraces the wavelengths of all the British and Continental Broadcasting Stations. The set comprises 1 H.F., 1 H.F. and Rect., and 1 L.F. Amplifying Valve.

All TINGEY Valve Apparatus is duly licensed under Marconi Patents for Amateur use in Great Britain, and all Broadcast Receivers bear the B.B.C. stamp.

Illustrated Catalogue of 1, 2, 3, 4 and 5 Valve Broadcast Receivers and Experimental Unit System with all accessories, post free 6d.

92, QUEEN ST., HAMMERSMITH LONDON, W.6.

THE PERFECT VALVE BATTERY

HART LOW TENSION
BATTERIES
“MEG” TYPE IN GLASS.

Made in 4 and 6 volts of 20, 30, 40 and 50 Amp. Hours (actual) Capacity.

The plates in these Batteries are contained in GLASS BOXES with sealed ebonite lids, terminals and screwed vent plugs.

The cells are fitted in strong waxed teak crates with rubber feet as illustrated, and are insulated from the crate by rubber buffers.

NO CELLULOID IS USED IN THE CONSTRUCTION OF THESE CELLS.

HART ACCUMULATOR CO., LTD., STRATFORD - LONDON, E.15.
The "BROWN" LOUD SPEAKERS
With New Improved Curved Horns

The requisites of a Loud Speaker are pure tone, clear articulation, and good volume of sound. The "BROWN" Loud Speakers possess these qualities, and they are enhanced by the new improved curved horn.

The New Horn of dull blacked aluminium used with both H.1 and H.2 is constructed on the logarithmic law of increasing openings and is acoustically perfect.

THE "BROWN" MICROPHONE AMPLIFIER

This Amplifier magnifies signals, speech or music, without distortion, and is of considerable interest to amateurs and scientific investigators. This magnification is much greater than that obtained from a two-valve amplifier. In construction, this instrument is much more robust than other relays.

This instrument satisfies the urgent demand for a reliable, inexpensive amplifier, which the most inexperienced amateur can use, and which the most experienced requires. The necessary transformers are included in the base.

OBTAINABLE FROM ALL WIRELESS DEALERS.
Illustrated Catalogue of our Headphones, Loud Speakers & Amplifier post free from

S. G. BROWN, LTD.
London Offices and Showrooms (RETAIL ONLY)
19, MORTIMER ST., LONDON, W.1
TRADE COMMUNICATIONS ONLY TO
HEAD OFFICE & WORKS: VICTORIA RD., NORTH ACTON, LONDON, W.3

Telegrams—"Sibrownia, London." Telephone—Chiswick 312/313.

Sole Agent for the Argentine—Horacio D. Guerrero, Las Heras, 2456, Buenos Aires.
O.H.M. (Bloemfontein) submits a diagram of his receiver and asks (1) Why results are unsatisfactory. (2) How many plates should be used in connection with 0.01 mfd. fixed condenser. (3) For a circuit diagram showing how to cut out H.F. and L.F. amplifiers.

1. The diagram of the tuning panel is correct; also the connections of the amplifier. The probable reason why you do not hear signals is due to the tuning arrangements not being properly proportioned. We cannot help you much without a knowledge of the wavelength of the signals you wish to receive. If “R” type valves are used the L.T. should be 6 volts and the H.T. 90 volts.

2. A 0.01 mfd. fixed condenser may consist of 17 plates, each plate having an overlap of 2° to 1°. The mica should be 0.002” thick.

3. Diagrams showing how high and low frequency valves may be cut in or out are given in most issues of this journal. Why not choose a circuit and rewire your receiver according to the connections given. A large number of suitable circuits have appeared in the last few issues.

G.R.E.G. (Coulson) asks (1) With reference to the circuit given on page 883, September 30th issue, what would be a suitable reaction coil to be coupled to the secondary of the first H.F. transformer. (2) How would three potentiometers be connected, one for the H.F. valve, one for the detector, and the other for the L.F. valve. (3) What is a suitable size for the variable condenser which tunes the primary winding of the H.F. transformers. (4) Which valves are recommended.

1. We suggest you wind 150 turns of No. 38 S.S.C. on a former 2¼” in diameter containing a slot ½” deep and 1½” wide. The reaction coil should be fitted so that it will slide close to the surface of the plug-in transformers. (2) Potentiometers are quite easily connected. They should be joined across the L.T. battery, and the grid connections of the H.F. valves should go to the sliding contact of one potentiometer. The grid leak of the detector valve, instead of going to the plus or minus L.T., should go to the sliding contact of the second potentiometer. The sliding contact of the third potentiometer should be connected with the filament connection of the L.F. transformers. The method of connecting potentiometers is given in most issues. In particular we would refer you to page 601 January 3rd issue. (3) The primary of the H.F. transformer may be tuned with a variable condenser having a maximum value of 0.002 mfd. (4) We suggest you use “R” type valves.

E. (Northumberland) — With reference to the diagram submitted we would point out that this is a theoretical diagram, and many practical features are absent. If you have not had previous experience with this type of super-regenerative receiver, we think it would be better if you constructed a receiver from particulars given in this journal from time to time. In particular we would refer you to the article which appeared in the issue of September 2nd, page 711, and the articles by Mr. Harris in the issues of October 21st and 28th.

In the diagram referred to, the coils L1 and L2 may be in ordinary tapped loose coupling. The coil L3 is a reaction coil. The circuits A and B are coupled with the valve, so that a frequency of the order of 30,000 cycles per second is produced. The circuit A should therefore contain a large variable condenser and a large coil. It would be found difficult to remove a continuous hum from the receivers because of the absence of choke coils and filter circuits. In addition, a receiver of this kind must not be connected with an open aerial, but with a frame aerial, which must not exceed a certain size.

R.B. (Falkirk) asks (1) For particulars of a 10,000 a grid leak to be wound with No. 39 Eureka wire. (2) For dimensions of basket coils.

1. No. 39 Eureka wire has a resistance of 5.75 ohms per thousand yards; 70 yards wound on a cylindrical former will therefore be suitable as a potentiometer. It is not essential to use two potentiometers, although there is a certain advantage in using two potentiometers, as shown in the sketch on the attached sheet. (2) We suggest you wind the basket coil former with 35, 50 and 60 turns of No. 24 D.C.C., and for higher wave-lengths use more turns with the finer wires. The exact number of turns is a matter for experiment.

The three given should be suitable for use as the main coil, closed circuit coil, and reaction coil. The anode coils could each have 80 turns of No. 30 D.C.C. The voltage of the grid cells shown in the diagram on page 601 depends entirely upon the anode potential used, but two or three cells will be satisfactory. Only a coarse adjustment need be provided, and no potentiometer is required.

J.R.M. (Durham) submits a diagram of connections of his receiver and asks for advice.

We have examined the diagram submitted, and the connections are correct. As you live so close to the Newcastle Broadcasting Station, you will find it a difficult matter to successfully tune in the transmissions from far distant broadcast stations while the Newcastle station is operating. We suggest you use a closed circuit which will give you fine tuning. To reduce noise, we suggest you connect the 2 mfd. condenser across the H.T. battery, which will reduce noises due to the internal resistance. If you are situated near the tram lines or a power plant, you may hear a noise due to induction and earth currents. The earth appears to be quite satisfactory. All connections of the receiver should be soldered and not merely held down with screws or terminals. It is quite safe to use a 6 volt accumulator with Marcello "V24" type valves, but of course a filament resistance should be used, and a little should always remain in circuit. The capacity values are suitable, and best results are generally obtained when plug-in coils are used. The reaction coil should be coupled with the high frequency transformer. If the high frequency transformer is of the plug-in type, a reaction coil having 100 turns should be wound in a former similar in shape to the plug-in transformer, and it should be mounted so that it will move close to the face of the plug-in transformers.

D.G. (Selby) wishes to receive the broadcast transmissions and asks whether the diagram referred to is suitable.

The diagram referred to (Fig. 4, page 615, February 3rd issue) is very suitable for your purpose, and you should be able to operate a loud speaker comfortably. The receiver referred to above with a 0.0005 mfd. condenser, should be coupled with the high frequency transformer. The high frequency transformer is of the plug-in type, and
the reaction coil may consist of 100 turns, wound in a former similar to that of the high frequency transformer, and it should be constructed so that it will move close to the transformer, so that the coupling is variable. If it is desired, a three-coil holder may be used, in which case the reaction coil will be one outer coil of a three-coil holder. The switching arrangement shown in the figure referred to will enable you to switch out any valve except the detector valve, which of course must always remain in circuit. The switch indicated is a double-pole throw-over switch. With the switch in the left-hand position, the valve is cut out, and the filament is disconnected at the same time. Small switches may be purchased mounted on porcelain, and these should be dismantled and the switch parts mounted upon the ebonite panel. This type of switch is very serviceable, and furthermore, no losses are brought about through its use. Suitable values are given in the diagram. The grid condenser and leak should have values of 0.0005 mfd. and 2 megohms. The closed circuit condenser has a value of 0.0005 mfd. The L.T. and H.T. voltages should be 6, and variable up to 50 volts respectively.

"F." (N.22) submits a diagram of his receiver and asks for suggestions.

(1) The diagram submitted, in which a crystal detector is used as the rectifier is correct, and the values of the components are suitable. If the tuning condenser which was connected across the anode coil had a maximum value of 0.0005 mfd., signals should be expected to be rather weak. The tuning condenser used in this position should be as small as possible to secure good amplification, and it would be found tuning is very much sharper. The anode coil should be larger than the aerial coil. Difficulty is sometimes experienced in getting the crystal to rectify properly, and its position should be changed from one side of the transformer to the other.

"C.P." (Surrey) submits a diagram of his receiver and asks whether the wiring and components are correct.

We have examined the diagram submitted, and we suggest that when receiving the broadcast transmissions you short circuit the reaction coil which is coupled with the closed circuit coil. The circuit, apart from this, is correct. We suggest you wind basket coils on a former 2" in diameter, with 13 spokes, having 40, 50, 60 and 80 turns of No. 22 D.C.C. The correct number of turns to be used will depend upon the size of the aerial. The low frequency inter-valve transformer may have a primary winding of 1,000 turns of No. 42 S.S.C. wire and the secondary may be 25,000 turns of No. 44 S.S.C. wire. The primary winding should be wound on first.

"W.B.G." (Shrewsbury) submits a diagram of a speaker amplifier and asks for advice.

We have examined the arrangement submitted, and the principle of the circuit is correct. The correct ratio of the transformer winding should be determined by experiment. If an "R" valve is used and an ordinary post office microphone we suggest a ratio of about 40 to 1, the primary winding consisting of 150 turns of No. 22 S.C.C. However, when winding a transformer, we suggest you make taps on the secondary winding, so that the step-up ratio may be varied, and the taps which give the best results found. The core may consist of a bundle of iron wires 4" long, built up to a diameter of ½". The secondary winding could be of No. 40 S.S.C. copper wire. Only one battery need be employed for the valve and the microphone circuit.

"H." (Nuneaton) has a C Mk. III type amplifier, and asks whether it may be used in conjunction with his receiving set.

The C Mark III type amplifier may be used as a note amplifier if desired. The input circuit of the amplifier, which includes a transformer, is connected to the anode circuit of the last valve of your receiver. We do not, however, recommend the use of so many low frequency connected valves. It would be better if you rearranged the circuit, using two high frequency, one detector, and two L.F. valves. A number of arrangements are given in the journal from time to time. When using the amplifier, connect L.T. and H.T. batteries may be used, provided - H.T. is connected with the same side of the L.T. battery in each case. We suggest you examine the Mark III amplifier and notice whether the H.T. minus is connected with + or L.T., and make an alteration if necessary, but the receiver is quite simple to operate, as it is an ordinary note magnifier.

"J.M." (Southport) wishes to receive the broadcast transmissions and asks for advice.

We suggest you employ a five-valve receiver, comprising two high frequency, one detector and two L.F. valves. The aerial attachment referred to is often very suitable, but whether or not it would be successful in your case depends largely upon local conditions. To secure satisfactory operation, we suggest you use an aerial and a closed circuit, and use the tuned anode method of high frequency amplification. The method is explained in a number of issues of this journal, and diagrams are given from time to time. You will have no difficulty in making a suitable choice if you wish to construct the receiver also.

"W.G.M." (Bristol) asks why he finds difficulty in receiving the London broadcast transmissions.

We believe it is often difficult to receive the broadcast transmissions from certain parts of the country, but as you hear the transmissions from other broadcasting stations we do not think you are so situated that the London transmissions should not be heard. We consider the difficulty is simply one of tuning. From the table submitted, it appears that the aerial circuit will tune down to the required wavelength, but the high frequency transformer will not. We suggest you use another transformer which will enable you to reduce the wavelength sufficiently. At present we do not think you are tuning down to 300 metres, although the ship stations are heard working. We suggest you build another transformer with a few less turns than the 180 to 300 metres transformer which you are using at present. We shall be glad to know whether the addition of the smaller wavelength high frequency transformer enables you to hear the London station, because we believe difficulty is often experienced while other broadcasting stations are in operation.
WIRELESS APPARATUS for the MERCANTILE MARINE

STATIONS FOR PASSENGER AND OTHER VESSELS SUPPLIED, INSTALLED AND OPERATED UNDER YEARLY MAINTENANCE CONTRACT BY

THE MARCONI INTERNATIONAL MARINE COMMUNICATION Co. Ltd
Head Office: MARCONI HOUSE, STRAND, LONDON, WC2
BRITPHONE No. 3

A three-valve Receiver of very excellent performance, consisting of one H.F. stage, one detector, one low frequency, conforming in every way with the P.M.G. requirements, and bearing the British Broadcasting Company's mark.

The most efficient form of high frequency amplification possible is used, and the whole design of the instrument is one which gives the maximum efficiency over a large band of wavelengths with perfectly simple and noiseless operation.

The valves are mounted behind the panel, inspection windows being provided, thus preventing damage to valves and minimising the glare effect while operating the receiver. A socket is provided into which BRITWIRE coils can be inserted, enabling the reception of telephony from Hague, Paris, Berlin, etc. Range on Broadcasting, 100 to 130 miles under normal conditions. The receiver is mounted in a well-finished highly polished mahogany case and can be used in an upright or flat position.

PRICE including B.B.C. Royalty £25:4:0

Illustrated Catalogue 3d. Post Free on request.

BRITISH WIRELESS SUPPLY CO. LTD.

Head Office—6, BLENHEIM TERRACE, LEEDS.

London Showrooms—64, Frith Street, W. (off Shaftesbury Avenue)

DEMONSTRATIONS DAILY.

And at—18, Eldon Square, Newcastle.
4, Pembroke Square
Above Bar, Southampton.
11, Church Street, West Hartlepool.

Newcastle-on-Tyne, City 360
8, Corporation Street, Belfast.
8, Corporation Street, Belfast.
26, Newport Road, Middlesbrough.

Exide

THE LONG LIFE BATTERY

THE Principal Wireless Manufacturers standardise Exide Batteries with their valve receiving sets. They know what disappointment can be experienced by users of inferior batteries. Exide Batteries are used all over the world, in Submarines, on Motor Cars, Aeroplanes, and for all wireless purposes. They retain their charge for long periods, do not froth, and give longest life.

THEY ARE USED BY THE BRITISH BROADCASTING COMPANY FOR TRANSMISSION.

INSIST ON AN EXIDE FOR YOUR SET.

Obtainable from Wireless Dealers and Exide Service Agents throughout the country. If in any difficulty WRITE US.

THE Chloride ELECTRICAL STORAGE COMPANY LIMITED

219-229, SHAFTESBURY AV., W.C.2
Clifton Junction.
58, Dale End.
Nr. MANCHESTER. BIRMINGHAM.
and asks how it should be connected to operate a Morse inker.

Terminals D and C should be connected in series with a battery, and the Morse inker, and terminals E and B should be connected with the last valve of your valve receiver.

P. O. (Dingwall) asks (1) Whether the proposed method would be suitable for making comparison tests between tapped inductance coils and plug-in coils. (2) Would the arrangement require a second condenser for the secondary circuit. (3) Could we supply the name of a firm which supplies Gambrel plug-in coils. (4) What capacity condensers would be suitable for the above arrangement.

E. S. (Leeds) asks (1) The house lighting may be used as the H.T., although care must be taken not to earth any portion of the wireless receiver which is connected with the H.T. A large capacity condenser should be connected across the supply. (2) The difference between a power amplifier and a low frequency amplifier is supplied with electricity from the accumulators. (2) What is the difference between a power amplifier and a low frequency amplifier.

A. B. D. (Cambridge) asks (1) Whether the house lighting may be used for the high tension. The house is supplied with electricity from the accumulators. (2) What is the difference between a power amplifier and a low frequency amplifier.

(1) The house lighting may be used as the H.T., although care must be taken not to earth any portion of the wireless receiver which is connected with the H.T. A large capacity condenser should be connected across the supply. (2) The difference between a power amplifier and a low frequency amplifier is principally due to the valves used. A power valve is able to control more power than an ordinary receiving valve. A higher anode voltage is used, and the energy supplied to the filament is greater. Negative volts are connected with the grid circuit.

N. E. K. E. (London, E.5) asks (1) Whether the proposed arrangement submitted is suitable. (2) For a diagram of a five-valve receiver—two high frequency, one detector and two L.F. valves—with switches to cut out the valves. Three panels are required: one for the tuning arrangements, one for the high frequency valves, and the other to contain the detector and two L.F. valves.

(1) The diagram submitted is correct, although no secondary circuit is used, and the reaction coil is coupled with the aerial coil. We suggest you use a secondary circuit and connect the A.T.I. and A.T.C. in series when receiving short wavelength transmissions. (2) A suitable diagram was given in Fig. 7 on page 646 of Feb. 10th issue.

Amateur (E.8) asks (1) What is the usual ratio between the turns of the primary, secondary, and reaction coils as usually connected in a three-coil holder. (2) Is there a formula for calculating the inductance of a coil. (3) Is there a suitable formula for calculating the inductance of frame aerials.

(1) The aerial tuning condenser is in series with the A.T.I., the latter will be the largest coil; the secondary coil a little smaller, and the reaction coil will have a size depending upon the type of aerial. If reaction effects are desired, we suggest you connect a reaction coil in the anode circuit of the L.F. valve. (3) With a circuit of this description, it will not be found necessary to use balanced crystals. (4) "R" type valves may be used throughout.

C. E. P. W. (Ealing) submits particulars of a number of tuning coils and asks (1) To what wavelength will the tuning arrangements be limited. (2) How many turns are to be wound on a 2" former for a 300/500 H.F. transformer. (3) Is the secondary coil and three-coil tuner larger than the A.T.I.

(1) The coils will tune to the following wavelengths:—600, 1,800, 3,500 and 5,000 metres. (2) We suggest you wind the primary and secondary with 180 turns of No. 38 S.S.C. wire. (3) When the aerial tuning condenser is connected in series with the A.T.I., it is found that the A.T.I. is larger than the secondary tuning inductance. When the aerial tuning condenser is in parallel with the A.T.I. the closed circuit inductance may be a little larger.

F. M. W. (West Hartlepool) asks (1) How many hours it is safe to discharge the accumulator. (2) What method may be employed to determine whether the accumulator is discharged. (3) Using four 16 candle power carbon filament lamps in parallel connected with 230 volt D.C. mains, approximately how many hours would the accumulator be left in charge.

(1) The accumulator should not be discharged for longer than about 30 hours. (2) The accumulator is discharged when the voltage per cell drops to 1.8, and should immediately be taken from the circuit and placed on charge. (3) The accumulator would have to be connected for 50-60 hours. We suggest you employ larger candle power lamps; for example, four 50 candle power would allow a much larger charging current to flow through the accumulator and the charging rate would be reduced to about 25 hours. The instructions given by the makers of the cells should be carried out.

N. B. (Broughty Ferry) asks (1) What is the wavelength range of the tuner is approximately from 100 to 8,000 metres. (4) A suitable diagram is given on page 614, Fig. 2.
with the aid of any of the inductance formulae. The inductance of a frame aerial is largely affected by the spacing of the wires. We would refer you to a book entitled "The Calculation and Measurement of Inductance and Capacity," by Nottage. (3) We would refer you to an article on frame aerials which will shortly appear.

"NO GOOD" (West Kensington) asks (1) Whether the diagram submitted is correct.
We have examined the diagram of connections submitted, and provided the tuning arrangements are satisfactory, the circuit should work well. You may find it an advantage to use a grid condenser having a value of 0.0003 mfd, with a grid leak of 2 megohms. The grid windings of the L.F. transformers should be connected between T.T. minus and the grid.

"F.E.B." (Brighton Hill) asks (1) If the aerial is well insulated at each end, is it necessary to insulate the aerial mast which is made of metal. (2) Should metal aerial mast be provided with lightning arresters. (3) Which is the most economical method of adding a lightning conductor to a metallic mast. (4) Is a wooden mast considered more efficient.

(1) It is not necessary to insulate the aerial mast from the ground, but it is generally advisable to insert insulators in the stays which are fastened with the aerial. One or two insulators will be sufficient in each stay wire. (2) and (3) It is not necessary to provide a lightning conductor to a metal aerial mast. (4) From a wireless point of view there is not much to choose between a metal and a wooden mast. If a transmitter is used with an aerial which is supported by a metal mast a small loss may occur, but the loss is not serious.

"W.H.D." (Felixtowe) submits a diagram of his receiver and asks (1) How to stop a severe cracking noise which is heard in the telephones. (2) Whether improvements can be made to the wiring. (1) and (2) We have examined the diagram of connections and the circuit is correct. The cracking noise is probably due to the H.T. battery being run down. A large condenser with a value of the order of 2 to 4 mfd, should be connected across it. If this does not cure the trouble, we suggest you try a new H.T. battery. (3) A suitable diagram is given in Fig. 6 on page 645 of Feb. 10th issue. The H.F. cut-out switch and the provision for plug-in telephones into either of the L.F. valves can be dispensed with. (4) With the proper use of the three-coil holder, and with the H.F. valve mode circuit tuned sharply you should not experience interference due to spark station.

"THEBES" (East Grinstead) submits a diagram of a receiver, and asks if the circuit is correct.
The diagram of connections is not correct. The H.F. valves should be added between the A.T.I. and the detector valve as shown in the diagrams which appear in most issues of this journal.

"G.O.B." (London, E.C.2) submits a diagram of connections, and asks (1) Whether the circuit is suitable. (2) Should switches be fitted for cutting out valves when listening to near-by transmitting stations.

(1) The circuit is quite correct and is a standard one. It is advisable to use switches for the purpose of cutting out valves when listening to strong signals. The arrangement is given in most issues of this journal. We would point out that the closed circuit tuning condenser should have a maximum value of 0.005 mfd., not 0.001 mfd.

---

SHARE MARKET REPORT.

Prices as we go to press on March 15th, are:

- Marconi Ordinary ...
- Preference ...
- Debentures ...
- Inter. Marine ...
- Canadian ...
- Radio Corporation of America ...
- Ordinary ...
- Preference ...

£13 0
2 6 0
108 0 0
1 8 6
11 4
17 6
14 9
For receiving vocal and instrumental items you must have

**MULLARD “ORA” VALVES**

to get the best results.

**Oscillates Rectifies Amplifies**

Specially recommended where good amplification is required.

The “Ora” Valve requires about 3.8 volts on the filament and 30 volts or over between the anode and filament for efficient results.

Standard Price *15/-* each.

**IMPORTANT NOTICE.**

The great demand for Mullard “ORA” Valves and other accessories has compelled us to open much larger works. A greatly increased output is now available.

**The Mullard “R” Valve**

is now reduced in price from *22/6* to *17/6*

**THE MULLARD RADIO VALVE CO., LTD.,**

(Dept. W.W.) 45, Nigetingale Lane, Balham, S.W.12

Contractors to H.M. Admiralty, War Office, Royal Air Force and Post Office.

"As good as Brandes"

Get the best out of your Receiving Set by using a Brandes "Matched Tone" Headset—the 100% satisfaction phone.

A Receiver is only as good as the headset used with it permits it to be; it is imperative, therefore, that you use Brandes "Matched Tone" Headsets and know that you are getting only the best results.

Ask your Dealer for them.

MADE IN ENGLAND AND BEARS B.B.C. STAMP.

CANADIAN BRANDES LIMITED
105, Great Portland Street, London, W.1

Trade enquiries invited.
All the Broadcasting has to offer, from weather reports to opera, is brought into your home with

**G.R.C. RECEIVING EQUIPMENTS.**

So careful has been the manufacture of G.R.C. apparatus since its inception, that radioists everywhere proclaim it the standard by which to measure all Broadcasting Receiving Equipment.

Our Free Book “A Radiophone in every Home” will tell you why—WRITE for it.

*M.R. DEALER.—G.R.C. products are distributed through the recognised trade channels—standardize on G.R.C. Sets and parts and eliminate dead stock, inefficient apparatus and costly returns.*

**G.R.C. 16** 7-Valve Set.

---

**GENERAL RADIO COMPANY**

**TWYFORD ABBEY WORKS, ACTON LANE, HARLESDEN, N.W.10**

*Telephones: Willesden 3035 (3 Line). Showrooms: 175, Great Portland Street, W.*

FILAMENT FUSES

Following out our policy of providing users of Radio Apparatus with new and reliable accessories, we have developed the " Polar " fuse after a long series of tests and experiments. We are now able to offer them to the Radio public with entire confidence that they will be found to afford an infallible protection for valve filaments, protecting them equally from H. T. shorts, from excessive L. T. currents, and from the effects of suddenly applied currents when the filaments are cold.

They will carry continuously currents considerably in excess of those for which the appropriate valves are designed, but they will infallibly burn out before the danger point is reached by the valve filament, no matter what voltage is employed or how it is applied.

We believe they will prove a boon to the experimenter for whom the destruction of an expensive valve is often the result of momentary carelessness, such as can hardly be avoided particularly when using bare wires for temporary connections.

Fit "Polar" Filament Fuses (1) on your H. T. Circuit, and ensure both your valves and batteries against the effects of shorts circuits. (2) On all your L. T. Circuits, and ensure your valves against destruction by high currents or by sudden switching on.

"POLAR" FUSE HOLDERS.

Standard Fuse Holder, with nickel-plated spring clips on polished base. Price 2s. each, Postage 2d.

All fuses are the same size (3/4 x 1/4 diameter), and are clearly marked.

CAPACITIES—"A" to carry currents up to 2 amp. continuously. For low current valves and for H. T. circuits.

"O" to carry currents up to 2.5 amp. continuously. For " ORA " and similar valves.

"R" to carry currents up to 3 amp. continuously. For " R " type and similar valves.

PRICES—Single Fuses 7d. each. Half Dozens 3s. Dozens 7s. Packing and Postage 3d. each.

THE RADIO COMMUNICATION CO. LTD

Suppliers of the G.P.O. Installations at North Foreland (G.N.F.) and Seathorpe (G.L.V.), of Coastal Stations for various Colonial Governments, and of Ship's Radio for most of the Great Shipping Companies.

34/35, NORFOLK STREET, LONDON, W.C.2

BRANCHES—NEWCASTLE—17 Sandhill,
GLASGOW—116 Hope Street,
LIVERPOOL—67 Dale Street,
SOUTHAMPTON—19 Queen's Terrace,
ABERDEEN—5 Hadden Street.
Two-valve Broadcast Receiver,
Price £18 18 0

With this set all Broadcasting Stations can be received with an average aerial.

This Two-Valve Broadcast Set is the result of careful experiment; we claim that in results it is superior to any other Two-Valve Broadcast set on the market.

This set has one high frequency valve which enables long distance telephony and music to be received, the second valve being a detector valve. A variable condenser controls the main tuning inductance. Internal coils are embodied in the set which enable the user to get all wavelengths up to 1,000 metres. Plugs are provided so that higher wavelengths up to 30,000 metres may be obtained by means of duolateral coils.

The dial marked "reaction" controls the reaction which is of such a nature that oscillations cannot be emitted from the aerial.

Accessories at competitive prices.
Illustrated Catalogue 3d. post free.

LESLIE McMICHAEL LTD.

179, Strand (Corner of) London, W.C.2

Hastings House,
Norfolk St., Strand, London, W.C.2

GREAT BARGAIN OFFER

4,000 ohm PHONES (NEW)
at 19/6 Per Pair.
Postage 9d. extra.
Fitted headbands and cords, beautifully finished, thoroughly efficient. Each pair carefully packed in box. SATISFACTION GUARANTEED.

BROADCASTING RECEIVING APPARATUS.
The "JOYPHONE" (Reg. No. 0138) approved type, 2 Valve Set, complete from:

£15 : 0 : 0

Special Offer at Reduced Prices of our

NEW INTERVALVE TRANSFORMER

Owing to the unexpectedly large sale of these instruments we are enabled to reduce the price to "Wireless World" readers to:

12/4
Postage 3d. extra.
Fitted with panel fixing plate and earthing wire for iron core. Fully tested.
Ratio 5 : 1.
All valve apparatus manufactured by us is duly licensed under Marconi Patent for amateur use in Great Britain.
Approved by Postmaster-General.

J. LIPOWSKY & CO.

34, OLD FORD ROAD,
BOW :: LONDON, E.I

Near Old Ford Station E.R.
Telephone: EAST 3846.
Nos. 8 or 30 Bus.
THE GRAMAPHIX
LOUD SPEAKER

We have a large stock of Component Parts and Materials. Demonstrations given free.

Established 1828.

Bronze Medal 1884.
Gold Medal 1890.

This is a most efficient device to which the ordinary headphones are clipped and the Gramaphix mounted on the tone arm of a gramophone. Straight or curved horns are supplied to fit from 8", the Gramaphix 10", making a complete loud speaker for 17/-. Postage 9d. extra.

RICHARD MELHUISH, LTD.

TOOL, MACHINE & HARDWARE MERCHANTS, ELECTRICAL ENGINEERS

Telephone--- 1611 (3 lines) Holborn.

50, 51 & 84, Fetter Lane, E.C.4

Telegrams--- "Workfolk, London."

T.E.C. High Tension Dry Batteries
for WIRELESS SETS

NORMAL SIZE, 15 Volts.
NORMAL SIZE, 50 Volts
GIANT SIZE, 15 Volts.

Block Batteries (in two sizes) for 10, 15, 25, 36, 50 and 60 Volts.
Supplied with fixed voltage or with Tappings in 3-Volt or 6-Volt Steps.
T.E.C. Patent Coil Contact System of 4.5 Volt Units for building up H.T. Batteries to any voltage required.

Complete Illustrated Price List on Application.

THE EFANDEM CO., LTD., FALLINGS PARK WORKS,
DRY BATTERY MANUFACTURERS
WOLVERHAMPTON

Telegrams---EFANDEM, WOLVERHAMPTON.

Telephone---1123 (2 lines)
The essential part of the Receiving Set is the Valve.

EDISWAN VALVES
by their actual performance have proved themselves to be the best on the market for sensitivity, silence in working and robustness.

Type A.R. 15/- each.
Type R. 17/6 each.

Why not send us your name and address? We can probably tell you something of interest regarding wireless matters. Ask for Leaflet S when writing.

CLEAR reception of true tone values, without distortion, is what one gets with the "Trutone" Crystal Broadcast Receiver. Just the Set that supplies Radio enjoyment to those who do not care for the technicalities and complications of the more expensive apparatus. The name "Trutone" on the set you buy is your guarantee of good value.

RADIO CATALOGUE FREE.

We will send you absolutely free of cost our 24 page catalogue, brimful of bargains for wireless experts and amateurs, on receipt of request. Send for it to-day.
To WIRELESS SET MANUFACTURERS

WE ARE MAKERS OF ALL CLASSES OF CABINETS, BOXES, AND TURNERY FOR WIRELESS SETS

Your Enquiries are solicited.

DELIVERY GUARANTEED. PROMPT EXECUTION

Caxton Wood Turnery Co.

(Proprietor - WALTER HADDON)

Wood Turners for BRUSH RUBBER, ELECTRICAL and SMALL-EDGE Tool Trades

REPETITION WOOD TURNERY for all Trades by Automatic Machinery

Address all Enquiries to:

Caxton Wood Turnery Co., Market Harborough

Telegrams and Cablegrams: HADDON, MARKET HARBORO. Telephone: MARKET HARBORO' 59
E. J. GALPIN'S GREAT WIRELESS SALE

NOTICE.—The following lines are being cleared out at the lowest prices possible and trade discount cannot be allowed at the following prices. All goods carriage paid unless stated.

SIMPLEX TELEGRAPH SETS, in polished cases, guaranteed new and perfect, containing high-class Relay, Galvanometer, Translating Sounder and Duplex Key, fitted Change-over Switch, all platinum contacts intact. Only new sets in stock, and these cost £00 each. My price to clear, £5 each, carriage paid.

CHARGING AND LIGHTING SWITCHBOARDS, 40 volts, 15 amps., double pole and single pole Change-over Switches, two Rotary Switches, Fuses, etc., magnetic moving coil meters etc., mounted on polished slate. Cost £75 each. Packed free on rail, £3 10s. each.

LEADING-IN WIRE.—New, best gutta-percha, 19/33 flexible. 2s. 6d. per doz. yards, £14 per mile.

TELEPHONE MICROPHONES.—Very sensitive. 1 6 each. To clear, 15 - per doz.

2 Mf. CONDENSERS.—New. 1 6 each. 15 - per doz.

0136 MANSBRIDGE CONDENSERS.—6d. each. 5 - per doz.

THORNTON-PICKARD AEROPLANE CAMERAS.—Without lenses, fitted with hand operated quick change plate magazine, 1/plate size, three mahogany dark slides, each containing one dozen plate holders, the whole fitted into green baize-lined box 20" x 14" x 11". These cameras are worth £10 each as they are. Price, including case, £1 each, carriage paid.

TWIN NOTE FULLERPHONE BUZZERS.—Four terminals, three platinum contacts. Quiet tone, high note. 3 - each.

1" STERLING SPARK COILS.—In case, with strap handle, fully complete, with patent adjustment for trembler. All in new condition. 10 - each.

1" STERLING COILS.—Tremblers missing. 4 6 each. Post, 6d.

AMPMETERS MOVING COIL.—0-10, switchboard type. 12 6 each.

HOT WIRE AMPMETERS.—1 to 5, switchboard type. 7 6 each.

VOLT METERS.—Moving coil, switchboard type. 0-50. 12 6 each. Post, 1 -.

G.P.O. GALVANOMETERS.—10 - each.

DEWAR SWITCHES.—One way. To clear, 1 9 each.

MORSE PRACTICE BUZZERS.—With tapping key. 5 - each.

USEFUL SCRAPS.—Consisting of wire, ebonite, odd receivers, cases, screws, etc., etc. 9d. per lb. Cost of carriage, 7 lbs. for 1 -.

WHITE ADHESIVE TAPE.—New, by Dunlop Rubber Co. 24 yd. coils. 6d. per coil. 5 - per doz. coils.

AERIAL TUNING COILS.—In case, containing 10 coils each, wound on 7" ebonite tube, 3/16" thick, covered by another ebonite tube same thickness, double silk covered wire. Coils are of graduated diameters. Size of case 3" x 15" x 10". Price 30 - each, carriage f.d.

D III HAND PHONES.—Containing one 130 ohm ear-phone and one microphone. 3 6 each. Post, 6d.

500 Ohm. CHOKE COILS.—Make good telephone transformers. 1 6 each.

9-CYLINDER AEROPLANE MAGNETOS.—Complete less contacts. 12 - each. Post, 1 6.

PANEL.—Containing eight knife switches, single pole change over. Heavy copper. 15 -.

MORSE TAPPING KEYS.—Good points. 2 6 each.

IGNITION COILS.—Less contacts. 5 - each.

CHARGING RHEOSTATS.—Iron cased, polished slate panel front. £1 each, carriage forward.

E. J. GALPIN
16 LOAMPIT HILL, LEWISHAM, LONDON, S.E.13
CABINET WORK

WOUND COILS
INSULATORS
PARAFFIN WAX
WIRE :: ETC.

Send for latest list.

H. JOSEPH & Co.
96 VICTORIA STREET, S.W.1
TRADE ONLY.

ACCUMULATORS
(CELLULOID)
Best British make, Guaranteed

EXCEPTIONAL
STOCKTAKING BARGAINS

4 volts 60 amps. 19/6 (usual 35/6)
4 " 80 24/- 42/-
4 " 100 27/6 48/6
6 " 60 29/6 53/3
6 " 120 in Teak Box 58/6 110/-

APPROVAL
against cash. Carriage forward.

H. SMYTH, LIMITED
53, Museum Street, Bloomsbury, W.C.1

Are you satisfied with your long-range reception? You
will be surprised to find how much better results you get
when you use Autoveyors' SUPER-INSULATED A E R I A L W I R E
7/25 S.W.G. best tinned copper, stoutly covered with
rubber, jute and braiding.

1d. PER FOOT
delivered post free in U.K. within 48
hours of order. Cash with order. Postal Orders and cheques should be
crossed " & Co. / " and made payable
in Great Britain.

AUTOVEYORS, LTD
Radio Engineers & Contractors,
84, Victoria Street, LONDON, S.W.1
Special terms to Trade. Write for Mail Order Catalogue.

Steel Tubular Masts

1 light, Strong, and Easily Erected,
made in 10' ft. sections of best
Wireless Steel Tube. A good

Aerial will add the power
of another Valve to your
Receiving Set.

Each Mast is complete
with Halyard and Polocy,
Steel Guy Lines, Shell-type
Insulators and Buckles
for each Guy Line, Base
Plate, Peg and Fimal, 4
Ground Anchors of 14 ins.
angle iron, fitted with Ring
for Guy Lines. Parceled
ready for erection.

List free.
trade Supplied.

ABBAY, ENGINEERING WORKS,
WATTON, NORFOLK
BROWN'S

"Featherweight"

HEADPHONES

British and Best

The Finest Headphones Procurable for

30/-

This price is for one pair of either 120 or 4000 ohm 'phones, including cords of good quality.

OBTAINABLE FROM ALL WIRELESS DEALERS.

Catalogue Post Free.

TYPE F. "Featherweight."
Actual weight, including cords, is 6ozs. only

S.G. BROWN, Ltd.

A NEW ORMOND LINE

HIGH IN QUALITY

3/6 EACH

LOW IN PRICE

3/6 EACH

ORMOND ENGINEERING CO.

199 PENTONVILLE ROAD, KING'S CROSS, N.1

Telephone: Holborn 1812
Telegrams: "Ormondegi, Kingcross"
Listen-in to all the British Broadcasting

This wonderfully selective 2-valve receiver has the utmost reactance allowed by the G.P.O. It has two carefully calibrated circuits which allow of the most minute tuning plus the utmost simplicity in manipulating.

Beautifully finished in lacquered or nickel brass, mounted on matt-finished ebonite, all mounted in a polished walnut case.

Panel £13 14s. Od. M.O. Valves 17/6 each. Pair 4000 ohm Ericsson Phones. 90 volt H.T. Battery. 4 volt 30 ampere hour Accumulator. 100 ft. Aerial 7 22 Enamelled Copper and Insulators.

Price from Aerial to 'Phones, packing and delivery £20

Write to-day for full particulars.

THE BRITISH L. M. ERICSSON MFG. CO., LTD.,
International Buildings, 6/73, Kingsway, W.C.2.

SELLING AGENTS:
Scotland: 57, Robertson Street, Glasgow.

We also make Crystal Sets—range 15-25 miles.
With Phones £5 Os. Od.

Lead Hydrate Storage Batteries

For two, four or six volt valves (L.T.), maintain their voltage right up to the end of discharge, and continual adjustment whilst listening-in is thus obviated.

Ask for Leaflet No. C.W. 101/1, Nov., 1922.

Siebe Gorman & Comp Limited
187 Westminster Bridge Road, London, S.E.1.
ACCUMULATORS

<table>
<thead>
<tr>
<th>Voltage</th>
<th>Capacity</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>4 Volt 40 Amp.</td>
<td>18/6</td>
<td>26/3</td>
</tr>
<tr>
<td>4 Volt 60 Amp.</td>
<td>21 6</td>
<td>50 12</td>
</tr>
<tr>
<td>4 Volt 80 Amp.</td>
<td>23 2</td>
<td>60 12</td>
</tr>
<tr>
<td>4 Volt 100 Amp.</td>
<td>30 6</td>
<td>100 14</td>
</tr>
</tbody>
</table>

Metal carrying cases for above, with strong strap handle, from 2/ each.

SPECIAL OFFER.

6 Volt 20 Amp. Accumulators in celluloid at 18/ each, absolutely new, but shop soiled.

WIRELESS GOODS.

- Headphones, 4000 ohms: each 22/6
- L.F. Transformers: each 14 6
- Coil Plugs: each 2
- Special Line of KNIFE SWITCHES on Ebonite and Porcelain at lowest prices. WRITE FOR LISTS.

GOOD DISCOUNTS TO TRADE.

F. YATES & SON, LTD.
WHOLESALE ELECTRICIANS,
144 Church St., Kensington, London, W.8
Phone: Park 4278. (One minute from Notting Hill Gate Central London & District Rly.)

GENTS’ "DISCOL” H.F. TRANSFORMER

has become a

STANDARD FITTING in the RADIO WORLD

and is in constant demand by every class of user.

Ask your dealer for

GENTS’ "DISCOL” H.F. TRANSFORMER, 6 1/2 each, also GENTS’ "TANGENT” L.F. TRANSFORMER, 22/6 each.

"Each is packed in cardboard container and easily warehoused.”

RADIO DEPT.

GENT & Co. Ltd., Faraday Works, LEICESTER
LONDON: 25, Victoria Street, S.W.1.
NEWCASTLE-ON-TYNE: Tangent House, Blackett Street.

BUTTLO FOUR STAGE PIN TRANSFORMER

Approximate Covering Range: 130 to 1,600 metres.
For fitting into R. Type Valve Sockets.
12/6
Fully Illustrated List post free 4d.

H. D. BUTLER & CO., LTD.
SHOWROOM: Bank Buildings, 229, Gt. Dover Street, Borough, S.E.1
Telephone—Hop 3029. Entrance in Long Lane.
A COMPLE

Our new works extension is now ready, enabling us to give delivery two days from receipt of order.

We were the first radio engineers engaged in the production of a complete range of popular sets and components while wireless was still in the experimental stage.

The 4th edition of our catalogue is the most comprehensive wireless list published and is equally useful for the users of broadcasting or experimental sets.

It will be forwarded free of cost on application.

RADIO INSTR

Managing Director: J. Joseph, M.I.E.E.
Chief Designer: W. A. Appleton, M.B.E., M.I.R.E., late Admiralty

ONLY ADDRESS. 12, Hyde St.,

Telephone: Regent 1908
TE RANGE

All our Broadcasting models are self-contained instruments fitted with high-frequency amplification, 300-4000 metres wave-length range bringing in the British and Continental telephone without the use of any additional accessories.

All bear the Broadcasting seal and G.P.O. Registered No.

The success and variety of the display of R.I. sets was the outstanding feature of the Ideal Home Exhibition.

UMENTS LTD.

Technical Research Officer.

New Oxford St., W.C.1

Telegrams:

Instradio, London.

Crystal Receiver. Price £4 17s. 6d.
P.O. Regd. No. 112.


3-Valve Set. Price £30 15s. Valve Amplifying Receiver alone, without accessories, £23 5s.
P.O. Registered No. 0191.
The set illustrated is the one that helped to bring “Sheelah” back to health as recorded in the Daily Mail of February 9th. 1923.

(E.P.S.36)
ARISTOPHONE RECEIVER 55

A high grade, self-contained, 2-valve receiver for British Broadcasting. Can be supplied fitted with long wave selective reaction tuner for receiving in addition Paris and the Hague. Other models in 3 and 4 valves.

ARISTOPHONE CABINETS

A complete range of cabinets in all periods, embodying the highest grade 4-valve receivers and the finest cabinet work.

ARISTOPHONE RECEIVER 11a

A complete high grade crystal receiver of the Panel series. Brown's Type 'A' adjustable Supersensitive Head Telephones are supplied as a standard feature and are contained in the case. Exceptionally fine results will be obtained with this instrument.

Come and see the complete range of Elwell Wireless

IDEAL HOME EXHIBITION, STAND 39, NEW HALL GALLERY

March 1st—24th

C.F. ELWELL, Craven House, Kingsway, London W.C.
Amateur Wireless Supply Co.

FOR

BEST QUALITY GOODS

AT THE RIGHT PRICES

A Small Selection from our List.

<table>
<thead>
<tr>
<th>Item</th>
<th>Each Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>L.F. Inter-Valve Transformers 5-1 Ratio</td>
<td>14/6</td>
</tr>
<tr>
<td>Filament Rheostats</td>
<td>2/6 &amp; 3/6</td>
</tr>
<tr>
<td>Fixed Condensers (Any Capacity)</td>
<td>1/3</td>
</tr>
<tr>
<td>Fixed Condensers and Grid Leak, 2 Megohm</td>
<td>2/9</td>
</tr>
<tr>
<td>Egg Insulators</td>
<td>3d.</td>
</tr>
<tr>
<td>Condenser Knobs, Brass Bushed 2 B.A.</td>
<td>4d.</td>
</tr>
<tr>
<td>4 B.A. Terminals with Nut and Washer</td>
<td>2d.</td>
</tr>
<tr>
<td>4 B.A. Terminals with Nut and Washer smaller</td>
<td>1 1/2d.</td>
</tr>
<tr>
<td>H.T. Batteries, 15 volt, excellent quality, with Wander Plugs</td>
<td>3/-</td>
</tr>
<tr>
<td>H.T. Batteries, 36 volt, excellent quality, with Wander Plugs</td>
<td>7/-</td>
</tr>
<tr>
<td>H.T. Batteries, 63 volt, excellent quality, with Wander Plugs</td>
<td>11/-</td>
</tr>
<tr>
<td>2-way panel mounting coil holders (wired)</td>
<td>7/6</td>
</tr>
<tr>
<td>3-way panel mounting coil holders (extended handles)</td>
<td>11/-</td>
</tr>
<tr>
<td>7.22 H.C. Copper Aerial Wire, 100 ft.</td>
<td>2 9/10th</td>
</tr>
</tbody>
</table>

VARIABLE CONDENSERS.

Complete, but unassembled with Knob, Pointer and Scale.

<table>
<thead>
<tr>
<th>Capacitance</th>
<th>Each Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>.001 6/6</td>
<td>3/-</td>
</tr>
<tr>
<td>.0005 4/6</td>
<td>2 9/10th</td>
</tr>
</tbody>
</table>

Complete, assembled ready for use, with Knob, Pointer and Scale.

<table>
<thead>
<tr>
<th>Capacitance</th>
<th>Each Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>.001 12.6</td>
<td>7/6</td>
</tr>
<tr>
<td>.0005 8.6</td>
<td>3/9</td>
</tr>
</tbody>
</table>

Switch Arms, complete with knob, etc. 1/- & 1/6
Crystal Detectors in glass tube 2/6
Grid Leaks, 2 Megohm 4/6
Valve Holders with 8 nuts and 4 washers 1 1/2d.
Valve Holders, plain legs 8d.
9 in. Lead-in Tubes with wing nuts 2d.
4 volt, 20 amp., H.R. Ever-Ready Accumulators 18/-
6 volt, 40 amp., H.R. Ever-Ready Accumulators 37/-
12" x 4" Formers, wound 24 S.W.G. Enamelled Wire 3 6/10th
12" x 3 1/2" Formers, wound 24 S.W.G. Enamelled Wire 3 3/10th
12" x 3 1/2" Cardboard Formers 7d.
12" x 4" Cardboard Formers 8d.
"Oojah" Basket Coils, set of 7, 200-4,000 metres 5/-
"HERTZITE" (The Genuine Article) 1/-
Galena 2d., Bornite 6d., Zincite 9d.
Copper Pyrites, 2d.

DOUBLE HEADPHONES

Complete with cords.
2,000 ohm, Eriesson, Cont., wonderful value 22/-
4,000 ohm "Browns" feather weight 30/-
Both types marked B.B.C.

OUR GUARANTEE. If you are not satisfied with any goods that we supply, we will refund your money in full on return of goods within six days from date of dispatch.

Send Ample Postage. Balance Refunded.

AMATEUR WIRELESS SUPPLY CO.,
2, Macclesfield St., Shaftesbury Avenue, London, W.1
SEND FOR OUR PRICE LIST
THE PIED PIPER OF PECKHAM

was one of our innovations, but one of greater interest to the public and the radio instrument manufacturer is

100% Sensitive KAYNITE 2/6 per specimen

THE SUPERLATIVE RECTIFYING CRYSTAL

TO THE USER

To the first hundred applications enclosing a stamped addressed envelope, a sample worth 1s. 6d. will be sent you free. We want your unbiased opinion after testing. Use an ordinary "catwhisker" for contact, and fix your crystal with anything but SOLDER.

TO THE TRADE

The quality of the Eiffel Tower Crystals you already know, and if you want your crystal sets to operate perfectly KAYNITE is what you have been seeking. This can be supplied cut and screened to a size to fit your crystal cups. Send sample of crystal cup used, and we will quote for any quantity.

RETAILERS

Not stocking EIFFEL TOWER BRAND CRYSTALS are losing ground. Get into touch with us to-day.

A. W. KNIGHT (Knight & Bywaters) The EIFFEL TOWER CRYSTAL WORKS

167, RYE LANE, PECKHAM, LONDON, S.E.15.

Phone: - NEW CROSS 2427

---

WIRELESS & ALLIED TRADES REVIEW

On Sale

The only weekly publication devoted exclusively to Wireless Trade Interests.

The Proprietors are already well-known to every section of the community interested in wireless. As Proprietors of the WIRELESS WORLD and Publishers of Wireless Literature, The WIRELESS PRESS, LTD., has had over ten years' experience. This new trade organ will thus possess from the outset the unique advantage of a practical knowledge of wireless trade requirements, in addition to a wide acquaintance with the public point of view.

FOR THE TRADE ONLY

Price 4 D. weekly

Subscription Rates:
Twelve months, 17/6
Six months - - - 9/-

The attitude of the public towards Wireless has reached a stage when the united efforts of Manufacturers and Dealers can advantageously be directed towards promoting its development along mutually progressive lines. The guiding policy of the WIRELESS AND ALLIED TRADES REVIEW is to foster a healthy and productive trade co-operation beneficial to all concerned. Constructive articles of current interest, technical and otherwise, will be a prominent feature, while in all other respects the Review will be fully representative of up-to-date Wireless interests from all sides.

Specimen copy and full particulars will be supplied on receipt of Trade Card to the Proprietors—

THE WIRELESS PRESS LTD., 12-13, Henrietta Street, London, W.C.2
**LESLEY REYNOLDS**  
**MANUFACTURING ELECTRICIAN**  
7, FOSKETT RD., HURLINGHAM, S.W.6  

Wireless Parts at Reasonable Prices.

<table>
<thead>
<tr>
<th>Product</th>
<th>Resistance</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>Head Phones, 4,000 ohms, adjustable</td>
<td>each 20 -</td>
<td></td>
</tr>
<tr>
<td>Head Phones, 6,000 ohms, adjustable</td>
<td>each 25 -</td>
<td></td>
</tr>
<tr>
<td>Loud Speakers, 2,000 ohms</td>
<td>each 39 -</td>
<td></td>
</tr>
</tbody>
</table>

**ON THREE DAYS’ TRIAL AGAINST CASH WITH ORDER.**

- Carriage and Packing free.
- H.T. Batteries, best London make
  - 15 volt each 2 10
  - 36 volt, with wander plugs each 6 6
  - 45 volt, with wander plugs each 15 -

- Aerial Wire, 722, Bare Copper H.D., 100’ Coil
  - 20 -
  - Enamelled 4 -

- Coil and Instrument Wire (per lb.):
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>20</td>
<td>3 6</td>
<td>3 4</td>
<td>4 3</td>
<td>1 9</td>
</tr>
<tr>
<td>22</td>
<td>3 9</td>
<td>3 8</td>
<td>4 8</td>
<td>2 3</td>
</tr>
<tr>
<td>24</td>
<td>4 2</td>
<td>4 2</td>
<td>5 3</td>
<td>2 7</td>
</tr>
<tr>
<td>26</td>
<td>4 6</td>
<td>4 1</td>
<td>6 5</td>
<td>3 3</td>
</tr>
<tr>
<td>28</td>
<td>5 1</td>
<td>5 4</td>
<td>7 6</td>
<td>4 3</td>
</tr>
<tr>
<td>30</td>
<td>6 -</td>
<td>6 6</td>
<td>8 6</td>
<td>5 -</td>
</tr>
<tr>
<td>32</td>
<td>7 -</td>
<td>6 8</td>
<td>8 6</td>
<td>6 -</td>
</tr>
<tr>
<td>34</td>
<td>8 -</td>
<td>7 2</td>
<td>9 6</td>
<td>7 -</td>
</tr>
</tbody>
</table>

- Leading-in Tubes, 1” diameter, Ebonite—
  - 6” with heavy brass terminals each 8d.
  - 9” with heavy brass terminals each 1 -
  - 12” with heavy brass terminals each 1 3
  - 15” with heavy brass terminals each 1 6

**DELIVERY OF ABOVE FROM STOCK.**

Goods over £2 carriage paid.

**TRADE ENQUIRIES INVITED.**

---

**A PERFECT SOLUTION**

which does away with all inconvenience and trouble in the charging of your Accumulators.

**Our Charging Switch**

can be used on any D.C. Circuit irrespective of voltage.

**NO TROUBLE**

**NO EXPENSE**

**NO RESISTANCE**

Capacity 5 amps.

**PRICE**

£1 7 6

(Subject)

---

**THE EVER READY SINGLE VALVE RECEIVER**

P. O. Registered No. 1107.  
This is a very powerful single valve Broadcast Receiver, fitted with a fixed reaction in such a way that it cannot possibly radiate the Aerial or cause interference.

It is so simple to operate that your Broadcasting Station can be tuned-in in a moment, the whole being controlled by only 2 knobs.

It is made of the very best material and workmanship throughout, and is mounted in a highly polished cabinet, the whole instrument presenting a very handsome appearance.

Without a doubt this is the very finest single valve set of to-day. **PRICE £3 17s. 6d.**

If you already have a Valve or Crystal Receiving Set, you need an Amplifier to increase the volume of sound which will at the same time preserve its delicacy of tone.

We specialise in 1, 2 and 3 Valve Amplifiers. Send for our latest list and prices.

**T. H. ISTED**

**RADIO WORKS, TERLING, WITHAM, ESSEX**

---

**ACCUMULATOR BOXES**

**SIZE: 7½ x 7 x 5 ins.**

**GOVERNMENT BARGAINS**

**Masts**

15ft. in 3 Sections  
COMPLETE 20/- EACH  
Carriage 2/6.

Milligan’s Wireless Station,  
23-25, RENFREW STREET, GLASGOW.  
Telephone—DOUGLAS 3844.  
Telegrams—"RADAMAX, GLASGOW."
**Radcom Intervalue Transformer**

An instrument of superior design and efficiency, the result of extensive research.


Patent Spring Clip Terminals.

**Radcom Rheostats, Coils, Tuners, Accumulators, Batteries, Aerials, etc.**

Retail orders value £2, not exceeding 11 lb. weight, carriage paid.

19, Rathbone Place, London, W.1.

Telephone—Musique 3485.


Price 22/6 each.

---

**The Secret of Perfect Reception**

Your valves may be perfect—the atmospheric conditions in an excellent mood—your accumulators supplying your sensitive little instrument with full capacity of current, and yet, with all your careful tuning and testing, your instrument just fails to give you the perfect reception it should. Have you examined your wiring? The biggest "snag" in your whole apparatus, and waster of valuable voltage, is a faulty connection.

**MAKE SURE OF YOUR CONNECTIONS BY SOLDERING.** Soldering is a child’s play when you have a tin of FLUXITE at hand to help you, or, better still, a complete Soldering Set that we have had specially prepared for the convenience of customers. Ask your Ironmonger or Hardware Dealer to show you the neat little

**FLUXITE SOLDERING SET.**

It is perfectly simple to use and will last for years in constant use. It contains a special "small space" Soldering Iron with non-heating metal handle, a Pocket Flowlamp, FLUXITE Solder, etc., and full instructions. Price 7/8. Sample Set post paid, United Kingdom.

**FLUXITE SIMPLIFIES SOLDERING**

All Hardware and Ironmongery Stores sell FLUXITE in tins.

Price 6d., 1/4, and 2/6.

BUY A TIN TO-DAY.

FLUXITE Ltd., 322, Bevington St., Bermondsey, Eng.

---

**You are cordially invited to visit**

**Our STAND No. 9 at the**

**MANCHESTER ALL-BRITISH WIRELESS EXHIBITION**

Burlington Hall, Burlington Street—March 17th-24th

MARKONITE CRYSTAL

1 to 12 Volts. 1 to 35 amps.

VOLT & AMPMETER


THE MARK OF RELIABILITY

Filament Resistances

2/-

Each Panel Type
with Knob

and Pointer

4/6

Potentiometer 300 ohms (New Ex-Govt.)

EACH Panel Type on

Ebonite

1 to 12 Volts. 1 to 35 amps.

OTHER EXCEPTIONAL VALUES

Aerial Wire, Bright Hard Drawn, 7 x 28, copper. 3.9 per 100. Enamelled, 2.2/- per 100.

Aerial Insulators, Shell Type, 7 x 2 1/2. 2d.

H.F. Transformers (Ooij), plug in type, 300 and 700 ohms. 4 to 2,000,000. 5/- to 2,500.

Ebonite 3-coil Holder, 10 - 2. Coil with tension screws. 8/-

H.F. Transformers, Formers only, with pins, each 1/-

Telephone Transformers (Army type), 9 - each. 1/-

I.F. Transformers, 16 - each. Radio lost value 25/-

Fernier Condenser, 5 Plate for panel mounting. 4/-

U.p. and down, 10/- 15/- 20/-

Wireless Sets, with plugs, 1. 6/- the pair.

High Note Buzzers (Army type), worth treble. 3/- each.

Tapping keys, 2/- Aluminium cased. 3/6.

Lightening Arresters. Carbon block type 1/-

Valve Holders. Flanged "A" type. 3d. Ebonite with 4 nuts. 1/- each. Unequaled quality. 3/-

Ebonite Panel, fitted with 3 valve holders, complete 2 9

Ebonite Panel, fitted with 3 valve holders, complete 1 9

Valve Sockets, per set of 4 with 8 screws. 6d. Each.

Valve Holder, with 4 terminals and washers. 3/-

Mica, clear ruby, "ooj"-type. 1/-

Insulation Slide Rod, 1 1/4", square, 1 1/2" long, drilled, each 6d

Sider, complete with plunger for 1 rod each 5d

Contact Stubs, fitted with nut and washer doz. 1/-

Condenser Vanes, best aluminium, 3" doz., pairs 1/-

Condenser Spacing Washers, small, 3d., large 4d.

doz. 7d.

Condenser Screwed Rod, brass 1" long. 5/- 7d.

Terminals, Mark 3, plated or B. brass. 4 1/2. doz.

Terminals, small pattern. 6d., large pattern, 4d.

Dubiler Condensers. All sizes at prices advertised.

 Skinnerwen Microphone Buttons each 5.

Fellows 4,000 ohms Headphones, with cable 21.

Brown's Featherweight 'Phones, 4,000 or 12,000 ohms, 2.50.

Radio fire el. wands, 3 6 each.

R.A.F. Microphones, exceptional value 3 6 each.

Ebonite Engraved Dials, bevelled edge with knob. 5d.

Ebonite Engraved Dials, bevelled edge. 3 9.

Ebonite Engraved Dials, bevelled edge, 2 6.

Condenser Spacing Washers, small. 3d. doz. large, 6d.

doz. 9d.

Condenser Screwed Rod, brass 1" long. 5/- 7d.

Terminals, Mark 3. plated or B. brass. 4 1/2 doz.

Condenser Scales, engraved. 5d. ebonite ditto 7d.

Condenser Vanes, 31 1/2" long, with clips, each 6d.

H.T. Batteries. Ever-ready and Siemens all sizes. 8d.

H.F. Transformers. 15 - each. 25/-

Plug and Socket Twinwire Connectors, "Malenco" 7d.

"Airweight" 4,000 ohms for 4 wire. 12.

Pocket Voltmeters, nickel plated, 6/- each.

Pulley Blocks, aluminium, 1 lb. each, galvanised 9d.

Aerial Insulators, Ebonite, patent pattern. 1 6.

Write for "Complete Supplementary Price List of Exceptional Values," sent Post Free.

All goods sent CARRIAGE PAID (British Isles) but orders under 6 6 add 6d. for postage.

SOLi PROPRIETORS BRANCH OFFICES

Rose Bros., Electrical Merchants, 7-8, Carthusian St., Aldersgate St., E.C.1

Telephone No: CITY 3040.

MARCH 24, 1923 THE WIRELESS WORLD AND RADIO REVIEW
THIS
LISTÔLEON
Radiophone de Luxe Cabinet.
Attracked all the visitors at the Ideal Home Exhibition.

Beautifully finished in either polished mahogany or oak.
NO LOOSE WIRES. LOUD SPEAKER BUILT IN.
£60 : 0 : 0 Complete.
Write to-day for illustrated Brochure.
RADIOPHONES LTD.
1a, GRANVILLE PLACE
MARBLE ARCH
LONDON, W.1

"SIMPPLICITY WITH SATISFACTION."
DOUBLES THE EFFICIENCY OF YOUR WIRELESS SET

FULLER BLOCK BATTERIES

Give double the output of ordinary plate type batteries and retain their charge for months on end when not in use. Moreover, Fuller Patent Block Batteries provide "absolutely noiseless working," resulting in perfect, clear-toned reception.

Sold by Wireless Dealers, Electricians and Fuller Battery Service Agents throughout the country. Dealers who are not fully stocked with these batteries should write us immediately.

IN EBONITE CONTAINERS WITH LEATHER HANDLES.

- B/W. 6/20. \(5\frac{1}{4}'' \times 1\frac{3}{4}'' \times 6\frac{1}{2}''\) 25/-
- B/W. 6/40. \(7\frac{1}{2}'' \times 2\frac{1}{2}'' \times 7\frac{1}{8}''\) 40/-
- B/W. 6/60. \(9\frac{1}{4}'' \times 3\frac{1}{4}'' \times 8\frac{1}{2}''\) 52/6

N.B. Use EBONITE Cells and eliminate fire risks.

FULLER'S UNITED ELECTRIC WORKS, LTD.
WOODLAND WORKS, CHADWELL HEATH, ESSEX.

Manufacturers for the Admiralty, Air Ministry and War Office for Wireless Work.

Telephone: Ilford 1200 (6 lines).  Telegrams: "Fuller, Chadwell Heath."
T. M. C. WIRELESS

for boxing

A T. M. C. Wireless Set will give you the full account of the fight as it proceeds, round by round. Or you may be interested in football, the latest news, Stock Exchange quotations, the weather forecast, delightful concerts, or an evening of dancing.

You can have all these, enjoyably and pleasurably, in the comfort of your own home, with a T. M. C. Wireless Receiver. There is no trouble to you—T. M. C. have engineers in every large town, who will install and periodically inspect the apparatus. T. M. C. Wireless is particularly simple to work, and gives every satisfaction.

T. M. C. Wireless Receivers, which are fully approved by the Postmaster-General, bear the seal of the British Broadcasting Company. The wide variety of models are entirely British made.

From £4 : 5. 0 upwards
including all Royalties.

London, Birmingham, Manchester, Newcastle, Cardiff & Glasgow are Broadcasting now! Come and listen to them any evening up to 10 p.m. at our showrooms in London, Birmingham, Belfast, Bristol, Cardiff, Glasgow, Leeds, Liverpool, Manchester, Newcastle, Sheffield.

Write to us for our nearest address

Museum 3381

TELEPHONE MFG., C. LTD.
HOLLINGSWORTH WORKS, DULWICH, LONDON, S.E. 21.
For those who want the BEST
“DUNHAM” instruments will particularly appeal

Illustrated and fully descriptive brochure of all our sets sent free.

SPECIAL LONG WAVE PLUG FOR RECEIVING PARIS, ETC.

£3 : 18 : 6

This single-valve set receives broadcasting on 20' of wire hung across our showrooms at Brixton, and no outdoor aerial is needed. It is arranged so that amplifiers can be easily added if and when desired. Reaction is fitted, and being directly coupled to the aerial coil boosts up the receiving range and strength of reception. These and other special features make it without a doubt the finest single valve set on sale to-day. Approved by the P.M.G., No. 1087, and guaranteed by us. Price, complete with 'phones, accumulator, H.T. batteries, etc., £7 8s. (plus B.B.C. fee of 61). Price includes Marconi Royalty. Valve, 15/- extra.

C. S. DUNHAM (Radio Engineer) late of Marconi Scientific Instrument Co.
234-6, BRIXTON HILL, S.W.2.
"Phone: Brixton 3325.
Agent for BUCKINGHAMSHIRE: H. Geary, 77, Broad Street. Chesham, Bucks.
UXBRIDGE: Electrician, Ltd., 66, Vine Street, Uxbridge.

IMPORTANT ! !

London, Manchester, Birmingham, Cardiff, Newcastle, Glasgow

PLEASE NOTE
"Reliance" Receiving Set

Patent No. 30558.
A HIGHLY EFFICIENT BROADCAST RECEIVING SET, GOOD FOR 25 MILES RADIUS OF ANY BROADCAST STATION. COMPLETE WITH B.B.C. FEE, 60/- WITH HEADPHONES AND AERIAL 79/- INCLUDING POSTAGE.

Sent 7 Days' Trial against Cash

TO INTRODUCE THE "RELIANCE" SET ALL ORDERS RECEIVED BY POST WILL BE NUMBERED, AND THE PURCHASER OF EVERY 13th SET WILL BE GIVEN A BROADCAST LICENCE FREE.

"S. A. CUTTERS," 15 Red Lion Sq., Holborn, W.C.1

'Phone—CHANCERY 8042.
Agents at 4, ST. STEPHEN'S ROAD, HOUNSLOW AND PANGBOURNE GARAGE, NORTH STREET, TWICKENHAM, ALSO 59, BATEMAN ROAD, SOUTH CHINGFORD, AND 93, CLARENCE ROAD, SUTTON. WHERE ENQUIRIES CAN BE DEALT WITH AND DEMONSTRATIONS GIVEN.
SUPPLY WELL SEASONED

Mahogany, Walnut, Teak and Other woods Planed to Sizes suitable for Wireless Boxes, Switch Boards, Battery Boxes, Etc.

WIDTHS SELECTED
Giving Minimum Waste

PLEASE SEND YOUR ENQUIRIES TO:-

R. GREEN, 154, Holmleigh Road, London, N.16
TIMBER MERCHANT. STORE:-176/177, St. George Street, E.1. Telephone—Central 7074.

WIRELESS TRADERS AND AGENTS

Listen-in to this!

T. W. YOUNG, Ltd. (Dept.) 84 City Road E.C.1.

offer you

VERY BEST ACCESSORIES FOR MAKING UP SETS AT KEENEST PRICES. THE FOLLOWING ARE SOME OF THE LINES WE SPECIALIZE IN:

Condensers (Fixed and Variable), Vanes, Knobs, Valve-holders, Aerial Wire, Spacing Washers, Crystal Detectors (Dust proof and ordinary), Knife Switches, Rheostats, Coil-Holders, Terminals, Screwed Rod, Sliders, Head Phones, Panel Series Switch, Switch Arms, Contact Studs, etc., etc.

WE HAVE AN EXPERT STAFF AND A SPECIAL DEPARTMENT FOR WIRELESS COMPONENTS.
PAY A VISIT TO OUR WAREHOUSE. YOU WILL BE MORE THAN SATISFIED.

Prompt Delivery :: Terms Cash

“WONDER” PHONES

Agents for “The Ajax” Anti-Re-Radiating Unit, the wonderful discovery which doubles the pleasure of your Receiving Set and halves the trouble.
IND-AERIAL HOOK
Prov. Patent

SAYS MR. MAN:

"I WANT the Broadcasting and am prepared to buy a Radio set, but I live in a flat and may not have an outside aerial. What can you do for me?"

DEALER! the answer is IND-AERIAL HOOKS

They are essential for a neat, efficient and portable INDOOR AERIAL. Attached in a moment to the picture rail of any room they can be taken down just as easily. They support the aerial ONE FOOT from the wall on insulated arm, and are no disfigurement.

2 9 each; 31/6 doz. Post Free.

Some Agencies still open in Broadcasting Towns.

IND-AERIAL CO., 47, Victoria Street, London, S.W.1

A MAIL ORDER ORGANISATION for YOUR SERVICE

The organisation called Radiax, Ltd., has not sprung up in a night. For ten years it has handled daily large numbers of orders for small and large electrical and accessory parts. Its suitable offices, stores, selling and packing rooms, buying, advertising, sales and technical departments, ensure effective handling of your order. Greatest value for money and any required technical information, diagrams, etc., on the use or application of the goods it supplies.

A.アクセラーター
B.アクセラータ
C.アクセラータ
D.アクセラータ

Scales, 0-180 & 0-10. 0-10 0-180. 0-10 0-180.
Inductance Tubes, all sizes. 4 0 7 0 7.
Electrolytic Diode Plates, engraved 0-150. 0-150.
Switch Arms, complete, in best quality, insulated.
Valves—A wonderful valve, gives greatest satisfaction, hard or soft.
Transformer, L.F. The Power-Plus, 5:1 with liberal windings, high insulation and good finish. Don't buy dud transformers.
Filament Resistances—British 2,100 ohms, enables twice as many phones to be connected 25.
Insulating Knobs, with brass centre tapped 2.

RADIAX LTD., 4, PERCY STREET, LONDON, W.1

WITH GOOD APPARATUS YOU CAN GET GOOD RESULTS

The "W.P." Morse Practice Key

Well Made. First-class Finish. Thoroughly Reliable

Price 7/6 Post Free

THE WIRELESS PRESS, LTD. 12-13 Henrietta St., London, W.C.2

To all who mention the "Wireless World" and send 6d. for postage, we will send six back copies of the

PHILATELIC MAGAZINE

free. This will prove to you that the PHILATELIC MAGAZINE is the best Stamp Collectors' Newspaper.

Catalogue of Stamp Albums and Accessories free.
FOR SALE.

Six Valve Unit Set, 1, 2, 3, 4 or 6 valves. Western Loud Speaker, Sullivan L.R. phonos. Five valves. Duo coils Nos. 35, 50, 75, 100, 300, 900. Sullivan transformers. Mahogany frame for panels. £5.—By appointment, Robinson, Balham Hotel, S.W.11.

Complete Two-Valve Receiving Set, by General Radio Co., Ltd. Brand new. One H.F., one D. Batteries, Accumulator, one pair head phones, and complete installation. £9.—Phone Central 3470.

Best Quality Telephone Jacks 1s. each. C.P.O. Microphones in each, Government telephone transformers, &c. each, lightning arresters, 1s. 6d. each. 50 per cent. reduction for gross lots.—Young, 211, 213, Gipsey Road, West Norwood, S.E. 27.

Three H.F. Transformers by Sullivan; new. Four tappings, 200-3,000 and upward, 2s. 6d. each, for use for —NEVILLE, 61, Russell Street, Mile Town, Sheerness.

Valve Holders, 1s. each; Valve Sockets 6d. set for Aerial Wire. 2s. 6d. 100 ft. Post free over 100 accepting orders. Co. 11, Heaton Street, Blackburn.


"Netherdon." 3 Valves.

Complete Experimental Two-Valve, detector L.F., portable set, home made cabinet, three pair phones. Receives clearly all broadcasting stations and an American station. Photo. Ten guineas or nearest offer. — Lowther, Highwick, Chichester.

Lowne Coupler, on wood base, cost 2s. 6d. "PCCG" tuner, cost 3s. 6d. Best offers.—Eaton, Wakefield, Stanton.

Townehall Wavemeter, calibrated, £6; Mark III Transmitter, rewound, £3; Brown microphone amplifier, 120 ohms, £6; Brown small loud speaker, £3. New. Also others. — Knott, London, B.R.2.

Steel Masts.—Galvanised tubular mast, ground anchors, steel guys and pulley complete, 21s. 6d.; 39s. 4s. 5s.; 52s. 6s. Below £3.—Variometers.—Panel mounting, broadcasting wavelengths, 1s. each. Below £5.

Double Headphones, 600 ohms, stamped B.B.C., British Broadcasting make, 2s. 6d. below £1.—H.F. Transmitters.—Plug-in, 4s. upward. Send your requirements to CASSION, 129, Church Road, Moseley, Birmingham.

Two-Valve Set. Heard evenings. £7 15s. 2s. New King's Road, Parsons Green.

Valves.—Unique opportunity. 1s. each, post paid. Guaranteed. Cash with order. — WARNER, 162, Pennington Park Road, London, S.E.

Neat Four-Valve Amplifier. Would install complete. £17 15s. Seen evenings. — 15, Edith Road, West Kensington.

Fellophone Two-Valve Cabinet, complete with valves. Almost new. £4.—News, Bucklow Hill, near Knutsford.


Steam Pan, 191 x 191, 1500. Quantity 1 1/2 steam pipe 4d. per ft, automatic wood turning lathe, £21 40s. 6d. polishing spindle by Canning £10.6.—DIXON, Sutton Works, Worcester.

All Wireless and Electrical Goods stocked at 1, Colonial Avenue, Minories, near Aldgate Station. Handiest place for City buyers.—Leslie Dixon & Co. Telephone No. 4166.

B.A. Screws, Nuts and Washers, assorted gros. 2s. 6d. 10. Trade supplied—J. H. BENNET, Station Road, Willeton Junction.

Experiment’s Parcel of 50 brass terminals, washers, nuts and screws, is. 1d. post free.—GARDNER, 1, Caxton Road, London, N.21.

Grafton Electric Company
84, GRAFTON STREET
TOTTENHAM COURT ROAD
LONDON, W.1

Telephone—Telegrams—Graflectric
Museum 243 Eust Road, London

HAVE YOU SENT FOR OUR
100 PAGE
CATALOGUE?

The largest yet published illustrating all the parts required by the amateur
3D. Post free.

Most Competitive Prices.
FOR SALE—continued.


FOR SALE. Freehold Factory for sale at Putney, about 5,000 ft., with three residences. Power plant installed and number of machines suitable for manufacturing wireless apparatus parts, also good assembly shop. £6,500 plus contents at reasonable valuation; the whole factory could be in operation 7 days.—Box S.8, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

SITUATIONS WANTED.

Required, position as Demonstrator and Salesman. London district. Thorough knowledge of wireless apparatus, qualified telegraphist.—Box K.17, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

Young Man, 21, desires position, Salesman or Demonstrator preferred. Five years' practical experience in wireless. Good reference.—Box K.17, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

Young Engineer seeks progressive and permanent appointment. Four and a half years' experience in all branches of wireless and some air work. Public school education, good knowledge of salesmanship; ability to write short technical articles. Very keen and hard worker.—Box M.17, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

SITUATIONS VACANT.

Active Agent, to sell valve sets to private persons in each broadcasting centre, wanted by well-known London manufacturers. Valve receiver approved by British Broadcasting Company, complete with all accessories and aerial, £10. Good commission. Gentlemen with energy and good references only, who are prepared to purchase demonstration set at special price.—Box L.3, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

Negretti & Zambra have vacancy foryoung Wireless Salesman.—Apply by letter, 38, Holborn Viaduct, E.C.1.

Metropolitan Vickers Electrical Co., Ltd., require the services of a Radio Sales Organiser. Must be alert and energetic, with a good knowledge of radio telephony, and ability to prepare selling campaigns, literature, etc., and interview large buyers. Applications stating age details of experience, and salary required, should be addressed to the Employment Department of the above Company, at Trafford Park, Manchester.

Representative Required to run a side line in great demand on commission basis. Applicants should have sound connection amongst wireless traders and manufacturers. Others need not apply. State ground covered.—Box R.56, E.0. Dawson's, 121, Cannon Street, E.C.4.

WANTED.


TRADE ENQUIRIES.

Catalogues and Trade Terms required for Broadcast Receivers and all wireless components and raw materials.—Box T8, BERTRAM DAY'S ADVERTISING OFFICES, 9 and 10, Charing Cross, S.W.1.

NAMEPLATES, engraving of all descriptions. Sheppard & Sons, Little Park Street, Coventry.

Wireless Inventors.—Patents and Trade Marks Advice. "Handbooks and Consultations (re, Patent)" 220, Church Street, Manchester.

"TRIUMPH" CRYSTAL RECEIVER

(Approved. P.M.G. 419)

Price 12/6

HAVING NEARLY COMPLETED ALL LONDON ORDERS WE ARE NOW READY TO ACCEPT ORDERS FROM DEALERS AND OTHERS WITHIN 20 MILES OF THE BROADCASTING STATIONS OF MANCHESTER, cardiff, NEWCASTLE, BIRMINGHAM, AND GLASGOW.

IMPORTANT.

THIS IS A PERFECT AND COMPLETE BROADCAST RECEIVER. APPROVED P.M.G. 419. AND NOT A BOX OF LOOSE PARTS.

"THE TRIUMPH" Accumulator Charging Sets

IF YOU HAVE ELECTRIC CURRENT IN THE HOUSE, WHY BOTHER TO SEND YOUR ACCUMULATORS TO BE RE-CHARGED WHEN YOU CAN DO IT YOURSELF BETTER AND MORE ECONOMICALLY.

GARAGE PROPRIETORS AND OTHERS MAKING A BUSINESS OF CHARGING WILL FIND OUR EQUIPMENTS ABSOLUTELY THE BEST AND MOST FOOLED-PROOF SETS ON THE MARKET.

TO THE TRADE ONLY.

The "F.L." Audio Frequency Transformer. The "F.L." is guaranteed to give maximum L.F. amplification and no distortion or parasitic noise. It is efficient and it is reliable. By stocking the "F.L." you will establish a permanent goodwill.

Terms apply, Sole Agent, W. Neal, 21, Rymer Street, Herne Hill, S.E.2.

MISCELLANEOUS.


Telephone Receivers Rewound up to 1000 ohms. 2000 ohms, 75, 6d. Cash with order. M. E. Hampshire, 130, Sydenham Road, S.E.16.

Wireless Subjects.—Contributions required for elementary articles or experiments. Good rates paid. Write Box 1303, Sells Advertising Offices, Fleet Street, E.C.

Accumulator Charging Resistances, complete with flexible cables and adaptors to charge from any convenient lamp holder. 1 Amp. 22s.; 2 Amp. 25s.; 3 Amp. 37s. 6d.; 4 Amps. 50s. 5 Amps. 32s. 6d.—Waltham Manufacturing Co., 2, Jackson Road, Holloway, London, N.

PILKINGTON TRANSMITTER CAN NOT PACK

For Wireless or ordinary Telephones. An entirely new principle having a Definite Resistance, Highly Sensitive, used with any receiver. Functions with less than One Milliampere, Definite Capacity, Long Range, Patents granted in Great Britain and applied for abroad. Small complete transmitters, 7/6. Larger, over 20 M.A. 10/.

BASIL A. PILKINGTON.
13, Melville Place, Edinburgh.

THE WIRELESS WORLD AND RADIO REVIEW
MARCH 24, 1923

WINTER'S RADIOELECTRICO

Actual Manufacturers of Insulators and complete Wireless Supplies. Sole Distributors of DORECIT, MCRYSTAL.

Wholesale only.
1, Margaret Street, Oxford Circus, London, W.1.

PICKETT BROS.
Albion Rd., BEXLEYHEATH, S.E.

ENGRAVING
for every style of Instrument on any material.

Prompt Delivery.
F. OSBORNE & CO., LTD.
27, Eastcastle St., Oxford St., London, W.1.

HEATH & Co., Ltd.
Instrument Works, New Eltham, S.E.9
are prepared to undertake in their fully equipped works—Wireless Apparatus and Parts for the trade. Quotations given to Blue Prints. Immediate attention.

WIRELESS CABINETS
PROMPT DELIVERIES
COMPETITIVE PRICES

THE ABC OF WIRELESS
By Percy W. Harris

THE Book for the “Man in the Street.”

Price 6d. nett. Post free 8d.

What is Wireless?
How Does it Work?
THE “ABC” WILL TELL YOU.

The Construction of Amateur Valve Stations
By Alan L. M. Douglas

78 pages. 55 Diagrams and Illustrations.

Price 1/6 Net. (Postage 2d.)

The aim of the author in compiling this volume has been to place within the reach of the amateur who is interested in Wireless Telegraphy and Telephony a Handbook which will enable him to obtain data that he has otherwise difficulty in acquiring, in order that he may construct for himself apparatus which he desires to make, but does not quite know how to design correctly.

The Wireless Press, Ltd.
12-13, Henrietta Street, London, W.C.2
CAPPERS BROS.
FOR ALL RADIO REQUISITES

Agents for LESLIE McMicheal, LTD.,
for Woking and district.

| Single Valve Sets | £5 5 0 |
| Two Valve Sets    | £8 8 0 |
| Three Valve Sets  | £14 14 0 |
| Four Valve Sets   | £26 0 0 |

89-93, CHERTSEY ROAD, WOKING

POLISHED EBOnite SHEETS

Wholesale trade only

PIDGEN BROS.
25, Helmet Row, Old St., LONDON, E.C.1

EBONITE PARTS FOR WIRELESS

Specially turned to individual requirements

Enquiries for wholesale quantities invited.
A. H. CLACKSON, LTD. Vulcanite Manufacturers
White Hart Works, London, N.22

SPECIAL HEADPHONES

The Best Obtainable.

UNIVERSAL MANUFACTURING COY'S

HEADPHONES

PER PAIR 20/- POST PAID

ALL TYPES OF VALVES IN STOCK.

3, THE GROVE, BLACKHEATH, S.E.10

Telephone: GREENWICH 1234

YOUR ACCUMULATORS

NEED NOT WORRY YOU. WE WILL COLLECT, CHARGE
AND DELIVER THEM WITHIN A RADIUS OF 5 MILES.

The utmost care is taken of all Batteries in transit by practically
shock-proof conveyance, on charge, at the proper charging rate,
the gravity of acid being correct.

WRITE US FOR PRICES.

THE SERVICE ENGINEERING CO.
321, UPPER STREET, ISLINGTON, N.1.

Specialists in Car Lighting Systems.

QUESTIONS & ANSWERS COUPON

To accompany Questions sent in during the week
commencing
Mar. 24th, 1923

VOL. XI, NO. 24.

See Conditions on Page 844.
A Wonderful Chance for every Wireless Enthusiast

HEADPHONES AT HALF PRESENT PRICES

Brown 'A' Type
120 ohms.
Aluminium Diaphragms. Reed pattern.
Brand new and unused ex-Government stock.
Makers' price 58/-
Our price 30/-
Cords 3/6
Postage (regd.) 1/- extra.

Every phone sold under our express guarantee that we will
Return Full Amount Paid if not perfectly satisfactory
and the phones are returned within seven days after despatch.

SULLIVAN
Brand new ex-Government stock.
120 ohms.
Makers' price 30/-
Our price 12/6
8000 ohms.
Makers' price 36/-
Our price 25/-
Cords 3/6
Postage (regd.) 1/- extra.

Why wait weeks for delivery and pay double our prices when we can supply you from stock within 4 hours of receipt of your order.

Read this Testimonial, typical of hundreds received

"I have much pleasure to inform you that I am perfectly satisfied with the Telephones with which you supplied me a little time ago. They seem to me to be
Perfect in all respects and a Bargain for the Money.
Perhaps it will interest you to know that I received the Eiffel Tower (Paris) Time Signals through these Phones this morning, using only my home-made Crystal Receiving Set. The signals were wonderfully clear and I could not wish for more distinct ones.
I take this opportunity of thanking you for the prompt despatch of the Phones. You may use this letter if you wish.
E. J. C., LIPHOOK, HANTS."

We hold the largest stocks of Wireless Apparatus in the Country.
SEND FOR OUR LIST TO-DAY.

THE CITY ACCUMULATOR CO.
79, MARK LANE, LONDON, E.C.3
Phone: Avenue 1316

BRISTOL.—Bristol Wireless Co., 52, Cotham Hill.
CARDIFF.—South Wales Wireless Installation Co., Ltd., 18, West Bute Street.
LEICESTER.—Walter Rowe, Ltd., 96, Granby Street.
LONDON, W.—A. V. Albrow, 56, George Street, Portman Square.
A Wonderful New Filament Rheostat

ATT A REASONABLE PRICE

We have obtained the sole selling rights of the

MICROWITCH RHEOSTAT

an entirely new design of resistance which has many distinct and unique advantages, chiefly—

1. Absolute Silence under Adjustment.

2. Finest possible tuning can be obtained owing to the micrometer action which is capable of adjustment of \( \frac{1}{1000} \) of an inch.

3. Invaluable as a "stand-by" as the contact is broken at any point of adjustment by simply raising the knob, the filaments remaining at the correct setting for "listening-in." By pressing the knob the filament current is automatically switched on and it is therefore possible immediately to "listen-in" without further adjustment of the Rheostat.

Every Wireless Enthusiast should see this Resistance

When buying your set INSIST on it being fitted with the "Microswitch"

**PRICE**

6/6

Postage 4d.

LEARN TO READ MORSE

High-Class Morse Tapping Keys, ex-Government Stock at exceedingly low prices.

3 DESIGNS

4/6, 6/6 & 10/6 Each

Postage 6d. extra.

These instruments are honestly worth 3 times the prices asked.

Spark Gaps Suitable for use as LIGHTNING ARRESTERS

Solid aluminium, mounted on ebonite base.

2/6 each

Postage 4d.

THE CITY ACCUMULATOR CO.

79, Mark Lane, London, E.C.3. Phone—Avenue 1316. And at 33, Rue d’Hauteville, Paris
Wireless Vacuum Tubes

By John Scott-Taggart, F.Inst.P.

The Standard Text Book on the Valve

Whether you are taking up Radio for a livelihood or only as a hobby, you must have this standard Book on the Thermionic Valve. Beautifully bound in full cloth, this 250-page book represents many years of patient research work by a recognised authority on the subject. Master the theory of Wireless and you are certain to make rapid progress.

From all Booksellers or direct from Publishers.

10/- POST FREE.

Radio Press Ltd
Publishers of Authoritative Wireless Literature
Devereux Court, Strand, W.C.2

BUY

a Crystal Set with a GUARANTEE and passed by the Post Office for the reception of BROADCASTING

We are manufacturing Two Types and can thoroughly recommend them.

Fitted in a Beautifully French Polished Cabinet, with Matt Ebonite Panel.
All Brass Fittings Polished and Lacquered. Crystal Cups detachable.
Price £2 10s., plus B.B.C. Royalty 7/6.
Phones, etc., £1 12s. 6d. extra.

Fitted in beautifully French Polished Cabinet, with Lid and Lock. All Brass Fittings Polished and Lacquered. This Set is fitted with a Plug, to enable a Long Wave Coil to be attached, in order to receive the PARIS TIME SIGNALS.
Phones, etc., £1 12s. 6d. extra. Long Wave Coil 8/-.
Extra Crystal Cups fitted with Supersensitive Crystal at 1/6 each.
Trade Supplied. Sets and Sundries in Stock.

The BROADWAY RADIO WORKS
DEVONSHIRE ROAD, BEXLEYHEATH
Telephone No.: Bexleyheath 186.
BROADCASTING RECEPTION SETS
OF EVERY DESCRIPTION, and everything for wireless at everybody's price

THE "DOO"
2-VALVE RECEIVING SET
Designed for Broadcasting only
This Set has a patent coupling and will not radiate.
The High Tension Battery is enclosed, and there are only six external terminals, aerial, earth, 'phones, and low tension.
We claim that this Set is the easiest 2-Valve Set to manipulate on the market.
Price, complete, all accessories for working—
Including 'Phones, Batteries, H.T. and L.T., Aerial Wire, Insulators & Valves. Total £10 15s. 0d.
B.B.C. Royalty Stamp, £1 15s. 0d.

THE "PERFECTO" VALVE SET
Comprises one D.T. valve and one L.F. valve. Functions alternatively to the Orpheus, this Set giving Volume where the other gives Range.
A Powerful Set for local Broadcasting. Complete 'Phones, Batteries, Accumulator, Valves, Aerial Wire and Insulators for—
£10 15s. 0d.
B.B.C. Royalty Stamp, £1 15s. 0d.

ALL INSTRUMENTS PASSED FOR BROADCASTING LICENCE BY G.P.O.

SEND FOR CATALOGUE

THE "ALDERSGATE."
Single Valve Set, complete with all Accessories, including 'Phones, Accumulators, H.T. Battery and Valve...
£7 10s. 0d.
B.B.C. Royalty Stamp... £1 0s. 0d.
If Aerial Wire and Insulators required, 5s. extra.
Hundreds of Testimonials for Efficient Working.

A TWO-VALUE SET WITH REACTION APPROVED BY POSTMASTER-GENERAL FOR BROADCASTING, No. 0239.
Comprises one D.T. valve and one L.F. valve mounted in a handsome slope back cabinet. Separate filament control for each valve, wavelength range 200-4,000 metres. Price complete with phones, battery, accumulator, and valves, aerial wire and insulator
£13 15s. 0d. B.B.C. Royalty £2 5s. extra

WIRELESS INSTALLATIONS LIMITED
(Dept. C.)
81, Turnmill Street, London, E.C.
(Nearly opposite Farringdon Street Station, Metropolitan Railway), five minutes from Holborn Viaduct.
A Complete One-Valve Receiving Station

—and how to make it yourself.

In order to save the labour of the constructors, which are
usually to be expended by the wireless broadcasting stations
for the building of a receiving station, it has been arranged to

price list of units (in sets of parts)

No. 1. Tuner Unit 27 6
No. 2. Condenser Unit 42 6
No. 3. H.F. Amplifying Unit 13 6
No. 4. Detector Unit 17 6
No. 5. L.F. Amplifying Unit 33 6
Cabinets for 1, 3, 4, and 5 3 6
Cabinets for No. 2 7 6
Valves extra. Postage extra.
32 page catalogue of all radio components (fully illustrated) post free 3d.

Peto-Scott Co., Ltd.
Featherstone House,
64, High Holborn, W.C.1

Now in its 3rd Edition

Thousands of keen Experimenters make their first acquaintance with Wireless by means of this little Book. Have you had your copy yet?

Long before Broadcasting was contemplated, Peto-Scott Units were rendering sterling service to keen experimenters who found the experience they were able to gain in those days of intense value later on.

It is safe to say that a very large proportion of those holding Experimenters' Licences to-day learned the elementary principles of Wireless Telephony on Peto-Scott Standardised Units.

This system is invariabley selected as ideal for experimental work because of its flexibility and economy. For instance, any combination of Valves may be used without the complication of multiple switches. Any form of H.F. coupling—either Resistance Capacity, Transformer, Tuned Anode—can be used without a single alteration of wiring. Its three-circuit Tuner can be used as a single Circuit or a loosely coupled Circuit at will by means of a Stand-by-Tune Switch.

Its highly efficient H.F. Amplification Units permit the use of Frame Aerials—thus allowing Broadcasting Stations to be picked up without interference from other high power Stations.

In short, the Peto-Scott Standardised Unit System is essential to every Experimenter and no other System possesses half its advantages.

The Booklet "Radio" giving full particulars is again available and copies may be obtained at 6d. each post free. Because it also contains a full description of the elementary principles of Wireless Telephony, it is an excellent guide to those about to take up Wireless as a serious hobby.
"SELECTRA"

YOU WILL SEE

that by selecting your Radio Set from us you are given advantages denied to thousands.

INASMUCH AS

you can obtain from us an instrument produced by any of the leading manufacturers such as

MARCONI’S
METROPOLITAN-VICKERS
RADIO INSTRUMENTS
BRITISH THOMSON-HOUSTON
LESLEY McMICHAEL
GAMBRELL BROS.
Etc., Etc.

EXPERIENCE

THE ADVANTAGE TO YOU

is that you can PURCHASE FROM US any particular Set, and if it does not meet in EVERY way your exact requirements, you can RETURN IT TO US and try another make.

We are consulting radio engineers of experience, and can supply and install Wireless equipment of any description, from a Crystal to a complete Receiving and Transmitting Station.

Our technical supervisor lays himself out to co-operate in any way possible with those requiring expert assistance.

A special portion of our Showrooms is devoted to Wireless books, appealing both to the experimenter and the beginner, and our advice will be found most useful in selecting your Wireless literature.

THE SERIOUS EXPERIMENTER

we are particularly desirous of assisting in every way, both in advice and the supply of selected component parts of any description.

IF IN DOUBT, WRITE, OR VISIT US

SELECTRA RADIO PRODUCTS

25 Ebury Street, Victoria, S.W. 'Phone Victoria 5823

Managing Director : P. A. Morgan
Technical Director : E. B. Rogers (late A. W. Gamage, Ltd.)
Sales Director : N. McKnight
THE MOST UP-TO-DATE BOOK YET PUBLISHED

111 PRACTICAL CIRCUITS

Not merely extracted from text-books and embodying a few well-known principles, but specially prepared to meet the requirements of all users of wireless apparatus—whether you want a simple Crystal Circuit, one, two, three, four, five or more valves with H.F. and L.F. amplification and the best switching systems, or to charge your accumulators from the mains, to install an efficient transmitter or to speak across the Atlantic, there are dozens of circuits for you.

110 pages. Price 2/6 nett. (Postage 4d.)

SIZE 10 x 63/4 in.

CONTENTS:
Aerial Switching; Crystal Circuits; Single Valve Circuits; Non-radiating Arrangements; Varimeter Tuning; Ex-Government Apparatus in common use; Multivalue Circuits with Crystal and Valve Detectors; Switching of Valve Circuits; H.F. and L.F. Amplifiers; Resistance Amplification; Tuned Anode, Transformer and Choke Coil Amplifiers; Reimartz Tuners; Dead End Switching; Armstrong Circuits; Tungar, Vibrator and Electrolytic Rectifiers; Filament and Plate Current from D.C. and A.C. Mains; Accumulator Charging; Recording Circuits; Four-Electrode Valve; Spark and C.W. Transmitters and Wavemeters; Grid and Choke Control Transmitters; Microphone Amplifier; Dewar Switches, Etc., Etc., Etc.

PRACTICAL ADVICE ACCOMPANIES EVERY CIRCUIT

THE WIRELESS PRESS, LIMITED, 12/13, HENRIETTA ST., STRAND, LONDON, W.C.2
AUCKLAND'S IMPORTANT ANNOUNCEMENT

The constantly increasing demand for AUCKLAND PRODUCTS has compelled us to open a new and extensive factory situated at 125-131, ROSEBURY AVENUE, E.C.1. The largest factory in London devoted entirely to Radio Apparatus.

SPECIFY AUCKLAND PRODUCTS

Crystal Reception of Broadcast Music is Perfect Reproduction

Illustrated is our Universal Adjustment Detector, fitted with 2 Crystals, finished as a High Class Instrument, mounted.

Price: 7/6

THE MOST RIGID CONDENSER ON THE MARKET.
Fitted with Aluminium Top & Bottom Plates. Vane Spacing "072". Engraved Dial "0°—180°"

These Condensers are fitted with Knob and Bevelled Edge Dial.

001 .. .. 24/-
0005 .. .. 18/-
0003 .. .. 16/-
0002 .. .. 15/-

A USEFUL DEAD END SWITCH.
Suitable for Frame Aerials or like purposes. Supplied mounted as shown.

PRICE, 8 Point 10/6

"Auckland" L.F. Transformers

Known and used throughout the World by reason of their extraordinary Ratio of Amplification, without distortion.

The Result of Experience

Use Auckland Transformers, both H.F. and L.F.

Specify and SEE YOU GET THEM.

L.F. Transformers 20/- EACH.

POTENTIOMETERS.

Useful for Grid Potential Crystal work, etc., etc. Typical of all Auckland Products. Finished in Instrument style. Resistance 250 ohms.

PRICE (as illustrated) 8/6

Fil Resistances.

Smooth Contact, fitted with deep Bearing Bush and Knob. Res. 6 ohms.

PRICE 4/6

TELEPHONE TRANSFORMERS.

For use with 120⁰ Phones.

Unmounted, 13/6
Mounted, 17/6


LONDON OFFICES:

Factories—ISLINGTON, N. WIRELESS INSTRUMENT MAKERS. Phone: 3173 CLERKENWELL.
Broadcasting Reception

Can only be thoroughly enjoyed by the use of highly sensitive, distortionless and matched tone Telephone Receivers.

SULLIVAN’S PATENT TELEPHONE RECEIVERS

For Radio Telephony and Telegraphy possess these qualities, and owing to increased demand the prices have been considerably REDUCED

**PRICES.**

Double-Head Phones.

- 120 ohms 30/-
- 2,000 ohms 34/-
- 4,000 ohms 35/-
- 8,000 ohms 36/-

All Previous Prices Cancelled.

Trade Terms and Special Rates for Quantities on Application.

**PRICES.**

Single-Head Phones.

- 60 ohms 17/6
- 1,000 ohms 19/6
- 2,000 ohms 20/-
- 4,000 ohms 20/6

White Metal Head Bands Supplied if desired at an additional cost of 1/-

**DEMONSTRATION AND SHOWROOMS:** Liverpool House, Middlesex Street, E.1

DEMONSTRATIONS DAILY from 5 to 6 p.m.

Two minutes’ walk from Liverpool Street and Broad Street Stations.

TRADE TERMS ON APPLICATION

H.W. SULLIVAN, LTD.

Works and Showrooms: LIVERPOOL HOUSE, MIDDLESEX ST., LONDON, E.I.

Telephone: Deadbeat, Stock. London

Representatives:

LONDON: Robertson Motors Ltd., Robertson Motors Ltd., 157b Gt. Portland St., W.I.


GLASGOW: Meridian Electric Co., Ltd., 8 Newhall Street.

You may depend upon it that if the name TINGEY is on a wireless instrument, it is perfectly efficient in every detail. Here is a typical example of the splendid TINGEY range.

SINGLE VALVE BROADCAST RECEIVING SET.

WAVE LENGTH 300 TO 2,800 METRES.

PRICE (as illustrated, less valve) £9 : 12 : 6 including Broadcasting Fee. Other Receivers up to £50.

Illustrated Catalogue of 1, 2, 3, 4 and 5 valve Broadcast Receivers and Experimental Unit System, with all accessories, price 6d. post free.

ALL TINGEY Instruments bear the B.B.C. Stamp.

All "TINGEY" Valve Apparatus is duly licensed under Marconi Patents for Amateur use in Great Britain.

Offices and Showrooms:

92, QUEEN STREET, HAMMERSMITH, LONDON, W.6
EDISWAN VALVES
by their actual performance have proved themselves to be the best on the market for sensitivity, silence in working and robustness.

Type A.R. 15/- each.
Type R. 17/6 each.

Why not send us your name and address? We can probably tell you something of interest regarding wireless matters. Ask for Leaflet S when writing.

STERLING LOW FREQUENCY AMPLIFIER UNITS
(METAL CASED)
Eminently suitable as Note Amplifiers for use with Crystal Receiving Sets.
Two or more, as required, can be coupled together instantaneously by means of our patent Unit Connector.
Compact and of pleasing appearance.

No. R1533. PRICE without valve - £4 : 4 : 0
Dimensions: 6⅛ x 4⅜ x 2½ ins.
Also supplied in 2 and 3 valve sizes.
R Valves for above - - - each 17/6

Of all Dealers or direct from:
STERLING TELEPHONE & ELECTRIC CO. LTD.
210/212, TOTTENHAM COURT ROAD, LONDON, W.1

Telephone No.—4144 Museum (7 lines). Telegrams—"Cucumis, Wesley, London." Works—DAGENHAM, ESSEX.
Branches—NEWCASTLE-ON-TYNE, 9, Clavering Place; CARDIFF, 8, Park Place; MANCHESTER, 14, St. Peter's Square.

We guarantee that all Broadcast Radio Apparatus sold by us conform with the conditions of the Broadcaster's Licence issued by the Postmaster-General.
Our Readers Finding ALL They Want at GAMAGES

You can rely on Gamage Apparatus for they are established manufacturers, being the pioneers in 1908. Always to the forefront with latest improvements, their new apparatus leaves nothing to be desired. Inspect their latest productions in Crystal up to Multi-Valve Sets in their Showrooms or send for Latest Wireless Catalogue.

“IDEAL” CRYSTAL RECEIVER

Every Set is Stamped B.B.C. and Royalty paid. Effective Telephony Receiving Range: 25 Miles with surprising habitus. Telegraph: 150 miles

A TRIUMPH in RECEIVING SETS

Very simple to control and effective in use. Stamped B.B.C., Regd. No. 212 Comprises Tuning Coil, tapped in seven places, Variable Condenser. Dust-proof "Permanite" Crystal Detector, Buzzer (for locating quickly and easily the sensitive spot on crystal), Fixed Condenser, Terminals for extra inductance etc. In polished mahogany cabinet with instruments mounted on polished ebonite, having special recess for "phones when not in use. Complete with all accessories, ready to erect and use without extra cost.

Adjustable Loose Coupler

Tapped on secondarily, covering band of wave-lengths 300 to 1,000 metres. Undoubtedly the most efficient for shorter wavelengths, especially with crystal receivers, for it gives greatest selectivity and increases range of reception.

DUSTPROOF UPRIGHT Crystal Detector

Very efficient in use. Transparent cover protects the "Permanite" Crystal from dust. PRICE, complete with crystal. Post free 7/-

HEADPHONES

Stamped B.B.C. and suitable for any type of Set, either Crystal or Valve. Resistance 2,000 ohms. PRICE, post free 26/-

A. W. GAMAGE, LTD., HOLBORN, LONDON, E.C.1
LISTEN-IN
at Shaw & Kilburns.

BEFORE you buy a Wireless Receiving Set it will pay you to call at our Showrooms and "listen-in" on the many sets that we have in use. Whatever you require, you will have the opportunity of comparing the various makes before making your decision. Complete sets from the self-contained Crystal type at £3, to the wonderful five valve sets at £60, may be seen and tried here. You are under no obligation to purchase.

Call and have the working of the various sets explained to you.

Agents for all the leading makes, including—
PELOPHONE, MARCONIPHONE, GECOPHONE, BRITPHONE, ARISTOPHONE, RADIOPHONE, RE-ECHO, T.M.C.

112-114, Wardour Street, W.1
Telephone (8 lines) Regent 6180

SHAW & KILBURN
LIMITED.

For those who want the BEST

"DUNHAM" instruments will particularly appeal

SPECIAL LONG
WAVE PLUG
FOR RECEIVING
PARIS, ETC.

£3 : 18 : 6

This single-valve set receives broadcasting on 20' of wire hung across our showrooms at Brixton, and no outdoor aerial is needed. It is arranged so that amplifiers can be easily added if and when desired. Reaction is fitted, and being directly coupled to the aerial coil boosts up the receiving range and strength of reception. It cannot possibly radiate and cause interference. These and other special features make it without a doubt the finest single valve set on sale to-day. Approved by the P.M.G., No. 1087, and guaranteed by us. Price, complete with 'phones, accumulator, H.T. batteries, etc., £7 3s. (plus B.B.C. fee of £1). Price includes Marconi Royalty, Valve, 15/- extra.

C. S. DUNHAM (Radio Engineer) late of Marconi Scientific Instrument Co.

234-6, BRIXTON HILL, S.W.2.
Phone: Brixton 3328.
Agent for BUCKINGHAMSHIRE: B. Geary, 77, Broad Street, Chesham, Bucks.
" .. UXBRIDGE: Electricians, Ltd., 60, Vine Street, Uxbridge.
EACH day the Ethophone V increases in popularity, because it receives broadcast anywhere. Read what the Morning Post says: "Excellent results were received in the air with no aerial outside the cabin and no frame. The Ethophone V is a four-valve Broadcast Receiver which employs variable reaction in a manner approved by the B.N.I.G. The first valve amplifies at radio frequency and is coupled to the Detector by the tuned anode method. The detector is followed by two note magnifiers. The last valve may be switched off or on as desired. The wavelength is variable to any degree from 150 to 24,000 metres by plugging Burndept Coils into the socket fittings. Valves, H.T. Battery and coils are contained within the cabinet, but are instantly accessible by raising the lid. Contained in a cabinet of specially selected oak, worked up to a high-class finish, with a panel of highest quality ebonite, matt surface, engraved and filled in white.

No. 507. In oak Cabinet, inclusive of 4 Marconi-Osram valves, high tension battery and full instructions... 38 guineas A.

Write for our Catalogues and Pamphlets, which will be sent post free.

AN AERIAL CONCERT.

Listening-in from an Aeroplane.

Hullo! Hullo! we are listening to the concert "Telephoning the Message by wireless to the Croydon Aerodrome yesterday afternoon, Mr. P. D. Rogers, who was putting an aeroplane, announced the information of an interesting experiment in listening-in to a broadcast concert. He was speaking from his seat in an aeroplane travelling at ninety miles an hour at a height of 1,200 ft over Croydon. A small party were gathered in the cabin listening to a concert broadcasted from Market House at three o'clock. Each of the party were headphones, listening on a four-valve receiver without an aerial or earth. The instrument was an Ethophone V manufactured by Burndept (Limited), of Blackheath, which employs a reaction in a manner approved by the Postmaster-General. Carrying seven passengers, the aeroplane was soon after three o'clock with a noise that would have drowned any concert, but for the protection of the earphones. As the machine rose higher the clearness of the music improved. An orchestral piece was being played, and it came to the listeners with the clarity of a gramophone. Songs followed. Then, as a special test, a speech was suddenly broadcasted! This was not so easily heard, though it was understood to be an appeal in aid of St. Dunstan's work for the blind. The receiving set, which was contained in a mahogany box, with a total weight of 35 lbs, has been tested previously on motor-cars with excellent results. The experiment yesterday was carried out by Mr. G. C. Shaw and Mr. N. D. Bruce for Burndept (Limited), and Captain Greer and Captain Game were present on the ground as representatives of the Imperial Air Line, which had lent the machine for the occasion.

BURNDEPT Limited wish to state that this test was carried out to prove the all-round efficiency of the Ethophone V. This apparatus cannot be sold to the Commercial Air Service, owing to the terms of the Marconi licence.
Re-Radiation abolished by using
THE "AJAX" ANTI-RE-RADIATING UNIT

No more announcements from the Broadcasting Stations regarding re-radiation.

Sold on the money-back system.

You can add to your own pleasure, prevent annoyance to your wireless neighbours and comply with the P.M.G.'s requirements by fitting this Unit to your receiving set.

THE CLAIMS FOR THE UNIT ARE AS FOLLOWS:

2. Sharpens Tuning.
3. Increases strength of signals, thereby amplifying.
4. Clarifies speech and music.
5. Gives Telephony without distortion.
6. Eliminates atmospherics to a considerable extent.
7. Makes jamming almost impossible.
8. Regenerates the Plate and Grid Circuits.
10. The "Ajax" Anti-re-radiating Unit is the discovery of the year.
11. You cannot afford to be without it.

PRICES:

No. 1, for all British Broadcasting, 15/-
No. 2, for all International Wavelengths 17/6
Ebonite Variometer, 10/6, particulars post free.
Filament Resistances (superior) 2/6
Fixed Condensers 0.001 to 0.004, 1/6
L.F. Intervalve Transformers 15/-
Variable Condensers from 4/-

TRADE ENQUIRIES INVITED

PATENTEES AND SOLE MANUFACTURERS:
THE WELLINGTON ELECTRICAL AND RADIO ENGINEERING WORKS, LTD.
1, Arthur Street, ALDERSHOT
Telephone: ALDERSHOT 444.
The Wonder of the Trade

The R F H Broadcasting Reaction Sets passed by the Postmaster-General and used under a broadcasting licence

Results

The amazing efficiency of the R F H Receiving Sets with Reaction and the new circuit enable the possessor of a 2-valve set of this type (used in Birmingham) to receive perfect telephony from Paris, the Hague, London, Newcastle, Manchester, etc., cutting out the local station, even if the latter is only two or three miles away.

WHAT OTHER SET WILL GIVE SUCH RESULTS?

Guarantee

Many makers inform their customers that the "tuning-out" of a local station cannot be done - that such a range as that mentioned above is not possible. We, on the other hand, not only do it, but are prepared to give a definite guarantee of the capabilities of the Reaction sets on the above lines, both as to tuning-out and range. Every radio manufacturer in the kingdom is striving unsuccessfully night and day to design an instrument which will compete with it.

Licence

The sets are approved by the Postmaster-General. Though they embody a reaction circuit, this is not on the aerial, and they can be used under the ordinary broadcasting licence which can be purchased over the counter of any post-office. There is no need to waste time and trouble in unsuccessfully endeavouring to obtain an experimental licence.

Prices

R F H receiving sets are obtainable for all purposes and at all prices from 5 to 100 guineas.

2-valve Reaction Set, complete with equipment - 25 guineas
3-valve " " " - 30 guineas
4-valve " " " - 35 guineas
Crystal Set, complete with aerial, telephones, etc., 5 guineas

USER'S OPINIONS

Mr. Graham Squires, Avenbury, Birmingham.

Having tested two or three newly-advertised sets before deciding which to purchase, I thought I would let you know how extremely efficient I have found the R F H 2-valve set which I ultimately selected as by far the most effective. With only an average aerial, and after very little practice, I was able to cut out Birmingham broadcasting at will, and readily obtain other British stations, also Paris (all on a loud speaker if desired), and get the Hague and Germany in addition. The set far exceeds my expectations, and certainly does all it claims to.

Selling arrangements are being fixed up all over the country for these wonderful sets

ROGERS, FOSTER & HOWELL, LTD., RADIO ENGINEERS, EDWARD ROAD, BIRMINGHAM. Telephone: South 165.
A WONDERFUL WIRELESS CABINET GRAMOPHONE

No modern contrivance has ever equalled this remarkable device. An exquisitely toned gramophone and a perfect wireless receiving set combined in one handsome cabinet. Think what it means to add to the never-failing pleasure of a cabinet gramophone the joys of listening-in whenever the fancy takes you. Two forms of entertainment and the Wireless Gramophone Cabinet provides the best of both. One is as easy to operate as the other and there is only ONE INCLUSIVE COST.

GRAMOPHONE SPECIFICATION

Magnificent inlaid Sheraton Cabinet Gramophone 3ft. 6ins. high, "Britaphone" British Double Spring Motor (plays 4 records with one winding). Accommodation for 100 records and the famous "Fullotone" Sound Box.

Trade Enquiries Invited.

PRICE

Deferred Terms can be arranged.

A full range of Models can be seen at THE SERVICE CO., LTD., 289, High Holborn, W.C.1

WRITE TO-DAY FOR FREE ILLUSTRATED LIST.

FULLOTONE

THE CABINET GRAMOPHONE CO.
(Dept. W.W.1), 229, Gt. College St., N.W.1

One of the largest Gramophone Mail Order Houses in London.

WIRELESS SPECIFICATION

Best quality ebonite crystal set panel. Range 20-25 miles, 100 ft. aerial wire, insulators, pulley, lead-in tubes, STERLING 4,000 ohms headphones and all accessories. All royalties included. Ready for immediate use. No skill required.

Write to-day and be among the first to take advantage of this wonderful opportunity.

Carriage Paid U.K.

PRICE

12 Gns.

Remember if dissatisfied we guarantee money back in full within 7 days.
WHETHER it is the Boat Race, the “National,” the next Big Fight or any other event of current interest the certainty of getting the Broadcast results under ideal conditions means the possession of reliable and efficient Receiving Equipment. There is no better way of ensuring this than to make your selection from the splendid range of Receivers now available for inspection in our Showrooms.

For Broadcast or Experimental Receivers, for Accessories of every description—if you want the best obtainable to-day at prices that meet every pocket, then it will pay you to GET IN TOUCH WITH US.

We manufacture our own sets under Marconi Licence and fully approved by the Postmaster-General. May we have the pleasure of seeing you or hearing from you?

WE ARE AT YOUR SERVICE

If unable to pay us a visit write for ILLUSTRATED CATALOGUES G & H.

RETAIL & DEMONSTRATION SHOWROOMS:
Radio Corner (Norfolk Street & Strand), W.C.2

HEAD OFFICE:
(to which all correspondence should be addressed)
Hastings House, Norfolk Street, Strand, W.C.2
SPECIAL EDITION

FOR

EXPERIMENTERS, AMATEURS & ALL "LISTENERS-IN"

As a result of the tremendous demand for the Year Book, we have decided to issue a special edition for Experimenting Amateurs apart from the complete edition usually published. The new edition will contain all the information given in the complete work, with the exception of matter of sole interest to Commercial Companies.

ALL YOU WANT TO KNOW IS IN THE YEAR BOOK

BRIEF SUMMARY OF CONTENTS.

Directory of over 450 Amateur and Experimental Stations (18 pages); Laws and Regulations governing Experimental, Amateur and Broadcast Wireless (52 pages); Call Letters of over 16,000 Air, Land and Ship Wireless Stations of the World (270 pages); Sixty-four Pages of Maps in Two Colours, showing position of all known Land Stations, indicating whether Direction Finding, Broadcasting, Public or Official; Complete History of Wireless from its Birth to Date, with full details of Progress made in 1922 (20 pages); Meteorological Section, showing all Regular Transmissions of Hydrographic, Meteorological and Time Signals, with detailed explanation of the Codes used and their Meanings (131 pages); Useful Data Section (46 pages); Dictionary of Wireless Terms in Five Languages, Tables and Formulas for Wireless Calculations, Graphical Symbols for Diagrams; Classified Traders Directory for the benefit of Purchasers of Component Parts, etc. (4 pages); Full Morse Code, International and Continental; Direction Finding Section (20 pages); Who's Who in Wireless (35 pages); Wireless Literature (28 pages); etc., etc.

We shall be glad to see you at our Stand No. 7, Wireless Section, New Hall Gallery, The Daily Mail Ideal Home Exhibition, Olympia.

Your Broadcast Receiver
AND HOW TO WORK IT
By Percy W. Harris

THIS NEW BOOK THROWS A NEW LIGHT
ON A NEW SUBJECT

It will help you to
GET THE BEST FROM YOUR RECEIVING SET

68 Pages
With Illustrations

PRICE
6d.
Postage 2d.

EVERY owner of a wireless set
is naturally anxious to get the
best possible results from the par-
ticular apparatus he has acquired,
and while a card of instructions
or a pamphlet is supplied with
almost every set, this small hand-
book, based on experience with
many receivers, will be helpful as
well as interesting. Our purpose is
just to help the beginner to get all
that is possible out of the receiver,
be it a humble crystal or an
elaborate multi-valve set.

CONTENTS.—A General Talk on
Wireless Broadcasting—The Station
in Operation—Essential Parts of
a Broadcast Receiver—The Aerial;
the Tuner; the Detector; Crystals
Used in Broadcast Receivers—The
Valve—Valve Accessories and Man-
agement—Essential Parts of a
Wireless Receiver—Telephone Head-
pieces—Loud Speakers—Accumu-
lators and their Management—
Reaction: Its Use and Abuse.

THE WIRELESS PRESS, LTD.,
12-13, HENRIETTA STREET
STRAND, LONDON, W.C.2
APPRECIATION FROM PEOPLE WHO MATTER.

Gentlemen,

With reference to the Condenser 0005, which you supplied to our order yesterday. This was fitted to an H.P.R. Tuner and amplifier last night with the most satisfactory results. The tuning of the Paris concerts has been made infinitely easier. We consider your instrument the most wonderful value and a model of what workmanship should be. You make any use you like of this letter.

Yours truly,

A. O. French Frewster.

Engineers' Office, Electricity Works, Bexhill.

DEAR SIRS.

The 0005 Condenser I received from you is quite a well-finished piece of work.

Yours faithfully,

R. C. Carter.

Albion Street, Leeds.

DEAR SIR,

Your name was given, with recommendations, by Mr. N. Whiteley, Secretary of the Bradford Wireless Society.

Ingleby & Co., Ltd.

Electricity Works, Birkdale.

DEAR SIRS.

We are very pleased with the Condensers supplied to our order of the 13th, and if this order receives the same prompt attention we shall be grateful.

Birkdale District Electric Supply Company.

In response to numerous enquiries we beg to state we manufacture Variable Condensers only.

FALLONS
THE CONDENSER PEOPLE
230a, HERMITAGE ROAD, LONDON, N.4.

Prompt Delivery.

Cash with order.

FALCONS
THE CONDENSER PEOPLE
230a, HERMITAGE ROAD, LONDON, N.4.

Type A.I. Cap. '0005

SINGLE CONDENSERS AT WHOLESALE PRICES

Direct from the Maker.—Saving Middlemen's Profits.

Complete in EVERY respect and exactly as illustrated, to the following specification.

Rotary. Air Dielectric, 22 Gauge Aluminium Vanes. Metal to Metal Adjustable Bearings. Spacing between plates sufficient for pressure up to 1,000 volts. Engraved Ebonite Dial.

TYPE A.I. is enclosed in Celuloid Transparent Case with circular Ebonite top and bottom plates. High-class finish. A very fine piece of workmanship which will compete favourably with the most expensive Instruments on the market.

TYPE A.II. is suitable for mounting on any Panel up to 1" thick by drilling 3 holes. Supplied with screws for fixing.

PRICES:

<table>
<thead>
<tr>
<th>Type</th>
<th>Plates</th>
<th>Type</th>
<th>Plates</th>
</tr>
</thead>
<tbody>
<tr>
<td>001</td>
<td>17/6</td>
<td>0005</td>
<td>15/-</td>
</tr>
<tr>
<td>0005</td>
<td>15/-</td>
<td>0005</td>
<td>29</td>
</tr>
<tr>
<td>0003</td>
<td>13/9</td>
<td>0003</td>
<td>19</td>
</tr>
<tr>
<td>0002</td>
<td>12/6</td>
<td>0002</td>
<td>13</td>
</tr>
</tbody>
</table>

Vernier Condensers, 3 plate, 3/9; 5 plate, 4/6

Postage and Packing:
1, 1/-; 2, 1/3; 3, 1/6

If more than 3 kindly include ample for packing and carriage.

Don't allow our low prices to prejudice you. They are no criterion whatever of the value we offer. Our Motto is QUALITY FIRST, and every Condenser carries our money-back guarantee.

Cash with order.

FALCONS
THE CONDENSER PEOPLE
230a, HERMITAGE ROAD, LONDON, N.4.
Are YOU getting your full share of business?

GECOPHONE

"LISTENING-IN" SETS

Advertised to the Public.
Sold through the Trade.

ASSOCIATION with the sale of GECOPHONE "Listening-in" Sets ensures profit and prestige because GECOPHONE are universally acknowledged the World's Best Broadcasting Sets, and every discriminating buyer demands them.

GECOPHONE "Listening-in" Sets manufactured by the G.E.C. (The General Electric Co., Ltd.) represent the accumulated knowledge and experience of their makers in many years' Telephone and Wireless development, and afford the best possible Broadcasting results.

GECOPHONE business brings you a most profitable trade, not only by the sale of the Sets themselves, but also by installation work, re-charging of accumulators, supplies and replacements.

Fully approved by H.M. Postmaster-General.
Comply in all respects with Broadcasting Regulations.

Sole selling Agents for the Music Trades in Great Britain and Ireland: COLUMBIA GRAMOPHONE CO., LTD., 102-108, CLERKENWELL ROAD, LONDON, E.C.1

The General Electric Co. Ltd.
Head Office: Magnet House, Kingsway, London, W.C.
Branches throughout the United Kingdom.
RADION MAHOGANITE

This is the latest product of our Factories—a superior insulating material for high grade sets, which in grain and colour closely resembles mahogany. Its high insulating and non-warping properties, combined with a beautiful finish, make it an ideal material for Panels.

The Trade are warned against imitations—ordinary mottled Ebonite is NOT RADION MAHOGANITE. All genuine Sheets are stamped “RADION”. Enquiries from bona-fide Manufacturers and Wireless Dealers solicited.

AMERICAN HARD RUBBER COMPANY (Britain) LIMITED, 13a, Fore Street, London, E.C.2
TELEPHONE—12754 CENTRAL.

THROUGH ITS EFFICIENCY

GENTS’ “TANGENT” L.F. TRANSFORMER

HAS EARNED A REPUTATION FOR ITSELF AND IS IN CONSTANT DEMAND BY EVERY CLASS OF USER—

Ask your dealer for same.
Price 22/6 each.

Also

GENTS’ “DISCOL” H.F. TRANSFORMER
Price 6/8 each.

All fittings contained in cartons Convenient for Stockists.

Let us send you Literature.

RADIO DEPT., PARADAY WORKS
GENT & Co. Ltd., LEICESTER.
LONDON: 25, Victoria Street, S.W.1
NEWCASTLE-ON-TYNE: Tangent House, Blackett Street

The World’s most FAMOUS CRYSTAL

ELECTRONITE
(BRITISH MANUFACTURE)

IT GIVES THE RESULT
and the ever-increasing demand for it goes to prove its excellence. We have a large number of absolutely unsolicited testimonials which are open to your inspection at our office.

We are the Sole Distributors for the World

PRICE: Single Crystal with length of Tordinodium Wire . . . . 1/6
Postage 2/1.

Trade Supplied.

The WHITECROSS COMPANY, LIMITED
:: WARRINGTON ::
Manufacturers of All Descriptions of WIRE ROPEs AND WIRES

WHITECROSS TRADE MARK

234, HIGH HOLBORN, LONDON, W.C.1
Phone : Holborn 3188.
THE WIRELESS WORLD AND RADIO REVIEW
THE OFFICIAL ORGAN OF THE RADIO SOCIETY OF GREAT BRITAIN
A MAGAZINE DEVOTED TO WIRELESS TELEGRAPHY AND TELEPHONY

CONTENTS
The Spark Transmitter Station of the Eiffel Tower. By E. M. Deloraine, Ing.E.C.P.I. 851
Audio-Frequency Reaction. By H. M. Theaker, A.M I.E.E. - - - - - 854
Simultaneous Amplification. By A. D. Cowper, M.Sc., A.I.C. - - - - - 855
The Latest Application of Loud Speakers - - - - - - - - - 857

(Contents continued on next page).

BOXES, PACKING CASES & PACKING MATERIALS
FOR WIRELESS SETS AND ACCESSORIES.

WE design special cases in corrugated or solid fibreboard
to carry delicate instruments safely, and we shall be
glad to do so for your productions.

INDUCTANCE TUBES A SPECIALITY

We also manufacture corrugated paper—supplied in rolls, sheets, or pieces.
Let us quote you for any cardboard goods you require.

Hugh Stevenson & Sons, Ltd.
Victoria Mills, Pollard Street, Manchester.
Factories also at BIRMINGHAM, LEITH, PERTH and GLASGOW.
Directional Wireless as an Aid to Navigation .......................... 859
Wireless Club Reports ......................................................... 861
Another Volume added to Our Bookshelf ............................... 865
Photographing Wireless Apparatus. By D. Charles .................. 866
Experimental Station at Bath ................................................. 870
Notes .................................................................................. 872
Correspondence .................................................................... 875
Calendar of Current Events .................................................. 875
Questions and Answers .......................................................... 878

The Wireless World and Radio Review is published weekly on Saturdays.
All correspondence relating to contributions should be addressed to The Editor,
No responsibility can be taken for MSS. or photographs sent without stamps to defray cost of return postage.
Telegraphic Address: "Radionic, Rand, London." Telephone No.: Gerrard 2807.
Advertisement Managers, Bertram Day & Co, Ltd., 9 and 10, Charing Cross, S.W.1.
Telephone No.: Gerrard 8063 and 8064.

Subscription Rates.
28s. per annum, post free. Single Copies 6d., or post free 7d.
Registered at the G.P.O. for transmission by Magazine Post to Canada and Newfoundland.
For the Discriminating Amateur.

A Precision Condenser
For Home-built Sets.

The Marconi Scientific Instrument Company, Ltd., in pursuance of its policy of providing the discriminating experimenter with high-grade component parts, has prepared a new type variable condenser possessing features which will appeal to every serious amateur. As will be seen from the photograph, there are NO WASHERS, the plates and supports are of BRASS, while both fixed and moving plates are SOLDERED TO THE SUPPORTS, ensuring perfect conductivity and a minimum of resistance loss. The end plates are also of brass and POSITIVE CONNECTION with the moving plates is made by means of copper strip.

The condenser is supplied ready for panel mounting complete with dial, bushing and ebonite knob. To mount the condenser, it is only necessary to drill a central hole 1/4 diameter and three clearance holes for No. 4 BA metal screws. The top plate is ready tapped to take these screws, which are provided with the condenser. A pointer is also supplied for those who wish to use it instead of the dial.

The price of this high-grade precision instrument is

30/-
COMPLETE AND POST FREE
Capacity .001 microfarad. .0005 microfarad, 27/6.

The Marconi Scientific Instrument Co., Ltd.
40, Dean Street, Soho, W.1.
The Wates Crystal Receiving Set receives Broadcast Music for 30 miles without intricate adjustment. One movable switch arm gives any desired wavelength.

The Crystal is enclosed in a glass case, making one adjustment almost permanent.

The Set is supplied complete in a highly polished mahogany case, together with Head ‘Phones, 100 ft. Aerial Wire, Aerial Insulators, Aluminium Aerial Pulley.

This Set can be adapted to take a Loud Speaker with the aid of the Wates System of Note Magnifiers, one, two or three being required according to distance.

This system enables you to get a clearness and strength of signals unrivalled by any Valve Set.

Not only do we supply complete Receiving Sets (Crystal or Valve), but also all component parts.

A visit to our Showrooms will interest you.

DEMONSTRATIONS GLADLY GIVEN.

ECONOMIC ELECTRIC LTD.

VARIOMETER

Plug-in type to fit the standard honeycomb coil sockets. Tunes up to 440 metres.

PRICE - 15/-

The “EEC” RADIO BOOK comprises 43 pages and 250 illustrations of the latest Radio apparatus. Write us to-day for a copy post free 4d.

J. BURNS, LTD.

Wangye Works, Chadwell Heath, Essex.

We are actual manufacturers and can offer special advantages to the trade—send us your enquiries.

CONDENSERS.

<table>
<thead>
<tr>
<th>Type</th>
<th>Retail price</th>
</tr>
</thead>
<tbody>
<tr>
<td>001 mfd.</td>
<td>each 13 6</td>
</tr>
<tr>
<td>0005</td>
<td>each 10</td>
</tr>
<tr>
<td>0003</td>
<td>each 9</td>
</tr>
<tr>
<td>00005</td>
<td>each 4 6</td>
</tr>
<tr>
<td>Filament Resistances</td>
<td>each 2</td>
</tr>
<tr>
<td>Terminals with high base</td>
<td>doz. 2</td>
</tr>
<tr>
<td>Contact Studs with nuts</td>
<td>doz. 9d</td>
</tr>
<tr>
<td>Sliders, with springs and studs</td>
<td>each 9d</td>
</tr>
<tr>
<td>Ebonite Coil Holders</td>
<td>each 12 6</td>
</tr>
<tr>
<td>Ebonite Knobs</td>
<td>doz. 4</td>
</tr>
<tr>
<td>Ebonite Panels, prices on application</td>
<td></td>
</tr>
</tbody>
</table>

Vulcanised Fibre and Ebonite Sheets, Rods & Tubes from stock.
The Spark Transmitter System of the Eiffel Tower.

IMPROVEMENTS IN THE COMMON SPARK GAP AND OF THE SIGNALLING SYSTEM.

By E. M. Deloraine, Ing., E.C.P.I.

A SHORT description of the spark transmitter of the Eiffel Tower was given in The Wireless World and Radio Review for December 9th. Lately the operation of the spark gap has been improved by the addition of an auxiliary synchronous rotating gap.

OPEN GAP.

The open gap discharger is operated as follows:

A high voltage is impressed across the gap, and across a capacity-inductance circuit in parallel, by the secondary winding of a step-up transformer. As the primary circuit is in resonance, the voltage across the spark gap rapidly increases until the gap breaks down, and a high frequency oscillatory discharge of the condenser takes place. This is due to the fact that after breakdown, the gap offers only a small resistance to the passage of currents, because of ionisation phenomenon and of the presence of metallic vapours from the electrodes.

As the gap must be conducting only during the passage of a high frequency discharge, it is necessary to have some means of restoring the previous state of high resistance. Generally an air blower is used which causes deionisation, carries away the metallic vapours and cools the sparking surfaces. The ideal spark gap is, in effect, simply a switch, "making" for a very short time to allow the oscillatory discharge of the condenser, afterwards "breaking" to permit the charge of the condenser.

A high power spark gap does not permit of this ideal. The state of the electrodes is essentially variable, the wear is not uniform, so arcing and irregular discharges take place. The result is that the spark note instead of being clear and musical, is irregular and scratchy.

SYNCHRONOUS ROTATING GAP.

The operation of such a gap is very different from the plain spark discharge. A toothed wheel is clamped on the alternator shaft, the teeth offering the minimum gap space when the voltage is maximum. The gap breaks down regularly at a frequency determined by the spacing between teeth. The gap space increases rapidly immediately after the discharge, thus preventing arcing.

In addition to these points, the rotary motion of the wheel helps considerably to cool the electrodes.

With this type of gap, the tone of the spark is pure, musical, and of constant pitch, if the alternator speed is constant. However, for very large power the wheel would be of such a size that it is not practicable to use a rotary gap. Furthermore, it is necessary to have the alternator very close to the high-frequency, high-voltage circuit and this is often inconvenient.

M. P. Laut, engineer of the station, thought that it would be convenient to continue the desirable properties of the rotary gap system with the open gap, and to this end the author collaborated with him in the experiment.
PRINCIPLE.

A small synchronous rotary gap is rigidly fastened to the alternator shaft working with an output power of 1 kW. The high frequency output is indirectly coupled to a tuned circuit which is reacting on the main open gap at the other end, in such a way as to give a secondary spark across the open gap for every spark on the synchronous rotary gap.

AUXILIARY CIRCUIT.

The circuit comprises (see Fig. 1): (a) A primary circuit with a self inductance and a condenser C1, and the synchronous spark gap. The condenser C1 is fed by the transformer immediately below it, the primary winding being connected in series with a resistance and a tuning inductance across the output terminals of the main alternator.

(b) An intermediate circuit consists of a condenser bank and inductance, L3, which is coupled to L4 of the primary and secondary circuits. The intermediate circuit is tuned to an oscillatory frequency, which has no relation at all to the frequency of the oscillatory circuit, the wavelength being about 500 metres.

The distance between electrodes of the open gap is increased so that the main discharge cannot normally take place. But when the resistance of the gap is considerably decreased by the secondary spark induced by the synchronous spark gap, the open gap breaks down and the main discharge takes place. The obvious result is that the main spark is working regularly like a rotary gap.

MAIN OSCILLATORY CIRCUIT.

The only modification in the ordinary circuit, as previously described, is that the spark discharger has two gaps instead of one, the two sparks being in series (see Fig. 1). The spark gap is shown in Figs. 2 and 3. It is essentially a system of three rotating electrodes. The centre one always rotates in the same direction and is insulated by its support. The two external electrodes have an alternating movement as they are connected by flexible copper tapes to the two plates of the condenser. A strong current of air supplied by a Roots blower is directed on each spark thereby cooling the electrodes and preventing the formation of arcs.

Fig. 1. The transmitting circuit at the Eiffel Tower, showing the main oscillatory circuit and the spark actuating oscillatory circuit.

Fig. 2. The spark discharger, showing the two gaps.
Fig. 3. The spark gap, with ventilated revolving electrodes, and arranged so that the total sparking distance is synchronously broken down by the discharge a condenser bank separate from the main oscillator.

Fig. 4. The pneumatic relay, used for signalling in the high tension circuit. The arc caused by breaking the circuit is extinguished by compressed air.
The secondary circuit comprises a self induction \( L_4 \) and condensers, \( C_2 \) having a capacity of 0.001 mfd. and \( C_3 \) and \( C_4 \) having a capacity of 0.01 mfd. and connected in a bridge arrangement to the main circuit as shown in the figure.

**Operation.**

The system of condensers is symmetrical, the pressures across the two gaps \( E_1, E_2 \) are equal. When \( C_1 \) discharges we get a sudden peak of high frequency voltage across \( E_1 \) and \( E_2 \). The gap having the lower resistance breaks down and a group of condensers is discharged, say \( C_2, C_3 \). The total resistance of the double spark gap is sufficiently decreased to allow the total discharge of the condenser \( C_1 \) to take place.

**Advantages.**

The spark is regular and of a musical tone, although the spark gap is a device of comparatively small dimensions. The field of the alternator may be increased or decreased, and the energy in the antenna varied accordingly, without affecting the frequency and the quality of the spark.

**Signalling.**

The signalling system in the field current of the alternator does not allow of the use of very short signals, because of the self inductance of the circuit. Furthermore, it is necessary to include a second relay on the synchronous spark gap, otherwise the main spark would still be passing.

It has been found preferable to make use of a contactor working in the high tension side of the step-up transformer. This is a pneumatic Creed relay (Fig. 4). The morse key acts on a polar relay which opens or shuts a compensated control valve working the main valve and the piston.

The field current of the alternator is constant, the contactor being inserted in series with the high tension supply, the arc being blown by a strong jet of compressed air. This system of signalling gives very much better signals and enables the speed of working to be increased.

---

**Audio-Frequency Reaction.**

**A PRINCIPLE WORTH INVESTIGATING.**

By H. M. Theaker, A.M.I.E.E.

We are very familiar with the reaction principle as used in our high frequency circuits, but applying the principle to the low frequency circuits has not received much attention. Before describing the method adopted mention might be made of the double magnification system which has been treated fully in previous numbers of The Wireless World and Radio Review.

A simple diagram of connections is shown in Fig. 1. This requires a second low frequency transformer in the anode circuit which passes the low frequency impulses through the valve after being rectified. The condenser "C" is required to pass the high frequency current from the secondary tuned circuit to the valve which is acting as a rectifier, and also a low frequency amplifier.

Consider now Fig. 2 in which the first valve acts as a rectifier, and the second one as a low frequency amplifier with the reaction principle applied to it. \( T_R \) is the usual intervalve transformer, and in the anode circuit the telephone transformer, also a transformer of about half the size of \( T_R \) is arranged in series. The secondary of this transformer is connected in series with the secondary of \( T_R \) to produce the low frequency reaction effect. If the transformer in the plate circuit of the second valve is too large, continuous low frequency oscillations will be set up, but by adjustment of the windings or arrangement it is possible to get maximum effect without distortion of signals. This can be done by regulating the value of the H.T., adjusting the grid potential or filament current,
Simultaneous Amplification.

A FURTHER DEVELOPMENT IN DUAL AMPLIFICATION CIRCUITS.

By A. D. Cowper, M.Sc., A.I.C.

Those readers who have been intrigued by the method of simultaneous (or dual) amplification, associated with the name of Mr. P. G. A. H. Voigt,* may be interested to learn that it has proved, with a similar circuit, perfectly feasible to hear Transatlantic telephony, under favourable circumstances, on the loud speaker with two valves only, though of course it is not exactly noisy.

The very successful transmission of the voice of Miss Edith Bennett from the Newark (New Jersey) Broadcast Station, about 5.30 a.m., G.M.T., on Saturday, February 24th, came through in the midst of a fearful welter of jamming and heterodyne, clearly audible to more than one hearer a short distance from the loud speaker in a quiet room; very distinct and the words of the announcer all but readable amidst the din, on the head-phones.

On the same circuit, in a N.W. suburb of London, all the British broadcasting stations, also Hague and Paris Radiola concerts, come in well, jamming permitting, on the loud speaker, on two valves; though, of course, another valve as note magnifier is more comfortable sometimes for several listeners. (Twin 40 ft. P.M.G. aerial, moderately well situated).

With an absurdly small frame aerial, 2 L.O. at 13 miles, and nearer amateurs are up to loud speaking strength, and Birmingham pleasant on the telephones.

The circuit was developed by the writer from a suggestion given by French T.S.F. army experiments, and an inspiration from one of the single-valve circuits given by Mr. Voigt, and differs in some details from that recently described by him in this Journal.

A spider-coil loose coupler is used (fixed 2-in. centres); tuned low resistance spider coil H.F. plug-in transformers, giving good selectivity; two low frequency transformers (following French practice); and in particular a special radio choke filter circuit between the crystal rectifier and the first L.F. transformer, to shunt off any H.F. current that escapes an imperfect crystal. The last is, in the writer's opinion, quite essential to avoid that distressing persistent howling to which a simultaneous amplification circuit is notoriously addicted, and which makes "searching" at times a painful ordeal. With this filter, and the merest trace of electrostatic reaction from the plate of the first valve to the top of the A.T.I., the receiver can be made to oscillate quietly and manageably over a considerable range.

The provision of variable H.T. supply is also found essential.

However, with four tuned circuits and six condensers to tune, it is not an easy circuit to operate unless a calibrated buzzer wavemeter is available.

The actual amplification, measured by Prof. Fleming's method, is roughly 100 times normal good crystal reception (2 L.O. speech), with two good "R" valves. By actual comparison, the writer has shown that on broadcast transmissions, with a tiny frame aerial, the efficiency of this circuit just surpasses that of the single valve Armstrong Super-regenerative Circuit, if the latter is limited to an ordinary "R" valve. With a power valve the Armstrong circuit has it; and is infinitely simpler to operate.

---

The simultaneous amplification circuit providing two stages high-frequency amplification; crystal rectification; two stages low-frequency amplification.


Switches allow: "stand-by" straight crystal reception.

Loose-coupled crystal reception.

Ditto, with one or two stages L.F. amplification.

One stage H.F. amplification, followed by crystal rectification; with or without reaction.

Two stages H.F., do.

Two stages H.F., followed by crystal rectification, and one or two stages L.F. amplification.

Resistance to point of steady oscillation when required.

Switch in front of last telephone jack allows extra note magnifier to be interposed at will.

Rectification on valve alone by grid bias cell and filament temperature adjustment, followed at will by note magnifiers.

Ditto, preceded by H.F. amplification.
The Latest Application of the Loud Speaker.
PUBLIC ADDRESS SYSTEM AT THE IDEAL HOME EXHIBITION.

VISITORS to the previous Daily Mail Exhibitions will doubtless go to the Ideal Home Exhibition this year prepared for something novel, but they will perhaps hardly expect to find novelty actually on the doorstep. Such is the case, however, for even before entering Olympia the observant visitor begins to marvel, for orchestral music is heard, and yet no performers are visible.

This feature is provided by the Western Electric Public Address System, which is one of the recent applications of the thermionic valve, and by its aid the music from the bandstand in the gallery of the Main Hall is reproduced throughout the main hall, the New Hall, the Gardens, the Pillar Hall, and the Vestibules.

The complete equipment is under the control of an operator, and the degree of loudness from any one particular projector can be adjusted according to circumstances. To enable this to be accomplished to the best advantage a system of telephones is arranged whereby a person listening in a remote corner can communicate with the operator and arrange for the apparatus to be adjusted as desired. Only in this way is it possible to secure the natural effect, and any attempt to amplify the sound to an unnatural degree, as so often attempted, results in more noise rather than music.

The Public Address System, as its name implies, has been primarily designed to aid public speakers.

The system consists essentially of three distinct portions—the microphone, the amplifier, and the loud speaking projectors which throw the required volume of sound over the area to be covered. The microphone is designed so that the natural period of
vibration of the diaphragm is well above speech and music frequencies, so that resonance of the diaphragm at these frequencies is avoided, resulting in pure reproduction. It is sensitive to speech at distances from three to eight feet.

The amplifier, together with the associated batteries and power board, are situated on the balcony just to the rear of the orchestra. The amplifier consists of four stages of amplification, the first two stages being voltage amplification, the third stage current amplification, and the final stage power amplification. The power valves in the final stage are connected in a special differential circuit to minimise distortion. It is constructed in panels, the cabling from the microphones being brought on to one panel which is provided with means of switching to any desired microphone. It also contains telephone apparatus to enable the operator of the amplifier to get into touch with his observers.

Another panel contains the apparatus associated with the first three stages of amplification, that is, two stages of voltage amplification and a stage of current amplification as explained above. It is on this panel that the total output from the system is regulated by means of a potentiometer situated between the first and second stages.

An additional panel contains the necessary measuring instruments, and is provided with plugs and cords so that the current in any part of the system may be measured by plugging into jacks provided on the amplifier panel for this purpose.

The volume indicator is a valve detector device which measures the alternating current power in the system by means of a deflection on a galvanometer, and enables the proper transmission level of the system to be maintained.

The power amplifier receives the output from the first amplifier and increases the power available to such a value as to operate the projectors at the required volume to cover the area served by the projectors.

Finally there is a control panel provided for adjusting the volume in the individual projectors to the desired value.

The arrangement of the projectors for serving the entire exhibition is as follows:—
Four projectors serve the Main Hall, these being suspended above and slightly forward of the orchestra. A single fibre horn serves the Gardens, and is mounted in the corner nearest the orchestra. The New Hall is covered by two fibre horns mounted in the centre at one end. A single projector with fibre horn serves the Pillar Hall. At the Hammersmith Road entrance, and also at the Addison Road entrance, a projector with a small curved horn is fitted, the total volume required in these cases being much less than in the main buildings.

The loud speaking projectors are of the balanced armature type, combining sensitivity with the ability to handle comparatively large currents.
Directional Wireless as an Aid to Navigation

The first vessel to benefit by the "wireless lighthouse" established by Marconi's Wireless Telegraph Co., Ltd., on Inchkeith Island, in the Firth of Forth, is the s.s. "Royal Scot," owned by the London and Edinburgh Shipping Co., Ltd. This boat, which is employed on the London and Leith service, has been fitted with a special type of wireless receiver which will detect the signals sent out by the "wireless lighthouse" and enable the navigating officer to pick his way through the dangerous channels of the Firth of Forth in the thickest fog.

The "Royal Scot" has just returned to Leith after her first round trip to London with this apparatus on board, and reports that the "lighthouse" signals were received perfectly during the whole time the vessel was within range, and that the ship's officers were easily able to use the apparatus.

The "wireless lighthouse" on Inchkeith Island is the first of its kind; but it is possible that similar stations will be established in other dangerous channels. For instance, the Farne Islands are situated in a particularly dangerous spot, and vessels which shape their course from these islands find great difficulty in localising the fog-horn.

Of importance to ship owners is the fact that this device will frequently enable their vessels to save a tide.

The receiving apparatus is extremely simple. Only one handle has to be operated. This switches the gear into use and is also calibrated so as to give a very fair indication of the distance from the shore in addition to the
actual bearing. Thus the navigating officer can determine whether he is inside or outside his course.

The transmitter sends out a directional wireless beam which gives a distinctive signal as it passes through each point of the compass.*

A conspicuous feature of the transmitting station is a metal framework tower, some 30 feet high, supporting four metal arms. These in turn support a series of vertical wires. The whole revolves on a circular base, driven by an electric motor. The frame is, in effect, an electric reflector and the ether strains are projected so as to sweep round the surrounding sea in just such a way as a light would from a lighthouse. Thus, instead of fixing a point by visual means, the result is obtained aurally, and is in no way interfered with, whatever the weather conditions may be.

A point of very great interest in connection with the apparatus is the fact that its development may be regarded as a reversion in ideas to the earliest known form of transmission of wireless waves. In effect the apparatus is more akin to the original system devised by Hertz than any subsequent wireless system introduced. Marconi in his early work made use of long waves on account of the increase in range which was thereby obtained, and as a result of later developments along these lines the importance of a system employing very short wavelengths became obscured. There are, however, many advantages in short wave working, and the comparatively short range of the transmitter is now largely compensated for by the enormously increased sensitiveness of modern valve receiving apparatus, apparatus such as was not dreamed of at the time that the development of the present long wave systems for commercial purposes was commenced.

The London and Edinburgh Shipping Company is to be congratulated upon its enterprise in installing the first commercial Beam Receiver.

AN AMATEUR DEVICE FOR AUTOMATIC TRANSMITTING.

* A technical description of the apparatus appeared in the issue of May 20th, 1922.
Wireless Club Reports.

NOTE.—Under this heading the Editor will be pleased to give publication to reports of the meetings of Wireless Clubs and Societies. Such reports should be submitted without covering letter and worded as concisely as possible, the Editor reserving the right to edit and curtail the reports if necessary. The Editor will be pleased to consider for publication papers read before Societies. An Asterisk denotes affiliation with the Radio Society of Great Britain.

Correspondence with Clubs should be addressed to the Secretaries direct in every case unless otherwise stated.

The Belvedere and District Radio and Scientific Society.*
Hon. Secretary, Mr. S. G. Meadows, 1, Kentish Road, Belvedere, Kent.
The twenty-third general meeting was held at the Erith Technical Institute, on Friday, February 23rd, at 8 p.m., and was chiefly devoted to a discussion on a suggestion put forward by Mr. E. Walker regarding wireless applied to railways.
On Saturday, February 24th, the first trial transmission was made from the Society’s headquarters. Messages were sent out in Morse code, and were received very satisfactorily.

Liverpool Wireless Society.*
Hon. Secretary, Mr. Geo. H. Miller, 138, Belmont Road, Anfield, Liverpool.
The usual bi-monthly meeting of the above Society was held on Thursday, February 22nd, 1923, at the Royal Institution, Colquitt Street, Liverpool. Mr. E. B. Grindrod occupied the chair.
The theory and principles of amplification were exhaustively dealt with in a lecture by Mr. A. J. Haining to a record attendance, his explanations being given in language that was understandable to all.
Applications for membership should be addressed to the Hon. Secretary.

Wireless and Experimental Association.*
Asst. Hon. Secretary, Mr. G. H. Horwood, 557, Lordship Lane, S.E. 22.
The future meetings of the Association at Peckham will be graced and brightened by the presence of ladies.
The "return thanks" of our Vice-President, Sir Frederick Hall, Bart., M.P., was read. The wireless beginner is to have a special half hour of his own every week in future.

Bradford Wireless Society.*
Hon. Secretary, Mr. J. Bever, 85, Sinm Lane, Heaton, Bradford.
A meeting was held at headquarters at 7.45 p.m. on February 23rd, the Vice-President, W. C. Ramshaw, Esq., being in the chair.
A short and interesting description of a method of charging accumulators from A.C. mains by means of a chemical rectifier was given by Mr. Mitchell. This was followed by a short address on "Spark Transmitters" by Mr. Whiteley, which was much appreciated.

Birmingham Experimental Wireless Club.*
Hon. Secretary, Mr. A. Leslie Lancaster, 10, Lancaster Bros. & Co., Shadwell Street, Birmingham.
An unusually entertaining and instructive lecture was given before the above Club on February 23rd by Mr. Abbott on the subject of "Wireless Procedure."
The lecturer traced the origin of many of the ship and shore station call signs in regular use, and devoted a considerable part of the lecture to wireless "slang" signals in regular use by operators in the mercantile marine.

The Wembley Wireless Society.*
Hon. Secretary, Mr. W. R. Mickelwright, 10, Westbury Avenue, Alperton, Wembley, Middlesex.
On February 1st the President, Mr. C. R. W. Chapman, lectured on "Symbols," and on February 8th Mr. H. E. Comber, B.Sc., gave a very detailed paper on "A Crystal Set." At each of the lectures a précis of the paper is handed to members present, and this is found to be very useful for reference at the discussions which are held the week following each lecture.
Mr. A. P. H. Baldry, A.M.I.R.E., the Hon. Asst. Secretary, has recently been successful in receiving American stations.

The Experimental Transmitting and Receiving Station of Mr. E. W. Wood of Northampton.

The Ilford and District Radio Society.*
Hon. Secretary, Mr. A. L. Gregory, 77, Khaled Road, Forest Gate, E.7.
On February 22nd Mr. A. J. Thompson delivered a lecture on the "Magnetic Detector and Multiple
Tuner,” dealing very thorougly first with the working of both instruments.

**Bishop’s Stortford and District Amateur Wireless Association.**

A public demonstration of wireless telephony was given by members of the Society at the Junior Club, Bishop’s Stortford, on Tuesday, February 27th, when a large audience listened with interest to the broadcast programme from the London station. Mr. W. A. Field, President, gave a short description of the indoor aerials, valves, and other apparatus.

**The Kensington Radio Society.**

Hon. Secretary, Mr. John Murchie, 2, Sterndale Road, W.14.

On Thursday, February 15th, at 8.30 p.m., the postponed monthly meeting of the Society was held at headquarters, 2, Penywern Road, Earl’s Court.

Dr. Gordon Wilson gave a talk on the management of a Mark III two-valve receiver, and demonstrated this set with a Brown relay and Amplion “loud speaker.” Excellent signals were received on outdoor, indoor, and Ducon aerials.

The Hon. Secretary will be pleased to furnish particulars of the Society to anyone desirous of joining.

**Eastbourne and District Radio Society.**

Hon. Secretary, Mr. W. F. O. West, Bridge Gate, Willingham, Sussex.

The Society is now flourishing, and lectures are being held every fortnight in the Technical Institute, Eastbourne. Full particulars of membership can be obtained from the Hon. Secretary.

**The Manchester Radio Scientific Society.**

Hon. Secretary, Mr. H. D. Whitehouse, 16, Todd Street, Manchester.

On Wednesday, February 21st, the members and friends present were favoured by another visit of Mr. Bell, of the Metropolitan-Vickers Electrical Co., Ltd., Trafford Park, Manchester, this time accompanied by Mr. Wright, whose voice is familiar to listeners in Round Manchester. These gentlemen gave a very interesting talk, illustrated with lantern slides, on “Studies and Programmes.”

**The Leicestershire Radio and Scientific Society.**

Hon. Secretary, Mr. J. R. Crawley, 269, Mere Road, Leicester.

At a meeting of the Society, held on Monday, February 19th, Mr. Atkinson gave a promised description of a three-valve receiver of his own design and construction.

Further members are required for this Society, and also students, who must be under the age of 18 years. The Hon. Secretary will be pleased to give full particulars to those interested. The meetings are held fortnightly on Monday evenings, at headquarters, Vaughan College, 8, Chatham Street, Leicester.

**Wolverhampton and District Wireless Society.**

Hon. Secretary, Mr. J. A. H. Devey, 232, Great Brickhill Street, Wolverhampton.

The Society held its usual fortnightly meeting at the A.J.S. Assembly Rooms (kindly lent by Mr. Harry Stevens) on Tuesday, February 27th, when a lecture on “Valves, and the use of High and Low Tension Batteries,” was given by Mr. Harold Taylor (2 KQ).

**Huddersfield Radio Society.**

Hon. Secretary, Mr. C. Dyson, 14, John William Street, Huddersfield.

On February 23rd and 24th the Society held a very successful wireless exhibition in the Lecture Hall of the Y.M.C.A., 14, John William Street, Huddersfield.

On both days a number of items, including broadcast concerts and short lectures on wireless subjects were introduced during the proceedings, and contributed greatly towards the enjoyment of the visitors, who numbered over 400.

**The Radio Society of Highgate.**

Hon. Secretary, Mr. J. F. Stanley, B.Sc., A.C.I., 49, Cholmeley Park, Highgate, N.6.

Of the three or four British amateur transmitting stations received in America during the recent Transatlantic Tests, it is with pleasure that we have to report that one of these stations is owned and worked by a member of this Society. The station referred to is 2 SH, owned by Mr. P. L. Hogg.

A special series of elementary lectures is now being given, full particulars of which may be obtained from the Hon. Secretary.

**Leeds Y.M.C.A. Wireless Society.**

Hon. Secretary, Mr. N. Whiteley, Central Y.M.C.A., Albion Place, Leeds.

An experimental licence has been applied for, and the club set ordered, and it is hoped that the licence will be to hand by the time the set is ready for operation.

**Whitby and District Radio Club.**

Hon. Secretary, Mr. R. Barry, 14, Abbey Terrace, Whitby.

A whist drive and dance was held on February 12th at Messrs. E. Barham & Sons’ Café. A novel feature was a dance to music transmitted from 5 NO.

**Sunbeam (Moorfield) Wireless Society.**

Hon. Secretary, Mr. C. E. Beresford, Moorfield Works, Wolverhampton.

The membership of the Society, which now totals 66, is confined to employees of the Sunbeam Motor Car Company. An experimental licence has been applied for, and the club set ordered, and when these come to hand work will begin in real earnest. The Company is heartily in sympathy with the movement, and has provided club, class, and demonstration rooms on a generous scale.

It is intended to install a workshop for the use of members for experimental work, and classes of instruction in wireless, electrics and Morse are in course of preparation.

**Morayshire Radio Society.**

Hon. Secretary, Mr. D. G. Leslie, C.R.A., 2, Culbard Street, Elgin.

On Thursday, February 8th, Mr. J. S. Souter, A.I.E.E., President of the Morayshire Radio.
Society (which was inaugurated on January 23rd),
gave a lecture on "Wireless Telegraphy and Tele-
phone" to an audience of between five and six
hundred in the Parish Church Hall, Elgin.

At the close of Mr. Souter's interesting lecture
the audience were able to listen to speech and music
from Birmingham, Newcastle, Manchester and
London.

Croydon Wireless and Physical Society.
Hon. Secretary, Mr. B. Clapp, A.M.I.R.E.,
Meadmoor, Brighton Road, Purley.

At a meeting of the Croydon Wireless and Physical
Society held at the Central Polytechnic, Croydon,
on Saturday, February 3rd, Mr. J. H. Reeves,
President of the Kensington Radio Society, gave
an interesting lecture on "Some Experiments
with Semi-Aperiodic H.F. Transformers."

A keen discussion followed the lecture.

The Secretary, will be pleased to furnish
intending members with particulars.

Oldham Lyceum Wireless Society.
Hon. Secretary, Mr. G. Halbert, 16, South Hill
Street, Oldham.

On Thursday, February 8th, a lecture was given
on "Condensers," by Mr. H. H. Wareing, Principal
of the Oldham Municipal Technical School.

The Society entered its new headquarters, St.
Thomas's Schools, Coppice, Oldham, on Thursday,
February 15th.

A campaign has been started for the enrolment
of new members, and those interested are invited
to write to the Hon. Secretary for particulars of
membership.

The Overland Radio Association.
Hon. Secretary, Mr. N. D. Cumming, 39, Overport
Drive, Beren, Durham.

The attention of amateurs in South Africa is
drawn to the above Association, which was founded
a year and a half ago. The Society is recognised
by the Postmaster-General, and has been granted
authority to recommend its members for experi-
mental licences. At present there are thirty
members, some of whom reside in remote parts
of Zululand.

Meetings are held on Friday nights, and papers
of practical and theoretical interest are periodically
read. Buzzer practice takes place on Monday
nights, proficiency in Morse being very desirable
in South Africa, there being as yet no broadcasting.

Applications for membership should be made
to the Hon. Secretary.

The Wireless and Scientific Society of
Bridlington.
Hon. Secretary, Mr. A. R. Hornpool, "Darley,"
Marton Road, Bridlington.

This Society, which held its first meeting in
August of last year with a membership of sixteen,
now has a membership of over thirty.

On Tuesday evening, February 6th, Capt. W. E.
Dennis, of Hull, lectured on "Wireless for the
Amateur and Broadcasting." At 8.30, by special
arrangement of Captain Metz, the Eiffel Tower
commenced to transmit an excellent twenty
minutes' concert for the special benefit of the
Society.

All prospective members should communicate
with the Hon. Secretary.

A Society for Rye.

A Society has been formed at Rye, under the
name of "The Rye and District Radio Society."

A meeting was held on February 12th, when
Mr. W. E. Philpott gave a lecture on "The Ele-
mentary Principles of Wireless Telegraphy and
Telephony."

Prospective members are invited to write to the
Hon. Secretary, Mr. W. E. Philpott, 18, Eagle
Road, Rye.

Watford and District Radio Society.
Hon. Secretary, Mr. F. A. Moore, 175, Leavesden
Road, Watford.

The first annual general meeting of the above
Society was held at headquarters (The National
Schools) on Friday, February 9th, and officers
were appointed for the ensuing year.

On Friday, February 16th, Mr. Christie gave
a lecture on the Morse code and some very useful
hints on how to attain a high speed.

The Beckenham and District Radio Society.
Hon. Secretary, Mr. J. F. Butterfield, 10, The
Close, Elmers End, Beckenham.

The exhibition of members' and trade sets,
organised by the Society, was a great success, and
many good ideas were revealed in the construction
of the amateur exhibits. During the evening
broadcast selections were received on a four-valve
set constructed by a member.

The new headquarters of the Society are at
The Hut, High Street, Beckenham.

Dewsbury and District Wireless Society.
Hon. Secretary, Mr. Fred Gomorshall, A.S.A.A.,
1, Ashworth Terrace, Dewsbury.

The Society gave a very successful demonstration
at the Highfield Chapel, Barleseahton, on Tuesday,
February 13th.

The Secretary complains of the unsatisfactory
attendances at recent meetings, and urges the
members to take advantage of the valuable dis-
ussions which are a feature of the Society's
activities.

St. Bride Radio and Experimental Society.
Institute Manager, Mr. R. J. Berwick, Bride
Lane, Fleet Street, E.C.4.

A very interesting and instructive evening was
spent by members of the Society on Wednesday,
February 21st, when the President, Capt. H.
Riall Sankley, C.B., C.B.E., R.E. (Ret.), M.Inst.C.E.,
occupied the chair. The proceedings opened with
an admirable lecture by the President, in which he
explained in non-technical language the rudiments
of Wireless Telephony.

This was followed by a short demonstration
and general meeting, when the Formation Committee
gave an account of their stewardship; draft rules
of the Society were submitted to the meeting and
approved; permanent Committee and officials
elected; and meeting nights arranged, alternate
Mondays at 7.30 p.m., commencing March 5th.

Visitors and prospective members will be
 cordially welcomed at any of the meetings of the
Society.
Sale and District Radio Society.

Hon. Secretary, Mr. H. Fowler, "Alston," Old Hall Road, Sale.

The above recently formed Society, having now secured very central and convenient premises in School Road, Sale, intends to hold an exhibition of amateur made wireless apparatus, on the first Saturday in April, at which the formal opening will take place. The lecture and reading rooms are now ready for use, and the workshop and experimental room are being thoroughly equipped with benches, tools, stores, etc.

Should the Society be successful in obtaining an experimental licence, it is intended to equip the premises with an efficient aerial and receiving set.

In the meantime applications for membership will be welcomed by the Hon. Secretary.

Walton-on-Thames and District Amateur Radio Society.

Hon. Secretary, Mr. N. V. Webber, Walton House, Walton-on-Thames.

The second general meeting was held at headquarters on February 19th, at 8 p.m., with R. V. Somers-Smith, Esq., J.P., in the chair.

At the conclusion of business regarding the election of officers, the Technical Adviser demonstrated and explained a non-radiating receiver (H.F. rectifier and L.F.), and impressed on all present who held experimental licences, the importance of using such a circuit while experimenting during broadcast hours.

South Shields and District Radio Club.

Hon. Secretary, Mr. J. A. Smith, 66, Saloon Street, South Shields.

The first general meeting was held on February 23rd, at the Club's headquarters, Edinburgh Buildings, 34, King Street, South Shields.

In his address, the Chairman recalled the commencement of the Club, when the inaugural meeting was attended by nine of the Club's present members. Since that time, barely six months ago, rapid and sound progress had been made. Foremost of all being the obtaining of a transmission licence (the call sign allotted being 5 QI.).

The election of officers next took place, resulting, among others, in the appointments of Sir Jas. Roadhead, Bart., as Patron, and H. R. Cullen, Esq., M.A., A.R.C.S., as President.

Meetings are to be held at headquarters every Friday at 7.30 p.m., and the premises are open during the day and evening, to members who hold keys.

Merthyr Tydfil Radio and Scientific Society.

Hon. Secretary, Mr. Davies, 6, Pantyseilog Terrace, Pant, Dowlais.

At the meeting of the Society held on Wednesday, February 21st, it was decided to make application for affiliation to the Radio Society of Great Britain. It was also agreed that the Society should construct a new receiver (five valve) in place of the existing three valve, the receiver to be designed on the unit system, employing a two H.F. detector, and two L.F. valves.

Intending members are invited to any of the weekly meetings (Wednesday evenings at 7 p.m., at the Calfarthia Castle School).

NEW SOCIETIES.

Choriton-cum-Hardy.

A wireless society is being formed at Choriton-cum-Hardy, Manchester, and applications for membership from all wireless enthusiasts in the district will be warmly welcomed. All communications should be addressed to Mr. Maurice C. Booth, 4, Chatsworth Road, Choriton-cum-Hardy, Manchester.

Farnborough, Hants.

Mr. J. E. Catt, A.M.I.E.E., A.I.R.E., "Melrose," Alexandra Road, South Farnborough, Hants, would be pleased to hear from any amateurs who would give support to the formation of an amateur wireless society for the district.

Harpenden.

It has been decided to form a Society under the title of the Harpenden Radio Society, to be affiliated in due course with the Radio Society of Great Britain. Particulars of membership can be obtained on application to the Hon. Secretary, Mr. Percival A. Ansembe, Wellington House, Harpenden, Herts.

Worthing.

At a meeting held at the recreation room of the Central Fire Station recently, under the chairmanship of Dr. H. Leeds Harrison, it was decided to form a wireless society to be known as the Worthing Radio Society. Mr. R. N. Oates was elected Hon. Secretary, and Mr. E. A. Jenner, Hon. Treasurer.

St. Albans.

The St. Albans and District Radio Society was formed on February 27th. All who are interested and who reside in the district are invited to communicate with the Hon. Secretary, Mr. H. Holderness, 8, Westview Road, St. Albans.

Seaforth.

A society has been formed under the title of the Seaforth and District Radio Society. Applications for membership should be addressed to the Hon. Secretary, 237-9, Crosby Road, Seaforth, Liverpool.

Leyton.

The Leyton and District Wireless Club was formed on March 14th. The President and Chairman are E. R. Alexander, Esq., M.P., and W. Bassett, Esq., respectively. The Society begins with a membership of over 50. Prospective members are invited to communicate with the Hon. Secretary, Mr. W. G. Peacecke, 73, Frith Road, Leytonstone, E. 11.

Sydenham and Forest Hill.

A society bearing the name Sydenham and Forest Hill Radio Society, with the chess room of the Greyhound Hotel, Sydenham, as headquarters. Particulars of membership can be obtained from the Hon. Secretary, Mr. Chas. E. Field, 20, Knighton Park Road, Sydenham. S.E. 26.

Loughborough.

At a meeting held on February 27th it was decided to form a radio society. Particulars of membership can be obtained from Mr. W. J. Tucker, 1, Charnwood Road, Loughborough.
1913—1923
Another Volume Added to Our Bookshelf

The present issue marks the close of the XIth volume of The Wireless World and Radio Review, and the completion of a year's record of weekly numbers.

During the currency of each volume it is our endeavour to gauge the requirements and wishes of our readers, and with each new volume we have endeavoured to introduce those features which our observations and the kindly criticisms of our readers have indicated to be desirable.

With our next issue, to bear the date of April 7th, therefore, will be included some special features which we feel sure will be appreciated.

Whilst it is not intended here to give details of the contents of forthcoming issues, it may be mentioned that the outstanding attraction will be practical articles for the amateur and experimenter, with all necessary information to help and guide both the new and the advanced readers in the practical application of wireless principles.

A point which we desire to emphasise in this connection is the value which is to be attached to descriptions of the work of individual readers which we look forward to having the opportunity of publishing for the benefit of others. Those who have ideas to pass on are cordially invited to forward them for publication so that The Wireless World and Radio Review may become more than ever the wireless journal of the amateur and experimenter through the medium of which he can describe new ideas and new circuits embodied in his experimental work.

The policy of the Journal to keep up to date in recording new developments in all fields of wireless telegraphy and telephony will be fully maintained in order that readers may rest assured that progress both in commercial and amateur work will be promptly and accurately brought to their notice.

Due in large measure to the enormous increase in the popularity of the subject dealt with in our pages our circulation continues to build up with astonishing rapidity. One of the direct results as affecting readers is that the Publishers are able to make a reduction in price of the Journal approaching the pre-war figure. The price will accordingly be 4d. per copy, commencing from our next issue, instead of the present price of 6d. The subscription rates will also fall from 28s. per annum to 20s. post free.
Photographing Wireless Apparatus
By D. Charles.

That babies should not be easy to photograph everyone realises, because obviously the little beggars won't keep still, but when you have a thing that will stay where it is put till further orders, there seems nothing more to do than to point the camera at it and expose the plate or film for the length of time decided to be correct. The supposition is so very general that whatever may be in front of the camera must necessarily be faithfully recorded.

Unfortunately such is not the case, and if I may be permitted to describe first certain peculiarities and limitations of photographic technique, and afterwards to show how these matters are brought into play when dealing with wireless apparatus, the reader will be able to adapt the information thus imparted to any particular case.

If the photograph is to illustrate a technical article or lantern lecture, or for some kindred purpose to describe the apparatus in all its varied detail, not only is it necessary to adopt the most careful procedure, but it comes as a surprise to many what a lot of extra thought and care is entailed in producing a picture that will tell all the story over one that will just pass muster. It is really a matter of critical observation, and if the reader knows what he wants to show, the following notes should enable him to obtain it.

A photograph consists of a number of steps of light and shade, ranging from almost white to almost black. A plate of the "special rapid" class can render a very long range of such tints; it has been said as many as two-hundred-and-fifty odd steps, each one distinguishable from the one before it. Now very few printing processes, unfortunately, will do anything like a tenth of this. You may have noticed in some holiday "snap" that although it has a most attractive appearance generally, and although the cloud forms and the muslin frocks of the ladies are perfectly rendered, yet the hair under their large hats and the shadows of the near-by rocks and trees are seen when examined closely to consist of mere patches of detailless black. If the negative be printed so as to preserve this lost detail, the lighter areas referred to will be blank paper. If, on the other hand, the negative had been developed less far, so that the "high-lights" could be printed before the "shadows" are clogged...
up, the "high-lights," i.e., the clouds and the frocks, will not exhibit the brilliance that the actual subjects do in nature; that is to say, they will appear somewhat flat or "dirty," and the shadows, although showing more detail, are far less rich than one could wish. It sometimes, but rarely, happens that a print is obtained that shows every detail and graduation of the original subject and still looks bright and in every way technically satisfying to the most critical eye. In such a case it is always obvious that the negative was correctly exposed and developed, and was made of the correct strength for the particular printing paper used.

If the reader will take the trouble to acquaint himself with a sound method of ensuring correct exposure and development, so as to get a good negative every time, he will be a very long way on the road. The best systems are explained in "Watkins' Manual," price 2s. 6d., at any photographic dealers. We still have the difficulty left that our subjects do present a most unusual range of light and shade, from the nickel-plated telephones and the finely engraved ivorine scales, down to details of black ebonite, these being situated often in the most dim recesses of the apparatus.

Fortunately it is possible to even up the apparent excessive contrast inherent in such subjects as we are considering by choosing suitable conditions of light. It is fairly obvious that if sufficient exposure is to be obtained to render the blackest details in printable shades of grey, it is essential to have plenty of light shining on them. Sometimes it is argued that if the light is dim one can always give a longer exposure, but the result will never be the same. Probably the reader will think I have already given him enough "theory," so I will ask him to accept that statement as a fact. To give technical reasons for every statement obviously would occupy several issues of the Wireless World and Radio Review, but I am always prepared to prove, if required, any statement made, even if it appears prima facie to be contrary to common sense.

Even more important than plenty of light, however, is its distribution. To give an example which will for the moment take the mind from wireless, so as not to confuse the issue, it must be obvious that to photograph a negro in black clothing requires either more light or more exposure than for a fair bride in traditional array. If we complicate matters by standing the nigger in a doorway, while placing the bride in the full light of day outside we have obtained a subject that "takes all our time" to photograph successfully. This is, if a moment's thought be given, exactly what is done in many wireless instruments, with their valves and dials on top, and their interesting details of coils and wiring in their black interiors. While one could ask the bride and the negro to change places, so as to even up the light falling upon them, and so to reduce our difficulty, we cannot do the same with our apparatus, but what we can do is to place the latter so that the light may fall more strongly on the dark parts. This has been done in the case of the Mark II instrument shown in Figs. 1 and 2, as well as other things which have helped in producing the more satisfactory photograph. In No. 1 the instrument has been lifted up with the intention of showing the "works" and connections. The valves catch the top light and the shelf on which they are held casts the already dark wiring, etc., into still deeper shadow. By lifting the instrument entirely clear of its case, and standing it on one end with the valves on the side further from the light, we have done as much as possible to reduce the inherent contrast of the subject instead of exaggerating it as in the previous example. Still it must be noted that the range is longer than will be rendered by ordinary photographic methods, and although the details of the valves are discernible in the print, they do not show so strongly as if these were photographed separately, and probably much of this very delicate gradation will be lost in reproduction. Even with the careful method explained, the valves would still have been too strong in the negative to print satisfactorily while retaining the other portions of the picture, but this trouble was rectified by means of tissue paper, of which a piece was stretched over the printing-frame, a little distance from the negative, over the thin portions. The effect of this was to make the dark parts print more slowly, while the full strength of the light reached the valve image and got them to full strength before the remainder printed too dark. In some cases it is found advantageous to make quite a complicated "mask," in similar manner to the letterpress printer who makes an "underlay" or "overlay" for his blocks and display matter. In enlarging from negatives the same principle may be carried out by stopping the light from the weaker portions.
of the negative during part of the exposure. Sometimes the fingers are used, and sometimes a bit of paper or cotton-wool on the end of a wire. Needless to say, the shield should be held at such distances from the easel that it is not in sharp focus, and should also be kept gently but continuously moving during exposure.

These dodges are regular matter-of-fact items of procedure in every professional photographic workroom, and another point that needs only mentioning to become equally obvious is that although we placed our subject on its side in order to get a more satisfactory photograph, that is no reason why the resultant print should be exhibited in such an unnatural attitude. Fig. 1 not only illustrates the pseudo-brilliance obtained by over-lighting of the "lights" and under-lighting the "shadows" (lights and shadows in photographic technical parlance referring merely to light and dark portions of the subject, irrespective of their position) but to a less extent shows how faulty exposure and development can accentuate this false, because detailless, brilliance.

At the same time it must be pointed out that this easily obtained accentuation of brightness often is a very convenient means of emphasising forms of details when photographed singly. When the point to be illustrated is the method of winding a coil, or the shape of an insulator, for instance, a little harshness of lighting, increased by a little more prolonged development of the plate, will produce the desired relief. A choice of background very often helps to give an appearance of brightness to an otherwise flatly lit subject, but let me say at once that to employ an absolutely white background (which usually is demanded of the professional) introduces a surprising amount of technical difficulty in many cases, especially where the subjects comprise polished surfaces.

In the photograph of the Mark II receiver (Fig. 1) it may be noticed that some portions are not so sharply defined as others. It must be left entirely out of consideration, in making photographs of such subjects as this, that a lens may have been purchased on account of its "rapidity." In order to obtain sharpness of detail in every plane only the smallest
stops are of any use, so that no one lens is any more rapid than another in this class of work. Not only is it necessary to use a very small stop, but it is desirable to employ a lens of rather longer focal length than usual. This is because the more distant view-point that such a lens permits reduces to a minimum such apparent exaggeration of perspective as is shown in the photograph under consideration. The trouble is that the longer the focus of the lens, the smaller is the stop that will be found necessary to obtain the same "depth of focus." It may be found often that the smallest stop in the lens is not fine enough to get the required sharpness all over. In such a case one must be content with a smaller image which can naturally be enlarged afterwards in the usual way.

There are other ways in which one can make things easier for oneself, photographically speaking, and at the same time obtain a more satisfying result. Some of these ideas can be appreciated by examination of the photographs of the Mark III crystal receiver. If this be opened for use and photographed in the usual way, even with a rather long focus lens, the result is as Fig. 3. While this may be a true representation of the subject as seen, the first impression obtained is that a Mark III receiver consists mainly of a rather ugly box and two large white cards, while the stuff that really interests the wireless man is an inconspicuous jumble in the centre.

Compare this with the next illustration. Not only is every detail distinct, but as there is so very little depth of detail from front to back we can get our result with no distortion as well as with the use of a much larger aperture, and with a consequent decrease in the length of exposure. Another slight improvement has been attained in the matter of the background. A friend was asked to hold this some little distance from the table upon which the instrument was placed, and during the exposure he kept it gently moving about so that no definite image was obtained of the many creases and stains which actually it contained. There is another difference of rather greater importance. It will be noticed that in Fig. 3 the cap of the relay is practically black, as are also the terminals, except where the light strikes certain spots, so that for all anyone might know they were made of ebonite. In the next picture, however, they can be seen in their true relation. This result is obtained simply by using a colour-sensitive plate, which is not "blind," as is the "special rapid" variety, to details of red, yellow and orange tints, as every photographer knows. As a matter of fact both these plates were treated together, being developed in the same dish of solution together, and fixed together, both processes taking place in absolute darkness. Anyone who takes the trouble to master and follow out the very simple methods of standard exposure and development recommended earlier in this article need have no fear that the use of colour-sensitive plates will involve him in any extra trouble beyond the attainment of some facility in loading and unloading them in darkness. Probably he is already so used to his existing plates and slides that if the ruby light were suddenly switched off it would cause him not the slightest inconvenience. Anyone who has ever used a changing-bag has nothing to learn in this respect.

Hitherto I have dealt with the problems involved in photographing units. This is because they present the greatest difficulties as a rule. Complete installations often present their own difficulties. Frequently they are placed with their backs to the window, and in such a case the use of flashlight is practically the only way of getting a really satisfactory photograph. Where the lighting conditions are favourable, a perfect result is always obtainable by the use of a small stop in the lens and by then giving twice the exposure that would be required for that stop in photographing a normal interior subject. It occurs sometimes that some important detail of a set is rather in the shadow of some more bulky units (I am dealing here, of course, with fixed installations) or it may be there is something under the table, or in a recess, that one desires to "bring out." Apart from the good old rule of "exposing for the shadows, and letting the rest take care of itself," much may be done in such cases by using a mirror, as large as possible, to reflect light from the window into the dark corner during the exposure. The mirror must be kept moving, either continuously or intermittently, during the exposure. An acetylene cycle or motor lamp may be employed for local lighting in much the same way. In fact it is perfectly possible to make the complete photograph by artificial light if panchromatic plates are employed. Where half-watt lamps are installed the exposures should not be long, but even with incandescent gas it is quite
practicable. Obviously the more and the better distributed the lamps are, and the lighter the walls of the room, the softer the lighting of the resulting photograph will be, but with electric lamps the same desirable result can be got by moving the lamps to different positions during the exposure, or even just by swinging them, so as to get some light into the dark corners. The actual length of exposure differs so much in varying conditions, and the tint of an exposure meter is not easy to judge in such artificial light, but it is not easy to over expose. I have obtained quite good results at a stop of F 11 with about five minutes’ exposure in favourable conditions, but have also exposed for many hours in dark, poorly lit rooms. However, an average subject lit under ordinary home or workshop conditions should not require more than about twenty minutes if a stop of F 16 be used in the lens, and a panchromatic plate be employed. The contrasts are apt to be harsher in this evening work, but either a weaker developer or less developing time will assist towards correcting this.

The most pleasing prints of wireless gear usually are found to be those on daylight printing papers such as “self-toning,” and a carefully made lantern-slide also shows a great deal more of the delicate gradations of each detail that are lost in the black and white developing processes, but prints of the latter class are those demanded by photo-engravers for reproduction as process blocks for printing in publications.

There is one factor in the success or otherwise of the illustration that is really not photographic at all, and that is merely a matter of critical observation. It is a point, however, that is frequently overlooked in practice. Just before making the exposure it is very advisable to look at the subject from just behind the camera. Then carefully to note first of all whether any detail that it is desired to show is hidden by a pair of telephones or other object of less importance. Then it is desirable to see that there is no omission of essential connections. For instance, if a person is introduced as using the set with the object of showing its proportionate size, it will be rather noticeable if the necessary accumulators are merely stood in position without actually connecting them up. That may seem a rather stupidly obvious example, but it is a mistake the writer has seen made, and there are plenty of such sins of commission or omission which may be committed under the impression that “they won’t show in the photograph,” but which are subsequently discovered to jump into the eye of the experienced technical man. For the sake of effect, too, it is desirable to smooth out some of the crudenesses of wiring that are apt to obtrude themselves on the eye in photographs of experimental sets, and furthermore, just to give one final glance for any cigarette ends and for that screwdriver. It is so much less trying to remove them before one makes the exposure than when one has already wasted a plate.

Experimental Station at Bath.

The following description of the transmitting and receiving apparatus of 5 CC at the Bath Electro-Plating Works is of interest.

The aerial system is of the twin wire, inverted “I.” type, having an average height of forty feet, and Post Office regulation length, whilst the earth consists of a large copper plate buried underneath the aerial.

The aerial and earth are brought to a large double-pole double-throw switch seen in the centre of the photograph, by which changing over from the transmitting to receiving apparatus, and vice versa, can be quickly effected. An earthing switch for protection against lightning, when the set is not in use, is also fitted.

The receiving apparatus is of the six-valve type, two valves being high frequency amplifiers, one a detector, and the remaining three note magnifiers. Three separate rheostats are used to control the filaments of the valves. High frequency transformer coupling is used, the transformers being tapped in both primary and secondary windings to give maximum amplification on all wavelengths. A potentiometer is used to control the potential on the grids of the H.F. valves. The low frequency transformers are of a well-known make, and are specially placed to reduce howling, etc., which is so common where low frequency amplification is used. Reception can be carried out using headphones or Brown’s loud speaker and microphone amplifier.
The three-circuit tuner seen to the left of the change-over switch is of rather novel design, basket coils wound on a special former being used as inductances. Below the tuner are the three tuning condensers fitted with extension handles to reduce capacity effects. It may be mentioned here that no reaction whatsoever is used for the reception of broadcast telephony.

The transmitting apparatus is situated on the lower bench on the right. The power valve, pancake inductances and variable condensers can be clearly seen. Grid modulation is employed, and has proved generally successful under all conditions, a Western Electric microphone being used. The H.T. generator seen under the bench is of the aircraft type, and is a combined motor generator, but has recently been replaced by a heavier machine capable of giving 600 v 250 m.a. driven by a separate motor. A large capacity condenser is shunted across the commutator to cut out the ripple and a choke coil inserted in each lead. Telephony has been transmitted over a distance of 100 miles with this set, on a wavelength of 440 metres, and recently some successful tests have been made by linking up the land telephone to the transmitter. A small spark set has been installed as a stand-by in case of breakdown of the C.W. transmitter, and also for local work. This set works on a wavelength of 180 metres.

A series-parallel switch for the A.T.C. is to be seen between the tuner and change-over switch.

On the extreme left is a charging board for the filament batteries.

Excellent reception is carried out on all wavelengths. All the broadcasting stations working in England and also on the Continent are received, whilst Birmingham and Paris can be heard very strongly over the whole of the works. The American broadcasting stations have been received on several occasions, and have been audible over the whole room on the loud speaker.
Broadcast and Experimental Licences.
Up to February 28th, states Sir William Joynson-Hicks, 56,000 broadcast and 30,000 experimental receiving licences had been issued.

International Rules for War Wireless.
Importance is attached to an announcement from Washington that President Harding will soon propose new rules to govern the use of wireless and aircraft in war. Great Britain, France, Italy, Japan and the Netherlands are to be asked to sign an agreement putting these rules into effect. Information is not available as to the probable nature of these recommendations. Steps are to be taken to arrange for a conference between the Powers concerned.

2 LO to Move.
On Monday, March 19th, at the request of the Air Ministry, the British Broadcasting Company cancelled the mid-day concert from the London Station. It has been found that the broadcast transmissions from 2 LO interfere with reception at the Air Ministry Station in Kingsway, the distance between the two stations being little more than one hundred yards. To obviate this difficulty, the British Broadcasting Company is searching for a more convenient site, probably in the City, to which 2 LO can be moved.

Wireless Talks to Girl Guides.
Official information regarding the Girl Guides will be transmitted from all stations of the British Broadcasting Company every Thursday evening at 6.45.

Parliament and Empire Wireless Licences.
In the House of Commons on March 14th, in answer to a question by Mr. Ramsay Macdonald, Major Barnston stated that the provisions of the licences had not been settled, but that when completed they would be laid on the table of the House. The Government was not prepared to provide a special opportunity for discussion, but the question could be raised on the Estimates.

New Austrian Wireless Service.
An Austrian Marconi Company, with a capital of £130,000, will be formed very shortly, the company having obtained permission to erect and operate a station in Vienna. This station will communicate with all foreign countries, and the service is expected to commence in a few weeks. The Marconi Company is also taking over all the Austrian stations built during the war, in return for which the State will be granted shares to the extent of £40,000, payable in pounds sterling.

The Wireless Institute of Australia.
Whole-hearted support on the part of members has led to the indubitable success of a movement to improve the Institute’s status in the community. It is now claimed that the prestige of the Institute is sufficient to place it among the principal scientific societies of the Commonwealth. The Patron of the Society is Senatore Marconi, who has held the position since the termination of the war.

Five minutes for a penny. A new “penny-in-the-slot” machine which can be affixed to any valve set. It is understood that its use in public houses renders a music license unnecessary. The device is a product of Messrs. The Tower Carriers, Ltd.
Of late, as in this country, radio has seized the popular imagination in Australia, and, due in no small degree to the efforts of the Wireless Institute, the authorities have wisely taken steps to cope with the amateur position. Extremely liberal facilities have been accorded all genuine experimenters, and prospects are bright.

The Hague Concerts.

Some doubt having arisen as to the exact times of transmission of the concerts from Holland, we give below particulars of the transmissions as kindly supplied by the organisers, Messrs. Nederlandsche Radio-Industrie.

- **Wavelength**: 1,050 metres.
- **Sunday**: 3 to 5.40 p.m. Concert with orchestra.
- **Monday**: 8.40 to 9.40 p.m. Concert and announcements.
- **Thursday**: 8.40 to 9.40 p.m. Concert by different vocalists under the auspices of the Dutch Wireless Society.

Special announcements concerning future arrangements are made every Sunday after 5 p.m., in English, Dutch and French.

The Monday concerts are sometimes transmitted on 1,300 metres, notice of this being given on the previous Sunday.

Exit the Gold Watch.

To commemorate the completion of 25 years' service, Mr. Gilbert Campbell, M.B.E., was presented, by the officials and workmen of the Wallsend Slipway and Engineering Company, with a wireless receiving set. This marks a new and significant departure from the conventional gold watch presentation.

A New Book on Valve Set Construction.

To build an efficient valve station is the ambition of every enthusiastic beginner. Before this can be accomplished, however, it is necessary that the inquisitive experimenter should have a working knowledge of the principles of valve operation and the components which go to make up a set. Such information, in tabloid form, is now available in a compact little book by Mr. Philip R. Coursey, B.Sc., F.Inst.P., A.M.I.E.E., entitled, "How to Build Amateur Valve Stations," just issued by the Wireless Press, Limited. (Is. 6d. Post free, Is. 8d.).

Wireless at Sandhurst.

The authorities at Sandhurst Military College have installed a wireless transmitting and receiving station.

Wireless Instruction for Electrical Engineering Students.

A scheme of technical instruction in wireless is to be incorporated in the electrical engineering courses at Cardiff Technical College. The view taken by the Technical Instruction Committee is that wireless apparatus now comes essentially within the purview of any electrical engineer and consequently instruction calculated to enable students to handle any set of apparatus, and in some cases to carry out investigations, will be automatically included in the ordinary courses.

Portuguese Colonial Wireless.

Work on the establishment of wireless communication between Portugal and the Portuguese Colonies will be begun next month, when the erection of high power wireless stations will be proceeded with. The operations, under a contract with the Marconi Company, are to be completed within three years.

Official Radiotelephony in Denmark.

The little island of Bornholm, in the Baltic, which, says the Times, has hitherto had no telephone connection with the rest of Denmark, will
shortly be in regular official communication by wireless telephone with Copenhagen. The distance is about ninety miles.

An Omission.
Owing to an oversight the initials of Mr. W. James were omitted from his recent contribution entitled "The Antennae."

The New P.M.G.
Sir W. Joynson-Hicks began his duties at the General Post Office, on Monday, March 19th, when he received a deputation of wireless manufacturers, on the subject of the broadcasting agreement.

Compulsory Ship Wireless at Malta.
In future every British seagoing passenger ship, registered in Malta, of 1,600 gross tonnage and upwards, will be required to carry wireless while within a port of the islands of Malta. The rule will also apply to foreign ships of the same categories. The Governor has power to enforce these regulations under a new Ordinance entitled: "The Merchant Shipping Wireless Telegraphy Ordinance, 1923."

S.O.S. Stops Broadcasting.
An incident in broadcasting of a kind which has not occurred in this country, took place in New York City on February 6th. A peremptory "QRT" order was issued by the U.S. Navy and all broadcasting abruptly stopped. The cause was an S.O.S. signal received from a vessel in distress 800 miles off the coast of France.

Tuition by Radio.
Correspondence Schools will have to look to their laurels if the latest experiment in wireless proves successful. On Wednesday, March 21st, for the special benefit of three Sheffield schools, General Ferré, whose name is well-known to readers of this Journal, gave a wireless reading in French of a fable and a poem. The latest method of teaching languages will be watched with interest.

South Africa's Wireless.
The capital of the South African Wireless Company has been fixed at £500,000, says a Reuter telegram from Capetown. The Marconi Company will own four-fifths of the capital and South Africa the remainder. The obtaining of a site has presented some difficulty and the receiving station may be within range of gunfire from the coast, but the transmitting station must be safe from such risk. Provision is made for a new agreement permitting the South African Company to use Marconi patents free of payment.

Home Charging of Accumulators.
Messrs. Ward and Goldstone, the well-known Manchester firm of electrical engineers, have issued a useful four-page pamphlet dealing expressly with their apparatus for the charging of accumulators under varying conditions, including charging at home from electric light mains.

The pamphlet, which will be of great interest to all those amateurs who contemplate dispensing with the garage and "doing the job themselves," can be obtained from the branch offices of the firm at 8a and 9, Great Chapel Street, Oxford Street, London, W.C.1., and Mercantile Chambers, 63, Botwell Street, Glasgow, or direct from the head office, Frederick Road, Pendleton, Manchester.

Radio Research in Great Britain.
Proof is not wanting of the patient and methodical work in the field of radio research which has been carried on in this country by the British National Committee for Scientific Radiotelegraphy. The proposals of this committee, prepared for consideration at last summer's conference of the Union Radio Scientifique, at Brussels, afford interesting reading.

Many phases of the science which have been investigated are enumerated, and in each case the proposals of the Committee are appended. The first item is the measurement of the strength of an electromagnetic field at receiving stations. The measurement at different stations of the strength of the U.R.S.I. signals is principally to ascertain the law of the propagation of energy on a completely scientific basis. In this connection it is suggested that simultaneous observations using accurately calibrated apparatus would be of much more value than observations at a single station, and it is proposed that an organised system of simultaneous observations should be arranged by all countries ready to co-operate in this scheme.

Another subject dealt with is the maintenance of radio standards and improvements in the method of radio frequency measurements. This work is carried out at the National Physical Laboratory in collaboration with the Radio Research Board. The standards, which include those of capacity, inductance and wavelength, are in constant use, and have been brought to a very high point of accuracy. The value of inter-comparing national standards of frequency is emphasised, and it is proposed that the question be discussed with the object of coming to some practical arrangement for the purpose.

A summary is given of the results obtained from observations on the direction and intensity of atmospheric disturbances and their daily and seasonal variations. Observations were made by an aerial method at the same time each day, the average number of atmospheres heard being 10 per minute. The mean direction of arrival of the greatest disturbance was 183° (measured from north as zero), with a diurnal variation of 10° range and a seasonal variation of 100°. The aerial method of observing has now been replaced by a continuously recording method, and the fitting of other stations in the British Isles and abroad with similar apparatus is contemplated.

Investigations have been made as to the causes of error of bearings of transmitting stations on land and sea at different receiving stations, with special reference to those errors which may be due to the local conditions existing at or near the receiving station. The errors have been classified as follows:

1. Instrumental.
2. Those produced by local site variations.
3. Those caused by variations of the Heaviside and other ionized layers, by the waves crossing rough country, or by refraction at coast lines, etc., and
4. Those influenced by the system of transmission, or by the configuration or orientations
Correspondence.

To the Editor of The Wireless World and Radio Review.

Re CHEMICAL RECTIFIERS.

Sir,—With your permission I would like to make one or two observations on Mr. Isenthal’s letter appearing in your issue of February 17th, otherwise a mistaken impression may be produced in the minds of your readers.

In a catalogue of these devices compiled by Mr. Isenthal about 1913, at a time when, by his own computation, his experience was of twenty-eight years duration, he says:—

"Some fourteen years ago we handled the 'Naden' Valve, and in consequence of certain inherent defects we afterwards discontinued its use and brought out the 'Grisson' Valve, which in itself was mechanically and electrically an improvement on the previous type. We very soon recognised that this could be greatly improved, and we then introduced our own "Grid" type, which gave us a vast deal of experience in the construction of such apparatus. The defects which still attached to the Electrolytic Rectifier were, the gradual heating up of the electrolyte, the consequent deterioration and failure of the valve, and the necessity of using four cells for the purpose of utilising both half waves of the current."

"Comparatively recent work on the part of several experimenters has resulted in much improvement on these points:—

"We are fully aware that when bringing the new construction to the notice of our clients, many misgivings will undoubtedly have to be removed before the confidence of early users of similar but faulty constructions can be regained."

The foregoing should suffice to show that at no far distant date Mr. Isenthal was still hopeful, both on the scientific and financial side.

Having admitted the existence of experimenters and improvements in 1913, it is impossible to deny a continuance of this work on Rectifiers, for the pages of the The Wireless, World and Radio Review, and other scientific publications show on the contrary that a vast amount of investigation has been done.

During the last four years in particular, M. A. Codd has brought the resources of his knowledge and an up-to-date laboratory to bear on this particular subject with remarkable success, but this result has only been obtained by patient and laborious work, consisting, in brief, of oscillographic tests with various chemical combinations, various sizes of electrodes, etc. I am sure Mr. Codd does not claim to have worked through every known salt which will produce a rectifying action, neither could this be done in one lifetime.

On the occasion of my lectures to Radio Societies in various parts of the country, I have shown amongst others, chemical rectifiers of considerable efficiency and of extremely convenient design, and at my recent lecture to the Associates of the Radio Society of Great Britain on March 16th last, I demonstrated one of these Rectifiers, not only charging accumulators, but also serving to supply energy direct to the anode circuits of valves used for the reception of telephony. In both types the polarisation difficulty regarded by Mr. Isenthal as important has been entirely overcome.

In conclusion I submit it to be rather presumptuous to condemn the chemical rectifier in its most modern form without full investigation or, at least, careful enquiry.

L. F. Fogarty.

Books Received

"The Practical Electrician’s Pocket Book, 1923." (S. Rentell & Co., Ltd. 3s. net).


"A Beginner in Wireless." By E. Alexander. (Drane’s, Danegeld House, Farringdon Street, E.C. 3s. 6d. net.)

Catalogues Received


Messa Richard Melhuish, Ltd., 50, 51, 84, Fetter Lane, London, E.C.4. Metalworkers’ Catalogue (No. 20), 562 pages, and Catalogue of Wood Workers’ Tools, etc. (No. 21), 338 pages. Both catalogues are of great interest to all wireless amateurs who construct their own apparatus, and an extensive choice of all classes of hand and machine tools is offered.

FOURPENCE.

In consequence of the enlarged circulation now enjoyed by “The Wireless World and Radio Review,” the Publishers have pleasure in announcing that they are now able to reduce the price of the Journal to 4d., as from the April 7th issue, which is the first number of the new volume.
Calendar of Current Events

Tuesday, April 3rd.
Manchester Wireless Society.
At 7.30 p.m. In the Council Chamber. Houldsworth Hall. Discussion.

Wednesday, April 4th.
Halifax Wireless Club and Radio Scientific Society.
Lecture: "Induction Coils and Transformers." By Mr. M. E. Farrar.

Thursday, April 5th.
Ilford and District Radio Society.
Lecture: "H.F. Currents." By Mr. A. Landsier, L.D.S., R.C.S. (Eng.).
Derry Wireless Club.
At 7.30 p.m. At the Shaftesbury Restaurant.
Lecture: "Modern Inventions." By Mr. E. J. Halliwell.

Friday, April 6th.
Sheffield and District Wireless Society.
At 7.30 p.m. At the Dept. of Applied Science, St. George's Square. Lecture: "The Effect of Capacity in W/T Circuits." By Mr. J. R. Halliwell.

Debussy and District Wireless Society.
At 8 p.m. At South Street, off Church Street. Lecture by Mr. W. R. Gibbons.
Radio Society of Highbury.
At 7.45 p.m. At the 1919 Club, South Grove. Lecture: "Elementary Theory, Part II." By Mr. H. Andreves.

BROADCASTING STATIONS.
Regular evening programmes, details of which appear in the daily press, are now conducted from the following stations of the British Broadcasting Company:

- London: 2LO 369 metres.
- Birmingham: 5IT 420 "
- Manchester: 2ZY 385 "
- Newcastle: 5NO 400 "
- Cardiff: 5WA 333 "
- Glasgow: 5SC 415 "

DUTCH BROADCASTING.
PCCG. The Hague, 1,050 metres, Sunday: 3 to 5.40 p.m., Concert. Monday and Thursday: 8.40 to 9.40 p.m., Concert. (Monday concerts are sometimes given on 1,300 metres, notice of this being given on the previous Sunday.)

FRENCH BROADCASTING TIMES.
Eiffel Tower. 2,600 metres. 11.15 a.m. weather reports (duration 10 mins.) 6.20 p.m., weather reports and concert (duration about 30 mins.) 10.10 p.m., weather reports (duration 10 mins.).
Radiola Concerts. 1,500 metres, 5.5 p.m. news; 5.15 p.m. concert till 6 p.m.; 8.45 p.m. news; 9 p.m., concert till 10 p.m.
L'Ecole Supérieure des Postes, Télégraphes et Téléphones de Paris. 450 metres. Tuesdays and Thursdays, 7.45 p.m. to 10 p.m. Saturdays, 4.30 p.m. to 7.30 p.m.

"5 WS."
THE SUCCESSFUL TRANSATLANTIC TRANSMITTING STATION OF THE RADIO SOCIETY OF GREAT BRITAIN.
(Continued from previous issue.)

DISCUSSION.
The President.
Mr. Coursey and his collaborators in the Society have to be congratulated on these wonderfully successful results of their efforts. I can see that Mr. Coursey set his heart on sending as well as receiving, acting, I suppose, on the principle that it is more blessed to give than to receive. I feel sure that questions will arise for discussion. I will ask Admiral Jackson to open the discussion and later to propose a vote of thanks.

Admiral of the Fleet Sir Henry B. Jackson.
I do not propose to enter into the discussion at present, but I shall be pleased later to propose a vote of thanks to Mr. Coursey.
Capt. P. P. Eckersley.
I am most interested and appreciative of the wonderful achievements that amateurs have made. At the same time I want to put before you a certain point of view, which is the point of view of the professional towards these things. The result of these tests emphasizes the extraordinarily small power needed to cover enormous distances with success and many of you may wonder why the professionals build an aerial three miles long, putting in kilowatt after kilowatt and then consider they are allowing only a safe margin to bridge the distance. If the professional is asked to communicate across the Atlantic on telephony he probably employs say 200 kilowatts and a fifteen-valve receiving set. and you are doubtless wondering why he should go to these elaborate precautions to span the Atlantic when it has already been done on such small powers. The difference is in getting intelligible speech for a moment and getting good and lasting speech for twenty-four hours of the day. Mr. Coursey spoke of the Heaviside layer, and I think that the Heaviside layer is enormously helpful, but in broadcasting work the extraordinary phenomena of fading which is taking place every day is, I think, also due to the Heaviside layer. I put this point of view forward, Mr. Coursey, but not in the spirit of criticism. The attitude I emphasise is that the professional and the amateur are working from an entirely different point of view, and it is rather unfortunate that there should be this criticism of the profession.

I would ask Mr. Coursey two technical points. Mr. Coursey said his radiation resistance was 24 ohms. I do not think that is right. With 24
ohms the radiation efficiency would be something like 80 per cent, which is enormous, and has never been known. I think that the vertical aerial and its effective height might be equal to this height. As a matter of fact I think it is only about half its height. I am taking the effective height of about 30 metres; the radiation resistance is about 4 ohms, which would give you 60 watts radiation efficiency.

**Mr. L. McMichael.**

I do not think there is anything I want to discuss, but I desire to say that I hope everyone will realise how very hard Mr. Coursey has worked on these tests. Many of us put in a certain amount of time which was great pleasure. The whole inception of the thing, and the real hard work has been done by Mr. Coursey, and we ought to include Mrs. Coursey; who also has devoted much time to the work.

**Mr. Maurice Child.**

There are one or two remarks that Mr. Coursey made at the beginning of his discourse which I think I might emphasise. The first was the reference to the improvements in the reception of the signals from the American amateurs in the connexion with this year, and he put it down to the fact that it was customary for us to carry on our work on the low power of 10 watts, that is to say, the average power allotted to amateurs by the Post Office of 10 watts, and the result of that has undoubtedly been that our receiving sets have been enormously efficient. To that extent we are indebted, of course, to the Post Office for their kindness in limiting our power for experimental work. On the other hand, however, I was rather disappointed that Mr. Coursey took the attitude that we should all feel indebted to the Post Office for allowing us to use for a short test—a quarter of an hour or so every night—about 1/2 to 1 kilowatt of energy. I think that as a scientific body, working on a scientific subject, we ought to feel that we have a right to demand to use the power which is required to carry out a definite scientific experiment, and not to be expected to go down, as it were, on our knees and pray to the Post Office to allow us to use a few more watts than customary. After all, these services are important, and they belong to us as a community, and they should feel that they have to give these facilities freely when required, and not out of kindness. It is only a little point, but I wish to let my views be recorded.

There is a little technical point which Mr. Coursey touched upon which is interesting. I, with others, had a certain amount to do with the actual operating work in this station, and I amused myself periodically, when I was not actually transmitting, by carrying out a few little experiments on my own account, and I quite agree with Mr. Coursey that I had to be extremely cautious in working on that station. It was the most uncomfortable station I ever worked, with an 8,000 volt to earth accumulator on the floor. Mr. Coursey mentioned that between aerial circuit and the closed circuit inductance we used a glass plate, and that reminds me of a little point which happened there which struck me very much at the time. The glass plate was put there in the first place for insulation purposes, and was a convenient method for preventing the coils getting close to each other. One day the glass plate got punctured, and I substituted a sheet of ebonite. In the course of about a minute or even half an hour it began to smell most horribly, and I thought I had better take it away, and in doing so got a very nasty burn, not from the current, but from the heat of the ebonite.

Subsequently we took away the glass sheet, and managed to support the coil in the air, with enormously increased efficiency in the aerial circuit. A point which is of interest to us working on transmitting circuits is this, that using a 200 metre wavelength, you want to be very cautious not to use any other material than air for winding the coils on.

**Mr. G. G. Blake.**

I do not know that I have anything really that I can add to this. I would rather like to amplify the remarks made by Mr. McMichael as to the amount of work which I noticed Mrs. Coursey did in collecting all these results.

**The President.**

One or two things occur to me in connection with this discussion. The professional referred to by Mr. McMichael is of course very stiff and conservative. He takes a formula like the Austin formula, which has been demonstrated a rough way in a way and only on long wavelengths, and he tries putting various values for wavelengths in that formula. He may arrive at a result such as that if 3,300 metre waves travel across the ocean with a certain amount of loss in the daylight, then the 300 metre waves will travel across with about 2,000 times that loss. And therefore it seems hopeless to attempt transmission with short waves. That formula has only been confirmed in connection with wavelengths considerably greater than 300. But it may be that for say 600 metres and less the formula encounters a different set of conditions, and it looks rather as if that might be the case. I daresay some of you were here in this room a week ago when Dr. Nicholls described the experiment made by the Western Electric Company between Long Island and London in transoceanic telephony. He showed two curves one of them the day-light curve, the other the night curve, and the formula of Austin was correct for the daylight results on long waves of 3,000 metres, but the formula did not correspond well with the night results until you left out part of it. The curious physical result was that these waves appeared to travel across the Atlantic in the night as if they were moving on a flat earth and there was no absorption, that is, as if there was no curvature.

Well, that is very remarkable, but the short wave results which Mr. Coursey and his collaborators have got seem to show that more than that happens when the waves are short, that is to say that the upper atmosphere does really come in, and that reflection assists the transmission, because the waves seem to travel much better than they would on a flat earth. It looks as if the sky did do something in the way of helping these short waves across, and I think the subject is well worth following up, because conservative professionals will have to be converted before anything powerful and extensive can be done.

A vote of thanks was then proposed by Admiral of the Fleet Sir Henry B. Jackson and seconded by Mr. Maurice Child.
Questions and Answers

NOTE.—This section of the magazine is placed at the disposal of all readers who wish to receive advice and information on matters pertaining to both the technical and non-technical sides of wireless work. Readers should comply with the following rules:—(1) Each question should be numbered and written on a separate sheet on one side of the paper, and addressed "Questions and Answers," Editor, The Wireless World and Radio Review, 12/13 Henrietta Street, London, W.C.2. Queries should be clear and concise. (2) Before sending in their questions readers are advised to search recent numbers to see whether the same queries have not been dealt with before. (3) Each communication sent in to be accompanied by the "Questions and Answers" coupon to be found in the advertisement columns of the issue current at the time of forwarding the questions. (4) The name and address of the querist, which is for reference and not for publication, to appear at the top of every sheet or sheets, and unless typewritten, this should be in block capitals. Queries will be answered under the initials and town of the correspondent, or, if so desired, under a "nom de plume." (5) In view of the fact that a large proportion of the circuits and apparatus described in these answers are covered by patents, readers are advised before making use of them, to satisfy themselves that they would not be infringing patents. (6) Where a reply through the post is required every question sent in must be accompanied by a postal order for the amount of 1s., or 3s. 6d. for a maximum of four questions. (7) Four questions is the maximum which may be sent in at one time.

"E.W.H." (Edinburgh) asks questions relating to the receiver diagram given on page 601, February 3rd issue.

The diagram referred to on page 601 in the issue of February 3rd is, of course, covered by patents, but one is allowed to build a receiver wired according to this diagram for one's own experimental use. The set may not be sold, however. The transformers shown in the diagram are low frequency—that is, from the right hand side of the diagram the three transformers shown are low frequency. Connected in the anode circuit of the first valve is a plug-in coil and, coupled with this coil is the reaction coil. A telephone transformer may be purchased from any of the advertisers in this journal. Low resistance, that is, 60 ohm telephones, should be used.

"A.D." (Leven) wishes to build a receiver, and asks for suggestions.

We suggest you use a five-valve receiver comprising two H.F. one detector and two L.F. valves, with an additional power valve connected to operate the loud speaker. The aerial should be as high as possible, and the length must not exceed 100' from the free end to the earth terminal, by the Post Office regulations. A number of suitable diagrams are given in this journal from time to time. If you are thinking of building the instrument yourself we shall be glad to refer you to a suitable diagram if you have any difficulty in making a choice yourself.

"I.R." (Watford) submits sample stampings which he proposes to use in the construction of inter-valve transformers, and asks for particulars.

We are afraid we cannot give you the number of turns for the windings of the L.F. transformer, because the number of turns depends very greatly upon the method of winding, the amount of insulation used, and so on. The No. 40 S.S.C. wire is very suitable for windings of the transformer. The stampings are of suitable size, and we suggest you wind the bobbin one-third full of wire for the primary winding, and then fill the bobbin with the secondary winding. This winding will give a ratio of approximately 2 to 1, and a very satisfactory transformer should result.

"J.C.G." (Edinburgh) refers to the diagram given on page 867 in the issue of September 30th, and asks for advice.

If the diagram given on page 867 of the issue of September 30th has been carefully followed the receiver should give good results. If the receiver works well with the high frequency valve disconnected we suggest the reaction coil connections are not correct. If you have made the reaction coil so that it rotates through 360 degrees, of course this fault cannot exist. The probable cause of the trouble is that the anode circuit does not tune to the same wavelength as the aerial circuit, and we suggest you reduce the capacity of the anode tuning condenser. In addition, one or two tappings should be taken off the anode coil, with the object of changing the constants of the circuit so that the wavelength range may be adjusted. While experimenting, it would perhaps be better if you short-circuited the reaction coil. The method of tuning is rather difficult to explain. We suggest you adjust the aerial circuit with only a valve detector in circuit. Then connect the high frequency valve and make alterations to the anode circuit until the signals are heard. The H.T. voltage should be about 60 volts, and the L.T. 6. The high frequency valve will not work properly unless the filament is sufficiently bright.

"V.L.N." (Cheshire) asks what is a T.V.T. unit.

The T.V.T. unit referred to on page 830 of No. 26, Volume X., of The Wireless World and Radio Review, may be purchased from dealers in ex-Government wireless stores. The T.V.T. unit is simply an induction coil with a make and break. The primary circuit contains an accumulator, the make and break, and the primary of the induction coil. The secondary circuit contains the secondary winding of the induction coil. The secondary winding should be connected with the rectifier valves and smoothing apparatus. A spark coil such as is suggested could no doubt be made to operate satisfactorily, provided care is taken not to allow the secondary voltage to become excessive. The circuit of this instrument is given on p. 96 of the Amateurs' Book of Wireless Circuits by F. H. Haynes.

"F.F." (S.E.18) submits a diagram of his receiver, and asks (1) Is the diagram correct. (2) Which coils should be used for A.T.I., reaction and C.C.I. (3) Are the B.T.H. type valves useful. (4) May a common L.T. and H.T. battery be used when an L.F. amplifier is connected.

(1) We have examined the diagram submitted, which is correct except that the anode tuning condenser has rather too large a value. A
that owing to the constant fluctuations in market prices they have decided for the time being not to advertise the actual prices of their Components and various Wireless supplies.

We are watching the markets carefully and exercising the greatest possible discrimination in the purchase of our stock, as a result of which we are able to maintain our prices at the lowest level.

Our decision in this respect will undoubtedly be in your favour as we are thus able to give you the advantage of the favourable terms we obtain.

We manufacture a complete range of Wireless goods from a component to a 62 Guinea Cabinet Set and provide not only the best on the market but an entirely free expert service which covers every Wireless requirement, amateur or professional.

Current prices and particulars by return on request.

ELIMINATE DISTORTION

SECURE PERFECT TONE RECEPTION and Eliminate Distortion due to Condenser action by using "IGRANIC" GIMBAL MOUNTED HONEYCOMB COILS with GIMBOLDER TUNING STANDS

Write for Leaflets U10.

Queen Victoria St., LONDON.
GLASGOW.
MANCHESTER.
NEWCASTLE.

Works: Elstow Road, BEDFORD.
BRADFORD.
BIRMINGHAM.
CARDIFF.
More and More Wireless Manufacturers are specifying

BROWN’S
Super-Sensitive
TELEPHONE RECEIVERS
Types A and D

THERE MUST BE REASONS FOR THIS.
It is because, with the “BROWN” TYPE A Headphones the range is much increased, and signals difficult to detect with the use of the usual telephonic receivers are clear and distinct when these instruments are used.

These headphones possess an efficiency of three times that of other telephonic headgears. Their extreme lightness and ease of adjustment make them the most comfortable of all headphones to wear.

TYPE D is also recommended for wireless telephony or for ordinary telephone work in which the extreme sensitiveness of Type A is not essential.

<table>
<thead>
<tr>
<th>PRICE: Type A (with Cords)</th>
<th>The Pair</th>
<th>PRICE: Type D (with Cords)</th>
</tr>
</thead>
<tbody>
<tr>
<td>120 ohms</td>
<td>£3 19 0</td>
<td>190 ohms, the pair</td>
</tr>
<tr>
<td>Over 120 ohms to 4,000 ohms</td>
<td>3 9 0</td>
<td>Over 190 to 4,000 ohms, the pair</td>
</tr>
<tr>
<td>4,000 ohms to 8,000 ohms</td>
<td>5 0 0</td>
<td>Carriage Paid in U.K.</td>
</tr>
</tbody>
</table>

OBTAINABLE FROM ALL WIRELESS DEALERS.

In universal use. Supplied to British and Foreign Governments.
Illustrated Catalogue of our Headphones, Loud Speakers and Amplifier post free from—

S. G. BROWN, Ltd.
London Offices and Showrooms (RETAIL ONLY)—
19, MORTIMER ST., LONDON, W.1

TRADE COMMUNICATIONS ONLY TO—
HEAD OFFICE AND WORKS: VICTORIA ROAD, NORTH ACTON LONDON, W.3.
Telegram—“Sidbrownix, London.” Telephone—Chiswick 312/313.
Sole Agent for the Argentine—Horacio D. Guerrero, Las Heras, 2486 Buenos Aires.
0.0001 mfd. condenser would be quite suitable if it is desired to receive broadcast transmissions. (2) If a set of Burndept concert coils is purchased the largest coil, No. S 4, should be used in the anode circuit, S 2 in the aerial circuit, and S 2 in the closed circuit. The same ratio holds whichever type of coil it is desired to use. (3) The B.T.H. type of valve as a rule gives very good results when used in any portion of a valve receiver. In general, however, " R " type valves give better results as low frequency amplifiers. (4) When connecting up the receiver to the low frequency amplifiers, a common H.T. and L.T. may be used. It is advisable to examine the amplifier and make sure that the H.T. is connected with +H.T. and L.T. in the manner shown in the diagram submitted, otherwise the L.T. battery will be short-circuited.

" A.C." (South Wigston) asks (1) Whether the diagram submitted is correct. (2) For particulars of a coil marked A in the diagram, which is the anode coil. (3) Would honeycomb type coils having the dimensions given be suitable for use in this receiver for the reception of broadcast transmissions. (4) Is the proposed aerial suitable.

(1) We have examined the diagram of connections submitted and they are correct. The coil marked A in your diagram may be a cylindrical coil 4" in diameter and 4" long, wound with No. 30 double silk-covered wire. There should be 16 tappings. (2) The proposed honeycomb type coils are quite suitable for use with the receiver. (4) The aerial will be satisfactory, provided the lead-in wire is kept well away from the sides of the wall. It should not be held against the wall for a distance of 24" as suggested.

" T.H.J." (Derby) asks (1) For diagram of a five-valve receiver comprising two H.F., one detector and two L.F. valves, using a three-coil holder, and with the tuned anode method of high frequency amplification. Switches are to be provided for cutting out the H.F. valves, and telephone jacks for the L.F. valves. (2) Will the former, particulars of which are submitted, when wound with wire, be suitable for use as the anode coil. (3) Is it necessary to use a separate rheostat for each valve.

(1) We refer you to the many diagrams arranged for this purpose in " The Amateurs' Book of Wireless Circuits," price 2s. 6d., Wireless Press, Ltd., in which all values are indicated. The principle of switching is given, and you will have no difficulty in making connections to a five-valve receiver. (2) The suggested former is too small. To cover the wavelength range desired we suggest you use a coil 4" in diameter and 6" long, wound with No. 33 S.S.C. wire; 18 tappings should be taken. (3) It is better to use a separate rheostat for each valve instead of using one rheostat to control the filament temperature of two or more valves.

" VARIOMETER " (Chesterfield) asks (1) Whether the diagram submitted is correct. (2) What is the wavelength range of the circuit given when the coils have the values submitted. (3) What should be heard when one uses this receiver. (4) Could a diagram be given which will cover all wavelength ranges.

(1) We have examined the diagram submitted, which is correct, and is quite a standard circuit. It has appeared a number of times in these columns. (2) The wavelength range of the receiver will be from approximately 200 to 800 metres. (3) We cannot say what signals you will receive on this receiver. This will depend upon your skill in tuning, and upon the power of the transmitting stations. You will probably hear the British broadcast transmissions and ship stations. (4) Most of the diagrams given in these columns, in which plug-in coils are used, are quite suitable for receiving signals having any wavelength. It is not possible to construct a variometer which alone would enable you to cover a wide wavelength range such as suggested. We suggest you use plug-in coils in the manner shown in the diagrams given in these columns.

**Fig. 1.** This diagram gives the connections of a four-valve receiver with switch for connecting or disconnecting the H.F. and L.F. valves. Other switches are connected so that a crystal may be used instead of the valve detector.

" C.J.S." (London, N.22) asks (1) For a diagram of a receiver comprising one high frequency, one crystal detector, and one L.F. valve, with switches so that the receiver may be used as a crystal receiver, crystal and H.F. valve, crystal and L.F. valve, H.F., crystal and L.F. combination, or two-valve receiver—that is, with a valve detector and high frequency amplifier. (2) What would be the turn ratio of three honeycomb coils suitable for use in the primary and secondary and tuned anode circuits of the receiver. (3) The aerial is a double wire inverted L type; it is used indoors. Would it be an advantage to connect another two wires to the flat top of the aerial.
(4) Does a tuned anode coil couple with the secondary coil when a three-coil holder is used. If not, where is it connected.

(1) The diagram given in Fig. 1 will allow you to use the following combinations: - 1. With switch 1 to the left and switches 2, 3 and 4 to the right, the valve detector with note magnifier is used. 2. With switch 1 to the left, switches 2 and 3 up, and switch 4 to the left, the valve is used as a detector alone. 3. With switch 1 to the right, and switches 2 and 3 to the left, and 4 up, the crystal is used with the note magnifier. 4. With switch 1 to the right, switches 2 and 3 to the left, switch 3 to right and 4 up, the crystal is connected to the telephones. The high frequency valve is controlled by a separate switch. (2) We cannot give the turn ratios of the honeycomb coils exactly. If a No. 75 coil is used in the anode circuit, No. 50 coils should be used in the closed circuit. The coil which is used in the aerial circuit will depend upon whether the aerial tuning condenser is used in series or parallel with the A.T.I., which may be a No. 75 coil or a No. 35. (3) We do not think much would be gained by the addition of two more wires to your aerial. (4) The anode coil should not be coupled to the three-coil holder. It should stand quite apart from the aerial and closed circuit coils.

---

**Fig. 2.** A three-valve experimental receiver.

"C.B." (Hampstead) asks (1) Which is the best type of indoor aerial. (2) What is the best total length for a ceiling type aerial, and should the frame aerial be in series or parallel. (3) What is the best arrangement for a frame aerial, with size and number of turns. (4) Is the length of the aerial wire material.

(1) We suggest you use a frame aerial. (2) When a frame aerial is used no other aerial need be used in conjunction with it. (3) We would refer you to the article entitled "Frame Aerials in Radio Reception," which appeared in the issue of January 27th. (4) An earth wire is not needed when a frame aerial is used, but if an outdoor aerial is employed an earth wire is needed, and it should be as short as possible and should make connection with a good earth.

"G.E.B." (Manchester) asks (1) With reference to the three-valve receiver given in the article entitled "Experimental Station Design," in the issue of October 28th, 1922, could the connections be given showing how a set may be connected for changing over from the valve detector to a crystal detector. (2) Could a diagram be given showing how a frame aerial may be connected in place of the outdoor aerial. (1) and (2) The diagram is given in Fig. 2. See reply to "C.J.S." (London, N.22.).

"E.A.P." (Leeds) asks (1) For a diagram of a three-valve receiver comprising one detector, and two L.F. valves, with switching arrangements so that one of the L.F. valves may be thrown over to the high frequency portion of the circuit and become a H.F. amplifier. (2) At what frequency does an air core transformer become inefficient and an iron core transformer become necessary. (3) The receiver has suddenly developed the habit of generating oscillations without adjustments being changed. What is the likely cause. (4) Would a small condenser connected across the reaction coil improve matters.

(1) The diagram is given in Fig. 3. We do not recommend the connection of Dewar type switches for the purpose of transferring the connections from the L.F. portion of the circuit to the high frequency circuit. The switches in the diagram show how to cut out L.F. valves. (2) Iron core transformers may be designed for use in radio circuits, but generally it may be said that iron should be kept out of a coil when the currents flowing in the coil have a frequency of about 50,000 cycles. (3) We cannot say exactly why your receiver should generate oscillations suddenly without adjustments being made. We suggest you examine the earth connection, and also connect a 2 mfd. condenser across the H.T. battery. Try a new grid leak. The addition of the small tuning condenser mentioned in (4) will probably enable you to obtain finer reaction control.
MARCONI'S
WIRELESS TELEGRAPH Co: Ltd.

CONTRACTORS FOR THE SUPPLY AND ERECTION
OF COMPLETE WIRELESS TELEGRAPH INSTALLATIONS.
FOR COMMUNICATION OVER ANY DISTANCE
IN ANY PART OF THE WORLD.

Head Office MARCONI HOUSE, STRAND, LONDON W.C.2.
THE BRITPHONE 4A

A NEW BROADCAST RECEIVER

This Receiver, now placed on the market for the first time, will receive all British Broadcasting even in districts which are normally "dead spots." It will receive Hague concerts on a Loud Speaker in any part of England. Under favourable conditions it will receive U.S.A. broadcast concerts.

It is extremely selective, and a broadcasting station a mile away can be tuned out and a distant broadcasting station brought in without interference. No plug-in coils are employed, the tuning being the most efficient method known. The last valve may be used as a power valve with a Loud Speaker.

PRICE
with polished mahogany cabinet 34 Gns.
Ditto with all accessories and Western Electric Loud Speaker 44 Gns.

All "Britphone" Apparatus is approved by the Postmaster-General and is manufactured under Marconi Licence.

Send for our Illustrated Catalogue 3d. post free.

BRITISH WIRELESS SUPPLY Co. Ltd.
Head Office 6, BLENHEIM TERRACE, LEEDS Phone—26926
London Showrooms 64, FRITH STREET, W. (off Shaftesbury Avenue) Phone—Gerrard 2789

DEMONSTRATIONS DAILY

NEWCASTLE
18, Eldon Square.
Phone—360 City.

SOUTHAMPTON
4, Pembroke Square, above Bar.
Phone—403.

WEST
HARTLEPOOL
11, Church Street.
Phone—373

BELFAST
8, Corporation Street.

MIDDLESBORO
26, Newport Road.
"J.D.S.G." (Derbyshire) asks (1) Whether the Post Office would permit him to use a circuit of the type submitted. (2) How may permission to transmit be obtained.

(1) The diagram submitted is correct, and we think the Post Office would give you permission to use it for the reception of broadcast transmissions. (2) We suggest you communicate with the Secretary of the Post Office, London.

"NOSEY" (Cardiff) asks (1) Why does the use of resistance wire in a high frequency transformer slightly extend the tuning range. (2) Would the same effects be obtained in the case of the tuned anode method of high frequency amplification. (3) Why should the use of resistance wire have any effect at all, in view of the fact that the resistance of the valve is of the order of 20,000 ohms. (4) It is found that the signal strength is the same whether the anode coil is wound with No. 40 or No. 24 copper wire. Is this correct.

(1) If the high frequency transformer is wound with resistance wire, tuning is flattened considerably, therefore the range is slightly increased. The strength of the signals would not be so great when the windings are wound with resistance wire. (2) The effectiveness of a tuned anode circuit depends very greatly upon the resistance of the coil and the condenser circuit. If the resistance is high, there could be no rejector effect. If the resistance is low, the tuned anode circuit will only allow signals of the wavelength to which it is tuned to be effective. (3) The resistance of the valve has nothing to do with the resistance of the tuned anode circuit, which is a separate oscillatory circuit tuned to the wavelength of the signal. (4) When receiving short wavelength signals we can quite understand that a very little difference in the volume of the signal received would be noticeable, even when the coil is wound with No. 40 copper wire instead of No. 24. You would probably notice a great increase in signal strength if the reaction coil were coupled with the tuned anode coil, so that the resistance in the circuit is almost neutralised.

"W.B." (Norfolk) submits a diagram of connections and asks (1) Whether the Post Office will give him permission to use a receiver wired according to the diagram. (2) Is the circuit thoroughly practicable for the reception of C.W., spark and telephony signals. (3) Is it possible to add a high and low frequency amplifier to this receiver; if so, could the connections be given. (4) Could a fixed coupling between the closed aerial circuits be used, and the remainder of the A.T.I. and closed circuit inductance be apart from the coupling coils.

Fig. 3. This is a three-valve receiver the first valve of which may be used as a H.F. amplifying valve or as a detector valve.

"J.E.R." (Evesham) asks (1) For a diagram showing how to connect a power amplifier suitable for a loud speaker. (2) May the 120 Brown microphone relay be used in conjunction with a "Magna-vox" loud speaker.

(1) A power valve amplifier is connected in exactly the same way as a low frequency magnifier, but a few cells should be connected in the grid circuit to make the grid a little more negative. The H.T. volts should be higher than normally used. Care should be taken when using a power amplifier that the loud speaker is not burnt out. It is not always necessary to use power valves just to operate a loud speaker for ordinary use. (2) The Brown relay may be used to operate the loud speaker, provided a transformer is connected with the loud speaker. We suggest you purchase a suitable transformer from the manufacturers of the amplifier.

"H.J.H." (Paddington) asks (1) Is the circuit submitted correct. (2) Could reaction effects be
obtained by coupling the coils marked C and D in the diagram. (3) Does a person who applies for an experimental licence and who states that he intends to listen to the broadcast transmissions pay an additional fee. (4) Are the types of coils referred to suitable for use as tuned anode coils.

(1) The diagram submitted is quite correct, and is a standard circuit. A number of similar circuits have appeared recently in these columns. (2) Reaction effects cannot be obtained in the manner suggested. It would be necessary to couple coil D and coil B, and then there is the danger that oscillating energy may be transferred to the aerial circuit. (3) The cost of an experimental licence is 10s., and one does not have to pay more if it is intended to listen to broadcast transmissions. (4) The type of coil suggested is satisfactory.

"KEMS-WAT" (Watford) submits a plan of his three-valve panel and asks us to complete the connections.

The diagram is given in Fig. 4.

"G.R.L." (Windsor) wishes to make basket coils and asks for particulars of the former and wire to be used.

We suggest you use a former 2" in diameter, containing 13 spokes. Six coils should be used, each coil having 90 turns of No. 28 D.C.C. The coils should be connected in series and a spacing washer fastened between each coil, so that the total self-capacity is not appreciably raised.

"S.F.P." (Birmingham) wishes to construct a telephone and low frequency transformer and asks for particulars.

The iron suggested is satisfactory, although it is better to use soft iron wire. We suggest you wind a bobbin to 14" long and 24" in diameter. The figures are applied to the winding space. The bobbin should be wound for one-third of its space with No. 10 double silk covered wire for the primary, and the remainder of the winding space should be filled with No. 44 single silk covered wire for the secondary. The iron should be cut out so that it fits around the bobbin. The telephone transformer may have a primary winding of the same dimensions as the inter valve transformer, but the telephone winding should be 1,000 turns of No. 34 S.S.C. wire.

"G.A.S." (Erith) asks (1) Whether the diagram submitted is correct. (2) What would be the numbers of suitable honeycomb coils for use in the receiver. (3) Is there any disadvantage in mounting the whole of the variable condensers required in the receiver in one cabinet.

(1) The diagram submitted is correct. The connections shown between -H.T. and +L.T. may stand, as there is not a great deal to choose between this connection and the alternative, namely -H.T. to -L.T. (2) For the A.T.I. we suggest you use a No. 75 coil, a No. 50 coil for the closed circuit, and a No. 35 coil for the reaction coil. It will be better, however, to purchase, in addition to the above coils, Nos. 100 and 150. The size of the reaction coil depends very greatly upon the winding of your receiver, and cannot always be accurately estimated. (3) Provided the connecting wires are kept reasonably short, no ill effects will result from mounting the condensers in one cabinet. If the connecting wires are long losses will occur.

---

SHARE MARKET REPORT.

Prices as we go to press on March 23rd are:

| Marconi Ordinary | £2 11 0 |
| Preference       | 2 5 0 |
| Debentures       | 108 0 0 |
| Inter. Marine    | 1 8 6 |
| Canadian         | 10 9 |
| Radio Corporation of America | |
| Ordinary         | 17 3 |
| Preference       | 14 9 |
BUILD A POWERFUL SET!

Use this Radio Frequency amplifying component to increase the range of your set.

Does away with plug-in transformers and inconvenient anode coils with their variable tuning condensers.

The LISSEN Reactance Capacity method of coupling H.F. Valves is rapidly becoming the most widely adopted means of achieving radio frequency amplification, particularly on the shorter range of wavelengths.

It is made for two ranges. Both designed to give maximum efficiency on broadcasting band of wavelengths, and the larger size effectively covers the higher range as well.

The Reactance and Capacity values on each tapping point are so arranged as to give maximum impedance values and to make the coil entirely self-tuned, so that a variable condenser is unnecessary.

Only two connections to make, apart from the usual coupling condenser and grid lead—one connection to the H.T. positive and the other to plate of H.F. valve.

Tinned soldering tags are provided.

Hours of work saved. Only one hole to drill in panel.

Blue Print sent out with each, plainly showing necessary connections.

Selectivity of a set, greatly improved because it enables each stage of radio frequency amplification to be immediately and independently tuned. No variable condenser is required.

Range 150 to 600 metres, 6 tappings, with multiple switch complete 27 6

Range 150 to 10,000 metres, 11 tappings and multiple switch complete 32 6

LISSEN TYPE T3. L.F. INTERVALVE TRANSFORMER.

This is the best amplifying transformer that can be made at the price. It is sold under the LISSEN name 16 6 guarantee.

A special transformer at a special price.

This LISSEN transformer is as good as many much more expensive transformers.

LISSEN MULTIPLE TELEPHONE BOARD

That illustrated takes four pairs of telephones in series with switch to cut in and out any desired number up to the limit of the board. A useful accessory to any equipment, beautifully made and finished. Has the usual smooth, wiping contact always associated with LISSEN switches.

Traders should send for Samples of LISSEN Anode Reactances

Cash with initial orders avoids delay. Accounts opened if two good trade references given.

LISSEN COMPANY

Telephone: 1072 HAMMERSMITH

WOODGER ROAD, GOLDSHAW ROAD, SHEPHERD'S BUSH, LONDON, W.12

N.B. Woodger Road is close to Goldhawk Road Metropolitan Railway Station.

Lissen Apparatus—well thought out, then well made.
Result of 14 Years' Experience

"As good as Brandes"

Have you ever wished that distant stations would "come in" loud and clear? Or that your Headset was really comfortable? If either of these are your wishes buy a BRANDES "MATCHED TONE" HEADSET and get more out of your Receiving Set with comfort. Your dealer can supply this telephone Headset. Ask him for it.

MADE IN ENGLAND AND BEARS B.B.C. STAMP.

CANADIAN BRANDES LIMITED
105, Great Portland Street, London, W.1

Telephone: LANGHAM 1145.

Trade enquiries invited.
A Radiophone in Every Home.

Even such friends of yours as are not keenly interested in radio will admire the handsome appearance and perfect finish of your G.R.C. installation. And those who are radio experts will be even more enthusiastic over its splendid performance.

The installation illustrated is just one of many types of G.R.C. Radiophones. An ideal set for general use. Highly sensitive, selective and efficient—easy to operate—finely made in every detail. Meets the requirements of keen radioists who recognise and demand the best. Yet it is so simple to use that perfect results can readily be obtained by novices.

Ask your Dealer to show you this and other G.R.C. Sets and parts, and write for complete free catalogue.

To the G.R.C.16 has been attached G.R.C.13 Amplifier and G.R.C.27 Loud Speaker. Connected to G.R.C.104 Frame Aerial it obviates the necessity of erecting an outdoor aerial. With an outdoor aerial the minimum effective range on Loud Speaker is 100 miles.
CONDENSERS

High in Quality.     Low in Price.

Un-assembled

-001 ..6/6
-00075 5/3
-0005 ..4/-
-0003 ..3/-
-0002 ..2/6
-0001 ..2/3
-00005 2/-

Turned Ebonite Plates 1/6 per pair extra.

Assembled

-001 10/6
-00075 7/6
-0005 ..7/-
-0003 ..6/6
-0002 ..6/-
-0001 ..5/6
-00005 4/6

Complete

ORMOND ENGINEERING CO.
199, Pentonville Road, King's Cross, N.1.

Telegrams: Ormondengi.

Telephone: Holborn 1812.
**WOOD TRUMPETS**

For LOUD SPEAKERS
GRAMOPHONES, Etc.

WE HAVE MADE
MANY THOUSANDS OF
THES FOR YEARS PAST,
BY OUR SPECIAL
PROCESS

TO FIT ANY
STANDARD
LOUD SPEAKER

SPECIAL TERMS FOR CONTRACT

TRURO WORKS
8, BRACKENBURY ROAD, LONDON, W.6

---

**ACCUMULATORS**

(CELLULOID)
Best British make, Guaranteed

EXCEPTIONAL STOCKTAKING BARGAINS

<table>
<thead>
<tr>
<th>Voltage</th>
<th>Current</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>4 volts 60 amp.</td>
<td>19/6 (usual 35/6)</td>
<td></td>
</tr>
<tr>
<td>4 <strong>80</strong> amp.</td>
<td>24/6 <strong>42/6</strong></td>
<td></td>
</tr>
<tr>
<td>4 <strong>100</strong> amp.</td>
<td>27/6 <strong>48/6</strong></td>
<td></td>
</tr>
<tr>
<td>6 <strong>60</strong> amp.</td>
<td>29/6 <strong>53/6</strong></td>
<td></td>
</tr>
<tr>
<td>6 <strong>120</strong> amp. in Teak Box</td>
<td>58/6 <strong>110/-</strong></td>
<td></td>
</tr>
</tbody>
</table>

APPROVAL against cash. Carriage forward.

H. SMYTH, LIMITED
53, Museum Street, Bloomsbury, W.C.1

Phone—Gerrard 9153. Tel. Add.—Nativities, London.

---

**EVER-READY**

Wireless Batteries
BRITISH MADE, THE ORIGINAL AND BEST.

The Ever-Ready Company were the pioneers of the Dry Battery industry and the evolution of the High Tension Battery was the direct result of their research and experience extending over 21 years.

"Ever-Ready" Dry Batteries and Accumulators are obtainable everywhere. A list of standard sizes will be sent with name of nearest supplier on application to the Manufacturers.

Ask for particulars of the "Ever-Ready" Dry Battery for Low Temperature Valves.

Dept. D.L. The Ever-Ready Co. (Gt. Brit.), Ltd.
HERCULES PLACE, HOLLOWAY, LONDON, N.7.
**Guaranteed Wireless Sets and Parts**

**THE CHEAPEST 2-VALVE SET ON THE MARKET.**
Complete with Accumulator (6 V), H.T. Battery, Aerial Insulators (OUTRAMS), and pair of Headphones. Price £12.

A splendid addition to the above set is our TWO-VALVE AMPLIFIER at £8 (TAX PAID), specially designed for coupling on direct. This gives you a FOUR-VALVE SET at LOW PRICE of £18. (Valves extra.)

**A SUPER CRYSTAL SET.**
(As sanctioned by the Post Office. With radius of 15 to 20 miles). This set comprises Ebonite Panel mounted in oak cabinet; Tuning Coil with wavelength of 300 to 500 metres, with Silicon Crystal Detector and Variable Con- denser; one pair of 4,000 ohms Headphones; 1000 ohm of Aerial Wire and two Pillar and Reel Insulators (OUTRAMS). All complete for listening to P.M.G. Aerial or 4 pairs of phones at 50 miles. Complete with 6 V. 60 amp. accumulator 60 V. HT Battery, 100 ft. aerial wire, 4 insulators, pair 4,000 ohm phones. Price including all Royalties £15:15:0
Write for revised list No. 16 of all components, and everything wireless.

**THE BRITISH BATTERY Co., Ltd.**
Clarendon Rd., WATFORD, HERTS.
(Telephone: Watford 617).

**NEW TYPE.**
No. 2 W. Sink
15 volts, screw terminal, 5 plug sockets, 3 volt tappings with wander plug. Price £4 7s. 6d. B.B. Co.'s surcharge 7s. 6d extra.

**NEW TYPE.**
No. 4 W
38 volts, screw terminal, 7 plug sockets, 3 volt tappings with wander plug. Size 9½ x 13 x 2¾ high.

**PRICE**
3/- EACH

**A Wonderful 2 Valve Set**

ABSOLUTELY EFFICIENT.
The specification includes—Varimeter tuning (the ideal form) Range 75 miles. Will operate loud speaker up to 20 miles range on P.M.G. Aerial or 4 pairs of phones at 20 miles. Complete with 6 V. 60 amp. accumulator 60 V. HT Battery, 100 ft. aerial wire, 4 insulators, 1 pair 4,000 ohm phones. Price including all Royalties £15:15:0. We are the sole London and South Midland Agents for OUTRAMS INSULATORS.

**BOWER ELECTRIC, LTD.**
15, GRAPE STREET.
Shaftesbury Avenue, LONDON, W.C.2
Back of Princes Theatre. Phone—Regent 2636.
ANOTHER AMAZING RECORD
ON THE RELIAPHONE SINGLE VALVE ONE KNOB CONTROL RECEIVER.

Broadcasted programmes continuously received by an amateur at Tring, Herts, from Birmingham, Manchester and Newcastle. READ WHAT HE WRITES:

87, Akemans Street,
TRING, Herts.
March 2nd, 1923

Dear Sirs,

Some weeks ago I purchased from you a One-Valve Wireless Receiving Panel, manufactured by the Wholesale Wireless Co., Ltd., and the results obtained being so satisfactory, you may be interested to hear of them.

On Friday last (February 23rd) using an Ediswan A.R. Valve, I was able to hear Newcastle quite distinctly, although somewhat distorted. I could, however, understand perfectly every word spoken. Manchester came in faintly, but clearly, and Birmingham much about the same volume. It was not a freak reception as I can now find Newcastle and Birmingham at any time during broadcasting hours, and last evening was able to hear and enjoy dance music from Birmingham. Although sounding as though one is looking through the wrong end of the telescope, so to speak, it is perfectly clear in every detail.

I am situated 30 miles N.W. of London and am using a single wire aerial, 85 feet long, including lead-in.

These results seem to me to be somewhat exceptional, and if you care to use this letter in any way as a testimonial, you have my permission to do so.

Yours faithfully,
LENO. A. HOWLETT.

Mssrs. Schoolbred & Co.,
Wireless Dept.,
Tottenham Court Road, N.W.1.

TYPE TESTED
and approved by
Postmaster-General

Registered P.O.
No. 1011.

RELIAPHONE ONE KNOB CONTROL RECEIVER.

This is another of the very remarkable records being achieved daily with our one knob control radio receivers. Last week's record was made by Staff-Sergeant W. H. M. Goodwin, who received telephony at Bulford Camp from Seven British and Foreign Stations with our two-valve Receiver. With a new three-valve set being shortly marketed distance will be completely annihilated.

RELIAPHONE = COMPLETE SATISFACTION

EXQUISITE IN DESIGN. BETTER VALUE IS UNOBTAINABLE.
DEMONSTRATIONS DAILY. CATALOGUE FREE.

THE WHOLESALE WIRELESS CO., LTD.,
103, FARRINGDON ROAD, LONDON, E.C.1
Telephone—Clerkenwell 5312.
A Complete One-Valve Receiving Station

---and how to make it yourself.

It need be able to produce as in the Corner which are

This is now accomplished by the famous Peto-Scott

A Complete Valve Panel

A Mutual Condenser

Thes are required with all apparatus and a separate for the

A Pair of Transformers

The complete apparatus will serve for the reception of

THE VALVE PANEL

As will be seen from the Combination, the panel

were built on a single plate. The whole panel was

Valves extra. Postage extra.

52-Page Catalogue of all Radio Components (fully illustrated) post free 3d.

PETO-SCOTT Co., Ltd.,

Featherstone House,

64, HIGH HOLBORN, W.C.1.

The perfected Unit System for the experimenter of moderate means.

LONG before Broadcasting was con-
templated, Peto-Scott Units were

rendering stereo service to keen

experimenters who found the experience

they were able to gain in those days of

immense value later on.

It is safe to say that a very large pro-

portion of those holding Experimenters' Licen-
ses in-day learnt the elementary

principles of Wireless Telephony on Peto-

Scott Standardised Units.

This system is invariably selected as

ideal for experimental work because of

its flexibility and economy. For instance,

any combination of Valves may be used

without the complication of multiple

switches. Any form of H.F. coupling—
either Resistance Capacity, Transformers,

Tuned Anode—can be used without a

single alteration of wiring. Its three-

unit Tuner can be used as a single

Circuit or a loosely coupled Circuit at

will by means of a Stand-by—Tune

Switch.

Its highly efficient H.F. Amplification

Units permit the use of Frame Aerials—

thus allowing Broadcasting Stations to be

picked up without interference from other

high power Stations.

In short, the Peto-Scott Standardised

Unit System is essential to every Experi-

menter and no other System possesses half

its advantages.

The booklet "Radio" giving full par-

ticulars is again available and copies

may be obtained at 6d. each post free,

because it also contains a full description

of the elementary principles of Wireless
Telephony, it is an excellent guide to

those about to take up Wireless as a

serious hobby.
REACTION

OUR first Broadcasting models designed and manufactured in October of last year contained Intervalue Reaction (see our Circuit No. 21 of the R.I. book of Valve Receiving Circuits). At that time variable reaction of any kind was not definitely permissible. We therefore delayed submitting new designs of apparatus until satisfying ourselves that we have absolutely the best form of reaction which will uphold the high degree of efficiency of our instruments and ensure the greatest selectivity. We are satisfied that our new models are as perfect as present wireless science can make them. Arrangements have now been made to fit variable reaction in all our 2, 3 and 4 valve instruments with other important improvements.

The new models have all been passed by the P.M.G. and bear the Broadcasting seal.

Users of our original 2, 3 and 4 valve sets can have their instruments fitted with these latest improvements so as to qualify for the new P.O. registered numbers which will substituted for the old ones and engraved on the instrument panel, at a nominal charge of 30/- plus carriage.

We are now in a position to deliver any instrument up to 5 valves immediately from stock.

RADIO INSTRUMENTS, LTD.

Managing Director: J. OSEPH M.I.E.E.

Works, Offices & Showrooms: 12, HYDE ST., NEW OXFORD STREET, W.C.1
Telephone: Regent 1908.
Telegrams: "Instradio, London."
BROADCASTING RECEPTION SETS
OF EVERY DESCRIPTION, and everything for wireless at everybody's price

THE "DUO"
2-VALVE RECEIVING SET
Designed for Broadcasting only
This Set has a patent coupling and will not radiate.
The High Tension Battery is enclosed, and there are only six external terminals, aerial, earth, 'phones, and low tension.
We claim that this Set is the easiest 2-Valve Set to manipulate on the market.
Price, complete, all accessories for working,—
Including 'Phones, Batteries, H.T. and L.T., Aerial Wire, Insulators & Valves. Total £10 15s. 0d.
B.B.C. Royalty Stamp, £1 10s. 0d.

THE "PERFECTO"
VALVE SET
Comprises one D.T. valve and one L.F. valve.
Functions alternatively to the Orpheus, this Set giving Volume where the other gives Range.
A Powerful Set for local Broadcasting. Complete 'Phones, Batteries, Accumulator, Valves, Aerial Wire and Insulators for—
£10 15s. 0d.
B.B.C. Royalty Stamp, £1 15s. 0d.

ALL INSTRUMENTS PASSED FOR BROADCASTING LICENCE BY G.P.O.

SEND FOR CATALOGUE

THE "ALDERSGATE"
Single Valve Set, complete with all Accessories, including 'Phones, Accumulators, H.T. Battery and Valve— £7 10s. 0d.
B.B.C. Royalty Stamp— £1 0s. 0d.
If Aerial Wire and Insulators required, 5s. extra.
Hundreds of Testimonials for Efficient Working.

A TWO-VALVE SET WITH REACTION APPROVED BY POSTMASTER-GENERAL FOR BROADCASTING, No. 0284.
Comprises one D.T. valve and one L.F. valve mounted in a handsome slope back cabinet. Separate filament control for each valve, wavelength range 200-4,000 metres.
Price complete with phones, battery, accumulator, and valves aerial wire and insulator—£13 15s. 0d.
B.B.C. Royalty £3 5s. extra.

WIRELESS INSTALLATIONS LIMITED
(Dept. C.)
81, Turnmill Street, London, E.C.
(Nearly opposite Farringdon Street Station, Metropolitan Railway), five minutes from Holborn Viaduct.
THE "PLUG-IN" VARIOMETER.
(Prov. Pat. 34279/22).

Price 15/- each, post free.

At last!
A convenient Variometer. It will fit any standard coil-holder.
No separate panel needed.
No terminals to connect. It covers the whole band of Broadcasting and Amateur wavelengths.
For higher wavelengths use series loading-coil or parallel condenser.
No tuning condenser required.

A well-made, compact and efficient unit.
Also Variometers for panel mounting, 12/6 each.
Complete Panel Mounting Variometer with Turned Ebonite Knob and Dial.

E. J. CLARKE
20 Arthur Rd.
HOLLOWAY, N.7

Ripoflex
INSULATED SLEEVING

Perfect Insulation
Is Essential.

Let Ripoflex solve your problems. Just slip on a Ripoflex sleeve over the bare wire, and short-circuiting troubles disappear.

Ripoflex is the most perfect insulated tubing yet made — strong, flexible, easily handled and practically everlasting. It is highly finished and every length is thoroughly tested before leaving the works. Can be cut to any length required. Delivery ex-stock.

In Yard Lengths
ORDER NOW FROM YOUR DEALER OR DIRECT FROM
RIPAULT'S
KING'S ROAD, N.W.1

A BARGAIN £85
Original Cost :: £205
ELECTRIC LIGHTING & POWER PLANTS
for Country Houses, Workshops & Cinemas

Austin, Standard and Douglas 3½ kw. and 4½ kw. 110 volt and 50/57 volt direct coupled generating plants. Price £50, £80 and £15. With special switchboard as illustrated, £5 extra. Every set guaranteed. Ideal for country houses, cinemas, workshops, etc. New spare parts for above always in stock.

C. H. & L. O. SMITH, 75 Canal St., Nottingham
A T.M.C. Wireless Set will enable you to follow your favourite team and hear the results of each match practically as soon as the match is over.

Or you may be interested in boxing, the latest news, stock exchange quotations, the weather forecast, delightful concerts or an evening of dancing.

You can have all these, enjoyably and pleasurably in the comfort of your own home with a T.M.C. Wireless Receiver.

There is no trouble to you—T.M.C. have engineers in every large town to advise you, free of cost and without obligation, as to the best apparatus to use.

Your choice having been made—T.M.C. engineers will install the apparatus and periodically inspect it.

T.M.C. Wireless Receivers, which are fully approved by the Postmaster-General, bear the seal of the British Broadcasting Company.

The wide variety of models are entirely British Made.

From £4 : 5 : 0 upwards, including all Royalties.

London, Birmingham, Manchester, Newcastle, Cardiff & Glasgow are broadcasting now.

Come and listen to them any evening up to 10 p.m. at our showrooms in:—London, Birmingham, Belfast, Bristol, Cardiff, Glasgow, Leeds, Liverpool, Manchester, Newcastle, Sheffield.

Write to us for our nearest address.

Sales Dept. and Showrooms:
88, Newman Street, London, W.1
Phone—MUSEUM 5581.

The "Everset" Crystal
No adjustment necessary
Fits any Crystal Receiver
10/- each

TELEPHONE MFG., CO. LTD.
HOLLINGSWORTH WORKS. DULWICH, LONDON, S.E.21.
DOUBLES THE EFFICIENCY OF YOUR WIRELESS SET

NO PLATES TO BUCKLE—ABSENCE OF RISK FROM SULPHATION.

FILLER BLOCK BATTERIES

Give double the output of ordinary plate type batteries and retain their charge for months on end when not in use. Moreover, Fuller Patent Block Batteries provide "absolutely noiseless working," resulting in perfect, clear toned reception.

Sold by Wireless Dealers, Electricians and Fuller Battery Service Agents throughout the country. Dealers who are not fully stocked with these batteries should write us immediately.

IN EBONITE CONTAINERS WITH LEATHER HANDLES.

B/W 6/20. (5½" x 1½" x 6½") 25/-
B/W 6/40. (7½" x 2½" x 7½") 40/-
B/W 6/60. (9½" x 3½" x 8½") 52/6

N.B. Use EBONITE Cells and eliminate fire risks.

FULLER'S UNITED ELECTRIC WORKS, LTD.
WOOLAND WORKS, CHADWELL HEATH, ESSEX.

Manufacturers for the Admiralty, Air Ministry and War Office for Wireless Work

Telephone: Ilford 1200 (6 lines).
Telegrams: "Fuller, Chadwell Heath."
HIGH FREQUENCY INTERVALVE TRANSFORMERS.

**PLUG-IN TYPE.**

The design and construction of these has been given the utmost consideration, resulting in great selectivity and maximum results, valve for valve. They can be tuned over a big margin without noticeable loss, and must not be confused with the ordinary single-grooved type.

**A REAL SCIENTIFIC PRODUCT.**

No. 1 Optimum wavelength, 350 metres ... each 6/-
No. 2 Optimum wavelength, 550 metres ... each 7/-
No. 3 Optimum wavelength, 750 metres ... each 8/-
No. 4 Optimum wavelength, 1,400 metres ... each 8/-
No. 5 Optimum wavelength, 2,200 metres ... each 9/-
No. 6 Optimum wavelength, 3,000 metres ... each 9/-
No. 7 Optimum wavelength, 10,000 metres ... each 10/-

Or the complete set for £2 15s.

These transformers must be tuned with 0.003 variable condenser.

The popularity of CARTWRIGHT’S SCIENTIFIC COMPONENTS was demonstrated by our overwhelming success at the Manchester Wireless Exhibition. We regret we were unable to meet personally all our wireless friends who were unable to visit Manchester, but we shall be glad to send you revised edition of our catalogue to all who are sufficiently interested to write. It contains hundreds of Wireless Bargains.

**TERMINALS.**

- B.A. Double Solid Brass or Plated 2/- per doz. (Inst extra)
- B.A. Single Solid Brass or Plated 1/- per doz. (Inst extra)

We have enormous stocks of ex-WD WIRELESS GEAR, too numerous to mention, at absurdly low prices. Write for particulars of your requirements, or better still, call and see our enormous stocks.

**GREAT BARGAIN OFFER**

4,000 ohm PHONES (NEW) at 19/6 Per Pair. Postage 9d. extra.

Fitted headbands and cords, beautifully finished, thoroughly efficient. Each pair carefully packed in box. SATISFACTION GUARANTEED.

**BROADCASTING RECEIVING APPARATUS.**

The "JOYPHONE" (Reg. No. 0138) approved type, a Valve Set, complete from £15:0:0

Special Offer at Reduced Prices of our

**NEW INTERVALVE TRANSFORMER**

Owing to the unexpectedly large sale of these instruments we are enabled to reduce the price to "Wireless World" readers to 12/4

Postage 9d. extra.

Fitted with panel fixing plate and earthing wire for iron core. Fully tested. Ratio 4:1.

All valve apparatus manufactured by us is duly licensed under Marconi Patents for amateur use in Great Britain. Approved by Postmaster-General.

J. LIPOWSKY & CO. 614, OLD FORD ROAD, BOW, LONDON, E.2.
CRystal Set No Good without our latest Crystal "WEISSITE"

Supersedes all others. Tested and Guaranteed. TRADE SUPPLIED.

Price 1/6 Box
Post Paid.
B. & W., 2, Rutts Terrace, S.E.14.

To the Trade

Ebonite - Sheets - Rods
Copper Wire - Standard Gauges
Aerials - Sleevings, &c.
Filament Resistances, Telephones - Condensers &c., &c.

Cables & Electrical Supplies.
Mica House, Offord Street
Caledonian Road, London, N.1

F. Wiggins & Sons
Telephone: Avenue 2248
Mica
Large Stock
For Condensers and All Purposes.
Why "Polar" Variable Condensers Are Better

We have just issued an interesting booklet describing the "Polar" Variable Condenser with technical discussion on its uses and advantages. Experimenters will be interested in the comparative charts which show for the first time why our Bulletins of Results report such a great improvement in tuning all kinds of circuits.

Send 2d. in stamps for your copy of this booklet.

Prices:

14/9 Panel Mounting. Post Free.
20/9 Polished Wood Case. Post Free.
Maximum Capacities 0.003, 0.005, 0.01, mfd.

Polar Infallible Filament Fuses.

These fuses protect your valve filaments and prevent the expense of replacements. Insurance is a sound policy, and the fact that you can insure a 17½ valve with a 7d. fuse is one that does not require elaboration.

Capacities:

1/amp. for low current valves.
"R" Type: for M.O. and similar valves taking up to 85 amp.
"O" Type: for "Oar" and similar valves taking up to 75 amp.

Prices:

7d. each. 2d. postage.
7/- dozen. 3d. ,

Fuse Holders, Standard Types 2/- each, postage 3d.
Panel Mounting Type (lacquered or plated) 1/6 each, postage 3d.

The Radio Communication Co. Ltd

Suppliers of the G.P.O. Installations at North Foreland (G.N.F.) and Seaforth (G.L.V.), of Coastal Stations for various Colonial Governments, and of Ship's Radio for most of the Great Shipping Companies.

34/35, Norfolk Street, London, W.C.2.
Branches:

Newcastle—17 Sandhill.
Cardiff—Atlas Chambers, James Street.
Warrington—37 Bridge Street.
Glasgow—116 Hope Street.
Southampton—19, Queen's Terrace.
Aberdeen—9, Hadden Street.
ACCUMULATORS

<table>
<thead>
<tr>
<th>Voltage</th>
<th>Capacity</th>
</tr>
</thead>
<tbody>
<tr>
<td>4 Volt</td>
<td>40 Amp.</td>
</tr>
<tr>
<td>6 Volt</td>
<td>40 Amp.</td>
</tr>
<tr>
<td>8 Volt</td>
<td>80 Amp.</td>
</tr>
<tr>
<td>10 Volt</td>
<td>100 Amp.</td>
</tr>
</tbody>
</table>

Metal carrying cases for above, with strong strap handle.
from 2/- each.

SPECIAL OFFER.
6 Volt 20 Amp. Accumulators in celluloid at 18/- each, absolutely new, but shop soiled.

WIRELESS GOODS.

- Headphones, 4000 ohms each at 22 6
- L.F. Transformers at 14 6
- Coil Plugs at 8

Special Line of KNIFE SWITCHES on Ebonite and on Porcelain at lowest prices. WRITE FOR LISTS.

GOOD DISCOUNTS TO TRADE.

F. YATES & SON, LTD.
WHOLESALE ELECTRICIANS,
144 Church St., Kensington, London, W.8

Phone: Park 4278. (One minute from Notting Hill Gate Central London & District Ry.)

A PERFECT SOLUTION
which does away with all inconvenience and trouble in the charging of your Accumulators.

Our Charging Switch can be used on any D.C. Circuit irrespective of voltage.

- NO TROUBLE
- NO EXPENSE
- NO RESISTANCE

Capacity 5 amps.

PRICE
£1 7 6
(Subject)

TRADE ONLY SUPPLIED.
Orders booked for delivery in rotation. Leaflet post free.

Pressland Electric Supplies Ltd.
WHOLESALE FACTORS,
HAMPTON-ON-THAMES.

WIRELESS BARGAINS

<table>
<thead>
<tr>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>3 Ml. Condensers, can be used as 1, 2 or 3 Ml.</td>
<td>2 6</td>
</tr>
<tr>
<td>Switch Arms, with Bush for Panel Four-Leaf Copper</td>
<td>1 7</td>
</tr>
<tr>
<td>Contact</td>
<td>1 7</td>
</tr>
<tr>
<td>Crystal Detectors, on Ebonite Base, with Terminals</td>
<td>2 7</td>
</tr>
<tr>
<td>Microphones with Replaceable Insets</td>
<td>2 6</td>
</tr>
<tr>
<td>Siemens Inert 3-volt Cells, with Ebonite Top</td>
<td>1 7</td>
</tr>
<tr>
<td>Sets of Eight Tablets, Black or White (not printed)</td>
<td>9 7</td>
</tr>
<tr>
<td>Silk Wire Stranded Broadcasting Coils per pair</td>
<td>2 6</td>
</tr>
<tr>
<td>2 Ml. Condensers</td>
<td>1 7</td>
</tr>
<tr>
<td>2 and 3 Meg. Grid-Leaks</td>
<td>1 7</td>
</tr>
<tr>
<td>600'5 Variable Condensers</td>
<td>8 7</td>
</tr>
<tr>
<td>H.T. Battery Boxes, polished tank, well-made, with plugs and sockets, hinged lid, 101</td>
<td>8 7</td>
</tr>
<tr>
<td>Contact Studs, with nut and washer</td>
<td>9 7</td>
</tr>
<tr>
<td>Terminals</td>
<td>2 7</td>
</tr>
<tr>
<td>120 w. Single Receivers</td>
<td>4 7</td>
</tr>
<tr>
<td>0-180 Condenser Dials</td>
<td>6 7</td>
</tr>
<tr>
<td>Double Headphones Cords</td>
<td>2 7</td>
</tr>
<tr>
<td>Weston Moving Coil Relays</td>
<td>2 7</td>
</tr>
<tr>
<td>16-Volt H.T. Batteries Wunder Plug</td>
<td>3 7</td>
</tr>
<tr>
<td>Other Lines in Stock. Carriage Paid on Orders over £2.</td>
<td></td>
</tr>
</tbody>
</table>

C. S. SWAN,
191, Bishopsgate, E.C.2

Under Brandons Tailors, and 65, Windsor Road, Leyton,
Phone, Bishopsgate 1156. E.18.

The Wonderful
ASHDOWN
2-VALVE SET.

Approximate Range, 300 miles.
Guaranteed to reach Newcastle, Manchester, London, Glasgow and Cardiff, from Birmingham, to the exclusion of Birmingham above half-mile radius. We get London on loud speaker.

YOU CAN get it on the ASHDOWN, the set that doesn't disappoint.

Price: Set only, £11 10.
Complete with accessories, from £18.
Royalties, £3.

H.E. Ashdown (Birmingham) Ltd.
Perry Barr — Birmingham.
FOR SALE.
Excellent Baricancs.—Western Electric loud speaker, 120 volts, $5.00; three-coil holder, extended scale, $25.00; seven-pin coils, 200 to 30,000,000. 635; 8,000 ohms Brown's A telephone, $5.00; three V.A. detector panel box, $5.00; variable capacity amplifier detector panel 700, $15.00. All carriage forward.—Hastor, 8, Northumberland Terrace, Tynemouth.


Baker's 86, Great Cambridge Street, Hackney Road.

Manufacturer's agent in touch with leading makers of Valve and Crystal Sets. Write for quotation. All parts and sundries supplied. Trade enquiries specially invited.—A. H. Mow Cribb, 26, Page Street, Westminster.

Splendid Three-Valve Amplifier, professionally made, £10 or offers. Brown relay, perfect 4£, Culpin, Leeds, or Cambridge.

Almost New Custumado Two-Valve Set, E.H.F. and 4 detector, complete with aerial, M.F. and L.F. batteries, two sets phones and valves. £15. 

Cushing, Headingham, Essex.

Transformer, to give 1,000 or more volts, from 240 volt secondary mains.—Box V.L., Bertram Day's Advertising Offices, 9 and 10, Charing Cross, S.W. 1.

Two Mark III Tubers. As new, £10 each. To be seen in the City.—Apply, Box N. Y. Z., Bertram Day's Advertising Offices, 9 and 10, Charing Cross, S.W. 1.

Loud Speaker Horns. Guaranteed perfect acoustics. Emergency double watt, complete with polished aluminium base for receiver. 45, 6d. Post, etc., 1s. 3d.—Midland Radiophone Co., Holswell Works, Coventry.

Quantity B.A. Screws and Nuts. As new. Must be cleared.—Mac, 32, Half Moon Lane, Berne Hill, S.E.

Three-Valve Set. All accessories perfect.—Honors 627, Rounding Road, Forest Gate, E. 7.

Townsend Wave Meters. Ex-Depot, a limited number carefully calibrated. Price £4 15s. each, post free.—Owens Lamb Works Ltd., 89, Menton Road, London, S.W. 19.

11 m.m. H.T. Wire for Lead-ins. Brand new Government surplus. Perfect condition. 100 yd. coils. 3½d. ea.—E. W. Farrow and Sons, Spalding.

Super Crystal Magnete (loud). Quickly adjusted 9½, £3 15s. 6d. below.

Variometers, 500–600. Complete with knob bush, scale pointer, 4½s. 6d. below.

Gri Lamps. Special lamps, 10s. 3d. Each. 15 All post free.—Wireless Commercial Services, 6, Holborn Viaduct, London.


Mark III Short Wave Tuner, polished case, complete and perfect in every detail, £8.—Giles 11, Crown Road, Morden.

B.A. Screws, Nuts and Washers, assorted gross, 25, 6d. below. Trade supplied.—J. H. Bennett, Station Road, Willesden Junction.

Experimental Receiver. Three valves, L.F. Coils for all wavelengths. Brown loud speaker, Sullivan phones. Many extra fittings (potentiometers, etc.) £2 5s. or offer. Vickers 75, Charles Street, Sheffield.

Radio Instruments.—Anode coil 200 to 20,000,000, 1½s. Semiconductor engine 1½ h.p. with 8 volt 3 amp. charging dynamo, perfect. £3 15s. offered. Wanted, tuned, wave length coils. Cansley, Wollaston, Wellingborough.

Barnsley Ultra III, guaranteed perfect. £5. Also Barnsley ultra valve unit magnet with switch. £1 10s. Marlow, High Street, Maple church, London.

WIRELESS SETS
Supplied and installed, aerial erected, telephone & accessories stocked.

MILLER ELECTRIC, 25, SOMERSET BUILDINGS, CHURCHWAY, EUSTON ROAD, N.W. 1

PILKINGTON TRANSMITTER CAN NOT PACK
For Wireless or ordinary Telephones. An entirely new principle having a Delicate Resistance, Highly Sensitive, used with any receiver. Functions with less than One Milliamperes, Definite Capacity, Long Range. Patents granted in Great Britain and applied for abroad. Small complete transmitters, £8 larger, over 20 M.A. 10s. BASIL A. PILKINGTON, 10, Melville Place, Edinburgh.

ENGRAVING
For every style of engraving on any material.
Prompt delivery.

Museum 2264.
Turn your Radio knowledge into cash
Interesting articles—with or without photographs or diagrams—are required for our publications. Good rates paid. Constructional articles must describe apparatus which has actually worked.
Radio Press, Ltd., Devereux Court, Strand, W.C. 2.

WIRELESS CABINETS
PROMPT DELIVERIES COMPETITIVE PRICES
PICKETT BROS., Albion Rd., BEXLEYHEATH, S.E.
Electradix Radios
For all Wireless Wants.

AERIAL WIRE. Always use enameled outer doors. Per 100' 7.25, 3/4, 7/22, 4/4, 1/22 perva and D.C.C. for indoors, 100. 1.


BATTERIES. 20 Full Box Accumulators. Mounted on ebonite, 2/8. Earth Chips, 6d.


DYNAMOS. 6-volt Fuller Block, 30. - Peto and Radford Bull Pup, 42.

BOXES. H.T. tea, 200 volt, 6d. Mahogany, 100 v. 7d. All plugs.

CABLES. 10 amp. Black, 20. 50 amp. Black, 40. Fil Amamunters 0.3a. or 0.10a. 8s. Switchboard type, 10 amp. to 1,000 am, 10. - to 50. - Elliott Substandards, brass, with brass box. Combined 10 amps. and volts, on base. 25. -


CONDENSERS. Fixed. 1,150. Murdock panel from 100. -

DYNAMOS. Ours are the cheapest. Charging 6/8 amps., £3 10s. 12 amps., £6 10s. H.T., 500 volts. Condenser Generator. new, £10.

ERONITE. Short Rod and Tube from 25 per lb. FILAMENT FUSES. Holders, Navy, 1 pair. Fuses, 9d. H.T. UNITS for C.W. Transmitters, T.V.T., in use with condensers, plugs, etc., 10,000 volts, A.C.

LOUD SPEAKERS. 30. - Horns only, 5. - to 30.

MASTS. 15ft. Steel and guys, 7/6. 40ft. Hollow Pipe, £3 10s.


POTENTIOMETERS. Panel, 12. 6. Admiralty type, 35.


TRANSFORMERS. P.O. Telephone, 7 6s. Marconi 20s. - or valve, 15. - to 15.


WAVEMETERS. £2 to £7 10s. Heterodyne or Detector.

Lest we have three floors full of Radio Goods. Send your wants or call and inspect our varied stock. Close to Aldgate Station, City, Met. Rly. First on left down Minories. Tel.: Aven. 4166.

FOR SALE—continued

All Wireless and Electrical Goods stocked at 9, Colonial Avenue, Minories, near Aldgate Station. Handy place for City buyers. —L. J. DIXON & Co. Telephone No. 4166.

Experimenter’s Parcel of 50 brass terminals, washers, nuts and screws, 5s. ld. post free. —GARDNER, 1, Canton Road, London, N.2.

Steam Pan, 19, 31/19, 180s. quantity 1 steam pipe 41/6d. per ft., automatic wood turning lathe, 21. 40” polishing spindle by Canning and Radford Bull Pup, 8/6. Stein, Butts Works, Worcester.

Freehold Factory for sale at Pursey, about 5,000 ft., with three residences. Power plant installed and number of machines suitable for manufacturing wireless apparatus parts, also good assembly shop. 4,500 plus contents at reasonable cost. With condensers, plugs, etc., to 10,000 volts, 18. 8s. For all descriptions. Exchanges invited. Wanted. Volumes “The Wireless World and Radio Review.” £2 5s.—Highfield View Stoneycroft, Liverpool.

Variable Condenser Parts.—Complete sets of parts for various capacities; panel mounting 0.001 mfd. 6d., 0.003 mfd. 6d., 0.005 mfd. 7d., 0.0075 mfd. 8s., 0.01 mfd. 9d. 0.016 mfd. 11d. Postage 6d. each. Half doz. lots. Post paid. Trade enquiries invited. C. OLDFIELD, 11, Choumert Road, London, S.E.15.

New Fuller Block Accumulators, 2 volt 20 amp. hour. actual. Case of three, 28s. 6d. of five, 25s. 6d.; buzzers, 5s. 6d.; copper wire D.S.C. 40 to 44 gauge, 1/2 lb. Trade supplied. KETT & CO., LTD., Electrical Department, 73, High Street, Southsea.

Sullivan Six-Valve Amplifier, transformer coupled, 4 H.F., detector, L.F. Recent design, perfect condition. Wholesale or retail. Box Z6, Bertram Day’s Advertising Offices 9 and 10, Bertram Cross, S.W.1.

TRADE ENQUIRIES.

Polished Mahogany or Teak Cabinets. Quotations per set. —LANCASTERS, 57, Parade, Birmingham.

Firm of Telephone and Radio Instrument Manufacturers would be glad of quotations and particulars of materials used for making moldings kindly get into touch. £4,500 plus contents at reasonable cost. With condensers, plugs, etc., to 10,000 volts, 18. 8s. For all descriptions. Exchanges invited. Wanted. Volumes “The Wireless World and Radio Review.” £2 5s.—Highfield View Stoneycroft, Liverpool.

The Newtonia Wireless Factory supply dealers with raw material and partly manufactured parts at the right price. Any parts manufactured for the trade. Write for our list. —13 15, Whitcomb Street, Pall Mall, London, near Trafalgar Square.

“THE TRIUMPH” Accumulator Charging Sets

FOR SALE.

Instruments Factory, Platt’s Road, about 5,000 sq. ft. on two concrete floors; crane, etc. Situated Elephant and Castle, London. I.C.C. building. Owners wish to sell and inspect our varied stock. To Alto, 1/5 per cent. —Telephone “E” 233, Bellingham Road, Catford, S.E.6.

C.T. Ltd., 26, Church Street

March 31, 1923
THE WIRELESS WORLD AND RADIO REVIEW

THE WIRELESS WORLD EXCHANGE AND MART

“TRIUMPH” CRYSTAL RECEIVER
(Approved. P.M.G. 419)

Price 12/6

NEARING HAPPLY COMPLETED ALL LONDON ORDERS WE ARE NOW READY TO ACCEPT ORDERS FROM DEALERS AND OTHERS WITHIN 20 MILES OF THE BROADCAST STATIONS OF MANCHESTER, CARDIFF, NEWCASTLE, BIRMINGHAM, AND GLASGOW.

IMPORTANT.

This is a perfect and complete broadcasting receiver, approved P.M.G. 419, AND IT IS NOT A BOX OF LOOSE PARTS.

“THE TRIUMPH” Accumulator Charging Sets

IF YOU HAVE ELECTRIC CURRENT IN THE HOUSE, WHY BOTH SELL YOUR ACCUMULATORS TO BE RE-CHARGED WHEN YOU CAN DO IT YOURSELF BETTER AND MORE ECONOMICALLY.

CITY PROPRIETORS AND OTHERS MAKING A BUSINESS OF CHARGING WILL FIND OUR EQUIPMENTS ABSOLUTELY THE BEST AND MOST FOOL-PROOF SETS ON THE MARKET.

COMPLETE OUTFITS FROM 35/-

L. J. DIXON & Co., 9, Colonial Avenue, Minories, E.1
SITUATIONS WANTED.
 Wireless Manager of Prominent Firm, young and energetic desires position with progressive firm. Write Box 1408, Scots, Fleet Street, E.C.4.
 Young Man (24) desires a situation in wireless trade as Salesman or Demonstrator. First-class knowledge of assembling and installation work. Write 15 N. 45, Telemah Road, Putney.
 Strong Lad (16) seeks situation connected with wireless or electrical trade. Any capacity. Wages 13s. 6d., Fulham Place, W.2.

SITUATIONS VACANT.

WIRELESS WORLD EXCHANGE AND MART

The STANDARD Book on the Valve.
If you want to know how your set works, and if you are keen to obtain more than a superficial knowledge on Wireless, you must read this new book.

Wireless Vacuum Tubes
By John Scott-Lagard, F.Inst.P.
Editor of Modern Wireless.
Beautifully bound in blue cloth, 270 pages, illustrated with many diagrams. Get a copy today—you will need it often for reference. From all booksellers or direct from Publishers. 10/- Post Free.

Portland's British EBONITE
6, Cheapside, E.C.2
32, NORTHAMPTON SQ., CLERKENWELL
188, BLYTHE ROAD, HAMMERSMITH
Phone: 4408 CLERKENWELL

James Portland
6, Cheapside, E.C.2.
32, Northampton Square, Clerkenwell, and
188, Blythe Road, Olympia, W.
Phone 4408 Clerkenwell.

WIRELESS No. 5 on sale
& ALLIED TRADES REVIEW
THE ONLY WEEKLY PUBLICATION DEVOTED EXCLUSIVELY TO WIRELESS TRADE INTERESTS

FOR THE TRADE ONLY
Price 4d. Weekly

Subscription Rates:
Twelve months, 17/6
Six months - 9/-

Specimen copy and full particulars will be supplied on receipt of Trade Card to the Proprietors—
The Wireless Press Ltd., 12-13, Henrietta St., London, W.C.2
ARE YOU LUCKY?
You are indeed!—if you have an alternating current supply at home, for you can then charge your accumulator efficiently at a fraction of the usual cost, and avoid all annoyance as well, by using the

"ACIDIC" RECTIFIER
(M. A. Codd's Patent)

For charging 6-volt Batteries at 2 amps.

90.-

Cooling Tank 15/- extra

State voltage and periodicity of supply.

MADE IN VARIOUS SIZES

Illustrated Catalogue post free fourpence.

TRADE TERMS ON APPLICATION

Also Transformers, H. T. Condensers, Fixed Condensers, Rotary Filament Resistances, Grid Leaks, and other Wireless Accessories.

Zenith Manufacturing Co.

Contractors to H. M. Admiralty, War Office
Air Ministry, Post Office, L. C. C., &c.

Zenith Works, Villiers Road, Willesden Green, London, N.W.2


---

### THE MARK OF RELIABILITY

| Filament Resistances | Potentiometer
|---------------------|----------------|
| 2/- each Panel Type with Knob and Pointer | 4/6 each Panel Type on Ebonite
| 4 x 11" | 4 x 11"

1 to 12 Volts. 1 to 35 amps.

**VOLT & AMMETER**


**OTHER EXCEPTIONAL VALUES**

**Aerial Wire,** Bright Hard Drawn, 7/25s., copper, 2/- per 100 ft., enamelled, 7/25s., 4/- per 100 ft.

**Aerial Insulators,** Shell Type, 2 x 2 1/2". Rect.

**Irradiar and Burned Dept. Coils,** Full range stocked from 1/2 to 100 metres. 5/6 each. 1,000 metres. 5/- 2,000 miles. 6/-

**Ebonite 3-coil Holder,** 10/- 2 Coil with tension screws 8/-

**H.F. Transformers,** Formers only, with pins. 2 each.

**Telephone Transformers (Army type),** 9/- each.

**L.F. Transformers,** 15/- each. Radio inst. make.

**Vernier Condensers,** 3 plate for panel mounting 4/-

**Transformer Holder,** with 4 terminals and wired, each 9/-

**Inductance Slider Rod,** square, 13" long, drilled, each 5/-

**Slide, complete with plunger for rod,** each 9/-

**Contact Studs**, fitted with nut and washer, each 1/-

**Condenser Vains,** best aluminium, 3", doz. pairs 1/-

**Condenser Spacing Washers,** small, 9d.

**Condenser Screwed Rod,** brass 12", long, 1", 3", 9/-

**Interminals,** Mark JN, plated or P. brass, 1/-

**Terminals,** small pattern, 9d. doz: spade type. 4d.

**Duoball Condensers,** All capacities at prices advertised.

**Skinderley Microphone Buttons,** each 5/-

**Fiddles 4,000 ohms Headphones, with cords.** 2/-

**Brown's Featherweight Phones,** 4,000 or 120 ohms. 30/-

**Valves, Marcon-Oram R 176, V 24, 24B, Hall.** 20/-

**Guaranteed safe delivery.** 3 Valves. (Q6 Q N2) 8/6.

**Ebonite Panels,** matt surface, ground edges, 5 x 12", 4 x 9", 2-1/4 x 7", 4", 1", 5/8 x 6", 2-1/4 x 5", 1-1/2 x 4", 6 x 2-1/4", 12/16", 4/6".

**Ebonite Encased Dials,** bevelled edge. each 9d.

**Ebonite Encased Dials,** bevelled edge with knob 1/3

**Ebonite Standard Coil Plugs,** 1 2 x 3, moulded 7d.

**R.A.F. Microphones,** exceptional value 1/-

**Ojash Basket Coils,** set of 8, 300-10,000 m. 5/-

**Coil Slab Coils,** No. 1, 2, 3, moulded 7d.

**R.A.F. Microphones,** exceptional value 1/-

**Ebonite standard Coil Plugs,** 1 3/4, moulded 1/-

**Aerial Insulators,** all colours and sizes yard 6d.

**Accumulators**, 2 volt 45 amp. hr., fully charged 10/-

**H.T. Batteries,** Ever-ready and Siemens all sizes. 2/-

**H.T. Batteries,** 1 terminal, 6 sockets, 15 volt... 2 3

**Basket Coil Cables,** fitted standard coil plug. 31/2 dia. 1/-

**Dacon Adaptors,** Duoball make 10/-

**Ebonite Switches,** S. P. tumbler type 1/6 each. 1/-

**Plug and Socket Twinwire Connectors,*** 3", " Malenco " 7d.

**Pocket Voltmeters,** nickel plated. 0-6 v. 4/-

**Pulley Blocks,** aluminium, ex Govt. 1/-

**Aerial Insulators,** Econ. pattern patent 1/-

**Miniature N. F. Panel Type Switch Sets,** anti-capacity 2/-

Write for "Complete Supplementary Price List of Exceptional Values," sent Post Free.

All goods sent CARRIAGE PAID (British Isles) but with orders under 5/6 add 6d. for postage.

MARCONI’S LATEST

New Popular Marconiphone Brings ALL Broadcasting Stations within Range.

A new and improved Two-Valve Marconiphone has been perfected and is now on sale.

With it, no matter what part of the country you live in, you can listen-in with perfect results to all the British Broadcasting Stations from Glasgow to Cardiff.

PRICE REDUCED.

Owing to the enormous demand created for this instrument, it has been found possible to economise largely in overhead charges. The public is given the benefit of these economies, and the New Marconiphone V2 is on sale everywhere at £16:3:6 without accessories—or £24 complete.

The Marconiphone

The Triumph of the Master Mind.

Ask your local dealer AT ONCE about the New Marconiphone V2. All orders are being dealt with in strict rotation.

Marconi’s Wireless Telegraph Company Limited
Marconiphone Department, Marconi House, Strand, London, W.C.2

Listen-in to all the British Broadcasting

This wonderfully selective 2-valve receiver has the utmost reactance allowed by the G.P.O. It has two carefully calibrated circuits which allow of the most minute tuning plus the utmost simplicity in manipulating.

Beautifully finished in lacquered or nickel-plated brass, mounted on matt-finished ebonite, all mounted in a polished walnut case.

Panel £13 1sr. 0d., M.O. Valves 17/6 each. Pair 4000 ohm Ericsson Phones. 80 volt H.T. Battery. 4 volt 80 ampere hour Accumulator. 100 ft. Aerial 7/22 enamelled copper and Insulators.

Price from Aerial to Phones, packing and delivery . . . . £20

Write to-day for full particulars.

THE BRITISH L. M. ERICSSON
MFG. CO., LTD.,
International Buildings, 67/73, Kingsway
W.C.2.

Ericsson

WIRELESS APPARATUS

We also make Crystal Sets—range 15/25 miles.
With Phones £5 Or. 0d.
FILAMENT RESISTANCES
2/6 each.
Postage 4d. As illustrated.

PAT. APPLIED FOR

BASKET LOW CAP OR SLAB COIL HOLDER.
2/- each.
Postage 6d.

STRIP OFF TWENTY JACKS @ 2/6
Two-way Plug for above 1/-
Postage 6d.

DETECTOR, as illustrated 3/6
Postage 3d.

MICROPHONE BUTTON
2/6

LIGHTNING CONDUCTORS,
2/6 each.
Postage 3d.

TELEGRAMS: "QUOTATION"
BERESFORD BROS. TELEPHONE:
ELECTRICAL ENGINEERS, 7590 CENTRAL
2 & 3, BULL STREET, BIRMINGHAM

RADCOM CRYSTAL SETS
APPROXIMATE RANGE, 30 MILES
Double Slider Tuner, handsomely mounted on polished base. Tested and guaranteed, complete with 100 ft. aerial wire, 2 insulators and lead-in terminal, 1 pair B.B.C. Headphones, and B.B.C. Royalty £4

RADCOM RHEOSTATS, COILS, TUNERS, VARIOMETERS, TRANSFORMERS, - ACCUMULATORS, - AERIALS, &c.

19, RATHBONE PLACE,
LONDON, W.1
Telephone: Museum 3485.
Telex: Radpou, London.
Western Electric

CRYSTAL RECEIVING SET.

The Western Electric Crystal Pattern Receiving Set has been specially designed and developed to meet the demand for a simple and inexpensive apparatus which will enable the amateur—without electrical knowledge—to take advantage of the local “Broadcast” programme. It is simple, inexpensive, and in its polished mahogany box with hinged lid, is compact and handy and looks well. A partition is included which holds the double head receivers. The set is complete with two spare crystals and has quite an excellent range. A most popular set.

Western Electric Company Limited.

Connaught House, Aldwych, W.C.2

WORKS:—
North Woolwich, London, E.16
Telephone—East 3840 (10 lines)

Also at BEXLEYHEATH, KENT, and NEW SOUTHGATE, N.11

Birmingham—Grenville Buildings, 12, Cherry St.
Leeds—Standard Buildings, City Square.
Cardiff—Motor House Chambers, 1, Wood St.
Manchester—Northern Assurance Buildings.
Newcastle—20, Saville Row.
Glasgow—49, West Campbell Street.
Get your copy early or you may be disappointed—

The high standard set by the first two numbers of this new Wireless Monthly is easily equalled—if not actually surpassed—by No. 3.

Constructional Articles, Theoretical Articles—together with an interesting description of Wireless in the Post Office by Lieut.-Col. Chetwode Crawley, R.M.A., M.I.E.E., and a special article on Wave Transmission by Sir Oliver Lodge, combine to make this issue of particular value to the experimenter.

In view of the anticipated heavy demand, buy your copy while you can.

Radio Press, Ltd
PUBLISHERS OF AUTHORITATIVE WIRELESS LITERATURE
DEVEREUX COURT, STRAND, W.C.2.

No. 3 now on Sale 1/-

Can I help you?
I WILL GIVE YOU £50
if I fail to produce over 7,000 testimonials from others I have helped to
A SUCCESSFUL CAREER

Yours to success,

Can I help you?
I WILL GIVE YOU £50
if I fail to produce over 7,000 testimonials from others I have helped to
A SUCCESSFUL CAREER

Yours to success,

Every man is the architect of his own Fortune!

ARE YOU QUALIFIED for the JOB YOU SEEK?

WE TEACH MOST MODERATE CHARGES
BY POST OR PAYABLE MONTHLY PROFESSION.

Write for one of our FREE BOOKLETS on any of the following subjects:

- Architectural Drawing
- Building Construction
- Clerk of Works' Duties
- Aviation
- Boiler Engineering
- Boiler Making
- Chemistry
- Civil Engineering
- Concrete and Steel
- Draughtsmanship
- Electricity
- Engineering
- Foundry Work
- Internal Comb. Engines
- Marine Engineering
- Mathematics
- Matteicale
- Metallurgy
- Mining
- Mine Surveying
- Motor Engineering
- Naval Architecture
- Pattern Making
- Salesmanship
- Sanitation
- Shapbuilding
- Structural Engineering
- Surveying and Levelling
- Telegraphy & Telephony
- Wireless Telegraphy
- Special Course

For Apprentices

If you have any ambition tell me what it is and let me advise you free.
We specialise in all exams, connected with technical subjects. If you are preparing for any exam, ask our advice. All particulars free of charge. Parents should seek our advice for their sons. If you are interested in any of the subjects mentioned above, write naming the subject, and we will send you our FREE BOOKLET. Please state your age. (Courses specially combined to meet all requirements.) Advice Free.

Established over 20 Years.

Bennett College
SHEFIEID

Department Tay
EX-GOVERNMENT APPARATUS
AT PRICES WITHIN THE REACH OF ALL

MARK III TUNER
Wavelength 100-700 metres.

This instrument is too well known to require detailed description. In its present form it forms a splendid instrument, as all of the broadcasting wavelengths are well within its range. With the existing crystals it will receive efficiently up to a distance of 30 miles from the broadcasting station, whilst the addition of a low frequency amplifier will magnify the signal strength considerably. The wavelength can be easily increased if desired, with slight modification.

Complete with full instructions, and ready for immediate use.

PRICE, including one pair of SULLIVAN 8,000 ohm Telephones (complete with cords):

£8 : 0 : 0

B. MARK II RECEIVING SETS

This instrument was designed as a trench radio receiving set for use on short wavelengths of 65 to 80 metres. It can quite easily be converted for use on higher wavelengths, the method being thoroughly explained in various recent issues of the Radio Times, and more particularly by Mr. Philip R. Courser in the handbok "Disposal Board Radio Instruments and their Application to Experimental Uses." A copy of the latter is supplied free with every instrument.

The instrument contains inter-valve transformer, valve telephone transformer, condenser and grid leak, filament resistance change-over switch, and two valve holders.

PRICE

Ditto, with variable air condenser

£3 : 15 : 0

£4 : 15 : 0

AERIAL MASTS and EQUIPMENT

15' Steel Masts in sections, each 2' 4". complete with halyard, pulley and stays. P.P. mast complete

£15 : 0 : 0

30' ditto, with all necessary equipment

£2 : 10 : 0

We hold the largest stocks of Wireless Apparatus in the Country. Send for our lists to-day.

THE CITY ACCUMULATOR CO., 79, Mark Lane, London, E.C.3

*Phone—Avenue, 1316.

LONDON, W.—
H. V. Albrow, 26, George Street, Portman Square
GLoucester, Som. and Wilts.
Bristol Wireless Co., 52, Corham Hill, Bristol.
SOUTH WALES—South Wales Wireless Installations Co., Ltd., 18, West Bute Street, Cardiff.

LANCASHIRE AND CHESHIRE—Henry Hollins and Son, Ltd., Priory Street, Stockport.
LEICESTERSHIRE—Walter Rowe, Ltd., 96, Granby Street, Leicester.

Local Customers will greatly assist the work of our Despatch Department by ordering direct from our nearest Agents.
Remarkable Offer of Headphones

At Exceptionally Low Prices

Why pay double the price and wait weeks for delivery when we can supply you direct from stock at half manufacturer's prices:

- Brown "A" Type, 120 ohms, Reed Pattern, 30/-
- Sullivan, 120 ohms, 12 6,
- Thomson-Houston (French), 4,000 ohms, complete with cords, 120 -

Any of the above 'phones will be sent on Seven Days Approval under our express guarantee that we will refund the full amount paid if not absolutely satisfied.

Spark Gaps suitable for Lightning Arresters as illustrated 2/6 each, postage 4d. These are made of solid aluminium mounted on ebonite base.

Morse Tapping Keys

Finest quality ex-Government Stock.
As illustrated - 4/6 each, postage 6d.
Better quality - 6 6
Complete with buzzer, etc. 10/6 each, postage 6d.

The Microswitch Rheostat

The finest resistance ever put upon the market. Enables a microscopic adjustment to be made. The "on" and "off" switch makes it unnecessary to alter the adjustment. Easily fixed.

Complete 6/6 each, Postage 4d.

The "Violina" Loud Speaker,

£5 : 5 : 0
Packing and carriage, 5/- extra.

Read this Unsolicited Testimonial.

"Phone: 606 NEW CROSS.
To The City Accumulator Co.,
79, Mark Lane, E.C. 3.

Dear Sirs,

Having, as your books will testify, sold several of your Violinas, you may be interested in knowing the expression of opinion concerning them that all my customers freely express. They are delighted with the sweetness and purity of tone; music is rendered with great clarity of tone, and speech free from distortion, even the letter "S" so often reproduced by loud speakers as "th" comes through as a clear sibilant sound.

Congratulations on having put on the market the perfect loud speaker.
I will be pleased to give a demonstration of the qualities of your Violina to anyone to whom you care to give my address.
Please send two more Violinas H.R. and oblige.
Yours faithfully (Signed) R. Colwill.

The City Accumulator Co.

79, Mark Lane, London, E.C.3

Phone: Avenue 1316. And at 33, Rue d'Hauteville, Paris. Agents for all BURNDEPT Apparatus.

H. V. Albro, 36, George Street, Portman Square, W.
You must have good Components if you want a good instrument

A chain is as strong as its weakest link. See that every link of your instrument is perfect by obtaining the finest quality Component Parts.


-001 mfd. -0005 mfd. -0003 mfd.  19 6  13 6  11 6

VARIABLE CONDENSER PARTS.

-001 mfd. -0005 mfd. -0003 mfd.  9 6  8 -  6 6

Dial, 2 - extra.

UNIT COIL HOLDERS. A highly convenient form of Adjustable Coil Mounting, designed to eliminate hand capacity effects. Well made in ebonite and brass throughout. Oxide finish.


FIVE-POINT JACKS. Gives a double break action when plug is inserted. Suitable for panel mounting. Price, each 1 8.

TELEPHONE TRANSFORMERS. Fully guaranteed. Price 18 6.

FIVE-POINT JACKS. Gives a double break action when plug is inserted. Suitable for panel mounting. Price, each 1 8.

TELEPHONE TRANSFORMERS. Fully guaranteed. Price 18 6.

ALL SENT POST FREE. Send your order to-day.

W. ROSENWALD
21, DALE STREET, LIVERPOOL.

TELEPHONE: 4686
CENTRAL.

TELEGRAMS: "REPUBLIC, LIVERPOOL."
AUCKLAND'S IMPORTANT ANNOUNCEMENT

The constantly increasing demand for AUCKLAND PRODUCTS has compelled us to open a new and extensive factory situated at 125-131, ROSEBERY AVENUE, E.C.1. The largest factory in London devoted entirely to Radio Apparatus.

SPECIFY AUCKLAND PRODUCTS

Crystal Reception of Broadcast Music is Perfect Reproduction

Illustrated is our Universal Adjustment Detector, Fitted with 2 Crystals, finished as a High Class Instrument, mounted.

Price: 7/6

A USEFUL DEAD END SWITCH.

Suitable for Frame Aerials or similar purposes. Supplied mounted as shown.

PRICE, 8 Point 10/6

"Auckland" L.F. Transformers

Known and used throughout the World by reason of their extraordinary Ratio of Amplification, without distortion.

The Result of Experience

Use Auckland Transformers, both H.F. and L.F.

Specify and SEE YOU GET THEM.

L.F. Transformers

20/- EACH.


LONDON OFFICES:

Factories—ISLINGTON, N. WIRELESS INSTRUMENT MAKERS. Phone: 3173 CLERKENWELL.
REDUCTION IN PRICE

With the first number of Vol. 12 dated APRIL 7th, 1923

The Wireless World and Radio Review will be published at 4d. WEEKLY

Annual Subscription 20/- post free.

In addition to the usual features No. 1 of the new volume WILL INCLUDE

Design for a Complete Receiving Station.
Equipping a Home Wireless Workshop, by F. H. Haynes.
New Ideas for the Experimenter.
How to Make Standard Instruments for Your Own Laboratory, by Philip R. Coursey.
Neon Tubes and their Characteristics, by S. O. Pearson.

Obtainable from all Bookstalls & Newsagents. Order Now.

THE WIRELESS PRESS, LTD., 12-13, Henrietta St., London, W.C.2
DUBILIER CONDENSERS
QUALITY PRODUCTS AT POPULAR PRICES.

Because we concentrate on manufacturing condensers you get good deliveries.
Our policy makes sure that in Dubilier Condensers you get quality products at popular prices.

Dubilier Mica Condenser. Type 600.
For use in wireless receivers, with or without Dubilier grid leaks.
0.0001 mfd. and 0.0009 mfd. - 2/6 each
0.001 mfd. to 0.005 mfd. - 3/- each
Condensers with grid leaks - 5/- each
Tested to 1,000 volts.

Dubilier Mica Condenser. Type 600a.
For close mounting in wireless receivers, space occupies 23/8" X 3/8".
below 0.001 mfd. - 2/6 each
from 0.001 mfd. to 0.005 mfd. - 3/- each
Tested to 1,000 volts.

The Dubilier Condenser. Type 577,
Is a small power condenser and is suitable for either transmitters or receivers. It has extraordinary small losses and the capacity remains constant under all conditions.
From 0.0001 mfd. to 0.01 mfd. 7/6 each. Tested to 2,000 volts.

Trade terms and descriptive leaflets of these and large power Dubilier Condensers will be sent on request.

THE DUBILIER CONDENSER CO. (1921) LTD.
DUCON WORKS, GOLDHAWK ROAD, LONDON, W. 12
Telephone: Hammersmith 1084.
Telegrams: "Hiroton, Phone, London."
THE WIRELESS WORLD AND RADIO REVIEW  MARCH 31, 1923

ASHLEY WIRELESS TELEPHONE CO. LTD., LIVERPOOL

Distributing Agents—

Nottingham—Gillott & Son.
Staffordshire—D. Shannon, Wyvern Grange, Sutton Coldfield.
North Wales—Thornton & Evans, 57, Regent St., Wrexham.
Northumberland—A. J. Wilson & Ridley, 161, Northumberland St., Newcastle-on-Tyne.
Shropshire—J. Hopley & Son, Dodgson, Whitchurch.
Isle of Man—Ramsey Power Co., Ramsey.
Glasgow and South Scotland—Fraser & Borthwick, Delta Electric Works, 53, Pitt St., Glasgow.
Aberdeen and North Scotland—Lawson, Turnbull & Co. Ltd., 818 Market St., Aberdeen.

TWO NEW BOOKS for the NON-TECHNICAL READER

HOW TO BUILD AMATEUR VALVE STATIONS

By PHILIP R. COURSEY, B.Sc., F.Inst.P.

Price 1 6 net.  Post free 1 8

A book which gives the basic principles of wireless communication, describes the valve and its uses, explains the component parts of Valve Receiving Sets. It also deals with Aerial Construction, indoor and outdoor, Lightning Switches, etc., and the making of Valve Sets.

ELECTRONS, ELECTRIC WAVES AND WIRELESS TELEPHONY

By DR. J. A. FLEMING, M.A., F.R.S.

Price 7 6 net.  Post free 8 3

The popular features of Dr. Fleming are well known to thousands of people. In this volume he reproduces his Popular Christmas Lectures given at the Royal Institution of Great Britain. The subject is dealt with thoroughly and simply and those who wish for a non-technical explanation of electricity and of wireless cannot do better than read this book.

THE WIRELESS PRESS LTD.
12-13, HENRIETTA STREET, LONDON, W.C.2

REVISED AND ENLarged EDITION.  JUST PUBLISHED.

HANDBOOK OF TECHNICAL INSTRUCTION FOR WIRELESS TELEGRAPHISTS

By J. C. HAWKHEAD and H. M. DOWSETT, M.I.E.E.

385 Pages.  316 Diagrams, etc.

Price 7 6 net.  POSTAGE gd.

Gives simple instruction in the general principles of practical Wireless Telegraphy.

The OHMER INSULATION TESTING SET (COX'S PATENT)

This is the lightest, cheapest and best instrument of its kind on the market. It consists of an Ohmeter and Generator mounted in one case. The Ohmeter is of the Electrostatic type, giving extreme lightness. Absolutely unaffected by external fields. It reads directly in Megohms and is independent of the voltage or speed of the generator.

NALDER BROS. & THOMPSON, LTD.,
97a, DALSTON LANE, LONDON, E.8.

"The Model Engineer"

A special paper for young Engineers, Apprentices, Students and Amateurs interested in Mechanics, Electricity and Model Making. It contains practical articles by experienced writers on Electrical and Mechanical subjects, Locomotives, Motor Cycling, Model Aeroplanes and Wireless Telegraphy. Published every Thursday. 5d. post free.

"Junior Mechanics & Electricity"

The paper for beginners of all ages in Mechanics, Electricity and Model Making. All the articles are written in simple language so that everybody can read and understand them. It is well illustrated. There is also a Queries and Replies section, from which much valuable information can be obtained. Published on 1st of each month. 4d. post free.

SOME USEFUL BOOKS.

Practical Lessons in Metal Turning... 2/6
Engineering Mathematics Simply Explained... 2/6 Practical Dynamo and Motor Construction... 1/6 Practical Induction... 1/6 Petrol Motors Simply Explained... 2/6 Workshop Wrinkles and Recipes... 1/6
Every Boy's Book of Electricity, 3d.
Every Boy's Book of Engines, 3d.

Book List sent post free on remittance of 1d.

PERCIVAL MARSHALL & CO.,
66. FARRINGDON ST., LONDON, E.C.

"The Sound Wave"

AND

Gramophone Journal

TRADE AND TECHNICAL

The most authoritative Journal in the Kingdom on matters pertaining to the Gramophone.

SPECIAL ARTICLES ON

MUSIC - ACOUSTICS

SOUND BOXES

TONE ARMS

TONE CHAMBERS - STYLI

100 Pages. 4d. Monthly.

From usual newsagents or direct from the publishers—Messrs. DUNLOP & CO., 1 & 2, Whitfield St., Tabernacle St., London, E.C. 2

Registered "NIPHAN" Trade Mark.

WATER-TIGHT PLUGS

and CABLE COUPLINGS

TO MEET HOME OFFICE REQUIREMENTS

COUPLING CONNECTING CABLES

Phones: 2600 Gerrard 12061 Central.

As used by H.M. War Office, Electric Supply Companies, Railway Companies, Marconi's Wireless Telegraph Company.

SIMMONDS BROS., LTD.
4, 6 & 8, NEWTON STREET, HOLBORN, W.C.

SIX WAY TEE CONNECTORS
ARISTOPHONE RECEIVER 55
A high-grade self-contained 2-valve receiver for British Broadcasting. Can be supplied fitted with Long-wave Selective Reaction Tuner for receiving, in addition, Paris and The Hague. Other models in 3 and 4 valves.

ARISTOPHONE CABINETS

A complete range of cabinets in all periods, embodying the highest grade 4-valve receivers and the finest cabinet work.

Write for particulars of the complete range of Elwell Wireless, Dept. W.W.

C.F. ELWELL
Craven House, Kingsway, London WC