
NEW PRODUCTS 
NEW PRODUCTS 

Equipment, modifications, options, software 

HHB's CLUE system 
The APRS saw the 
introduction of the CLUE 
system by HHB. The 
Computer Logging Unit and 
Editor is a system designed 
primarily to meet the need for 
editing facilities on digital 
mastering systems using low 
cost PCM processors such as 
the Sony Fl and 701 ES. In 
addition the system gives 
sophisticated logging and 
automation facilities. 

CLUE enables the 
performance of butt copy 
editing in both digital and 
analogue modes to frame 
accuracy. For compilation use 
and, suprisingly, most editing 
requirements, this is quite 
sufficient. Where greater 
accuracy is required the user 
will have to resort to full DAE 
1100 editing standard but 
should have saved himself 
some money. Insertion of 
auxiliary devices into the 
signal path during editing and 
provision for fades, level 
adjustments is allowed for. All 
components in the signal path 
are passive. 

While recording or mixing, 
CLUE enables the user to log 
details of each take, such as 
title, start locations, length 
and up to 10 locations within 

the take, there is also 
provision for comment. 
Information is stored on floppy 
disk. Autolocation of points is 
by absolute counter number, 
take number or logged position 
although the counter need not 
be zeroed. In playback a 
further 10 logging points may 
be `marked'. CLUE can also 
provide calculation of times for 
takes, passages or lengths of 
sessions. 

The hardware of the system 
comprises a 4U 19 in rack 
containing controlling 
computer, disk drives, 
switching circuitry and 
interface connections; a remote 
keyboard; for communication 
with CLUE and control of the 
recorders; and a VDU. The 
program is entirely menu 
driven and most commands 
are single key entries. Full 
access if provided to the audio 
and video inputs and outputs 
of both recorders in addition to 
the analogue inputs and 
outputs of the digital 
processor. Plans are in hand 
for development of further 
interfaces. 
HHB Hire & Sales, Unit F, 
New Crescent Works, Nicoll 
Road, London NW10 9AX, 
UK. 
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Connectronics connectors 
Connectronics have announced 
a new low cost XLR -type 
connector; 3 -pin line and 
chassis connectors are 
available. They are made from 
a black, glass filled nylon 
material which according to 
Connectronics is `virtually 
unbreakable under normal 
conditions'. 

Connectronics Ltd, 
20 Victoria Road, New 
Barnet, Herts EN4 9PF, UK. 
Tel: 01449 3663. Telex: 
8955127. 
USA: Connectronics 
Corporation, 652 Glenbrook 
Road, Stamford, CT 06906. 
Tel: (203) 324 -2889. Telex: 
642678. 

FM Acoustics high power amp 
New from FM Acoustics is a 
high power mono amplifier, 
the FM 1000. Modestly 
claimed to be `the world's first 
natural- sounding reliable non - 
bridged Ultra- High -powered 
amplifier', the 1000 is rated at 
900 W peak into 8 Sl (3600 W 
peak into 1 SZ or 100 A peak!) 
for negligible distortion across 
the audio bandwidth. 

Some of its many features 
are: a non -polarised, balanced 
input stage with CMR >75 dB; 
inverting or non -inverting use 
(through the balanced input); a 
passive 3 dB /octave lowpass 
filter at 60 kHz which, 
together with the power 
bandwidth of 120 kHz, 

eliminates TIM or dynamic 
distortion; class -A operation 
throughout except for the 
class -AB output stage which 
has thermal tracking class -A 
bias; all- discrete circuitry; low 
feedback; a two -speed cooling 
fan; impedance compensated 
peak reading LED indicator; 
elaborate fail -safe and short 
circuit protection. 

FM Acoustics Ltd, 
Tiefenhofster 17, CH -8820 
Wadenswil, Switzerland. 
Tel: 01 780 64 44. 

USA: FM Acoustics USA, 
PO Box 311, Davis, 
CA 956170311. 
Tel: (916) 758 -6300. 

Speiden ribbon microphone 
Two years of R & D have led 
to a new coincident stereo 
ribbon microphone, the SF -12, 
from Speiden & Associates. 
Symmetrical figure -of -eight 
polar patterns positioned at 
right angles equals the classic 
Blumlein configuration, and 
accuracy is said to be excellent 
for either X -Y or M -S use. 
Features claimed are: 
`unexcelled' stereo separation 
and imaging; wideband, peak - 
free response with negligible 
off axis colouration; and superb 
transient response. Small 
physical size aids this 
accuracy, minimising 
disturbance of the soundfield 
via diffraction effects. 

Two 1.5 micron ribbons of 
pure aluminium are employed, 
each weighing only Y4 mg 
which is believed to be the 
lowest mass element ever 
provided in a commercial 
product. The SF -12 is supplied 
with 18 ft of cable (four 
conductors plus shield) and an 

adaptor terminating in two 
standard XLR -type connectors 
for direct use with professional 
250 12 front -ends. A standard 
adaptor is also supplied. 
Speiden & Associates, 1216 
Denmark Road, Plainfield, 
NJ 07062. Tel: (201) 756 -5515. 

26 Studio Sound, September 1984 


